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Abstract

Very high throughput and high-efficiency wireless local area networks (WLANs) have

become essential for today’s significant global Internet traffic and the expected significant

global increase of public WiFi hotspots. Total Internet traffic is predicted to expand 3.7-

fold from 2017 to 2022. In 2017, 53% of overall Internet traffic used by WiFi networks, and

that number is expected to increase to 56.8% by 2022. Furthermore, 80% of overall Internet

traffic is expected to be video traffic by 2022, up from 70% in 2017. WiFi networks are

also expected to move towards denser deployment scenarios, such as stadiums, large office

buildings, and airports, with very high data rate applications, such as ultra-high definition

video wireless streaming. Thus, in order to meet the predicted growth of wireless traffic

and the number of WiFi networks in the world, an efficient Internet access solution is

required for the current IEEE 802.11 standards.

Millimeter wave (mmWave) communication technology is expected to play a crucial

role in future wireless networks with large user populations because of the large spec-

trum band it can provide. To further improve spectrum efficiency over mmWave bands

in WLANs with large numbers of users, the IEEE 802.11ay standard was developed from

the traditional IEEE 802.11ad standard, aiming to support multi-user MIMO. Propagation

challenges associated with mmWave bands necessitate the use of analog beamforming (BF)

technologies that employ directional transmissions to determine the optimal sector beam

between a transmitter and a receiver. However, the multi-user MIMO is not exploited,

since analog BF is limited to a single-user, single-transmission. The computational com-

plexity of achieving traditional multi-user MIMO BF methods, such as full digital BF,

in the mmWave systems becomes significant due to the hardware constraints. Our re-

search focuses on how to effectively and efficiently realize multi-user MIMO transmission

to improve spectrum efficiency over the IEEE 802.11ay mmWave band system while also

resolving the computational complexity challenges for achieving a multi-user MIMO in

mmWave systems.

This thesis focuses on MAC protocol algorithms and analysis of the IEEE 802.11ay

mmWave WLANs to provide multi-user MIMO support in various scenarios to improve

the spectrum efficiency and system throughput. Specifically, from a downlink single-hop
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scenario perspective, a VG algorithm is proposed to schedule simultaneous downlink trans-

mission links while mitigating the multi-user interference with no additional computational

complexity. From a downlink multi-hop scenario perspective, a low-complexity MHVG

algorithm is conducted to realize simultaneous transmissions and improve the network

performance by taking advantage of the spatial reuse in a dense network. The proposed

MHVG algorithm permits simultaneous links scheduling and mitigates both the multi-user

interference and co-channel interference based only on analog BF information, without the

necessity for feedback overhead, such as channel state information (CSI). From an uplink

scenario perspective, a low-complexity user selection algorithm, HBF-VG, incorporates

user selection with the HBF algorithm to achieve simultaneous uplink transmissions for

IEEE 802.11ay mmWave WLANs. With the HBF-VG algorithm, the users can be selected

based on an orthogonality criterion instead of collecting CSI from all potential users. We

optimize the digital BF to mitigate the residual interference among selected users. Ex-

tensive analytical and simulation evaluations are provided to validate the performance of

the proposed algorithms with respect to average throughput per time slot, average net-

work throughput, average sum-rate, energy efficiency, signal-to-interference-plus-noise ratio

(SINR), and spatial multiplexing gain.
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Chapter 1

Introduction

In the foreseeable future, emerging data-hungry applications and the proliferation of wire-

less devices will substantially increase wireless data tra�c. According to a report by

Cisco [1], Internet tra�c is predicted to expand 3.7-fold from 2017 to 2022, with 80%

expected to be used by video tra�c by 2022, up to 70% in 2017. Moreover, 53% of total

Internet tra�c was used by the current IEEE 802.11 wireless local area networks (WLANs)

and is expected to be 56.8% by 2022. Thus, an e�cient Internet access solution to the

current IEEE 802.11 WLANs standards is required in order to meet the predicted growth

of Internet tra�c. In order to provide high-e�ciency WLANs, there have been develop-

ments made to IEEE 802.11 WLANs. The IEEE 802.11ay is an enhanced WLAN standard

that operates in the 60 GHz millimeter wave (mmWave) spectrum, which was developed

based on modi�cations to the legacy IEEE 802.11ad standard. The IEEE 802.11ay stan-

dard aims to improve the spectrum e�ciency and system throughput by supporting several

technologies, such as multi-user multiple-input multiple-output (MIMO) and multi-channel

operations [2, 3].

To satisfy the need for such an exponentially larger throughput gain, a number of ad-

vanced technologies will fall within the scope of academic and industrial research. MmWave
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band communication resulting from a large spectrum swath is one potential solution that

can provide multi-gigabit data-rate service for mobile devices. MmWave communication

refers to a wireless system that transmits and receives signals using a band spectrum be-

tween 30 GHz and 300 GHz, with the system wavelength being in the millimeter range.

The propagation characteristics of an mmWave, such as the high degree of path loss, mean

that short-range directional transmission with the use of analog beamforming (BF) and

beam tracking technologies must be considered in the design of medium access control

(MAC) protocols. Analog BF is employed to conquer high path loss and select the best

beam-sector pair between a transmitter (TX) and receiver (RX). In this way, mmWave

communication can be exploited so that future WLANs can supply the predicted growth

of wireless tra�c.

To further improve spectrum e�ciency over mmWave bands in WLANs with a large

number of users, the massive MIMO available in the mmWave systems can be exploited

to utilize a downlink multi-user MIMO technology. Current mmWave systems, such as

the IEEE 802.11ad standard, are limited to single-stream transmissions and are considered

single-user mmWave systems. Due to the narrow beams of mmWave directional anten-

nas, simultaneous transmissions are possible based on the employment of a spatial reuse

mechanism. Although multi-user MIMO is a promising technology, the user selection algo-

rithm and BF mechanism need to be considered in an mmWave system with a large user

population.

MmWave MIMO precoding for BF and multi-user transmission scenarios di�ers from

that used with lower frequencies, since di�erent hardware constraints are associated with

mmWave bands, and require rethinking the MAC layer design and transceiver architec-

tures. Implementing a fully digital BF is also complicated in mmWave systems. Digital BF

requires a dedicated baseband, radio frequency (RF) hardware for each antenna element,

and the acquisition of channel-state information (CSI). The IEEE 802.11ad standard in-

volves only analog BF due to the signi�cant power consumption of the analog-to-digital
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converters (ADCs) in digital BF as well as the overhead associated with the CSI feedback

of the digital BF in the mmWave. Enabling a simple multi-user transmission that employs,

for example, only analog BF is desirable for facilitating future mmWave communication

systems.

In this chapter, we �rst provide an overview of the mmWave technology and introduce

the IEEE 802.11ay standard. Then, we discuss the research challenges of this thesis and

our research objectives. Finally, we present the research contribution and an outline of

this thesis.

1.1 MmWave

The mmWave band spectrum refers to the range of wavelengths from 1 to 10 millimeters

(mm). The radio frequency range of these wavelengths is between 30 GHz and 300 GHz,

referred to as the extremely high-frequency band, while the 3-30 GHz spectrum band is

called the super high-frequency band. Since the wavelength of the mmWave is in the range

of 1 to 10 mm, the mmWaves are shorter than radio waves or microwaves, for instance.

However, they are longer than infrared waves or x-rays.

1.1.1 MmWave Channel Challenges and Characteristics

Although the mmWave wireless communication system is a very promising candidate for

the next generation of wireless networks, the propagation characteristics of the mmWave

create challenges. The main challenges regarding signal attenuation include free space

propagation (path loss), atmospheric gaseous, and rain absorption. Other factors that

a�ect the mmWave propagation are foliage blockage, scattering e�ects, low di�raction

around obstacles, and penetration through objects [4].
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1.1.1.1 Path Loss

The Friss transmission law in equation (1.1) indicates that the high carrier frequency of

the mmWave communications will be a�ected by high path loss, because the path loss

increases with the square of the wavelength (� 2), the carrier frequency. However, high

path loss will be realized assuming that the e�ective antenna aperture area increases with

the wavelength. Therefore, more energy can be sent or received through narrow directed

beams by applying array antennas into the same e�ective area at higher frequency carriers.

It was found in [5] that the propagation loss is the same for both 3 GHz and 30 GHz carriers.

Furthermore, the received power was found to be 20 dB when array antennas were used at

30 GHz, which is higher than the received power of the 3 GHz.

Pr

Pt
= Gt Gr (

�
4�R

)2 (1.1)

where Pt and Pr are the transmitted and received power, respectively;Gt and Gr are

the transmitter and receiver antenna gain, respectively;R is the distance between the

transmitter and receiver in meters; and� is the wavelength.

1.1.1.2 Atmospheric Gaseous

Atmospheric gaseous losses are the other type of signal attenuation for the mmWave trans-

mission. These losses are due to the absorption of oxygen (O2) molecules, water vapor

(H2O), and some other gaseous atmospheric elements. Fig. 1.1 shows the atmospheric

absorption versus the frequency at altitudes of 4 km and at sea level [4, 6]. There are sev-

eral attenuation peaks for di�erent frequency bands because of the absorption of the radio

signal by water vapor (H2O) and oxygen (O2). These peaks, such as 24 GHz and 60 GHz,

will cause a high attenuation of the radio signal by reducing the propagation distance.

However, less radio signal attenuation can be achieved in the other spectral regions of the
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mmWave. The attenuation at the 57-64 GHz band forO2 absorption is approximately 15

dB/km whereas at 28 GHz it is only 0.02 dB/km for theO2 absorption and 0.09 dB/km

for the H2O absorption [4, 6].

Figure 1.1: Average atmospheric absorption of mmWave.

1.1.1.3 Rain Losses

Another propagation characteristic challenge is rain losses, since the mmWave propagation

su�ers from rain absorption [4]. Raindrops cause the radio signal to scatter because the

wavelength is approximately the same size as the raindrops. Fig. 1.2 shows the attenuation

of rain in di�erent rainfall rates [4]. For example, during heavy rainfall of 25 mm/hr, the

rain attenuation is found to be about 7 and 10 dB/km for 28 GHz and 73 GHz, respectively.

Nevertheless, it was found in [7] that the rain attenuation for the 28 GHz and 73 GHz are

reduced to 1.4 and 2 dB/km, respectively, when considering a small-cell base station in the

order of 200 m. Therefore, array antennas, spectral regions that have less gaseous losses,
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and small-cell base stations or access points, especially in urban environments, might be

promising future solutions for mmWave propagation due to the minimal impact of the free

space propagation (path loss), atmospheric gaseous losses, and rain absorption.

Figure 1.2: Rain attenuation in dB/km at various rainfall rates in mm/h.

1.1.2 MmWave and Multi-User Massive MIMO

Thanks to the very short mmWave wavelength, massive MIMO technology using large-

scale antenna arrays can be implemented using BF and beam tracking technologies. In

fact, massive MIMO is considered one of the enabling technologies for next-generation wire-

less systems, which has a higher spectrum and higher energy e�ciency and will be secure

and robust. Antenna arrays with a large-scale of antennas are used simultaneously in the

massive MIMO in order to serve several terminals in the same time-frequency resource [8].

There are several bene�ts of the multi-user massive MIMO. These speci�c bene�ts include,
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but are not limited to, the following [8]: (1) the capacity can be increased 10 times or

more by using the multi-user MIMO; (2) the radiated energy e�ciency can be improved

by an order of 100; (3) multi-user MIMO has the advantage of low power and inexpensive

components compared to conventional systems; and (4) the fading dips of wireless commu-

nications can be avoided with the BF technique and the law of large numbers of antennas

of the massive MIMO. Thus, the latency on the air interface will be signi�cantly reduced,

since the performance is usually restricted by fading.

1.1.3 MmWave for Outdoor Communications

The challenges associated with the propagation characteristics of mmWaves present a se-

rious obstacle to its implementation in outdoor applications. The small coverage area of

a node that uses mmWave, such as small cell base station concept, is considered to have

promising potential with respect to ensuring the e�ciency of future wireless networks. A

small mmWave node can be employed outdoor in an urban area by reducing the node cov-

erage area, thereby exploiting spatial reuse, decreasing propagation losses, and increased

data rate [7]. The deployment of the small mmWave node, in the order of 200 m, thus

overcomes the issues related to the propagation characteristics of mmWaves [7]. Addition-

ally, the very short wavelengths of mmWave technology enable the use of a small physical

platform of several to hundreds of antenna array elements in a relatively smaller coverage.

Both an mmWave node and a user can be equipped with a highly directional antenna to

provide mmWave communication while simultaneous transmissions at an mmWave node

can also be achieved. Thus, directional antennas and small mmWave nodes have the po-

tential to provide e�ective solutions for addressing mmWave propagation challenges in

outdoor applications [7, 9].
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1.1.4 MmWave for Next Generation of WiFi

There are challenges for WLANs overcoming global data tra�c growth, as driven by the

emergence of the di�erent bandwidth-intensive multimedia applications and the growth

in the number and density of WiFi networks [10, 11]. Although there are e�orts to sup-

port higher data rates in the current WLANs standards, massive data rate requirements

are always required because of the emergence of di�erent bandwidth-intensive multimedia

applications and the need to access the Internet. Because of the exponential growth in

global wireless data tra�c and the large increase in the number of users every year, the

current WiFi standards need to be enhanced to provide speci�cations for high-e�ciency

WLANs. Data rates up to gigabit-per-second are essential to support the signi�cant in-

crease in wireless data tra�c. MmWave wireless communication technology is expected

to play an essential role in the next generation of wireless systems because of the very

large bandwidth allocations it can provide [7, 12, 13, 14]. This available bandwidth will

deliver high-quality, low-latency video and multimedia applications by supporting higher

connection speeds and higher tra�c capacity to WLANs.

1.2 IEEE 802.11ay

The IEEE 802.11ay standard [2] is an advanced communication system that operates on

the unlicensed 60 GHz band to enhance the user experience, in indoor and outdoor com-

munications implementations where point-to-point (P2P) and point-to-multipoint (P2MP)

are considered. The IEEE 802.11ay standard has been established to improve the legacy

802.11ad standard while guaranteeing backward compatibility for legacy users. The IEEE

802.11ay standard utilizes BF training and speci�c directional MAC, where multi-user

MIMO and channel bonding and aggregation are supported to improve the spectrum e�-

ciency and system throughput.
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1.2.1 Channel Bonding and Aggregation

The 802.11ay [2] speci�es up to six 2.16 GHz channels in the unlicensed 60 GHz frequency

band. The center frequencies of these channels are 58.32, 60.48, 62.64, 64.80, 66.96, and

69.12 GHz. To enhance the channel utilization and achieve signi�cant throughput gain, the

IEEE 802.11ay standard supports the multi-channel approach by transmitting data over

channels simultaneously [2, 15, 16]. The multi-channel transmission is not supported in

the legacy IEEE 802.11ad even though coordinated channel access allocation is established

to maintain a good quality of service (QoS). Channel bonding and aggregation are utilized

to create a wider channel from multiple channels by combining two or more channels

of 2.16 GHz. The di�erence between the two is that channel bonding combines two or

more adjacent channels that have no channel spacing, while channel aggregation combines

two or more adjacent or non-adjacent channels that are separated by a space. Users with

enhanced directional multi-gigabit (EDMG) ability can use channel bandwidths containing

4.32, 6.48, or 8.64 GHz by combining two, three, or four 2.16 GHz channels, respectively.

Therefore, EDMG users can utilize an aggregated or bonded channel to realize the required

high transmission rate of the 802.11ay (at least 20 Gbps).

1.2.2 MIMO Channel Access

Another mechanism that can be combined with the multi-channel transmission is the

MIMO channel access for the sake of realizing the required 20 Gbps or more. The IEEE

802.11ay standard can support the downlink multi-user MIMO to enable simultaneous

transmissions for multiple users such that the spatial reuse and transmission robustness

against link outages can be enhanced [2, 15, 16]. MIMO channel access can be initi-

ated by checking the channel availability, where a TX and one or more RXs exchange

request-to-send (RTS) and clear-to-send (CTS) frames among each other. In this process,

a transmission opportunity (TXOP) must be gained �rst by the TX before accessing the
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MIMO channel when either single-user MIMO or multi-user MIMO frames are intended to

be sent. To enable MIMO channel access, physical carrier sensing, virtual carrier sensing,

or clear channel assessment are implemented with speci�c MIMO backo� procedure. Thus,

a TX is permitted to gain a TXOP for a downlink multi-user MIMO transmission when

all the MIMO beams are sensed to be idle while the backo� procedure is satis�ed. Multi-

user MIMO can be achieved by employing an appropriate scheduling approach to select

the perfect spatial users. The multi-user MIMO technique is considered in the upcoming

IEEE 802.11ay standard to increase the throughput and reduce the BF operation time

[17, 18, 19, 20].

1.2.3 Directional MAC

The IEEE 802.11ay directional MAC protocol includes a beacon interval (BI) access time

that has four main components, where the functions of each are described as follows.

First, during the beacon transmission interval (BTI), the BF training can be initiated by

an access point (AP), where an Announce frame or EDMG-Beacon is transmitted. Second,

during the association beamforming training (A-BFT), the BF training can be completed

by users utilizing A-BFT slots. The number of A-BFT slots in IEEE 802.11ay is increased

up to 16 slots using the extended A-BFT mechanism or up to 48 slots utilizing the multi-

channel A-BFT method [2, 16]. Third, during the announcement transmission interval

(ATI), exchanges in the request-response-based management and allocation information

can be announced. Finally, during the data transfer interval (DTI), slot allocations are

established by using either contention-based access periods or scheduled-service periods

(SPs). Time division duplex (TDD) channel access allocation (TDD-SP) is another type

of allocation that is utilized for the mmWave distribution network (mDN) use case during

the DTI.
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Figure 1.3: Virtual antenna sectors of the IEEE 802.11ay standard.

1.2.4 BF Training

BF training is utilized to establish a communication link between a TX and an RX in

order to overcome the challenges that result from the directional transmission. The BF

allows paired devices to have a highly directional signal focus by employing virtual antenna

sectors using di�erent antenna weight vectors (AWVs), where the antenna gain is focused

in a certain direction based on the sector identi�cation (SID), as shown in Fig. 1.3.

The IEEE 802.11ay BF training is similar to that of the legacy 802.11ad, except that it

includes new stages that enhance the BF process. BF for multi-channel, BF for asymmetric

links, BF for MIMO, and BF for the TDD channel access are the new BF training protocols,

where the basic BF training of IEEE 802.11ay is a sector-level sweep (SLS) BF stage.
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1.3 Research Challenges and Objectives

The objective of this thesis is to develop a set of e�cient MAC layer algorithms in di�er-

ent scenarios for the mmWave WLANs based on the IEEE 802.11ay system in order to

meet the very high throughput objective of the next generation wireless networks and to

overcome the predicted global data tra�c growth. Speci�cally, MAC layer algorithms are

used to enable simultaneous transmission and mitigate the interference while keeping the

computational complexity at a minimum level. In order to meet the objective, we aim to

address the challenges of the simultaneous transmission for the IEEE 802.11ay WLANs in

the following scenarios.

1.3.1 Single-Hop Multi-User Transmission: MUI Perspective

As discussed in Subsection 1.1.1, due to the nature of mmWave propagation characteris-

tics, establishing e�ective communication and simultaneous downlink transmissions with

mmWave requires a directional analog BF with large antenna arrays. However, analog BF is

limited to single-user transmission, and multiplexing several data streams for di�erent users

cannot be achieved. Thus, a key consideration is to employ an appropriate BF mechanism

to achieve simultaneous downlink transmission. The use of the digital BF for multi-user

MIMO technology that has been widely applied in conventional lower-frequency systems

(< 6 GHz) is challenging in mmWave systems, since digital processing requires dedicated

baseband and RF hardware for each antenna element [21, 22]. Because mmWaves entail

a considerable number of antenna array elements, the implementation of a vast number of

RF chains can be costly. Further, designing the precoding matrices in a digital BF requires

acquiring CSI. However, obtaining CSI in an mmWave system is di�cult because of the

large number of antennas and the very low SNR [21, 22]. Hybrid beamforming (HBF),

which combines digital BF with analog BF, can reduce the complexity of the hardware
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constraints to realize simultaneous downlink transmission [23, 24, 21]. Although HBF is

proposed for multi-user MIMO to mitigate the multi-user interference (MUI) and to realize

simultaneous downlink transmission in mmWave systems, digital processing in HBF is still

challenging for the following reasons [21]:

� CSI feedback overhead increases with the number of antennas and the number of

users. Imperfect channel knowledge can a�ect performance because multi-user MIMO

with mmWaves requires more CSI at the transmitter, where HBF performance gain

is achievable only with perfect knowledge of the CSI at the transmitter [22].

� Digital precoding schemes, such as zero-forcing, require very frequent sounding and

feedback because of the short wavelength of mmWaves.

� The signal-to-noise ratio (SNR) received over an mmWave channel is very low because

the bandwidth of an mmWave is very large.

� Performing channel estimation is di�cult because part of the precoder in an HBF is

RF precoding.

Since the IEEE 802.11ay standard implements directional beams for transmission due to

the characteristics of the mmWave band, simultaneous transmission can be achieved due

to the potential spatial reuse, where the most desirable spatial users can be scheduled

for simultaneous downlink transmissions. Thus, an appropriate scheduling scheme for the

simultaneous downlink transmission is needed to overcome this challenging problem and

to improve the system e�ciency while keeping the overhead at a minimum level.

1.3.2 Multi-Hop Multi-User Transmission: CCI Perspective

In the foreseeable future, emerging data-hungry applications and the proliferation of wire-

less devices will substantially increase wireless data tra�c. Wireless networks are expected

13



to move toward denser deployment scenarios, such as stadiums, large o�ce buildings, and

airports, with very high data rate applications, such as ultra-high de�nition video wireless

streaming [10, 11].

Maintaining e�cient utilization of ultra-dense wireless networks requires spatial and

spectrum reuse, which negatively a�ects the end-user experience at coverage boundaries

due to co-channel interference (CCI) [25, 26, 27]. Since wireless devices are increasingly

deployed in dense environments that are characterized by several APs, the CCI between

neighboring devices could reduce the performance experienced by individual users. CCI and

adjacent channel interference may cause either transmission delays or even transmission

failure, and network performance can be a�ected due to the high density of wireless devices.

CCI occurs when multiple APs are employed utilizing the same frequency channel in dense

deployment environments, where neighboring APs' coverage can overlap.

Although the directional beam transmissions of the mmWave have the advantage of

spatial reuse with a very small chance of interference [28], there is a possibility of CCI

among neighboring APs and therefore needs to be managed. It is worth noting that to

mitigate the CCI using traditional lower frequency systems, numerous mechanisms have

been proposed in the literature, mainly using digital BF methods such as zero-forcing

BF [29]. Nevertheless, for mmWave communications, these methods introduce signi�cant

overhead and extreme computational complexity [21, 22]. The size of the channel state

information feedback increases with the number of antennas and the number of devices.

Furthermore, extra antennas are needed on each TX node for digital BF to mitigate the

CCI.

In the densely deployed and partially overlapped WLANs, CCI challenges resulting

from neighboring APs needs to be addressed by carefully planning and tuning the network.

New and e�cient, low-complexity methods for managing interference and radio resources

must be developed for ultra-dense IEEE 802.11ay WLANs. How to mitigate interference
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in di�erent neighboring APs' coverage to allow for spatial reuse while simultaneously per-

forming transmissions is an important and challenging issue.

1.3.3 Low-Complexity Uplink Multi-User MIMO Algorithm

MmWave communication technology is expected to play a crucial role in future wireless

networks with large user populations because of the large spectrum band it can provide

[16, 7, 30, 31, 32]. To further improve spectrum e�ciency over mmWave bands in WLANs

with a large number of users, the IEEE 802.11ay standard was developed from the tradi-

tional IEEE 802.11ad standard, aiming to support multi-user MIMO. Moreover, network

throughput can be improved signi�cantly by using uplink multi-user MIMO transmissions

in ultra-dense networks. Although uplink multi-user transmission is a promising technol-

ogy, both the user selection algorithm and the BF mechanism need to be considered in an

mmWave system with a large user population.

User selection in large-scale multi-user MIMO is crucial due to the MUI and the

potential collection of CSI to �nd the best group of users [33, 34]. In particular, the

orthogonality of the instantaneous channels among selected users can a�ect the achievable

rates where the users are coupled [35, 36, 37, 38]. The literature has used several criteria

for user selection or user grouping to solve the problem of selecting a subset of users. An

explicit solution is to �nd an optimal subset of users by deploying an exhaustive search over

all users. However, in dense deployment scenarios, this requires formidable CSI overhead,

and its complexity can grow signi�cantly with the number of users. Other criteria [35, 36,

37] have been used to simplify the user selection problem into sub-optimal algorithms by

utilizing the orthogonality criterion as a selection metric, such as the largest principal angle

[39], subspace collinearity [40], and chordal distance [41]. Thus, user selection is essential

in multi-user MIMO, especially when the number of users is large.

Employing traditional digital BF in an mmWave system is challenging due to high
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feedback overhead and the power consumption of the mixed signal processing components

[42, 24]. A potential solution is to exploit the concept of HBF in the mmWave systems by

combining analog BF and digital BF. The literature proposes several approaches that split

the BF process into two stages, analog BF and digital BF optimization, to simplify �nding

a joint optimal solution in the HBF [24, 23, 43, 44, 45, 46]. However, the existing HBF

algorithms do not consider the user selection algorithm, even though the user selection

needs to be jointly considered with the HBF algorithm when there is a high number of

users. Thus, computational complexity can be signi�cant in dense deployment scenarios.

Speci�cally, there can be high power consumption due to the increased demand for RF

chains, with the number of simultaneous transmissions limited to the RF chain number.

The assumption that the system can serve users up to the total number of RF chains

without considering user selection to maximize the data rate is not realistic in an mmWave

system with a large number of users. Also, CSI acquisition overhead from all the potential

users can be considerable. Even though there have been substantial research e�orts on

existing HBF algorithms, to the best of our knowledge, the user selection algorithm in

dense user scenarios has not been incorporated into the HBF algorithm for uplink multi-

user MIMO mmWave systems.

1.4 Research Contributions

The main contributions of this thesis are as follows:

� Single-Hop Multi-User Transmission: MUI Perspective: We propose a prac-

tical and e�cient MAC protocol algorithm for IEEE 802.11ay in densely deployed

WLAN scenarios to achieve simultaneous downlink transmission. Speci�cally, in or-

der to mitigate the MUI generated from the simultaneous downlink transmissions

and to avoid collecting the CSI matrices, a pre-de�ned virtual grouping (VG) al-
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gorithm is proposed to select the perfect spatial users based on the information of

the best SID of the analog BF. The backward compatibility with the legacy IEEE

802.11ad standard is maintained in the proposed VG algorithm. Two methods for

the downlink transmission are developed for the proposed VG algorithm to realize

and select the simultaneous users without the necessity for feedback overhead, such

as CSI. A signal-to-interference-plus-noise ratio (SINR) evaluation from the point

of view of the directed beam-width angle of each simultaneous link is conducted to

investigate the successful simultaneous transmission. We demonstrate via simulation

that the proposed VG algorithm can considerably improve the average throughput

and save on transmission time allocation without adding extra feedback overhead to

the system.

� Multi-Hop Multi-User Transmission: CCI Perspective: We propose a low-

complexity simultaneous downlink scheduling algorithm to enhance the network per-

formance while mitigating the interference by taking advantage of the spatial reuse

in a dense mDN. Speci�cally, a multi-hop virtual grouping (MHVG) algorithm is

proposed to expand the VG algorithm in the �rst scenario to cancel both the MUI

within a single hop and the CCI generated from the multi-hop simultaneous down-

link transmissions scenario. The MHVG algorithm focuses on exploiting spatial reuse

while mitigating the interference by utilizing the analog BF information without the

need for digital BF, where the complexity and overhead are kept at minimum lev-

els. We evaluate the performance of the MHVG algorithm by analyzing the spatial

multiplexing gain. The spatial multiplexing gain represents the number of concur-

rent transmissions allowed over the same mmWave channel in a given area from

the perspective of spatial reuse. The results of the evaluative simulations conducted

demonstrate the superior performance o�ered by the proposed MHVG algorithm with

respect to average throughput per time slot and spatial multiplexing gain.
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� Low-Complexity Uplink Multi-User MIMO Algorithm: We propose a low-

complexity user selection algorithm for an uplink multi-user transmission in mmWave

WLAN. We �rst formulate the user selection problem, taking HBF, an NP-hard prob-

lem, into consideration. We then develop a three-step HBF algorithm, denoted by

HBF-VG, that incorporates user selection. Speci�cally, users can be selected based

on the semi-orthogonality criterion of the VG algorithm instead of collecting CSI

from all potential users. We optimize the digital BF to mitigate residual interfer-

ence among the selected users. Furthermore, we provide analytical validation for the

proposed user selection algorithm and study the impact of angle correlation, analog

beam pattern, and beamwidth on the achievable rate of selected users. We then ana-

lyze the computational complexity of the proposed algorithm in comparison with the

optimal user selection solution. We also evaluate the energy e�ciency performance

of the proposed HBF-VG algorithm and examine the e�ect of the RF chains imple-

mentation. Extensive simulations validate the performance of the proposed HBF-VG

algorithm when compared with existing solutions.

1.5 Thesis Outline

The remainder of this thesis is organized as follows: Chapter 2 presents the preliminaries

and introduces a comprehensive overview of related literature on simultaneous transmis-

sion and mmWave wireless communications. In Chapter 3, we present the proposed VG

algorithm designed to achieve simultaneous downlink transmission for mmWave WLANs.

In Chapter 4, we present the second algorithm, the MHVG, where simultaneous downlink

transmission is considered in a multi-hop scenario. In Chapter 5, we present our third

algorithm, the HBF-VG, where a low-complexity user selection algorithm for an uplink

multi-user transmission in mmWave WLAN is proposed. Finally, Chapter 6 concludes the

thesis and introduces the future research directions relevant to the work in this thesis.
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Chapter 2

Background

This chapter introduces BF and simultaneous transmission in mmWave systems. First,

we review BF mechanisms and the mDN use case of the IEEE 802.11ay standard that we

leverage to design the proposed algorithms. Then, we comprehensively survey the literature

on BF and simultaneous transmission in mmWave systems.

2.1 IEEE 802.11ay BF Background

Since this thesis aims to enhance throughput and improve spectrum e�ciency over the

mmWave band based on the upcoming IEEE 802.11ay standard, the following subsections

review the BF mechanisms of IEEE 802.11ay in detail.

2.1.1 DMG BF Mechanisms

A pair of devices employ an analog BF mechanism to achieve an appropriate directional

multi-gigabit (DMG) link budget by �nding the optimal sector beam between each other.
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Figure 2.1: The BF training procedure of the IEEE 802.11ay.

In order to allow each device to resolve a proper AWV setting, BF training is used bidi-

rectionally for both transmission and reception. In IEEE 802.11ay, an initiator is an AP

or user that commences the BF training, while a responder is a peer user that participates

in the BF training with the initiator. As shown in Fig. 2.1, the BF training procedure in

IEEE 802.11ay is divided into two main stages: (1) �rst, a SLS stage that selects the best

sector pair by transmitting AWVs training with a quasi-omni antenna pattern between the

initiator and the responder; (2) subsequently, a beam re�nement protocol (BRP) stage in

which the initiator and responder re�ne their sectors by iteratively re�ning the AWVs of

both the initiator and responder [2, 3].

2.1.1.1 The SLS BF stage

The SLS stage includes the following phases: initiator sector sweep (ISS), responder sector

sweep (RSS), sector sweep (SSW)-Feedback, and SSW-acknowledgement (ACK); however,

the SSW-ACK phase is skipped when the BF is carried out during A-BFT. As shown in

Fig. 2.2, the AP, the initiator, starts the ISS phase by sending out an initiator-transmit-

sector-sweep (I-TXSS) during the BTI with quasi-omni antenna patterns. The responders
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Figure 2.2: The SLS stage of the BF process.

(users) follow with an RSS by transmitting a responder-transmit-sector-sweep (R-TXSS)

during the A-BFT. Users can thus be associated to the AP in multiple slots during the

A-BFT, as shown in Fig. 2.2. Then, during SSW-Feedback phase, the AP decides whether

a user is to be associated based on the information received from the R-TXSS for each user.

The best SID detected during ISS will be reported during the R-TXSS phase, while the

best SID detected during RSS will be reported during SSW-Feedback. Then, the initiator

(AP) and responders (users) will have their best SIDs, and the �rst stage (SLS) is complete

[2, 3].

It is worth noting that users randomly contend for a slot during A-BFT. A collision

can occur if a slot is selected by two or more users. Therefore, a high collision probability

is expected in dense deployment scenarios, since there are no more than 8 A-BFT slots

available in IEEE 802.11ad [47]. However, the number of A-BFT slots in IEEE 802.11ay

increases to 16 when using the extended A-BFT mechanism [48, 49] or 48 when using

the multi-channel A-BFT approach [50], which reduces severe collision issues during the

A-BFT [2].
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SSW and SSW-Feedback Procedure Example: As mentioned above, the SSW and

SSW-Feedback frames are used between an initiator and responder in the SLS and during

the A-BFT period in order to conduct coarse BF training. This subsection will provide an

example of this procedure between the AP (initiator) and a user (responder), in terms of

the details of both the SSW and SSW-Feedback frame formats [2, 3]. A summary is shown

in Fig. 2.3.

� First, the AP sends an I-TXSS containing several SSW frames, as shown in Fig. 2.3.

Fig. 2.4 shows the detailed frame format of each SSW exchanged between the AP and

the user. While the AP is transmitting the I-TXSS in this example, BF information

is included in each SSW frame. The Frame Control and Duration sub-�elds are set

�rst. Then, the MAC addresses of both the AP and user are transmitted. The

direction of the transmission is identi�ed, indicating that this SSW is sent by the

AP (initiator). The total number of SIDs for the AP, the SID for each SSW frame,

and the DMG antenna identi�cation (ID) that the AP is using are all transmitted,

until the best SID is found. Then the speci�c ID number of the DMG antenna for

the following RSS is transmitted.

� Second, the user responds to the AP by sending an R-TXSS, as shown in Fig. 2.3.

The process is the same as for the I-TXSS, except that the SSW-Feedback sub-�eld

considers a responder (not an initiator), as shown in Fig. 2.4. The Frame Control and

Duration sub-�elds are set �rst. Then, the MAC addresses of both the user and the

AP are transmitted. The direction of the transmission is identi�ed to show this SSW

is sent by the user (responder). The SID for each SSW frame and the DMG antenna

ID that the AP is using are also transmitted. The R-TXSS reports the best SID

received, along with its SNR value, and the best antenna ID. In the Poll Required

sub-�eld, the user indicates whether a communication link needs to be initiated to

the AP.
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� Third, after receiving the R-TXSS from the user, the AP transmits an SSW-Feedback

frame to associate the user. It sets the Frame Control and Duration sub-�elds �rst.

Then, it transmits the MAC addresses of both the AP and the user, as well as the

total number of sector IDs for the AP. The number of receive DMG antennas for

the following RSS is reported, and the BRP request sub-�eld and Beamformed Link

Maintenance sub-�eld are both performed if needed. Note that both the initiator and

the responder can send either a transmit-sector-sweep (TXSS) or a receive-sector-

sweep (RXSS) to train the transmitter and receiver side, respectively.

2.1.1.2 The BRP BF stage

This stage uses an iterative approach to re�ne the beams by improving the antenna arrays

of the users during the DTI. Both the initiator and responder can request training to

receive or transmit antenna patterns. The AWVs for phased antenna arrays are predicted

and optimized during the BRP using an iterative approach. The imperfection of coarse

BF (quasi-omni antenna patterns) is eliminated by evaluating a set of directional transmit

or receive patterns against the best SID obtained earlier during the SLS. By increasing

the beam training at this stage, a reliable link between users and extra throughput can be

obtained [2, 3].

There are several sub-phases in the BRP stage, as shown in Fig. 2.6: BRP setup,

multiple-sector-identi�cation-detection (MID), beam-combining (BC), and beam re�ne-

ment transactions. Together, the MID and BC sub-phases are known as the multiple-

sector-identi�cation-detection and beam-combining (MIDC) sub-phase. Information is ex-

changed in the BRP setup sub-phase in order to proceed to the next sub-phases. If there

are better AWVs than the best found during the SLS stage, this is resolved between users

in the MIDC sub-phase. The initiator and responder can use two types of beam re�ne-

ment training by sending the BRP frame: 1) transmit request beam re�nement training
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Figure 2.3: Example of coarse BF training between the AP (initiator) and a user (respon-
der).

Figure 2.4: The SSW frame format.
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Figure 2.5: The SSW-Feedback frame format.

Figure 2.6: Example of time allocation for the BRP stage of the BF process.

and 2) receive request beam re�nement training. If both the initiator and the responder

use only a TXSS in the SLS stage, then the receive side will now be re�ned using RXSS.

For either transmit or receive beam re�nement training, the requesting or responding users

send a BRP frame with the request or response in the training �eld, using either transmit

or receive beam re�nement training. The reply from the responding user with the best

receive quality is then reported. For this process, the request-response frame of the BRP

continues until the responder sets the capability-request �eld to 0, at which point neither

user has a request for training. The second stage of BF training is completed when neither

initiator nor responder request such training [2, 3].
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2.1.2 The TDD BF Training

The IEEE 802.11ay standard de�nes a new TDD-SP allocation for the mDN use case

(a multi-hop scenario) in order to achieve fair communication with no interference. New

TDD channel access rules are speci�ed [2]. Since the BF training protocol in the SLS

and BRP uses speci�c interframe-space times to separate BF frames, it is not appropriate

for TDD channel access times using new guard time (GT) interframes. Therefore, a new

form of TDD BF training is de�ned for the mDNs by considering TDD channel access.

IEEE 802.11ay includes two types of TDD BF training (TDD individual BF training and

TDD group BF training), with antenna reciprocity for transmitter and receiver assumed

in both. There are three types of TDD BF frame (TDD-SSW, TDD-SSW-Feedback, and

TDD-SSW-ACK), and TDD BF training is performed during TDD-SP allocation in the

DTI. The following subsections describe the TDD-SP allocation training procedures of

TDD individual and group BF training.

2.1.2.1 TDD Individual BF

In TDD individual BF, only one user can perform BF training with an AP during assigned

TDD-Slots. This involves unicast TDD BF frames that are repeated for each user in order

to complete the training. The TDD individual BF procedure is illustrated in Fig. 2.7(a).

i) An AP sends several TDD-SSW frames while a user utilizes all receive sectors. The

TDD-SSW frame is sent repeatedly to span all the AP's SIDs and speci�es the time

o�set for the upcoming TDD-SSW-Feedback and TDD-SSW-ACK transmission.

ii) The user transmits a TDD-SSW-Feedback frame using the sector with the best quality

(best SID).

iii) The AP sends a TDD-SSW-ACK frame after receiving TDD-SSW-Feedback, in order

to acknowledge the received con�guration.
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Figure 2.7: TDD BF training procedure: (a) TDD individual BF (b) TDD group BF.

This process can be repeated if needed, unless the AP speci�es that the TDD individual

BF is to end during the TDD-SSW-ACK.

2.1.2.2 TDD Group BF

In order to increase TDD BF e�ciency by reducing BF training overhead, IEEE 802.11ay

introduces TDD group BF, performing BF training for multiple users instead of repeating

it individually for each user. BF training time is hence reduced, since a certain number of

users are trained simultaneously. As shown in Fig. 2.7(b), the TDD group BF procedure

is similar to that of TDD individual BF, with the following modi�cations.
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i) An AP sends multiple TDD-SSW frames for multiple users, using the broadcast MAC

address sub�eld, to initiate the TDD group BF. The TDD-SSW frames specify the

number of users to be trained. Responder ID sub�elds for each user are generated

using a prede�ned scheme known by the AP.

ii) TDD-SSW-Feedback frames are sent by each user in di�erent time allocations, using

the sector with the best link quality among the TDD-SSW frames sent.

iii) After receiving the TDD-SSW-Feedback frames, the AP transmits several TDD-SSW-

ACK frames to each user in di�erent time allocations, in order to transmit the sector

used by the AP, the sector used by the user, the measured SNR, the Announce frames,

and an indication of whether the BF training is complete.

2.2 mmWave Distribution Network Use Case

IEEE 802.11ay supports the mDN use case, which can provide a promising, cost-e�cient

and high-performance solution for �ber broadband networks [2, 51, 52]. Recently, �fth-

generation (5G) �xed wireless access (FWA) has received considerable attention from both

academia and service providers because of the reduced cost of network infrastructure and

because of its high speeds compared to �ber-to-the x (FTTx) networks. The mDN has the

potential to build denser urban networks capable of connecting more people everywhere in

the world thanks to various emerging applications. The mDN is also considered one of the

�rst 5G deployments, since it may be able to provide a fast time to market. The following

subsections �rst introduce 5G FWA and then present the architecture, applications, and

bene�ts of mDN.
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2.2.1 What is 5G FWA?

FWA is a broadband network that provides Internet access to customers using wireless

technology instead of a wired network, such as the �ber broadband network. In the past,

FWA used earlier cellular generations and standards derived from the Wi-Fi family. How-

ever, the speeds and latency of these approaches cannot compete with �ber broadband

networks. With new advanced technologies such as mmWave BF and small cell base sta-

tions [7, 9], 5G FWA can deliver Internet access to homes with �ber-like speeds. Something

else that makes 5G FWA essential is that many houses around the globe do not have reli-

able broadband access; it can be expensive and time-consuming to deploy �ber broadband

network everywhere. This provides an opportunity for operators and service providers to

adopt 5G FWA.

2.2.1.1 5G FWA Deployments

The industry has conducted several 5G FWA trials to demonstrate the potential of both

licensed and unlicensed mmWave technologies. In 2017, Verizon started pre-standard 5G

trials to provide 5G FWA and thereby launched this service, which they called 5G-Home,

in limited locations in the United States. Another 5G FWA trial was recently launched

in Canada by Huawei and TELUS, using Huawei 5G products entirely based on 3GPP

standards. Facebook, Deutsche Telekom, and Qualcomm are working together on the

Facebook Terragraph project based on mDN, which operates in the unlicensed 60 GHz

band. Furthermore, SiKlu launched a P2MP mmWave system, another 5G FWA trail

based on the unlicensed 60 GHz band.
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2.2.1.2 5G FWA Advantages

The main advantages of 5G FWA based on either licensed or unlicensed mmWave spectrum

are as follows:

� High speeds and very low latency, due to the mmWave spectrum.

� Reduced cost of network infrastructure when compared to �ber broadband networks.

� Faster time to market, enabling quick and cheap Internet access.

� Ubiquitous connectivity to rural areas where wired access infrastructure is unavail-

able.

2.2.2 mDN Architecture

As illustrated in Fig. 2.8, the mDN is based on the concept of mesh networking topology,

where each node not only sends and receives its own data (within its coverage area) but also

acts as a relay node, in order to have a direct and dynamic connection with other nodes in

the network [51]. The mDN is connected to the provider network through point-of-presence

(POP), using an optical �ber link. The distance between the distribution-nodes (DNs) is

up to 1000 m and 300 m for rooftops and street poles, respectively, while the distance

between a DN and client-node (CN) is up to 100 m. The mDN can enable neighboring

outdoor DNs to construct and preserve non-overlapping data transmission and control

allocations dynamically over multi-hops.

2.2.3 mDN Applications

The primary purpose of the mDN is to create a wireless backhaul network and provide

P2MP mmWave access to the CNs, in order to achieve 5G �ber-replacement applica-
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Figure 2.8: The network topology of the mDN.

tion scenarios. These application scenarios include wireless-to-the-home (WTTH) access,

wireless-to-the-building (WTTB) access, WiFi DN backhauling, and small-cell backhaul-

ing. An additional and optional indoor wireless or wired network can be used in the

WTTH and WTTB scenarios, using di�erent frequency bands from the mmWave links for

backhauling.

2.2.4 mDN Bene�ts

Communication network data tra�c in cities is growing exponentially, demanding a tremen-

dous amount of bandwidth per km2 to support new smart city applications such as smart
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utility meters, tra�c cameras, a massive number of sensors, and smart parking meters.

Although optical �ber cable solutions can o�er a tremendous amount of bandwidth, the

infrastructure cost of the �ber network is expensive, and it can be slower to implement in

certain locations. Therefore, an e�cient solution, such as the mDN, can provide Internet

access everywhere and improve quality of life. The main bene�ts of the mDN are that

(i) high-speed access (with �ber-like speed) can be achieved, based on the 60 GHz of the

IEEE 802.11ay; (ii) a signi�cant lower-cost network infrastructure is o�ered for �xed ac-

cess networks; (iii) faster time to market can be delivered, with small mDN access points

(DNs) implemented on pre-existing street poles or buildings without the need to spend

time securing permission; (iv) ubiquitous coverage with high speeds can be realized where

the service can reach areas that can be di�cult for �ber network infrastructure in urban

and suburban areas.

2.3 Related Works

The following subsections discuss BF techniques, multi-user HBF, simultaneous users' or-

thogonality, device-to-device (D2D) simultaneous transmission, simultaneous transmission

in multi-hop scenarios, and simultaneous uplink transmission proposals in the mmWave

literature.

2.3.1 MmWave MIMO BF

Conventional omni-directional transmission technology can be very challenging for mmWave

communications due to the propagation characteristics of the mmWave bands. Hence,

mmWave systems use directional transmission technology with narrow beams for long-

distance communications. However, deafness can arise in the mmWave as a direct con-

sequence of directional transmission links between the TX and RX. Several studies [53,
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54, 55, 56, 57, 58] address this issue by using a beam-searching procedure to establish

communication links when the main beams of the TX and intended RX are not aligned.

[58] proposes a simple and e�cient AWV algorithm for mmWave wireless local area

networks. Only one AWV feedback is used for this algorithm, in order to obtain the best

transmission and reception AWV pair. [56] proposes a BF protocol that reduces BF set-up

time and decreases the e�ect of the high path loss of the mmWave wireless personal area

network (WPAN) systems. This BF protocol employs sector-level and beam-level searching

mechanisms. [54] presents a low complexity, codebook-based BF scheme. To determine

the best transmission/reception beam pattern and reduce the setup time, it uses a multi-

level heuristic searching algorithm. [57] presents a BF approach for mmWave that employs

an adaptive codebook to reduce complexity and uses a sub-array method with squinting

angles to develop an adaptive beam width BF technique. [53] and [55] propose another

beam search procedure by performing an exhaustive search over all possible combinations

of transmission and reception directions through a sequence of pilot transmissions, in order

to further reduce the alignment overhead. They o�er this procedure as a replacement for

the two-stage exhaustive search proposed elsewhere.

The analog BF training procedure in the IEEE 802.11ay [2], IEEE 802.11ad [3], and

IEEE 802.15.3c [59] standards is divided into two main stages to reduce the overhead of

the beam searching procedure and allow each device to resolve proper AWV settings. The

�rst stage of the analog BF training procedure in both IEEE 802.11ad and IEEE 802.11ay

is the SLS stage, where the best sector pair can be resolved by transmitting BF training

frames with a quasi-omni directional antenna. The second stage is the BRP, an optional

BF training phase that re�nes the sectors between the TX and RX, if necessary, using an

iterative re�nement protocol.
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2.3.2 HBF for Multi-User mmWave

As mentioned earlier, due to the characteristics of mmWave propagation, establishing

e�ective communication and simultaneous transmission with mmWaves requires directional

BF with large antenna arrays. An appropriate BF mechanism for achieving simultaneous

transmission is thus a key consideration.

The use of digital BF for multi-user MIMO technology, which has been widely applied

in conventional lower-frequency systems (< 6 GHz), is challenging in mmWave systems

since digital processing requires dedicated baseband and RF hardware for each antenna

element [24, 23, 60, 61, 21, 22]. Because mmWaves entail a considerable number of antenna

array elements, implementing a vast number of RF chains can be costly. Also, designing

the precoding matrices in digital BF requires CSI, but obtaining CSI in an mmWave

system is di�cult because of the large number of antenna elements and the very low SNR

[24, 23, 21, 22, 62].

To overcome the challenges associated with using digital BF with mmWaves, analog

BF can be used instead of baseband approaches. Analog BF, such as that identi�ed in

IEEE 802.11ay and 802.11ad, has been implemented in the RF domain, with a group of

analog phase shifters applied to control the phase of the signal in each antenna. However,

analog BF is limited to single-stream transmission, and multiplexing several data streams

or employing multi-user transmission is di�cult. HBF, which combines digital BF with

analog BF, can reduce the complexity of the hardware constraints to attain simultaneous

transmission [23, 24, 21]. HBF o�ers a trade-o� between performance and complexity, with

both analog and digital domains used in the design of the precoder.

The literature proposes several HBF approaches [24, 23, 60, 61, 62, 63] to overcome the

challenges of mmWaves and achieve simultaneous transmission. [24] proposes a downlink

multi-user mmWave system that uses the hybrid precoding technique under the assumption

of limited feedback. Analog and digital beamformers are taken from di�erent codebooks
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to reduce the need for training and feedback. [63] considers an HBF with a multi-user

multi-carrier system, proposing QR1-based factorization of the set of digital BF matrices

over all subcarriers. In this work, only one phase shifter per antenna is assumed for each

RF chain. [62] employs HBF to overcome the problem of multi-user uplink mmWave

channel estimation. A layered pilot transmission approach and a decomposition-based

method, CANDECOMP/PARAFAC, jointly estimate channels from multiple users to the

base station.

Highlights of Challenges and Limitations of the HBF: Even though HBF is the

preferred approach for multi-user MIMO technology in mmWave systems, digital processing

remains challenging for the following reasons [21]:

� CSI feedback overhead increases with the number of users and antennas in the system.

� Digital precoding schemes, such as zero-forcing, require frequent sounding and feed-

back because of the short wavelength of mmWaves.

� The SNR received over an mmWave channel is very low because of the high bandwidth

of an mmWave.

� Performing channel estimation is di�cult because the precoder in the HBF approach

involves RF precoding.

To address the challenges related to channel estimation and signal training design,

[21] proposes an alternative solution based on the sparse nature of mmWave channels in

the angular domain. This method allows channel estimation by implementing compressed

sensing; however, random and unknown antenna array geometries are not considered when

1QR factorization decomposes a matrix into a product in which Q stands for an orthogonal matrix and
R is an upper triangular matrix.
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robust mmWave channel estimation algorithms are needed [21]. The performance gain is

also achievable only with perfect knowledge of the CSI at the transmitter [22]. Imper-

fect channel knowledge can a�ect performance because multi-user MIMO with mmWaves

requires more CSI at the transmitter. The HBF approach therefore incurs signi�cant ad-

ditional overhead to obtain reliable multi-user MIMO. Thus, an appropriate analog BF

scheme with limited digital processing is crucial [21].

2.3.3 User Selection and Users' Orthogonality in MIMO

Multi-user MIMO is a set of multiple-input and multiple-output technologies for wireless

communication that allows a set of links to be transmitted simultaneously. Thus, network

throughput is improved due to the multi-user MIMO technique. However, user selection in

large-scale multi-user MIMO is crucial due to MUI and the potential collection of CSI to

�nd the best group of users [33, 34]. In particular, the orthogonality of the instantaneous

channels between selected users can a�ect achievable rates when users are coupled [35, 36,

37, 38]. The literature uses several criteria for user selection or user grouping, to solve the

problem of selecting a subset of users. An explicit solution is to �nd an optimal subset

of users by deploying an exhaustive search over all users. However, in dense deployment

scenarios, this requires formidable CSI overhead, and its complexity can grow signi�cantly

with the number of users. Other criteria [35, 36, 37] can simplify the user selection problem

into sub-optimal algorithms by utilizing the orthogonality criterion as a selection metric.

These criteria include the largest principal angle [39], subspace collinearity [40], and chordal

distance [41]. Thus, user selection is essential in multi-user MIMO, especially when the

number of users is large.

[38] proposes a distributed multi-user MIMO protocol named Signpost, which uses a

two-dimensional prioritized contention mechanism for the lower frequencies (but not for

mmWaves) to achieve distributed user selection. This approach uses local CSI for each user
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to estimate orthogonality, instead of collecting CSI for all users. [38] shows that the channel

quality of a single transmission link depends on the angles between the other links' channel

coe�cients. Channel quality increases when the angle between two simultaneous links is

almost orthogonal, and decreases when the angle is small. Thus, selecting orthogonal users

is essential to maintaining strong channel orthogonality. However, this assumes there is

local CSI and channel estimation, which can be challenging for mmWave systems since

they require digital processing.

Traditionally, multi-user MIMO systems involve a direct orthogonality evaluation ap-

proach. An optimal set of users is selected by collecting CSI for all users and then evaluating

the orthogonality of each possible user. However, this mechanism will introduce signi�-

cant overhead and high computational complexity [17, 38]. Data in CSI feedback increases

with the number of antenna elements and the number of users. Moreover, this approach

produces very signi�cant overhead for mmWave wireless communication, due to the short

wavelength of 60 GHz, which requires frequent sounding and feedback [17]. Also, Qual-

comm found in [64], after intensive measurement analysis, that the best multi-user MIMO

performance in the IEEE 802.11ac system involves three simultaneous users. To achieve

such performance, the set of most e�ective simultaneous users must �rst be selected and

scheduled in a coordinated manner. This supports the idea of having centralized APs and

scheduling the most spatially e�ective simultaneous users.

2.3.4 D2D Simultaneous BF

Both the IEEE 802.15.3c and IEEE 802.11ad standards and the mmWave BF protocols

surveyed in subsection 2.3.1 are mainly designed to train sequentially transmitter and

receiver BF and schedule a single transmission per time slot. They use directional trans-

missions due to the propagation loss of the mmWave, and can thus exploit simultaneous

transmissions because of spatial reuse. However, the throughput of simultaneous commu-
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nication links in a short coverage area can be a�ected due to MUI from the simultaneous

transmissions. According to [28, 65, 66], designing transmission scheduling and e�cient

MAC protocols will solve the problems of spatially multiplexed simultaneous links. The

following proposals are among the few that consider the simultaneous transmission option.

[67] proposes an iterative searching algorithm to realize sub-optimal simultaneous

transmission/reception beam sets, formulating an optimization problem in order to maxi-

mize the sum rates of simultaneous transmissions by considering MUI. This simultaneous-

BF iterative searching algorithm activates an additional link in each time slot if its contribu-

tion to the total throughput is greater than the interference it causes. [55] proposes a joint

beam-width selection and power allocation problem for BF search and employs multiple

concurrent transmissions. This approach maximizes the e�ective network throughput for

short-range mmWave networks through an optimization problem. Since the computation of

this optimization problem is complicated, [55] uses two approximation solution algorithms.

[68] proposes a multi-path multi-hop scheduling scheme for mmWave WPANs, based on the

spatial multiplexing structure in HBF. This technique shows spatial reuse can be improved

through optimum path selection, tra�c distribution, and transmission scheduling. [69]

proposes a scheduling approach for multiple coexisting P2P links in the mmWave WPAN

system, presenting the SINR analysis for various antenna con�gurations, including omni-

directional and directional ones. They also apply the �rst-come-�rst-serve link scheduling

algorithm using both the SINR and the BF information from IEEE 802.11ad.

Highlights of the D2D Simultaneous BF: The proposals in [55, 67, 68] introduce sig-

ni�cant overhead on top of the BF overhead already applied in the WPAN IEEE 802.11ad

standard because of their greedy iterative searching algorithms. In addition, they are not

compatible with the current IEEE 802.11ad MAC protocol, so the whole MAC protocol

would need to be revised in order to adopt them. [69] proposes concurrent mmWave trans-

missions for IEEE 802.11ad; however, they are speci�cally designed for the P2P wireless
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communication scenario instead of the downlink multi-user scenario. On the other hand,

scheduling simultaneous downlink transmission while mitigating MUI is necessary for si-

multaneous downlink BF/transmission for the IEEE 802.11ay.

2.3.5 Simultaneous Transmission in Multi-Hop Scenarios

Since wireless devices are increasingly deployed in dense environments characterized by

several APs, interference between di�erent devices in neighboring basic service sets (BSSs)

could harm individual users' performance and network throughput: ine�cient BF may

cause transmission delays or even failure of transmission. Inter-BSS interference occurs

when using multiple BSSs with dense deployment environments in which neighboring BSSs

can overlap. Due to the high density of wireless devices, data transmission in such envi-

ronments can cause interference and reduce network performance.

The literature has employed several techniques to cancel inter-BSS interference in a

multi-hop network by exploiting a digital BF technique [70, 29, 71, 72] such as the zero-

forcing precoder. [70] uses two-step optimization for coordinated inter-BSS interference

cancellation. [71] deploys an inter-BSS interference mitigation scheme in overlapping BSS,

based on a power threshold and zero-forcing precoder. [72] proposes cooperative interfer-

ence management by employing digital BF with analog BF and power control to reduce

interference.

Highlights of Simultaneous Transmission in Multi-Hop Scenarios: However, the

above-surveyed techniques [70, 29, 71, 72] introduce signi�cant overhead on top of the

existing BF overhead applied in the IEEE 802.11ad standard. This is because they use

digital BF, which requires CSI at all APs and users to cancel the inter-BSS interference.

In mmWave communication, digital precoding schemes, such as zero-forcing, require very

frequent sounding and feedback because of the short wavelength of the mmWave bands
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[21, 23, 60]. Also, the precoding matrices in a digital BF require CSI. However, obtaining

CSI in an mmWave system is di�cult because of the large number of antenna elements

and the very low SNR [21, 22]. To realize digital BF and cancel the inter-BSS interference

requires additional antennas on each AP.

2.3.6 Simultaneous Uplink Transmission

Recently, internet tra�c has changed from very light web browsing and �le transfer to

a rich amount of user-uploaded content because of the recent emergence of applications

such as ultra-high de�nition video wireless streaming and augmented reality/virtual reality

headsets. The IEEE Task Group ay has included augmented reality/virtual reality headsets

and other high-end wearables as usage models for the upcoming IEEE 802.11ay standard,

with a 20 Gbps data rate required [2, 52]. Thus, to improve MAC e�ciency and meet the

requirements of the current and upcoming dense deployment usage scenarios, uplink multi-

user transmission (or uplink multi-user MIMO) is considered a potential future solution

for next-generation WiFi technologies, such as the IEEE 802.11ax and IEEE 802.11ay

[2, 73, 74].

Simultaneously transmitted uplink signals from users need to be separated by the

AP to avoid MUI. A solution to this issue is to coordinate user selection by the AP to

have perfect spatial characteristics among all the selected users [73, 75]. Joint scheduling

decision, a scheme to choose a set of users to uplink their transmissions to the AP, is key

to designing simultaneous uplink MAC protocols [73, 75]. Joint scheduling decision among

spatially distributed users is a challenging issue, and users need to be separated spatially

to avoid MUI [73, 75].
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2.3.6.1 Simultaneous Uplink Transmissions in Traditional WLAN

There are two types of scheduling in simultaneous uplink transmission, namely coordinated

and un-coordinated. In un-coordinated scheduling, such as that in [76, 77, 78], simultaneous

uplink transmission decisions are made by users through the random MAC mechanism.

In coordinated scenarios, on the other hand, such as the proposals in [75, 79, 80, 81], the

simultaneous uplink scheduling decision is made by the AP, or the AP noti�es the users who

have won the channel contention. This section reviews simultaneous uplink transmission

proposals in the literature for both the coordinated and un-coordinated scenarios.

Simultaneous Un-Coordinated Uplink: [76] proposes an un-coordinated uplink multi-

user MIMO approach. This approach assumes all users are orthogonal, so users can be

di�erentiated by the AP using the channel coe�cients. The zero-forcing (ZF) scheme then

di�erentiates the received signals. [77] proposes an un-coordinated uplink spatial multi-

ple access scheme for WLANs, using a distributed MAC scheme called Carrier Counting

Multiple Access to employ simultaneous uplink transmissions. To detect other users frame

preambles, each user employs a transmission counter and then decides whether to contend

for the channel. [78] proposes another un-coordinated asynchronous uplink throughput

analytical model, based on the Bianchi Markov chain model. To set the maximum number

of users that will transmit in parallel, the AP sends an announcement beacon. Then, ZF

with successive interference cancellation decodes parallel data streams.

Simultaneous Coordinated Uplink: [79] proposes a coordinated-scheduled uplink

MAC protocol using code-division multiple access to separate the compound frames. Users

can be scheduled by the current CSI and by the capability of the AP when the user's

back-o� counter reaches zero. This approach assumes that the CSI is obtained from the

downlink transmission and that the data have the same length. [80] proposes a coordinated-
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unscheduled uplink distributed MAC protocol with spatial-division multiple access support

for the WLANs. For channel estimation and user synchronization, the authors use a dual-

mode clear-to-send responding technique. The MAC procedure in this technique is divided

into two stages, random access and data transmission. [75] presents a coordinated up-

link multi-user MIMO protocol for the IEEE 802.11 WLANs. This protocol uses both a

synchronized access scheme coordinated by the AP and an orthogonal frequency-division

multiple access scheme. The selection of the users for uplink transmission is based on the

CSI calculated by the AP.

Highlights of the Coordinated and Un-Coordinated Uplink: Un-coordinated si-

multaneous uplink transmissions do not exploit spatial separation, because they are mainly

based on the randomness of the IEEE 802.11 backo� mechanism. Moreover, next genera-

tion WiFi will likely use coordinated uplink scenarios, since the AP can schedule a group of

users to achieve high network performance [73]. In addition, since the AP gathers BF infor-

mation from all users and can make the best scheduling decision, uplink multi-user MIMO

in the next WiFi generation is expected to follow a coordinated and scheduled approach

controlled by the AP [73]. Therefore, the challenges of simultaneous uplink scheduling,

such as the multi-user detection problem, need to be addressed in order to achieve simul-

taneous uplink transmission in the 802.11 WLANs [73, 75]. Simultaneously transmitted

uplink signals from users need to be separated by the AP in order to avoid MUI. A possi-

ble solution to this issue is to coordinate user selection by the AP for the perfect spatial

characteristics among all selected users [73, 75].

2.3.6.2 Uplink Multi-User MIMO Systems Using HBF:

Several HBF algorithms that speci�cally consider the uplink scenario in multi-user MIMO

mmWave systems have been proposed for mmWave bands [43, 44, 45, 46]. These exploit a
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near-optimal solution using the HBF approach. [43] proposes a uplink multi-user MIMO

mmWave system for the joint HBF approach, employing an orthogonal matching pursuit

algorithm for the analog precoder while using a mean square error measure for the digital

BF. [44] considers an uplink of large-scale multi-user MIMO for the mmWave systems. The

HBF joint optimization problem is addressed to maximize the sum rate, by considering the

transmit power, analog phase shifter, and receive antenna selection matrix. [45] proposes

a near maximum likelihood detector to deal with a challenge inherent in uplink multi-user

massive MIMO systems, namely the power consumption of the ADCs. It considers one-bit

ADCs and proposes a two-stage algorithm to solve the problem. [46] proposes an HBF

algorithm for the uplink multi-user MIMO scenario, using the Gram-Schmidt method and

the minimum mean square error method in the analog and digital stages, respectively.

Highlights of Uplink Multi-User MIMO Systems Using HBF: The existing HBF

algorithms do not consider the user selection algorithm, even though user selection needs

to be jointly considered along with HBF when there are many users. Thus, computational

complexity can be signi�cant in dense deployment scenarios. Speci�cally, there can be

high power consumption due to the increased demand for RF chains, with the number

of simultaneous transmissions limited to the RF chain number. The assumption that the

system can serve users up to the total number of RF chains without considering user

selection to maximize the data rate is not realistic in an mmWave system with many users.

Also, CSI acquisition overhead from all the potential users can be considerable. Even

though there have been substantial research e�orts on existing HBF algorithms, to the

best of our knowledge, the user selection algorithm in dense user scenarios has not been

incorporated into the HBF algorithm for uplink multi-user MIMO mmWave systems.
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Chapter 3

Single-Hop Multi-User Transmission:

MUI Perspective

High frequency and very high throughput WLANs are an essential need due to the sub-

stantial global increase in WiFi public hotspots and existing internet tra�c. Due to the

challenges arising from this increase, an e�cient solution is required for the current IEEE

802.11 standards to meet the predicted growth of wireless tra�c and in the number of

WiFi networks in the world.

This chapter proposes a practical and e�cient simultaneous downlink transmission

MAC layer algorithm for mmWave WLANs based on the IEEE 802.11ay standard. Specif-

ically, it proposes a VG algorithm to schedule simultaneous downlink links in a single-hop

scenario by using information from the analog BF training. The VG algorithm can suc-

cessfully handle and select simultaneous users while mitigating MUI with no additional

computational complexity to the system. After introducing the proposed algorithm, we

evaluate the SINR and antenna directivity of each simultaneous link to investigate the

successful simultaneous transmission and spatial multiplexing gain of the VG algorithm.

We also demonstrate via simulations that the proposed VG algorithm can enhance average
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throughput and save allocation time for the scheduled data transmission without adding

extra feedback overhead.

3.1 System Model

For the system model, we use the IEEE 802.11ay mmWave WLANs to describe the simulta-

neous downlink transmission of the VG algorithm. The following subsections describe the

network model, the IEEE 802.11ay directional MAC protocol, and the directional antenna

model.

3.1.1 Network Model

Figure 3.1: Simultaneous downlink transmission scenario in a single-hop mmWave WLAN.

The system model in this proposal is an mmWave single-hop WLAN that considers
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simultaneous downlink transmission, as shown in Fig. 3.1. This single-hop WLAN contains

an AP and K users. The AP and users have EDMG antennas. This network model also

considers MUI generated by simultaneous transmissions in the single-hop WLAN, as shown

in Fig. 3.1.

3.1.2 Timing Structure for Directional MAC

As shown in Fig. 3.2, the timing structure of the IEEE 802.11ay directional MAC protocol

includes a unique BI access time with four main components. First, during the BTI, the

AP can initiate the BF training with an Announce frame or by transmitting an DMG-

Beacon. Second, during the A-BFT, users can complete the BF training by using A-BFT

slots. Third, during the ATI, exchanges in the request-response-based management and

allocation information can be announced. Finally, during the DTI, the protocol establishes

slot allocations using either contention-based access periods (CBAPs) or scheduled SPs.

TDD channel access allocation (TDD-SP) is also used for the mDN use case during the

DTI. This thesis only considers the scheduled allocations, and we assume that the length

of the transmission frames during the DTI is equal.

It is worth noting that users randomly contend for a slot in the A-BFT, and a collision

can occur if a slot is selected by two or more users. Therefore, dense deployment scenarios

involve a high probability of collision since no more than 8 A-BFT slots are available in

IEEE 802.11ad [47]. However, in IEEE 802.11ay, there can be up to 16 A-BFT slots using

the extended A-BFT mechanism [48, 49] or up to 48 slots using the multi-channel A-BFT

approach [50], which reduces the severe collision issue during the A-BFT.
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Figure 3.2: The BI timing structure of IEEE 802.11ay and the analog BF training MAC
protocol.

3.1.3 Analog BF Training Process

BF training can establish a communication link between a TX and an RX to overcome the

challenges arising from directional transmission. BF training for 802.11ay is similar to that

for the legacy 802.11ad but includes new BF training stages, such as single-user MIMO

BF and multi-user MIMO BF, to enhance the BF process [82]. As shown in Fig. 3.2, the

analog BF training for IEEE 802.11ay is divided into two main stages, the SLS and the

BRP. The BF training is �rst done in the SLS and can then be performed again with an

optional iterative BF process in the BRP. The BF process in the SLS stage is as follows:

1. The AP transmits SSW frames during the I-TXSS phase of the BTI, using multi-

ple enhanced directional multi-gigabit (EDMG) Beacon frames with di�erent sector

beams (multiple sectors in di�erent directions); each user receives these frames in

quasi-omni mode.

2. During A-BFT, each user transmits SSW frames with di�erent sector beams during

the R-TXSS phase for association with the AP, and the AP receives them in quasi-
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omni mode. During this process, each SSW frame includes information about the

best SID in the AP (which means the best sector beam).

3. The AP feeds the best SID, i.e., that with the highest SNR, to every associated user

during the SSW-Feedback frame by using the best SID from the previous step.

3.1.4 Antenna Model

The antenna pattern functions of the directional antenna are characteristic of that antenna

since they measure the power gain G(� ,� ), where � and � are the spherical elevation and

azimuthal angle coordinates, respectively. We consider a circular array and approximate

it with a sectored, 
at-top directional antenna model for simplicity and generality. The

literature on interference analysis considers this model a useful idealization [28, 67]. By

assuming a horizontal plane, the directional antenna model is given by

g(� ) =
G(0; � )
Gmax

; (3.1)

where Gmax = max
�

G(� ). Then, the sectored, 
at-top directional antenna model can be

represented as

g(� ) =

8
><

>:

1; j� j � � �
2

0; otherwise;
(3.2)

where � � is the beam angle. The antenna directivity of this model is calculated as follows:

D =
4�
!

; (3.3)

where ! =
R�

� =0

R�
� = � � Gn (�; � ) sin� d� d� is the beam solid angle andGn (�; � ) is the

normalized power pattern. Let the sector width for the 3-D 
at-top antenna to be � � .
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Then, Gn (�; � ) is

Gn (�; � ) =

8
><

>:

1; � � � � � �; 0 � � � (� �= 2)

0; otherwise:
(3.4)

Then,

! =
Z �

� =0

Z �

� = � �
Gn (�; � ) sin � (d� )(d� )

=
Z � �= 2

� =0

Z �

� = � �
sin� (d� )(d� )

= 2�
�

1 � cos
�

� �
2

��
:

(3.5)

By substituting equation (3.5) into equation (3.3), the directivity D becomes

D =
2

1 � cos
� � �

2

� : (3.6)

Therefore, for di�erent beam widths (� � ), we have di�erent directivity ( D). For

example, for � � = 14:4� , 30� , 45� , 60� , 90� , 135� , and 180� , the directivity D = 24, 17:7,

14:2, 11:7, 8:3, 5:1, and 3 dB, respectively.

3.2 Details of the Proposed VG algorithm

Analog BF and beam steering are essential in the mmWave system to establish a high-

quality communication link, even though they are not required in conventional systems

that operate in the lower frequency bands. Thanks to this analog BF mechanism, users
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Figure 3.3: The pre-de�ned directional antenna SID and VG algorithm concept whenA = 8
and p = 128.

can be selected using information from the analog BF training in order to reduce the

complexity and feedback overhead.

After the analog BF training, and thus after reporting the best SIDs and exchanging

them among the AP and users, the VG algorithm divides the coverage area into virtual

sectors (VSs) using information about the best SID, as shown in Fig. 3.3. Two orthogonal

groups, V Gg1 and V Gg2, are de�ned to divide users into orthogonal groups and achieve

simultaneous transmission without needing to �nd an optimal set of users by collecting the

CSI for all users. Then, based on the SID,V Gg1 and V Gg2 can be constructed from the

following equations, respectively:

�
A + 2pq� 2p

A

�
� SID �

�
2pq� p

A

�
(3.7)

�
A + 2pq� p

A

�
� SID �

�
2pq
A

�
; (3.8)
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Table 3.1: The best SID information after user association during the A-BFT period for
the example in Fig. 3.4a.

V Gg1

VS number SID Users' best SID User number

1 1 to 16 7 12

3 33 to 48 43 8

5 65 to 80 72 9

7 97 to 112 No user associated n/a

V Gg2

2 17 to 32 29 2

4 49 to 64 60 & 52 4 & 5

6 81 to 96 88 6

8 113 to 128 118 7

wherem is the total number of SIDs de�ned in the system,A is the total number of VSs,

and q = f 1; 2; :::; A=2g. Fig. 3.3 shows the VG algorithm. Eight VSs are used in this

example to construct the �rst group,V Gg1 2 f V S1; V S3; V S5; V S7g, and the second group,

V Gg2 2 f V S2; V S4; V S6; V S8g.

Fig. 3.4 illustrates the proposed VG algorithm: in Fig. 3.4a, the area is divided into

eight VSs (A = 8), while in Fig. 3.4b, it is divided into sixteen (A = 16). In Fig. 3.4a, 12

users are uniformly randomly distributed in a single hop WLAN. As shown in Fig. 3.4a,

suppose that 8 of the 12 users are associated at the A-BFT, with the best SIDs of each

user reported in Table 3.1. Then, only user 8, user 9, and user 12 can be selected for the

simultaneous transmission atV Gg1, based on their SIDs; user 2, user 4, user 5, user 6, and

user 7 can be selected forV Gg2. However, a non-spatial orthogonal problem exists if more

than one user is located in the same VS, as shown in VS4 in Fig. 3.4a. Hence, a proper

scheduling algorithm is required for the non-spatial orthogonal problem.
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(a) A = 8.

(b) A = 16.

Figure 3.4: Simultaneous transmission selection examples using the VG algorithm.
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To accomplish simultaneous downlink transmission, we consider two methods for the

VG algorithm. Depending on the length of the DTI period in each BI and the time

allocation available, these two methods can be employed in IEEE 802.11ay. The non-

spatial orthogonal problem and the algorithms for the two methods appear in the following

subsections.

3.2.1 Non-Spatial Orthogonal Problem

According to the VG algorithm, if the best SID of a user is located in a VS ofV Gg1

or V Gg2, this user will be selected for a simultaneous transmission. However, we expect

there to sometimes be more than one user in the same VS, especially in dense deployment

scenarios, as shown in Fig. 3.4.

Therefore, if there is more than one user in the same VS, the AP selects only one of

them, based on a scheduling mechanism. The remaining users can be allocated sequentially

(not concurrent transmission), as shown in Fig. 3.5. For simplicity and tractability, we

consider the mmWave path loss model in [83] for the performance evaluation. The path

loss model [83] is as follows:

PL[dB] = C + 20 � log10(f ) + 10 � n � log10(d); (3.9)

whereC = 45:5 and n is the path loss exponent, equal to 1:4. Both C and n are set for a

non-line-of-sight (NLOS) environment. f = 60GHz is the central frequency, andd is the

transmission distance.

The algorithm for this process is as follows. If the AP receives the best SID information

during the A-BFT period, it will check if there is another user in the VS identi�ed for one of

the VG algorithm groups. If there is, the AP selects only the one user with the lowest path

loss among the users in this speci�c VS, and schedules the remaining users sequentially.
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Figure 3.5: Non-spatial orthogonal problem algorithm 
ow chart.

Otherwise, if there is no more than one user in the same VS, it continues to the next stage

and sends out the concurrent transmission.

3.2.2 VG Algorithm: Method A

After all the best SIDs for the associated users are reported, the VG algorithm starts. For

every BI, there will be a simultaneous transmission time slot for only one VG group (V Gg1

or V Gg2), as shown in Fig. 3.6a. IfV Gg1 is assigned for simultaneous transmission in the

�rst BI, then V Gg2 will be in the next BI. This process will take place for every BI, and

each will have a di�erent V Gg from the next, as described in detail in Algorithm 1.
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Algorithm 1: Method A of the VG algorithm

1 Begin:
2 for SID = 1 to p do
3 if mod(BI ; 2) = 1 (�rst BI) then
4 if useri 2

�� A+2 pq� 2p
A

�
� SID �

� 2pq� p
A

�	
then

5 select useri and 7! V Gg1

6 if there is more than one user inV S1, V S3, V S5, or V S7 then
7 select only the one user that hasmin f PL i [dB]g and allocate

unselected users sequentially in advanced sequential time slots

8 else if mod(BI ; 2) = 0 (next BI) then
9 if useri 2

�� A+2 pq� p
A

�
� SID �

� 2pq
A

�	
then

10 select useri and 7! V Gg2

11 if there is more than one user inV S2, V S4, V S6, or V S8 then
12 select only the one user that hasmin f PL i [dB]g and allocate

unselected users sequentially in advanced sequential time slots

For instance, as shown in Fig. 3.4a, user 8, user 9, and user 12 are selected for

simultaneous transmission in the �rst BI, where onlyV Gg1 is considered. Then, for the

next BI, only V Gg2 is considered, where user 2, user 5, user 6, and user 7 are selected for

simultaneous transmission.

3.2.3 VG Algorithm: Method B

The upcoming IEEE 802.11ay standard should support 20 Gbps or higher throughput,

which should be scalable to a large number of users. Thus, in order to meet the require-

ments of the usage scenarios for IEEE 802.11ay, the �rst method can be improved by

considering two time slots for simultaneous transmissions in every BI, instead of only one

time slot. Since the analog BF and the best SID information are available for all associated

users, bothV Gg1 and V Gg1 can be allocated in two di�erent time slots in the same BI.
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(a) Method A of the VG algorithm.

(b) Method B of the VG algorithm.

(c) Time allocation example for Fig. 3.4a.

Figure 3.6: Time allocation examples for the VG algorithm during the DTI.
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Furthermore, IEEE 802.11ay with EDMG ability can allocate data transmission frames

using the SP allocation approach (non-contention based). As a result, higher throughput

is expected in method B of the VG algorithm, since it uses two time slots for simultaneous

transmission in every BI. In addition, the number of channel accesses and the overhead

associated with short packets can be reduced signi�cantly compared with the equivalent

�gures for method A. In short, the main di�erence between method A and method B of

the VG algorithm is that method B considers two time slots for simultaneous transmission

in each BI in order to improve performance, instead of considering only one time slot.

The procedure will remain the same as in the VG algorithm, except that each BI

will have two time slots for two di�erent simultaneous transmissions, as described in Al-

gorithm 2. For every BI, the procedure considers bothV Gg1 and V Gg2 simultaneously, as

shown in Fig. 3.6b. With this method, more throughput can be gained and more time

slots can be saved, while the MUI can be mitigated.

Using the same example as in Fig. 3.4a and Table 3.1, Fig. 3.6c shows the time

allocation of method B, with both V Gg1 and V Gg2 used in the same BI. In addition, since

VS4 in this example has two active users (user 4 and user 5), we can see that only user 4

is selected for simultaneous transmission forV Gg2, while user 5 is allocated in a di�erent

time slot to solve the non-spatial orthogonal problem, as shown in Fig. 3.6c.

3.3 Performance Evaluation

In this section, we describe the performance evaluation methodology and provide the sim-

ulation results for the proposed VG algorithm, as compared to the single-stream of IEEE

802.11ad. We evaluate the performance of the VG algorithm in terms of average through-

put per time slot, average percentage of the time allocation that has been saved, SINR,

and spatial multiplexing gain.

57



Algorithm 2: Method B of the VG algorithm

1 Begin:
2 Repeat (for every BI)
3 for SID = 1 to p do
4 if useri 2

�� A+2 pq� 2p
A

�
� SID �

� 2pq� p
A

�	
then

5 select useri and 7! V Gg1

6 if there is more than one user inV S1, V S3, V S5, or V S7 then
7 select only the one user that hasmin f PL i [dB]g and allocate

unselected users sequentially in advanced sequential time slots

8 if useri 2
�� A+2 pq� p

A

�
� SID �

� 2pq
A

�	
then

9 select useri and 7! V Gg2

10 if there is more than one user inV S2, V S4, V S6, or V S8 then
11 select only the one user that hasmin f PL i [dB]g and allocate

unselected users sequentially in advanced sequential time slots

3.3.1 Simulation Setup

We simulate a typical mmWave WLAN environment with the AP in the center andK

users uniformly randomly distributed within the coverage of the AP, as shown in Fig. 3.7.

In this simulation, we assume there are 8 random active users to associate in every BI.

Then, during the polling periods (PPs) and Grant periods (GPs) of the ATI, these active

users can be allocated for downlink data transmission by the AP, with some scheduled

simultaneously based on the VG algorithm. According to the IEEE 802.11ad standard

[3], the throughput of the IEEE 802.11ad system is up to 6.75 Gbps, using 64-quadrature

amplitude modulation (QAM) modulation and approximately 2 GHz of spectrum at 60

GHz. For comparison purposes, we assume that the maximum throughput that can be

achieved is 6.75 Gbps per time slot. In the following, we provide simulation results for

methods A and B of the VG algorithm, the SINR, and the spatial multiplexing gain.

58



Figure 3.7: Simulation area layout for di�erent numbers of users.

3.3.2 Average Throughput Performance

Fig. 3.8 and Fig. 3.9 show the simulation results of the throughput for each time slot in

order to compare the throughput performance of a single transmission in IEEE 802.11ad

and the proposed VG algorithm when using method A and method B, respectively, for

each BI. This simulation considers 10 total BIs and 16 users. Since the SPs are allocated

sequentially in IEEE 802.11ad, the throughput of a single transmission is 6.75 Gbps for each

time slot, as shown in both Fig. 3.8 and Fig. 3.9. By applying simultaneous transmission

using the VG algorithm, the throughput increases to 8.79 for method A and 11.4 Gbps for

method B. In addition to the throughput, the number of time allocation slots can be saved,

depending on the direction of each user and the randomness of the 8 users contending for

association during the A-BFT period, which can reduce the overhead from the BRP during
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Figure 3.8: Throughput performance comparison using method A of the VG algorithm.

the DTI. Fig. 3.10 shows how both methods in the VG algorithm can reduce the number

of time slot allocations for 100 BIs: 18 % of time slot allocations are saved using method

A and 48 % using method B.

We simulate di�erent numbers of users to get accurate results for the above scenarios.

This demonstrates the average throughput of the proposed VG algorithm, the available

time allocations that can be saved, and the performance of the algorithm in dense deploy-

ment scenarios. We evaluate the e�ciency of our proposed algorithm for di�erent network

topologies by randomly generating user location information 10,000 times, with 10,000 BIs

for each time. Then, this simulation is repeated for a di�erent number of users (from 16

to 256), as shown in Fig. 3.11.

First, for method A, which only considers one simultaneous VG slot in each BI, the

average throughput per time slot for di�erent numbers of user increases from 6.75 Gbps
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Figure 3.9: Throughput performance comparison using method B of the VG algorithm.

to around 8.2 Gbps whenA = 8 and to 8.9 Gbps whenA = 16, as shown in Fig. 3.11.

This increase is to be expected since every BI has one slot with simultaneous transmission.

Second, for method B, the average throughput per time slot for di�erent numbers of users

increases signi�cantly, from 8.2 to 10.6 Gbps whenA = 8 and from 8.9 to 12.9 Gbps when

A = 16, as shown in Fig. 3.11. This signi�cant increase in throughput is also as expected,

since the chance to have simultaneous transmission is increased over two adjacent time

slots rather than only one.

In addition to the gain in throughput, time can also be saved, thus improving per-

formance and reducing the overhead of the BRP procedure during the DTI. As shown in

Fig. 3.12, using method A saves an average of 18% and 20% of scheduled SPs whenA = 8

and whenA = 16, respectively. For method B, the average percentages increase to 36%

and 40% when twoV Gg groups are assigned in two consecutive time slots for simultaneous

transmission during each BI. The e�ciency increases because the second method saves
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Figure 3.10: Average number of time slot allocations for methods A and B.

Figure 3.11: Average throughput performance.
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Figure 3.12: Average percentage of the time saved.

approximately 40% of the scheduled time when two simultaneous VG slots are used in the

same BI.

Therefore, both methods of the proposed VG algorithm not only improve the through-

put of the system but also save time slot allocations used for the downlink SP transmission.

The VG algorithm strategy avoids the need to solve an optimal selection, as in digital BF

and iterative search. Signi�cant overhead can be expected in mmWave communication

with the latter methods, as the complexity can increase signi�cantly if the number of users

is large. From this result, we can see that our proposal is independent on the number of

users regardless of whether there are 16 or 256 users in the area, because the VG algorithm

selects only one user in each VS out of all associated users in every BI. Furthermore, this

proposal considers fairness, since all associated users that report their SIDs are allocated

for downlink transmission sequentially or simultaneously for every BI, regardless of whether

the number of users is small or large. We acknowledge that the e�ect of the contention

mechanism of A-BFT is not considered in this simulation, with the number of associated

users decreasing in dense deployment scenarios due to the probability of collision; however,
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both a single transmission in IEEE 802.11ad and the proposed VG strategy will be a�ected

by this issue, since all request-to-send, clear-to-send, and downlink time allocations happen

after the user has been associated.

3.3.3 Impact of Beamwidth on Proposed VG Algorithm

Figure 3.13: The SINR analysis with the directional antenna.

The beamwidth of the beam pattern under consideration can in
uence the performance

of the proposed VG algorithm or the spatial multiplexing gain. We analyze the latter from

the point of view of beamwidth, de�ning it as the number or ratio of available, successful

concurrent links after determining the SINR by eliminating interfering links. Since we are

studying the e�ect of beamwidth on the proposed VG algorithm, we consider a circular

array and approximate it with a sectored, 
at-top directional antenna model for simplicity

and generality, as described in Subsection 3.1.4.

As shown in Fig. 3.13, the impact of the beamwidth of the user selection algorithm can
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be evaluated by measuring the SINR for each selected user in order to analyze the spatial

multiplexing gain. Let Ptx , Gtx , Grx , D , and n be the transmit power, transmitter antenna

gain, receiver antenna gain, transmission distance, and path loss exponent, respectively.

Then, from the Friis transmission formula, the power of the received signal for thei -th

user is given by

Prx;i = Ptx;i G2
max (� i )

�
�
4�

� 2

D � n
i ; (3.10)

whereGmax = Gtx = Grx is de�ned as the maximum antenna gain by assuming that the

transmitter and receiver are within each other's beams (the same assumption as in [28]).

The SINR can then be written as


 i =
Ptx;i G2

max (� i )
�

�
4�

� 2
D � n

i
P

j 6= i Ptx;i G2
max (� j )  i

�
�

4�

� 2
D � n

j + NoBw

; (3.11)

whereNo is the background noise power density andBw is the system bandwidth.  = 1

if the interferer and the receiver are within each other's beam; otherwise, = 0.

Thus, the achievable rate for the i-th user can be written as

Ri = Bw � log2 (1 + 
 i ) : (3.12)

The propagation parameters are shown in Table 3.2.

Fig. 3.14 shows the impact of beamwidth using the average data rate from a Monte

Carlo simulation of the proposed VG algorithm for various beamwidths and di�erent path

loss exponents. The beamwidth and antenna directivity are evaluated using the SINR in

(3.11). We can see that average data-rate performance is a�ected by interference and in-

creases with beamwidth. For di�erent path loss scenarios, this simulation uses exponents

measured for the indoor environment in [84]. These path loss exponent values are for the
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Table 3.2: SINR Simulation Parameters

Parameters Value

Central frequency (f ) 60 GHz

System bandwidth (Bw) 2.16 GHz

Transmission power (Ptx ) 0.1 mW

Background noise (No) -134 dBm/MHz

Path loss exponent (Corridor) (n) 1.64

Path loss exponent (LOS) (n) 2.17

Path loss exponent (NLOS) (n) 3.01

Figure 3.14: Data rate performance for various beamwidths.
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corridor, line-of-sight (LOS) hall, and NLOS hall. Note that performance is not signi�-

cantly a�ected by the path loss exponent values. The path loss depends on the frequency

and is independent of the transmitted power and the antenna gain. Therefore, better per-

formance can be achieved when the beamwidth is narrower, and the e�ect of the path loss

exponent scenarios is insigni�cant to overall performance.

Figure 3.15: Spatial multiplexing gain performance for di�erent beamwidths when the total
number of VSs is 8 and 16.

Fig. 3.15 shows the impact of beamwidth using spatial multiplexing gain from a Monte

Carlo simulation of the proposed user selection algorithm for various beamwidths. We can

see that when beamwidths are narrow (e.g., below 45� ), the user selection algorithm attains

a higher spatial multiplexing gain. Higher performance can be achieved when the number

of VSs is large (A = 16), due to the increased number of simultaneous users. Neverthe-

less, a trade-o� exists between performance and beamwidth. Thus, better performance is

achievable as long as the latter is kept su�ciently narrow.
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3.4 Summary

This chapter has proposed a VG algorithm for the IEEE 802.11ay mmWave WLANs to

realize simultaneous downlink transmission and mitigate MUI by using information from

analog BF training. It develops two ways for the proposed VG algorithm to attain and se-

lect simultaneous users without adding any further computational overhead to the system.

The simulation results show that the proposed VG algorithm can considerably improve

the average throughput and save the scheduled allocation time for data transmission with-

out extra feedback overhead. Furthermore, based on the SINR performance evaluation,

the proposed VG algorithm can achieve high spatial multiplexing gain and simultaneous

transmission without causing MUI, as long as the directivity of mmWave communication

and the VG algorithm are utilized.
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Chapter 4

Multi-Hop Multi-User Transmission:

CCI Perspective

In the foreseeable future, the emergence of data-hungry applications and proliferation of

wireless devices will substantially increase wireless data tra�c. Wireless networks are

expected to move toward denser deployment scenarios, such as stadiums, large o�ce build-

ings, and airports, with very high data rate applications, such as ultra-high de�nition

wireless video streaming. Since wireless devices are increasingly deployed in dense environ-

ments characterized by several APs, interference between di�erent devices at neighboring

APs could harm both performance for individual users and network throughput. CCI can

occur when using multiple APs with dense deployment environments, as APs can overlap.

Due to the high density of wireless devices, data transmission in neighboring APs can cause

interference and reduce network performance.

In this chapter, we propose a novel multi-hop simultaneous downlink scheduling algo-

rithm in ultra-dense networks based on the analog BF training information. Speci�cally, we

propose a MHVG algorithm by expanding our initial �ndings from Chapter 3 to mitigate

both the MUI within a single hop and the CCI generated from the multi-hop simultaneous
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downlink transmission scenario. We use the MHVG algorithm to select the most perfect

spatial users, based on the information from analog BF training, so simultaneous downlink

transmissions can be realized without the need for digital BF in order to minimize com-

plexity and overhead. We evaluate the performance of the MHVG algorithm by analyzing

the spatial multiplexing gain. The spatial multiplexing gain represents the number of con-

current transmissions allowed over the same mmWave channel in a given area from the

perspective of spatial reuse. Extensive simulations show the e�ectiveness and e�ciency of

the proposed MHVG algorithm.

4.1 System Model

We use IEEE 802.11ay mDN to describe the MHVG algorithm. The following subsections

describe the network model, mDN protocol, and directional antenna model.

4.1.1 Network Topology

We consider a dense wireless network, such as a stadium, park area, or university campus,

with mesh networking topology, in which multiple neighboring APs partially overlap, as

shown in Fig. 4.1. The users are densely deployed in an mDN, and can communicate

with the APs using directional antennas by performing analog BF training of the IEEE

802.11ay system. We consider TDD BF training in order to realize an appropriate link

budget between a TX and RX before transmitting data, and assume antenna reciprocity

for both the TX and RX. This network model considers both MUI and CCI. The MUI

is generated from the simultaneous transmission within a single hop, while the CCI is

generated from simultaneous transmission from neighboring APs. This model considers

only one channel frequency. This increases the spectral e�ciency because the reduced

footprint of the mmWave directional antennas o�ers the potential for spatial reuse.
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Figure 4.1: Network model considered.

4.1.2 mDN Protocol

The IEEE 802.11ay standard de�nes a distributed scheduling protocol speci�cally for mDNs

in which two or more neighboring APs partially overlap to enhance spatial sharing and

interference mitigation, where two or more of the channels used in these APs are similar

[2]. This protocol aims to arrange dynamic, non-overlapping allocations and assure fair

resource scheduling among APs using TDD channel access by considering a highly dynamic

network with delay sensitive tra�c. The main aspects of the mDN scheduling protocol are

as follows.

� A distributed scheduling protocol can be established during an Announce frame
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in order to initiate TDD channel access. The Announce frame contains two sub-

�elds, TDD-Slot-Structure-Element and TDD-Slot-Schedule-Element, that describe

the structure of the TDD channel access and address the access time assignments

using a TDD bitmap schedule, respectively. To enable the distributed scheduling

protocol and identify the upcoming transmission schedules of neighboring APs, each

AP must listen for Announce frames from its neighbors and may need to listen in

di�erent channels.

� For a speci�c channel, each AP needs to divide its BI duration by the number of

neighboring APs that it has discovered in order to distribute channel resources. To

maintain fairness among APs with the same channel in the same coverage area, the

maximum access time allocation for each AP is (BI duration)=(number of discovered

neighboring APs +1).

� The APs in an mDN exchange information between one another using mesh network-

ing topology or via a method such as the following.

{ A wireless medium between APs using a di�erent channel or via an associated

user located in the mDN.

{ Wired communication among APs, such as a wired local network.

{ A combination of a distribution service and external network.

4.1.2.1 TDD Channel Access

To achieve fair communication with no interference in mDNs, a TDD-SP allocation method

is used to specify the TDD channel access rules. As shown in Fig. 4.2, a TDD-SP consists

of consecutive TDD-Intervals, each of which in turn consists of consecutive TDD-Slots

separated by new GTs. During both the TDD-SP and a TDD-Interval, the allocation time
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Figure 4.2: The allocation structure of TDD channel access.

may contain one or more slots. A TDD bitmap schedule is used to indicate the allocation

type, e.g., TX or RX allocation, and the access permissions. During the Announce frame,

each AP transmits the bitmap information to its neighbors in unicast messages. Moreover,

it identi�es the allocation category, such as a control, management, or Data-only frame.

4.1.2.2 mDN BF Training Protocol

Regular BF training is not appropriate for TDD channel access allocations because it uses

di�erent interframes to separate the BF frames. Therefore, IEEE 802.11ay de�nes a new

form of TDD BF training for mDNs by considering new GT interframes. There are the two

types of TDD BF training, namely TDD individual and group BF training. We consider
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Figure 4.3: TDD BF training procedure.

group BF training in this chapter, since it can increase TDD BF e�ciency by reducing

the BF training overhead: BF training time is reduced since a certain number of users are

trained simultaneously. As shown in Fig. 4.3, the procedure of the TDD group BF is as

follows.

i) An AP sends multiple TDD-SSW frames for multiple users by using the broadcast

MAC address sub�eld to initiate the TDD group BF. During this process, the number

of users to be trained is speci�ed.

ii) Each user sends TDD-SSW-Feedback frames in di�erent time allocations using the

sector with the best link quality (the best SID).

iii) After receiving the TDD-SSW-Feedback frames, the AP transmits several TDD-SSW-

Ack frames to each user in di�erent time allocations in order to transmit the SID used

by the AP, the SID used by the user, and information about whether the BF training

is completed.
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4.2 MHVG Algorithm

Figure 4.4: Multi-hop simultaneous downlink transmission example.

The VG algorithm in Chapter 3 is extended here to realize simultaneous downlink

transmission and mitigate the CCI when two or more APs are deployed, instead of miti-

gating only the MUI in a single hop. The MHVG algorithm allows simultaneous downlink

transmissions and can cancel both the MUI and the CCI without pre-coding schemes or

CSI feedback information. As shown in Fig. 4.4, the MHVG algorithm is similar to the

VG algorithm, with the following modi�cations. The MHVG algorithm divides the cover-

age area of each AP into VSs in order to mitigate the MUI and the CCI. These VSs are

divided based on the beam direction associated with the optimal SID, determined when

the users report their SID during the TDD BF training. Then, these VSs are divided into
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two orthogonal groups (V Gg1 and V Gg2) so as to achieve simultaneous transmission in

separate time slots for each group. To mitigate the interference among overlapping users

in the same active VS, we propose a Spatial-Reuse condition as an essential prerequisite

before transmission can be granted. This helps avoid the non-spatial orthogonal prob-

lem (discussed in Section (3.2.1)). As illustrated in Fig. 4.4, this problem occurs when

more than one user is reported in the same VS within a single hop, or when the VS used

will incur CCI to any active users within the coverage of other APs. Speci�cally, the si-

multaneous downlink transmission can start when the Spatial-Reuse condition is ful�lled;

otherwise, the algorithm terminates simultaneous transmission and schedules the intended

user sequentially in a di�erent time slot, if necessary.

Suppose the VSs for AP 1 and AP 2 for a particular time are as shown in Fig. 4.4. We

can see there is CCI because user 8 is in the same VS coverage as user 9: that associated

with AP 2. In this situation, AP 1 cannot transmit simultaneously with user 8 because

of the non-spatial orthogonal problem, but can do so with user 1, user 4, and user 6, as

they would not interfere with respect to AP 2. Note that user 11 and user 12 su�er from

the non-spatial orthogonal problem with AP 2. Only one of these users is selected for

simultaneous transmission, and the other is sequentially scheduled in a di�erent time slot.

The proposed MHVG algorithm for simultaneous downlink transmissions is shown in

Fig. 4.5 and runs as follows.

1. An AP initiates an Announce frame to establish TDD channel access. Each AP

listens to identify the upcoming transmission schedules of neighboring APs so the

maximum permitted BI duration and bitmap information can be exchanged.

2. After the BF training is completed, all APs check and announce the best SID infor-

mation exchanged among all associated users.

3. Upon reception of the best SID information, the AP examines both the MUI and the
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CCI before granting simultaneous data transmission allocations as follows.

(a) If the Spatial-Reuse condition is not satis�ed when more than one user is re-

ported in the same VS within a single hop, the one user with the highest SNR

will be picked for simultaneous transmission. During the TDD-Interval, the se-

lected user will be allocated in time slott if located in V Gg1 and or in t + 1 if in

V Gg2. The remaining users will be sequentially allocated in di�erent time slots.

(b) If the Spatial-Reuse condition is not satis�ed when the choice of VS will incur

CCI to any active users in partially overlapped APs, the intended simultaneous

transmission in this speci�c VS for the corresponding user will be terminated

and sequentially rescheduled in a di�erent time slot.

4. Finally, both simultaneous and sequential TDD-Slots will be started during TDD-

Interval allocations, where these allocations are announced.

4.3 Performance Analysis

The main idea of the proposed MHVG algorithm is to mitigate CCI and allow simultaneous

transmission by exploiting the spatial reuse that results from the virtual grouping when the

coverage zones are separated into VSs. Spatial reuse is an essential metric for evaluating

MAC protocol performance in wireless mesh networks. As shown in Fig. 4.6, we investigate

the proposed MHVG algorithm in this section from the spatial reuse point of view, in a

static mesh network where simultaneous downlink transmissions are considered inside a

given region (a). The analysis considers di�erent powers or coverage areas for each AP, as

shown in Fig. 4.7.

Speci�cally, we evaluate the performance of the MHVG algorithm by analyzing the

spatial multiplexing gain, which represents the number of simultaneous transmissions al-
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Figure 4.5: Flow chart of the MHVG algorithm.
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Figure 4.6: Example of the spatial reuse of the MHVG algorithm in a wireless mesh
network.

lowed over the same mmWave channel in a given area from the perspective of spatial reuse.

The throughput and delay characteristics at each AP in a wireless multi-hop network can

be severely a�ected by CCI if the spatial reuse is not managed appropriately. Moreover,

the probability of achieving simultaneous transmissions depends on the coverage area and

the VS angle: interference occurs when the active VSs overlap.

For simplicity, we consider a traceable case, as shown in Fig. 4.8, wherea is the

area of a circle with radiusr . There are two or more APs with coverage area of radiusx i

randomly distributed in a. Let b1 and b2 denote the areas of the active VSs of AP 1 and

AP 2, respectively. Then, the probability (P1) that b2 does not overlap withb1 is

P1 = 1 �
x2

1

2r 2
; (4.1)

The probability ( P2) that b1 does not overlap withb2 is
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Figure 4.7: Example of MHVG algorithm considering di�erent power or coverage area of
each AP.

P2 = 1 �
x2

2

2r 2
; (4.2)

Thus, the probability (Q) that neither AP 1 nor AP 2 interfere with each other is

Q = P1P2; (4.3)

Fig. 4.9 shows the numerical results of the probabilityQ versus the radius coverage of

AP 1 and AP 2 (x1 = x2), considering di�erent VS angles (� ). It can be seen that a higher

spatial multiplexing gain can be achieved when both the radius and angle are relatively

small, while the spatial multiplexing gain decreases when the angle and radius are larger.

Therefore, simultaneous transmission can be realized and interference can be mitigated
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Figure 4.8: Example of the simultaneous transmission scenario in an mDN.

Figure 4.9: Probability Q versus the radius of AP 1 and AP 2 (r = 80m).

when using the proposed MHVG algorithm and when ensuring that the radius coverage of

the APs is su�ciently small.

Fig. 4.10 shows the numerical results of the probabilityQ versus the number of

APs when considering di�erent VS angles (� ) and radius coverage (x), assuming all APs
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