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Abstract

This thesis delves into the realm of adversarial machine learning within the context
of Connected and Automated Vehicles (CAVs), presenting a comprehensive study on the
vulnerabilities and defense mechanisms against adversarial attacks in two critical areas:
object detection and decision-making systems.

The research firstly introduces a novel adversarial patch generation technique targeting
the YOLOvV5 object detection algorithm. It presents a comprehensive study in the different
transformations and parameters that change the effectiveness of the patch. The patch is
then implemented within the CARLA simulation environment to assess robustness under
varied real-world conditions, such as changing weather and lighting. With all the trans-
formation applied during generation, the patch is able to reduce the confidence of YOLOb
detecting the stop sign by 70% comparing to the original stop sign if the lighting condition
is good. However if the lighting condition is sub-optimal, for example, during a raining
weather, the patch only reduce the confidence by 38% due to the patch being harder to
be detected. Overall, the optimized patch still shows a greater effect on detection evasion
compares to a random noise patch on any environment conditions. Overall, this part of
the research showcase a novel way of generating adversarial patches and a new approach
of testing the patches in a open-source simulator, CARLA, for better autonomous vehicle
testing against adversarial attacks in the future.

Simultaneously, this thesis investigates the susceptibility of Deep Reinforcement Learn-
ing (DRL) algorithms, in particular, Deep Q-Network (DQN) and Deep Deterministic
Policy Gradient (DDPG) algorithms, to black-box adversarial attacks executed through
zeroth-order optimization methods like ZO-SignSGD in a lane-changing scenario. The
research first train the policies with finely turned hyper-parameters in the lane-changing
environment and achieving a high performance. With a good policy as a base, the black-
box attack successfully fooled both algorithms by optimally changing the state value to
force the policy going straight while maintaining a small perturbation size compare to the
original. While under attack, both DQN and DDPG are unable to perform, achieving an
average of reward 108 and 45 comparing to their original performance of 310 and 232 re-
spectively. A preliminary study on the effect of adversarial defense is also performed, which
shows resistance against the attack and achieving slightly increase in average reward. This
part of research uncovers significant vulnerabilities, demonstrating substantial performance
degradation in DRL when used in the decision making of an autonomous vehicle.

At last, the study underscores the importance of enhancing the security and resilience
of machine learning algorithms embedded in CAV systems. Through a dual-focus on
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offensive and defensive strategies, including the exploration of adversarial training, this
work contributes to the foundational understanding of adversarial threats in autonomous
driving and advocates for the integration of robust defense mechanisms to ensure the safety
and reliability of future autonomous transportation systems.
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Chapter 1

Introduction

1.1 Motivation

The rapid advancement in Connected and Automated Vehicles (CAVs) underscores the crit-
ical need for robust and secure decision-making algorithms. This necessity is increasingly
evident with the deep integration of machine learning, particularly deep neural networks
(DNN), in various aspects of CAV technology. The groundbreaking work of Krizhevsky
et al. with AlexNet in 2012 marked a signi cant leap in image classi cation, catalyzing
the adoption of deep learning in machine vision applications [27]. Following this, notable
developments such as R-CNN by Girshick et al. in 2013 and the real-time object detection
system YOLO in 2015 further revolutionized the eld [17, 47]. Around the same time,
Mnih et al. at Deepminds rstly combined deep learning techniques with reinforcement
learning (RL), enabling complex control policies to be learnt and generalized. These ad-
vancements have been pivotal in enhancing the capabilities of CAVs but have also exposed
them to new vulnerabilities, particularly to adversarial attacks.

1.2 Background

The concept of adversarial attacks in deep learning, rst identi ed by Szegedy et al. in
2013, introduced a critical area of concern [52]. These attacks involve subtle yet impact-
ful perturbations to inputs that lead machine learning model to make incorrect decisions,
such as the example seen in gure 1.1. The imperceptibility of these perturbations to both
human observers and standard detection techniques poses a signi cant challenge. This
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eld of research soon became a topic of signi cant interest, as deep learning techniques
getting increasingly integrated into real-world applications, from image classi cation to
autonomous driving. In 2015, Goodfellow et al. further explored this concept, generalized
and showcased the degree of susceptibility of deep neural networks (DNNs) to adversarial
attacks by generating an adversarial example in merely one single step using Fast Gradient
Sign Method (FGSM), as well as defending against such attacks through adversarial train-
ing [18]. This work was followed by the introduction of the Carlini-Wagner (CW) attack in
2017, which crafted a more complex optimization method to generate adversarial examples
with minimal perturbations, further highlighting the vulnerability of DNNs to adversarial
attacks [7]. In 2018, Madry et al. introduced a powerful multi-step attack named Projected
Gradient Descent (PGD) that provides a more reliable way to nd adversarial examples for
all DNNs. Furthermore, it demonstrated the capabilities of combining adversarial training
with a powerful attack like PGD to enhance the robustness of DNNs not only against PGD
itself, but other weaker attacks as well [35]. These developments showcased the potential of
these threats to compromise the safety of autonomous systems. However, they require the
attacker to have access to the gradient information of the target model, namely "white-box
attacks", which is not always the case in real-world scenarios.

Figure 1.1: An example adversarial attack on the ImageNet classi er [27] to output airliner
instead of ice-cream. The perturbed image is indi erent to naked eye compare to the
original image.

Not only presented in the eld of machine vision, adversarial attacks have also been

explored in the context of reinforcement learning (RL) and control. Huang et al. in
2017 demonstrated the susceptibility of RL-based control algorithms to adversarial attacks,
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highlighting the potential of these attacks to compromise the safety of autonomous systems
[21]. This vulnerability is particularly concerning in the context of AVs, where the safety

of the vehicle and its occupants is dependent on the robustness of the decision-making
algorithms.

All these vulnerabilities were initially only explored in the digital realm, but soon
found practical implications in the physical world. For instance, Evtimov et al. in 2017
demonstrated the feasibility of tricking DNN-based image classi ers with specially crafted
stickers on stop signs, a direct threat to the safety of AV systems [13]. Moreover, Athalye et
al.'s introduction of "Expectation Over Transformation” in 2017, showcased the robustness
of physical adversarial attacks, highlighting the e cacy and feasibility of these threats in
the physical world [1]. These papers laid the fundamental groundwork for the exploration
of robust adversarial attacks for object detection systems, which are widely used in CAVs.
In 2019, adversarial patch were developed to attack object detection systems, which can
be printed on a piece of paper and placed in the physical world to fool the object detection
system, further demonstrating the feasibility of physical adversarial attacks [54, 28, 10].

At last while white-box attacks are more powerful, they are also more challenging
to execute. In contrast, "black-box attacks" are more practical and easier to execute,
as they do not require explicit knowledge of the target model's inner workings. In 2016,
Papernot et al. introduced the concept of "transferability” in adversarial attacks, where one
attack trained specially for one network can also be e ective on another network doing the
same task; demonstrating the feasibility of black-box attacks [39, 40]. Though still black-
box, these early attacks use substitute models to generate adversarial examples, which are
attacked by any of the white-box attacks mentioned above to generate adversarial examples
for the unknown neural networks. In the 2017 work of Chen et al., the concept of "zeroth-
order optimization" was introduced, which query the neural network directly, enables the
execution of black-box attacks without the need for substitute models [9]. This direction
was further explored by Liu et al. in 2018, who demonstrated more e cient zeroth-order
optimization methods like ZO-SignSGD for executing black-box attacks [31]. In the case of
zeroth-order optimization, though the gradient information is not present, the attacker still
has access to the con dence or the score of the model output, thus allowing the attacker
to know where the optimization process is heading. Another direction of the black-box
attack is to use the "decision-based" method, which only has access to the nal decision of
the model, while both the gradient information and con dence are not available. In 2018,
Chen et al. introduced the Boundary Attack, where it starts with an adversarial example,
and then optimize it back into the original image as much as possible [3]. This attack is
particularly powerful as it can be executed in the physical world, where the attacker can
only observe the nal decision of the model. All these black-box attacks are particularly
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concerning in the context of CAVs, as they have much more realistic impact on the safety
of the vehicle and its occupants.

1.3 Thesis Structure

This thesis is divided in to two parts. Chapter 3 focuses on the e cacy of adversarial
attacks on state-of-the-art object detection systems in CAVs in simulated environments.
Chapter 4 devlves into the vulnerability of DRL-based decision-making control algorithms
in CAVSs.

In the realm of image processing and simulation, chapter 3 researches the application of
adversarial examples targeting object detection algorithms such as YOLOvV5. The research
proposes a methodology for generating adversarial attacks tailored to current object detec-
tion systems, considering the complex environments encountered by autonomous vehicles.
The research employs the Carla simulator for validation of perception modules in CAVS,
simulating a wide range of driving conditions, including di erent weather conditions, light-
ing variations, and camera movements. A key aspect of this methodology is the testing
of various con gurations for generating and applying adversarial patches within the Carla
environment. This approach ensures that the adversarial examples are e ective and ro-
bust across di erent scenarios, enhancing the resilience of CAV perception systems against
adversarial threats [12, 53, 33].

In the realm of control, chapter 4 concentrates on the susceptibility of highway lane-
changing algorithms, a fundamental component of AV systems, to black-box adversarial
attacks. These attacks are particularly concerning as they do not require explicit knowledge
of the system's inner workings, such as gradient information, to be e ective. The investi-
gation includes widely implemented DRL policies like Deep Q-Network (DQN) and Deep
Deterministic Policy Gradient (DDPG), employing zeroth-order optimization methods like
Z0O-SignSGD for executing these attacks [36, 30, 31]. The experiments demonstrate the
potential of these methods to compromise decision-making processes in AVs, thereby un-
derscoring a critical security gap in current systems. Furthermore, the study explores the
development of adversarial training techniques as a defensive strategy. Adversarial training,
in the context of DRL, presents an opportunity to enhance the robustness of AV systems
against such attacks. This aspect of the research contributes to a deeper understanding
of the dynamics between adversarial attacks and defenses, emphasizing the importance of
incorporating security measures in the design and deployment of these technologies.

In conclusion, this thesis explores the vulnerabilities of CAVs to adversarial attacks in
the context of both control and perception. It not only highlights the existing gaps in
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security but also proposes methods to identi ed and mitigate these risks in a simulated
environment. By exploring and addressing these challenges, this thesis hopes to contribute
to the development of safer and more reliable autonomous driving technologies, ensuring
their secure integration into transportation systems.



Chapter 2

Background and Related Works

2.1 Adversarial Examples in Machine Learning

In 2014, Christian Szegedy and his team's groundbreaking paper, "Intriguing properties of
neural networks," unveiled two key ndings that have had a profound impact on the eld of
deep learning [52]. Firstly, the paper demonstrated that neural networks are susceptible to
adversarial examples|inputs that are almost indistinguishable from natural data but are
crafted to cause the network to make errors. These act of crafting such examples are later
called adversarial attacks. These adversarial inputs exploit the model's learned features
in such a way that even a tiny, carefully constructed perturbation can lead to incorrect
outputs with high con dence. Szegedy and his colleagues employed a box-constrained L-
BFGS method to generate these adversarial examples, highlighting the ease with which
they could be created. The implications of this nding are signi cant, particularly for the

eld of computer vision and related applications like autonomous driving, where ensuring
the reliability and security of neural network decisions is paramount. The paper not only
opened up a new avenue of research into adversarial machine learning but also raised
important questions about the fundamental nature of deep learning models.

Building upon Szegedy's work, In 2015,The paper "Explaining and Harnessing Ad-
versarial Examples" by lan Goodfellow et al. is a seminal work that delves futher into
the adversarial examples in neural networks [18]. This research provides a more intu-
itive explanation for the existence of adversarial examples, attributing them primarily to
the linear behavior in high-dimensional spaces of deep neural networks, rather than the
non-linearities or over tting, as previously thought.



To further demonstrate the ease of crafting such example, Goodfellow and his co-authors
introduce the concept of the Fast Gradient Sign Method (FGSM), a simple yet e ective
technique for generating adversarial examples. This method involves taking the gradient
of the loss with respect to the input data, then adjusting the input data by a small step in
the direction of the gradient's sign. This approach is grounded in the paper's hypothesis
that the linear nature of models in high-dimensional spaces makes them vulnerable to such
perturbations.

A crucial insight from the paper is that adversarial examples can be generated even
with models that have high precision on their training and test data, indicating that
these perturbations are a fundamental characteristic of the models rather than a result
of over tting. The paper also explores the intriguing property that adversarial examples
generated for one model are often e ective on other models, even when they have di erent
architectures or were trained on di erent subsets of the data, hinting at a kind of universal
vulnerability among neural networks.

Furthermore, Goodfellow et al. propose that adversarial training, where models are
trained on a mixture of adversarial and clean examples, can serve as a regularization
method to improve the robustness of neural networks. This suggestion has signi cant
implications for enhancing the security and reliability of machine learning systems across
various applications, including those in critical areas like autonomous vehicles.

Data: x - Input image, y - True label for x, - Magnitude of the perturbation
Result: Xaqv - Adversarial image

Procedure FGSM (x)
begin
Initialize the model to be attacked,;
Compute the loss:L = Loss(model(x);y);
Calculate the gradients of the loss w.r.t. the input imager 4L = %)L(;
Generate the perturbation: perturbation =  sign(r xL);
Create the adversarial examplex,q, = X + perturbation;
Clip xaqv to ensure it remains a valid image:
Xadv = Clip( Xagv; Min_value; max value);

return Xagy
end

Algorithm 1: Fast Gradient Sign Method (FGSM)

The 2018 paper "Towards Deep Learning Models Resistant to Adversarial Attacks" by
Aleksander Madry et al. represents an ongoing e ort to enhance the robustness of neural
networks against adversarial attacks, building upon the foundational work by Szegedy et
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Figure 2.1: Graphical Interpretation of FGSM.

al. in 2014 and Goodfellow et al. in 2015 [35]. Drawing from the earlier discovery by
Szegedy et al. that neural networks are prone to errors induced by nearly imperceptible
perturbations, Madry and his team advance the understanding of adversarial examples by
framing the problem within a robust optimization context.

Central to Madry et al.'s contribution is the formulation of a min-max optimization
problem, which seeks to minimize the worst-case loss over all possible adversarial pertur-
bations within a speci ed bound. This formulation captures the adversarial setting more
e ectively by directly incorporating the adversarial objective into the training process,
thereby leading to models that inherently account for potential adversarial attacks.

The paper also emphasizes the use of Projected Gradient Descent (PGD) as a pow-
erful tool for generating adversarial examples within this robust optimization framework.
PGD represents an evolution of the adversarial example generation techniques previously
introduced, o ering a more systematic and iterative approach to exploring the space of po-
tential adversarial perturbations. By integrating adversarial training|training on a mix
of adversarial and clean examples|into their robust optimization framework, the authors
demonstrate signi cant improvements in model resilience against adversarial attacks.



Data: x - Inputimage, y - True label forx, - Magnitude of the perturbation, -
Step size,N - Number of iterations
Result: X,y - Adversarial image

Procedure PGD (x)
begin

0 _ .

Xadv__ X,

fori=0to N 1do

Compute the loss:L = Loss(model(xggv);y);

Calculate the gradients:r ,,, L = @k

@k, ’
Generate the perturbation: x = sign(r x,, L);
Create the adversarial examplex!"? = xU +  x;
x4 =clip(x{y” i x x + )
xD = clip(x{7Y ; min_value; max_value);
end
return x{)

adv

end
Algorithm 2: Projected Gradient Descent (PGD)

Figure 2.2: Graphical Interpretation of PGD.

2.2 Adversarial Attacks in Physical World

The initial discovery of adversarial examples found that the imperceptible perturbation
often constructed using the projected gradient method (PGD) or the fast gradient sign
method (FGSM) was able to fool image classi cation without fail [52][18]. However, such



attacks were found to be useless in the real world due to changes in camera angles and dis-
tances [34]. To further investigate the robustness of deep learning models against physical-
world attacks, lvan Evtimov and his team employed a sophisticated method in creating
adversarial examples that could mislead a model when placed in the real world, particu-
larly focusing on scenarios applicable to autonomous vehicles, such as manipulating tra c
sign recognition systems [13].

The core of their methodology involved designing and printing perturbations that could
be applied to real-world objects (like stop signs) in the form of stickers or overlays. These
perturbations were crafted using an iterative optimization process that aimed to max-
imize the model's misclassi cation rate while ensuring that the modi cations remained
inconspicuous to human observers. This process was guided by an objective function that
considered not only the model's con dence in incorrect classi cations but also the physical
realizability of the perturbations under di erent conditions.

To ensure the e ectiveness of these adversarial examples under various environmental
conditions, Evtimov et al. tested their approach in diverse settings, including di erent an-
gles, distances, and lighting conditions. This comprehensive testing was crucial for demon-
strating that the adversarial examples could consistently fool the deep learning models
in real-world scenarios, not just in carefully controlled laboratory conditions. Thus, the
adversarial example o cially enters the physical environment, posing a threat to CAVs.

To create an even more robust attack, Athalye and his collaborators introduced an op-
timization technique known as Expectation Over Transformation (EOT), which is central
to their methodology [1]. EOT allows for the generation of adversarial examples that are
robust to a prede ned set of transformations, thereby ensuring their e ectiveness in a real-
world context where input data to machine learning models often undergo various changes.
The adversarial examples generated using EOT are designed to mislead the models not
just in a xed state but across a range of conditions, making the attacks more practical
and challenging to defend against. This approach contrasts with traditional methods that
typically focus on static adversarial examples, which might lose their adversarial proper-
ties when even slight alterations are applied. By considering the transformations during
the adversarial example generation process, Athalye's method e ectively accounts for the
dynamic nature of real-world inputs.

This became the fundamental idea behind most future adversarial patches. Most no-
tably, the ShapeShifter attack on Faster R-CNN proposed by Shang-Tse Chen et al [10].
Compare to image classi cation deep learning models, Faster R-CNN is particularly dif-
cult as it involves multiple stages, including region proposal, feature extraction, and
classi cation [49]. Each stage must be successfully navigated by the adversarial attack,
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making it more complex than attacking a straightforward classi cation network. Due to
the nature of region proposals and the subsequent re nement processes, R-CNN models are
inherently robust to some variations in object appearance and position. An e ective attack
must therefore generate perturbations that can survive this robustness. At the same time,
since Faster R-CNN focuses on localized regions within an image, any adversarial attack
must be carefully crafted to impact the speci c regions used for object detection, rather
than the entire image. To tackle this problem, Chen's methodology incorporates the EOT
framework, which allows it to account for various physical transformations (like changes
in angle, distance, and lighting) that an image might undergo before being processed by
the detector, ensuring the adversarial perturbations are e ective even under di erent real-
world conditions. Compare to previous deep learning attacks, instead of perturbing the
entire image or object, Chen's approach often uses an adversarial patch that can be placed
on the object. Making the attack easily realizable in the physical world.

Another popular object detection algorithm YOLO can also be attacked, as seen by
the patches made by Simen Thys et al. to evade human detection [54] In this work, Thys
and his colleagues attacked YOLOv2, also known as YOLO9000, which is an improved
version of the original YOLO (You Only Look Once) object detection system, designed to
be faster and more accurate [47, 48].

YOLO uses a single convolutional neural network (CNN) to predict multiple bounding
boxes and class probabilities for those boxes simultaneously[47]. The image is rstly divided
into a grid, and each grid cell is responsible for predicting bounding boxes and probabilities
for objects whose center falls within the cell. Each bounding box prediction includes
coordinates, size, and a con dence score, along with class probabilities. For each grid
cell, YOLO predicts multiple bounding boxes and class probabilities. The con dence score
re ects the accuracy of the bounding box and whether the box contains a speci ¢ class of
object. Compare to the original YOLO, YOLOV2 incorporates batch normalization in all
convolutional layers, which helps with model convergence and reduces the need for other
forms of regularization [48]. It also introduces anchor boxes (priors) to predict bounding
boxes, which helps the model learn to predict more accurate box sizes and aspect ratios,
compared to the grid-based approach in the original YOLO.

Thys and his team developed a patch that contains specially designed patterns that
disrupt the YOLOV2 detection algorithm [54]. When the patch is within the eld of view
of the camera, the patterns interfere with the model's ability to correctly interpret the
presence of a person. The adversarial patterns are optimized to exploit the weaknesses in
how YOLOV2 processes visual information. Since YOLOv2 makes its predictions based on
the entire image in one pass, an e ectively designed adversarial patch can create signi cant
confusion for the model, leading to detection failures. By utilizing EOT, The patches are
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designed to be e ective in real-world conditions, meaning they can still fool the YOLOv2
model under di erent angles, distances, and lighting conditions. Recent developments
include making more natural patches and applications in elds like evading drone camera
object detections [20] [58].

2.3 Adversarial Attacks in Reinforcement Learning

Reinforcement Learning (RL) is a machine learning algorithm where an agent learns to
interact with an environment to maximize the reward. Given a state, the agent produces
an action, and based on this action, the environment provides a corresponding reward.
The agent then updates its policy based on the reward. The agent is trained by interacting
with the environment for several episodes. A classic example of RL is Q-learning invented
in 1989 [56]. Q-learning is a model-free reinforcement learning algorithm that seeks to
learn the quality of actions, denoting how good an action is in a given state, without
requiring a model of the environment. It operates on the principle of a Markov Decision
Process (MDP), which provides a mathematical framework for modeling decision-making
situations where outcomes are partly random and partly under the control of a decision-
maker. An MDP is characterized by a set of states, a set of available actions in each state,
transition probabilities that de ne the likelihood of moving from one state to another after
taking an action, and rewards that quantify the immediate gain of taking an action in

a state. In Q-learning, the agent uses the Q-function to estimate the expected utility of
taking a given action in a given state and following a certain policy thereafter. The Q-
function is iteratively updated using the Bellman equation, written as the equatior??,
which incorporates the immediate reward and the discounted future rewards. Over time,
this process converges to the optimal Q-function, which prescribes the best action to take
in each state to maximize the cumulative reward.

Q(s;a) = r(s;a) + ma%le(scE ad (2.1)

where:

" Q(s;a) is the value of taking actiona in state s
" r(s;a) is the immediate reward received after taking actiora in state s.

N

is the discount factor, a value between 0 and 1 that represents the di erence in
importance between future rewards and present rewards. A value close to 0 makes
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the agent short-sighted by only considering immediate rewards, while a value close
to 1 makes it more farsighted by considering future rewards more strongly.

sV is the new state after actiona is taken.

maxz Q(s% a% denotes the maximum expected future reward obtainable from the
new states°

Following the booming development of deep learning, Deep Reinforcement Learning,
which is a combination of classic reinforment learning and deep learning architectures, be-
gan its development in the aim of creating a better control algorithm that is capable of
dealing with more complex environments. A major breakthrough come from Volodymyr
Mnih et al., where Mnih et al. introduced the rst successful integration of deep neural
networks with reinforcement learning, leading to the development of the Deep Q-Network
(DQN) algorithm [36]. This approach allowed computers to learn optimal strategies di-
rectly from high-dimensional sensory inputs through end-to-end reinforcement learning,
which was a signi cant breakthrough at the time.

The DQN algorithm, as presented in the paper, was applied to playing Atari 2600
video games, demonstrating that a single neural network architecture, combined with RL,
could learn successful policies directly from raw pixel values to control the game. The
key innovations introduced in the paper include the use of a deep convolutional neural
network to approximate the Q-function, the employment of experience replay to break the
correlation between consecutive samples, and the utilization of a separate target network
to stabilize the learning process.

This work laid the foundation for numerous advancements in deep reinforcement learn-
ing, inuencing a wide range of applications beyond gaming, from robotics to natural
language processing. It showcased the potential of deep learning models to tackle complex
control tasks by learning directly from high-dimensional, unstructured data.

On the other hand, DDPG, an actor-critic algorithm, e ectively manages continuous
action spaces [30]. DDPG adapts the foundational concepts of Q-learning and the deter-
ministic policy gradient to work with deep function approximators, allowing it to handle
the high-dimensional, continuous action spaces inherent in many real-world problems such
as robotics, autonomous vehicles, and energy management. The paper highlights the use
of a replay bu er to store and reuse past experiences, mitigating the issues of data correla-
tion and non-stationary distributions, which are common in online learning environments.
Furthermore, it introduces the concept of target networks to stabilize the training of deep
function approximators, a technique that has become a standard in deep reinforcement
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learning practices. Lillicrap's work on DDPG is pivotal as it demonstrates the feasibility

of using deep learning approaches for complex control tasks that require precise, continuous
actions, rather than the discrete decisions showcased in Mnih's Atari game environments.
This has signi cantly broadened the applicability of deep reinforcement learning, opening
new avenues for research and development in areas that demand nuanced control strategies.

Just like the led of deep learning, th eld of reinforcement learning is also at risk
of adversarial attack. In 2017, Huang et al. showed that the DQN agent is vulnerable
to the same attack applied to neural networks, such as the FGSM attack [21]. Similar
defenses, such as adversarial training, are also shown to be e ective in the eld of rein-
forcement learning [43]. Lately, more research has been done to increase the robustness of
reinforcement learning agents in the context of AV [19, 5].

2.4 Black-box Adversarial Attacks

The exploration of adversarial attacks has, for the most part, been rooted in rst-order
optimization methods. These methods, while powerful, often necessitate the availability
of gradient information, making them impractical for real-world scenarios where such in-
formation may not always be accessible. The quest for gradient-free alternatives predates
the recent strides in deep learning and adversarial machine learning. Traditional methods
such as COBYLA and various Bayesian optimization techniques have been investigated
extensively. However, these methods have demonstrated scalability limitations in dealing
with modern, complex models that exhibit an ever-increasing dimensionality [44, 50].

Zeroth-order (ZO) optimization methods have emerged as a promising alternative, of-
fering e ciency in computational resources while maintaining a competitive convergence
rate [32]. A surge of interest in recent years has led to the development of several ZO
optimization techniques, including but not limited to Zeroth Order Stochastic Gradient
Descent (ZOSGD), ZO-SignSGD, and ZO-ADMM [32]. The appeal of these techniques
lies in their ability to operate without explicit gradient information, thus bridging the gap
between the theoretical world of optimization and the pragmatic constraints of real-world
applications.

In this thesis, we focus mainly on the ZO-SignSGD method. Unlike other methods
that use exact estimated gradient values, ZO-SignSGD utilizes the sign of the gradient to
update the model parameters. This feature provides both computational advantages and
practical feasibility, allowing the perturbation to converge in a relatively small amount of
iterations [31]. We venture into an underexplored area by employing ZO-SignSGD as a
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tool to study adversarial attacks on DRL algorithms in AVs, potentially expanding the
understanding and application of black-box attacks in real-world scenarios.

2.5 Gaps in Existing Research

As discussed in the sections above, since the discovery of adversarial machine learning,
many researches have been conducted to uncover the security concerns and vulnerability
in a wide selection of machine learning algorithms such as image classi cation, object
detection and deep reinforcement learning. However, as the eld of adversarial machine
learning is rather young, the focus of researches mostly are mostly in the eld of computer
science to understand the implications and underlying mechanisms for adversarial machine
learning. Though autonomous vehicles has been increasingly utilizing deep learning based
methods, there is not as much researches in the context of autonomous vehicles.

Many autonomous vehicles utilize object detection as a part of their vision system to
fast and e ciently di erentiates di erent objects on the roads. There have been many
researches about the physical robust adversarial patches as mentioned in the previous
sections, but they are hard to be tested for context of autonomous vehicles, as it is generally
unsafe and di cult to be testing such attack on a real vehicles. At the same time, there have
not been much researches published for generating, applying and testing the adversarial
patch attacks for the purpose of autonomous vehicle research in a simulated environment.
Therefore, it would be logical to create a tool to generate, apply and test the adversarial
patches for autonomous vehicles.

For deep reinforcement learning, despite the initial interest in adversarial attacks on
DRL, the amount of researches on this topic is waning, especially in the context of au-
tonomous vehicle. Though many researchers have been actively studying the application of
DRL in autonomous vehicle, not many papers are about the vulnerabilities in this scenario.
Adversarial attack, being a relatively new form of vulnerability, has almost no paper in
the realm of autonomous vehicle. As a result, it is essential to perform more research on
this topic for the purpose of creating a safer environment for autonomous vehicles.
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Chapter 3

White-box Adversarial Patch
Generation and Testing in CARLA

3.1 Problem

Although adversarial examples are proven to pose a serious threat to CAVs in the real
world, rigorous testing of the perception module may not be practical due to the danger it
imposes and the amount of e ort needed to craft and apply the example in the real world
under all the dierent environments. Therefore, very recently, e orts have been made
to use simulators such as the CARLA simulator to conduct adversarial machine learning
research [12] [53] [33]. These e orts show a promising future for the physical adversarial
attack to be tested and validated in the simulated environment to allow a faster and more
comprehensive validation of the perception modules in autonomous vehicles.

Through the e ort of Xiruo Liu et al. from Intel, a data collection platform was
released for CARLA in 2022, but no research has yet been conducted with the platform
[33]. At the same time, a wide collection of object detection adversarial attacks was
substantially outdated and failed to work against the newer version of the algorithms as
their architecture changed signi cantly. The attacks were also often tested in a controlled
environment with limited camera movement, but real-life vehicles do not have such a
limitation, thus needing more validation, such as di erent weather, lighting conditions, and
camera movement. Therefore, this thesis rst proposes an updated method to generate
adversarial attacks against the state-of-the-art object detection algorithm, YOLOvV5 [23].
Then, implement such attack in a new work ow to test and validate the adversarial attack
with the consideration of real-life vehicle environment in CARLA.
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3.2 Tools and Software

Over the years, many software have been developed by various companies or groups to help
accelerate the research progress of the autonomous vehicles. As the purpose of this research
IS to validate the e cacy of adversarial attacks in a simulated environment, a photo-realistic

3D simulator is required. The CARLA simulator is the most popular simulator that serves

as an open source platform designed to facilitate research and development in autonomous
driving technologies [12]. It provides a realistic urban environment, complete with a va-
riety of vehicles, pedestrians, and various weather conditions, allowing the comprehensive
testing of driving models under di erent scenarios. With its extensible and customizable
nature, CARLA has become a vital tool for researchers in the eld of autonomous vehicles,
enabling the rigorous evaluation of various machine learning algorithms, including those
for perception, control, and adversarial resilience.

3.2.1 CARLA

CARLA, as the most popular photo-realistic open source simulation software in the space
autonomous vehicle research, provides a whole suite of functionalities and API to help
engineers and scientists across the world to perform CAV researches without the need to
write a simulator from ground up. Built on the Unreal Engine for realistic simulations
and adhering to the OpenDRIVE standard (version 1.4) for road and urban environment
de nitions, the simulator caters to a broad spectrum of autonomous driving applications,
such as policy learning and perception algorithm training [12].

Being open-source, CARLA provides great documentation and tutorials. It also pro-
vides good interface to other popular programs in the robotics and autonomous vehicle
eld, such as Robot Operating System (ROS), MathWorks, SUMO, ANSYS etc. ROS is
the most commonly used open-source software framework for robotics development, which
includes autonomous vehicle development. The CARLA bridge allows a list of items to be
easily communicated to ROS and back, this includes:

A

Delivers LIDAR and Semantic LIDAR sensor information, along with data from
Cameras (including depth, segmentation, rgb, and dvs), GNSS, Radar, and IMU.

" Supplies data on objects including their transformations, tra c light conditions,
visual markers, collisions, and lane intrusions.

N

Enables the management of Autonomous Driving (AD) agents via steering adjust-
ments, acceleration, and braking controls.
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Figure 3.1: User Interface of the Unreal Engine of CARLA

~ Allows manipulation of CARLA simulation settings such as synchronous mode oper-
ation, simulation playback and pause, and customization of simulation parameters.

Because this research is only a preliminar investigation on the adversarial attacks
against DRL in CAV, this component is not used in this research. But having this func-
tionality would eventually allows more sophisticated control algorithm to be developed,
implemented and tested in CARLA. Making it easier to port to real life autonomous vehi-
cle control once the simulation is done in CARLA. For future work on DRL and adversarial
attack, the ROS bridge in CARLA would make accelerate the development time of the re-
search by eliminating the work needed to work out the communication tool between these
two software.

As seen in Figure 3.1, the unreal engine portion of CARLA allows more user control
of the environment. The 3D environment produced by unreal engine is rather realistic for
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a simulator, allows this research to perform the adversarial patch attack. As with normal
unreal engine, the user can import 3D model assets, applying texture and adding material
with ease. The modi cations done by CARLA to the unreal engine also allows the custom
assets to be packaged and used by other CARLA clients by importing the package for a
easier time on the transferring of assets.

The most important feature of CARLA is the ability of controlling it through its API.
Using the python API, CARLA is capable of doing everything related to autonomous
research, such as spawning a car and drive it. CARLA itself consists of server and client.
The server is the unreal engine simulation and the client is the code that user runs in
order to gather information or make changes to the simulation. In the CARLA simulation,
actors are entities that engage in activities and can in uence other actors. This category
encompasses vehicles, pedestrians, as well as sensors, tra c signs, tra c lights, and the
spectator.

Vehicle actor is an actor that contains the most amount of parameters and physics,
which is expected from a autonomous vehicle simulator. The API can directly control
the vehicle by sending commands of throttle, steering or braking. It can also change the
gearing of the vehicle or the wheel physics to simulate di erent tires and road conditions.
The vehicle can also be set in auto driving mode control by the CARLA tra ¢ manager
which is crucial for the precise and e ective training and evaluation of autonomous driving
systems. The tra c manager o ers various alternatives for mimicking tra ¢ and particular
tra c situations.

Pedestrian actor is similar to the vehicle actor in the sense that their can be pro-
grammable. They can have a certain direction and speed. It is also possible to use a
built-in movement controller to control their movement by setting a goal and speed.

Sensors actor is another important aspect of CARLA. It allows the simulation of the
sensors that are used in real-life autonomous vehicles. The sensors it can spawn are the
following, but not limited to :

N

Depth: Shows the depth of the objects in the environment in a grey-scale image
RGB: Like real-life camera, shows a picture of environment
" Optical Flow: Shows the movement of the pixel in the camera.

" Semantic segmentation: Shows the ground truth tag of the objects in the camera
view
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Instance segmentation: Shows the ground truth tag and the object ID of the objects
in the camera view

DVS: Dynamic Vision Sensor (DVS), operates in a fundamentally di erent manner
from traditional cameras. Rather than capturing images at regular intervals, it asyn-
chronously detects changes in light intensity, producing a continuous ow of events
that represent changes in pixel brightness.

Lidar: A rotating LIDAR sensor produces a 4D point cloud, where each point in
the cloud includes coordinates and intensity information to accurately represent the
environment.

Semantic LIDAR: A rotating LIDAR sensor creates a 3D point cloud, enriched with
additional details on instance and semantic segmentation for each point, to compre-
hensively model the environment.

The API itself also allows changes to the environment. As all objects in the environ-
ments are tagged, they can searched and toggled on or o during the simulation. The map
itself can also be changed, since CARLA has multiple built-in maps, from a busy urban
city center to a rural town with only small houses and few intersections. A major function
utilized in this research is the ability to change the texture of a building through its API.
By carefully inserting a object and change mutiple parameters, it is possible to change its
texture on the vy inside the simulator without having to manually change it in the Unreal
Engine interface.

3.2.2 Open Source Data Collection Platform

Due to the cost and danger of testing physical adversarial attacks in real life on autonomous
vehicles, many attempts have been made to use CARLA as an alternative platform to
conduct research on these attacks. Tong Wu et al. collected data in CARLA and performed
a black-box searching algorithm to generate adversarial texture on vehicles that evade
object detection [57]. Michael Threet et al. created a new way of inserting adversarial
patches into CARLA, but it is hard to replicate without knowing the inner works of the
rendering engine [53]. Xiruo Liu et al. provided an open source platform for data collection
for the purpose of benign adversarial machine learning research in CARLA [33].
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3.3 Method

The thesis rst generates a patch based on the idea of expectation over transformation and
backpropagates using the gradient of the YOLOV5 network. Then the patch is applied to
a custom stop sign in CARLA to allow the change of texture on the y with CARLA API.
Finally, a predetermined scenario is generated and recorded using the platform created by
Xiruo Liu et al. [33]

3.3.1 Patch Generation

To generate the patch, the idea behind other robust physical patches is "expectation over
transformation” (EOT) as seen in equation 3.1 presented in its original paper [1].

= B¢ ld(f (t(x9); t(x))] (3.1)

This equation calculates expectation for the distance between the transformed adver-
sarial example output,f (t(x9), and the transformed original output t(x) over a series of
transformation. It directly measures the robustness of the patch through this calculation,
constrains the optimization of the patched image and the original image to be similar to
the classi er while undergoing a series of transformation, making the adversarial patch
robust against transformations.

Though the original concept was used on a classier, the same concept is used in
other adversarial patch generation for object detection [10] [54]. For this particular patch
generation, the patch goes through a wide range of transformations that to ensure its
robustness in the real world. The transformations include random rotation, random scaling,
random translation, random brightness, random contrast, random saturation, and random
hue. The patch is also constrained to be within the range of 0 and 1 to ensure the patch
is valid.

To prevent the stop sign from getting detected, the loss function focus on reduce the nal
score of the grid calculated by YOLOV5, where it is the multiplication of the objectiveness
score and the class category con dence score. To further reduce the chance of detection,
the loss function also includes a total variation(TV) loss to ensure the patch is smooth and
not noisy. A noisy image is not only harder to print or displace in real life, the noisy details
are also often lost when viewed by cameras at distance. The nal objective function that
includes the losses is shown in equation 3.2.
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Where:

MaxFS;(t(x9) is the maximum nal score for the i example in the batch after
transformation t.

A]_PN

N i1 averages the maximum nal scores across the batch Nf examples.

TV(t(x9) is the total variation(TV) loss for the transformed adversarial patch.
is a hyperparameter to balance the two loss terms.

" Eyr Is the expectation over the transformationg sampled fromT .

Using this objective function, the patch is generated through a number of iterations us-
ing the Adam optimizer. The patch is initialized as a random noise image and is optimized
to minimize the objective function, as seen in algorithm 3.

3.3.2 CARLA

CARLA Simulator is an open source simulator for autonomous driving research [12]. It
provides a realistic urban environment, complete with a variety of vehicles, pedestrians,
and various weather conditions, allowing the comprehensive testing of driving models un-
der di erent scenarios. With its extensible and customizable nature, CARLA has become
a vital tool for researchers in the eld of autonomous vehicles, enabling the rigorous evalu-
ation of various machine learning algorithms, including those for perception, control, and
recently adversarial resilience.

Recently, Xiruo Liu et al. created a data collection platform for adversarial machine
learning research in CARLA [33]. The data collection platform allows the user to create
a scenario with a variety of parameters, including the number of vehicles, pedestrians,
weather, and lighting conditions. This platform also allows the user to insert a custom
object into the environment, which can be used to test the adversarial patch. The platform
then records the scenario and the data collected by the sensors in CARLA, including the
RGB image, depth image, and semantic segmentation image. This platform is used to test
the adversarial patch generated in the previous section.
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Data: model, parameters including patch shape, learning rate, etc.

Result: Optimized adversarial patch

Initialization

begin
Initialize patch with random values Prepare optimization tools: optimizer,
scheduler, etc.

end

Procedure GeneratePatch  (x)

begin

for each step in max iterationsdo

Create a new batch of transformations using the current patch

// Compute loss

Evaluate the model on the batch to compute objectness and con dence

nal score = objectness*con dence

Calculate the total variation loss losses = nal score + variation loss

/I Update the patch

Backpropagate the combined loss to get patch gradients

Update the patch using the optimizer

/I Post-processing

Clamp patch values to maintain valid pixel range

Adjust learning rate using the scheduler

end

Save the nal optimized patch

end

Algorithm 3:  Adversarial Patch Generation Loop
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To insert the patch into CARLA, a custom model is imported into CARLA as a static
object. The model is a stop sign with a custom texture that is generated using the adver-
sarial patch. The model is then inserted into the environment using the CARLA API. The
model is then placed in front of the ego vehicle to ensure the ego vehicle will detect the stop
sign. The ego vehicle is then controlled by the data collection platform to drive towards
the stop sign. The platform then records the data collected by the sensors in CARLA,
including the RGB images. The images are then used to evaluate the e ectiveness of the
adversarial patch by running the images through the YOLOV5 object detector.

3.4 Results

The pictures were rst generated using the adversarial patch generation algorithm. As seen
in gure 3.2, the stop sign was rstly applied with the patch then transformed randomly
to ensure its robustness. An example of the losses over the iterations can be seen in gure
3.3. Itis clear to see that both total variation loss and max score for the class stop sign are
decreasing over the iterations. The nal patch applied on the stop sign can be seen in gure
3.4. This texture is then applied into a custom model of a stop sign that allows texture
change through the CARLA API. The image is then recorded using the data collection
platform created by Xiruo Liu et al. [33]. In CARLA, the simulator is ran through a
predetermined route and environment con guration such as weather, lighting, and camera
movement. The simulator is ran for 10 frames, then the images run through the YOLOV5
object detector to evaluate the e ectiveness of the patch. A sample of such detection can
be seen in gure 3.7.

To ensure the robustness of the patch, dierent transformations have been applied
to the patched texture. This includes random rotation, random scaling, random trans-
lation, random brightness, random contrast, random saturation, and random hue. The
transformations were turned on and o to investigate their e ect on the patch generation.
Other parameters such as the total variation loss and patch size are also investigated. The
patched image was then gone through the YOLOV5 detector to get a preliminary result
on the e ectiveness of the patch before applied into CARLA. The results of the di erent
con gurations can be seen in table 3.1. All the con gurations and their static image de-
tection can be seen in gure 3.5 and gure 3.6. Random noise patch is also provided as
a reference. As seen in gure 3.5h, a random noise patch does not reduce or evade any
detection. From gure 3.5, it is easy to see that with no transformations, the detector can
still not detect the stop sign, the patch itself also does not resemble any recognizable shapes
as the optimizer mostly focus on lowering the total variation loss as soon as the detection
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Figure 3.2: Examples of transformation used for adversarial patch generation

on this single image is evaded. It is also worth noting that though the transformations
and the starting noise of the patch are di erent, this untargeted attack is able to quite
consistently generate a patch that fools the detector to the closest item in the COCO data
set, which is a cake. With the total variation loss weight change seen in gure 3.6a and
gure 3.6b, we can also see a big drop in noisy colors seen in the patch generated while
still maintain an evasion of the detector. A smaller patch size also does not perform as
well as the original patch size, as seen in gure 3.6c, but gure 3.6d performs well in this
static image detection task.
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Figure 3.4: Final adversarial patch

Figure 3.3: Losses over iterations for one single
generated

patch generation

After patches are generated, they are imported into CARLA through the use the data
collection platform and tested in a sunny and rainy environment as seen in gure 3.7. The
results of the di erent con gurations can be seen in table 3.2.The con dence are recorded
and averaged out over the 10 frames that are recorded by the data collection platform in
CARLA. If the stop sign is not detected by YOLOVS5, the con dence recorded is 0.

As seen from the table 3.1, the more transformation we add the patch, the higher the
nal loss is. As seen in equation 3.2, the nal loss is the sum of the maximum nal score and
the total variation loss. The maximum nal score is the multiplication of the objectiveness
score and the stop sign class category con dence score. Though, it may seem that the
higher the loss, the worse performing the patch is; when there is no transformation at all,
it is way easier to reach a lower loss, but the patch is not robust at all. The patch is only
robust when there are transformations applied to it. The more transformations applied,
the more robust the patch is, as it can be seen in table 3.2. When all transformations are
applied, the patch is more robust in both sunny and rainy weathers compare to patches
generated with less transformations. For both weathers, an optimized patch got an average
con dence reduction of roughly 50% and 30% than a random noise patch. Furthermore,
comparing to a stop sign with no patch, the patch signi cantly reduce the con dence of the
stop sign detection by 70% and 38% in a sunny and rainy weather respectively. The patch
does not work as well in the rainy weather comparing to sunny weather, due to the worse
lighting condition, amount of fog and other artifacts presented in the rainy weather that

26



Table 3.1: Di erent con gurations on the patch generation and its e ectiveness on a static
image outside of CARLA

| Max Score| Total Variation loss | Total Loss | Top Condence| Label

All Transformations 0.1409 0.0152 0.1561 0.827 Cake
No Color Jitter 0.0593 0.0164 0.0756 0.634 Cake
No Color Jitter, Noise 0.0586 0.0184 0.077 0.825 Cake
No Color Jitter, Noise, Perspective 0.1055 0.0174 0.1229 0.813 Cake
No Color Jitter, Noise, Perspective, Rotation 0.0503 0.0185 0.0688 0.509 Snowboard
No Color Jitter,Noise, Perspective, Rotation, Resise 0.0006 0.0038 0.0045 0.664 Cell phone
No Transformations At All 0.0001 0.0064 0.0065 n/a

3 x Total Variation Loss Weight 0.1541 0.0381 0.1922 0.847 Cake

5 x Total Variation Loss Weight 0.1066 0.0474 0.154 0.678 Cake
32 x 32 Patch Size 0.7112 0.0097 0.7209 0.934 Stop Sign
64 x 64 Patch Size 0.4072 0.0187 0.4259 0.873 Cake
Random Noise | na | n/a | na | 0.92 | Stop Sign

prevents the patch from being revealed completely and thus decrease the evasion power of
the patch. The patch also works better in the sunny weather due to the higher contrast
between the stop sign, the patch and the background, allowing the patch to be seen much
more easily by the YOLOV5 detector.

Total variation loss is also tuned to be more signi cant in the training processes to see
if it plays a role in the e ectiveness of the patch. Because the total variation loss measures
the amount of variation of the colors in the patch, a bigger weight allows the patch to be
smoother, as the trainer emphasize more on the total variation of the patch. In table 3.1,
the increase weight in total variation loss, does not re ect a signi cant performance change
in the static image detection as both images successfully evades the detection by YOLOVS5.
When imported into CARLA, due to the smoothness of the patch, the patch can be seen
at di erent angles and distance with much changes to its e ectiveness. At three times of
the original weight, the patch performs better in both sunny and rainy weather, though
not by much. As the weight of the total variation loss increase more, the patch becomes
less e ective.

The size of the patch is also investigated to see how much it a ects the patch perfor-
mance. The original size of the patch is 100 x 100, then size of the patch is changed from
32 x 32 to 64 x 64 with all other parameters unchanged. As seen in table 3.1 and table 3.2,
both smaller patch sizes performed worse than the original. This is expected because less
area of the stop sign is covered up by the patch. At the same time, a smaller patch is also
harder to be seen by the detector at further distances, therefore allowing the stop sign to
be detected in more scenarios. As shown in table 3.2, when the patch is too small at 32
x 32, the detector can detect stop sign without any hurdles as if there is nothing on the

27



Table 3.2: Dierent con gurations on the patch generation and its e ectiveness inside
CARLA

| avg. stop sign con dence (sunny) Median | avg. stop sign con dence (rain)| Median

All Transformations 0.203 0.000 0.489 0.489
No Color Jitter 0.257 0.487 0.518 0.615
No Color Jitter, Noise 0.211 0.257 0.423 0.466
No Color Jitter, Noise, Perspective 0.268 0.000 0.470 0.423
No Color Jitter, Noise, Perspective, Rotation 0.288 0.268 0.577 0.470
No Color Jitter, Noise, Perspective, Rotation, Resise 0.397 0.288 0.625 0.577
No Transformations At All 0.401 0.417 0.548 0.625
3 x Total Variation Loss Weight 0.193 0.000 0.420 0.420
5 x Total Variation Loss Weight 0.253 0.253 0.431 0.431
32 x 32 Patch Size 0.614 0.614 0.770 0.777
64 x 64 Patch Size 0.433 0.489 0.688 0.688
Random Noise 0.441 0.483 0.564 0.579
No Patch 0.657 0.658 0.791 0.791

stop sign. However, when the patch is doubled in size, the patch performs much better in
comparison.

Table 3.3: Stop sign detection con dence in di erent locations in CARLA

Location | 1 | 2 | 3

| Sun | Rain | Sun | Rain | Sun | Rain

No Patch | 0.657| 0.791| 0.696| 0.699| 0.613| 0.615
Patch 0.203| 0.489| 0.585| 0.542| 0.572| 0.557
Noise 0.441| 0.564| 0.610| 0.666| 0.594| 0.598

The patch is also applied to additional locations seen in gure 3.8 compare to the rst
location seen in gure 3.7. The results of the di erent locations can be seen in table 3.3.
The major di erence in between the locations are the background and the lighting a ected
by the relative location of the sun in the setup. In location 1, the sun is able to directly
shine on the stop sign, allowing the patch to be seen in its full brightness. In location 2,
the sun is on the side of the stop sign, partially lighting up the sign. While in location 3,
the sun is behind the stop and the behind completely block the sun. As a result, seen in
table 3.3, the patch performs the best in location 1, and the worst in location 3, where the
reduction of the con dence is the most signi cant in location 1 and the least in location
3. As the patch is already relatively dark in the sunny weather for both location 2 and 3,
the e ect of the rain does not a ect the patch as much as it does in location 1. It is still
worth noting that the patch is also able to perform better than a random noise patch in
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all locations and weathers, though the di erence is small in some cases, it still showcase
the relative e ectiveness of the patch in di erent locations and weathers.

3.5 Summary

This study presented a novel approach to generating adversarial patches that e ectively
evade detections by state-of-the-art object detection algorithms in CAVs, mainly focusing
on the YOLOv5 model. Through rigorous experimentation and optimization, including
varying patch sizes, transformations, and total variation loss weightings, we successfully
demonstrated the ability of these patches to reduce detection con dence signi cantly under
varied simulated environmental conditions. We also showcase the impact of patch size on
the con dence of the object detector under the same optimization and simulation condition.
The use of the CARLA simulator proved instrumental in providing a realistic and safe
testing environment for these adversarial attacks. The visibility and brightness of the
patch greatly a ects the e ectiveness of the patch on the stop sign, where it can only be
reliably tested in a simulator. Our ndings highlight the ongoing need for robust testing
and validation of machine learning models used in CAVs, emphasizing the importance of
considering real-life variables such as weather and lighting. The results also underscore the
potential vulnerabilities in current CAV perception systems and pave the way for further
research into more resilient and secure machine learning applications in autonomous vehicle
technologies.
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