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Abstract 

 

Changes in lake ice dates and duration are useful indicators for assessing long-term 

climate trends and variability in northern countries. Lake ice cover observations are also a 

valuable data source for predictions with numerical ice and weather forecasting models. In recent 

years, satellite remote sensing has assumed a greater role in providing observations of lake ice 

cover extent for both modeling and climate monitoring purposes. Polarimetric radar imaging has 

become a promising tool for lake ice mapping at high latitudes where cloud cover and polar 

darkness severely limit observations from optical sensors. In this study, we assessed and 

characterized the physical scattering mechanisms of lake ice from fully polarimetric 

RADARSAT-2 datasets obtained over Great Bear Lake, Canada, with the intent of classifying 

open water and ice cover during the freeze-up and break-up periods. Model-based and eigen-

based decompositions were employed to construct the coherency matrix into deterministic 

scattering mechanisms, and secondary physical parameters were generated following the 

polarimetric decompositions. This study presents an application of the Markov Random Field by 

introducing radar signals and polarimetric parameters as features. These features were labeled 

using the entropy-alpha Wishart classifier. We show that the selected polarimetric parameters 

can help with interpretation of radar-ice/water interactions and can be used successfully for 

water-ice segmentation. As more satellite SAR sensors are being launched or planned, such as 

the Sentinel-1a/b series and the upcoming RADARSAT Constellation Mission, the rapid volume 

growth of data and their analysis require the development of robust automated algorithms. The 

approach developed in this study was therefore designed with the intent of moving towards fully 

automated mapping of lake ice for consideration by ice services. 
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1 Introduction  

1.1 General Introduction 

In Canada, over 4 million square kilometres of waters are covered by ice in winter (Canadian 

Ice Service [CIS], 2017). Lake ice, river ice, sea ice, icebergs and other forms of ice are observed, 

recorded, and reported by CIS. The monitoring of ice cover is essential due to its profound impacts 

on Canadian life in many ways: aquatic ecology, economics, marine transportation, fishing, 

resource development, and tourism (CIS, 2017). 

 

Lakes are widespread land features and are covered by ice for many months of the year in 

most regions of Canada. Ice cover is an important component of the Canadian cryosphere (Duguay 

et al., 2006). Ice cover is governed by the following processes: supercooling of the water, initial 

ice formation, ice thickening, and ice cover breakup (Ashton, 1986). Lake ice phenology (freeze-

up, break-up, and duration) is strongly influenced by local weather/climate conditions and global 

climate change (Duguay et al., 2015); therefore, lake ice has been proven to be a sensitive indicator 

of climatic variability and change (Duguay et al., 2006; Colbeck, 2012; Brown & Duguay, 2012). 

Ice dates and duration play a key role in weather and climate, balancing cryosphere-atmosphere 

energy interactions, controlling heat fluxes, and have an impact important hydrological, ecological 

and economical implications (Duguay et al., 2006; Brown & Duguay, 2012; Du et al., 2017). More 

specifically, lake ice has a significant influence on aquatic life including the composition and 

abundance of aquatic species, and human activities including marine transportation, fishing, 

resource development, and tourism (Du et al., 2017; CIS, 2017). 

 

Canadian studies have been conducted on observing, monitoring, and documenting lake ice 

for many years (e.g. Duguay et al., 2006; Geldsetzer, van der Sanden, & Brisco, 2010). Due to the 

increasing need for monitoring lake ice cover across Canada in the context of improved numerical 

weather forecasting, the CIS is actively employing remote sensing technology as an operational 

tool. Since many lakes are located at high latitudes, monitoring of ice cover is limited when using 

optical sensors alone due to polar darkness and extensive cloud cover (Gurney, Foster, & 
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Parkinson, 1993; Warner, Foody, & Nellis, 2009). Although passive microwave remote sensing 

has its unique value for global mapping, the main drawback of passive microwave sensors is the 

coarse spatial resolution (tens of km) they offer (Ulaby, Moore, & Fung, 1981). Active microwave 

remote sensing is not only insusceptible to solar illumination conditions and cloud cover, but is 

also capable of providing details with much finer spatial resolution (tens of meters or better) (Ulaby, 

Moore, & Fung, 1981). Thus, active microwave remote sensing has become the preferred choice 

for lake ice monitoring (Duguay et al., 2002; Nghiem & Leshkevich, 2007; Geldsetzer, van der 

Sanden & Brisco, 2010; Geldsetzer & van der Sanden, 2013; Leshkevich & Nghiem, 2013). 

 

Synthetic Aperture Radar (SAR) is the most common imaging active microwave sensor. In 

the 1960s, as SAR was derestricted from military purposes and could be used for civilian 

applications, its development flourished (Natural Resources Canada [NRC], 2017). SEASAT, the 

first civilian SAT satellite, was launched in 1978 by NASA/JPL. With the growing need for earth 

observation, RADARSAT-1, launched in 1995 and declared non-operational in 2013, proved to 

be an invaluable source for managing resources and monitoring global climate change (Canadian 

Space Agency [CSA], 2014). The follow-on RADARSAT-2, launched in 2007, enhanced marine 

surveillance, ice observation, resource management and environment monitoring globally (CSA, 

2015). The series of next generation Earth observation missions being planned and currently in 

orbit, for example, the Sentinel mission of the European Space Agency (ESA) and the upcoming 

RADARSAT Constellation Mission (RCM) by the CSA, will ensure the continuity of data, and 

enhance operational use of SAR (ESA, 2017; CSA, 2017). In addition, these missions will not only 

enhance the traditional Earth observations and applications, but also broaden their use and the 

development of services (e.g. lake ice monitoring).  

 

The CIS has the responsibility for operational monitoring lake ice, sea ice, and iceberg 

conditions in Canadian regions and adjacent waters (Arkett et al., 2013). To accomplish this 

mandate, the CIS primarily relies on visual interpretation of satellite optical and SAR imagery to 

conduct analyses and prepare products (e.g. ice charts for Laurentian Great Lakes and ice fraction 

for other large lakes across Canada and the northern U.S.). Due to the advantages of SAR under 

polar darkness and cloud-covered conditions, fractional ice cover (reported in tenth) from 139 
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Canadian lakes is currently monitored by CIS using single-pol (HH or VV) and dual-pol (HH+VV 

or VV+VH) C-band SAR and optical images to meet its responsibilities. Since the performance of 

single and dual-polarized imagery is limited by the loss of full polarization and phase information, 

there is a great deal of interest by CIS in using polarimetric SAR for lake and sea ice monitoring. 

Given the large volume of satellite images already used operationally by CIS and the expected 

rapid growth of more data from new and upcoming missions, exploring automated image 

classification of SAR imagery is paramount (Arkett et al., 2013; CIS, 2017). In this thesis, we 

analyzed the physical scattering mechanisms of lake ice using a quadrature polarimetric 

RADARSAT-2 dataset obtained over Great Bear Lake, Canada, with the intent of automatically 

classifying open water and ice cover during the freeze-up and break-up periods. 

 

1.2 Study Objectives 

As mentioned above, automated classification of SAR imagery is a research field of high 

interest for ice cover monitoring. Therefore, the primary goal of this thesis is to analyze 

polarimetric parameters for ice mapping and to propose a classification method for polarimetric 

radar imaging to discriminate open water and ice cover. The RADARSAT-2 quadrature 

polarimetric data was used to achieve the following objectives: 

1. Analyze polarimetric parameters in identifying open water and lake ice to improve 

understanding of lake ice observations. 

2. Develop an image classification approach that can segment open water and lake ice 

from polarimetric parameters.  

 

 

 

 

 

 



4 

 

1.3 Thesis Structure 

This manuscript-based thesis is comprised of four chapters which address the objectives 

identified in Section 1.2. This introductory chapter provides the general context related to the 

necessity of lake ice monitoring and the remote sensing of lake ice. It identifies the need for 

automated lake ice classification. Background Chapter 2 provides a review of current SAR 

research for lake ice mapping and methodologies being used for dual-pol and quad-pol 

classification. It summarizes the basics of polarized electromagnetic waves, polarimetric radar 

scatterings, target decompositions, statistical property of polarimetric parameters and classifiers 

relevant to this study. To addresses the objectives listed above, the manuscript chapter (Chapter 3) 

implements the Markov Random Field to segment open water and ice from polarimetric 

parameters. Fourteen RADARSAT-2 polarimetric images are employed to conduct the study for 

training and testing purposes. The final chapter (Chapter 4) provides a summary of the thesis. It 

also discusses some of the limitations of the study and identifies possible directions for further 

research.  

 

The manuscript is included in its own format, containing its own introduction, background, 

methodology and conclusion sections. This inevitably results in the partial duplication of equations, 

background material and methodologies from other chapters of the thesis.  

 

 

 

 

 

 

 

 

 



5 

 

2 Background 

2.1 Introduction  

The research topic of this thesis requires a strong background knowledge in various fields 

of research. This chapter presents a review of previous lake ice investigations using radar remote 

sensing, the basic principles of electromagnetic wave and scattering representations, the extraction 

of polarimetric features, and classification algorithms relevant to this study. Section 2.2 reviews 

previous studies on lake ice mapping/monitoring using SAR and the current research challenges 

for lake ice/open water discrimination. The necessity of an automated classification method for 

lake ice mapping is identified, and previous methodologies for solving the polarimetric 

classification is presented from physical and mathematical aspects, respectively. Section 2.3 

presents the basic principles of monochromatic electromagnetic waves to introduce the basics for 

understanding the representations of polarization in Section 2.4 and then polarimetric scattering in 

Section 2.5. Section 2.4 describes the polarization ellipse, which is the basis for the vector-format 

representation of polarization. The monochromatic plane wave can be represented by Jones vector 

and Stokes vector, which simulate the status of the polarizations before and after scattering; 

therefore, the scattering processes or polarization transfer is depicted by the scattering matrix in 

Section 2.5. Section 2.5 begins with the radar equation that links the power of radar signal and 

scatterer characteristics. Section 2.6 presents the polarimetric decomposition theorems. The 

decomposition is developed to separate a scattering process to individual basic scattering 

mechanisms. Insight into the scattering characteristics can therefore be achieved through 

polarimetric decomposition. Section 2.7 introduces the statistical properties of polarization 

intensity and other polarimetric features. The basic principles of the two classifiers: Entropy-alpha 

Wishart classifier (Lee et al., 2009) and Markov Random Field (MRF), the classifiers employed 

in this study, are presented in the Section 2.7.4. Finally, Section 2.8 contains a description of 

RADARSAT-2 and the dataset used in this study. This section also provides the link between the 

RADARSAT-2 quadrature polarized signals and the theories of polarization descriptors and 

scattering operators introduced in Sections 2.4 and 2.5, respectively. 
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2.2 Reviews of Lake Ice Mapping and Classification 

The changing ice cover regime of lakes affects local and regional weather/climate as well  as 

aquatic ecosystems and socio-economic activities. As a sensitive indicator of climate change and 

an important component of lake-atmosphere interactions at high-latitude, lake ice cover needs to 

be monitored frequently (ideally on a daily basis). Synthetic aperture radar (SAR) has been widely 

used for lake ice mapping due of its capacity in operating under darkness and in all weather 

conditions. 

  

The monitoring of ice formation and decay processes and the determination of freeze-up 

(ice-on) and break-up (ice-off) dates has been the primary focus of most investigations. As 

mentioned in the introductory chapter, trends and variability in ice dates have been used as climate 

indicators. The task of mapping and monitoring lake ice during the freeze-up and break-up periods 

has largely been based on the use of C-band SAR in recent years. For instance, multi-polarized 

RADARSAT-2 images have been employed to monitor ice cover on shallow Arctic lakes during 

the break-up period. Methods based on thresholds in backscatter have been used to distinguish 

melting lake ice from open water (Geldsetzer, van der Sanden & Brisco, 2010). Polarimetric and 

non-polarimetric parameters retrieved from RADARSAT-2 have been compared for their capacity 

in identifying ice and open water during the freeze-up period (Geldsetzer & van der Sanden, 2013). 

Trends in freeze-up and break-up dates have been documented for many lakes across Canada 

during the second half of the 20th century based on ground-based observations (Duguay et al., 

2006). Radar remote sensing is seen as a useful tool that could replace the ever-declining ground-

based lake ice observational networks. 

  

Table 2.1 presents a summary of studies that have used SAR imagery to map/monitor ice 

cover on Canadian lakes. The earlier investigations have utilized SAR to distinguish between 

floating ice and grounded ice on Arctic and sub-Arctic lakes. The backscatter from lake ice during 

the initial ice formation (i.e. thin ice) has been reported to be lower than -18 dB (Morris et al., 

1995; Duguay et al., 2002). Floating ice on shallow lakes is characterized by high backscatter, 

which was originally attributed to the double bounce scattering from columnar air inclusions and 
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ice-water interface, and an increase in volume scattering (Geldsetzer, van der Sanden & Brisco, 

2010). However, recent experiments rather support single bounce scattering (surface scattering) at 

the ice-water interface as the dominant scattering mechanism (Atwood et al., 2015). Low radar 

return occurs when the ice freezes to the bottom of lakes in the case of shallow lakes (Duguay et 

al., 2002; Atwood et al., 2015). A significant decrease in backscatter can also be observed during 

the break-up period due to the microwave absorption by the wet snow and specular reflection from 

the water or ponds on the ice surface (Duguay et al., 2002; Geldsetzer, van der Sanden & Brisco, 

2010). Co-polarized backscattering at a given frequency from open water not only depends on 

incidence angle, but also relates to the wind speed and wind direction relative to radar looking 

direction (Geldsetzer & van der Sanden, 2013). However, cross-polarized backscattering is 

relatively independent of wind direction and incidence angle (Vachon & Wolfe, 2011). Both co-

pol and cross-pol backscattering from lake ice are affected by the geometry of ice surface, ice 

structure, dielectric properties, and incidence angle (Duguay et al., 2002; Geldsetzer & van der 

Sanden, 2013). Since single and dual-polarized data are limited by their capability to distinguish 

open water and different ice types (Scheuchl et al., 2004; Geldsetzer & Yackel, 2009), the dual-

pol signals combined with polarimetric parameters may increase the potential for ice 

discrimination (Geldsetzer et al., 2011). C-band polarimetric and non-polarimetric parameters, 

including sigma naught of individual polarization, co-pol and cross-pol ratio, the co-pol correlation 

coefficient, entropy, anisotropy and alpha angle have been assessed and summarized for their 

potential to discriminate lake ice and open water on small, shallow, lakes (Geldsetzer & van der 

Sanden, 2013). It has been shown that the single-pol VV is preferred when wind speed data is 

available from a nearby meteorological station and incidence angle is low. The co-pol ratio has 

been recommended when the incidence angle is larger than 31.2°, and when no wind speed data is 

available (Geldsetzer & van der Sanden, 2013). Anisotropy has also been shown to be useful when 

the incidence angle is lower than 27.6°; however, it is insensitive to wind as well (Geldsetzer & 

van der Sanden, 2013). More recently, as the Canadian RADARSAT Constellation (RCM) and 

other future missions are planned and launched, more interest has been drawn on compact 

polarimetry (CP) for (sea) ice classification due to the additional information that CP can provide 

compared to dual-pol and wider swath widths than quad-pol (Dabboor & Geldsetzer, 2014). 

However, the necessity of an efficient and automated segmentation or classification of SAR 
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imagery is still paramount to enhance lake ice monitoring on lakes of all sizes in Canada in view 

of the operational requirements of weekly lake ice monitoring by the Canadian Ice Service. 

 

Table 2.1: The Summary of Recent Studies of Canadian Lake Ice Mapping Using SAR 

 

Author  Year Satellite Methods Parameters Content 

Duguay et al.  2002 RADARSAT Backscatter 

characteristics 

HH backscatter Monitoring ice growth, 

decay and related 

processes of shallow sub-

Arctic lakes 

Duguay & 

Lafleur 

2003 ERS-1 & 

Landsat TM 

Backscatter 

differences 

VV backscatter Utilizing SAR to 

determine whether lakes 

were frozen to bed 

Nghiem & 

Leshkevich 

2007 ERS-2, 

RADARSAT, 

& Envisat 

Backscatter 

signatures  

Co-pol backscatter, 

co-pol ratio 

Mapping ice cover on the 

Laurentian Great Lakes 

with ground-based radar 

and satellite measurements 

Geldsetzer, 

van der 

Sanden, & 

Brisco 

2010 RADARSAT-2 Backscatter 

threshold 

HH and HV 

backscatter 

Monitoring lake ice during 

spring melt period on 

shallow lakes 

Geldsetzer 

van der 

Sanden, & 

Drouin 

2011 RADARSAT-2 Parameter 

evaluation 

Multi -polarized and 

polarimetric SAR 

parameters 

Investigating the potential 

of multi-polarized and 

polarimetric parameters for 

monitoring river and lake 

ice 

Geldsetzer & 

van der 

Sanden 

2013 RADARSAT-2 Decision tree 

classifier 

Single polarized 

backscatter, co-pol 

ratio, cross-/co-pol 

ratio, anisotropy, 

alpha angle 

Monitoring of lake ice 

during freeze-up period on 

shallow lakes 

Leshkevich & 

Nghiem 

2013 Envisat ASAR, 

RADARSAT-2 

Ice 

backscatter 

library 

Multi -polarization, 

quad-pol 

Mapping ice cover on the 

Laurentian Great Lakes 

with ground-based radar 

and satellite measurements 
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The characteristics of scattering mechanisms from ice and open water have been investigated. 

When the incidence angle is small (lower than 30°), scattering is dominated by surface scattering 

from open water where water with high relative permittivity has higher co-pol backscatter than ice 

(Leshkevich & Nghiem, 2013). For large incidence angles, surface scattering is dominant for both 

open water surface and ice covered area, and volume scattering tends to contribute more from ice 

(Nghiem & Leshkevich, 2007; Leshkevich & Nghiem, 2013). More specifically, surface scattering 

mainly comes from the air-ice, air-snow and snow-ice surface (Hossain et al., 2014; Atwood et al., 

2015). When the ice surface is smooth enough to be a specular reflector, little or no backscatter 

can be observed (Cable et al., 2014). Volume scattering is contributed due to the dielectric 

discontinuities of the medium and geometry of the ice structure (Hossain et al., 2014). Double-

bounce scattering occasionally occurs on ice ridges and ice fractures, and it is rarely dominant for 

the overall scattering compared to surface and volume scattering (Scheuchl, Hajnsek & Cumming, 

2002).  

 

The scattering matrix generated from polarimetric signal enables insight into the 

contributing scattering mechanisms from targets (Atwood et al., 2015), therefore, polarized 

backscatters have widely been used for ice discrimination and monitoring (Geldsetzer & Yackel, 

2009; Leshkevich & Nghiem, 2013; Geldsetzer & van der Sanden, 2013). Due to the distributed 

nature of targets (introduced later in Section 2.5.5), the target or the environment can be depicted 

by second order stochastic processes, where the covariance matrix is employed (Lee et al., 1999; 

Lee & Pottier, 2009). Several studies have been conducted for understanding the scattering 

mechanisms by decomposing the covariance matrix into second order descriptors corresponding 

to canonical scatterings or modelled scatterings, which is so called incoherent decomposition 

(Huynen, 1970; van Zyl; 1989; Cloude & Pottier, 1996; Freeman & Durden, 1998; Yamaguchi, 

Moriyama, Ishido & Yamada, 2005; Lee, Ainsworth & Wang, 2014). Results from target 

decompositions are widely used for classification (Cloude & Pottier, 1997; Lee et al., 1999), 

including sea ice (Scheuchl, Hajnsek & Cumming, 2002; Gill & Yackel, 2012) and lake ice 

classification (Geldsetzer & van der Sanden, 2013; Leshkevich & Nghiem, 2013). Therefore, the 

backscatter intensity, covariance matrix and decomposition results are employed for classification 

in the present thesis. 
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Ice discrimination is challenging for three reasons. First, the radar signal is sensitive to the 

geometry and dielectric properties of the objects being sensed, which results in that the object 

scatters incoherent signals or coherent signals with different polarizations and intensities. Second, 

the radar signal is easily affected by noise from the environment and the system. Third, different 

objects may have similar scattering under geometric conditions of illuminations in different 

locations and incident angles. 

 

There are generally two directions of solving classification problems. The first is to consider 

the inherent characteristics of the polarimetric features, and classifiers are usually based on the 

physical scattering mechanisms. Huynen (1970) presented the phenomenological theory to extract 

the physical properties and the structure of a radar target. The Huynen decomposition theorem 

aims to separate the Mueller matrix as the sum of a single average target and a residue component 

called N-target (Cloude & Pottier, 1996; Lee & Pottier, 2009). Cloude (1985) was the first to 

consider eigen-based decomposition where singular value decomposition was employed. Freeman 

& Durden (1993) developed the model-based decomposition for physically fitting the three-

component scattering model to the covariance matrix or polarimetric observations (Cloude & 

Pottier, 1996; Freeman & Durden, 1998; Lee & Pottier, 2009). Following from the eigen-based 

decomposition, Cloude & Pottier (1997) proposed the entropy based classification, extracting 

average scattering parameters to determine the randomness of the scatters. The second direction is 

to consider the mathematical modelling, which includes the traditional image processing, 

probabilities, statistics, and machine learning. Yueh et al. (1988) introduced Bayesian theorem for 

the complex Gaussian distributed polarimetric returns. Lee et al. (1999) proposed a distance 

measure of covariance matrix based on complex Wishart distribution. The unsupervised classifier 

employed the expectation maximization for optimization. Furthermore, Du and Lee (1996) 

introduced fuzzy set theory into k-means (expectation maximization) clustering algorithm for 

multi-look polarimetric SAR images to deal with the case where the area covered by a pixel 

embraces imprecise classes. In recent years, the success of deep learning in the field of computer 

vision, image/speech recognition has resurrected the use of neural networks. However, Hara et al. 

(1994), Chen et al. (1996), and Tzeng & Chen (1998) implemented neural networks for 

polarimetric image classification in the last century. Rignot & Chellappa (1992) proposed an 
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optimal region labeling model using maximum a posteriori (MAP) estimate, where MAP 

combined the conditional distribution of polarimetric complex data with a Markov random field 

for the region labels as prior. Other machine learning methods also show their capabilities on 

qualitative or quantitative analysis in remote sensing field. Non-probabilistic binary linear 

classifiers, such as support vector machine, are widely used because they are easy to apply and 

generalize to testing cases without even considering the statistical and physical properties. When 

features cannot be linearly separated in lower-dimensional space, mapping variables into higher 

order spaces, where these features may be linearly separated, is an alternative way to deal with this 

case. However, the curse of dimensionality may arise from organizing data in high-dimensional 

spaces. At present, models with cheaper computational operations, for instance, kernel methods, 

K-nearest neighbors, may be helpful.  

 

 

2.3 Electromagnetic Wave 

This section presents the basic principles of monochromatic electromagnetic waves to 

provide some basis for understanding the representations of polarization developed in Section 

2.4 and then polarimetric scattering in Section 2.5. 

 

2.3.1 Equation of Propagation 

The behavior of electromagnetic waves in time and space is governed by the Maxwell 

equations. They are presented to describe the electromagnetic filed vector and polarization 

descriptors, which will be used to determine the scattering operator. The Maxwellôs equations are 

given by 

i. Ͻɳ╓ ” 

ii. ᶯ ╔
║
 

iii.  Ͻɳ║ π 

iv. ᶯ ╗ ╙
╓
                                              (2.1) 
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which are the differential forms with magnetic and polarizable media. The electric field, electric 

displacement field, magnetic field, and magnetic induction are presented as vector field ╔, ╓, ║, 

and ╗, respectively. The total current density ╙ is composed of conduction current density ╙ and 

magnetization current density ╙  and polarization current density ╙ as follows: 

╙ ╙ ╙ ╙                                                                                (2.2) 

In the following, it is assumed that a monochromatic electromagnetic wave is propagated in a 

linear medium, free of source (Lee & Pottier, 2009). This assumption implies that magnetization 

╜=0, electric polarization ╟=0, the volume charge density ” π, and currents related to sources 

are also zeros (╙ π, ╙ π). The differential form of Maxwellôs equations (Equation 2.1) in 

the absence of magnetic and polarizable media can be transformed to 

i. Ͻɳ╔ π  

ii. ᶯ ╔
║
 

iii.  Ͻɳ║ π 

iv. ᶯ ║ ʈ╙ ʈ‐
╔
                                                   (2.3) 

 

The wave propagation equation is obtained by taking the curl of the curl of electric field 

ᶯ ᶯ ╔ ᶯ ║ ʈ‐
╔
                                    (2.4) 

and considering vector identity equation 

ᶯ ᶯ ╔ ᶯ Ͻɳ╔ ᶯ╔                                                       (2.5) 

where ɳ  is the Laplace operator. The Equation 2.4 equals to Equation 2.5, and Ͻɳ╔ is zero 

according to Equation 2.3; therefore, the propagation equation can be presented as 

ʈ‐
╔
ᶯ╔ π                                                                            (2.6) 

where ʈ‐ ρȾὧ.  
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2.3.2 Monochromatic Plane Wave Solution 

Without any loss of generality, the direction of monochromatic wave propagation is 

defined as z in an orthogonal basis {x, y, z} . Since the electric field is dependent only on the spatial 

variable and temporal variable t, the wave equation in one of space dimensions (x and y) can be 

written as follows̔  

╔
Ã

╔
                                                                                          (2.7) 

In this case, the temporal part of the wave function takes the form of Ὡ , and the spatial part 

takes the form of Ὡ , so the total wave equation can be represented by 

╔ÚȟÔ !Ὡ                                                                       (2.8) 

where ὧ ‫ȾὯ. Positive and negative z represent wave equations travelling in two opposite 

directions in z. In terms of radar imaging, only one direction in z is considered (we take negative 

z in this case); thus, the electric field can be expressed in a vector from as follows: 

╔ÚȟÔ
Ὁ Ὡ

Ὁ Ὡ

Ὁ ÃÏÓ‫ὸ Ὧᾀ• ὮὉ ÓÉÎ‫ὸ Ὧᾀ•

Ὁ ÃÏÓ‫ὸ Ὧᾀ• ὮὉÓÉÎ‫ὸ Ὧᾀ•
         (2.9)                                                             

The disturbance (instantaneous amplitude) and phase are recorded by the real and imaginary parts 

of the radar signal, respectively. They describe a helical trajectory in z direction as general elliptic 

polarization case. Two special cases of polarization can be determined by the difference of phases 

(• • • ). Linear polarization occurs when • Ὧ“; circular polarization occurs when •

Ὧ“  . Measuring instantaneous amplitude and phase at four polarizations is a possible way to 

construct the Stokes vector and scattering matrix (Durden et al., 1989), which will be introduced 

in Sections 2.3.3 and 2.4.2, respectively. 
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2.4 Polarization Descriptors 

With the knowledge of Maxwell equations and the wave propagation function from section 

2.3.1 and 2.3.2, the electric field of monochromatic plane wave in time and space was represented 

in Equation 2.9. This section focuses on the concepts of polarization representation. 

 

2.4.1 Polarization Ellipse 

The polarized ellipse can be represented by three parameters: ellipse amplitude A, ellipse 

orientation ‰ᶰ ȟ , and ellipticity or ellipse aperture †ɴ   πȟ . They can be determined 

through Equation 2.10 to Equation 2.12 as follows: 

ὃ Ὁ Ὁ                           (2.10) 

ÔÁÎς‰ 
  

 ÃÏÓ•            (2.11) 

ȿÓÉÎς†ȿ 
  

 ȿÓÉÎ•ȿ                       (2.12) 

 

2.4.2 Jones Vector 

To describe the polarization state of a plane monochromatic electric field, the Jones vector 

is generally employed. The time-space electric field in Equation 2.9 can be rewritten as 

╔Ú ᾀȟÔ ὸ
Ὁ Ὡ

Ὁ Ὡ

Ὁ Ὡ Ὡ Ὡ

Ὁ Ὡ Ὡ Ὡ
                     (2.13) 

To describe the state of wave polarization at a fixed time (ὸ ὸ) and a fixed space (ᾀ ᾀ), Jones 

vector ╙ is defined from Equation 2.10 (Lee & Pottier, 2009) 

╙
Ὁ Ὡ

Ὁ Ὡ
ὃὩ

ÃÏÓ‰   ÓÉÎ‰
ÓÉÎ‰      ÃÏÓ‰

  ÃÏÓ†
ὮÓÉÎ†                 (2.14) 

where ɻ is an absolute phase term. The unit Jones vector and its associated orientation and 

ellipticity for some primary polarizations are presented in Table 2.2. 
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Table 2.2: The Jones Vectors and the Associated Polarization Ellipse Parameters for 

Canonical Polarization States 

Polarization State Unit Jones Vector Orientation  Ellipticity  

Horizontal  ╙
ρ
π

 π π 

Vertical  ╙
π
ρ

 
“

ς
 π 

Linear 
Ⱬ
 ╙

ρ

Ѝς

ρ
ρ

 
“

τ
 π 

Linear 
Ⱬ
 ╙

ρ

Ѝς

ρ
ρ

 
“

τ
     π 

Left circular  
╙

ρ

Ѝς

ρ
Ὦ

 
 “

τ
 

Right circular  
╙

ρ

Ѝς

ρ
Ὦ

 
 “

τ
     

 

 

2.4.3 Stokes Vector 

Besides the Jones vector, there is another characterization of polarization states of a plane 

monochromatic electric field: the Stokes vector. The Jones vector can be obtained through 

acquiring complex quantities in a coherent radar system. However, in non-coherent radar system, 

where only power measurement (real quantities of complex signal) is available, the Stokes vector 

is able to characterize the polarization of a wave (Lee & Pottier, 2009). 

 

As identity matrix ╘ς introduced in Pauli matrices Ɑ as Ɑ: 

Ɑ
ρ    π
π    ρ

  Ɑ
ρ       π
π  ρ

  Ɑ
π    ρ
ρ    π

  Ɑ
π  Ὦ
Ὦ       π

                        (2.15) 

the product of a Jones vector and its conjugate transpose (a Hermitian matrix shown in Equation 

2.16) can be decomposed. 
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╙╙ᶻ
ὉὉᶻ      ὉὉᶻ

ὉὉᶻ      ὉὉᶻ
ρ

ς
ὫⱭ ὫⱭ ὫⱭ ὫⱭ  

Ὣ Ὣ      Ὣ ὮὫ
Ὣ ὮὫ      Ὣ Ὣ

        (2.16) 

Thus the Stokes vector denoted by ▌ is presented: 

▌

Ὣ
Ὣ
Ὣ
Ὣ ụ

Ụ
Ụ
Ụ
ợ
ὉὉᶻ ὉὉᶻ

ὉὉᶻ ὉὉᶻ

ὉὉᶻ ὉὉᶻ 

ὮὉὉᶻ ὉὉᶻ Ứ
ủ
ủ
ủ
Ủ

ụ
Ụ
Ụ
Ụ
Ụ
ợȿὉȿ Ὁ

ȿὉȿ Ὁ  

ςὙὩὉὉᶻ

ςὍάὉὉᶻỨ
ủ
ủ
ủ
ủ
Ủ

 

ụ
Ụ
Ụ
Ụ
ợ
Ὁ Ὁ

Ὁ Ὁ  

ςὉ Ὁ ÃÏÓ•

ςὉ Ὁ ÓÉÎ•Ứ
ủ
ủ
ủ
Ủ ὃ

ὃÃÏÓς‰ÃÏÓς† 

ὃÓÉÎς‰ÃÏÓς†

ὃÓÉÎς†

                           (2.17) 

 

The Stokes parameters characterize the polarization state of a wave, and three wave ellipse 

parameters (ellipse amplitude A, ellipse orientation ‰, and ellipticity †) can be determined from 

Stokes parameters. The unit Stokes vector and its associated unit Jones vector for some primary 

polarizations are presented in Table 2.3. 
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Table 2.3: The Stokes Vectors and the Associated Jones Vectors for Canonical Polarization 

States 

Polarization State Unit Jones Vector Unit Stokes Vector 

Horizontal  ╙
ρ
π

 

▌

ρ
ρ
π
π

 

 

Vertical  ╙
π
ρ

 

▌

ρ
ρ
π
π

 

 

Linear 
Ⱬ
 ╙

ρ

Ѝς

ρ
ρ

 
▌

ρ
π
ρ
π

 

 

Linear 
Ⱬ
 ╙

ρ

Ѝς

ρ
ρ

 
▌

ρ
π
ρ
π

 

 

Left circular  
╙

ρ

Ѝς

ρ
Ὦ

 
▌

ρ
π
π
ρ

 

 

Right circular  
╙

ρ

Ѝς

ρ
Ὦ

 
▌

ρ
π
π
ρ
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2.5 Scattering Operator 

With polarization of the wave represented by Jones vector or Stokes vector, the scattering 

processes can be described by transforming the status of polarizations before and after the 

scattering. This section begins with the radar equation that links the power of radar signal and the 

characteristics of scatterers, and then describes the scattering representations including scattering 

matrix and second-order covariance matrix. 

 

2.5.1 Radar Equation 

An electromagnetic wave may reach an object or a target and interact with it. The 

interaction may result in scattering (reflecting), transmitting, energy absorbing, and reradiating. 

The problems arising from the wave interaction with objects raise the necessity to characterize the 

scatters. In a case where the radar footprint is larger than the size of an object, the scatters are fully 

viewed within the footprint, and it can be characterized by a single radar cross section „. When 

the radar footprint is smaller than the size of an object, the object will be characterized through 

considering its extent and determining the averaged radar cross section over a unit area, the so-

called scattering coefficient „ . Changes in power are fundamental as the result of wave interaction 

with objects, they can be described by the radar equation in a monostatic radar system as follows: 

ὖ  „                                                                              (2.18) 

where ὖ is the power detected at the receiver, the peak transmitted power from radar is denoted 

as ὖ, antenna gain as Ὃ , and the effective aperture of the receiver as ὃ. 

 

Since it is assumed that an isotropic radiator emits equal radiation in all directions and 

waves propagate in an ideal condition of linear medium and free of source, power density Ὓ at a 

distance ὶ away from radiator can be expressed as 

Ὓ                                                                                               (2.19) 
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If the radiated power is redirected by radar antennas, it results in a redistribution (an increase) of 

the power density in direction of the propagation. This process is characterized by the antenna 

gain Ὃ. The antenna gain is related with antenna effective aperture ὃ through 

ὃ                                                                                              (2.20) 

The peak transmitted power from a radar is denoted as ὖ, then the power density at incident point 

of the target using a directive antenna is given as 

Ὓ                                                                                             (2.21) 

The scattered power at the target is denoted as ὖ; thus the scattered power density Ὓ seen from 

the radar, a distance ὶ away from the target, can be simply represented by 

Ὓ                                                                                             (2.22) 

The total power ὖ received by an effective antenna area is 

ὖ Ὓὃ                                                                                          (2.23) 

The radar cross section „ is an area (ά ) defined as the ratio of backscatter density of reflecting 

signals in the direction of the receiver: 

„ τ“ὶ τ“ὶ
ȿ ȿ

ȿ ȿ
                                                       (2.24) 

 

As mentioned above, when the target is larger than the radar footprint, the scattering 

coefficient should be employed to model the target characteristics. The total power reviewed from 

the target is integrated in an illuminated area ὃ in a monostatic radar system: 

ὖ Ḁ  „
 

 
 Ὠί                                                             (2.25) 

The scattering coefficient „ , the averaged radar cross section over unit area, is a dimensionless 

parameter, which is different from radar cross section „ (unit: ά ). The relationship of these can 

be expressed as: 
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„
   

ȿ ȿ

ȿȿ
                                                        (2.26) 

 

2.5.2 Scattering Matrix 

Since the polarization of a plane monochromatic electric field can be described by the Jones 

vector, given ╙, ╙ of the incident and scattered wave, respectively, the scattering can be depicted 

in the local coordinate system as follows: 

╙ ╢ ╙
3     3
3     3

╙
3     3
3     3

ὐ
ὐ

                             (2.27) 

where the ╢ is defined as scattering matrix, and the 3  is complex scattering coefficient. The 

diagonal elements and off-elements of ╢ are called co-polar and cross-polar, respectively. The 

term  addresses the propagation process  ὶ away from the target to the receiving antenna. In a 

monostatic radar system, the scattering matrix ╢ is named the Sinclair ╢ matrix (Lee & Pottier, 

2009). By considering Equation 2.24, the radar cross section can be relevant to the elements in the 

scattering matrix as 

„ τ“ȿὛȿ                                                                                        (2.28) 

 

In the following discussions, the polarizations are defined in the backscatter alignment 

(BSA) convention in a monostatic coordinate system. The Sinclair matrix described with 

quadrature polarization in linear horizontal and vertical bases can be expressed as 

╢
3     3
3     3

                                                                                (2.29) 

The reciprocity theorem in this monostatic backscattering case constrains the Sinclair matrix to be 

symmetrical, where 3 3  (Lee & Pottier, 2009). 
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2.5.3 Scattering Vector 

For further interpretation of target characteristics, the Sinclair matrix ╢ can be converted 

to target vectors as follows: 

▓ 4ÒÁÃÅ╢ⱶ                                                                                (2.30) 

where ⱶ is basis matrices. Two popular basis sets, lexicographic basis matrix set and Pauli spin 

matrix set, as introduced in Equation 2.15, are employed in this thesis 

ⱶ
ρ    π
π    π

   
π    ρ
π    π

   
π    π
ρ    π

   
π    π
π    ρ

                               (2.31) 

ⱶ
ρ     π
π     ρ

   
ρ       π
π  ρ

   
π     ρ
ρ     π

   
π Ê
Ê     π

                        (2.32) 

 

As mentioned above, the reciprocity theorem constrains the cross-polar to be the same, 

therefore the basis matrices can be reduced from four bases in Equation 2.31 and Equation 2.32 to 

three bases as follow (Lee & Pottier, 2009): 

ⱶ
ρ    π
π    π

   Ѝς
π    ρ
π    π

     
π    π
π    ρ

                                       (2.33) 

ⱶ
ρ     π
π     ρ

    
ρ       ρ
π  ρ

    
π     ρ
ρ     π

                                       (2.34) 

Their corresponding scattering vectors are 

▓ 3     Ѝς3     ς3                                                         (2.35) 

▓
Ѝ
3 3     3 3     ς3                                 (2.36) 

The purpose of adding the factors in the bases sets is to keep total power of scattering consistent; 

therefore, 

3ÐÁÎ╢ 4ÒÁÃÅ╢╢ᶻ ȿ▓ȿ ȿ▓ȿ ȿ3 ȿ ςȿ3 ȿ ȿ3 ȿ         (2.37) 
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2.5.4 Polarimetric Parameters 

 The complex correlation coefficients between polarizations are important effects on 

statistical distribution of the phase difference and polarization ratio. Those parameters can be 

discriminators for recognition and further estimations. 

 

The total power of scattering 3ÐÁÎ╢ is provided in Equation 2.37. The co-polarization 

ratio ὶ  and cross-polarization ratios ὶ  can be calculated through 

ὶ  
ȿ ȿz

ȿ ȿz
                                                                                 (2.38) 

ὶ   
ȿ ȿz

ȿ ȿz
 or  

ȿ ȿz

ȿ ȿz
                                       (2.39) 

The depolarization Ratio ὶ  is represented by 

ὶ   
ᶻ

ᶻ  z                                                                (2.40) 

Co-polarization phase difference ‰ can be represented by 

‰  !ÒÇὛ Ὓ ᶻ ὸὥὲ
ộ Ớz

ộ Ớz
                                (2.41) 

Co-polarized correlation coefficient ” can be calculated by 

”   
ȿ ȿz

ȿ ȿzȿ ȿz
                                                                  (2.42) 

 

2.5.5 Covariance Matrix and Coherency Matrix 

The signals received by a radar may be averaged or integrated scattering from various 

single targets, which are called distributed radar targets or distributed scatters. The scatters may 

not be stationary or fixed, subject to spatial and temporal variations in a dynamically changing 

environment, and the radar itself is also moving with respect to the illuminated area (Lee & Pottier, 

2009). All the above circumstances may result in incoherent and partial-polarized wave received 

by radar. Due to the presence of speckle noises, it will also be an incoherent case once speckle 

filtering has been applied. Since the coherent scattering matrix ╢ is able to characterize only the 
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coherent or pure scatterers, incoherent averaged covariance matrix and coherency matrix are 

introduced to statistically analyze stochastic processes more precisely. These two representations 

are equivalent to each other. 

 

The covariance ╒ matrix or coherency ╣ matrix are formed from the outer product of the 

target vector and its conjugate transpose: 

 ╒ ▓▓ᶻ                                                                                        (2.43) 

╣ ▓▓ᶻ                                                                                        (2.44) 

where the size of both covariance and coherency matrix is 3 by 3. Since ▓  and ▓  can be 

transformed to each other through unitary transformation matrix 

▓ ╤ ▓                                                                                    (2.45) 

where  

╤
Ѝ
ρ π ρ
ρ π ρ

π Ѝς π
                                                               (2.46) 

 

The covariance ╒ matrix and coherency ╣ matrix can also be transformed as 

╣ ╤ ╒╤                                                                                (2.47) 
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2.6 Target Decomposition  

The scattering operators introduced in Section 2.5 can be used to describe the scattering 

processes or polarization transfer. However, the insights of the scattering characteristics have not 

been interpreted. The target decomposition aims to find a statistical description that represents the 

scattering processes through a combination of scattering effects and noise (Lee & Pottier, 2009).  

 

Polarimetric decomposition theorems are categorised into coherent and incoherent target 

decompositions. Coherent decomposition is based on the scattering matrix, which is expressed as 

a combination of canonical scattering matrices 

╢ В (2.48)                                                                                 ╢‫ 

Since the scattering matrix can characterize only the scattering process with both incident and 

scattered wave fully polarized, the coherent decompositions can decompose only the coherent 

targets (single or pure scatters) with coherent scattering. In this case, coherent decompositions 

ignore the disturbing environment and speckle noise associated with single-look data. To solve the 

noise influence, speckle filters more or less average the data, which leads us to a condition of using 

the covariance ╒ matrix or coherency ╣.  

Incoherent decomposition is based on the incoherently averaged covariance or coherency 

matrices. The objective is to decompose the covariance matrix and coherency matrix into the 

second order descriptors corresponding to canonical scattering. The covariance ╒ matrix and 

coherency ╣ are most important observable measurements that account for local variations over 

the scattering matrix. 

 

2.6.1 Pauli Decomposition 

The Pauli decomposition expresses the scattering S matrix as the complex sum of the Pauli 

matrices as introduced in Equation 2.32. Thus, the canonical scattering mechanisms are associated 

with each basis matrix in the Pauli spin matrices as 

╢
3     3
3     3 Ѝ

ρ     π
π     ρ Ѝ

ρ       π
π  ρ Ѝ

π     ρ
ρ     π Ѝ

π Ê
Ê     π

                  (2.49) 
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Those four components ὥȟὦȟὧȟὨ are considered as follows: single scattering from a plane surface 

(single or odd bounce scattering), diplane scattering (double or even-bounce scattering) with 

relative orientation of πЈ, diplane scattering with relative orientation of τυЈ, and antisymmetric 

components of the scattering ╢ matrix (Lee & Pottier, 2009). The reciprocity theorem in the 

monostatic backscattering case results in Ὠ π. Therefore, the total power (Span) is given by 

3ÐÁÎ╢ ȿ3 ȿ ςȿ3 ȿ ȿ3 ȿ ȿὥȿ ȿὦȿ ȿὧȿ                              (2.50) 

 

The scattering mechanisms which are not visible with the linear lexicographic basis can be 

enhanced through transformation of basis from linear to Pauli for a clear representation. The Pauli 

basis is therefore defined as the sum and difference of co-pol, and the sum of cross-pol in Equation 

2.49. The first two elements in Pauli scattering vector represent the scattering from a trihedral or 

odd-bounce reflector for 3 3 , and from a dihedral or even-bounce reflector for 3 3  

(Van Zyl & Kim, 2010). The last term ς3  occupies the cross-polarized components of the 

scattering; from a theoretical view, it represents the scattering from a dihedral reflector rotated by 

45 degree (Van Zyl & Kim, 2010). In practise, cross-pol components are typically derived from a 

depolarization of the scattering; since this term involves only the cross-pol, it can be interpreted as 

random scattering in most circumstances. 

 

The trihedral scattering characterizes the mechanisms where no cross-polarization 

components occur, co-polarized components are identical, and co-polarization components are in 

phase. The characteristics for a dihedral reflector are that no cross-polarized components are 

generated in a linear radar signal (horizontal or vertical) and co-pol components are identical but 

out of phase. A dihedral reflector rotated by 45 degrees results in cross pol components reaching 

the maximum, with no corresponding co-pol components.  
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2.6.2 Eigen Decomposition 

The singular value decomposition factorize an ά ὲ complex matrix ╜ into a form 

of  ╤♅╥ᶻ , where ╤ is an ά ά unitary matrix;  is an ά ὲ diagonal matrix with non-negative 

real numbers, and ἤ is an ὲ ὲ unitary matrix. Since the covariance ╒ matrix or coherency ╣ 

matrix are positive semi-definite matrices, and they are also Hermitian matrices, the coherency ╣ 

matrix can be factorized as 

╣ ╤♅╤ᶻ ╤♅╤                                                                     (2.51) 

where  is a σ σ diagonal nonnegative real eigenvalue matrix with ‗  ‗  ‗ π, ἣ

◊ ◊ ◊  is a σ σ unitary matrix. The ◊ȟ◊ȟ and ◊  are unit eigenvector orthogonal to each 

other. In this case, the coherency matrix can be decomposed into the sum of three independent 

scattering mechanisms. The contribution from the scattering mechanism is determined by the 

corresponding eigenvalue ‗ of the related unitary eigenvector ◊░. The Eigen decomposition can 

be written as 

╣ В ‗◊░◊░
ᶻ

░                                                                            (2.52) 

 

If only one eigenvalue is nonzero, the scattering is related to a single scattering matrix from 

a pure target. If all the eigenvalues are equal, three orthogonal scattering mechanisms are included 

equally. The target is randomly distributed. The eigenvectors ◊░ can be formulated as (Cloude & 

Pottier, 1996) 

◊░ Ὡ

ÃÏÓ‌

ÓÉÎ‌ÃÏÓ‍Ὡ

ÓÉÎ‌ÃÏÓ‍Ὡ
                                                         (2.53) 

where ‌ angle corresponds to the variation from surface scattering (‌ πЈ) to randomly oriented 

dipole scattering (‌ τυЈ), and to double bounce scattering (‌ ωπЈ). The ‍ angle is the twice 

that of the polarization orientation angle. The ‏ angle is the phase difference between 3 3  

and 3 3 , the ‎ angle is the phase difference between 3 3  and 3 , and the ‰ angle 

is physically equivalent to target absolute phase 3 3  (Lee et al., 1999). 
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2.6.3 Entropy-Alpha Decomposition  

Cloude eigenvector decomposition is mathematically unique; however, its interpretation is 

not necessarily straightforward, because the eigenvectors are not guaranteed to represent known 

physical scattering mechanisms directly (van Zyl & Kim, 2010). In this case, the coordinate 

systems generated from the eigenvectors vary from pixel to pixel. Fortunately, a statistical model 

over the scatterer can be built as the sum of three eigenvectors with their corresponding 

contributions (eigenvalues) in Equation 2.52.  

 

The averaged alpha angle ‌, directly related to three eigenvectors, can identify the 

dominant scattering mechanisms, which relies on the mean of ‌, which is defined as 

‌ В ὖ‌░                                                                                     (2.56) 

As introduced in 2.5.2, ‌ angle varies from surface scattering to dipole scattering and to double 

bounce scattering. The ‌ is the averaged scattering mechanisms obtained by considering the 

contributions of each independent scattering.  

  

 The contribution from each eigenvector can be represented by the probability ὖ, which 

given by 

ὖ
В▒

                                                                                         (2.54) 

In order to define the degree of statistical disorder of each distinct scatterer, the polarimetric 

entropy Ὄ is expressed by 

Ὄ В ὖὰέὫὖ░                                                                    (2.55) 

The entropy ranges from 0 to 1. It represents the disorder of the scatterer from weakly depolarized 

isotropic (Ὄ π) to totally depolarized random scattering (Ὄ ρ). The Figure 2.1 suggests 

discrete distributions of entropy based on three contributions or pseudo probabilities ὖ. When the 

scattering system is dominated by a single scattering, the entropy is relatively lower. If the system 

is highly depolarized or mixed with distinct scatterings, the entropy is relatively higher. 
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Figure 2.1: Discrete distributions of entropy based on three contributions or pseudo 

probabilities ὖ. When the scattering system is dominated by a single scattering, the entropy is 

relatively lower. If the system is highly depolarized or mixed with multiple scatterings, the entropy 

is relatively higher. 

 

2.6.4 Freeman-Durden Decomposition 

A limitation of Eigen decomposition and the dichotomy of Kennaugh matrix is that they 

highly rely on mathematical methods instead of modeling the physical scatterings. Freeman & 

Durden (1993) proposed a three-component scattering mechanism model to estimate the 

contribution to the total backscatter from Bragg surface scatter, randomly oriented dipoles 

(volume), and even-bounce scattering mechanism. The volume scattering is an incoherent 

scattering model, while both of the surface scattering and the double-bounce scattering are 

coherent in nature (Lee, Thomas & Yanting, 2014). 
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The original idea behind the Freeman-Durden decomposition is to hypothesize that the 

covariance matrix can be decomposed into the combinations of predicted scattering covariance 

matrices, where the scattering mechanism of random oriented branches is modeled as volume 

scattering, the dihedral structure as double-bounce scattering, and the surface scattering 

 ╣
Ὕ Ὕ Ὕ
Ὕ Ὕ Ὕ
Ὕ Ὕ Ὕ

ά
ρ ‍ᶻ π

‍ ȿ‍ȿ π
π π π

ά
ȿ‌ȿ ‌ π
‌ᶻ ρ π
π π π

ά
ς π π
π ρ π
π π ρ

  

(3.21) 

 

The first component of the Freeman-Durden decomposition models the scattering from 

first-order Bragg scatter with a moderately rough surface. In this case, the cross-pol can be 

negligible. The scattering matrix for this component can be represented by 

╢▼
2    π
π    2

                                                                              (2.57) 

where 2  and 2  are associated with local incidence angle and the relative dielectric constant of 

the surface. The corresponding covariance matrix ╒▼ of ╢▼ can be represented as 

╒▼

ȿ2ȿ π 22ᶻ

π π π
22 ᶻ π ȿ2ȿ

Ὢ
ȿ‍ȿ π ‍
π π π
‍ᶻ π ρ

                  (2.58) 

where Ὢ ȿ2ȿ corresponds to the contribution of the odd-bounce scattering to the ȿ3 ȿ, and 

‍ 2Ⱦ2 . 

 

Double-bounce scattering is modeled by scattering from a dihedral reflector. The double-

bounce scatterings are contributed mainly from ice ridges and ice fragments (Hossain et al., 2014). 

Recall Freeman & Durdenôs (1993) descriptions of this model: The reflection coefficients for 

horizontal surface are 2  and 2  for horizontal and vertical polarizations, respectively. The 

reflection coefficients for vertical surface are 2  and 2 for horizontal and vertical polarizations, 

respectively. The propagation term Ὡ  models the intensity attenuation and phase changes along 
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the propagation. The cross-pol components are also negligible in this case. Thus, the scattering 

model of double-bounce is given by 

 ╢╓
Ὡ 2 2                 π         

         π                Ὡ 2 2
                                         (2.59) 

It yields the corresponding covariance matrix ╒╓ 

╒╓

ȿ2 2 ȿ π Ὡ 2 2 2 ᶻὙ ᶻ

π π π
Ὡ 2 2 2 ᶻὙ ᶻ π ȿ2 2 ȿ

 

Ὢ
ȿ‌ȿ π ‌
π π π
‌ᶻ π ρ

                                                                                                         (2.60) 

where Ὢ ȿ2 2 ȿ represents the contribution of the even-bounce scattering to the ȿ3 ȿ, and  

‌ Ὡ                                                                      (2.61) 

 

The volume scattering is modeled as radar returns from a cloud of randomly oriented 

dipoles. The scattering matrix of a horizontally oriented dipole can be expressed by 

╢▀░▬▫■▄
Á    π
π    Â

                                                                              (2.62) 

where a and b are complex scattering coefficients, and ÁḻÂ. We simply rotate the horizontal 

dipole an angle —, thus the scattering matrix of — oriented can be derived from 

╢—
ÃÏÓ—  ÓÉÎ—
ÓÉÎ—   ÃÏÓ—

╢▀░▬▫■▄
ÃÏÓ—  ÓÉÎ—
ÓÉÎ—   ÃÏÓ—

 

ὥÃÏÓ— ὦÓÉÎ—       ὦ ὥÓÉÎ—ÃÏÓ—

ὦ ὥÓÉÎ—ÃÏÓ—       ὥÓÉÎ— ὦÃÏÓ—
               (2.63) 

where the cross-pol components are the same. Since the volume scattering counts a mixture of 

scattering from randomly oriented dipoles, the second order covariance matrix ╒╥ can be 

represented by 

ȿ3 ȿ ȿÁȿὍ ȿÂȿὍ ςὙὩὥὰὥὦᶻὍ 
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ȿ3 ȿ ȿÁȿὍ ȿÂȿὍ ςὙὩὥὰὥὦᶻὍ 

ȿ3 ȿ ȿÂ ÁȿὍ 

3 3 ᶻ ὦ ὥᶻὥὍ ὦὍ 

3 3 ᶻ ȿÁȿ ȿÂȿὍ ὥὦᶻὍ ὦὥᶻὍ 

3 3 ᶻ ὦ ὥ ὥᶻὍ ὦᶻὍ                                                 (2.64) 

where 

Ὅ ᷿ ÃÏÓ—Ὠ—                                                                            

Ὅ ᷿ ÓÉÎ—Ὠ—                                                      

Ὅ ᷿ ÓÉÎς—Ὠ— “                                                                     

Ὅ ᷿ ÓÉÎ—ÃÏÓ—Ὠ—            

Ὅ ᷿ ÃÏÓ—ÓÉÎ—Ὠ— π                    

Ὅ ᷿ ÓÉÎ—ÃÏÓ—Ὠ— π                                                       (2.65) 

We assume the orientation angles are uniform, which results 

ȿ3 ȿ
σ“

τ
ȿÁȿ ȿÂȿ

“

τ
ϽςὙὩὥὰὥὦᶻ  

ȿ3 ȿ
σ“

τ
ȿÁȿ ȿÂȿ

“

τ
ϽςὙὩὥὰὥὦᶻ 

ȿ3 ȿ
“

τ
ȿÂ Áȿ 

3 3 ᶻ π 

3 3 ᶻ “

τ
ȿÁȿ ȿÂȿ

σ“

τ
ὥὦᶻ

σ“

τ
ὦὥᶻ 

3 3 ᶻ π                                                                                      (2.66) 
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Since we consider the scatter to be thin cylinder-like scatterers, which result in ÁḻÂO π, the 

Covariance matrix ╒╥ is given by: 

╒╥ ȿÁȿ
σ π ρ
π ς π
ρ π σ

Ὢ
σ π ρ
π ς π
ρ π σ

                                     (2.67) 

Hence, the covariance matrix ╒ can be given by the sum of corresponding covariance matrix of 

surface, double-bounce and volume scattering: 

╒

ȿ‍ȿὪ ȿ‌ȿὪ σὪ π ‍Ὢ ‌Ὢ Ὢ
π ςὪ π

‍ᶻὪ ‌ᶻὪ Ὢ π Ὢ Ὢ σὪ
            (2.68) 

 

The next step is to estimate the three parameters: Ὢ, Ὢ, and Ὢ. It is easy to determine the 

value of Ὢ from the ςȿ3 ȿ, and Ὢ and Ὢ  should be positive real values since they are 

proportional to the contribution of surface and double bounce scattering. Since ‍ is the ratio of 

horizontal to vertical polarized reflection coefficient for surface scattering, there should be no 

phase difference between HH and VV returns, so theoretically ‍ is a positive real value; however, 

in practice, ‍ remains to be a complex number when ‌ has been fixed. There are various ways to 

fix the value of ‌ and ‍ or to add a relation function between ‌ and ‍. Van Zyl (1989) determined 

the dominant contribution from the real part of 3 3 ᶻ
. If ὙὩὥὰ3 3 ᶻ π, the scattering is 

dominated by surface scattering, and ‌ ρ is fixed; otherwise if ὙὩὥὰ3 3 ᶻ π, double-

bounce scattering is dominant, and ‍ ρȢ  

 

Although the Freeman-Durden decomposition is simple to implement, it has two major 

deficiency: the reflection symmetry assumption and negative powers of surface and double-bounce 

scatterings. The Freeman-Durden decomposition concerns only the reflection symmetry instead of 

rotation symmetry or both. The assumption of reflection symmetry denies the correlations existing 

between co-pol and cross-pol (Ὕ ,  Ὕ =0). Therefore, all cross-pol power is assigned to volume 

scattering, and volume scattering tends to be overestimated. The overestimation of ὖ contributes 

to the negative power of surface and double-bounce scattering, because when volume scattering is 
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determined, the rest of the elements in the coherency matrix should be undertaken only by surface 

and double-bounce scattering: 

╒╢╓
ȿ‍ȿὪ ȿ‌ȿὪ ‍Ὢ ‌Ὢ
‍ᶻὪ ‌ᶻὪ Ὢ Ὢ

ὧ ὧ
ὧ ὧ                (2.69) 

This restriction results in an invalid power estimation (negative power), especially when any of 

the following conditions are violated: 

Ὕ ςὝ π 

Ὕ Ὕ π 

Ὕ ςὝ Ὕ Ὕ ȿὝ ȿ π                                    (3.22) 

 

Negative power occurs when ȿὧȿ is too large, yielding a negative determinant of ╒╢╓. The 

negative powers can be avoided by adjusting the determinant of  ╒╢╓ to 0 through fixing the 

magnitude of ὧȡ 

ὧ
ȿ ȿ

ὧ                                                                            (2.70) 

This methodology has been written into the SNAP ESA software as generalized Freeman-Durden 

decomposition. On the other hand, the ratio 
ȿȿ

 can be determined by 

ȿȿ В

В

Ͻ

Ͻ 
                                               (2.71) 

where ὲ is the number of corresponding scattering occurrences over the pixel field. Co-polarized 

ratio for surface and double-bounce scattering can be safely assumed as equal, and this information 

can be retrieved from the distribution of alpha angle ‌ (alpha angle is different from the ‌ ratio in 

Freeman-Durden decomposition) or entropy-alpha angle space. Once we fix one of the ‌ and ‍ or 

add the ratio 
ȿȿ

, the residual parameters can be easily estimated from the rest of the equations. 
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When applying the traditional Freeman-Durden decomposition, the negative power issue 

may occur in open water area especially when the signals received by sensor are weak, which can 

be explained by the overestimated volume scattering and negative determinant of covariance 

matrix excluding the volume scattering. Note that the replacement of surface scattering by 

incoherent scattering model can mitigate the negative power problem in generalized Freeman-

Durden decomposition. 

 

In the end, the contribution of each scattering mechanism can be determined: 

3ÐÁÎ╢ ȿ3 ȿ ςȿ3 ȿ ȿ3 ȿ 0 0 0                          (2.72) 

where 

ὖ ρ ȿ‍ȿὪ                                                                             (2.73) 

ὖ ρ ȿ‌ȿὪ                                                                           (2.74) 

ὖ ψὪ                                                                                             (2.75) 
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2.7 Statistics and Classifiers Used in This Thesis 

The scattering operators and target decompositions were introduced in Sections 2.5 and 

2.6, respectively. Therefore, all the polarimetric features (backscatter intensity, covariance 

matrix, decomposition parameters and secondary physical parameters) can be generated for can 

be used as inputs to classifiers. In this section, the statistical properties of these parameters is 

summarized and classifiers are then introduced in Section 2.7.4. 

 

2.7.1 Multilooking 

In a single-look complex mode, the azimuth resolution is generally higher than the 

resolution in range direction, which applies to RADARSAT-2 Single Look Complex data used in 

this thesis. Multilooking involves taking the average of ὔ single-look data in the azimuth 

direction (Lee & Pottier, 2009). There are two benefits achieved from this processing: it reduces 

speckle noise on the one hand; on the other hand, the multilooking pixel spacing is nearly square 

in measurements.  

 

The number of looks for a square pixel is calculated through 

ὔ
 

                                                                                      (2.76) 

where ɝὶ and ɝὥ are range spacing and azimuth spacing respectively, and — is the incidence angle. 

Note that the pixel spacing is different from the resolution. Pixel spacing is the distance between 

adjacent pixels in an image measured in metres, while spatial resolution is the minimum distance 

that radar can distinguish between adjacent targets. 
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2.7.2 Radar Signal Statistics for Intensity 

2.7.2.1 Gaussian Distribution of Real and Imaginary Parts of Signals 

The real and imaginary components, Ὥ and ή, of each polarization have a Gaussian 

distribution, which is denoted as Ὥȟή ͯ ﬞ ‘ πȟ „ . The probability density function (PDF) is 

Ὢὼȿ‘ȟ„
Ѝ
Ὡ                                                              (2.77) 

 

2.7.2.2 Rayleigh Distribution of Amplitude 

The amplitude for individual polarization ὃ Ὥ ή  is Rayleigh distributed with mean 

„  and variance „ . The PDF of Rayleigh distribution is given by 

Ὢὃȿ„ Ὡ                                                                             (2.78) 

 

2.7.2.3 Gamma Distributions of Multilooked Intensity 

The intensity Ὅ ὃ Ὥ ή has an exponential distribution, denoted as Ὅͯ ꜡ּזּסὍȿ‗

. Its PDF is given by 

ὪὍ‗ Ὡ                                                               (2.79) 

As an extension to the multilooking intensity is given by 

Ὅ В Ὅ В Ὥ ή                                             (2.80) 
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Once the real part and the imaginary part of signals have been standardized to have a mean 

of 0 and standard deviation of 1, the ὔὍ will be distributed according to the Chi-squared 

distribution with 2ὔ degrees of freedom, denoted as ὔὍ ͯ … ςὔ . The PDF of Chi-squared 

distribution is expressed as 

Ὢὼ ὔὍȿὯ ςὔ ὼ Ὡ ὔὍ Ὡ                          (2.81) 

where ɜὲ represents the gamma function. When ὲ is a positive integer, the gamma function is  

ɜὲ ὲ ρȦ                                                                               (2.82) 

Thus, the %Ὅ ς and 6ÁÒὍ . Note that the N-look amplitude ЍὔὍ has a Chi distribution.  

 

When signals have not been standardized, the multilooked intensity ὔὍ is distributed 

according to the Gamma distribution, denoted as ὔὍ ͯ ῲ‌ ὔȟ— ς„ , where ‌ is the 

shape parameter, and — the scale parameter. The PDF of multilooking intensity is given by 

Ὢὼ ὔὍȿ‌ ὔȟ— ς„ ὼ Ὡ ὔὍ Ὡ               (2.83) 

The mean and the variance are %Ὅ ς„  and 6ÁÒὍ . 

 

2.7.2.4 K-Distribution of Multilooked Intensity from Heterogeneous Scattering 

Over homogeneous areas, the intensity of signals is Chi-squared distributed (or Gamma 

distributed if not standardized). However, signals from heterogeneous backscattering processes 

may be modeled more rationally through K-distribution. The intensity Ὅ received by a radar 

receiver can be modeled by a product of Gamma distribution and a Gamma distributed noise 

variable Ὣ as a texture descriptor (Lee & Pottier, 2009).  
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To make things simple, we rescale the multilooked intensity through 

Ὅ                                                                                    (2.84) 

Then the normalized multilooked intensity is gamma distributed Ὅ ͯ ῲ‌ ὔȟ— , with its 

mean  %Ὅ ρ and 6ÁÒὍ . The PDF is given by 

ὪὍ‌ ὔȟ— Ὡ                                           (2.85) 

 

On the other hand, multilooked intensity from the heterogeneous scattering may have a 

gamma processes on its mean value %Ὅ ͯ ῲ; thus, we introduce a Gamma distributed texture 

descriptor Çͯ ɜ‌ ὺȟ—  as noises on the mean of normalized multilooked intensity: 

ὪÇ Ὡ                                                                            (2.86) 

with its mean %Ὣ ρ and 6ÁÒὫ . 

 

The multilooked intensity from heterogeneous scattering can be expressed as 

Ὅ ὫὍ                                                                                              (2.87) 

Its probability function is given by 

ὪὍ ᷿ ὪὍȿὫὪὫÄὫ                                                          (2.88) 

where ὍȿὫ ͯ ῲ‌ ὔȟ—   can be transformed from Equation 2.85, which is given by 

ὪὍȿὫ Ὡ                                                                  (2.89) 

 

As briefly reviewed here, the intensity Ὅ received by a radar receiver can be modeled by a 

product of the Gamma distributed Ὅ  and a Gamma distributed noise variable Ὣ. The Ὅ is gamma 
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distributed with mean Çͯ ῲ‌ ὺȟ—  and shape parameter ‌ ὔ. The mean of g is denoted 

as ʈ ρ. Therefore, the PDF of K-distributed intensity from heterogeneous scattering can be 

represented by 

ὪὍȿ‘ ρȟὺȟὔ + ςὔὺὍ                                (2.90) 

where + (.) is the modified Bessel function of the second kind, defined by: 

+ ὼ 
 

                                                                    (2.91) 

where )(.) is the modified Bessel function of the first kind, defined by: 

)ὼ В
Ȧ

                                             (2.92) 

 

2.7.3 Scattering Statistics and Coherence Statistics between Polarizations 

2.7.3.1 Complex Gaussian Distribution of Scattering Vector 

In Section 2.4.3, complex scattering vectors ▓ and ▓  are represented in Equation 2.35 

and 2.36 respectively. The dimension of scattering vector is denoted as ὲ σ on a reciprocal 

condition. The mean of ▓ȟὉὯ ‘ π for Ὥ ρȟςȣὲ, so we have Ⱨ . The PDF for 

scattering vector ▓ is given by multivariate complex Gaussian distribution: 

Ὢ▓ȿⱧ ȟ
ȿȿ
Ὡ▓z

╣ ▓                                                   (2.93) 

where  is the complex positive definite covariance matrix of ▓, which can be the unbiased sample 

covariance matrix or can be estimated through maximum likelihood estimator. 

 

2.7.3.2 Complex Wishart Distribution of Covariance Matrix or Coherency Matrix 

The multilooked polarimetric analysis takes multiple single look complex covariance 

matrices. The N-look covariance matrix is expressed as 

╒▪ ╦ В ▓░▓░
ᶻ                                                             (2.94) 



40 

 

where ▓░ ͯ ﬞ ȟ . The matrix ╦  is complex Wishart distributed ╦ ͯ ר ὔȟ , with ὔ 

degrees of freedom, which is the number of looks in this case. The PDF of ╦ is represented by 

Ὢ╦ȿὔȟ
ȿ╦ȿ

ȟȿȿ
Ὡ ╦                                           (2.95) 

 where ὲ is the dimension of ▓ With   

Ὅὔȟὲ “ Б ῲὔ Ὥ ρ                                       (2.96) 

where the Gamma function given by: ῲὲ ὲ ρȦ The PDF for averaged covariance matrix 

╒▪ is given by 

Ὢ╒▪ȿὔȟ
ȿ╒▪ȿ

ȟȿȿ
Ὡ Ͻ ╒▪                                   (2.97) 

 

2.7.4 Classification Approach Used in This Thesis 

2.7.4.1 H-alpha Complex Wishart Classifier 

Since radar signals are averaged through multilooking and speckle filtering, only the 

covariance matrix or coherency matrix can be employed for analyzing the incoherent targets. It 

was introduced in Section 2.7.3.2 that the covariance matrix and coherency matrix are complex 

Wishart distributed: 

Ὢ╒ȿὔȟ
ȿ╒ȿ

ȟȿȿ
Ὡ Ͻ ╒                                        (2.98) 

where ╒ is the covariance matrix variable, ὔ is the number of looks, ὲ is the dimension of the 

target vector, and  is the positive definite covariance matrix of moment matching.  

 

The unsupervised H- alpha complex Wishart classifier developed by Lee et al. (1999) was 

proposed to maximize the posterior: ὖ╧‫ȿ  by applying Bayesô rule: 

ὖ╧‫ȿ
╧‫
╧

                                                                     (2.99) 
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where ╧represents the classes or labels of a scattering vector ▓. Since ὖ ‫  is an independent 

constant number, ▓ belongs to class ‫ Ὥ, if ὖ╧ȿ‫ Ὥὖ‫ Ὥ ὖ╧ȿ‫ Ὦὖ‫ Ὦ, for 

all Ὦ Ὥ. The Ὢ╒ȿὔȟ  is the model used for the likelihood of a feature given a label, ὖ╧ȿ‫ . 

Maximizing the posterior is equivalent to minimizing the negative natural logarithm of the 

posterior. The maximum a posterior (MAP) function is therefore given by 

ὓὃὖ ὥὶὫάὥὼ ὖ╧ȿ‫ὖ‫  

ὥὶὫάὭὲВ ὰὲὖ╧ȿ‫ὖ‫   

ὥὶὫάὭὲὔὲÌÎὔ ὔ ὲÌÎὅ ὔϽὝὶὥὧὩ╒ ÌÎὍὔȟὲ ὔÌÎȿȿ

ÌÎὖ‫  

ὥὶὫάὭὲὔϽὝὶὥὧὩ♅ ╒ ὔὰὲȿ♅ȿ ὰὲὖ‫  

  (2.100) 

 

Since the prior ὖ‫  has an unknown probability, Lee et al., (1999) assumed priors to be 

equal, thus this classifier now is equivalent to maximum likelihood estimation instead of a MAP 

algorithm. We name this maximum likelihood function as loss function: 

ὒ╒‫ȟȟ ὥὶὫάὭὲВὝὶὥὧὩ╒ ÌÎȿȿ                               (2.101) 

Therefore, the pixels are assigned to the class with minimum of loss to achieve the overall 

minimum of the loss function.  

 

This unsupervised classification employed expectation maximization (EM) has its 

optimizing algorithm, which involves two iterative steps. In the first expectation step, it estimates 

the covariance matrix  through the methods of moment. In the second maximization step, it 

reassigns the pixels to the corresponding classes for minimizing the loss function. Those two steps 

are iterated until the loss function converges or the termination criterion is met. 
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2.7.4.2 Markov Random Field 

Since the Entropy-alpha Wishart classifier assumes that the priors for each class is equal at 

any time, the objective does not incorporate prior knowledge. However, regions or clusters are 

often homogeneous with neighboring pixels having similar properties and features. To fulfill the 

knowledge of neighboring pixels and prior probability, the Markov properties are considered due 

to the conditional independence of any two non-adjacent pixels. Therefore, Markov Random Field 

(MRF), a graphical model of a joint probability distribution by considering the neighboring pixels, 

is employed in this thesis. 

 

Let ί ὭȟὮ denote the pixel at ὭȟὮ in the graph Ὓ. For each pixel ί in the image, it has a 

feature vector ὢ; thus, we have the feature ╧ ╧ȟίɴ Ὓ for the whole image. Each pixel ί has 

its corresponding label ‫ ᶰɤ, where the ɤ is the range of the classes the label can choose from. 

For the whole image, we have ⱷ ‫ȟίɴ Ὓ . According to the Bayesô theorem, the 

posteriori ὖⱷȿ╧  is given by 

ὖⱷȿ╧
╧ⱷ ⱷ

╧
                                                                  (2.102) 

which measures the probability of labelling given the observed feature ╧. The objective of 

classifying the whole image is to find an optimal labelling which maximizes the ὖⱷȿ╧  by 

maximum a posteriori (MAP) estimation. Since ὖ╧  is a constant and independent of any classes 

to be chosen, MAP is equivalent to 

ÁÒÇάὥὼὖⱷȿ╧ ᶿὖ╧ȿⱷὖⱷ                                              (2.103) 

 

The labelling field can be modeled as a Markov Random Field (MRF) if all the ‫ ᶰ

ɤȡὖⱷ π; and if for every ίɴ Ὓȟ‫ ᶰɤ, we have 

ὖ‫ȿ‫ȟὶ ί ὖ‫ȿ‫ȟὶɴ ὔ                                        (2.104) 

where the neighbour set ὔ is defined as the surrounding pixels of a pixel ί. Besides the neighbours, 

a subset ὅ is defined as a clique if every pair of pixels in ὅ are neighbours. A clique ὅ containing 

ὲ pixels is called an nth order clique, thus the set of cliques is denoted as 
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ὅ ὅ᷾ὅ᷾Ễ᷾ὅ                                                                  (2.105) 

The first order and second order clique are named after singleton and doubleton, respectively. 

 

 According to the Hammersley-Clifford theorem, the joint probability ὖⱷ  of a MRF 

follows a Gibbs distribution: 

ὖⱷ Ὡ ⱷ ὩВ ⱷᶰ                                              (2.106) 

where ὤ В ÅØÐ ὠⱷⱷɴ  is the normalizing constant, and ɱ denotes all the possible labelling 

conditions, the ὠⱷ  denotes the clique potential of clique ὅ, the Ὗⱷ  is called the energy 

function, which requires taking the sum of potentials of all cliques: 

Ὗⱷ В ὠⱷᶰ В ὠ ‫ В ὠ ‫ Ễ                         (2.107) 

In this case, we do not have any hidden layer within the Markov model. Only the first order 

(singletons) and second order cliques (doubletons) are considered for determining the clique 

potential ὠ, which are given by 

ὠ ‫ȟὶɴ ὔ
π            ὭὪ  ‫ 
‐            ὩὰίὩ   

                                            (2.108) 

 ὠ ‫ȟ‫ȟὶɴ ὔ
‍            ὭὪ  ‫ ‫ 
‍         ὭὪ  ‫ ‫

                         (2.109) 

where ‐ȟ‍ π is a parameter tuning the weights of contributions of corresponding clique 

potentials.  
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 The likelihood ὖ╧ȿⱷ  is determined by the distributions of the features themselves. For 

instance, the multi-looked intensity from heterogeneous scattering should be K-distributed 

according to the Equation 2.90, the scattering matrix and covariance matrix are complex Gaussian 

distributed and complex Wishart distributed, which were introduced in Sections 2.6.3.1 and 2.6.3.2, 

respectively. The decomposition parameters are assumed to be Gaussian distributed. The estimate 

of the parameters in these PDFs are completed through the method of moments.  

 The entropy-alpha Wishart classifier and MRF classifier were introduced above. Note 

that the purpose of using the entropy-alpha Wishart classifier is to label the images instead of 

achieving the final classification output. The entropy-alpha Wishart classifier only includes the 

covariance matrix as input and the maximized likelihood. However, the MRF classifier includes 

more polarimetric features and considers the prior knowledge based on neighboring pixels. 

Therefore, in this research, the two classifiers were integrated as a whole, where the posterior 

was calculated through the product of maximized likelihood from Wishart classifier and the prior 

based on MRF.  
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2.8 RADARSAT-2 

Data employed in this thesis are RADARSAT-2 Wide Standard Quadrature Polarimetric 

images. RADARSAT-2 is equipped with an active C-band antenna, and takes 24 days to revisit 

its original orbit path. Wide Standard Quad-pol beam mode images (single look complex, SLC, 

product) were used for extracting polarimetric features and then in classification. The images 

cover 50 km by 25 km area at ground range by azimuth range. The pixel spacing for the near side is 

8.0 m by 5.1 m (slant range by azimuth range), and the pixel spacing for the far side is 11.8 m by 5.1 

m (MDA, 2016). The slant range resolution is 9.0 m for SQ1 to SQ11 and 12.8 for SQ12 to SQ21. 

The azimuth resolution is 7.6 m. The noise-equivalent sigma-zero is -35± dB (MDA, 2016). 

 

2.8.1 Radar Operation 

The RADARSAT-2 system includes a radar transmitter, a radar receiver and a data downlink 

transmitter (MDA, 2016). The antenna in the radar transmitter and receiver directs the transmitted 

energy in a beam, normal to the satellite track. The elevation profile and angle are adjusted to ensure 

that the beam arrives at the earth surface at a certain range of incidence angle (MDA, 2016).  

 

Radar imaging can be carried out in different beam modes, which contain their own unique 

imaging characteristics for variety of application needs. These characteristics include nominal 

swath widths, pulse bandwidths, sampling rates, and a specific set of available beams at specific 

incidence angles (MDA, 2016). The fundamental imaging modes available are Single Beam, 

ScanSAR, and Spotlight. These beam modes are summarized in the Figure 2.2 (MDA, 2016). 

When the radar operates in a given beam mode, the receiver receives scattered or reflected signals 

after the transmitted signals interacts with the earth surface.   
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 Figure 2.2: RADARSAT-2 SAR beam modes. It shows the unique imaging characteristics of the 

beam modes. These characteristics include nominal swath widths, swath position, and specific set 

of beams at specific incidence angles. Figure retrieved from RADARSAT-2 Product Description 

(MDA, 2016). 

 

2.8.2 Wide Standard Quad Polarization Beam Mode  

Single Beam modes are strip-map SAR modes. The beam elevation and profile are constant 

during the data collection. The beam mode employed in this thesis is the Wide Standard Quad 

Polarization. The radar transmits pulses in either horizontal or vertical polarizations alternatively, and 

receives the returns from each pulse in both horizontal and vertical polarizations separately but 

simultaneously (MDA, 2016). Therefore, it collects full polarimetric imaging signals at the same time. 

The Wide Standard Quad Polarization Beam Mode extends the swath range up to 50 km. The incidence 

angle, ranging 18-42 degrees, are covered by 21 beams. The characteristics of beam modes on swath 

length and resolution are illustrated in Figure 2.3. 
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2.8.3 Single Look Complex Product 

The products offered by RADARSAT-2 can be one of three basic types: Slant Range data, 

Ground Range data, and Geocorrected data. The slant range is the length measured between the radar 

and the target, while the ground range is the length measured between the ground track and the target. 

Since it measures the distance in slant range instead of the distance along the ground, the distance in 

slant range always represents less than that in corresponding ground range and slant range scale 

distortion occurs, resulting in varying scales from near to far range in each image, which is depicted in 

Figure 2.4. The product employed in this thesis is the Single Look Complex product, which is Slant 

Range data; therefore, no interpolation into ground range is performed for this product, and slant range 

is therefore converted to ground range by 

Ὠ                                                                                     (3.1) 

where — the incidence angle, Ὠ and Ὠ are slant range and ground range, respectively. 

 

Each SLC Wide standard Quad Pol image covers 50 km by 25 km area at ground range by 

azimuth range. The pixel spacing for the near side is 8.0 m by 5.1 m (slant range by azimuth range), 

and the pixel spacing for the far side is 11.8 m by 5.1 m (MDA, 2016). The slant range resolution is 

9.0 m for SQ1 to SQ11 and 12.8 for SQ12 to SQ21 (MDA, 2016). The azimuth resolution is 7.6 m. 

The noise-equivalent sigma-zero is -35± dB (MDA, 2016). The incidence angle ranges from 18 to 42 

degrees for different swath positions, which are summarized in Table 2.4. 
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Figure 2.3: Relationship between beam modes and sensor modes including swath width and 

resolution cell size for RADARSAT-2 products. The beam positions for each beam mode are also 

indicated in parentheses. Figure retrieved from RADARSAT-2 Product Description (MDA, 2016). 
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Figure 2.4: The relationship between slant range image and ground range image. The slant range is 

the length measured between the radar and the target, while the ground range is the length measured 

between the ground track and the target. This figure is retrieved from European Space Agency Earth 

Online Website: https://earth.esa.int/web/guest/missions/esa-operational-eo-

missions/ers/instruments/sar/applications/radar-courses/content-2/-

/asset_publisher/qIBc6NYRXfnG/content/radar-course-2-slant-range-ground-range 
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Table 2.4: Incidence Angle and Range Resolution for Specific Swath Position of Wide 

Standard Quad-Polarization Beam Mode 

 

Beam/  

Swath Position 

Near Incidence 

Angle (degrees) 

Far Incidence 

Angle (degrees) 

Nominal Near 

Range Resolution 

(m) 

Nominal Far 

Range Resolution 

(m) 

SQ1W 17.5 21.2 30.0 24.9 

SQ2W 19.0 22.7 27.7 23.4 

SQ3W 20.0 23.6 26.3 22.5 

SQ4W 21.3 24.8 24.9 21.5 

SQ5W 22.5 26.0 23.6 20.6 

SQ6W 23.7 27.2 22.4 19.8 

SQ7W 24.9 28.3 21.4 19.0 

SQ8W 26.1 29.4 20.5 18.4 

SQ9W 27.2 30.5 19.7 17.8 

SQ10W 28.4 31.6 19.0 17.2 

SQ11W 29.5 32.6 18.3 16.7 

SQ12W 30.6 33.7 26.5 24.3 

SQ13W 31.7 34.7 25.7 23.7 

SQ14W 32.7 35.7 24.9 23.1 

SQ15W 33.7 36.7 24.3 22.6 

SQ16W 34.8 37.6 23.6 22.1 

SQ17W 35.7 38.6 23.1 21.6 

SQ18W 36.7 39.5 22.5 21.2 

SQ19W 37.7 40.4 22.0 20.8 

SQ20W 38.6 41.3 21.6 20.4 

SQ21W 39.5 42.1 21.2 20.1 
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2.8.4 Pixel Representation Radiometric Calibration 

In a single-look complex mode, each pixel is represented by a complex number. The 

complex representation consists of two signed integers for the real and imaginary parts: Ὥ and ή. 

The magnitude of the complex number is denoted as: 

Ὀὔ Ὥ ή                                                                              (2.110) 

Note that the magnitude of the complex number is different from the amplitude of the 

electromagnetic wave. 

 

Radiometric calibration of the data is essential to adjust the radiometric values without 

contribution of the target characteristics (Richards, 2009). The digital values received by the sensor 

can be converted to calibrated physical parameters. The radar backscatter coefficient (sigma 

nought „ ), radar brightness (beta nought ‍ ), and Gamma nought (‎) are three of the most 

common calibrated coefficients that can be scaled from original pixel values.  

 

The backscatter coefficient is the averaged radar cross section per unit area; the radar 

brightness corresponds to the backscatter per unit area in slant range, which requires no prior of 

the local incident angle; Gamma corresponds to the backscattering coefficient normalized by the 

cosine of the incidence angle. The scaling procedure can be derived from the following (only the 

sigma nought is shown as an example): 

„
ȿ ȿ ȿ ȿ

                                                                       (2.111) 

where ὃ is the corresponding range dependent gain for sigma nought. The corresponding gain 

value ὃ of sigma nought, beta nought, and gamma can be found in corresponding Look-up Table 

files.  
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Calibrated sigma nought, beta nought and gamma nought can be converted through 

„ ‍ÓÉÎ‌                                                                                 (2.112) 

‎ ‍ÔÁÎ‌                                                                                 (2.113) 

where ‌ is the local incidence angle. These coefficients in decibels (dB) can be given by the 

following (only the sigma nought in dB is shown as an example): 

„ Ὠὄ ρπÌÏÇ„                                                                  (2.114) 

 

With the assumption that the backscattering is constant across a pixel, we recall Equation 

2.28, which indicated the relationship between the radar cross section and the elements in the 

scattering matrix. The elements in the scattering matrix can be related to sigma nought as follows: 

„
 

ȿȿ
                                                                            (2.115) 

where ɝὶ and ɝὥ are range spacing and azimuth spacing, respectively. Note that sigma nought is 

a real-valued coefficient, while scattering matrix is valuable only when the elements (so-called 

scattering coefficient or scattering amplitudes) are complex. The direct transformation from the 

complex pixel value to scattering amplitude is given by: 

Ὓ
Ѝ

Ѝ
Ὥ Ὦή                                                                         (2.116) 

where Ὓ is the element in the scattering matrix in equation 2.29. At this stage, the polarization 

descriptors including the intensities and amplitudes and scattering operators can be fully built from 

the RADARSAT-2 Standard quad-pol data. 
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2.9 Summary 

This chapter reviewed recent studies on lake ice mapping and relevant methodologies that 

have been used for SAR image classifications. It identified the needs for improvement in the 

automated classification methodology to help operationalize lake ice monitoring using 

polarimetric RADARSAT-2 data at CIS. The basic principles of monochromatic electromagnetic 

waves are helpful for understanding the representations of polarization and further scattering 

processes. The characteristics of polarimetric scattering processes provide insight to the scatterers 

(open water and lake ice); therefore, the statistical properties of polarimetric parameters including 

multi-looked polarization intensity, covariance matrix, decomposition results, and secondary 

physical parameters (entropy and alpha angle) are introduced to the classifier for determining the 

likelihood function. The MRF provides an approach to calculate the prior probability, therefore 

the posterior probability can be achieved by following Bayesô theorem. The connections between 

the radar signal and the theories of polarization descriptors and scattering operators were 

summarized in the Section 2.8, which is the first step to generate polarimetric parameters from 

RADARSAT-2 images. The next chapter consists of a paper, to be submitted for publication in a 

journal, which used Wide Standard Quad-pol beam mode RADARSAT-2 images with the H-alpha 

Wishart classifier and MRF for the classification of lake ice and open water using Great Bear Lake 

as the study area. 
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3 Polarimetric Radar Imaging for Lake Ice Mapping 

3.1 Introduction 

In Canada, over 4 million square kilometres of waters are covered by ice in winter (Canadian 

Ice Service [CIS], 2017). Since lakes are a widespread land feature in many regions of Canada, 

lake ice cover is an important component of the Canadian cryosphere (Duguay et al., 2006). Lake 

ice phenology parameters (freeze-up, break-up, and ice cover duration) are highly relevant in the 

context of global climate change (Duguay et al., 2015) as lake ice has been proven to be a sensitive 

indicator of climatic variability and change (Duguay et al., 2006; Colbeck, 2012; Brown & Duguay, 

2012). Ice extent and duration have an impact on local weather conditions and regional climate, 

influencing lake-atmosphere interactions (Duguay et al., 2006; Du et al., 2017). Lake ice also has 

a significant influence on aquatic ecosystems including the composition and abundance of aquatic 

species, as well as on human activities including marine transportation, fishing, resource 

development, and tourism (CIS, 2017). 

 

Consistent and accurate records of ice phenology provide valuable information for weather 

forecasting and for climate change analysis (Du et al., 2017). The Canadian Ice Service (CIS) has 

the responsibility for operational monitoring of lake ice, sea ice, and iceberg conditions in 

Canadian Regions and adjacent waters (Arkett et al., 2013). The CIS primarily relies on visual 

interpretation of satellite optical and synthetic aperture radar (SAR) imagery to conduct analyses 

and prepare lakes ice products (fractional ice coverage for close to 140 lakes on a weekly basis 

and daily ice charts of the Laurentian Great Lakes). Since SAR can acquire data under polar 

darkness and cloud cover conditions, it is a tool of primary importance for lake ice monitoring 

across Canada. Since the performance of single (e.g. HH) and dual-polarized (e.g. HH and HV) 

imagery is limited by the loss of full polarization and phase information, there is a great deal of 

interest in using polarimetric SAR data for lake ice monitoring. Given the large volume of satellite 

images and the expected rapid growth of data from upcoming satellite missions such as the 

RADARSAT Constellation Mission (RCM), exploring automated image classification for 

polarimetric SAR imagery is paramount (Arkett et al., 2013; CIS, 2017). 
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Previous research using SAR for freshwater ice mapping/monitoring has largely focus on 

shallow Arctic and sub-Arctic lakes for the determination of floating and grounded ice as well as 

determination of freeze-up and break-up dates. Investigations of radar backscatter from large lakes 

have been more limited (e.g. Nghiem & Leshkevich, 2007; Leshkevich & Nghiem, 2013). SAR 

backscatter from thin lake ice during the initial ice formation has been reported to be lower than -

18 dB (Morris et al., 1995; Duguay et al., 2002). Floating ice on shallow lakes later during the ice 

season has been characterized by high backscatter,  attributed to the double-bounce scattering from 

columnar air inclusions and ice-water interface, and an increase of volume scattering (Geldsetzer, 

van der Sanden & Brisco, 2010). However, recent work supports single bounce scattering at the 

ice-water interface as the dominant scattering mechanism (Atwood et al., 2015). The low radar 

returns have been reported when ice freezes to the bottom of shallow lakes (e.g. Duguay et al., 

2002; Atwood et al., 2015). A decrease in backscatter has also been document from floating ice 

during the break-up period due to radar signal absorption by the wet snow and specular reflection 

from the water or ponds on the ice surface (Duguay et al., 2002; Geldsetzer, van der Sanden & 

Brisco, 2010). Co-polarized backscattering at a given frequency from open water not only depends 

on incidence angle, but it is also influenced by wind speed and wind direction relative to the radar 

look direction (Geldsetzer & van der Sanden, 2013). However, cross-polarized backscattering can 

be independent of wind direction and incidence angle (Vachon & Wolfe, 2011). Both co-pol and 

cross-pol backscattering from lake ice are affected by the geometry of ice surface, ice structure, 

dielectric parameter, and incidence angle (Duguay et al., 2002; Geldsetzer & van der Sanden, 

2013). Since single and dual-pol data are limited by their capability to distinguish open water from 

different ice types (Scheuchl et al., 2004; Geldsetzer & Yackel, 2009), dual-pol signals combined 

with polarimetric parameters may increase the potential for ice discrimination (Geldsetzer et al., 

2011). C-band polarimetric and non-polarimetric parameters, including sigma naught of individual 

polarizations, co-pol and cross-pol ratios, the co-pol correlation coefficient, entropy, anisotropy 

and alpha angle, were assessed and summarized for their potential to discriminate lake ice and 

open water (Geldsetzer & van der Sanden, 2013). The study showed that the single-pol VV was 

preferred when wind speed measurements are available and incidence angle is low. The co-pol 

ratio was recommended when the incidence angle is larger than 31.2° and, in such case, wind speed 

data is not required (Geldsetzer & van der Sanden, 2013). Anisotropy also showed its great 
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potential when incidence angle is lower than 27.6°, and it is insensitive to wind as well (Geldsetzer 

& van der Sanden, 2013).  

 

The characteristics of scattering mechanisms from ice and open water have been investigated. 

Using shipped-based and satellite SAR observations of the Great Lakes, it has been sown that 

when incidence angle is small (lower than 30°), scattering is dominated by surface scattering from 

open water where water with high relative permittivity has higher co-pol backscatter than ice 

(Leshkevich & Nghiem, 2013). For large incidence angles, surface scattering is dominant for both 

open water surface and ice covered area, and volume scattering tends to contribute more from ice 

(Nghiem & Leshkevich, 2007; Leshkevich & Nghiem, 2013). To be more specific, the surface 

scattering is mainly contributed from the air-ice (if no snow), air-snow, snow-ice and ice-water 

interfaces (Hossain et al., 2014; Atwood et al., 2015). When the ice surface is smooth (and thin) 

enough to act as a specular reflector, low or no backscatter can be observed (Cable et al., 2014).  

Volume scattering is contributed due to the dielectric discontinuities of the medium and geometry 

of the ice structure (Hossain et al., 2014). Double-bounce scattering occasionally occurs on ice 

ridges and ice fragments, and it is rarely dominant for the overall scattering compared to surface 

and volume scattering (Scheuchl, Hajnsek & Cumming, 2002).  

 

 The objective of this study was to develop an automated segmentation procedure of 

polarimetric SAR images for the classification of lake ice and open water. The physical scattering 

mechanisms of lake ice were analyzed from a quadrature polarimetric RADARSAT-2 dataset 

obtained over Great Bear Lake, Canada, with the intent of automatically mapping/monitoring open 

water and ice cover during the break-up and freeze-up periods of 2015. As the Canadian 

RADARSAT Constellation (RCM) and other future missions are being planned for launch, the use 

of compact polarimetry (CP) is also drawing attention for lake ice classification (Dabboor & 

Geldsetzer, 2014). However, the necessity of an efficient and automated segmentation approach 

of SAR imagery (single, dual-pol and polarimetric) is still paramount to enhance lake ice 

monitoring capabilities at ice services such as CIS. 
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3.2 Study Area 

The SAR data used in this study were acquired over Great Bear Lake (GBL), Northwest 

Territories, which is the largest lake entirely within Canada (Figure 3.1). The lake straddles the 

Arctic Circle between 65° and 67° N and between 118° and 123° W. Its altitude is 156 m above 

sea level. It is one of the major freshwater resources of northern Canada. The surface area of GBL 

is 3,1153 km2. Globally, the lake ranks 9th in surface area and 15th in depth (maximum depth: 446 

m; average depth 71.7 m). RADARSAT-2 images acquired for this study cover an area of 25 km 

by 50 km in the northern part of GBL (Figure 3.1).  

 

 

 

 

Figure 3.1: Location of Great Bear Lake within Canada on the left (delineated by solid red line) 

and area covered by RADARSAT-2 acquisitions on right (delineated by dashed blue line) 
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3.3 Data and Methods 

3.3.1 Data 

Data employed in this study is RADARSAT-2 Wide Standard Quadrature (SQ) 

Polarimetric imagery. Fourteen SQ images of single look complex product were acquired from 

both ascending and descending overpasses during spring break-up and fall freeze-up of 2015. 

RADARSAT-2 was launched in December 14, 2007. The orbit of the satellite is polar, sun-

synchronous orbit with a period of approximately 101 minutes. The satellite takes 24 days to revisit 

its original orbit path. In the Wide SQ beam mode, the C-band steerable antenna transmits and 

receives 5405 MHz microwave pulses separately but simultaneously with an assigned bandwidth 

of 100,540 kHz (MacDonald, Dettwiler and Associates Ltd. [MDA], 2014). Therefore, full 

polarimetric imagery provides wide swaths of approximately 50 km with incidence angle from 18 

degrees to 42 degrees for 21 swath positions. In the single look complex product of Wide SQ mode, 

images cover 50 km by 25 km in area at ground range by azimuth range. The pixel spacing for the 

near side is 8.0 m by 5.1 m (slant range by azimuth range) and the pixel spacing for the far side is 

11.8 m by 5.1 m (MDA, 2016). The slant range resolution is 9.0 m for SQ1 to SQ11 and 12.8 for 

SQ12 to SQ21 (MDA, 2016). The azimuth resolution is 7.6 m. The noise-equivalent sigma-zero 

is -35± dB (MDA, 2016). A summary of radar parameters for all 14 polarimetric images is shown 

in the Table 3.1. Note that the daily temperature observations were retrieved from the Déline 

meteorological station (65°12´ N and 123°26 )́ from the historical climate database of 

Environment and Climate Change Canada. The maximum, minimum and mean near-surface air 

temperatures help with interpreting the snow cover and ice melting/freezing conditions, which may 

influence the backscatter and scattering mechanisms. For instance, high near-surface air 

temperature (over 0 °C) will cause wet snow cover and melting on the ice surface.  A decrease can 

be observed in backscatter due to the signal being absorbed by the wet snow cover and specular 

reflection over the water or ponds on the lake ice surface (Duguay et al., 2002).  
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Table 3.1: Summary of RADARSAT-2 acquisition dates, modes and range of 

incidence angles. Also shown are the maximum, minimum and mean near-surface air 

temperatures recorded at the closest meteorological station (Déline, NWT) 
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3.3.2 Methods 

3.3.2.1 Data pre-processing and processing steps 

RADARSAT-2 Wide SQ-pol images were employed in this study. The distance measured 

in Single Look Complex product in slant range was converted to ground range. The number of 

looks for each image was calculated, and multi-looking was implemented to take the average of 

the corresponding single-looks in the azimuth direction. The number of looks for these 14 images 

are typically from 3 to 5, which is not large enough for reducing the noise effect (Lee & Pottier, 

2009). Additional polarimetric speckle filtering was considered to further reduce the noise. The 

polarimetric refined Lee speckle filter (Lee, Grunes, & Grandi, 1999) was employed for weighted 

averaging covariance matrix from the neighboring pixels. The refined Lee filter preserves the 

polarimetric properties and statistical properties, avoiding crosstalk between polarization channels, 

and preserves the scattering features, edge sharpness, and point targets (Lee, Grunes, & Grandi, 

1999). The above pre-processing steps, including the extraction of polarimetric parameters, were 

performed in the Sentinel Application Platform (SNAP) version 4.0. 

 

The Entropy-alpha Wishart classifier proposed by Lee et al. (1999) was used to classify 

the images at the first stage. It initialized the original classes based on the entropy and alpha angle 

zones proposed by Cloude & Pottier (1997), and only used the covariance matrix for maximizing 

the likelihood based on the complex Wishart distribution (Lee et al., 1999). The Entropy-alpha 

Wishart classifier was summarized in Section 3.3.2.2. Since Entropy-alpha Wishart classifier 

assumed priors for all classes equal, the posterior did not incorporate the prior knowledge. To 

fulfill the prior probability by considering neighboring pixels, the supervised Markov Random 

Field (MRF) was implemented on top of Entropy-alpha Wishart classifier, which is detailed in 

Section 3.3.2.3. The classification results from Entropy-alpha Wishart classifier was used as labels 

for training the MRF. The features for MRF classifier included the co-pol and cross-pol multi-

looked intensities, coherency matrix, Freeman-Durden decomposition results as well as two 

secondary physical parameters: entropy and alpha angle. The entropy represents the disorder of 

the scattering, and the alpha angle, directly related to three eigenvectors, can identify the dominant 

scattering mechanisms. After all features were extracted and labels were generated from Entropy-

alpha Wishart classifier, 10 cross validation was used for training and testing: each image was 
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separated to 10 folds, 9 folds of the image were used for training and the rest fold was retained for 

testing. In the training process, the prior was calculated through the joint probability by considering 

the clique potential; the parameters for the individual distribution of input features were estimated 

by method of moments. In the testing step for each cross validation, the likelihood was determined 

by product of the probabilities of individual features with the parameters estimated in the training 

process. The posterior was determined by the multiplication of the likelihood and the prior based 

on the Bayesô Theorem. The class with highest posterior will be selected as the output. The final 

classes were merged according to the merging and termination criteria proposed in Section 3.4.2.4. 

The overall processing chain of feature extraction, label generation and MRF classifier are 

illustrated in Figure 3.2.  

 

The accuracy assessment was conducted by an ice analyst of Canadian Ice Service at 

Environment and Climate Change Canada (ECCC). The open water and ice polygons were 

delineated through manual (visual) identification based on the RADARSAT-2 polarimetric images. 

These delineations of open water and ice were digitized as regions of interest and further projected 

into an image with the same size as multilooked images. The accuracy assessment will be detailed 

in Section 3.3.2.5. 

 

Figure 3.2: The processing chain of feature extraction, label generation and MRF classifier. 
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3.3.2.2 Entropy-Alpha Angle Complex Wishart Classifier 

Since radar signals were averaged through multilooking and speckle filtering, only the 

covariance matrix or coherency matrix could be employed for analyzing the incoherent targets. 

The covariance matrix and coherency matrix are complex Wishart distributed: 

Ὢ╒ȿὔȟ
ȿ╒ȿ

ȟȿȿ
Ὡ Ͻ ╒                                   (3.3) 

where ╒ is the covariance matrix variable, ὔ is the number of looks, ὲ is the dimension of the 

target vector, and  is the positive definite covariance matrix of the variable ╒.  

 

The unsupervised H-alpha complex Wishart classifier proposed by Lee et al. (1999) aims 

to maximize the posterior:  ὖ╧‫ȿ  by applying the Bayesô rule: 

ὖ╧‫ȿ
╧‫
╧

                                                             (3.4) 

where ╧represents the classes or labels of a scattering vector ▓. Since ὖ ‫  is an independent 

constant number, ▓ belongs to class ‫ Ὥ, if ὖ╧ȿ‫ Ὥὖ‫ Ὥ ὖ╧ȿ‫ Ὦὖ‫ Ὦ, for 

all Ὦ Ὥ. The Ὢ╒ȿὔȟ  is the model used for the likelihood of a feature given a label, ὖ╧ȿ‫ . 

Maximizing the posterior is equivalent to minimizing the negative natural logarithm of the 

posterior. The maximum a posterior (MAP) function is given by: 

ὓὃὖ ὥὶὫάὭὲВὔϽὝὶὥὧὩ♅ ╒ ὔὰὲȿ♅ȿ ὰὲὖ‫                   (3.5) 

Since the prior ὖ‫  has an unknown probability, Lee et al. (1999) assumed priors to be equal, 

thus this classifier now is equivalent to the maximum likelihood estimation instead of a MAP 

classifier. This maximum likelihood function is called a loss function 

ὒ╒‫ȟȟ ὥὶὫάὭὲВὝὶὥὧὩ╒ ÌÎȿȿ                                    (3.6) 

Therefore, the pixels are assigned to the class with minimum of loss to achieve the overall 

minimum of the loss function.  
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The Entropy-alpha Wishart classification is a typical unsupervised classification, which 

uses the expectation maximization (EM) as its optimization algorithm. The initial classes are 

assigned according to the admissible alpha and entropy zones as shown in Figure 3.3. Once the 

initial classes are prepared, the following procedure involves two iterative steps. In the expectation 

step, for each class, the covariance matrix  can be estimated through the method of moments; in 

the second maximization step, it reassigns the pixels to the corresponding classes with the lowest 

loss for minimizing the entire loss function. These two steps are iterated until the loss function 

converges or the termination criterion is met, which will be presented in Section 3.3.2.4. 

 

 

Figure 3.3: Entropy and alpha angle zones (Cloude & Pottier, 1997) 

 

3.3.2.3 Markov Random Field 

Since the Entropy-alpha Wishart classifier assumes that the priors for each class are equal 

at any time, the objective did not incorporate the prior knowledge. However, regions or clusters 

are often homogeneous with neighboring pixels having similar properties and features. To fulfill 

the knowledge of neighboring pixels and prior probability, the Markov properties are considered 

due to the conditional independence of any two non-adjacent pixels. Therefore, MRF, a graphical 

model of a joint probability distribution by considering the neighboring pixels, was employed. 
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Let ί ὭȟὮ denote the pixel at ὭȟὮ in the graph Ὓ. For each pixel ί in the image, it has a 

feature vector ὢ; thus, we have the feature ╧ ╧ȟίɴ Ὓ for the whole image. Each pixel ί has 

its corresponding label ‫ ᶰɤ, where the ɤ is the range of the classes the label can choose from. 

For the whole image, we have ⱷ ‫ȟίɴ Ὓ. According to the Bayesô theorem, the 

posteriori ὖⱷȿ╧  is given by 

ὖⱷȿ╧
╧ⱷ ⱷ

╧
                                                                (3.7) 

which measures the probability of labelling given the observed feature ╧. The objective of 

classifying the whole image is to find an optimal labelling which maximizes the ὖⱷȿ╧  by a 

MAP estimation. Since ὖ╧  is a constant and independent of any classes to be chosen, MAP is 

equivalent to 

ÁÒÇάὥὼὖⱷȿ╧ ᶿὖ╧ȿⱷὖⱷ                                              (3.8) 

 

The labelling field can be modeled as a MRF if all the ‫ ᶰɤȡὖⱷ π; and if for 

every ίɴ Ὓȟ‫ ᶰɤ, we have 

ὖ‫ȿ‫ȟὶ ί ὖ‫ȿ‫ȟὶɴ ὔ                                         (3.9) 

where the neighbour set ὔ is defined as the surrounding pixels of a pixel ί. Besides the neighbours, 

a subset ὅ is defined as a clique if every pair of pixels in ὅ are neighbours. A clique ὅ containing 

ὲ pixels is called an nth order clique, thus the set of cliques is denoted as 

ὅ ὅ᷾ὅ᷾Ễ᷾ὅ                                                             (3.10) 

The first order and second order clique are named after singleton and doubleton, respectively. 
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 According to the Hammersley-Clifford theorem, the joint probability ὖⱷ  of a MRF 

follows a Gibbs distribution: 

ὖⱷ Ὡ ⱷ ὩВ ⱷᶰ                                            (3.11) 

where ὤ В ÅØÐ ὠⱷⱷɴ  is the normalizing constant, and ɱ denotes all the possible labelling 

conditions, the ὠⱷ  denotes the clique potential of clique ὅ, the Ὗⱷ  is called the energy 

function, which requires taking the sum of potentials of all cliques: 

Ὗⱷ В ὠⱷᶰ В ὠ ‫ В ὠ ‫ Ễ          (3.12) 

In this case, we do not have any hidden layer within the Markov model. Only the first order 

(singletons) and second order cliques (doubletons) are considered for determining the clique 

potential ὠ, which are given by 

ὠ ‫ȟὶɴ ὔ
π            ὭὪ  ‫ 
‐            ὩὰίὩ   

                                          (3.13) 

 ὠ‫ȟ‫ȟὶɴ ὔ
‍            ὭὪ  ‫ ‫ 
‍         ὭὪ  ‫ ‫

                           (3.14) 

where ‐ȟ‍ π is a parameter tuning the weights of contributions of corresponding clique 

potentials. 

 

 The likelihood ὖ╧ȿⱷ  is determined by the probability density function of the 

corresponding features. For instance, the multi-looked intensity from heterogeneous scattering 

should be K-distributed; the PDF can be given by 

ὪὍȿ‘ ρȟὺȟὔ + ςὔὺὍ                                (3.15) 

The covariance matrix is complex Wishart distributed as presented in Equation 3.3. The 

decomposition parameters are assumed to be Gaussian distributed (Lee & Pottier, 2009). The 

parameters in these PDFs can be estimated through the method of moments. 
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3.3.2.4 Class Merging and Termination Criteria 

The number of classes provided by the classifiers is generally more than 2 classes: ice and 

open water; therefore, class merging and termination criteria are needed for combining the classes 

that indicate the same target and decreasing the number of classes. The number of classes cannot 

be specified due to the fact that open water or different ice types may have various manifestations 

in the space of polarimetric features. For instance, the surface roughness of water may differ over 

time, when water is disturbed by wind creating waves. Therefore, scattering from surface water 

may have significant difference in polarization and polarimetric parameters; more than one class 

should be reserved for water. The overflowing classes can be merged according to the following 

proposed algorithms. The dispersion is introduced at this stage to measure distance between classes. 

The dispersion within class Ὥ, Ὀ  is defined as the averaged distance from the covariance matrix ╒ 

of each pixel in class Ὥ to the sum of covariance matrix ░ of the class Ὥ: 

Ὀ В ὝὶὥὧὩ░ ╒▓ ÌÎȿ░ȿ ÌÎȿ░ȿ ὲ                               (3.16) 

where ὑ is the number of the pixels in the class Ὥ, n=3 is the dimension of the covariance matrix. 

The distance between two classes Ὀ  is defined as 

Ὀ
ρ

ς

ρ

ὲ
ὝὶὥὧὩ▒ ╒▓ ÌÎ▒

ρ

ὲ
ὝὶὥὧὩ░ ╒▓ ÌÎȿ░ȿ  

ÌÎȿ░ȿ ÌÎ▒ ὝὶὥὧὩ░ ▒ ὝὶὥὧὩ▒ ░                                  (3.17) 

Parameter Ὑ , originally proposed by Davies & Bouldin (1979), is always provides an indication 

of the separation (Lee, et al., 1999): 

Ὑ                                                                       (3.18) 

where Ὑ ᶰ πȟς. When Ὑ  is close to 2, the two classes Ὥ and Ὦ is likely to be merged; when it 

is close to 0, the two classes are highly separated.  
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The termination criterion can be obtained by an optimization problem defined as 

ÁÒÇάὭὲὙ ÁÒÇάὭὲ В Ὑ                                 (3.19) 

where ὲ  is the number of classes, and Ὑ  is the maximum separation of the class Ὥ, defined 

as  

Ὑ ÍÁØὙ ȟὭ Ὦ                                                    (3.20) 

The procedure is as follows: the initial number of classes ὲ is set as 9; calculate Ὑ for ὲ ; deduct 

the number of classes: ὲ ὲ ρ; merge the two classes with the maximum Ὑ  value. If the 

current ὲ  is larger than 1, go back to the second step to calculate Ὑ, iteratively until the current 

ὲ  equals to 1.  

 

3.3.2.5 Accuracy Assessment 

The accuracy assessment was conducted by an ice analyst of CIS at ECCC. The open water and 

ice polygons were delineated through manual (visual) identification based on the hard copy of 

RADARSAT-2 polarimetric multi-looked images, which are the same images for the 

classification. These delineations of open water and ice were digitized as samplings of regions of 

interest (ROI) and further projected into the multi-looked images with the same size. As shown 

on the left of Figure 3.4, the blue spots were the ROI of open water and yellow spots were the 

ROI of ice, which were located within the original delineated open water and ice polygons. 

When we had the classification results from either Entropy-alpha Wishart classifier or MRF 

classifier as shown on the right of Figure 3.4, we summed the pixels within the ROI that were 

correctly classified and this number was divided by the overall pixels in the ROI to achieve the 

accuracy. For instance, if the pixels in blue ROIs was classified as open water shown in black on 

the right of Figure 3.4, they were marked as correctly classified pixels. If pixels within orange 

ROIs were identified as lake ice in the classification results, they were marked as correctly 

classified pixels. The overall accuracy was achieved by summing all the correctly classified 

pixels and dividing it by all the pixels within all ROIs.  
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Figure 3.4: The image on the left shows the digitized ROI, which sampled the delineation of open 

water and ice by the ice analyst from CIS. The blue ROI represents open water, and orange ROI 

represents ice. The image on the right shows an example of classification results. The black 

corresponds open water area, and the rest of colored area correspond lake ice. 

 

3.4 Results and Discussion 

The multi-looked intensities are presented in Figures 3.5-3.18 through the Pauli 

decomposition (A), the diagonal elements of the coherency matrix (B), the powers of surface, 

double bounce and volume scattering from Freeman-Durden decomposition (C) as well as entropy 

(D) and alpha angle (E). The labels generated from the Entropy-alpha Wishart classifier (G) and 

the corresponding legend (F) for the classification results from the MRF classifier (H) are also 

shown in these figures. The characteristics of features and their physical meanings as well as 

accuracy assessments of the classifier are presented below. 
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RS2-SLC-SQ18W-ASC-16-Jun-2015_01.36 

 

Figure 3.5: This image was acquired during the break-up period on June 16, 2015 at ascending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier. 
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RS2-SLC-SQ1W-ASC-17-Jun-2015_01.07 

 

Figure 3.6: This image was acquired during the break-up period on June 17, 2015 at ascending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier.  
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RS2-SLC-SQ11W-DES-17-Jun-2015_14.46 

 

Figure 3.7: This image was acquired during the break-up period on June 17, 2015 at descending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier.  
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RS2-SLC-SQ21W-DES-21-Jun-2015_14.29 

 

Figure 3.8: This image was acquired during the break-up period on June 21, 2015 at descending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier. 
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RS2-SLC-SQ14W-DES-24-Jun-2015_14.42 

 

Figure 3.9: This image was acquired during the break-up period on June 24, 2015 at descending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier.  
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RS2-SLC-SQ5W-ASC-27-Jun-2015_01.15 

 

Figure 3.10: This image was acquired during the break-up period on June 27, 2015 at ascending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier. Note that the red 

area pointed by red arrow cannot be interpreted as double-bounce scattering dominating on open 

water surface. 
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RS2-SLC-SQ6W-DES-27-Jun-2015_14.54 

 

Figure 3.11: This image was acquired during the break-up period on June 27, 2015 at descending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier. Note that the red 

area pointed by red arrow cannot be interpreted as double-bounce scattering dominating on open 

water surface. 
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RS2-SLC-SQ13W-ASC-30-Jun-2015_01.28 

 

Figure 3.12: This image was acquired during the break-up period on June 30, 2015 at ascending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier. 
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RS2-SLC-SQ5W-ASC-18-Nov-2015_01.15 

 

Figure 3.13: This image was acquired during the freeze-up period on November 18, 2015 at 

ascending orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three 

features from Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency 

matrix (Red: T11, Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from 

Freeman-Durden Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy 

(H); E: Alpha angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from 

H-alpha classifier developed by Lee et al. (1999); H: Results from the MRF classifier. Note that 

the red area pointed by red arrow cannot be interpreted as double-bounce scattering dominating on 

open water surface. 
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RS2-SLC-SQ7W-DES-18-Nov-2015_14.54 

 

Figure 3.14: This image was acquired during the freeze-up period on November 18, 2015 at 

descending orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three 

features from Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency 

matrix (Red: T11, Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from 

Freeman-Durden Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy 

(H); E: Alpha angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from 

H-alpha classifier developed by Lee et al. (1999); H: Results from the MRF classifier. Note that 

the red area pointed by red arrow cannot be interpreted as double-bounce scattering dominating on 

open water surface.  
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RS2-SLC-SQ13W-ASC-21-Nov-2015_01.28 

 

Figure 3.15: This image was acquired during the freeze-up period on November 21, 2015 at 

ascending orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three 

features from Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency 

matrix (Red: T11, Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from 

Freeman-Durden Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy 

(H); E: Alpha angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from 

H-alpha classifier developed by Lee et al. (1999); H: Results from the MRF classifier.  
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RS2-SLC-SQ2W-ASC-25-Nov-2015_01.11 

 

Figure 3.16: This image was acquired during the freeze-up period on June 25, 2015 at ascending 

orbit. See Table 3.1 for further details on image acquisition characteristics. A: Three features from 

Pauli decomposition (Red: HH-VV, Green: 2HV, Blue: HH+VV); B: Coherency matrix (Red: T11, 

Green: T22, Blue: T33); C: Surface, double bounce and volume scattering from Freeman-Durden 

Decomposition (Red: double-bounce, Green: volume, Blue: surface); D: Entropy (H); E: Alpha 

angle; F: Legend of labels and color codes from H-alpha classifier; G: Labels from H-alpha 

classifier developed by Lee et al. (1999); H: Results from the MRF classifier.  
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