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ABSTRACT 

lbis research investigates the development of different types of artificial neural 

networks (ANN} and grey-box ANN models for real time optimisation (RTO) of 

chemical processes. Therefore, must be easily computed, stable, and easily updated and 

maintained. Due to this, the tmdels have a predominantly connectionist structure. All 

the models were developed and simulated under MATLAB environment. 

Initial investigations were focused on a methanol-water flash system, which is 

simple, yet realistic in representing the non-linearity of multivariable chemical 

processes. Following this, ANN models were then developed for a crude oil distillation 

column, which is a more complex industrial process. Training and testing data for the 

network [IX)dels were generated using steady state process models simulated in the 

Aspen Plus steady state process simulator. The sensitivity analysis feature in Aspen 

Plus was utilised to generate a large amount of data in a single simulation run. 

Three standard ANN models were developed for the M-W flash system: multi­

layer perceptrons (MLP) using backpropagation training with variable learning rate, 

MLP using Levenberg-Marquadt, and radial basis function networks {RBFN). Of the 

three standard ANN rmdels. the RBFN was found to give the best result, and was thus 

selected as the base case for comparison with other models. 

The RBFN models were able to IDJdel the M-W flash system well, except for y, 

the composition of methanol in the vapour outlet stream Different combinations of 

output variables affect the predictions of the ODdel In general, grouping suitable 

output variables combinations in a network model gave better predictions. 

More complex ID)dels were required for better prediction of y because of the 

discontinuity in y that exists in the change between the single-phase and the two-phase 

iv 



region. Three groups of models were developed: hierarchically structured neural 

network (HSNN), serial network models and hybrid ANN-first principles rmdels 

(FPM). The models in all the three groups managed to improve the prediction of the 

base model. 

Among all the models, the output-tuned HSNN model that was designed in series 

with a serial RBFN model provided the best prediction of y. Moreover, the structure of 

the output-tuned HSNN provided means for incorporating constraints into the network. 

The constraints used are simple and readily known information. The completely driven 

HSNN, was also able to perform as well, when there is an input variable that directly 

and strongly influenced y. In both types of HSNN, prior knowledge embedded into the 

network structure allowed for significant improvements over the base case. 

The results of the hybrid ANN-FPM also showed a significant improvement over 

the base case in predicting y. Perfonnance of the hybrid model, however, depended on 

the availability of accurate parameters needed by the FPM. Therefore, a hybrid ANN­

FPM would require extensive prior infonnation. 

For the crude oil distillation tower, a standard RBFN was able to provide a highly 

satisfactory 1DJdel. Proper grouping of related variables not only improved predictions, 

but also allowed for the complex, multivariable model to be more manageable while 

avoiding the "curse of dimensionality". The RBFN model for one of the crude tower 

sections was also able to give good predictions when tested for range and dimensional 

extrapolation. Since standard RBFN gave sufficiently accurate predictions, developing 

more complex 1DJdels was deemed to be unnecessary. 

This study showed that ANN and grey box ANN models have the potential to 

model chemical processes for RTO. Various methods exist to talce advantage of readily 

available information that can be utilised to overcome modelling difficulties. Most 

significantly, since these Imdels can be easily developed and updated, they are suitable 

for practical industrial applications. 
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1.1 BACKGROUND 

CHAPTER I 

INTRODUCTION 

Real time optimisation (RTO), or on-line optimisation, is the continuous evaluation and 

adjustment of process operating conditions to maximise economic productivity subject 

to constraints. It is generating much interest in industry because of the increasingly 

competitive environment of the current global economy. Traditionally, execution of 

RTO requires rigorous plant models. 

Good process models are critical for a successful implementation of RTO. 

Currently, most RTO implementation uses rigorous first principles mathematical 

models, which are not only complex and costly to develop, but also cumbersome and 

difficult to maintain because of the skill and time requirements [Naysmit~ 1997]. The 

high computation time required in solving the rmdels is also a major problem for on­

line applications. In fact, developing reliable tmdels for a chemical process is a major 

obstacle in implementing advanced control and optimisation because of the complexity 

and cost involved [Hussain, 1999]. This leads to the quest for finding other types of 

suitable models, such as off-the-shelf commercial simulation packages or purely black 

box models like artificial neural networks (ANNs). 

In a previous work, Naysmith [1997] successfully developed and executed 

complete RTO loops on stabilizer-splitter distillation columns using two commercial 

simulation packages, Aspen Plus and Speedup. Both packages use rigorous first 



principles (FP) mathematical models to simulate chemical processes. Nevertheless, 

Naysmith found out that models developed using both packages were not practical for 

industrial use because of large computation times, convergence difficulties and failures. 

For example, in Naysmith's wo::-k, the total CPU time in minutes taken for data 

reconciliation and economic optimisation using an Aspen Plus rmdel for a stabiliser­

splitter process in a refinery calculated on IBM RS 6000 Model 530H computer was 

506.3 minutes. 

FP based models, or white box models, requires in-depth knowledge of material, 

energy and momentum conservation, as well as them10dynamics and kinetics, of the 

process. These models are also called mechanistic or physical models. A complete 

chemical process model can result in thousands of equations. As a consequence, the 

model is complex and requires a high level of expertise to develop and maintain. 

Solving these equations is equally difficult and computationally time-consuming. Thus, 

both model development and maintenance are expensive. Nevertheless, good FP 

models can extrapolate well and are extremely useful for understanding and analysing 

processes. There are commercial packages available to assist in modelling and 

simulation of chemical operations or plants. These packages are much easier to use 

than building a tmdel from scratch. Moreover, most of the steady-state simulation 

packages also have good graphical user interface. Unfortunately, computation using 

these packages is slow, making on-line implementation impractical. 

2 

An alternate approach to model a process is to use artificial neural networks 

(ANN). ANNs have generated much interest in the chemical engineering community 

for more than a decade and many industrial applications have since been reponed 

[Nascimento, et al., 2000; Gontarski, et al, 2000; Elkamel, et al., 1999; Meghlaoui, et 

al., 1998; Turner, et al., 1996; Baratti, et al., 1995; Cheung, et al., 1992; Tiuoault and 

Grandjean, 1991]. Thompson et al. (1996] and Thompson and Kramer [1994] 

suggested the use of ANN as the process nx,del for RTO. In another work, an 



imponant variable was estimated using an ANN model as part of a large rigorous Imdel 

for use in on-line supervisory optimisation [Sabharwal, 1997]. 

ANN, a connectionist-based black box model, consists of layers of nodes with 

non-linear basis functions and weighted connections that link the nodes. Using the 

nodes and weights, the inputs are mapped to the outputs after being trained with a set of 

data known as training data. Multilayer feedforward ANNs have been mathematically 

proven to be a universal approximator [Hornik, et al., 1989]. However, since ANNs are 

data driven, the resulting model can only be as good as the data provided to the network 

for testing and training. Therefore, unlike FP models, ANNs are poor extrapolators. 

A third approach of modelling pertains to construct a mixture of white box and 

black box models. A hybrid model involving white box and black box models is used 

to overcome the weaknesses while utilising the strength of both approaches. While 

tmst published works defmed the combination of FP and ANN models as hybrid 

roodels, te Braake, et al. [ 1998] classified them as semi-mechanistic models and grey 

oox models. The staning point of a semi-mechanistic model is a white box model, with 

certain parameters or variables calculated from black box ITX)dels or empirical 

correlations. The staning point of a grey box Irodel is a black box 1mdel, with prior 

knowledge being used to provide additional infonnation. 

3 

Grey box tmdels can also be defmed to include models with structures designed 

to incorporate prior knowledge. Several methods of integration that were successful to 

certain applications had been proposed, but there were no specific proven rules. Some 

of the methods use a direct hybrid of ANN and FP models. Modular neural networks 

(MNN), which represent another class of ANN, break down large crodels into sub­

syste~ that cooperate with each other to com! up with the rmdel outputs [Gallinari, 

1995]. The architecture of MNN is usually designed based on prior knowledge of the 

process. Another class of network, Hierarchically Structured Neural Networks (HSNN) 

[Bittanti and Saveresi, 1998], uses prior knowledge of the output variable behaviour to 

divide the input variables into "master" and "slave" units. The outputs of the master 



network are par~ters for the slave network. Based on this, the slave network 

calculates the predicted output variables of the system In this work, grey box ANN 

models will be used in a generic sense to cover hybrid ANN-FP models, MNN models, 

HSNN IOOdels and combinations of the models. 

1.2 ARTIFICIAL NEURAL NETWORKS IN 

CHEMICAL ENGINEERING 

4 

Artificial neural networks (ANNs) are widely applied in chemical industries, especially 

in the area of fault diagnosis, process modelling, process control and process 

optimisation. Applications in chemical engineering include those in petroleum refineries 

[Elkamel, et al., 1999; Cheung, et. al., 1992; Thompson et. al, 1996; Zhao et. al., 1997], 

chemical plants [Turner, et. al., 1996; Baratti et. al., 1995; MacMurray and 

Himmelblau, 1995; Bulsari, et. al., 1994], polymerisation processes [Nascimento, et al., 

2000; Zhang et. al, 1995], microelectronics fabrication [Fakhr-Eddine, 19961, 

biotechnology [lbibault, et al, 2000; Latrille, et. al., 1994; Schubert, et. al., 1994], 

metallurgical processes [Meghlaoui. et. al, 1998; Reuter, et. al., 1993], wastewater 

treatment [Gontarski, et al., 2000; Syu and Chen, 1998], and oil recovery [Elkamel, 

1998; Elkamel, et. al, 1996]. 

111ere are several advantages of using ANN ID)dels in chemical engineering. 

These include: 

l. ANN 1mdels are simpler to develop than FPM because a detailed knowledge of the 

process is not required. This directly translates into savings in time and money. 

2. ANN models can be easily used, updated and maintained, making them the 

preferable form of models for plant engineers. 



3. A large rumunt of data may be required to train the network. However, this is not a 

big problem as most chemical plant engineers are "data rich and infonnation poor'' 

[Venkatasubramanian and McAvoy, 1992). 

4. Once trained, execution of ANN based roodels are very fast, even though large 

networks may talce longer training times. ANN models are thus particularly suitable 

for use in on-line applications that repeatedly evaluates the model, like in RTO. 

While ANN models have gained many proponents among engineers in the 

chemical industries, there are also some that are sceptical of the ability of ANN because 

of their structural weaknesses. The disadvantages of ANNs include: 

l. To develop ANN models, there is no guidance for picking suitable structures and 

training algorithms. 

2. Large number of parameters that may be used in ANN IOOdels makes it easy to 

overfit the data, causing poor generalisation. ANN models are also known to be 

poor extrapolators. 

3. Training algorithms that use steepest descent methods to compute the connection 

weights tend to be trapped in local minima. This results in inconsistent solutions 

that are highly dependent on the initial values, which is especially apparent in large 

networks that are very coIDIOOn in chemical engineering. 

4. Incorporating prior knowledge into an ANN is also difficult. Once trained, ANN 

m>dels do not carry physical significance and therefore cannot yield any insight to 

the process. 

5. ANN models are poor extrapolators. They are usually only reliable within the range 

of data that they bad been trained for. 

5 

Lately, there have been several studies that reported a preference using ANN 

Imdels even though rigorous FP IOOdels for the processes are available [Nascimento, et 

al, 2000; Altissimi, et al., 1998). The FP nx>dels were used to generate data to develop 
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ANN models. ANN roodels are especially suitable for on-line applications because of 

the relatively shon computational time to solve the model and its ability to accurately 

represent the model. In optimisation, this is especially advantageous since the IOOdel 

must re accessed by the optimiser and computed repeatedly. Altissimi, et al. [1998] 

successfully applied ANN IJX)dels of a gas separation unit in RTO. 1be ANN model 

was developed from data generated by the plant model simulated in Aspen Plus. 

Successive quadratic programming (SQP) was then used to optimise the profit of the 

process unit. Replacement of the rigorous FP IOOdel with the ANN model reduced 

computation time by at least 60 folds. Nascimento, et al. [2000) successfully optimised 

the operating conditions of a nylon-6,6 polymerisation process. The pure ANN model 

for the process was developed using data generated from a rigorous semi-mechanistic 

model that had been fitted to the plant data. Optimisation was perfonned off-line by 

mapping all the possible solutions within the region of interest using the ANN model 

and locating the optimum using a grid-search method. Nevertheless, both works did not 

study different types of ANN structures to best tmdel the processes; the ANN roodels 

used in both works are feedforward multi-layer perceptrons (MLP). 

Hybrid FP and ANN tmdels have also been widely applied in chemical 

engineering applications. Several methods of integration that were successful in certain 

range of applications had been proposed, but there were no specific proven rules. 

Published studies on this type of ODdels included those carried out by Thtl>ault et al. 

[2000], te Braake et al. [1998), Wilson and Zorzetto [1997), Thompson and Kramer 

[1994), Schuben et al [1994], and Psichogios and Ungar [1992]. There even is less 

published work in chemical engineering on IOOdels that imbed prior knowledge into the 

system structure. A published work on this type of IOOdel has been done by Chang and 

Mavrovouniatis (1992). 



1.3 OBJECTIVE 

ANN models developed for RTO are different from those developed for process control 

or other off-line applications. RTO requires steady-state models that can yield all 

output variables required by the optimiser [Naysmi~ 1997]. For large, multivariable 

processes, there can be more than 100 variables to compute. Since the application is 

on-line, the models must also have short computation times. 

As mentioned previously, simple ANN models have successfully been used for 

RTO. However, there was no discussion on the choice or development of the 

multivariable ANN based models. There is a need to study the various types of ANN 

models to detennine which are suitable for RTO, especially since there are difficulties 

to model chemical processes that may not be modelled using simple multi-layer 

perceptrons or can be IOOre efficiently represented by other types of ANN. Different 

types of ANN models that had been studied in chemical engineering thus far were not 

developed for RTO applications; in fact, more complex models were mostly developed 

for control purposes. In addition, there has been very little work on imbedding prior 

information of a process in the structure of the network t00del 
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The main objective of this research was to investigate, develop, and analyse 

different connectionist models that are appropriate for RTO applications. Because of 

time limitations, this research work concentrates specifically on exploring and 

developing suitable types of standard ANN and grey-box ANN models, without 

completing the whole RTO loop. In addition, there bas been a previous work by 

Altissimi et al (1998] that applied a standard ANN tmdel in a complete RTO loop, 

where a reduction in computation time by at least sixty times was obtained. However, 

they did not explore the use of different types of grey box ANN structures, which is 

deemed to be necessary because there are chemical processes that cannot be irodelled 

using standard ANN ID>dels. A grey box ANN structure is preferred over semi­

mechanistic Imdel because grey box ANN models would preserve the structure of ANN 



models, which can be easily and efficiently solved. Even if a complex process had a 

series of grey box ANN models, ihe model would be solved in a straightforward 

manner, and would require much smaller computation time compared to models that 

were mechanistic in structure. For ease of investigation, the connectionist models were 

first developed for a simple but realistic flash process, followed by df'velopment for a 

complex crude oil distillation column. 
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This work is also meant to study the possibility of using different configurations 

of Hierarchically Structured Neural Network (HSNN) for modelling chemical 

processes. Prior information is imbedded into the HSNN structure to allow better 

modelling. So far, HSNN models have never been reported for modelling chemical 

processes. There have also been fewer studies on embedding simple and readily 

available prior information in the model network structure in chemical engineering 

app lie at ions. 

The pure ANN models form the basis of comparison for the grey oox ANN 

models that were developed. The grey box ANN models were imbedded with prior 

knowledge in the form of the architecture of the models. In addition, FP models were 

included in the hybrid ANN-FPM models. The models have mostly dominant ANN 

structure, which means that they have the desired characteristics that are suitable for 

implementation in RTO. The characteristics are: 

1. Shon execution time (inexpensive computation). 

2. Good generalisation capabilities. 

3. Robust (does not fail and has good convergence) and stable. 

4. Easy to develop, update and maintain. 



1.4 SIGNIFICANCE OF RESEARCH 

This research presents the design of different types of ANN and grey-box ANN models 

with the desired characteristics for implementation in RTO. Coming up with a suitable 

model is important because this is usually the major stumbling block for on-line 

implementation. Although there has been some work done on implementing an ANN 

model in RTO. there has been no work done on developing and evaluating different 

ANN models in the literature. This work would therefore provide alternatives for other 

types of ANN and grey box ANN models, especially when simple ANN rn:>dels are not 

suitable. or when prior infonnation can be added to yield a better model. 

Using grey box ANN models will provide options and possibilities of utilising 

existing information that can aid in increasing the accuracy of the model. Prior 

infonnation that can be imbedded does not have to be in the form of tquations as is 

currently performed in most research for modelling chemical processes. Information 

about suitable output variable combinations, or which of the output variables should be 

predicted first in a series of network models, can aid in increasing the accuracy of a 

100del. This information is usually readily available, but not nonnally exploited in 

100dd development. In addition, incoflX)ration of prior infonnation can be achieved 

without involving complex procedures, and this is especially imponant for industrial 

implementation. 
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One of the grey box ANN rmdels, the Hierarchically Structured Neural Networks 

(HSNN) based roodels, can be utilised when to imbed simple prior information into the 

structure. Completely driven HSNN can be used in the presence of an input variable 

that has a strong influence on a particular output variable of a system Output-tuned 

HSNN can be used to imbed simple constraints that are usually known for chemical 

processes. This type of network, which has not been used to model chemical processes, 

has the potential to handle discontinuities in a system This is an advantage over most 

ANN roode 1s because some chemical systems are known to exhibit discontinuities. 



Developing ANN models for the simple, non-linear process and the industrial 

process served as an illustration of the different strategies in handling multiple input and 

output variables in different chemical systems. The ANN models developed here were 

for the complete processes, rather than for just specific variables, which is mostly the 

case in most published works. 

1.6 fflESIS OUTLINE 

The following is the outline of the thesis. 

Chapter 2 presents a literature review on the current research and general 

backgrounds on ANN and grey box ANN models that may be applied to chemical 

processes. Some of the different model structures have been applied to chemical 

processes, while others, with possible potential for future applications, have not. This 

chapter also provides a brief review on connectionist modelling. 

Chapter 3 presents a description of the two processes (simple and industrial), 

modelled in this work. The simple but realistic system, a methanol-water flash dru~ 

was used to study different ANN and grey box ANN models. The industrial process, a 

crude oil distillation column, is a practical candidate for RTO due to variations in feed 

and operating conditions, as well as having a complex physical llJ)del. 

Chapter 4 presents the different ANN and grey box ANN models developed and 

tested in this work. There are two types of standard ANN models and three types of 

grey box ANN models investigated. Brief descriptions of the algorithms and structure 

of the rmdels are also given in this chapter. 

Chapter 5 presents the results and discussions of the different models descnoed in 

Chapter 4. The rmdels were tested on the flash systems and the crude oil distillation 

column. A comparison between the ID)dels and between the two different chemical 

processes was also made. 
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We conclude in Chapter 6 with comments on the current study and 

recommendations for possible future enhancements of the techniques developed here. 

Major contributions of this research are also given in this chapter. 



CHAPTER2 

LITERATURE REVIEW 

2.1 INTRODUCTION 

Mathematical models are very important in chemical engineering, both in the design 

and operation of chemical plants. In plant operations, imdels are required tor analysis, 

control (especially advanced control) and optimisation. Developing a reliable model for 

a chemical process is a major obstacle in implementing advanced control and 

optimisation because of the complexity and cost involved [Hussain, 1999). 

Consequently, there is much research in developing different process modelling 

techniques. 

Real time optimisation (RTO), which is the continuous evaluation and adjustment 

of a process operating conditions to optimise the economic productivity subject to 

constraints, traditionally requires rigorous steady-state plant IIX>dels. These t00dels are 

difficult and expensive to develop and maintain because of the skill and time 

requirements [Naysmith, 1997]. Currently, there are efforts to seek other types of 

suitable tlDdels, such as off-the-shelf connnercial simulation packages or purely black 

box rmdels like artificial neural networks (ANNs). A previous work found using 

commercial simulation packages for RTO to be impractical [Naysmi~ 1997]. Several 

works suggested the use of ANN as the process IDJdel for RTO [Thompson, et al., 

1996; lbompson and Kramer, 1994]. In one work, an important variable was estimated 

using an ANN model as part of a larger rigorous rmdel for use in on-line supervisory 

12 
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optimisation [Sabbarwal, 1997]. In the works of Altissimi, et al. (1998) and 

Nascimento and Giudici (1998], rigorous FPMs were used to generate training and 

testing data to develop ANN models for a chemical process to be used for optimisation. 

In both studies, the ANN models were found to be accurate and were able to cut down 

computation time, which is very imponant for on-line applications. 

The current work aims at exploring an alternative approach for the process model 

of RTO. Because of setbacks in using purely FP models, this work concentrated on 

ANN models, and grey-box ANN models that are able to incorporate prior knowledge 

into neural network models in the form of hybrid neural networks - FP models, or 

modular neural networks, or a combination of the two. 

In this chapter, a review of RTO is presented to understand the problems and 

requirements in implementing RTO, especially on the role of the process model. A 

review on the previous work on RTO is also given. Then, an overview of ANN is 

presented to provide the basis of ANNs along with their strengths and their weaknesses. 

Different types of the networks that have the JX)tential to be used in RTO are also 

descnbed. Background information on ANN is given in Appendix A. Next, different 

hybrid ANN-FP models reponed in chemical engineering applications are surveyed. 

Finally, m:,dular neural network architectures with potential applications to RTO are 

presented. 

2.2 REAL TIME OPTIMIZATION 

2.2.1 lntroductioo 

Real-time optimisation (RTO) or on-line optimisation is the periodic update of process 

operating conditions, such as flowrate, temperature and pressure setpoints, so that the 

process is operating at its economic optimum, while at the same time fulfilling the 
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process and production constraints [Jang, et al, 1987]. RTO can be applied to a single 

unit operation, or even to a whole plant. lbere is great interest in RTO in industry 

because of stiff competition and increasingly stringent product requirements [Cutler and 

Perry. 1983]. In addition, advancements in computing power have enabled cost­

effective implementation of RTO. 

RTO is most beneficial for processes with a wide range of operating conditions. 

In industrial operations, variations in the operating conditions are quite connnon due to 

varying feedstocks, product specifications and prices. and economic trade-off 

[Naysmith and Douglas, 1995]. For example, in an oil refinery, the atm0spheric 

distillation tower receives varying qualities of crude oil. Temperature set points in the 

column, which determine the cut points for the side draws, varies with different assays. 

This leads to complications in determining the desirable operating conditions. As such, 

implementation of RTO can lead to significant improvement. 

Figure 2.1 illustrates the general structure for RTO based on the simulated 

implementation studied by Naysmith [ 1997]. Referring to this general configuration, 

the steps in a complete RTO implementation cycle are: 

I. Steady state detection: this is where the plant data are monitored for a pseudo­

steady state condition before allowing for optimisation to talce place. Once an 

approximate steady state is detected, the ~asured process variables are relayed 

to the optimiser. 

2. Data reconciliation: this part consists of gross error detection and data 

reconciliation. Gross error detection filters out overly erroneous dat~ while the 

rest of the data are reconciled with mass and energy balances from the process 

ID)del. 

3. Parameter estimation: the reconciled data are used to update IDJdel 

parameters, which are then used in the optimiser process IOOdel. 
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Figure 2.1: General configuration of a real time optimiser. 
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4. Proce~ model: this is the 1rost crucial component of the RTO. The process 

model calculates changes in the manipulated variables due to the updating of set 

points by the optimiser. The 1rodel is also needed in reconciling the measured 

plant data 

5. Optimisation: the optimum set points are searched subject to an economic 

objective function taking into account process constraints. The set points are 

iterated between this optimisation routine and the process model. Once 

optimised~ the set points are passed on to the process conttol unit of the plant to 

be updated. 

In general, industrial RTO is difficult to develop and maintain. 1be process 

m:>dels commonly used in RTO are rigorous first principles steady-state tmdels, which 
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require extensive knowledge not only to develop, but also to numerically solve, and 

finally optimise. Consequently, developing RTO applications is extremely time­

consuming and requires highly skilled and specialised staff. Maintenance of RTO 

applications is required when there are process modifications [Naysmith, 1997]. 

2.2.2 Previous Research 

Naysmith [ 19971 successfully simulated the implementation of real-time optimisation 

(RTO) of a stabiliser column and a splitter column in commercial simulation packages. 

Using commercial packages to develop and hold the process model for RTO was 

investigated as a possible method to reduce the complexity of developing and 

maintaining RTO. Two simulation packages with different modelling and simulation 

approaches were compared: sequential modular (Aspen Plus) and e4uation oriented 

(Speedup). 

Naysmith [ 1997) found several advantages and disadvantages in executing RTO 

with both the packages. These include but not restricted to: 

• Developing and debugging the model. The Aspen Plus model is simpler to 

develop and debug compared to the Speedup model. Aspen Plus provides a 

graphical user interface and useful messages in debugging the simulation. Speedup 

is difficult to use and does not provide useful messages in debugging, especially in 

the event of convergence failure. 

• Execution time. Speedup is computationally more efficient than Aspen Plus 

because all the IDJdel equations are solved simultaneously while Aspen Plus solved 

each IOOdule in a sequence. In the event of convergence failure, however, Aspen 

Plus is able to give IIX>re realistic results than Speedup because of the different 

algorithmic approaches in the simulation in the packages. Nevertheless, simulations 
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in both packages are computationally expensive, which limits the suitable choice of 

the optimisation method. 

• Optimisation. Both packages use successive quadratic programming (SQP) as the 

optimisation method. Aspen Plus utilises the feasible path approach, while Speedup 

utilises the infeasible path approach. Consequently, optimisation with Aspen Plus is 

more conservative and takes more steps to reach the same optimum reached by 

Speedup. Nevertheless, in the event of convergence failure~ the result given by 

Speedup may be completely meaningless because it does not occur in the feasible 

region of the process. 

Naysmith [ 19971 concluded that process simulation packages currently available 

are not practical for use in RTO. This is mainly due to the following: 

- Convergence failure (either because of the simulation model failing to converge or 

SQP failing to find an optimum) would occur and disrupt the RTO cycle. 

Consequently, the RTO cycle had to be restarted. 

- Very high computation resource requirements, making the model unsuitable for 

repeated on-line evaluations. 

2.3 ARTIFICIAL NEURAL NET\VORKS 

Due to the problems encountered in Naysmith's work, an alternative form of model is 

sought. A viable option is to use artificial neural network (ANN) models. This section 

provides a review of the background on ANN. 

) 
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2.J.1 Introduction to Artificial Neural Networks 

Artificial neural networks (ANNs) have been designed on the premises of mimicking 

the complexities of the brain functions in an effon to capture (or at least partially 

capture) the amazing learning capabilities of the brain. ANN is a son of parallel 

computer/processor designed to imitate the way the brain accomplishes a certain task 

[Willis, et al, 1991 ). The smallest processing element of ANN is a neuron (also ca11ed 

node) which perfonns simple calculations. Using the nodes collectively with massive 

connections among them results in a network that is able to process and store 

information for mapping the network inputs to its outputs. With this capability, there 

are widespread interests due to on-going and IX)tential applications in solving complex 

problems panicularly in the fields of pattern recognition (especially in speech and 

image processing), classification, control, forecasting, systems identification and 

optimisation. 

ANNs are not a solution for all modelling problems. Therefore, it is necessary to 

understand the strengths and limitations of ANN to determine their applicability for a 

particular problem Baughman and Liu [1995] lists the following strengths of neural 

networks: 

1. Distribution of information over a 6eld of nodes. This feature allows greater 

flexioility and robusmess because a slight error or failure in certain sections of the 

network will not cause the whole system to collapse. 

2. Ability of ANN to learn. ANN is able to adjust its parameters in order to adapt 

itself to changes in the surrounding systems, for example by using an error­

correction training algorithm 

3. Extensive knowledge indexing. This means ANN is able to store a large amount 

of information and access it easily when needed. Knowledge is kept in the network 

through the connection between nodes and the weights of the connections. 
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4. Suitable for noisy and inconsistent data. This is possible because each neuron in 

the network encodes a minute feature of the input-output pattern, and thus 

minimising the effects of inaccurate data The overall feature is mapped only when 

the nodes are assembled and co-ordinated together into a single network. 

5. Imitation of the human learning process. The network can be trained iteratively, 

and by tuning the strengths of the parameters based on observed results. After 

repeated training and adjustments, the network can develop its own knowledge base 

and detennine cause and effect relations. 

6. Potential for on-line use. Once trained, ANN can yield results from a given input 

relatively quickly, which is a desired feature for on-line use. 

Baughman and Liu (1995) also lists the following limitations of ANN: 

l. Long training times. Training times for ANN can take too long, especially for 

large networks, to make the ANN impractical. 

2. Large amount of training data. ANN needs large amount of input-output data for 

proper knowledge extraction. Therefore, if there are only a small amount of input­

output data available, ANN may not be suitable for tmdelling the system 

3. No guarantee to optimal results and reliability. Although the network contains 

parameters that can be tuned by the training algori~ there is no guarantee that the 

resulting 1DJdel is perfect for the system The tuned m>del may be accurate in one 

region and inaccurate in another. In addition, there is also the problem of getting 

trapped in local minima during training, resulting in less than optimal results. 

4. Difficulty in selecting good sets of input variables. Selection of input variables is 

difficult because too many input variables will lead to large networks with too many 

par~ters, which can in turn cause overfitting and poor ~eneralisation. Too little 

or inappropriate input variables will lead to poor mapping of the system 

The origin of ANN can be first traced to the early 1940's in a paper by McCulloch 

and Pitts on the imdelling of neurons [Venkatasubramanian and McAvoy, 1992]. 
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Current research in ANN comes from diverse fields, such as the more traditional 

engineering fields ( e.g. electrical engineering, computer engineering, etc.), mathematics 

and the sciences (physics, chemistry, and biology), to medicine, psychology, and 

business management. 

In chemical engineering, while there have been numerous successful applications 

of neural networks, there are also those who claim neural networks to be nothing 11lJre 

than a class of nonlinear parameter estimation techniques. While the criticisms were 

sometimes well founded, there is a need to remember that drawbacks, extreme 

expectations and negative reactions are the norm in the exploration of an emerging field 

[Venkatasubramanian and McAvoy, 1992). Hence, there is a need to find suitable roles 

that can best exploit the capabilities of neural networks in the chemical engineering 

field. 

Currently, works in chemical engineering on ANN are mostly in process fault 

diagnosis, dynamic process modelling and process control. Compared to the large 

number of literature found on dynamic modelling, there are fewer papers on steady­

state ANN process models. Nevertheless, there has been lately an increasing trend for 

diverse application of ANN to 1mdel steady-state processes. Among them are: 

• Pollock and Eldridge (2000] and Whaley et al. [ 1999] fitted ANN imdels to 

experimental data for prediction of height equivalent of a theoretical plate (HETP) 

and pressure drop for columns with structured packing. Compared to a traditional 

semi-empirical method, the ANN tmdels were found to give 1mre accurate 

predictions of experimentally detennined HETP values. 

• Elkamel, et al. [1999) developed an ANN 100del for a bydrocracking unit in an oil 

refinery was using plant data The model was used for prediction of product flow 

and quality. 

• Mandlischer et al. [1999] fitted ANN to experimental data to predict the enthalpy of 

vaporisation. The toodel was found to be just as accurate as two physical [JK)dels, 

and was slightly imre accurate at critical temperatures. 
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• Sharma et al. [ 1998] fitted ANN to vapour-liquid equilibrium (VLE) data. They 

found that ANN was able to model the VLE phase envelope better than existing 

equations-of -state, especially for highly polar mixtures. 

• Altissimi, et al. [ 1998] developed ANN models for a hydrocracker outlet gas 

separation unit, which consisted of four distil1ation columns in series, for use in 

RTO. 

• Sabharwal [ 1997] estimated contaminant composition in a x y Jene distillation 

column in a refinery in Japan using ANN models trained by both plant and 

simulated data, and then used in off-line process optimisation. 

• Cheung, et al. { 1992] used steady-state ANN models as soft-sensors to provide 

inferential measurement of two variables of a refinery fractionator. 

• Baratti, et al. [ 1995] used ANN as soft-sensors for predicting product compositions 

for a butane splitter and a gasoline stabiliser in a refinery in Italy. 

2.3.2 Network Topologies 

Neurons (also called nodes) can be connected in several different topologies, the most 

common being feedforward and recurrent networks. The nodes are arranged in layers. 

As such, the network may contain a single layer, or more than one layer, in which case 

it becomes a multilayer network. Appendix A contains detailed descriptions of a 

neuron. 

Multilayer Feedforwanl Networks. There are three types of layers: input layer, 

hidden layers, and output layer (Figure 2.2). There can be more than one hidden layer. 

The hidden layer extracts higher order information from the data. Inputs to the neurons 

in a layer come from the neurons in the preceding layer. In a standard multilayer 

feedforward network, all connections are weighted. 
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Figure 2.2: Schematic diagram of a three-layer feedforward network. 
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Recurrent Networks. A recurrent network is distinct from a feedforward network in 

that it has at least one feedback loop, as illustrated in Figure 2.3. Self-feedback, which 

is when the output of a neuron is fed back to its input, can also occur. Addition of unit 

delay systems or zero-order holds (denoted by z·1
) in recurrent networks, is very 

conumn in dynamic tmdelling. 

2.3.3 Developing ANN Models 

In general, developing ANN can be sunnnarised into the following steps: 
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y Output 

1. Pre-processing. Some pre-processing must be perfomx!d on the data. Although 

ANN is able to handle noisy data, industrial data that are very noisy should be 

filtered as much as possible. This is because data with too much noise can mask 

weak non-linearities [Cheung, et al, 1992]. Input/output data must also be scaled 

between O and 1 or -1 and 1 depending on the type of activation function used. This 

is very important to avoid saturating the activation function of the neurons. In 

addition, scaling the data will smooth out highly convoluted dimensions, making it 

easier for the network to learn the function surface [van der Walt and van Deventer, 

1993]. 

2. Training/learning phase. Leaming is the process of adjusting weight factors based 

on systematic and efficient trial and error. Training is the process of adjusting 

weight factors until the output patterns reflect the desired relationship [Baughman 
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and Liu, 1995]. To do this, the network is repeatedly presented with a set of known 

input/output data. The network learns the input/output response behaviour, and 

subsequently undergoes further training. This is the longest and most time­

consuming step. It is also the most important to the success of the network. 

Common types learning algorithms are described in Appendix A. 

3. Reall phase. The network is tested with the training data Further adjustments on 

the weights are made, if needed. 

4. Generalisation. The network is tested with data that it was not trained with before. 

lltis phase will detennine the interpolation/generalisation capability of the network. 

Different numbers of nodes are tested because there is a possibility for the network 

to overfit and badly generalise. 

Selection of suitable input variables is extremely imponant to properly map the 

rdationsh.ip with the output variables. For large multivariable systt!ms such as those 

encountered in chemical engineering, this is a difficult task. A major deterrent in using 

neural networks in chemical engineering is when the number of input variables is large, 

primarily due to what is called the "curse of dimensionality" [Wang, et al. 1995). This 

is due to the fact that as the number of input variables increases, memory storage and 

computational cost increase exponentially. The nwnber of parameters to be estimated 

will also increase, leading to poor generalisation capabilities [Sridhar, et al, 1998]. 

There have been a number of research activities on designing methods to select 

relevant inputs and thereby reducing the input dimension. In one of their works, Bhat 

and McA voy [ 1992) built a network including all the input variables, and then staned to 

prune them out one by one until all irrelevant inputs were eliminated. In another work, 

the opposite strategy was taken by growing the network size starting with an input 

pattern that is considered to be the ImSt imponant [Sridbar, et al, 1998]. In these 

works, however, the network must be designed and trained before the relevant inputs 

can be chosen. A method put forward by Sridbar et al. [1998) enables the identification 
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of important variables before the ANN model is developed. The method, which is 

known as Information Theoretic Subset Selection (ITSS), is based on information 

theory. The ITSS method allows the estimation of the percentage of total information 

in a subset with respect to the entire input vector. Input vectors with large percentage of 

infonnation can then be selected to develop the ANN model. 

2.3.4 Multilayer Perceptrons 

Multilayer perceptrons are feedforward multi-layered networks that are capable of 

perfonning just about any linear or nonlinear computation and can approximate any 

reasonable function arbitrarily well. Back propagation learning algorithm is one of the 

earliest and most common method for training multilayer perceptrons. It is used to train 

nonlinear, multi-layered networks to successfully solve difficult and diverse problems 

such as perfonn function approximation, pattern association and pattern classification, 

non-linear system modelling, time-series prediction and image compression and 

reconstruction [Hassoun, 1995]. Refer to Appendix A for a detailed description of 

backpropagation learning. 

Leonard and Kramer [ 1990] showed that the backpropagation algorithm is 

inefficient and has poor convergence on serial processing machines (ie. computers). 

Backpropagation learning is generally slow because of the characteristics of the error 

surface that is characterised by numerous flat and steep regions and has many troughs 

that are flat in the direction of search. In addition, there are local minima at error levels 

above the levels of the global minima of the surfaces. This causes the back propagation 

learning to become stuck at the local minima and converge very slowly [Lin and Lee, 

1995]. To speed up the perfonnance of backpropagation many enhancements and 

tmdifications have been proposed [Lin and Lee, 1995]. Details of th~ reconnnended 

tmdifications are given in Appendix A. 
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Other than backpropagation algorithm, there are currently many other techniques 

that can be used to train MLP. Among them are the Levenberg-Marquardt and the 

conjugate gradient training algorithms. 

2.3.S Radial Basis Function Network (RBFN) 

RBFN is based on the concept of the locally tuned and overlapping receptive fields that 

exist in the cerebral and tlie visual cortex [Moody and Darken, 1989}. The receptive 

fields of the network are radial basis functions, which can be adaptively tuned to 

provide sufficient overlapping for smooth mapping, but sharp enough for good 

approximations. 

Well known for its fast, localised training, simplicity and generality, the network 

attracted much researc~ especially in the late eighties and in the nineties. 1be network 

perfonns very well for classification and multidimensional curve-fitting 

(approximation) problems. RBFN is also suitable for on-line applications because it 

can be rapidly trained [Freeman and Saad, 1997]. Among the applications are speech 

recognition, image processing, fault diagnosis, process control, time series analysis and 

general function approximation. 

RBFN bas a feedforward structure (Figure 2.4). It differs in tentlS of operation 

from the standard feedforward neural network in the following aspects: 

l. The first layer connections to the second layer are not weighted. 

2. The hidden layer has J nodes, usually with Gaussian density function: 

hj (x) = exp[-llx - cill2 I (2cr/)) (2.1) 

where Cj, j = 1, ... J are the RBF centers, and Oj is the RBF width parameter. c; 

determines the location and er; detennines the span of the activation region of the 

nodes in the hidden layer. Each node in the hidden layer corresponds to a unique 

local neighbourhood in the input space. Within the region of activation, the closer 



27 

the input, Xi, is to the centre of the receptive field, Cj, the higher the activation level, 

with the maximum being one when Xi is at Cj. 

Learning for RBFN is divided into two parts. The first part is on the synthesis of 

the hidden layer, while the second part is on getting the weights of the output layer. 

The separate training scheme exploits the localised presentation of the hidden layer 

units, since only the nodes activated by an input needs updating. 

Ct 

CJ 

Figure 2.4: General structure of a radial basis function network. 
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The first part of RBFN training is to get the receptive fields parameters, which are 

the centers, Cj, and the width of the receptive fields, crj. Several learning schemes exist 

for determining Cj . 'The different approaches are discussed further in Appendix A. A 

single value of cr is sufficient to be used for all the receptive fields. RBFN with the 

same cr for each receptive field in the hidden layer was theoretically proven as universal 

approximator [Hassoun, 1995]. 

The second pan of RBFN training pertains to the task of finding the weights of the 

output layer, and is fairly straightforward. The works surveyed used linear regression, 

singular value decomposition or one of the backpropagation algorithms, like the delta 

learning rule [Hassoun, 1995; Haykin, 1994, Leonard, et al, 1992). 

Chen et al [1991) crure up with the orthogonal least squares (OLS) algori~ 

which has node-growing capability. The OLS algorithm provides a systematic method 

to select RBF centers. The centers are selected one at a time such that the 

approximation errors of the network are effectively reduced at each step. This recursive 

procedure is terminated once the errors have reached below a prescribed value. The 

MATLAB neural networks toolbox uses this algorithm to find the centers of RBF 

networks. An advantage of this method includes a smaller number of nodes in the 

hidden layer than that of RBF with randomly selected centers. Another advantage is the 

avoidance of numerical ill-conditioning frequently encountered in RBF with randomly 

selected centers. 

Leonard et al [1992] introduced the validity index network (VI net), which is an 

extension of RBFN. In addition to the network output, the VI net indicates when the 

network is extrapolating. The network is able to indicate any extrapolation based on the 

estimation of the local training data density. 
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2.4 HYBRID ANN•FP MODELS 

2.4.1 Back&round 

Hybrid ANN-FP models were developed to overcome the disadvantages, while utilising 

the advantages of both approaches. lbey are designed with the aim to enable these two 

approaches to complement each other so that accurate and efficient models can be 

realised. In the literature surveyed, advantages of a hybrid model includes: 

• Good generalisation and extrapolation capabilities [ van Can et al., 1996]. 

• Easier and consume less time to develop than their rigorous FP models counterparts 

(Su et al., 1992]. 

• Able to extract physical interpretation from the model [Psichogios and Ungar, 

1992]. 

• Accurate and reliable even when data is sparse and noisy [Thompson and Kramer, 

1994]. 

te Braake et al. (1998] classified models with a mixture of FP (or white box) 

roodels and black box roodels (usually ANN) into two categories: semi-mechanistic 

models and grey box models. Semi-mechanistic models are based on FP rmdels. with 

certain parameters or variables calculated from black box models or empirical data. The 

models are of the same form as the white box models. Grey box models are based on 

black box models, with prior knowledge being used to provide additional information. 

The models are of the same form as the black box DX>del. Nevertheless, this definition 

serves only as a general guideline of notation for classification of these models, and is 

not necessarily used in other works that bad been published. For example, Zorzetto et 

al. [2000] defined semi-mechanistic DX>dels to be the same as grey box OJJdeis, which 

could also be called hybrid models. There are also models that can also fall into either 

category, like the model used by Nascimento et al. [1999). On the whole, though. [U)st 
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published works used the term hybrid model to generally indicate a m:>del that is a 

mixture of FP models and black box (usually ANN) models. 

Most applications of hybrid ANN-FP models found in the literature are designed 

for dynamic models, which are used for control and scheduling. Thompson and Kramer 

[ 1994] recommended steady-state hybrid models for RTO because of their potential 

advantages over traditional FPM and traditional ANN. 

2.4.2 Structures of Semi-mechanistic Models 

The most common structure of semi-mechanistic models found in the literature is the 

serial configuration, shown in Figure 2.5. In this configuration, the input variables, X, 

is fed to the ANN, which is used to estimate o~ or more parameters, 0, that are 

difficult to obtain from a mathematical model. 1be outpws from the ANN, 0, from the 

ANN are then used along with the inputs, X, in a FPM to calculate the process outputs, 

Y. The ANN models can be trained with either O or Y. An inherent assumption of this 

configuration is that other than the parameters estimated, the rest of the FP model is 

accurate. This is the imst co1DIIX>n hybrid structure seen in the literature. Examples in 

the literature include: 

• microbial growth rate for a batch beer production [Zorzetto et al., 2000], 

• 
- - ~ 

- ANN - FPM ... 
X 0 y 

Figure 2.5: Serial ANN-FP hybrid m>del. 
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• specific reaction rates for a continuous stirred tank reactor [te Braake et al., 1999], 

• concentration gradient, specific cake resistance and cake interface concentration for 

crossflow microfiltration [Piron et al. 1997), 

• heat and mass transfer coefficients [Cubillos et al, 1996], 

• microbial growth rate for a fedbatch bioreactor [Psichogios and Ungar 1992). 

There are also variations in the application of the serial ANN-FPM structure. 

Schuben et al. ( 1994] added a fuzzy logic (FL) pre-processor to determine the different 

phases of a batch fennentation process when using ANN to predict the value of specific 

substrate consumption rate. lnput data enters the FL pre-processor, which then directs 

the data to the proper ANN for the corresponding phase. 

Fu et al. [ 1996] used a modification of the serial configuration. In all the previous 

serial semi-mechanistic models, supervised learning was used to train the network 

models. However, in the work by Fu et al., reinforcement learning was used. The 

perfonnance evaluation unit (PEU), a knowledge-based tool, sc:rved as a critic that 

monitored the output of the hybrid IlX)del and gave evaluations based on an 

experimental database. 

Additional variations found in the literature includes: 

• Thibault et al. [2000) modified the traditional approach slightly by training the ANN 

model with the error of the output variables instead of the enor of the parameters 

being m>delled with ANN. 

• Gupta et al. [1999] developed a two-level serial ANN for the prediction of several 

variables and parameters before finally feeding them to the FP roodel. 

• Wilson and Zorzetto [1997] used a serial semi-mechanistic configuration as the 

model for a Kalman filter, which is a state estimator. 

Other than the serial structure, there had also been work on a parallel 

configuration, shown in Figure 2.6. In this structure. the ANN is trained to predict the 
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residual between FPM and actual plant data [Su et al., 1992]. In this way, the combined 

hybrid model is able to accurately predict the process output. A major advantage of this 

configuration is that a less accurate and simple model is sufficient because the ANN can 

make up for the model discrepancies. 

lbompson and Kramer [ 19941 proposed a combination of parallel and serial 

hybrid configuration, shown in Figure 2.7. The network in parallel to the default model 

estimates the residue in the absem;e of a good FPM. Beyond the range of the ANN 

training data. only the FPM is considered. In this configuration, the parametric output 

model enforces the process constraints upon the output variables. 

-- FPM 

, ' - -.. ./ .... 
X 0. 

y 

-- ANN 

Figure 2.6: Parallel ANN-FPM hybrid rrndel. 

-.. FPM 
1 • Paramelric 

- \ - Output -.. ., .. 
Model 

.... 
X •• y 

-.. ANN 

Figure 2.7: Combination of parallel and serial ANN-FPM hybrid model. 
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In most of the literature surveyed, the semi-mechanistic models were able to yield 

models that gave better results than the pure ANN models and other types of models. 

van Can et al. [ 1996] compared serial and parallel hybrid structure, as well as models 

with pure FPM and pure ANN for modelling and control of a pressure vessel. Using 

ANN models developed from experimental data, they found the serial configuration 

yielded the best results. They also showed that the serial configuration had better range 

and dimensional extrapolation capabilities than parallel configuration. On the other 

hand, Shene et al. [ 1999] found the ANN model more accurate than the serial semi­

mechanistic model in modelling Zymomonas mobilis CP4 batch fermentation using 

experimental data. 

2.4.3 Other Fonns of Hybrid Models 

Nascimento et al. [ 1999] developed a hybrid FP-ANN model for an industrial Nylon-6,6 

polymerisation process to calculate the product relative viscosity, Y. The structure of 

the IIX)del is shown in Figure 2.8. Other than the input variables from industrial data, X, 

the hybrid tmdel also had amine end-groups and carooxyl end-groups concentrations 

calculated from FP models, 0, as inputs to the ANN model. 

+ 
0 - - ... ... FPM ... ANN .... 

X y 

Figure 2.8: An alternative form of serial hybrid FP-ANN model. 
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The difference between this hybrid model and the serial semi-mechanistic model 

is that in this model, the fmal model is an ANN model, which receives additional 

information in the form of two additional input variables from the FP models. 

Furthermore, the FPM is used to calculate two output variables (the outlet 

concentrations), instead of a process or thennodynamic parameter. In a serial semi­

mechanistic roodel, the final model is the FP model, which receives values of 

parameters predicted by ANN models. 

2.4.4 FPM for Training ANN 

There are several manners in which FPM has been used to train ANN to generate a 

black box model. In a sense, the FPM is integrated into the ANN model, but the 

resulting model is a purely black box model. 

Thompson et al. [ 1996) suggested several ways to incorporate simulated data from 

FPM into ANN. 

• Models of Models. The ANN is trained on data simulated using a simulation 

package. The main advantages are the fast and clean (i.e. noiseless) training, as well 

as fast on-line execution. Implementation on an actual plant was also reported. 

• Combining Models. ANN IDJdels of different units in a plant that was trained on 

the simulated data are easier to combine than the actual physical roodels. The 

combined tmdels are called a "metanetn. Tiris is useful for plant-wide RTO. 

Sabharwal et al. [ 1997] used an accurate steady-state plant simulation to generate 

additional training data outside the range of available plant data for training an ANN 

rmdel to be used for optimisation of a xylene distillation unit in a refinery in Japan. 

11le range of applicability of the ANN irodel is therefore increased by the data 

generated through FPM simulations. 
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In another approach, Tsen et al. [ 1996] generated an augmented data set to train 

ANN. The augmented data are data interpolated and extrapolated using gradient 

information from FPM at actual experimental data 11ris procedure is advantageous 

when plant data for training are scarce. 

Altissimi et al. [ 1998] generated data from a rigorous model simulated in Aspen 

Plus to develop steady state ANN models for a hydrocracker outlet gas separation unit, 

which consisted of four distillation columns in series. A reduction in computation time 

of at least 60 times was achieved when they replaced a rigorous FP model with the 

ANN model in the RTO loop of the gas separation process. 

In a similar approach, Nascimento et al. [2000) generated data from a rigorous FP 

model to develop ANN models for an industrial nylon-6,6 polymerisation process in a 

twin-screw extruder reactor to be used for optimisation. The models were then used to 

map out the objective functions to execute a detailed grid search for finding the 

optimum in a specific region. 

2.5 MODULAR NEURAL NETWORKS 

2.5.1 Background 

Theoretically, artificial neural networks (ANNs) are capable of learning complex and 

high-level systems, which are typical of chemical processes. Nevertheless, using a 

single, large ANN to solve large problems is prolubitive because of the computational 

complexities involved. One way to make the problem manageable is by using modular 

neural networks (MNN). 

In general, MNN is based on the concept of divide and conquer [ Jordan and 

Jacobs, 1994]. Large problems are divided into simpler, smaller and 100re manageable 

problems, solved (or conquered) using ANN, and are then combined to yield the 

solution. lbere exist different architectures of dividing, solving and combining MNN, 
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with various names like hierarchical networks, committee machines, stacked networks, 

and mixtures of local experts. In this work, MNN is used in a general context for 

systems of ANN that co-operate in an appropriate manner and the outputs combined to 

solve a complex. system 

The design and use of MNN is motivated by the following setbacks in traditional 

large ANN [Chen et al, 1997]: 

- A large network causes difficulties in training, such as difficulties in convergence 

and the problem of local minima 

- Slow training. 

- No a priori orientation about the likely kinds of relationship between the input 

variables themselves and between input and output variables. 

- Structure of ANN is unrelated to physical syskm t:ven after training, providing no 

insight to the actual process. 

- A large number of inputs causes a large number of parameters to be estimated, 

reducing the generalisation capability of the ANN. 

The advantages of MNN compared to traditional ANN are [ Gallinari, 1995]: 

- Reduce model complexity, resulting in a more efficient 11X>del. 

- Incorporate existing qualitative and/or quantitative know ledge into the network. 

- Possible to decipher the relationship between the variables involved through 

connections am:mg and within the network m>dules. 

Increase in robustness and flexibility. 

2.S.2 Classes of Modular Neunl Networks 

Gallinari [ 1995] divided MNN into three classes, listed as fo Dows: 



37 

1. Partitioning of the input space. 1be input data is partitioned into several subspaces. 

This class of MNN is the most commonly encountered in the literature. Each 

module of the network specialises in a section of the input space or in a task-specific 

function. 

2. Successive processing. The whole complex problem is decomposed into specialised 

modules that are carried out successively. 

3. Combining decision. Several different network models are used to process the input 

data and the outputs are combined to give a better overall model. 

Several studies carried out in the area of MNN classes are briefly outlined in the 

following sections. However, in many instances, there has been an overlap between the 

classes of MNN. More detailed information on some of the algorithms is given in 

Appendix B. 

Input Space Partition. The input variables are divided into groups, where each 

module would consist of small networks that are experts on a specific task or in a 

specific range of the inputs. Lu and Ito [ 1997] divided problem decomposition into 

three categories: 

l. Explicit decomposition. In this type of decomposition, sufficient ptior knowledge is 

needed about the domain and decomposition of the system Jenkins and Yuhas 

[ 1993] used this concept and embedded prior infonnation to efficiently control a 

truck to back-up a dock. Mavrovouniotis and Chang (1992) also decomposed the 

input space into subspaces that represent a specific small ponion of a process, a 

particular phenomenon or a constraint, or a single time instant within a time 

interval. The subsets, therefore, are localised spatially, temporally, or conceptually. 

As in Figure 2.9, subsets are then combined to form subnets, which are funher 

combined to form a hierarchy leading to the output of the network. The overall 

network is trained as a who le, based on its final outputs. 
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2. Class decomposition. The problem is decomposed into subproblems according to 

inherent relations annog the training data Developed for classification [Lu and Ito, 

1997], this method needs only connnon knowledge about the training data. 

3. Automatic decomposition. Tiie decomposition talces place as the learning process 

progresses. This is the most computationally complex method, and as such, it is not 

very suitable for large-scale problems. However, this is the most general In!thod 

since no previous know ledge of the system is needed. Most decomposition methods 

Top 
Subnc::l 

• • • 

Layer 2 of 
Subnets 

Layer l of 
Subnets 

Subnet I 

Subnet l 
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Subnet 

••• Subnet U 

Subnet 2 ••• Subnet LI 

Figure 2.9: Structw-e of hierarchical network from Chang and Mavrovouniotis (1992]. 
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fall into this category. For example, Chen et al. [ 1997] and Jacobs and Jordan 

[1994, 1995; Busson et al., 1998) used tree-structured architecture. Chen et al. 

[ 1997] used hyperplanes to partition the training data set into subsets. Soft 

partitioning was used so that there may be overlapping between adjacent partitioned 

input data subsets. The hyperplane is determined heuristically through a criterion. so 

that the resulting teedforward network can deal with two less complex. subproblems 

with less computational cost. Jordan and Jacobs [ 1994, 19951 also utilised tree-like 

structure and soft panitioning for their mixture of ex.pert networks, as shown in 

Figure 2. IO. However. a gating network, which perfonned as the partitioning 

mechanism. was added to detennine the degree of contribution from the outputs of 

the various local experts. Th~ mixture of ex.perts can also be arranged in a 

hierarchical manner. This algorithm had so far been applied for classification 

[Busson et al, 1998]. 

Gating 

Network ~-----~----11"--------.. 

Expert 
Network 1 

Expert 
Network 2 

% 

• • • 

Expert 
Network N 

Figure 2.10: Mixture of Experts partitioned by a gating network as proposed by Jordan 

and Jacobs [1995]. 
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Succ~ve Processing. In this class of MNN, each successive layers of NN correspond 

to a specific processing of the data. This effectively breaks down the global system into 

successive tasks to be solved. In one work, Bittanti and Savaresi [ 1998] introduced two 

types of Hierarchically Structured Neural Networks (HSNN), which are divided into 

slave network and master network as illustrated in Figure 2.11. The first type, the 

Linear-Nonlinear HSNN, is characterised by the slave function being a linear 

combination of the slave inputs, with the network parameters provided by the master 

outputs, which are nonlinear. The output of the HSNN corresponds to the slave 

network output. This type of HSNN is completely driven, and is especially suitable for 

functions with discontinuity ( i.e. where one of the variables has a switching effect), or 

for zeroing of functions due to certain variables. The second type, the Output-Tuned 

HSNN, is characterised by the master network providing only the gain and the offset at 

the output of the slave network. 

.. .. ... 
• 

... Master Network 
• • ! ... .. 

X 

\/ .... ... --.. .,., ... .... .. ... 
• Slave Network • • • • • 

>y 
! ! .. --... .,., 

"' 

Figure 2.11: Hierarchically structured master and slave networks. 
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The network output is the sum of the slave output and one of the master outputs, 

multiplied by the other master output. This type of HSNN is partially driven and is 

especially suitable for fulfilling constraints in the form of a function. The hierarchical 

network proposed by Mavrovouniotis and Chang [ 1992] previously described may also 

be considered to belong to this class of MNN, because the subnets in each layer of the 

network represents a certain feature of the system which at the end predicts the output 

oftheMNN. 

Decision Combination. The perfonnance of networks can be improved by combining 

the outputs of independent modules. This may allow the network to have a larger range 

and lower prediction errors than a single large network. Examples of this type of MNN 

described in the literature are: 

• Stacked networks. In stacked neural networks [Wolpert 1992; Sridhar et al., 

1996], different independent nt:tworks, callt:d lt:vd-0 modds, are individually 

trained using part of the original data from the training set (Figure 2.12). The 

outputs of the level-0 models are then combined in a level-1 model to generate the 

network output. Sridhar et al. [1996] showed in their work that stacked networks 

were able to yield better results than traditional ANN models. Lanouette et al. 

[ 1999] found stacked networks to be useful for modelling processes when the 

number of data available for training and testing is small. Yang et al. [1999) 

successfully used stacked networks in the roost difficult pan of a multi-stage model 

of a semi-batch styrene polymerisation reactor. lo another work, Zhang et al. [ 1999] 

uses stacked networks for predicting fouling in a batch reactor for the 

polymerisation of methyl methacrylate. The only setback is the large training time 

required for training for the individual network. 
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• Static committee machines. Ensemble averaging networks is one of the static 

committee machines described by Haykin [1999]. The outputs of several 

independent networks trained with different initial conditions were combined~ 

allowing an overall MNN with a larger range of initial conditions. 

2.6 smlMARY 

For practical implementation of RTO, a process tmdel must not only be accurate, but 

robust, easily maintained, and have short execution time. 1be use of pure FP models 

results in complexities in the development, maintenance and computation of RTO. Pure 

neural network 100dels, on the other hand, are simple to develop and have fast execution 

of the IOOdel. However, using ANN may compromise accuracy, especially when 
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extrapolation is needed. ANN IOOdels also do not provide any of the process insights. 

In addition, large multivariable systems that are typical of chemical processes ultimately 

lead to neural network rmdels that are too complex in tenilS of topology and training 

due to the "curse of dimensionality". Therefore, since models of chemical processes for 

RTO are multivariable, care must be taken when ANN based models are used for RTO 

to counter this problem 

Hybrid ANN-FP models combines both approaches of modelling to eliminate the 

weaknesses described and to take advantage of the strengths of both techniques. 

Several configurations exist in the literature, mostly in the form of simple parallel or 

serial structures. The configurations given are also mJstly tested on dynamic models. 

Although Leonard et al. [1994) mentioned the possibility of using hybrid ANN-FP 

steady-state models for RTO, none has ever been reponed in the literature. 

Modular neural networks (MNN) llk)dels provide a possible solution to break up 

the multi-dimensional problem of chemical process models. In MNN, prior knowledge 

is incorporated into MNN m:,dels in the form of the structure, or by hard-wiring the 

network connection, although none of the works surveyed combined FP rrodels with 

MNN. Nevertheless, algorithms for automatically decomposing the input space, which 

are mainly used for classifications, may not be necessary because of the extensive prior 

knowledge that is available on chemical processes. 

The next chapter describes the two processes (simple and industrial) modelled in 

this research. 1be simple but realistic syste~ a methanol-water flash drum, is used to 

study different ANN and grey box ANN imdels. The industrial process, a crude oil 

distillation column, is a practical candidate for RTO due to variations in feed and 

operating conditions, as well as for having a complex physical ID)del. 



3.1 INTRODUCTION 

CHAPTER3 

PROCESS DESCRIPTION 

To develop and test different ANN and grey-box ANN models, two chemical processes 

were studied. The first process is a methanol-water (M-W) flash and the second process 

is a crude oil distillation column. From a practical point of view, the flash system can be 

solved accurately and quickly using existing FPMs. However, the M-W flash is as an 

ANN test case chosen because it is simple, yet realistic in representing non-linear, 

discontinuous, multi-variable chemical processes. This would enable a thorough 

evaluation and analysis of ANN models necessary to 100del this class of processes. 

A flash drum splits the M-W feed into two outlet streams, a vapour and a liquid 

stream, with the vapour stream being richer in the tmre volatile component (methanol) 

than the liquid stream A M-W system was chosen because the chemical non-ideality of 

the vapour-liquid equilibrium and heat of vaporisation of the mixture will add to the 

mathematical non-linearity of the system, which would be suitable to develop and test the 

models. At the same time, the M-W flash will be simple enough for studying different 

grey box tmdels within a limited aDDunt of time. 

A crude oil distillation tower separates crude oil into many hydrocarbon products 

suitable for sale or further processing. A distillation column is actually a series of flash 

units stacked on top of one another. 1ne crude oil distillation tower is an actual column 
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in the Petronas Penapisan Melaka refmery in Malaysia. The tower is suitable because it 

is a practical candidate for RTO, due to variations in operating conditions and has a very 

complex and large physical model. The feed to the column, crude oil, consists of 

hundreds of components and therefore, thousands of balance equations can be written for 

each tray of the column. 

In this chapter, the methanol-water flash system and the Aspen Plus model 

developed for data generation are described. A detailed description of the crude 

distillation column and the Aspen Plus model are also presented. 

3.2 SIMPLE PROCESS, THE 

M-\V FLASH 

A two-component flash column is a single stage separator, which splits the feed into a 

vapour, V, and liquid, L, product, as shown in Figure 3.1. Referring to the figure, z, y, 

and x are the compositions of the more volatile component, methanol, in the feed, vapour, 

and liquid streams, respectively. For a methanol-water flash, the vapour stream is richer 

in methanol because methanol is more volatile than water, and the liquid stream is richer 

in water forthe s~ reason. A methanol-water mixture is non-ideal in the sense that the 

equihorium constant, K, and the heat of vaporisation are functions not only of 

temperature, T, and pressure, P, as ideal solutions are, but are also a function of 

composition, x and y. This is a complicating factor. 

In chemical processes, the complexity of a process Imdel does not only depend on 

the physical equipment, but also on the chemical components involved. Although a 

process may use the same unit operation, the behaviour and thus the model of the process 

is different when different chemical components are involved because of the different 

thenmdynamic behaviour of the mixture. Often, the unavailability of thenmdynamic 
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Figure 3.1: Schematic diagram of a general two-component flash column. 

data of the components involved will make it difficult to develop good mathematical 

models even for a simple process. 

With regards to vapour-liquid equilibrium for a two-component mi,ture, which is 

the simplest possible case, Figure 3.2 illustrates a so-called T-x-y phase diagram at 

constant P. TA and T 8 are the boiling point of components A and B respectively, where 

A is the more volatile component and therefore has the lower boiling point. 1be 

compositions plotted in the diagram are the composition of A. If a mixture with a 

composition of A, z1, at Ta, then the mixture exists only in the liquid phase. A liquid 

mixture in this region below the solid bold line is known as sub-cooled. If the 

temperature of the same mixture is raised to Toob, the first bubble of vapour will appear. 

Temperatures along this solid, bold line are the bubble point temperatures. A liquid 

mixture at the bubble point is called a saturated liquid. If the temperature of the mixture 

is raised to T 2, the mixture is now in the two-phase envelope. 1be mixture splits into a 

vapour phase with composition y1 and a liquid phase with composition X1 along the 

horizontal tie-line. As the temperature is raised to T dew, the mixture will continue to 
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Figure 3.2: A general two-component phase diagram. 
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vaporise and at TJcw will exist only as a saturated vapour. Temperatures along this line 

are the dew point temperatures, at which the last drop of liquid exist. If the temperature 

of the mixture is raised to TJ, then the mixture exists only in the vapour phase. A vapour 

mixture in this region above the saturated vapour line is superheated. Consequently, as 

temperature is increased throughout the single-phase liquid region to the two-phase 

vapour- liquid equilibrium region and fmally to the single-phase vapour region, there is a 

sharp discontinuity in the quantity and composition of vapour and liquid. 

In this work, the process was simulated in Aspen Plus, a commercial steady-state 

process simulator. For data generation, feed stream temperature and pressure were kept 

constant at l bar and 60C, while the feed flow rate, F, feed composition, z, flash 

temperature, T, and flash pressure, P, were varied over the following ranges: 
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• F (110-250 kmol/hr) 

• z (0.0909-0.6) 

• T (70C-90C) 

• P(0.7-1.lbar). 

The FLASH2 tmdel in Aspen Plus can be used to model vapour-liquid flashes, 

evaporators, knock-out drums and many other two-phase single-stage separators. 

FLASH2 detennines the thermal and phase conditions of a mixture of one or more inlet 

streams, when the outlet conditions are specified. The outlet conditions of the flash can 

be specified using two of four variables, which are, temperature, pressure, vapour fraction 

and heat duty. FLASH2 accepts any combination txcept vapour fraction and heat duty. 

In addition, it allows variation in the condition (e.g. tlowrate, temperature etc.) of the 

feed stream to the column. Aspen Plus also has an extensive databank of physical and 

thermodynamic propenies called Propenies Plus. If the properties of cenain components 

are not in Properties Plus, there are various estimation techniques in Aspen Plus which 

can be used in a process simulation. 

To illustrate the non-linearity of the syste~ a general mathematical model of an 

isothennal flash is presented. The following equation relates the compositions to the 

flowrates of the system: 

(3.1) 

where 

Zi is the feed composition for component i, 

~ = y/xi, is the equihorium constant for component i, 

'V = V IF is the fraction of the feed that goes to the vapour stream 

Tile equation can be iteratively solved using a root finding technique. However, for the 

methanol-water syste~ since Ki = f(x,y,T,P), solving Equation 3.1 becomes more 

difficult because an initial guess or estimate of x and y will have to be made and matched 
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at each iteration. This problem can be solved by simultaneous iteration on (xs) and 'V, or 

by having separate nested loops on (x,y) and V [Seader and Henley, 1998]. 

3.3 INDUSTRIAL PROCESS 

The crude distillation tower chosen as the industrial process in this study was designed to 

process sweet crude oil (ie. crude oil with low sulfur content) and condensate. This 

process faces problems brought about by the varying composition of the crude oil and 

condensate feed. Crude oil composition varies from shipment to shipm!nt, even if they 

come from the same well. Once in the storage tanks, the composition is not 

homogeneous because the oil is not mixed. Oil at the bottom of the tank would contain 

heavier components (ie. high boiling point and molecular weight) compared to oil at the 

top of the tank. Accurate feed composition measurement is almost impossible, even with 

off-line measurements. No on-line composition sensors exist for crude oil. For the 

chosen crude tower, the off-line measurements are inaccurate because the oil sample 

contains a high percentage of light components. Therefore, during sampling and 

analysis, the light components vaporise. Consequently, operators always have to adjust 

the set points for the operating condition of the process to meet the product specifications 

and yield. For instance, there are two different types of feed going to the crude tower, the 

condensate stream and the crude oil stre~ which can be adjusted to keep the average 

feed composition at the approximate desired level. In addition, product quality is only 

measured in the laboratory once every twelve hours. This requires the operators to rely 

on past experience by observing the temperature and pressure profiles from the column to 

estimate whether the products are within specifications. 1berefore, a good grey box 

model of the process, even one that is not used in RTO, will be very useful. This is 

because such rmdels would be able to estimate the cold properties from the operating 

conditions, such as temperature profile of the column, and the average feed composition. 
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Figure 3.3 illustrates a simplified flow diagram of the crude tower. There are four 

side strippers: heavy naphtha (HN) stripper, kerosene stripper, diesel stripper and 

anoospheric gas oil (AGO) stripper. Except for the HN stripper, which has a reboiler, all 

other strippers including the main column has medium pressure steam injected into the 

bottom of the column. Steam injected into the column reduces the partial pressure of the 

hydrocarbon, lowering the vaporisation temperature. The side strippers return the light 

ends that are withdrawn with the products in the side streams back to the main column. 

As such, the stripping rate in the side strippers can be used to manipulate the initial 

boiling point (IBP) of the product. 

Feed entering the crude tower, which is a mixture of Bintulu condensate and Tapis 

<.TUde, flashes into the flash zone, carrying over a small amount of LSWR, which is called 

overtlash. This overtlash allows some fractionation to occur on the trays just above the 

flash zone by providing internal reflux in excess of the sidestream withdrawal. At the 

same time, a slight armunt of LSWR that enters the AGO side draw (also called run 

down) is desirable because of the resulting increase in AGO yield, as long as the quality 

is within specifications. Overflash is controlled by manipulating the coil outlet 

temperature (C01), which is the temperature of the oil leaving the furnace used for 

preheating, and AGO withdrawal. At constant COT, increasing AGO withdrawal will 

decrease overflash, while decreasing AGO withdrawal will increase overflash. An 

increase in COT will increase overtlasb and vice versa There is a minimum overflash 

requirement of 3%. Other than AGO quality constraint, a high overtlash will increase 

energy consumption in the form of beating fuel and pumping rate of the column 

pumparounds. Nevertheless, a low overtlash will result in a dry AGO tray. 

lbere are four pwnparounds (p/a) in the tower: overhead p/a, HN p/a, diesel p/a and 

AGO p/a In addition to providing liquid reflux and reducing the vapour loading on the 

upper pan of the column, pumparounds also provide cooling to the tower. Thus, 

pumparounds can be used to conttol colunm temperatures, which affect product purity. 

Under normal operation, though. pumpar01mds are not used to control product quality or 
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column temperature, except for the occasional fme-tuning. An exception is the top 

column temperature, which is controlled by manipulating the top pumparound and reflux 

flow. Heat in the pumparound and product streams is recovered by heating the feed 

stream in the preheat train. 

Product from the side draws must meet certain specifications. Operators obtain 

these specifications from the production planning section and adjust the tower operating 

conditions (ie. set points) to ensure on-spec products. The quality specifications are 

checked off line once during each shift - twice a day - at 06:00 and 18:00, and are thus 

called ·~cold" properties. Table 3.1 lists the specifications and the corresponding products 

and manipulated variables. It is important to talce note of the cold properties because 

these are the values that would be predicted in the model output. 

A reconciled steady state simulation of the crude tower has been developed in 

Aspen Plus using PETROFRAC, a rigorous tray by tray equilibrium based distillation 

colurrm model designed specifically for petroleum applications. The main column, side 

strippers, pumparounds and condenser were all IOOdelled as part of the column with 

PETROFRAC. 

To obtain an accurate feed composition for the simulation, the products of the crude 

tower section were back-mixed and analysed. The feed assay information given to Aspen 

Plus were the true boiling point (TBP) curve, light ends analysis, stream specific gravity 

and average rmlecular weight. In Aspen Plus, the feed stream compositions were 

approximated with seven conventional components ranging from C2 to CS, and at least 

50 pseudo-components. The Peng-Robinson equation of state, which is recommended 

for refinery applications [Aspen Technologies, 1995], was used to calculate all 

thennodynamic properties. 



Table 3.1: Product spe(..ifications and manipulated variables of the crude tower. 

Specifications/ 
Properties 

Heavy Naphtha IBP 
FBP 

Kerosene Aash Point/ IBP 

Freeze Point / FBP 

Diesel Pour Point / Colour 
IBP 
FBP 

AGO Pour Point/ Colour 
IBP 
FBP 

LSWR Pour Point 

Note: IBP is initial boiling point 
FBP is fmal boiling point 
Q is reboiler duty 
SS is stripping steam rate 

3.4 DATA GENERATION 

Manipulated Variables 

Top temperature or Q 
HN draw 

HNdraw 
ss 
Kerosene draw 

Diesel draw 
Kerosene draw 
Diesel draw 

AGO draw 
Diesel draw 
AGO draw 

AGO draw 
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For both the flash system and the crude distillation tower, data were generated using the 

sensitivity analysis feature in Aspen Plus. In this feature, the independent variables 

specified were varied one at a time within the lower and upper limits. For example, if 

temperature, T, and pressure, P, were the independent variables, Twas held at a constant 

value while P was varied. Once Preached the specified upper bound, Twas incremented 
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to the next value and held constant while P was again varied. This procedure was 

repeated until the upper bound for T was reached. 

Although the sensitivity analysis feature in Aspen Plus is convenient in generating a 

large number of data, the spread of data obtained is very poor for training neural 

networks, and the data is clustered around cenain temperatures or other independent 

variables. To overcome the problem. a large number of data (at least three times the 

estimated amount that will be used for training) was generated. From this set, data 

collected at a cenain fixed interval from the original data file were taken to be in the 

training set. This enables the training data to be sequentially ordered and have a better 

spread over the desired range. The orthogonal least squares (OLS) algorithm used to 

train the RBF networks perfonns better with sequentially ordered training data. Training 

data for all the models developed in this work are in sequential order, except for MLP 

models, which perfonns better with randomly ordered data. The same technique was 

repeated for generating testing data, but at independent variable values that were different 

from the training set. For example, for the M-W flash system, a total of 792 data points 

were generated, out of which 150 data points were selected for training. Another set of 

data was generated at different independent variable values, out of which 70 were 

selected for testing. The selection of the number of training data points was based on 

several trial runs meant to find the number that gave the best result in tenm of the 

prediction errors and training times. A small number of the test data gave a poor 

estimation, while too many data points a large number led to a m:>del overfit. As stated 

by Haykin [1994] on page 178 of his book: 

"When, however, a neural network learns too many specific input-output 

relations (i.e., it is overtrained), the network may metoorise the training data and 

therefore be less able to generalise between similar input-output patterns" 
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Similar to the M-W flash syste~ the sensitivity analysis feature in Aspen Plus was 

also used to generate data for training and testing for the crude tower. Input variables for 

the ANN or grey box ANN models include the feed flow rates for the two feed streams, 

and the specified variables of a panicular section for the tower operation. The output 

variables are the dependant variables that were needed by the optimiser and were 

calculated due to changes in the input variables. Ranges for the variables are within the 

operating region of the column. Within this region, the variables in each section of the 

column have negligible influence on other sections in the column, except the sections that 

are immediately above and below it. This allowed data to be generated one section at a 

time. Since the sensitivity analysis feature of Aspen Plus can only allow a maximum of 

five independent variables, any section with more than five independent variables were 

simulated one at a time for the different values of the sixth independent variable. 

Table 3.2 lists the input and output variables of the network models for each section 

of the crude distillation column. Only variables associated with the particular section are 

included in the network model. Note that for the LSWR section of the column, the 

LSWR draw off was originally indicated as an output variable. This stream is considered 

as a waste stream; so, there was no strict specification or control. However, after 

generating data for the section, there was no significant change in the LSWR draw off 

rate (less than 0.001 %). Therefore, the draw off rate was not modelled since it was 

essentially a constant. 

The following lists the nomenclature of the input variables used in Table 3.2: 

• Bintolt is the Bintulu condensate feed from the storage tank. 

• Htfeed is the Tapis crude feed from the storage tank. 

• HNdraw, Kerodraw, Diesdraw and AGOdraw are heavy naphta (HN), kerosene, 

diesel and AGO product draw off respectively. 

• Qreb is the reboiler duty of the HN side stripper. 

• SSK, SSD, and SSA are the stripping steam rates for the kerosene, diesel, and AGO 

side strippers respectively, and SSM is the main column stripping steam rate. 
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Table 3.2: Input and output variables for each section of the c..-rude distillation column. 

Crude tower Input variables Output variables 
section 
Top of main Bintolt, Htfeed, HNdraw, Ttop, Ovhd, RR, QconJ, PAT 
column Kerodraw, Oreb 
HN stripper Bintolt, Htfeed, HNdraw, TtopH, TbotH, PAH, IBPH, 

Kerodraw, Oreb FBPH,RhoH 
Kerosene stripper Bintolt, Htfeed, HNdraw, TtopK, TbotK, FPKt:ro, IBPK. 

Kerodraw, Diesdraw, SSK FBPK 
Diesel stripper Bintolt, Htfeed, Kerodraw, TtopD, TbotD, IBPD, FBPD, 

Diesdraw, AGOdraw, SSD PourD, PAD 
AGO stripper Bintolt, Htfeed, Diesdraw, TtopA, TbotA, IBPA. FBPA, 

AGOdraw, SSA PourA, PAA 
LSWR (Bottom Bintolt, Htfeed, AGOdraw, TBot, PourL 
of main column) SSM 

The following lists the nomenclature of the output variables used in Tablt: 3.2: 

• TtopH, TtopK, TtopD and TtopA are the top temperatures of the HN. kerosene, diesel 

and AGO strippers and Ttop is the top temperature of the main column. 

• TbotH, TbotK, TbotD and TbotA are the bottom temperatures of the HN, kerosent:, 

diesel and AGO strippers and Tbot is the bottom temperature of the main column. 

• PAT, PAH, PAD, and PAA are the p/a at the top of the main column, and the HN, 

diesel and AGO strippers respectively. 

• Ovhd is the overhead draw off rate. 

• RR is the reflux ratio. 

• Qcond is the condenser duty of the main co hmm. 

• IBPH, IBPK, IBPD and IBPA are the initial roiling point of HN, kerosene, diesel and 

AGO produced respectively. 
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• FBPH, FBPK, FBPD, FBP A are the fmal boiling point of HN, kerosene, diesel and 

AGO produced respectively. 

• RhoH is the density ofHN. 

• FPKero is the flash point of kerosene. 

• PourD, PourA and PourL are the pour points of diesel. AGO and LSWR produced 

respectively. 

All the training and testing data for the M-W flash are given in Appendix C. Training 

and testing data for crude distillation tower are included in the enclosed diskette. 

3.5 SUMMARY 

The two processes studied to develop and test different types of ANN and grey-box ANN 

models are described in detail in this chapter. Method of data generation and the 

nomenclature used in both processes are also explained. 

In Chapter 4, the ANN and grey-box ANN 1DJdels developed and tested are 

presented. There are two types of standard ANN models and three types of grey box 

ANN models investigated. Brief descriptions of the algorithms and structure of the 

models are also given in Chapter 4. 



CHAPTER4 

DEVELOPMENT OF ANN AND GREY BOX 

ANNMODELS 

4.1 INTRODUCTION 

In this chapter, the ANN and grey box ANN models developed and tested in this 

research are described. Brief descriptions of the algorithms and structure of the models 

are also included. All model simulations were perfonned in MATLAB using the neural 

network toolbox. 

The roodels developed can be classified into two classes: 

• standard ANN models 

• grey box ANN models. 

Two types of standard ANN models were compared to see which one is better as 

the base case: 

• multi-layer perceptron (MLP), 

• radial basis functions (RBF) network. 

Three types of grey box ANN models were developed: 

• hierarchically structured neural networks (HSNN), 
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• serial networks, 

• hybrid network-FPM. 

4.2 MULTI.LA YER PERCEPTRONS (MLP) 

As mentioned in the literature reV1ew section, l'vll..P are multi-layer feedforward 

networks. The MLP networks used here have an input layer, one or two hidden layers 

and an output layer. For all the models used here, the sigmoid function is chosen as the 

activation function of the networks because the training and testing data are normalised 

between zero and one. Two different types of feedforward training algorithms were 

used from the Neural Networks Toolbox of MATLAB: backpropagation with adaptive 

learning rate and the Levenberg-Marquardt algorithm For both training algoritlnns, the 

number of layers in the network, the number of nodes in each layer, and the maximum 

sum of squared error that can he tolerated during training must be specified. 

Traditional backpropagation algorithm uses the standard steepest descent 

algorithm with a fixed learning rate, µ, to fmd the optimal weights. The performance of 

the algorithm is highly dependent upon the value of µ. A value of µ that is too small 

will converge very slowly, while a value ofµ that is too large will cause oscillations and 

instability. There is no single optimal value forµ because this depends upon the current 

position on the error surface that is being searched. Therefore, allowing µ to vary 

according to the error would improve the performance of the backpropagation 

algorithm. The adaptive learning rate algoritlnn in Matlab increases µ by 5% if the 

present error is less than the previous error. On the other hand, if the present error is 

1mre than the previous error by 4%, the present network parameters are discarded and µ 

decreased by 30%. 

The Levenberg-Marquardt algorithm is well known for fast training. It has close 

to second-order convergence. without computing the Hessian matrix. Instead, the 
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Hessian matri."< is estimated from the Jacobian matrix, which is much easier to compute 

than a Hessian matrix. Once a minimum is approached, the Levenberg-Marquardt 

algorithm in Matlab has a scalar parameter that is adjusted to smaller values, to increase 

the convergence rate of the algorithm. 

4.3 RADIAL BASIS FUNCTION NETWORKS (RBFN) 

The RBFN training algorithm in Matlab uses the orthogonal least squares (OLS) 

algorithm to iteratively select the centers of the radial basis receptive fields that will 

lower the network error the most. Unlike some RBFN training algorithms the number 

of centers (and thus hidden nodes) obtained using this training algorithm is less than the 

number of input vectors because the addition of the centers is stopped once the training 

error is less than a specified sum of squared error. 

Other than specifying an error goal, the spread constant, cr, which detennines the 

width of the receptive fields must also be specified. cr should be large enough for the 

receptive fields to overlap one another to amply cover the whole input range. 

Nevertheless, it should not be too large that there is no distinction between the output of 

different nodes in the same area of the input space. More detailed description of RBFN 

is in Appendix A. 

4.4 HIERARCHICALLY STRUCTURED NEURAL 

NETWORKS (BSNN) 

HSNN [Bittanti and Saveresi, 1998], uses prior knowledge of the output variable 

behaviour to divide the input variables into "master" and "slave" units. Both types of 

HSNN proposed by Bittanti and Savaresi were tested: completely driven and output 
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tuned HSNN. Two types of completely driven HSNN were developed: linear-nonlinear 

HSNN and nonlinear-nonlinear HSNN. A priori knowledge on the general relationships 

of the input variables with respect to the output variables, y, is needed to detennine the 

master (UM) and slave (Us) inputs for all types of HSNN. 

4.4.1 Linear-nonlinear HSNN 

The master network for the linear-nonlinear HSNN is nonlinear, while the slave 

network is linear, as shown in the general structure ilJustrated in Figure 4.1. lo this 

case, the variable chosen as the slave input should be approximately linear with respect 

to the output variable. Referring to the figure, VIM and V2M are the weights of the 

first and second layer of the master network respectively, and ClM and C2M are the 

biases. V 1 S and Cl S, which are also outputs of the master network, are the weights and 

bias of the slave network. Also note that in Figure 4.1, ovals represent a standard 

neuron, while the output of a square neuron is the summation of the input multiplied by 

the weights. The network parameters are updated using equations that are derived 

based on backpropagation update fonnulas. Unfortunately, the update fonnulas given 

by Bittanti and Savaresi [ 1998] were ambiguous in some of the notations and had 

several errors. 

The following update equations are based on a model with two output nodes in the 

master network as shown in Figure 4.2, which is the structure of linear-nonlinear HSNN 

that were mostly used in this work. The equations can be easily extended to have more 

or less nodes in the output layer of the master network. 

The output of the HSNN (which is also the output of the slave network) is 

calculated as in Equation 4.1. 



VIM 

ClM 

V2M 

C2M 

Us 

UM 
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r. 

• 
• 
• 

Figure 4.1: General structure of linear-nonlinear HSNN. 
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Figure 4.2: StructlU'e of linear-nonlinear HSNN for M-W system 
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y = l: [(VIS)(Us)] + ClS (4.1) 

where V 1 S = slave network weights and output of master network 

C 1 S = slave network bias and output of final node of master network 

Us = slave input. 

64 

The update equations were derived based on the backpropagation algorithm The 

weights in the second layer of the master network are updated using equation 4.2. 

V2Mnew = V2M - µ(2e ills)(aT)] (4.2) 

where µ = learning rate 

Us= 11extended0 slave input 

a= r{l: [(VIM) (UM)]+ ClM) 

f{t) = sigmoid activation function 
2 e = error= (y - Ydesirat) 

Us is a vector with a size of K+ 1 that consists of Us except the last element is l, 

where K is the number of output nodes in the master network. In this case, K would be 

2. 'The biases of the output nodes in the master network are updated using equation 4.3. 

C2Mncw = C2M - µ[ (2e) (]ls) ] (4.3) 

The weights for the first layer in the master network are updated from equations 

4.4 to 4.6. 

VlMncw = (VIMI + VIM2) f2 (4.4) 

where VIMI = VIM-µ((2e)(Us)(V2M(j,l) ® a')](UM) 

V1M2 = VIM - µ[(2e){V2M(j,2) ® a')](UM) 

(4.5) 

(4.6) 

The symbol® is for element-wise matrix product where the weights in column j of 

V2M are multiplied by the element in row j of a', and then summed together. The 

biases of the hidden nodes in the master network are updated using equations 4. 7 to 4. 9. 

ClMncw = (ClMl + CIM2) fl (4.7) 



where ClMl = ClM - µ[(2e)(Us). (V2M(j,l) ® a')] 

C1M2 = ClM - µ[(2e) (V2M(j,2) ® a')] 

Detailed derivations of the update equations can be seen in Appendix B. 

4.4.2 Nonlinear-nonlinear HSNN 

(4.8) 

(4.9) 
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For the nonlinear-nonlinear HSNN, both the master and the slave networks are non­

linear, as shown in Figure 4.3. As seen in the figure, the slave network now has a 

hidden layer. The variable chosen as the slave input should have a dirt:ct, strong and 

non-linear relationship to the output variable compared to other input variables. The 

number of outputs of the master network is the same as the number of parameters of the 

slave network. Therefore, if there were three nodes in the hidden layer, the master 

network would have ten outputs. The following update equations are based on three 

hidden nodes in the slave network. 1be equations can be easily extended to have more 

or less hidden nodes. Detailed derivations are given in Appendix B. 

In the update equations, it is important to note that the weights of the first layer of 

the slave network, VlS, corresponds to b1, bi and b:3, which are the first three outputs of 

the master network. 1be bias of the hidden nodes, ClS, corresponds to b4, bs and ~. 

which are the fourth to sixth output of the master network. The weights of the second 

layer, V2S, corresponds to bi, bs and hJ, which are the seventh to ninth outputs of the 

master network. Finally, the bias of the output node, C2S, corresponds to b10, which is 

the last output of the master network. 

The output of the nonlinear-nonlinear HSNN is calculated as in Equation 4.10. 

y = l: [ (V2S)(g)] + C2S ( 4.10) 

where g = r[(VlS) (Us)+ ClS] 

The weights on connections ending at the first three outputs of the master network are 

updated using equation 4.11. 
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Figure 4.3: A nonlinear-nonlinear HSNN. 
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V2MncwU, 1-3) = V2M(j, 1-3) - µ[(2e)(Us)(V2S ® g') (a)] (4.11) 

where a= f{l: [(VlM) (UM))+ ClM} 

j = the subscript for all the nodes in the hidden layer of the master network. 

The weights on connections ending at the fourth to sixth outputs of the master 

network are updated using equation 4. 12. 

V2MncwU, 4-6) = V2M(j, 4-6) - µ [ (2e) (V2S ® g') (a)] (4.12) 

The weights on connections ending at the seventh to ninth outputs of the master 

network are updated using equation 4.13. 

V2Mnc:w(j, 7-9) = V2M(j, 7-9) - µ[(2e) (g) (a)] (4.13) 

The weights on connections ending at the tenth output of the master network are 

updated using equation 4.14. 

V2MnewU, 10) = V2M(j, 10) - µ[(2e).(a)] (4.14) 

The biases of the first three output nodes of the master network are updated using 

equation 4.15. 

C2Mncw(j, 1-3) = C2M (j, 1-3) - µ [(2e)(Us) (V2S ® g')] (4.15) 

The biases of the fourth to sixth output nodes of the master network are updated using 

equation 4.16. 

C2MncwU, 4-6) = C2M (j, 4-6) - µ [ (2e) (V2S ® g')] (4.16) 

The biases of the seventh to ninth output nodes of the master network are updated using 

equation 4.17. 

C2Mnew(j, 7-9) = C2M (j, 4-6) - µ[(2e)(g)) (4.17) 

The bias of the tenth output node of the master network is updated using equation 4. 18. 

C2MnewU, 10) = C2M (j, l 0) - µ[2e] ( 4. 18) 

The update equations for the master network weights in the first layer are as 

follows: 

VlMncw = (VlMl + V1M2+ V1M3 + V1M4)/4 (4.19) 

where VlMl = VIM-µ [(2e) (Us)(V2S ® g') (V2M(j,l-3) ® a')] (UM) (4.20) 

VlM2 = VIM - µ [(2e) (V2S ® g') (V2M(j,4-6) ® a')](UM) (4.21) 



V lM3 = V lM - µ[(2e) (g) (V2M(j,7-9) ® a')](UM) 

VlM4 = VlM - µ[(2e) (V2M(j,l0) ® a')]{UM) 

(4.22) 

(4.22) 
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The update equations for the master network biases in the first layer are as 

follows: 

ClMncw = (ClMl + C1M2+ ClM3 + ClM4)/4 (4.23) 

where ClMl = ClM - µ[(2e)(Us)(V2S ® g') (V2M(j,1-3) ® a')] (4.23) 

ClM2 = ClM - µ[(2e) (V2S ® g') (V2M(j,4-6) ® a')] (4.24) 

ClM3 = ClM - µ[(2e) (g)(V2M(j,7-9) ® a')] (4.25) 

CIM4 = ClM - µ[(2e) (V2M(j,10) ® a')] (4.26) 

4.4.3 Output-tuned HSNN 

The output-tuned HSNN has a different structure than the completely driven HSNN. 

Figure 4.4 illustrates a schematic diagram of an output-runed HSNN. The master 

network has two outputs, which is a gain, b1, and a bias, bi, for the output of the slave 

network. This type of network is reconnnended for zeroing the network output., y, at 

certain values of an input variable; in this case, the input variable which causes the 

output to be zero is the master input, UM. Output-tuned HSNN is also recommended 

when there is a constraint to be met; in this case, the output of the whole constraint 

equation is UM. 

The output of the output-tuned HSNN is calculated as in Equation 4.27. 

y = (Ys) (bi)+ bi ( 4.27) 

where Ys = I ((V2S)(g)] + C2S 

g = f{((VlS) (Us)]+ ClS) 

The output of the master network, B, is: 

B = [bl b2]' = I [(V2M) (a)] + C2M (4.28) 

where a= f{[(VlM) (UM)]+ ClM}. 
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Figure 4.4: Output-tuned HSNN. 
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The weights on connections ending at the first output of the master network are 

updated using equation 4. 29. 

V2MncwU, l) = V2M(j, 1) - µ[(2e)(ys)(a)] (4.29) 

where j = the subscript for all the nodes in the hidden layer of the master network. 

The weights on connections ending at the second output of the master network are 

updated using equation 4.30. 

V2MncwU, 2) = V2M(j, 2) - µ[(2e)(a)] (4.30) 

1be bias of the first output node of the master network is updated using equation 

4.31. 

C2MncwU, l) = C2M (j, 1) -µ[(2e)(Ys)I (4.31) 

The bias of the second output node of the master network is updated using equation 

4.32. 

C2MncwU, 2) = C2M (j, 2) - µ[2e I ( 4.32) 

The update equations for the master network weights in the first layer are as 

follows: 

VlMncw = (VlMl + VlM2)/2 

where VlMl = VlM -µ[(2e)(Ys) (V2M(j,1) ® a)](UM) 

VlM2 = VIM - µ[(2e) (V2M(j,2) ® a')}(UM) 

(4.33) 

(4.34) 

(4.35) 

The update equations for the master network biases in the first layer are as follows: 

ClMnew = (ClMl + ClM2)/2 (4.36) 

where CIMI = CIM -µ((2e)(Ys) (V2M(j,l) ® a)] (4.37) 

C1M2 = ClM - µ[(2e) (V2M(j,2) ® a')] (4.38) 

Unlike the completely driven HSNN, the slave network parameters must also be 

calculated with update equations. The weights in the second layer of the slave network 

are updated using equation 4.39. 

V2Sncw = V2S - µ[(2e)(b1) (g)) (4.39) 

1be bias of the output node of the slave network is updated using equation ( 4.40). 
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C2Snew = C2S - µ[(2e)(b1)] (4.40) 

The weights in the first layer of the slave network are updated using equation 

4.41. 

VlSncw = VIS- µ[(2e)(b1) (V2S ® g')]Us (4.41) 

The biases of the first layer of the slave network are updated using equation ( 4.42). 

ClSnew = CIS - µ[(2e)(b1) (V2S ® g)] (4.42) 

4.5 SERIAL NETWORK MODELS 

Two types of serial network models were developed: 

• serial RBFN-RBFN 

• serial RBFN-RBFN- output-tuned HSNN 

Figure 4.5 illustrates the general structure of the serial RBFN-RBFN model, where 

I represents the input variables and y represents the output variables. Referring to 

Figure 4.5, Network 1 may have l to 3 outputs. Network 1, a RBFN, was detennined 

from the previously performed single network runs. The inputs of Network 2 are the 

original inputs, I, and the outputs, 0, of Network 1. Network 2 is a RBFN. 

RBFN 0 - RBFN 
[ - ~ 

... 
I 2 .... 

~ - y .. 

Figure 4.5: Serial network m:,del 
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According to the defmition of grey box models used in this thesis, the serial 

network model is considered a grey box rrodel because the selections of the 

intennediate variables, 0, are based on prior knowledge. lntennediate variables are 

variables that are easier for the network to predict than the final output variable. At the 

same time, the inteflD!diate variables are strong functions of the final output, and can 

therefore provide Ill)re information for Network 2 to better predict the final output 

variable. 

ln serial RBFN-RBFN - output-tuned HSNN models, output-tuned HSNN is used 

in series with a serial RBFN-RBFN 100del, as shown in Figure 4.6. Two types of 

constraints were tried in different IOOdels for the prediction of y for the M-W tlash 

system The first is: 

y = 0 at V = 0 (4.43) 

A second constraint is from the mass and component balances: 

y = 0 at [(F)(z) - (L)(x)] / V - Yi= 0 (4.44) 

RBFN 
1 0 

RBFN 
2 

Oulput-lWled 
~Y-i~ .. HSNN ---y~• 

Figure 4.6: Serial RBFN - RBFN - output-tuned HSNN. 
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4.6 HYBRID NETWORK MODELS 

In the hybrid network, network rmdels are coupled with first principles models or 

mechanistic equations. There are undoubtedly many ways to do this. However, in this 

work, since the models are going to be used for RTO, the mechanistic models 

incorporated must be simple and straightforward to solve. Similarly, although 

previously introduced models may seem to be more difficult to train compared to a 

standard ANN model, once trained, aU of them can be easily solved like any standard 

ANN model. 

The hybrid models can be divided into two types. The first type is the serial 

network - FP model, much like the serial semi-rnechanistic model. The only difference 

here is that the network model output is not a process parameter, but a process output 

variable. Two different models were tested in this category. Model l (Figure 4. 7) uses 

FPM l, which is the equilibrium relation: 

y = (K) (x) (4.43) 

where y = vapour composition of methanol in stream V, 

- FPM -
I l( .. .. 

l Network 0 - FPM - - ... ... ... I ... I y ... 

Figure 4.7: Type I serial hybrid roodel with K value (Model l). 
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K = equilibrium constant, 

x = liquid composition of methanol in stream L. 

The value for K was obtained from Aspen Plus at the corresponding state, but it is 

also possible to calculate K from correlations. Another option would be to have a 

separate network to correlate K to the corresponding input conditions. 

Model 2 for Type l category (Figure 4.8) uses FPM 2, the component balance: 

y = [{F)(z) - (L)(x)] / V (4.44) 

For this hybrid model to be used, the intermediate output, 0, must be both Land x or V 

and x, or V, Land x. Conditional statements were added in all hybrid rmdels to filter 

out negative values from intermediate variables predicted by Network 1. An additional 

condition was also added in the models that used Equation 4.44 to set y at zero if V is 

less than or equal to zero. These conditions were added not because of the process or 

the inaccuracy of the specific model structure, but because an inherent weakness of all 

standard ANN models for function mapping is that the models are not able to provide 

exact zeroing. 

Type 2 of the hybrid model is similar to Type 1, except models in this category 

have an additional network at the end of the tmdel. Therefore, there are three levels in 

Type 2 IOOdels. The network in the third level is a RBFN. 

Four different models were developed for this category. Models 1 and 2 both used 

FPM 1 and had very similar configuration, which is shown in Figure 4. 9. The only 

difference is that in addition to the trodel input, I, and the output of FPM 1, Model l 

had the intermediate output, 0, going to the network in the third level as an input. The 

structure of Model 3 is shown in Figure 4.10. This m>del used FPM 2 in the second 

level. The structure of Model 4 is shown in Figure 4.11. This model used both FPM 1 

and FPM 2 in the second level. 
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I Network 0 - FPM - .. ... .. .... 1 - 2 y .. 

Figure 4.8: Type 1 serial hybrid model with component balance (Model 2). 

- FPM .... 

KL. 
I 0 FPM 

Yl Network Network - ... ... ... .... .... 
2 y ....-.. 

1 1 
-.. 

i 
Figure 4.9: Type 2 hybrid roodel (Model 2). 

I Network 0 - FPM - Network .. ... .. Y2 ....- 2 y .... ... 
1 2 

-.. 
f 

Figure 4.10: Type 2 hybrid rmdel (Model 3). 



76 

FPM 

K Y1 

0 
FPM l Network Network 

2 y 
l Y2 

FPM2 

Figure 4.11: Type 3 hybrid model (Model 4). 

4.7 SUM~IARY 

In this chapter, detailed descriptions of the models developed are presented. Brief 

descriptions of the algorithms and structure of the rmdels are included. Update 

equations for the three HSNN-type trodels are also given. 

Chapter 5 presents the results of the different models descn'bed in this chapter. 

The tmdels were tested on the flash systems and the crude oil distillation column. A 

comparison between the tnJdels and between the two different chemical processes is 

also discussed. 



S.1 OVERVIEW 

CHAPTERS 

RESULTS AND DISCUSSIONS 

The models described in Chapter 4 were developed and simulated under the MATLAB 

environment. The numerical results obtained are presented here. 

Two standard ANN models, multi-layer perceptrons (MLP) and radial basis 

function networks were tested first to detennine a base case for comparison. Models 

were developed for the methanol-water (M-W) system, which is a thermodynamically 

non-ideal mixture. 

More complex model structures were used for variables that were difficult to 

predict. A simple model that could sufficiently predict output variables is preferred. 

More complex ODdels were tested only if a variable was unsatisfactorily predicted by 

standard ANN IOOdels as these models were rmre difficult to develop and train. For 

example, developing HSNN models are more involved because changes in the number 

of variables and in cenain model structures require more adjustment and tuning 

compared to a standard ANN model. HSNN models also require longer training times 

because of the complexity of the model structure and the backpropagation algorithm 

used to train the network which was used by Bittanti and Savaresi ( 1998). In addition, 

as a consequence of its architecture, HSNN models are only suitable for single output 
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variable prediction. Therefore, it is not practical to develop more complex models for 

all variables when simpler IIXldels are sufficient. 

Results for the different models are presented in the following order: 

• standard MLP and RBFN models, 

• completely driven HSNN models, 

• serial network models, 

• hybrid network IIX)dels, and 

• crude oil distillation tower models. 

For the M-W system. all models are trained with the same batch of ISO training 

data and 70 testing data, which are described earlier in Chapter 3. 1l1e standard ANN 

rmdels were initially tested with different numbers of training data ranging from 70 to 

400, and the data set with 150 points was found to give the best results in terms of 

prediction and training time. 

To determine the number of training data points, both the RBFN and MLP models 

were trained with different training data sets. Both models used the same maximum 

acceptable sum of squared error (MSSE) during training and the default number of 

allowable of iterations in MATLAB, which is I 0,000. As described in Chapter 4, once 

the spread constant, cr, and MSSE were specified, the OLS algorithm used to train the 

RBFN automatically selects the centers, and thus the nwnber of nodes for the model. 

For MLP, different numbers of hidden layers and nodes were tested. 

For example, Table 5.1 shows the prediction of V with 150 and 300 training data 

points. In the table, "CPUs" represents the time in CPU seconds taken for training the 

network on a personal computer with a Pentium 200 MHz micro-processor. The RMS 

error for the RBFN model trained with 300 training data points was slightly lower than 

the RMS error trained with 150 data points. However, the training time when 300 data 

points were used was ahmst ten times (JX)re than when 150 data points were used. 

Similarly, the 1W..P network trained with the higher number of training data gave better 
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predictions. The structure with two hidden layers (30 and 15 nodes) gave better 

predictions than the structure with a single hidden layer (30 nodes). Unfortunately. the 

two-hidden layer structure trained with 300 data points took such a long time to train 

that it is not practical to use for other variables as well. Therefore, the 150 data points 

were chosen as the training set. 

The training and testing data for the crude distillation tower depends on the 

different sections of the column, and as described in the crude tower results section in 

Chapter 3. Similar to the M-W system, different sets of training data were tested to fmd 

the training set that gave the best results. 

Evaluations of the rmdels are based on root mean squared (RMS) error for t!ach 

model prediction. Error is defined as the difference between desired (or actual value 

provided by the testing data) output value and the predicted output value. Training time 

will also be taken into consideration, mainly because of the convenience in developing 

models with short training cycle. The training time will ouly be a major concern when 

the model is periodically updated on-line. For all the models, the results presented in 

this chapter are the best ones obtained after numerous trials of different training error 

tolerance, spread constant, number of nodes and layers, and learning rates, whichever 

parameters that were applicable for the different tmdels. 

Table 5.1: Prediction ofV using 150 and 300 training data points. 

RBFN MLP (I layer) MLP(2 layers) 

No. of data 150 300 150 300 150 300 

RMS error 0.0360 0.0313 0.0565 0.0443 0.0434 0.0380 

CPUs 26.4 244 415 833 772 16,790 
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5.2 STANDARD ANN 

5.2.1 Base Case Model Selection 

There are three types of standard ANN rmdels: two MLP and one RBFN. All the 

models have T, P, F and z as the input variables with the same training and testing data. 

The models also use the same MSSE and the default maximum number of iteration to 

avoid long training times. The MLP models were developed with two different training 

algorithms, which were backpropagation (BP) with variable learning rate, µ, and 

Levenberg-Marquardt (L-M) training. Models with one and two hidden layers were 

tested. The number of nodes in each hidden layer was also varied. The best MLP 

models for both training methods had two hidden layers with 30 and 15 nodes in the 

first and the second hidden layers respectively. For the RBFN 100del, the OLS 

algorithm used in MATLAB iteratively selected the centers (or nodes) that yielded the 

least error. Therefore, only the MSSE and the spread constant had to be changed to find 

the best RBFN rrndel. 

Table 5.2 shows the RMS error of the test data prediction for each output variable 

of the M-W flash system As seen in Table 5.2, RBFN gave the smallest RMS errors 

for all the variables. The predictions of both MLP models yielded similar results for all 

output variables, except for q where the MLP trained with the L-M algorithm had an 

RMS error that is about half of the RMS error of the MLP trained with BP. The model 

trained with the L-M algorithm predicted three out of five variables better than the 

IIX)del trained with BP. Both models use a random initialisation algorithm for the 

weights and biases; this initial value could also influence the 100del prediction. The 

training times for the RBFN toodels are ten to twenty times shorter than for the MLP 

models. Comparing the two MLP models, the L-M algorithm had three to five times 

sboner training times than the BP algorithm with variable µ. Based on these results, 

RBFN were taken as the base case for comparison with other models. 
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Table 5.2: Comparison of the best results obtained with RBFN and two :MLP m::,dels. 

RBFN rmdel MLPw/BP & var.µ :MLP with L-M 
Output RMS CPUs RMS Error CPUs RMS Error CPUs 

Error 
V 0.0360 26.41 0.0434 772.0 0.0572 185.9 
y 0.1119 12.63 0.2421 852.3 0.2581 318.4 
L· 0.0267 11.36 0.0321 809.5 0.0314 237.4 
X 0.0309 19.38 0.0427 822.0 0.0410 251.1 
q 0.0325 21.59 0.0702 614.3 0.0357 279.6 

Since all models are compared against the base case, ODdel predictions that 

yielded an improvement relative to the base case are deemed as satisfactory. No 

standard error limits are found in the literature, mainly because acceptable or 

satisfactory predictions are somewhat subjective, depending on the process and the 

objective of the trndel. 

5.2.2 RBFN Models for M-W System 

Table 5.3 provides the complete results of the standard RBF 100dels for the M-W 

system The first section of the table gives the RMS error of each output variable that 

was individually predicted. The second section gives the RMS error when two output 

variables were predicted together with a single RBFN. The third, fourth and fifth 

sections give the RMS error when three, four and five output variables were predicted 

together respectively. MSSE listed in the second colunm is the maximum allowable 

sum of squared error for the training set (that is, during identification). Total RMS 

errors in the third colunm of Table 5.3 is the sum of the RMS error of all the output 

variables of the IOOdeL Individual RMS error, in the third colunm, is the RMS error of 
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Table 5.3: Results of RBF network roodels. 

Outputs MSSE Total RMS Individual RMS 
(y 1 ,y2,y3,y4.y5) Error Error 
V 0.05 0.0360 
y 0.15 0.1119 
L 0.01 0.0267 
X 0.01 0.0309 
q 0.05 0.0376 
V,y 0.01 0.1478 0.0354, 0.1124 
V,x 0.03 0.0599 0.0297, 0.0302 
V,L 0.01 0.0528 0.0264, 0.0264 
V, q 0.10 0.0533 0.0290, 0.0243 
Y, :< 0.10 0.1625 0.1324, 0.0301 
V, y, X 0.20 0.1782 0.0434, 0.1032, 0.0316 
V, y, L 0.03 0.1666 0.0267, 0.1132, 0.0267 
V, L, X 0.01 0.0828 0.0257, 0.0257, 0.0314 
V, x, q 0.01 0.1047 0.0498, 0.0313, 0.0236 
V, y, L, X 0.10 0.1993 0.0279, 0.1123 

0.0279, 0.0312 
V, y, L, x. q 0.03 0.2188 0.0269, 0.1134, 0.0269, 

0.0311, 0.0205 

each variable in the respective order given in the first column. For the purpose of 

simplicity, plots of the output variables are not shown here because there are too many 

variables and combinations of variables predicted. However, plots are shown in a later 

section that discusses comparisons of the results obtained. 

From Table 5.3, although the total RMS error may seem to increase as the number 

of output variables are increased, the individual RMS error showed otherwise for rmst 

of the variables. In fact, suitable variable combinations are found to decrease the RMS 

error of tmst of the variables. For example, when only V was predicted, the RMS error 

was 0.0360; however, the RMS error of V when predicted in the output variables 

combination of [V, x], and [V, L, x] were 0.0297 and 0.0257 respectively. The same 

trend in prediction error could be seen with the rest of the variables, ~xcept for x and y, 
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the composition of methanol in the liquid and vapour streams respectively. The RMS 

errors of x and y in different output combinations are almost the same. However, the 

results obtained using RBFN show that y is the most difficult variable to predict. 

The results in Table 5.3 are the best obtained using RBF networks, after trying 

several different spread constants, CJ, and the ma.'timum allowable sum of squared error, 

MSSE. Detennining the suitable CJ for the RBFN models was fairly easy, as CJ for the 

same data would be ahnost the same even for different variable predictions since the 

data were nonnalised. For all the RBFN tmdels developed, CJ was either 0.15 or 0.20. 

The MSSE, however, varied depending on the behaviour of the variable being 

modelled. The variables that had good predictions could be modelled tightly, with 

small MSSE. For example, for the predictions of V, L, x and q, shown in Table 5.3, the 

MSSE are 0.05, 0.01, 0.01 and 0.05 respectively. For the prediction of y, however, the 

MSSE is 0.15. lbis is because y is not only highly non-linear, but also discontinuous. 

A tightly tuned model for y will not be able to generalise well because the surface for 

convergence has been strictly limited by the requirements of a small MSSE. 

S.2.3 RBFN Models for 8-T System 

To ensure that the unsatisfactory result obtained for the prediction of y was not due to 

the non-ideal behaviour of the M-W mixture, the same output variables were predicted 

with a benzene-toluene (B-T) flash syste~ which is thenmdynamically ideal. As in 

the M-W system, the range IDJdelled covered the single-phase liquid, two-phase and 

single-phase vapour regions. The training and testing data were generated in Aspen 

Plus by varying T (88-100 °C), P (0.85-1.05 bar), F (70-170 km:>Vhour), and z (0.28-

0.71). Since a B-T mixture is thermodynamically ideal, the results would indicate if the 



84 

non-ideality of the M-W mixture were a major factor in the difficulty of predicting the 

system 

From the results given in Table 5.4, it can be seen that the RMS errors for all 

output variables are only slightly lower that those of the M-W system, except for L and 

x. The prediction for the vapour composition of benzene, y, is still not satisfactory. 

After testing with the B-T system it can be concluded that y for any flash system that 

covers single-phase liquid, single-phase vapour and two-phase vapour-liquid regions 

would be difficult to predict. Therefore, a more complex structure is needed to get a 

better prediction of yin this range of data. 

S.2.4 RBFN Models for Two-Phase Region 

To detennine that the RBF network is indeed able to model the flash system in the two­

phase region, all zeroes and ones in the original pool of training and testing data 

generated from the M-W Aspen Plus simulation were discarded. The data that are left 

are therefore points in the two-phase region, where both liquid and vapour are present. 

100 data points from the original training data and 70 data points from the original 

testing data were then selected at approximately equal intervals. The 100 training data 

Table 5 .4: Results of the 8-T system using RBFN models. 

Variables M-W system B-T system 

V 0.0360 0.0264 
y 0.1119 0.1034 
L 0.0267 0.0270 
X 0.0300 0.0612 
q 0.0325 0.0160 
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set was found to be the best after trying several different numbers of training data. This 

two-phase region is actually the practical operating region for flash systems. 

The results of the model predictions are shown in Table 5.5. As seen in the table, 

the results obtained are much better than for the model that spans the single and two­

phase regions. The predictions are very good especially for y, x and q, where the RMS 

errors were an order of magnitude lower than the predictions of the base case. V and L, 

however, had only slight improvements; this is tlX)St probably because the RBFN was 

able to distinguish the linear relationship between F and V and Leven in the original 

data range. Consequently, the improvement seen in the prediction of V and L are not as 

substantial as for the three other output variables. TI1e good results obtained proves that 

the RBF network is indeed able to model the non-linearity of the system. but is unable 

to account for the discontinuity at the edge of phase envelope where the mixture is in 

the single-phase region. Fortunately, in practical industrial applications, the operation 

of a tlash system is limited within the two-phase region. Nevertheless, if a wider region 

was desired, a more complex model should be used, especially to predict y. 

Table 5.5: Results of standard RBFN model for M-W system in the two-phase region. 

Outputs M-W system (Base case) M-W system (2-phase only) 

V 0.0360 0.0114 
y 0.1119 0.0065 
L 0.0267 0.0108 
X 0.0309 0.0074 
q 0.0325 0.0095 
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5.2.5 Predicting y 

1be problem in predicting y stems from the abrupt change in composition from the two­

phase region to the single-phase liquid region. There may be conditions that can be 

given to overcome this problem; however, since this is a test case, a generalised 

approach is preferred because similar problems may also occur in other processes. For 

example, Yang et al. [ 1999] reported that straightforward standard ANN was not able to 

model sharp changes in monomer and initiator concentrations for styrene 

polymerisation. In addition, simple conditions like setting y to zero when V is zero 

cannot work because of the inherent weakness of all standard ANN modds that cannot 

give exact zeroing for function mapping. Figure 5.1 shows the plot of nonnalised actual 

V versus nonnalised predicted V. Out of six points where the actual y were zero, four 

were predicted to be slightly positive (about 0.06) and two were predicted to be slightly 

1 
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Figure 5.1: Plot of nonnalised actual V versus normalised predicted V. 
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negative (ab:)Ut -0.02). Consequently, the prediction of V cannot be directly used as a 

condition. 

Therefore, to have a generalised approach in handling this problem rmre complex 

network Imdels must be used. The following section discusses the results of IOOre 

complex ANN models in predicting y. 

S.3 COMPLETELY DRIVEN HSNN 

Bittanti and Savaresi [ 1998] reported that completely driven Hierarchically Structured 

Neural Networks (HSNN) was able to handle discontinuities. especially when the 

discontinuity depends on a specific input variable. HSNN would therefore be a suitable 

network 11¥>del to test. Two types of completely driven HSNN models were developt=d 

for the prediction of y: linear-nonlinear HSNN and nonlinear-nonlinear HSNN. Output­

tuned HSNN was not developed for predicting y as a single model on its own because 

no clear-cut constraint could be given from the input variables. This type of HSNN. 

however, could be used in the serial IDJdel, which will be described in a later section. 

Both DX>dels use the same training and testing data file for the M-W system as in 

the base case. Similar to the base case, the inputs to the HSNN models are also T, P, F 

and z. However, for HSNN, the input variables are further divided into slave and 

master inputs. 

S.3.1 Linear-nonlinear HSNN 

Figure 4.2 illustrates the best linear-nonlinear HSNN structure used for prediction for 

the M-W system The master network was kept as a single hidden layer, but the number 

of nodes was varied to find the best IIJ)del The lowest RMS error is found when the 
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master network has six hidden nodes and two output nodes. The outputs of the master 

network provided values for the weight and bias of the slave network. As mentioned in 

Chapter 4, for linear-nonlinear HSNN, the slave input should have a direct influence 

and is approximately linear to the output of the HSNN. The input variables to the 

network are T, P, F and z. If F was the slave input, then the three remaining input 

variables were the master input. Different slave input and number of hidden nodes for 

the master network were tested to find the best configuration. The best configuration 

found had six nodes in the hidden layer of the master network. 

Table 5.6 gives the best results obtained for single output predictions with HSNN 

and standard RBFN. The second colunm of the table gives the slave input variable used 

in the linear-nonlinear HSNN model. For example, F was the slave input for the 

prediction of V, and four different slave inputs, z, F, K and T were individually tested 

for the prediction of y. Two different K-values data were used. In the first model, the 

K-values being used are taken directly from Aspen Plus. Aspen Plus estimates K· 

values from physical property methods, without taking into account whether both liquid 

and vapour phases are actually present at a particular state. Therefore, the K-values are 

incorrect when the M-W mixtures only exist in a single phase because equilibrium 

constants are valid only within the two-phase region. 1be K-values used in the second 

model are 1mdified to indicate when there is only a single vapour or liquid phase. 

Referring to Table 5.6, ammg the three output variables predicted., V had the 

lowest RMS error. 1be result for V is also better than the base case. This is an 

e,tpected outcome because from mass balance, since V has a linear relationship with F. 

The RMS errors of the first three mJdels used to predict y were close. Even though z 

and Fare not linearly related to y, both linear-nonlinear HSNN tmdels are able to give 

a better prediction of y than standard RBFN. When F was used as the slave input to 

predict y, the RMS error obtained is only slightly higher than when z was used as the 

slave input. This is reasonable because from mass and component balances, F and z are 

both strong, but slightly non-linear functions of y. Using K-values with errors as the 
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Table 5.6: Results of linear-nonlinear HSNN models. 

Output Slave Input MSSE RMS EITOr for RMS Error for 
Standard RBFN Linear-nonlinear HSNN 

V F 0.03 0.0360 0.0240 

y z 0.07 0.1119 0.0893 
F 0.07 0.0885 

K(Error in K) 0.07 0.0857 
K ( correct K) 0.04 0.0344 

T 0.16 0.1593 

X z 0.027 0.0325 0.0362 
F 0.035 0.0311 

slave input yielded similar results as the first two models because the errors in the K­

values would give misleading information in the single-phase region. As expected, the 

best result in predicting y was obtained when the correct K-values were used as the 

slave input. When T was the slave input, the model prediction is worse than the 

prediction of the RBFN nx:,del. This has most probably occurred because the 

relationship between y and T is not only highly non-linear, but is also not direct one. 

As seen in Chapter 3, T influences the value of y through the equilibrium constant K. 

The RMS errors using RBFN and linear-nonlinear HSNN for the prediction of x, 

are close. None of the input variables were suitable as a slave input for predicting x; F 

was found to be the best choice. Using z as a slave input yielded a RMS error that is 

also slightly higher than when F was used as the slave input. lnerefore, when a suitable 

slave input is not available, using a simple standard RBFN llX)del is sufficient. Also, 

simple rmdels that can yield acceptable predictions are better because of the shon 

training time for developing the model The training times for predicting y with z and F 
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as the slave input are 29,826 CPU seconds and 21,504 CPU seconds respectively, which 

are much greater than the training time of about 13 CPU seconds for the base case. 

S.3.2 Nonlinear-nonlinear HSNN 

The structure for the nonlinear-nonlinear HSNN model is illustrated in Figure 4.3. Both 

the master and slave networks have one hidden layer. The best model developed has 20 

nodes in the hidden layer and 10 nodes in the output layer of the ~ter network. The 

mastt!r network outputs are the parameters of the slave network, which has three nodes 

in the hidden layer. The variable chosen as the slave input can be non-linear, but should 

also be directly a function of the output variable. The complexity of nonlinear­

nonlinear HSNN makes it suitable for modelling difficult-to-predict variables like y. 

Other output variables are not modelled because the results obtained with simpler 

models are deemed to be satisfactory. 

From the results of the nonlinear-nonlinear HSNN shown in Table 5.7, the RMS 

error for both IIX)dels are less than that using standard RBFN, but the training times 

were much longer mainly because of the complex structure and the backpropagation 

algorithm The training times for the two models with F and z as the slave inputs are 

28,790 CPU seconds and 10,681 CPU seconds respectively. Nevertheless, once 

training is completed and the model is obtained, the execution of the model is very fast. 

Table 5.7: Results of nonlinear-nonlinear HSNN Imdels. 

Output Slave RMS Error for Training Time 
Input MSSE Nonlinear-nonlinear HSNN (CPUs) 

y F 0.05 0.0884 28,790 
y z 0.06 0.0820 10,681 
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S.4 SERIAL NETWORK MODELS 

All the serial network models basically have the same structure as shown in Figure 4.5. 

The first network for all the serial models is an RBF network that is used to calculate 

intermediate output variables that had good predictions, based on the results shown in 

Table 5.3. AU models were used to predict y as the final output. Two different types of 

networks were tested as the second network model: RBFN and output-tuned HSNN. 

S.4.1 Serial RBFN-RBFN Mode~ 

In developing models in this category, several different intermediate variables were 

tested. Sinct! the cr and MSSE for Network I were already known, only the parameters 

for Ndwork 2 need to ht: systematically searched. The cr used for Network 2 for the 

different models ranged from 0.15 to 0.3. The MSSE for Network 2 for the prediction 

ofy range from0.05 to 0.30. 

The results of the serial RBFN-RBFN models are listed in Table 5.8. Referring to 

the first column in Table 5.8, x➔y indicates that the output of Network I is x, which is 

then included with the original input variables, I, as an input to Network 2 to predict y, 

since it is the most difficult variable to predict using standard networks. The third 

column in Table 5.8 provides the total RMS error for the prediction of all variables from 

the serial ID)del, while the fourth colunm provides the individual RMS error of the first 

and second networks. Note that although the total error may seem large, the actual 

RMS error of each individual variable is not. The individual RMS errClr of the 

intennediate variables can be seen in Table 5.3. 

The RMS error for the prediction of y, shown in column 4of Table 5.8 (RMS error 

for ANN 2), all gave slightly better results than prediction with a single RBFN, except 

for V,L ➔ y. The additional information provided by the inte~diate variables for the 
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Table 5.8: Results of serial RBF network models. 

Output MSSE Total RMS RMS Error 
(ANN I/ANN 2) Error (ANN l/ANN2) 

X ➔ y 0.01/0.15 0.1397 0.0329/0.1067 
V,L ➔ y 0.01/0.05 0.1368 0.0804/0. l 123 
V, L, x ➔ y 0.01/0.30 0.1392 0.098310.103 l 
V, X ➔ y 0.03/0.15 0.1172 0.0620/0. 1088 
V, ,c, q ➔ y 0.01/0.10 0.1455 0.0835/0.1090 

prediction of y allowed tighter training. Among the runs perfonned for the serial RBF 

networks, the runs with V ,L,x ➔ y and V .x ➔ y gave satisfactory results, with both 

yielding the RMS error for prediction of y at 0.1031 and 0.1088 respectively. The 

variables involved in predicting y in both groups are strong functions of y. These are 

the variables needed in a material balance to solve for y. 

5.4.2 Serial RBFN • RBFN • Output-tuned HSNN 

Bittanti and Savaresi [1998) recommended that the output-tuned HSNN be used for 

implementing constraints. Referring to the structure of the output-tuned HSNN shown 

in Figure 4.4, an intennediate output is predicted by the slave network and the 

constraint is met by the master network. To predict y, the output-tuned HSNN is not 

used on its own because from previously tested modds, it can be deduced that the slave 

network, which is actually an MLP, will not be able to properly predict y. In addition, 

the input variables available are not suitable as constraints, and there is not enough 

infonnation to use the mass and component balance. Two output-tuned HSNN were 

developed. As presented in Chapter 4, the master input of the first model was V and the 

second was the component balance. 
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For all the 1mdels developed, the master network has six hidden nodes and one 

output node. The slave network has one hidden layer, but the number of nodes varies 

from one IOOdel to another. The master network has only one output, which is the gain 

that is multiplied to the output of the slave network. There is no bias added to the 

output of the slave network. From the paper by Bittanti and Savaresi [ 1998), the bias is 

normally used to set the output of the network to a specific constant value when a 

constraint is met. For the first constraint, when V is zero, y is also zero. and thus 

eliminates the need for a bias. For the second constraint, the value of y varies according 

to the constraint, and thus would also eliminate the need for a bias. Nevertheless, there 

were several models developed with a bias. The results were very poor, with the RMS 

errors for the prediction of y being greater than 0.3 for all modds. Therefore, the rest of 

the models were developed with one output for the master network. 

Table 5.9 presents the results of the serial RBFN-RBFN-output-tuned HSNN 

model. All models have the same intermediate outputs. The serial RBFN-RBFN model 

was chosen to have V, L and x as the intennediate outputs because this model has the 

best prediction of Yi (RMS error 0. I 031) and can also be used to estimate the component 

balance. Referring to Table 5.8, the second and third colunms list the master and s]ave 

inputs respectively. RMS errors of all imdels are lower than the serial RBFN-RBFN 

models. This shows that the output-tuned RBFN were able to act as a filter and 

implement the constraints to improve the prediction of y. 

Table 5.9: Results of serial RBFN - RBFN - output-tuned HSNN 100dels. 

Intermediate Master Slave Input MSSEof Hidden nodes Final output, y, 
Output Input HSNN in slave RMS error 

V, L, X ➔ Yi V V, Yi, L, X 0.02 12 0.0114 
V, L, X ➔ Yi Eq. 4.44 V, Yi, L, X 0.04 18 0.0074 
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From Table 5.9, there was an improvement in the prediction of y between the first 

and the second rmdels. The first rmdel used the constraint in Equation 4.43, while the 

second model used the constraint in Equation 4.44. The RMS error of the second 

m>del, 0.0074, is the lowest one so far. The training time, at 212 CPU seconds, is also 

acceptable. Predictions of y from the models shown in Table 5.9 are all highly 

satisfactory compared to other models developed. 

5.5 HYBRID NETWORK MODELS 

There are two types of hybrid network models: hybrid RBFN-FPM (Type I) and hybrid 

RBFN-FPM-RBFN (Type 2). Recalling the definition giv~n in Chapter 4, FPM 1 is the 

equilibrium relations equation (Equation 4.43) and FPM2 is the component balance 

equation (Equation 4.44). The hybrid models are arranged in a series of levels as 

discussed in Chapter 4. 

5.5.1 Hybrid RBFN-FPM 

There are two different kinds of hybrid RBFN-FPM rmdels. As described in Chapter 4, 

Model 1 uses FPM 1 and Model 2 uses FPM 2. Figures 4.7 and 4.8 illustrate the 

schematic of Model 1 and Model 2 respectively. In this type of mode~ the output 

variable prediction comes directly from a FPM. 

Table 5.10 presents the results obtained from Type 1 imdels. All models in Table 

5.10 have V, L, and x as the intermediate outputs. In these tmdels, the values of V and 

L are normalised so that the sum of V and L is F. FPM 1 is used to calculate the output 

variable, y, for both the first and second 100del; similar to the linear-nonlinear HSNN 

tmdels, the difference in these two tmdels are the K-values being used to calculate y 
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Table 5.10: Results of Type 1 hybrid structure. 

Intennediate Model Total RMS 
Output RMS (ANN 1/FPM) 
V, L, X l(error in K-values) 0.2263 0.0983 I 0.1280 
V, L, X l(correct K-values) 0.1329 0.0983 / 0.0346 
V, L, X 2 0.1855 0.0983 I 0.0872 

using FPM l. The first models used the K-values taken directly from Aspen Plus, which 

had erroneous values when the M-W mixture only exist in a single phase, that is, K­

value is not zero even though there is only one phase (either x or y is zero). The second 

model used the corrected K-values. The third 100del does not use any K-values because 

Model 2, which is the component balance, does not need the K-values. 

The predictions of y from the second and third models are satisfactory, but the 

prediction from the first model is noL This is expected because some of the K-values 

being used to calculate y have errors, which would worsen and in certain cases amplify 

the errors of the intennediate variables. The second model, which used accurate K­

values, has the smallest RMS error (0.0346) of all the three tmdels. This is due to the 

fact that better K-values would enable y to be calculated accurately based on the value 

of x predicted by RBFN 1. 

S.S.2 Hybrid RBFN-FPM-RBFN 

There are four kinds of models under Type 2 hybrid ox,dels. Configurations of the 

models are illustrated in Figures 4. 9 to 4.11. 

The results for the four IDJdels, given in Table 5.11, are all satisfactory; all RMS 

errors for the prediction of y (ANN 2) are less than the base case. All models have 
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RBFN as ANN 2. The slave input variables of this model are y calculated from either 

FPM 1 or FPM 2 or both On the who le, the additional network added after the FPM in 

all the [JX)dels successfully functioned as a filter for picking out and correcting the value 

of y calculated by the FPM. 

Comparing the two hybrid models, the addition of an RBFN after the FPM in 

Type 2 models is generally beneficial. For example, comparing Model l of Types 1 

and 2, the RMS errors for the Type 2 models were lower. An exception is Model 2 of 

Type 1 (RMS error= 0.0872) and Model 4 of Type 2 (RMS error= 0.0874), which is 

essentially the same model, except for the additional RBFN. Aloong the models tested, 

all models with the correct K-values used in the FPM had very good predictions. 

5.6 COMPARISON OF THE PREDICTIONS OF Y 

Table 5.12 lists the RMS error of the best of the different models used to predict y. All 

RMS errors shown in the table represent the prediction of y in the original range that 

covers both the single and two-phase regions, except for the second in the list, which is 

Table 5.11: Results of hybrid structure. 

Intenn::diate Model# Total RMS 
Output RMS (ANN l/ANN2) 
V, L, X 1 ( error in K-values) 0.1988 0.0983 / 0.1005 
V, L, X 1 (correct K-values) 0.1185 0.0083 / 0.0202 

V, X 2 (error in K-values) 0.1595 0.0620 I 0.0915 
V,x 2 (correct K-values) 0.0855 0.0620 I 0.0235 
V,x 3 (correct K-values) 0.0847 0.0620 I 0.0227 

V, L, X 3 (error in K-values) 0.1807 0.0083/ 0.0824 
V, L, X 4 0.1857 0.0983/ 0.0874 
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Table 5.12: RMS error for prediction of y using the different models. 

Model RMS error 

Standard RBFN (single-phase and two-phase regions) 0.1119 
Standard RBFN (two phase region only) 0.0065 

Linear-Nonlinear HSNN (F) 0.0885 
Linear-Nonlinear HSNN (error in K-values) 0.0857 
Linear-Nonlinear HSNN (correct K-values) 0.0344 
Nonlinear-nonlinear HSNN 0.0820 

Serial RBFN-RBFN 0.1031 
Serial RBFN - Output-tuned HSNN (V) 0.0114 
Serial RBFN - Output-tuned HSNN (Component Balance) 0.0074 

Hybrid RBFN - FPM (corre'-'1 K-values) 0.0346 
Hybrid RBFN-FPM-RBFN (correct K-values) 0.0202 

the prediction of y in the two-phase envelope. The results shown in Table 5.12 are 

divided into four groups: 

• standard RBFN 

• completely driven HSNN 

• serial networks 

• hybrid networks 

The result of the base case, which is the prediction of y over the original region 

using standard RBFN, had the highest RMS error (0.1119) am:>ng the groups of IIX)dels. 

The RBFN 100del for the two-phase region, on the other hand, had the lowest RMS 

error (0.0065) among all IOOdels. Figures 5.2 and 5.3 illustrate the plots of actual y 

versus predicted y for both toodels. In the plots, the diagonal line is where the test data 

points should be when the predicted y is the same as the actual or desired y. As seen in 
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Figure 5.2: Plot of y predicted using standard RBFN (base case) (RMS= 0.1119). 
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Figure 5.3: Plot of yin the two-phase envelope only (RMS= 0.0065). 
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Figure 5.2 for the base case, the six points in the test set where the actual y is zero are 

far off, with the largest difference at about 0.7. The rest of the points, which are in the 

two-phase region, are scattered near the diagonal. As seen in Figure 5.3 for the rmdel 

for the two-phase region, almost all the test points are on the diagonal. This shows that 

the addition of points in the single-phase region "confused" the RBFN during training. 

Consequently, the network failed to perform even in predicting the points in the two­

phase region. 

All the completely driven HSNN models yielded better results than the base case. 

Four models were tested in this group: 

1. Linear-nonlinear HSNN with F as the slave input. This model had a more than 

20% reduction in RMS error. Referring to Figure 5.4, the six points where the 

actual y is zero were all predicted closer to zero than the standard RBF model. The 

largest difference is about 0.66. The points in the two-phase region are also closer 

to the diagonal than the base case. 

2. Linear-nonlinear HSNN, with K-values that bad errors in the single-phase 

regions, as the slave input. This model had similar results to the first model, as 

seen in Figure 5.5. The prediction of this model for test data in the two-phase 

region, however, is slightly off-diagonal, with the predicted values being slightly 

higher than the actual y. However, this is not a trend because different learning 

rates and initial values of the weights and biases yield slightly different predictions. 

For example, Figure 5.6 illustrates the results obtained using the same learning rate 

as the prediction in Figure 5.5, but would have different initial values of weights and 

biases because these values were randomly generated by an initialisation algorithm. 

3. Linear-nonlinear HSNN, with the corrKt values for K used as the slave input. 

This roodel yielded the lowest RMS error (0.034) ammg all the tmdels in this 

group. As seen in Figure 5.7, the six test data in the single-phase region were 

predicted close to zero, which effectively lowered the RMS error. 
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Figure 5.4: Plot of y predicted using linear-nonlinear HSNN (F slave) (RMS= 0.0885). 
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Figure 5.5: Plot of y predicted using linear-nonlinear HSNN (K-values with errors as 

slave input) (RMS= 0.0857). 
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Figure 5.6: Plot of y predicted using linear-nonlinear HSNN (K-values with errors as 

slave input) (RMS = 0.0864). 
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Figure 5. 7: Plot of y predicted using linear-nonlinear HSNN (K-values without errors 

as slave input) (RMS= 0.0344). 
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4. Nonlinear-nonlinear HSNN, with z as the slave input. From Figure 5.8, the 

prediction of this model is better than the first and second rmdel. In fact, in the 

two-phase region, the results seemed slightly better than or at least comparable to 

the third model. Unfonunately, the model could not give good predictions for the 

test data in the single-phase region, resulting in a RMS error of 0.0820. 

The predictions obtained from the completely driven HSNN models were Imre 

satisfactory than the base case. Unlike standard RBFN, the hierarchical structure of the 

models were able to eliminate the "confusion" of predicting y in the two-phase region 

even in the presence of data in the single phase region. Nevertheless, only the third 

model, which had correct K-values used as the slave input, were able to satisfactorily 
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Figure 5.8. Plot of y predicted using nonlinear-nonlinear HSNN (z slave) 

(RMS=0.0820). 
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predict the test data in the single-phase region. The failure of the three other models to 

predict reasonably well in the single-phase region are most probably because of the 

absence of a more suitable slave input variable. Otherwise, in the two-phase region, all 

models were able to predict very well. 

The predictions of the serial models are also better than the base case. Two types 

of serial models were tested: 

1. Serial RBFN-RBFN. The best model prediction are plotted it Figure 5.9. The 

predictions are satisfactory in the two-phase region, but unsatisfactory in the single­

phase region. The largest error, about 0.7, is from the prediction in the single-phase 

region. 

2. Serial RBFN - RBFN • output-tuned HSNN. Both models developed under this 

structure had very good predictions. The lowest RMS errors for the prediction of y 

were 0.0114 and 0.0074 when the master inputs were V and the component balance 

respectivdy. Figure 5.10, which shows the plot when the component balance was 

the master input, clearly illustrates that all the test data were either on or very close 

to the diagonal line. The same can be said about the data in the single-phase region. 

The one point in the single-phase region where the predicted y is slightly greater 

than zero is most probably because of slight inaccuracies in the predicted values of 

the variables used in the constraint that was fed to the master network. Otherwise, 

the master network of the output-tuned HSNN managed to effectively enforce the 

constraint given by the master input. The results found using this model structure 

was the best among all other tmdels developed. 

The predictions from the serial RBFN-RBFN - output-tuned HSNN were 

surprisingly very good, even when a simple constraint of [V = 0 at y=0] was given. The 

master network was actually trained with a suitable constraint to provide the 

corresponding output that could effectively enforce the constraint on the output of the 

slave network. As seen from the results, the master network was also effective in 
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Figure 5. 9: Plot of y predicted using serial RBFN-RBFN (RMS = 0.1031 ). 
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Figure 5.10: Plot of y predicted using serial RBFN-RBFN - output-tuned HSNN (FPM) 

(RMS= 0.0074). 
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zeroing the output. This is because the master network is trained so that when the input 

is zero, the master output and thus the gain for the slave output is zero, and thus 

effectively zeroing the final output. The output-tuned HSNN was not implemented on 

its own because of the unavailability of a suitable constraint. 

The predictions of the hybrid models are also better than the base case. Two 

hybrid model structures were tested: 

1. Hybrid RBFN-FPM. The best result obtained is from a model that used the 

equilibrium relations with the correct K-value to predict y. Tiris is expected since 

having a correct K value would enable the correct calculation of y if the value of x 

predicted by RBFN is correct. Figure 5.11 shows that except for one point, all other 

test data are either on or very close to the diagonal. The point that is far from the 

diagonal is most probably caused by an error in the value of x (an intennediate 

variable) which would be amplified by K when y is calculated using the equilibrium 

relations. 

2. Hybrid RBFN-FPM-RBFN. Similar to the previous model, the best result 

obtained is from a model that also used the equilibrium relations as the FPM with 

the correct K-value. The trodel was able to predict y well, as shown in Figure 5.12. 

Overall, the serial RBFN-RBFN•output-tuned structure gave the best predictions 

of y. 11le addition of the output-tuned HSNN reduced the error in the prediction of y 

from 0.1031 (from the serial RBFN-RBFN) to about 0.01. The structw-e uses simple 

constraints that are easily available coonron knowledge for chemical processes. No 

complex parameter or thenmdynamic estimation is needed. In addition, the training 

time for the output-tuned HSNN is much shorter than completely driven HSNN. 

In general, ahmst all the trndels developed managed to improve the predictions of 

the standard RBFN tmdels, especially for those in the two-phase region. A good 

prediction in the two-phase region is obtained when the RMS errors of the roodels in 

predicting y are between 0.08 and 0.09. 1be only way to reduce the RMS errors is by 
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Figure 5.11: Plot of y predicted using hybrid RBFN-FPM (RMS = 0.0346). 
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Figure 5.12: Plot of y predicted using hybrid RBF-FPM-RBF (K-values without errors 

as FPM input) (RMS = 0.0202). 
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improving the prediction of the six test data in the single-phase region, which many of 

the methods are unable to do so unless additional information is given. The additional 

information provided by the correct K-values managed to provide the information 

needed to properly predict the test points in the single-ph~e region. 

S.7 CRUDE DISTILLATION TOWER 

S. 7 .1 Sections or the Crude Tower 

Changes within the operating range for a section in the crude distillation tower affect 

only the sections that are immediately above and below the section. lbis allows the 

crude tower model to be divided into sections where the variables that are related are 

grouped together, and thus make the model more manageable. In addition, as shown in 

ITX)delling the methanol-water flash system, grouping suitable output variables together 

can yield better predictions. 

The rmdel for the crude tower is divided into the following sections: 

1. top en, 
2. heavy naphtha stripper (HN), 

3. kerosene stripper (K), 

4. diesel stripper (D), 

5. AGO stripper (A)~ and 

6. bottom (B). 

Table 3.2 lists the input and output variables of the network models for each 100dule of 

the crude distillation column. 
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S.7.2 Comparison between RBFN and MLP 

To confirm that RBFN would give a better model than standard MLP, a comparison on 

the RMS error and training times is made between RBFN roodels and MLP using 

backpropagation with variable µ. Table 5.13 shows the results of the two different 

networks using two different groups of training data for the top section of the crude 

tower. The average RMS error shown in Table 5.13 is the average RMS error of the 

five output variables for the top section. From the results, it can be seen that RBFN is 

superior both in prediction of the test data and training times. The rest of the sections 

will therefore use RBFN. 

S.7.3 Grouping or Variables 

To detennine if the grouping of output variables had a strong influence on the 

prediction, the variables in the first two sections at the top of the column were predicted 

individually and in different groups. The results are shown in Table 5.14. 

Table 5.13: Overall results for the top section of the main crude distillation column 

using RBFN and feedforward network with BP. 

Average RMS Error CPU Time (sec) 

RBFN w / 300 training data 0.0030 22.85 
RBFN w/ 150 training data 0.0063 9.83 

BP w/ 300 training data 0.0338 1397 
BP w / 150 training data 0.0383 691 
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Table 5.14: RMS errors of variables of top and HN sections of the crude tower. 

Outputs Overall RMS Individual RMS Error 
Error 

Ttop 0.0048 
PAT 0.0140 
RR 0.0046 
Ovhd 0.0029 
Qcond 0.0033 
TtopH 0.0039 
TbotH 0.0039 
PAH 0.0099 
IBPH 0.0046 
FBPH 0.0046 
RhoH 0.0076 

IBPH, RR, Qcond 0.0134 0.0051, 0.0042, 0.0041 
Ttop,RR,Qcond 0.0067 0.0023, 0.0035, 0.0009 

Ttop, Ovhd, RR, Qcond, 0.0146 0.0014, 0.0015, 0.0025. 
PAT 0.0017 ,0.0075 
TtopH, TbotH, PAH, 0.0292 0.0021,0.0028,0.0121,0.0029,0 
IBPH, FBPH, RhoH .0019 ,0.007 4 

From the table, it can be seen that for ahmst all the variables, the RMS errors are 

smaller when the variables are grouped together in a suitable combination. For 

example, the RMS errors for variables at the top of the column, Ttop, Ovhd, RR, Qcond 

and PAT are 0.0048, 0.0029, 0.0046, 0.0033 and 0.0140 respectively when predicted 

individually, compared to 0.0014, 0.0015, 0.0025, 0.0017 and 0.0075 respectively when 

predicted together. The same is also true with the variables in the HN section. 

The results also show that it is not advisable to combine unrelated variables. For 

example, comparing the two variable combinations that are highlighted in the table, the 

combination with IBPH, which is in a different section than RR and Qcond, the RMS 

error for RR and Qcond are higher than when the variables were combined with Ttop. 
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5. 7 .4 Overall Prediction 

The RMS errors for all output variables of the crude tower are given in Table 5.15. 

Output variables in the same section are grouped and predicted together. The results, as 

seen in the table, are very good. All the RMS errors are in the order of l 0-3
, and some 

are even smaller. This shows that RBFN is suitable for predicting the output variables 

of the '-TUde tower, and there is no need tor more complex models. 

Table 5.15: Overall result for all sections in the crude distillation tower. 

Outputs (y 1,y2,y3,y4,y5,y6) Total Individual RMS Error 
RMS 
Error 

Top column section 
Ttop, Ovhd, RR, Qcond, PAT 0.0146 0.0014,0.0015,0.0025,0.0017,0.0075 
HN stripper section 
TtopH, TbotH, P AH, IBPH, FBPH, 0.0292 0.0021,0.0028,0.0121,0.0029,0.0019 
RhoH 0.0074 
Kerosene stripper section 
TtopK, TbotK, FPKero, IBPK, 0.0174 0.0018,0.0017,0.0021,0.0021, 
FBPK 0.0097 
Diesel stripper section 
TtopD, TbotD, IBPD, FBPD, 0.0210 0.0037,0.0036,0.0052,0.0054,0.0030 
PourD, PAD 0.0001 
AGO stripper section 
TtopA, TbotA, IBPA, FBPA, 0.0133 0.0005,0.0007,0.0021,0.0050,0.0012 
PourA, PAA 0.0038 
LSWR section (Bottom of main 
column) 
TBOT, PourL 0.0098 0.0038, 0.0060 
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Referring to Table 5.15, the results are surprisingly much better than those 

obtained for the M-W flash in the original range, even though the crude tower is 

physically more complex than a single tla~h system. They are, however, comparable to 

the results obtained for the M-W flash in the two-phase region. Although the .... wde 

tower bas more variables and more components involved, the model is continuous 

within the operating range. Note also that the components of crude oil are 

thermodynamically closely related. These are most {X)Ssibly the major contributing 

factors that enabled the excellent prediction of the output variables of the crude tower. 

S. 7 .S Simple Range and Dimensional Extrapolation 

Range extrapolation takes place when one of the input variables to a modd is applied 

outside the range that it was trained for. Dimensional extrapolation takes placi:: when a 

variable that was not pan of the input variable during identification (because it was 

constant) varies during the use of the model [te Braake et al. 1998]. To ensure that the 

RBFN imdel can perform satisfactorily in both range and dimensional extrapolation, 

the kerosene section of the column was tested. 

A model for the kerosene section was developed with five input variables instead 

of six, leaving out the kerosene stripping steam in the input to test for dimensional 

extrapolation. The stripping steam rate was fixed at the normal operating point. A test 

data set was developed with the stripping steam at the maximum and minimum 

operating range. 

To test for range extrapolation, a test data set was developed with the stripping 

steam at 10% above the maximum and 10% below the minimum steam rate. Although 

this condition is avoided in practice, getting a rrodel that would be feasible just outside 

its range is important because certain optimisation algorithms cross over constraints 

slightly in an effort to reach the optimum value. 
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Table 5. 16 shows the results for both range and dimensional extrapolation. The 

results obtained for range extrapolation was close to the original results. There is less 

than 15% increase in the total RMS error. This is good because this shows that the 

RBFN model is able to provide a reasonable prediction should the optimiser crosses 

over a constraint slightly. There was, however, a nearly three fold increase in total 

RMS error for the dimensional extrapolation case. Nevenheless, the predictions are still 

satisfactory and can be accepted for use because all the individual RMS errors are 

around l % or less. Therefore, the RBFN model is suitable modelling the crude tower 

for RTO. 

5.7.6 Objective Function for RTO 

Titls section gives an example of a possible economic objective function for RTO for 

the crude oil distillation column. A profit based objective function consists of the total 

product values after deducting the costs of feed and utilities, as shown in Equation 6. l. 

Table 5.16: RMS errors for range and dimensional extrapolation. 

Outputs (yl,y2,y3,y4,y5) Total RMS Individual RMS Error 
Error 

Original result 
TtopK, TbotK, FPKero, lBPK, 0.0174 0.0018,0.0017 ,0.0021,0.0021, 
FBPK 0.0097 
Dimensional extrapolation 
TtopK, TbotK, FPKero, IBPK, 0.0515 0.0110,0.0242,0.0024,0.0034, 
FBPK 0.0105, 
Range extrapolation 
TtopK, TbotK, FPKero, IBPK, 0.0200 0.0028,0.0026,0.0027,0.0029, 
FBPK 0.0090 



max[f P; - C feed - C utilities] 
..r i=l 

subject to g(x) ~ 0 

h(x) = 0 

where Pi= product stream values; 

Crcec1 = feed stream cost; 

Cutilitics = total utility costs; 

g(x) = set of process inequality constraints; 

(6.1) 

h(x) = set of equality constraints represented by the process models. 

x = the decision variables. which are the draw-off flow rates. 
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The product stream values are simply the product draw-off tlowrates. Fi, 

multiplied by the respective prices. Di, as shown in Equation 6.2: 

for i = 1, ... ,6 (6.2) 

The teed costs are the flow rates of the condensate and crude oil streams, Fj. multiplied 

by the respective prices, Dj, as shown in Equation 6.3: 

for j = 1, 2. (6.3) 

The utility costs are consists of the reboiler (in the HN side-stripper) and condenser 

duties (top of column) and the stripping steam rates (main cohmm, kerosene stripper, 

diesel stripper and AGO stripper), multiplied by the respective prices, Dk, as shown in 

Equation 6.4: 

C1tilitics = (Dt) (ft) fork= l, 2. (6.4) 
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The inequality constraints, g(x), may consist of the product quality constraints and 

equipment constraints. Among the product quality constraints, for example, is a certain 

range of flash point that is specified for kerosene and a cenain specific gravity that is 

specified for heavy naphtha. The equipment constraints would include the maximum 

and minimum feed and product flow rates because of the constraints from the pumps 

that are used. Similar to the equality constraints, h(x), the values of g(x) are all 

calculated from the process models. 

S.8 Sm-lMARY 

For the flash systems, RBFNs were able to satisfactorily predict all output variables, 

except y. The difficulty in predicting y was mainly due to the discontinuity between the 

two-phase region and the single-phase regions. The excellent results obtained from the 

prediction of the output variables restricted within the two-phase region, shows that the 

RBFN can sufficiently model nonlinear systems when there is no discontinuity. 

The RBFNs were able to predict all the output variables for the crude distillation 

tower very weU. The RMS errors obtained were, in fact, equivalent in order of 

magnitude to those obtained in the M-W flash prediction restricted to the two-phase 

region. This can be explained by the fact that all training and testing data for the crude 

tower are within the operating region. In addition, the mixtures in crude oil are 

thenmdynamically ideal. 

The difference in fonnulating the RBFN tmdels between the M-W system and the 

crude tower is mainly in the high number of output variables and the multiple sections 

of the crude distillation co hunn. Nevenheless, once divided into sections, better results 

were obtained when the output variables from the same section of the tower were 

predicted together, which is a similar phenomenon with the M-W system. 
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The difficulty in predicting y from the M-W flash system showed that certain 

variables need more complex 1mdels. If additional accurate thenmdynamic 

information, like the K-values, are available, then using a hybrid RBFN-FPM model is 

one of the simplest methods. HSNN is also a suitable method, especially output-tuned 

HSNN, which uses simple, readily available infonnation, and does not need additional 

thermodynamic information. 

The following summarises the basic guidelines that should be followed to 

formulate a connectionist model for a chemical process: 

l. Select a suitable standard ANN model. A common, standard starting point is the 

MLP. However, the systems studied here were better modelled with RBFN. 

Therefore, we recommend that RBFN also be tested. 

2. Grouping of variables. If there is a large number of output variables, not all of 

them can be predicted with one ANN rmdel because the model would be too large 

and bt!come inaccurate. An efficient way is to group related variables together since 

this would most probably yield better predictions while at the same time avoid "the 

curse of dimensionality". 

3. Serial predictions. If there are variables that are easier to predict and can aid in the 

prediction of the other output variables, it is more efficient to predict them first, and 

then use the predicted values as part of the inputs. This type of serial prediction has 

been shown to yield better results with the aid of the additional information from 

previously predicted variables. 

4. Difficult to predict variables with extemive prior information. If there is a 

difficult to predict variable and extensive in.formation is available, such as 

thennodynamic or mass transfer parameters, then a hybrid ANN-FPM tmdel can be 

used. If more than one FPM is available, a hybrid ANN-FPM-ANN can also be 

investigated. However, models developed for RTO should not, as far as possible, 

need rigorous numerical solutions. These models should try to keep to the simple, 



116 

straightforward calculations of an ANN model. If this is not possible, then use one 

of the models recommended in step 5. 

5. Difficult to predict variables, especially those that are discontinuous and 

without extensive prior information. For this type of variable, HSNN is 

recommended. There are two options available: 

• With simple constraints. If there are simple constraints, for example, in the form 

of mass, component, or energy balance, then output-tuned HSNN is 

recommended. Simple zeroing constraints can also be used. 

• Without constraints. An input variable, which strongly influences the output 

variable. is used as the slave input of a completely driven HSNN. If the 

relationship is linear, then the linear-nonlim:ar HSNN is recommended. If the 

relationship is non-linear, then the nonlinear-nonlinear HSNN is recommended. 



6.1 CONCLUSIONS 

CHAPTER6 

CONCLUSIONS 

The mam objective of this research has bet:n on developing different types of 

connectionist models that are appropriate for RTO applications. These models. which 

are multivariable in nature because they represent the complete process. should have a 

dominant ANN structure to fulfil the desired characteristics of the models for RTO. 

This research also investigated the use of models that have the capabilities of imbedding 

easily available, prior infomiatioo into the structure of the model, like HSNN, for 

instance. 

ln accordance with the objective, the findings of this study can be summarised as 

follows: 

• RBFN is suitable for modelling nonlinear chemical processes. The RBFN was able 

to model the flash systems and the crude distillation tower well, with the exception 

of output variables with discontinuity. The RBFN roodel for the crude tower was 

also able to satisfactorily perform dimensional and range extrapolation, which are 

important in RTO applications. 

• To develop models for RTO, output variables that are related should be grouped 

together as this would trost probably lead to better predictions. Decomposing large 

multivariable systems into smaller modules is also necessary so that the developed 

117 
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models are manageable. In addition, grouping unrelated variables together causes 

unwanted degeneration of the model, and as such is not advisable. 

• The HSNN structures are efficient in embedding readily available knowledge, 

especially in predicting variables with discontinuities and constraints. The 

completely driven HSNN is suitable when there is a variable with a direct and 

strong influence on the behaviour of the output variable. The output-tuned HSNN is 

suitable for consolidating constraints into the network model. 

• Serial network models can improve predictions; however, when only standard 

networks are used, these models cannot handle discontinuities. 

• Hybrid ANN-FPM models are suitable for RTO when there are easily solved FPM 

with the availability of accurate parameters used in the FPM. These information, 

however, are more difficult to obtain. 

Therefore, ANN and grey box ANN models have the capabilities to model 

chemical processes for RTO. As shown in this study, various methods exist to 

overcome difficulties in modelling certain variables. Readily known information can be 

incorporated in different ways. Embedding prior information into the network structure 

provides an efficient means to come up with a better model, as in the case of HSNN. 

Most importantly, all the models developed here can be easily updated and maintained, 

which makes them suitable for the process industry. 

6.2 CONTRIBUTIONS 

In summary, we have accomplished the following through this research work: 

1. Illustrated techniques to incorporate available FPM infonnation into ANN models. 

2. Developed a general network structure that can be used to incorporate constraints 

and discontinuities. 
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3. Developed an ANN model of an industrial crude tower. 

4. Showed that the physical complexity of a process does not always correlate with the 

ANN model complexity. 

5. Opened a window for the use of more complex network structures in chemical 

process modelling. 

6.3 RECOMMENDATIONS 

Several aspects of this research work can be enhanced or developed even further. 

Possible future extensions include: 

l. Explore other methods to incorporate existing infonnation into the strm.:ture of the.: 

network models. lbere are numerous methods in the study of neural networks that 

have the potential to be beneficial and have not yet been applied to chemical 

processes. In addition, for processes with abrupt changes, the possibility of training 

a classification network to detennine the region, L-only, V-L or V-only, prior to 

calculation of the composition and quantity in each phase. 

2. The models developed here could be applied to other complex chemical processes, 

especially those with discontinuities. An example is the polymerisation of styrene 

[Yang et al 1999]. 

3. Several on-line issues may also be studied, including: 

• simulate on-line implementation and study possible actual implementation of the 

models to real world application such as the Petronas Refinery in Malaysia. 

• investigate on-line versus off-line updating. 
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APPENDIX A 

BACKGROUND ON NEURAL NETWORKS 

lbis appendix provides detailed background on neural networks that is necessary to 

understand this research. 

A.I NEURONS AND NEURAL NETWORKS 

Figure A. l shows a neuron, which is the simplest processing element of a neural 

network. A neuron or a node consists of three components [ Baughman and Liu, 1995; 

Haykin, 1994]. 

1. Inputs and outputs. This is the synapse or connections from or to other nodes. 

Inputs to the node, Xi, may also come from data that have been normalized. The 

node manipulates the inputs to yield the output, yj, which may then be sent to more 

than one node. 

2. Connection weights. The connection weights, Wij, detemline the influence of the 

input on the output of the node. ln this work, the first subscript of the weight, i, 

refers to the input while the second subscript, j, refers to the node. Weight factors 

can be inlnoitory (if the value is negative) or excitatory (if the value is positive). A 

weight factor that is close to zero will have a negligible effect on the node. 

3. Activation function. Summation of the weighted inputs is passed through an 

activation function (also called squashing function or transfer function). This 
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function limits the amplitude range of the output The most commonly used 

functions [Baughman and Liu, 1995] are the sigmoid function, 

f(x) = l/(1 + e-x) (A. I) 

the hyperoo lie tangent function, 

f(x) = tanh(x) = (ex - e·"')/(e:r. + e-:r.) (A.2) 

and the Gaussian function, 

f(x) = exp(-x2/2) (A.3) 

As shown in Figure A. l, there may also be threshold values associated with the 

node. This threshold value, Tj, lowers or increase the net input of tht activation 

function. After the inputs have gone through the nturon. as shown in Figure 2.2. the 

output of the network becomes: 

Yj = ti Wjj Xi - T; (A.4) 

The nodes can be connected in several different topologies, the most common bdng 

feedforward and recurrent networks. The nodes are arranged in layers; the nt=twork may 

contain a single layer, or ID)re than one layer, in which case it becomes a multilayer 

network. 

Multilayer Feedforwanl Networks. There are three types of layers: 1. input )ayer, 2. 

hidden layer, and 3. output layer. 1be input layer contains the source nodes. There can 

be more than one hidden layer. The purpose of this hidden layer is to extract higher 

order information from the data The outputs of the input layer are sent to the nodes in 

the first layer of the hidden layer. In a feedforward network, inputs to the neurons in a 

layer comes from the neurons in the preceding layer. When every node in each layer of 

the network is connected to every node in the adjacent layer, the network is fully 

connected. There are also partially connected networks. 
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v· .. J 

Figure A. l Schematic diagram of a neuron. 

RKurrent Networks. Recurrent network is distinct from feedforward network in that 

it has at least one feedback loop. Self-feedback., which is when the output of a neuron is 

fed back to its input, can also occur. Addition of unit delay systems or zero-order holds 

( denoted by z-1) in recurrent networks, is very common in dynamic modelling. 

A.2 DEVELOPING ANN MODELS 

There are three phases in developing ANN rmdels [Baughman and Liu, 1995]: 
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l. Training/learning phase. Learning is the process of adjusting weight factors based 

on systematic and efficient trial and error. Training is the process of adjusting 

weight factors until the output patterns reflect the desired relationship [ Baughman 

and Liu, 1995]. To do this, the network is repeatedly presented with a set of known 

input/output data. The network learns the input/output response behavior, and 

subsequently undergoes further training. This is the longest and most time­

consuming step. It is also the most important to the success of the network. 

2. Recall phase. The network is tested with trained data. 

3. Generalisation. The network is tested with data that it was not trained with before. 

This phase will determine the interpolation/generalization capability of the network. 

If too many nodes are used, then there is a tendency for the network to overfit and 

badly generalize. 

Tht:r~ are thret: main learning algorithms. Decision on which algorithm to use 

mainly depends on the type of problem to be solved. TI1e three algorithms are as 

follows [Haykin, 1994; Lin and Liu, 1995]: 

l. Supervised learning. It is also called active learning or learning with an external 

teacher. In supervised learning with every input, a corresponding desired output is 

given. The most collllOOn method of learning is error-correction learning, where the 

error, which is the difference between the network output and the desired output, is 

sent back to the network to correct the weights of the network to minimize the error. 

2. Reinforcement learning. Also called learning with a critic, it does not need as 

much or detailed data as supervised learning. This is because feedback to the 

network is evaluative (critic) and not instructive (teacher). For example, the critic 

will give feedback evaluation like "too high", ~'high", or "low" to a certain output. 

A critic signal generator gives the external reinforcement signal. 

3. Uosupenised learning. In this DXlde of learning, there is no external teacher or 

critic. The network relies on internal control and local information to develop its 
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own model without additional input infonnation. The network "self-organize" itself 

by discovering patterns, features or categories in the input while adjusting its 

parameters. The network forms clusters by discovering similarities and differences 

in the object. Typically, unsupervised learning is used in classification of patterns, 

such as image or voice recognition. 

A.3 MULTILAYER PERCEPTRONS 

Multilayer perceptrons are feedforward multi-layered networks that are capable of 

performing just about any linear or nonlinear computation and can approximate any 

reasonable function arbitrarily well. A multilayer perceptron has three distinctive 

features [Haykin 1994): 

a) The model of each neuron in the network includes a nonlinear but srrnoth (ie. 

differentiable) activation function at the output end. The presence of this 

nonlinearity is important because it enables the network to map nonlinear 

relationships. 

b) The network contains one or more hidden layers of nodes. These nodes enable the 

network to learn complex tasks by extracting progressively more meaningful 

features from the input-output patterns. 

c) The network exhibits a high degree of connectivity determined by the synapses of 

the network. A change in the connectivity of the network requires a change in the 

population of synaptic connections or their weights. 

Back propagation learning algorithm is one of the earliest and most conumn 

method for training multilayer perceptrons. Development of this learning algorithm was 

one of the main reasons for renewed interest in this area and this learning rule has 

become central to many current work on learning in artificial neural networks. It is used 
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to train nonlinear, multilayered networks to successfully solve difficult and diverse 

problems such as perform function approximation, pattern association and pattern 

classification, non-linear system modeling, time-series prediction and image 

compression and reconstruction [Hassoun, 19951. 

Backpropagation learning consists of two passes through the different layers of the 

network. ln the forward pass, the input pattern applied to the sensory nodes of the 

network propagates through the different layers. During this pass the synaptic weights 

of the network remain fixed. An actual output is produced as a result of the forward 

flow of this data. This actual response is subtracted fonn a desired (target) response to 

produce an error signal which is then propagated backward through the network against 

the direction of the synaptic connections. During this backward pass, the synaptic 

weights are all adjusted to make the actual response of the network more closer to the 

desired response. The error-correction scheme, therefore, works by propagating the 

infonnation about the deviation from the desired output "backward" through the 

network, against the direction of synaptic connections. 

The weights of the network can be updated by two procedures: incremental 

learning and batch learning. With incremental learning, the weights are updated after 

every presentation of an input pattern. Whereas, with batch learning, weight updating is 

perl"ormed only after all pattern (assuming a finite training set) have been presented. 

The weights of the network are updated such that the sum-squared of error of the 

network is minimized. This is done by continually changing the values of the network 

weights in the direction of steepest descent with respect to error. Steepest descent or 

gradient descent -i"s one of the simplest optimization techniques and is not a very 

effective one. lbis technique may suffer from slow convergence, especially when small 

learning rates are used .. Alternatively, Newton's method, conjugate-direction method or 

quasi-newton method have been proposed to improve this algorithm [Lin and Lee, 

1995). 
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Leonard and Kramer [ l 990] showed that the backpropagation algorithm. which 

oonnally uses the generalized delta rule for gradient calculations, is inefficient and has 

poor convergence on serial processing machines (ie. computers). Backpropagation 

learning is generally slow because of the characteristics of the error surface that is 

characterized by numerous flat and steep regions and has many troughs that are flat in 

the direction of search. In addition, there are local minima at error levels above the 

levels of the global minima of the surfaces. 111.is causes the back propagation learning to 

become stuck at the local minima and converge very slowly [Lin and Lee, 1995}. 

To speer.! up the performance of backpropagation many enhanct:ments and 

modifications have bet!n proposed [Lin and Lee, 1995]. 

• Weight initialization. Owing to gradient-dt:sceot nature, backpropagation 1s very 

sensitive to initial conditions. The initial wdghts are typically set to im1al1 random 

values. 111e motivation to start from small weights is that, large weights tend to 

prematurely saturate units in a network and render them insensitive to the learning 

process. On the other hand randomness is introduced as a symmetry-breaking 

mechanism It prevents units from adopting similar functions and becoming 

redundant. 

• Leaming rate. The learning rate constant, fl, is essentially the Stt!p size in the 

direction of the gradient descent. It directly influences the convergence and 

effectiveness of backpropagation. No single learning constant value suitable for 

different training cases and T)is usually chosen experimentally for each problem. If 

it is small. the search path will closely approximate the gradient path, but 

convergence will be very slow due to the large number of update steps needed to 

reach a local minima. On the other hand, if T) is large, convergence initially will be 

very fast, but the algorithm will eventually oscillate and thus not reach a minimwn 

An efficient approach will be to use an adaptive learning rate constant, so that large 

steps are taken when the search is far away from a minimum with decreasing step 

size as the search approaches a minimwn Training time can be decreased by the 
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use of an adaptive learning rate which attempts to keep the learning step size as 

large as possible while keeping learning stable. 

• Momentum. Momentum decreases backpropagation' s sensitivity to small details in 

the error sutface. Addition of nx:>mentum to term to the gradient-descent method 

suppresses oscillations occurring due to large learning rate constant. The idea is to 

give each weight some inenia or momentum so that it tends to change in the 

direction of the average downhill force that it feels. This scheme is implemented by 

giving a contribution from the previous step to each weight change: 

aw(t) = -riVE(t) + etAw(t-1) (A.5) 

when.! a is a monientum paramett:r and a value of 0.9 is oftt:n used. 

• Cost function. The squared error term (di - y/ can be replaced by any other 

differentiable function F(Ji. Yi), which is minimized when its arguments are e4ual, 

in the quadratic cost function. Based on this new cost function, a corresponding 

update rule can bt: derived. 111is will change the error signal for the output layer 

while all the other equations of the back propagation algorithm will remain 

unchanged. 

• Training data and generalization. The amount of training data should be proper 

and sufficient. There are no rules or procedures suitable for all cases in choosing 

training data. One rule of thumb is that training data should cover the entire 

expected input space and then during the training process training-vector pairs 

should be randomly selected from the set. 

• Number of hidden layers and nodes. The size of a hidden layer is usually 

designed experimentally. Too few neurons can lead to underfitting. Too many 

neurons can contribute to overfitting, in which all training points are well fit, but the 

fitting curve talces wild oscillations between these points. For a network of 

reasonable size, the size of hidden nodes need to be only a relatively small fraction 

of the input layer. If the network fails to converge, more hidden nodes may be 
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required. If it does converge, some nodes may be removed and the final size can be 

determined based on the overall system perfonnance. 

A.4 RADIAL BASIS FUNCTION NETWORK (RBFN) 

RBFN is based on the concept of the locally tuned and overlapping receptive fields that 

exist in the cerebral and the visual cortex. It is also strongly rooted in the areas of 

interpolation and approximation theory [Jang et al. 1997, Haykin 19951. The network is 

designed for nonlinear input-output mapping through training. 1l1e receptive fields of 

the network are radial basis functions, which can be adaptively tuned to provide 

sufficient overlapping for smooth mapping, but sharp enough tor good approximations. 

Well known for its fast, localized training, simplicity and generality, the network 

attracted much research, especially in the late eighties and in the nint:ties. Among the 

works include theoretical properties of RBFN [Poggio and Girosi, 1990; Chen and Chen 

1995), algorithms and design [Moody and Darken, 1989; Specht, 1990; Chen et al., 

1991; Billings and Zheng, 1995; Chen, et al., 1995; Zheng and Billings, 1997; Freeman 

and Saad, 1997; Luo and Billings, 1998], and evaluation and confidence level [uonard, 

et al., 1992; Yingwei, et al., 19981. The network perfonns very well for classification 

and multidimensional curve-fitting (approximation) problems. RBFN is also suitable 

for on-line applications because it can be rapidly trained. Among the applications are 

speech recognition, image processingt fault diagnosis, process control, t~ series 

analysis and general function approximation. 

RBFN has a feedforward structure, th>ugh it differs in teffilS of operation from the 

standard feedforward neural network. Figure A.2 shows the basic structure of the 

network. There are three layers in the network, in which the nodes are fully connected 

with the nodes in the successive layer. The layers are: 



C1 

cr 

Figure A.2 General structure of a radial basis function network. 
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1. Ymt layer. This is the input layer, which receives N inputs and sends them to the 

second layer. The first layer connections to the second layer are not weighted. The 

input to the hidden layer is therefore simply the input vector, x. 

2. Se-=ond layer. This is the hidden layer, which has J nodes with Gaussian density 

function: 

(A.6) 

where Cj, j = 1, ... ,J are the RBF centers, and Oj is the RBF width parameter. These 

are the receptive fields or the nodes, which make this hidden layer the most critical 
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layer of the RBFN. The function of this layer will be discussed further in this 

section. 

3. Third layer. This is the output layer, which has linear nodes. Connections between 

the second and third layers are weighted. These weights can be calculated using 

standard backpropagation algorithm [Baughman and Liu, 1995]. The final network 

output is a weighted sum of the output value of the hidden layer, shown in equation 

A.7: 

J 
Y1(x) = L wljhjCx) 

j=l 
(A.7) 

Figure A.3 illustrates a Gaussian receptive field. Performance of RBFN is highly 

dependent on the receptive field parameters, Cj and Oj, Cj detennines the location and crj 

detennines the span of the activation region of the nodes in the hidden layer. Therefore, 

each node in the hidden layer corresponds to a unique local neighborhood in the input 

space. Within the region of activation, the closer the input, Xi, is to the center of the 

receptive field, Cj, the higher the activation level The maximum activation level, which 

is one, occurs when Xi is at Cj. 

h(x-c) 

1.0 

Q f(O) (x-c) 

Figure A.3 Gaussian basis function 
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Learning for RBFN is divided into two parts. 1be first is the synthesis of the 

hidden layer, and the second is to get the weights of the output layer. The separate 

training scheme exploits the localized presentation of the hidden layer units, since only 

the nodes activated by an input need updating. The main advantage of localized 

training is speed. However, there is reduced generalization ability of the network unless 

a large number of nodes is used. 

The first pan of RBFN training is to get the receptive fields parameters, which are 

the centers, Cj, and the width of the receptive fields, O'j. Several learning schemes exist 

for detennining these parWD!ters, especially for Cj. The selection of Cj is critical 

because the perfonnance of the RBFN depends on the centers of the receptive field. A 

single:: value of cr is sufficient to be used for all the receptive fields. RBFN with the 

same cr tor each receptive field in the hidden layer was theoretically proven as universal 

approximator [Hassoun, 1995]. 

The second part of RBFN training, to get the weights of the output layer. is fairly 

straightforward. The works surveyed used linear regression, singular value 

decomposition or one of the backpropagation a1gorithms, like the delta learning rule 

[Hassoun, 1995; Haykin. 1994, Leonard, et al., 1992]]. 

The different methods to fmd the receptive fields parameters can be divided into 

three approaches [Haykin, 1994]: 

1. Fixed CJ. Tilis is the simplest approach to finding c;. Some data points from the 

training set are randomly chosen to be the fixed centers of the receptive field. This 

would be good only if the data are distributed in a representative manner for the 

surface approximated. In some cases, all the training data are used as centers. 

However, this method is not practical for problems with large am:Hmts of data, like 

in speech processing. In another approac~ the centers are placed on uniform course 

lattice along each dimension of an n-dimensional input space. However, this 

method is not practical for problems with high•dirnensional input space. The width 

of the Gaussian RBF, cr, can be fixed using: 
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a= d/(21) 112 

where d is the maximum distance between the chosen centers, and J is the number 

of centers. 

2. Unsupenised selection of CJ- This approach adaptively computes Cj. The hidden 

layer nodes learn to represent only parts of the input space that is densely populated 

by clusters of data. This results in a smaller number of nodes in the hidden layer. 

Moody and Darken [ 1989] used k-means clustering algorithm to locate J RBF 

centers that would minimize the sum squared error of the distance between the input 

training data and the center. At each time step, a random training vector, x, is 

selected and the center, Cj, nearest of the nearest receptive field is updated according 

to: 

(A.9) 

where p is a small positive constant. 

There is no standard way of finding the number of nodes in the hidden layer, J. J 

is usually found by cross validation. cr is heuristically determined to get smooth 

interpolation [Hassoun 1995]. A very conumn method is the nearest neighbor 

heuristics, which talces the global average over all the Eucledian distances between 

the center of each node, i, and that of the nearest neighbor, j, as seen in the 

following equation: 

a= !lei - cjll (A.10) 

A hewistic method to individually tune cr is 

a = allci - cjll (All) 

where Cl is a constant between 1.0 and 1.5. 

3. Supenised selection of CJ- In this IOOSt generalized form of RBFN, all the 

parameters in the hidden and ouput layers are found through supervised learning. 

Error between the desired output and the network output is minimized, usually using 

a gradient descent technique. Tiris class of method yields RBFN with good 
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generalization at the expense of higher training times because of the increased 

computation [Haykin 1994). 

Chen et al [ 1991] came up with the orthogonal least squares (OLS) algorithm, 

which has node-growing capability. The OLS algorithm provides a systematic method 

to select RBF centers. The centers are selected one at a time such that the 

approximation errors of the network are effectively reduced at each step. This recursive 

procedure is terminated once the errors have reached below a prescribed value. The 

MATLAB neural networks toolbox uses this algorithm to find the centers of RBF 

networks. An advantage of this method includes a smaller number of nodes in the 

hidden layer than that of RBF with randomly selected centers. Another advantage is the 

avoidance of numerical ill-conditioning frequently encountered in RBF with randomly 

se Iected centers. 

Lc:onanl t:t al. [ 1992] introduced the validity indr.:x network (VI nr.:t), which is an 

extension of RBFN. In addition to the network output, the VI net indicates when the 

network is extrapolating. The network is able to indicate any extrapolation based on the 

estimation of the local training data density. 
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UPDATE EQUATIONS DERIVATION FOR HSNN 

8.1 Update Equations for Linear-Nonlinear HSNN 

• weights of the first hidden layer of the master network, V l M, 

• the biases of the first hidden nodes of the master network, Cl M. 

• the weights of the sc:cond hidden layer of the master network, V2M, and 

• the biases of the output nodes of the master network, C2M. 

The derivation of the update equation for VIM is as fo Hows: 

de 
VIM new == VIM - µ a 

VlM 

de de dy db da i)h 
--==-
dVlM i)y i)b aa dh dVlM 

e=(y-y/f' 

y =b1(U,)+b2 

ay =U and 
ob1 s 

b1 = f (cv2M i.l)(a)}+C2M1 
j=l 

b2 = t [CV2M i.2 )(a)]+C2M2 
i=l 

ab1 -=V2M- 1 aa J. 

ab, 
--=V2M ·, aa J.-

147 



Therefore, there are two possible routes to calculate V 1 M. 

a== r(h) 

h == (VlM)(UM) + ClM 

aa r· h" I ah == ( ) == a 

dh -U 
dVIM - M 

Therefore, 

ae 
--= [2(e)(V.r)(V2M 1. 1 ®a'))(U u) or: avw · ... , 

:'.l ae =[2(e)(V2M
1
-., ®a')l(U.1 ) 

uVIM ·- ... 
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In this work, the V 1 Mnew is set to the average value of the V l M calculated from each 

route, as shown in Equation 4.4. 

The derivation of the update equation for ClM is as follows: 

ae 
ClM new == CIM - µ--

oClM 

ae = de i1y ab da dh 
actM ay db da ah actM 

The partial derivatives are basically the same as in the derivation of the update 

equations for V 1 M, except for: 

dh = 1 
dClM 

Therefore, there are also two routes to calculate CIM as given in the following two 

equations: 

ae 
--= [2(e)(U .r )(V2M 1-1 ®a')] or: actM • 

ae 
-- == [2(e)(V2M 1-,, ®a')] 
dClM ·-

Similar to VIM, and ClMnew is taken as the average as shown in Equation 4.7. 



1be derivation of the update equation for V2M is as follows: 

V2M =V2M-µ ae 
new av2M 

oe de oy db --=----
oV2M oy db dV2M 

b = (V2M)(a) + C2M 
cJb 

--=a 
oV2M 

Therefore, 

oe T 
oV2M = 2(e)(U s)(a ) 

wlEre U, = [~•] 

The derivation of the update equation for C2M is as follows: 

oe 
C2M new = C2M - µ-0C-2-M-

de oe oy ab 
oC2M = oy ob oC2M = i(e)(U 1 ) 

8.2 Update Equations for Nonlinear-nonlinear HSNN 
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1be derivation given here is for the nonlinear-nonlinear HSNN structure shown in 

Figure 4.3. Similar to linear-nonlinear HSNN, four types of parameters must also be 

derived: 

• weights of the first hidden layer of the master network, V lM, 

• the biases of the first hidden nodes of the master network, CIM, 

• the weights of the second bidden layer of the master network, V2M, and 

• the biases of the output nodes of the master network, C2M. 
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Because of the structure of the network, the derivation for the update of VIM can be 

obtained through four routes. 

Route 1: 

ae de dy dg ad ab1_ 3 aa dh 
dVlM dy dg ad dbt-3 aa dh dVlM 

e = (y- y/f, 

y = (V2S)(g) + C2S 

g = f(d) 

d = (VlS)(U s) + ClS 

a= f(h) 

h = (VlM)(U M) + ClM 

Route 2: 

de = de ay dg ad ab4_6 aa ah 
avtM ay ag ad ab4-6 aa ah avw 

: =2(y-yd}=2e 

cJy = V2S 
dg 

ag = f'(d) = g' 
dd 

d/Ji-3 = V2M . 1-3 aa ), 

_2!i_=U 
dbt-3 s 

aa = f'(h) = a' 
dh 

dh -U 
dVlM- M 



b4_6 = ClS = (V2M j.4-6 )(a) + C2M 4_6 

d = (VlS)(U s) + ClS 

ae = 2(e)(V2S ® g')(V2MJ- t-6 ® a')U u av1M ... ..,, 

Route 3: 

ae ae iJy ob7 _9 iJa ah 
= 

av1M ay ob1_9 aa ah avtM 

b7_9 = V2S = (V2M j_1_9 )(a)+ C2M 7_9 

y = (V2S)(g) + C2S 

ae = 2(e)(g)(V2M1· 7-9 ®a')U II iJVlM . ,lfl 

Route 4: 

ae = ae ay ob10 iJa oh 
avIM ay ab10 aa ah avIM 

b10 = C2S = (V2M i.10 )(a) + C2M 10 

y = (V2S)(g) + C2S 

ae = 2(e)(V2M jJO ®a')U M 
av1M 

ob 4-6 - V2M 
--- "4-6 aa }. 

dh7_9 = V2M . 7-9 
aa J. 

aJJio -=V2M- 10 aa J. 

ay 
-=l 
aJJio 

The updated V 1 M can then be calculated from Equation 4.19. 
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The derivation of the update equation for ClM also has 4 routes. 

Route 1: 

de = ae ay iJg ad a!Ji_3 aa ah 
dClM dy dg iJd ab1_3 aa dh ;JCIM 

h = (VlM)(UM) + ClM 

a:~ = 2(e)(U s )(V2S ® g'}(V2M i.H ® a') 

Route 2: 

de = ae ay ag ~ db4-6 da iJh 
ac1M ay ag ad ab4-6 aa ah acIM 

ae 
dClM = 2(e)(V2S ® g')(V2M j_4_6 ®a') 

Route 3: 

ae = de iJy iJb1-9 aa iJh 
acIM ay aJJ.,_9 aa ah acw 

a:~ =2(e)(g)(V2M j,1-9 ®a') 

Route 4: 

ae = ae ay db10 aa cJh 
actM dy iJb10 iJa iJh iJClM 

de = 2(e)(V2M
1
. 10 ® a') 

acIM • 

dh = l 
ac1M 

The updated ClM can then be calculated from Equation 4.23. 
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The update equations for V2M are divided into four groups, according to the output 

nodes of the master network. The full update formulas for V2M are in Equations 4. 11 

to 4.14. The derivation for the update formula of V2M ending at output nodes l to 3 of 

the master network is as follows: 

ae ae ay ag iJd obl-3 ----= 
iJV2M j.1-3 iJy ag ad abl-3 iJV2M j.l-3 

b1_ 3 = VlS = (V2M j .1-J )(a) + C2M 1_ 3 
ah1-3 _ _...;;....;..__ = a 

iJV2M j.l-J 

a de = 2(e)(U ,)(V2S ® g')(a) 
V2M j.l-J 

The derivation for the update formula of V2M ending at the master output nodes 4 to 6 

is as fo Uows: 

iJe _ ae ay iJg iJd iJb4_6 

dV2M j.4-!J c)y dg ad ab_._6 iJV2M j.4-6 

b.i-6 = ClS = (V2M j,,t-6)(a) + C2M -t-6 
ab4-6 ----=a 

av2M j.4_6 

ae 
---= 2(e)(V2S ® g')(a) 
i1V2M j.4-6 

The derivation for the update formula of V2M ending at the master output nodes 7 to 9 

is as follows: 

ae ae iJy oh1-9 ----=-
iJV2M j.7-9 ay db7-9 av2M j.7-9 

b1_9 = V2S = (V2M j,1-9 )(a)+ C2M 1-9 
iJb1-9 __ ;........_=a 

av2M j.1-9 



ae 
---=2(e)(g)(a) 
av2M 1_1_9 
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The derivation for the update formula of V2M ending at the master output node l O is as 

follows: 

ae ae oy ob10 ----= 
av2M j.1o ay ah10 av2M j.to 

b10 = C2S = (V2M j,1o)(a) + C2M 10 
dbio = a 

av2M j.1o 

oe 
---= 2(e)(a) 
av2M J.1o 

The full update fonnulas for C2M are in Equations 4.15 to 4.18. The derivation for the 

update formula of C2M ending at the master output node 1 to 3 is as follows: 

ae de iJy og od c1b1_ 3 ----=--
ac2M j.1-J ay ag ad ob1_3 ac2M j.t-J 

b1_3 =VIS= (V2M J.1-3)(a) + C2M 1_3 

a de = 2(e)(U ,)(V2S ® g') 
C2M J.t-3 

The derivation for the update fonnula of C2M ending at the master output node 4 to 6 is 

as follows: 

oe _ oe oy og od ab,__6 

ac2M j.4-6 ay ag ad ob4_6 ac2M 1 ... -6 

b4_6 = ClS = (V2M i.4-6 )(a)+ C2M 4_6 
db4-6 = 1 

oC2M J.4-6 
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de 
d = 2(e)(V2S ® g') 
C2M j.4-6 

The derivation for the update fonnula of C2M ending at the master output node 7 to 9 is 

as follows: 

de ae dy db1_9 ----= 
dC2M j,1-9 ay db1-9 dC2M j.1-9 

b7_9 = V2S = (V2M i.1_9 )(a) + C2M 7_9 
db1-9 = l 

ac2M j_1_9 

ae ,, 
'.'.lC?M · = ... (e)(g) 
o - J.1-9 

The derivation for the update formula of V2M ending at the master output nod~ 10 is as 

follows: 

de = de dy dlJi 0 

ac2M j.1o ay db10 ac2M j.to 

b10 = C2S = (V2M j.10 )(a) + C2M 10 

de 
----=2(e) 
ac2M jJo 

dlJio = 1 
ac2M j.to 

8.3 Update Equations for Output-tuned HSNN 

The derivation given here is for the nonlinear-nonlinear HSNN structure shown in 

Figure 4.4. There are 8 types of parameters to be derived: 
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• the weights of the first hidden layer of the master network. V 1 M. 

• the biases of the first hidden nodes of the master network. ClM, 

• the weights of the second hidden layer of the master network, V2M, 

• the biases of the output nodes of the master network, C2M, 

• the weights of the first hidden layer of the slave network, V 1 S, 

• the biases of the first hidden nodes of the slave network, C 1 S, 

• the weights of the second hidden layer of the slave network, V2S, and 

• the biases of the output nodes of the slave network, C2S. 

Because of the structure of the master network, the derivation for the update of V 1 M 

can be obtained through two routes. 

Route 1: 

de = de iJy alJi aa ah 
avw ay a1n. aa oh av1M 

e=(y-y/f, 

b1 = f (<v2M j.l )(a)]+ C2M 1 
j=l 

a=f(h) 

h = (VlM)(U M) + ClM 

ae =[2(e)(Ys)(V2M 1- 1 ®a')}(UM) 
dVlM • 

:; = 2(y - Yd ) = 2e 

ay 
db = Ys 

l 

rJb1 
-=V2M ·J aa J 

aa 
-=f'(h)=a' 
rJh 

ah -U 
avw- M 



Route 2: 

-2_= l 
itb2 

b2 = f KV2M i.2 )(a)]+ C2M 2 
j=l 

ae 
itVlM = [2(e)(V2M i.2 ® a')](UM) 
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ab., 
-- =V2M ., 
aa 1·-

ln this work, the VlMncw is set to the average value of the VlM calculated from each 

route, as shown in Equation 4.33. 

The derivation of the update equation for ClM is as follows: 

iJe oe cry itb aa oh 
=---

iJClM dy ob aa oh oClM 

The partial derivatives are basically the same as in the derivation of the update 

equations for VIM, except for: 

oh = 1 
oClM 

Therefore, there are also two routes to calculate ClM as given in the following two 

equations: 

or: 
iJe 

0 
=[2(e)(V2M

1
-., ®a')] 

ClM ... 

Similar to VIM, and ClMnew is taken as the average as shown in Equation 4.36. 

The update equations for V2M are divided into two groups,, according to the output 

nodes of the master network. 1be full update formulas for V2M are in Equations 4.29 

and 4.30. The derivation for the update formula of V2M ending at output node l of the 

master network is as follows: 



oe _ ae ay ab1 ---
dV2M j.l dy ab. av2M j.l 

/Ji = f [cv2M j.I )(a)]+ C2M 1 
j=l 

ae a = 2(e)(y s )(a) 
V2Mj,1 

158 

The derivation for the update fonnula of V2M ending at output node 2 of the master 

network is as follows: 

ae = ae oy ilb2 
av2M j.2 ay ab2 av2M j.2 

b2 = f [cv2M j.2)(a} ]+ C2M 2 
j=l 

ae a = 2(e)(a) 
V2M j.i 

ab,, - = a 
dV2M -,, ) ... 

The full update fonnulas for C2M are in Equations 4.31 and 4.32. The derivation for 

the update formula of C2M ending at the master output node l is as follows: 

oe 
ac2M1 

de dy abi 
ay olJi ac2M1 

bi = f [cv2M j,l )(a)]+ C2M 1 
j=l 

de -2 e 
ac2M

1 
- ( )(Ys) 

obi = l 
ac2M1 

The derivation for the update formula of C2M ending at the master output node 2 is as 

follows: 



b2 = t [<V2M j.2 )(a)]+ C2M 2 
j=l 

de -2(e) 
ac2M 2 

dbz = l 
ac2M 2 
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The full update formulas for the slave network are in Equations 4.39 to 4.42. The 

derivation for the update equation of V l S is as follows: 

~= ae ay ays ag ~ 
a vis ay ay s ag ad av1s 

d = (VIS)(U s) + CIS 

g = f(d) 

y s = (V2S)(g) + C2S 

~=U av1s s 

dg = r'(d) = g' 
<Jd 

<Jys = V2S 
dg 

~=bi 
ays 

The derivation for the update equation of ClS is as follows: 

~- ae dy dys dg ~ 
ac1s ay ay s ag ad ac1s 

d = (VlS)(U s) + CtS 

~ = [2(e)(q )(V2S ® a')l 
ac1s 

~=l 
ac1s 



The derivation for the update equation of V2S is as follows: 

~=aeay~ 
dV2S ay dys av2s 

y s = (V2S)(g) + C2S 

ae -a - = 2(e)(b1)(g) 
V2S 

The derivation for the update equation of C2S is as follows: 

ae ae ay ays --=------ac2s ay ay s ac2s 

Ys =(V2S)(g)+C2S 

ae 
--= 2(e)(/Ji) ac2s 

dy.f = 1 
ac2s 
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APPENDIXC 

TRAINING AND TEST DAT A 

C.l TRAINING AND TESTING DATA FOR 

mE FLASH SYSTEM 

All training and testing data given are nonnalised. 

Main training data for M-W flash 

File name: flth815 

Number of data points: 150 

T p F z K V 

0 0 0.76 0.473684 0.415409 0.552345 

0 0.125 0.6 0.333333 0.362947 0.047557 

0 0.125 1 0.6 0.362952 0.764939 

0 0.25 0.76 0.473684 0.320368 0.278329 

0 0.375 0.52 0.230769 0.355572 0 

0 0.375 0.6 0.2861 0.49724 

0 0.5 0.76 0.473684 0.264512 0 

0 0.625 0.52 0.230769 0.318144 0 

0 0.625 0.6 0.236735 0.080569 

0 0.75 0.76 0.473684 0.238061 0 

0 0.875 0.52 0.230769 0.287844 0 

0 0.875 0.92 0.565217 0.215637 0 

0 1 0.76 0.473684 0.216419 0 

0.1 0 0.52 0.230769 0.48123 0.061214 

0.1 0 0.92 0.565217 0.481243 0.917881 

0.1 0.125 0.68 0.411765 0.421326 0.411495 

0.1 0.25 0.52 0.230769 0.406864 0 
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y L 

0.647154 0.447655 

0.687381 0.952443 

0.687381 0.235061 

0.724529 0.721671 

0 1 

0.759378 0.50276 

0 1 

0 1 

0.824302 0.919431 

0 1 

o 1 

0 1 

0 1 

0.597285 0.938785 

0.597278 0.082119 

0.639092 0.588505 

0 1 

X a 
0.259646 0.390285 

0.315655 0.038138 

0.315644 0.699536 

0.37694 0.202883 

0.230769 0.010691 

0.442372 0.457677 

0.473684 o.01n52 

0.230769 0.010691 

0.580344 0.094091 

0.473684 o.01ns2 

0.230769 0.010691 

0.565217 0.022428 

0.473684 o.01n52 

0.20687 0.041131 

0.206853 0.781746 

0.252813 0.266124 

0.230769 0.012859 
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0.1 0.25 0.92 0.565217 0.371393 0.69997 o.6n222 0.30003 0.303911 0.59391 

0.1 0.375 0.68 0.411765 0.330116 0.147443 0.71254 0.852557 0.359748 0.106081 

0. 1 0.5 0.52 0.230769 0.361657 0 0 1 0.230769 0.012859 

0.1 0.5 0.92 0.565217 0.296296 0.446742 0.745718 0.553258 0.419467 0.384284 

0.1 0.625 0.68 0.411765 0.282398 0 0 1 0.411765 0.018532 

0.1 0.75 0.44 0.090909 0.413191 0 0 1 0.090909 0.010015 

0.1 0.75 0.92 0.565217 0.24633 0.072037 0.807551 0.927963 0.546405 0.083954 

0.1 0.875 C.68 0.411765 0.255503 0 0 0.411765 0.018532 

0.1 1 0.44 0.090909 0.375628 o o 0.090909 0.010015 

0.1 1 0.92 0.565217 0.221945 0 0 1 0.565217 0.026982 

0.2 0 0.68 0.411765 0.553631 0.649838 0.545202 0.350162 0.164129 0.418398 

0.2 0.125 0.44 0.090909 0.591814 0 0 1 0.090909 0.011709 

0.2 0.125 0.84 0.52381 0.486886 0.831339 0.589163 0.168662 0.201678 0.65096 

0.2 0.25 0.68 0.411765 0.430179 0.436462 0.628842 0.563538 0.243638 0.283872 

0.2 0.375 0.44 0.090909 0.522189 0 0 1 0.090909 0.011709 

0.2 0.375 0.84 0.52381 0.382204 0.623131 0665178 0.376868 0.290064 0.488263 

02 0.5 0.68 0.411765 0.341871 0.198229 0.698921 0.801771 0.340768 0 139232 

0.2 0.625 0.44 0.090909 0.467221 0 0 1 0.090909 0.011709 

0.2 0.625 0 84 0.52381 0.308272 0.383769 0.730624 0.616231 0.395012 0 308147 

0.2 0.75 0.6 0333333 0.309985 0 0 1 0.333333 0.018361 

0.2 0.875 0.44 0.090909 0.422724 0 0 1 0.090909 0.011709 

0.2 0.875 0.84 0.52381 0.257397 0.044736 0.789699 0.955264 0.511358 0.060547 

0.2 1 0.6 0.333333 0.281804 0 0 0.333333 0.018361 

0.2 1 1 0.6 0.238381 0.11509 0.817663 0.88491 0.571691 0.133221 

0.3 0 0.84 0.52381 0.608333 1 0.52381 0 0 0.788625 

0.3 0.125 0.6 0.333333 0.558716 0.459471 0.537017 0.540529 0.160194 0.267731 

0.3 0.125 1 0.6 0.5131 1 0.6 0 0 0.927478 

0.3 0.25 0.84 0.52381 0.495794 0.85698 0.578758 0.14302 0.194556 0.673408 

0.3 0.375 0.6 0.333333 0.44166 0.262119 0.616633 0.737881 0.232696 0.159602 

0.3 0.375 1 0.6 0.441662 0.956683 0.616631 0.043317 0.232693 0.886252 

0.3 0.5 0.76 0.473684 0.39523 0.528176 0.651431 0.471824 0.274709 0.380808 

0.3 0.625 0.6 0.333333 0.355617 0.035379 0.683792 0.964621 0.32048 0.039507 

0.3 0.625 t 0.6 0.355621 0.769374 0.683792 0.230625 0.320468 0.711721 

0.3 0.75 0.76 0.473684 0.322047 0.301958 0.714226 0.698042 0.369631 0.227611 

0.3 0.875 0.6 0.333333 0.31752 0 0 1 0.333333 0.021034 

0.3 0.875 0.6 0.293768 0.554806 0.743142 0.445194 0.421615 0.51893 

0.3 1 0.76 0.473684 0.270405 0 a 0.473684 0.028616 

0.4 0 0.52 0.230769 0.715515 0.391996 0.43246 0.608004 0.100734 0.204745 

0.4 0 0.6 0.5868 1 0.6 0 0 0.929494 

0.4 0.125 0.76 0.473684 0.636164 0.976181 0.48216 0.023819 0.126319 0.703173 

0.4 0.25 0.52 0.230769 0.567386 0.204788 0.526416 0.795212 0.154632 0.114362 

0.4 0.25 1 0.6 0.51449 1 0.6 0 0 0.929494 

0.4 0.375 0.76 0.473684 0.50758 0.756506 0.566296 0.243494 0.185947 0.54339 

0.4 0.5 0.52 0.230769 0.455528 0.026851 0.602644 0.973148 0.220508 0.031685 

0.4 0.5 0.92 0.565217 0.455546 0.902087 0.602635 0.097913 0.220481 o.n4146 

0.4 0.625 0.76 0.473684 0.410355 0.569997 0.636121 0.430003 0.258363 0.412104 



163 

0.4 0.75 0.52 0.230769 0.404194 0 0 1 0.230769 0.019423 

0.4 0.75 0.92 0.565217 0.371268 0.722404 C.667301 o.2ns95 0.29956 0.620636 

0.4 0.875 0.68 0.411765 0.337621 0.192323 0.696637 0.807677 0.343931 0.141263 

0.4 0.52 0.230769 0.367449 0 0 1 0.230769 0.019423 

0.4 1 0.92 0.565217 0.308875 0.522559 0.724468 o.4n441 0.390918 0.455636 

0.5 0 0.68 0.411765 0.778524 1 0.411765 0 0 0.652593 

0.5 0.125 0.52 0.230769 0.718846 0.40643 0424168 0.59357 0.098345 0.213526 

0.5 0.125 0.92 0.565217 0.614644 0.565217 0 0 0.861706 

0.5 0.25 0.68 0.411765 0.64437 0.829491 0.471346 0.17051 0.121914 0.540237 

0.5 0.375 0.44 0.090909 0.643704 0 0 1 0.090909 0.016839 

0.5 0.375 0.92 0.565217 0.543149 1 0.565217 0 0 0.861706 

0.5 0.5 0.68 0.411765 0.521958 0.626877 0.551949 0.373123 0.176244 0.40955 

0.5 0.625 0.44 0.090909 0.575945 0 0 1 0.090909 0.016839 

0.5 0.625 0.92 0.565217 0.471654 0.942632 0.586992 0 057368 0.207424 0.811475 

0.5 0.75 0.68 0.411765 0.427477 0.450636 0.619358 0.549364 0.241479 0.299531 

0.5 0.875 0.44 0.090909 0.521093 0 0 1 0090909 0.016839 

0.5 0.875 0.84 0.52381 0.388792 0.661219 0.649527 0 338782 0.27844 0.524972 

0.5 0.68 0.411765 0.355054 0.260077 o.snoo4 0.739923 0 318219 0.184317 

0.6 0 0.44 0.090909 0.898453 0. 137494 0.305576 0.862506 0.056688 0.074592 

0.6 0 0.84 0.52381 0.741196 0.52381 0 0 0.793587 

0.6 0.125 0.68 0.411765 0.775749 1 0.411765 0 0 0.653883 

0.6 0.25 0.44 0 090909 0 732013 0 o 1 0.090909 0.018565 

0.6 0.25 0.84 0.5238t 0.649142 0.52381 0 0 0.793587 

0.6 0.375 0.6 0.333333 0.65596 0.634599 0.458227 0.365401 0.116428 0.372077 

0.6 0.5 0.44 0.090909 0.650678 o 0 1 0.090909 0.018565 

0.6 0.5 0.84 0.52381 0.576993 0.52381 0 0 0.793587 

0.6 0.625 0.6 0.333333 0.538696 0.452728 0.535864 0.547272 0.165791 0.269828 

0.6 0.625 1 0.6 0.494408 1 0.6 0 0 0.933538 

0.6 0.75 0.84 0.52381 0.489841 0.8TT64 0.569808 0.12236 0.193876 0.695742 

0.6 0.875 0.6 0.333333 0.446506 0.289037 0.601223 0.710963 0.224424 0.180TT2 

0.6 0.875 1 0.6 0.446511 0.996753 0.601223 0.003247 0.224415 0.930467 

0.6 0.84 0.52381 0.408147 0.713914 0.630536 0.286086 0.257479 0.567812 

0.7 0 0.6 0.333333 0.941388 0.333333 0 0 0.585388 

0.7 0 t 0.6 0.714562 0.6 0 0 0.935568 

0.7 0.125 0.76 0.473684 0.780426 1 0.473684 0 0 0.72516 

0.7 0.25 0.6 0.333333 0.813352 0.935165 0.35145 0.064834 0.072017 0.547449 

0.7 0.25 1 0.6 0.625242 0.6 0 0 0.935568 

0.7 0.375 0.76 0.473684 0.688896 1 0.473684 0 0 0.72516 

0.7 0.5 0.6 0.333333 0.670549 0.670567 0.442998 0.329433 0.110108 0.394261 

0.7 0.5 1 0.6 o.sssn1 1 0.6 0 0 0.935568 

0.7 0.625 0.76 0.473684 0.610876 0.975521 0.482269 0.024479 0.131578 0.707256 

0.7 0.75 0.52 0.230769 0.557614 0.208933 0.518143 0.791067 0.154869 0.122139 

0.7 0.75 1 0.6 0.501143 1 0.6 0 0 0.935568 

0.7 0.875 0.76 0.473684 0.509985 0.1911n 0.551166 0.208823 0.180125 0.574024 

0.7 0.52 0.230769 0.467364 0.062223 0.581782 0.937777 0.207479 0.054315 

0.7 0.6 0.455564 0.6 0 0 0.935568 
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0.8 0 0.76 0.473684 0.891167 0.473684 0 0 0.72664 

0.8 0.125 0.52 0.230769 0.995713 0.230769 0 0 0.516934 

0.8 0.125 0.92 0.565217 0.746184 0.565217 0 0 0.867241 

0.8 0.25 0.76 0.473684 o.n9n1 0.473684 0 0 0.72664 

0.8 0.375 0.52 0.230769 0.82405 0.603305 0.337611 0.396695 0.068282 0.316043 

0.8 0.375 0.92 0.565217 0.658398 0.565217 0 0 0.867241 

0.8 0.5 0.68 0.411765 0.735039 1 0.411765 0 0 065647 

0.8 0.625 0.52 0.230769 0.68782 0.395466 0.425811 0.604534 0.103179 0.21322 

0.8 0.625 0.92 0.565217 0.589943 1 0.565217 0 0 0.867241 

0.8 0.75 0.68 0.411765 0.630279 0.847147 0.463925 0.152853 0.122677 0.556488 

0.8 0.875 0.52 0.230769 0.578563 0.245133 0.498865 0754867 0. 143709 0.141106 

0.8 0.875 0.92 0.565217 0.533758 1 0.565217 0 0 0.867241 

0.8 1 0.68 0.411765 0.531986 0.672TT4 0.53111 0.327226 0.166392 0.444481 

0.9 0 0.44 0.090909 1.208998 0.090909 0 0 0.449068 

0.9 0 0.92 0.565217 0.851549 0.565217 0 0 0.869094 

0.9 0.125 0.68 0.411765 0.939276 0.411765 0 0 o.ssnsa 
0.9 0.25 0.44 0.090909 1.001984 0.304681 0.216276 0.695319 0.035975 0.149536 

0.9 0.25 0.92 0.565217 0.745105 1 0.565217 0 0 0.869094 

0.9 0.375 0.68 0.411765 0.828865 0.411765 0 0 0657768 

0.9 0.5 0.44 0.090909 0.838198 0.104902 0.321386 0.895098 0 063898 0.06601 

0.9 0.5 0.84 0.52381 0.697938 0.52381 0 0 O 79858 

0.9 0.625 0.68 0.411765 0.741612 0.411765 0 0 o.esnea 
0.9 0.75 0.44 0.090909 0.714296 0 0 1 0.090909 002379 

0.9 0.75 0.84 0.52381 0.628713 1 0.52381 0 0 0.79858 

0.9 0.875 0.68 0.411765 0.651809 0.902654 0.443929 0.097346 0.113513 0.594117 

0.9 0.44 0.090909 0.64936 0 0 1 0.090909 0.02379 

0.9 1 0.84 0.52381 0.571538 0.52381 0 0 0.79858 

0 0.6 0.333333 1.137829 0.333333 0 o 0.588723 

0.125 0.44 0.090909 1.201687 0.090909 0 0 0.449809 

0.125 0.84 0.52381 0.891267 0.52381 0 o 0.800252 

0.25 0.6 0.333333 0.995601 0.333333 0 0 0.588723 

0.25 0.6 0.756078 0.6 0 0 0.941684 

0.375 0.84 0.52381 0.786412 0.52381 a 0 0.800252 

0.5 0.6 0.333333 0.885002 0.333333 0 a 0.588723 

0.5 0.6 0.672069 1 0.6 0 0 0.941684 

0.625 0.84 0.52381 0.703632 1 0.52381 0 0 0.800252 

0.75 0.6 0.333333 0.789231 0.952228 0.346386 0.047772 0.073149 0.56097 

0.75 1 0.6 0.604862 0.6 0 0 0.941684 

0.875 0.76 0.473684 0.673547 0.473684 0 0 0.729609 

0.6 0.333333 0.675326 0.720192 0.422343 0.279808 0.104232 0.427342 

0.6 0.549874 0.6 0 0 0.941684 
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Test data for M-W system 

File name: fts70k 

Number of data points: 70, error in K-values for single-phase region 

T p F z K V y L X a 
0.075 0.18 0.66 0.393939 0.383686 0.274136 0.668322 0.725864 0.290314 0176409 

0.075 0.18 0.92 0.565217 0.383692 0.727259 0.668318 0.272741 0.290302 0.616376 

0.075 0.355 0.66 0.393939 0.324137 0.06968 0.7188 0.93032 0.369608 0.057213 

0.075 0.355 0.92 0.565217 0.324142 0.560198 0.7188 0.439802 0.369592 0.476506 

0.075 0.53 0.66 0.393939 0.292956 0 0 1 0.393939 0.017072 

0.075 0.53 0.92 0.565217 0.279381 0.352456 0.765096 0.647544 0.456424 0307009 

0.075 0.705 0.66 0.393939 0.272074 0 0 1 0.393939 0.017072 

0.075 0.705 0.92 0.565217 0.246027 0.06701 0.808528 0.93299 0.547742 0.07888 

0.075 0.75 0.66 0.393939 0.267176 0 0 0.393939 0.017072 

0.075 0.75 0.92 0.565217 0.239606 0 0 1 0.565217 0.025842 

0.215 0.18 0.66 0.393939 0.470752 0.469086 0.599554 0.530914 0.21227 0.296105 

0.215 0.18 0.92 0.565217 0.470753 0.91134 0.599554 0.088659 0212268 0.778366 

0.215 0.355 0.66 0.393939 0.397963 0.318456 0.652339 0.681544 0.2732 0 206017 

0.215 0.355 0.92 0.565217 0.397964 0.770213 0.652339 0.229787 0.273199 0.65643 

0.215 0.53 0.66 0.393939 0.340543 0.144218 0.699645 0.855782 0.342421 0.104235 

0.215 0.53 0.92 0.565217 0.340546 0.623696 0.699645 0.376304 0.342414 0.533187 

0.215 0.705 0.66 0.393939 0.301801 0 a 1 0.393939 0.021301 

0.215 0.705 0.92 0.565217 0.295889 0.451895 0.743092 0.548105 0.418565 o.3922n 

0.215 0.75 0.66 0.393939 0.296368 0 0 t 0.393939 0.021301 

0.215 0.75 0.92 0.565217 0.286167 0.400928 0.753789 0.599072 0.439016 0.351041 

0.355 0.18 0.66 0.393939 0.57035 0.643805 0.526733 0.356194 0.153922 0.406364 

0.355 0.18 0.92 0.565217 0.543123 1 0.565217 0 0 0.859044 

0.355 0.355 0.66 0.393939 0.485796 0.505965 0.583218 0.494035 0.200091 0.32148 

0.355 0.355 0.92 0.565217 0.485796 0.953018 0.583218 0.046982 0.20009 0.817693 

0.355 0.53 0.66 0.393939 0.416743 0.370761 0.632917 0.629239 0.253128 0.240325 

0.355 0.53 0.92 0.565217 0.416749 0.821748 0.632917 0.178252 0.253117 0.703822 

0.355 0.705 0.66 0.393939 0.360732 0.22174 o.6n64s o.n826 0.313106 0.152928 

0.355 0.705 0.92 0.565217 0.360745 0.691629 o.6n63a 0.308371 0.313075 0.593658 

0.355 0.75 0.66 0.393939 0.348188 0.179248 0.688516 0.820752 0.329605 0.128314 

0.355 0.75 0.92 0.565217 0.348208 0.656537 0.688506 0.343463 0.329549 0.564402 

0.495 0.18 0.66 0.393939 0.680702 0.838896 0.448504 0.161104 0.1098t 4 0.531834 

0.495 0.18 0.92 0.565217 0.596061 1 0.565217 0 0 0.861614 

0.495 0.355 0.66 0.393939 0.585304 0.682093 0.509876 0.317907 0.145188 0.432819 

0.495 0.355 0.92 0.565217 0.546508 1 0.565217 0 0 0.861614 

0.495 0.53 0.66 0.393939 0.505892 0.551814 0.563198 0.448186 0.185546 0.352315 

0.495 0.53 0.92 0.565217 0.504542 1 0.565217 0 0 0.861614 

0.495 0.705 0.66 0.393939 0.439664 0.428815 0.610436 0.571185 0.231406 0.278084 

0.495 0.705 0.92 0.565217 0.439667 0.880701 0.610436 0.119299 0.231401 0.757656 



0.495 0.75 0.66 0.393939 

0.495 0.75 0.92 0.565217 

0.635 0.18 0.66 0.39S939 

0.635 0.18 0.92 0.565217 

0.635 0.355 0.66 0.393939 

0.635 0.355 0.92 0.565217 

0.635 0.53 0.66 0.393939 

0.635 0.53 0.92 0.565217 

0.635 0.705 0.66 0.393939 

0.635 0.705 0.92 0.565217 

0.635 0.75 0.66 0.393939 

0.635 0.75 0.92 0.565217 

0.775 0.18 0.66 0.393939 

0.775 0.18 0.92 0.565217 

0.775 0.355 0.66 0.393939 

0.775 0.3S5 0.92 0.565217 

0.775 0.53 0.66 0.393939 

0.775 053 0.92 0.565217 

0.775 0.705 0.66 0.393939 

0.775 0.705 0.92 0.565217 

0.775 0.75 0.66 0.393939 

0.775 0.75 0.92 0.565217 

0.9 0. 18 0.66 0.393939 

0.9 0.18 0.92 0.565217 

0.9 0.355 0.66 0.393939 

0.9 0.355 0.92 0.565217 

0.9 0.53 0.66 0.393939 

0.9 0.53 0.92 0.565217 

0.9 0.705 0.66 0.393939 

0.9 0.705 0.92 0.565217 

0.9 0.75 0.66 0.393939 

0.9 0.75 0.92 0.565217 

Training data for M-W system 

File name: tlthl50.txt 

0.42451 

0.424514 

0.782482 

0.652153 

0.694964 

0.59882 

0.605871 

0.552858 

0.530456 

0.513423 

0.512978 

0.504181 

0.856041 

0.71349 

0.78487 

0.654174 

0.715442 

0.603963 

0.631301 

0.561723 

0.611674 

0.551612 

0.926269 

o.n213 

0.849322 

0.707938 

0.784129 

0.653601 

0.728235 

0.60701 

0.707531 

0.596084 
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0.396687 0.621788 0.603313 0.244126 0.258974 

0.850211 0.621788 0. 149789 0.244118 0.731424 

0.393939 0 0 0.636894 

0.565217 o 0 0.864192 

0.886732 0.431055 0.113269 0.103376 0.564388 

1 0.565217 0 0 0.864192 

0.731744 0.489039 0.268256 0. 134528 0.466349 

1 0.565217 0 0 0.864192 

0.605855 0.53987 0.394145 0. 169625 0.388201 

0.565217 0 0 0.864192 

0.575873 0.55199 0.424127 0. 179342 0.369836 

1 0.565217 0 0 0864192 

0.393939 0 0 0.638641 

0.565217 0 0 o.8ssna 

0.393939 0 0 0.638641 

0.565217 0 0 o.a66n8 

0.951141 0.409278 0.048859 0.095344 0.607412 

1 0.565217 0 0 0.866n8 

0.793319 0.464615 0.206681 0.122661 0.507345 

1 0.565217 0 0 o.essns 

0.758893 0.47774 0.241107 0.130173 0.485731 

t 0.565217 0 0 0.B66nB 

0.393939 0 0 0.640204 

0.565217 0 0 0.869094 

0.393939 0 0 0.640204 

0.565217 0 0 0.869094 

0.393939 0 0 0.640204 

0.565217 0 0 0.869094 

1 0.393939 0 0 0.640204 

1 0.565217 o 0 0.869094 

0.958695 0.406784 0.041305 0.095822 0.613885 

1 0.565217 0 0 0.869094 

Number of data points: 150 with no error in K-values. 

T 

0 

0 

p 

0 

0.125 

F z K 

0.76 0.473684 0.41541 

0.6 0.333333 0.36295 

V y L X q 

0.552345 0.647154 0.44766 0.259646 0.39029 

0.047557 0.687381 0.95244 0.315655 0.03814 
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0 0.125 0.6 0.36295 0.764939 0.687381 0.23506 0.315644 0.69954 

0 0.25 0.76 0.473684 0.32036 0.278329 0.724529 0.72167 0.37694 0.20288 

0 0.375 0.52 0.230769 0 0 0 1 0.230769 0.01069 

0 0.375 1 0.6 0.2861 0.49724 0.759378 0.50276 0.442372 0.45768 

0 0.5 0.76 0.473684 0 0 0 1 0.473684 0.01775 

0 0.625 0.52 0.230769 o o 0 1 0.230769 0.01069 

0 0.62S t 0.6 0.23674 0.080569 0.824302 0.91943 0.580344 0.09409 

0 0.75 0.76 0.473684 0 0 0 0.473684 0.01775 

0 0.875 0.52 0.230769 o 0 0 0.230769 0.01069 

0 0.875 0.92 0.565217 0 0 0 1 0.565217 0.02243 

0 1 0.76 0.473684 o 0 0 1 0.473684 0.01775 

0.1 o 0.52 0.230769 0.48123 0.061214 0.597285 0.93879 0.20687 0.04113 

0.1 0 0.92 0.565217 0.48124 0.917881 0.597278 0.08212 0.206853 0.78175 

0.1 0.125 0.68 0.411765 0.42133 0.411495 0.639092 0.58851 0.252813 0.26612 

0. 1 0.25 0.52 0.230769 0 0 0 1 0.230769 0.01286 

0.1 0.25 0.92 0565217 0.37139 0.69997 0.6TT222 0.30003 0.303911 0.59391 

0.1 0.375 0.68 0.411765 0.33012 0147443 0.71254 0.85256 0.359748 0.10608 

0.1 0.5 0.52 0.230769 0 0 0 1 0.230769 0.01286 

0.1 0.5 0.92 0.565217 0.2963 0.446742 0.745718 0.55326 0.419467 0.38428 

0.1 0.625 068 0.411765 0 0 0 1 0.411765 0.01853 

0.1 0.75 0.44 0.090909 0 0 0 1 0.090909 0.01002 

0.1 0.75 0.92 0.565217 0.24633 0.072037 0.807551 0.92796 0.546405 0.08395 

o., 0.875 0.68 0.411765 0 0 0 1 0.411765 0.01853 

0.1 0.44 0.090909 0 0 0 1 0.090909 0.01002 

0.1 , 0.92 0.565217 0 0 0 1 0.565217 0.02698 

0.2 0 0.68 0.411765 0.55363 0.649838 0.545202 0.35016 0.164129 0.4184 

0.2 0.125 0.44 0.090909 0 0 0 0.090909 0.01171 

0.2 0.125 0.84 0.52381 0.48689 0.831339 0.589163 0.16866 0.201678 0.65096 

0.2 0.25 0.68 0.411765 0.43018 0.436462 0.628842 0.56354 0.243638 0.28387 

0.2 0.375 0.44 0.090909 0 0 0 1 0.090909 0.01171 

0.2 0.375 0.84 0.S2381 0.3822 0.623131 0.665178 0.37687 0.290064 0.48826 

0.2 0.5 0.68 0.411765 0.34187 0.198229 0.698921 0.80177 0.340768 0.13923 

0.2 0.625 0.44 0.090909 0 0 0 1 0.090909 0.01171 

0.2 0.625 0.84 0.52381 0.30827 0.383769 0.730624 0.61623 0.395012 0.30815 

0.2 0.75 0.6 0.333333 0 0 0 1 0.333333 0.01836 

0.2 0.875 0.44 0.090909 0 0 0 1 0.090909 0.01171 

0.2 0.875 0.84 0.52381 0.2574 0.044736 0.789699 0.95526 0.511358 0.06055 

0.2 0.6 0.333333 0 0 0 0.333333 0.01836 

0.2 1 0.6 0.23838 0.11509 0.817663 0.88491 0.571691 0.13322 

0.3 o 0.84 0.52381 1 1 0.52381 0 0 0.78863 

0.3 0.125 0.6 0.333333 0.55872 0.459471 0.537017 0.54053 0.160194 0.26773 

0.3 0.125 1 0.6 1 1 0.6 o 0 0.92748 

0.3 0.25 0.84 0.52381 0.49579 0.85698 0.578758 0.14302 0.194556 0.67341 

0.3 0.375 0.6 0.333333 0.44166 0.262119 0.616633 0.73788 0.232696 0.1596 

0.3 0.375 1 0.6 0.44166 0.956683 0.616631 0.04332 0.232693 0.88625 

0.3 0.5 0.76 0.473684 0.39523 0.528176 0.651431 0.47182 0.274709 0.38081 
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0.3 0.625 0.6 0.333333 0.35562 0.035379 0.683792 0.96462 0.32048 0.03951 

0.3 0.625 1 0.6 0.35562 0.769374 0.683792 0.23063 0.320468 0.71172 

0.3 0.75 0.76 0.473684 0.32205 0.301958 0.714226 0.69804 0.369631 0.22761 

0.3 0.875 0.6 0.333333 0 0 0 1 0.333333 0.02103 

0.3 0.875 1 0.6 0.293n 0.554806 0.743142 0.44519 0.421615 0.51893 

0.3 t 0.76 0.473684 0 0 0 1 0.473684 0.02862 

0.4 0 0.52 0.230769 0.71552 0.391996 0.43246 0.608 0.100734 0.20475 

0.4 0 1 0.6 1 0.6 0 0 0.92949 

0.4 0.125 0.76 0.473684 0.63616 0.976181 0.48216 0.02382 0.126319 0.70317 

0.4 0.25 0.52 0.230769 0.56739 0.204788 0.526416 0.79521 0.154632 0.11436 

0.4 0.25 1 0.6 1 1 0.6 0 0 0.92949 

0.4 0.375 0.76 0.473684 0.50758 0.756506 0.566296 0.24349 0.185947 0.54339 

0.4 0.5 0.52 0.230769 0.45553 0.026851 0.602644 0.97315 0.220508 0.03169 

0.4 0.5 0.92 0.565217 0.45555 0.902087 0.602635 0.09791 0.220481 0.77415 

0.4 0.625 0.76 0.473684 0.41036 0.569997 0.636121 0.43 0.258363 0.4121 

0.4 0.75 0.52 0.230769 0 0 0 1 0.230769 0.01942 

0.4 0.75 0.92 0.565217 0.37127 0.722404 0.667301 o.2ns 0.29956 0.62064 

0.4 0.875 0.68 0.411765 0.33762 0.192323 0.696637 0.80768 0.343931 0.14126 

0.4 0.52 0.230769 0 0 0 1 0.230769 0.01942 

0.4 0.92 0.565217 0.30888 0.522559 0.724468 o.4n44 0.390918 0.45564 

0.5 0 0.68 0.411765 1 1 0.411765 0 0 0.65259 

0.5 0.125 0.52 0.230769 0.71885 0.40643 0.424168 0.59357 0.098345 0.21353 

0.5 0.125 0.92 0.565217 1 1 0.565217 0 0 0.86171 

0.5 025 0.68 0.411765 0.64437 0.829491 0.471346 0. 17051 0.121914 0.54024 

0.5 0.375 0.44 0.090909 0 0 0 1 0.090909 0.01684 

0.5 0.375 0.92 0.565217 1 0.565217 0 0 0.86171 

0.5 0.5 0.68 0.411765 0.52196 0.626877 0.551949 0.37312 0.176244 0.40955 

0.5 0.625 0.44 0.090909 0 0 0 1 0.090909 0.01684 

0.5 0.625 0.92 0.565217 0.47165 0.942632 0.586992 0.05737 0.207424 0.81148 

0.5 0.75 0.68 0.411765 0.42748 0.450636 0.619358 0.54936 0.241479 0.29953 

0.5 0.875 0.44 0.090909 0 0 0 0.090909 0.01684 

0.5 0.875 0.84 0.52381 0.38879 0.661219 0.649527 0.33878 0.27844 0.52497 

0.5 1 0.68 0.411765 0.35505 0.260077 o.sn904 0.73992 0.318219 0.18432 

0.6 0 0.44 0.090909 0.89845 0.137494 0.305576 0.86251 0.056688 0.07459 

0.6 0 0.84 0.52381 1 0 52381 0 0 0.79359 

0.6 0.125 0.68 0.411765 1 1 0.411765 0 0 0.65388 

0.6 0.25 0.44 0.090909 0 0 o 1 0.090909 0.01857 

0.6 0.25 0.84 0.52381 1 0.52381 0 0 0.79359 

0.6 0.375 0.6 0.333333 0.65596 0.634599 0.458227 0.3654 0.116428 0.37208 

0.6 0.5 0.44 0.090909 0 0 0 1 0.090909 0.01857 

0.6 0.5 0.84 0.52381 1 1 0.52381 0 0 0.79359 

0.6 0.625 0.6 0.333333 0.5387 0.452728 0.535864 0.54727 0.165791 0.26983 

0.6 0.625 0.6 1 0.6 0 0 0.93354 

0.6 0.75 0.84 0.52381 0.48984 0.87764 0.569808 0.12236 0.193876 0.69574 

0.6 0.875 0.6 0.333333 0.44651 0.289037 0.601223 0.71096 0.224424 o.1eon 

0.6 0.875 0.6 0.44651 0.996753 0.601223 0.00325 0.224415 0.93047 
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0.6 0.84 0.52381 0.40815 0.713914 0.630536 0.28609 0.257479 0.56781 

0.7 0 0.6 0.333333 1 0.333333 0 0 0.58539 

0.7 0 1 0.6 0.6 0 0 0.93557 

0.7 0.125 0.76 0.473684 1 1 0.473684 0 0 0.72516 

0.7 0.25 0.6 0.333333 0.81335 0.935165 0.35145 0.06483 0.072017 0.54745 

0.7 0.25 1 0.6 0.6 0 0 0.93557 

0.7 0.375 0.76 0.473684 1 1 0.473684 0 0 0.72516 

0.7 0.5 0.6 0.333333 0.67055 0.670567 0.442998 0.32943 0.110108 0.39426 

0.7 0.5 1 0.6 1 1 0.6 o 0 0.93557 

0.7 0.625 0.76 0.473684 0.61088 0.975521 0.482269 0.02448 0.131578 0.70726 

0.7 0.75 0.52 0.230769 0.55761 0.208933 0.518143 0.79107 0.154869 0.12214 

0.7 0.75 1 0.6 1 0.6 0 0 093557 

0.7 0.875 0.76 0.473684 0.50999 0.7911TT 0.551166 0.20882 0.180125 0.57402 

07 1 0.52 0.230769 0.46736 0.062223 0.581782 0.93778 0.207479 0.05432 

0.7 1 0.6 0.6 0 0 0.93557 

0.8 0 0.76 0.473684 1 0.473684 0 0 0.72664 

08 0.125 0.52 0.230769 1 0.230769 0 o 0.51693 

0.8 0.125 0.92 0.565217 1 0.565217 0 0 0.86724 

0.8 0.25 0.76 0.473684 1 1 0.473684 0 0 0.72664 

0.8 0.375 0.52 0.230769 0.82405 0.603305 0.337611 0.3967 0068282 0.31604 

0.8 0.375 0.92 0.565217 1 0.565217 0 0 0.86724 

0.8 0.5 0.68 0.411765 ' 1 0.411765 0 0 0.65647 

08 0.625 0.52 0.230769 0.68782 0.395466 0.425811 0.60453 0.103179 0.21322 

0.8 0.625 0.92 0.565217 1 1 0.565217 0 0 0.86724 

0.8 0.75 0.68 0.411765 0.63028 0.847147 0.463925 0.15285 0.122677 0.55649 

0.8 0.875 0.52 0.230769 0.57856 0.245133 0.498865 0.75487 0.143709 0.14111 

0.8 0.875 0.92 0.565217 1 1 0.565217 0 0 0.86724 

0.8 1 0.68 0.411765 0.53199 o.612n4 0.53111 0.32723 0.166392 0.44448 

0.9 o 0.44 0.090909 1 0.090909 0 0 0.44907 

0.9 o 0.92 0.565217 0.565217 0 0 0.86909 

0.9 0.125 0.68 0.411765 1 1 0.411765 0 0 0.657T1 

0.9 0.25 0.44 0.090909 1.00198 0.304681 0.216276 0.69532 0.035975 0.14954 

0.9 0.25 0.92 0.565217 0.565217 0 a 0.86909 

0.9 0.375 0.68 0.411765 0.411765 0 0 0.657T1 

0.9 0.5 0.44 0.090909 0.8382 0.104902 0.321386 0.8951 0.063898 0.06601 

0.9 0.5 0.84 0.52381 0.52381 0 a 0.79858 

0.9 0.625 0.68 0.411765 1 0.411765 0 0 0.657T1 

0.9 0.75 0.44 0.090909 0 0 0 1 0.090909 0.02379 

0.9 0.75 0.84 0.52381 1 1 0.52381 0 0 0.79858 

0.9 0.875 0.68 0.411765 0.65181 0.902654 0.443929 0.09735 0.113513 0.59412 

0.9 0.44 0.090909 0 0 0 t 0.090909 0.02379 

0.9 1 0.84 0.52381 0.52381 0 0 0.79858 

0 0.6 0.333333 1 0.333333 0 0 0.58872 

0.125 0.44 0.090909 0.090909 0 0 0.44981 

0.125 0.84 0.52381 0.52381 0 0 0.80025 

0.25 0.6 0.333333 1 0.333333 0 0 0.58872 
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0.25 1 0.6 0.6 0 0 0.94168 

0.375 0.84 0.52381 0.52381 0 0 0.80025 

0.5 0.6 0.333333 0.333333 0 0 0.58872 

0.5 1 0.6 0.6 0 0 0.94168 

0.625 0.84 0.52381 1 0.52381 0 o 0.80025 

0.75 0.6 0.333333 0.78923 0.952228 0.346386 o.o47n 0.073149 0.56097 

0.75 1 0.6 0.6 0 o 0.94168 

0.875 0.76 0.473684 1 1 0.473684 0 0 0.72961 

0.6 0.333333 0.67533 0.720192 0.422343 0.27981 0.104232 0.42734 

0.6 0.6 0 0 0.94168 

Test data for M-W flash 

Filename: fts70k.txt 

Number of data points: 70 with no error in K values 

T p F z K V y L X q 

0.075 0.18 0.66 0.3939 0.38369 0.27414 0.6683 0.72586 0.29031 0. 176409 

0.075 0.18 0.92 0.5652 0.38369 0.72726 0.6683 0.27274 0.2903 0.616376 

0.075 0.355 0.66 0.3939 0.32414 0.06968 0.7188 0.93032 0.36961 0.057213 

0.075 0.355 0.92 0.5652 0.32414 0.5602 0.7188 0.4398 0.36959 0.476506 

0.075 0.53 0.66 0.3939 0 0 0 1 0.39394 0.017072 

0.075 0.53 0.92 0.5652 0.27938 0.35246 0.7651 0.64754 0.45642 0.307009 

0.075 0.705 0.66 0.3939 0 0 0 1 0.39394 0.017072 

0.075 0.705 0.92 0.5652 0.24603 0.06701 0.8085 0.93299 o.s4n4 0.07888 

0.075 0.75 0.66 0.3939 0 0 0 , 0.39394 0.017072 

0.075 0.75 0.92 0.5652 0 0 0 , 0.56522 0.025842 

0.215 0.18 0.66 0.3939 0.47075 0.46909 0.5996 0.53091 0.21227 0.296105 

0.215 0.18 0.92 0.5652 0.47075 0.91134 0.5996 0.08866 0.21227 o.n8366 

0.215 0.355 0.66 0.3939 0.39796 0.31846 0.6523 0.68154 0.2732 0.206017 

0.215 0.355 0.92 0.5652 0.39796 o.no21 0.6523 0.22979 0.2732 0.65643 

0.215 0.53 0.66 0.3939 0.34054 0.14422 0.6996 0.85578 0.34242 0.104235 

0.215 0.53 0.92 0.5652 0.34055 0.6237 0.6996 0.3763 0.34241 0.533187 

0.215 0.705 0.66 0.3939 0 0 0 1 0.39394 0.021301 

0.215 0.705 0.92 0.5652 0.29589 0.4519 0.7431 0.54811 0.41857 o.3922n 

0.215 0.75 0.66 0.3939 0 0 0 1 0.39394 0.021301 

0.215 0.75 0.92 0.5652 0.28617 0.40093 0.7538 0.59907 0.43902 0.351041 

0.355 0.18 0.66 0.3939 0.57035 0.64381 0.5267 0.35619 0.15392 0.406364 

0.355 0.18 0.92 0.5652 1 1 0.5652 0 0 0.859044 

0.355 0.355 0.66 0.3939 0.4858 0.50597 0.5832 0.49404 0.20009 0.32148 

0.355 0.355 0.92 0.5652 0.4858 0.95302 0.5832 0.04698 0.20009 0.817693 

0.355 0.53 0.66 0.3939 0.41674 0.37076 0.6329 0.62924 0.25313 0.240325 
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0.355 0.53 0.92 0.5652 0.41675 0.82175 0.6329 0.17825 0.25312 0.703822 

0.355 0.705 0.66 0.3939 0.36073 0.22174 0.6776 0.77826 0.31311 0.152928 

0.355 0.705 0.92 0.5652 0.36075 0.69163 0.6776 0.30837 0.31308 0.593658 

0.355 0.75 0.66 0.3939 0.34819 0.17925 0.6885 0.82075 0.32961 0.128314 

0.355 0.75 0.92 0.5652 0.34821 0.65654 0.6885 0.34346 0.32955 0.564402 

0.495 0.18 0.66 0.3939 0.6807 0.B389 0.4485 0.1611 0.10981 0.531834 

0.495 0.18 0.92 0.S652 1 0.5652 o 0 0.861614 

0.495 0.355 0.66 0.3939 0.5853 0.68209 0.5099 0.31791 0.14519 0 432819 

0.495 0.355 0.92 0.5652 1 1 0.5652 0 0 0.861614 

0.495 0.53 0.66 0.3939 0.50589 0.55181 0.5632 0.44819 0 18555 0.352315 

0.495 0.53 0.92 0.5652 1 1 0.5652 0 0 0.861614 

0.495 0.705 0.66 0.3939 0.43966 0.42882 0.6104 0.57119 0.23141 0.278084 

0.495 0.705 0.92 0.5652 0.43967 0.8807 0.6104 0.1193 0.2314 0.757656 

0.495 0.75 0.66 0.3939 0.42451 0.39669 0.6218 0.60331 0.244 t3 0.258974 

0.495 0.75 0.92 0.5652 0.42451 0.85021 0.6218 0.14979 0.24412 0 731424 

0.635 0.18 0.66 0.3939 0.3939 0 0 0.636894 

0.635 0.18 0.92 0.5652 1 0.5652 0 0 0864192 

0.635 0.355 0.66 0.3939 0.69496 0.88673 0.4311 0.11327 0.10338 0.564388 

0.635 0.355 0.92 0.5652 1 1 0.5652 0 0 0.864192 

0.635 0.53 0.66 0.3939 0.60587 0.73174 0.489 0.26826 0 13453 0 466349 

0.635 0.53 0.92 0.5652 1 1 0.5652 0 0 0 864192 

0.635 0.705 0.66 0.3939 0.53046 0.60586 0.5399 0.39415 0.16963 0.388201 

0.635 0.705 0.92 0.5652 1 1 0.5652 0 0 0.864192 

0.635 0.75 0.66 0.3939 0.51298 0.57587 0.552 0.42413 0.17934 0.369836 

0.635 0.75 0.92 0.5652 0.5652 0 0 0.864192 

o.n5 0.18 0.66 0.3939 0.3939 0 0 0.638641 

o.ns 0.18 0.92 0.5652 0.5652 0 0 0.866778 

o.ns 0.355 0.66 0.3939 0.3939 0 0 0.638641 

o.ns 0.355 0.92 0.5652 1 1 0.5652 0 0 0866778 

o.ns 0.53 0.66 0.3939 0.71544 0.95114 0.4093 0.04886 0.09534 0.607412 

o.ns 0.53 0.92 0.5652 1 0.5652 0 0 o.a66na 
o.ns 0.705 0.66 0.3939 0.6313 0.79332 0.4646 0.20668 0.12266 0.507345 

o.ns 0.705 0.92 0.5652 1 1 0.5652 0 0 0.866778 

o.ns 0.75 0.66 0.3939 0.61167 0.75889 0.4777 0.24111 0.13017 0.485731 

o.ns 0.75 0.92 0.5652 0.5652 0 0 0.866778 

0.9 0.18 0.66 0.3939 0.3939 0 0 0.640204 

0.9 0. 18 0.92 0.5652 0.5652 0 0 0.869094 

0.9 0.355 0.66 0.3939 0.3939 0 0 0.640204 

0.9 0.355 0.92 0.5652 0.5652 0 0 0.869094 

0.9 0.53 0.66 0.3939 0.3939 0 0 0.640204 

0.9 0.53 0.92 0.5652 0.5652 0 0 0.869094 

0.9 0.705 0.66 0.3939 0.3939 0 0 0.640204 

0.9 0.705 0.92 0.5652 1 0.5652 0 0 0.869094 

0.9 0.75 0.66 0.3939 0.70753 0.9587 0.4068 0.04131 0.09582 0.613885 

0.9 0.75 0.92 0.5652 0.5652 a 0 0.869094 
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Training file for M-W system in random order for MLP 

Number of data points: 150 

T p F z K V y L X q 

1 0.75 0.44 0.0909 0.78923 0.065 0.346 0.935 0.073 0.0515 

0.2 0.75 0.68 0.4118 0.28891 0 0 I 0.412 0.0217 

0.9 0.25 0.76 0.4737 0.83041 0.474 0 0 0.7281 

0.7 0.625 0.84 0.5238 0.58305 1 0.524 0 0 0.7952 

0.5 0 0.44 0.0909 0.80438 0.048 0.371 0.952 a.on 0.0361 

0.8 1 1 0.6 0.48572 0.6 0 0 0.9376 

0 0.25 0.52 0.2308 o.3na 0 0 1 0.231 0.0107 

0.1 0.75 0.6 0.24633 0.205 0.808 0.795 0.546 0.2063 

0.7 0.75 1 0.6 0.50114 1 0.6 0 0 0.9356 

0.7 0.875 0.44 0.0909 0.59641 0 0 0.091 0.0203 

0.4 0.875 0.52 0.2308 0.38495 0 0 1 0.231 00194 

0.6 0.375 0.84 0.5238 0.61096 0.524 0 0 0.7936 

0.8 0.25 0.68 0.4118 0.8269 1 0.4t2 0 0 0.6565 

1 , 0.52 0.2308 0.67533 0.398 0.422 0.602 0.104 0.2178 

0.7 0.625 0.92 0.5652 0.55346 0.565 0 0 0.8654 

0.3 0 0.84 0.5238 0.60833 0.524 0 0 0.7886 

0.8 0.25 0.84 0.5238 0.73728 1 0.524 0 0 0.7969 

0. t 0.875 1 0.6 0.22908 0 0 1 0.6 0.0298 

0 0 0.68 0.4118 0.41541 0.393 0.647 0.607 0.26 0.2521 

0.5 0.5 0.44 0.0909 0.60794 0 0 0.091 0.0168 

a 0.875 1 0.6 0.21245 0 0 0.6 0.0248 

0.1 0.875 0.52 0.2308 0.30999 0 0 1 0.231 0.0129 

0.9 0.68 0.4118 0.60142 0.808 0.478 0.192 0.132 0.5328 

0.8 0.625 0.76 0.4737 0.65691 0.474 0 0 0.7266 

0.8 0.125 1 0.6 0.71107 1 0.6 0 0 0.9376 

0.4 0.875 0.52 0.2308 0.38496 0 0 0.231 0.0194 

0 0 0.84 0.5238 0.41541 0.682 0.647 0.318 0.26 0.5286 

0.6 0.375 0.6 0.5515 1 0.6 0 0 0.9335 

0.5 0.75 0.6 0.3333 0.42748 0.243 0.619 0.757 0.241 0.1539 

0 0.75 0.76 0.4737 0.23806 0 o 0.474 0.0178 

0.5 1 0.92 0.5652 0.35506 0.687 0.678 0.313 0.318 0.5935 

0.4 0.25 0.76 0.4737 0.56738 0.858 0.526 0.142 0.155 0.6167 

0.2 0.375 0.6 0.3333 0.38218 0.115 0.665 0.885 0.29 0.0789 

0.4 0.25 0.52 0.2308 0.56739 0.205 0.526 0.795 0.155 0.1144 

0.6 1 0.44 0.0909 0.53237 0 0 1 0.091 0.0186 

0.7 0.25 0.52 0.2308 0.81335 0.568 0.351 0.432 0.072 0.297 

0.7 0.875 0.52 0.2308 0.50998 0.136 0.551 0.864 0.18 0.0884 

0.5 1 0.6 0.3333 0.35505 0.042 0.678 0.958 0.318 0.0482 

0.3 0 0.84 0.5238 0.60833 0.524 0 0 0.7886 

0.8 0.92 0.5652 0.50947 0.565 0 0 0.8672 
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0.4 0 0.92 0.5652 0.61727 1 0.565 0 0 0.8599 
0.7 0.5 1 0.6 o.555n 1 0.6 0 0 0.9356 
0.3 0.375 0.84 0.5238 0.44166 0.758 0.617 0.242 0.233 0.5953 

0 0 1 0.6 0.41541 0.878 0.647 0.122 0.26 0.8054 
0.1 0.125 0.6 0.3333 0.42132 0.208 0.639 0.792 0.253 0.1262 
0.5 0.75 0.76 0.4737 0.42748 0.614 0.619 0.386 0.241 0.4453 
0.8 0.5 0.92 0.5652 0.62182 1 0.565 0 o 0.8672 
0.2 0.375 0.92 0.5652 0.3822 0.734 0.665 0.266 0.29 0.6249 

o 0.625 0.68 0.4118 0.26198 0 0 0.412 0.0154 
0 0.75 0.6 0.22307 o 0 0.6 0.0248 

0.1 0.75 0.92 0.5652 0.24633 0.072 0.808 0.928 0.546 0.084 
0.7 1 0.84 0.5238 0.46737 0.845 0.582 0.155 0.207 0.6721 
0.3 0.25 0.68 0.4118 0.49579 0.565 0.579 0.435 0.195 0.3666 

0 0.625 0.44 0.0909 0.4045 0 0 1 0.091 0.0083 
0.5 0.25 0.6 0.3333 0.64437 0.605 0.471 0.395 0.122 0.3535 
0.5 0 0.6 0.3333 0.80439 0.872 0.371 0.128 0.077 0.508 
0.5 0.75 0.68 0.4118 0.42748 0.451 0.619 0.549 0.241 0.2995 
0.4 1 0.52 0.2308 0.36745 0 0 1 0.231 0.0194 
0.1 0.625 1 0.6 0.26874 0.4 0.777 0.6 0.482 0.3752 
0.3 0.125 0.6 0.3333 0.55872 0.459 0.537 0.541 0.16 0.2677 
0.9 0.125 0.76 0.4737 0.88577 0.474 0 0 0.7281 
0.7 0.625 0.92 0.5652 0.55346 1 0.565 0 0 0.8654 
0.6 0.375 0.52 0.2308 0.65595 0.335 0.458 0.665 0.116 0.1801 
0.7 0.5 0.68 0.4118 0.67055 0.906 0.443 0.094 0.11 0.5935 
0.3 0.625 0.92 0.5652 0.35562 0.674 0.684 0.326 032 0.5771 

a 0.625 0.84 0.5238 0.2433 0 0 1 0.524 0.0201 
1 0.875 0.84 0.5238 0.63719 1 0.524 0 0 0.8003 

0.5 1 0.84 0.5238 0.35506 0.572 0.678 0.428 0.318 0.457 
0 0 0.52 0.2308 o.431n 0 0 0.231 0.0107 

0.9 0.375 0.92 0.5652 0.70128 1 0.565 0 0 0.8691 
0 0.25 1 0.6 0.32036 0.642 0.725 0.358 0.377 0.587 

0.4 0.125 0.68 0.4118 0.63617 0.802 0.482 0.198 0.126 0.5208 
0.5 0.375 0.68 0.4118 0.57919 0.722 0.514 0.278 0.148 0.4701 
0.6 0.375 0.44 0.0909 0.68895 o 0 0.091 0.0186 
0.8 0.125 0.52 0.2308 0.99571 0.231 0 0 0.5169 
0.7 0.5 0.6 0.3333 0.67055 0.671 0.443 0.329 0.11 0.3943 
0.5 0.44 0.0909 0.49741 0 0 1 0.091 0.0168 

0 0.375 0.76 0.4737 0.2861 0.099 0.759 0.901 0.442 0.083 
0.1 0.375 0.52 0.2308 0.38293 0 0 1 0.231 0.0129 

1 0.75 0.6 0.3333 0.78923 0.952 0.346 0.048 0.073 0.561 
0.2 0 0.84 0.5238 0.55363 0.944 0.545 0.056 0.164 0.7414 
0.3 0.875 0.92 0.5652 0.293n 0.447 0.743 0.553 0.422 0.3908 
0.6 0.75 0.92 0.5652 0.48984 0.988 0.57 0.012 0.194 0.8529 

0.6 0.75 0.52 0.2308 0.48983 0.098 0.57 0.902 0.194 0.0686 
0.t 0.375 0.68 0.4118 0.33012 0.147 0.7t3 0.853 0.36 0.1061 

0.6 0 0.84 0.5238 0.7412 0.524 0 0 0.7936 
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0.5 0.68 0.4118 0.83307 1 0.412 0 0 0.S591 
0.3 0.6 0.3333 0.30309 0 0 1 0.333 0.021 
0.9 0.125 1 0.6 0.75756 0.6 0 0 0.9396 

0.75 0.68 0.4118 0.74976 1 0.412 0 0 0.6591 
0.2 0.875 0.84 0.5238 0.2574 0.045 0.79 0.955 0.511 0.0605 
0.2 0.75 0.6 0.28041 0.479 0.761 0.521 0.452 0.4486 
0.4 0.75 0.44 0.0909 0.51076 0 0 1 0.091 0.0151 
0.8 1 0.68 0.4118 0.53199 0.673 0.531 0.327 0.166 0.4445 
0.9 0.875 1 0.6 0.54111 1 0.6 0 0 0.9396 
0.2 0.75 0.52 0.2308 0.35019 0 0 1 0.231 0.015 
0.8 0.375 0.6 0.3333 0.82405 0.984 0.338 0.016 0.068 o.5n2 
0.7 0.625 0.92 0.5652 0.55346 1 0.565 0 0 0.8654 
0.4 0.84 0.5238 0.30887 0.398 0.724 0.602 0.391 0.3252 
0.2 0.44 0.0909 0.40351 0 0 1 0.091 0.0117 
0.7 025 1 0.6 0.62524 0.6 0 0 0.9356 
0.1 0.25 0.76 0.4737 0.37139 0.455 o.6n 0.545 0.304 0.3253 
0.2 0.25 0.84 0.5238 0.43018 0.727 0.629 0.273 0.244 0.5689 
0.1 0.25 0.6 0.3333 0.37139 0.079 o.6n 0.921 0.304 0.0572 
0.6 0 0.52 0.2308 0.89846 0.699 0.306 0.301 0.057 0.3618 

0 0 0.76 0.4737 0.41541 0.552 0.647 0.448 0.26 0.3903 
0.1 1 0.68 0.4118 0.24389 0 0 1 0.412 0.0185 
0.6 0.625 0.6 0.3333 0.5387 0.453 0.536 0.547 0.166 0.2698 
0.4 0.75 0.92 0.5652 0.37127 0.722 0.667 0.278 0.3 0.6206 

0 0.52 0.2308 0.27476 o 0 0.231 0.0107 
0.7 0.625 0.44 0.0909 0.65919 0 0 1 0.091 0.0203 
0.4 0.125 0.52 0.2308 0.63619 0.294 0.482 0.706 0.126 0.1568 
0.9 0.125 0.92 0.5652 0.79478 1 0.565 0 0 0.8691 
0.1 0.375 0.52 0.2308 0.38293 0 0 1 0.231 0.0129 

1 0.75 0.6 0.3333 0.78923 0.952 0.346 0.048 0.073 0.561 
0 0.25 0.6 0.32036 0.642 0.725 0.358 o.3n 0.587 
0 0.875 1 0.6 0.21245 0 0 1 0.6 0.0248 

0.5 0.375 1 0.6 0.51748 0.6 0 0 0.9315 
0.8 0.5 0.52 0.2308 0.75205 0.487 0.384 0.513 0.085 0.2584 

1 0.25 0.68 0.4118 0.9371 0.412 a 0 0.6591 
0.2 0.75 0.92 0.5652 0.28041 0.366 0.761 0.634 0.452 0.3226 
0.3 1 0.76 0.4737 0.27041 0 0 1 0.474 0.0286 
0.8 0.5 0.52 0.2308 0.75205 0.487 0.384 0.513 0.085 0.2584 
0.5 0.5 0.68 0.4118 0.52196 0.627 0.552 0.373 0.176 0.4096 
0.8 0.25 0.52 0.2308 0.90519 0.764 0.286 0.236 0.053 0.3968 
0.7 0.375 0.76 0.4737 0.6889 0.474 0 0 0.7252 
0.7 0.5 0.68 0.4118 0.67055 0.906 0.443 0.094 0.11 0.5935 
0.8 0.25 1 0.6 0.66663 1 0.6 0 0 0.9376 

0 0.375 0.76 0.4737 0.2861 0.099 0.759 0.901 0.442 0.083 
0.2 0.5 0.92 0.5652 0.34189 0.627 0.699 0.373 0.341 0.5353 
0.2 0.375 0.6 0.38221 0.826 0.665 0.174 0.29 0.7615 
0.6 0.125 0.84 0.5238 0.69178 0.524 0 0 0.7936 



0.7 0.125 0.76 0.4737 0.78043 0.474 o 0 0.7252 

0.6 0.875 0.44 0.0909 0.55772 0 0 1 0.091 0.0186 

0.4 0 0.92 0.5652 0.61727 1 0.565 0 0 0.8599 

0.2 0.5 0.6 0.3333 0.34443 0 0 1 0.333 0.0184 

0.2 0.625 0.52 0.2308 0.36862 0 0 1 0.231 0.015 

0.7 0.125 0.84 0.5238 0.73788 , 0.524 0 0 0.7952 

0.1 0.875 0.68 0.4118 0.2555 0 0 1 0.412 0.0185 

0.8 0.125 0.84 0.5238 0.78643 1 0.524 o 0 0.7969 

0.1 0.75 0.92 0.5652 0.24633 0.072 0.808 0.928 0.546 0.084 

o 0.5 0.84 0.5238 0.25868 0.047 0.793 0.953 0.511 0.0541 

0.7 0.25 0.76 0.4737 0.73195 t 0.474 0 0 0.7252 

0.1 0.375 0.6 0.3333 0.33875 0 o 1 0.333 0.0157 

1 0.375 0.6 0.7116 0.6 0 o 0.9417 

0.5 0.25 1 0.6 0.54982 1 0.6 0 0 0.9315 

0.6 0.875 0.68 0.4118 0.44651 0.497 0.601 0.503 0.224 0.3305 

t 0 0.68 0.4118 1.07097 0.412 0 0 0.6591 

0 0.125 0.92 0.5652 0.36295 0.671 0.687 0.329 0.316 0.5671 

0.6 0.5 0.92 0.5652 0.54765 1 0.565 0 0 0.8635 

The following training and testing data files are in the enclosed diskette. 

Training file for M-W system in two-phase region only 

File name: ftmzl ( 100 data points) 

Order of variables is the same as the previous training files for the M-W system 

Testing file for M-W system in two-phase region only 

File name: ftstnz2 (70 data points). 

Order of variables is the Sam! as the previous training files for the M-W system 

Training file for 8-T system 

File name: tbt2300 (300 data points). 

Order of variables: T, P, F, z, V, y, L, x, and q 
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Testing file for B-T system 

File name: tbslOO ( 100 data points) 

Order of variables: T, P, F, z, V, y, L, x, and q 

C.1 TRAINING AND TESTING FILES FOR fflE 

CRUDE DISTILLATION TOWER 

l. Top and heavy naphta section 

Training tile: HT300 (300 data points). 

Testing file: HS 100 ( 100 data points). 
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Order of variables in both files: Biotolt, Htfeed, Hodraw, Kerodraw, Qreb, Ttop, Ovhd, 

RR. Qcond, PAT, Ttoph, Thoth, PAH, IBPH, FBPH, RHOH 

2. Kerosene section 

Training file: Ktc20r (200 data points). 

Testing file: KsclOr (100 data points). 

Order of variables in both files: Bintolt, Htfeed, Hndraw, Kerodraw, Diesdraw, SSK, 

TtopK, TbotK, FPKero, IBPK, FBPK. 

3. Diesel section 

Training file: Dtc620 (200 data points). 

Testing file: Dsc610 ( 100 data points). 

Order of variables in both files: Bintolt, Htteed, Kerodraw, Diesdraw, AGOdraw, SSD, 

TtopD, TbotD, IBPD, FBPD, PourD, PAD. 



4. AGO section 

Training file: Agt 150 ( 150 data points). 

Testing file: AgslOO (100 data points). 
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Order of variables in both files: Bintolt, Htfeed, Diesdraw, AGOdraw, SSA, TtopA, 

TbotA, IBPA. FBPA, PourA, PAA 

5. LSWR section 

Training file: Lswt 150 ( 150 data points). 

Testing file: Lsws70 (70 data points). 

Order of variables in both files: Bintolt. Htteed, AGOdraw, SSM, Tbot. PourL. 



APPENDIXD 

MATLAB PROGRAl\'IS 

D.1 Sample Program for Standard RBFN. 

clear; elf; 
N=l50; NR=20; 

1 3.2fi1·~e •1!'1 iq;,!_1: ~:e(:::.,:,r-s -.1!".d -· :-1.l"g£-: ·_r0.: .. ~"=~':- ·l· 
f=fopen(' ./flth815', 'r'); 

for i = 1 :N 
a= f scanf ( f, "tf' , [ 1 10] ) ; 
A=(A;a]; tx, y will ~e s~~r~~ ~s ~ ~s~ 1n 3rray A 

end 
fclose ( f); 

p = (A(:,1:4))'; 
t = (A ( 1 :N, 6: 10) ) '; 

xl= A(l:N,1); x2= A(l:N,2); x3= A(l:N,3); x4= A(:,4); A~S= At:,J:; 

yl= A(l:N,6); y2= A(l:N,7); y3= A(l:N,8); y4= A(:,9); y5= A(:,10); 

:t 1-:lent.i f i,:c:.!: ion :.:.sing d!l F.EFN 
% train the F.BFN 

df=lOO; .l. f-rr::q:.i2ncy of prcgr,.::ss -.:iispla.~·~ i j,~st ,::-nee:. 
me=5000; i Maxirr-;J.:c1. !'l":J:al:.i?:- .:-f '::t=,cch:3/r.<::1.~r-:;r:::: ;3:::: ~,ar;.y 3..s t:ak':=~1. 

sse=O. 01; i 21..:.rG.--s~~ar'::'l errcr 7:ca1.. 
sc= .15; t Sp?:"ea.d ~c~s::a:1.t fc~ r,ld~""';;. b:.:<.~ t._lc.-:-t: ~".",~:s. 

tp = [df me sse sc]; 

flops(O), tic 

mysrb 
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rbfn_flops = flops 
rbfn_time = toe 

i:. ,: :: ::plc:: trai:ni!'!g -:1.a::::a 
out= simurb(p,wl,bl,w2,b2); 

subplot(2,1,1),plot3(xl,x2,out(1, :), 'r+'); 
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hold on; grid; xlabel ( 'xl •) ; ylabel ( • x:!' ) ; zlabel ( 'yl' ) ; view ( -30, 30) ; 
title('Training data (yll 'I; 
plot3txl,x2,yl, •go'); 

tmp=out ( 1, : l ; 
for i=l:N, 

end 

a=xl(i); X=[a;a]; 
a=x2(il; Y=[a;a}; 
a=tmp(i); b=yl(i); Z=[a;b]; 
plot3{X,Y,Z, 'y-'); 

f=fopen(' ./:ts70k', 'r'); 
for i = 1:70 

" ...... 

end 

aa=fscanf ( f, 'U ·, [ 1 10] ) ; 
AA= [AA; aa] ; Sxl, x.:;. ,' ·,.;ill i:ie st~r-=,:-l -1:::: .:1 ~ •• ·,.. .J.r~~i"/ 

fclose ( f); 

xl= [ 1 ; x2= [ J ; x3= ( 1 ; x4= [ 1; xS= [] ; 
yl=[]; y2=[J; yJ=[l; ty-1:::[l; ~f5=,[1: 
xl=AA(:, l) '; x2=AA(: ,2) '; x3=AA(: ,3) '; x4=AA(: ,4) •; l"x~-::-.\t• t:, ':'J ·: 
yl=AA(:,6) '; y2=AA{:,7) '; y3=AA{:,8) '; y4=AA(:,9) 1

; y5;;:AA(:,10)' 

g=[xl; x2; x3; x4}; 
out= simurb{g,wl,bl,w2,b2); 

yy = [yl; y2; y3; y4; ySJ; 
sse = sumsqr(yy - out) 
RMS= sqrt(sse/NR} 
ssel = sumsqr(yl - out(l, :)) 
sse2 = sumsqr(y2 - out(2, :)) 
sse3 = sumsqr(y3 - out(3, :)) 
sse4 = sumsqr(y4 - out{4, :)) 
sseS = sumsqr(y5 - out{S, :)) 
rmsl = sqrt(ssel/NR) 
rms2 = sqrt(sse2/NR) 
rms3 = sqrt(sse3/NR) 



rms4 = sqrt(sse4/NR) 
rmsS = sqrt(sse5/NR} 
epoch 

subplot(2,1,2),plot3(xl,x2,out(l, :), 'r+'}; 
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hold on; grid; xlabel('xl'l; ylabel{'x2'); zlabel('y1'}; view(-30,30); 
title('Test data (yl) '); 
plot3(xl,x2,yl, 'go'); 

tmp=out(l, :); 
for i=l:NR, 

a=xl(i); X=[a;a); 
a=x2{i); Y=[a;a]; 
a=tmp(i}; b=yl(i}; Z=[a;b}; 
plot3CX,Y,Z, •y-'); 

end 

D.2 Sample Program for 1\'ILP 

clear;clc; 

N=300; 
df=500; 
me=lOOOO; 

JI t'1";1::r:k~~?: :) : rT-•:·~ i.:li !1.g .:; ::mr: 1 ,~z 
·i ~7:·•?·~-UE?!!::~, .;-f p~ogr•?:::s ~--is~l,:.1}·s !j=.ist: C!!C'.::J. 

i Mr..:.x.im~~ n.:,!_,:,ber of •?pcd::.s/ n~urc!lS (i..i~ n.'..ar::.-., ..-.1:::: i. :: 
'i ti:Jc~s) . 

rms=O .1; t M.:::•::.m:::.::: ::cceptabie r·,,t-:'t rr:.e:~u: -~,'"'!'.: .... ..- c:>rrcr 
lr= 0 . 01; ·t L<:?,:i r.:1.1 n·J r .;1 ::t:!. 

tp = [df me rms lr); 

FIRST=3O; 1:i N-...rr:::r.,4;:r 0;: N"::t.;.rons ir.:. the f ir:::t b.idd"::r.:. layer 
SECOND=lO; 

% ..:!efir.:.-= .:.in it:p:1t: vec::')rs ~nd a t>1rge:: ·,:-::..:r.cr y. 
f=fopen(' .lflth815', 'r'); 

A=[J; 
for i = l:N 

a=fscanf(f, '%f', [l 10]); 
A=[A;a]; '.~xl, x2, y 1.-;.:ll be :;;t:,:n-ed as 'l. r~'.•: .:..:: -:n:r:.y .. 

end 
fclose(f); 

p = {A(:,1:4)) '; 
t = (A(:,6))'; 
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xl= A(l:N,l); x2= A(l:N,2); x3= A(l:N,3); x4= A(l:N,4); ix5= A(:.~~; 
yl= A(l:N,6}; '!.?:;:: A(l:N,"7); :f.3:~ At!.:U,.31: ytl:: ld:,]}; ·;S:: A;l:N,l•J}; 

., 

[wl,bl,w2,b2,w3,bJ}=initff(p,FIRST, 'logsig',SECOND, 'logsig' ,t, 'pureli~ 
I ) ; 

elf 

flops(O), tic 

[wl,bl,w2,b2,w3,b3,bp_ep)=mytrbpx(wl,bl, 'logsig',w2,b2, 'lcgsig', ... 
w3,b3, 'purelin',p,t,tp); 

bp_flops = flops; 
bp_time = toe; 

bp_flops 
bp_time 

out= simuff(p,wl,bl, 'lcgsig',w2,b2, 'logsig',w3,b3, 'purelin'); 

subplot ( 2, 2, 1) , plot3 (xl, x2, out ( 1, : ) , 'r+ ·) ; 
hold on; grid; xlabel{'xl'}; ylabel('x2'); zlabel('yl'); view(-30,30); 
title('Training data (yl} '); 
plot3{xl,x2,yl, 'go'); 

tmp=out ( 1,:); 

for i=l :N, 

end 

a=xl(i); X=[a;a]; 
a=x2(i); Y=[a;a]; 
a=tmp(i); b=yl(i); Z=[a;b]; 
plot3(X,Y,Z, 'y-'); 

subplot(2,2,2); plot3(xl,x2,out(2,:), 'r+'); 
hold on; grid; xlabel('xl'); ylabel('x2'); zlabel('y2'); view(-30,30); 
title('Training data (y2) '); 
plot3(xl,x2,y2, 'go'); 



tmp = OU t ( 2 , : ) ; 
for i=l:N, 

er..d 

a=xl(i); X=[a;a}; 
a=x2(i); Y=[a;a]; 
a=tmp(i); b=y2(i); Z=[a;b}; 
plot3(X,Y,Z, 'y-'); 

1iiitt~s~i,ttt~S~~~ttitt~l~~tt1s1i~~tt!S?;iitttitili~iiis1i~~it 
1l~~t ~le: !est Data ti~i~ 
A= []; a= []; 
f = f open ( ' . .' ft s 7 0 J.: ' , ' :=- ' ) ; 
NR = 100; 
xl= [ 1 ; x2= [ 1 ; x3= C l ; x4= [ J ; 
yl= [ 1 ; y2= [ 1 ; y3= [ 1 ; y4= [ 1 ; 

for i = l:NR 
a=fscanf(f,'i;f',[l 10)); 
A=[A;a]; ixl, x:, 

end 
fclose(f); 

x5= [ ] i 

y5= [ l ; 

xl= A(:,l); x2= A(:,2); x3= A(:,3); x4= A(:,4); tx5=: Al:,5:: 

yl= A ( : , 6) ; ?;•/~ ;: A ( : . '7 i ; -:rJ :: A 1 : • ~: : i'•l :: A { : . 9 i ; :!5:: ;._ 1 : , l I~ 1 ~ 

g=[xl x2 x3 x4]; 

out = simuff (g', wl, bl, 'logsig', w2, b2, 'lcgsig ·, w3, b3, 'pureli:n ·); 
?;yy == f?l y2 :13 j',,i y51 '_: 
?;s:.::e .. s~.r-.1:::: ... "tr ( :rt - c:.1::) 

ssel = sumsqr(yl' - out(l, :)) 

issE-3 .. S:.;,!r,.SqT I y3 • 
:isse-t .. s•~Tr:-=qr cy4 • 
tsse5 - :3'.L.i-r..sqr I yS • 

rmsl = sqrt(ssel/NR) 
~:; rrr.s 2 -- sqrt { ss1:-:: /J:-l;{; 
1, nus 3 -- sqrt: { s s E- 3 / N!{; 
1i nn;::•1 ::: sqrt{ sse4/NRi 
'.:sr.·:msS = ~.:~r:·t {.::se5/NR; 
:~r.,1s.6 = sqrt~ :;:se~:-NR, 

.,:.,t; t:;:;: : i 
O\,;t { J, : i 

oi..:t{'i,:: 
oe.t{S.: I 

subplot(2,2,3); plot3(xl,x2,out(l, :), 'r+'); 
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hold on; grid; xlabel('xl•); ylabel('x~'); zlabel('y2'); view(-30,30); 
title('Test data (yl} '); 



plot3(xl,x2,yl, •go'); 

tmp=out ( 1, : ) ; 
for i=l:NR, 

end 

a=xl(i); X=[a;a]; 
a=x2(i); Y=[a;a]; 
a=tmp(i); b=yl(i); Z=[a;b]; 
plot3(X,Y,Z, 'y-'); 

subp 1 o t ( 2 , 2 , 4 ) ; plot 3 ( x 1 , x2 , out ( 2 , : I , ' r + ' ) ; 

183 

hold on; grid; xlabel ( 'xl'); ylabel ( • x::!') ; zlabel ( 'y2 ·); view ( -30, 30); 
title('Test data (y2) '); 
plot3 (xl,x2,y2, 'go'); 

tmp=out (2,:); 

for i=l:NR, 

er.d 

a=xl(i); X={a;a}; 
a=x2(i); Y=[a;a); 
a=tmp(i}; b=y2!i); Z=[a;b]; 
plot3(X,Y,Z, ·y-'); 

D.3 Sample Program for Hybrid RBF-FPM-RBF 

'1 === ===== == F1.::1:;:: j •:-r: -'!F:=r.·:,x\ ,11::: t:::. :):"'. :_.;.;: i.~:o RHP:'I 
clear; elf; 
N=l50; NR=70; slack=0.02; 

't def i rl•=· ,~r~ : r:put ·,;e~:,:irs :::nd a t,:1rge:: ;,••::-:: tcr- y. 
f=fopen('./flchlSO.txc', 'r'); 

for i = 1:N 
a=fscanf (f, '%f', [1 10]); 
A= [A;a]; ';,:-:1, x;;, y •,.;Ll 1 b,? ;;:t.-:-:r-ed a::: a ~cw in :;rr--:1y A 

end 
fclose(f); 

p = (A (:, 1: 5) ) '; 

t = ([A(l:N,6} A(:,9)])'; 

xl= A(l:N,1); x2= A(l:N,2); x3= A(l:N,3); x4= A(:,4); x5= A(:,5); 
yl= A(l:N,6); y2= A(l:N,7); y3= A(l:N,9); ~y4= A(:,8!; ~y5= A{:,9}; 



~i Ider:.t..i.f~cc:.:i,:,rl ut:::..:~g arr !<E[:'!.i 
:, tl"·ai!""i tl-:? !GE~!~ 

df=lOO; '!:: F'-r-i:,(f',Jc::';..•.-:-:r· ct r,r·~·,-r-i:tSH =i.i.::pl•f•/s tj:;st: O;..•.-:-·:d. 
me=S000; ., MnxiJ~L:a :t'J.::1:.:~?r. :)f -~:pc::h~~:n-:::1,:-:;r:.!; t"'l::, !"'."-'!t'.y ~::; .... •. t:r1k~?!;~. 

sse=O .1; '-~ ~-;:..,,11-~;q~.~~i:::·•.::•i E?:: r·•:,:::· •_:Jca:. 
sc=. 3; ~~ ~:\:-l"'~~,:1 CO;'ls:::u-:t [-:'! .. r::.d.ial b~sis £...r..71,:ti::.1:.s. 

tp = [df me sse sc]; 

flops (0), tic 

(wll,bll,wl2,b12,kl,trll = mysrb(p,t,tp); 

out= simurb(p,wll,bll,wl2,b12); 

for i = 1:N 
if out(l,i) > 1 

out(l,i) ; l; 
•a:d 
if out(l,i} < slack 

OU t ( 1 , i ) = 0 ; 
end 
if out(2,i) > 1 

out(2,i) = l; 
end 
if out(2,i) < slack 

out(2,i) = O; 
~nd 

end 

F = A ( : , 3) * 250; 
V = OU t ( l , : ) ' • F; 
L ::: F - V; 

z = A(:,4); 

X = OU t ( 2 , : ) ' ; 
K = A(:,5) .• 6; 
for i=l:N 

num ( i ) = ( F ( i ) • z ( i ) - L ( i ) • x ( i ) ) ; 
numl(i) = K(i)*x(i); 
if ( X ( i) == 0) 

y(i) = z(i); 

yf ( i) = z ( i ) ; 
elseif (V(i) -- 0) 
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y(i) = O; 
yf (i) = O; 
elseif (numl(i) < 0.05} 

y(i) = O; 
yf(i} = O; 
elseif ( (numl(i} > 1) & (num(i) < 10)) 

y{i) = O; 
yf ( i) = 0; 
elseif (numl(i) >1) 

y(i} = l; 
yf ( i} = 1; 
else 

y ( i ) = numl ( i } ; 
yf(i) = num(i}/V(i); 

':nd 
end 

p = ( [A(l:N, 1:4) y' yf' l) '; 
t = (Al 1: N, 7) ) '; 

df=l00; -~ r.;•-:-t:(fJ.2l~( .. :~r· ,:,f prc-·;rc:;-;3 ~Iispli::.~rs { j:.l::t ,2ii':C~; .. 

me=S000; ~~ ?,laxir~i---:.\ ~-~::-~1:::~:~ '2'::. ~f;,(J-.::l-:~/~'::1 ... ~~.:,.1:s {~:: ~:.,.1:--:..~,/ ..;1:z r:-_~i:,s--s!. 
sse=O . 0 5; "": :~~,.~rr. ·· ~3 ~-;::;,:::·-=,".i •: r. r :-~: ".!c;:1 ~ . 

sc= .. 25; :.:· :,·::t::.'G.:i ,:~(;:·;f;·:~!~:t ((;~ '!c!·'!i r::. :,,!.=" .. ~~ ·=~1~~ .. :1:: ·>:!";!;. 

tp = [df me sse sc}; 

[w21,b21,w22,b22,k2,tr2] = mysrb(p,t,tp); 

rbfn_flops = flops 
rbfn_time = toe 

outl = simurb(p,w21,b21,w22,b22); 

for i = 1 :N 
if outl(i) > 1 

outl ( i} = l; 
end 
if outl{i} < slack 

outl(i) = O; 
end 

end 

subplot(2,2,l) ,plot3(xl,x2,out(l, :), 'r+'); 

185 

hold on; grid; xlabel('xl'); ylabel{'x2'); zlabel('yl'); view(-30,30}; 
title('TrainiGg data {yl} '); 
plot3(xl,x2,yl, 'go'); 



tmp=out(l,:); 
for i=l:N, 

er..d 

a=xl(i); X=[a;a]; 
a=x2(i); Y=[a;a]; 
a=tmp(i); b=yl(i); Z=[a;b}; 
plot3(X,Y,Z,'y-'1; 

subplot(2,2,2); plot3 txl,x2,outl, 'r+'); 
hold on; grid; xlahel('xl'); ylahel('x2'); zlabel( 'y2'); 
view(-30,30); 
title('Trainir..g data {y:l '); 
plot3(xl,x2,y2, 'go'); 

tmp=outl; 
for i=l:N, 

end 

a=xl(i); X=[a;a]; 
a=x2(i); Y=(a;a]; 
a=tmp(i}; b=y2(il; Z=[a;bJ; 
plot3 (X, Y, Z, 'y-' I; 

f=fopen( • . .'fts701-:.txt', 'r:'); 
for i = 1:70 

aa= f scanf ( f , ' if • , [ 1 10 I ) ; 
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AA=[AA;aa]; ':.~l, x.2. '/ will b,2 ~-:-r-::-:-! -.is ..1 r::-.:,~._. 1;1 .::.r::-~,y 

e-nd 
fclose(f); 

xl=[]; x2=[]; x3=[}; x4=(]; x5=[1; mun=[]; mnnl=(]; yf=[]; 
y 1 = C l ; y2 = [ ] ; -n '/ 3 ::: t : ! ~!-; c:.: [ } : [ l ; 
F= [ ] ; V= [ J ; L= [ ] ; y= [ l ; x= [ } ; z= [ ] ; 
xl=AA (:, 1) '; x2=AA ( : , 2) '; x3=AA (:, 3) • ; x4=AA (:, 4) •; x5=AA (:, 5) '; 
yl=AA(:, 6) '; y2=AA(:, 7) '; y3=AA(:, 9) •; ~yil::;_.; 1 ! , ? } ',: ?:-y5 :;,..;,. (:. ::} • 

g=[xl; x2; x3; x4; xS]; 
out= simurb(g,wll,bll,wl2,bl2); 

for i = l:NR 
if out(l,i} > 1 

out(l,i) = l; 
elseif out(l,i) < slack 

out(l,i) = O; 
end 
if out{2,i) > 1 

out(2,i) = l; 
elseif out(2,i) < slack 



out(2,i) = O; 
end 

end 

F = AA(:,3) * 250; 
V = OU t ( 1 , : ) ' * F; 
L = F - V; 

z = AA{:,4}; 

X = OU t { 2 , : ) ' ; 
K = AA(:,S} * 6; 

for i=l:NR 
num ( i ) = ( F { i) * z ( i ) - L ( i ) • X ( i ) ) ; 
numl ( i) = K ( i} *x ( i) ; 

if (x(i} == Ol 
y(it = z(i); 

yf ( i ) = z ( i) ; 

elseif (V(i} -- 0) 
y(il = O; 
yf ( i) ::: 0; 
elseif (numl(i) < 0.05) 

y(i) = O; 
yf ( i) ::: 0; 
elseif ((numl(i) > 1) & (num{iJ < 10)) 

y(i} = O; 
yf { i) = 0; 
elseif (numl(i) > 1) 

y(i) = l; 
yf { i) = 1; 
else 

y ( i ) = numl ( i ) ; 
yf(i) = num(i)/V(i); 

end 
end 

g=[xl; x2; x3; x4; y; yf]; 
outl = simurb(g,w21,b21,w22,b22); 

yy = [yl; y3; y21; 
ssel = sqrt ( ( sumsqr ( y2 outl)) /NR) 
outs = [out; outl]; 
sse2 = sqrt ( ( sumsqr ( yy outs)) /NR) 
epochl = kl 
epoch2 = k2 

N=NR; 
suhp 1 o t ( 2 , 2 , 3 ) , p 1 o t: 3 ( xl , x2 , out ( 1 , : ) , ' r + • } ; 
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hold on; grid; xlabel{'xl'); ylabel{'x2'}; zlabel('yl'); view(-30,30); 
title('Test data (yl)'); 
plot3(xl,x2,yl, 'go'); 



tmp=out(l,:}; 
for i=l:N, 

end 

a=xl(i); X=(a;a]; 
a=x2(i); Y=[a;a}; 
a=tmp(i); b=yl(i); Z=(a;bJ; 
plot3(X,Y,Z, 'y-'); 

subplot{2,2,4); plot3(xl,x2,outl, 'r+'); 
hold on; grid; xlabel( 'xl'); ylabel('x2 1); zlabel{'y~•); 
view(-30,30); 
title('Test data (y2) '); 
plot3(xl,x2,y2, 'go'); 

tmp=outl; 
for i=l:N, 

a=xl(i); X=[a;a}; 
a=x2(i}; Y=[a;a]; 
a=tmp(i); b=y2(i); Z=[a;b]; 
plot3(X,Y,Z, ·y-' ); 

D .. 4 Sample Program for Linear-nonlinear HSNN 

clear all 
FIRST=6; lS N,.1.mzllf:::- ,:-f Nt.?~Jcor.:~ in tb? f Lrst h..i.d-:1en lay-:!r 
SECOND=2; t N~!~bE=--:::· c,f. X1:.'1::.r-:•r;~; in th-:!: ~a~:::md h iddt~n L,=y~?!': 

N = 150; i ·r·,.::,t.-:-i l n.L:::.rd:.1~t· ct t::· .. .ti:ni.c-:.:_; ,:l,.;-.ita. s•::t 
miu = 0 .05; 'ti Le3tT~ir:.•.J r.:i::•:: 
nepoch =50000; 
NT::70; 
ssse = 0.08; 
RMS = l; 

'i.i def i11e m'l ir~r:,-:it: ,,.e~~t:trs .,,3--rid _, t-arget ·~"eccc1· y. 
f=fopen (' . /FlthS15 •, 'r') ; 

A= []; 
for i = l:N 

a=fscanf(f, ''tf', (1 10]); 
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A=[A;aJ; txl. :•:2, ~ will br:: 5t:or~i(:t ~~s a r-•::w , .• ~ a:r-r,:;:f n 

end 
fclose ( f); 

p = ([A(:,2) A(:,3:4)1) ';%master input 



ps = (A(:,l)) '; 

t = (A ( : , 7) ) ' ; 

fl = I 1 cg s i g • ; 
s1 = FIRST; 
f 2 = ' pure 1 in ' ; 
s2 = SECOND; 

i slave input 
% output variable 

1. '.~·-:·,~ ~ ia= -:-~~~q ~•Jei-;r:i:s a.~d. ~:.;J.ses 
ttt/111.!·:.::-r} = ft~\"i~_l{te~.-<~--~!fl. ·ir.-...it.' i .~il,~i; 
1: t r c:t.-.: • !: • :- I. J = !i ~ :: E~ :,. ~- ; ; 

·i I_ ·,t:~1, • ,;·:r~ ~ :: raI·L:.:l~: , s: , r::.w: ; 
~:,,: =: ,:,1--~es~sl,1.l * fev~l{fl, ''=:~.-~~p~-1.:'}; 

":, : ~: , r_J ; ::- s i z e { z : : ; 
-:, l f ~;:£:!X ( S .- Q ! > 1 , !; 2 ~ 5; ,~?'1:.i 

-:;.l r •,;:.?r•!, c::·:M 1 = !_. (?'l ♦:-t l l :· -:~-...,,.-= l { f. :: , ; L:: !. t: • i , .: 2,, ~ .. :} ; 

ClM = [-0.85723;-0.6672;0.1388;-0.3251;-0.49891;-0.3237};'L.'i0C; 
ClM = zeros(6,l); 
VlM = (0.55175 0.77052 -0.61304;-0.19768 -0.47102 0.58185; ... 
-0.50839 0.71472 -0.77083;-0.61587 -0.89650 0.97798; -·-
-0.10135 -0.21388 -0.52850;-0.64335 0.11409 -0.53792];~.::CG; 
V2M=[0.46043 0.59520 0.28319 0.13708 -0.48899 0.24030; ... 
0.67126 -0.60252 -0.78367 0.82261 0.57068 0.3445];i.:1r0: 
C2M = (-0. 69359; -0. 14783]; ~ .. / 1.•:;•:·: 
C2M = zeros(2,l); 

VSSE = (]; 
Vda = []; 
tic; 
k = 1; 
while RMS> ssse 
Verr = (]; 
for j = l:N 
al = f eval ( f 1, VlM*p ( : , j) , ClM} ; i ,;,=ltF'..i:.: 0f f i. rs:: ;·~.i,iJE?::. h.:.~•er 
ia: ::: feval { f2, .. ,l2!•!~c:.l, C2!-t;; % c:..:.tp:.1t cf u-,z-:s:er r.:.,;twcirl-: 
a2 = V2M*al + C2M; 
Vl S = a2 ( 1 , : ) ; C 1 S = a2 ( 2 , : ) ; 
z = l VlS . * ps ( : , j) ) + ClS; 
error= (z-t(:,j)); 
Verr = [Verr; error]; 

~ U;:-da te ·.;' :5 ,:ind -:.·' ::: 
dal = al . * ( 1-al) ; -~ d•:::r- i ~; ::f. a~:. 
bl= 2 .*error.* ps(:,j); 
sV2M = sum(V2M) ; i s·:...U~:in.g -;.i~ 

1.::.1-1 ccl:..unn-·.-;ise 
dint = sV2M. *dal'; 

ClMl = ClM - miu.*((2 * error) *dint) '; 
VlMl = VlM - miu.*( (2 . * error)*dint) '*p{:,j) I ; 

ClM2 = ClM - m.iu.*(bl*dint) '; 
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V1M2 = VlM - miu.*(bl*dint) 1 *p(:,j} 1
; 

ClM = (C1Ml+C1M2)./2; 
VlM = {V1Ml+V1M2) ./2; 
C2M(l,1} = C2M(l,1) - miu.*(bl); 
C2M(2,1) = C2M(2,1) - miu.*(2.*errorl; 
V2M(l, :) = V2M(l, :) - miu.*(bl*al) '; 
V2M(2, :) = V2M(2, :) - miu.*(2.*error*al) '; 

snd 

SSE= sumsqr(Verr); 
RMSl = RMS; 
RMS= sqrt(SSE/N) 
VSSE = [VSSE; RMS]; 

k = k+l; 
if RMS> ssse 

if RMS > RMSl 
loop= k; 
k=nepoch+l; 

end 
else 

end 
end 

loopl = k; 
k=nepoch+l; 
RMStr = RMS 

hst.ime = toe; 

ill~\%i~ tes~ing ,~t\\il~~\\\ili 
f=fopen('./fts70k','r'); 
p= [ l ; ps= ( l ; t= [ l ; 

A= []; 
for i = 1 :N 

a=fscanf(f,'%f', [1 10]); 
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A=(A;a]; txl, x.2, ·.l t . ..;ill be stored ZtS a row in arr::.y A 
end 
fclose(f); 

p = {{A(:,2) A(:,3:4)})'; 

ps = (A ( : , 1) ) ' ; 

t = (A ( : , 7} ) • ; 

Verr = []; 
Z= [l; 
for j = l:NT 

al= feval(fl,VlM*p{:,j),ClM); ~ .:-~.:.t.pu.t of first hid·:i~n l<~Y~~r 

a2 = V2M*al + C2M; 
VlS = a2{1, :); ClS = a2(2, :); 



end 

z = (VlS .• ps(:,j)) ~ ClS; 
error= (z-t(:,j)); 
Z=[Z z]; 
Verr = [Verr; error]; 

SSE= sumsqr(Verrl; 
MSE = SSE/NT; 
RMS= sqrt(MSE} 

D.S Sample Program for Nonlinear-nonlinear HSNN 

clear all 
FIRST=2 O; ··-, 1{,;/t:(' :- :>£ :r:,1.,, ::c:, : :, t: ::e ~ : :·~, i: i,.L '.i-i :,:, ·, ,'!::'·'< 
SECOND=l0; ·~ t,1:_.;::i_,-<~:· ~,~ :'io.;~i.;~~~:r~~ :.r: t!!!~ :.:.-:.-,·..:~::d t~.~;:. . .:.;.£::~ l:~;'•.:~.c 
N = 150; .!. :':)·:::.: :·1.;~J,!"r -:-[ t:,.:::i-t.:,:,;; d::::.<"; ,,,,r: 
m.iu = a. as; t :_;~;_":.!.·;.~i.~~ ~,:1:~ 

nepoch =60000; 
NT=70; 
RMS = 1; 
ssse = 0.08; 

f = f open ( ' . / Fl : hill 5 ' , • r ' ) ; 

A= []; 
for i = l:N 

a::cfscanf ( f, '%f' , ( 1 10] ) ; 
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A=[A;a]; ·,:d, x~. y • . .,;\ ii. be ,::~•::,rcic: <"!::: -'> r::·.•: .'.!: ·::,r.:!~' ., 
er.d 
fclose(f); 

p = l (A ( : , 2) A ( : , 3 : 4) ] ) ' ; 
ps = ( A ( : , 1) } ' ; 
t = (A(:,7))'; 

fl = 'lcgsig • ; 
sl = FIRST; 
f2 = 'pu!:elin'; 
s2 = SECOND; 

·~rr.:.!"L.~~ial~::ln-;; ·-;n•,,~~•Lt- ... ~ c3!!.d. t-i..:ises 
[VlM, ClMJ = feval ( feval (fl,' init' l, sl ,pl; 
[row,coll=size(pl; 
[VlM,ClM) = rands(s1,row); 
x = ones(s1,1) 'feval(fl, •c~~put'); 
[S,Ql = size(s2); 
if max(S,Ql > 1, s2 = S; end 



[V2M,C2M) = feval(feval(f2, "init'),s2,x); 

VSSE = []; 
Vda = []; 
k = l; 
tic; 
while RMS> ssse 
Verr = [J; 
for j = 1:N 
al= feval(fl,VlM"p(:,j),ClM); 

a2 = Eeval(f2,V2M*al,C2M); \. -:,:'.~::,::· !' 1~.~i;•:•'< ~,c::•,,:,,:!-; 

VlS = a2(1:3); ClS = a2(4:6); V2S = a2(7:9); C2S = a2(10); 
g = feval (fl, VlS*ps (:, j l, ClS); t :,,~:r:-a,:::. s:. f i:·s:: :·_.:..iJ.er! l :"<~·,2:: __ _ 

z = (V2S' • g) + C2S; 
error = ( z-t (:, j) ) ; 

Verr = [Verr; error); 
alll = [al al al]; 

dal = al . • 11-al); 

dg = g .• (1-gl; t ~~~:v ~t ~ 

bl= 2 .• error; 
sV2M13 = sum(V2M(l:3, :) ) '.•dal; ·, ;3,~,:::-,1L:1q l;:'.' ·::::-1 :~.< ,;-,,7;-·,:~:;,c. 

sV2M46 = sum(V2M(4:6, :)) '.*dal; 
sV2M79 = sum(V2M(7:9, :)) '.*dal; 
sV2M10 = sum(V2M(l0, :)); 
da113 = [sV2Ml3 sV2M13 sV2Ml3]; 
da146 = [sV2M46 sV2M46 sV2M46]; 
da179 = [sV2M79 sV2M79 sV2M79]; 
sgVS = V2S .• dg; 

ClMl = ClM miu.*(bl*(sV2Ml0.*dal)); 
VlMl = VlM miu.*(bl*(sV2M10.*dal))*p(:,j) '; 
ClM2 = ClM miu.*(bl*g'*dal79') '; 
VlM2 = VlM miu.•(bl*g'•da179') '*p(:,j) '; 
ClM3 = ClM miu. * (bl •sgVS' *da146' l '; 
VlM3 = VlM miu.*(bl*sgVS'*dal46') '*p(:,j) '; 
C1M4 = ClM miu.*(bl•ps(:,j)*sgVS'*dall3') '; 
V1M4 = VlM miu.*(bl*ps(:,j)•sgVS'*dall3'l'*p(:,j)'; 
ClM = (ClMl+ClM2+ClM3+C1M4) ./4; 
VlM = (VlMl+VlM2+VlM3+V1M4) ./4; 
C2M(l:3) = C2M(l:3) miu.*{bl•ps(:,j)•sgVSl; 
C2M(4:6) = C2M(4:6) - miu.*(bl*sgVS); 
C2M(7:9) = C2M{7:9) - miu.*(bl*g); 
C2M(10) = C2M(l0) - miu.*bl; 
V2M(l:3,:) = V2M(l:3,:) - miu.*(bl*ps{:,j)*sgVS*al'); 
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V2M(4:6,:} = V2M(4:6, :) - miu.*(bl*sgVS*al'); 
V2M(7:9,:) = V2M(7:9,:) - miu.*(bl*g*al'); 
V2M (10 , : ) = V2M ( 10 , : ) - mi u . * ( bl * al } ' ; 
end 

SSE= sumsqr(Verr}; 
RMSl= RMS; 
RMS= sqrt(SSE/N} 
VSSE = [VSSE; RMS}; 
k = k+l; 
if RMS> ssse 

if RMS> RMSl 
loop= k; 
k=nepoch+l; 

end 
else 

end 
end 

loopl = k; 
k=nepoch+l; 
RMStr = RMS 

hstime = toe; 

1, ';, % ~ t t '!: 5 t: ,:• :? ':. l. n q ',;. T t. '!':\ 'ti't, ~: 'J-. 'l": i: '!. ~ 1, ~ 

f = f open t • . / ft s 7 O • , ' r ' ) ; 
p= [ 1 ; ps= [ ] ; t= ( ] ; 

A= [ l; 
for i = l:NT 

a= f scanf ( f, 'if' , { 1 9 I); 
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A=[A;a]; 1:xl. x::, ~ :•r.11 r: .. 2: :;:::)r•i':1 -::s 0
~ ::·•:'W ... ~-:.:::'.!·-1:: .. \ 

end 
fclose ( f); 

p = ([A(:,2) A(:,3:4)1)'; 
ps = (A { : , 1) ) • ; 
t = (A(:,6))'; 

Verr = []; 
Z=[]; 
for j = l:NT 

end 

al = feval ( f 1, VlM*p ( : , j) , ClM) ; t r:..~.1::pt:.t -:if firs~ hidden lz~·/;?r 
a2 = feval ( f2, V2M*al, C2M) ; l. ,:,~.!!:pt:.r: ,:,f :;r,...:ist:!'::'r ~1e.t:·,,,c~k 
VlS = a2(1:3); ClS = a2(4:6); V2S = a2{7:9); C2S = a2(10); 
g = feval(fl,VlS*ps(:,j),ClS); ;'- c~H:pt:J: -::-t: f.:~r.:::t b:.dde:L i-::'_i~?!'. ... 

z = (V2S' * g} + C2S; 
error= (z-t(:,j)); 
Z=[Z z]; 
Verr = [Verr; error]; 



SSE= sumsqr(Verr); 
MSE = SSE/NT; 
RMS= sqrt(MSE) 

D.6 Sample Program for Output-tuned HSNN 

clear all 
FIRST=l8; t N\!~be:::- ---':. :•:t:.'t;:·-:-r:~; :.t~ t:h-:, :::-.r.:)1: ?-:i.<idi~i-. '.1~_,-(,:- -:,: _·!.::":~ 

SECOND= 1; i N"..ll--:~b,:::::· ..:., E :,:!::t::.:·•:-r:::: ::. c-:. th-2 ::a?~;•:,r~,:i h id~~•~,-L 1.-i:_,!? r. '.~: •.1·•:Q 

FM = 6; 
SM= l; 
N = 150; *. 'I'o::,~l r:1.:r::-:.b.~r -:-·f t:~~iinLr:~ da~.~ .::r:,t: 
rniu = 0.02; 1 r.•:·,·U'"!':i.::;} ::·r:1t:E? 

nepoch =10000; 
NT=70; 
RMS= l; 
ssse = 0.04; 

f=fopen( •. ,'Flth815', 'r'); 

A= (]; 
for i = 1:N 

a=fscanf(f, '%f', [1 10}); 
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A=(A;a]; 'iixl. .x::, '../ ·11::.ll b-2 s::~:ir•::•i -:i::; ·., -:.·-:-.,: ·" ..-.•• ·.1_, .~ 

end 
fclose(f); 

for i = l:N 
a=fscanf(f, 1 %f 1

, [1 4]); 
AI=[AI;a]; ~X;.; x2., y • .. 11 . .:. . .:. ~:~? s~.-::-::-~:·.:! -:-rn tl ~-c,.., ::.i-. a::·r::y 

end 
fclose(f); 

F = A( :,3) * 250; 
V = AI ( : , 1 ) * F; 
L = AI(:,3) • F; 

FP = ( V + L) . / F; 
V = V. /FP; 
L = L. /FP; 
z = A(:,4); 
x = AI (:, 4); 



yp = AI ( : , 2 I ; 

for i = l:N; 

end 

if yp(i) < 0.02; 
num(il = O; 

elseif Viii < l; 
num(il = O; 

els<? 
num ( i I = ( ( F ( i l * z ( i l - L ( i l * x ( i l l / V ( i ) ) -yp ( i l ; 

end 

p = (mun); 

ps = ( [AI ( : , 1: 4) A ( : , 3: 4 l ] l ' ; 
t = (A(:, 7) l '; 

fl = 'lcgsig'; 
sl = FIRST; 
f2 = 'purelin'; 
s2 = SECOND; 

[VlM,ClM) = feval(feval{fl, 'ir.it'l,FM,p); 
[row,col)= size(p); 
[VlM,ClMJ = rands(FM,row); 
x = ones(FM,ll • feval(fl,'output'l; 
(S,Q) = size(SM); 
if max(S,Q) > 1, s2 = S; end 
[V2M,C2M] = feval(feval(f2, 'init"),s2,x); 

[VlS,ClS] = feval(feval(fl, 'ir.it'),sl,psl; 
[row,col]= size(ps); 
[VlS,ClS] = rands(s1,row); 
x = ones(s1,1) 'feval(fl, 'output'); 
[S,Q) = size(s2); 
if max(S,Ql > 1, s2 = S; end 
[V2S,C2S] = feval{feval(f2,'init'),s2,x); 

VSSE = [J; 
Vda = []; 
tic; 
k = 1; 
while RMS> ssse 
Verr = [}; 
for j = 1:150 
al = feval (fl, VlM*p (:, j), ClM); t C.'J.':p'..lt 'jf firs-:: hici.:le~ lz,,•c>r 
a2 = feval(f2,V2M*al,C2Ml; ':, ,:,~tp"'-lt cf maste-!' net',!'j!'k 
gl = feval(fl,VlS*ps(:,jJ,ClS); t c~i:::p,lt cf firs'c z1:cid,,·!a :.•:y.?:!': 

g2 = feval(f2,V2S*gl,C2S); :,; :)t~tf.·'1t: Gt ,::I.-2V(? r!1?t, ... -:-rk 

Z =- ( a2 ( 1 , : ) . * g2 ) ; 't ~ ,J..2 { 2 , : l ; 
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error = ( z-t (:, j) ) ; 

Verr = [Verr; error]; 

dal = al .• (1-al); -~ d-,,:d.•; ::f. <li. 

bl= 2 .•error.• ps(:,j); 
sV2M 
dint 

= sum(V2M); 
= sV2M. *dal' ; 

dgl = gl .• (1-gl); 
sV2S = sum(V2S); 
dints= sV2S.*dgl'; 

ClM = ClM - miu.•(2.*error.*g2*dint) '; 
VlM = VlM - miu.*(2.*error.*g2*dint) '*p(:,j) '; 
C2M(l,l) = C2M(l,l} - miu.*(2.•error.*g2); 
V2M(l, :) = V2M(l, :) - miu.*(2.*error.*g2*al) '; 

ClS = ClS miu.•(2.•error.•a2*dints'); 
VlS = VlS - miu. • ( 2. •error. *a2 *dints' *ps I:, j) '); 

C2S = C2S miu.*(2.*error.*a2); 
V2S = V2S miu.*(2.*error.*a2*gl'I; 

end 

SSE= sumsqr(Verr); 
RMSl = RMS; 
RMS= sqrt(SSE/Nl 
VSSE = [VSSE; RMS]; 
k = k+l; 
if RMS> ssse 

if RMS> RMSl 
loop = k; 
k=nepoch+l; 

end 
else 

loopl = k; 
k=nepoch+l; 
RMStr = RMS 

end 
end 
hstime = toe; 

~\\i%~1\ t+sti~g %tt%%%\\%ttl~%\ 
f=fopen('./fts70k', 'r'); 
p= [ 1 ; ps= ( 1 ; t= [ 1 ; 

A=[]; AI=[]; 
for i = l:N 

a=fscanf (f, '%f', [1 10}); 
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A=(A;a]; ixl. x:, y will be st'Jr1:d •l.S .:\ -::c;-.1; i~ z .. -::"!"ay A 



end 
fclose{f); 

f=fopen('. /VyLxts. txt', 'r'); 

for i = 1:N 
a= f scan£ ( f, ' % f ' , [ 1 4 ] ) ; 
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AI;(Aiia]; '!.xl. x2, ._, ·,.iill t~ stc:r-"::':'l ~1s a r'"J~:: L~ .:i.rr:::.y 

end 
fclose(f); 

F = A ( : , 3) * 250; 
V = AI ( : , 1 ) . * F; 
L = AI ( : , 3 ) . * F; 
FP = {V+L). /F; 
V = V. /FP; 
L = L. /FP; 
z = A(:,4); 

x = AI (:, 4); 
yp = AI ( : , 2 } ; 
for i = l:NT; 

if yp(i) < 0.02; 
mun(i) = O; 

e.lseif V(i) < l; 
mun(i) = O; 

else 
num ( i) = ( ( F ( i ) • z ( i ) - L ( i ) * X { i } ) / V ( i ) ) -yp { i ) ; 

end 
end 
p = (mnn); 
ps = ( (AI ( : , 1: 4) A ( : , 3: 4) l ) • ; 
t = (A{:,7))'; 

Verr = (1; Z=[]; 
for j = l:NT 

end 

al = feval (fl, VlM*p (:, j), ClM); ?i cutput: ,=.£ first: hidd1:n laye-r 
a2 = feval ( f2, V2M*al, C2M); % C'..:.cp~.u: cf !&:.ster r.:.et-..:ori-: 
gl = feval {fl, VlS*ps (:, j), ClS); 7i ~,utput of first h:Ldd~:::-1 l<~Y-::r 
g2 = f eval ( f2, V2S*gl, C2S); t C"..Epu.t. c:: slav-1: :::1e::~•;.;:::·k 

z = ( a2 ( 1 , : ) . * g2) ; 1:i • .:i.: {:: . ~ } ; 

Z = [Z; z}; 
error = ( z-t (:, j) ) ; 

Verr = (Verr; error]; 

SSE = sumsqr {Verr}; 
MSE = SSE/NT; 
RMS= sqrt(MSE); 




