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Abstract

With the industry striving for smaller devices, new technologies are developed to further
miniaturize electronics devicebo this end, realization &D/nonplanarinterconnects, which
aim at miniaturizing the interconnects formed between components on the samglagevice
attracted many researchefdis thesis focuses @nfeasibility analysigor developing non
planar interconnects on various flexaldubstratessing laser assisted maskless microdeposition
(LAMM) , whichis a pressuress process here are two types of flexible substrates that are
used: doublesided copper substrates separated by a laysrlpéthylene terephthala(PET) as
well as apolyethylene terephthalatiexible substrate witlsurfacemounted resistors:or both
substrates, multiple types of experimentyeconductedo discoverproceduresvhichresult in
the highest rate of success for forming conductive interconr@gisal process parameters and
deposition techniqueseredetermned after multiple experiments. After experiments were
completed, the resultant substrates were subject to various characterization methodologies
including optical and scanning electron micrggg@nergydispersive Xray spectroscopyX-
ray diffraction and profilometeryThe result®f these methodologiese documented in this

thesis

After many types of experiments involving substrate manipulation of the deid#d
copper substrateg wasshownthat the silver nanparticles were more likely to form a

conductive interconnect when a polished slant was fabricated on the substrate.

Many deposition patterns were used for the flexible substrates with surtacged

resistors. Of these pattetns t he t wo patterns, the *zigzag’

ar



have a much higher success rate for creating conductive interconnects compared to the other

patterns.

During this study, the results of the experiments using the LAMM process showishat t
technology has great potential for creating-ptamar interconnects on flexible substrafése
experimentdhiowever suggeshatthe process is very sensitive to thaterial compositioand
process parameters. As sualith a small change in parametethe 3D interconnectanfail to
be produced. It was also observed that the possibilgihar interconnectracturesis higher
where dissimilar materials with differetitermal expansion ratese used for thanderlying

substrate
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Chapter 1

Introduction

1.1 3D Interconnects for Flexible Substrates

Industries are constantly investigating new technologies and methods that will allow
them to prodce smaller and faster devicésaddition to miniaturization, the industry strives for
more reliable and higher quality devices, which leads to new technologies that grant
improvements such as using less material and consuming less energy duringrojigratio
Fabrication of 30nterconnects are orsichmethod that has garnered much interest and
researchTraditionally, components on elegnic devices are designed planarsurface,
however, as components are designed smaller, wire routing becomesom@tex, which can
lead to longer signalelays due to inefficient routing pattemnkile compromising the
miniaturization goalAs the industry isonstantlystriving for faster deviceshe aforementioned
problemneeds to be address@&y introducing ahird dimension into devices, routing patterns
can be more efficiently developed. This also allows substrates to be stacked, which allows for
shorter interconnects due to having more components in proxBhityter interconnects allow
shorter signal travieng time, and stacked substrates will allow components to be rearranged

such that there can be optimal component arrangements which reduce the interconnect length.

Stacked substrates also redtluesizeof devicesas well as allowing different types of
substrates to be combined on a single dewitie lessdifficulty. A very popular technology that
stacks substrates is wire bonding, which has been available for many decades. During these
decades, devicdmve been constanttiesignedo besmaller,to apoint wherewire bonding is

unable to meet some of the demands in miniaturization. Due to the desire to miniaturize devices



further, other technologies have been introduced such as thsdiegin VIAs and directwrite
printing. Certain D interconnect tdtnologiessuch as Aerosol® Jet depositialso allow
interconnects to be formed on nplanar surfaces, allowing manipulation of substrate designs as

well asforming interconnects on flexible substrates.

Although this technology holds very much promise substrates are usually restricted
to rigid substrates due to the sintering process, which takes place after deposition. The sintering
process will allow the deposited material to adhere well to the substrate, with the most common
form of sintering bein@ven or hotplate curing. Oven and hotplate curing have no issues with
rigid substrates, but flexible substrates are generally unabledtre the high temperatures
without distorting. This causes a problem, as flexible substrates are used in manyiamglica
and miniaturization of components on flexible substratealacehighly desiredSome flexible
substrate applications include devices that&posablemaking a need for a fast, casfficient

and low temperature process for creating 3d intereots on flexible substrates.

1.2 Thesis Objective

In this study, a method for creatin® &terconnectss applied tovariousflexible
substrate$o investigate the feasibility of this methadhile also adjustingxperimental
parameters to optimize tipeocess. The method involves using Aerosol® Jet technoldggh
is a relatively new technology that has been introduced for creating 3d intercomhects
pressurdessprocess also does not have multiple stages during the formation of the
interconnectsmaking the process a fast and {oast approach to creating interconnettse
formation of the interconnecis this process ialso lasefassisted, which allows for localized
sintering that will not damage hesgnsitive substrate€he flexible subsates in which the
interconnects are printed upomthis studyare planned to be used fwvariety of applications

2



such aglectrocardiography purposes. Flexible substrates are excellent for this purpose, as they
can conforntot h e mo v e me n tbody ds wall agppbeimgxanfoitable and unobtrusive

to have under clothindresearch is conducted on developing-ptanar interconnects upon the
surface of flexible substrates for the purpose of analyzing a fast arefiecisht method of

forming nonplarar interconnects that can be used not only for electrocardiography purposes, but

also in any situation where nghanar interconnects are manufactured in large succession.

1.3 Outline

The thesis is outlined as follows: Ghar 1 contains the introductioncggoals of the project.

Chapter 2 includes literature review of some 3d interconnect technologies currently in existence
as well as their applications. Chapter 3 presents details on the technologgstasied maskless
microdeposition, which is usedrfthe experiments. Chapter 4 contains the experimental
procedures and results of experiments performed on deidadd copper substrates that have

been separated by a layempailyethylene terephthalat€hapter 5 contains the experimental
procedures andesults of experiments performed on flexible substrates with surface mounted
resistors. Lastly, Chapter 6 presents the conclusions drawn from the experiments as well as

recommendations for future work.



Chapter 2

Literature Review

2.1 3D Interconnect Techniques

There are a variety of 3D interconnect techniques that are available, with some
techniques already in use within the industityis chapter provides backgroundtbe
advantages and shortcomingsvafious 3D interconnect techniquesmely wire bonding,

through silicon VIAs and thin film deposition.

2.1.1 Wire Bonding

One of the first technologies that was discovered and used in the industry for crBating 3
interconnects was wire bonding. This technology invepleysically stacking substrates on top
of one alother and then routing wires that travel from one substratedibh@substrate that is

above or below it, as shown in Figure

Figure 1 — Schematic showing an example of wire bonding on stacked dies, adapted from [2]

There ae a variety of techniques to form a wirend;however, most of the techniques
rely on the same principl&he main principle consists of feeding a wire through a capillary, in

which the wire is then melted at the tip of the capillary to form a ball. &p#ary then presses



the newly formed ball of wire onto the contact pad. During contact, ultrasonic waves are then
emitted into the ball, which allows the ball to be welded onto the surface of the contact pad.
Once the ball is welded, the capillary mow@sards the second contact pad, while feeding the
wire out from the capillary. The capillary then presses down on the second contact pad, welding
the wire to the second contact pad. Afterwards, the wire is sheared from the capillary, resulting
in a wire bd bond formed on two contact padde most predominant material that is used for
wiring was gold. However, due to increases in the prices of gold, other mataaghlas copper

have been consider¢8, 4].

Wire bonding has existed for many decades,ansluch haecome a very mature
method and haseen used in very many industries for creating electronics. By allowing the
stacking of substrates, wire bonding reduces the total system size of elecsonisas
reducingthe signal travel timeHeteogeneous integration of different substrate materials is also
an option when stacking substrates, as the components are no longer required to be placed on the
same substra{&]. This is particularly useful for many purposes such as sensor array
applicatians, which rely on specific materials and require kdghsity circuitd6]. Wire bonding
is excellent in many casdsowever as the industry strives for smaller electroniosyw methods

and technologies are discovered in orderrgate smaller interconots.

With regards to flexible boards, wire bonding has a number of shortcomings. The first
shortcoming is theuspended wiresvhich can be applied to all 3D interconnect applications
The suspended wiréscrease the system size slightly due to the waoeging from one
substrate to another. This also causes some substrates to require a protective cover or mold to
prevent external forces from damaging the wire bonds. Although stacking of substrates reduces

the system size, the nature of wire bonding eauke entire system to be larger compared to

5



other techniques used in a similar fashion. Lastly, the formation of wire bonds requires the
capillary to press down the ball bond onto the substrate. Rigid substrates can tolerate the
pressure; however, whesed on flexible substrates, there can be cases of permanent
deformation due to the pressure induced by the ball bond creation grdcdsss is not to say

that wire bonding on flexible boards is impossible. Wire bonding on flexible boards can still be
accomplished througbse ofmore heat resistant substrates or compromising the speed,

temperature or wire composition of the prodéss

2.1.2 Through Silicon VIAs (TSVs)

A new D interconnect technology that has begun to gain much attention is that of
throughsilicon VIA s (TS\k). TSV technology usegIA s created in substrates to form
interconnects, which can be a lengthy process, but can provide very short interconnects. The
process is outlined in Figu& A VIA is first etched into the substrate, as showniguife 2(b).
Normally, the etching process is performed with theaisighographyand dry etching processes
such as reactive ion etchif@ 10]. However, there has also been some success with using laser
etching in order to reduce the cost of the ovgnadtess 11, 12]. Once theVIlA has been
formed, an insulation layer is deposited on the walls o¥/tiAe shown in Figur&(c), which can
be performed with deposition techniques such as chemical vapor depdégibna conductive
material is used to fithe VIA, shown in Figur@(d). This conductive material becostbe
interconnect itsé] which connects the bond padth® desired location on the substréftene is
required, aliffusion barrier layer can also be deposited along the walls &fithdefore filling

theVIA with the conductive materi@l3].



Photoresist Insulator Material Conductive Material
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Figure 2 - TSV formation process, adapted from [11], showing (a) photoresist deposition, (b) etching of the VIA, (c)
deposition of the insulator material, and (d) deposition of the conductive material.

Compared to wire bonding, TSVs are able to provide a smaller system size, due to the
interconnects residing inside the substrate rather than outside. Consequently, the interconnects
are also shorter, which reduces signaVetling time as well. The process to creating a TSV
however, is an extremely lengtprocess, which generally involves manffetient stages of
manufacturinglue to the various etching and deposition processes that are reQuiecto. the
number of stags in this process, the cost of producing TSVs becomes a majoMssia¢ions
of producing TSVs have been investigated, such as using laser etching in the place of reactive
ion etchingor using mechanical caulking when assembling the substHdegever for the case
of laser etching, the resultant TSVs were intended for applications that valued low cost and did
not require higkspeed signal transmissiofid]. The use of mechanical caulking during
assembly can increase the speed of the process, whileing the cositL4]. Although an
improvement in terms of yie]dt remains that the process is still nhdtaged and require etching

due to the nature of TSVs.



2.1.3 Thin Film Deposition using Aerosol Jet® Direct Write Printing

Another technology for creati®D interconnects that has begun to gain attention is thin
film deposition.As opposed to wire bonding, which creates an interconnect suspended in air, and
TSVs, which create interconnects within the substrates, thin film deposition aims to create
conformalinterconnectslong the face of the substra@ne such technology that can perform
this task is the Aerosol Jet® systehhis system includes a pattegenerating device, such as an
ink deposition nozzle or laser optics, as well as a positioning stapis tomputer controlled
[15]. The process works by generating a mist of the conductive material, which is then injected
onto the substrat@he Aerosol® Jesystem is capable of printing on a langariety of
substrates, such as metals, glass, cerasota;, cells, polymer substrates and resits 17, 18,

19]. This systenis also capable of depositiagvariety of materialssuch as metals, polymers
adhesivesnd even singlavalled carbon nanotubgato complex patterns that can be made on

both planaand norplanarsurfaces 20, 21, 22].

By controlling the speed of the injection nozzle and the volume of silver that is deposited,
a variety of shapes and paths can be formed. Due to the material being in an aerosol form, the
substrate is not limited tmaterial or shape as long as there is proper adhesion between the
deposited material and the substrate. This allows the process to create tracks or patterns of
conductive material over neplanar surface#\ schematic showingn example of the types of

interconnects that can be formiedshown in Figuré.
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Figure 3 — A schematic of deposited material using a direct-write deposition technique

The directwrite technology is an additive process, as opposed to the traditional
fabricaton processes used in many manufacturing methods, particularly in integrated circuits,
which use subtractive processing methsgish as photolithography, naimprinting or various
etching techniquel3, 24]. The subtractive method is a medtage proces which is similar to
how TSVs are fabricated, with the use of chemical etching and photolithography. By using an
additive process, there is no need for chemical etchants or masks, which are rather expensive. In
addition, a mask must be created for eaatepn that is desiredthen using a subtractive
processbut with an additiv@rocess, only a CAD model is required for each pattern that is
desired25]. This makes the direatrite technology a much faster and cheaper alternative to the
existing subtracte methods for creating micigized patterns on substrates. However, the direct
write technology does not fare as well for larger scaled patterns, as it would take much more time

in order to draw the pattern onto the substrate. Using dinetd technolgy on patterns with the



width of multiple millimeters can be compared to that of painting a wall with a toothi8aste

images of deposited patterns are shown in Figure

50 um

> . o 3 X 4 .
Figure 4 - Images showing various patterns of silver tracks deposited using an Aerosol Jet ® Deposition system. Patterns
fabricated at the Multi-Scale Additive Manufacturing lab of the University of Waterloo.

After the material has been deposited, sintering will take place in order to cure the newly
deposité material. This process can be done in a variety of veag$, as with a laser, hotplate,
ovencuring or electrical sinterinf®6, 27]. For thermally sensitive substrates)tering methods
such as laser and electrical sintering that can be focused wwap#cific area agenerally
preferred ashese methodwill only heat the area in which the material has been deposited,
rather than the entire substrate, which can lead to thermal expansion probtmeagmgof
the substrateAlthough these methodse slightly more sophisticated, the sintering process can

be performed much faster.
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The system size of a substrate does not increase too greatly with the use-girdgect
printing, since the deposition is deposited as a thin film that is on theesofftee substrate,
making the system size reduction comparable to that of TSVs. Compared to wire bonding

however, the direetvrite printing process provides a much smaller system size.

The Aerosol Jet ® process does not perform very well for high fregugpdications,
where edge accuracy and surface roughness are extremely important. The Aerosol Jet ® system
is known to have variations in edge accuracy and occasionally overspray, which produces a
varying width of the deposited track. Inconsistent surfaoghness can lead to signal loss in
high frequency applications, due to the skin effect, where the current travels close to the outer
edge of the conductive material. Overspray can be reduced by controlling the process
parameters, but it is extremelyfitifilt to prevent it entirelyMarinov V and Atanasov Y
approached this problem and developed a metho
micromachining to produce a substrate witthannethat will contain the deposited material
shown in Figire5 [28]. The channel can be fabricated with a number of micromaching methods,
such as laser cutting, chemical etching, eleetream micromaching, etc. The purpose of the
channel is to contain the deposited material such that overspray has a very minchahetfie
system. Once tested, Marinov V and Atanasov Y found that the signal quality increased
significantly[28]. Bhattacharya S and Marinov V used a similar approach with laser etching
trenches within a substrate and achieved the goal of creatingomexsts within a close
proximity of around 6mim [29]. Although this method is capable of producing interconnects for
high frequency applications, the inclusion of micromachimiegeases costs greatly, and it must

be remembered that cost is one majordiatitat makes diresatrite printing very appealing.
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Figure 5 - Schematic showing a cross-section of the deposited material inside the fabricated channel, adapted from [28]

2.2 Applications

3D interconnects can be used in a varietgmpblicationsWith wire bonding being
available for the past few decades and being one of the most widely used techniques for creating
3d interconnects, it comes as no surprise for this technology to be used in a variety of industries,
such as automotivepmputer, communication and network applicati8@. Although the
applications remain the same, a desire to switch from gold wire bonding to copper wire bonding

is apparent, especially with the increasing prices on gold.

Some TSV applications includeBMs, mobile applicationsntegrated circuits and a
variety of sensors such as CMOS imagasors31, 32, 33, 34]. TSVs carbe applied to any
industry that uses devices that contain stacked dies or wafers, making TSVs applicable to many
industries immedigly. Though there are not many devices using TSVs that are on the market at
the moment, TSVs can certainly miniaturize devices, and much research is being performed to

make this technologmore affordable.

Aerosol® Jetdirect write technology can also bsed in many applications, such as solar
cells, radiefrequency devicedpuch screen displaysitegrated circuits and automotive
applicationd16, 35,36,37,38. Recent |l y, a “smart wing” was <cre

a joint project involvingOptomec, Aurora Flight Sciences and Stratasys. The Aerosol® Jet
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process was used to print circuits, sensors and an antenna on the wing of this aeriadfrone
Due to this technology being capable of producing thin film interconnects,ekiste a loof
potentialon using direct write technolodgr flexible substrates. Due to the nature of flexible
substrates, any devices mounted upon them must be able to maintain functionality amidst the
stresses upadpending the flexible substrates. Thin filmed dgifion is one method of producing
interconnects capable of withstanding stress on flexible substrates. Fterbteates also bring

with itself many industry applications, such as temperature and pressure sensors, smart cards,

electrocardiogram patchasd light emitting diodef28, 40Q).

2.3 Summary

There are many different types of techniques for creating 3D interconnects on various
substratesWire bonding was one of the earlier techniques discovered and is still widely used in
industries today for ceging 3D interconnectdhis allows for the stacking of substrates and the
wire bonds are formed from one substrate layer to andduerto the nature of suspended wires
in wire bondingthe wire bonding process has limitations on miniaturization. The lsanding
process also has some difficulty with flexible substrates, as the pressure from the process has the

potential to permanently deform the substrates.

Different techniques have bediscovered and researched to address some of these
limitations. Ore such technology is througilicon VIAs (TSVs), which is based on creating
interconnects within substrates rather than the traditional exterior methods such as wire bonding.
By having the interconnects within the substrates, further miniaturizatiorec@athed,;
however, the process is time consuming and costs of TSVs is extremely high due to the various
processes involved. Many flexible substrate applications are towards disposable devices, which

make cost an extremely important factor when manufaguri
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Thin film deposition techniques are fast and -@ffitient, which make this process
excellent for creating 3D interconnects for flexible substratetuding those of which are used
for disposable applications. The thin film deposition process waykiepositing aerosols of
material onto a substrate to form conformal interconnects on the exterior of the substrate
followed by sinteringSince the interconnects are conformal, miniaturization is still achieved.
Very little research has been documentedsing thin film deposition for flexible substrates, and
the publisheddocumentation that is availail@s not performed any optimization of parameters
For many of the published experiments regarding Aerosol® Jet technology, the sintering
methods perfaned were with the use of a hotplate. As such, there is a lack of knowledge in this
field with regards to using laser sintering in addition to Aerosol® Jet depoditiergoal of this
work is to investigate the usageAx¥rosol® Jet technology incorporatetth laser sinteringor
various flexible substrates and find optimal parameters for creating thin film 3D interconnects on

the aforementioned flexible substrates.
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Chapter 3

Laser Assisted Maskless Microdeposition

3.1 LAMM Process

The 3Dinterconnect tehnology that is used in this research study is called a laser
assisted maskless microdeposition (LAMM) process, which is based on the Aerosol Jet-® direct
write technologywith a continuousvave singlemode erbium fiber las€ELR-20-1550, IPG
PhotonicsCorporation, Oxford, Massachusettgjh a wavelength of 1550 nm that has been
installed into the systenThe laser assisted maskless microdeposition (LAMM) process consists
of two main steps. The first step is microdeposition, where-particles suspemd in a liquid
are atomized and then deposited onto the substrate. The second step is laser sintering, where a
laser is used to pass over the newly deposited-pariles, sintering them and causing them to
agglomerateThe main components of the systare shown in Figuré. The atomizer and

positioning stage ateothmanufactured by OPTOMEC Inc.

15



Laser Beam Focusing Lens

Deposition Nozzle

Atomizer
Flow Line

= Nanopaste Vial

Substrate

Ultrasonic Atomizer

Figure 6 - The main components of the LAMM system: Atomizer (bottom right), Deposition Nozzle (left), Laser
(top right).

3.2 Deposition Process

The LAMM process begins at the ultrasonic atomizer, whé&fl\& of nanaparticles is
suspended in a liquid his solution is generally labeled as nquaste When ultrasonic waves
approach the nangaste, droplets of the solution are reledasamithe airforming a dense mist
from the accumulation of released droplets. Fisnomenowf the ejection of droplethat
occurs during atomization can be describ&tth the cavitation and capillary wave hypotheses
[41, 42]. The size of the dropletse a function of the density, viscosity, ultrasonic wave
frequency and liquid surface tensiat2[43]. Largerdroplets are formed with high values in

surface tension and viscosity, while smaller droplets are formed with high values in density and
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ultrasanic wave frequencyl hus, the thermghysical properties of the najpaste are required to
be in a specific range. This can be achieved by diluting the paste before it is placed within

the atomizef20].

After the nanepaste has been atomized intmist, the mist is carried towards the
deposition nozzle with the help of a neutral gas such,a®mte the stream of mist arrives at the
deposition nozzle, another flow of a neutral,gadled sheath gass, introduced into the stream,
as shown in Figur@. This secondary flow of gas will focus the ngrarticles stream such that
the diameter of the stream that exits the nozzle can be as small as 10% the diameter of the

nozzle, which typically has a diameter between 100 andv@b@ he deposited patterean

have widths as small as b [20].

Sheath Gas Aerosol Sheath Gas

'

Figure 7 - Diagram showing the main stream of nano-particles and the sheath gas that is introduced in the nozzle,
adopted from [19].

The nanepatrticles are then deposited onto the destdastrate, which is mounted upon

the positioning stage. This stage is controlled by a motion control module and has two degrees of
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freedom, allowing a large variety of patterns to be formed by moving the positioning stage while
the naneparticle stream igxiting the deposition nozzI& heater can also be mounted upon the

stage, which can heat the mounted substrate during deposition.

Once the deposition has completed, laser sintering will take place with the use of a
continuouswave singlemode erbium fther laser with a wavelength of 1566, which was
installed onto the system, as seen in Figuiy having the laser mounted on the same stage as
the deposition nozzle, the axis of motion is retained, allowing the laser to trace the same

deposited path ahaterial by executing the same path adjusted with an offset.

3.3 Laser Specifications
The laser has a focal length of #n and an unfocused diameter of 5 mm, shown in

Figure8. The diameter ofhe beam at the focal point can be calculated with Equéidi

= (3.1)

wherew is the focal point diametelr,is the laser wavelengthis the focal length anD is the
unfocused beam diametétsing Equatior(3.1), the diameter at the focal point can be calculated

as 15nm. The angleg, as seeim Figure X can be calculated with the use of Equation (3.2):

006 ¢OE+ (3.2)

whereN is the numerical aperturs,is the index of refraction of the medium ana half of the
angle that represents the largest cone of light that can exit the lensh&\iithmhericabperture

of the objective lens as 0.1¢can be solved for, which will be used in a later equation.
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Figure 8 - Diagram showing the beam size as the unfocused beam travels through the lens

The beam shape is a TEM5aussian beam, which means that the laser spot size can be

characterizedvith the use ofigure9 andEquation(3.3):
i a1 T— a a (3.3)

wherer is the diameter of the beam with respect to distarfican the focal pointrg is the beam
diameter at the focal poird; is twice the angle off which was solved for earlier, anglig the

offset. With this equation, the laser spot size can be calculated and controlled with the distance at
which the object to be irradiated is placeohfi the laserThe laser beam produced is capable of
emitting 0.5 to 3.5 W of power to the desired awWah laser powers under 2 W, the laser beam

does not act consistently and is unstable at times. In order to allow use of low laser powers, a
splitter and dampewereinstalled onto the processing head of the laser, which reduces the power
of the laser by 50%T his splitter also enables the attachment of a camera to view the area of

irradiation from the point of view of the laser.
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Figure 9 - Diagram showing variables used in Equation 3.3 for laser spot size

Once the laser irradiates the deposited material, the material will begin to sinter. During
this process, the solvent that the ngaaticles were originally suspended inlvaVaporate, and
the naneparticles will begin to agglomerate, as shown in Figiwrand11. By applying the laser
energy to the nanparticles, the density of these particles would increase, resulting in an

increased electricalonductivity @4, 45, 46).
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Figure 10 - Process of agglomeration: (a) before sintering, (b) solvent evaporation, (c) beginning of
agglomeration, (d) end of agglomeration. Image adapted from [20]

JSM-7000F 3 SEI 50kV  X100,000 WD 6.0mm 100nm JSM-7000F 3 Si 50kV  X100,000 WD 6.0mm 100nm

Figure 11 - SEM images of silver nano-particles sintered at 0.44 W (left) and 1.24 (right). Image taken from a JEOL
JSM7000F field emission scanning electron microscope
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3.4 LAMM Process Parameters

The parameters that are used to control the LAMM procedst@in Tablel. For
properatomization, the atomizer voltage should be higher than the threshold valud®\37
while the viscosity of the narmaste should be within (030 cP).In order to successfully
atomize the nanpaste, thevial containing the nanpaste must also bégged in a specific
location relative to the atomizefFhe atomizer gas flow rate, deposition nozzle velocity and
number of layers control the amount of silver that will be deposited onto the substrate. The
sheath gas flow rate in combination with the am@ngas flow rate controls the width of the
track that will be deposited. The substrate temperature will determine how well the nano
particles will adhere to the surface on contact. The laser power, velocity and beam size control

the amount of power that introduced to the substrate during sintefiad.

Table 1 - LAMM process parameters

Atomization Microdeposition Laser Sintering
Atomizervoltage Atomizer gas flow rate Laser power
Nancpaste viscosity Deposition nozzle velogit| Laser velocity
Nancpastevial placement Number of layers Laser beam size
Sheath gas flow rate
Substrate temperature

The nanepatrticles that are deposited for the experiments included in this study are silver
nanoeparticles suspended iniguid. The suspension wd&-55wt% of silver with an average
particle size of 60 nm in ethylene glycoltG(OH),) provided by Cabot Superior Micro
PowdersThe Aerosol® Jet is also capable of depositing a variety of materials, including other

conductor mks such as platinum, palladium and cojd&t.
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Chapter 4

Double-sided Flexible Copper Substrates

This chapter details the experiments and results of depositinglaar interconnects on
doublesided copper substrates separated by a layer of polgeéhterephthalate (PET)he
initial goal was to deposit a ngplanar interconnect on a chamfered via. Due to technical
complications, omerous types of substrate modifications were perfotmeanplify the

process. Results for each modification areititan their respective sections.

4.1 Materials

For the purpose of these experiments, the substrate that was used was-aidedble
flexible copper substrate separated by a laygobfethylene terephthala(fET), provided by
Assembly Automation Alternates (AAA). The copper layers were adhered to the PET layer
through the means of an epoxy. A ckssstional diagram of this substrate is shown in Figare
and an optical imagef a side views shown in Figurd 3. The total height of the substrate is

0.21mm.

Epoxy Layers
Copper Layers

PET Layer

Figure 12 - Cross-sectional diagram of copper and PET substrate
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Figure 13 - Side view of double-sided copper substrates as seen from microscope

The goal fothedoublesided copper substies was to successfully form a silver
interconnect that would travel from the top layer of copper to the bottom layer of copper while
passing over the PET layer. For the specific application at AAA, the interconnect was requested
to travel through a micrsized circular chamferedIA within the substrate, as shown in Figure
14. The diameter of the top of the chamfexé4 was desired to be around 0.5 mm. Since the
provided doublesided copper substrates did not include a chamiéikdit was required to

manufacture thi¥IA .
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Epoxy Layers

Copper Layers

PET Layer

Figure 14 - Cross-sectional view of copper and PET substrate with a chamfered VIA

4.2  Characterization Methodologies

After depositing and sintering, the substrates were examined with the use of optical
imaging and scanning electron microscopes. For optical imaging, a machine vision camera (EO
3112, Edmund Optics, Barrington, New Jersey, USA) was used in combination with a zoom
imaging lens (Techspec®ZM 1000I, Barrington, New Jersey, USA) and a fiber optic
illuminator (Dolan Jennevll-150, Barrington, New Jersey, USA). The scanning electron
microscopes used were a LEO 1530 FESEM (LEO 1530, Zeiss, Oberkochen, Germany) and a
JEOL JSM6460 SEM(JSM-646Q JEOL Ltd, Tokyo, Japanyith energydispersive Xray
spectoscopy (EDS)For further analysis, an optical profilév/{y KO NT1100 Veeco
Instruments Inc, Plainview, New York, USA) was used to examine the profile of the silver track
and a micro xay diffraction machineRigakuSA-HF3, Rigaku Corporation, Tokyo, Jap was
used to observe the crystalline structure ofsthiestrate

The substrates were also measured for resistance after deposition and sintering with a

digital multimeter (Omega® HHM32, Omega® Engineering Inc, Stamford, Connecticut, USA)
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in order to detrmine the successfulness of the silver interconnects. Although these

measurements are not an exact representation of the resistance value due to the contact resistance
of the measurement probes, an approximate resistance value can be obtained to dieéermine
resistance of the track. In order to determine a more accurate resistance value;asasuce

unit (Keithley 2612SourceMeter, Keithley Instruments, Cleveland, Ohio, USA) was used.

4.2 Experiments involving Substrates with Chamfered Vias

4.2.1 Fabrication of a Chamfered Via

Many different fabrication methods were proposed. A vast number of these methods were
discarded due to inconsistency. Some of these methods included physically puncturing the
substrate with a sharp object as well as laser drilling.nfdjer issue with the majority of these
methods rested upon the inability to create substrates with consitdentEachvIA produced
using these methods was unique and thus, would not provide meaningful experimental results. It

would also not be a goodmeesentation of the chamfer®dA that was desired.

The method for manufacturing the chamfey#d s that was chosen was based on
lowering a spinning conishaped drill head onto the substrdiee substrate would be placed
upon a hard surface while the aoshaped drill head would be lowered extremely slowly into
the substrate. This procedure is shown in Figdré\fter drilling, the substrates are washeith

isopropanol and sonicated. Once finishttésamplesvould then beeady for deposition.

Due b the machining of the chamfered holes, the walls of the holes were not very
smooth, but attempts to create an interconnect between the two layers of copper using these

substrates were performed regardless.
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Direction of Motion
Caonic Drill Head

Copper Layers

Epoxy Layers Epoxy Layers
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Figure 15 — Cross-sectional schematic showing the manufacturing process for fabrication of chamfered VIAs (a) before
and (b) after

4.2.2 Depositing the Silver Track for a Substrate with Chamfered Via

In order to form an interconned join the two copper layers, the injection nozzle was to
move horizontally across the substrate while depositing the silverpaatioles. This process
would allow a silver track to be deposited along the chamfered hole that was produced from the

conic dill. This process is shown in Figuié.

Injection Nozzle
\D Direction of motion of nozzle
Jr Stream of silver Nano-particles

Copper Layers

I
PET

Figure 16 - Cross-sectional schematic showing silver deposition on substrates fabricated with a conic drill
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With the deposition process done as stioh silver nangparticles would idally be able
to form a thinfilm silver track along the chamfered edge of the hole, as shown in Rigure
which should provide the substrate with a successful interconnect between the two layers of
copper.This deposition process would then be repeatgddeide multiple layers of silver as

desired.The width of each track of silver is approximately 50 tar60

Deposited Silver Track

—'_K —————————————— 7_:
Epoxy Layers =
/ /

/ \
/

PET

Figure 17 - Cross-sectional schematic showing the ideal result of a successfully formed silver interconnect

There are many parameters that must be managed in order to produce silver interconnects
that are free of cracks dmelaminationOptimumparameters and their chosen valaesdisted
in Table2. There are a few parameters in this table that have ranges of values. This is mainly due
to placing the formation of the silver track in higher priority than other partegirticess, such
as sintering. The reason for this was due to uncertainty of success, since the fabricated chamfered
holes were not as smooth as originally thoulilthe current parameters produced good

interconnects, the parameters with ranges of valaese optimized and other lower priority
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parameters can be optimized afterwards, particularly parameters involving speed such as

injection nozzle and laser sintering speeds.

Table 2 - LAMM Process Parameters for Deposition on Substrates with Chamfered Holes

LAMM Process Parameters
Sheath Gas Atomizer Gas| Atomizer Injection Number of | Laser | Laser
Flow Rate | Flow Rate | Voltage | Nozzle Speed | Silver Layers| Speed | Power
50 ccm 12-14 ccm 50V 0.1mm/s 20-50 1mm/s| 1.24 W

4.2.3 Results for Substrates with a Chamfered Via

The silver nangparticles were deposited across the chamfered hole in ali&®ss
fashion, as shown in Figufi8. By introducing more than one path of silver over the chamfered
hole, there would be a higher chance @efating a successful silver interconnect, since a total of

four tracks would be deposited for each sample.

Deposited Silver Interconnects

Epoxy Layers

Copper Layers

PET Layer

Figure 18 - Cross-sectional schematic showing deposited silver tracks on double-sided copper substrates with a
chamfered VIA

After many experiments with the substrates containing chamféres, it was evident

thatthis process was not very successfulJEOL JSM6460 scanning electron microscope
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(SEM) was used to examine the substadter deposition and sinteringn SEM image is shown

in Figurel19, which shows some of the challenges associated with these experisesgen,

the steepness amthccuracies of the fabrication processnbined caused the interconnects to
break at various point$heVIA was expected to be smth and uniform, but from SEM images,

it could be seen that the surface was not as well machined as disuasiconcluded that this
approach towards creating an interconnect between the two layers of copper had an extremely

low chance of success, digeinaccuracies of the fabrication process.

=—=xSilvemilirack:ss
e N > ¥ '\ ".7

SBrxm

Figure 19 - SEM image of an attempt to form an interconnect on the fabricated chamfered via
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4.3 Experiments Involving Substrates with Polished Slants

4.3.1 Fabrication of Polished Slants

A different approach was taken to create silver interconnects that connected the two
layers of copper. Due to the fabrication inaccuracies of the-clitiag process, the fabrication
of the chamfere¥IA s was simplified down to a slant created after polistiiegsubstrate at an
angle, shown in Figur20. Since depositing along the chamfexdd would be equivalent to
depositing along a slanted edge, the experiments were simplified to depositirglvano
particles onto slanted edgds.industrial practicedabrication of the chamfered VIAs would not

be extremely difficult, as automated tools with high precision can be used.

Injection Nozzle

o

Direction of motion of nozzle

Stream of silver Nano-particles

Epoxy Layers =

/

/
PET

Figure 20 - Cross-sectional Schematic Showing the Deposition Process on Substrates with a Polished Slant

The polishingprocess is much more controlled compared to conic drilang the
resultant edge is extremely smooth. The substrates were polished at an angle of 45° to the
polishing pad with a very fine abrasive. The abrasive use@masiminum oxide power with
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grain sizes of 0.06m. The finished polishesubstratavould have the bottom layer of copper
exposed along the polished edge, much like the intended result of the conic drilling process.

After polishing, the substrates are washed with an isopobgatution and sonicated.

4.3.2 Depositing the Silver Track for Substrates with Polished Slants

As shown in Figur@0, the deposition process performed on the substrates with polished
slants is identical to that of the substrates with chamMt&d. The injedbn nozzle would be
passed over the substrat e’ partiplesiniasidgle path¢hdtge, de
would span the length of the polished slant. This silver track would then be sintered using a laser

to complete the procesBhe processgrameters are listed in Tat8e

Table 3 - LAMM Process Parameters for Substrates with a Polished Slant

LAMM Process Parameters

Sheath Gas | Atomizer Gas| Atomizer Injection Number of Laser Laser
Flow Rate Flow Rate Voltage Nozzle Speed | Siher Layers Speed Power
50 ccm 12-14 ccm 50V 0.1-1 mm/s 4-10 1 mm/s-5mm/s | 0.44 -3.1W

Upon running various experiments, it was discovered that the silver track would form
much easier than the experiments with a fabricetéd With this information, many process
parameter values were modified in order to better optimize the experimiatsost time
consuming part of the process was the deposition of the silvespaeaitices. Due to the silver
track forming much easier on the @bled slant, the injection nozzle speed was increased and the

number of silver layers was decreased.

The main reason for the high number of silver layers used in the experiments with
chamfered/IA s was due to thextremely largerack formations of the sir track that

appeareaonsistently along the face of th#A . With the substrates with a polished slant, there
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did not appear to be much of a difference between 10 and 50 silver layers, as both were able to
create a silver trackhat spanned the entirade of the polished slant. Although cracks did appear
for the silver tracks deposited along the polished slants, these cracks were not caused by the
injection nozzle having difficulty depositing the silver ngyanticles upon certain areas of the

surface ad would be investigated.

4.3.3 Initial Results for Substrates with a Polished Slant

When examining the substrates with the use of the optical imaging system, it was noted
that the deposited silver track appeared to form a solid track that travelled from toppep
layer to the bottom copper layer, as shown in Fi@lré he imagesaken ofthe substrates with
polished slantappeared to be much bettean that of thesubstrates with chamfer&lA s, since
there were no extremely large cracks visilileanalso be noted that the bottom layer of copper
does not have a large amount of exposure when viewed from the top, since the copper layers are

very thin.
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Figure 21 - Top view of a substrate with a polished slant after 4 layers of deposition at 0.1 mm/s and sintering at
0.4 W and 1 mm/s.

At times there would be cracks in the silver track visible from the optical images, as
shown in Figur@2 along the face of the PEHoweverthese cracks were not on the same
magnitude as those frothe substrates with chamferéth s. In order to view theracks the
substratevould be required to be examined with a scanning electron microsdppe.viewing
the interconnects with an SEM as shown in Fi@8every fine cracks were seen in both
conductive and norconductive interconnect§/hen measured with an ohmmelbgrconnecting
a probe on either end of the interconnéoe conductive samples showed resistances in the range

of 7Wto 10W.
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Figure 22 - Top view of a substrate with a polished slant after 4 layers of deposition at 0.1 mm/s and sintering at
1.24 W and 1 mm/s.

SilvEMTacks

Figure 23 - SEM Image of a substrate with a polished slant displaying a crack in the interconnect
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4.3.4 Repeated Deposition and Sintering

In an attempt to increase the chances of creating successful interconnects on the polished
slant, some substrates underwentd@position and sinteringrocess multiple thes.For these
substrates, the process would work as follafter depositing and sintering the silver track,
another few layers of silver were deposited upon the already existing track and sintered once
again. By repeating the process multiple timesnthwe layers of silvewere expected tbe able

to fill in the cracks formed in the previous process and potentially create a good interconnect.

4.3.4.1 Optical Imaging Results

One observation that can be noted is that upon multiple deposition and ginterin
repetitions, the PET around the silver track will appear to melt slightly. This is more evident in
experiments where the deposition and sintering process were repeated up to three times, as
shown in Figur@4. The silver track in Figur24 was measuredf conductivity during each
iteration of the deposition and sintering processes, however none of the measurements showed
any conductivity. The melting of the PET may have played a role in creating@nductive

result due to material stresses that mayehformed once the PET began to change shape.
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Figure 24 - Top view of a deposited silver track that was sintered multiple times, resulting in a slightly melted
area of PET around the silver track

Deposition and sintering iteratis are repeated for substrates that contained non
conductive interconnects after the first deposition and sintering process. However, it appears that
multiple sintering stages cause the PET around the silver track to melt and possibly add more
problems fo the silver track. Repeating the deposition and sintering stages once for a total of 2
deposition and sintering stages appears to not melt the PET very much, and has even resulted in

some conductive results, but further iterations will change the PETlygrea

4.3.4.2 SEM Results

An SEM image of a conductive interconnect that was created through multiple stages of
deposition and sintering is shown in Fig@& The silver track appears to be very solid along the
entire slant, with the exception af axtrenely fine crackhatcan be seen near the interface
between the top layers of materi@lthough a crack is presethe interconnect was still able to

form a connection between the top and bottom layers of copipiertype of experiment showed
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very few cacks compared to experiments that did not repeat the deposition and sintering
process. It is likely that the repetition of the deposition process allows previously formed cracks
to be filled in with the new deposition of silver, allowing fosdid trackto be formed along the
polished edge. The reason for the crack is hypothesized to be from the cause of a difference in
thermal expansion between materidl&re experiments were required to be performed in order

to determine if this hypothesis was feasible
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Figure 25 - SEM image of a conductive interconnect formed on a substrate with a polished slant. Two stages of deposition
were performed, each with 5 layers at 1 mm/s.

Upon measuring the resistance values of the interconnébtthe use of an ohmmeter,
the resistances were found to range frolitd 8 W. Some of these substrates were analyzed

with a sourceameasure unit for more accurate resistance values, and these values were found to
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range from 3.2Vto 4.31W. This resistance value appears to be much higher than the resistance

that can be caldated using the equation involving electrical resistivity, Equation (4.1):

4.1)

where R is the electrical resistance of the materiel the electrical resistivity of the materihl,

is the length of the track, ardis the crossectional areaf the track. Using the electrical
resistivity value of bulk silve¢15.87 WWm), the theoretical resistance calculated is 0\WW1The
measured resistance is larger than the theoretical resistaatéehgtl00times This is likely
attributed to thedrmation of pores in the silver tracks during sintering. When the silver
nanoparticles are sintered, the evaporation of the solvent material causes pores to be formed
within the microstructure of the silver track [48]. Voids and pores that are formed withi
conductive material have showmincreasdheresistancef the material, which is likely the

reason that the measured resistance is much higher than the calculated resistance [49].

4.3.5 Insufficient Heating of Substrate

As noted before, the substrateould be heated during the deposition process in order to
allow the silver nangarticles to adhere well upon contact with the surface. When the substrate
is not heatedufficiently, the silver track will not stay uniform, as shown in Fig2éeDue to tle
nature of the polished slant, the silver nqaaoticles will tend to flow downwards along the slant
when the substrate is not heated sufficiently, creatingumiform shapes for the resultant silver
track. Surprisingly, Figur@6 (a) shows this as wedls cracks in the silver track while still
resulting in forming a successful interconnect between the two layers of copper. Upon inspecting
the SEM image closely, it can be seen that there is a small sliver oftsdv@ppears to bridge

the crack formeat the bottom of the polished slant. It is most likely due to this extremely small

39



connection that the entire interconnect is able to bridge the two layers of copper2Bi@yre

shows a substrate that demonstrates the same behavior when the subsitéteated during
deposition, but resulted in an unsuccessful interconnect. There appear to be many cracks that
have formed at the top and bottom of the interconnect. These cracks are most likely the reason

the interconnect was unable to join the two tay& copper.
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Figure 26 - SEM images of substrates with polished slants after deposition during insufficient substrate heating
temperatures. The substrates were sintered with (a) 1.25 W at 1 mm/s, which formed a successful interconnect and (b) 1
W at 2 mm/s, which did not form a successful interconnect.

The silver interconnect track at many times appears to be breaking around areas where
different materials are joined together. FigRfeshows another example of thihere appears
to be a crack that travels across the track entirely around the region wheo&dhe layer of
epoxy is joined with the PET, as well as snii@tturesthat appear nearé¢htop of the

interconnect between the top layer of epoxy and the PET.
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Figure 27 - SEM images of a substrate with a polished slant after deposition during insufficient substrate
heating temperatures. This substrate was sintered at 1.24 W and 1 mm/s.

4.3.6 Increasing the Laser Power

When experimetmg with higher laser powers, it was noted that the intensity of the laser
has the capability to burn the PET layer when the laser peagmcreased to 3 VEhown in
Figure28, it can be seen that upon sintering the sihagparticles the laser waable to burn
the PET surrounding the silver tratckowever, although the substrate was burned, when
measured for conductivity, the results were posiiivehis particular substrat&his was likely
due to coincidence that while burning the PET, the sitemoparticles managed to form a path
downwards to the bottom layer of copper. When other burned substrates were méasured,
majority did not contaim successful interconneé&wr the few substrates that did contain

conductive results, the results gaa from 500N to 2.5 RV. These resistance values are
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extremely high compared to the results from the conductive substrates that did ndthimirn
shows that although the substrates were able to have conductive interconnects after burning, the

interconnets would not be usable for any devices as the resistance is much too large.
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Figure 28 - Images of substrate with polished slant after high-power sintering (3W) at 4 mm/s. Images taken from an (a)
optical microscope, and (b) SEM.

4.3.7 Alternative Sintering Method

An alternate sintering method was proposed due to the burning of the PET layer when the
power was increased for the laser during sintering. Although it is still possible to sinter the silver
nanoeparticles witha lower laser power, investigating into possible alternatives is a reasonable
choice of action. In fact, the majority of the samples that resulted in successful interconnects
were those that were sintered with a lower laser power (1.24 W). The altemeatimgimethod
that was used was sintering with the use of a hotplate or dlierhotplate or oven would be set
to the sintering temperature (170) and the substrates would be left to sinter for 30 minutes
[50]. After this, the hotplate or oven would taened off and the substrates would be allowed to

cool down to room temperature before removing the substrate from the hotplate or oven.
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After a number of experiments with this alternate sintering method, it was discovered that
the chance of success witlis method wasather low.One of the reasons for the low success
rate is likely due to the PET glass transition temperature, which is arOut@[51]. This means
that the PET would begin to distort while the hotplate or oven was sintering the sulisivate
noticed that the substrates were slightly distorted after sintering. Although the copper layers
managed to maintain the general shape of the substrate by holding the PET layer in place, signs

of distortion were still observed.

The majority of thesamples resulted in an unsuccessful interconnect, although there were
some successful interconnects that were formed. An SEM image of a successful interconnect is

shown in Figure9.

Figure 29 - SEM image of a substrate with a polished slant after sintering with a hotplate
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At higher magnification, it can be seen that there are two anacks that have formed in
the silver interconnecOne near the top of the substrate where the top layer of copper meets the
epoxylayerand ore near the bottom where the PET meets the lower epoxy layer. Magnified
images of the cracks are shown in FigB@ePreviously, with substrates sintered with the use of
a laser, it was noted that many cracks were formed on the areas where different lagtesia
were joined. This result was much more noticeable with the substrates that were sintered with the
use of a hotplate or oven. In particular, the crack that appears in Bgy(&g which was formed
between the top layer of copper and the top lajepoxy, was present in every substrate that

was sintered this way.
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Figure 30 - SEM images of cracks formed between (a) the top layer of copper and top layer of epoxy, and (b) the
PET layer and the bottom layer of epoxy.

With cracks forming on the interfaces between matetiadshypothesis that a difference
in thermal expansion rates was creating the cracks was strengtBarmaticopper expands at a
much faster rate than PET, this could creélagzmal stresses withithe silver track that cause it
to crack.Upon observing the substrates that were sintered using the hotplate or oven, this
speculation appears to hold strongly. For the substrates that were sintered with a laser, the
speculation does not hold as strondiut it is entirely possible that the silver tracks sintered with
a laser were cracking due to differences in thermal expansion rates, since the laser does emit a

large amount of energy.

4.3.8 Profilometery Analysis

A profilometery analysis was also panned on a successful interconnect that was

deposited and sintered on a substrate with a polished slant. Isometric images generated by the
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profiler areshown in Figurg1. Figure31(a)shows the portion of the silver track that was
deposited on the top layof copper. It can be seen that the silver track is of a uniform height,
which was to be expected. Figud#b) showsthe portion of silver track which was deposited on
the polished slant. For this image, the substrate was tilted such that thegdéishwould be
perpendicular to the viewing anglehis image shows that the polished slant is not perfectly
planar, with elevation variations of roughly @B. The reason for this variation is likely due to
inaccuracies during the polishing process. However, the substrate in question contained a
successful interconnect, which shows that this elevation variation does not have a very large

impact on the resutif the silver interconnect after depositing and sintering.
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Figure 31 - Images generated by a profiler when analyzing a substrate with a successful interconnect. Different views
show (a) the silver track on the top layer of copper and (b) the silver track along the polished edge of the substrate

4.4 Experiments Involving Substrates Mounted on an Incline

4.4.1 Fabrication Process for Substrates Mounted on an Incline

As an alternative fabrication process, the possibility of depgsaind sintering a silver
track upon a substrate that was not polished at an angle was considered. In place of the polished
slant, the substrate would be inclined at an angle that would simulate the polished slant and allow
for the silver nangparticles tabe deposited upon the edge as shown in FigRr&he inclination
mount would contain multiple inclination angles to allow various angles to be experimented
with. The mount, shown in FiguB38, was created through the use of a uPrint 3D priftes.
substate would be polished in a similar manner as the ones with polished slants. In this case, the
same aluminum oxide powder abrasive would be used. However, instead of polishing the

substrate at a 45° angle, the substrate would be polished verticallyhatttetpolished edge
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would be free of surface deformities. After polishing, the substrate would be washed with

isopropanol and sonicated in preparation for the deposition process.

Injection Nozzle

— >

Direction of motion

} Jr Stream of silver nano-particles

Copper

Inclined Plane

Epoxy

Figure 32 - Schematic showing the deposition process for substrates mounted on an incline

Figure 33 - Mounting containing various inclination angles

50



4.4.2 Depositing the Silver Track for Substrates Mounted on an Incline

The deposition process is very similar to the process fotraitdss with a polished slant.
The substrates in this case will be mounted on an inclined surface such that the edge will be
visible to the injection nozzle as depicted in Figd2eThe nozzle will then travel across the
edge of the substrate while depigjtthe silver nangarticles.The resultant silver track should

be very similar as the idea behind the fabrication of the substrates is the same.

The reason this process was approached was due to its mass production,pdential
does not require muahodification to the substrate. In order for fabrication, this substrate only
requires a smooth vertical edge to deposit on, as opposed to the polished slant, which would
require much more fabrication time. In fact, the inclination of the substrate i$ toesamulate
the tilting of the injection nozzle. This way, the substrate would remain horizontal on the
platform and the injection nolezwould be rotated at an angRy tilting the injection nozzle, the
substrate does not require any inclination aredpitocess can be done quickly on assembly lines.
The reason for the inclination plane in this case is due to restrictions in the LAMM machine at
the university. It is unable to rotate the injection nozzle, but depositing with a tilted injection

nozzle haveen accomplished in practice.

Due to the similarity between the experiments with substrates containing polished slants
and substrates mounted upon an incline, the range of deposition and sintering parameters were

not changed.

4.4.3 Results for Substrates Mounted on an Incline

After many experiments with substrates mounted on an incline, it was observed that none
of the resultansubstrates contained a successful silver interconnect track along the edge of the

substrate. Figur@4 shows optical images of the stiases after deposition and sinterittg.
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appeared that the silver track was unable to reach the bottom layer of copper for some substrates.
This is more evident in Figu@(a), wherethe lower layer of epoxy can be seen between the

silver track and theditom layer of copper. This certainly would be a reason for an unsuccessful
interconnect. However, not all substrates displayed this trait. As a result, a scanning electron
microscope would be required to investigate further on the reason for the uniuiccess

interconnects.
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Figure 34 - Images taken from an optical microscope for substrates mounted on a (a) 30° and (b) 45° incline.
Sintering was done at 1.25W and 2 mm/s.

SEM images of some substrates that were mountaah amcline are shown iRigure35.
It appeared inrte optical images iRigure34 that the silver track did not reach the bottom layer
of copper on certain substrates, which appears to be true when looking at the SEM images.
Figure35 (b) particularlyshows that the silver track did not reach the bottom layer of copper.
Although this is a potential reason for the unsuccessful interconnects, this was not portrayed in
each substrate. Every substrate that was examined with the use of an SEM showed another
potential reason for failure, which was an extremely large crack that appears to split the silver
track near the middle of the eddeshould be nted that due to the fact that the mount created

was not composed of a conductive material, the substrate motibe preheated during the
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deposition process, which would mean that the silver-pantcles will not adhere during the

deposition stage as well as the previous experiments involving the polished slants.

However, when comparing the resultssabstrate that were not preheated during the
deposition stage for both the polished slants and those mounted upon an incline, it can be noted
that extremely large cracks that were formed only on the substrates mounted on an incline. The
cracks that were formed dihe substrates with polished slants were not on the same magnitude

as those formed on substrates mounted on an incline.
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Figure 35 - SEM images of inclined substrates deposited at (a) 25°, (b) 30° and (c) 35°. Sintering was done at
1.25W with a speed of 2 mm/s

In an attempt to discover the reason for the poor results of the substrates mounted on an
incline, an SEM image was taken of an unsintered substrate that was mounted on an incline,
which is shown irFigure36. Minor cracks can be seen in the silver track, which may be the
reason that the interconnects have failed, since the sintering process may expand these cracks
into the extremely large cracksat wereseen inFigure35. Reducing the amount of silver may
help resolve this issue, since it has been observed that large amounts of silver appear to create
larger cracks upon sinterij§2]. The differences in thermal expansion of the materials as the

laser passes over the silver track may also be a reasoe fmattks formed in the interconnect.
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Figure 36 - SEM image of silver track deposited on an inclined substrate before sintering.

4.5 Contaminant Analysis

The substrates @ve analyzed for contaminants, as surface contaminants atengéigdo
cause for delamination or crack formation within the silver track. Asydiffraction analysis as
well as an xray spectroscopy analysis was performed on substrates with a silver track that was
previously deposited onto the top surface of coppee. fabrication method of the substrate was
not important, as the only information of interest was the material composition of the substrate

after deposition and sintering.

4.5.1 X-ray Diffraction Analysis

An x-ray diffraction (XRD) analysis was conductiedobserve the crystalline structure of
the substrate. The XRD patterns for substrates with polished aftertdeposition and sintering
are shown in Figur87. Peaks (3), (5), (7) and (9) correspond to copper and peaks (2), (4), (6)
and (8) correspont silver. A polycrystalline material that does not contain lattice strain and

consists of particle sizes larger than 500 nm will show sharp lines in a diffractdggiarmus,
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large crystallites of copper will give sharp peaks. It is known that asytbeliite size reduces,

the peak width increases, and the intensity decreases. This way, silver nanoparticles will give
peaks with very low intensity. Since polymers are never 100% crystalline, XRD is a primary
technique to determine the degree of cryistigf (DOC)i n pol ymer s. Based on
is given for PET XRD curves in different particle sizes, it has been shown that the position of
PET' s pe ak=R0S Wihrthesuitrcah be2concluded that the peak at (1) is associated

with PET [B3]. From this XRD result, it can be concluded that there were no obvious

contaminants in the copper surface or the silver track.
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Figure 37 - XRD curve of a conductive substrate with a polished slant

45.2 X-ray Spectroscopy Analysis

An energydispersive Xray spectroscopy (EDS) was performeexamine the chemical
composition for any contaminants that may have been embedded into the silver track or copper
surface. Contaminants in the copper surface or silver track have thelitapadelaminate the

silver track, which in turn may result in possible cracks in the silver track and prevent
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conductivity between the two copper layers. An EDS image is shoftigune38. The

corresponding composition of materials for each selectaditm is shown iTable4. From the

results of the EDS analysis, there were no obvious contaminants found on the copper surface or
the silver track. Traces of aluminum were foumdpectrum 5 in Tabld, which correspontb

the analysis of the edge Figure38. This is likelydue to the polishingrocess done ahe edge

of the substrate, which was done with aluminum oxide powder.
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Figure 38 - EDS image for a substrate that was sintered at 1.4W with a speed of 2 mm/s.
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Table 4 - EDS results for locations shown in Figure X

Spectrum c ° Al cu Ag
(Wt%) | (wt%) [ (wt%) | (wt%o) | (wt%)

Spec 1 n/a n/a n/a n/a 100
Spec 2 n/a n/a n/a n/a 100
Spec 3 n/a n/a n/a 100 n/a
Spec 4 n/a n/a n/a 8.78 91.2

Spec 5 58.7 13.9 3.7 23.8 n/a

Spec 6 n/a n/a n/a 100 n/a

4.6 Summary

A doublesided copper flexible substrate separated by a laysolgéthylene
terephthalatéPET) was used for experiments. Initially, the goal was to create-plaoar
interconrect that would be deposited on a VIA fabricated within the substrate. This could not be
achieved due to technical complications and as such, two other methods of fabrication were

proposed to simulate the chamfered VIA.

The first method consisted of polisigithe substrate an angle such that the polished slant
would act as one side of a chamfered VIA. After several types of experiments, it was found that
repeating the depositing and sintering process resulted in an interconnect with less cracks.
However, repating this process multiple times also showed that the heat from multiple sintering
processes would cause the PET area around the silver track to melt SDgktigll, there were
some interconnects that were found to be condyatifiech suggests the &sibility of the
process but its sensitivity to process parameteis hypothesized that one reason for the
unsuccessful interconnects is due to the difference in thermal expansion rates between the layers

of material. SEM images showed many cracks ooay near the interfaces between different
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materials, which strengthens this hypothesis. It was also observed that higher laser powers would

cause the PET to burn, resulting in unsatisfactory interconnects.

The second method of simulating a VIA consistédlting the substrate instead of
polishing on an angle. By having the substrate on a tilt, the experiments would be similar to that
of the polished slant substrat&ne of the substrates placed on an incline resulted in a
conductive interconnect. SElvhages also showed extremely large cracks formed on the silver
interconnects that were not seen in the polished slant substrates. It was also observed that the
silver particles were unable to reach the entire side of some of the substrates that wemnplaced
an incline. Although the substrates placed on an incline were not sufficiently heated, the

insufficiently heated polished slant substrates did not show problems to this degree.

The substrates were also analyzed for contaminants with the use of XFED&nsince
contaminants can cause delamination and cracks for the silver intercoAfiectthe element

composition analysishere were no contaminants found in the substrates.

60



Chapter 5

Flexible Boards with Surface Mounted Resistors

This chapter consts of experiments performed polyethylene terephthalatiexible
boards with surface mounted resistors. The goal was to creafganarinterconnect between
the silver coated pads of the resistor to the silver contact pads that the resistor echapdac
Multiple deposition patterns were used and the details and results of each pattern are listed in the

subsequent sections.

5.1 Materials and Fabrication

A numberof experiments thavereperformedfocused on creating micisized
interconnects for suré@ mounted resistors on flexible bogrslsown in Figur&9. The
application for these flexible boards isv@ards heart monitoring devicdsshould be noted that
the experiments performed on these flexible boarel®a pilot study to observe the feadityi
of using the laseassisted maskless microdeposition process for such subsltaeagsults from
these experimentsill be applied to surfacenounted componentsith smaller feature sizes

future studies
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Figure 39 - Flexible board with surface mounted resistors

The resistors are attached to the board through the use of an epoxy, shown idG-igure
which will leave a very small gap between the resistor and the pad in which the resistor is to
connect toBoth the endsfahe resistor as well as the pads are coated with silver, which should
allow good adhesion with the silver naparticles. With the use of the LAMM machine, silver
nancparticles will be used to create an interconnect that connects the resistor to the pad
underneath itThere are many different deposition patterns that can be used to deposit the silver
nangparticles in an attempt to create the silver interconnect. Multiple deposition patterns were
used to deposit the silver naparticles, which resulteith varying resultsThe thickness of the
flexible board is 18m. The surface mounted resistors have dimensio82ofnmL x 1.6 mm

W with a height of 0.6 mm.
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Figure 40 - Schematic of a surface mounted resistor on the flexible board after deposition

5.2 Characterization Methodologies
After deposition and sintering of the interconnects, similar characterization methodologies
to those used for doubkded copper substrates were performed. The substrates were viewed

under an optical microscope and SEM.

It was soon discovered that the intercortedéarmed on these substrates can be broken
fairly easily, which made ohmmeter measurements extremely difficult and delicate procedures.
In many cases, after the ohmmeter measurement was taken, the interconnect would no longer be
conductive due to the prage from the measurement probes destroying the interconnect. In
order to perform reliable measurements, future measurements were taken using a combination of
a sourcemeasure unit as well as precision positioners (DCM 210 Series Precision Positioner,
Cas@de Microtech Inc, Oregon, USA), shown in Figdie This precision positioner contains
two extremely fine probes that can be moved with micrometer precision onto the substrate of
interest. The probe size is on the scale of micrometers, so the pressgesglibg placing the

probes on the resistor will not break the interconnects, which allows for reliable measurements.
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The probes are connected to the soumeasure unit in order to take the resistance

measurements.

Figure 41 — Set-up for resistance measurements (left) and a close-up image of the probes (right)

5.3 Deposition Patterns

5.3.1 Overhead Pass Deposition Pattern

The first deposition pattern that was used was very similar to the deposition paths used in
the experiments regding the doublesided copper substrates. In this methbd,substrate was
mounted on amcline to allow the silver nanparticles to fall on a larger surface area during
deposition. The injection nozzle would travel along the surface of the substrielegositing,

as shown irFigure42. After deposition, the silver track would be sintered with the use of a laser.
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Figure 42 - Schematic showing the deposition process of the ‘overhead pass' pattern

The goal of this method was treate a filletike interconnect that was shown in Figure
42. By passing the injection nozzle over the area where the resistor hovers over the silver contact
pad, the silver nanpatrticles that are deposited during this time should accumulate and form a

bond between the resistor and the contact pad.

Multiple tests were performed with this experimental setup, using experimental
parameters from the experiments with the dosided copper substrates as a guidekne.
design of experiments was done involythese parameters in order to re\thal parameters that
would most affect this deposition and sintering proc&gable containing the results of the

design of experiments is shownTiable5.
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Table 5 - Tabulated results of a design of experiments for surface mounted resistors on flexible boards

Test Angle of | Resistor| Deposition Layers Laser Laser Burned | Conductive
Number | Inclination| Size Speed Speed Power
1 45 Large | 0.1 mm/s 4 1 mm/s 125W Yes Yes
2 40 Small | 0.5 mm/s 4 1 mm's 125W No No
3 45 Large 1 mm/s 16 1 mm/s 1.25W Yes Yes
4 40 Small | 0.5 mm/s 8 1 mm/s 125W Yes No
5 45 Large 5 mm/s 32 1 mm/s 0.6W No No
6 40 Large 1 mm/s 16 1 mm/s 0.6W No No
7 45 Large 5 mm/s 32 1 mm/s 1.25W No Yes
8 40 Large 1 mm/s 16 1 mm/s 1.25W No Yes
9 45 Small 5 mm/s 32 1 mm/s 1.25W Yes Yes
10 40 Small 1 mm/s 16 1 mm/s 1.25W Yes Yes
11 45 Large 5 mm/s 50 1 mm/s 125W No Yes

Due to very unsuccessful results from the double sided copper substrates which were
placed on the samedimed mounting, only inclinations of 40° and 45° were used, as these two
inclination angles should provide the best results compared to lower dfgieslable5, the
results show a mixed amount of successful and unsuccessful interconnects (labeted by th
“conductive” column). The most i mportant par a
layers, both which control the amount of silver that is deposited to form the silver track. A higher
amount of silver placed onto the substrate provides a higlaece of a successful interconnect,
which does not come too much as a surpfisen also be noted that a lower laser sintering
power appears to produce unsuccessful interconnects. Although only two tests have been done,

the results should be taken irstocount in future experiments.

5.2.1.1 Damaging of Substrates During Sintering

Another important result to note is that there were a number of substrates that were
burned during the deposition proceBkis was due tthe closgroximity of the laseto the edge

of the silver pad whil@assing over the, or to the fact tatne silver padsontaineda hole, as
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shown inFigure43. Thishole would expose the underlying layer of PET to the laser upon
sintering the silver track and subsequently result in bgrrsome burned results are shown in
Figure44. Although some burned results also contained successful interconnects, prevention of
burning should be prioritized, as a damaged substrate is not desired. Through better deposition

pathpositioning future exgrimentsno longer burned the substrates during sintering

Resistor

Silver Track and Sintering Path

T

Silver Pad Underlying PET Layer

Figure 43 - Isometric schematic of a surface mounted resistor over a silver pad that contains a hole
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Figure 44 - Images showing parts of the flexible substrate which burned due to (a) laser passing too close to the edge of
the silver pad during sintering, and (b) laser passing over the silver track which was too close to the hole in the silver pad
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5.2.1.2 SEM Analysis

An SEM analysis was performed on some of the conductive samples in order to further
analyze the results. These images are showigure45. Figure X(a) shows what is likely a
fillet-type of interconnect that was formed during the depositioogss. Since this particular
substrate was conductive, it is likely that the fillet is the reason for the successful result.
However, the fillet does appear to cast a shadow beneath it, which raises doubt as to whether this
fillet is the sole reason fohé conductivity. It was noted that during the deposition process, the
silver ink that was deposited remained in liquid form for some time. This combined with the
inclination of the substrate may cause the silver to flow in between the resistor andethgasi|v
creating an interconnect that is directly underneath the restggore X(b) shows the resultant
SEM image of a conductive experiment. Here, it can be noted that there is no visual confirmation
of an interconnect forming, which strengthens thecafation that silver is indeed flowing
underneath the resistors and at times creating a successful interctiruagcalso be seen from
the images irrigure45thatthe silver that remained on the deposition path was very thin, as the

contours of the Bier pad underneath the path are still visible.
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Figure 45 - SEM images of mounted resistors after deposition at (a) 40° inclination, 5 mm/s and 16 layers, (b)
45° inclination, 5 mm/s and 32 layers. The red lines in both images show the area where the silver path was deposited.

In an attempt to increase the thickness of the silver track, the atomizer flow rate was
increased. This would allow more silver particles to flow onto the substrate to potentially create a
thicker track Figure46 showsthe optical and SEM images of one such experimnth
resulted in a conductive interconnethe optical image shows that there is indeed a visible
confirmation of a fillet formed from the silver particles. Close inspedtiitim the SEM shows
the fillet connecting the silver pad to the resistor. However, it can still be noted that the silver

track does not appear to have thickened very much compared to the previous experiments.
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Figure 46 - Images of a fillet formed with silver deposition shown from (a) an optical camera, and (b) SEM.
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The reason for the silver ink flowirgpmewhat freelyas a liquidduring the deposition
phasewas due to the inclined mounting. Since the mounting was na ofaalconductive
material, the hot plate on which the mounting was placed over did not heat the substrate enough
to allow the silver to adhesgell on contactThe inclination of the mounting adds to the effect
by allowing the silver to flow down the inok and beneath the resistB¥. replacing the
mounting with a conductive mounting, the silver should adhere much better and should not flow

beneath the resistohn aluminum mounting was fabricated to address this problem.

5.2.1.3 Use of an Aluminum Inclined Mounting

By using the aluminum mounting in place of the previously used ABS mounting, the
thickness of the track could be increased without much issue. This however produced a second
problem related to track thickness. When large amounts of silves leygge deposited on one
another, the silver track would crack in multiple places upon sintering, as sh&wguia47.
Since the substrate was now heated during deposition, the silver particles would adhere better on
contact, which meant that large nunmbef layers were no longer needed. By reducing the
number of layers, the cracks showed less frequently while still producing some conductive
results. The experiments showed many conductive interconnect results, but not many contained a

visible fillet wheninspected under the SEM
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Figure 47 - SEM image showing a cracked silver track containing 100 layers of silver

Overall, this path pattern for depositishowed conductive resulihich were successful
fillet interconnects on thedge of the resistoHowever, there were also many experiments
which resulted in a conductive interconnect being formed without forming a fillet, which is

likely due to silver flowing beneath the resistor.

5.3.2 Across Path Deposition Pattern

Another path pa¢rn that was considered consisted of depositing the silverpeatioles
along the entire edge where the resistor is hovering over the silver pad as skayunaas.
This would allow the silver interconnect to have the potential of forming an intexcoimn
multiple places along the edge of the resistor, which would theoretically produce successful
results in the majority of the experimeniso mpar ed t o the ‘overhead pa

path deposition pattern takes slightly more time, but shoeilchore reliableT he ‘“ over head
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pass’ path pattern required 1 second for each

pat h’ path pattern | ayer.

Resistor

Silver Track and Sintering Path

Silver Pad

Figure 48 - Schematic showing the across path deposition pattern

5.3.2.1 Optical Imaging Analysis

Some of the across path pattern experiments resulted in successful interconnects. When
observing through an optical microscope, the substrates appear to all have potential to contain
successful inteonnects, as shown Figure49. Figure49(b) in particularshows an experiment
where the silver track formed multiple instances of connections between the resistor and the

silver pad.
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Figure 49 - Optical images showing a deposited silver track using the ‘across path' pattern
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5.3.2.2 SEM Analysis

When viewed under an SEM for further analysis, the successful interconnects showed
multiple areas where the interconnect formed between the silver pad and the resistor @& shown
Figure50. Herg the interconnect has formed three different fiile¢ connections along the edge
of the resistorMeasuring the resistance of these interconnects with the precision positioner

apparatus resulted in resistances in the range avV@3.7W.
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Figure 50 - SEM images of a successful interconnect formed with the "across path’ pattern. (a) shows the overall path
while (b) shows a close-up of one of the interconnect fillets formed.

Although this depsition pattern had multiple chances for creating a successful
interconnect, the occurrence of a successful interconnect was extremely rare, with the majority of
the experiments resulting in n@oenductive interconnecth.is theorized that the reason the
success rate is extremely low is due to the large gap that is between the resistor and the silver
pad.In order for the interconnect to be successhd,width of the silver track must be large
enough to encompass the entire gap as well as part of isteresd silver pad in order to form
a successful interconnect. Althougigure50was conductiveit can be seen that there are many
areas of the interconnect that do not reach the resistor from the silver pad, which is likely due to

the width of the suler track not being wide enough. Even wtile use othe widest silver
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deposition widththe reslts were mostly norconductive This path patterrwas deemed

inefficient due to inconsistency and limitations of the LAMM system.

5.3.3 Zigzag Path Deposition Pattern

Due to the shortcomings of the previous deposition patterns, a new path pattern was
proposed. A zigzag deposition pattern was chosen in order to gain the advantages of the previous
patternsand is shown ifrigure51. A schematicshowing this path patterdeposited on the

substrate is shown Figure52.

One of the main problems with using the a
of the width of the silver track that was deposited. Since the width of the silver track was unable
toconsisteity cover both areas that required contac
poorly. By using a zigag, it does not have problems with theitations on the width of silver,

since the zigzag path travels over the gap between the resistor anghadwather than
depositing only withinthega\| so, compared to the ' oler head i
have multiple points in which the interconnect may have created a successful connection as

opposed to ond. h e over head pwedthatitipcapalleefcreatiaglfilite s h
interconnectswhich means thahe zigzag pattern has the potential to combine the advantages of

both previous methods while discarding the disadvantdgesnportant change to note is that

the effective ptih distance has increased, which means that the LAMM system will require more

time to depositthe silvernaspar t i cl es al ong a zigzagTheat h con
LAMM system required 3 seconds to trace the path,casepposed to 1.5 secondth the

across path’
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Figure 51 - Zigzag Path Deposition Pattern

Resistor

Silver Track and Sintering Path

Silver Pad

Figure 52 - Schematic showing the zigzag path pattern of deposition

The experiments involving the zigzag path patteene able to fon successful
interconnectsDue to a limited supply of substrates, only 5 experiments were performed in this
manner, with all 5 experiments resulting in successful interconfidetanain factor that likely
allowed such a large number of successful resudts likely the fact that the zigzag path allowed
for the silver interconnect to form a successful interconnect in multiple areas on the same

substrateFor these experiment§,layers of silver were deposited with an increagedizer
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flow rateof 16 can in order to allow more silver to be deposited. The remaining parameters were

left unchanged.

5.3.3.1 Optical Imaging Analysis

Upon inspecting the substrates after deposition and sintering, in many cases it was
possible to visibly confirm that the silveancparticles had formed a successful interconnect, as
shown inFigure53. Measurementith an ohmmeter afterwards woué able taonfirm that

conductivity.

Figure 53 - Optical image showing a conductive interconnect deposited using a zigzag path pattern

A shorter zigzag path pattern was utilized in order to reducantioeint of time the
system would require to deposit all layers of silMdre path washortened by halsuch that the
path no longer spanned the entire widtlhe resistor, which would reduce the deposition time

by half in the proces§hown inFigure54, the shortenedigzag path was still capable of
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forming successful interconnecés)d did not have any unsuccessful resdisce the shortened
zigzag pathalso contains multiple areas where the interconnect can create a successful bond, it is

likely that this is the reason for the successful results.

Figure 54 - Optical image of a silver interconnect deposited using a shortened zigzag path pattern

5.3.3.2 Manual Mounting of Resistors

In order to continue future experiments with surface mounted resistors on flexible
substrates, the resistors were required to be manually mounted due to a shortage of supply from
the supplierBy marually mounting the resistors with an epoxy, the resistor would not be placed
as precisely as if it were placed with the use of an automated sy&teno this lack of
precision, many resistors faced many problems after mounting, such as having thdéaspoxy f
outwards onto the silver pad or having an insufficient amount of epoxy, which resulted in having

the resistor touching the pad, rendering these substrates unusable for experimaigatiafter
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mounting the resistors, the gap between the resistbth@nsilver pad would vary between
substrates due to the imprecision of the placement process, which would be problematic when

performing repeatability experimental tests.

When the zigzag path pattern was appleethese new substrates, it was quickly
observed that a large number of deposited interconnects failed to produce conductive results.
Approximately half of the experiments were unsuccessful at creating a conductive interconnect.
The tabulated results are showTables6 and7. The reasoffior these poor results was likely
due to the variance in the gap caused by manually mounting the reJib®mgzag path
patterrs demonstrated approximately a 50% succassusinghe full zigzag path pattern, while
the shortened path pattern perfedmvith approximately a 33% success rateen used on the

new substrates.

Table 6 - Conductivity results using a full zigzag path pattern on surface mounted resistors manually placed on
a flexible board

Full Zigzag Path Pattern
Experiment | Layers | Atomizer Flow Ratéccm) | Conductivity
1 10 16 Yes
2 10 16 Yes
3 10 16 Yes
4 10 14 No
5 20 14 No
6 10 14 Yes
7 10 16 No
8 10 16 No
9 10 16 No
10 10 16 Yes
11 10 16 No
12 10 16 Yes
13 10 16 Yes
14 10 16 No
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Table 7 - Conductivity results using a shortened zigzag path pattern on surface mounted resistors manually
placed on a flexible board

Shortened Zigzag Path Pattern
Atomizer Flow
Experiment | Layers Rate Conductivity
1 20 14 No
2 10 14 Yes
3 10 14 No
4 10 14 Yes
5 10 14 Yes
6 10 14 No
7 10 14 No
8 10 16 No
9 10 16 No

The results show the shortened zigzag path pattern demonstrating a very low success rate
throughout the experiments regarding the new substiitesissomewhatexpected, as the
chance®f forming a successful connection between the resistor and the silver pad has been
reducedoy using the shortened path in place of the full pths reducing the number of
successful experimentshe reason the shortened path contained less experiwasntiue to the
initial poor results from using the shortened path. After repeated failures, the focus was switched
to the full zigzag path, since the full zigzag path pattern is more reliable than the shortened path

pattern.

5.3.3.3 Optical and SEM Analysis for Manually Mounted Resistors

When an SEM analysis was performed on a conductive substrate, it was quickly observed
that the interconnects formed on many of these new substrates were not formed very well, as
shown inFigure55. Although the interconneébrmed a conductive connection between the

resistor and the silver pad, Figus®a) shows that the interconnect formed was not a fillpe
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of connection, and appears to be on the verge of breaking. With interconnects formed as such, it

is not surprisig that the experiments on the new substrates performed poorly.

(@)
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Figure 55 - SEM images of the silver interconnect formed using the zigzag path pattern. Full interconnect is shown in (a)
and one of the connections formed between the resistor and the silver pad is shown in (b).

It wasalsoobserved at times that the part of the silver track that was deposited on the
front face of the resistor may not adhere to the resistor too well, which would cause the silver to
flow away, resulting in an extremely small amount of silver that would remain on the front face
of the resistor, as seenfigure56. Thesilver particles acting in such a manner is most likely
due to insufficient heating on the front face of the resistor. Sims@id not occur with the
previous substrates that were mounted with an automated system, it is theorized that the gap
between the resistor and silver pad have increased such that the heat from the aluminum

mounting is unable to sufficiently heat the stsr.
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Figure 56 - Optical image of a silver interconnect that did not adhere well to the front face of a surface mounted resistor

Overall, the zigzag path pattern perfornvesll with the substrates that contained
resistors moutd with an automated system. When a new substrate that contained resistors
mounted manually was introduced, the zigzag path pattern did not perform veryuwell

managed to have a 50% successwditen using the full zigzag path pattern

5.3.4 Dot Solder Deposition Pattern

Due to the recent change in the substrates, a new deposition pattern was needed to
produce more reliable interconnects on the
which consisted of depositing silver naparticles orthe corneformed between the resistor and
the silver pad, as shown lfigure57. Thesilver particles are then left to accumulate and form a
ball of silver, which will act as the interconnect between the resistor and the silver pad. This is

very similar to solderig, hence the name of the method dubbed as ttheo t ’ meghiodd e r
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Compared to traditional soldering, this process does not require extremely high temperatures in
order to liquefy the conductive material. If traditional soldering methods were incorporated

this substrate, the extremely high temperatures would damage or warp the flexible substrate

Injection NozzleHO

Silver Nano-particles —P

beyond recovery.

/ Deposited Silver Nanc-particles

Figure 57 - Schematic showing the deposition process using a "dot solder' method

A proof of concept was performéditially in order to ensure that the procedure was
feasible. The atomizer gas flow rate was set to 16 ccm, and the silvepardictes were
deposited on the corner of the substrate for 8 seconds. The silver particles accumulated into a
ball and visiblyformed an interconnect. After sintering, the substrates were tested for
conductivity with the use of an onmmeter. The ohmmeter showed that the interconnects were
indeed successfulnd a design of experiments was implemeriibé chosen parameters for the

design of experiments were atomiflew rate, deposition duration araser sintering duration.
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The atomizer flow rate amdkposition duration were chosen for the design of
experiments, afhese two parameters control the amount of silver pamnticlesthat are
deposited onto the substrate. The deposition duration parameter replaces the deposition speed
and number of layeifsom the previous experiments, since the injection nozzle will not be
required to move for the duationfoswhithdhe nozzleesx per i m
depositing will be the parameter thatconttole e t hi ckness Thélaserhe si |l ver
sintering duratiomwaschosen as the parameter that costiled sintering process. The sintering
process did not appear to beay large issue in the previous experiments, aside from any
substrate burning probleniBhis parametewasplaced as a lower priority in the design of

experimentsA table showing the process parameter ranges is shoWabie8.

Table 8 - Process parameter ranges for the design of experiments using the *dot solder* method

Process Parameters Ranges
Deposition Atomizer Flow Laser Sintering
Duration Rate Duration
1-7 seconds 12-16 ccm 1- 3 seconds

The results from thaitial experimentof thedesign of experimentreshown in Table
9. These initial experiments were done in order to determine which direction the future
experiments would follow based on the effect of the parameters. It was observed that when the
laser sintang duration was increased to 2 seconds from 1, the results were mainly non
conductive. This is likely due toversintering When sintering with high temperatures for a long
duration, it has been shown that silver nanopatrticles will begin to form patesdeposited
silver track may become discontinudbd]. It is possible this state was reached earlier, due to

the laser intensity being higher than the required sintering temperature of arol@it@ 550
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°C[50]. Also to note is that once the flow eatvas reduced, the deposition duration needed to

increase in order to maintain conductive results.

Table 9 - Results for the design of experiments regarding the ‘dot solder® method

: Deposition| Atomizer Laser
Experiment . : . . Non- %

Tvpe Duration Flow Sintering Conductive Conductivel Success
yp (s) Rate (ccm) | Duration (s)
A 1 16 1 4 1 80.00%
B 1 14 1 0 4 0.00%
C 1 16 2 2 3 40.00%
D 2 14 1 5 0 100.00%

Due to the need to increase theposition duration while decreasing the atomizer flow
rateto maintain conductive results, the lower deposition speeds were not considiaster
process is more preferabkes it would have a more meaningful impact on the industry.
Experiments A an® were chosen to be repeatadexperiment A requires thedst processing
time andExperimentD demonstrated the besiiccess ratd he results of these repeated tests are
shown inTable10. It can beseen that the success rate for both experiment types decreased, with
ExperimentD decreasing drasticalljdiowever despite the decrease in the success rate, the
success rates wenet poor. It should also bemembered hat t he ‘ dot sol der’
introduced in order to increase the success rate for the new substrates with manually mounted
resistors. This methdabs performed rher well considering the varying gap distances in the
newsubstrates and can be expected to improve if used on substrates with resistors mounted

through an automated system.
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Table 10 - Repeatability results for the "dot solder' method

Deposition

Atomizer

Laser

Exp_)r(;r;)rgent Duration Flow Sintgring Conductive Corl:lg:c-:tive Su(c)fc):ess
(s) Rate (ccm) | Duration (s)

A 1 16 1 12 5 70.59%

D 2 14 1 6 4 60.00%

5.3.4.1 SEM Analysis

Some experiments with successful intengects were analyzed by an SEM and the

results are shown iRigure58. As seen from FigurB8, the formation of the interconnect appears

to differs greatly between the two different experiments. In fact, each substrate that was analyzed

with the use of aBEM showed a different shape of the interconnect. Some were not easily

visible, yet some very clearly showed the silver interconnect reaching to both the resistor and the

silver pad, such as in Figus&(b). Interconnectformed using the same parametais showed

the possibility of differing greatly iterms of the shape of the interconné&uie to this large

variation between the formation of the interconnects;arelusioncould be drawmwith regards

to the shape formation of the interconnect ancptirameters used in the deposition and sintering

process.
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Figure 58 - SEM images showing the resultant ‘dot solder’ experiments that used the parameters of (a) Experiment A, and
(b) Experiment E.

5.3.4.2 Creation of an Effective Variable

Due to changing multiple variables in order to gain successful interconnects, the
resistances of the interconnects would need to be contrasted to the amount of silver deposited in
order to draw a conclusion. The amount of silver depds controlled by multiple parameters:
sheath gas, atomizer flow rate, and duration of deposition. In order to quantify these parameters
together, an effective variablgr was developed to represent Hrmaountof silver deposidin

compilation of allthree parameters togethas shown ifEquation5.1:
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0 (5.1)

WhereQawomizerrepresents the atomizer flow ratepQnrepresents the sheath gas flow ratejt
represents the duration of depositidhis equation was formed after observation on how each
parameter affects the resultant amount of silver. Whenever the atomizer flow rate was increased,
it was noted that the amount of silver that was deposited was increased. The sheath gas
controlled the widtlof the silver tracks in previous experiments, where a lower sheath gas flow
rate would result in a thinner path. Duration of deposition, as can be expected, would increase

the amount of silver if the duration was increased.

The volume of the deposition waneasured from a test where numerous depositions
silverwere performed on a glass plate with various paramdtabde11 shows theanges of the
parameters used in this teAh optical microscop&as used to measure the height of the silver
for eachdeposition. This value was used in conjunction with the diameter to achieve the

volumetric value that would represent the effective varitlle

Table 11 - Ranges of values for parameters used in experiment to determine volumetric value of silver deposition

Sheath Gas | Atomizer Flow| Time
45-50 ccm 12-16ccm | 1-3s

The volume of silver was calculated using thegheand diameter of the silver deposition
measured from the optical microscope. The equation for the volume of a cylind& (vas
used as an approximation for the shape of the deposition. Although the silver deposition did not

have a uniform dianer along the entire height, the equation for a cylinder would suffice for an
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approximation. The values of the approximated volume are plotted against the effective variable
terrin Figure59. It canbe seen that different values of time affect the resuétiective variable
greatly and are separated into different clusters. Each cluster shows the approximate volume
increasing as the effective variable increases, although at different rates for each value of time.
With this informationas long as the dation of deposition is kept constant when analyZing,
effective value can be used ascamparableneasurement weards volume of silver when

analyzing theesistancef each successful experiment

Approx Volume vs Effective Variable
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Figure 59 - Approximate volume of deposited silver on a glass plate plotted against the effective variable t .

The experiments with successfully formed interconnects were analyzed for resistance
using theDCM 210precision positionerand source measure yrstnce manual resistance
measuring with the @sof a digital multimeter has an extremely hajfance of destroying the
interconnect bondOverall, the resistance values radf|@m 0.184Wto 42.5W. The

comparison between resistance and effective variable is shdviguire60. Only two
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experiments (A and D) were measured and plotted due to these experegsahiisg inenough
successful interconnects that were capable of resistance meassré&xeatiment D, which

was performed with 2 seconds of deposition, 1 second of laserisgnand 14 ccm atomizer
flow rate, showed wider distribution ofresistances compared to experiment A, which was

performed with 1 second of deposition, 1 second of laser sintering and 16 ccm atomizer flow

rate.
Resistances vs Effective variable
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Figure 60 — Box and whisker plot showing measured resistances plotted against effective variable t . for Experiments A
(0.32) and D (0.56)

As seen frontigure60, both experimentd and D managed to create interconnects with
a range of resistances, however, the mgjaftthe resistances are under thé&/Eange.This
shows that the quality of interconnects is good and generally have low resistances. It can also be
noted that with an increase in the effective variable, the spread of resistances appears increase.
Although it is difficult to compare effective variables that use different deposition duration times,
it must be remembered that the effective variable scales with the approximate volume of silver,

which then shows that increasing the amount of silver likelyteseawider range of resistances.
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This is likely due to the appearance of cracks in the silver as mentioned in a previous chapter,
which appear more frequently when the amount of silver is increased. It is also important to note
that Experiment A had a Higr success rate compared to Experiment D, which also shows this
trend.There is lack of data to form a sotdnclusionhowever, it appears that the increase of

silver increases the range of resistances, while keeping the majority of the resistane&s\/delo

5.3.5 Summary

A number of deposition patterns were used in an attempt to form an intercbetvestn
surface mounted resistaaad underlying contact pads a flexible board. All patterns were able

to form conductive interconnects; however some patternmboael success than others.

The ‘overhead pass’ deposition pattern att
between the resistor and silver patis method failed often due to the pattern only creating one
fillet for a chance at forming a successfukerconnectsit was also noted at this point that the
laser has the potential to burn the flexible substrate if the area of irradiation is too close to an
exposed area of the flexible substrate. Experiments were adjusted accordingly to maximize the

distance between the area of irradiation and the closest exposed areas of the flexible substrate.

The ‘“across patattemptdte forms silver tack algng thet wedth of the
resistor and the silver pad, theoretically forming a large conduuing as an interconnect. This
patternalso had little success due to the width of the silver track being insufficiently wide

enough to cover the entire gap formed between the resistor and silver pad.

The ‘zigzag’ deposi ti onhapthetptedousndepositidn muc h m

patterns due to the method incorporating the

pattern forms multiple overhead pass patter
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This method proved to be quite sassful. When a variation was introduced to the placement of

the surface mounted resistonghich caused a variation in the gap size between the resistor and
contactpadt he ‘zigzag’' deposition pattern showed m
for the substrates, all future experiments would use the variant substrates. This would require a
new deposition pattern, since the ‘zigzag’' pa

new substrates.

A new deposition p agetntwagproposed forehe nedvsubstrates! d e r ’
This method consisted of leaving the deposition nozzle stationary and having the silver nano
particles pile up onto the substrate, forming a bridge between the contact pad and the resistor. A
design of experimentsas performed and two sets of parameters were presented as the most
successful. The results from the two parameter sets could not be compared easily due to the
number of parameters involved. In order to compare the different sets of parameters, a&e effecti
variable was formed based on observations on the effects of the parameters with respect to the
amount of silver that was deposited. Due to time constraints, only a small amount of data was
available for analysis; however, the data shows a trend in \@hiaticreasé the amount of
silver cause a wider range of resistancies the interconnectsl'he resistances on average

showed values undend.
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6.1

1)

2)

Chapter 6

Conclusions and Recommendations

Conclusions

The following conclusions can be drawn fronstthesis:

The doublesided copper substrates were intended to have the interconnect formed within
a chamfered/IA , however due to technical limitations, A was simplified to a
chamfered edge to simulate the same effect. It was discoveredbatng the

deposition and sintering process multiple times created tracks with less cracks, as the
later deposition stages would fill in cracks formed previously. As a side effect, it was
observed that multiple sintering stages would begin to visibly affeasawvhere a silver

track was deposited on heat sensitive parts of the substrate. These areas occasionally
showedsigns of melting after multiple sintering attem@eme experiments were able to
createa successfuinterconnect that joined the top and battlayers of copper

conductively, with resistances in the rang& @Wto 4.31W. The norconductive

results showed cracks near areas where different material layers were joined, leading the

hypothesis that the cracks were formed from differences in thermal expansion rates.

The doublesided copper substrates were alsalusemounted incline experiments,

where the substrates were not polished to a chamfered edgesrbptaced upon an

incline to simulate that of a slant. However, due to the use of-aarauctive inclined
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3)

4)

mount, the substrates were unable to be heafédisntly and none resulted in creating

conductive interconnects.

Many different deposition patterns were used in the experiments concerning the flexible
substrates with surface mounted resistors. Success varied in each deposition pattern,
howeveritbe ame evi dent that the most successful
‘dot solder’”™ patterns. Both performed with
approach was discontinued due to poor results when the resistors were required to be
handplacedde t o | ack of supply. With the new mo
approach performed well, with two separate sets of experimental parameters that

provided conductive results ranging from ¥V%o0 20 W. An effective variable was

created to quantitatively compare the two different sets of paramitieend was

discovered where an increase in the amount of deposited silver would increase the range

of resistance values.

Overall, thelaser assited maskless microdeposition process proved to have great
potential for creating neplanar interconnects on flexible substratea pressurdéess
environmentWhen using laser sintering, the material composition of the substrates must
be considered, asffitrent thermal expansion rates can lead to cracks along the deposited

interconnect
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6.2

Recommendations

For further investigation on experiments involving creating 3d interconnects on flexible

substrates, the following recommendations are proposed:

1)

2)

3)

4)

5)

6)

Thermal models should be created and analyzed for the dsidelg copper substrates in

order to determine the effect of different thermal expansion rates. With this information,
experiments regarding doubdeded substrates, a decision can be formed ahdther
experiments with these substrates should be continued.

The effects of pores and voids in the silver track should be investigated further, since the
values of resistances are much higher than expebbede is also not much research

done on inspectinthe effects on resistance from voids in ngranticles, which makes

this anopen topic foresearch.

Experiments involving mounting substrates on an incline should be repeated with a
conductive mount, alleing the silver particles to adhere well to the surface of the

substrate on contact.

The laser power and beam spot size should be adjusted in an attempt to find a set of laser
parameters that allows sintering of silver on a heat sensitive substratecthabtioesult

in damaging the substrate.

Repeatability gperimentsshould be performedi t h 't he ‘ dot sol der’
order to achieve good understanding of the performance for this pattern.

The measurement regarding tqgoroximatevolume ofsilver should be refined, as the

equation for a cylinder was an approximation.
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7) The relationship between the approximate volume of silver and the resistances should be
further investigated, as the current amount of data is limited and cannot draw a ¢onfiden

conclusion.
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