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Abstract 

The wireless market has experienced an exponential growth over the past few years. 

To sustain this growth along with the increasing demands of new wireless standards, 

the cost, battery lifetime, and performance of wireless devices must all be enhanced. 

With the advancement of radio frequency (RF) technology and requirement for 

more integration, new RF wireless architectures are needed. One of the most critical 

components in a wireless transceiver is the frequency synthesizer. It largely affects all 

three dimensions of a wireless transceiver design: cost, battery lifetime, and 

performance. In this thesis, new generations of RF synthesizer and transmitter 

architectures allowing low-power, high-performance and lower cost are presented. 

The common approach to frequency synthesis design for wireless communication is 

to design an analog-compensated fractional-N phase-locked loop (PLL). However, this 

technique suffers from lock time limitations and lack of adequate fractional spur 

suppression for third generation wireless standards. In this work, two new fast lock 

PLL architectures are reported to overcome the above mentioned limitations with the 

aid of digital signal processing. One such scheme makes use of modified digital sigma­

delta modulator to completely randomize fractional spurs present in fractional-N PLLs 

as well as to reduce the level of phase noise produced by the sigma-delta modulator. 

This aids in fully integrating a high-performance PLL frequency synthesizer, and hence 

reducing cost. 

examined. 

The use of this architecture for closed loop modulation is also 

In another approach, a high frequency digital comparator aids in quickly acquiring 

frequency lock. Very fast lock times are achievable using this architecture. This 

architecture removes the PLL' s frequency resolution dependence on the loop filter 

V 



parameters. This helps to drastically reduce the size of the loop filter components, and 

enables them to be integrated on-chip. Although more suitable for low frequency 

resolution applications, such as wireless LAN and cordless, this architecture may be 

modified to obtain higher frequency resolutions. The major advantages of this 

architecture include low-cost, low-power, and a fully monolithic solution. 

Throughout this work, low-power has been achieved by both architectural 

techniques as well as circuit techniques. Architectural techniques enable tighter 

integration of the PLL' s loop components on a single chip as well as faster lock time. 

Since the proposed techniques rely heavily on digital signal processing, low-power, 

high-performance digital logic families are reported. It is demonstrated how these logic 

families may be used in the frequency synthesizer architectures detailed above. 

Although differential in nature, it is demonstrated that the use of these logic families 

also helps to reduce area. 
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Chapter 1 

Introduction 

The past few years have seen an explosive growth in the wireless telecommunications 

market. Signs of this explosive growth are everywhere. It is estimated that 

approximately 20,000 people join the cellular phone market daily in the United States 

alone. It is now estimated that more that half of homes in the United States now have 

cordless phones. More than 280 million people currently subscribe to cellular phones. 

Just ten years ago, there were only 2 million subscribers. Currently, the wireless 

communications industry generates $100 billion in revenue (in the year 2000). This 

revenue does not only come from cellular phones. It is estimated that 30% of the 

computer market revenue comes from portable computers (laptops and notebooks). 

These computers would require wireless access. Furthermore, dedicated e-mail 

wireless terminals are now available on the market. It is estimated that 10 million 

people are expected to use wireless networks to transmit data by the end of the year 

1 
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2000. 

The dream that anyone can communicate with anyone else uanytime, anywhere" 

and exchange uany kind" of information appears to be around the comer. Today, voice, 

data, and video can be transmitted over the wireless channel from one portable unit to 

another. The key to the success of the wireless market is affordability due to advances 

in semiconductor technology. As transistor dimensions shrink in size, more 

components are moved from the board to the chip. This not only helps to drastically 

reduce cost and area, but also helps in removing power consuming chip-to-chip 

communications. The present goal is to reduce both power consumption and the price 

of cellular phones by 30% each year. This cannot be achieved by relying on 

semiconductor technology alone. Circuit and architectural techniques must be 

investigated. 

One pivotal block used in the wireless radio terminal is the frequency synthesizer. 

The frequency synthesizer is responsible for generating the carrier frequencies for both 

the transmitter and receiver. A wireless radio may have a shared frequency synthesizer 

for both transmit and receive, or two dedicated frequency synthesizers. The 

performance of the frequency synthesizer directly affects the performance of 

transceiver. The receiver sensitivity relies on how accurately the frequency synthesizer 

produces its output frequency. 

The amount of time required for the synthesizer to generate a certain reference 

frequency ( called lock time) also affects performance and power consumption. In 

many wireless standards, time division multiple access (TDMA) is used. In such 

standards, each user is given a time slice to transmit the data. After this time slice, the 

frequency synthesizer ( of the base station) must tune to the transmission frequency of 

another user. If the frequency synthesizer lock time is reduced, the bandwidth allocated 

to each user can be increased. The frequency synthesizer is also the most active 

component in the wireless radio. Since the radio must periodically check for any 

incoming data, the synthesizer must be turned on for that amount of time. The 
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transceiver must also be on while the synthesizer is locking to the desired channel. In 

this time period, the transceiver is wasting power waiting for the synthesizer to lock. 

Integrating the entire frequency synthesizer on a single chip is a challenging task. 

This is related to the stringent performance requirements put on the synthesizer. On­

chip passive components used in the frequency synthesizer usually have much less 

quality than discrete components. Also, interference from one of the frequency 

synthesizer's components on another may cause performance degradation. This leads 

to extra board space, which entails higher cost, size, and power dissipation. 

One approach to integrate the entire frequency synthesizer on a single chip is to use 

a specialized technology. This is regarded as an expensive solution and has not 

received widespread industrial acceptance. An alternative solution is to use a cheap 

technology, such as CMOS, and try to achieve integration through architectural 

innovations. This technique requires the redesign of the frequency synthesizer 

architecture to suit the current capabilities of the technology. Frequency synthesizers 

for wireless communications are usually implemented as phase locked loops (PLL). A 

PLL has both digital and analog components. In this study, digital solutions for 

improving the performance, integration, and lock time of PLLs are examined. In 

chapter 2, the basic operation of the PLL as well as a survey of current fast lock PLL 

architectures are given. In chapter 3, analytical solutions illustrating the performance 

of the most commonly used PLL architectures are given. In chapter 4, an 

implementation of a MASH sigma-delta PLL is given. This architecture attempts to 

provide a digital solution to eliminating the spurious noise produced by PLLs. It also 

offers high frequency resolution. In chapter 5, a novel wideband PLL architecture 

based on sigma-delta modulation is given. It is demonstrated that this architecture can 

also be used for closed loop modulation to directly transfer digital baseband data to 

radio frequency signals. In chapter 6, a new low-power fast lock PLL architecture is 

given. It is demonstrated that lock times much less than current PLL architectures may 

be achieved, while still meeting the performance requirements of wireless systems. 
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Furthermore, it is demo~strated that the loop filter components in this architecture can 

be easily integrated on-chip. Finally, in chapter 7, digital logic families are detailed 

which may be used to further reduce the power consumption of the digital sections of 

the PLLs implemented. Such reductions may help to integrate both digital and analog 

components of the transceiver onto a single chip. 



Chapter 2 

Background 

2.1 Frequency Synthesizer Requirements in Wireless 

Systems 

Perhaps the most critical component in a wireless transceiver is the frequency 

synthesizer. The frequency synthesizer is used to generate an accurate local oscillator 

(LO) output frequency. The main frequency synthesizer parameters include frequency 

range, frequency resolution, switching speed, spurious output, phase noise, and power 

consumption. These parameters are specified by the specific standard being 

implemented. Table 2.1 summarizes some of the 2nd generation wireless 

communications standards that are currently used [27]. 

5 
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Table 2.1. Summary of 2G wireless communications standards [27] 

IS-95 IS-54 I GSM GPRS DCS-1800 CT'2 DECT IEEE 
IS-136 802.11 

Fin MHz 869-894 869-894 925-960 925-960 1805-1880 864/868 1880- 2400-
CRx/Tx) 824-849 824-849 880-915 880-915 1710-1785 1900 2483 
Access CDMA/ IDMA/ TDMN Packet TOMA/ TDMN IDMA/F CSMA 
Method FDM FDM FDM FDM FDM DM 
Duplex FDD FDD FDD FDD FDD TDD TDD TDD 
Method 
#chan. 798 832 124 374 1600 40 10 FHSS:79 

DSSS:7 
Chan. 1250 30KHz 200KHz 200KHz 200KHz lOOKHz 1.728 FHSS:l 
spacing KHz MHz DSSS:11 
Modulati QPSK/ rc/4- GMSK GSMK GMSK GFSK GFSK GFSK. 
on OQPSK DOPSK (0.3 GF) (0.3 GF) (0.3 GF) (0.SGF) 0.5GF DQPSK 
FS Slow Slow 577us 200us 577us lms 30usBS 300us 
switching 450usHS 
time 
Freq. 200Hz S0Hz 50Hz lOOHz IOKHz SOKHz 75KHz 
Accuracy (0.20nm) (0.lnnm) (0.lonm) (0.lnom) !Onnm 25nnm 30nnm 

As shown in Table 2.1, all frequency standards demand switching speeds of at most one 

millisecond and frequency accuracies less than 30ppm. Note that all the cellular 

standards require the most frequency accuracy of less than 0.2ppm. Also note that the 

GSM (Global System for Mobile Communications) standard is the most widely used 

digital standard worldwide and it demands the most from frequency synthesizers. Both 

the frequency accuracy and switching speed of GSM are very aggressive. 

In an effort to extend the use of wireless transmission from merely voice, new third 

generation standards are beginning to emerge. The objective of 3rd generation wireless 

standards can be summarized as: 

• Full coverage and mobility for 144Kbps, preferable 384Kbps; 

• Limited coverage and mobility for 2Mbps; 

• High spectrum efficiency compared to existing systems; 

• High flexibility to introduce new services. 

The bit rates of 384Kbps and 2Mbps were set m order to meet current video 

transmission standards ofH.263 (28] and :MPEG-2 [29], respectively. There are two 3rd 
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generation standards that have emerged. One is called wideband CDMA [30] ( or 

WCDMA). WCDMA standard has received wide acceptance in Europe, Japan, and 

North America. This standard was made backwards compatible with the GSM 

standard. Another version of WCDMA, called cdma2000 [31], was created to be 

back.ward compatible with the IS-95 standard. 

Wideband CDMA has a nominal bandwidth of 5MHz. This has been done in order 

to incorporate data rates of 144Kbps, 384Kbps, and 2Mbps. In order to be compatible 

with GSM, different grades of data transmission have been created. The lowest grade 

being a 200KHz channel (which is the same as the GSM). Higher data rates can be 

achieved by combining several GSM channels. 

Current TD MA-based technologies [32] (GSM, IS-136, IS-54) use a single voice 

channel for data per user, which delivers data at a rate of 9.6Kbps and 14.4Kbps. 

Today, new standards enabling high-speed wireless data transmission are emerging. 

These standards, which exhibit some features of 3rd generation standards, are 

extensions of current 2nd generation standards. Such standards are referred to as 2.5 

generation or 2+ generation standards. The two most popular are the GPRS [33] 

(general-packet-radio service) and HSCSD [33] (high-speed circuit switched data) 

standards. HSCSD is a circuit switched data transmission that can offer as much as 

76.8Kbps. This is done by dedicating more than one channel to a user. Circuit 

switched data transmission entails that a dedicated connection must be established and 

this connection cannot be broken until all transmission is complete. GPRS, on the other 

hand, is a packet switched data transmission that can offer data rates over lOOKbps. In 

packet switched transmission, a physical connection only exists during the transmission 

burst. This means that the channel is used more efficiently. This also means that in 

GPRS, users could be "virtually" connected for hours at a time and only incur 

connection charges during transmission bursts. GPRS is expected to be the main 

enabling technology for high-speed wireless internet access in the near future. 
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As shown in Table 2.1, GPRS requires fast switching from one channel to another. 

This is due to the fact that GPRS uses a combination of TOMA and FDMA. In this 

type of wireless transmission, each user is reserved a certain time slice ( called a frame) 

to transmit the data. When the frame transmission is over, the next user transmits his 

own frame, which can be transmitted at a different frequency. In this case, a certain 

time period must be allocated for the frequency synthesizer to complete switching from 

one frequency t6 another. If less time is allocated for this freque~cy switching, more 

time can be allocated for data transmission, and hence data transmission rates can be 

increased. In the GPRS standard, the frequency synthesizer is given less than 200µs to 

switch from one frequency to another. Frequency synthesizer switching time is 

expected to be constrained even further as data rates increase. 

Another important requirement in wireless standards that directly affect frequency 

synthesizers is spectral purity. Table 2.2 shows the spectral purity requirements of 

some of the 2nd generation wireless standards. The spectral purity requirements depend 

on several parameters, which include the data signal"s dynamic range, channel spacing, 

and the modulation technique. 

Table 2.2. S~ctral puritv reQuirements of some 2nd generation wireless standards 
Standard Phase noise requirement 
GSM -141dBc/Hz @ 3MHz 
DECT -131dBc/Hz@ 4.7MHz 
PHS -96dBc/Hz @ lOOKHz 
DCS-1800 -123dBc/Hz @ 600KHz 
PDC -120dBc/Hz @ SOKHz 

2.2 Wireless Transceiver Architectures 

There are three main types of wireless receiver architectures, as shown in Fig. 2.l(a)­

(c). The first one is the double-IF' receive architecture in such an architecture, the input 

RF frequency is down mixed to two intermediate frequencies (IF) before it is converted 

to a baseband signal. Although this yields high spectral purity, this architecture 
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requires the most off-chip components. It also has the most demand from the 

frequency synthesizer, since three different frequencies must be generated. Another 

architecture, single-IF receiver, attempts to reduce the number of off-chip SAW filters 

by reducing the number of intermediate frequencies to one. The third architecture, the 

direct conversion architecture, no intermediate frequencies are used, which means that 

no SAW filters are used. This is the most suitable architecture for full integration, and 

it has the least demand from the frequency synthesizer. 

-- -------------1 I 
RF, I 

Frequency 

Synth~izer ~------------------------1 
(a) 

-- ------------------, 
I !Fl I 

RF 

Frequency 
Synthesizer 

Frequency 
Synth~izer 

I 

'L 

(b) 

~ - - - - - - - - - - - - - - - _I 

(c) 
Figure 2.1. Wireless receiver architectures: (a) double IF, (b) single IF, and (c) direct 

conversion architecture 

2.3 Classical Phase-Locked Loop 

2.3.1 Basic Operation 

The Phase-Locked Loop (PLL) is the most commonly used form of frequency 
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synthesizer used in wireless systems. The classical PLL consists of a voltage-controlled 

oscillator (VCO), a frequency divider, a phase frequency detector (PFD), and a loop 

filter {LF) as shown in Fig. 2.2. Now the operation of each component is described. 

The VCO produces a frequency proportional to its input voltage. More specifically, 

Kd 
Ul(t) 

U2{t) PFD 

ro2 = ro0 + K0ur (t) (2.1) 

LF 

FREQUENCY 
DNIDER 

Uf(t) 

Figure 2.2. Classical PLL 

Ko 

where roo is the fr(?e oscillation frequency (frequency at which the VCO oscillates at 

when no input frequency is applied) measured in rad/s, and Ko is the VCO gain 

(measured in s·1V 1). The PFD compares the input signal, u1(t), and the feedback 

signal, u2(t), and produces an output which is proportional to the phase difference 

between the two signals. In terms of a mathematical description, the operation of the 

PFD may be expressed as 

(2.2) 

where~ is the gain of the PFD and 8e is the difference in phase between u1(t) and u2(t) 

(measured in rads). The units of ~ is V-rad-1
. The purpose of the loop filter is to 

control the bandwidth of the closed loop system. The loop bandwidth, in tum, controls 

the settling time, or lock-in time of the PLL. The loop filter, in most cases, is a second 

or third order low-pass filter. The frequency divider allows the input frequency to be 

lower than the output frequency by a factor of N. Note that if the value of N is 
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variable, then the PLL-based frequency synthesizer can be used to synthesize different 

frequencies. 

The operation of the PLL is actually quite simple. If the input signal's phase is 

lagging behind the phase produced by the VCO, this means that the VCO frequency is 

too high and hence must be lowered. The phase detector handles this by producing an 

inhibiting signal to the loop filter, which in tum lowers the voltage input to the VCO, 

ur(t). As can be shown by Equation (2.1), lowering ur(t) amounts to lowering roi(t), the 

output frequency of the VCO, which is what is desired. On the other hand, if the input 

signal's phase is leading that of the VCO, the PFD produces an excitatory signal to the 

loop filter, which increases the output voltage of the loop filter, and in turn, increases 

the output frequency of the VCO, as desired. 

Frequency accuracy is ensured by the (1/s) term in the VCO, which acts as an 

integrator. Typically, another pole is contributed by the loop filter in order to ensure 

that the phase is also equalized to the input reference signal. This configuration would 

ensure both frequency and phase stability of the PLL's output. 

2.3.2 PLL Performance Measures 

There are several figures of merit which objectively determine the PLL' s performance. 

These figures of merit may be broken down into three categories[!]. One category of 

such figures describe the acquisition characteristics of the PLL. The four acquisition 

characteristics measures are: 

• Pull-in range Acop: This is the maximum frequency deviation range which the PLL 

can tolerate without becoming unstable. If the frequency change in the input is 

smaller than this, then the PLL will eventually relock into the new frequency. 

• Pull-in time Tp: Time required for the pull-in process. 

• Lock range ~eor.: This is the maximum frequency step that can be applied to the 

input of the PLL while still maintaining lock to within a single beat note (phase 
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difference of 27t) between the reference frequency and the output frequency. 

• Lock-in time TL: Time required for the lock-in process. 

Another category of performance measure determines the tracking capability of the 

PIL. The only performance measure belonging to this category, which is considered in 

this study, is: 

• Pull-out range ACOro: This is the maximum frequency step that can be applied to 

the input of the PLL while still having the PLL to re-lock quickly. If the frequency 

step is greater than this quantity but less than the pull-in range, relocking will be a 

slow process. 

Fig. 2.3 shows the relationship between the different frequency ranges of the 

acquisition characteristics and tracking capability characteristics of the PLLs. 

~------------~WP------------.,.; 

I I 

~~WL----.: 
I I 

Figure 2.3. Relationship between various frequency ranges 

The third category is sometimes referred to in some texts [1,2] as the noise immunity, or 

the noise rejection capability, of the PLL. The total RMS phase error in a wireless 

transceiver can be contributed from several factors. The frequency synthesizer is one 

of them. When designing a PLL frequency synthesizer for wireless applications, the 

RMS phase error contribution of the frequency synthesizer should be no more than 2 

degrees [33). The PLL's RMS phase error, is also referred to as close-in phase noise, 

which is the phase noise within the closed loop bandwidth of the PLL. It should be 

noted that the close-in phase noise determines the bit error rate (BER) of the entire 
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system. The larger the bandwidth, the more phase noise is integrated. Noise within the 

closed loop bandwidth of the PLL can cause modulation on the VCO control voltage, 

which in turn causes phase excursions at the VCO' s output. The peak excursion Acp 

can be described as 

svco (t) = A· cos(roc t + Acpsin Olm t) 

- A[cos Ole t • cos(Acpsin Olm t) - sin Ole t sin(L\cpsin Olm t)] 
(2.3) 

If .6.cp is small (which is the case for 2 degrees), then Equation 2.3 simplifies to 

svco(t) = A{cosroct- ~cp[cos(roc +rom)t-cos(roc -rom)t]} (2.4) 

This equation shows that the noise spectrum is a sum of a large number of offset 

frequencies around the carrier due to phase modulation of the VCO. The level of noise 

sidebands on each side of the carrier is 

L(ro)=20-log10( ~~) 
lKHz 

• 

dBc/Hz @ lKHz 

Frequency (Hz) 

Figure 2.4. Measure of SSB phase noise in frequency synthesizers 

(2.5) 
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Integrating over the frequency range of interest (closed loop PLL bandwidth, BW) 

gives the final equation for the close-in phase noise as 

ct> PURMS = ✓ f 2 ·L( ro)dro (2.6) 

Single sideband (SSB) phase noise outside the loop bandwidth is also important. It is 

defined as the distance (in dB) from the amplitude of the center frequency to the 

amplitude of the sidelobe at a specified frequency distance (as shown in Fig. 2.4). The 

unit of measure is dBc/Hz @ carrier offset frequency (in Hz). 

It is important to note that phase noise is related to the noise of the semiconductor 

devices being used[73,74]. For metal oxide semiconductor (MOS) devices, the two 

main contributors of noise are flicker ( or 1/t) noise and thermal noise. When 

implementing a VCO in MOS technology, the transfer function of the VCO becomes 

H(s)=s-2
, and the flicker noise is translated to f 3 noise. Thermal noise is a form of 

amplitude noise. When applied to VCOs, the thermal noise modifies the zero crossings 

of the output of the VCO. This random modification of the zero crossings results in 

phase errors, or phase noise. 

2.3.3 Charge-pump PLL 

In order to have an infinite capture range, an active filter must be used for the loop 

filter. Unfortunately, this is not a suitable structure for wireless applications since an 

active loop filter introduces a significant amount of noise (since active components are 

on whenever the PLL is turned on). Alternatively, wireless systems usually employ a 

charge-pump based PLL [37]. Fig. 2.5 shows a block level diagram of a charge-pump 

based PLL. The reasons for their popularity include extended lock range and low cost 

[37]. As its name implies, a charge pump is responsible for injecting a fixed amount of 

current to the loop filter. The charge pump is controlled by the PFD. If UP= 1, then 

current is injected into the loop filter, and hence the voltage across the loop filter is 

increased. If DN=l, on the other hand, an equal amount of current is drawn out of the 
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loop filter, and thereby decreasing the voltage across the loop filter. Note that during 

locked condition the current sources of the charge pumps are on for a small fraction of 

the time, as opposed to being on all the time as in PLLs utilizing active filters. It is for 

this reason that charge pumps exhibit less in-band noise and are preferred when 

implementing PLLs fore wireless systems. Unless otherwise stated, all PLLs from this 

point forward are assumed to employ charge pumps. 

Kd UP Ko 
Fin 

.---_..,PFD DN LF 

DIVIDER 

Figure 2.5. Charge pump based PLL 

2.3.4 Closed Loop PLL Analysis 

For the classical PLL, shown in Fig. 2.6, it is instructive to obtain the various transfer 

functions of the PLL. Assuming that the closed loop bandwidth of the PLL is less than 

the reference frequency by at least an order of magnitude, the PLL may be thought of 

as a linear device. The transfer functions are given as 

s+ KdK0 F(s)/N 

sKdF(s) 

from input to VCO output 

from input to LF output 

(2.7) 

(2.8) 



CHAPTER 2. BACKGROUND 16 

H3 (s) -- sKd fro 
s + KdK0 F(s)/N 

m input to PFD output (2.9) 

H 4 (s) -- K 0 F(s) fr PFD O om to VC output 
s + KdK0 F(s)/N 

(2.10) 

K 
H5(s) = s+KdK:F(s)/N fromLFto VCO output (2.11) 

These equations may be used to evaluate the effect of injecting noise at different points 

in the PLL on the output response of the PLL. 

Equation (2. 7) is the basic PLL transfer function. Assuming a charge pump PLL 

with a first order loop filter, H1(s) may be rewritten as: 

~K (R+-1 ) 
H1(s) = 21t o sC 

IP I 
s+ 21t Ka(R+ sC)/N 

(2.12) 

Equation (2.12) is a second order system. The natural frequency and damping factor 

are then given as 

~ = ronRC 
2 

The 3-dB bandwidth of the 2nd order PLL is given as 

0)3dB = O)n ✓2~2 + 1 +✓(2~2 + 1)2 + 1 Hz 
27t 

(2.13) 

(2.14) 

(2.15) 

Since the loop filter introduces one pole and the VCO acts as a second pole, both the 

frequency and phase are maintained at a constant value during locked conditions. 

As long as the PLL is within the lock-in range, the PLL can lock to within one beat 

note. The lock-in range is given as 

AroL = 47t~O)n (2.16) 

Using equations (2.13) and (2.14), the lock-in range can also be expressed as 
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(2.17) 

As long as the frequency deviation is less than the lock-in range, the PLL will lock 

within one beat note (i.e. within 21t radians), which is given as 

T - (L1co)2 
P - 2~co! 

(2.18) 

where L1ro is the step frequency change in rads/sec. Using equations (2.13) and (2.14), 

the lock-in time can also be expressed as 

(M)2 
T p = _ _..;....___.___ seconds 

~(K;;PJ 
(2.19) 

where Mis the step frequency change in hertz. 

2.3.5 Phase noise performance 

As eluded in section 2.2.2, there are two types of phase noise in PLL frequency 

synthesizers. The first is close-in phase noise, usually caused by the external frequency 

reference source and noise in the charge pump circuitry, and the other is short term 

phase noise, usually contributed by the VCO [3]. Fig. 2. 7 demonstrates the effect of 

the PLL loop on the phase noise of the VCO. It seems that the closed loop PLL 

effectively suppresses the phase noise of the VCO up to its bandwidth. To understand 

how this works, consider a simple PLL model with additive noise injected into the 

VCO input. If the input is taken to be from the input referred VCO noise source and 

the output from the VCO output, the transfer function becomes that of (2.11). 

Assuming a first order loop filter and a linear charge pump based PLL, (2.11) becomes 

K s2 

Hs(s) = K I i K I 
s2+ op s+ op 

(2.20) 

27tNC 21tNC 
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This is clearly a high pass filter. The denominator of Hs(s) is the same as H 1(s). This 

means that the bandwidth of the high pass filter is equal to the bandwidth of the PLL, . 
which is consistent with Fig. 2.6. The larger the PLL bandwidth, the more VCO 

generated phase noise is suppressed. This makes sense since the larger the PLL's 

bandwidth, the faster it can correct for any phase deviations that the VCO produces and 

hence the magnitude of the phase deviations are limited. This type of phase noise is 

referred to as short-term phase noise. 

Another potential source of phase noise in phase locked-loops is from power supply 

bounces. For PLL-based clock generators used in microprocessor and digital signal 

processor (DSP) chips, this is a major source of phase noise, or jitter, since the PLL 

resides on the same chip with a large digital circuit block. In the design of front-end 

wireless systems, however, the phase locked-loop frequency synthesizer resides on an 

independent chip and its power supplies are well regulated. Therefore, this source of 

phase noise is not a major issue in the design of front-end phase locked-loops for 

wireless applications. 

Amplitude 

' cvco 
',,,, ~ PhaseNoise 

' ' ' ' ' 

Fout 

' ' 

PLL 
BW 

Close Loop 5 PLL Phase Noise 

C Noise 
~ Floor 

frequency 

Figure 2.6. Phase noise in a closed loop PLL system 
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Long term phase noise ( or more commonly referred to as close-in phase noise) results 

from the phase noise contributed by all other PLL components as well as the crystal 

oscillator driving the PLL. Noise generated by the crystal oscillator is shaped by the 

transfer function H1(s), which is a low pass filter. The other transfer functions H2(s) to 

~(s) are all low pass filter transfer functions. This means that the larger the 

bandwidth, the more phase noise contributions are generated by all PLL components 

other than the VCO. Therefore, there is a trade-off in choice of the PLL bandwidth. 

Larger bandwidth leads to more phase noise suppression generated by the VCO, but 

allows more phase noise generated by the other PLL components. For a properly 

designed PLL, the close-in phase noise is dominated by the charge pump. 

2.4 Fractional-N Phase-Locked Loop 

2.4.1 Basic Operation 

Fractional-N PLLs [34] offer a cost effective method of achieving low phase noise and 

fast lock times. The frequency divider in fractional-N PLLs toggles between one of 

two division ratios to generate an average division ratio, N.f, that lies between these 

two division ratios, where N is the integer division ratio and f is the fractional division 

ratio. The division ratios are usually chosen such that they differ by a factor of one. 

For example, if a division ratio of 4 is chosen in four clock cycles and a division ratio 

of 5 is chosen in one clock cycle, an average division ratio of ( 4*4+5* 1)/5=4.2 is 

achieved. A diagram of a fractional-N PLL is shown in Fig. 2. 7. 

Fractional-N PLLs have several advantages. Since fractions of the reference 

frequency can be achieved, the reference frequency can exceed the channel spacing. 

This enables a reduction of the size of the frequency divider, N. This helps in both 

reducing the close-in phase noise as well as reduce the lock time. The major 

disadvantage of fractional-N PLLs is that it produces fractional spurs, which are 

difficult to attenuate, even with a narrow loop bandwidth. 
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Fm 
Ko 

DIVIDER 

Figure 2. 7. Fractional-N Phase-locked Loop 

2.4.2 Analog Compensated Fractional-N PLL 

One common solution to eliminate spurs generated by fractional-N PLLs is referred to 

as analog compensation [35]. A block diagram of a fractional-N PLL using this 

technique is shown in Fig. 2.8. This technique is based on the fact that the contents of 

the accumulator used in the fractional-N divider is proportional to the phase error at the 

output of the VCO. Therefore, the phase error can be eliminated by converting the 

digital contents of the accumulator into an analog signal and subtracting it from the 

control voltage, Ve. This is accomplished by using a current-type digital-to-analog 

converter (DAC). A current-type DAC is nothing but a bank of current sources which 

are switched on and off by digital control signals. In this case, the digital control 

signals come from the accumulator output bits. The size of the DAC currents with 

respect to the charge pump currents depends on the fractionality used. If a fractionality 

of eight is used, 3 bits are taken from the accumulator, and the DAC current sources are 

sized to by one-eighth of the charge pump currents. The larger the fractionality used, 

the higher the reference frequency becomes, which reduces the PLL' s lock time. 
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Figure 2.8. Analog compensated fractional-N PLL 

Unfortunately, fractionality beyond 16 is hardly used since it is difficult to match 

the DAC current sources; furthermore, the DAC current sources start to occupy a 

significant portion of the overall PLL chip area. DAC nonlinearity errors are not an 

issue in this application since the DAC size is very small. Other limitations of this 

technique includes in the inability of the analog integrated circuits to accurately 

produce the error signal to be subtracted from the control voltage. This will be 

explained in more detail in chapter 3. Most commercial products implementing this 

technique report a spur reduction to nearly -70dBc [4,5,15]. The major advantage of 

this architecture is that it is a low-cost and low-power solution to frequency synthesis 

with reasonable frequency accuracy. 

2.4.3 Sigma-Delta Compensated Fractional-N PLL 

Another method, which has recently gained popularity, is known as sigma-delta 

compensated fractional-N PLL, or simply ~ PLL [36]. Instead of attempting to 
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eliminate the phase errors in fractional-N PLLs, this technique noise shapes the phase 

errors to higher frequencies. This is done by using the output bits of a digital AI: 

modulator to change the frequency division ratio in a random manner. The closed loop 

bandwidth then acts as a low-pass filter, which eliminates the noise shaped error terms. 

Fig. 2.9 shows a block diagram of a ~ PLL. The major advantages of this technique 

include larger loop bandwidths (which result in faster lock times), less phase noise due 

to noise in the PFD and charge pumps. The two major disadvantages of this technique 

are increased circuit complexity (which entails larger power dissipation and area) and 

high phase noise at higher frequency offsets. 

Kd UP Ko 
Fin 

Fout 
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Figure 2.9. U PLL Architecture 

2.5 Fast Lock Phase-Locked Loop Techniques 

The four key performance metrics in designing a frequency synthesizer for wireless 

systems are power dissipation, cost, spectral purity, and lock time. In this section, 
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techniques for reducing lock time in PLL for wireless systems are reviewed. Fast lock 

techniques used for PLLs can be divided into five categories: 

• DSP/digital methods, 

• Dual-loop/dual-PLL architectures, 

• Feed-forward compensation methods, 

• Variable loop bandwidth methods, and 

• Frequency-to-voltage conversion. 

PFD __ Digital Loop --
(subtractor) Filter 

Frequency 
command Counter ---- vco 

Figure 2.10. DSP PLL Architecture 

DAC 

In the first method[6], digital signal processing techniques are used to control the 

VCO control voltage, as shown in Fig. 2.10. A digital word is used to represent the 

reference frequency and a digital word representing the divided frequency from the 

VCO are subtracted from each other to produce an error term. This subtractor replaces 

the PFD. The error term is then fed into a digital loop filter. The output of the loop 

filter is fed into a digital-to-analog converter (DAC). In this implementation, there are 

no reference spurs produced. which means that very large loop bandwidths can be 

produced. Large loop bandwidth translates to fast lock time. Three main limitations 

exist in this architecture. First the size of the DAC may be large. It was estimated that 

a 27-bit DAC was required to achieve the required accuracy for the GSM and GPRS 

wireless standards. Secondly. spurs are generated due to finite word length truncation. 

Furthermore, overflow in the subtractor (used in place of the PFD) or the loop filter 

causes additional spurs. The third main disadvantage of this architecture is that the 
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complexity DSP portion is quite large, which negatively affects the power consumption 

and area of the frequency synthesizer. 

800KHz 

Reference 
__ Synthesizer--~• 
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div4 

: Primary Loop , _________________________________ 1 

Figure 2.11. Dual loop PLL architecture 

Dual-loop PLL architectures have also been reported in literature[7], which are 

capable of fast frequency lock times. A block diagram of the dual-loop PLL is shown 

in Fig. 2.11. The first loop is used for channel selection. It produces an RF output 

signal and is then frequency divided to achieve good phase noise. This signal is fed to 

the second loop, which contains a fixed divider (div 4), and an image rejection mixer 

with a fixed input reference frequency of 200MHz. The advantage of this approach is 

that there is no need for fractional-N divider (less spurs). The second PLL has a very 

high bandwidth and the close-in VCO noise is well suppressed. High bandwidth also 

translates to fast lock time. The major disadvantages of this architecture include 

integration difficulty (2 PLLs + mixer), large power consumption and area, and 

nonlinearities in the image rejection mixer may produce large spurs. 

A dual-PLL architecture [8] may also be used to reduce lock time. A dual-PLL 

architecture is shown in Fig. 2.12. This architecture has been shown to have a 1µ.s lock 
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time when used for frequency hopping applications. The two PLLs work in parallel, 

but only one is active. While one PLL is producing the desired output frequency, the 

other is locking to a new frequency. A switch is used to select between the two. The 

lock time is set by the speed of the switch. The two disadvantages of this architecture 

are integration difficulties (2 separate PLLs), and the switch may produce nonlinear 

distortion when switching from one PLL to the other. 

Fin 
PLLI 

PLL2 

control 
Figure 2.12. Dual PLL architecture 

In a feed-forward compensated PLL [9], shown in Fig. 2.13, the knowledge of the 

desired frequency is used to pre-tune the VCO control voltage to near lock conditions. 

This is done by a DSP and a DAC. The DSP calculates the required control voltage 

and the DAC translates it to the pre-tuned control voltage. The DAC is implemented as 

either a standard DAC plus analog adder or a digitally controlled bank of charge 

pumps. Once pre-tuned, the regular PLL loop talces over to perform final lock. The 

lock time is limited by the accuracy of the DSP and DAC to produce the correct control 

voltage. Limitations of this architecture include the difficulty in implementing the 

DAC. For the standards such as the GSM and GPRS standards, a large DAC (>25 bit 

DAC) is required to cover the entire frequency range with reasonable accuracy. 

Another major difficulty with this architecture is that the accuracy of the feed-forward 

technique is undermined by the VCO inaccuracy, which significantly affects switching 

speed. VCO inaccuracy results from process variation (if the VCO is implemented on­

chip) or from variation of VCO characteristics from one VCO chip to another. 
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Figure 2.13. Feedforward compensated PLL architecture 
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Variable loop bandwidths are the most common approach used in industry to 

achieve fast lock. This method typically achieves 2x to 5x reduction in lock time. In 

[10], a DFF-based lock-detection circuit is used to detect cycle slipping. If cycle 

slipping is detected, the charge pump current is multiplied by a certain factor. This 

increases the loop bandwidth of the PLL. Once cycle slipping stops, charge pump 

current is returned to its original value, and the closed loop bandwidth is returned to its 

original value. The charge pump current during cycle slipping is limited by PLL 

stability requirements. 

In [11], the charge pump current as well as the PLL loop filter parameters are 

changed, as shown in Fig. 2.14. This is known as a two-mode PLL. Larger loop 

bandwidths are achievable using this technique. One of the major limitations of this 

technique, however, is that switching from one bandwidth to another causes a 

discontinuity in the locking characteristics of the PLL. If the difference between the 

two bandwidths is large, this discontinuity may cause the PLL to lose lock when 

switching from the large bandwidth back to the narrower bandwidth. In this case, the 
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technique would have lost its advantage. Optimal switching from one bandwidth to 

another is still an active research topic. 

Fin 
vco 

PFD Fout 

DIV 14---------------------' 

Figure 2.14. Two mode PLL architecture 

One recent proposal to switching from one bandwidth to another is reported in [12]. 

In this approach, which is referred to as· optimal gear shifting, a measure of how far the 

PLL is away from lock condition is used to tune the current sources in the charge 

pumps. This way, the bandwidth is increased or decreased to achieve optimal lock time 

conditions. The major limitation of this technique is that the charge pumps produce a 

significant amount of phase noise. 

One technique that mixes digital techniques with variable loop bandwidth 

techniques is reported in (13]. In this implementation, shown in Fig. 2.15, a frequency 

difference detector (FDD) circuit is used. A FDD detects the difference in frequencies 

and produces a digital word representing this difference. The digital word is then fed 

into a DAC, which transfers this word into an analog signal which drives the loop filter 

directly, as shown in Fig. 2.15. First, the feedback of the main loop is inhibited, and 

instead the FDD-DAC-LF-VCO-FDD loop is enabled. As long as the FDD detects 

frequency differences from the VCO and Fin, it charges/discharges the charge on the 

loop filter's capacitor. This brings the PLL close to lock condition. The regular loop 
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filter then talces over. The major disadvantages include increased circuit complexity 

and only a marginal 2x improvement over a two-mode PLL. 
p· 1Il -- ~ Fout - PFD CP ::s VCO ~ -- e J_ 

-
,--.., 

T 

u= - FDD ___., DAC 
-

DIV -

Figure 2.15. Fast lock PLL architecture employing FDD circuitry 

One recent attempt to improve lock times in PLLs employs frequency-to-voltage 

conversion [14]. The main idea behind this approach is to convert both reference 

frequency and feedback frequency from the VCO ( or feedback divider) to a voltage 

using special frequency-to-voltage converter circuitry. The two signals are subtracted 

in the analog domain using an operational amplifier ( opamp ). The signal is then fed to 

the VCO control voltage. A lock time of 2µs is reported for 200MHz output frequency. 

The major disadvantage of this approach is that it only frequency locks~ no phase lock 

is performed; this makes modulation (indirect or direct) difficult. Another concern is 

that noise contribution of the opamp and frequency-to-voltage converters may be 

significant. Also, mismatch in the two frequency-to-voltage converters can cause an 

output frequency error offset. 



Chapter 3 

Analysis of Fractional-N PLL 

3.1 Introduction 

Fractional-N PLL-based frequency synthesizers have been the mainstream frequency 

synthesis method for nearly all wireless applications. Its merits include fast lock time 

and low phase noise. Its design has a large impact on the power consumption, area, and 

overall transceiver performance. 

In this chapter, fractional-N phase-locked loops are analyzed in more detail. Closed 

form solutions for the prediction of the spur location and strength are developed. This 

is done by determining the Fourier Series coefficients of the output response of 

fractional-N PLLs. Both uncompensated fractional-N PLLs and analog compensated 

fractional-N PLLs are analyzed. The lock time performance of fractional-N PLLs are 

also investigated. Issues such as frequency and phase locking phenomena are analyzed. 

29 
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This includes derivation of frequency lock time based on a time-domain analysis of the 

PLL. 

3.2 Uncompensated Fractional-N PLLs 

3.2.1 Time Domain Analysis 

The overall PLL model for an uncompensated fractional-N PLL is shown in Fig. 3.1. 

The "R" signal, shown in Fig. 3.1, is the input reference signal and the "V'' signal is the 

feedback signal from the frequency divider. The width of the R and V signals are 

assumed to be one reference frequency period and one prescaler period, respectively. 

The fractional divider is assumed to divide only by two values N and N+l. The dual 

modulus control signal comes from the carry-out signal of an accumulator. A timing 

diagram of the uncompensated PLL is shown in Fig. 3 .2. Note that the "tr' and "D" 

signals are the UP and DOWN signals which come from the phase-frequency detector 

(PFD) and go into the charge pump. As the figure reveals, each pulse of the "V" signal 

is delayed by one time step (prescaler width) with respect to the previous ''V'' pulse. 

The pulses of the "R" signal, on the other hand, are equally spaced. This creates a 

monotonically increasing error signal, which if uncorrected would cause the PLL to 

lose lock, and potentially become unstable. 
R~-~ U 
~ CP 
.------v_ PFD __ o__ + LP 

..____-----I NIN+ 1 

Figure 3.1. Model for uncompensated fractional-N PLL 
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Iaa 

Figure 3.2. Ideal waveforms for uncompensated fractional-N PLL 

Note that the total current is incrementally increased as the V signal lags further behind 

the R signal. This should reduce the control voltage and reduce the output frequency of 

the VCO. During lock condition, the control voltage should be constant over an 

averaged amount of time. In other words, the total average current from the charge 

pump should be summed to zero. The PLL accomplishes this by phase shifting the V 

signal, with respect to the R signal, in such a way that the total current over one 

fractional period is equal to zero. If the charge pump current is denoted by Ipump, then 

the following relationship must hold 

Ipump{(tRo -(tv0 -A))+···+(tRm-a -(tvm-t -A)}=O (3.1) 

where 

FD m=-----
GCD(FD,FN) 

and A is the phase shift of the V signal, FN is the fractional numerator, and FD the 

fractional denominator of the desired fractional channel. Note that the V signal is 

periodic with period equal to m·Trer, where Tree is the period of the reference signal. 

The fractional period, m, is maximum when the fractional numerator and denominator 
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are relatively prime. The tRi and tvi series are the start times of the positive edges of the 

pulses of the "R" and ''V7' signals, respectively. Equation (3.1) can be rewritten as 

(3.2) 

Since tRi occur at regular intervals and the spacing between two tvi signals depends on 

the contents of the fractional accumulator, equation (3.2) can be written as 

m-1 m-1 

l>•Tref - L,(Tref +Tpre -FRDJ+m-a =0 (3.3) 
i=O i=O 

tRi-tenns tVi-tenns 

where FRDi is the contents of the accumulator at time instant "i", where "i" ranges 

from O to m-1, and T pre is the period of the output signal from the prescaler. It is 

assumed that the granularity of the fractional divider is limited to one prescaler period. 

Simplifying equation (3.3) further yields 

m-1 

-Tpre I,mod(i -FN,FD)+m• A= 0 (3.4) 
i=O FRDi-term 

Solving equation (3.4) for a yields 

m-1 

~ = ! TpreLmod{i·FN,FD) (3.5) 
i=O 

which is the general equation describing the phase shift of the V signal during lock 

condition of the uncompensated fractional-N PLL. Considering the simple case when 

(m-1)-FN<FD, the "mod" operator in equation (3.5) can be dropped and the phase shift 

can be expressed as 

m-1 
A=---FN-T 2 pre 

(3.6) 

Table 3.1 below shows an example of how tsruft varies with the fractional ratio. A 

fractional denominator of 8 was fixed. Note that equation (3.6) applies for the 

fractional channels of ½, f , and ½ . 
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Table 3 .1. Variation of time shift with fractional ratio 

Fractional 1 2 3 4 5 6 7 
Ratio - - - - - - -

8 8 8 8 8 8 8 
tR•tv 3.5•T,_ 3-TDre 3.S·TDre 2-T ....... 3.S•Tore 3-T""" 3.5-Tme 

Fig. 3.3 below shows the waveforms of an uncompensated fractional-N PLL with the 

phase shift phenomenon taken into account. 

R---1------1-------L..----.L-----'-------L...---

V I I 

u I I ~ n n 
oJl n ~ 

Inet 
Sl n n 

LI LJ LJ 

Figure 3.3. Waveforms for uncompensated fractional-N PLL with time shift 

3.2.2 Frequency Domain Analysis 

__JL------ Center 
Point 

tvi tshift + Ti 

Figure 3.4. Ideal current pulse from charge pump 

In order to be able to predict their spurs, the frequency response of uncompensated 

fractional-N PLLs must be analyzed. First, a single current pulse from the charge pump 
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is analyzed. An ideal rectangular pulse, as shown in Fig. 3.4, is first assumed. The 

center point of this rectangular pulse is given as 

R = tv +tR -tshift 

C 2 (3.7) 

For i=O, the center point becomes tR -½ · tshift . For general i, the center point may be 

expressed as 

Re = ½[(tvi -tshift + T • i)+ tR + T • i] 

which can be simplified to 

Re = tR + T • i +½(Ati -tshift) 

(3.8) 

(3.9) 

where Ati = tR - tvi = Tpre·mod(i•FN,FD). From Fig. 3.4, the pulse width of the 

rectangular pulse can be given as 

Using the following two Fourier Transform pairs [70] 

{
1, !ti< a sin roa 

rect( t) = I I ¢::::> 2a 
0, t > a roa 

and 

x(t-to) ¢::::> e-jox0 X(ro) 

the frequency response of the rectangular pulse can be given as 

sinr1. ,_..1_ At- + t hitt )1 . 
R-(ro) = (-At. +t . )· t2 W\: i s 1e-Jroto 

t l shift ½ ro(- At i + tshift ) 

where 

(3.10) 

(3.11) 

(3.12) 

(3.13) 

(3.14) 

Note that Ri(m) can take on positive or negative values depending on whether or not Ati 

is greater or less than tshift. Equation (3.13) gives the frequency response for one "m" 

period (where m is given by Equation (3.2)). Since the rectangular pulse of Fig. 3.4 is 

periodic, the correct frequency response is given by the Fourier Series, not the Fourier 



CHAPTER 3. ANALYSIS OF FRACTIONAL-N PLL 35 

Transform. The Fourier Series (F.S.) coefficients of the periodic rectangular pulse is 

given as 

Ati + tshift sin[kroo ½ (Ati + tshift )] -jkm-t ----·--------e -u o 
T0 km0 ½ (Ati + tshift) 

(3.15) 

where to is given by equation (3 .14) and m0 = ~: ~ and To is equal to "m". 

3.2.3 Model Verification 

In order to verify the above model, a time-domain simulation was constructed. A 

Fast Fourier Transform (FFf) was then applied to this simulation in order to obtain the 

frequency spectrum. These simulations were done using Matlab [16]. 

UI 

u FN 1 
fua 
L 
!u 

LI 

.. 
• , a , • . . ................. 
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LI .. 
. ' I . . I • ----.. 

u .. 
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f r· 
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Figure 3.5. Simulation results with phase shifting not taken into account 
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Fig. 3.5 shows the simulation results of an uncompensated fractional-N PLL 

without talcing into account the phase shifting p~enomenon. The plot was normalized 

such that the sum of the coefficients is equal to one. A fractionality of 8 was assumed 

(i.e. FD=8). As shown, the DC term, ea, is nonzero. This indicates that there will 

always be a net positive or negative charge applied to the loop filter, which would 

cause the VCO frequency to drift. Also, the spectrum is symmetric. This means that 

the spectrum. of FN=l is equal to that of FN=8, and the spectrum of FN=2 is equal to 

that ofFN=6, and so on. 

UI u 

u 

FN 1 u 
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Iu fua 
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ILi 

u 
u 

IIOI 
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Figure 3.6. Simulation results with phase shifting taken into account 
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Fig. 3.6 shows the simulation results of an uncompensated fractional-N PLL with 

the phase shifting phenomeno~ taken into account, as described by equation (3.5). As 

with Fig. 3.5, the Fourier Series coefficients were normalized such that the sum of the 

coefficients is equal to one. In this case, all DC terms, eo, are equal to zero. This 

verifies that the phase shift value, predicted by equation (3 .5), is correct. Also note that 

the maximum spur level is equal to the desired fractional channel, as expected. As in 

the previous case, the frequency spectrum of the Fourier Series coefficients is also 

symmetric. Also note that the shape of the spectrum is also the same as in Fig. 3.5, 

except the DC term is equal to zero. 

Equation (3.15) must be verified to be correct. A plot of the Fourier series must be 

equal to that of Fig. 3 .6. In order to plot the coefficients of the Fourier Series, it is 

necessary to take the following summation first: 

m-1 

ck= L,ck.i 
i=O 

(3.16) 

Equation (3.16) was plotted and found to be identical to Fig. 3.6. This verifies that the 

Fourier Series coefficients predicted by equation (3.15) are correct. 

3.3 Analog Compensated Fractional-N PLLs 

3.3.1 Time Domain Analysis 

Analog compensated fractional-N PLLs behave quite differently from their 

uncompensated counterparts. Fig. 3.7 displays the model of the analog fractional-N 

PLL used. As shown, the contents of the accumulator are fed to a digital-to-analog 

converter (DAC), which produces a current proportional to the value contained in the 

accumulator. This value is then subtracted from the loop filter. This has the effect of 

ideally completely eliminating the unwanted charge pump current generated by the 

accumulating quantization error in the V signal. 
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Figure 3.7. Model for analog compensated fractional-N PLL 
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Figure 3.8. Waveforms for analog compensated fractional-N PLL 
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Fig. 3.8 shows the waveforms of an analog compensated fractional-N PLL. As 

indicated, the negative cancellation current has a larger width than the fractional error 
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current. This is mainly due to the difficulty in constructing electronic circuitry which 

can accurately produce the same narrow pulse width as the fractional error current. 

Instead, a wide pulse width correction signal is constructed and its amplitude is 

adjusted such that the area of the correction pulse is equal to the fractional error pulse. 

Since the net current over one fractional period is ideally equal to zero, there is no 

phase shifting as in the uncompensated fractional-N case. 

3.3.2 Frequency Domain Analysis 

In order to compute the F.S. coefficients of the analog compensated fractional-N PLL, 

the waveforms shown in Fig. 3.8 are used. First note that the fractional error current 

pulses have a width equal to Ati, as before. The F.S. coefficients of the fractional error 

pulses then become 

, 
1 

Ati sin(km0Ati /2) -j~~T+CT•i-at112>]k 

ck.i = pump To • krooAti / 2 e 
(3.12) 

The compensation current pulses have the same center points as the fractional error 

pulses, however, their widths and heights are different. Assuming a fixed pulse width 

of "pw", the compensation current becomes 

ati • lpump 
Icomp = pw (3.13) 

This ensures that the total charge delivered by the analog compensation circuitry is 

equal to the charge delivered by the fractional error pulse. Using this value> the F.S. 

coefficients of the compensated current pulses become 

c". =-I pw. sin(kro0 • pw /2). e -j~~T+CT•i-Alj12)]k 

k,1 comp To kroo. pw /2 
(3.14) 

Therefore, the F.S. coefficients for the analog compensated fractional-N current pulses 

are 
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c. =~[r ·At- sin(kro0 -..1.tJ2) 1 . w•sin(kro0 -pw/2)]-e-j~ij-T+<T·i-6t;:f2>]k 
k,1 TO pump 1 km0 · ..1.ti / 2 comp p kro0 · pw / 2 

(3.15) 

where ro0 = ~: : and To is the period which is equal to "m" in equation (3.2). 

3.3.3 Model Verification 

In order to verify the above model, a time-domain simulation was constructed. A Fast 

Fourier Transform (FFf) was then applied to this simulation in order to obtain the 

frequency spectrum. These simulations were done using Matlab [16] . 
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Figure 3.9. Simulation results of the analog compensated Fractional-N PLL 
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Fig. 3.9 shows the simulation results of an analog compensated fractional-N PLL. 

The plot was normalized such that the sum of the coefficients is equal to one. A 

fractionality of 8 was assumed (i.e. FD=8). Other parameters included a prescaler 

period of 2ns, compensation pulse width of 64ns, and a reference period of 256ns. As 

shown, the DC term, Co, is zero. This is a direct result of the negative compensation 

currents used. It is interesting to show that the output spectrum at higher frequencies is 

nonzero. This means that even under ideal conditions, where the compensation current 

is exactly equal to the fractional error current, analog fractional-N PLLs do not 

completely cancel out fractional spurs. As before, the analytical model was consistent 

with the simulation plot shown in Fig. 3.9. 

One interesting issue is the placement of the compensation pulse. In the analysis in 

this section, it was assumed that the center points of the fractional error pulse and the 

compensation current pulse are lined up. The compensation current pulse can also be 

inserted before or after the fractional error current pulse. In order to determine which is 

more optimal, relative F.S. coefficient magnitudes for the case of FN=l is shown in 

Table 3.2 below. As shown, inserting the compensation current pulse left or right of 

the fractional error pulse has the same effect, since the two options are equally spaced 

with respect to the fractional error pulse. The table also reveals that aligning the 

centers of the fractional error pulse and the compensation pulse gives the best results. 

Table 3 .2. Effect of varying compensation pulse position on magnitudes of F .S. 

coefficients 

k ck value using Ck value using Ck value using 
Center Postion Ri2ht Position Left Position 

1 OdB 29.0SdB 29.0SdB 
2 OdB 22.92dB 22.92dB 
3 OdB 19.27dB 19.27dB 
4 OdB 16.62dB 16.62dB 
5 OdB 14.43dB 14.43dB 
6 OdB 12.55dB 12.55dB 
7 OdB 10.93dB 10.93dB 
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Another interesting experiment is to vary the width of the compensation pulse. 

When the width of the compensation pulse is equal to that of the fractional error pulse, 

the output frequency spectrum of the charge pump is flat. This means that the 

fractional spurs are completely eliminated. However, as discussed earlier, it is difficult 

to control the width of the compensation current pulse. Table 3.3 shows that varying 

the pulse width has a large impact on how much the fractional spurs are suppressed. 

The F.S. coefficients can vary by as much as 50dB depending on the width of the pulse 

width. As shown in the table, the narrower the compensation pulse, more of the 

frequency spectrum is attenuated. 

Table 3.3. Effect of varying the compensation pulse width on magnitude ofF.S. 

coefficients 

k pw=16ns pw=32ns pw=64ns pw=128ns 
1 OdB ll.02dB 22.41dB 52.04dB 
2 0dB 16.40dB 28.0SdB 38.52d.B 
3 0dB 18.60dB 30.29dB 41.42dB 
4 Od.B 19.27d.B 30.84dB 36.45dB 
5 OdB 18.59dB 30.03dB 40.40dB 
6 OdB 16.23dB 27.S0dB 37.28dB 
7 OdB 10.88d.B 21.70dB 30.76d.B 

3.4 Lock time characteristics of Fractional-N PLLs 

3.4.1 General Locking characteristics 

The locking characteristics of a PLL can be divided into two categories: frequency 

locking and phase locking. Frequency locking is a highly nonlinear mechanism and 

depends strongly on the type of phase detector and loop filter used. A phase-frequency 

detector (PFD) and a charge pump are assumed throughout this study. Fig 3.10 shows 

the typical locking behaviour of a charge pump based PLL. If the control voltage is 
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much lower than its final value,. this means that the period of the ''V"' signal is many 

times wider than the "R"' signal. In this case, the UP signal may be asserted for more 

than one "R" period. After this period,. the control voltage is held constant before it can 

be raised ( or lowered) to another value. 

1.40 •: /vout 
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1.00 ij if Iii rr* ~Ii;, '"'" 
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> 
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400m 

200m 

0.00 
0.00 100u 200u 300u 400u 500u 

time ( s ) 

Figure 3.10. Typical locking behaviour of a charge pump based PLL 

Two cases are shown in Fig. 3.11. The first case, Fig. 3.ll(a), shows the best case 

conditions when the UP signal is monotonic and always asserted. The second case, 

Fig. 3.ll(b), shows the case where the "V" period is larger than the "R" period, but the 

DN signal is asserted for a certain amount of time. This is caused by mismatches in 

phase between the "R" and "V' signals. It is this phenomenon, sometimes referred to 

as "cycle slipping", which causes the rippling in the control voltage during frequency 

locking, as shown in Fig. 3.10. 
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Figure 3.11. Two cases during frequency lock (a) in phase signals and (b) out of phase 

signals 

The transition from frequency to phase lock is marked when the control voltage 

first reaches its final value. The control voltage continues to oscillate around its final 

value several times due to the fact that the phases of the R and V signals were not 

matched at the first crossing of the final value of the control voltage. Recall that the 

loop filter transfer function from PFD to the VCO output is given as 

s+KdK0 F(s)/N 
(3.16) 

Assuming that the initial control voltage is denoted as Vo and the final value of the 

control voltage is denoted as V r, the following relationship holds 

-lJi lTFLI 
Vr -Vo = rps 1H4(S)~o (3.17) 

where s-1 { •} indicates the inverse Laplace transform and TFL1 is the frequency lock 

time assuming the best case condition shownin Fig. 3.ll(a). 

Assuming the worst case condition shown in Fig. 3.1 l(b), the charge pump initially 

drives the VCO in the wrong direction due to the fact that the V signal leads the R 

signal. As shown in Fig. 3 .11, the difference in the periods of the R and V signals is 

given as AT 1. After two R periods, the R signal leads the V signal and the UP signal 

drives the VCO in the correct direction. Note that since the last operation caused the 

VCO to slow down, the period. of the V signal is now larger, and hence the UP pulse is 
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larger than the previous down pulse. This causes the VCO to be steered in the correct 

direction after two R periods. In this case, the difference in VCO frequency over two R 

periods is given as 

(3.18) 

where 

(3.19) 

and 

(3.20) 

Recall, from chapter 2, that this pull-in process continues until the PLL reaches the 

lock-in range (defined by equation (2.16)). This means that the total change in 

frequency before lock-in range can be given as 

(3.21) 

where i is summed until the PLL is in lock-in range. Note that for each summation 

iteration i, a time period of 2T ref elapses. Therefore, the frequency lock time can be 

given as 

(3.22) 

where n is the number of charge pump samples required to reach the lock-in range and 

T ref is the period of the R signal. The total frequency lock in time is bounded by T FL2 

(given by equation (3.22)) and TFI.1 (given by equation (3.17)). 

3.4.2 Phase Locking Characteristics 

Phase locking is a better understood phenomenon. During phase locking, the PLL 

transient response behaves as a linear system. Since the transfer function of the PLL 
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linear model is known, its step response should give the correct phase locking 

characteristics. The phase lock time can be approximated as [17] 

21t 
TpL=-

(On 
(3.23) 

If a first order loop filter is considered, then the phase lock time can also be expressed 

as 

T _ 2 J21tNC _ ltRC 
PL- 1t ---

Kolp ~ 
(3.24) 

where ro.i is the natural frequency and ~ is the damping factor. 

An important issue is how much phase lock time is required if the control voltage is 

near its f'mal value; in other words, how much phase lock time is required if the phase 

error between the R and V signals is small? In order to address this issue, several 

simulations were run in order to characterize the lock time behaviour of charge-pump 

based PLLs. In all these simulations the PLL parameters listed in Table 3.4 were used. 

Table 3.4. PLL parameters used for phase lock characterization 

Parameter Value 
Frer 13MHz 
N 75 
R lKn 
C lOnF 
C2 lnF 
Kv 40MHz/V 

Fig 3.12 shows the variation of lock time and peak voltage excursion with phase error. 

In this experiment, the control voltage is assumed to have an initial value eq~al to its 

final value. The phase error is defined as uR-V'. This means that a negative phase 

error implies that the reference signal, R, leads the feedback signal, V. During phase 

locking, the control voltage oscillates around the final value of the control voltage, with 

the amplitude of each period being smaller than the previous oscillation period. This is 
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because the system used is an underdamped system. The peak voltage excursion is 

defined as the maximum amplitude between two crossings of the final control voltage 

(labeled "zero crossing" in Fig. 3.12). The figure reveals three interesting facts. First, 

the zero crossings occur at regular time intervals. This time interval is directly related 

to the PLL parameters. For smaller values of the damping coefficien4 the time between 

zero crossings shortens. Another interesting phenomenon is that the peak amplitude 

excursions decrease exponentially with each zero crossing interval. In the case shown 

in Fig. 3.12, the peak amplitude excursions decrease by a factor of five after every zero 

crossing. Again, this factor is directly related to the loop parameters. For larger values 

of the damping coefficient, this factor increases. 
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a. 
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Figure 3.12. Variation of lock time and peak voltage excursion with phase error 
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The third interesting phenomenon is the variation of the lock time with the polarity 

of the phase error. As shown in Fig. 3.12~ positive phase errors lead to substantially 

faster lock time that negative phase errors. The reason for this is that negative phase 

errors are really positive phase errors with a phase error equal to 21t - 8 enor, or in the 

time domain, the phase error can be expressed as Trer- terror- For phase errors less than 

half a period, the negative phase error is really a large positive phase error. 

One important conclusion from the above experiment is that even if the frequencies 

are initially aligned, a large amount of time might be needed for phase locking. This is 

true even for small phase errors. Fig. 3. 13 shows the variation of frequency error with 

time for different phase error offsets. As shown the lock time does not vary a great deal 

for phase errors between Sns up to 20ns. 
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Figure 3.13. Variation of frequency error with time for different phase error offsets 
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Fig. 3.14 shows the results of another experiment. In this experiment both the phase 

error and the initial control voltage are varied simultaneously and the lock time is 

measured. Locked condition is defined as when the frequency variation is less than 

50Hz (to meet GSM and GPRS applications). As the figure reveals there are two local 

minima in the grap_h. One occurs when the phase error is 3ns and the control voltage 

error is 5mV, and the other occurs when the phase error is 5ns and the control voltage is 

I0mV. This seems to indicate that there is an optimum trajectory in which the lock 

time is minimized. This is achieved by varying both the phase error and initial 

frequency error (or control voltage). 

Figure 3 .14. Variation of lock time with phase error and initial frequency error 

In order to verify this, another simulation was conducted in which the initial output 

frequency was set to 200KHz away from the targeted frequency. The phase lock was 
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then measured at different phase error offsets. Fig. 3.15 shows the result of this 

experiment. As shown there is a local minimum when the phase error is 2.7ns. At this 

phase error, the lock time is 38.4µs. This constitutes more than a 2x reduction in phase 

lock time as compared to a 2ns phase error. 

:!50 
~ .. 
~~-J------------~-----j 
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Ph- Error (na) 

Figure 3.15. Variation of lock time with phase error for initial frequency error of 

200K.Hz 

In chapter 6, a fast phase lock technique is described which takes advantage of this 

phenomenon. 

3.5 Conclusions 

Two important PLL parameters for wireless systems are spurious performance and lock 

time. Both of these parameters have been analyzed in detail. Closed form expressions 

predicting the spur location and strength have been developed using Fourier Series 
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analysis. These expressions have been developed for both the uncompensated 

fractional-N PLL as well as the analog compensated fractional-N PLL. The effects of 

varying the compensation pulse parameters, for the case of the analog compensated 

fractional-N PLL, have been investigated. The closed form expressions were then 

validated through simulations. The lock time performance of PLLs has also been 

analyzed in detail. Previously, only linear models for PLLs have been used in order to 

predict the locking behaviour of PLLs. In this study, a nonlinear time-domain based 

approach has been adopted in order to better understand the frequency locking 

phenomenon in PLLs. Bounds on expressions of frequency lock time have been 

developed. Phase locking phenomena have also been investigated. It has been 

determined that there seems to be an optimal trajectory in which the phase lock time of 

the PLL is minimized. 



Chapter4 

A MASH Sigma-Delta Fractional­

N PLL 

4.1 Introduction 

As discussed in chapter 2, digital sigma-delta modulation technique~ can be applied to 

fractional-N PLLs in order to digitally compensate for fractional spurs. The advantage 

of this technique over analog compensation is that it avoids the maximum fractional 

spur reduction limitation due to device mismatching. Furthermore, arbitrarily small 

resolution may be obtained by sigma-delta modulation techniques. 

In this chapter, an implementation of a MASH sigma-delta PLL is detailed. The 

GPRS wireless data communication standard was targeted. First, architectural 

52 
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parameters are adjusted to meet the specification requirements. Then, the circuit 

implementation of the PLL components is detailed. Finally, performance of this design 

is evaluated through a test chip. 

4.2 MASH Sigma-Delta PLL Architecture 

As stated in chapter 2, limitations of analog compensated fractional-N PLLs include 

limited spur reduction and limited resolution. These two factors lead to limitations in 

lock time and spectral purity performance of the synthesizer. One alternative to this 

architecture is to provide a digital solution to eliminating spurs found in fractional-N 

PLLs. A digital sigma-delta modulator may be used to accomplish this. In this section, 

parameters such as oversampling ratio, modulator order, and bitwidth are investigated. 

4.2.1 Digital MASH Sigma-Delta Modulator 

Sigma-delta modulators have been studied extensively in the context of oversampled 

AID converters with a I-bit quantizer [24]. This type of data c~nverter produces large 

quantization noise. This quantization noise is filtered out by the noise shaping 

characteristics of the U modulators. ~ modulators are used to shift the quantization 

noise to a high frequency while still preserving the spectrum of the input signal. The 

high frequency noise would then be filtered by a subsequent low pass filter. A similar 

technique may be used in fractional-N PLL frequency synthesizers, since the closed 

loop bandwidth acts as a low pass filter [25,69]. The quantization noise in fractional-N 

PLLs would be the frequency spurs due to the periodic frequency division ratio 

switching. Hence, lA modulators transfer the correlated frequency spurs into high 

frequency random noise. A block level diagram of a digital version of the U 

modulator is shown in Fig. 4.1. Note that this can be implemented as a digital 

accumulator with the output being the carry-out signal. 
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quantizer 

Figure 4.1. Digital Sigma-Delta Modulator 
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The frequency shaping property of lA modulators is best understood in terms of its 

transfer function. A diagram of a conventional first order l:A modulator is shown in 

Fig. 4.2. Note that the quantization noise is modeled as additive noise. This model is 

only justified if the input to the modulator has sufficient activity [18]. Under this 

assumption, the quantization noise will be uniformly distributed with o-2-1/12. The 

transfer function of this feedback loop is 

1/(1-z-1) Eq (z) 
Y(z) = _ __;_ _ __;__G(z) +----=----

1 + z-1 /(l-z-1

) 1 + z-1 /(l-z-1

) 

(4.1) 

which may be simplified to 

Y(z) =G(z)+(l-z-1)E
4

(z) (4.2) 

As Equation ( 4.2) indicates, the input signal passes unchanged and the quantizat;ion 

noise is shaped by the (l-z-1

) function, which is a high-pass filter. 

g 1 
1-z-l 

-1 
z 

eq 

Figure 4.2. First order U modulator model 

y 
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One way of achieving even less quantization noise at higher offset frequencies is to 

cascade several first order LA modulators, as shown in Fig. 4.3. This type of 

architecture is called a MASH LL1 modulator [26]. Since there are three first-order LA 

modulators (each accumulator is a first order sigma-delta modulator), this is a third 

order MASH :EA modulator. The sum term of the accumulator is the error term output 

of the sigma-delta modulator. The transfer functions of each modulator section is given 

as 

Y1 (z) = G(z) + (1-z-1 )Eq1 (z) 

Y 2 (z) • -Eq1 (z) + (1- z-1 )Eq2 (z) 

Y3 (z) = -Eq2 (z) + (1- z-1 )Eq3 (z) 

g_---1~ 
y3 

Figure 4.3. Third order MASH LA digital modulator 

The modulator~ s total output is given as 

Y(z) = Y1 (z) +(l-z-1)l(l-z-1)Y3 (z) + Y 2 (z)j 

which can be simplified as 

(4.3a) 

(4.3b) 

(4.3c) 

(4.4) 

(4.5) 

In general, for nth order MASH U modulators, the output of the modulator becomes 

• 
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(4.6) 

where Eqn is the quantization noise of the nth sigma delta modulator. In the context of 

fractional-N PLLs, the quantization error has a variance of 02/12 over a bandwidth of 

Frer, where Frer is the comparison frequency at the PFD and o is the step size. Assuming 

division ratio varies between N and N + 1, the step size (6) is equal to one. 

Consequently, the power spectral density of the quantization noise is l/(12Frer). The 

power spectral density of the modulation noise (or frequency fluctuation) then becomes 

(4.7) 

where n is the order of the modulator and Eq(t) is the power spectral density of the 

quantization noise . Since we are interested in the phase noise contribution of the U 

modulator, not the frequency noise, Equation (4.7) must be integrated. Integrating in 

the z-domain amounts to multiplying by --S-; therefore, the power spectral density of 
1-z 

the phase fluctuations becomes 

N (f) =(21tfref )2 ·((1-z-1)2npref l= (21t)211-z-1j2(n-l) (4.8) 
9 1-z-1 12 J 12Frer 

Converting this from the z-domain to the frequency domain gives 

Nci,(f) = (27t)2 [2sin( 1tf )~2(n-1) 
12Frer Fref LJ 

(4.9) 

One important issue is to note the exponent term on the sine function in Equation ( 4.7). 

In an analog U modulator, this term would simply be "2n". The input to a digital U 

modulator, however, is a "frequency" control word. This frequency control word must 

first be integrated to produce a phase. In the digital domain, an integrator may be 

realized by an accumulator. Note, however, that an accumulator would add a pole, or 

factor of 1/(1-z-1
) in the digital domain to the l:a transfer function (Equation 4.2). This 

has the effect of reducing the order of the U modulator by one. 
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One disadvantage of using a higher order modulator is increased hardware 

complexity. Fig. 4.4 shows the spectral densities of quantization noise shaped by 

second and third order modulators. As the figure shows,. using a higher order U 

modulator results in less quantization noise at lower frequencies; however, the noise 

rises faster and becomes more difficult to suppress at frequencies near Frer/2. 

Figure 4.4. Spectral densities of second and third order modulators 

External 
Bypass 

Figure 4.5. A flexible 2nd/3rd Order MASH Li digital modulator 
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In this work~ a programmable order digital MASH ~ modulator was implemented, as 

shown in Fig. 4.5. The uCTL" control bits determine whether a first, second, or third 

order EA modulator is chosen. The datapath width of the modulator was set to 24-bits 

to achieve high frequency resolution at high reference frequencies (around 10MHz to 

50MHz). 

4.2.2 Sigma-Delta Dithering 

As mentioned earlier, the additive noise model of the quantizer in the U modulator 

only hold true for busy signal inputs. In the case of frequency synthesizers, the input of 

the ~ modulator is constant (since a constant output frequency is desired). When a 

constant input is applied to the l:A modulator, a periodic signal results in the output. 

Assuming the input can be expressed as a fraction, the period of this signal depends on 

the divisibility of the numerator and denominator of the input signal and the size of the 

denominator (similar to the fractional period mentioned in chapter 3). A periodic signal 

manifests itself as a spur in the frequency domain. If the frequency of the spur is 

comparable or less than the closed loop bandwidth of the PLL, it will show up in the 

output frequency response of the PLL. 

One simple method of ensuring that the numerator and denominator are mutually 

prime is to add a small offset to the denominator. For example, if the input can be 

expressed as f, a small seed value can be added in such a way that the fraction is ~~ . 

This has the effect of adding activity to the LSBs of the~ modulator. 

4.2.3 PLL Simulation Performance 

The GSM and GPRS standards were targeted when determining the optimal parameters 

of the :EL\ modulator. On one hand, maximum spur suppression is required. On the 

other hand, the quantization noise must be suppressed sufficiently at hlgh frequencies 

in order to meet the phase noise specifications at high frequency offsets. A reference 
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frequency of 13MHz is specified for the GSM/GPRS standards. This sets Free for the 

modulator to be i · l 3MHz, where i is either positive or negative. For simplicity only 

6.5MHz and 131MHz reference frequencies were considered. For sufficient spur 

suppression, it has been assumed that the closed loop PLL response is one order higher 

than that of the :Ea modulator. 

The oversampling ratio (OSR), which is defined as the reference frequency divided 

by the closed loop bandwidth of the PLL, ~etermines how much quantization noise is 

suppressed. Fig. 4.6 shows the reduction of phase noise (at 3MHz offset) generated by 

a 2nd and 3ro order U modulators for different OSRs, respectively. Recall that the 

phase noise specification of GSM and GPRS at 3MHz offset is -141dBc/Hz. Using 

these two graphs it can be seen that an OSR of 280 is required for a 2nd order :Ea 

modulator, while an OSR of 340 is required for a 3ro order :EA modulator. 
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Figure 4.6. Effect of OSR on quantization noise reduction 

Assuming a reference frequency of 13MHz, a closed loop bandwidth of 30KHz is 

required. Using this information, the necessary loop filter parameters may be computed 

in order to meet the lock time specification of 200µs. Table 4.1 below shows the loop 

component values that were necessary in order to meet this specification. Fig. 4.7 
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shows the lock time simulation of the ~ PLL using these parameters. A two-mode 

fast lock technique [11] was used. The speedup current was l.6mA and a switch was 

used to change the resistor value from 956n to 478n to preserve loop stability. The 

switch time was set to 40µs. 

Table 4.1. Loop Filter component values 

Loop Value 
Component 

R2SPD 41sn 
R2G 41sn 
C1 1.l8nF 
C2 17.58nF 
Ip 200u.A 
Kvco 50MHz/V 

600m a: Vf("/vout") 

400m 

> 
200m 

0.00 
0.0 30u 60u 90u 

time ( s ) 

Figure 4. 7. Lock time simulation of :EA PLL 

4.3 PLL Circuit Implementation 

The PLL architecture described above has been implemented in a 0.6µm BiCMOS 

technology. All loop components have been included on chip, except for the VCO and 

loop filter. The PLL operated at from a 3.3V supply voltage. A close-in phase noise 

target of -80dBc/Hz was targeted. This specification is well below that of most 

wireless standards. 
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4.3.1 Frequency Divider Design 

The frequency divider is the most complicated portion of a fractional-N PLL. As Fig. 

4.8 shows, the divider consists of a high speed dual-modulus prescaler [22], and two 

programmable counters[21]. The advantage of this architecture is that only a small 

portion of the divider, the prescaler, needs to work at the VCO frequency. This is 

important for reducing power consumption. 

OUT Progammable 
CounterB 

Dual-Modulus 
Prescaler 

P, P+l M 

Progammable 
Counter A 

N __ .....__ __________ ____, 

Figure 4.8. Divider architecture used 

A description of the overall operation of the divider is as follows. Initially, counters 

A and B are loaded with their respective values. The size of counter B is assumed to be 

larger than that of A. The prescaler division ratio is initally set to P+ 1. When counter 

A completes, it sends its complete signal to the dual modulus prescaler to change its 

division ratio from P+l to P. At this time instant, the total division ratio is A(P+l), 

where A is the value loaded into the A counter. The B counter continues for more 

cycles. When the B counter completes counting, its completion signal resets both A 

and B counters, and the process repeats. At this time instant, the counters would have 

counted an additional (B-A)P VCO cycles. Therefore, the total division ratio is 

N = (B-A)P+A(P+l) 

= BP+A 
(4.1) 
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Note that for correct frequency division, several conditions must hold. First, the value 

loaded into the B counter must be greater than that of the A counter. In the case of a 

fractional-N divider with sigma-delta modulation techniques, a negative value may be 

added to N. In this case, the minimum value for B becomes 

B > A+k (4.2) 

where k is the maximum negative value produced by the sigma-delta modulator. 

Secondly, the value loaded into the B counter must also be greater than P and the value 

loaded into the A counter cannot exceed P. These two conditions are necessary in order 

to guarantee a contiguous division range. Note that these constraints give rise to 

minimum division ratio being 

Nmin =P·(P-1) (4.3) 

Since the dual-modulus prescaler runs at the VCO frequency, its size must be 

limited in order to reduce its power dissipation. Since the voltage swing of the VCO is 

small, the input sensitivity of the prescaler is also of concern. In order to satisfy these 

two constraints, the flip-flops gates used in the prescaler were designed using bipolar 

ECL logic with 250m V swing. An input buffer was designed to work with -20d.Bm 

input power levels. The current in the ECL gates were used to meet the required 

voltage swing and the phase noise specification of -90dB/Hz (referred to the output 

frequency). In order to enable two reference frequencies of 6.5MHz and 13:Mllz, as 

discussed in section 4.2, a dual-modulus prescaler of 8/9 and 16/17, shown in Fig. 4.9, 

was implemented. The SEL control signal selects between a 8/9 dual-modulus division 

ratio or a 16/17 dual-modulus division ratio. The MC signal selects between an even or 

odd division ratio. Table 4.1 shows the truth table for the division ratio of the 

prescaler. The top portion shown in Fig. 4.9 is a divide-by-4/5 synchronous counter. 

The bottom portion, called the extender, uses the divide-by-4/5 counter to produce a 

total division ratio of either 8/9 or 16/17. 
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Figure 4.9. Dual-modulus 8/9 and 16/17 prescaler 

Table 4.2. Truth Table for division ratio for the prescaler 

SEL MC Division ratio 
0 0 Divide-by-16 
0 1 Divide-by-17 
1 0 Divide-bv-8 
1 1 Divide-bv-9 
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The rest of the divider was implemented in CMOS using a standard cell library. In 

order to cover an output frequency of around 1 GHz, the sizes of the B and A counters 

were 6-bits and 3-bits, respectively. This gives a frequency division ratio of 56 to 519. 

Table 4.2 shows the frequency plan of the MASH~ PLL. Note that 1.2GHz is the 

maximum operating frequency of the prescaler, which is limited by the critical path of 

the divider (as is discussed below). 

An ECL-to-CMOS level converter was necessary in order to interface between the 

prescaler and the rest of the divider. Fig. 4.10 shows a circuit schematic of the level 
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converter used. The level converter was designed to give a reasonable trade-off 

between delay, power, and phase noise. 

Table 4.3. Frequency plan of the MASH u\ PLL 

Prescaler Reference FMIN FMAX 
Division Ratio Division Ratio 

1 728MHz >1.2GHz 
8/9 2 364MHz >l.2GHz 

4 182MHz >1.2GHz 
1 Cannot be used ( out of range) 

16/17 2 Cannot be used ( out of range) 
4 780MHz >1.2GHz 

IN--------

IN--i 

-I 

Figure 4.10. Circuit schematic oflevel converter 
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The critical path of the divider is of major concern. Fig. 4.11 shows a diagram of 

the critical path of the divider. This critical path sets the maximum frequency of the 

divider, and hence the PLL's maximum operating frequency. The critical path starts by 

a O➔ 1 transition at node E in the prescaler (see Fig. 4.9). This signal must propagate 

all the way to the output of the prescaler, which is connected to the clock input signals 

to the counters. The delay in the counters includes the setup time of the flip-flops used 

in the counters and the delay in the logic associated with the counters. The output of 
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the A counter then toggles and changes the value of the MC input to the prescaler. The 

MC input then must propagate through 3 ECL AND/NAND gates and one flip-flop. 

The worst case critical path was measured to be 6.78ns. Note that the critical path only 

occurs when the prescaler is dividing by 9. This means that the PLL's maximum 

operating frequency is approximately 1.3GHz (9/6.78ns = 1.3GHz). This was 

simulated using worst case process, temperature, and supply voltage variation on the 

extracted layout of the frequency divider. Taking a safety margin of 0.1GHz gives the 

maximum reliable operating frequency for the prescaler of 1.2GHz. 
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Figure 4.11. Critical path delay in the divider 

4.3.2 Other Loop Components 

4.3.2.1 Charge Pump Design 

The charge pump was also included on-chip. Fig. 4.12 shows a schematic diagram of 

the charge pump used. This is a charge pump with a current steering switch (23]. One 

advantage of this architecture is that it has a fast settling time. Simulations indicated 

that the settling time of this charge pump to within 1 % of final value is less than 7ns. 



CHAPTER 4. A MASH IA FRACTIONAL-N PLL 66 

The reason for this small settling time is that the current sources are never turned off; 

their current either flows to the output or to one of the supply rails. In short, the 

structure provides a high-speed single-ended charge pump. The disadvantage of this 

architecture is that up/down current mismatches may occur due the difficulty in 

matching PMOS and NMOS devices. 

-
I 

-
I 

Figure 4.12. Circuit schematic of charge pump 

4.3.2.2 Phase-Frequency Detector 

A phase-frequency detector (PFD) is capable of detecting both phase and frequency 

differences. A conceptual diagram of the PFD implemented is shown in Fig. 4.13. 

Input u2(t) is the signal from the frequency divider and u1(t) is the reference signal 

(external input). If u1(t) lags behind u2(t), then this means that the signal generated by 

the VCO has too high of a frequency. In this case, the DN signal is enabled. The DN 

signal goes into the charge pump, which lowers the control voltage of the VCO and 

decreases the output frequency of the VCO. A similar explanation holds true for the 

case where u1(t) leads u2(t). Conceptually, the PFD can be thought of as an ideal 
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sampler with two mutually exclusive outputs. One output is asserted if the VCO 

frequency is lagging the reference frequency, and vice versa. 

D UP Q-----

ul 
R 

u2 R 

D Q--__.___--
DN 

Figure 4.13. Conceptual diagram of a PFD 

Note that since there are two flip-flops, there are four possible states. One state, 

which is when both flip-flops are set, is eliminated by feeding the signals from both 

flip-flop's outputs to and AND gate which in tum resets both flip-flops. The three 

remaining states are listed in Table 4.4 below. 

Table 4.4. Valid phase-frequency detector states 

State State Condition Meaning 
-1 DN=l .. UP=O VCO frequency too high 
0 DN=(}, UP=O PLL is in phase lock 
1 DN=O, UP=l VCO frequency too low 

One important issue concerning PFDs is the phase resolution that they are able to 

detect. For example, if the PFD can detect phase differences between u1(t) and u2(t) 

that are at least 100 picoseconds apart, and the feedback division ratio is 10, this 

translates to a lns jitter on the PLL's output. The region in which the PFD cannot 

distinguish between the phases of the two input signals is known as the deadzone band 

[19]. In this deadzone band, the PFD behaves as a nonlinear device. This means that 
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instead of acting as an ideal sampler, the PFD can cause mixing of unwanted high 

frequency noise back to the baseband. 

One method of reducing the effect of the deadzone is by using a PFD with a 

delayed reset signal [20], as shown in Fig. 4.14. This is similar to a conventional PFD 

except that there is a delay on the feedback reset path. Assuming the PLL is in lock, 

the PFD will always send two short UP and DN pulses simultaneously at every positive 

edge of u1(t) and u2(t). Assuming that a small differential phase develops between u1(t) 

and u2(t), the fall times of the two pulses may be much less than one gate delay. Using 

a PFD with a delayed reset signal, timing resolution of less than 1 Ops can be achieved. 

Note that the deadzone band may still exist if slow circuit techniques are used, or if the 

circuit delay paths between the input and the UP and DN outputs are not balanced. 

D Q 
UP 

ul 
R 

6T 

u2 R 

D Qi---------'--~ 

DN 
Figure 4.14. PFD with a delayed reset signal 

4.3.2.3 Digital Circuit Implementation 

A serial interface was used to program and test the PLL chip. This serial interface 

controls various parameters of the MASH U PLL such as the division ratio, operating 

mode of the u\ modulator, charge pump current, etc. Both the serial interface as well 
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as the entire digital ~ modulator were implemented using standard cells. 

Although its maximum operating frequency is higher than the targeted 13MHz, 

pipelining was used to speed up the ~ modulator even further. This was done for two 

reasons. First, it enables an even higher reference frequency to be used during testing 

to determine the effect of increasing the reference frequency on the phase noise 

performance of the l:a PLL. Second, it enables the 1:.6. modulator to work at lower 

supply voltages while still operating at 13MHz. This helps in reducing the power 

consumption of the ~ modulator. A schematic diagram of a pipelined 24-bit 

accumulator is shown in Fig. 4.15. 
24-bit input 

24-bit output 

Figure 4.15. Pipelined 24-bit accumulator 

4.3.3 Experimental Results 

A test chip based on the design discussed above was fabricated and tested. The power 

consumption, phase noise, and spur level were measured for different fractional 

channels. A programming serial interface was created to ease testing of the chip. A 

detailed description of this programming interface is shown in Appendix A. The 

fabricated chip included the programmable digital U modulator, serial interface, 
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charge pump, phase-frequency detector, divider, and reference buffer amplifier. An 

external VCO with center frequency at 800:MHz and gain of 50MHz/V was used. For a 

13MHz reference frequency, a fractionality of 1/65 is required to obtain a channel 

spacing 200KHz. 
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Figure 4.16. Spurious performance for (a) 1/65 fractional channel and (b) 3/65 

fractional channel 

Several measurements were taken. The first set of measurements was the spurious 

performance of the u\ PLL. The spurs for various orders of the U modulator for 

fractional channels of 1/65 and 3/65 are shown in Fig. 4.16(a) and 4.16(b), respectively. 

The channel spacing is 200KHz. The first order U modulator corresponds to a single 

accumulator controlling the division ratio. As the figures show, maximum spur for a 1st 

order U modulator is at the desired fractional ratio, as expected. Using 2nd and 3rd 

order l:A modulators, the spurs at all channels but the desired fractional ratio are fully 

suppressed. It was ex~ted that all spurs would be eliminated. Even when constant 

seed values with different magnitudes was used, the spurs were not completely 

eliminated. The spur levels, however, were less than that of the l st order L'.\ PLL. The 

2nd order ~ PLL helped reduce the spur level by 25dB and the 3rd order U PLL by 

30dB, compared to the 1st order U PLL. Another significant measurement to mention 
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was that spurs for 2nd and 3rd order modulators for fractional channels beyond fs were 

completely suppressed. This is because the spur would be generated at 

5*200KHz= ll\1Hz offset away from the carrier, which is far enough in frequency to be 

suppressed by the closed loop low-pass filter response. 

Another measurement taken was the close-in phase noise of the EA PLL. As 

mentioned earlier, the closed loop bandwidth is 30KHz. The close-in phase noise was 

measured at l0KHz offset. For the first and second order I:A PLLs, a close-in phase 

noise of around -90dBc/Hz was measured for all fractional channels. For the third 

order I:A PLL, the close-in phase noise was measured to be between-75 to -80dBc/Hz. 

This represents l0dBc/Hz to 15d.Bc/Hz degradation in phase noise. This phase noise 

has been attributed to the nonlinear behaviour of the phase-frequency detector due to 

the presence of a dead-zone region. 

The power consumption of the I:A PLL has also been measured. Assuming a 3.3V 

supply voltage powered to all parts of the PLL, the total power consumption of the test 

chip was 30mW. This is almost double the power consumption of the more 

competitive commercial fractional-N PLLs. During this design, the emphasis was on a 

robust and safe design, rather than a low-power design. As the results have shown, the 

close-in phase noise of the PLL is far less than the -70dBc/Hz, required for the GSM 

and GPRS standards. This extra performance can be traded off for less power 

consumption in future designs. The power breakdown of the chip is shown in Fig. 4.17 

(assuming a third order :EA modulator is used). As the figure reveals, the U modulator 

is the largest contributer to power consumption. Using a first or second order U 

modulator gives a total power consumption of 21.78mW and 27.78mW, respectively. 

If a 1.5V supply voltage is used for the U modulator, the total power consumption is 

reduced to 27 .6mW. This represents an overall power savings of 7 .3% and reduces the 

U modulator's power contribution to 9%, as shown in Fig. 4.18. 

• 
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PFD+CP 
3% 

Figure 4.17. Power breakdown of MASH U PLL for Voo,so=3.3V 

Input Buffw 
20% 

PFD+C 
5% 

Sigma-Delta Divider 
9% 27% 

Figure 4.18. Power breakdown of MASH U PLL for Vno.so=l.5V 

4.4 Conclusions 
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In this chapter, the design of a MASH Ea fractional-N PLL has been detailed. The 

design has been optimized for GSM and GPRS wireless communications standards. It 

has been demonstrated that sigma-delta modulation has succeeded in significantly 

reducing the spurs, but not completely eliminating them. The spur levels, however, 

meet the GSM and GPRS specifications. The power consumption of the ~ PLL has 
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been dominated by the divider. In future designs> lower power can be achieved by 

using less current in the prescaler. The effect of using a constant seed has been 

investigated. A constant seed did· not succeed in eliminating the spurs as anticipated. 

To completely eliminate the spurs generated by the fractional-N divider> different 

architectures must be explored. 



Chapter 5 

A Wideband Sigma-Delta Phase­

Locked Loop Modulator 

5.1. Introduction 

The proliferation of wireless products over the past few years has been rapidly 

increasing. This has helped increase the momentum of making wireless computing a 

reality. New wireless data standards such as GPRS and HSCSD have brought new 

challenges to wireless transceiver design. One pivotal component of the wireless 

transceiver is the frequency synthesizer. 

74 
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In mobile computing applications, narrow channel spacing is necessary to 

efficiently utilize the available frequency spectrum. On the other hand, fast switching 

from one channel to another is necessary for high-data rates. One way to satisfy these 

two conflicting requirements is to use a fractional-N phase-locked loop (PLL) 

architecture. Fractional-N PLLs are capable of synthesizing frequencies at channel 

spacings at less than the reference frequency. This helps increase the reference 

frequency and hence reduce the PLL's lock time [34]. 

One major disadvantage of fractional-N PLLs is the generation of high tones at 

multiples of the channel spacing. The use of digital sigma-delta (U) modulation 

techniques in fractional-N PLL frequency synthesis has been previously suggested [38] 

to eliminate spurs. This is achieved by randomizing the feedback division ratio such 

that the quantization noise of the fracti.onal-N divider is transferred to higher 

frequencies. Other advantages of U PLLs include arbitrarily small frequency 

resolution, wide tuning bandwidth, and fast switching speed. 

Although wider closed loop bandwidths are possible with :Ea PLLs, they are not 

wide enough to be readily used for closed loop modulation for current wireless 

standards, such as GSM. In [39], a~ PLL has been used as a closed loop modulator 

for the digital enhanced cordless (DECT) standard. In this technique, a narrow closed 

loop bandwidth was used to transmit a wideband signal by filtering the transmitted 

data by a high pass compensation filter. Using this technique, high frequency data is 

amplified, so that when filtered by the low pass closed loop PLL response, the high 

frequency data would not be attenuated. This approach, however, assumes perfect 

matching between the analog and digital filters, which is difficult to achieve in practice. 

In this chapter, an alternate method of increasing the loop bandwidth of a l:A PLL is 

investigated. This approach relies on modifying the digital ~ modulator transfer 

function in order to attenuate quantization noise within the closed loop bandwidth of 

the loop filter. In section 5.2, existing U PLL architectures are reviewed. In section 
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5.3, the proposed U PLL architecture is explained. In section 5.4, the implementation 

of the various components of the 1:A PLL is detailed. This includes a discussion of the 

optimization techniques used to simplify the hardware necessary for the digital 1:A 

modulator. The overall performance of the PLL is also given. Conclusions are drawn 

in section 5.5. 

5.2. Conventional Sigma-Delta PLL 

Fractional-N frequency synthesis based on 1:6. modulators offer wide bandwidth with 

arbitrarily small channel spacing. The first reported l:A PLL used a MASH ~ 

modulator[38]. A 1-1-1 MASH U modulator (or three cascaded 1st order ~ 

modulators) was used. It was shown that for a sufficiently small loop bandwidth, this , 
architecture, is able sufficiently to filter out quantization noise and reference 

feedthough [17]. 

In another study [25], it was shown that as the loop bandwidth is widened, residual 

spurs start to appear. This is due to the fact that the assumption that the quantization 

noise is uniformly distributed does not always hold true. The reason for this is that 

using a l:~_ for frequency synthesis is equivalent to using a U modulator with a de 

input. l:A modulators are known to produce tones with de inputs, even when higher 

order U modulators are used. In [25], a feedback-feedforward sigma-delta modulator 

architecture [24] with single bit output was used. Single bit output was used in order to 

reduce the level of quantization noise 1. The disadvantage of the architecture is that the 

range over which the l:A modulator is stable is reduced, and hence the tuning range of 

the modulator is reduced. Furthermore, the hardware complexity of the U modulator 

is higher than that of the MASH l:A modulator. 

1 Note that in digital U modulator the amplitude cannot be reduced; therefore, increase 
in number of output bits amounts to increase in quantization noise. 
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In [ 40], Rhee proposes another type of feedback feed.forward U configuration with 

three output bits. The peak of the quantization noise is flattened by introducing an 

extra pole into the digital U modulator. This approach helps meet phase noise 

specifications at high frequency offsets while still using a high order U modulator. 

Furthermore, dithering was used in order to introduce sufficient randomization in the 

U modulator. The dithering circuitry was implemented by a linear feedback shift 

register (LFSR) [57] to produce a pseudo random number generator and then added to 

the LSB input of the U modulator. Again, the disadvantage of this architecture is 

reduced tuning range and increased complexity compared to a MASH U PLL. 

In all the above approaches, the loop bandwidth was limited to nearly three orders 

of magnitude less than the reference frequency. This means that if the ~ PLL is to be 

used for closed loop modulator, the power dissipation of the digital :EA modulator may 

dominate the synthesizer. Other means of widening the loop bandwidth must be 

investigated. 

5.3. Proposed Sigma-Delta PLL 

In this study, another approach of modifying the :EA modulator is investigated [62]. In 

order to be able to widen the loop bandwidth without sacrificing phase noise 

petformance, the close-in phase noise must be kept within tolerable levels and the rise 

of quantization noise must be limited to meet high frequency offset phase noise 

requirements. 

Note that the phase frequency detector (PFD) acts as a sampler which samples the 

frequency at the comparison frequency and downconverts it to de. Since the U 

transfer function is zero at this point, no quantization noise is mixed down to de. In a 

U PLL, the instantaneous sampling frequency may be different from the average 

comparison frequency, which means that some quantization noise may be sampled 
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down to de. For a single bit digital ~, this is not too much of a concern. However, for 

a multibit U, this may considerably raise the PLL' s close-in phase noise. 

In order to reduce the close-in phase noise, the U transfer function is modified in 

such a way that one of the zeros is moved away from de to a frequency equal to a 

multiple of the minimum fractional division ratio. This has the effect of inserting a 

notch at that frequency. The total quantization noise between this frequency and de is 

effectively suppressed. Fig. 5.1 shows the noise transfer function (NTF) of the 

proposed U modulator in comparison to others discussed in Section 5.2. 

Frequency (in MHz) - log scale 

Figure 5 .1. Quantization noise shaping by different ~ modulators 

To reduce the quantization noise at higher frequencies, the step size is reduced by 

producing fractional division ratios. This is achieved by using a modified phase 

selection divider [41]. A phase selection divider produces phase shifts of the VCO 

signal and changes the division ratio by selecting different phases from the VCO. In 

this study, this type of divider is used to produce quarter division ratios. Along with a 

3-bit ~ modulator, the total step size is reduced to that of a single bit ~ modulator. 

5.4. Implementation 

5.4.1 Digital l:A Modulator 

The 3-bit :EL1 modulator was implemented as an error feedback configuration. This is 
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the most suitable configuration when implementing a digital :EA modulator (24]. For 

testing purposes, a selectable notch filter was implemented. Four notch frequencies 

were available, which were the first four fractional channel offsets away from the 

carrier. A high-level diagram of the modulator is shown in Fig. 5.2. A datapath width 

of 21-bits was chosen in order to obtain a frequency resolution of less than lOHz when 

using a 13MHz reference frequency. 

-1 z -1 z -1 z 

0 t 
3-bit FT 

-EB--([)1-1-El)~-ffil---"" 
t 

Dither 

• 
Figure 5.2. High-level diagram of proposed :EA modulator 

In order to reduce the hardware complexity of the divider, several optimizations were 

implemented. First, partial products of the multipliers that contributed negligibly to the 

output were eliminated. Furthermore, it was noted that in 3nt order notch filtering the 

second and third coefficients had the same magnitude, but opposite signs. This helped 

reduce a dot product operation to a simple negation operation. In order to reduce the 

number of expensive parallel adders, all addition operations were merged into one 20-

input adder. This included the additions that are performed in accumulating partial 

products of the multiplier. The final modulator structure that was implemented is 

shown in Fig. 5.3. 
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Figure 5.3. U modulator with optimized arithmetic structures 

S.4.1.1 Multiplier Reduction 
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As was explained earlier, partial products of the multipliers that contributed negligibly 

to the output were eliminated. This is now explained in more detail. In designing a 

sigma-delta modulator with four different cut-off frequencies, the exact values of the 

transfer functions was known. In this case the transfer functions were: 

H ( ) 1 (3 612 -1) (3 612 -2) -3 
200 Z = - --z + ---z -z 

216 216 

H ( ) -1 (3 2442 -1) (3 2442 -2) -3 400 Z - - ---z + ---z -z 
• 2M ~6 

H ( ) 1 (3 5473 -1) (3 5473 -2) -3 
600 Z = - ---z + ---z -z 

216 216 

H ( ) -1 (3 9676 -1) (3 9676 -2) -3 800 Z - - ---z + ---z -z 
216 216 

(5.1) 

(5.2) 

(5.3) 

(5.4) 

which correspond to sigma-delta transfer functions with notch frequencies at 200KHz, 

400KHz, 600Kliz, and SOOKHz, respectively, assuming a reference frequency of 

13MHz. 
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One way to reduce complexity is to express the coefficients of the transfer functions 

in powers of two. This way, the minimum number of bits needed to express these 

coefficients can be found. Circuit complexity can be reduced by truncating a sufficient 

number of bits without significantly altering the transfer function characteristics. Table 

5.1 shows the effect of truncating the number of non-zero terms in representing the 

coefficients on the frequency accuracy of the notch filter. As the table shows, for an 

accuracy of lKHz, it is necessary to use up to six nonzero bits. These terms are 

negated and added to "3" to produce a term in the form of 3 - ! , which is the term 

shown in all four equations listed in (5.1) - (5.4). The block which performs this 

computation is the "3- ! "block shown in Fig. 5.3. 

Table 5.1. Effect of coefficient bit truncation on frequency accuracy 

Notch Freq. 4terms Sterms 6terms 7terms 
200:KHz 12.4Hz - - --
400KHz 368Hz 29Hz - --
600:KHz 6.51KHz 159Hz 39Hz --
800KHz 15.2KHz 2.47KHz 880Hz 86Hz 

5.4.1.2 Multi-input Adder 

As Fig. 5.3 shows, the largest block in the proposed :Ea modulator is the multi-input 

adder. Optimizing this adder structure is pivotal in decreasing the area and power 

consumption of the entire PLL. One way of implementing this adder is by using a 

simple carry save addition tree (CST) [42]. However, a CST is not capable of handling 

negative numbers. Furthermore, the operands of the adder vary from 4 bits to 21 bits. 

This means that if sign extension is used to handle negative number, it would be a very 

expensive solution. Alternate addition algorithms must be explored. 

In this study, a multi-input addition algorithm is proposed which is capable of 

adding several operands without sign extension. Several algorithms are proposed in the 
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literature which are capable of performing this operation, but these algorithms are 

optimized specifically for the case of adding the partial products of a multiplier [43]. 

Generally speaking, these algorithms cannot be used to add several operands that have 

the same weight. In the proposed algorithm, the most significant bit (MSB) of each 

operand is given a negative weight. Adding the MSB of an operand with another 

number would be the same as subtracting the MSB from the other number. Using this 

type of arithmetic, four different cells are possible depending on the" number of 

negatively weighted inputs. The four possible combinations are: 

(C,S) =X+ Y +Z 

(C,-S) =-X+ Y +z 

(-C,S) =·-X-Y+Z 

(-C,-S)=-X-Y-Z 

(5.5a-d) 

where X, Y, Z are the inputs the each cell, and C and S are the Carry and Sum outputs 

of the adder/subtractor cells. Note that the first and last equations are implemented by 

the same circuit. This means that two's complement addition of several operands is 

possible using only three cells in the carry save tree (CST). To add 20 operands, a six 

level CST is required. Using the type of arithmetic illustrated by equations (5.5a-d), 

the number of required cells was reduced by more than half in comparison to a sign 

extension solution. This greatly aids in reducing the area and power dissipation of the 

digital sigma-delta modulator. 

The CST reduces the 20 operands to two operands. A special adder is then required 

to add these two remaining operands since they may contain negatively weighted bits. 

The CST has been interfaced with the last stage ripple adder in such a way that at most 

·only one input of the last stage ripple adder may be negatively weighted. This means 

that if a carry ripple adder is used as the final stage adder, the output of each full-adder 

(FA) cell may have positive or negative terms. In order to avoid negative SUM terms, 

positive and negative weights on the Cout term were allowed, as shown in Fig. 5.4(a). 

This means that the output range of the FA cell is [-2,3]. Since both the Cm and Cout 
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signals can take on values of [-1.0,l], two bits were used to represent each of these 

signals. The binary mapping is shown in Table 5.2. The "B" input to the FA can also 

take on values of [-1 ,0,1]. Since it can be determined in advance which outputs from 

the CST are negatively and positively weighted, two different cells were created; in one 

cell the "B" input is negatively weighted, and in the other cell it is positively weighted. 

A block diagram of the resulting FA is shown in Fig. 5.4(b). 
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Figure 5.4. Final Stage Full-adder (FA) cell. (a) input/output ranges and (b) block 

diagram of implemented circuit 

In order to demonstrate the effectiveness of the numerical optimizations done to the 

sigma-delta modulator it was synthesized and its layout was compared to that of the 

MASH sigma-delta modulator implemented in the previous chapter. Both modulators 

were implemented in a 0.35µm CMOS technology using a standard cell library. The 
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MASH sigma-delta modulator was found to occupy an area of lmm.2, whereas the 

notch filter sigma-delta occupied an area of only 0.71mm.2. This is truly a testimony of 

the efficiency of the algorithmic and numerical optimizations done in this work. 

5.4.2 Fractional Divider 

A programmable frequency divider is typically implemented by a prescaler and two 

accumulators as demonstrated in chapter 4. To achieve low power design, it is 

desirable to use an asynchronous divider to minimize the amount of circuitry operating 

at high frequencies. Several dual-modulus dividers implemented as asynchronous 

dividers have been demonstrated in literature (44-46]. Recently, a multi-modulus 

divider has been presented which utilizes an asynchronous divider structure. 

IN 
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m +m om 
--- Core i----.---- +2 --..- +2 1-----

CTL 

(a) 
-----8 +CTL CYCLES--------

-, 
B j.____ __ _ 

SEL __ __, 

CTLWJ ~ 
(b) ) . . . 

Figure 5.5. (a) An 8/9 dual-modulus divider and (b its timing waveform 

First, the multi-modulus divider architecture based on phase selection is reviewed, 

followed by an explanation of the proposed divider architecture. A standard 8/9 dual­

modulus divider along with its timing waveform are shown in Fig. 5.5. This structure 
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consists of a divide-by-2/3 state machine followed by an asynchronous clivide-by-4 

section. When the SEL signal to the divide-by-2/3 block is not asserted7 the total 

division ratio of the divider is eight. When the SEL signal is asserted7 an input cycle is 

swallowed creating a total division ratio of nine, as shown in Fig. 5.S(b ). 

A multi-modulus divider based on the technique discussed above is shown in Fig. 

5.6. This divider supports all integer division ratios between 8 and 15. Each block 

consists of a divide-by-2/3 cell. As shown in the figure, the control complexity of the 

divider increases linearly, with the most complex control working at the divider's 

highest frequency. This fact limits the size and speed at which this divider architecture 

can be used. 

CTLO CTLl CTL2 

,. u , . 
IN 

+2/3 --r2/3 +2/3 OUT - -

j~ .. r •• 0 • 

Figure 5.6. A multi-modulus divider architecture 

One method of reducing the control complexity is to replace the control logic with 

phase selection logic. This is illustrated by different implementations of a Johnson 

counter, shown in Fig. 5.7. In Fig. 5.7(a), a logic implementation of a clivide-by-2/3 

Johnson counter is shown. The critical path consists of gating logic as well as the delay 

in the latches. Note that the gating logic operates at the input clock rate. In Fig. 5.7(b), 

the output of a divide-by-2 Johnson counter is fed into a multiplexer. This has several 

advantages. First, the gating logic in the critical path is eliminated. This is replaced by 

multiplexing circuitry at the output of the high-speed divide-by-2 circuit. This 

multiplexing logic works at half the input clock frequency. Furthermore, the input 
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clock load capacitance of this structure is less than that of a gated divide-by-2/3 

structure. 
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Figure 5.7. A Johnson counter. (a) divide-by-2/3 using gating logic and (b) a divide­

by-2/3 using multiplexing 

In this work, the concept of multiplexing between different phases of the output of 

the divide-by-2 circuit is used. Instead of dividing the VCO input frequency by 2, 

fractional frequency division is achieved by selecting one of four phases of the VCO 

output, as shown in Fig. 5.8. This structure enables quarter fraction division ratios . 
• 

Obtaining smaller fractional division ratios is limited by the ability to extract more 

VCO phases. The high-speed control logic associated with the fractional divider allows 

it to swallow more than one input cycle in order to obtain four division ratios. 

Consider, for example, the case when the division ratio is changed from 1 to 1.25. In 

this case, the phase selection is incremented. by 90°, allowing a quarter pulse to be 

swallowed. If the division ratio is changed from 1 to 1.5, the phase selection is 

incremented by 180°, allowing two pulses to 'IJe swallowed, and so on. 
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Figure 5.8. Proposed fractional divider circuit 
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The state machine required for glitch free operation is quite involved. In [47], 

glitch free operation is realized by switching in a phase that is not active during the 

time that the switching talces place. This means that intermediate phase switching may 

have to be done in order to switch to the final desired phase. This method, however, 

requires latches that can produce complementary outputs that can have both of their 

outputs, Q and Q , to be high during certain states. This may complicate the design and 

limit the type of logic families that can be used to implement the high-speed dividers. 

Furthermore, this approach cannot be used for the initial fractional division since there 

is no frequency division between the VCO and the multiplexers. 

In this study, a control logic mechanism has been developed which does not require 

extra intermediate states. Glitches, due to switching in a phase that is active during the 

time that the switching talces place, are avoided by using redundant logic. A block 

diagram of the control logic used is shown in Fig. 5.9. As shown in the figure, two 

phase selectors are required: a primary and an auxiliary phase selector. When a change 

in phase selection occurs, which generates a glitch, the switching of the primary phase 

is inhibited until the glitch is over. This is accomplished by buffering the phase 

selection bits and enabling them only when the outputs of both the primary and 
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auxiliary phase selectors are the same, after a glitch has occurred on the auxiliary 

circuit. 

=~~ Phase Selector Fmain 
Cascadeof6 
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0[5:2] 

8~ Phase Selector Faux => c.9 (Aux) .s e 
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Figure 5.9. Control logic for glitch free operation 
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Figure 5.10. High-speed phase selector controller 
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Careful design was also required in ~e high-speed frequency control circuit for the 

phase selector. The digital frequency word, which specifies the desired frequency 

division ratio, must be translated into the correct control signals for the phase selector. 

This is done by the control logic shown in Fig. 5.10. An accumulator is required to 

increment the current stopping state by the required division ratio. A modulo-4 
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asynchronous counter is used to change the phase selector control signals to be equal to 

that of the accumulator .. The clock input of the asynchronous counter is gated with 

L_EN so that the phase selector control signals do not change until a glitch in the 

auxiliary phase selector is resolved. Also note that it is necessary to change from one 

division ratio to another by single step sizes in order to avoid glitches. 

A block leyel diagram of the proposed multi-modulus divider is shown in Fig. 5.11. 

The first section is a high-speed multiplexing circuit, which is used to implement a 

divide-by-1/1.25/1.5/1.75 cell. The rest of the divider consists of cascaded divide-by-

2/3 cells. The total division range of this structure is 64 to 127.75 in quarter steps. 

Gated logic was used to implement the divide-by-2/3 cells to avoid the large control 

logic needed for phase selection. 

IN Div-by-0.25/U.5/0.75/1 

Figure 5.11. Phase selection divider with quarter division ratios 

The use of gated logic for the divide-by-2/3 cells greatly simplifies the required 

control logic. A proposed method of avoiding the linear growth of control logic with 

increase in divider size is shown in Fig. 5.12. As this figure shows, only a 3-input 

AND gate is required per stage. 
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Figure 5.13. Current mode logic cells for (a) phase selector and (b) merged 3-input 

AND/Latch gate. 
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A high-speed logic family is required for the first stage multiplexers, since it 

operates at the VCO frequency. Current mode logic (CML) is used to implement this 

stage. The first stage clivide-by-2/3 cell is also implemented in CML. Note that one 

major advantage of CML is that several logic functions can be easily cascaded into one 

gate. A single stage Cl\,fL 4-to-1 multiplexer and merged 3-input AND/Latch gates are 

shown in Fig. 5.13(a) and 5.13(b), respectively. The rest of the divider was 

implemented in standard CMOS logic. 
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5.4.3 Other Loop Components 

5.4.3.1 Charge Pump Circuit 

The design of the charge pump is critical in eliminating dead zone as well as in 

reducing the close-in phase noise performance of the PLL. The switching time of the 

charge pump is also critical. For fast current switching, a current steering type charge 

pump is used. This avoids turning the charge pump current sources on and off, which 

helps to reduce the time it takes for the current switches to settle. A schematic diagram 

of the charge pump circuit is shown in Fig. 5.14. 

~ 
-I 

Figure 5.14. Schematic diagram of charge pump current 

5.4.3.2 Loop Filter Parameters 

The choice of the loop filter components are critical since they directly impact the 

overall loop transient characteristics, reference feedthrough suppression, and the close­

in phase noise. The loop parameters have been chosen such that they meet the 

following requirements: 
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• Closed loop bandwidth of 200KHz, 

• Damping factor is 0.707, 

• Charge pump current is 50µA. 

• VCO gain is 50MHz/V, and 

• The phase margin is 60°. 

Based on these requirements, the loop parameters in Table 5.3 were used. Note that the 

capacitor values are nearly two orders of magnitude less than that of the PLL designed 

in chapter 4 (which had a closed loop bandwidth of 30:KHz). Also note that the 

speedup technique used in the previous chapter was also used in this implementation. 

Table 5.3. Loop parameters used for the proposed UPLL 

Loop Parameter Value 
C1 6.12pF 
C2 152.56pF 
R2G 9.73:Kn 
R2SPD 9.73:Kn 

5.5. Simulation Results 

The proposed U PLL was implemented in a 0.35µm CMOS technology. A nominal 

supply voltage was used for the frequency divider and the charge pump. The layout of 

the chip is shown in Fig. 5.15. The chip included the digital U modulator, frequency 

divider, phase-frequency detector, charge pump, and loop filter. An external VCO with 

frequency gain of 50~1Hz/V was assumed. The control signal for speed-up was made 

external for programming flexibility. Other digital pins for the chip included the 8-bit 

frequency control word and seed enable signal. Separate supply voltages were used for 

the divider, charge-pump, and digital circuitry. In order to reduce the power 

consumption of the digital M modulator, its supply voltage was lowered to 1.5V. 

Pipelining was used in order to compensate for the loss in performance due to lower 
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supply voltage. This resulted in almost a 4.5x reduction in power consumption. The 

power consumption breakdown is shown in Fig. 5.16. Note that most of the power is 

consumed by the frequency divider and the digital circuitry. Although the size of the 

digital circuitry is large~ its power consumption was kept to a minimal due to the 

reduction in supply voltage. The frequency divider consumes a sizable amount of 

power due to the high component count working at the VCO frequency. 

Figure 5.15. Layout of:EA PLL 
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Figure 5.16. Power consumption breakdown of the L\ PLL 

In order to accurately predict the PLL's performance in a time feasible manner, a 

high-level description language was used to model the l:A PLL. The digital 

components of the PLL were modeled in Verilog [ 48] and the analog components in 

Verilog-A [49]. The mixed mode simulator, SpectreRF-Verilog [50] (which is 

available through cadence), was used to simulate the PLL. This enabled the full lock 

characteristics of the PLL to be simulated in less than an hour, as opposed to a few days 

when using a SPICE based simulator. 

The lock time performance of the u\ PLL is critical. The frequency spacing 

between the minimum and maximum frequency channels for GSM is 25MHz. Fig. 

5 .17 shows that the maximum lock time required for 1 ()()Hz resolution is less than 

15µs. Note that although it was built into this PLL, two-mode fast lock technique was 

not used to obtain this small lock time. Although this is much less than what is 

required for the GSM specifications, it has several advantages. First, it adds design 

flexibility to the system designer in that more time of the user's transmission time slot 

can be used for useful data transmission, as opposed to waiting for the frequency 

synthesizer to lock. Second, less standby power can be achieved since the time that the 

receiver must remain on during channel scanning is reduced. 
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Figure 5 .18. Frequency spectrum output of the U PLL 

The frequency spectrum of the PLL is also important. Shown in Fig. 5.18(a) and 

(b) below are the frequency spectra of the U PLL without and with a notch frequency, 

respectively. The notch frequency is of 200KHz and a closed loop bandwidth is also 

200KHz. Notice the suppression of quantization noise at 200KHz in Fig. 5.18(b). Also 

notice that the phase noise at 3MHz is -64d.Bc for a frequency resolution of lOKHz, or 
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-144dBc/Hz, which meets the GSM specification. This means that this PLL can be 

used as the entire transmitter in a wireless transceiver. This represents large savings in 

term of power consumption and area, since a digital-to-analog converter (DAC), analog 

quadrature mixers, and an extra PLL are all replaced by just one wideband PLL. Notch 

frequencies at 400KHz, 600KHz, and 800KHz were also simulated. These simulations 

revealed no significant advantage over the notch filter with 200KHz. This is due·to the 

fact that the further away the notch frequency is located, the more close-in phase noise 

(resulting from quantization noise) is allowed to accumulate over the closed loop 

bandwidth. 

5.6 Performance Evaluation 

In order to quantitatively evaluate the performance of the PLL described above, a 

figure-of-merit (FOM) suitable for wideband PLLs. The proposed LA PLL architecture 

is then compared to other ~ PLLs recently reported in the literature. 

The proposed figure-of-merit for evaluating fast lock PLLs for wireless applications 

is given as 

FOM = 10 -log10[_f P_FD_] +------==--1_0 ____ ---== • L6.bits 
fBw -20-log10[<I>ref •<l>in-band] 

-----------J 

oversampling 
ratio 

spectral-purity 

(5.6) 

where <l>rer and <I>in-band are the reference spur and the in-band phase noise, respectively. 

The oversampling ratio is given by the ratio of the PFD comparison frequency (f PFD) 

and the closed loop PLL bandwidth (fsw), and ~its is the effective number of output 

bits of the digital I:A modulator. 

Table 5.4, below, shows the performance comparison of this work with previsously 

published works. Other works include the u\ PLLs described in section 5 .2 as well as 
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some other recent :EA PLL implementations. Not all PLL implementations were tuned 

for the GSM standard. All PLL implementations had similar output and input reference 

frequencies. As the table shows, the proposed PLL has the best FOM measure. 

Table 5.4. Compai;ison of this work with other U PLLs 

Ref. Technology Archi- l:6bits fpro few <I>m-band ¢>ref' fpFO 
tecture (MHz) (kHz) (dBc!Hz) (dBc) 

fBw 
FOM 

Filial et. CMOS~) 4th order 4 20 100 -95 -90 200 4.975 
al. [72] BJT(PLL) MASH 
Perrot et 0.6µm 2na order 6 20 84 -74 -60 238 10.64 
al [39] CMOS MASH 
Riley et. Discrete 3m order 1 IO 30 -85 -83 333 1.501 
al. f25l 
Miller et Discrete 3ns oder 3 0.2 0.75 -70 -133 267 3.586 
al. f38l MASH 
Ree et. al. 0.Sµm 3m order 3 8 40 -92 -95 200 3.691 
[40] CMOS 
This work 0.35µm 3ra order 1 13 200 -80 -85 65 1.099 

CMOS 

5. 7 Conclusions 

A wideband phase-locked loop (PLL) modulator for wireless applications is reported. 

This modulator is based on PLL fractional-N frequency synthesis techniques along with 

sigma-delta modulation to randomize fractional-N spurs. A modified sigma-delta 

function allows for suppression of sigma-delta noise at lower frequencies, and hence 

allows for wider loop bandwidth. Also, sigma-delta quantization noise is reduced by 

using fractional division ratios. Low-power and low-area algorithmic techniques are 

used in the modified sigma-delta modulator in order to make it a feasible option. The 

wide bandwidth of 200KHz also makes the proposed ~ PLL suitable for closed loop 

modulation purposes. 



Chapter 6 

A Digital Fast Lock PLL 

Architecture 

6.1 Introduction 

In the previous chapter, fast lock was achieved by expanding the loop bandwidth large 

enough to reduce the lock time as much as possible while preserving the PLL's spur 

suppression capability. In this chapter, a different approach is attempted. A completely 

digital solution to control the control voltage is attempted. It is shown that this 

architecture is suitable for fast lock low frequency resolution applications (such as 

wireless LAN and cordless), and it can also be used as a frequency lock aid for high 

98 
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resolution applications (such as GSM and GPRS). Furthermore, a technique to reduce 

the phase lock time in high resolution applications is demonstrated. 

In a conventional PLL architecture, the phase-frequency detector (PFD) controls the 

inputs of the charge pump. As was shown in chapter 3, the charge pump is on for only 

a fraction of the reference period. This contributes to cycle slipping during frequency 

locking. During phase lock, the fraction of the period during which the charge pump is 

on becomes extremely small. This results in a very slow phase lock procedure. 

In this chapter, the PFD and divider are replaced by an alternative digital solution. 

The advantage of this approach is that the charge pumps may be turned on for the entire 

duration of the reference signal's period. Also, the frequency resolution can be tuned 

by simply altering the architectural parameters. 

6.2 Proposed PLL Architecture 

6.2.1 Basic Architecture 

A block level diagram of the proposed architecture is shown in Fig. 6.1 [61]. As 

shown, the phase-frequency detector (PFD) and the frequency divider are replaced by 

alternative digital circuitry. The main idea behind this architecture is to produce a 

digital word proportional to the instantaneous frequency of the output of the VCO ( or 

fixed prescaler). This digital representation is then digitally compared to another word, 

the frequency control word (FCW). The FCW is an input digital word, which 

effectively controls the output frequency of the PLL. If the instantaneous frequency is 

less than the FCW, then the UP signal is asserted; on the other hand, if the 

instantaneous frequency is more than the FCW, then the ON signal is asserted. Once 

the UP or DN signal is asserted, it is continuously asserted until the output of the digital 

comparator changes. If the instantaneous frequency is equal to the FCW, then both the 
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UP and DN signals are deasserted and the loop filter is left unchanged. Unlike the 

PFD, there is no state where the UP and DN signals are asserted simultaneously. 

Comparator 
< 

'-------1 > 

L CK 
DETECT FCW 

UP 

DN 

Counter 

Ko 

LF 

I • 

PRESCALER 
div-by-P 

Figure 6.1. Block diagram of proposed PLL architecture 

Fout 

The frequency detection process is accomplished by the counter-accumulator-shift 

register combination. Its operation is best described by an example. Let the constant 

prescaler division ratio be 8, and the counter be a 4 bit counter. The counter effectively 

counts the number of prescaler cycles in one reference period, T ref• Let the desired 

frequency division range be 64 to 72. If the output frequency of the prescaler is much 

less than the desired frequency, the counter would count less than 8 cycles. This would 

cause the UP2 signal to be asserted, which in turn, causes a large amount of current to 

be injected into the loop filter. On the other hand, if the output frequency of the 

prescaler is too large then the counter counts more than 9 prescaler cycles per reference 

period. In this case the DN2 is asserted, which causes a large amount of current to be 
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drawn from the loop filter. When the output frequency of the prescaler is near the 

desired value, the counter contents is either eight or nine. If the prescaler and counter 

are considered to be the total frequency divider, the total division ratio is either 8*8=64 

or 8*9=72. The counter outputs a '1' when the counter content is nine, and outputs a. 

'0' when the counter content is eight. 

Finer division resolution can be achieved by counting the number of l's from the 

counter. If a resolution of 1/64 is required, then the samples from the counter are stored 

over a 64 sample window. This window is implemented as a shift register. The 

number of 1 's in the shift register is equal to the desired fractional resolution. In order 

to sum the number of I's, the output of the counter is simultaneously fed to the shift 

register as well as an accumulator. The last value popped out of the shift register is • 
subtracted from the contents of the accumulator in order to preserve the 64 sample 

window. The accumulator contents are then compared to the FCW. Note that finer 

frequency resolution can be achieved by simply increasing the sample window size. 

6.2.2 Resolution Enhanced Architecture 

One disadvantage of the above architecture is that the loop filter control voltage is 

updated once every T ref period. This limits the achievable frequency resolution for a 

given lock time requirement. If the charge pump current is too large, this may cause 

the control voltage to advance beyond the desired value before it is updated. This may 

cause the control voltage to oscillate around its desired value, and hence the PLL would 

be unstable. One way to circumvent this problem is to reduce the charge pump current. 

This, however, may result in an excessively large lock time. Another solution is to 

modify the architecture to use a bank of pipelined counters, as shown in Fig. 6.2. The 

charge pump update time is decreased linearly with the pipeline depth. The operating 

frequency of the accumulator, shift register, and the comparator also increase linearly 

with the pipeline depth. Therefore, the two main disadvantages of this architecture are 

increased area and power consumption. 
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Figure 6.2. Fast Lock Digital PLL with pipelined counters 
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In order to quantify the increase in power consumption due to pipelining, basic size 

(which affects the capacitive load) and operating frequency models were derived in 

terms of the design parameters. The main source of power consumption has been 

assumed to be dynamic power. Dynamic power consumption in digital CMOS circuits 

is given as 

(6.1) 

where CL is the load capacitance, V dd is the supply voltage, V swing is the output logic 

swing, f is the operating frequency, and ~ 1 is the 0➔1 data toggling at the output. 

Fout 
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The models for the digital portions of the PLL are shown in Table 6.1. 

Table 6.1. Models for the digital portions of the PLL 

Component Size Frequency Power (size x Freq) 
Prescaler jlog2 Pl (P+l)fvco (P + l)f vco . jlog2 p 1 

2P 2P 
Counter Fi fvco fvcoFi 

Fref·P p FrerP 2 

Shift Register 

rFrerPl rFrer
2
Pl 

Fres 
Free 

Fres 

Accumulator 
log2f Fref Pl+ 1 (logzr ::: l+l }Fret Frer 

Pres 

Comparator 
logzr ;,:pl+l (1ogzf ::Pl+ 1} Fret Free 

2 3 4 S. 6 7 8 

Pipeline 0.pth 

Figure 6.3. PLL's relative power increase due to pipelining 

The variable F1 denotes the minimum required output frequency, Pis prescaler's 
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division ratio, Frer is the reference frequency, Fres is the required frequency resolution, 

and fvco is the VCO output frequency. Using typical number of P=16, FreFlOMHz, 

fvco=2.4GHz, F1=2.4GHz, the total increase in power consumption due to pipelining 

can be quantified, as shown in Fig. 6.3. 

6.3 Low Resolution Fast Lock Implementation 

In this section, two implementations are detailed. One is for the IEEE 802.11 wireless 

LAN standard and the other is for the DECT standard. Issues such as datapath width, 

frequency plan, and lock time are discussed. 

First, the implementation IEEE 802.11 wireless LAN standard is detailed. Table 

6.2 summarizes the relevant specifications for this standard. 

Table 6.2. S cifications of 802.11 wireless LAN 
Parameter V aloe 

2.4GHz-2.483GHz 
75KHz 

Lock Time 300 

In order to meet the operating frequency range, while still maintaining a reasonable 

frequency at the output of the prescaler (around 100MHz), a fixed prescaler division 

ratio of 16 and counter ratios of 15/16, and a reference frequency of 10MHz were 

selected. The counter sample window must be large enough in order to produce a 

frequency resolution of 75KHz. In order to meet this specification, a window of 2200 

samples is required. The lock time can be estimated by multiplying the number of 

samples required in the window by the reference frequency. This assumes that the 

VCO is in a frequency range such that the value of the counter after one reference 

period is either 15 or 16. In practice, the lock time may be larger than this value, but 

not by a significant amount since the UP2 and DN2 signals quickly move the VCO into 

the correct frequency range. The lock time, in this case, is estimated to be 220µs, 

which is less than the standard requires, which is 300µs. 
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The last parameters to be adjusted are the charge pump currents and the loop filter 

parameters. Note that the frequency resolution and the lock time are independent of the 

loop filter parameters. This is an extremely beneficial property of the digital PLL 

architecture since it enables the loop filter parameters to be shrunk to very small values. 

The loop filter parameters are adjusted to merely ensure that the slew rate of the control 

voltage is exactly one fractional resolution per reference period. For a VCO gain of 

50MHz/V, the slew rate of 1.25mV per reference period is required to change by one 

channel per reference period. Using a charge pump current of 5µA and a capacitor size 

of 308pF satisfies this requirement. As stated before, the loop filter is left tristated 

when the PLL is locked. In practice, leakage current will cause the loop filter voltage 

to drop. If a leakage current of lnA is assumed, it would take 310µs for the PLL detect 

a loss of lock condition and to correct the voltage across the loop filter. Since this 

action occurs periodically, it would cause a spur at 3 .225KHz away from the output 

frequency. Note however, that a frequency resolution of only 75KHz is required; 

therefore, this spur does not need to be taken into consideration. Table 6.3 shows the 

PLL parameters required for the IEEE 802.11 wireless LAN standard, assuming a 

direct conversion wireless receiver architecture (see Fig. 2.l(c)) is used. 

Table 6.3. PLL parameters for the IEEE 802.11 wireless LAN standard 
PLL Parameter Value 
Prescaler Division Ratio 16 
Counter Values 15,16 
Shift Register Length 2200 
Bitwidth datapath 13 bits 
Reference Frequency 15MHz 
Lock time 220us 
Charge Pump Current, Ip Su.A 
R nm 
C 308pF 

If a single IF or double IF receiver is used, then different sets of target output 

frequencies would be generated depending on frequency plan of the system used. For 
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example, if a single IF receiver is used with an IF frequency of 200MHz, the required 

LO signal from the frequency synthesizer would range from 2.6GHz to 2.683GHz. 

Fig. 6.4 shows the frequency spectrum of the digital PLL implemented. As shown, 

the spur levels are well below -8Od.Bc, which confirms the spectral purity of the 

synthesized signal. 

-IU 

-JU 

-&I.I 

Figure 6.4. Frequency spectrum of the digital PLL 

The other standard considered was the DECT cordless standard. The relevant 

specifications for this standard are summarized in 6.4. As shown, two lock time 

requirements are shown; one requirement is for the base station, while the other is for 

the handset. 

Table 6.4. S ecifications of DECT cordless standard 
Parameter Value 

1880MHz-1900MHz 
50KHz 

Lock Time (H.S.) 450 
Lock Time (B .S.) 
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The same design procedure is used as before and the resulting PLL parameters are 

summarized in 6.5. These parameters meet the requirements for the handset, however, 

the lock time parameter is too large for the base station requirements. In order to meet 

the lock time specification of 30µs, the 8 counters were pipelined. This results in an 

excessive amount of power consumption. However, since this is for base station 

operation, the power consumption constraints are more relaxed. The resulting lock 

time is 20µs, which meets the base station specification. The frequency spectrum of 

the resulting PLL was similar to that implemented for the IEEE 802.11 wireless LAN 

standard. 

Table 6.5. PLL parameters for the DECTcordless standard 
PLL Parameter Value 
Prescaler Division Ratio 8 
Counter Values 15,16 
Shift Register Length 2400 
Bitwidth datapath 13 bits 
Reference Frequency 15MHz 
Lock time 160u.s 
Charge Pump Current, Ip Su.A 
R !Kn 
C 257pF 

6.4 High Resolution Fast Lock Implementation 

6.4.1 Direct Implementation 

For higher resolution standards the design parameters of the digital PLL architecture 

become excessively large. To demonstrate this, the GSM standard is used as an 

example. The relevant specifications for this standard are summarized in Table 6.6. 

Table 6.6. Specifications of GSM wireless standard 

Parameter V aloe 
880MHz-915MHz 
50Hz 
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I Lock Time (voice) I ;~ 
Lock Time (GPRS) 

Using the same design procedures as before, the resulting PLL design parameters are 

shown in Table 6.7. As the table shows, the shift register length is excessively large, 

creating a very long lock time. Even if the PLL reference frequency is doubled and the 

prescaler is eliminated, a pipelining of 18 counters is needed to meet the GSM voice 

wireless standard, and a pipelining of 50 counters is required to meet the GPRS 

wireless data standard's lock time specification. This shows that using this architecture 

as is, is not practic~ for high resolution wireless standards. 

Table 6. 7. PLL parameters for the GSM wireless standard 

PLL Parameter Value 
Prescaler Division Ratio 8 
Counter Values 8,9 
Shift Register Lemrth 2,080,000 
Bitwidth datapath 22 bits 
Reference Frequency 13MHz 
Lock time 160msec 
Charge Pump Current, Ip Su.A 
R lK.0 
C 257pF 

6.4.2 ffigh Resolution Fast Lock Architecture 

An alternative use of this architecture is to use it as an aid for fast frequency lock. Fig. 

6.5 shows how this can be used. As the figure shows, a conventional PLL architecture 

is used along with the digital fast lock architecture integrated into it as a second loop. 

The output of the VCO goes into both the conventional PLL's prescaler, as well as the 

fixed prescaler of the digital fast lock PLL. The output of the digital fast lock PLL is 

merged with that of the PFD to drive the charge pump. The ''LOCK DETECTn signal 

from the digital fast lock PLL is used to switch from the digital PLL back to the regular 
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PLL once the digital PLL has locked within its required resolution. The digital PLL is 

then powered down, and the regular PLL completes the lock procedure. 

Simulations have shown that even with only lKHz accuracy, the PLL may still take 

a long time to lock depending on phase difference between the feedback, V, signal and 

the reference, R, signal. This is due to the phenomenon discussed in chapter 3. In 

order to help reduce the phase lock time, counters in the frequency divider are reset so 

as to attempt to align the R and V phases together once frequency lock is achieved. 

Mismatches in phase can still occur as a result in delay from the counters in the divider 

to the PFD. Matching the delays less than lns is difficult in practice; therefore, a 
. 

mismatch of Ins was assumed. 
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Figure 6.5. Proposed fast lock fine resolution PLL architecture 
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Once again, GSM, is used as a design example. Both the digital fast lock technique 
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and the phase resetting technique were used. The digital PLL was optimized for a 

frequency accuracy of 40KHz. A 2600 bit shift register is required~ along with a 12-bit 

datapath. Eight pipelined counters were required to reduce the frequency lock time 

down to 25µs. For a VCO gain of 40MHz/V, this puts the control voltage at lm V away 

from the desired value. When resetting the phases to within lns, the phase lock time 

requires an additional 83µs. Without the phase resetting technique, the phase lock time 

is as high as 127µs. This puts the total lock time to a little under 1 IOµs, which is well 

below the required 200µs for the GSM or even the GPRS standard. Fig. 6.6 shows the 

reduction of lock time using the various above mentioned techniques. 

Comlen1laftaf PLL 
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Figure 6.6. Lock time speed-up using fast frequency and phase locking techniques 

6.5 Performance Evaluation 

In order to quantitatively evaluate the performance of the PLL described above, a 

figure-of-merit (FOM) suitable for fast lock PLLs is given. The fast lock PLL 
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architecture reported is then compared to the other fast lock PLL techniques described 

in chapter 2. 

The proposed figure-of-merit for evaluating fast lock PLLs for wireless applications 

is given as 

FOM = [ C1 (nF) + :::.tal (mm 
2
)} P ·TL (6.2) 

where C1 is the largest capacitor in the loop filter, ~igital is the area of the digital 

circuitry of the PLL, P is the power consumption of the PLL, and TL is the total lock 

time. Note that these measures include all components of the PLL except the VCO. 

Table 6.7, below, shows the area, power, and lock time estimates of the fast lock PLL 

architectures detailed in chapter 2 with respect to a conventional fractional-N PLL. All 

PLL implementations were tuned for the GSM application ( although not all were able 

to meet the lock time specifications). As the table shows, the proposed PLL has the 

best FOM figure. 

Table 6.8. Comparison of this work with other fast lock PLLs 

Architecture Area Power Lock FOM 
C1 Ammta1 Time 

Frac-N PLL [341 1 1 1 1 1 
Two-mode [11] 1 1.33 1 0.333 0.344 
DSPPLL [6] 0 44 1.2 1.25 6 
Dual Loop [7] 1.5 2 3 0.333 1.545 
Feed Forward [9] 1 1 1 2.5 2.5 
FDDPLL [13] 1 2 1.5 0.238 0.454 
Proposed 1 3 1.5 0.161 0.285 

6.6 Conclusions 

In this chapter a simple, yet effective method of reducing the lock time has been 

demonstrated. It has been shown that the lock time and frequency resolution trade-off 

can be performed in the digital domain, as opposed to the analog domain. The 
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advantage of this is that in the digital domain, the trade-off deals with the area and 

power penalties incurred for extra performance gains. The PLL' s lock time and 

frequency resolution are, therefore, independent of the loop filter paramters, which 

enables a drastic reduction in loop filter sizes. This enables a fully integrated solution. 

The digital PLL architecture has been shown to be effective for low frequency 

resolution standards such as cordless and wireless LAN standards. For high frequency 

resolution standards, such as GSM, the architecture can only be used as a frequency aid 

circuit. The cost of fine resolution becomes excessively high in terms of area penalty 

as well as lock time. A simple, yet effective means of reducing the phase lock time is 

achieved by resetting the counters in the frequency divider at the first positive edge of 

the reference input after the digital PLL has acquired frequency lock to within its 

resolution. 



Chapter 7 

Low-Power, High-Performance 

Digital Arithmetic 

7.1. Introduction 

In the previous chapters, it has been shown how to leverage digital technology to 

enhance the performance and facilitate high level integration of phase locked-loops. In 

Chapter 5, a large digital block (the modified sigma-delta modulator) is used to 

randomize spurs generated by fractional-N PLLs and also to widen the closed loop 

bandwidth of the PLL. This large digital block operates at a relatively low frequency 

( ~ 10MHz). In Chapter 6, a high-speed digital block is used to obtain a digital 

113 
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representation of the output frequency. This estimate is then compared to the desired 

output frequency (also a digital word). 

In this chapter, new dynamic and static logic families are proposed. These logic 

families can be used to reduce the power consumption of the PLL architectures 

reported in chapters 5 and 6. First, the logic families are described in detail. This is 

followed by an evaluation of how much of the PLL' s power is reduced in comparison 

with a standard cell implementation. 

7.1.1 Introduction of Low-Power Design 

Perhaps one of the most pervasive trends in advanced digital circuit design is low­

power design. Low-power design is especially important in portable applications in 

order to prolong battery lifetime. Reducing power consumption also helps in reducing 

heat dissipation in microchips. This simplifies chip heat removal and hence reduces 

packaging costs. Power consumption in any digital design is dominated by dynamic 

power consumption, which is given as 

pdyn =ao➔l ·CL ·V dd • V swing. f (7.1) 

where CL is the load capacitance, Vdd is the supply voltage, Vswing is the output logic 

swing, f is the operating frequency, and cx.o➔ 1 is the O➔ 1 data toggling at the output. 

One important method of improving the performance of a system is to use dynamic 

logic. Dynamic logic, however, generally suffers from high susceptibility to noise and 

high power consumption. 

For moderate performance applications, a static logic family may be used. In these 

types of applications, minimizing leakage power is often more important than dynamic 

power. One effective method of minimizing the leakage power is to minimize the 

supply voltage. In doing so, however, the performance of the circuit techniques must 

be guaranteed at very low supply voltages. 
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7.2 Dynamic Differential Logic Families 

In this section, a new class of dynamic differential logic, swing limited logic (SLL), is 

presented [63]. It is shown that this class of circuits provides very high performance at 

power-delay products an order of magnitude less than conventional circuit techniques 

at nominal supply voltages. Firs4 the choice of dynamic differential logic is justified. 

The requirements for reliable operation of SLL are also detailed. This follows a 

detailed description of two implementations of SLL, Short-Circuit Current Logic 

(SC2L) and Clock-Pulse Controlled Logic (CPCL). The performance of SLL is 

supported by experimental results. 

7.2.1 Swing Limited Dynamic Differential logic 

7.2.1.1 Conventional Dynamic Logic 

Dynamic logic is usually preferred over static logic in high-performance applications 

due to its speed advantage [51]. There are two classes of dynamic logic: single-ended 

and differential dynamic logic. A simple single-ended dynamic gate is shown in Fig. 

7.l(a). During evaluation, if all inputs are low, internal node, X, is left floating at logic 

high. The voltage at this node may drop due to leakage current or crosstalk noise from 

adjacent lines. If the voltage on this node becomes too low, it can cause incorrect 

switching of the output inverter. One solution to this problem is to insert a feedback 

keeper device, :MP2, shown in Fig. 7.l(a). This, however, comes at the expense of 

reduced performance. 
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-. 

<•> (b) 

Figure 7.1. Dynamic Logic (a) single-ended, (b) differential 

A basic dynamic differential gate is shown in Fig. 7.l(b). One advantage of this 

configuration is that it overcomes the non-inverting characteristic of single-ended 

dynamic logic. Cross-coupled PMOS transistors also help noise immunity. Consider 

the case when Y is logic low, this means that X is logic high. Unlike the single-ended 

case, this node is not floating, since P3 is on. This added noise immunity comes at no 

extra delay cost. 

One disadvantage of dynamic logic, however, is that it exhibits higher switching 

activity (a. in Equation 1) than static logic. Furthermore, dynamic differential logic 

(DDL) has a switching activity of 1, rendering it incapable of exploiting signal 

correlation to decrease power consumption. This may render DDL to be more power 

consuming than static CMOS for digital signal processing (DSP) applications. For this 

reason, low-power design of dynamic differential logic is essential to keep it a viable 

circuit technique for high-performance and low-power requirements. 

7.2.1.2 Noise Analysis of Swing Limited Dynamic Logic 

One method of satisfying these two conflicting requirements is to reduce the logic 

swing of dynamic differential logic. This however, reduces the noise margin to an 

already noise susceptible circuit. For this • reason, a method of quantifying the 

minimum reliable logic swing must be developed. 
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For equally loaded differential outputs, the two strongest factors in varying the 

output voltage are leakage current and crosstalk. The effect of leak.age current may be 

reduced by using cross-coupled PMOS transistors P3 and P4, as shown in Fig. 7.l(b). 

Another method of reducing the leakage current is to increase channel length of the 

pull-down NMOS transistors. This, however, comes at the expense of reducing the 

performance of the gate. 

Figure 7 .2. Configuration for crosstalk model 

To evaluate the effect of crosstalk, a 0.35µm CMOS technology and a simple 

configuration shown in Fig. 7 .2 have been assumed. In this configuration, there are two 

aggressor nodes adjacent to one victim node. It is assumed that both aggressors have 

the same driving strength and that the victim is floating. 

There are several factors that affect crosstalk [54]. The most important factors, for 

this study, are 

• voltage swing of the aggressor, 

• aggressor net adjacency, and 

• victim to aggressor net spacing. 

Fig. 7 .3 illustrates the effect of varying both the voltage swing and the net spacing 

between the victim and the aggressor. The nets have been assumed to be adjacent for 

200µm, which is a fair assumption for local interconnects. 
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Figure 7 .3. Coupled voltage dependence on voltage swing and net spacing 

In SLL design, it is especially important that differential signals have common 

mode rejection of noise. A simple way to achieve this is to route both signals together 

so that if one line picks up any noise, there would be a high probability that its 

complementary wire would also pick up the same noise. The coupling capacitance 

between the two lines, however, can cause slow switching on the differential signals, 

since they switch in opposite directions of one another. This delay also depends on the 

net spacing between the differential wires and the voltage swing on the wires. Fig. 7.4 

illustrates the effect of varying both the voltage swing and net spacing between the 

differential wires on the delay of the differential signal. 

To decide an optimum point for the logic swing, a ·weighted function which takes 

into account both the normalized delay variation and the coupled voltage can be 

expressed as 

F = AV coupled+ld,noanalized (7 .2) 

Minimizing this equation, gives the optimum point at a voltage swing of 0.7V. Further 

increase in voltage swing may be necessary in the case of longer wires or talcing into 

account supply noise. 
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Figure 7 .4. Normalized delay dependence on voltage swing and net spacing of 

differential signals 

7.2.2. Short-Circuit Current Logic 

7.2.2.1 Basic Operation 

The first proposed dynamic differential logic family, called Short-Circuit Current 

Logic (Sc2L) [55,67] is shown in Fig. 7.5. Its basic operation is now explained. When 

CK is high, the CMOS inverter at the bottom (MPl, MNl) discharges node B to 0. 

This turns on MP2 and MP3. MP4 and MPS act as pass gates and are turned off for this 

duration of the clock pulse. The circuit is effectively in precharge mode. During the 

evaluation mode, the CK input starts to go low. For a brief amount of time, both MPl 

and MNl are turned on. First, the pass gate PMOS transistors are enabled. Secondly, 

the CMOS inverter dissipates short-circuit current. This discharges one output through 

the N-logic tree according to the input logic. The amount of voltage drop across the 

output is determined by the amount of short-circuit current dissipation, which in tum, 

depends on the W/L ratio of the pull-down inverter as well as the clock slew rate [53]. 
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out 
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Figure 7 .5. Short-Circuit Current Logic (SC2L) Gate 

One important point to note is that the maximum voltage at node B is V 0 0 -V TN.body• 

~s means that the body terminals of MP2 and MP3 need to be biased to a boosted 

supply voltage to effectively tum them off and the clock swing can be reduced to V nn­

V TN.body• MP4 and MPS now must have their body terminals biased to V wen since they 

are driven by a reduced swing clock signal. Reduced clock swing helps in reducing 

energy consumption and effects of clock feedthrough effect[53], which are serious in 

reduced swing dynamic logic. 

7.2.2.3 Modified SC2L Gate 

The basic SC2L gate suffers from variation of voltage swing in the presence of variable 

output loads. One solution entails placing a diode from VDD to the output nodes in 

order to limit the voltage swing. Although turn on time of the diode is slow, it can be 

used to hold the output voltages to fixed values at periods of low activity. Fixing the 

voltage swing also permits the use of charge sharing as in Charge Recycling 

Differential Logic (CRDL) [52]. This results in a new gate, Quasi-static SC2L 

(QSC2L), shown in Fig. 7.6. 
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Figure 7 .6. Quasi-static SC2L (QSC2L) Gate 

Figure 7. 7. SC2L Asynchronous Pipelining Strategy 

7.2.2.4 SC2L Gate Pipelining 

One important issue in high-speed dynamic logic design is that of clocking. 

Distributing the clock signal to every single gate significantly increases the system's 

clock power. Fig. 7.7 demonstrates an efficient way to pipeline SC2L gates. In SC2L, 

the clock is applied only to the first pipeline stage. Subsequent stages receive a 

completion signal. The completion signal is generated for free. Since node B 

represents the inversion of the clock signal and it does not fully switch until the output 
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has completely settled, it may be used as a completion signal for the next stage. The 

disadvantage of this scheme is that it places a larger load on node B, which may slow 

down circuit operation. 

7.2.2.5 SC2L Simulation Results 

In this section, sc2L is evaluated in terms of its delay, power, robustness and is 

compared to other logic families. All gates were implemented in a 0.35µm CMOS 

technology. 
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Since logic swing is limited by restricting the evaluation time, the output voltage 

swings may vary according to loading conditions. A SC2L inverter/buffer was used for 

this characterization with nominal operation conditions of V dd=3.3V, fCLK=500MHz, 

Vswing=0.8V. The output voltage swing sensitivity to fan-out mismatch is shown in Fig. 

7.8. Another important characterization, the output voltage swing and gate's delay 

sensitivity to input voltage swing, is shown in Fig. 7.9. As the figure shows, an input 

voltage swing between 0.4V to 1 V causes very little change in the gate's performance. 

This shows that the gate has good regenerative properties as long as noise injected into 

the output lines is less than 400mV (0.8V-0.4V). 

A full-adder (FA) is used as a benchmark circuit to compare Sc2L to other logic 

styles. Using a fanout of 3 and Vdd=3.3V, the results shown in Table 7.1 have been 

obtained. As the table reveals, QSC2L has 37% less energy than Sc2L, due to charge 

recycling. Sc2L and QSc2L are compared to other logic families (normalized to 

100MHz) in Fig. 7.10. This figure shows that both sc2L and QSC2L exhibit an order 

of magnitude less power-delay product than other logic families. 

7.2.2.6 

Table 7.1. Results of FA i.m • • SC2L 

Power 
Energy 
uW/MHz 

Power-Delay 
Product 

s 
0.7V 0.7V 

900MHz 900MHz 
0.106mW 0.062mW 

0.118pJ 0.069pJ 

29.lSfJ 18.140 

SC2L Experimental Results 

Fig. 7 .11 shows a chip micrograph of two 8-bit asynchronous pipelined Sc2L-based 

CRAs. Both CRA's were optimized for 0.7V logic swing and 700MHz operation. In 

order to ease testing, an on-chip oscillator (CKGEN) and output frequency dividers 
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(DIV2) have been used. Current-mode logic (CML) has been used in the DIV2 circuits 

to support low-swing inputs. The output's signal (SUM) frequency is divided by 4 to 

ease testing. 
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Figure 7.10. Comparison of SC2L with other logic families [56] 

Figure 7 .11. Chip micrograph of two SC2L carry ripple adders 

In order to test the functionality of the pipelined CRA, an input vector of A[7:0]=1, 
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B[7:0]=0, and Cm alternates between 1 and Oat one-half the clock frequency, which 

means that the internal clock rate is running at 8x the output signals t rate. The 

measured output of the adder is shown in Fig. 7 .12. Since the waveforms display a 

90.9MHz operating frequency, the internal clock rate is 727MHz. The measured delay 

between Sum[?] and Sum.[3] is 800ps, which translates to an internal delay of 67ps per 

FA. The results of the simulated and the measured SC2L FA implementations are 

compared in Table 2. 
hp llapp1d 
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Figure 7.12. Waveform output oftest results from 8bit CRA (Sum[3] and Sum[7] 

output bits) 

Table 7 .2. Simulated & measured results of FA SC2L 

S~L Simulated Measured 
characteristics 
LoeicSwing 0.7V 0.85V 
Frequency 700MHz 727:MHz 
Delay 80ps 67ps 
Power 0.275mW 0.293mW 
Energy 0.304pJ 0.403pJ 
(uW/MHz) 
Power-Delay 22fJ 19.6fJ 
Product 
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7.2.3 CPCL Logic Family 

7.2.3.1 Basic Operation 

One weak point of SC2L is that it has low driving capability due to the short amount of 

time the short-circuit current is available. Another swing limited dynamic differential 

logic family, Clock Pulse Control Logic (CPCL), is proposed to solve this difficulty 

[63]. Fig. 7.13 shows the CPCL gate. This circuit creates a pulse from the CK signal 

by a high-pass passive RC filter, effectively differentiating the clock signal. When the 

CK signal is low, the circuit is in the precharge phase. When the CK signal goes high, 

the coupling capacitor, C, allows a certain amount of charge to enter node A. This 

charge is trapped at that node when the CK signal finishes switching to high. 

Transistor :MN2 acts as a resistor. Effectively, MN2 and C act as a passive high-pass 

RC filter. The RC time constant may be adjusted according to the desired load drive 

and voltage swing. 

outb 
CKb 

N 

C 
CK••--■-i)~-------~I 

I! 

vdde--{ 

N 

.,., 

Figure 7.13. Basic CPCL Gate 

out 

Unlike SC2L, CPCL requires both the clock signal and its complement. The 

implementation of coupling capacitor, C, in a digital CMOS technology entails the use 
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of a separate N-Well. This incurs heavy area penalties. Since a separate coupling 

capacitor is required per gate, it is not practical to use CPCL to implement large logic 

blocks. It is, however, useful in implementing bus drivers and high fanout gates, since 

its driving capability far exceeds that of SC2L. 

7.2.3.2 CPCL Characterization 

CPCL is now evaluated in terms of its driving capability and its sensitivity to load 

mismatches. In all cases, nominal conditions of Vdd=3.3V, fCLl(=500MHz, voltage 

swing= lV are used. Fig. 7.14 shows the output voltage swing sensitivity to load 

mismatch. 

One of the main reasons for using CPCL is its superior driving capability (as 

compared to SC2L). Fig. 7.16 shows a CPCL inverter's delay as a function of load 

capacitance for a constant voltage swing. The delay of a static CMOS (SCMOS) 

inverter is shown in the figure for purpose of comparison. The CPCL curve exhibits 

lower slope due to its reduced logic swing. 
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Figure 7.14. Output voltage swing sensitivity to load mismatch for CPCL logic 
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Figure 7.15. Delay versus load capacitance for CPCL logic 

7.3 Differential Static Logic Family 

In this section, a low-voltage high-performance static logic family is characterized and 

evaluated. This logic family is to be used as a building block for implementing the 

logic portion of the U digital modulator. 

7 .3.1 L VDSL Family Operating Principle 

The basic Low-Voltage Differential Static Logic (LVDSL) gate [64,651, shown in Fig. 

7.16, is based on the DCVS logic family. This circuit will be referred to as LVDSL-1. 

The operation of the gate is best described through an example. Suppose initially 

OUT=l, OUT=0, IN=l, and IN==0. When the inputs toggle (IN=l➔0 and IN=O➔l), 

node 1 will be pulled down to 0V through MN4. This would tum on pull-up transistor 

MPl and thus charging OUT to VDD. This, in tum, would tum on transistor MNl, 

which would act as a diode. Node 2 would now be pulled up to VDD-VT.MN1 and thus 

turning off MP2. Now that MP2 is turned off the OUT node is allowed to be pulled 

down through MN2 and MN4; however, since MN2 also acts as a diode, the OUT node 

is only pulled down to VT,MN2· Also note that since the low voltage level is always a 

threshold drop above zero volts, the gate input to MN3 will be at VT· 
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gncl 

Figure 7 .16. A schematic of a L VDSL-1 inverter/buffer 

Analysis of this circuit indicates that its operation can outperform that of DCVS for 

two reasons. Firstly, as in differential split-level logic (DSL) (71], transistors MNl and 

MN2 help isolate the pull-up devices from the NMOS differential tree and hence the 

pull-up devices may be sized up to enhance speed. Secondly, internal nodes 1 and 2 

never exceed VDD-VT, which means that the evaluation transistors MN3 and 1YIN4 are 

always gate overdriven (operate in the linear region) (59]. Transistors operating in this 

region switch faster since they do not have to first enter saturation region. 

The circuit, however, does suffer from the drawback of subthreshold leakage 

current. Close examination of the circuit indicates either transistors MN3, MP2 or 

transistors 1vlN4, MPl are weakly turned on. In either case, this causes leakage current 

in both branches of the differential logic tree, which is significant for nominal supply 

voltages. One effective means of minimizing the leakage current is to aggressively 

scale the supply voltage. The leakage current can be further eliminated by using power 

down circuitry as shown in Fig. 7.17. This circuit is referred to as LVDSL-2. 

Transistors MN5 - MN7 eliminate leakage current due to weakly turned on NMOS 

devices. When the SLEEP signal is enabled, cross-coupled transistors MN5 and MN6 

pull down the low-level signal (either OUT or OUT) from VT to 0V. Differential 

mode of operation is assured by transistor MN7. Leakage currents due to MP 1 or :MP2 



CHAPTER 7. LOW-POWER, HIGH-PERFORMANCE DIGITAL ARITHMETIC 130 

are reduced by applying a high bias voltage (greater than VDD) to the body terminal of 

these devices. This has the effect of increasing the effective threshold voltage of these 

transistors and thus biasing the PMOS transistors closer to the cut-off mode of 

operation [59]. 

LVDSL-1 and LVDSL-2 are now evaluated in terms of delay, power, energy, and 

leakage current. They are also compared to other static logic families. All gates were 

implemented in a 0.35µm CMOS technology. 

SLEEP 

.... 

Figure 7 .17. A Schematic of a L VDSL-2 inverter/buffer 

7 .3.2 L VDSL Characterization 

First, a L VDSL-1 inverter/buffer is characterized and compared to complementary 

CMOS inverter. Fig. 7.18 shows how the power-delay product scales with supply 

voltage. These measurements have been taken at 200MHz and the driving load was a 

fanout of one. The figure shows two interesting facts. L VDSL-1 was functional at a 

supply voltage of only 0.8V, while a conventional CMOS inverter failed to operate at 

this low voltage. Another point to note is the sharp rise in energy (power-delay 

product) consumption for voltages over 1.5V. These two facts restrict the feasible 

operating supply voltage for L VDSL between 0.8V and 1.5V. 



CHAPTER 7. WW-POWER. HIGH-PERFORMANCEDIGITALARITHMETIC 131 

L VDSL-1 is now characterized in terms of its driving capability. Once again, 

complementary CMOS has been used as a reference circuit. Fig. 7 .19 shows the 

driving capabilities of L VDSL-1 and complementary CMOS for loads ranging from 

0fF to lOOfF. These measurements were taken at an operating frequency of 200MHz 

@ VDD=lV. For loads less than 20tF, complementary CMOS outperforms LVDSL-1; 

however, for higher loads, L VDSL-1 clearly outperforms complementary CMOS in 

terms of delay and power consumption. This is due to the fact that in LVDSL, the pull­

up PMOS's are isolated from the NMOS tree by the diode transistors, and hence pull-up 

and pull-down operations may be performed more efficiently. 

80....------------------, 

S0-1-------------------....,___---l 

,~-I----------_,.,,_~_,_!~ 
}-30 .• 

120 // 
....... -~··/ 

10-'-----------..,.-:;_-------; 
--_.._...~---✓---0 -'------~---.-----.------r------r------1 

0.8 1.2 1.3 1.5 2 2.5 3 
&q,ly Vcllage (VDO) 

!---Lvost. PDP-CMOS POP! 
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Figure 7.19. Power and Delay ofLVDSL-1 versus output capacitance 
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The leakage current in L VDSL-1 is also characterized as a function of supply 

voltage and shown in Fig. 7.20. Four different cases are illustrated. Leakage current of 

L VDSL-1 is graphed. Two variations of L VDSL-1 are shown; the body terminals of 

MPl and MP2 are biased to two different boosted voltages as in LVDSL-2; however, 

the pull-down circuitry (MN5-MN7) of L VDSL-2 has been omitted to investigate the 

effectiveness of body biasing alone. Lastly, the leakage current in a CMOS inverter is 

provided as a reference. Clearly, body biasing alone does help, but it seems there is an 

upper limit to the reduction in leakage current. Since this upper limit is far from the 

ideal (CMOS inverter), the effectiveness of L VDSL-2 must be investigated. 
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Figure 7 .20. Leakage current of L VDSL-1 inverter/buffer 

L VDSL-2 is first characterized in terms of leakage current in order to determine its 

effectiveness. This is shown in Fig. 7.21. Clearly, LVDSL-2 fulfills its task of 

reducing the leakage current to comparable levels with respect to a CMOS inverter. 

Fig. 7 .21 also reveals that biasing the body terminals of MP 1 and MP2 beyond 1 V 

above VDD does not yield much improvement in leakage current reduction for supply 

voltages less than 2V. Fig. 7.22 compares LVDSL-1 and LVDSL-2 in terms of 

dynamic· power and delay. Clearly, the overhead circuitry associated with LVDSL-2 

has minimal impact on its performance. 
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Figure 7 .22. Power and Delay of L VDSL-1 and L VDSL-2 

7.3.3 LVDSL Evaluation 

In order to evaluate the effectiveness of L VDSL it is necessary to compare it with 

currently used logic styles. Such logic styles include complementary CMOS, DPL, 

SRPL, CPL, and DCVS. A full-adder implementation is used to compare the different 

logic styles. The logic tree used for the full-adder is shown in Fig. 7.23. This tree was 

used in L VDSL, SRPL, CPL, and DCVS. The logic configuration used for DPL and 

CMOS can be found in [60] and [59], respectively. A fanout of 1, uniformly 
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distributed input vectors, and a clock frequency of 200MHz are assumed. For a supply 

voltage of 1.2V, Table 5.4 shows the delay, power, and energy of various full-adder 

implementation normalized with respect to LVDSL-2. Clearly, for its operating range, 

LVDSL performs the best in terms of delay, power, and energy. 

Corry Tree Sum Tree 
Figure 7.23. Full-adder differential logic tree 

Table 7.3. Full-adder Performance at V0 o=l.2V Normalized to LVDSL2 

LVDSL2 CMOS DPL SRPL CPL DCVS 
Delay 1 5.71 3.03 2.19 3.11 5 

Power 1 3.62 0.96 0.90 0.76 1.30 
Enerl!V 1 20.70 2.91 1.97 2.36 6.52 

LVDSL is also evaluated in terms of area Fig. 7.24 shows the layout two D-type flip­

flops (DFFs). Fig. 7.24(a) shows the layout of a OFF implemented in conventional 

CMOS, while Fig. 724(b) shows the layout of a OFF implemented in L VDSL. As the 

figure reveals, the LVDSL DFF occupies 10% less area than a conventional OFF, 

although L VDSL requires differential inputs and outputs. 
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Figure 7.24. D-type flip-flop implemented in (a) conventional CMOS and (b) LVDSL 

7.4 Low-Power Digital Logic in PLL Architectures 

7 .4.1 Fast Lock ~ PLL Implementation 

L VDSL has been used to implement the digital U as well as the digital control 

circuitry in the ~ PLL architecture proposed in chapter 5. Fig. 7 .25 below compares 

the L VDSL implementation with the conventional CMOS implementation. The delay 

on both the L VDSL and the conventional CMOS were set to be equal. As the figure 

reveals, L VDSL is capable of reducing the power product of the digital modulator by 

an additional 35% even if pipelining and voltage scaling are used in the conventional 

CMOS implementation. Since the delays are set to be equal and both operate at the 

same frequency (13MHz), it can be said that the LVDSL implementation exhibits 35% 

less energy-delay product than the conventional CMOS implementation. Note that 

L VDSL exhibits power savings despite the fact that differential signals are used, which 

means that the switching activity of the L VDSL implementation is double that of the 

conventional CMOS implementation. 
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Figure 7 .25. Comparison of L VDSL and conventional CMOS for U modulator 
implementation 

7 .4.2 Fast Lock Digital PLL Implementation 

Sc2L and CPCL have been used to implement the digital logic in the fast lock digital 

PLL implementation. CPCL has been used in driving heavily loaded lines such as 

driving the output of the counter to the shift register as well as the accumulator. The 

adder in the accumulator was implemented as a carry ripple adder. The three 

implementations listed in chapter 6 (IEEE 802.11 wireless LAN implementation, 

DECT handset implementation, and DECT base station implementation) are all re­

implemented using SC2L. The results of these implementations are shown in Fig. 7 .26. 

Recall that in the DECT base station implementation, eight pipelined counters were 

used. 
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Figure 7.26. Sc2L implementations of fast lock digital PLL for (a) IEEE 802.11, (b) 

DECT handset, and (c) DECT base station 

7.6 Conclusions 
It has been demonstrated that SLL has great potential for high-speed low-power 

applications. Two implementations of this new class of dynamic logic gates, SC2L and 



CHAPTER 7. WW-POWER, HIGH-PERFORMANCEDIGITALARITHMETIC 138 

CPCL. have been shown to have complementary qualities. SC2L can be used to 

implement dense datapaths with short interconnects, while CPCL consumes large area. 

but can drive large loads efficiently. Full-adder implementations of SC2L and QSC2L 

have been shown to exhibit an order of magnitude less power-delay product with 

respect to other logic families. Furthermore, asynchronous pipelining can be used to 

connect SC2L gates together without introducing any special circuitry. An 8-bit CRA -based on this pipelining strategy has been fabricated, tested and found to operate up to 

727MHz while dissipating 2.34mWofpower. 

A static differential logic family. L VDSL, has also been described. L VDSL has 

been demonstrated to work at very low supply voltages while achieving lower power­

delay products than other static logic families. A full-adder implementation of L VDSL 

has been shown to exhibit lower power, delay, and energy than most other logic 

families. A D-type flip-flop has also been demonstrated to achieve lower area than a 

D-type flip-flop implemented in conventional CMOS. 

It has been demonstrated that when the proposed logic families are used to 

implement the digital portions of the PLLs proposed in chapters 5 and 6, power savings 

ranging from 35% to 82.5% are possible. This comes at no extra delay penalty. 



Chapter 8 

Summary and Conclusions 

The design and analysis of agile frequency synthesizers have been detailed in this 

thesis. The frequency synthesizer designs have all been based on the phase-locked loop 

(PLL) structure. This led to two new frequency synthesizer structures. One is based on 

a Li PLL, while the other is based on digitizing portions of the PLL. 

In the theoretical analysis of PLLs, spurious performance and lock time were 

analyzed. Closed form expressions predicting the spur location and strength have been 

developed using Fourier Series analysis. These expressions have been developed for 

both the uncompensated fractional-N PLL as well as the analog compensated 

fractional-N PLL. The effects of varying the compensation pulse parameters, for the 

case of the analog compensated fractional-N PLL, have been investigated. The closed 

form expressions were then validated through simulations. The lock time performance 

of PLLs has also been analyzed in detail. Previously, only linear models for PLLs have 

139 
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been used in order to predict the locking behaviour of PLLs. In this study, a nonlinear 

time-domain based approach has been adopted in order to better understand the 

frequency locking phenomenon in PLLs. Bounds on expressions of frequency lock 

time have been developed. Phase locking phenomena have also been investigated. It 

has been determined that there seems to be an optimal trajectory in which the phase 

lock time of the PLL is minimized. 

In the design of the first PLL, a conventional MASH ~ fractional-N PLL was 

developed. The design was optimized for GSM and GPRS wireless communications 

standards. It has been demonstrated that sigma-delta modulation has succeeded in 

significantly reducing the spurs, but not completely eliminating them. The spur levels, 

however, meet the GSM and GPRS specifications. The power consumption of the ~ 

PLL has been dominated by the divider. In future designs, lower power can be 

achieved by using less current in the prescaler. The effect of using a constant seed has 

been investigated. A constant seed did not succeed in eliminating the spurs as 

anticipated. To completely eliminate the spurs generated by the fractional-N divider, 

different architectures must be explored. 

In order to improve upon the MASH U PLL design, a wideband phase-locked loop 

(PLL) modulator for wireless applications is reported. This modulator is based on PLL 

fractional-N frequency synthesis techniques along with sigma-delta modulation to 

randomize fractional-N spurs. A modified sigma-delta function allows for suppression 

of sigma-delta noise at lower frequencies, and hence allows for wider loop bandwidth. 

Also, sigma-delta quantization noise is reduced by using fractional division ratios. 

Low-power and low-area algorithmic techniques are used in the modified sigma-delta 

modulator in order to make it a feasible option. The wide bandwidth of 200KHz also 

makes the proposed U PLL suitable for closed loop modulation purposes. 

In chapter 6, a simple yet effective method of reducing the lock time has been 

demonstrated. It has been shown that the lock time and frequency resolution trade-off 
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can be performed in the digital domain, as opposed to the analog domain. The 

advantage of this is that in the digital domain, the trade-off deals with the area and 

power penalties incurred for extra performance gains. The PLL,s lock time and 

frequency resolution are, therefore, independent of the loop filter parameters, which 

enables a drastic reduction in loop filter sizes. This enables a fully integrated solution. 

The digital PLL architecture has been shown to be effective for low frequency 

resolution standards such as cordless and wireless LAN standards. For high frequency 

resolution standards, such as GSM, the architecture can only be used as a frequency aid 

circuit. The cost of fine resolution becomes excessively high in terms of area penalty 

as well as lock time. A simple, yet effective means of reducing the phase lock time is 

achieved by resetting the counters in the frequency divider at the first positive edge of 

the reference input after the digital PLL has acquired frequency lock to within its 

resolution. 

Finally, power reduction on the two previously designed PLLs has been attempted 

by changing the underlying digital logic families used to implement the digital portions 

of the PLLs. A new class of logic families, called swing limited logic (SLL), has been 

demonstrated that it has great potential for high-speed low-power applications. Two 

implementations of this new class of dynamic logic gates, Sc2L and CPCL, have been 

shown to have complementary qualities. Sc2L can be used to implement dense 

datapaths with short interconnects, while CPCL consumes large area, but can drive 

large loads efficiently. Full-adder implementations of Sc2L has been shown to exhibit 

an order of magnitude less power-delay product with respect to other logic families. 

A static differential logic family, L VDSL, has also been described. L VDSL has 

been demonstrated to work at very low supply voltages while achieving lower power­

delay products than other static logic families. A full-adder implementation of L VDSL 

has been shown to exhibit lower power, delay, and energy than most other logic 

families. A D-type flip-flop has also been demonstrated to achieve lower area than a 

D-type flip-flop implemented in conventional CMOS. 
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It has been demonstrated that when the proposed logic families are used to 

implement the digital portions of the PLLs proposed in chapters 5 and 6, power savings 

ranging from 35% to 82.5% are possible. This comes as no extra delay penalty. 



Appendix A 

1.2 GHz l:A Fractional-N 

Synthesizer Design Specification 

1. Introduction 

The PYRAMID Integrated Circuit is a single channel synthesizer, a main high 

frequency fractional channel. The main channel operates up to 1.2GHz. This part is 

designed primarily as a proof of concept of the sigma-delta ~) fractional N 

synthesizer concept. 

2. Features 

1. 0.35 Micron BiCMOS 

143 
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2. Fractional Main Loop to 1.2 GHz maximum frequency 

3. Main Loop fractional division ratio: 

4. Multifunction Lock detect output 

5. Direct Access Sigma-Delta input/output 

6. 3 Volt Charge Pumps 

7. Ultra-Fast Lock time speedup mode for Main Loop. 

8. 24 pin CSP package 

9. Programmable charge pump DC current levels 

10. Prescaler: 8/9/16/17 

11. Sigma-Delta fractional compensation method maintains better than 30 dB of 

additional suppression across the entire band. 

3. Block Diagram 
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4. Electrical Interface 

4.1 Pin Assignments 

24 23 22 21 
100000020 
200 019 
3Q 01s 
40 011 

50 016 
60 015 
10 014 

so 0000013 
9 10 11 12 

Figure A.1. 24 Pin Chip Scale Packaging (top view) 

4.2 Terminal Functions 

Table A. l. Chip pin list 

CSPPin# Symbol Function Description 
1 GCPM -- Main Charge Pump Ground 
2 PHP 0 Main Charge Pump Output 
3 VCPM I Main Charge Pump DC Supply 
4 GPSM -- Main Prescaler Ground 
5 RFMN I Main Channel RF in out <Differential +) 

6 /RFMl'l I Main Channel RF inout (Differential -) 
7 VPSM I Main Prescaler DC Suoolv 
8 STRB I Serial Interface Strobe 
9 DATA I Serial Interface Data 
10 CLK I Serial Interface Clock 
11 GDIG - Digital Ground 
12 LDET 0 Lock Detect Outout 
13 VDIG I Disrital DC Suoolv 
14 GREF - Reference Buffer Ground 
15 REFI I Reference Buffer Inout 
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16 SD BIT0 I u\ Bypass Inout bit 0 
17 SD BITI I l:A Bypass Input bit 1 
18 SD OUTI 0 ~ Output Bit 1 
19 vcxo I Main Reference Buffer DC Supply 
20 VDD SD I :EADCSunnlv 
21 SD_OUT2 0 :EL\ Output Bit 2 
22 SD BIT2 I 2:8. Bypass Inout bit 2 
23 RSET - Charge Pump Current Setting Resistor 
24 SWM 0 Soeeduo Switch - Main 

5. Specifications 

5.1 Absolute Maximum Ratings 

Table A.2. Absolute Maximum Ratings 

Parameter Symbol • Value Unit 
Min. Max 

Supply Voltage Vee -0.3 +6.0 V 
Volta_ge aoolied to any other pin VIN -0.3 Vec+0.3 V 
Maximum RF Level to RF pin +8 dBm 
Power Dissipation Po 1000 mW 
TA= 2s0 c 
Outout Current ( continuous) loUT 250 mA 
AC Input Voltage Vee Vpp 

DC Current to anv I/0 pin IMAX -10 +10 mA 
Storage Temperature TsTG -55 +125 oc 

Lead Temperature (soldering, l0sec.) TL +300 oc 

Ambient Operating Temperature TAMB -20 +75 oc 
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5.2 DC Electrical Characteristics 

Table A.3. Recommended DC Operating Conditions 

Recommended Operating Conditions 
Parameter Symbol Condition Value Unit 

Min. Typ. Max. 
Power Supply Vee 2.6 3.0 3.3 V 
Operating Temperature TA -20 +75 oc 

Table A.4. DC Current Characteristics 

Current Characteristics 
Parameter Symbol Condition Value Unit 

Min. Typ. Max. 
Regulated Voltage Yset Rset=20KQ 1.0 V 

External Resistor to Rset 16 20 24 Kn 
Ground 
Supply Current 1 Ice 
Supply Current 2 , 

Sleep mode 
Comments: 
1) Average Current 
2) All Digital input pins and other control si~als are set to zero volts for this measurement. 
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Table A.5. Reference Channel Characteristics 

Reference Channel 

TA=25°C (note 3.4), Vcc=2.85 V unless otherwise specified 

Parameter Symbol Condition Values Unit 

Min. Typ. Max. 

Operating Frequency FREFI Comment l 3.25 13 20 MHz 

Input Resistance RREFI 15 20 24 K.Q 
• 

Input Capacitance CREFI 5 PF 

Input Voltage VREFI ZsoURCE=l Kn 0.5 1.0 2.0 Vpp 

Input Duty Cycle 45 50 55 % 

Comments: 

1) Max and min limits are for design purposes only. 13MHz is the nominal input frequency 

Table A.6. Reference Clock Buffered Output Description 

Reference Clock Buffered Output 

TA=25°C (note 3.4), Vcc=2.85 V unless otherwise specified 

Parameter Symbol Condition Values Unit 

Min. Typ. Max. 

Operating Frequency FREFO 3.25 13 20 MHz 

Output Impedance ZREFO 300 n 
Output Level VREFO Comments 1,3,4,5,6 VREFI 1.5 Vpp 

Harmonic Suppression Comments 1,3,6 -20 dB 

Spurious Outputs Comments 1,3,6 30 dBc 

Reverse Isolation Comments 2,3 -20 dB 
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Comments: 

1) ZLOw=:27pF113.3K @13MHz, ZsoURCE=50Q, with 0.7 Vpp since input. 

2) ZsoURCE=50Q, ZLOw=:3000 @ 13MHz 

3) Measured with lOOOpF DC blocking capacitors at the input and output 

4) Reference Buffered output is not inverted with respect to the input. 

5) Reference Buffered output does not have to be linear with respect to input. 

6) A shunt tank circuit consisting of a 150 pF capacitor in parallel with a luH inductor is placed between 

the output and the load. The capacitor is of the ceramic 0402 or 0603 type and the inductor will have 

typical Q>35@50MHz, for example: TOKO 1008CS-102XKBC 
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5.3 Digital Characteristics 

Table A. 7. Clock, data, and strobe signal level specifications 

CLK, DATA, STROBE Signal Levels 

TA=25°C (note 3.4), Vcc=2.85 Vunless otherwise specified 

Parameter Symbol Condition Values Unit 

Min. I Typ I Max. 

CL~ DATA, STROBE 

Input Logic Voltage v[H Input Logic High 0.8xVcc Vcc+0.3 V 

VIL Input Logic Low -0.3 0.2xVcc V 

Input Logic Current Im VIH -5 +5 uA 

IIL VIL -5 +5 uA 

5.4 Timing 

TA=25°C, Vcc=3.0 unless otherwise specified. 

Table A.8. Digital Timing specification. 

Parameter Min Typ. Max Unit 

(See figure 4) 

fcLOCK frequency, CLOCK 13 13 l\ffiz 

tF Fall time, CLOCK 8 ns 

tR Rise time, CLOCK 8 ns 

tsu_CLOCK Set up time, STROBE low 10 ns 

before CLOCKt 

Clock Duty Cycle • 30 50 70 % 
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Figure 6.2. Digital Timing Specification 

6.1 Serial Programming Description 

The serial control hardware input consists of a standard 3-wire serial port interface bus, 

comprised of DATA, CLK and STROBE signals. These signals are used to input 24 bit 

control words to the chip. The control words contain information for programming the 

synthesizer, according to the protocol described in this document. 
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Figure A.2 describes the timing diagram for the serial input. When STROBE is 

low, data present on the DATA line is shifted into the integrated circuits (IC) serial 

register on the positive edges of the CLK signal. When STROBE goes high, data 

present in the serial register is latched and remains stable for any further clock cycles as 

long as STROBE remains high. Depending upon address bits formatted into each 

control word, the other data in the control word is routed into different working 

registers in the IC. Data is entered into the serial register in MSB first format. 

At power up, the IC working Registers shall be in a default state ( according to the 

tables described in this document) and shall not change until new control data is 

clocked in on the serial bus. 

Data Definition: 

MSB LSB 

FIRST IN LAST IN 

BIT 2 2 2 2 l l l l 1 1 l 0 0 0 0 0 0 0 0 0 0 

3 2 0 9 8 7 6 5 4 3 2 1 0 9 8 7 6 5 4 3 2 0 

A WORD - Sigma Delta Input 
BIT 2 2 2 2 l l l l l 1 l 0 0 0 0 0 0 0 0 0 0 

3 2 1 0 9 8 7 6 5 4 3 2 0 9 8 7 6 s 4 3 2 1 0 

A FN 

DEF O O O O O O 1 1 l 1 l 1 0 0 0 0 0 0 1 

FN Fractional division ratio. Default set to 2/65 fractional ratio.• Prgram 23 bits from 24 bits (LSB not 

programmed and set to 0, A=FN/2) 

A A word select 
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B WORD - Main Loop Update 
BIT 2 2 2 2 

3 2 1 0 

ADDRESS 

DEF 1 0 0 0 

ADDRESS 

SED 

NMU 

CTI. 

SU 

l 1 I 1 1 1 0 0 0 0 0 0 0 0 0 0 

9 8 7 6 5 4 3 2 1 0 9 g 7 6 s 4 3 2 0 

Not used SEO NMU CTL s 
u 

X X X X 0 0 0 0 0 0 0 1 1 0 

B word select 

Seed of Sigma Delta. This number is decoded into a 16 bits number (2 ) and 

added to FN. 

Main divider division ratio (Default=75 -> A=3, B=9 when the prescaler division 

ratio is 8) 

Mode control for digital compensation scheme. OO=extemal bypass, 

Ol=accumulator, 10=2nd order sigma-delta, 11=3rd order sigma-delta 

Main loop speed up mode. ''O"=disable, "I "=enable 

C WORD - Main Loop Setup 
BIT 

21212 12 
3 2 l 0 

ADDRESS 

DEF 1 I O I O I 1 

ADDRESS 

CPM 

Mp 

Rd 

Pl 

Sd 

PE 

Pb 

PRO 

111111111111111 
9 8 7 6 5 413 2 

1 11 
1 0 

Not used Rd PRO 

C word select 

0 0 

9 8 

p s 
1 d 

1 0 

0 

7 

p 

b 

Main Charge pump Current ratio setting. Per Table 1. 

Main Prescaler Setting: 1=8/9, 0=16/17 

CPM 

0 0 0 

2 1 0 

M p 

P E 

X 1 l 

Main Reference Divider Setting: (O,O)=div-by-1, (0,1) or (l,O)=div-by-2, (1,l)=cliv­

by-4 

Main Charge Pump DC Power "O"=Power Down, "I "=Power Up 

Speedup charge control .. O"=software control, "l"=STRB pin control (see 

Comment 1) 

Main Prescaler DC Power "O"=Power Down, "I "=Power Up 

Reference Input Buffer Amplifier Power up/down. "I "=Power up, "O"=Power 

down 

Main PFD Reset Delay (00=6ns. 01=8ns, lO=lOns, 11=12ns) 
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D WORD - Main Loop Setup 2 
BIT 2 2 2 2 1 

3 2 0 9 

1 

8 

1 

7 

1 1 1 

6 5 4 

1 1 

3 2 

1 

1 0 

0 

9 

0 

8 

0 0 0 0 0 

7 6 S 4 3 

0 

2 

0 0 

0 

ADDRESS 

DEF 0 

ADDRESS 

tm 

hm 

te 

tg 

te tg H 

m 

0 X O O O O O O O 0 

D word select 

tm 

0 1 0 0 0 1 0 1 0 0 

Counter value for speedup mode (default=lOOusec -> tm=1300 for 13MHz 

reference) 

Hold main loop in speedup mode forever if hm='T', otherwise use timer ™ if 

Toggle Enable. "I "=Enable toggle mode, .. O"=Use Main PFD lock detector LD 

Toggle Mode. If "te" bit is set to "Toggle mode", and the ''tg" bit is set to "1" then 

LD pin puts out a logic high state, if ''O" then LD pin puts out a logic low state. If 

the "te" bit is not set to ''Toggle Mode," then the "tg,. bit is ignored. 

H WORD - Test mode word 
BIT 2 2 1 1 1 1 1 1 1 0 0 0 0 0 0 0 0 0 0 

3 2 0 9 8 7 6 5 4 3 2 1 0 9 8 7 6 s 4 3 2 0 

ADDRESS Test mode 

DEF 0 X X X X X X X X X X X X X 0 0 X X X 

ADDRESS H word select 

H[4] If H[4]=1, external seed value to sigma-delta is written through the DATA pin. If 

H[ 4 ]=O, external seed value from DATA pin is inhibited. 

H[3] If H[3]=1, reset the sigma-delta each time a new channel is selected. If H[3]=0, 

reset sigma-delta only on power up. 
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Table A.9. Charage pump current ratio settings 

Charge Pump Current Ratio (Isa=VsETIRsET) bias current for charge pumps 

BIT lPHP BIT lPHPSU 

6 5 4 3 

0 0 16xlsET 0 0 64xJsET 

0 1 12xlsET 0 1 48xJsET 

1 0 8xlsET 1 0 32xlsET 

1 1 4xlsET 1 1 16xlsET 

7. Notes 

This section contains comments about any conditions, parameters or requirements that 

are applicable to PYRAMID and may not be described in the specifications. 

7.1 General 

1. Speedup Mode Additional Requirements. When leaving the speedup mode, it is 

strongly desired that the loop should not break the phase lock during the transition 

from speedup mode to normal mode. The transient response as a result of switching 

from speedup to normal mode can cause the speedup mode to be ineffective. 

2. Reprogramming Serial Registers. In high reliability systems, user may want to 

periodically refresh the serial control registers, without changing the content of 

these registers. If a user continuously reprograms a control word with the same 

frequency/control data (i.e. there is no change in frequency), when there shall be no 

transient response in phase lock during the reprogramming events. 
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3. Lock Time, Main Channel. A goal of the PYRAMID is to meet 140uSec (to 

within 100 Hz) lock time for General Packet Radio Service (GPRS) timing 

requirements. This lock time should be attained using the loop filters suggested in 

Appendix.B. 

4. RMS Phase Error shall be calculated when necessary, using the following 

formula: 

180 0.5xBW 

<PRMs =- 2x f L(f)df 
1r 10 

(degrees) 

Where: BW= The GSM channel bandwidth (200KHz) 

L(t)=The SSB phase noise (in dBc/Hz) vs. frequency offset from the carrier (f). 

7.2 Operational 

1. Charge pump Polarity reversal feature. 

Main Charge pump shall have only a positive VCO tuning voltage slope. 

7.1 Specifications 

1. RF input sensitivity for the Main channel. The "RF input sensitivity" line item 

for the Main channel assumes that the RFMN pin is AC coupled through an 

extemal lOOOpF ceramic 0402 multilayer chip capacitor. 

2. Specification Guaranteed over temperature by simulation only when this note is 

referenced. 

3. Fractional and Reference Spurious. Fractional and Reference spurious are 

dependent upon external loop filter component characteristics, tolerances and PCB 

layout, which are selected by the IC user, rather than the IC designer, these 

specifications are guaranteed only by simulation using commerically available 

lumped element external component models. 
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8. Pyramid Test Modes 

Table A.IO. PYRAMID Test Modes Table 

# TestNaine Test Description Test Vector 1[9:0] 

1 NORMALMODE Rerular ooerating mode OOOxxOlOOO 

2 RESETMODE Software RESET lxxxx xxxxx 

3 LD Directs internal LD net to LD OUT pin OxxxxOIOOO 

4 MIN Directs Main Prescalar Output to TEST PIN OOOxxxOOOO 

5 M_REF_DN Directs Main Ref Divided Output to the TEST Oxxxx xOOOl 

PIN 

6 M_CNTB Directs Main B Counter (6 bits) Output to OxxxxxOOlO 

TEST PIN 

8 M_CNTA Directs Main A Counter (3 bits) Output to Oxxxx xOOl 1 

TEST PIN 

9 MLD Directs Main LD output to TEST PIN Oxxxx xOlOO 

10 M UP Directs Main PFD UP output to TEST PIN Oxxxx x0101 

11 MDN Directs Main PFD DN outout to TEST PIN Oxxxx xOl 10 

12 M_SPU_EN Directs MAIN Speed Up enable signal to Oxxxx xOl 11 

TEST PIN 

13 TEST_PIN_HIGH Sets the TEST PIN to high to set voltage lev- Oxxxx xlOIO 

els during DC test 

14 TEST_PIN_LOW Sets the TEST PIN to low to set voltage Oxxxx xlOl 1 

levels during DC test 

15 REF IN Directs Ref Output to the TEST PIN Oxxxx xlOOl 

16 MSPU_PULSE Directs Main Loop Speedup Enable Pulse to Oxxxx xllxO 

theTESTPIN 

17 M_INSEL Allows override of Main prescalar and uses OIOxx xxxxx 

DATA pin shrnal injected into main counter 

18 REF SEL Allows override of Main Ref clock by DATA Ollxx xxxxx 
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Din signal. 

19 M_LDSEL Allows input from the DATA pin to test Main Oxxxx 11000 

LKDET circuit which includes the pulse fil-

ter and the delay counter to show that it's in 

lock. 

20 CPUMP _NORM_BOTH Allows all pumps to be in their normal operat- Oxxll 11110 

ing state and in both up and down pumping 

mode. This allows ability to test current 

matching 

21 CPUMP_NORM_UP Allows all pumps to be in their normal operat- OxxOl 11110 

ing state and up pump mode. 

22 CPUMP _NORM_DN Allows all pumps to be in their normal operat- OxxlO 11110 

ing state and down pump mode 

23 CPUMP _NORM_Z Allows all pumps to be in their normal operat- OxxOO 11110 

ing state and high Impedance. This allows 

ability to test CPUMP leakage. 

24 CPUMP _SPU_BOTH Allows main pump to be in speed up Oxxll 11111 

operating state and in both up and down 

pumping mode. This allows ability to test 

current matching 

25 CPUMP _SPU_UP Allows main pump to be in speed up OxxOl 11111 

operating state and up pump mode . 
• 26 CPUMP_SPU_DN Allows main pump to be in speed up OxxlO 11111 

ooerating state and down pumo mode 

27 CPUMP_SPU_Z Allows main pump to be in speed up operat- OxxOO 11111 

ing state and high Impedance. This allows 

ability to test CPUMP leakage. 

28 TST_SD_BITO Allows bit0 of sigma-delta output to be routed 0xxxxx 01101 

to the TEST PIN 

Bits other than 1[9:0] are used in thefollowim! test modes 

50 PFD R SEL Allows bypassing main loop PFD reference 1<10> = 1 (enable) 
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~ignal by bit I<lO> and using DATA pin input 

as the reference shmal for main loop PFD 

52 SD_OUI'_SEL Allows selection of either external data B<2:1>= 

(through pins SD_BITO, SD_BITl, and 00:bypass SD by 

SD_BIT2) or an nth order sigma-delta output SD_BP 

(where n=l,2,3) 01: accumulator 

10: second order SD 

11: third order SD 

53 SD_RESET Allows the sigma-delta modulator to be reset H<3> = 0 (reset on 

either whenever channel switches, or only on power-up only) 

power-up. 

54 SD_EXT_SEED Allows an external dynamic seed to be fed H<4> = 1 (enable) 

into the sif!llla-delta. 
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9. Test Configurations 

The purpose of this appendix is to define test conditions under which certain parameters 

are to be measured. 

Test Condition 1: Current, Spurious and Phase Noise 

Setup: 

VCC=3.0 volts, temperature=25C 

Reference input frequency: 13MHz source per specification 

Reference Buffer enabled: output load per Figure B.2 

Rset=20K 

Main Channel: 

Enabled, Locked Normal Mode Charge Pump. 

Center frequency 975.4MHz, fpro=13MHz 

Fractional number: 2/65, Division ratio (NMU) = 75 

Normal Mode Charge Pump Current Setting: 4X (0.2mA) 

Loop Filter: 

VCO Gain: 40MHz/V 

Suggested VCO: MuRata MQE 961-554 
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R3 

R2S Cl C3 

R2N 
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Test Condition 2: Lock Time 

Setup: 

VCC=3.0 volts, temperature=25C 

Reference input frequency: 13MHz source per specification 

Reference Buffer enabled: output load per Figure B.2 

Rset=20K 

Main Channel: 

Enabled, Locked Normal Mode Charge Pump. 

Start Frequency: 890MHz (NMU=68, FN=30) 

Stop Frequency: 915MHz (NMU=70, FN=25) 

FPFD = 13MHz 

Fractional number (FN) = 30 to 25 

Normal Mode Charge Pump Current Setting: 4X (0.2mA) 

Speedup Mode Charge Pump Current Setting: 16X (0.8mA) 

Speedup Mode time: lOOuSec 

Loop FilterNCO: Same as Configuration 1. 

Test Condition 3: Current, Spurious and Phase Noise 

Setup: 

VCC=3.0 volts, temperature=25C 

Reference input frequency: 13MHz source per specification 

Reference Buffer enabled: output load per Figure B.2 

Rset=20K 

Main Channel: 

Enabled, Locked Normal Mode Charge Pump. 

Center frequency 975.4MHz, fpFD=3.25MHz 

Fractional number: 8/65, Division ratio (NMU) = 300 

Normal Mode Charge Pump Current Setting: 4X (0.2mA) 

162 
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Loop Filter: 

VCO Gain: 40MHz/V 

Suggested VCO: MuRata MQE 961-554 
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Test Condition 4: Lock Time 

Setup: 

VCC=3.0 volts,. temperature=25C 

Reference input frequency: 13MHz source per specification 

Reference Buffer enabled: output load per Figure B.2 

Rset=20K 

Main Channel: 

Enabled, Locked Normal Mode Charge Pump. 

Start Frequency: 890MHz (NMU=273 ... FN=55) 

Stop Frequency: 915MHz (NMU=281., FN=35) 

FPFD = 3.25MHz 

Fractional number = 0 

Normal Mode Charge Pump Current Setting: 4X (0.2mA) 

Speedup Mode Charge Pump Current Setting: 16X (0.SmA) 

Speedup Mode time: lOOuSec 

Loop FilterNCO: Same as Configuration 1. 
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10. Fractional Channel Number 

The purpose of this appendix is to list the valid list of binary values for the fractional 

values used in PYRAMID. 

Numerator of fraction (denominator Binary ZclUivalent (24 bits) 
i• 65) 

1 000000111111000000111111 
2 000001111110000001111110 
3 000010111101000010111101 
4 000011111100000011111100 
5 000100111011000100111011 
6 000101111010000101111010 
7 000110111001000110111001 
8 000111111000000111111000 
9 001000110111001000110111 

10 001001110110001001110110 
11 001010110101001010110101 
12 001011110100001011110100 
13 001100110011001100110011 
14 001101110010001101110010 
15 001110110001001110110001 
16 001111110000001111110000 
17 010000101111010000101111 
18 010001101110010001101110 
19 010010101101010010101101 
20 010011101100010011101100 
21 010100101011010100101011 
22 010101101010010101101010 
23 010110101001010110101001 
24 010111101000010111101000 
25 011000100111011000100111 
26 011001100110011001100110 
27 011010100101011010100101 
28 011011100100011011100100 
29 011100100011011100100011 
30 011101100010011101100010 
31 011110100001011110100001 
32 011111100000011111100000 
33 100000011111100000011111 
34 100001011110100001011110 
35 100010011101100010011101 
36 100011011100100011011100 
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37 100100011011100100011011 
38 100101011010100101011010 
39 100110011001100110011001 
40 100111011000100111011000 
41 101000010111101000010111 
42 101001010110101001010110 
43 101010010101101010010101 
44 101011010100101011010100 
45 101100010011101100010011 
46 101101010010101101010010 
47 101110010001101110010001 
48 101111010000101111010000 
49 110000001111110000001111 
50 110001001110110001001110 
51 110010001101110010001101 
52 110011001100110011001100 
53 110100001011110100001011 
54 110101001010110101001010 
55 110110001001110110001001 
56 110111001000110111001000 
57 111000000111111000000111 
58 111001000110111001000110 
59 111010000101111010000101 
60 111011000100111011000100 
61 111100000011111100000011 
62 111101000010111101000010 
63 111110000001111110000001 
64 . 111111000000111111000000 
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11. Frequency Plan of Pyramid 

The purpose of this appendix is to give a sample of possible operating frequencies for 

PYRAMID assuming a 13MHz input reference frequency. 

Prescaler Division Reference Division FMIN FMAX 

Ratio Ratio 

1 728MHz >l.2GHz 

8/9 2 364MHz >1.2GHz 

4 182MHz >l.2GHz 

1 Cannot be used ( out of range) 

16/17 2 Cannot be used ( out of range) 

4 780:MHz >l.2GHz 
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12. Operating Modes of the Digital l:L1 Modulator 

Digital Sigma-Delta Modulation techniques can be applied to fractional-N PLLs in 

order to digitally compensate for fractional spurs. The advantage of this technique over 

analog compensation is that it avoids the limitation of reduction of fractional spurs due 

to device mismatches. Indeed, digital sigma-delta modulation, when applied to 

fractional-N PLLs, has been shown to be able to achieve lower spurious levels for the 

same PLL loop parameters. 

The Digital Sigma-Delta Modulator (DSDM) built for the PYRAMID project was 

constructed in such a way as to be as flexible as possible. It was pipelined to achieve a 

maximum operating frequency of 65MHz. This high speed can alternatively be traded­

off for lower power consumption by reducing the power supply of the DSDM. Two 

control bits (which can be programmed through the serial interface) can choose 

between a first, second, or third order DSDM, according to Table E. l listed below. A 

first order DSDM is simply an accumulator with the carry out signal added to the 

division ratio (NMU). This is the same as a conventional uncompensated fractional-N 

PLL. Second order sigma-delta achieves spur randomization, at the expense of an 

increase of phase noise by 20dB/decade (at the VCO output). Third order sigma-delta 

achieves even more randomization of fractional-N spurs, at the expense of higher 

increase of phase noise, a 40dB/decade increase of phase noise (at the VCO output). 

Note that an external bypass option is inserted, where the entire sigma-delta modulator 

is bypassed, and instead, an external 3-bit value is fed into the adder preceding the 

digital divider. 
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Table A.11 Operating modes of the Digital Sigma-Delta Modulator (DSDM) 

Control Bits 
00 External 
01 
10 
11 Third-order Si 

The output of second and third order sigma-delta modulators differ from the first order 

sigma-delta in that their outputs may be positively or negatively valued. The maximum 

output range of each modulator order is listed in Table E.2. In order to efficiently code 

the output of each modulator order, the binary codes listed in Table E.3 were used. 

Note that if an external bypass value is to be used instead of the sigma-delta modulator 

output, it still must adhere to the codes listed in Table E.3. 

Table A.12. Output Range of the DSDM 

Sigma-Delta Modulator Output Range 
Order Minimum Maximum 

First Order 0 1 
Second Order -1 2 
Third Order -4. 3 

Table A.13. Binary Coding Scheme used in DSDM 

Value Binary Code 
4 100 
3 011 
2 010 
1 001 
0 000 
-1 111 
-2 110 
-3 101 
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Two modes exist for resetting the sigma-delta. In the first mode, the sigma-delta is 

reset only on power-on. In the second mode, the sigma-delta is reset whenever there is 

a new channel selection. The impact of either option on the output spectrum of 

PYRAMID still remains to be studied when the device is fabricated. 
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