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Abstract

In the field of navigation for autonomous vehicles, it is the responsibility of a local planner
to compute reference trajectories that are then be followed by a tracking controller. These
trajectories should be safe, kinematically feasible, and optimize certain desirable features
like low travel time and smoothness/comfort. Determining such trajectories is known as
the motion planning problem and is the focus of this work.

In general, the motion planning problem is intractable, and simplifications must be
made in order to compute reference trajectories quickly and in real time. A common
strategy involves adopting a simple kinematic model for the trajectory. However, overly
simplified models can lead to references that are infeasible for the vehicle. These are hard
for a tracking controller to follow resulting in large tracking error and frequent re-planning.
In contrast, lattice-based motion planning simplifies the motion planning problem by re-
stricting the set of allowable motions. In detail, lattice-based motion planning works by
discretizing the configuration space of a vehicle into a regularly repeating grid called a
lattice. The set of all optimal feasible trajectories between vertices of this lattice are pre-
computed and a subset called a control set is selected. Trajectories of this pre-computed
subset are then joined together online to form more complex compound maneuvers. Be-
cause trajectories between lattice vertices are pre-computed, the complexities of the motion
planning problem are considered offline. While not every trajectory is available to a lattice-
based planner, every trajectory that is available is feasible and optimal.

Selecting a control set is an important step in lattice-based motion planning since the
optimality of each element of the control set does not guarantee the optimality of com-
pound maneuvers. These control sets are often selected based on intuition and experience.
Broadly, the size of a control set has a positive effect on the quality of computed trajecto-
ries, but at the expense of run time performance. A control set is said to t−span a lattice
if trajectories between lattice vertices can be approximated to within a factor of t ≥ 1 as
compound maneuvers of elements of the control set. Given an acceptable allowance t ≥ 1
on the sub-optimality of compound maneuvers in a lattice, the problem of computing the
smallest control set that t−spans the lattice is called the minimum t-spanning control set
problem. In essence, this problem seeks to optimize a trade-off between the quality of
compound maneuvers and the time required to compute them.

This work details solutions and applications of the minimum t−spanning control set
problem in autonomous vehicle navigation. In particular, we first investigate an instance
of the problem that can be solved efficiently, provide an intuitive solution, and outline the
applications of this instance in the field of any-angle path planning in a two dimensional
environment.
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Next, we provide a novel method to compute trajectories that optimize an adjustable
trade-off between certain desirable features. The relative importance of each of these fea-
tures may differ by user, and the techniques developed here are able to reflect these pref-
erences. The NP-completeness of the general minimum t−spanning control set problem is
established here, and we present a mixed integer linear program that encodes the problem.
The trajectories we propose in conjunction with the mixed integer linear program, result in
a method to compute a minimum t−spanning control set whose elements are kinematically
feasible and reflect the preferences of a user if those preferences are known.

Finally, we consider the problem of simultaneously learning the preferences of a single
user from demonstrations and computing sparse control sets for that user. We propose
a technique to solve this problem that leverages a separation principle: first estimate the
preferences of the user based on demonstrations, then compute a control set of trajectories
that are optimal given the estimated preferences. We show that this approach optimally
solves the problem. Combining the work of this thesis results in a method by which tailored
control sets that reflect the preferences of a user can be determined from the demonstrations
of that user. These control sets have the following beneficial attributes: 1) each element of
the control set is optimal for the estimated preferences of the user, and 2) the control set
optimizes a trade-off between the quality of compound maneuvers between lattice vertices
– as defined by the estimated preferences of the user – and time required to compute them.
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Chapter 1

Introduction

As autonomous vehicles and car-like robots (which we also refer to as vehicles) become
increasingly important to modern society [42], so too does the need to develop safe, feasible,
possibly comfortable trajectories for them. In the �eld of motion planning, this need is
embodied by motion planning problem. At its highest level, the motion planning problem
is to compute trajectories that adhere to the kinematic and physical constraints of the
vehicle while simultaneously maximizing desirable properties like low travel times and
comfort [78]. During the course of a vehicles' movement, it is the role of a global planner

Figure 1.1: The role of the local planner in autonomous driving.

to compute an initial collision-free trajectory between start and goal con�gurations that
does not take into account the di�erential constraints of a vehicle [116]. This trajectory {
expressed as a sequence of global waypoints { is then re�ned by a local planner by solving
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the motion planning problem between waypoints. The result is a reference trajectory that
can be followed by a tracking controller [108]. The tracking controller computes a control
signal that allows the vehicle to follow reference. The process of computing and following
a reference trajectory { summarized in Figure 1.1 { is performed iteratively with the local
planner computing a new reference from the vehicles' current con�guration to its current
waypoint goal in accordance with a re-planning rule [108].

This work focuses on the local planner, in particular on the motion planning problem. In
general, this problem is intractable [3] owing in part to potentially complex vehicle models
which impede the calculation of Two Point Boundary Value (TPBV) problems. That is, it
may be di�cult to compute any kinematically feasible reference trajectory for the vehicle,
let alone one that maximizes desirable properties. Therefore, simplifying assumptions must
be made so that the local planner can quickly develop reference trajectories online.

Overly simpli�ed kinematic models result in infeasible reference trajectories [34] and
large tracking error [29, 64] that may necessitate frequent re-planning. In contrast, solving
TPBV problems online for complex models is computationally impractical. Lattice-based
motion planning simpli�es the motion planning problem by limiting the allowable trajecto-
ries. In detail, lattice-based planners works by discretizing the space of all possible vehicle
con�gurations into a countable set (orlattice) of regularly repeating con�gurations. Kine-
matically feasible trajectories between lattice con�gurations (orvertices) are pre-computed
in such a way as to maximize desirable properties. This is done in the absence of obstacles.
Finally, a subset of these trajectories called acontrol set is selected [76, 88, 90, 106]. The
elements of the control set { calledmotion primitives { can then be concatenated online
to form complex compound maneuvers that do not collide with obstacles.

Because vertex to vertex trajectories are pre-computed in lattice-based motion planning,
the complexities of the motion planning problem that arise from the kinematic model
are considered o�ine { thus removing the need to solve TPBV problems online. The
feasibility of a compound maneuver obtained by concatenating elements of a control set
can be guaranteed by ensuring the feasibility of each pre-computed element of the control
set. These observations are the foundation of Lattice-based motion planning, one of the
most common approaches to solving the motion planning problem [34, 106].

This work focuses two stages of lattice-based motion planning: the development of
kinematically feasible trajectories between lattice vertices that maximize desirable proper-
ties in the absence of obstacles, and the selection a control set. These two stages: lattice
trajectory generation, and control set selection are discussed here:
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Lattice Trajectory Generation In di�erential geometry, a planar curve (or just curve
in this work) is a function from a non-empty interval of R { called a parametrization {
to the plane. In this thesis, apath is a curve where the chosen parameter is arc-length,
while a trajectory is a curve parameterized by time. A curve is calledCk continuous if
it is continuous up to the kth derivative with respect to its chosen parametrization. On
the other hand, the curve is calledGk continuous, or geometrically continuous, if there
exists a parametrization for which the path isCk continuous [7]. Typically, a curve is
said to be Gk if it is Gk continuous, but not Gk+1 continuous. Geometric continuity is
a measure of smoothness of a curve independent of its parametrization but is equivalent
to the familiar notion of Ck continuity when the parameter selected is arc-length [7].
Observe that a trajectory is uniquely de�ned by a path together with a velocity pro�le
that governs movement along the path through time. That is, the velocity pro�le o�ers a
re-parametrization of a curve from arc-length to time dictated by the di�erential equation
ds=dt= v(s) for arc-length s, velocity pro�le v(s), and time t.

In this work, a method to compute trajectories between lattice vertices in the absence
of obstacles is presented. This process develops both a path and a velocity pro�le that
optimize a trade-o� between smoothness/comfort [78] and travel time [66, 121], though
the methods developed here can be used to consider other features as well.

Every path computation technique available in literature will produce a path that is at
leastG0 continuous. The paths developed in this work areG3 continuous. It will be shown
in Chapter 4 (Theorem 4.3.1) that this constitutes a necessary condition for the optimality
of a Gk-continuous path for many possible cost functions that balance a trad-o� between
comfort and travel time (e.g. those used in [66, 119, 121, 122]) .

Given a set of weights representing the relative importance of comfort and travel time
for a user, the technique presented here iteratively computes and re�nes a path and a
velocity pro�le to produce a trajectory that best represents the given weights. Critically,
because these trajectories can bepre-computed and saved for use in lattice-based motion
planning, the time required to compute these trajectories is of far less importance than the
space required to store them. The methods developed in this work are largely analytical
and it will be shown that a trajectory can be easily reconstructed online from only 19 stored
constants. This is potentially far less than the number of constants required to describe a
trajectory that was derived using purely numerical means. Indeed, a numerically-derived
trajectory is described by sampled states. Therefore, to describe a trajectory of length
10 meters with samples taken every 0.1 meters, 300 values would need to be stored: 100
samples� 3 states per sample (position inR2 and velocity). In this example, storing a
numerically-derived trajectory requires� 16 times more values than the proposed method.
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In addition to generating trajectories that optimize agiven trade-o� between comfort
and travel time (represented as a set of weights), this thesis also describes how to incorpo-
rate user demonstrations into the lattice trajectory generation process. In essence, given
a set of user demonstrations, a set of weights is computed that best describes the demon-
strations. These weights can then be used as inputs to the trajectory generation technique
described above, resulting in lattice trajectories that take into account the preferences of
a user. Once trajectories between lattice vertices have been computed, a control set is
selected. This process is discussed here.

Control Set Selection As a motivating example, consider the motion planning problem
of computing the shortest path between start and goal con�gurations of the form (x; y) 2
R2 when instantaneous changes in heading is permitted without penalization. In such
problems { called any-angle path planning problems [43, 75, 94] { shortest paths are
comprised of a sequence of collision-free straight lines. Consider a discretization of the
con�guration spaceR2 comprised of integer-valued (x; y) pairs arranged in a square lattice.
Example control sets for this lattice (red) and paths computed using these control sets
(blue) are illustrated in Figure 1.2. It can be shown that in the absence of obstacles,
the shortest path using the control set from the left image from any start to any goal in
the lattice will be no more than a factor of

p
2 from the length of the shortest path [75].

This error factor is decreased to� 1:08 using the control set in the right image [75]. It

Figure 1.2: Two example control sets (red) and shortest trajectories from start to goal
using these control sets (blue). Shortest trajectories are shown in gold.
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is observed in [12, 89] that thenumber of primitives in a control set favorably a�ects the
quality of the resulting paths but adversely a�ects the performance of an online search.
This observation motivates the following question: The control sets illustrated in Figure
1.2 result in a maximum error factors of

p
2; 1:08, respectively, but is there any smaller

control set that will achieve the same result?

In [89], the authors introduce the notion of at� spanning control set: a control set that
guarantees the existence of compound trajectories whose costs are no more than a factor
of t from optimal. For example, the control sets in Figure 1.2 will

p
2-span and 1:08-span

the lattice, respectively. The authors of [89] propose that an optimal control set for a
lattice is one with minimal size that, for a given valuet > 1, will t� span the lattice. Such
a set would optimizing a trade-o� between path quality and performance. The problem
of computing such a control set is called the Minimumt-Spanning Control Set (MTSCS)
problem.

The MTSCS problem is, in essence, a coverage problem. In particular, one may think
of a trajectory v between lattice vertices as being "covered" by a control set ifv can be
decomposed into a sequence of trajectories in the control set whose total cost is no more
than a factor of t from the cost of v. Thus the MTSCS problem seeks to compute the
smallest set that covers a lattice.

As with other coverage problems [55], there are instances of the MTSCS problem that
are e�ciently solvable and others which are not. For the any-angle path planning problem
and square lattice described above, we show that the MTSCS problem can be e�ciently
solved using a simple approach of iteratively adding paths to a control set if and only if
they are not yet covered.

In this thesis, we provide a proof that the MTSCS problem is, in general, NP-complete.
Motivated by this result, we develop a Mixed Integer Linear Programming or Mixed Inte-
ger Linear Program (MILP) encoding of the problem which can be solved using existing
software like Gurobi [40]. This approach constitutes the only known non brute-force ap-
proach to solving the MTSCS problem. Though our approach does not scale with the size
of the lattice, it is observed that a control set must be computed only once, o�ine.

Combining the two stages of lattice-based motion planning: Lattice trajectory genera-
tion and control set selection, results in a control set comprised of motion primitives that
take into account the preferences of a user, and that optimizes a trade-o� between the
quality of compound maneuvers and the time required to compute them. This complete
process is outlined in Figure 1.3. From a set of demonstrations, a set of weights that best
describes these demonstrations is determined and used as input (along with the vertices of
a lattice) to the proposed trajectory generation method. From here, a set of trajectories
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Figure 1.3: Block diagram illustrating how topics covered in this thesis provide an input
control set for a local planner.

is developed between lattice vertices and a control set is selected. This control set is then
used by a local planner to compute compound motions that do not collide with obstacles.
In the next section, the structure of this thesis as well as the speci�c contributions of each
chapter to the state of the art is described.

1.1 Thesis Structure & Summary of Contributions

The purpose of this section is to present an outline for the thesis. It will also highlight the
contributions made to the state of the art in each chapter.

1.1.1 Chapter 2: Preliminaries

In this chapter, preliminary information for all the subsequent chapters is provided. The
motion planning problem and the MTSCS problem are stated formally in this chapter.
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Further, terms used informally thus far liketrajectory, state, con�guration, etc. are formally
de�ned.

1.1.2 Chapter 3: The MTSCS Problem for an Any-Angle Square
Lattice

This chapter addresses the MTSCS problem for an any-angle path planning problem with
a square lattice (e.g., Figure 1.2). Here, the cost of a trajectory between two lattice vertices
is taken to be the length of the vector between these vertices. The contributions of this
chapter described here.

1. An e�cient algorithm to solve this instance of the MTSCS problem is presented, and
it is shown that this algorithm terminates in �nite time for all values t > 1 even for
in�nite lattices.

2. Bounds on the size of the control set generated using the proposed algorithm are devel-
oped. These bounds are functions only oft for the case of an in�nite lattice, and of t
and the size of the lattice otherwise.

3. An upper bound on the sub-optimality of compound paths computed using the proposed
control set (in the presence of obstacles) is presented.

The methods of this chapter are compared against the state of the art control set generation
technique from [94].

1.1.3 Chapter 4: Tunable Trajectory Planner Using G3 Curves

The problem of generating a trajectory between start and goal con�gurations { in the
absence of obstacles { that optimizes an adjustable trade-o� between travel time and
comfort is addressed in this chapter. This problem is an instance of in�nite-dimensional
non-convex optimization. The contributions of this chapter are summarized below.

1. Given a set of weights representing the relative importance of comfort and travel time
for a user, a method of simplifying the resulting in�nite-dimensional non-convex opti-
mization problem to one of �nite dimension is proposed. Leveraging this simpli�cation,
a method to iteratively compute and re�ne both path and velocity components of the
trajectory is presented.
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2. To use the method proposed here, a technique to compute paths between start-goal
con�gurations is developed. These paths are adjusted via a single parameter.

3. Finally, a technique to compute a velocity pro�le for a given path and user weights is
proposed.

The methods in this chapter will be used in later chapters to compute trajectories between
the vertices of a lattice. A control set for this lattice will then be selected by solving the
MTSCS problem.

1.1.4 Chapter 5: High-Dimensional Lattice Planning with Opti-
mal Motion Primitives

The MTSCS problem for a general lattice is discussed in this chapter. Further, applications
of the problem for autonomous vehicles are developed. The work in this chapter is an
extension of the authors' preliminary work in [12]. The speci�c contributions of this chapter
are outlined here.

1. The NP-completeness of the decision version of the MTSCS problem for a general lattice
is proved.

2. A mixed integer linear programming (MILP) formulation of the MTSCS problem for
state lattices is proposed. This represents the �rst known non-brute force approach to
solving the MTSCS problem.

3. An A*-based algorithm to compute feasible trajectories for di�cult maneuvers in both
parking lot and highway settings is developed. The algorithm accommodates o�-lattice
start and goal con�gurations up to a speci�ed tolerance.

4. Finally, a novel algorithm that eliminates redundant vertices along trajectories com-
puted using a lattice is introduced. This algorithm is based on shortest paths in directed
acyclic graphs and runs in time quadratic in the number of motion primitives along the
input trajectory.
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1.1.5 Chapter 6: Learning Control Sets for Lattice Planners from
User Preferences

This work investigates the problem of designing a motion planner that can capture user
preferences. This problem involves simultaneously learning trajectories and a control set of
�xed size given Demonstrations from a single user. These demonstrations are trajectories
between con�gurations as driven by a user though we do not assume that users are able to
perfectly demonstrate their preferred trajectories. This chapter presents a solution to this
problem. The work presented in this chapter can be found in [13] and was a collaborative
project with Nils Wilde, another PhD student at the University of Waterloo. Both authors
contributed equally to this work.

1.2 Related Work

In this section, we present some of the work related to the topics of this thesis. For
readability, we present the work related to each topic covered in this thesis separately.

1.2.1 Chapter 3: The MTSCS Problem for an Any-Angle Square
Lattice

Any-angle trajectory planning has broad applications from video-games [75, 81, 94], to
way-point computation for robotic navigation [65]. In [26, 72], the authors use any-angle
trajectories as part of a heuristic for an A*-based graph search algorithm. It is shown in
these papers that including any-angle trajectory costs from a start con�guration to a goal
in the presence of obstacles as part of a heuristic greatly reduces the run-time of A*.

Sampling-based techniques for any-angle planning include Asymptotically Optimal
Rapidly-exploring Random Trees (RRT*) [54] and Fast Marching Tree (FMT*) [51] which
produce trajectories that asymptotically converge to optimal with the number of samples.
To improve the convergence rate of RRT*, the authors of [31] introduce Batch Informed
Trees (BIT*) which draws samples from a decaying ellipse once an initial trajectory has
been discovered. In [60], the authors present RRT-Connect, an algorithm which iteratively
constructs, and attempts to connect, two trees { one rooted at the starting con�guration
and one at the goal { to decrease the time required to obtain an initial trajecotry.

In [43], the authors introduce ANYA, an algorithm that computes an optimal any-angle
collision-free trajectory between start and goal con�gurations. This algorithm was later
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optimized for run-time in [44]. Closely related to the work presented in Chapter 3, [75]
illustrates the maximum error (relative to the optimal path in a lattice) incurred from using
control sets of size 4,6, and 8 in both triangular and square lattices in 2 and 3 dimensions
(in the absence of obstacles). In [21], an A*-variant called Theta* is introduced. When a
vertex v is expanded by A* and a neighborv0 of v is determined, Theta* considers both
v and the parent ofv as potential parents ofv0. The authors of [21] consider control sets
of size 4, 8, and 16 noting the decreased sub-optimality of their computed paths (at the
expense of computation time) as the size of the control set is increased. Increasing the
control set size past 16 is considered in [94] in which the authors present an algorithm
which takes as input a natural numberk � 2 and returns a control set of size 2k . The
algorithm itself is based on the Fibonacci numbers, and the authors note that the sub-
optimality of planned paths decreases ask increases (at the expense of computation time).
In Chapter 3 it will be shown that identical sub-optimality can be obtained using control
sets of much smaller size than those proposed in [94] by solving the MTSCS problem.

1.2.2 Chapter 4: Tunable Trajectory Planner Using G3 Curves

As will be formalized in the following chapter, a trajectory is spatio-temporal construct
comprised of a path in space and a velocity pro�le describing the traversal of that path
through time. Related work on these topics is provided separately.

Path Planning

Path planning techniques can typically be divided into two categories: a path-�tting ap-
proach, and a curvature �tting approach. In the path �tting approach, a form of the path
is �xed up to unknown parameters. These parameters are then computed numerically by
solving optimization problems. Example path-forms includeG2� splines [87], and Bezier
curves [41]. In the path �tting approach, smoothness and comfort of paths is typically
enforced by minimizing the maximum curvature rate (the rate of change of curvature with
respect to arc-length) over the trajectory. Minimizing the maximum curvature rate as
opposed to simply bounding it may result in longer than necessary paths.

Unlike the path �tting approach, the curvature �tting approach assumes a form of the
curvature pro�le over the path (as opposed to the path itself) up to unknown parameters.
The unknown parameters are then computed by solving a two point boundary value prob-
lem between start and goal con�gurations. Early work in this approach includes Dubins'
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paths [27] { shortest paths between start and goal con�gurations with continuously di�er-
entialble position with respect to arc-length and bounded curvature (i.e.,G1 paths). These
paths, while e�cient to compute, experience moments of in�nite instantaneous jerk.

In [59, 112], the authors use a cubic polynomial curvature representation. However,
the resulting path does not possess su�cient degrees of freedom to account for bounds
on the curvature, resulting in potentially infeasible paths that violate physical curvature
constraints of the vehicle.

Clothoid paths [29] address feasibility issues via constraints on curvature and curvature
rate over the path resulting in paths with piece-wise constant curvature rate. Aclothoid,
or Euler Spiral, is aG2 curve whose instantaneous curvature,� is a linear function of the
curve's arc-length,s. When the start and goal con�gurations are given as an (x; y) pose, a
heading� , and a curvature� , several methods have been proposed to generate the shortest
path from start to goal as a sequence of clothoid and straight line segments [102, 103].
When a vehicle is moving at constant speed, jerk is experienced lateral to the trajectory
and is proportional to the derivative of curvature. Therefore, if the vehicles' path can be
described by a clothoid, then it will experience piece-wise constant jerk when travelling
at constant speed. Hence, by constraining the curvature rate, clothoid paths bound the
maximum squared jerk at constant speed rather than minimizing the integral of the squared
jerk, a widely accepted metric for discomfort [66].

Requiring that the curvature be twice di�erentiable with respect to arc-length, and
placing bounds on curvature, curvature rate, and second derivative of curvature results in
G3 paths whose integral of the squared jerk can be minimized. Paths that areG3 continuous
are to clothoid (G2) paths, what clothoids were to Dubin's (G1) paths. Thus G3 paths are
one step closer to paths with in�nitely di�erentiable G1 curvatures { like spline and Bezier
paths { while minimizing arc-length in the presence of explicit restrictions on curvature,
and curvature rate. In [77], the authors obtainG3 paths by concatenating cubic spline
curves and straight lines. Though this approach results inG3 paths, the spline segments of
the path, which are in�nitely di�erentiable, may result in longer than necessary arc-lengths
as is the case with regular spline paths. In fact it will shown in 4 thatG3 paths such that
every sub-path is alsoG3 (and not Gk for k > 3) are the shortest paths for which the
integral of the squared jerk can be minimized.

In [6], the authors introduce Continuous Curvature Rate (CCR), and Hybrid Curvature
Rate (HCR) curves. These curves areG3 curves in which the derivative of curvature with
respect to arc-length,� , is a piece-wise linear, continuous function of the arc-lengths, and
the second derivative of curvature with respect to arc-length,� , is piece-wise constant.
Every sub-path of these paths is alsoG3 (not Gk for k > 3). The authors of [6] compute
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paths between start and goal states by combining CCR/HCR curves and straight lines.

By placing bounds on� and � , the paths developed in [6] have the added bene�t of
bounding not only the magnitude of the jerk at constant speed, but the angular jerk (the
time rate of change of angular acceleration), and the snap (the time derivative of jerk) at
constant speed. These bene�ts make HCR/CCR curves particularly attractive for use in
trajectory planning.

The techniques presented in [6] have four drawbacks that are addressed in 4. First,
the authors of [6] focus on paths whose start and goal states have either 0 or maximum
curvature. Though the symmetry resulting from this assumption greatly simpli�es the
mathematics of path planning, it limits the usefulness of the approach. Second, the authors
of [6] use search techniques to join HCR/CCR curves with straight lines to produce a path.
These techniques can be time consuming. Third, it is assumed in [6], that the maximum
second derivative of curvature with respect to arc-length,� max , along a path is known.
Because HCR/CCR curves are categorized by a piece-wise constant functions� (s), the
value of � max dictates the slope { and therefore the magnitude at any arc-length { of the
curvature rate. Observe then, that� max should be functions of speed as, for example, a
driver may turn the steering wheel very quickly in a parking lot, but not on a highway.
Finally, it is assumed in [6], that the velocity of the vehicle is a positive or negative constant.

The major criticism of path planning using clothoids/HCR/CCR curves is the time
required to solve their inherent TPBV problems [34]. However, for all of the reasons stated
above, HCR/CCR curves are excellent candidates for use in lattice-based motion planning
where lattice trajectories are pre-computed.

Velocity Planning

Once a candidate path has been developed, a velocity pro�le to describe the motion of the
vehicle along that path must be computed. This velocity pro�le should take into account a
trade-o� between comfort and duration of travel. A common technique involves minimizing
a cost function that is a weighted sum of undesirable features [66]. In [121, 122], the
authors integrate the weighted sum of the squared o�set of the trajectory from the center
of the road, the squared error in velocity from a desired pro�le, the squared acceleration,
the squared jerk, and the squared yaw rate. A similar technique is employed in [67]
with the addition of a penalization on �nal arc-length. Because the goal of the work
in 4 is to produce trajectories between lattice vertices (from which a control set will be
selected) in the absence of obstacles, obstacles such as road boundaries, pedestrians, etc.
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are not considered. Therefore, the cost function used in 4 is similar to that employed
by [67, 121, 122], but penalizes travel time, acceleration, jerk, and yaw rate.

In [119], the authors compute a velocity pro�le along a �xed path by minimizing the
travel time required to traverse the path. This is done by leveraging the results of [71, 109]
in which it is shown that computing the speed that minimizes travel time along a �xed
path is a convex optimization problem. While the authors of [119] ensure the safety of
their proposed velocity pro�le by bounding the magnitude of the centripetal force, the
comfort of the resulting trajectory is not considered when planning the velocity pro�le.
The addition of comfort metrics { acceleration, jerk, and yaw rate { to the cost function
results in a non-convex optimization problem.

In [11], the authors propose a technique to compute a velocity pro�le for a �xed path
that optimizes an arbitrary cost function. The assumption made by the authors is that
the velocity pro�le is given by a single polynomial equation of the arc-length. They then
state an optimization problem whose cost is given by the cost function, and whose decision
variables are the coe�cients of the velocity polynomial. This optimization problem is then
solved using sequential quadratic programming. The main drawback of this approach is
inability of polynomial functions to approximate continuous functions de�ned in a piece-
wise fashion that feature some constant pieces. These latter functions are common for
autonomous vehicles where a maximum velocity is reached and maintained for a duration
of time. A more common approach to velocity planning for a path is to adopt a continuous
piece-wise quadratic velocity model with potentially discontinuous, piece-wise constant,
bounded, longitudinal jerk [46, 95]. The velocity pro�le proposed in 4 is piece-wise cubic
in arc-length with continuous, bounded linear longitudinal jerk. We employ this model for
three reasons. First, continuous longitudinal jerk (instead of simply bounded longitudinal
jerk) allows the e�ect of longitudinal jerk on discomfort to be minimized as opposed to
simply bounded. This is similar to the di�erence betweenG2 and G3 paths discussed above.
Second, observe that adding a velocity pro�le to a path induces a re-parametrization of
that path from arc-length to time. Selecting thrice continuously di�erentiable velocity
pro�les ensures the trajectory isC3 continuous. Finally, because quadratic polynomials
are a special case of cubic polynomials, a familiar piece-wise quadratic velocity model can
be obtained via the methods presented here if that is desired.

In the above references, velocity pro�les are planned for a �xed path. That is, a path
is computed and then a velocity pro�le is developed for that path. As discussed above,
an approach that iteratively re�nes both path and velocity pro�le is presented in 4. The
result is a trajectory that considers velocity during the planning of the a path. In [39],
the authors propose such a technique to develop a reference trajectory, and also propose
a MPC-based tracking alogithm. However, the reference paths generated areG1, and
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the techniques are limited to lane changes on a highway. In [113], the authors develop
comfortable trajectories for use in highway driving by computing a �nite set of clothoid-
spline-like s-shaped swerve trajectories that terminate at a con�guration parallel to the
center-line of the road. The trajectory with the smallest integral of the squared jerk is
then selected from this set. The shape of the trajectories in the set and the assumption
that a center-line is known limits this techniques generalizability. More recently, in [9], the
authors combine numerical optimization techniques with lattice-based motion planning to
compute trajectories for autonomous vehicles in unstructured environments like parking
lots. In this work, the authors rely on a user-speci�ed set of maneuvers to generate their
motion primitives. Further, because the lattice trajectories are numerically derived, there
is no guarantee that they will posses the property every sub-path of the trajectorys' path
will be G3. Further, numerically derived trajectories may require substantial storage space
once pre-computed.

1.2.3 Chapter 5: High-Dimensional Lattice Planning with Opti-
mal Motion Primitives

Broadly, trajectory planning techniques fall into one of four categories [34]: sampling based
planners, interpolating curve planners, numerical optimization approaches, and graph
search based planners.

Sampling based planners work by randomly sampling con�gurations in a con�gura-
tion space and checking connectivity to previous samples. Two common examples include
Asymptotically Optimal Rapidly-exploring Random Trees (RRT*) [54], and Probabilistic
Roadmap (PRM) [58]. These methods make use of a local planner to expand or re-wire
a tree to include new samples. Therefore, many TPBV problems must be solved online
necessitating the use of simple kinematic models [70]. Thus feasibility may not be guar-
anteed [34]. In [4], a solution to this problem is proposed by replacing the the steering
function which solves TPBV problems in RRT* with a simulation forward in time given a
reference trajectory.

Sampling-based planners, while not complete, can beasymptotically completewith a
convergence rate that worsens as the dimensionality of the problem is increased [104]. The
performance of RRT* in higher dimensions is improved in [86] where the authors pre-
compute a set of reachable con�gurations from which random samples are drawn. The
reachable set is, in essence, a lattice and the approach in [86] is equivalent to repeatedly
computing a single-element control set via random sampling of the lattice.

In [17], the authors state that the usefulness of sampling based techniques is considered
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to be restricted to unconstrained motion planning problems, limiting their use in scenarios
like highway driving.

Techniques using the interpolating curve approach include �tting Bezier curves [117],
Clothoid curves [30], or polynomial splines [10] to a sequence of way-points. A typical
criticism of clothoid-based interpolation techniques is the time required to solve TPBV
problems involving Fresnel integrals [34, 93]. While TPBV problems are typically easily
solved in the case of polynomial spline and Bezier curve interpolation, it is often di�cult to
impose constraints like bounded curvature on these curves owing to their low malleability
[34, 93]. In [100], the authors develop a sampling-based planner that uses a control-
a�ne dynamic model to facilitate solving TPBV problems. These trajectories are then
smoothed via numeric optimization in [120] in which trajectories with non-a�ne non-
holonomic constraints and piece-wise linear velocity pro�les are developed. This work
illustrates the bene�ts of computing way-points using a system of similar complexity to
the desired �nal trajectory. However, by the very nature of the simpli�cation, it is possible
for infeasible rough paths to be developed. This is especially true when non-holonomic
and obstacle constraints are considered as terms in a cost function for a numeric optimizer
instead of as hard constraints (e.g., [25]). A common critique of both Interpolating curve
and numerical optimization approaches is their reliance on global way-points [34, 93].
Moreover, interpolating curve techniques often face malleability and computation time
issues [34, 93].

Lattice-based planners are versatile in the problems they address from motion planning
in autonomous driving [9, 108] to manipulator robots [19], to UAVs [24, 82]. The authors of
[73, 97] demonstrate lattice adaptations made to account for the structured environments
of urban roads for use in autonomous driving, while in [24], a set of motion primitives is
computed (based on experience) for a UAV exploring mine-shafts. A method of incorpo-
rating known way-points along a trajectory to a lattice-based motion planning framework
is proposed in [107] resulting in a signi�cant decrease in planning time. In [25, 98], the
authors use motion primitives to traverse a lattice with states given by position and head-
ing. In both these works, the authors use a rounding technique to account for o�-lattice
primitive concatenations due to non-cardinal headings. Compound trajectories comprised
of several primitives are discontinuous in curvature a known source of slip and discomfort
[66]. To alleviate this curvature discontinuity, the authors of [118] use the techniques of
[25] to compute an initial trajectory which is then smoothed via numerical optimization.
This approach requires at least as much computation time as the methods proposed in
[25].

The authors of [119] compute motion primitives that minimize the integral of the
squared jerk over the trajectory but limit their results to forward motion. In [76] the
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authors consider the control set to be the entirety of the lattice. They de�ne and search a
graph whose vertices are the vertices of the lattice, and whose edges are all pairs of lattice
vertices for which there exists a feasible, collision-free trajectory from the �rst vertex to
the second. Adopting such a large control set may necessitate courser lattices with larger
error with respect to free-space optimal.

The choice of motion primitives is of particular interest in this work. Typically motion
primitives are chosen to achieve certain objectives for the paths they generate. For example,
in [84], the notion of probabilistic motion primitives is introduced which achieve a blending
of deterministic motion primitives to better simulate real user behavior. The authors of
[52] use Dispertio, a dispersion minimizing algorithm from [80] to compute a set of motion
primitives that result in trajectories with minimum dispersion. In [8], a set of motion
primitives is computed that relies on a set of user-speci�ed maneuvers. This work is
then used in [9] to compute complex trajectories in unstructured environments. In [88],
the authors present the notion of using a MTSCS of motion primitives similar to graph
t� spanners �rst proposed in [85].

In [89], a heuristic for the MTSCS problem is presented which, though computationally
e�cient, does not have any known sub-optimality factor guarantees. Since a control set
may be computed once, o�ine, and used over many motion planning problems, the time
required to compute this control set is arguably of less importance than its size.

1.2.4 Chapter 6: Learning Control Sets for Lattice Planners from
User Preferences

Closely related to the work in Chapter 6, [1] and [35] learn a human driving style from
demonstrations, using a linear cost function weighting pre-de�ned features, and then gen-
erating paths using a graph or lattice. In contrast to the approach presented in this thesis,
both earlier approaches do not compute a new lattice for a learned user cost function, but
instead search over a given graph or lattice, using the updated cost function. Furthermore,
they consider local features that describe the relation of the vehicle to the environment,
together with global features that are independent of the environment. In contrast, this
work only considers global features describing the driving style, i.e., the trade-o� between
travel time and passenger comfort, given a situation. Instead of keeping sub-optimal tra-
jectories between lattice vertices, the proposed method recomputes all trajectories given a
learned preference and then computes a sparse control set for the lattice. Thus, during the
motion planning, the control set contains only trajectories that are optimal for the learned
user preferences.
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Research in human robot interaction studies how the behaviour of autonomous robots
can be shaped to satisfy the preferences of users. Similar to work in learning from demon-
stration [2] or active preference learning [79, 99], a user cost function that puts weights
on a set of features is employed in this work. Given a �xed set of features, the user's cost
function is learned by estimating the weights on the features. In [37] tunable parameters
are introduced to a motion planner suited for urban driving while the work of [15] proposes
a set of features to identify di�erent driving behaviours of human drivers.
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Chapter 2

Preliminaries

The purpose of this chapter is provide background information on topics relevant to this
thesis. In particular, formal de�nitions of terms hitherto used informally will be presented.
We will also formally state the motion planning problemand the Minimum t-Spanning
Control Set (MTSCS) problem.

2.1 Graph Theory

Following [61], a graph is an ordered pairG = ( V; E), where V is a set of vertices andE
is a set of edges. In a weighted graphG = ( V; E; c) a real valued function associates a
cost to each edge of the graph:c : E ! R. We de�ne a path Ps;g in the graph between
two vertices s and g in V as a sequence of edgesPs;g = ( e0; : : : ; ek) where ei = ( vi ; vi +1 ),
v0 = s; vk+1 = g, and vj 6= vm for all j; m 2 f 0; : : : ; k + 1g. The cost of a path is de�ned
as c(Ps;g) =

P
e2 Ps;g

c(e). Observe that the path Ps;g can also be uniquely de�ned as the
sequence of verticesPs;g = ( v1; : : : ; vk+1 ) given above.

There are many known NP-complete problems involving graphs. One that is used in this
paper is thevertex cover problem[55]. For an undirected graphG = ( V; E), a set V 0 � V
is called avertex coverof G if for every edge (i; j ) 2 E, it holds that ( i 2 V 0) _ (j 2 V 0).

Problem 2.1.1 (Vertex Cover). Given an undirected graphG = ( V; E) and a natural
number K � 0, determine if there exists a vertex coverV 0 of G with jV 0j � K

A weighted graph G = ( V; E; c) is called directed if edges inE are ordered pairs. A
weighted directed graph is calledacyclic, if it contains no cycles. That is, for any vertex
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v 2 V it is not possible to construct a non-trivial path Pv;v . Closely related to the notion
of directed acyclic graphs is the notion of an arborescence:

De�nition 2.1.2 (Arborescence). From Theorem 2.5 of [62, Section 2.2], a graphG with
a vertex s is an arborescence rooted ats if every vertex in G is reachable froms, but
deleting any edge inG destroys this property.

In essence, a graphG is an arborescence rooted ats if for each vertex v in G other
than s, there is a unique path inG from s to v. Arborescences are to directed graphs what
trees are to undirected graphs.

2.1.1 Shortest Path in a Weighted Graph

Given a weighted directed graphG = ( V; E; c) as well as a pair of verticess; g 2 V, this
section discusses algorithms that compute pathsPs;g of minimal costc(Ps;g). In particular,
we present the two algorithms that are used in this work.

A* Shortest Path Algorithm: The A* algorithm, introduced in [45], computes the
minimal cost path in a weighted directed graphG = ( V; E; c) from a starting vertex s 2 V
to a goal vertexg 2 V. The algorithm { summarized in Algorithm 1 { works by maintaining
a lowest cost arborescence rooted ats and expanding that arborescence one edge at a time
until the goal vertex is reached. This is accomplished by maintaining two sets: a setOpen
containing vertices that have been discovered by A* but whose edges have not yet been
expanded, and a setClosed of vertices that have been discovered and whose edges have
been expanded. The vertices of the arborescence is given by Open[ Closed. In each
iteration of the while loop in Line 7, a vertexcurrent that minimizes a cost given by the
value fScore over all vertices in Open is selected (Line 8). In detail, for a vertexv 2 Open,
fScore[v] is the sum of two values, gScore[v] and h(v) where gScore[v] is the minimum cost
path from s to v in the arborescence (and therefore in the graph), andh(v) is an estimate
of the minimum-cost path in G from v to g. Thus fScore[v] represents an estimate of the
cost of the minimum-cost path froms to g in G that passes throughv. Once selected, the
neighbors ofcurrent are expanded (Line 15). If a neighborv of current is not in Open, or
if it is in Open but can be reached with lower cost via the vertexcurrent (Line 19), then
the gScore and fScore ofv are updated (Lines 20-24). A* terminates once the goalg is
the value with the lowest fScore in Open (Line 9), or if there are no more vertices in Open
(Line 27). If g is the vertex in Open with the lowest fScore, then a path is constructed by
backwards propagation through the arborescence (Lines 10-13).
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The function h : V ! R� 0 used in computing the fScore of each vertex is called a
heuristic. The valueh(v) represents an estimate of the cost of the minimal-cost path inG
from v to g. A heuristic is calledadmissible, if it produces an under-estimate of the cost
of the minimal-cost path in G from each vertexv 2 V to g. It is called consistent if for all
verticesv; u with ( v; u) 2 E, it holds that h(v) � c((v; u))+ h(u). It was shown in [45] that
the A* algorithm presented in Algorithm 1 will always return the minimal-cost path in G
from s to g if one exists (and it will return Fail otherwise) provided that h is admissible
and consistent.

Algorithm 1 A* Graph-search algorithm

1: procedure A* (G = ( V; E); s; g; h)
2: Open = f sg
3: Closed = ;
4: cameFrom[s] =None
5: gScore[s] = 0
6: fScore[s] = h(s)
7: while Open 6= ; do
8: current = arg min v2 OpenfScore[v]
9: if current = g then

10: path = [current]
11: while cameFrom[current]6= None do
12: current = cameFrom[current]
13: add current to path
14: return path in reverse order
15: for all v 2 V, (current, v) 2 E do
16: if v 2 Closedthen
17: continue
18: temp = gScore[current] + c(current, v)
19: if v =2 Open or gScore[v] > temp then
20: cameFrom[v] = current
21: gScore[v] = temp
22: fScore[v] = gScore[v] + h(v)
23: if v =2 Open then
24: add v to Open
25: remove current from Open
26: add current to Closed
27: return Fail
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In this work, we use heuristicsh(v) such that h(v) � c((v; u)) + h(u) for all v; u 2 V
thus guaranteeing consistency. Their admissibility will be discussed as they are introduced.

Shortest Path in a Directed Acyclic Graph: This section follows [20, Section 24.5,
Pages 592-595]. Given a weighted, directed, acyclic graphG = ( V; E; c), a topological
ordering of G is an ordering of the vertices ofV such that if (u; v) 2 E, then u appears
beforev in the ordering. Using this de�nition, a shortest path algorithm is summarized in
Algorithm 2. The algorithm begins my constructing a topological orderingV 0 of V (Line
2), and initializing the current best cost to get (cost) from s to each vertexv 2 V 0 as well
as the current predecessor (cameFrom) of each vertexv 2 V 0 (Lines 3-6). Next, each vertex
in the topological ordering (Line 7) is expanded (Line 8) and the cost and predecessor of
each neighbor is updated (Lines 9-11) if that neighbor can be reached with lower cost than
previously discovered (Line 9). Finally a path is returned by backwards propagation of the
predecessors (Lines 12-17).

Algorithm 2 Shortest Paths in a Directed Acyclic Graph

1: procedure Dag-Shortest-Paths (G = ( V; E); s; g)
2: V 0 = topological ordering of V beginning with s
3: for all v 2 V 0 do
4: cameFrom[v] = None
5: cost[v] = 1

6: cost[s] = 0
7: for all v 2 V 0 do
8: for all u; (v; u) 2 E do
9: if cost[v]+ c((v; u)) < cost[u] then

10: cameFrom[u] = v
11: cost[u] = cost[v]+ c((v; u))

12: current = g
13: path = [current]
14: while cameFrom[current]6= None do
15: current = cameFrom[current]
16: add current to path
17: return path in reverse order

It is shown in [20, Section 24.5, Pages 592-595] that such an algorithm returns the
cost-minimizing path in G from s to g provided that it exists.
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2.2 Di�erential Geometry & The Motion Planning
Problem

In di�erential geometry, a planar curve (or simply curve) is a k-times continuously dif-
ferentiable function C : U ! R2 for somek 2 N� 0. Here, U is an interval of R, and we
say that C is a curveparameterizedby the parameter u 2 U. In this thesis, we assume
that curves arek-times continuously di�erentiable, and k + 1-times di�erentiable almost
everywhere. This is a safe assumption for autonomous vehicle motion planning. Indeed,
functions that are k� times continuously di�erentiable but not k + 1-times di�erentiable
almost everywhere are functions whosekth derivative is continuous but almost never dif-
ferentiable. Examples of such functions include the Weierstrass Functions illustrated in
Figure 2.1 whose usefulness in motion planning is dubious.

Figure 2.1: The Weierstrass Function, image courtesy of Wolfram Mathworld, available at
https://mathworld.wolfram.com/WeierstrassFunction.html.

A kinematic model of a curve C is a vector of di�erential equations describing the
changes inC that arise from changes in the parameteru [115, Chapter 1]. These di�erential
equations must be su�cient to compute all k + 1 derivatives of C with respect to u. For
example, if the chosen parameter is arc-length,s, then a line-and-circle curve with bounded
curvature (i.e., a (k = 1)-times continuously di�erentiable curve comprised of straight lines
and circular arcs with bounded radius connected continuously) may be described via the
kinematic model 2

4
dx(s)=ds
dy(s)=ds
d� (s)=ds

3

5 =

2

4
cos(� (s))
sin(� (s))

0

3

5 +

2

4
0
0

� (s)

3

5 (2.1)

where (x; y) 2 R2 denotes position,� heading, and� curvature. Here, the curvature is

22



derived as follows: for a curveC, parameterized by arc-length, the tangent vector is given
by

T (s) = ( dx(s)=ds; dy(s)=ds);

and we observe thatjjT (s)jj =
p

(dx(s)=ds)2 + ( dy(s)=ds)2 =
p

cos(� (s))2 + sin( � (s))2 = 1.
Curvature is de�ned as the derivative of the unit tangent vector with respect to arc-length.
Therefore,

j� (s)j =
�
�
�
�
�
�
T (s)
ds

�
�
�
�
�
� =

s �
d2x(s)

ds2

� 2

+
�

d2y(s)
ds2

� 2

=

s �
� sin(� (s))

d� (s)
ds

� 2

+
�

cos(� (s))
d� (s)

ds

� 2

=
�
�
�
d� (s)

ds

�
�
�:

Further, the sign of the curvature is taken to be the sign ofd� (s)=ds. That is, curvature
is positive for increasing heading and negative otherwise. Therefore,d� (s)=ds = � (s). In
the kinematic model (2.1), � (s) may be discontinuous but is bounded for line-and-circle
curves.

Elements that appear as outputs of a kinematic model are calledstates. In the example
kinematic model (2.1), the states of the curve are given byx; y; � while � can be seen as
an input to the kinematic model. For a curveC parameterized byu 2 U = [ u0; u1] � R,
knowledge of the states atu = u0, the inputs at all valuesu 2 U, and a kinematic model,
is su�cient to determine the value of the states for allu0 2 U; u0 � u0 [18, Section 1.3]. A
tuple of all of the states and inputs of a curve is called acon�guration [16, Section 3.1] (e.g.,
(x; y; �; � ) for the kinematic model (2.1)), while the set of all possible con�gurations is called
a con�guration space, X . Finally, for autonomous vehicles, aworkspaceW is a subset ofR2

de�ning the set of allowable planar positions. The workspace may represent the obstacle-
free spaceR2 � X obs for a set of obstaclesXobs, or may chosen without reference to a set
of obstacles. As mentioned in Chapter 1, a lattice is a discretization of the con�guration
space. A workspace may be thought of as a bounding box for the lattice with or without
obstacles. For example, if one wishes to plan trajectories for robots in a room, then one
may think of the boundaries of the room as the workspace, or one may include the static
obstacles within the room as part of that workspace.

Intuitively, the set of states considered by a motion planner should be the smallest set
of from which all desired properties and constraints of the vehicles' motion can be derived.
For example, if one wishes to design a curve for an autonomous vehicle in which which the
integral of the squared curvature is penalized, or the curvature is bounded, then curvature
should be included as a state in con�gurations of the con�gurations space.
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Consider a curveCs parameterized by arc-lengths 2 S whereS is an interval of R with
left endpoint 0. Let Xs the con�guration space ofCs. In this thesis, apath � is a function
� : S ! X s where� (s) is the con�guration of the curve Cs at arc-length s.

In this thesis, a path is a purely spatial construct. That is, the de�nition of a path
does not include a description of how the path is traversed through time. Augmenting a
path from a spatial construct to a spatial-temporal construct can be achieved by including
a velocity pro�le for the path. For the purposes of this thesis, a velocity pro�le for a
path � is an m� times continuously di�erentiable function v : S ! R for somem 2 N� 0,
and we assume thatv(s) is (m + 1)-times di�erentiable almost everywhere (similar to the
assumption made for curves). Velocityv relates time t to arc-length s via the di�erential
equation ds=dt = jvj. Given a velocity pro�le v for a path � , a re-parameterization of�
from s to t may be achieved as follows: lett = T(s) be the function relating the time t
required to reach arc-lengths along � given v. Then,

T : S ! T : T(s) =
Z s

0

ds
jv(s)j

:

Observing that the integrand above is positive,T(s) is a bijective function of s implying
the existence of an inverse function. LettingS = T � 1, we may obtain the arc-lengths
along a trajectory at a given timet via s = S(t), and the time to reach a given arc-length
via t = T(s). Therefore, given the tuple (� (s); v(s)), we may re-parameterize� in terms
of time to produce a new function� (S(t)) given in terms of time. In order to properly
describe the curve� (S(t)), however, the kinematic model of� (s) is augmented to include
v as well as its derivatives. Further, because the kinematic model is augmented, the set
of states, con�gurations, and con�guration space must be updated accordingly. We letXt

denote the updated con�guration space. The function � :T ! X t is called atrajectory.

For example, consider the line-and-circle path whose kinematic model is given by equa-
tion (2.1), and suppose that a velocity pro�lev for this path is continuous and piece-wise
linear. Then a kinematic model for the resulting trajectory could be given by

2

6
6
4

dx(t)=dt
dy(t)=dt
d� (t)=dt
dv(t)=dt

3

7
7
5 =

2

6
6
4

v(S(t)) cos(� (S(t)))
v(S(t)) sin(� (S(t)))

0
0

3

7
7
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2

6
6
4

0
0

v(S(t)) � (S(t))
a(S(t))

3

7
7
5 ;

wherea is acceleration. Here, the states the arex; y; �; v with inputs �; a and each con�gu-
ration in the con�guration spaceXt of the trajectory is a tuple of the form (x; y; �; �; v; a ).

Note that a path may be viewed as a trajectory with unit speed. In particular, if
v(s) = 1 ; 8s 2 S, then the time and arc-length functions reduce toT(s) = s; S(t) = t
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implying that arc-length and time are equal. In this case,Xs = Xt and �( t) = � (s).
Therefore, the wordtrajectory can be used as a blanket term for both paths and trajectories
with non-unit velocity pro�les.

In light of the above de�nitions, we now state the motion planning problem.

Problem 2.2.1 (Motion planning problem). Input: A kinematic model K, with con�g-
uration spaceXt , a set of obstaclesXobs, a set of magnitude constraintsM on states in
the con�guration space, start/goal con�gurations ps; pg 2 X � X obs, a workspaceW, and
a cost function c from the set of all trajectories with kinemtatic modelK to the positive
reals. Output: A trajectory � : T ! X t whereT = [0; t f ] is an interval of R, and � has
the following properties:

1. Adherence to Boundary Constraints: It holds that �(0) = ps; �( t f ) = pg.

2. Feasibility: The kinematic model of the trajectory � is given by K, and at all times
t 2 [0; t f ], each state in the con�guration �( t) adheres to the magnitude constraints
M . Further, at all times t 2 [0; t f ], �( t) 2 X t � X obs. That is, � does not collide with
obstacles inXobs. Finally, at all times t 2 [0; t f ], the x; y components of �( t) lie within
the workspaceW.

3. Optimality: � minimizes cost c over all feasible trajectories that adhere to the bound-
ary constraints.

Assumption 2.2.2. In Chapters 5, 4, we assume that the cost functionc which is an input to
the motion planning problem 2.2.1 isadditive. That is, we assume that if � 1 is a trajectory
from a con�guration i to a con�guration j , and � 2 is a trajectory from con�guration j to
con�guration k, then the cost of a trajectory that �rst traverses � 1 and then immediately
traverses � 2 is given by c(� 1) + c(� 2). Costs of this form include any linear combination
of travel time, arc-length, smoothness, and integrals of the squared magnitude of jerk,
acceleration, yaw rate, curvature, etc. Such costs are common in motion planning for
autonomous vehicles [26, 49, 119, 121]. This assumption will be slightly relaxed in Chapter
4 to include cost functions involving a maximum.

Though the motion planning problem is, in general, intractable [3], it is often possible
for solution trajectories between start-goal pairs to be isometrically transformed to produce
solution trajectories between other start-goal pairs. In detail, given a con�guration space
X , let P denote the set of solutions to Problem 2.2.1 between all start-goal con�gurations
in X in the absence of obstacles whereW = R2. We de�ne an equivalence relationR � P 2

as follows: two trajectories �1(t); � 2(t) are related if there exists an orientation-preserving
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mapping  in the special Euclidean group of rigid motions from �1(t) to � 2(t). That is,
(� 1(t); � 2(t)) 2 R if � 1(t) can be rotated and translated to obtain �2(t).

The equivalence relation induces a partition ofP into equivalence classes [�(t)]R =
f � 0(t) : (�( t); � 0(t)) 2 Rg. We de�ne a motion p as one of these equivalence classes. We
de�ne the motion p from i 2 X to j 2 X { written i � p = j { as the trajectory � 2 p that
solves Problem 2.2.1 with initial and �nal con�gurations i; j , respectively in the absence
of obstacles, and withW = R2. We also say thatp is the motion associated withthe
trajectory �( t) if �( t) 2 p. For example, consider a left turn made by a vehicle at position
(1; 1) and with heading 0 with some velocity pro�le. The same left turn can be made at
position (2; 2) with heading �= 4 with the same velocity pro�le. By rotating and translating
the reference frame, the motions of the two left turns are can be made identical.

The concept of motions is leveraged in lattice-based motion planning which we discuss
in the next section. .

2.3 Lattice-Based Motion Planning & The MTSCS
Problem

In lattice-based motion planning, the motion planning problem 2.2.1 is simpli�ed by re-
stricting the set of available trajectories. In detail, a con�guration spaceX from Problem
2.2.1 is discretized into a regularly repeating grid called alattice L � X whose con�gu-
rations are calledvertices. Lattices are selected so as to ensure that thex; y-components
of all lattice vertices lie within a given workpsaceW. For a given lattice, motionsp are
computed from eachi 2 L to each j 2 L by solving Problem 2.2.1 o�ine in the absence
of obstacles, with forps = i; pg = j . A subset of these motions, called acontrol set whose
elements are calledmotion primitives is then selected which represents the set of available
motions at each lattice vertex. We elaborate on this process in the following sections and
introduce the MTSCS problem.

2.3.1 Starting Set for a Lattice

In this section, we introduce the notion of astarting set O for a lattice L which is a set
of generalizedlattice vertices. To fully de�ne this notion, we begin with a motivating
example. Consider a square latticeL for an any-angle path planning problem.

For such a motion planning problem, the con�guration space is given byX = R2 with
states x; y and con�gurations (x; y) representing position in the plane. By translation of
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trajectories, a motion from anyi 2 L to any j 2 L is equal to a motion from the origin
(0; 0) to j � i 2 L. Therefore, the setB of motions between all verticesi; j 2 L � (0; 0)
is equal to the set of motions between (0; 0) and all i 2 L � (0; 0), and a control setE of
motion primitives can be represented as a set of motions from (0; 0) to some of the vertices
of L. This is illustrated in Figure 2.2. Here, the control set (red motions) is represented
as a set of motions originating at the origin but can be used to de�ne the set of available
motions at any other vertex in the lattice (e.g., ati = (2 ; 3)).

Figure 2.2: Example control set for an any-angle square lattice drawn at the origin.

For a lattice de�ned in the previous example, we consider the origin to be ageneralized
lattice vertex because de�ning a set of available motions at the origin (i.e., a control set) is
su�cient to de�ne the set of available motions at any other vertex in the lattice. Further,
for eachi 2 L and eachp 2 E, it holds that i � p 2 L. This last guarantees that motions
in the control set take lattice vertices to lattice vertices.

For lattices that are more complex than the any-angle example given above, the origin
may fail to generalize all other vertices. This can arise if the con�guration space contains
states other than position and heading, or if a motion fromi 2 L to j 2 L would result in an
o�-lattice con�guration when initiated at the origin. For example, consider con�gurations
in a con�guration space of the form (x; y; �; � ) for position (x; y) 2 R2, heading� 2 [0; 2� ),
and curvature � 2 R. Let i = ( x i ; yi ; � i ; � i ); j = ( x j ; yj ; � j ; � j ) and let p be a motion fromi
to j . If � i 6= 0, then p will not be a motion from the origin to any con�guration in X .

The above example illustrates how the origin fails to generalize all lattice vertices if
curvature is included as a state. However, this failure may persist even for con�gurations of
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Figure 2.3: (a) Con�g. space, lattice and start from (2.2). (b) Lattice andX as in (a)
with start set O = [ o0 = (0 ; 0; 0); o1 = (0 ; 0; �= 4)].

the form (x; y; � ) if a motion from i 2 L to j 2 L would result in an o�-lattice con�guration
when initiated at the origin. For example, let

X = R2 � [0; 2� ]; L = Z2 � f i�= 4; i = 0; : : : ; 7g;

o0 =(0 ; 0; 0); W = R2;
(2.2)

denote con�gurations space, lattice, origin, and workspace, respectively { as in Figure 2.3
(a). If i = (1 ; 1; �= 4) 2 L and j = (2 ; 2; �= 4) 2 L, then the motion p0 from i to j is such
that o0 � p0 =2 L. Therefore, the simple diagonal motionp0 will not appear in any control set
E de�ned as motions originating at the origin. This may result in motions with excessive
oscillations.

The origin is not a generalized vertex for a lattice with states other than position
and heading or o�-lattice motions. However, by including several starting vertices in a
starting set O � L ('O' for origin ), we may increase the number of lattice vertices that
are generalized by ano 2 O . Here, elementso 2 O are calledstarts. The notion of a start
generalizinga vertex is formalized now. Given a set of startsO � L, vertices i; j 2 L, a
workspaceW, and motion p from i to j , we say that i � p is a valid concatenation, if

1. Vertex i is generalizedby O. That is, there exists a start o 2 O such that o � p 2 L.
Here, we say thato generalizesi .
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2. Motion p starting at i is contained within the workspace. That is, if �( t) is the trajectory
from i to j associated with the motionp then for all t0 2 [0; t f ], the x; y-components of
�( t0) lie within W.

In the example in Figure 2.3 (b), letO = [ o0 = (0 ; 0; 0); o1 = (0 ; 0; �= 4)], let p0 be the
motion from o0 to i , and let p1 be the motion fromo1 to i . Then, observe thati � p1 = j is
a valid concatenation. Moreover,o0 � p0 � p1 = j is a string of valid concatenations fromo0

to j containing a diagonal motion. Motivated by the examples above, an ideal set of starts
O would have the following property:

Property 2.3.1 (Property of an ideal set of starts). For every pair of verticesi; j 2 L
with motion p from i to j , if p starting at i is contained inW, then concatenationi � p is
valid. That is, there exists a start o 2 O such that o � p 2 L (i.e., o generalizesi ).

Obtaining a set of starts with Property 2.3.1 is simple for a class of con�guration spaces
described here. For motion planning for autonomous cars and car-like robots, we typically
use a con�guration space of the form

X = R2 � [0; 2� ) � U0 � � � � UN ; (2.3)

for position (x; y) 2 R2, heading� 2 [0; 2� ), and Ui � R higher order states fori = 0 : : : N .
These may include curvature, curvature rate, velocity, acceleration, jerk, etc. We make
the assumption that each stateUi is bounded. These bounds may re
ect the physical
limitations of a vehicle, passenger comfort, or speed limits. This assumption allows us to
write Ui = [ U0

i ; U1
i ] � R for some upper and lower limitsU0

i ; U1
i 2 R. For X in (2.3),

we construct a lattice L � X by discretizing each state separately. In particular, for
�; � 2 R> 0, and n0; n1; n2; mi 2 N for i = 0 : : : N , we let

L = f i�; i = � n0 : : : n0g

�f i�; i = � n1 : : : n1g

�f �i= 2n2 � 1; i = 0 : : : 2n2 � 1g

�
NY

i =0

f U0
i + j=m i ; j = 0 : : : (U1

i � U0
i )mi g:

(2.4)

This lattice samples 2n0 + 1, and 2n1 + 1 values of thex; y coordinates, respectively, with
spacing �; � between samples, respectively. It partitions heading values [0; 2� ) into 2n2

evenly spaced samples, and fori = 0 : : : N , it partitions Ui into mi evenly spaced samples.
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For X ; L from (2.3), (2.4), let

O =
n

(0; 0; �; u 0; : : : uN ) :

� 2 f j�= 2n2 � 1; j = 0; : : : ; 2n2 � 2 � 1g;

ui 2 f U0
i + j=m i ; j = 0 : : : (U1

i � U0
i )mi g

o
:

(2.5)

This starting set has Property 2.3.1. An example of a size-4 starting setO for a lattice
with vertices of the form (x; y; � ) with headings �i= 8; i = 0; : : : 15 andO given by (2.5) is
illustrated in Figure 2.4. These motions were computed by solving the MTSCS problem
described later.

Figure 2.4: Control setE =
S

o2O Eo for O = f (0; 0; 0); (0; 0; �= 8); (0; 0; ; �= 4); (0; 0; 3�= 8)g
for a lattice with 16 headings. Motions were planned using Dubins' paths.

In the next section we detail how a set of startsO with this property is used in lattice-
based motion planning. We also introduce the MTSCS problem.

2.3.2 Lattice-Based Motion Planning with Starting Sets

In this section, we describe how a set of starts (which may or may not have Property 2.3.1)
can be used in motion planning and we formulate the MTSCS problem. In this work, we
assume that for alli; j 2 X , there exists a trajectory �( t) with associated motionp solving
Problem 2.2.1 fromi to j in the absence of obstacles ifW = R2. We assume further that
the cost of this motion, c(p) is known, non-negative, obeys the triangle inequality, and is
equal to 0 if and only if i = j . Here, the costc(p) is the cost of the trajectory �( t) that
solves the motion planning Problem 2.2.1 forps = i; pg = j in the absence of obstacles
and with W = R2. This cost is left general up to Assumption 2.2.2, and may represent
arc-length, travel time, integral of the squared jerk, etc.
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Given the tuple (X ; L; O; c;W) of con�gurations space, lattice, starting set (with or
without Property 2.3.1), cost of motions, and workspace, respectively, the high level idea
behind motion planning using a starting set is the following. For eacho 2 O , we pre-
compute sets

Bo = f p : o � p 2 L � Og ; B =
[

o2O

Bo; (2.6)

of motions fromo to each vertexi 2 L � O , and the union of those motions over all starts
o 2 O , respectively. Critically, we make the following assumption:

Assumption 2.3.2. We assume that each motionp 2 B is valid. Since motions inB start
at starting vertices o 2 O , this assumption is equivalent to assuming that these motions
when starting at o are contained inW. That is, the direct motion from eacho 2 O to each
vertex in L � O is contained inW.

Observe that if O has Property 2.3.1 then by Assumption 2.3.2, for any pair of vertices
(i; j ) 2 L � (L � O ) if the motion p from i to j is contained inW when starting at i , then
p 2 B.

OnceB has been computed, we { o�ine { select a control setE � B . In particular, for
eacho 2 O , we choose a subsetEo � B o of motions form o to vertices in L � O . The set
E will be used to determine the set of available motions at a lattice vertex. To this end,
we o�er the following de�nition.

De�nition 2.3.3 (Relative start). For vertex i 2 L, the relative start of i is the starting
vertex R(i ) 2 O that generalizesi for all motions p from i to vertices in L �O (if it exists).
That is, R(i ) is the relative start of i if for all j 2 L � O with motion p from i to j ,
R(i ) � p 2 L.

Intuitively, the relative start of i 2 L, is the vertex o 2 O that is most like i . It is
in fact, the vertex in R(i ) 2 O such that any trajectory starting at R(i ) is in the same
equivalence classp as trajectories starting at i . In the example presented in Figure 2.3
(b), the relative start of i is R(i ) = o1 and if p0 is the motion from i to j (in this case the
diagonal red motion), then there exists aj 0 2 L (in this case j 0 = i ) such that p0 is the
motion from R(i ) to j 0.

If L; O are given by (2.4), (2.5), respectively, then the relative start of any con�guration
i = ( x; y; �; u 1; : : : ; uN ) 2 L is R(i ) = (0 ; 0; � 0; u1; : : : ; uN ) where

� 0 =
�

2n2 � 1

��
2n2 � 1�

�

�
mod 4

�
:
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Using the notion of relative starts, we reduce the problem of computing a motion between
lattice vertices to computing the shortest path in a graph. Given a control setE, let

�E = f (i; j ) 2 L2 : (i � p = j is valid) ^
�
p 2 ER(i )

�
g;

�ECF = f (i; j ) 2 E : (i � p = j ) ^ (p does not collide with an obstacle)g:
(2.7)

Intuitively, �E { referred to as aconnection set{ is the set of all tuplesi; j 2 L such that 1)
a motion from i to j is also a motion fromR(i ) 2 O to a vertex in L �O (in the absence of
obstacles), and 2) the motionp from i to j is contained inW when starting at i . The set
�ECF { called the collision-free connection set { is the set of elements (i; j ) 2 �E such that
the motion from i to j does not collide with an obstacle. Here, CF stands forcollision-free.
Computing a motion between lattice vertices given a control setE is thus equivalent to
computing a minimum-cost path in the weighted directed graphGCF = ( L; �ECF ; c) with
verticesL, edges given by the collision-free connection set�ECF , and costc(( i; j )) equal to
c(p) wherep is the motion from i to j . Similar to GCF , we let GFree = ( L; �E; c) be the graph
GCF in the absence of any obstacles (note that in the absence of obstacles,�E = �ECF ).

2.3.3 Selecting a Control Set: The MTSCS problem

Thus far, we have described how a set of startsO and a control setE can be used in
motion planning. We now address howE can be computed beginning with two de�nitions.

De�nition 2.3.4 (Path using E). Given the tuple (X ; L; O; c;W; E) of con�guration
space, lattice, starting set, cost, workspace, and control set, respectively, thepath usingE
from o 2 O to j 2 L, denoted� E (o; j ) is the cost-minimizing path fromo to j (ties broken
arbitrarily) in the weighted, directed graph GFree = ( L; �E; c).

De�nition 2.3.5 (Distance using E). Given the tuple (X ; L; O; c;W; E), the distance
using E from o 2 O to j 2 L, denoteddE (o; j ) is the cost of the path usingE from o to j .

By Assumption 2.2.2, the distance usingE from o 2 O to j 2 L is the cost of the
compound motion fromo to j comprised of sub-motions inE. Let i 2 L � O ; o 2 O .
Observe that if E = B, then dE (o; i) = dB(o; i) = c((o; i)). That is, if E = B then the
direct motion from o to i is an available motion ato by Assumption 2.3.2 and the distance
using E = B from o to i is the cost of the trajectory that solves Problem 2.2.1 with
ps = o; pg = i in the absence of obstacles. This implies that usingB as a control set will
result in trajectories with minimal cost in the absence of obstacles. However, becauseB can
be large, the branching factor at a vertexi 2 L (given by jER(i ) j) during an online search
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of the graph GCF = ( L; �ECF = �BCF ; c) may be prohibitive. We therefore wish to limit the
size ofjER(i ) j in such a way that does not overly worsendE (o; j ) for all j 2 L � O ; o 2 O .
This motivates the following de�nition:

De�nition 2.3.6 (t-Error) . Given the tuple (X ; L; O; c;W; E), the t� error of E is de�ned
as

tEr(E) = max
o2O

j 2 L �O

dE (o; j )
dB(o; j )

:

That is, the t� error of a control setE is the worst-case ratio of the distance usingE
from a start o 2 O to a vertex j 2 L to the cost of the direct motion froms to j taken over
all starts o 2 O and verticesj 2 L. The t� error is a metric for thequality of a control set.
Intuitively, the t� error is a measure of the regret incurred by selectingE as a control set
instead ofB.

De�nition 2.3.7 (t� Spanning Set). Given the tuple (X ; L; O; c;W; E), and a real number
t � 1, we say that a setE is a t� spanner of L (or that E t � spansL), if tEr(E) � t.

Ideally, a control set would have both smallt� error and small values ofjEoj for all
o 2 O . Supposet > 1 and observe trivially that E = B will t� span L. This begs the
question: is there a smaller control setE (i.e., a control set with jEoj < jBoj for all o 2 O )
that will also t� spanL? This question is formulated formally by the MTSCS problem [89]:

Problem 2.3.8 (Minimum t� spanning Control Set Problem). Input: A tuple (X ; L; O; c;
W), and a real numbert � 1.
Output: A control set E =

S
o2O Eo that t� spansL where maxo2O jEoj is minimized.

Using a solution E to Problem 2.3.8 as a control set for lattice planning has two
bene�cial properties. First, the branching factor at any vertexi 2 L during an online
search of the graphGCF is given byjER(i ) j whose maximum value maxo2O jEoj is minimized.
Second, for every vertexi 2 L �O and everyo 2 O , it must hold that dE (o; i) � tdB(o; i) =
tc((o; i)). Thus, Problem 2.3.8 represents a trade-o� between branching factor and the
quality of computed motions. The decision version of Problem 2.3.8 is given here:

Problem 2.3.9 (MTSCS Problem { Decision Version). Given the tuple (X ; L; O; c;W),
a real numbert � 1, and a natural numberK � 0, determine if there exists a control set
E =

S
o2O Eo that t� spansL such that maxo2O jEoj � K .

Very similar to the MTSCS problem is the Minimum SpanningK -Control Set (MSKCS)
problem. This problem { addressed in Chapter 6 { is extremely related to the MTSCS
problem and, in fact, has an almost identical solution.
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Problem 2.3.10 (MSKCS Problem). Input : A tuple (X ; L; O; c;W), and a natural num-
ber K � 0.
Output : A control set E =

S
o2O Eo such that maxo2O jEoj � K and tEr(E) is minimized.

In essence, instead of minimizing the control set size given an acceptable error (the
MTSCS problem), the MSKCS problem minimizes the error given an acceptable control
set size. The decision version of the MSKCS problem is:

Problem 2.3.11 (MSKCS Problem { Decision Version). Given the tuple (X ; L; O; c;W),
a natural number K � 0 and a real numberT � 1, determine if there exists a control set
E =

S
o2O Eo such that maxo2 O jEoj � K and tEr(E) � T.
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Chapter 3

The MTSCS Problem for an
Any-Angle Square Lattice

3.1 Introduction

In this chapter, we address the Minimumt� Spanning Control Set (MTSCS) problem 2.3.8
for a simple instance. In particular, we consider the problem of computing a MTSCS for
the tuple (X ; L; O; c;W n ) with con�guration space X comprised of con�gurations of the
form (x; y), square lattice L, starting set O with a single element located at the origin,
cost c of motions given by the Euclidean distance between the endpoints of those motions,
and workspaceW n = [ � n; n]2 for a number n 2 N� 1 [ f1g . In this chapter, a motion p
that solves the motion planning problem 2.2.1 between lattice verticesi; j in the absence
of obstacles is a straight line connectingi and j , and the lattice is given by

Ln = Z2 \ W n = f (x; y) 2 Z2 : x; y 2 [� n; n]g: (3.1)

Because there is only one starting vertexo = (0 ; 0), a control set E can be uniquely
de�ned by a subset of the lattice vertices. That is, we may writeE = f v1; : : : ; vr g with
the understanding that the motion associated withvi 2 E is the straight line connecting
o and vi .

In this chapter, we will provide an e�cient and intuitive algorithm that solves the
MTSCS problem for the problem instance described above. We will also show that the
MTSCS is �nite even if n = 1 provided that t > 1, and we provide bounds on its
size. Further, we will provide a bound on the maximum cost error incurred from using
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the proposed control set with respect to free-space optimal in the presence of obstacles.
Finally, we compare our technique to a state-of-the-art control set generation method in
any-angle path planning and show that the former results in exponentially smaller control
sets than the latter for the samet� error (De�ned in 2.3.6).

We begin this chapter with a motivating example. Consider a continuous space version
of the MTSCS problem for the instance described above. That is, suppose we wish to
compute a setE = f l i ; i = 1; : : : ; rg of straight lines l i passing through the origin and some
con�guration ( x i ; yi ) { as in Figure 3.1 (a).

Figure 3.1: Motivating Example.

Observe that the setE partitions R2 into a set of wedges{ sectors between lines
l i ; l i +1 ; i = 1; : : : ; r � 1. Consider one such wedgew between, say,l1 and l2. Observe
that for any (x; y) 2 w there will always exist non-negative real numbersk1; k2 such that
k1(x1; y1) + k2(x2; y2) = ( x; y) provided (x1; y1); (x2; y2) are linearly independent. This is
illuatrated in Figure 3.1 (b). Suppose that we considerw to be coveredby E when each
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(x; y) 2 w is such that

k1jj x1; y1jj + k2jj x2; y2jj
jj x; yjj

� t; where

(x; y) = k1(x1; y1) + k2(x2; y2);
(3.2)

for a given valuet � 1 and wherejj � jj represents the Euclidean norm. A continuous
version of the MTSCS problem for the tuple (X; L; O; c) de�ned above is: compute a setE
of straight lines passing through the origin such that every wedgew is covered byE given
an input value t, and E is of minimal size.

It is not di�cult to show that for each wedge w for a given setE, any con�guration lying
on the line that bisectsw will maximizes the ratio in (3.2) (see Figure 3.1 (c)). Further,
the ratio at these con�gurations is given by2=

p
2+2 cos( � ) where � is the angle inscribed by

the wedge.

Therefore an intuitive solution to the continuous MTSCS problem would be to con-
tinually bisect the plane until each wedge issu�ciently narrow so as to guarantee that
2=

p
2+2 cos( � ) � t { as illustrated in Figure 3.1 (d). This is, in essence, a greedy solution: we

construct a control setE recursively by adding lines along which the error ratio in (3.2) is
maximized. From another perspective: we add lines toE that maximally reduce the angle
� in each in each resulting sub-wedge. This intuitive greedy approach is, in fact, optimal
for the continuous MTSCS problem (the proof follows from the result of this chapter).
However, the existence of e�cient algorithms for continuous problems does not guarantee
the existence of e�cient algorithms for the discrete versions of those problems.

Figure 3.2: Modi�cation of continuous algorithm for discrete lattices.

In this chapter, we show that the intuitive algorithm presented above also solves the
MTSCS for the discrete lattice (3.1) with minor modi�cations. In particular, we construct
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a control setE of vertices by selecting the shortest lattice vertex for which the inequality
(3.2) fails in each wedge. This vertexv is the shortest lattice vertex such that the line
passing through the origin andv is su�ciently close to the bisecting line of the wedge to
ensure that the inequality in (3.2) fails. This is illustrated in Figure 3.2 where the red
region about the bisecting line of the wedge represents the set of vertices for which the
inequality in (3.2) fails, and v is the shortest such vertex.

In the next section, we present the algorithm that solves the MTSCS problem for the
Lattice Ln for all n 2 N� 1 [ f1g . The completeness of this algorithm is established in
Section 3.4 after technical results in Section 3.3. .

3.2 Main Result

In this section we present the main result of this chapter: an algorithm that solves the
MTSCS problem for the latticeLn in (3.1). The approach is summarized in Algorithm 3.

Algorithm 3 Greedy MTSCS solver
1: procedure MTSCS (L n ; t > 1)
2: E = f (1; 0); (0; 1); (� 1; 0); (0; � 1)g
3: for v 2 L n in ascending order of costdo
4: if v is not t� reachable usingE then
5: E = E [ f vg

6: Sort E in increasing order of arctan2(yi ; x i )
7: if TestSet(E; L n ; t) then
8: return E

Algorithm 3 starts with a control set E given in Line 2. It then processes lattice vertices
in order of length, adding them toE if and only if the ratio of the distance usingE to v
(de�ned in 2.3.5) to the cost of the direct motion fromo to v { given by jjvjj { exceedst.
In this case, we say thatv is not t� reachable, meaning that v cannot be reached within a
factor of t of jjvjj . Algorithm 3 terminates if the sub-formula TestSet returns True. We
will show later that this last ocurrs if and only if every vertex inLn is t� reachable using
E. For now, we present theTestSet algorithm:
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Algorithm 4 Stopping Criteria
1: procedure TestSet (E = f (x1; y1); (x2; y2); : : : ; (xq; yq)g; L n ; t)
2: if n < 1 then
3: if L n is t� spanned byE then
4: return True
5: else
6: for i = 1 ; : : : ; q � 1 do
7: � x  x i +1 � x i

8: � y  yi +1 � yi

9: Bw  � x(� x2 + � y2) � 1=2

10: if Bw < 2t � 2 � 1 then
11: return False
12: return True

Algorithm 4 constitutes a stopping criteria for Algorithm 3. Given a control set of
lattice vertices E that is in increasing order of the angle inscribed by these vertices and
the x� axis, Algorithm 4 veri�es if the angle inscribed by neighboring vertices inE is
su�ciently small. This is analogous to the notion of asu�ciently narrow wedge described
in the previous section.

In the next section, we extend the notion of wedges used to de�ne the intuitive algorithm
in the previous section to discrete lattices. We also present technical results that will be
used to prove the completeness of Algorithm 3.

3.3 Wedge Analysis

The proof of the correctness of Algorithm 3 relies on a system of partitioning a lattice
Ln into wedges{ sectors of R2 lying between straight lines passing through the origin.
The high level idea is that vertices are iteratively added to the control setE in Line 5 of
Algorithm 3, thus splitting each wedge in the partition ofLn into sub-wedges. We show
that adding the shortest non-t� reachable vertex in each wedge toE results in a solution
to the MTSCS problem forLn . In this section, we introduce the notion of a wedge inR2,
and prove several technical results required for the correctness of Algorithm 3. The proofs
of each technical result in this section can be found in Appendix A

De�nition 3.3.1 (t-Error of a Vertex). Given lattice Ln , and a control setE � Ln , de�ne
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the t-error of any vertex (x; y) 2 L as:

tE (x; y) =
dE (x; y)
jj (x; y)jj

:

Observe that a vertex (x; y) is t� reachable using control setE for some valuet � 1 if
and only if tE (x; y) � t. For any vertex v = ( x; y) in Ln , we may consider an equivalent
polar representation ofv. That is, we may write v = ( l; � ) where l = jjx; yjj , and � =
arctan2(y; x). This equivalence will be used in the remainder of this chapter.

De�nition 3.3.2 (Wedge). Given a lattice Ln , let (x1; y1) = ( l1; � 1) 2 Ln ; (x2; y2) =
(l2; � 2) 2 Ln with � 1 � � 2. A wedgeW[(x1; y1); (x2; y2)] in Ln is de�ned as

W[(x1; y1); (x2; y2)] = f (x; y) = ( l; � ) 2 Ln : � 2 [� 1; � 2]g:

Intuitively, a wedge is the set of all lattice vertices lying between two lines: the �rst
passing through the origin and (x1; y1), the second passing through the origin and (x2; y2).
An example wedge is illustrated in Figure 3.3 (Left).

De�nition 3.3.3 (Deletable Wedges). Given a lattice Ln and a control setE, a wedge
w � Ln is calleddeletableusing E if every vertex in w is t� reachable usingE.

De�nition 3.3.4 (Boundary Expressible Wedge (BEW)). Given a lattice Ln , a wedge
w = W[(x1; y1); (x2; y2)] in Ln is a boundary expressible wedge(BEW) if, for all ( x; y) 2 w,
there existsk1; k2 2 N with

(x; y) = k1(x1; y1) + k2(x2; y2):

The interior of w, denotedwo, is the set of all vertices inw for which k1; k2 2 N> 0. The
vertices (x1; y1); (x2; y2) are called theboundary verticesof w.

Figure 3.3 (Right) illustrates an example of the boundary expressible wedgeW[(2; 1); (1; 1)].
We note that for any vertex (x; y) in the wedge, there exist natural numbersk1; k2 such
that ( x; y) = k1(2; 1) + k2(1; 1).
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Figure 3.3: (Left) The wedgeW[(2; 1); (1; 1)] with boundary vertices (2; 1); (1; 1) is the set
of all vertices lying in the shaded blue region. (Right) The boundary expressible wedge
W[(2; 1); (1; 1)]

De�nition 3.3.5 (E-Bounded BEW). We say that a boundary expressible wedgew is
bounded bycontrol set E is the boundary vertices ofw are in E, but that E contains no
vertices in the interior of w.

In order to prove Algorithm 3, we will show that at each iteration of the loop in line 3,
the set of all lattice vertices that are not yett� reachable from the iteratively constructed
set E, lie in a BEW w whose boundary vertices are inE, but whose interior contains not
vertices in E. We therefore prove several important Lemmas concerning these BEWs.

Lemma 3.3.6 (BEW Paths Using E). Let t � 1, and w = W[(x1; y1); (x2; y2)] be a BEW
that is bounded by a control setE for a lattice Ln . For any v 2 w if k1; k2 2 N such that
v = ( k1x1 + k2x2; k1y1 + k2y2), then

dE (v) = k1jj x1; y1jj + k2jj x2; y2jj : (3.3)

Further, if E � is any control set, then for allv 2 w,
�
dE �

(v) < d E (v)
�

=)
�
9u 2 E � \ wo

�
: (3.4)

Consider a BEWw with vertex v 2 w that is bounded by a control setE for a lattice
Ln . Observe that Lemma 3.3.6 implies that if vertexu 2 Ln is such that u; v � u =2 w,
then dE (v) � jj ujj + jjv � ujj .

The remainder of this chapter uses the following notation. Given a BEW,w =
W[(x1; y2); (x2; y2)] with ( x1; y1) = ( l1; � 1); (x2; y2) = ( l2; � 2), and a vertex (x; y) 2 w,
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we let

mw(x; y) =
k2l2
k1l1

; � w = � 2 � � 1; Bw = cos(� w);

In essence,mw(x; y) represents the slope of the vertex (x; y) relative to the boundary
vertices of the wedgew. Observe that if (x1; y1) = (1 ; 0); (x2; y2) = (0 ; 1) then mw(x; y)
reduces to the familiar de�nition of a the slope of the vertex (x; y). With these de�nitions
in mind, we make the following observations:

Lemma 3.3.7. Let w be a BEW on a latticeLn that is bounded by a control setE. Let
u; v be two vertices inw. Then mw(u) � mw(v) if and only if u lies above the line passing
through v and the origin.

Lemma 3.3.8 (t� Error for BEWs). Let t � 1, and consider latticeLn with control set E
and BEW w = W[(x1; y1); (x2; y2)]. If w is bounded byE, then the t� error of any point
(x; y) 2 wo is given by

tE (x; y) =
1 + mw(x; y)

p
1 + mw(x; y)2 + 2mw(x; y)Bw

: (3.5)

If, on the other hand,(x1; y1) 2 E, and (x2; y2) =2 E is t� reachable usingE, then

tE (x; y) �
1 + tmw(x; y)

p
1 + mw(x; y)2 + 2mw(x; y)Bw

; 8(x; y) 2 wo: (3.6)

Finally, if (x2; y2) 2 E and (x1; y1) =2 E is t� reachable usingE, then

tE (x; y) �
t + mw(x; y)

p
1 + mw(x; y)2 + 2mw(x; y)Bw

; 8(x; y) 2 wo: (3.7)

Lemma 3.3.8 provides expressions for thet-error of BEWs. We next use this result to
investigate potentially non t� reachable vertices using a setE that lie in a BEW that is
bounded byE.

Lemma 3.3.9 (t-Reachable Vertices in a BEW usingE). Let t > 1 and consider a lattice
Ln with control set E � Ln and BEW w = W[(x1; y1); (x2; y2)] that is bounded byE. Then
the following are true:

1. If Bw � (2t � 2 � 1), then every vertex inw is t� reachable usingE. If n = 1 , then this
requirement is necessary as well as su�cient.
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2. If not every vertex in w is t� reachable usingE, then the set of all nont� reachable
points (x; y) in w using E is exactly equal to

�w = f (x; y) 2 w : mw(x; y) 2 (mw ; mcirt )g; where

mw =
t
�

t(1 � Bw) �
p

(Bw � 1)(Bw t2 + t2 � 2)
�

t2 � 1
� 1;

mw =
t
�

t(1 � Bw) +
p

(Bw � 1)(Bw t2 + t2 � 2)
�

t2 � 1
� 1:

(3.8)

The well-de�nedness of the expressions in (A.8) is discussed in the following Remark:

Remark 3.3.10. In Lemma 3.3.9, we observe that if not every vertex in BEWw is t-
reachable using control setE, then by the �rst result of this lemma, it must hold that
Bw > 2t � 2 � 1. We observe, critically, that in this case the arguments under the square-
root in (A.8) are positive. Moreover, it is trivial to show that mw � 1; mw � 1 using the
identity Bw > 2t � 2 � 1.

Lemma 3.3.9 will not only help establish the correctness of Algorithm 4, but also allows
us to classify wedges in a way whose convenience will become apparent. This classi�cation
is presented in the following de�nition.

De�nition 3.3.11 (Wedge Separability). Let t > 1, andE a control set ofLn . Consider a
BEW w = W[(x1; y1); (x2; y2)] that is bounded byE, and the shortest vertex in the interior
of w, given by v = ( x1 + x2; y1 + y2) with l1 = jjx1; y1jj ; l2 = jjx2; y2jj . Then,

� If mw(v) 2 (mw ; mw) { that is, if v is not t� reachable usingE by Lemma 3.3.9 { then
w is calledshortest separable.

� If mw(v) � mw , we say that w is upper separable. In this case, by Remark 3.3.10, we
note that mw(v) = l2=l1 � mw � 1 implying that l2 � l1. If k is the smallest natural
number such that l2=kl 1 � mw , we say that k is the upper separability factorof w.

� Finally, if mw(v) � mw , w is said to belower separable. By Remark 3.3.10, we note that
mw(v) = l2=l1 � mw � 1 implying that l2 � l1. If k is the smallest natural number such
that kl 2=l1 � mw , we say that k is the lower separability factorof w.

Observe, trivially, that any BEW w that is bounded by a control setE is either
deletable, shortest separable, upper separable or lower separable. Thus the classi�cation
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Figure 3.4: Notation for upper (top) and lower (bottom) separable wedges.

system presented in the previous de�nition is exhaustive for such wedges. Observe further
that a wedge that is shortest separable usingE can be thought of as being both upper
and lower separable with upper/lower separability factork = 1. The remainder of this
chapter uses the following notation for wedges that are not deletable usingE: for a BEW
w = W[(x1; y1); (x2; y2)] that is bounded by a control setE, let

v1
w = ( x1 + x2; y1 + y2);

vr
w =

(
(rx 1 + x2; ry1 + y2) if w is upper separable;

(x1 + rx 2; y1 + ry2) if w is lower separable:
; 8r � 1

wreach =

(
W[vk� 1

w ; (x2; y2)] if w is upper separable with factork;

W[(x1; y1); vk� 1
w ] if w is lower separable with factork:

wunreach =

(
W[(x1; y1); vk ] if w is upper separable with factork;

W[vk
w ; (x2; y2)] if w is lower separable with factork:

wbetween =

(
W[vk

w ; vk� 1
w ] if w is upper separable with factork;

W[vk� 1
w ; vk

w ] if w is lower separable with factork:

(3.9)

An example using this notation can be found in Figure 3.4. We present three technical
results.
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Lemma 3.3.12 (BEW Closed Under Splitting). Let w = W[(x1; y1); (x2; y2)] be a BEW
that is bounded by a control setE for a lattice Ln . The wedgesw1 = W[(x1; y1); v1

w ] and
w2 = W[v1

w ; (x2; y2)] are both BEWs that are bounded byE [ f v1
wg, and w1 [ w2 = w.

Further, if w is upper or lower separable, then the wedgeswunreach ; wbetween are BEWs and
wunreach is bounded byE [ f vk

wg.

As the title of the previous lemma suggests, if a BEW is split in two via the addition
of v1

w or vk
w , then one or both the resulting sub-wedges will be BEWs. It will be shown

in the next lemma, that any sub-wedge that is not a BEW when split in this way, will be
deletable. Thus, at each iteration of Algorithm 3, each vertex that is not yett� reachable
using the computed control set will lie in a BEW bounded by the control set.

Lemma 3.3.13. Let t 2 (1;
p

2), and letw = W[(x1; y1); (x2; y2)] be a BEW that is bounded
by a control setE for a lattice Ln . If w is upper (or lower) separable usingE, then

Bwbetween �
1
t
: (3.10)

Lemma 3.3.14. Let w = W[(x1; y1); (x2; y2)] be a BEW that is bounded by a control set
E on a lattice Ln . If w is not deletable usingE, let v denote the shortest nont� reachable
vertex in w using E. The the following hold:

1. If w is shortest separable usingE, then v1
w = v.

2. If w is either upper or lower separable usingE and vk
w is not t� reachable usingE, then

v = vk
w and every vertex inwreach [ wbetween is t� reachable usingE [ f vk

wg.

3. If w is either upper or lower separable usingE and vk
w is t� reachable usingE, then w

is deletable usingE [ f vg.

For the remainder of this chapter, letE r denote the control set at the beginning of
iteration r of the for loop in Line 3 of Algorithm 3.

Lemma 3.3.15. If v 2 Ln is not t� reachable usingE r , then v lies in a BEW that is
bounded byE r for any r � 0.

Lemma 3.3.16. Let w = W[(x1; y1); (x2; y2)] be a BEW that is bounded by a control set
E. If w is either upper or lower separable usingE, let � denote the angle inscribed by the
wedgewbetween [ wreach. Then

cos(� ) �
2
t2

� 1: (3.11)
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Further, if mw(vk
w) =2 (mw ; mw), let v denote the shortest vertex inw that is not t� reachable

using E. Then

min(cos(� 1); cos(� 2)) �
2
t2

� 1; (3.12)

where � 1; � 2 are the angles inscribed by the wedgesw1 = W[(x1; y1); v]; W[v; (x2; y2)], re-
spectively.

The above lemma implies that ifvk
w is added to a control set boundingw, then the

green and pink sub-wedges in Figure 3.4 become deletable using the resulting control set.
Further, this lemma implies that if vk

w is not the shortest non t� reachable vertex inw
using a control set that boundsw, then adding the shortest nont� reachable vertex to the
control set results inw being deletable using that control set.

Lemma 3.3.17 (Distance Invariance). Let t 2 (1;
p

2), and let E r denote the control
set at the beginning of iterationr of the for loop in Line 3 of Algorithm 3. Let w =
W[(x1; y1); (x2; y2)] be a BEW wedge that is bounded byE r . Then the following are true:

1. If w is shortest separable usingE r , then for any other control setE 0 with v1
w =2 E 0, it

holds thatdE 0
(v1

w) � dE r
(v1

w).

2. If w is upper or lower separable usingE r and mw(vk
w) 2 (mw ; mw), then for all vertices

u 2 wunreach ; u 6= v, jjujj + jjvk
w � ujj � dE r

(vk
w):

Lemma 3.3.18 (Base Case For Inductive Proof). Let t > 1 and Ln a lattice. Let Et denote
the set of all minimalt� spanning control sets ofLn , and letE = f (0; 1); (1; 0); (� 1; 0); (0; � 1)g.
If t �

p
2 then E 2 E t . Furthermore, if t <

p
2 then E � E � for all E � 2 E t .

3.4 Completeness, Solution Size, & Path Error

In this section, we use the technical results of the previous section to prove the completeness
of Algorithm 3. We also present bounds on the size of the control set returned by the
algorithm and bound the maximum error incurred from computed motions with respect to
free-space optimal.

Theorem 3.4.1 (Completeness). The Algorithm 3 is complete. That is, it returns a
solution to Problem 2.3.8 for latticeLn in �nite time for all t > 1 and for all lattices
Ln ; n 2 N [ f1g .

46



Proof. At each iteration r of the for loop in Line 3 of Algorithm 3, letE r = f (x1; y1); (x2; y2)
; : : : ; (xq; yq)g denote the computed control set at the beginning of this iteration. Assume
without loss of generality that the elements inE r , (x i ; yi ) = ( l i ; � i ) are written in order of
� i ; i = 1; : : : ; q. Let vr denote the vertex inLn that is added to E r in Line 5 and let

N r = f W[(x i ; yi ); (x i +1 ; yi +1 )]; i = 1; : : : ; q � 1g [ f W[(xq; yq); (x1; y1)]g;

N r
BEW = f w 2 N r : w is a BEWg

N
r

= f w 2 N r
BEW : w is not deletableg

Observe that
S

w2N r w = Ln and that wedgesw in N
r

are bounded byE r . By Lemma
3.3.15,vr must lie in a wedgewr 2 N

r
. Let wr; o denote the interior ofwr .

We begin by showing that Algorithm 3 returns at� spanning control set if it terminates.
Observe that it is su�cient to show that Algorithm 4 returns a value True given a control
set E r if and only if E r is a t� spanning control set ofLn . If n < 1 , this result holds
trivially by Lines 2-4 of Algorithm 4. If n = 1 , then Algorithm 4 returns true given a
control setE r if and only if cos(� ) � 2t � 2 � 1 for eachw 2 N r (Lines 7-12) where� denotes
the angle inscribed byw. By Lemma 3.3.16, eachw 2 N r � N r

BEW meets this criteria.
Therefore Algorithm 4 returns True givenE r if and only if each w 2 N r

BEW meets this
criteria. Since each wedge isN r � N r

BEW is deletable usingE r (Lemma 3.3.15), and each
wedgew 2 N r

BEW is deletable usingE r if and only if cos(� ) = Bw � 2t � 2 � 1 (Lemma
3.3.9) we conclude that Algorithm 4 returns true givenE r if and only if E r is a t� spanning
control set of Ln .

We now show that Algorithm 3 terminates in �nite time. Observe that this holds if
n < 1 since, in the worst case,E = Ln will t� span Ln for all t � 1, and Ln is of �nite
size. Therefore, since it was show that Algorithm 4 returns True given a control setE if
and only if E is a t� spanning control set ofLn , it must hold that a value of True will be
returned givenE = Ln in �nite time. Assume n = 1 . Given an arbitrary iteration r , and
an arbitrary wedgew = W[(x1; y1); (x2; y2)] 2 N r , let r + r1; r + r2; : : : ; denote a sequence of
iterations such that vr + r i 2 w for all i � 1. Then it su�ces to show that for all such wedges
in N r , there exists a natural numberN < 1 such that w is deletable usingE r + r N . At
iteration r + r1, w is split into sub-wedgesw1 = W[(x1; y1); vr + r 1 ]; w2 = W[(vr + r 1 ); (x2; y2)].
If vk

w 6= vr + r 1 (where k is the upper/lower separability factor if w is upper/lower separable
and 1 if it is shortest separable), thenw is deletable usingE r + r 1 (Lemma 3.3.14) which
completes the proof. Otherwise,vr + r 1 = vk

w . By the law of cosines, ifBw0 = max( Bw1 ; Bw2 ),
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then

Bw0 =

8
<

:

mw (vk
w )B w +1p

2mw (vk
w )B w + mw (vk

w )2+1
; if l2 � l1

mw (vk
w )+ B wp

2mw (vk
w )B w + mw (vk

w )2+1
; otherwise;

(3.13)

where l1 = jjx1; y1jj ; l2 = jjx2; y2jj . The �rst case accounts for upper separable wedgesw
using E r + r 1 and shortest separable wedges wherel2 � l1, while the second case accounts
for lower separable and shortest separable wedges wherel2 < l 1. Minimizing Bw0=Bw with
respect tomw(vk

w) and observing thatmw(vk
w) � mw if l2 � l1 and mw(vk

w) � mw if l2 < l 1,
it is easily veri�ed that

Bw0

Bw
� t; 8t 2 (1;

p
2]

Since it is assumed thatt > 1, we can conclude that when Algorithm 3 adds a vertex to a
wedgew, the value of Bw of each sub-wedge ofw is increased by a factor 1 +� for some
� > 0. Therefore, on iterationr + r i , each sub-wedgew0 � w; w0 2 N r + r i will be such that
Bw0 � (1 + � )r i Bw . Setting rN = dln((2t � 2 � 1)B � 1

w ) ln(1 + � )� 1e yields Bw0 � 2t � 2 � 1
implying that w0 is deletable usingE r + r N whererN < 1 which completes the proof.

The arguments above prove that Algorithm 3 will return at� spanning control set in
�nite time. It will now be shown that this set E is of minimal size. LetE� denote the set
of all solutions to Problem 2.3.8, and letE � 2 E � . To show jE j � j E � j it su�ces to show
that there exists an injection f : E ! E � . We de�ne this function recursively onr . For
eachi 2 E 0 whereE 0 is given in Line 2, letf (i ) = i . Observe that this is a valid mapping
from E to E � sinceE 0 � E � for all E � 2 E � by Lemma 3.3.18. Next, for allr > 0 if vertex
vr is added toE r in Line 5 with vr 2 wr 2 N

r
, then

1. If wr is shortest separable,vr = v1
wr (Lemma 3.3.14). Letf (vr ) = vr . Note vr 2 E � . If

not, then dE �
(v1

wr ) � dE r
(v1

wr ) � tjj v1
wr jj (Lemma 3.3.17) andE � is not a t� spanning

control set. Observe thatv1
wr 2 wr; o.

2. If wr is upper/lower separable andvk
wr 2 (mwr ; mwr ), then vr = vk

wr (Lemma 3.3.14).
There must exist a vertexu 2 E � \

�
wr

reach [ wr
between

�
. Indeed, there must existu 2

E � \ wr; o such that the path usingE � to vk
wr passes throughu (Lemma 3.3.6). If u 2

wr �
�
wr

reach [ wr
between

�
= wr

unreach, then dE �
(vk

wr ) � jj ujj + jjvk
wr � ujj � dE r

(vk
wr ) � tjj vwr

k jj
(Lemma 3.3.17) andE � is not a t� spanning control set. Letf (vr ) = u and recall that
u 2 wr; o.

3. If w is upper/lower separable andvk
wr =2 (mw ; mw), then by Lemma 3.3.6, there must

exist a vertexu 2 wr; o \ E � sincev is not t-reachable usingE r . Let f (vr ) = u.
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To show that f is injective, observe that f maps vr 2 wr to a vertex u 2 wr; o where
wr 2 N

r
. Therefore, to show injectivity, it su�ces to show that u =2 ws;o for any wedge

ws 2 N
s

on any iteration s > r .

If wr is shortest separable, thenf (vr ) = vr = v1
wr . Sincev1

wr lies on the boundary of
the wedgesW[(x1; y1); v1

wr ]; W[v1
wr ; (x2; y2)] 2 N r +1

BEW (Lemma 3.3.12),vr will never appear
in the interior of any ws 2 N s

BEW on any other iteration s > r . Therefore, vr will never
appear in the interior of anyws 2 N

s
� N w

BEW .

If wr is upper/lower separable withvk
wr 2 (mwr ; mwr ), then f (vr ) = u for u 2 wr

reach [
wr

between. Since wr
reach [ wr

between is deletable usingE r [ f vr g (Lemma 3.3.14), (wr
reach [

wr
between) \ ws;o = ; for any ws 2 N

s
on any iteration s > r implying that u =2 ws;o.

Finally, if wr upper/lower separable usingE r with vk
wr =2 (mwr ; mwr ), then wr is

deletable usingE r [ f vr g (Lemma 3.3.14) implying that wr \ ws;o = ; for any ws 2 N
s

on
any iteration s > r implying that u =2 ws;o

Therefore, f is an injective function from E to E � implying that jE j � j E � j implying
in turn that E is a t� spanning control set of minimal size.

We now present a bound on the size of the control set returned by Algorithm 3.

Theorem 3.4.2 (Control Set Size). Let E denote the size of the control set returned by
Algorithm 3 given a latticeLn and valuet > 1. Then,

jE j =

8
<

:

�
� q

t
t � 1

�
; if n = 1 ;

min
�

O
� q

t
t � 1

�
; O(n2)

�
; otherwise:

(3.14)

Proof. We begin by showing that jE j = 
(( t � 1)� 1=2) if n = 1 . Assume that E =
f (x1; y1); (x2; y2); : : : ; (xq; yq)g where, without loss of generality, the elements inE, (x i ; yi ) =
(l i ; � i ) are written in order of � i ; i = 1; : : : ; q. By the �rst result in Lemma 3.3.9 and
Lemma 3.3.16, ifE is a t� spanning control set, then for each (x i ; yi ); (x i +1 ; yi +1 ) 2 E,
cos(� i +1 � � i ) � 2t � 2 � 1. Therefore,

jE j �
�

arccos
�

2
t2 � 1

� = �

 r
t

t � 1

!

;

implying that jE j = 
(( t � 1)� 1=2). Next we show that jE j = O((t � 1)� 1=2) for all n �
1 . Consider the setE 0 = f (x1; y1); (x3; y3); : : : ; (x2bq=2c+1 ; y2bq=2c+1 )g. Then, cos(� 2j +1 �
� 2j � 1) < 2t � 2 � 1 for all j = 1; : : : bq=2c. Indeed, if this were not the case, then the wedge
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W[(x2j � 1; y2j � 1); (x2j +1 ; y2j +1 )] would be deletable usingE � f (x2j ; y2j )g By the �rst result
of Lemma 3.3.9, and Lemma 3.3.16 implying thatE is not of minimal size. This is a
contradiction of the result of Theorem 3.4.1. Therefore,

jE 0j �
�

arccos(2t � 2 � 1)
= �

 r
t

t � 1

!

:

Observe that jE j = O(jE 0j). Therefore, jE j = O
� q

t
t � 1

�
and jE j = �

� q
t

t � 1

�
if n = 1 .

Finally, supposen < 1 . As t approaches 1, the control set size will approach (24=� 2)n2 +
O(n log(n)) = O(n2) [105].

Next, we will present a bound on the error incurred by using a MTSCS to plan a path.
We begin a de�nition.

De�nition 3.4.3 (� -Robustly Feasible Path). Let Bv(r ) � R2 denote an open ball of
radius r centered atv 2 R2. Given a set of obstaclesXobs = f O1; : : : ; Omg and a value
� > 0, a path � : [0; sf ] ! R2 with �nal arc-length sf is said to be� -robustly feasibleif
B� (s)(� ) \ Oi = ; for all s 2 [0; sf ] and for all Oi 2 X obs.

An illustrative example of a � � robustly feasible path is illustrated in Figure 3.5

Figure 3.5: Example of a� -robustly feasible path.
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The lattice Ln in (3.1) is de�ned for integer vertices implying that the distance between
a lattice vertex and its closest neighbor in the lattice is 1. However, this distance1 lattice
unit is given without actual units of measurement. For actual units of measurement, say
meters, 1 lattice unit may represent 1 meter, half of a meter, etc. We de�ne the�neness
of a lattice � as the measurement of 1 lattice unit given units of measurement. Observe
that if a lattice Ln has �neness �, then for any con�guration v 2 X , it must hold that
there is a lattice vertex a distance of no more than

p
2� from v. Using these de�nitions,

we present an error bound on path length.

Theorem 3.4.4 (Path Error) . Let Xobs be a set of obstacles, let� > 0, and let � � denote
the shortest� -robustly feasible path from a start vertexps to a goal vertexpg in the lattice
Ln . For a lattice Ln de�ned in (3.1) with �neness � , let E be a MTSCS forLn with a
value t 2 (1;

p
2]. Finally, let � E be the shortest path in the graphGCF = ( Ln ; �ECF ; jj � jj )

from ps to pg where �ECF is de�ned in (2.7) for the control setE. If

� � 2
p

2�

then
c(� E )
c(� � )

� t

 

1 +
2
p

2�

� � 2
p

2�

!

(3.15)

In [50, Theorem 2], a similar bound is presented with condition� > 3
p

2� and error
ratio r = (1 + 2

p
2� =(� � 3

p
2�) ). Observe that the error ratio in 3:15 outperformsr for small

values oft and larger values of �, but fails to outperform r for larger values oft.

Proof. The proof of this Theorem is a modi�ed version of the proof of [50, Theorem 2],
altered to accommodatet� factor sub-optimality. We begin with a sub-claim: Let� be a
straight line segment connecting lattice verticesv1; v2 with length l, and let � E

t be the path
betweenv1; v2 obtained using a MTSCSE in the absence of obstacles. LetlE be the length
of � E

t , and observelE � tl . Finally, let D denote the maximum lateral error between�
and � E

t . Then

D �
l
2

p
t2 � 1: (3.16)

Indeed, letv denote the con�guration in � E
t at which D is realized. MaximizingD subject

to the constraints dE (v1; v) + dE (v; v2) = lE � tl , we obtain that D is maximized by a
straight line segments connectingv1 to v and v to v2 and dE (v1; v) = dE (v; v2) = tl=2. The
result 3.16 follows from Pythagoras.
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Next we make another sub-claim: if� is a line segment connectingv1; v2 with length
l < 2� , if B� (v1) \ O = ; ; B� (v2) \ O = ; ; 8O 2 X obs, and if D denotes the maximum lateral
error between� and a con�guration v, then

�
D �

p
� 2 � (l=2)2

�
=) (v \ O = ; ; 8O 2 X obs) : (3.17)

This result follows immediately from Pythagoras noting that the intersection point of two
circles with equal radii � whose centers arel apart will occur a distance of

p
� 2 � (l=2)2

from the line connecting the centers of the circles.

Observe that if c(� � ) � � � 2
p

2�, then let L be the straight line segment connecting
ps; pg with length l and observe thatL lies within a ball of radius� of ps sincel � c(� � ) < � .
Therefore, the path� E will have a maximum value ofD of

D �
c(� � )

2
< �;

for all t 2 (1;
p

2], implying that � E does not collide with an obstacle. In this case,
c(� E )=c(� � ) � t and 3.16 holds. Otherwise, ifc(� � ) > � � 2

p
2�, we partition � � into

N segments� �
i with endpoints x i ; x i +1 for i = 0; : : : ; N � 1. For simplicity, let x0 =

xs; xN = xg. We form this partition in such a way as to ensure that the �rst N � 1
segments have length� � 2

p
2� and the �nal segment has length � 2(� � 2

p
2�). That is,

there arebc(� � )=(� � 2
p

2�) c � 1 segments of length� � 2
p

2� and 1 segment of length
� 2(� � 2

p
2�) for a total of N = bc(� � )=(� � 2

p
2�) c segments.

By the de�nition of the lattice �neness �, for each segment � �
i , i = 0; : : : ; N � 2 between

x i ; x i +1 , it must hold that there are lattice verticesx0
i ; x0

i +1 with jjx i � x0
i jj ; jj x i +1 � x0

i +1 jj �p
2�. Therefore, letting � 0

i be the line segment connectingx0
i ; x0

i +1 with length l0
i , and

� E
i the path using E betweenx0

i ; x0
i +1 with length lE

i , we can conclude thatl0
i � � and

dE (x0
i ; x0

i +1 ) � tl 0
i . The �rst holds because the length of the path� �

i is � � 2
p

2� and l0
i

is at most l i + 2
p

2�. While the second holds by the de�nition of a t� spanning control
set. Observe that the maximum lateral error between� 0

i and � �
i is

p
2�. Therefore, the

maximum lateral error D E between� E
i and � �

i is bounded by
p

2� + D where D is the
maximum lateral error between� E

i and � 0
i . From (3.16),

D E �
p

2� +
l0
i

2

p
t2 � 1 �

p
2� +

�
2

p
t2 � 1:

The con�gurations x i ; x i +1 lie on the path � �
i which has strong� -clearance. Therefore,

B� (x i ) \ O = B� (x i +1 ) \ O = ; ; 8O 2 X obs. Further, the maximum lateral error between
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all con�gurations lying on the path � E
i is given by D E above. Since the length of� �

i is
� � 2

p
2� which is at least the length of the line segment connectingx i ; x i +1 , we can

conclude by (3.17), that

p
2� +

�
2

p
t2 � 1 �

q
� 2 � (� � 2

p
2�) 2=4 =) � E

i \ O = ; ; 8O 2 X obs:

The left hand side of the implication holds for allt 2 (1;
p

2] provided that � � 2
p

2�.
This analysis shows that� E

i does not collide with an obstacle for anyi = 0; : : : ; N � 2. A
similar analysis can be used to show that the �nal segment is also collision free, observing
that the length of the �nal segment is at most 2(� � 2

p
2�) but the maximum di�erence

between the length of� �
N � 1 and l0

N � 1 is
p

2� instead of 2
p

2� since both � �
N � 1 and � 0

N � 1
terminate at the same lattice vertex. We may therefore conclude that the path� E formed
by connecting segments� E

i does not collide with an obstacle. Therefore the shortest such
path has cost no more than the path constructed above. Thus,

c(� E ) =
N � 1X

i =0

c(� E
i ) � t

N � 1X

i =0

c(� 0
i )

= t

 

c(� 0
0) + c(� 0

N � 1) +
N � 2X

i =1

c(� 0
i )

!

� t

 

c(� �
0) + c(� �

N � 1) + ( N � 1)2b+
N � 2X

i =1

c(� �
i )

!

= t(c(� � ) + 2( N � 1)b):

(3.18)

Recalling that N = bc(� � )=(� � 2
p

2�) c completes the proof.

3.5 Evaluation

In this section, we compare our work against the state of the art in any-angle path planning.
The Algorithms described here were encoded in Python 3.7 (Spyder). Results were obtained
using a desktop equipped with an AMD Ryzen 3 2200G processor and 8GB of RAM running
Windows 10 OS.
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3.5.1 Computing a Control Set

We start by comparing our technique against a current state of the art control set generation
method [94] which we denote SOA (state of the art). In this work, the authors propose
a method to compute a control set of size 2k for an input value k 2 N� 2 that is based on
the Fibonacci numbers. In detail, the technique begins like Algorithm 3 with a setE as in
Line 2. It then adds vertexv1 (given in (3.9)) to each wedge repeatedly until a control set
of size 2k+2 is reached. This technique over-emphasizes wedges that already feature low
t� errors and provides no stopping criteria other than set size.

Let E k
SOA denote the set returned by the SOA algorithm for a given inputk, and let E t

P
denote the set returned by Algorithm 3 for an in�nite lattice and valuet > 1. We compare
E k

SOA ; E t
P via two metrics. First, given a valuek 2 N� 2, we compute the smallest value

of t for which E k
SOA is a t� spanning control set of the lattice. We use this value oft as

input to Algorithm 3 to compute E t
P and comparejE k

SOA j=jE t
P j. Though we perform this

comparison numerically, an analytic bound on the ratio can be obtained. Indeed, it can
be shown that for anyk 2 N� 0, the longest vertex inE k

SOA will be (k; 1) and the smallest
value of t such that E k

SOA is a t� spanning control set is

�t =

s
2
p

k2 + 1
p

k2 + 1 + k � 2
:

Therefore, by Theorem 3.4.2,

jE k
SOA j

jE �t
P j

= 


 
2k+2

p
�t � 1

p
�t

!

= 

�

2k

3k

�
:

This result implies that E k
SOA will be exponentially larger than E t

P for the same error.
Figure 3.6 (top) summarizes our �ndings. A visual comparison of the two control sets
E k

SOA ; E t
P can be found in Figure 3.7 for values ofk ranging from 1 to 10. While the

control sets are equal fork = 1; 2, the a notable di�erence arises for larger values ofk.
Observe that E t

P is more akin to the intuitive control set for continuous space given in
Figure 3.1 (d) than E k

SOA

Next we comparetEr(E k
SOA ) = tSOA and tEr(E t

P ) = tP given a �xed control set size.
Here the t� error of a control set is de�ned in De�nition 2.3.6. In detail, for a �xed value
k 2 N� 2, compute the lowest value oft such that E k

SOA t� spans the lattice. Next we
compute the smallest value oft such that E t

P t� spans the lattice subject to the constraint
jE t

P j � 2k . The results can be seen in Figure 3.6 (bottom).
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Figure 3.6: Comparison of two metrics forE t
P and E k

SOA .

3.5.2 Any-Angle Path Planning

In this section, we compare lengths of paths computed using the proposed control set
against commonly used methods for any-angle path planning.

We begin with a valuek 2 N� 2 from which we compute the setE k
SOA described in the

previous section. The minimum value oft for which ESOA is a MTSCS of the lattice is
computed, and used as input for Algorithm 3 for an in�nite lattice. E k

SOA and E t
P were

then used to de�ne graphs in which a shortest path was computed between start and
goal vertices. In this section, we use the basic A* algorithm in Algorithm 1 with the
heuristic of a vertex given by the euclidean distance between the vertex and the goal in
the absence of obstacles. We label the

We compare our methods against �ve common algorithms: three sampling algorithms
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Figure 3.7: Visual comparison ofE t
p; E k

SOA for varying k.

{ asymptotically optimal Rapidly exploring Random Trees (RRT*) [54], Batch Informed
Trees (BIT*) [32], and RRT Connect [63] { and two line-of-sight based algorithms {
ANYA [43] and its improved version labelled here as iANYA [44]. Figure 3.8 compares
the proposed method against the three sampling planners for one such planning problem.
Here near-optimality was reached by the proposed method with a value oft � 1:001. The
fastest algorithm, on average by far, is RRT Connect, exploring very few con�gurations
before a connection is made. However, once this connection is made, the path is returned.
The remaining two algorithms are asymptotically optimal and constituteany-time plan-
ners. That is, an initial path is quickly computed and then re�ned up to a speci�ed time
cut-o�. For a �xed time, we compare the proposed method against RRT*, BIT*, ANYA,
and iANYA.

In detail, 500 instances of the motion planning problem were generated by randomly
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selecting an obstacle setXobs and start-goal lattice vertices. These we problems were then
solved using A* in conjunction with control setsE k

SOA ; E t
P . The run time of the former

was measured and used as a time cut-o� for the any-time sampling planners.

(a) Proposed (b) RRT*

(c) BIT* (d) RRT Connect

Figure 3.8: Visualization of planning methods

Figure 3.9 summarizes our �ndings. Algorithm iANYA { shown in black { serves as
a baseline since it is known to be optimal. Ask increases (and therefore as the run-time
cut-o� increases), BIT* converges to optimal faster than RRT*. This is not surprising since
BIT* makes use of a heuristic to guide random sampling. Notably, the proposed algorithm
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out-performs both RRT* and BIT* given a �xed run time cut-o�. Further, the proposed
method reaches near optimal for a valuek = 4. In terms of run time, the proposed method
outperformed ANYA up to a value of k = 5 on average. However, the proposed method
was outperformed both in path length and runtime by iANYA for all values ofk � 1. Even
with k = 1, iANYA required on average 12% less time than the proposed method.

Figure 3.9: Sub-optimality of compared methods.

3.6 Discussion

In this work, we showed that the MTSCS problem can be e�ciently solved for a certain
class of problem with lattices of the form (3.1). Notably, for any valuet > 1, there exists
a �nite MTSCS even for an in�nite lattice. Bounds on the size of the MTSCS as well
as on the error incurred were presented. The resulting control sets have notable bene�ts
over the current state of the art including exponentially smaller sizes for the samet� factor
sub-optimality, and smaller t� factor sub-optimality given �xed control set size. However,
for any-angle path planning in a 2-dimensional workspace, our methods fail to outperform
iANYA, an algorithm enjoying both optimalality and run time e�ciency. However, as
graph-search methods improve, the proposed control sets could play a pivotal roll in future
any-angle path planning.
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Chapter 4

Tunable Trajectory Planner Using G3

Curves

4.1 Introduction

In this chapter, we present a technique to compute trajectories between start and goal con-
�gurations. The trajectories we compute areC3-continuous with respect to time implying
that they are thrice continuously di�erentiable.

We focus on con�gurations of the form (x; y; �; �; �; v; � ) where (x; y) 2 R2 represents
position in the plane, � the heading,� the curvature, � the curvature rate, v the velocity,
and � the velocity rate (all derivatives taken with respect to arc-length). In particular,
we seek to compute trajectories that optimize a trade o� between comfort and travel
time [66, 121], though the methods developed here can be used to consider other features
as well.

Comfort of a trajectory is related to the acceleration, the rate of change of yaw, and
jerk (the derivative of the acceleration) experienced by a vehicle sliding along it [49, 121].
A common metric for comfort is the integral of the square of the jerk (IS jerk) over the
trajectory [66]. When a vehicle is moving at constant speed, jerk is experienced lateral to
the trajectory and is proportional to the derivative of curvature|called the sharpness|
of the vehicle trajectory. It is important to note that the smoothness and comfort of
the resulting vehicle motion depends on both the reference trajectory and the tracking
controller. However, by planning trajectories with low jerk, less e�ort is required from the
controller to track the reference and ensure comfort [64], particularly at high speeds [102].
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Often, trajectory planning is treated as a two part spatio-temporal problem [57]. The
�rst sub-problem deals with computing a path from start to goal, while the second ad-
dresses how this path should be converted into a motion by computing a velocity pro�le.
Optimizing a travel time/comfort trade o� over a set of paths and velocity pro�les en-
sures the resulting trajectory's adherence to desirable properties like short travel time, and
comfort.

The problem just described is an instance of in�nite dimensional optimization in which
a non-convex cost (discussed later) is minimized over two continuous functions: path and
velocity pro�le. On one extreme, one could attempt to compute both functions simultane-
ously. However, because of the nature of the problem, conventional techniques like convex
optimization [36], or sequential quadratic programming, cannot be used without �rst mod-
ifying the problem. On the other extreme, one could consider a simpli�ed version of the
problem by completely decoupling path and velocity: �rst minimizing cost over one func-
tion, then the other. This latter approach is widely used [100, 119], but does not consider
the in
uence of the choice of path on the velocity pro�le (or vice-versa). For example, if
a user strongly prefers short travel time to comfort, then an algorithm which �rst selects
a cost-minimizing path, and then computes a velocity given that path would compute a
trajectory with the shortest possible path, and highest feasible velocity. However, it has
been observed that such a trajectory is sub-optimal when attempting to minimize travel
time. This is because short paths typically feature higher values of curvature which require
lower values of velocity to maintain safety.

We propose a hybrid of these two approaches: we decouple the problem but repeatedly
solve the path and velocity pro�les in an iterative fashion. In particular, we consider a
simpli�cation of the original optimization problem that limits the set of admissible paths
to one in which individual elements can easily be distinguished from each other via a single
parameter �� 2 R> 0. This is done by considering only those paths whose second derivative
of curvature is piece-wise constant, taking only values inf 0; � �� g. We also propose a
modi�cation of the techniques employed by [11] to discretize the set of admissible velocity
pro�les into N +1 � 5 way-points for longitudinal jerk. Thus, the two continuous functions,
path and velocity pro�le, over which the our cost is minimized are replaced withN + 2
constants. We then repeatedly select paths by selecting values for �� , and compute theN +1
remaining parameters that minimize cost given the selected path. We thus iteratively re�ne
both path and velocity pro�le. For clarity, the contributions of this chapter are repeated
here from Section 1.1.3.

1. Given a set of weights representing a trade o� between comfort and travel time, we pro-
pose a method of simplifying the resulting in�nite-dimensional non-convex optimization
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problem to one of �nite dimension, allowing us to iteratively re�ne both the path and
velocity.

2. To use the technique proposed here, we develop a method to compute paths between
start-goal con�gurations whose second derivative of curvature is piece-wise constant
taking values only in f 0; � �� g given a value �� 2 R> 0.

3. Finally, we present a modi�cation of the technique from [11] that allows us to compute
a cost-minimizing velocity pro�le given a path.

4.2 Problem Statement

We begin with a review of the optimization problem that motivated the development of the
Continuous Curvature Rate and Hybrid Curvature Rate paths presented in [6]. These are
G3 continuous paths in which the derivative of curvature with respect to arc-length� is a
piece-wise linear continuous function of arc-length and the second derivative of curvature
with respect to arc-length� is piece-wise constant. We will then augment the problem to
account for comfort resulting in a new problem that is the focus of this chapter. A note
on notation: we use (�)0 to denote di�erentiation with respect to arc-length s along a path,
while _(�) represents di�erentiation with respect to time t.

4.2.1 Original Optimization Problem

Recall from the Introduction: A curve is calledGk-continuous, orgeometricallycontinuous,
if it is k� times continuously di�erentiable with respect to arc-length [7]. Typically, a path
is said to beGk if it is Gk continuous, but not Gk+1 continuous.

The set of allG3 curves in 2D space is the set of all solutions to the following di�erential
equation [6] 2

6
6
6
6
4

x0

y0

� 0

� 0

� 0

3

7
7
7
7
5

=

2

6
6
6
6
4

cos(� )
sin(� )

�
�
0

3

7
7
7
7
5

+

2

6
6
6
6
4

0
0
0
0
�

3

7
7
7
7
5

; (4.1)

where (x; y) 2 R2; � 2 [0; 2� ); � 2 R; � 2 R denote the instantaneous position, heading,
curvature, and curvature rate along the curve, respectively. Note,� is the derivative of

61



curvature with respect to arc-length (called thesharpness, or curvature rate), while �
represents the second derivative of curvature with respect to arc-length. Observe that the
model in (4.1) does not assume that� is continuous. Thus model (4.1) can be used to
describeG3 curves whose curvature rates are piece-wise linear functions of arc-length. The
goal of path planning usingG3 curves is to obtain paths of minimal �nal arc-lengthsf , from
start con�gurations (xs; ys; � s; � s; � s) to a goal con�gurations (xg; yg; � g; � g; � g), subject to
boundary constraints:

x(0) = xs; y(0) = ys; � (0) = � s; � (0); = � s;

x(sf ) = xg; y(sf ) = yg; � (sf ) = � g; � (sf ) = � g;

� (0) = � (sf ) = 0 :

(4.2)

and physical constraints:

� (s) 2 [� � max ; � max ]; 8s 2 [0; sf ];

� (s) 2 [� � max ; � max ]; 8s 2 [0; sf ];

� (s) 2 [� � max ; � max ]; 8s 2 [0; sf ];

(4.3)

where � max ; � max ; � max > 0 are known. To summarize, if velocity is restricted to positive
values, then the work of [6] seeks to solve the following optimization problem (OP):

min
�

sf

s:t: constraints (4.1); (4.2); (4.3)
(4.4)

Observe that at constant speed, minimizing arc-length as in (4.4), is equivalent to mini-
mizing travel time.

4.2.2 Adding Comfort Constraints & Velocity

The constraints (4.3) involve the positive constants� max , � max , � max . As in [29] and [6]
we assume that these values are known and re
ect maximum physical limits of a vehicle.
That is, � � 1

max is the minimum turning radius of the vehicle,� max is the maximum curvature
rate given limitations on the vehicle's steering actuator, etc. Observe that by (4.1), any
function � uniquely de�nes path, denoted� � from a �xed start. For the purposes of this
chapter, we assume known initial and �nal velocitiesvs; vg, (resp.) and zero initial and
�nal acceleration. This ensures smooth concatenation of trajectories, and is common in
trajectory generation [46]. Under these assumption, a continuous velocity pro�le is uniquely
determined byv00, denoted� .
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The functions � and � will serve as the variables of an OP that balances travel time
and discomfort. Any choice of (�; � ) uniquely de�nes a trajectory given by the tuple
(� � ; v� ) where � � is a feasible solution to (4.4), andv� is the velocity pro�le associated
with � . If � and � are parameterized by arc-length, we write (� � (s); v� (s)), whereas we
write ( � � (t); v� (t)) if � and � are parameterized by time.

Observe that computing a velocity pro�le for aG3 curve� � induces a re-parametrization.
Further, by (4.1) the third derivative of position with respect to the new parametrization
variable t is a C1 function of �; �; �; v; v 0; � . Therefore, in order for the trajectory with
path � � and velocity pro�le v to be a thrice continuously di�erentiable (w.r.t. t), we require
that � be continuous functions oft.

Using a technique similar to [66, 67, 121, 122], we penalize a trade o� between travel
time and comfort:

C(� � (t); v� (t)) =
Z t f

0
(waCa + wJ CJ + wyCy + wt )dt;

Ca = jaN (t)j2 + jaT (t)j2; Cy =

�
�
�
�
d� (t)

dt

�
�
�
�

2

;

CJ = J N (t)2 + J T (t)2:

(4.5)

Here, Ca; CJ ; Cy represent the squared magnitude of the accelerationa = _v (expressed
using normal and tangential componentsaN ; aT ), the squared magnitude of jerk (expressed
using normal and tangential componentsJ N ; J T ), and the squared magnitude of yaw
rate for the trajectory (� � (t); v� (t)). These costs are weighted with constantswa; wJ ; wy

representing the relative importance of each feature to a user. We refer to the termsRt f

0 wmCm ; m 2 f a;J ; y; tg as the integral squared (IS) acceleration, IS jerk, IS yaw, and
time cost, respectively.

A method similar to optimize the velocity pro�le v, for a given �xed path is provided
later. In order to use this method, we require that the limits of integration in the de�nition
of the cost be �xed. Noting that the �nal arc-length of a given path � � (t) is �xed, we re-
parameterize the cost (4.5) in terms of arc-lengths. Letting n ; � represent the unit normal
and unit tangent vectors, respectively, we observe that the acceleration vectora, and the
jerk vector J are given by

a = aN n + aT � = j� jv2n + aT �

J = _a = (3 vaT j� j + v3 �� )n + (_aT � � 2v3)� ;
(4.6)

where �� = ( j� j)0. The expression forJ was obtained by di�erentiating a with respect to
time (using the Frenet-Serret formula to integrate the normal and tangent vectors, see [101])
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and observing _m = m0(ds=dt) = m0v for any statem. Finally, letting � = v0; � = � 0; b= _aT ,
we observe

aT = �v; _aT = b= v(�v + � 2): (4.7)

Combining (4.5), (4.6), and (4.7), and integrating with respect tos instead of t yields:

C(� � (s); v� (s)) =
Z sf

0
wa

~Ca + wJ
~CJ + wy

~Cy + wt
~Ctds;

~Ca = v3j� j2 + � 2v;
~CJ = v3(3� j� j + ��v )2 + v(�v + � 2 � � 2v2)2;
~Cy = j� j2v;
~Ct = v� 1:

(4.8)

We now use this cost together with the constraints developed earlier to state the new OP
that is the focus of this chapter:

min
� (s);� (s)

C(� � (s); v� (s))

s:t: constraints (4.1); (4.2); (4.3); (4.7)
�
v0

� (s) � 0(s)
� T

=
�
� (s) � (s)

� T

v� (0) = vs; v� (sf ) = vf ; � (0) = � (sf ) = 0 ;

v� (s) 2 (0; vmax ]; a(s) 2 [� amax ; amax ];

b(s) 2 [� bmax ; bmax ]; 8s 2 [0; sf ]:

(4.9)

Let R � B be the set of all (� (s); � (s)) whose associated trajectories are feasible solutions
to (4.9). In the next section, we describe our solution approach in detail. Though this
work focuses on optimizing a trade-o� between travel time and comfort, the techniques
developed herein can be extended to account for other trajectory features as well. This
can be accomplished by simply adding and/or removing features in the cost function (4.9).
The techniques developed here require only that the integrand of the cost be polynomial
in v(s); � (s); � (s) and not explicitly contain � (i.e., @C=@�= 0).

4.3 Approach

The optimization problem in (4.9) is an instance of in�nite dimensional, non-convex opti-
mization. The non-convexity of (4.9) is due to the costCJ (and ~CJ ). Furthermore, the
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non-holonomic constraints (4.1) require the evaluation cubic Fresnel integrals for which
there is no closed form solution. For these reasons, we propose an approach that simpli�es
(4.9). In this section we present the high-level idea behind our technique, beginning with
a motivating Theorem.

Theorem 4.3.1 (Optimal G3 paths). If (� � ; � � ) is a solution to the OP(4.9), then

1. The function � � (s) is piece-wise constant.

2. The optimal path� � � (s) is G3� continuous.

3. The previous two results persist if the cost function in(4.9) is replaced with any other
cost function C0 provided that@C0=@�= 0.

4. Even if the magnitude constraint� (s) 2 [� � max; � max]; 8s 2 [0; sf ] is removed from(4.9),
the path of the optimal trajectory will beG3-continuous.

With the constraint � (s) 2 [� � max ; � max ]; 8s 2 [0; sf ] in place, the �rst result of this
Theorem follows directly from the observation that� does not appear explicitly in the
cost of (4.9), and appears linearly in the constraints. Thus the Hamiltonian is linear in� ,
and the �rst result follows from Pontryagin's Minimum Principle [53, Chapter 12]. Since
the � � (s) { the function � (s) for the optimal path { is continuous but � � (s) is not, we
can conclude that � � � (s) is G3-continuous and the second result holds. Observing that
the above proof can be applied to any cost function with@C0=@�= 0 implies the third
result. The �nal result of this Theorem follows by observing that� (s)� { the function � (s)
for the optimal path { must be continuous even if the constraint� (s) 2 [� � max ; � max ] is
removed from (4.9). Indeed, minimizing the Hamiltonian with respect to� (by Pontryagin's
Minimum Principle), we see that the result is a continuous function of arc-length by the
Weierstrass-Erdmann corner conditions [68, Section 3.1.1].

Theorem 4.3.1 implies that a path that solves (4.9) is aG3 path with possibly discon-
tinuous, piece-wise constant function� (s). However, there are many such paths connecting
start and goal path states. Therefore, the �rst part of our technique is to simplify the OP
(4.9) by considering only thoseG3 curves� �̂ such that there exists a constant �� � � max for
which � �̂ solves (4.4) when� max is replaced with �� . That is, we approximate a solution to
(4.9) by solving

min
�� � � max

�
min

� (s)2 B
C(� �̂ (s); v� (s))

�
;

s:t:; �̂ (s) 2 R; solves (4.4) for� max = ��:
(4.10)
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In words, (4.10) approximates the OP in (4.9) by replacing the continuous function� (s)
with a constant �� . The path associated with �� is a shortestG3 path � �̂ (s) such that �̂ (s) is
bounded in magnitude by �� . From the results in [6], we observe that ^� is a function taking
values only in f� ��; 0g. This approach has two major advantages: �rst, we have replaced
the continuous function � (s) in (4.9) with constant �� while still maintaining the optimal
form of the G3 path (piece-wise constant in ^� ). Second, by tuning �� , we can still produce
G3 curves with both sharp (typically favored by users who value short travel times) and
gradual curvature functions (favored by users who value comfortable trajectories).

The second part of our technique involves simplifying (4.10) yet further by replacing
the continuous function � (s) with a decision vector. Similar to [11], we discretize the
arc-length along the path� �̂ into N + 1 2 N� 5 �xed points f s0; :::; sN g. We then replace
the continuous function � (s) with the decision vector B = [ bi ; i = 0; : : : ; N ] where bi is
the longitudinal jerk at arc-length si . These way-pointsbi can then be used to produce
a continuous, piece-wise linear function� (s) by connecting sequential valuesbi ; bi +1 with
straight lines. In our implementation we useN = 10, which works well in practice.

Thus far, our approach has simpli�ed (4.9) by replacing the two continuous functions
�; � with N +2 constants ��; b i ; i = 0; : : : ; N . The �nal stage of our technique is to compute
the cost-minimizing values of these constants. The high level idea is to iteratively select
values of �� , compute the associated path� �̂ (s) for each selection, and then compute the
cost minimizing vectorB given the �xed path. For each �� , the decision vectorB can be
e�ciently computed as the integrand of the costC in (4.10) is a polynomial expression of
v; �; � for a �xed path, facilitating the use of second order optimization techniques (Section
4.5).

Unfortunately, the same techniques can not be applied to compute �� . Even in�nitesimal
changes to the value �� can result in large changes to the curvature and curvature rate
pro�les of the resulting path as well as the �nal arc-length. The resulting change in cost is
then exacerbated when a velocity pro�le is computed that responds to the new curvature
and curvature rate. This adversely a�ects the calculation of �rst and second derivatives
of cost with respect to �� , hindering the use of derivative-based optimization techniques.
The phenomenon is analogous to the case of Dubins' paths when in�nitesimally changing
the maximum curvature completely alters the structure of the path from, say, two curves
connected by a straight line to three curves. For this reason, we appeal to sampling-based,
derivative-free optimization techniques to compute the optimal value of �� .

In order to use the methods described above, we require two sub-techniques: The
�rst solves (4.4) for any given values� max ; � max ; and � max = �� (Section 4.4). The second
computes the optimal way-points� (si ) for any �xed path (Section 4.5).
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4.4 Computing G3 Paths

In this section, we describe how to computeG3 paths that solve (4.4) for known values of
� max . The solution � (s) to (4.4) is piece-wise constant, taking values only inf 0; � � maxg
[6], a direct result of Pontryagin's Minimum Principle [53, Chapter 12]. We begin with an
investigation of singleG3 curves, following closely the work presented in [6]. However, in
[6], it is assumed that the initial and �nal curvatures of all paths are either 0 or maximum
in magnitude. Therefore, it is necessary to re-derive all relevant equations to remove this
assumption. We then present a technique to connectG3 curves to formG3 paths.
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Figure 4.1: A basicG3 curve. Top : The functions � (s) (top), � (s) (mid), and � (s)
(bottom). Bottom : The resulting curve in thex; y plane from start con�guration ps to
�nal con�guration pf . Image also appears in [6]

4.4.1 Single G3 Curves

This section uses the de�nitions and notation presented in [6] to outline the general form
of a G3 curve.

An example G3 curve performing a left-hand turn is presented in Figure 4.1. The
maximum curvature of this maneuver is� top where j� top j � � max . The curve begins at a
path state ps = ( xs; ys; � s; � s; � s = 0) at an arc-length of s = 0 along the path. From s = 0
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to s = s1, the second derivative of curvature� , is set to its maximum value� max . Thus
the curvature rate � is given by the function � (s) = � max � s. The functions � (s); � (s) are
therefore quadratic and cubic (resp.), and can be calculated by (4.1).

At s = s1, the curvature rate has reached its maximum allowable value� max , and can
go no higher, thus the function� is set to 0, and� (s) = � max . As a result, for s1 � s � s2,
the function � (s); � (s) are linear and quadratic (resp.). At s = s2, the value of � is set
to � � max , and the curvature rate decreases from� max , allowing the curvature to reach a
value � top at s = s3. At s = s3, the path state is given byp(s3). From s = s3 to s = �,
the curvature of the curve is held constant at� top . Thus the curve remains at a constant
distance� � 1

top from its center of curvaturex c for all s3 � s � �. The circle 
 I is the circle
centered atx c with radius � � 1

top .

At s = �, the value of � is set to � � max , and the curvature rate follows the linear
function � (s) = � � max (s � �) until s = s4 when � (s) = � � max . Upon reaching its
minimum allowable value,� (s) remains constant at� � max for s4 � s � s5. At s = s5, the
value of � is set to � max , allowing the curvature to descend to its �nal value� f at s = s6.
When s = s6, the path state is given byp(s6) which lies a distance ofr away from x c. The
circle 
 O is centered atx c with radius r . We use a subscriptf to represent a path state
at the end of aG3 curve. This is to di�erentiate these states from ones with a subscriptg
which represents the goal path states at the end of aG3 path (the concatenation of one or
more curves with straight lines).

To perform a right-hand turn, a similar analysis to that above is employed. The re-
sulting function � (s) will appear as a mirror images about the horizontal axis to that
presented in Figure 4.1. We now illustrate how the switching arc-lengthssi ; i = 1; : : : ; 6
of the function � (s) may be calculated. While similar, the switching arc-lengths presented
in [6] assume that� s; � f 2 f 0; � � maxg. Because this is not an assumption that we make,
it is necessary to re-derive these values.

Given the parameters� max ; � max ; � top ; �, the values of si ; i = 1; : : : ; 6 such that � (0) =
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� s; � (s3) = � top ; � (s6) = � f , are given by:

s1 =

8
<

:

� max
� max

; if j� top � � sj > (� max )2

� maxq
j � top � � s j

� max
; otherwise

s2 =

(
j � top � � s j

� max
; if j� top � � sj > (� max )2

� max

s1; otherwise

s3 = s1 + s2;

s4 = � +

8
<

:

� max
� max

; if j� top � � f j > (� max )2

� maxq
j � top � � f j

� max
; otherwise

s5 = � +

(
j � top � � f j

� max
; if j� top � � f j > (� max )2

� max

s4; otherwise

s6 = s4 + s5 � � :

(4.11)

Also similar to [6], the curvature function of aG3 curve with � (s) switching arc-lengths
given by (4.11) and with with initial curvature � s, is given by

� (s) =

8
>>>>>>>>>>><

>>>>>>>>>>>:

� s � 0:5� maxs2; s 2 [0; s1]

� (s1) � � maxs1(s � s1); s 2 [s1; s2]

� (s2) � 0:5� max (s � s2)(s2 + 2s1 � s); s 2 [s2; s3]

� top ; s 2 [s3; �]

� top � 0:5�� max (s � �) 2; s 2 [� ; s4]

� (s4) � �� max (s4 � �)( s � s4); s 2 [s4; s5]

� (s5) � 0:5�� max (s � s5)(s5 � 2� + 2 s4 � s):

(4.12)

Here, the top sign of each "� ; � " is used if � top � � s, while the bottom sign is used
otherwise and� = 1 if � (s1)� (s4) < 0 and � = � 1 otherwise. The value� = 1 is used
in circumstances where the curvature function increases to� top and then decreases to� f ,
or decreases to� top and then increases to� f . On the other hand, a value� = � 1 is used
when the curvature function is either monotonically increasing or decreasing over the entire
curve.

By (4.1), the path state vectorp along aG3 curve whose curvature is given by (4.12),

70



can be parameterized in terms of arc-length as:

p(s) =

2

6
6
4

x(s)
y(s)
� (s)
� (s)

3

7
7
5 =

2

6
6
4

xs +
Rs

0 cos(� (� ))d�
ys +

Rs
0 sin(� (� ))d�

z0 + z1s + z2s2 + z3s3

� (s)

3

7
7
5 ; (4.13)

where z0; z1; z2; z3 are obtained by integrating � (s) in (4.12). As Figure 4.1 implies, the
point x c, and radius r , are given by

x c =
�
xc

yc

�
=

�
x(s3) � � � 1

top sin(� (s3))
y(s3) + � � 1

top cos(� (s3))

�
; (4.14)

r = jj (x(s6); y(s6)) � (xc; yc)jj : (4.15)

Assuming that � max ; � max are known, we observe from the preceding arguments that the
initial path states ps, the top and �nal curvatures � top ; � f (resp.), and the arc-length �
are enough to uniquely de�ne aG3 curve. Thus we denote aG3 curve G(ps; � top ; � f ; �)
as the set of path statesp(s) given by (4.13) froms = 0 to s = s6. A G3 path � � , solving
(4.4) is therefore a concatenation of such curves and straight lines where� (s) is a function
that takes only values inf� � max ; 0g.

As (4.11) implies, the �nal arc-length of this curve is given bys6. Let Gsj
i (ps; � top ; � f ; �),

be the value of path statei at arc-length sj . In the next section, we present our technique
for solving (4.4) by concatenatingG3 curves and straight lines.

4.4.2 Connecting G3 Curves

This section proposes a technique to connectG3 curves using a straight line via a reduction
of the G3 curve path planning problem (4.4) to a Dubin's-like path planning problem with
two di�erent minimal turning radii. The latter problem can be solved quickly by calculating
the common tangents of two circles with di�erent radii. For �xed valuesps; � top ; � f = 0,
consider the set of curves

G = f G(ps; � top ; � f = 0; �) : � � s3g: (4.16)

Observe that members ofG are G3 curves with �nal curvature 0. This is to facilitate
connectingG3 curves using straight lines while preserving curvature continuity. The as-
sumption that � (s6) = 0 ensures thatG3 curves can be connected with straight lines while
preserving continuous curvature rate.
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Figure 4.2: (Left) Representative circle 
D , and point (xD ; yD ). (Mid) Illustration of
Theorem 4.4.2. (Right) Illustration of Step 5, with partial Dubin's path D (blue) and
correspondingG3 curve Ĝi (black).

For each pair (ps; � top ) we can construct a setGin (4.16), containing the curveG(ps; � top ; � f =
0; � = s3) as an element. Upon reaching curvature� top , the curvature of this curve imme-
diately increases or decreases to� f . The curvature pro�le of such a curve can be found in
Figure B.1.

For �xed values ps; � top ; � f = 0, the value of s3 given in (4.11) is independent of �,
implying that every curve in G shares the same switching arc-lengths3. The same holds
for the center x c given in (4.14). Therefore, the valuesps; � top ; � f = 0, which are shared
by all curves in G, are su�cient to determine s3 and x c. Finally, note that each curve in
G is coincident with every other curve inG for all s � s3. This phenomena can be see in
Figure 4.1: the duration � � s3 that a curve spends at constant curvature� top does not
a�ect the portion of the curve betweenps and p(s3). The following Lemma illustrates the
relationship between � and Gs6

� (ps; � top ; � f ; �).

Lemma 4.4.1 (Final Heading). For each set of curvesG de�ned in 4.16, there is a unique
solution � to the equationGs6

� (ps; � top ; � f ; �) = � f such thatG(ps; � top ; � f ; �) has mini-
mum arc-length over� :

� = s3 + ( � g � Gs6
� (ps; � top ; � f ; � = s3)) � � 1

top : (4.17)

wheres3 is given by(4.11) for the curveG(ps; � top ; � f ; �) .

The proof of Lemma 4.4.1 can be found in Appendix B. Lemma 4.4.1 implies that
the �nal headings of elements inG varies linearly with their values of �. This Lemma
motivates the following key Theorem that will be heavily leveraged later.
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Theorem 4.4.2 (Reducing Theorem). Given a set of curvesG in (4.16), let x f ; yf ; � f

denote the �nal x; y, and � values of any curveG(ps; � top ; 0; �) 2 G. Also, let m denote
the slope of a line induced by� f , i.e., m = tan � f . The shortest distance from the pointx c

de�ned in (4.14) to the line passing through(x f ; yf ) whose slope ism is a constant with
respect to� .

The proof of Theorem 4.4.2 can be found in Appendix B. The result of Theorem 4.4.2
is shown in Figure 4.2 (Mid). In this �gure, the red dots correspond to the points on the
lines containing the �nal path states of each curve inG that are closest tox c. Observe that
they lie on a circle centered atx c. This theorem has the following major consequence that
allows us to reduce aG3 path planning problem to a Dubin's-like path planning problem if
ps; pg; � top ; � max ; � max are �xed, and only � may vary. This interim result is the foundation
of our proposedG3 path planning technique. We begin with a de�nition.

De�nition 4.4.3 (Representative Circle). Given a set of curvesG in (4.16), and using the
same notation as Theorem 4.4.2, therepresentative circle
 D of a curve inG, is the circle
centered atx c = ( xc; yc) containing the point (xD ; yD ) where

xD =

(
(mx f � yf + m � 1xc+ yc )

m+ m � 1 ; if � f 6= �= 2

x f ; otherwise

yD =

(
� m� 1(xD � xc) + yc; if � f 6= �= 2

yc otherwise:

(4.18)

That is, for the straight line containing (x f ; yf ) whose slope is tan� f , the representative
circle is the circle centered atx c containing the point on the line closest tox c. Observe
that Theorem 4.4.2 implies that all curves in a setG have coincident representative circles.
An example representative circle, and corresponding points (xD ; yD ) is show in Figure 4.2
(Left). In this �gure, the black curve is G(ps; � top ; � f = 0; � = s3). Theorem 4.4.2 implies
that every G3 curve in a given setG in (4.16) has the same representative circle. This fact
is leveraged in the following section.

4.4.3 Connecting G3 curves with a Straight Line

We are now prepared to present our algorithm for computingG3 paths that solve (4.4)
given a known value of� max . The high-level idea is to begin by constructing twoG3 curves
originating from both start con�guration and goal con�guration (with reverse orientation),
and then to connect these curves using either a straight line or another curve. For simplicity,
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let p1 = ps ; p2 = pg, and let p3 denote pg with reverse orientation. That is, p3 =
(xg; yg; � g + �; � � g).

Figure 4.3: (Left) Representative circles aroundps and pg in reverse. (Mid) Dubins'-like
solution between start and goal states. (Right) Solution path.

Step 1: For each of the possible start and goal curve orientations: (R,L), (R,R), (L,R),
(L, L) where R is a right-hand turn and L a left, perform the following steps, and then
discard all but the choice with minimum �nal arc-length.

Step 2: Let Gi = G(p i ; j� top i j = � max ; � f i = 0; � i = s3i ); i = 1; 3 be two curves originating
from p1; p3, respectively, whose top curvature reaches its maximum allowable magnitude
� max (with sign given by the chosen orientation), and wheres3i is given by (4.11). This
step is illustrated by the black curves in Figure 4.3 (Left) for orientation (R,L). LetGi

denote the two sets of curves from (4.16) withGi 2 Gi .

Step 3: Compute the points (xD i ; yD i ); i = 1; 3 for curvesGi on the representative circles of
each curve. This step is illustrated in Figure 4.3 (Left). Here, the dotted circles represent
the representative circles of each curve, and the red dots on these circles represent the
points (xD i ; yD i ); i = 1; 3.

Step 4: Compute the Dubin's-type path D that consists of two curves and a straight
line connecting (xD i ; yD i ); i = 1; 3 with minimum turning radius on each curverD i =
jj (xD i ; yD i ) � (xci ; yci )jj . This step is illustrated in Figure 4.3 (mid). Note that curves
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Gi ; i = 1; 3 may have di�erent values ofrD i , resulting in a Dubin's problem with di�erent
minimum turning radii. This may not have a solution of the form described here, which
will be addressed this in the next section.

Step 5: Compute the angle� f inscribed by the straight portion of D and the horizontal
axis. Compute the value of�̂ i from (4.17) such that the curvesĜi = G(p i ; � top i ; � f i ; �̂ i ) 2
Gi i = 1; 3 have �nal headings� f ; � f + � , respectively. By Theorem 4.4.2, curvesG; Ĝi

have coincident representative circles which, by construction, have radiirD i the minimum
turning radii of D. Therefore, the �nal states (x f i ; yf i ; � f i ; � i = 0; � f i = 0) of the curves
Ĝi are on the path D. This is illustrated in Figure 4.2 (Right). Connect the curves
Ĝi = G(p i ; � top i ; � f i = 0; � i ) with a straight line. This step is illustrated in Figure 4.3
(Right). Solid black, and dotted black lines represent̂Gi ; Gi , respectively.

Step 6: (Looping) If � max ; � max are too small compared to� max , then one or both of the
curvesGi in Step 2 will loop [6]. A curve G(ps; � top ; � f ; �) with initial and �nal headings
� s; � f (resp.), will loop if j� f � � sj < G s6

� (ps; � top ; � f ; � = s3). If such looping occurs on
curve i = 1; 3, we decrease the magnitude of the top curvature� top i , and return to Step
2. Minimum arc-length is guaranteed by computing the smallest magnitude values of� top i
that ensure a connection in Step 5.

4.4.4 Connecting G3 curves with a G3 curve

Two problems may arise in Steps 1-6 above. The �rst, we calloverlap. Overlap arises
when the endpoints of the two curveŝGi ; i = 1; 3 computed in Step 5 cannot be connected
with a straight line that preserves orientation. The phenomenon is illustrated in Figure 4.4
(Left), and can occur if the centersx ci of the representative circles of the curvesGi in Step
2 are too close together (< r 1 + r3 wherer i is the radius (4.15) for the curveĜi ). Observe
that overlap is a result of� max ; � max being small relative to� top i : by the time the curvature
of curve Ĝi changes from� top i to 0, the �nal con�guration has already passed that of
the second curve and cannot be connected with a straight line that preserves orientation.
Therefore, if overlap occurs we attempt to �nd a curvature other than 0 that can be used
to connect Ĝi . This is summarized here:

Step 7: (Overlap) If overlap occurs, we cut the curveŝGi ; i = 1; 3 at s = � i . That
is, let Ĝcut

1 = G(p i ; � top i ; � f i = � top i ; � i ), and we attempt to connectĜcut
1 ; i = 1; 3 with a
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third G3 curve. If no such third curve exists, we slowly decrease the value of� max , and
go back to Step 1. Figure 4.4 (right) illustrates an example where� max is decreased until
Ĝcut

i ; i = 1; 3 can be connected with a third curve. Minimum arc-length is preserved by
�nding the largest feasible value of� max that allows for such a connection.

The second problem arises if no Dubins' solution can be found in Step 4. Similar to overlap,
this arises if the centersx ci are too close together. For this reason, we again decrease the
value of � max and return to Step 1. At the end of Steps 1-7, the process described above
will have computed aG3 curve P� max (s) that solves (4.4).

Remark 4.4.4. Critically, observe that to store a solution path between start and goal
states computed using the above methods it is su�cient to store only the values� max , the
top curvature � top i and the value � i for each of the potentially three curves, and the �nal
curvatures of the �rst and last curves (i.e., 0 ifĜ1; Ĝ2 can be connected with a straight
line, and � top i otherwise). Indeed, from (4.1), (4.11), (4.12) the resulting path can easily
be obtained from these 9 values.

Figure 4.4: Step 7. (Left) Illustration of overlap. start and goal con�gurations too close
together resulting in curveP2 terminating behind P1. (Right) Stretching of curvesP1; P2
by decreasing� max until P1; P2 can be connected by third curve.

4.5 Computing Velocity Pro�les

In this section we describe how to compute a longitudinal jerk pro�le� (s) that minimizes
the cost function in (4.10) over a �xedG3 path � � (s). Similar to the procedure outlined
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in [11], we approximate the continuous optimization problem by a discrete problem that
asymptotically approaches the continuous version.

As discussed above, a velocity pro�le on a �xed path is equivalent to a re-parametrization
of the path from arc-length to travel time. As such, a velocity pro�le along aG3 path must
be at least twice di�erentially continuous to produce aC3 trajectory. For this reason, we
o�er a method by which a continuous piece-wise cubic velocity pro�le may be computed.

Given a �xed path � � (s) with �nal arc-length sf , the high-level idea is to selectN + 1
arc-lengthssi from s0 = 0 to sN = sf whereN � 4, and then to selectN + 1 values � (si ).
The value of � (s) between sequentially sampled arc-lengthssi ; si +1 is then given by the
linear function passing through� (si ); � (si +1 ).

Let s = [ s0; : : : ; sN ] denote N + 1 arc-lengths with s0 = 0; sN = sf . Further, let
B = [ b0; b1; : : : ; bN ] denote a vector ofN + 1 real numbers. This vector will serve as values
of � (s) at �xed arc-lengths s0; s1; : : : ; sN . Given any vectorB , we may compute a velocity
pro�le, vB (s), longitudinal acceleration pro�le � B (s), and longitudinal jerk pro�le � B (s)
recursively as follows:

vB (s) = vB (si ) + � B (si )(s � si )

+
bi (s � si )2

2
+

�
bi +1 � bi

si +1 � si

�
(s � si )3

6
;

� B (s) = � B (si ) + bi (s � si ) +
�

bi +1 � bi

si +1 � si

�
(s � si )2

2
;

� B (s) = bi +
�

bi +1 � bi

si +1 � si

�
(s � si );

(4.19)

for all s 2 [si ; si +1 ] and for all i = 0; : : : ; N � 1. Observe that no bounds are placed on
d� B (s)=ds. Therefore, for su�ciently small values ofsi +1 � si ; i = 0; : : : ; N � 1 and large values
of d� B (s)=ds, the equations in (4.19) can be used to model continuous piece-wise quadratic
velocity pro�les with piece-wise constant� (s). Using the notation

S1(i ) = 1=6(si � 1 � si )2;

S2(i ) = 1=6(si � 2 � si )(si � 2 + si � 1 � 2si );

S3(j; i ) = 1=6(sj � 1 � sj +1 )(sj + sj � 1 � 3si + sj +1 );

S4(i ) = 1=2(si � si � 1);

S5(i ) = 1=2(si +1 � si � 1);
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we computevB ; � B ; � B at each valuesi as linear combinations of the vectorB :

vB (si ) = vs + bi S1(i ) + bi � 1S2(i ) +
i � 2X

j =1

bj S3(j; i );

� B (si ) = bi S4(i ) +
i � 1X

j =1

bj S5(j ); � B (si ) = bi :

(4.20)

We setb0 = 0; bN = 0. This is to ensure that when two trajectories are concatenated by a
local planner, the resulting� -pro�le is continuous. Finally, we computebN � 2; bN � 1 in terms
of bi ; i = 1; : : : ; N � 3 to ensure that� (sf ) = 0 ; v(sf ) = vf . This is done by solving the linear
system of equationsvB (sN ) = vf ; � B (sN ) = 0 ; for bN � 1; bN � 2 where vB (sN ); � B (sN ) are
given by (4.20). Equation (4.20) also facilitates the development of linear inequalities for
the vectorB to encode the constraints 0� vB (si ) � vmax ; j� B (si )j � � max ; j� B (si )j � � max .

Let B 0 = [ b1; : : : ; bN � 3] denote a decision vector of way-point values of longitudinal
jerk. From B 0, we computeB = [ b0; b1; : : : ; bN ] by setting b0 = bN = 0, and computing
bN � 1; bN � 2 by solving a system of linear equations to ensure the boundary constraints of the
velocity pro�le. To select a decision vector, we solve the following optimization problem:

min
B 02 [� � max ;� max ]N � 3

C(� � (s); v� B (s))

s:t:;8si 2 s;

0 � vB (si ) � vmax ;

j� B (si )j � � max ;

j� B (si )j � � max :

(4.21)

For a �xed path � � (s), the integrand of C(� � (s); v� B (s)) in (4.8) reduces to a non-convex
polynomial expression ofvB (s); � B (s); � B (s). Thus, together with the explicit de�nitions
of vB (s); � B (s); � B (s) in terms of B in (4.19), (4.20), �rst and second order derivatives of
the cost with respect toB 0 can be easily computed (though these expressions are omitted
for brevity). The optimization problem in (4.21) is an instance of non-convex, non-linear
optimization with linear constraints, and can be solved quickly in practice using solvers
like IPOPT [110] or SNOPT [33].

Remark 4.5.1. Paths computed using our methods require only 9 constants to describe
(see Remark 4.4.4). Moreover, the velocity pro�les here require onlyN + 1 � 5 additional
constants. We typically useN = 10 (which works well in practice) for a total of 19
constants to describe a trajectory. This is typically far less than what is required to
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describe numerically derived paths in the absence of analytic expressions. For example,
a 10 meter trajectory with (x; y; �; v ) samples spaced every 0.1 meters would require 20
times more space to store than the proposed method.

4.6 Evaluation

We now demonstrate the bene�ts of our approach. We begin by illustrating how the
techniques developed here can be used to anticipate the driving styles of several archetypal
users, namely, a comfort-favoring (comfort) user who prefers low speed and high comfort,
a moderate user who favors a mix of speed and comfort, and a speed-favoring (speed) user.
Next, we compare the theoretical cost of paths generated using the proposed method to
those from [6]. As implied by Theorem 4.3.1, any path that solves (4.9) is aG3 path. It is
for this reason that we compare our methods for generating trajectories to those proposed
in [6], the current state-of-the-artG3 path generation technique.

Finally, we measure tracking error and �nal cost of our proposed trajectories using
Matlab's seven degree-of-freedom simulator with default road friction and input noise, and
built-in Stanley controller [47]. Our methods were encoded entirely in Python 3.7 (Spyder),
and IPOPT was used in Python to solve the OP in (4.21) to calculate velocity. The results
were obtained using a desktop equipped with an AMD Ryzen 3 2200G processor and 8GB
of RAM running Windows 10 OS.

4.6.1 Setup

Unit-less Weighting The features in the cost function (4.8) represent di�erent physical
quantities. In order for our cost function to represent a meaningful trade-o� between these
features for given weights, a scaling factor is included in the weight [48]. Similar to the
scaling techniques in [38], we let̂Cm ; m 2 f a; t; y; J g denote the cost of the trajectory that
solves (4.9) given weightwm = 1, wn = 0, 8n 2 f a; t; y; J g , n 6= m. We then scale the
weights as

ŵm =
wm

Ĉm

X

m2f a;J ;y;t g

Ĉm ; m 2 f a;J ; y; tg:

This scaling process1 has the following bene�ts: if all features are weighted equally, then the
scaled cost of each feature ^wm Ĉm are equal. Also, it may be that for somem 2 f a;J ; y; tg,

1NOTE: The scaling process described here is not included in the timing of our algorithm reported in
Table 4.3
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the feature costCm is very sensitive to changes in the trajectory in a neighborhood of the
optimal trajectory. For example, IS jerk is the integral of a �fth order polynomial of v
in (4.8) and is therefore highly sensitive to changes inv at high speeds, In these cases,
if the scaling factor used any but the optimal valueĈm for each feature, it would risk of
over-reducing the weight on this feature.

Parameter Bounds For all experiments, the curvature parameter limits are given by [6]:

� max = 0:1982m� 1; � max = 0:1868m� 2 � max = 0:3905m� 3: (4.22)

while the limits on velocity, acceleration, and instantaneous jerk are given, respectively,
by [5]

vmax = 100km=hr; amax = 0:9m=s2; bmax = 0:6m=s3: (4.23)

4.6.2 Evaluation

Qualitative Analysis To qualitatively evaluate our methods, we analyse the trajectories
for three archetypal users: a speed user, who prefers low travel time over comfort, an
intermediate user who values comfort and speed equally, and a comfort user who emphasizes
comfort over speed. To simplify the comparison of these users, we combine the scaled but
unweighted features IS acceleration, IS jerk, and IS yaw into adiscomfort cost, and compare
this to time cost for each user:

discomfort cost =
X

m2f a;J ;yg

ŵm Ĉm ; time cost = ŵm Ĉt :

Given the simplistic nature of the speed, intermediate, and comfort archetypes, the ex-
pected form of their favored trajectories is apparent: the speed user wishes to minimize
travel time at the expense of comfort. Therefore, she will favor trajectories featuring short
paths and high velocities. The comfort user, on the other hand, prefers comfortable tra-
jectories over short travel times. Finally, the intermediate driver should favor a balance of
the two other users. In this experiment, the start-goal con�gurations for each user are:

ps = [0; 0; 0; 0]; pf = [30; 105; 0; 0:1695];

with vs = 12m=s; vg = 13m=s. The weights for each user are:

speed Userwt = 0:9; wy = wJ = wa = 0:033;

Intermediate Userwt = wy = wJ = wa = 0:25

comfort Userwt = 0:01; wy = wJ = wa = 0:33:

(4.24)
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Figure 4.5: Comparison of three users. Left: velocity (m/s) (top), time cost (mid) and
discomfort cost (bottom) for three users. Right: trajectories.

Thus, the speed user places a high weight on time, and a small weight on IS yaw rate, IS
Jerk, and IS acceleration (i.e., small weight on discomfort), while the comfort user places a
low weight on time, and the intermediate user places an equal weight on all features. The
results are illustrated in Figure 4.5. The left image illustrates the velocity pro�le (top),
discomfort cost (mid), and time cost (bottom) for the speed (red), intermediate (blue), and
comfort (green) drivers. The right image illustrates the resulting trajectories for each user
with color representing velocity. The shortest trajectory is that of the speed user. Observe
that her path is short and velocities high, re
ecting her preference towards short travel
times. The longest trajectory is that of the comfort user, and we note that her trajectory
features consistently low velocities and a long path. This tendency towards longer path
length, allows the comfort user to change velocities over a longer time period allowing
her to reach lower velocities with lower acceleration and jerk. This is re
ected in the low
discomfort cost of the comfort user. The middle trajectory is that of the intermediate user,
who decreases her velocity on the turn to minimize jerk/acceleration, but then speeds up
again on the straight portion of the path.

A further example of the three archetypes is given in Figure 4.6 in which a lane change
maneuver is preformed from (0; 0; 0; 0) to (50; 6; 0; 0) with an initial and �nal velocity of
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Figure 4.6: Example reference trajectories for a lane change maneuver given three min-
imization objectives: discomfort (top), time (bottom), and a mix between time and dis-
comfort (mid). Initial and �nal speeds are �xed at 10 m/s, cars are drawn ever 0.75
seconds.

10 m/s. Cars are drawn ever 0.75 seconds, with the dotted vertical lines representing
horizontal position of the top-most car at each time step. The comfort driver has an
average speed of 9.4 m/s and completes the maneuver in 5.30 seconds, while the mixed
and speed drivers have average speeds and �nal times of (10.09 m/s, 4.91 seconds), and
(10.80 m/s, 4.55 seconds), respectively. Observe that the car following the red trajectory
arrives at the goal almost a full time-step ahead of the blue-trajectory car.

Path Evaluation We now evaluate the quality of the paths generated using our technique.
To this end, we isolate the e�ect of the path on the �nal cost by comparing two methods
for generating trajectories:
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� Ours: Paths and velocity pro�les are computed using the methods detailed in this
chapter.

� Benchmark: velocity pro�les are computed using the techniques outlined here, but
paths are computed from [6].

We de�ne the % Savings as the di�erence in cost (given in (4.8)) for trajectories generated
using Benchmark and Ours as a percentage of the cost of Benchmark-based trajectories.

Avg. Percent Savings (%)

Dominant
Feature

IS Time 20.00 (20.7)
IS Yaw 26.24 (24.8)
IS Acceleration 30.26 (24.2)
IS Jerk 64.09 (26.7)
Blended 42.06 (25.0)

Initial/Final
Velocity

Low (0; vmax=3] 39.41 (29.9)
Med (vmax=3; 2vmax=3] 38.57 (29.0)
High (2vmax=3; vmax ] 33.50 (27.8)

Table 4.1: Average cost savings. Breakdown by dominant feature and initial/�nal velocity.

For this experiment, 1300 start-goal pairs were randomly generated with initial and �nal
curvatures ranging from � � max to � max , initial and �nal velocities (taken to be equal)
ranging from 0 tovmax , initial and �nal x; y-values ranging from� 20m to 20m, and weights
ranging from 0 to 1. Initial and �nal velocities were chosen to re
ect the Euclidean distance
between start-goal pairs, and pairs with no feasible solution were disregarded. The results
of these experiments are tabulated in Table 4.1. Here, a feature (IS time, IS yaw, IS
acceleration, IS jerk) is said to bedominant if the corresponding weight is greater than
0.5. If no weight is greater than 0.5, the features are said to beblended. It was found that
the average percent savings was 36:35% across all experiments. Moreover, if the velocity
is not optimized using our method, but is assumed to be constant instead, we see see a
43:3% savings. As Table 4.1 implies, the largest savings is typically found when IS jerk is
the dominant feature. This implies that the techniques presented here have greater value
for users who prefer comfort to low travel times, but can still reduce costs by 20% on
average for such users. A detailed view of the distribution of the percent savings for the
experiments is given in Figure 4.7. Observe that the instances where the percent savings
are substantial (> 50%) are not infrequent. In particular, in 34% of experiments, the
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savings was at least 50%, while in 17% of experiments, the savings was at least 70%, and
10% of experiments had a savings of at least 80%.

Figure 4.7: Percent savings distribution by dominant feature (top), and initial/�nal velocity
(bottom).

Tracking Error and Simulation Cost The above results imply that the methods pro-
posed herein can be used to compute reference trajectories that result in substantial cost
reduction if tracked perfectly by a vehicle. However, it is highly unlikely that any reference
will be perfectly tracked. While we do not propose a tracking controller in this chapter (nor
does this chapter propose a local planner), we will address two important questions. First
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Figure 4.8: Optimal trajectories for weights between way-points of a roundabout. Cars
represent �xed way-points (position, curvature, velocity) while color gradient of each tra-
jectory represents velocity.

will the imperfections in the vehicles controller negate the theoretical cost savings? Second,
even if there is still a reduction in cost using our method, does this come at the expense of
the tracking error? That is, are reference trajectories generated using our method harder
to track than the Benchmark method? In this section, we use a basic out-of-the-box feed-
back controller that has not been optimized, and we do not re-plan reference trajectories.
This is to illustrate that even with a sub-optimal controller, there is still substantial cost
savings. Moreover, there is typically even areduction in the tracking error.

In this section. We again consider the methods "Ours" and "Benchmark" de�ned above.
The experiments in this section were carried out using MATLAB's seven degree of freedom
driving simulator in its autonomous driving toolbox. All car dimensions, force coe�cients,
and noise parameters were left at their default values. The reference trajectories were
tracked using MATLAB's Stanley controller with default gains. Here, the maximum error
is the maximum lateral error, and the average error is the integral of the lateral error
normalized to arc-length of the path. We consider three maneuvers between start goal pairs
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Figure 4.9: Average maximum errors (top) and average average errors (bottom) for Meth-
ods 1 (Ours) and 2 (Benchmark) categorized by time weight.

chosen to coincide with possible way-points of a roundabout. Dimensions and velocities
for this problem are in accordance with U.S. department of transportation guidelines [96,
Chapter 6]. The single-lane roundabout, illustrated in Figure 4.8, has lane radius (middle
circle) of 45 ft, The initial way-point for this experiment is on a connecting road 65 ft
away from the center of the roundabout. We assume an initial velocity of 17 mph. At the
second and third way-points, the velocity is assumed to be 14 mph which increases to 17
mph at the �nal way-point. Trajectories between these way-points were planned for 50
weights: 5 values of the time weightwt , (0, 0.25, 0.5, 0.75, 1) and 10 randomly selected
values of the other weights for each value ofwt (ensuring that the sum of the weights
equaled 1). Trajectories and their lateral errors for one example weight (wJ = 1; wt =
wa = wy = 0) is shown in Figure 4.10. The left-most images illustrate the trajectories
obtained using the two methods. Blue, red, and green paths represent theoretical, tracked,
and driven paths, respectively. Short line segments between red and green paths connect
driven con�gurations with the reference con�gurations being tracked at each time step.
Observe that the high peaks in error (right-most images) experienced by cars following
a Benchmark reference trajectory, are spread more evenly along the trajectory for cars
tracking Ours trajectories. This is because paths generated using Ours will have more
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Figure 4.10: (Left) Simulated trajectories for example roundabout maneuver. Blue, green,
and red lines are reference, tracked, and driven paths. Connecting lines show tracking
error. (Right) Lateral Error over time. Methods 1 (Ours) and 2 (Benchmark).

gradual changes in curvature given the example weight. For each value ofwt , the values
of maximum error and average error of each experiment are tabulated in Figure 4.9, and
Table 4.2. Observe that (as implied by the example in Figure 4.10), savings in every metric
is highest for weights that favor comfort over time. Observe further, that the maximum
lateral tracking error can be reduced by approximately 0.8m on average for certain weights.
The roundabout radius and velocities were scaled upwards (again following the guidelines
of [96]). However, the results were very similar to those reported above.
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Time weight (wt ) Cost Savings (%) Max Err (m) Avg Err (m)

O B O B

0 35.8 2.05 2.82 0.13 0.14
0.25 18.7 2.11 2.83 0.13 0.14
0.5 13.7 2.33 2.85 0.13 0.14
0.75 8.9 2.40 2.85 0.14 0.14

1 1.0 2.75 2.77 0.15 0.15

Table 4.2: Average cost savings, maximum lateral error and average lateral error for two
methods (O = Ours, B = Benchmark), categorized by time weight.

Run-time The focus of this work was on improving the quality of computed trajectories
given user weights. As such, we did not focus on optimizing for run time. However, we
believe that with proper software engineering, one could substantially reduce the run-time
of our procedure though it may still exceed the state-of-the-art (SOTA). Run-times for

Run-times (s)

Sub-routine SOTA source SOTA (C) Ours (Python)

Calculate a path (Step 1) [6] 6:8 � 10� 5 4:3 � 10� 3

Optimize velocity (Step 2) [46] 2:2 � 10� 4 1:2 � 10� 2

Total (recursive Step 1 & 2) [6] & [46] 1:2 � 10� 3 8:5 � 10� 2

Table 4.3: Comparison of run-times. Our methods (Ours) compared against state-of-the-
art (SOTA) for each sub-routine of the procedure.

each of the two steps in our procedure are compared with those of the SOTA in Table 4.3
which also includes the total time. Reference [46] as the SOTA for velocity pro�le planning
given a path due to its use of third order trapezoidal methods. Trapezoidal methods (and
variants thereof) are a widely used method for velocity pro�le planning [28, 92]. Variants of
this method use higher-order velocity models than those employed by [46], improving the
quality at the expense of computation time. We therefore use computation times reported
in [46] as a lower bound on trapezoidal velocity method variants. We observe that the
SOTA is on the order of 100 times faster than the methods proposed here. However, our
algorithm is encoded entirely in Python which tends to run 10-100 times slower than C for
iterative procedures like ours.
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4.7 Discussion

We consider the problem of computing trajectories between start and goal states that
optimize a trade o� between comfort at time. We o�er a simpli�ed approximation of
optimization problem (4.9) that replaces the two continuous functions withN +2 constants.
Methods to compute paths given one of these constants, and a velocity pro�le given this
path and the N + 1 remaining constants are also provided. The resulting technique is
veri�ed with numerical examples.
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Chapter 5

High-Dimensional Lattice Planning
with Optimal Motion Primitives

Research in the chapter was published in the proceedings of the IEEE International Con-
ference on Intelligent Robots and Systems (IROS) 2019 [12].

5.1 Introduction

In this chapter, we address the Minimumt� Spanning Control Set (MTSCS) problem 2.3.8
and incorporate a MTSCS in a local planner. For clarity, the contributions of this chapter
are repeated here from Section 1.1.4.

1. We prove that the decision version of the MTSCS problem 2.3.9 is NP-hard.

2. We propose a mixed integer linear programming (MILP) formulation of the MTSCS
problem 2.3.8. This represents the �rst known non-brute force approach to solving the
MTSCS problem. The result is a control set of minimal size that generates motions
that are continuous in all states and have boundedt� factor sub-optimality. Though
this formulation does not scale for large lattices, we observe that control sets need only
be computed once once, o�ine.

3. We present an A*-based algorithm to compute feasible motions for di�cult maneuvers
in both parking lot and highway settings. The algorithm is an amalgamation of two
other established algorithms: Bi-Directional A* [14, 114], and weighted A* [91] but can
accommodates o�-lattice start and goal con�gurations up to a speci�ed tolerance.
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4. We provide a novel algorithm that eliminates redundant vertices along motions com-
puted using a lattice. This algorithm is based on shortest paths in directed acyclic
graphs and eliminates excessive oscillations, a common critique of lattice-based motion
planning [76]. The algorithm runs in time quadratic in the number of motion primitives
along the input motion.

5.2 Main Results

In this section we present a MILP formulation of Problem 2.3.8, and algorithms to com-
pute and smooth motions using the control sets returned by Problem 2.3.8. This section
references the notation established in Section 2.3. We begin with a motivating theorem.

Theorem 5.2.1 (NP-Hardness of the MTSCS Problem 2.3.9). The decision version of the
Minimum t� Spanning Control Set problem in 2.3.9 is NP-hard.

Proof. We prove this result by o�ering a reduction from the Vertex Cover Problem in
2.1.1. Given an instance of the Vertex Cover problem, that is, a graphG0 = ( V 0; E0) with
V 0 = f v0

1; : : : ; v0
ng; E0 = f e0

1; : : : ; e0
mg, and a natural numberK , we construct an instance

of Problem 2.3.9 by constructing the tuple (X ; L; O; c;W) and real numbert � 1. We will
show that G0 has a vertex cover of size no more thanK if and only if L has a MTSCS of
size no more thanK + 2jE 0j.

We begin by de�ning the con�guration spaceX . Let X be the set of con�gurations of
the form (x; y) 2 R2 denoting position. Next, letO = f o = (0 ; 0)g be the starting set with
a single start. For any con�gurationsi; j we let i � j be the vector addition ofi and j . That
is, if i = ( i x ; i y); j = ( j x ; j y), then i � j = ( i x + j x ; i y + j y). We construct a lattice L for the
con�guration space in time polynomial injE 0j + jV 0j as follows:

1. For each graph vertexv0
i 2 V, de�ne a lattice vertex:

vi = ( vx
i ; yy

i ) =
�

cos
�

(i � 1)�
3m

�
; sin

�
(i � 1)�

3m

��
:

This is illustrated in Figure 5.1 (b) for the input graph in Figure 5.1 (a).
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2. For each graph edge (v0
i ; v0

j ) let vi = ( vx
i ; vy

i ); vj = ( vx
j ; vy

j ) be the lattice vertices associ-
ated with v0

i ; v0
j , respectively. We de�ne six lattice vertices:

vi � j = ( vx
i � vx

j ; vy
i � vy

j )

vj � i = ( vx
j � vx

i ; vy
j � vy

i )

vi + j = vi � vj = ( vx
i + vx

j ; vy
i + vy

j ):

This step is illustrated in Figure 5.1 (c).

Observe that each vertex is distinct. Indeed, vertices of the formvi lie in the �rst quadrant
along the unit circle, while vertices of the formvi + j lie in the �rst quadrant and have
minimum length

p
3 > 1. Further, vertices of the formvi � j ; vj � i lie in the third or fourth

quadrant and are all distinct since no two non-diametral secant lies of an upper-half circle
are equal. Next, we de�ne the cost of each motion. Letcm denote the cost of the motion
from o to the lattice vertex m wherem can take the formi; i � j; i + j . Further, let

cm =

8
><

>:

1 if m is of the form i;

0:1 if m is of the form i � j

1:91 if m is of the form i + j:

Finally, we de�ne a workspaceW such that motions between vertices of the formvi + j will
exit the workspace. This can be done in time polynomial injE j + jV j as follows: de�ne a
line segmentL1 connecting con�gurations (1:5; 0) and (1:5 cos(�= 3); 1:5 sin(�= 3)). De�ne
another line segmentL2 connecting con�gurations (2:5; 0) and (2:5 cos(�= 3); 2:5 sin(�= 3)).
These lines are illustrated in Figure 5.1 (d). Next, determine where the lines connecting
the origin and vertices of the formvi + j intersect the line segmentL1. This splits L1 into
sub-segmentsL i

1; i = 1; : : : ; jE 0j. In each segmentL i
1, determine two points on the line,

one 1/4 of the way alongL i
1, and the other 3/4 of the way along. Connect each point to

the origin via a straight line and determine where this straight line intersectsL2. These
steps are illustrated in Figure 5.1 (d). Finally, connectL1 and L2 is a saw-tooth manner by
connecting the determined points inL1 with their corresponding points inL2 as in Figure
5.1 (e). Since the minimum distance of vertices of the formvi + j from the origin is

p
3,

line segments connecting two such vertices will necessarily pass through the boundary of
W. Further, since vertices of the formvi lie a distance of 1 from the origin, line segments
connecting two such vertices will necessarily lie entirely inW. Finally, let t = 1:1.

Let pm denote the motion from the origin tovm for any vm 2 L. Then c(pm ) = cm .
Observe that if E is a MTSCS of the lattice above, thenE must contain every motion of
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Figure 5.1: Constructing a Lattice and Workspace.

the form pi � j . Indeed, if pi � j =2 E for some vertex of the formvi � j , then dE (vi � j )=ci � j �
0:2=0:1 = 2 > 1:1 = t since all motions have cost at least 0:1 and ci � j = 0:1 for all motions
of the form pi � j . Observe further that if E contains motions of the formpi + j from the
origin to a vertex of the formvi + j , then a new MTSCS (of equal size) can be constructed by
replacingpi + j with either pi or pj . Indeed,vi + j cannot lie on a path usingE to any other
vertex vr + s since the required motion would exit the workspace by construction. Moreover,
vi + j cannot lie on a path usingE to any vertex of the formvk or vr � s since this would imply
that dE (vk)=ck � (1:91 + 0:1)=1 = 2:1 > 1:1 = t and dE (vr � s) � (1:91 + 0:1)=0:1 = 21 >
1:1 = t implying that E is not a MTSCS. Finally, if E 0 = E � f pi + j g [ f pi g, then because
vi + j = vi � vj , dE 0

(vi + j ) = ( ci + dE (vj ))=ci + j � (1 + 1 + 0 :1)=1:91 = 2:1=1:91 < 1:1 = t
implying that vi + j is reachable within a factor oft using E 0. Therefore, without loss of
generality, we may assume that a MTSCSE contains all motions of the formpi � j (of which
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there are 2jE 0j) and no motions of the formpi + j (since these can be replaced with motions
of the form pi without increasing the solution size).

Finally, observe that a setE containing all of the motions of the formpi � j and no
motions of the form pi + j is a MTSCS ofL if and only if for all vi + j 2 L, either pi 2 E
or pj 2 E. Indeed, supposepi 2 E. Then becausepj � i 2 E and vi � vj � i = vj , we have
dE (vj )=cj � (ci + cj � i )=cj = (1 + 0 :1)=1 = 1:1 � t and vj is reachable within a factor of
t using E. Further, since vi � pj = vi + j , and vj is reachable within a factor oft using E,
dE (vi + j )=ci + j � (ci + dE (vj ))=ci + j � (1 + 1:1 � 1)=1:91 < 1:1 = t and vi + j is reachable
within a factor of t using E. Therefore, if pi 2 E and vi + j 2 L then vi ; vj ; vi + j are all
reachable within a factor oft using E. If this holds for all vi + j 2 L, then L is t� spanned
by E. On the other hand, if vi + j 2 L and vi ; vj =2 E then E is not a MTSCS of the lattice.
Indeed, ifvi ; vj =2 E, then because the cost of the minimal-cost motion is 0.1 andE contains
no motions of the formpi + j , it must hold that dE (vi + j )=ci + j = ( dE (vi ) + dE (vj ))=ci + j �
(1 + 0:1 + 1 + 0 :1)=1:91 > 1:1 = t implying that vi + j is not reachable within a factor oft
using E, and E is not a MTSCS.

We have shown that there exists a MTSCSE of the lattice L of the following form:
every motion of the formpi � j ; pj � i (of which there are 2jE 0j such motions) is inE, and
where no motions of the formpi + j are in E. Further, such a set is a MTSCS if and only
if for each vertex of the formvi + j of which there arejE 0j, either pi 2 E or pj 2 E. To
complete the proof, letE be a MTSCS of the form just described, and letV � V 0 be given
by V = f v0

i 2 V 0 : pi 2 Eg. Then,

E is a MTSCS ofL of the form described above

() 8 vi + j 2 L; pi 2 E _ pj 2 E

() 8 (v0
i ; v0

j ) 2 E 0; vi 2 V _ vj 2 V

() V is a vertex cover ofG:

(5.1)

Noting that jE j = jVj + 2 jE 0j completes the proof. That is, there exists a vertex cover
V of G0 = ( V 0; E0) with jVj � K if and only if there exists a MTSCSE of L with
jE j � K + 2jE 0j.

5.2.1 MTSCS Problem: MILP Formulation

Theorem 5.2.1 is motivation to provide a MILP formulation of Problem 2.3.8. Let (X ; L; O; c)
denote con�guration space, lattice, start set, and cost of vertex-to-vertex motions inL, re-
spectively. For any motionp 2 B (where B is given in (2.6)), let

Sp = f (i; j ) : i; j 2 L; i � p = j is a validg:
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Thus Sp is the set of all pairs (i; j ) 2 L2 such that p the motion from i to j and i � q is
valid. By de�nition of valid concatenations, there existso 2 O and j 0 2 L such that p is
the motion from o to j 0 implying that ( o; j 0) 2 Sp.

Let E =
S

o2O Es be a solution to Problem 2.3.8. LetGFree = ( L; �E; c) be the weighted
directed graph with edges�E given in (2.7). For eacho 2 O and each (i; j ) 2 �E, we make a
copy (i; j )o of the edge. This allows us to treat edges di�erently depending on the starting
vertex of the path to which they belong. For eachv 2 L � O , a path usingE from o to v,
� E (o; v), may be expressed as a sequence of edges (i; j )o where (i; j ) 2 �E. For eacho 2 O
we construct a new graph

To = ( L � O [ f og; Eo
T ); (5.2)

whose edgesE o
T are de�ned as follows: let

~To =
[

v2 L �O

� E (o; v):

Thus ~To is the set of all minimal cost paths fromo to vertices v 2 L � O in the graph
GFree. These paths can be expressed as a sequence of edge copies (i; j )o where (i; j ) 2 �E.
For each v 2 L � O , and for eacho 2 O , if ~To contains two paths � E

1 ; � E
2 from o to v,

determine the last common vertexj in paths � E
1 ; � E

2 , and delete the copy of the edge in
� E

2 whose endpoint isj from ~To. Let the remaining edges be the setE o
T . The graph To in

(5.2) is an Arborescence rooted ato (de�ned in De�nition 2.1.2) which we will leverage in
our MILP formulation. This is shown in the following Lemma:

Lemma 5.2.2 (Arborescence Lemma). Let E =
S

o2O Es be a solution to Problem 2.3.8,
and GFree = ( L; �E; c) be the weighted directed graph with�E given in (2.7). For eacho 2 O ,
if To is given by (5.2), then To is an arborescence rooted ato. Further, 8v 2 L � O ,
dE (o; v) is the length of the path inTo to v.

Proof. Let o 2 O . To show that To is an arborescence rooted ato, observe �rst that
there is a path in To from o to all v 2 L � O . Indeed, if E solves Problem 2.3.8, thenE
t� spansL. In particular, there must be at least one path,� E (o; i) using E from o to each
v 2 L � O implying that � E (o; v) 2 ~To. SinceE o

T only deletes duplicate paths from~To,
there must still be a path in To from o to v. Furthermore, by construction of the edge set
E o

T , duplicate paths (with equal cost) are deleted thus ensuring the uniqueness of paths
from o to each v 2 L � O completing the proof that To is an arborescence rooted ato.
Finally, the cost of the path in To from o to v is de�ned as the cost of the path� E (o; v)
which is the distance usingE from o to v by de�nition.
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Lemma 5.2.2 implies thatE is a t� spanner ofL if and only if 8o 2 O there is a
corresponding arborescenceTo rooted at o whose vertices areL � O [ f og, whose edges
(i; j )o are copies of members ofSp for somep 2 E, and such that the cost of the path from
o to any vertex v 2 L � O in To is no more than a factor oft from the optimal path from o
to v. Indeed, the forward implication follows from Lemma 5.2.2, while the converse holds
by de�nition of a t� spanner. From this, we develop four criteria that represent necessary
and su�cient conditions for E to be a t� spanning control set ofL:

Usable Edge Criteria: For any motion p 2 B from a start o 2 O to a vertex in L � O ,
for any start o0 2 O , and for any (i; j ) 2 Sp, the copy (i; j )o0

may belong to a path inTo0

from o0 to a vertex i 2 L if and only if p 2 Eo. That is, a tree To0
may posses an edge

(i; j )o0
if and only if the motion p from i to j is in the control set (i.e., if p 2 Eo where

o = R(i ), the relative start of i ).

Cost Continuity Criteria: For any o 2 O , p 2 B, (i; j ) 2 Sp, and (i; j )o a copy of (i; j ),
if ( i; j )o lies in the path in To to vertex j then c(� E (o; j )) = c(� E (o; i)) + c(p). That is, the
cost of the path fromo to j in To is equal to the cost of the path fromo to i plus the cost
of the motion from i to j .

t� Spanning Criteria: The length of the path in To to any vertex j 2 L � O can be no
more than t times the length of the direct motion fromo to j .

Arborescence Criteria: The set To must be an arborescence for allo 2 O .

We now present how to encode these four criteria. LetjL j = n and all the vertices are
enumerated as 1; 2; :::; n with o 2 O taking the values 1; : : : ; m for m � n. For any control
set E � B whereE =

S
o2O Eo, de�ne m(n � m � 1) decision variablesyo

p; p = m + 1; :::; n

yo
p =

(
1; if p 2 Eo

0; otherwise:

Thus y0
p is the decision variable indicating whether the motionp from o to somej 0 2 L is

in the set Eo. For each pair (i; j ) 2 L2, and eacho 2 O let

xo
ij =

(
1 if (i; j )o 2 To

0 otherwise:

That is, xo
ij = 1 if ( i; j )o (the copy of the edge (i; j ) for start o 2 O ) lies on a path fromo

to a vertex in the lattice. If a tuple (i; j ) with motion p from i to j is such that i � p is not
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valid { that is, if the motion p starting at i is not contained in the workspace, or ifi is not
generalized byO, then we setxo

ij = 0 for all o 2 O . Let zo
i denote the length of the path

in the tree To to vertex i for any i 2 L, cij the cost of the direct motion fromi to j for any
i; j 2 L, and let L0 = L � O . The criteria above can be encoded as the following MILP:

min K (5.3a)

s:t: 8o 2 O (5.3b)

yo
p � K; 8p 2 B (5.3c)

xo0

ij � yo
p � 0; 8o0 2 O ; 8(i; j ) 2 Sp; 8p 2 B (5.3d)

zo
i + cij � zo

j � M o
ij (1 � xo

ij ); 8(i; j ) 2 L2 (5.3e)

zo
j � tcoj ; 8j 2 L0 (5.3f)

X

i 2 L

xo
ij = 1; 8j 2 L0 (5.3g)

xo
ij 2 f 0; 1g; 8(i; j ) 2 L � L0 (5.3h)

yo
p 2 f 0; 1g; 8p 2 B; (5.3i)

whereM o
ij = tcoi + cij � coj . The objective function (5.3a) together with constraint (5.3c)

minimizes maxo2O jEsj as in Problem 2.3.8. The remainder of the constraints encode the
four criteria guaranteeing that E is a t� spanning set ofL:

Constraint (5.3d): Let p be a motion in B from o 2 O to some vertexj 0 2 L. If
p =2 Eo, then yo

p = 0 by de�nition. Therefore (5.3d) requires that xo0

ij = 0 for all ( i; j ) 2 Sp

and o0 2 O implying that for all pairs ( i; j ) such that p is the motion from i to j , the copy
(i; j )o0

cannot appear in the treeTo0
. Alternatively, if yo

p = 1, then xo0

ij is free to take values
1 or 0 for any (i; j ) 2 Sp and o0 2 O . Thus constraint (5.3d) encodes the Usable Edge
Criteria.

Constraint (5.3e): Constraint (5.3e) takes a similar form to [23, Equation (3.7a)].
Note that M o

ij � 0 for all (i; j ) 2 L2; o 2 O . Indeed, 8t � 1, M o
ij � coi + cij � coj , and

coi + cij � coj by the triangle inequality. ReplacingM o
ij in (5.3e) yields

zo
i + cij � zo

j � (tcoi + cij � coj )(1 � xo
ij ): (5.4)

If xo
ij = 1, then ( i; j )o is on the path in To to vertex j and (5.4) reduces tozo

j � zo
i + cij

which encodes the Cost Continuity Criteria. If, however,xo
ij = 0, then (5.4) reduces to

zo
i � zo

j � tcoi � coj which holds trivially by constraint (5.3f) and by noting that zo
j �

coj ; 8j 2 L by the triangle inequality.
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Constraint (5.3g): Constraint (5.3g) together with constraint (5.3e) yield the Ar-
borescence Criteria. Indeed for allo 2 O , by Theorem 2.5 of [62],To is an arborescence
rooted at o if every vertex in To other than o has exactly one incoming edge, andTo con-
tains no cycles. The constraint (5.3g) ensures that every vertex inL0, which is the set of
all vertices in To other than those inO, have exactly one incoming edge, while constraint
(5.3e) ensures thatTo has no cycles. Indeed, suppose that a cycle existed inTo, and that
this cycle contained vertexi 2 L0. Suppose that this cycle is represented as

i ! j ! � � � ! k ! i:

Recall that it is assumed that the cost of any motion between two di�erent con�gurations in
X is strictly positive. Therefore, (5.3e) implies thatzo

i < z o
j for any (i; j ) 2 L2. Therefore,

zi < z j < � � � < z k < z i ;

which is a contradiction.

5.2.2 Motion Planning With a MTSCS

The previous section illustrates how to compute a control setE =
S

o2O Eo given the tuple
(X ; L; O; c). We have also presented { see Section 2.3.2 { a description of how such a control
set may be used during an online search of the weighted directed graphGCF = ( L; �ECF ; c)
from start vertex ps 2 L to goal vertex pg 2 L. While any graph-search algorithm could
be used to compute minimal cost paths in the graphGCF , in this section we propose one
alternative: an A* variant, Primitive A* Connect (PrAC) for path computation in GCF .
The algorithm follows the standard A* Algorithm 1 closely but with some variations.

Weighted fScore: In the standard A* algorithm given in Algorithm 1, two costs
are maintained for each vertexi : the gScore, g(i ) { called the cost to get { representing
the current minimal cost to reach vertexi from the starting vertex ps and the fScore,
f (i ) = g(i ) + h(i ) { called the cost to go{ which is the sum of the gScore and an estimated
cost to reach the goal vertexpg by passing throughi given heuristich. At each iteration,
the current expanded vertex is the one that minimizesf over all vertices in an open set.
Thus equal weight is placed on thecost to getto each vertex,g(i ), and the cost to gofrom
this vertex to pg, h(i ). We implement the tunable fScore from [91]: Given a value� 2 [0; 1],
we let a = 0:5�; b = 1 � 0:5� , and we de�ne a new cost functionf 0 = ag(i ) + bh(i ). If
� = 1, then both cost to get and cost to go are weighted equally, resulting in the standard
A* algorithm. However, as � approaches 0, more weight is placed on the cost to go
resulting in expanding vertices with smaller heuristic values. This promotesexploration
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Figure 5.2: Example motion planning using PrAC for a 2-start lattice.

over optimization. While using a value� < 1 eliminates optimality guarantees, it also
empirically improves run-time performance.

Optimality may be guaranteed via the Anytime Repairing A* algorithm presented in
[69] which begins with a small value of� to quickly produce an initial solution and then
increases� towards 1 which improves upon their initial guess. While PrAC could be easily
modi�ed to adopt this framework, it has been found empirically that optimality is often
reclaimed once the path is smoothed via the smoothing algorithm presented in the next
section. In practice, using� = 1 works well for maneuvers whereps and pg are close
together, like parallel parking, while small values of� work well for longer maneuvers like
traversing a parking lot.

Observe that setting� = 0 results in an algorithm which expands those vertices which
maximally take the current vertex to the goal. This is a technique used often in motion
planning on highways [119].

Expanding Start and Goal Vertices: We employ the bi-directional algorithm from
[14, 114]. In detail, we expand vertices neighboring both start and goal vertices and attempt
to connect these vertices on each iteration. In essence, we double the expansion routine
at each iteration of the while loop in Line 7 of Algorithm 1: once fromps to pg and once
from pg to ps with reverse orientation. We maintain two trees, one rooted at the start
vertex ps, denotedTs, the other at the goal, Tg whose leaves represent open setsOs; Og,
respectively. We also maintain two sets containing the current best costsg(ps; i ) to get
from ps to each vertexi 2 Ts, and from pg to each vertexj 2 Tg (traversed in reverse),
g(pg; j ), respectively. Given an admissible heuristich0, we de�ne a new heuristich as

h(i ) = min
j 2 Og

h0(i; j ) + g(pg; j ); 8i 2 Os

h(j ) = min
i 2 Os

h0(j; i ) + g(ps; i ); 8j 2 Og
(5.5)

On each iteration of the A* while loop in Line 7 of Algorithm 1, let i 2 Os be the vertex
that is to be expanded, letj 2 Og be the vertex that solves (5.5) fori , and let p denote
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the pre-computed motion fromi 2 L to j 2 L. We expand vertexi by applying available
motions in ER(i ) [ f pg whereER(i ) is the set of available motions at the relative start ofi .
The addition of p to the available motions improves the performance of the algorithm by
allowing quick connections betweenTs; Tg where possible. In the same iteration, we then
swapTs and Tg and perform the same steps but with all available motions in reverse. This
is illustrated in Figure 5.2. Expanding start and goal vertices has proven especially useful
during complex maneuvers like backing into a parking space.

O�-lattice Start and Goal Vertices: For a con�guration v 2 X and a lattice L
given by (2.4), let Round(v) denote a function that returns the element ofL computed by
rounding each state ofv to the closest discretized value of that state inL. For lattice L with
start set S given by (2.5) and control setE obtained by solving the MILP in (5.3), it is likely
that the start and goal con�gurations ps; pg 2 X do not lie in L. This is particularly true in
problems that necessitate frequent re-planning. While increasing the �delity of the lattice
or computing motions online between lattice vertices andps; pg (e.g., [76]) can address
this issue, both these methods adversely a�ect the performance of the planner. Instead
we propose a method using lattices with graduated �delity, a concept introduced in [90].
We compute a control setEo� of primitives from o�-lattice con�gurations lattice vertices.
These can be traversed in reverse to bring lattice vertices to o�-lattice con�gurations. The
technique is summarized in Algorithm 5 which is executed o�ine. The algorithm takes as
input L; E , and a vector of tolerances for each stateTol = ( x tol ; ytol ; � tol ; u0;tol ; : : : ; uN; tol ).
It �rst computes a set Q � X such that for every con�guration in v 2 X there exists a
con�guration q 2 Q that can be translated to q0 2 X where each state ofq0 is within the
accepted tolerance ofv (Line 2). For each element ofQ, we determine the lattice vertex
q0 = Round(q), and the set of available actions at the relative start ofq0, ER(q0) . For each
primitive in ER(q0) , we compute a motion fromq to a lattice vertex close to the endpoint
of p and store it in a setEq (Lines 7-13). In Lines 9, 10 the vertexp is modi�ed to p0 that
is no closer toq than p. This is to ensure that the motion added toEq in Line 13 does not
posses large loops not present the primitivep. These loops can arise if the start and end
con�gurations of a motion are too close together. An illustrative example of this principle
is given in Figure 5.3.
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Algorithm 5 Generate O�-Lattice Control Set
1: procedure OffLattice (L; E; Tol )
2: Eo�  ;

Q  f 2ix tol ; i = 0 ; : : : ; � =2x tol g

� f 2iy tol ; i = 0 ; : : : ; � =2ytol g

� f 2i� tol ; i = 0 ; : : : ; (� � � tol )=� tol g

�
NY

i =0

f U0
i + 2 ju i; tol ; j = 0 ; : : : (U1

i � U0
i )=2u i tol g:

3: for q 2 Q do
4: (xq; yq; � q; u0;q; : : : ; uN;q )  q
5: Eq  ;
6: q0  Round(q)
7: for p 2 ER(q0) do
8: (xp; yp; � p; u0;p; : : : ; uN;p )  p
9: for x 2 f xp; xp + sign(xp � xq)� g do

10: for y 2 f yp; yp + sign(yp � yq)� g do
11: p0  (x; y; � p; u0;p; : : : ; uN;p )
12: Compute motion from q to q0

13: Add motion of lowest cost over allp0 to Eq

14: Add Eq to Eo�

15: return Eo�

Figure 5.3: Algorithm 5 Lines 9-13 Example. (a) Con�gurationq 2 X � L, lattice vertex
q0 = Round(q), and primitive p 2 ER(q0) . (b) Motion from q to end of p results in a loop as
q; p are too close together. (c) Vertexp replaced with neighboring vertexp0 and a motion
from q to p0 is computed.
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Theorem 5.2.3 (Completeness). If � = 1, then PrAC returns the cost-minimizing path
in GCF = ( L; �ECF ; c).

Proof. Given the assumptions of the Theorem, we may view PrAC as standard A* where
the expansion ofTg serves only to update the heuristic. That is, PrAC reduces to standard
A* with a heuristic given by (5.5) for all i 2 Os. At each iteration of A*, h is improved
by expandingTg. By the completeness of A* for admissible heuristics and �nite branching
factor (which is the case here for �nite control sets), it su�ces to show thath is indeed
admissible. At each iteration of A*, let i be the vertex in Os that is to be expanded.
Let � be the optimal path from i to pg in GCF . Then � must pass through a vertex
r in Og. This result holds by the completeness of A* with initial con�guration pg with
paths traversed in reverse. Then by the triangle inequality,c(� ) � c(� �ECF (i; r )) + g(pg; r ).
Finally, becauseh0 is an admissible heuristic,c(� �ECF (i; r )) + g(pg; r ) � h0(i; r ) + g(pg; r ) �
minj 2 Og h0(i; j ) + g(pg; j ) = h(i ). Therefore,h(i ) � c(� ) which concludes the proof.

5.2.3 Motion Smoothing

Given the tuple (X ; L; O; c; E), of con�guration space, lattice, start set, cost function, and
MTSCS, respectively, letGCF = ( L; �ECF ; c) be the weighted directed graph with edge set
�ECF is the collision-free subset of�E given in (2.7). We now present a smoothing algorithm
based on theshortcut approach that takes as input a path inGCF , here� E (ps; pg), between
start and goal con�gurations ps; pg. This path is expressed as a sequence of edges in�ECF .
Thus, � E (ps; pg) = f (i r ; i r +1 ); r = 1; : : : ; m � 1g for somem 2 N� 2 where (i r ; i r +1 ) 2 �ECF

for all r = 1; : : : ; m � 1 and i 1 = ps; im = pg. Algorithm 6 summarizes the proposed
approach.

Algorithm 6 takes as input a collision-free path� E (ps; pg) between start and goal con-
�gurations in the graph GCF { such as that returned by PrAC { as well as a set of obstacles
Xobs, and cost function of motionsc. It also takes a function 	 : R� 0 ! R� 0 which is
used to penalize reverse motion. That is, given two con�gurationsi; j 2 X with a motion
p from i to j , we say that the cost of the motionp is c(p), while the cost of the reverse
motion p0 from j to i that is identical to p but traversed backwards isc(p0) = 	( c(p)).

The set V in Line 2 represents the set of all con�gurations inL that are endpoints of
the edges (i r ; i r +1 ) 2 � E . Critically, con�gurations in V are in the order in which they
appear along� E . In Lines 3-6, the distance to each vertex inV is set in�nity except for
i 1 = p2 and the predecessor ofi 1 is set to None. Next, the algorithm process each vertex
i u; u = 1; : : : ; m � 1 along the path � E (ps; pg) and each vertexi v; v = u + 1; : : : m lying
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Algorithm 6 Smoothing Lattice Motion

1: procedure DagSmooth (� E (ps; pg); Xobs; c; 	)
2: V = f i r gm

r =1
3: for i 2 V do
4: dist( i ) = 1

5: dist( i 1) = 0
6: Pred(i 1) =None
7: for u from 1 to m � 1 do
8: for v from u + 1 to m do
9: p1 = motion from i u to i v

10: p2 = motion from i v to i u

11: c = min( c(p1); 	( c(p2))), p = arg min( c(p1); 	( c(p2)))
12: c = max( c(p1); 	( c(p2))), p = arg max( c(p1); 	( c(p2)))
13: if dist( i u) + c � dist( i v) then
14: if CollisionFree(p; Xobs) then
15: dist( i v) = dist( i u) + c
16: Pred(i v) = i u

17: else
18: if dist( i u) + c � dist( i v) then
19: if CollisionFree(p;Xobs) then
20: dist( i v) = dist( i u) + c
21: Pred(i v) = i u

return Backwards chain of predecessors fromi m
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farther along the path than i u (Lines 7-8). For each such pairi u; i v, the algorithm attempts
to connect i u to i v via either a forward motion p1 from i u to i v with cost c(p1) or via a
motion p2 from i v to i u traversed backwards with cost 	(c(p2)) (Lines 9-21). In particular,
the algorithm �rst attempts to connect i u to i v using the motion in f p1; p2g with least cost
c (Lines 13-16). If this cannot be done without colliding with an obstacle (veri�ed by the
CollisionFree function), then the algorithm attempts to connecti u to i v using the other
motion.

Were we to form a graph with verticesV and with edges (i u; i v) 2 V 2 wherev > u and
where the motion fromi u to i v is does not collide with an obstacle, then this graph would
be a directed, acyclic graph (DAG). Indeed, were this graph not acyclic, then the path
� E (ps; pg) would contain a cycle implying that a con�guration would appear at least twice
in � E (ps; pg). This is impossible by construction of the PrAC algorithm which maintains
two trees rooted at ps; pg, respectively (no cycles are present). This motivates the following
observation and Theorem:

Observation 5.2.4. The nested for loop in lines 7-8 of Algorithm 6 is constructing a
directed, weighted, acyclic graph and solving the minimum path problem fromps to pg on
that graph.

Theorem 5.2.5. Let � E
1 be the input path to Algorithm 6 between con�gurationsps, pg

with cost c(� E
1 ). Let � E

2 be the path returned by Algorithm 6 with costc(� E
2 ). Then

c(� E
2 ) � c(� E

1 ). Moreover, assuming that the functionCollisionFree runs in constant
time, Algorithm 6 runs in time quadratic in the number of vertices along� E

1 .

Proof. By Observation 5.2.4, Algorithm 6 constructs a DAG containing con�gurations
ps; pg as vertices. It also solves the minimum cost path problem on this DAG. Indeed, note
that Lines 13-21 are identical to the shortest path in a DAG Algorithm 2. By construction
of the DAG vertex set in Line 2, all con�gurations along the original path� E

1 are in V.
Further, for all r = 1; : : : ; m � 1, either the motion from i r to i r +1 is collision free, or the
motion from i r +1 to i r traversed backwards is collision free since� E (ps; pg) is a collision-free
path. Thus � E

1 is an available solution to the minimum path problem on the DAG. This
proves that the minimum cost path can do no worse thanc(� E

1 ). Finally, then V is the
set of endpoints of edges in� E

1 . Therefore, V � L. Because all motions between lattice
vertices have been pre-computed inB, Lines 9, 10 can be executed in constant time, and
the nested for loop in lines 7-8 will run in timeO(m)2 wherem is the number of vertices
on the path � E

1 .

Algorithm 6 is similar to Algorithm 1 in [76] with one critical di�erence. The latter
algorithm adopts a greedy approach, connecting the start vertexi 1 in the path � E to
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Figure 5.4: Comparison of smoothing algorithms for same input path (red). Blue: path
smoothed using Algorithm 6. Red: path smoothed using Algorithm 1 from [76] (no change
from input path).

the farthest vertex i k 2 � E that can be reached without collisions. This process is then
repeated at vertexi k until the goal vertex is reached. While this greedy approach also runs
in time quadratic in the number of vertices along the input path, the cost of paths returned
will be no lower than the cost of paths returned by Algorithm 6 proposed herein. A simple
example is illustrated in Figure 5.4. Using the control set in Figure 5.4, an initial path is
computed from i 1 = ps to i 6 = pg (red). This path remains unchanged when smoothed
using the proposed Algorithm in [76]. However, Algorithm 6 will return the less costly blue
path.

5.3 Evaluation

We verify our proposed technique against two state of the art techniques in two common
navigational settings. All algorithms were encoded in Python 3.7 (Spyder). Results were
obtained using a desktop equipped with an AMD Ryzen 3 2200G processor and 8GB of
RAM running Windows 10 OS. Start and goal con�gurations were not constrained to be
lattice vertices. We assume that all obstacles are known to the planner ahead of time and
are stationary, and that the environment is noiseless. As such, the results that follow can
be thought of as a single iteration of a full re-planning process. The workspace used in this
section isW = R2:
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Figure 5.5: Motion primitives for each starting vertex.
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5.3.1 Memory

The control setE we used was computed by solving the MILP (5.3) for a lattices described
in the following sections. In each case, motions between lattice vertices were computed
using the techniques outlined in Chapter 4. In section 5.3.2, we compute paths between
start-goal con�gurations in parking lot scenarios. As such, we do not plan velocity pro�les.
As discussed in Chapter 4, in order to store a motion without a velocity pro�le, only
three values must be saved to memory as the motion can be easily re-generated from these
values. In Section 5.3.3, we compute full trajectories: paths and velocity pro�les. In this
case, trajectories can be easily generated using only 19 saved values (see Chapter 4).

5.3.2 Parking Lot Navigation

We begin by validating the proposed method against a common technique: Hybrid A*
[25] in a parking lot scenario. Though Hybrid A* is not a new algorithm, more recent
state of the art approaches use Hybrid A* to plan an initial motion which is then re�ned
(e.g. [118]). We are therefore motivated to compare the run-time and path quality of the
approach proposed in this chapter to Hybrid A* whose run-time is a lower bound of all
state of the art algorithms using it as a sub-routine.

Lattice Setup & Pruning

The con�guration space used here isX = R2� [0; 2� )� R3 with con�gurations ( x; y; �; �; �; � )
representing position (x; y), heading� , curvature � , curvature rate � , and the rate of change
of curvature rate with respect to arc-length,� . Motion primitives were generated using the
MILP in (5.3) for a 15 � 20 square lattice with 16 headings and 3 curvatures, and a value
of t = 1:1 (10% error from optimal). Trajectories were generated using the methods out-
lined in Chapter 4 with weights wt = wy = wa = wJ = 0:25 representing an intermediate
user. To account for the o�-lattice start-goal pairs, we used a higher-�delity lattice with
64 headings and 30 curvatures. Lattice vertex values of�; � were set to 0. This results in
a start set O with 12 starts given by (2.5). The costc of lattice motions is given by (4.8)
with unit speed. Bounds on�; �; � were set as:

� max = 0:1982m� 1; � max = 0:1868m� 2 � max = 0:3905m� 3: (5.6)

which are considered comfortable for a user [6], particularly at low speeds typical of parking
lots. The spacing of the latticex; y-values was chosen to bermin =4 for a minimum turning
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radius rmin = 1=� max . Finally, if the arc-length of the motion from o 2 O to a vertex j
was larger than 1.2 times the Euclidean distance fromo to j for all o 2 O , then j was
removed from the lattice. This technique which we dublattice pruning is to keep the
lattice relatively small, and to remove vertices for which the optimal motion requires a
large loop. The value of 1.2 comes from the observation that the optimal motion from
the start vertex o = (0 ; 0; 0; � max ) to j = ( rmin ; rmin ; �= 2; � max ) is a quarter circular arc of
radius rmin . The ratio of the arc-length of this maneuver to the Euclidean distance from
o to j is �= (2

p
2) � 1:11. Thus using a cuto� value of 1.2 admits a sharp left and right

quarter turn but is still relatively small.

Adding Reverse Motion

The motion primitives returned by the MILP in (5.3) are motions between a starting vertex
o 2 O , and a lattice vertex j 2 L � O . As such, they are for forward motion only. To
add reverse motion primitives to the control setEo for eacho 2 O , we re
ect the states
x; y; � of each motionp starting at o about the line perpendicular to the heading ofo
while maintain the states �; �; � the result is a mirror image of the motionp that can
be traverse backwards starting ato. We then rounded the �nal con�gurations of these
primitives to the closest lattice vertex. For each (x; y)� value of the �nal con�gurations,
we select a single con�guration (x; y; �; �; �; � ) that minimizes arc-length. This is to keep
the branching factor of an online search low. Finally, to eacho = (0 ; 0; �; �; 0) 2 O we
add three primitives to Eo: (0; 0; �; � � max ; 0); (0; 0; �; 0; 0) with a reverse motion penalty.
These primitives re
ect the cars ability to stop and instantaneously change its curvature.
The resulting primitives can be found in Figure 5.5

Scenario Results

We veri�ed our results in four parking lot scenarios (a)-(e). The �rst four scenarios illus-
trate our technique in parking lots requiring forward and reverse parking. The results are
illustrated in Figure 5.6. Here, we have compared out approach to Hybrid A* using an
identical collision checking algorithm, and using the same heuristic (that proposed in [25]).
Though the motions may appear similar, they are actually quite di�erent. This di�erence
is illustrated in Figure 5.7 which illustrates the heading� of the vehicle along the motion
proposed herein vs that of Hybrid A*. Heading pro�les for the other scenarios are not
included for brevity, though results are similar. To evaluate the quality of the motions
predicted, we use three metrics: the integral of the square jerk (IS Jerk), �nal arc-length,
and runtime. These three metrics are expressed as ratios of the value obtained using the
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Figure 5.6: Scenarios (a) - (d). Red paths from proposed method, yellow from Hybrid A*.

methods of [25] to those of the proposed. The results are summarized in Table 5.1. The
major di�erence between the two approaches can be seen in the IS Jerk Reduction. That
is, the ratio of the IS Jerk using the methods of [25] to those of the proposed. This is
due to the fact that the motion primitives we employ are eachG3 curves with curvature
rates bounded by what is known to be comfortable. Observe that the value of IS Jerk
obtained using our approach is up to 16 times less than that of [6]. In fact, using a Hybrid
A* approach may result in motions with infeasibly large curvature rates resulting in larger
tracking errors and increased danger to pedestrians.

Despite the bounds on curvature rate, the �nal arc-lengths of curves computed using
our approach are comparable to those of Hybrid A*. Furhter, though Dubins' paths (which
are employed by Hybrid A*) take on average two orders of magnitude less time to compute
than G3 curves, the runtime performance of our method often exceeds that of Hybrid A*. In
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Figure 5.7: Heading along Motion for Scenario (a). Orange: Hybrid A* motion, Blue:
proposed.

fact, our proposed method takes, on average 6.9 times less time to return a path, exceeding
the average runtime speedup of the method proposed in [119]. Moreover, the methods in
[119] do not account for reverse motion, and also assume that a set of way-points between
start and goal con�gurations is known.

The only scenario in which Hybrid A* produces a motion in less time than the proposed
method is Scenario (c) in which Hybrid A* produced a path with no reverse motion (which
accounts for the speedup). However, in order to produce this motion, the curvature of the
motion must change instantaneously multiple times resulting in an IS Jerk that is 16.3
times higher than the proposed method. The low run-time of the proposed method may
due to the length of primitives we employ. It has been observed that Hybrid A* often takes
several iterations to obtain a motion of comparable length to one of our primitives. This
results in a much larger open set during each iteration of A*.

The �nal scenario we investigated is a parallel parking scenario (scenario (e)) which
is illustrated in Figure 5.8. Though the motion computed with Hybrid A* may appear
simpler, it requires a curvature rate that is 16.7 times larger than what is considered
comfortable. It should also be noted that several other parallel parking scenarios in which
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Figure 5.8: Scenario (e).

Scenario IS Jerk Reduction Length Reduction Runtime Speedup

(a) 7.7 0.99 5.26
(b) 9.91 1.01 18.40
(c) 10.14 0.96 0.61
(d) 16.32 2.21 7.30
(e) 16.71 0.63 3.00

Table 5.1: Scenario Results

the clearance between obstacles was decreased. While the proposed method returned a
path in each of these scenarios, Hybrid A* failed to produce a path in the allotted time.

A complex parking lot navigation scenario can be found in Figure 5.9. The solution
uses the same motion primitives used in this section.
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