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Abstract

The study of single-plume sprays into cross- owing air is found extsively in literature,
however, with the continued development of the Spark Ignition Di Injection (SIDI)
engine, the behaviour of multi-plume sprays in cross- owing conditis is of interest.

In the present work, the injection of a multi-plume spray into a highvelocity cross-
ow is investigated; an experimental apparatus capable of providg a cross- ow with
core velocities higher than 200 m/s is developed; analysis techniguea® developed to
characterize the cross- ow and multi-plume spray independenththe multi-plume spray is
characterized as it issues into the cross- owing air.

The round air jet used for the cross- ow was designed using the ramepts put forth
for the design of wind tunnel contractions. The axial and radial Jecities were measured
using a Particle Image Velocimetry system from LaVision Inc. and theotential core
length determined for the core velocities corresponding to Mach mbers of 0.35 and 0.58.
It was determined that the potential core length increases with imeasing Mach number
and that increased compressibility, leads to reduced mixing within theore. Furthermore,
velocity pro les of the air jet show that self-similarity is preserved whin the shear layer
of the initial region.

The multi-plume spray was also characterized in quiescent conditiofs 10 and 15 MPa
injection pressures. It was found that the penetration depth ahspray width increased with
increasing injection pressure, but that the spray angle decreaswith increasing pressure.
The increase in penetration depth is consistent with the ndings peented in literature,
while the decrease in spray angle with increasing pressure is conyr&m literature.

Next, the multi-plume spray, injected at 10 and 15 MPa, is charactied as it issues
into the cross- owing air stream at Mach numbers equal to 0.35 and.58. The tail length
and penetration are measured and it is found that for the rst, tle cross- ow velocity is the
primary factor with higher cross- ow velocity resulting in a longer tal length, while for the
latter, the injection pressure is the major factor, with higher injetion pressures resulting
in higher penetrations. That being said, the injection pressure deglay a small role in the
tail length, with the 15 MPa injection having a slightly longer tail lengththan the 10 MPa
injection in the Mach number 0.58 cross- ow. This is attributed to tre ner atomization,
which is expected from the 15 MPa injection which leads to quicker eainment of fuel
droplets into the cross- ow.



The spray axis was predicted for each set of conditions from 0.1 n® 1.0 ms after
Start of Fuel (SOF). It was found that before 0.3 ms, the sprayatains its multi-plume
nature, while after 0.3 ms it behaves like a single-plume spray. Onceethpray has crossed
this transition point, the spray axis is temporally independent and aa be predicted by
the logarithmic models, similar to those used for single-plume sprays @noss- ow. The
accuracy of this tis improved upon, with the presentation of a moded correlation, which
includes the momentum ux ratio inside of the logarithmic term.

Finally, the multi-plume spray issuing into the cross- ow is charactared using PIV to
measure droplet velocities. It is observed that the cross- ow mantum is imparted to
the smaller droplets within the 15 MPa spray more easily than to thosef the 10 MPa
injection, but that the 15 MPa sprays also retain their momentum in he radial direction
longer than the 10 MPa sprays. As such, the 10 MPa sprays align withe cross- ow axis
faster.
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Chapter 1

Introduction

With increasing pressure from regulatory bodies to reduce emisssprauto makers have
begun introducing low emission vehicles into their eet to increase tireaverage fuel econ-
omy and reduce the production of carbon dioxide. While the produicin of hybrid electric
vehicles (HEV) and full electric vehicles (FEV) represents a majotep towards these goals,
issues with a ordability and performance prevent widespread addipn. As a result, regu-
lar petroleum fuelled internal combustion power trains are still useth the vast majority of
passenger vehicles, with HEV and FEV automobiles considered as len¢germ solutions.
In the near term, the implementation of direct injection technologie in gasoline engines
resulting in the spark ignition direct injection (SIDI) engine, also comnonly referred to as
the gasoline direct injection (GDI) engine, is becoming popular. Thell3l engine repre-
sents an advancement in gasoline engine technology, which directduces the emissions
and improves fuel economy over the traditional multi-point injectio (MPI) strategy which
is commonly used. The bene ts of the SIDI engine are especially padent in its cold start
performance and its partial load operation [1].

1.1 Background

1.1.1 Operating Principles

The operating principles of the SIDI allow for fuel to be injected dirgly into the cylinder
instead of into the intake manifold as is common with MPI. While MPI allowdor the use of



lower fuel pressures and less atomization in the resultant sprayporization is dependant
on fuel droplet impingement on the hot rear face of the closed intakvalve and the wall
of the cylinder head. During cold start applications, over sprayingot achieve the required
air fuel vapour mixture can produce liquid Ims and increase the emigms of unburned
hydro carbons (UHC) [2]. It also means induction of fuel and air intohte cylinder occur
simultaneously during the intake stroke of the engine cycle. This primles a well-mixed
(stoichiometric) or homogeneous charge to the engine, with the direl ratio maintained
at 14.7:1, regardless of the load or power output of the engine. Qai of the engine
output power is achieved through the use of a throttle, which contls the mass ow into
the cylinder but, as a result, increases pumping losses under paradts when the throttle
is not fully open [1, 2].

During cold start, the SIDI engine is able to inject fuel directly into te cylinder, unlike
the MPI engine. The higher injection pressures necessary for ditenjection, combined
with the injector design, allows for substantially improved fuel atonzation, with 87%
smaller droplet Sauter Mean Diameters (SMD), which leads to improgefuel vaporization
[2]. Furthermore, the SIDI engine can control engine power thobghe quantity of injected
fuel mass, rather than air ow throttling, reducing the associatd pumping losses. During
partial load operation, the reduction in the required fuel mass allosvfor the engine to
operate ultra lean, with the air fuel mixtures approaching 65:1[3]. lorder to achieve
ignition under ultra lean conditions, fuel is injected late during the cmpression stroke just
before ignition. This allows the fuel mass to remain in an ignitable fueiah cloud near the
spark plug. As such a strati ed charge is formed where the fuel hzone is surrounded by
a region of pure air or exhaust gas at the periphery of the cylindefhe strati ed charge
presents the added bene ts of reducing thermal losses from thembusted material to the
cylinder walls and the reduction ofN O, through exhaust gas recirculation (EGR).

In order to achieve the strati ed charge used under partial loadshree di erent combi-
nations of injector design and positioning, and piston head designeaused to ensure that
the fuel cloud remains ignitable and near the spark plug. The wall gued, air guided and
spray guided techniques combine the design and positioning of thedofor, and the design
of the piston head to control the fuel mixture location as illustratd in Figure 1.1. The
wall guided technique relies on the shape of the piston head to dirgbe impinging spray
towards the spark plug, while the air guided technique uses the pistdhead shape and
upward momentum to produce air currents which push the fuel toavds the spark plug.

2



Finally, the spray guided technique relies on the position and designtbk injector to spray
directly near the spark plug. The design scenarios presented in Figul.1 also impact the

wall guided air guided spray guided

Figure 1.1: Methods of guiding fuel spray in partial load operation [4]

full load operation of the engine which relies on a homogeneous clevgth an air fuel ratio

reaching the stoichiometric 14.7:1. This is similar to an MPI strategy wdre the throttle

is fully open without any restriction of ow. In the case of the SIDI @gine, the fuel is
injected into the cylinder during the intake stroke where the cylindemotion produces a
lower pressure and draws air past the intake valves. This produckgyh instantaneous
velocities near the intake valve which are dependent on the crankgla of the engine and
the valve lift. Instantaneous air velocities around the valve can reh as high as 20@=s

as noted by Ren et al.[5] who numerically investigated the e ects of tbho-charging on the
ow eld near the intake port. The result is a strong cross- ow e ect on the injected fuel
mass combined with signi cant swirling and tumbling motion. Mixing is achieed through

the interaction of the fuel and the incoming air.

The ability to predict the level of atomization, mixing and vaporizationusing numerical
models is increasingly important as changes to injection and contrstrategies continue to
evolve, in order to assist with design and improvements of the teablogy. This requires
validation of each component of the numerical tools against expermtal data including
the ability of the intake air to interact with the injected fuel mass urder homogeneous
charge operation.



1.2 Objectives

The objective of this work is to study a multi-plume spray injected inb high velocity cross-
ow in conditions which emulate those experienced within an SIDI enge To achieve this
objective, an apparatus is designed and manufactured which is edype of producing air
ows with velocities greater than 200m=s to re ect the instantaneous velocities in a SIDI
engine. A fuel injection system which uses a commercial multi-holeefuinjector, from
General Motors, is used to inject fuels at pressures up to 15 MPaieh is in the range of
injection pressures for gasoline direct injection engines.

Characterization of the cross air ows is performed by Particle Imge Velocimetry (PIV)
using a system from LaVision Inc. Shadowgraphy techniques andWare also employed
in analysing the spray behaviour as it interacts with the air cross-w.

The results presented will be used as benchmark data for the page of spray model
validation when modelling SIDI engines.

1.3 Organization

Chapter 2 reviews existing literature and the progress made in theea of sprays issuing
into cross- ows. Chapter 3 describes the design of the experint@apparatus which will be
used in the present work. Chapter 4 highlights the various measuent techniques applied
and the associated uncertainty accompanying the measurememisults. Characterization
of the high speed cross- ow, spray patterns and the fuel air intactions are provided
along with a discussion of the results in Chapter 6. A summary of thendings and
recommendations for work are presented in Chapter 7.



Chapter 2

Review of Literature

2.1 Liquid Jets

In looking at the impact of air ows on liquid jets it is important to rst ¢ onsider the

atomization process typical of injected fuels. In quiescent gaste& breakup regimes used
to describe the breakup of liquid columns into droplets are: drip, stéde liquid jet, Rayleigh

breakup, rst and second wind-induced breakup and atomizationrbakup [1, 6]. Of these
regimes, the formation of dense sprays is best described by theyR#&gh, rst and second

wind-induced and atomization regimes transitioning with increasing w as illustrated

in Fig. 2.1. The Rayleigh breakup regime involves the interactions bed&n the liquid

inertia and the surface tension while the remaining regimes involve aelynamic forces.
Atomization breakup generates droplet sizes which are smaller théme injector diameter

and occurs when breakup occurs at the injector exit [6]. The atonaition regime of a
pressure atomized spray is popular amongst combustion cycles asain provide rapid

liquid/gas phase mixing to support the process [7]. As such, it will be éonly breakup

regime considered moving forward.

The images of the atomization breakup regime in Figs. 2.1 and 2.2 shohat the
dense spray contains both a liquid core region which is similar, althougypically longer
in lengths to the potential core in a single phase jet, and a dispersealv region which
surrounds the liquid core and is composed of droplets and ligaments the instance of
fuel injection pertaining to automotive applications, injections whib are in the atomization
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Figure 2.1: Spray Regimes [6]

regime are considered to have a negligible liquid core length and brepkoccurs at the
injector outlet. The droplets which form from these injections hay diameters less than
that of the injector diameter.

Droplets are produced via two mechanisms. Primary Breakup and &mndary Breakup.
Primary breakup occurs due to aerodynamic forces which causetatslities to form on
the surface of the liquid core. These surface waves develop and awentually stripped
from the surface into droplets. Turbulence breakup is also a fornf primary breakup, in
which turbulent disturbances overcome the surface tension torfo droplets, although, for
automotive fuel injectors breakup due to aerodynamic forces isame prevalent [6].

Secondary breakup is responsible for the further breakup of ghets and ligaments
into smaller droplets. As illustrated in Figure 2.3 secondary breakupdgins with the
deformation of the droplets and the liquid Weber number Weand the Ohnesorge number
Oh de ned below Egns. 2.1 and 2.2 dictating which form of deformatioand breakup
occurs [8].

24
We = _pf 2.1)
Oh= p—— (2.2)
Idp



N S DENSE SPRAY ( e DILUTE
[ SPRAY
—

MULTIPHASE
MIXING LAYER

ae o . .
N e "9,92°
b - - e 2 9 o a.d [
4 s 5 o
LIQUID 2 5 Cr 0 O
—— > 709 O e,2,
LOW Z S ,0o0,
F J7772 77 £ 5 c.f.ai’a"a 0~
& & < o % o
°

LIQUID CORE
INJECTOR DISPERSED FLOW

Figure 2.2: Atomiziation Regime [7]

Here, We describes the ratio between drag and surface tension forces @dalculated using
the relative velocity between the liquid droplet and the gas phase, drthe initial droplet
diameter. When considering sprays in quiescent air, liquid velocity to be representative
of the relative velocity u, as the air velocity is negligible, and the injector diameter (d) can
be used in place of the initial droplet diameted,. Oh represents the ratio between the
liquid viscous forces and the surface tension forces and is basedtwn liquid properties.
It is shown that with increasing Oh number the breakup time increaseas the increased
liquid viscosity resists deformation and thus the breakup in any of #hthree regimes.
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4. stripping break-up
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Figure 2.3: Secondary Breakup Regimes [1]



Bag breakup involves the deformed droplet forming a dome shapeavh the stagnation
point on the droplet surface is at the center and involves both dragnd surface tension
interactions in the breakup [9].

Shear breakup, or stripping breakup as it is termed in Fig. 2.3 is almospposite of the
bag breakup where the stagnation points form on the outer edgé the deformed droplet
and involves the drag and viscous forces and is observed at highelative velocities.

The common theme amongst the breakup regimes and breakup mede the existence
of instabilities due to an increase in aerodynamic, viscous or turbuleforces that are able
to overcome the surface tension forces which hold the liquid dropdetogether. With the
introduction of the air cross- ow the discussion of breakup holds iact although the added
momentum of the air ow and the implied relative velocity leads to incresed instabilities
and thus breakup.

2.2 Single-Plume jets in Cross- ows

As discussed in the previous sections, the atomization of fuel spsais used to produce
droplets with high surface area to volume ratios to promote rapid yeorization. The ability
of a fuel nozzle to promote atomization in stagnant air is dependemhostly on the fuel
properties and the injection itself, with the disintegration of the liqid column and larger
droplets being attributed to instabilities in the uid. Leong [10] notedthat the injection
of fuel transversely into a gaseous cross- ow with strong endugnomentum is one method
of inducing additional instability to promote atomization. Mashayek & al.[11] further
explains that the penetration of the liquid jet into the cross- ow allavs for an increased
exposure of the jet to the air ow and as a result is one of the main anacteristics of a
liquid column in a cross- ow.

In considering the penetration of the liquid jets into the cross- owthe relative strength
of the gas phase relative to the liquid phase as expressed by the neotam ratio g, de ned
by Eq. 2.3, becomes a useful non-dimensional parameter.
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This ratio is typically used to describe the ability of the cross- ow to @ ect or change the
spray trajectory [11]. Increasingg means higher fuel spray momentum which leads to a
greater penetration into the the air ow and less de ection, while tle opposite holds true
for lower values ofqg.

The aerodynamic forces, which impact the liquid jet as it penetratabe cross- ow, also
serve to change the cross-sectional shape of the liquid jet. A,jetith an initially circular
cross-section, will begin to atten and turn elliptical, as seen in Fig. 2. Eventually, as it
continues to atten and the aerodynamic forces continue to actpon it, the cross-section
will resembling a sh-head structure, as noted by Mashayek et al.[L1This phenomenon
increases both with decreasing, increased momentum of the cross- ow, and increasing
distance from the jet outlet.

Figure 2.4: Deformation of liquid column in cross- ows adapted from [12]

During the deformation of the liquid column, surface waves and inteal waves lead the
column to breakup into ligaments and large droplets. The point at whit the tip of the
liquid column begins shedding ligaments and droplets is referred to dgetcolumn breakup
point [11].

In describing the penetration of the liquid jet it is important to note that the terminol-
ogy of the spray penetration, which refers to the upper boundgaror windward boundary
of the spray, and the spray trajectory, which refers to the axisf the spray, begin to have
the same meaning as the jet begins to atten [11, 13]. The leeward sidr lower boundary
is not similar to the jet trajectory as it is de ned by the droplets andligaments which are
stripped from the surface of the jet, and are no longer connedt¢o the liquid column.

Predicting the trajectory of the spray in the presence of a crossw can be performed



using two methodologies as illustrated by Mashayek et al.[11]. For thest method, it is
assumed that:

Method I:

Liguid momentum is initially only in the transverse direction and gas monm&um is
initially only in the axial direction

The cross-sectional area, shape and mass of the spray remaiosstant along the
length of the jet

Gas velocity acts uniformly on the jet

These assumptions allow for the drag force to be the only force &gt on the liquid column,
and lead to the assumption that the drag coe cient Cq) remains constant. This drag
force is responsible for the axial displacement of the uid element vid the initial liquid
momentum is responsible for the transverse displacement of theiduelement. A force
balance expressing the acceleration of the element in the axial diien in terms of the
drag force, can be written as:

d?x

1
> gUsAECq = |AChW (2.4)

whereAr represents the frontal area of the uid disc with diameteid and thicknessh, Ac
is the cross sectional area of the disc.

Integrating twice and recognizing that the location of this disc in trasversey direction
is governed byy = u;t results in an equation of the form

y —_ m X S

2= Ag™(Z 2.5

5= Ad"(3) (2.5)
where g is the momentum ratio andA, m and s are constants. From the force balance
ands are found to be equal to £2, andA incorporatesCqy. From Egn. (2.5) the momentum

ratio is proven to be an in uential parameter on the jet de ection.

Method Il:  The second methodology predicts the trajectory by consideringgé motion
of the droplets formed at the point of column breakup. Acknowledqg that the trajectory
and the upper boundary of the de ected spray (seen on the windnd side of the spray)
typically follow the same relationship and are in close proximity for theange of typical

10



momentum ratios it is convenient to consider them as redundant ters. With this similar-
ity, the larger droplets which tend to carry the majority of the uid momentum will de ne
the upper boundary of the spray with their ability to penetrate futher. Applying a similar
force balance on an individual droplet for the axial and transversdirection independently,
and further assuming that the droplets do not evaporate or intexct, yields

1 dx d?x

EAF g(Ug a)zcdx = m—dt2 (2.6)
1 d d?
SAF g(d—i')zcdy = m—dtZ 2.7)

Here m represents the droplet massi\r represents the frontal area of the droplet an
and Cqy, are the drag coe cients acting in each direction. Integrating thes expressions
and applying the boundary conditions ofx = 0 and dx=dt=0att =0 and y = 0 and
dy=dt= u, at t = 0 gives

= Ut ——In(1+ t 2.8

X Ug AF ngX n( Ug om ) ( )
2m Ar Cq

=~ In1l+ —2Yut 2.9

Ve g s B Sy 29)

Mashayek et al.[11] note that sub-millimetre droplet diameters, andhe ability of the
droplets to reach their settling velocity in under a second allow the maral logarithm in Eq.
(2.8) to become 0, givingx = u;t, which can be substituted into Eq. (2.9). Furthermore,
Mashayek et al.[11] acknowledge thaCy, is dependent on bothug and u;, and conclude
that a dependence on momentum ratio exists whef@y, is found. These assumptions give

o<

_ uox
= Aln(1+ C . 5) (2.10)

where A and C incorporate the drag coe cients, liquid and gas densities, and geaatric
parameters.

Both solutions for the trajectory have been applied experimentallyith researchers
modifying the exponents and the coe cients to improve the accumey of the t. Wu et
al.[14] evaluated the near eld spray trajectory of a single liquid colum up until the
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location of breakup using the power law formulation in Eq. (2.5). Thetsdy examined
momentum ratios between 3.38-185 noting that the breakup regimeexperienced by a
liquid column are similar in nature to the secondary aerodynamic breag modes with
deformation of the column initiating breakup. Furthermore, it was bserved, that the gas
phase Weber number Wg de ned below was an indicator for the type of breakup, from
bag-breakup occurring at low values to a shearing process at largalues similar to that
experienced by droplets.

2
usd
_ Y94 ¢
We, =

(2.11)

Larger values ofq led to the stripping of droplets from the surface of the deformeddges
and then to waves. The prominence of the waves was also impactedthe viscosity of the
injected liquid with higher viscosity leading to larger and more distinct @wves. The point of
fracture was found to occur at a constant distance of 8 injectaliameters (d) downstream
of the injector for varying values of d and injection conditions.

Wey, is similar to We when it is calculated for the liquid column, but uses the air
velocity of the free streamuy rather than the liquid velocity u;. Since the liquid injection
occurs normal to the cross- owyy is considered to be the relative velocity in the cross- ow
direction. Wu et al.[14] nally presented the correlation for the sprg trajectory as follows

(2.12)

Mashayek et al.[15] compared a number of correlations for the spraxis at a mo-
mentum ratio of 15 and for 0 % 10, illustrating that discrepancies exist between the
predicted axes. These discrepancies were attributed to experinted errors and the di cul-
ties associated with de ning the spray boundaries, as well as thectahat each correlation
caters to the prescribed range of experimental conditions for weh it was developed. Thus,
they asserted that parameters other than the momentum ratiolpy an important role in

the prediction of the spray axis as well.

Desantes et al.[13] performed a numerical and experimental studg turbulent gas jets
and diesel sprays in cross- ows with the intention of nding the namalized coordinates
to assist in understanding the de ection phenomenon and the relahship between the
parameters. Varying the injection pressures from 30 to 100 MP#&e cross- ow density
from 10 to 30kg=m® and velocity from 1 to 8.4m=s, Desantes et al.[13] analyzed a matrix
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of scenarios. While not explicitly listing the momentum ratios studied it an be estimated
that with the high injection pressures, the liquid velocity would be as igh as 390m=s
given the relationship for velocity used by Desantes et al.[13] as

q___

u = CV 2Pinj :(C f) (2.13)
where Cy accounts for losses in the nozzle (equal to 0.8) [18], the e ect of cavitation
on the density (assumed equal to 1),; is the non-cavitating liquid density, andP;y; is the
injection pressure.

This estimate would result in the momentum ratios in the order of I0for the extremely
low cross- ow velocities. Their expression for the jet trajectorys

0:36
% Sy lan % ] 064 (2.14)

Eq. 2.14 has been non-dimensionalized in order to allow for a direct qmamison with
the form presented by Wu et al.[14]. Through the normalization pross, Desantes et
al.[13] introduced the term tan($*) which is the half cone angle of the spray plume under
quiescent conditions.

— O :58210:302

As shown by Varde [16] the spray cone angle for a non-evaporatiagpmized spray is
proportional to the density ratio, the liquid Reynold number and theliquid Weber number
as given below

1=3

tan cp = A; 2 (Re) ™™ (We))"? (2.15)
|

whereA, = d=L 1=3 andA; is an empirical constant. In the power law form the density
ratio is considered in the momentum ratio and hence, the addition oah(-$*) results in
an addition of the liquid Reynold and Weber numbers into the power law.

The e ect of the Reynolds number on the spray axis is also considdrén the work
of Amighi et al.[17] who considered the e ects of elevated pressarand temperatures of
the cross- ow on the centerline trajectory and the windward boodary trajectory. The
correlations presented by Amighi et al.[17] are developed for 10 80, 29&K T
57X, 20kPa P 51%KkPa, and given below
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A= 00LPT L RefIRQ (2.16)
0:37

=067 L RefURe™ (2.17)

where Eq. (2.16) is for the spray axis while Eq. (2.17) is for the windwé edge. Amighi
et al.[17] considered both the gas phase and liquid phase Reynolds hemin the correla-
tion attesting that consideration of the liquid atomization and droplé distribution is also
important. Introduction of the gas phase Reynolds number accats for the ability of the
cross- ow to enhance the atomization and breakup of the liquid cahn. The e ect of the
gas phase on atomization was recognized by Ingebo[18] when heopsed spray trajectory
should be dependent on the maximum droplet size as the larger draglevould penetrate
further into the cross- ow. Experimentally Ingebo[18] found th& the maximum droplet
diameter was proportional to Wg °" where Wg, is known as the gas phase Weber num-
ber, a ratio between the momentum of the gas phase and the sudatension force of the
liquid. This term, as de ned in Eq. (2.11), characterizes the ability othe aerodynamic
forces present in the cross- ow to break up the liquid jet and forndroplets, ligaments and
smaller droplets.

Ingebo[18] used the relationship between the droplet size and y\fe his correlation for
the maximum penetration given below

0:7
Ym Re
— =18 — 2.1
d 8 Wey (2.18)

whereyn, is the maximum penetration at a prescribed distance downstream thfe injector.
The gas phase Weber number has since been used in the predictiorthef spray axis
[19, 20]. Stenzler et al.[19] developed a correlation for both heateddaunheated cross-
ow air conditions which would account for the e ect that the liquid viscosity has on the
windward trajectory. The conditions studied were 9 q 18,09 We; 1643, and
291K T  57X. The resulting correlations for the heated and unheated air ows,
respectively are given below

: 0:027
ooss X 039

o<

= 2:630"**?We, (2.19)

d H.O
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_ . X 0:384 1.08

= 2:898we, ** = : (2.20)
d H>O
Here | represents the liquid viscosity and y,o the viscosity of liquid water. Both values

are taken at 293 K which is the temperature of the injected liquid.

o<

Ragucci et al.[20] used a similar correlation in the study of the sprayia at an elevated
cross- ow temperature of 600K. The study considered 5 ¢ 280 and 7 We; 340,
leading to the correlation

. 0:186
oo1s X 0367

Y-

d
Unlike Stenzler et al.[19], Ragucci et al.[20] considered the variationaif viscosity, g, with
temperature, hypothesizing that higher air viscosities would lead timcreased de ection of
the liquid jet.

2:280"4*2\We, (2.21)

d g;300K

Mashayek et al.[15] identi ed 2 major parameters which a ect the jepenetration and
trajectory prediction. Their model uses Wg as calculated by Eq. (2.11), and the drag
coe cient.

The ability of Wey to detect the amount of breakup from the liquid column, directly
impacts the trajectory of the main column. As droplets are strippe away, or the column
deforms the mass and diameter will change as will the cross sectiosteape. These changes
impact the frontal area and mass, upon which the air stream is actin a ecting the drag
and de ection.

As such, the prediction of the drag coe cient which is typically consiéred as a constant
value such as that for a cylinder or ellipse [15, 21] or an empirical ctenst [14, 22] should
be ideally considered as an adaptive value which is dependent on thealozonditions of the
jet at every distance from the injector outlet [15]. Similarly, the Wg should be considered
locally to account for the local conditions, and the probability of drplet formation at that
speci ¢ location.

From the preceding review of literature, a general form of the p@wlaw spray correla-
tion may be presented as follows:

% = Ag"We,"

X s t
i @ (2.22)
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it includes the impacts of the ¢, Wg and the varying constant Z which can represent a
number of other parameters as previously discussed. Table 2.1 gitbe constants and

exponent values used in the previously discussed studies as welllesrhain conditions for

which they are valid.

May T K
A m n S 4 t q Weg (Vel (P
m/s) kPa)
Wu et 137 o0s 0 05 0 0 4-  57-  02-04 30
al.[14] ' ' ' 185 1179 (68-141) (140)
Desantes[l:?]‘582 0.302 0 0.360 tangs-) 064 0 0 (1-8.4) NA
298-
Amighi . . 10-  20- 573
g 0.191 0.30 0 0.43 Rg2Rg%4 1 (22-156)
a)[17] 80 487 (206-
517)abs
298-
Amighi : . 10-  20- 573
MO 0167 031 0 043 RPUROS 1 (22-156)
b)[17] 80 487 (206-
517)abs
300-
Ragucci 5- 7-
2.28 0.442 -0.015 0.367 — 0.367 (20-55) 600
b)[20] 9:300K 280 340
(2000)
Stenzler 1- 291-
2.63 0.442 -0.088 0.391 ' -.027 9-18 (10-119)
a)[19] H20 164 673
Stenzler 1-
2.898 043 -011 0.384 ' -108 9-18 (10-119) 291
b)[19] H20 164

Table 2.1: Power-law Axis De ection Correlations

The logarithmic spray axis correlation which is the other major form sed to predict
the spray axis in literature can be represented by the following form
%— Ag™ In[B + C g 12t (2.23)
where A,m,B,C,Z,t are constants which are manipulated by researclsebased on the con-
ditions of their individual studies. The conditions and values for theanstants have been
summarized in Table 2.2.
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Magy (Vel T K(P

A m B C z t We
g 9 m/s) kPa)
Inamura et 1.18 + 156 + 3-
036 1 0 0 NA (55-140) NA
al.[23] 0.24d 0.48d 12
Becker et 1- 90- 290
1.48 042 1 3.56 0 0 (50-100)
al.[24] 40 2120 (150-1500)
. 0.21-0.68
Lakhamraju Tal 1.1- 48.6-
2.004 0438 1 1267 £+ -0.251 (85.8- 294.3-499.8
a)[25] ° 49.7 968.4
285.5)
. 0.21-0.68
Lakhamraju 1.1- 48.6-
1971 0438 1 1.279 | -0.236 (85.8- 294.3-499.8
b)[25] ~siate 49.7 968.4
° 285.5)
, 0.21-0.68
Lakhamraju T 1-  48.6-
1.792 0477 1 1.338 ™ -0.422 (85.8- 294.3-501.4
c)[25] ° 50.5 968.4 285.5)

Table 2.2: Logarithmic Axis De ection Correlations

Inamura et al. [23] compared slurry jets and liquid jets under momémm ratios between
3 to 12 with air velocities in the range of 55 to 14éh=s. From Table 2.2 it is evident that
the spray axis is impacted only by the momentum ratio. This is consigté through the
works of Becker et al.[24], Tambe [26] and Lakhamraju [25].

Becker et al.[24] extended the momentum range from 1 to 40 with \\earying between
90 and 2120 with the chamber pressure varying between 150 to @Q3@Pa at a constant
temperature. Becker et al.[24] noted that at higher We numbers surface breakup was
dominant due to the ability of the cross- ow to overcome the surfee tension of the liquid
column. Alternatively, if the kinetic energy of the cross- ow is not ligh enough then
breakup is dependent on the ability of the cross- ow to amplify instailities that already
exist in the liquid column after it is de ected in the axial direction. Mazdlon et al.[27]
found that for values ofq greater than 100 the breakup is dependent on \}en the case
of non turbulent liquid jets.

Lakhamraju [25] investigated the e ects that temperature incrases in the cross- ow
and liquid column would have on the spray trajectory and the brealp) speci cally noting
that increases in the liquid temperature resulted in a decrease in liqumkenetration. The
correlations a) and b) found in Table 2.2 are for the cases with a heat cross- ow and
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include a modi er based on the air temperature. Herd, in Z shown in Table 2.2 is the
reference temperature taken to be 294 Klg,, is the stagnation temperature due to the
orientation of the thermocouple in the air ow, andTgsc IS the static temperature which is
calculated from the measured parameters. The cross- ow statiemperature ranged from
294.3 Kto 501.4 K.

For the Lakhamraju c) correlation, shown in Table 2.27T, is the liquid temperature for
the cases where the liquid jet was heated. Here the liquid is heatedrr 294.3 K to 338.7
K. For all three correlations, the momentum ratio is varied betweei.1 and 50.5 while the
We, is varied between 48.6 and 968.4. As illustrated, Lakhamraju [25] @seormalized
temperatures of the liquid column and the air column to account forhte changes in the
spray trajectory.

Angled Sprays in Cross-Flow

The previous section considered the scenarios where the sprayéssinto the cross- ow
transversely to the cross- ow axis. However, the e ect of injgmn angle on the breakup
and spray trajectory when injecting into cross- ows is importantin the application of
direct injection engines. The use of multi-plume injectors leads to bfue injections into
the cross- ow. As a result, the impact of the injection angle on théreakup and spray
trajectory is important when analyzing the overall mixing and atomiation. Available
literature considering this impact of the injection angle is limited. The ifection angle is
represented by in Fig. 2.5. Acute angles align the spray with the cross- ow while obtes
angles create a counter owing scenario.

Kim et al.[28] varied from 30 to 150 to asses the impacts of injection angle on
the spray for a range of injection pressures corresponding to mentum ratios between
21 and 105. The coordinates of the breakup point of the liquid columwas used to
illustrate the impact of injection angle. Their study presented coglations which account

when predicting the breakup point. Kim et al.[28] found that for 60 120, axial
penetration remained similar to that of injections issuing normal to e cross- ow. For

=30 and =150 the axial break up locations were the same in magnitude although
occurred in opposite directions, and were larger than break up |d@ns of smaller angles.
In these instances it was found that the orientation of the injectoled to breakup due to
the liquid velocity rather than the aerodynamic forces of the crossw since the injector
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Figure 2.5: lllustration of Angled Spray adapted from [14]

approached a co- ow arrangement.

For the transverse penetration Kim et al.[28] found that the maximm occurred with
the injection occurring normal to the cross- ow, decaying as thénjector became more
parallel.

Costa et al.[29] considered injection angles between lnd 45 for momentum ratios
between 25.7 and 637.4 with Weranging from 1.32 to 3.42. Their study investigated
at the droplet size and droplet velocities and the impact that the injetion angles had
on these parameters. They noted that mean droplet diameters ateased as the injection
angle increased due to the increase in aerodynamic forces fromdhass- ow. Furthermore,
their study found for the speci ed conditions that the injection amgle played a larger role
in controlling the penetration and atomization quality of the injectorthan the momentum
ratio.
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2.3 Multi-Plume jets in Cross-Flows

The study of multiple or interacting jets is another aspect of the miti-plume injection for
SIDI which is found in literature. Due to the shaping of the injector mlti-plume SIDI
sprays experience interaction between jets under ambient condits as noted by Abraham
et al.[30]. Abraham noted that there exists an optimum angle betweeadjacent jets, and
decreasing this angle resulted in increased jet to jet interaction \kitdecreased mixing.
Furthermore, Yu et al.[31] studied the behaviour of multiple jets aligad in tandem when
exposed to a cross- ow. In this study the initial cross- ow velocit varied from 0.04 to 0.28
m=s with the jet velocity ranging between 59.8 to 89n=s. The results suggest that the
leading jet has a sheltering e ect on the downstream jets and thahere exists a reduced
e ective cross- ow velocity which acts on the subsequent downsam jets. This velocity
was found to depend on the velocity ratio between the cross- ownd the jet as well as the
spacing between jets. Jet trajectories were predicted until thpoint where the multiple
jets merge.

2.4 Summary of Literature

As illustrated through a search of literature, it is apparent that the research focus is mainly
on single liquid columns injected transversely into cross- ows with gtantial background
on the breakup of liquid columns in quiescent environments. Parallelsave been drawn
between the secondary breakup regimes and the breakup expecied by a liquid column,
noting that deformation of the liquid remains an initial condition in the kreakup process.
Researchers have used various techniques to identify the levelnaiking and have noted
that the spray trajectory and penetration are related to the legl of mixing that occurs in a
transverse injection into a cross- ow. In quantifying the spray tajectory, literature reports
that either the center axis of the spray or the windward edge aremmonly used with both
approaching one another as the spray is de ected and the columndeformed. Two main
models are used in when considering the spray trajectory of a sintpiid column, the rst
being a force balance between the drag forces on a cylinder and lifeaid acceleration. The
second considers the same balance using the geometry of a drogRetgardless, correlations
agree that for all ow conditions the momentum ratio has a signi cah impact on the
de ection experienced by the spray. Other secondary paramesewhich have been used
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include the gas phase Weber number, or the Reynolds numbers oétbas and or liquid
phases. The purpose of these secondary parameters is to captilne e ects of the loss of
mass through surface stripping and breakup of the liquid column asWas the varied drag
force which accounts for the changing cross sectional area. Nanmoal work has pointed out
that increased predictive capabilities are attained through a localonsideration of these
secondary parameters.

Furthermore researchers have investigated the e ects of elé®d temperatures in both
the gas phase and liquid phases and the e ects of elevated temparas in the injected
liquid.

While the subject of single injections in cross- ows seems relativelyell researched,
there is little study for the impacts of changing injection angles or th case of multiple
plumes injected into cross- ows. In comparing with the conditions irf8IDI engines, it ap-
pears that few studies have considered the conditions of low morien ux ratio (relatively
high cross- ow momentum) and high gas phase Weber number (indtoze of high pressure
sprays) simultaneously. Moreover, experimental investigations angled and multi-plume
sprays are currently performed for limited cases approaching low dig momentum ow
rates which are not applicable to SIDI technology.

As such it appears that an investigation into multi-plume injections inb high velocity
cross- ows in the order of 200m=s and injection pressures in the range of practical oper-
ating conditions of SIDI engines is necessary, and it is the subjectdafocus of the present
study.
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Chapter 3
Experimental Apparatus

The experimental apparatus consists of two essential comportenthe fuel delivery system
and the air delivery system. A measurement system is used for theacacterization of the
resulting sprays. The components of these systems and their-sgt will be described in
this chapter.

3.1 Fuel Delivery System

The fuel delivery system highlighted by the red border in Fig. 3.1 is dgmed to deliver

pressurized fuel sprays between 0 and 15 MPa. The system suppliempressed Nitrogen
gas at the desired fuel pressure to a constant pressure cylin@eraccumulator provided by

Welker. This cylinder contains a oating piston which allows for the presurized fuel and
nitrogen to remain isolated from one another. This cylinder can holdressurized fuel up
to 24 MPa. The accumulator, which acts as a storage container, loeers the pressurized
fuel to a common rail. The common rail acts as a manifold delivering fu each of the

injectors. For the present study, the unused injector ports main plugged.

The common rail monitors pressure using a built in transducer, whicimeasures pres-
sures from 0 to 20 MPa. The measured pressure scales linearly witte tvoltage of the
transducer which ranges from 0.5 to 4.5 VDC as listed in Table 3.1.

The injector is a solenoid injector which hosts 6 holes from which fuisl injected. The
holes are arranged in an elliptical pattern and are symmetric abouhé& major and minor
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Pressure Transducer

Figure 3.1. Schematic of the fuel injection system used in the present studgdmponents
inside the red border)

Parameter Value
Measured Pressure Range  0-20 MPa
Equivalent Voltage Readout 0.5-4.5V

Table 3.1: Voltage and pressure range for fuel rail pressure transducer

axis as illustrated by Fig. 3.2. The center of this elliptical arrangemewloes not correspond
to the injector axis which results in a canted spray geometry wheniewing in the minor
axis plane. The injector orientation for the purpose of this study iseferred to as the 3
plume orientation in which plumes 1, 2, 3 or 4, 5, 6 are visible by the olvger or the 4
plume orientation in which plumes 2, 3, 4, 5 or 2, 1, 6, 5 remain visible the observer.

The fuel injector is controlled using the Stand-Alone Direct Injeéon (SADI) Driver
System controller supplied by Drivven Inc. This system which is desigd to operate
DI injectors monitors the fuel rail pressure and controls the ingor current pro le and
injection triggering. The parameters, illustrated in Fig. 3.3, are set¢ed to de ne the
current pro le based on the manufacturer speci cations, and aurol the spray behaviour.

The values used for the 10 MPa and 15 MPa sprays di er slightly due tpremature
needle closing under the latter injection pressure. The High Voltadg®ak Time controls the
time duration during which the initial peak current is applied to open tle solenoid valve.
As such it is important to realize that a delay exists between when theolenoid begins to
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Figure 3.2: Injector hole location and the resulting sprays viewed from the 3-nd 4-
plume orientation.
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Figure 3.3: Fuel injector current pro le parameters
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open and when the fuel rst exists in the injector. Also, the Hold Tine is primarily used
to control the duration during which the solenoid remains open.

The fuel used throughout this study was 2,2,4 Trimethylpentane wth is also called
iso-octane and is representative of gasoline fuel.

3.2 Air Delivery System

The delivery of air is governed by a ring compressor coupled with a yable frequency
drive (VFD) supplied by Air Power Products Limited. The system is ableto provide air
ow rates between 0 and 85L/s.

3.2.1 Air Nozzle Design

A specially designed air nozzle is used to provide a high velocity air jeth& design of the
air nozzle considered the principles of wind tunnel test section desitp provide a uniform
and low turbulence jet. The air nozzle consists of three sections @sillustrated in Fig.
3.4.

Spacer Settling Section Settli?g Screens

Converging Section
Diverging Section
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Figure 3.4: Cross-sectional view of air nozzle
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The rst section is the diverging section which diverges at an angle & from the
axis. This 5 angle is selected to reduce the probability of separation as recommded by
Tavoularis [32]. Once the ow has undergone a gradual expansion it pgssed through a
settling region designed to reduce the size of turbulence strucés and straighten the ow
before it is compressed and accelerated in the converging sectidhe honeycomb and the
mesh which make up the settling region of the air nozzle are selecteg the guidelines
presented by Idelchik [33]. The percentage of open space (porgsiwas maintained above
62% or higher, with the honeycomb section having a thickness of 5.68 and dimensions
as listed in Fig. 3.5.

Wire Mesh 2
46x46 mesh,
wire dia 0.0045"
Opening 0.0172
" open 62.9

Wire Mesh 1 Wire Mesh 1

34%34 mesh, 34x34 mesh,

wire dia 0.0065" wire dia 0.0065"

Opening 0.0248" Opening 0.0248™

% open 62.7 % open 62.7
Honey Comb

major axis (04" to 0.055")
minor axis {0.08"
thickness of the wall (0.0025 to 0.004")

Figure 3.5: Schematic of the air nozzle settling region and its components usedtire
present study.

The mesh screens were arranged on either side of the honeycotnbcture with the
smaller pore sizes adjacent to the honeycomb and the larger porees on the outside of
this sandwich.

The pro le of the converging section was designed according to timeethodology pre-
sented by Morel [34] which was validated experimentally by Tulapurka et al.[35]. From
Bradshaw and Pankhurst [36], a contraction ratio of 13 was seledtavith a nozzle outlet
diameter of 25 mm [36]. The nal pro le of the converging section cabe expressed as
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follows: 8
(D(x) Dy _ 1 (PAH® ifr X

(D1 D2)  © ()2 )3 ifr>X &4
The values for the parameters in Eq. 3.1 are given in Table 3.2.
Parameter Value

D; 9 cm ? at x=0

D, 2.5 cm ? at x=7.65 cm

X 0.6 Location where curves meet

X 0 - 7.65 cm Distance from entrance of converging section

L 7.65 cm Total length of converging section

Table 3.2: Design parameters for the converging section of the air nozzle dse the
present study.

The combination of the ring compressor and air nozzle allowed the aetjto reach
velocities of up to 230 m/s at an operating temperature of 82C at the nozzle exit.

3.2.2 Enclosure Con guration

The experiments performed in this study were enclosed in a wind tueh with a rectangular
cross-section. The tunnel was manufactured from PMMA in ordeto maintain optical
access from all angles. The tunnel, which measures 7 ft long by 3 fgln and 2 ft wide,
was designed to be large enough so that the cross- ow was not irniced by wall e ects
and recirculation zones which could impact the air jet.

The air nozzle and injector were placed inside the tunnel, with the fnb end remaining
open to the ambient. The downstream end contained an exhaustisgction angled at 45
upwards and then an angled face at the bottom end with a verticalgstion in the middle.
The vertical portion is in place so that either the laser or camera cdme positioned with a
clear unobstructed view of the spray. The necessity for this opitaccess led to the unique
design of the upper and lower exhaust regions. Initial designs whionmly had the upper
exhaust led to signi cant recirculation within the chamber. Subsegent designs aimed to
reduce these e ects although due to the high velocities, recirculah still occurred within
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the enclosure. Since the recirculating velocities compared with the@ the fuel spray and
the air jet were negligible, and were deemed to not a ect the jet cerwhere the fuel was

being injected. Figure 3.6 shows the enclosure.

Figure 3.6: Experimental set-up

The air nozzle and fuel injector were mounted onto separate traxsing systems as shown
in Fig. 3.7. This system allows for independent control of the locatiobetween the two
components. Furthermore, the injector mount allows for rotatin of the injector to change
the angle of injection into the cross- ow. The location of the air nade with respect to the

enclosure surroundings can be seen in Appendix C.

Fuel Injector

Air Nozzle

Air Flow \

\

Air Jet

Figure 3.7: Traversing system

In the present work, two main set-ups were used. The rst was fahe purpose of
planar techniques which include PIV and regular Mie scattered image$he second is for

volumetric imaging.
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The set-up used for the planar techniques orients the camera loogonal to the axis of
the cross- ow, such that it can capture the vertical plane. The Iser sheet which de nes
the plane of interest and is used to focus the camera, illuminates tkertical plane along
the jet axis, and the spray axis. Furthermore, the orientation ofhe injector is in the 4
plume con guration with plumes 2 to 5 from Fig. 3.2. This means that tle major axis of
the spray is aligned with the laser sheet and the jet axis.

For the second technique of volumetric imaging, the camera remathén the same
location, however, two stroboscopic lights (Strobotac 1531) dawith a pulse width of 0.5-
3 s were used to illuminate the spray from underneath. The use ofawight sources was
found to provide the highest quality images where the clouds of nelgtomized particles
surrounding the spray plumes are visible.

3.3 Measurement System

3.3.1 Air Pressure and Temperature Measurements

Pressure and temperature measurements are used within this dyuto characterize the air
and fuel ow and indicate that test conditions are constant from oe test to the next. The
total gage pressure was measured across the air nozzle, withsses positioned according
to Fig. 3.8. Sensors located at the outlet of the air nozzle are ren@avwhen measurements
of air velocity, or spray interaction are captured. Some notable spi cations for the Kiel
probes from United Sensor Corporation are listed in Table 3.3.

Probe Sensor Probe Yaw Pitch Time
Diameter Range Range Constant
K' I P b Clearance
Ie rO e hole 1/8” 116" dia 1n
= 52 +47 -40 36s
(KAC-12)  \ | 8
Q =

Table 3.3: Speci cations for the air pressure measurement hardware

One source of error for the pressure measurement using proizethe misalignment of
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the probe head to the uid ow. The allowable yaw and pitch angles oftie Kiel probe head
are used to limit and control these errors. Due to their low sensitiwtto yaw angle variation
and isotropic turbulence, and their overall good performance in thulent environments,
Kiel probes were selected over Pitot tubes. The yaw and pitch raedor the Kiel probe is
de ned based on Mach numbers of 0.25 and can reduce when the Macumber increases
or when turbulence is extremely high. The error associated with thimnge is 1% of the
pressure reading, and consideration is observed when aligning thelges with the air ow

to maintain 10. The Kiel probes were measured using Omega's PX40-15G5 pressur
transducer. The speci cations can be found in Table 3.4. The tradsicer readings were
recorded using NI PCI-6221 card which is capable of sampling at a eadvf 250 kHz.

\oltage . Temp
Transducer Range Accuracy  Repeatability
Range Range
. Oto 103.42 0.5to45 -45 to
Air: PX40-15G5 0.11 vdc 0.15%FS

kPa Vdc 125 C
1.2%FS
0to 20 0.5t0 4.5 @O0MPa to

NA NA NA

Fuel: MPa Vdc 2.0%FS
@20MPa

Table 3.4: Speci cations for the pressure transducers

The pressure transducer installed on the common rail assembly ogtes between 0 to
20 MPa, as previously mentioned, with accuracies listed in Table 3.4. &haccuracy of
the common rail pressure transducer translates to 0:336 MPa at a reading of 0 MPa
increasing linearly to 0:56 MPa at a reading of 20 MPa.

The thermocouples from Omega were T-type, ungrounded, shkat thermocouples
with a 1.57 mm sheath diameter. They were used for measuring thenperatures of the
air ow, the fuel in the rail, and the wind tunnel environment. Due to the high velocities,
the sheathed model was selected to prevent damage to the themouples throughout the
test. The thermocouples were wired into a high accuracy data loggevhich monitored
the temperatures of the air and fuel. Table 3.5 summarizes the tem@ture measurement
hardware.

The locations of the Kiel probes and the thermocouples are indicatéen Fig. 3.8. For
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Hardware Supplier/Part Number Accuracy
Thermocouple Omega/TMQSS-062U- 1.@ or 0.75%
High Accuracy Data Logger Omega/HH506A (0.05% rdg + 0.3C)

Table 3.5: Temperature measurement hardware

the cross- ow, pressure and temperature are measured upsam of the jet and at the outlet

of the jet. The measurement locations are indicated by the symbol. Probes are inserted
perpendicular to each other with the Kiel probe centred along thexé of the jet and the

thermocouple slightly o set to avoid interference between the twoneasurements.

\

e S

Figure 3.8: Pressure probes and thermocouple locations

3.3.2 Velocity and Planar Measurements

The measurement system provided by LaVision Inc. is a high resolutid?article Imaging
Velocimetry (PIV) unit. The system uses Quantel's Evergreen 70 NWMAG dual cavity

pulsed laser to produce beams at a wavelength of 532 nm with a pulsergy of 70 mJ.
This class IV laser has the ability to re pulses simultaneously with a 0.5s1separation.
Adjustable optics provided by LaVision Inc. are used to create a i light sheet which is
required for capturing the uid motion in the test section. The adjwstable sheet forming
optics are illustrated in Fig. 3.9. A combination of spherical lenses withdjustable spacing
change the beam waist of the laser from 300 to 2000 mm. A cylindridahs with a diverging
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angle of 10 is used to form the beam into a sheet. The beam waist has a thicknessl to
2 mm, which is positioned in the measurement eld of view.

Adjustable Spherical Lenses Cylindrical Lens SIDE VIEW

“ aperture

TOP VIEW

thickness

¢ %

— -—
working distance

Figure 3.9: Sheet forming optics provided by LaVision Inc. [37]

LaVisions Imager Pro X 2M and Imager Intense CCD cameras listed iralble 3.6 were
used in this study. The camera was mounted orthogonal to the lasgheet during planar
imaging con gurations. A Nikon lens (60 mm F2.8 or 50 mm F1.8) is used tallow for
imaging of the eld of view, and a 532 nm bandpass interference Itds mounted on the
lens to mitigate noise from the ambient light sources. The band pas$ter preferentially
allows 532nm wavelength light to pass to the CCD camera, which allons fhigher quality
imaging without the necessity of operating without ambient lighting. Tiggering of the
camera, laser, and fuel injector was achieved using a programreliming unit (PTU)
which syncs with LaVisions Davis 8 software. This software packagg capable of both
capturing images and processing the images.

3.3.3 PIV Seeding

An important consideration in successfully performing PIV is the satéon of the seeding
material. To accurately measure the velocity of the uid, the traceparticles must be able
to properly follow the structures present in the ow.
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Interframing . Exposure Frame Pixel

Camera Resolution . its . .

Time (ns) Time (ns) Rate (Hz) Size ()

Imager
1376x1040 500 12 500 10 6.45

Intense

Imager
1648x1214 110 14 500 30 7.4

Pro X 2M

Table 3.6: Camera speci cations

Adrian et al. [38] suggested He lled soap bubbles, polystyrene spbs, Expancel
and liquid droplets as possible seeding materials for gas ows. Of teesptions, liquid
droplets were selected as the primary option for seeding the air owsolid particles such
as the polystyrene or Expancel were rejected due to the factahthe wind tunnel used
for this study is an open loop tunnel which exhausts to the ambientThis would mean
the collection and lItering of solid particles would be more di cult and complicated, and
particles would collect in the wind tunnel. While Helium soap lled bubbles wald allow
for continuous generation of bubbles, the minimum spatial resoluticof systems capable of
producing high quantities of bubbles is in the order of 0.6 mm with bubldeon the order
of 1.27 mm diameter.

The most promising option of seeding the air jet proved to be the us liquid droplets
with diameters in the order of 1 to 2 m. The combination of DEHS (Di-2-Ethylhexyl
Sebacate) oil and LaVision's Laskin Nozzle Aerosol generator sdanFig. 3.10 delivers
particles at a rate of 1.4 x 18to 20 x 1& particles/sec.

Seeding Particle Suitability

An important consideration in assessing the suitability of the seedingarticles is their
ability to follow the structure of the air ows. Crowe et al. [39] lookedat the ability of
particles to adhere to large scale structures in non-isotropic owssing a ratio between the
response time of the particle , and the characteristic time of the large scale structures
de ned respectively as
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Figure 3.10: Laskin Nozzle Aerosol Generator

2
A= P % (3.2)
F= (J (3.3)

where p is the particle density, dp is the particle diameter, is the uid viscosity, ., is
the mixing layer width or the width of the large scale structure, and U, is the velocity
di erence between the layers. For scenarios where the ratio ej known as the Stokes
number, is between 0.01 and 0.1 the particle mixing rate is higher thahdt of the jet and
particles tend to centrifuge out of the center of vortex structtes. For Stokes number near
unity, the particles do not mix as quickly and are unable to adequatelsepresent the ow.
Thus for values below 0.01, the particles are able to follow the largeate structures and
represent the ow.

The numerical work of Luo et al. [40], who based the characteristicnigth scale on
the jet inlet, agrees with Crowe et al.[41] for stokes number 0.01 tol0 Furthermore both
authors suggest that particles preferentially map to the low-voitity and high strain regions
of the ow eld, but because the characteristic length scale of thdéurbulent structure
is signi cantly smaller the local stokes number changes and the pates appear evenly
distributed.
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In assessing the suitability of the particles for the present studyhe stokes number is
calculated based on the parameters of the air. The Reynolds numl{@&ey) at the outlet
of the air nozzle, ranges from:® 10 to 2:7 10, well above 3000, which indicates fully
turbulent ow.

In calculating the Stokes number Crowe et al. [39, 41] used the jetadheter and the jet
velocity. Longmire et al. [42], who studied the e ect that particles hee on the air ow of
the round jet, found that the characteristic time scale ¢ should be based on the properties
of the vortex rings that formed 5 = 0:8 from the jet outlet. Instead of using the diameter of
the vortex rings and the propagation velocity of these structuse as they travel in the shear
layer of the jet, the core to core distance of adjacent rings anthié¢ mean velocity between
the jet potential core and the ambient was used. Figure 3.11 illusties the adjacent vortex
rings. It can be seen that in the present diagram which is for an aage jet velocity of 50
m=s the jet appears to have a sh bone structure. This is typical of s and is indicative
of the particles centrifuging to the outward boundaries of the voex.

Figure 3.11: Vortex formation for 50m/s ows

Using the approach of Longmire et al. [42] the stokes number fordhair jet was
evaluated on a variety of conditions. Table 3.7 gives a measure of tB¢okes number
calculated for the jet outlet. The procedure considered 3 to 4 viax structures on either
side of the jet betweerx=D of 0.5 and 1. The distance between adjacent vortex structures
was estimated by the distance between the leading edge of adjaoeortices. Furthermore,
the Stokes number was calculated for particles with 1 to 2m diameters which is the
range of particles produced by the Laskin atomizer. Consideringdhsmallest and largest
distances and the largest and smallest particle diameters, a rangeStokes numbers were
calculated.
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T2 o] ki \ dP
U (& LES Re s S St
1.00 2.64E-6 0.106
129.22 7. 1. 1.90E- e 1.93E+ 2.49E-
9 37.6 891.5 90E-5 5.79 93 52.00 1 0BE-5 9E-5 0.424
1.00 2.64E-6 0.030
129.22 37.6 8915 190E-5 1.61 1.93E+5 8.96E-5
2.00 1.06E-5 0.118
1.00 2.39E-6 0.164
220.20 67.7 879.20 2.05E-5 1.60 2.80E+5 1.45E-5
2.00 9.55E-6 0.657
1.00 2.39E-6 0.054
220.20 67.7 879.20 2.05E-5 4.84 2.80E+5 4.40E-4
2.00 9.55E-6 0.217

Table 3.7: Local Stokes Number

It can be observed that the stokes number varies from 0.03 to 0.6®%/hile the values
of 0.03 and 0.054 reside in the range speci ed by Crowe et al. [39] farcgent tracking,
the values of 0.66 appear to be very close to the threshold of unityggesting that these
particles might not track the ow adequately considering that Chury et al. [43] found
particle dispersion was greater than uid dispersion for Stokes nurers between 0.5 and
5.

In discussing the particles, the method of seeding the air ow bec@nmportant. The
Laskin Atomizer was situated upstream of the ring compressor ars particles were drawn
through an air Iter, accelerated in a rotary vane blower and then pssed through the air
nozzle settling region before exiting the air nozzle. As such, it is exgted that since the
larger particles do not track well with rapid acceleration (Stokes maber 0.424 and 0.657
for the 129 and 220m=s ows respectively) and that the ring compressor and Iter would
remove these larger particles, only allowing those with satisfactorgsponsiveness into the
wind tunnel. Also, in predicting an adequate Stokes number, it can bmeen that the size of
the vortex increased with increasing distance from the outlet. Thimdicates that particles
are better able to trace the shear layer as it increases in size.

Finally, in the potential core region of the jet, the acceleration is nte gradual than
in the shear layer and the particles are considered to be able to batttrace the potential
core even if they do slightly over predict the shear region.
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Seeding Particle Slip Velocity

The slip velocity of a particle is another consideration when thinking c particle's ability
to accurately predict velocity. When considering particle dynamicsa particle which is
being accelerated by an air ow tends to move at a velocity which is sligi di erent than
the air ow even under steady conditions. This relative velocity is caidered as the slip
velocity and in an instance where there is no changes in the ow, is tleaximum velocity
that the particle can obtain.

Adrian et al. provides an iterative solution for the slip velocity based mthe following
equations:

Re, = 1Us Upide (3.4)

f
Up Ug= _ 190 (3.5)

d2

— _PUp
°= 18, (3.6)

2 12 3315, ,

=5+ [R_ep +0:75(1 + Reﬁfz)] (3.7)
=L (3.8)

f

Hereug represents the air velocityup represents the particle velocityde is the droplet
diameter, ¢ is the is kinematic viscosity of the air stream, ; is the density of the air
stream, p is the density of the particle, and represents an empirical formulation for the
drag modi er for a droplet.

The iterative approach begins with an assumption that =1. This allows for a rst
guess calculation ofvp  uj which can in turn be used to nd a value forRep leading to
a new value of .

Using this method, the slip velocity of the particles is determined to ben the order of
150 m=s. When compared with average core velocities, this becomes a neglgialue.
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Chapter 4

Experimental Procedure and
Conditions

4.1 Calibration

In order to provide quantitative analysis of images including predictio of the velocity and
details of the geometric characteristics of the sprays in the cressv. A proper calibration

must be in place to map image space to the physical space. This prex®f calibration
not only assigns physical sizes to the pixels of the image but also assis locating the
experimental components like the air nozzle outlet and the injectaip with respect to each
other.

Two methods of calibration were used during this study. The rst m#éhod, a manual
scaling technique, was employed for that majority of the results,na was substituted only
for the 15 MPa sprays into cross- owing conditions due to the avaikality of an improved
and more automated method. The manual scaling technique involvelde manufacture of
a calibration board with a linear scale engraved on its surface. The dral with known
dimensions and location was designed so that the linear scale would alfowthe image to
be properly mapped, and the front face of the air nozzle to be knawFigure 4.1 shows a
picture taken during the manual scaling process.

The calibration board was manufactured so that the air nozzle axis -planar with
the front face, and so that the ruled markings correspond to dighces from the front face
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Figure 4.1: Scaled Calibration Board

of the air nozzle. In this manner, the center point of the air nozzleutlet can always be
taken as the (0,0) reference point. For this calibration board, thepacing of the ruled
markings was 1 cm with the ruled marking having a width of 0.6 mm.

The scaling procedure involved taking an image of the board, with higéxposure and
only ambient lighting, and then selecting two reference points alondn¢ bottom edge of
the board. The distance between these reference points, aneithlocation from the (0,0)
location would be well de ned and allow for the image to be calibrated.

To achieve an adequate scaling, attention was paid to position thefegence points as
far apart as possible. This would minimize the in uence of minor discr@mcies in the
selection of the reference points, the impacts of which will be dissesl in section 5.1.
Furthermore, this method allows for the correction of minor rotabns around the Z axis
(out of plane) but still assumes that the camera sensor is 100% p#el to the eld of view.

The second calibration method known as the Camera Pinhole methodasvan auto-
mated process incorporated into the imaging software which mitige¢ error of manual
reference point selection from the process. Instead of a ruledilss the method detects a
matrix of evenly spaced, and equal sized dots. Although a grid ofasses could be used,
implementation of the algorithm is easier with circular dots. [44] In thisnstance a sim-
ilar calibration board was manufactured with the front face corrgsonding to the vertical
bisecting plane of the air jet, with markings of known dimensions all ineference to the
(0,0) location of the air nozzle. The matrix of dots is illustrated in Fig. £. This style of
calibration board while it still requires an image to be taken of the bodrallows for a more
seamless scaling of the image and can correct misalignments about ahthe 3 axes.
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Figure 4.2: Dot Matrix Calibration Board

In the design of this board, the diameter of the dots was selected &mm with the
dots center to center spacing of 16mm resulting in a spacing to diateeratio of 2 2/3.
Important considerations in the design of the plate include ensurinpat a high contrast
exists between the dots and the plate material and that the dotsra perfectly circular. The
high contrast allows for an accurate detection of the edge of thetdallowing for accurate
detection misalignment which would result in the circles appearing elliptid. Moreover,
the dot diameter, in this case selected as 16mm, is sized so that #hexists a large number
of pixels across its diameter. The error associated withl pixel when detecting the center
of each dot decreases as the diameter of the dot increases. Thegtas balanced with the
desire to include as many dots as possible within the eld of view, while aling enough
distance between adjacent dots. In this case, the the board wedssigned to have more
than 24 dots visible in the eld of view.

Once the image was calibrated, the laser sheet could be properly aégn This pro-
cedure involved orienting the laser sheet so that the center of tt#heet was aligned with
the front face of the board, and the board remained evenly illuminat. To achieve this,
markers were placed on the downstream edge and the upstreangedf the calibration
board to illustrate where the center of the board was with respetd the center of the laser
sheet.
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4.2 Data Acquisition

4.2.1 Particle Imaging Velocimetry

Particle Imaging Velocimetry is a spatial and time average imaging tenlgue which allows
for the determination of velocity in a ow eld. This technique can be sed to determine 3
components of velocity (Stereo or Tomographic PI1V), and in its simiest form 2 components
of velocity in a plane (Planar PIV). The present study is concerned ith the later and so
the following discussion will focus on the planar technique, referred as PIV from here
on.

Fundamentals

PIV is an imaging technique which measures the velocity eld of a ow ttough the de-
tection of particles as they move within a ow. As mentioned in Sectio3.3.3 the ow is
seeded with some sort of tracer which is able to accurately trackehow structures. As the
particles move, a camera images the ow eld of interest either thragh double exposure
in which the initial particle location and displaced location appear on theame frame, or
through two successive images in which case frame 1 corresporwshe initial location,
and frame 2 corresponds to the displaced location. For the presstudy the double frame
technique is employed. In either case the time lapse between the espres or frames is
precisely controlled and measured. Processing techniques allowtfa precise detection of
particle locations for the initial condition and the displaced condition ad then the velocity
is calculated for that particle. Typically the time lapse between the &mes is so short that
the displacement is considered at the velocity at a point in time. The ghnique involving
only one single particle refers to a technique known as Particle Traoly Velocimetry. The
more common approach, PIV, considers a larger amount of partisl@resent within the
frame, allowing for multiple velocity vectors to be resolved. This higheparticle density
requires more complex algorithms to detect particle motion, a prose which is referred
to as cross-correlation. Moreover, to provide a spatial resolutip frame 1 and frame 2
are subdivided into interrogation regions. Each region on frame 1 i@ corresponding
region on frame 2 which represents the same physical space. Eathrrogation region
contains multiple particles and so the cross-correlation algorithm nwpares the particles
from frame 1 with the particles from frame 2 to detect the most phoable displacement.
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The size of the interrogation region is selected so that all the parté&s generally have the
same bulk motion, so the cross-correlation technique checks thespible displacements of
all the particles and selects the one with the highest frequency ofaurrence. As a result,

the calculated velocity is representative of the interrogation regmowhich explains how this

technique is a spatial average [38].

Triggering

PIV requires careful coordination of all the components. LaVisiosn PIV system uses a
Programmable Timing Unit which is controlled by their DaVis software. Tis unit is

responsible for the synchronization of the laser, the camera angetinjector. An example
timing diagram is seen in Fig. 4.3

Figure 4.3: PIV Timing Graph

In PIV techniques there are two methods of controlling the expose time of the image.
To clarify, the exposure time of the camera refers to the amount time that the shutter
remains open, while the exposure time of the image refers to the amb of time that
the image is exposed to light. The reason for making this distinction leges to the two
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methods of controlling the image exposure time and are dependent the conditions of the
ow and the hardware involved. The control of the exposure time iprimarily important

in ensuring that particles are "frozen" in the image. This means thaparticle travel during
the image exposure is minute to avoid streaking or blurring. As suclkhe timing of the
image exposure must be tailored to the ow conditions.

The two methods of controlling this image exposure time are: to allonhé¢ camera
exposure time act as the image exposure time or to allow the light saer t limit the
duration that the light source is active. In the case of the latter méod which is employed
in the present study, the laser pulses for a very short duration ding which the camera
sensor is exposed. After this pulse, the sensor is exposed to miditight although the
shutter may remain open after the laser pulse has ended.

Since the velocities of interest are particularly high in this study, thenethod of using
the laser pulse duration to control the image exposure allows for gosure times in the
order of 10 ns for the present laser. This control strategy is diefed in Fig. 4.3 where the
laser pulse, t, is of a shorter duration than the camera exposure. The inter fnae time
denoted bydt is controlled by the pulse separation and is controlled to allow enouglixpl
displacement between images. Selection dff is another important parameter. Since the
PIV technique relies on particles being within the same interrogationimdow during image
1 and image 2, it is crucial to limit the amount of particle which will cross ito another
interrogation region between frames. In this case these particle®muld not be properly
considered in the cross-correlation. A general rule which is appliedh@n performing PIV
is to select yourdt to allow for particles to travel 1=4 of the interrogation window size. As
suchdt is application speci ¢ and depends not only on the ow conditions butlao on the
eld of view.

When performing PIV on the fuel spray, the injector trigger is alsaontrolled by DaVis.
In this instance the trigger is used to initiate the current pro le setin the Drivven software
as discussed in section 3.1. The present study is concerned withrelaterizing the fuel
spray and since this is a transient process, images are taken at deet times during the
injection. The reference time for the injector is the Start of Fue(SOF). As mentioned
earlier, the time at which the injector begins to receive current, kswn as the Start of
Injection (SOI), does not correspond to time at which the fuel le@s the holes of the
injector. There is a delay time present during which the solenoid opgand the fuel is able
to ow through the injector internals. This delay time is somewhat réated to the injector
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current pro le that is supplied.

The SOF for the present injector and current pro le combination ocurred 0.385 ms
after SOI. This was determined by moving SOI earlier than the came&rand laser triggers.
This procedure allows for the SOF to be accurate to within 5 s.

Image Quality

Control of the image quality is important in attaining quality PIV images. While modern
post-processing techniques can assist in improving the quality of gramages, the biggest
improvement can be made through preparation during the data aacsition stage. The
rst element to consider is the elimination of background noise. Soces of noise which can
reduce image quality are out of plane particles, re ections from lassheet, and ambient
lighting.

In order to eliminate the impact of ambient lighting a 532 nm bandpasslter was used
as mentioned in Section 3.3.2. This lter only allows light with the same walength of
the laser to transmit through the camera sensor. This cuts out dorent light of all other
wavelengths. Since ambient light still contains 532 nm wavelengthg$)dre will still be some
noise, but it will be substantially reduced.

Another common issue is re ections from the apparatus. As the las sheet enters
the domain it contacts di erent surfaces such as the air nozzle, ¢hinjector tip or the
mounting table. All of these metallic components result in re ectionsvhich can impact
the image quality and potentially damage the image sensor. To protethe image sensor
and reduce these re ections, a formulation of Rhodamine and blapaint were used to coat
all potential re ecting surfaces. This paint, which performs betér than anodizing, absorbs
the incident laser light and shifts the wavelength of the emitted re etions to 566 nm. The
narrow bandpass Iter then blocks these re ections from reachgthe image sensor.

Out of plane particles present another source of poor image qualiffypically the depth
of eld of the PIV experiment is governed by the laser sheet thickrss. The high intensity
of the laser sheet allows it to de ne a plane and to only illuminate articlesvithin that
plane. In the ideal case these particles are the sole objects d&tdcby the image sensor.
However, articles outside of the plane can still receive enough illumtien from scattered
light which is emitted by droplets within the laser sheet. The amount oécattered light
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increases with increasing droplet concentration, and so for highrdgty sprays similar to
the injected fuel spray, scattered light can illuminate out of planemplets. These droplets
if outside of the eld of view can lead to image blurring and noise, making harder to

detect individual droplet motion.

4.2.2 Spray Imaging
Spray Imaging Considerations

Measurement of the spray geometry characteristics has beemgueted using two methods.
The rst is using 2-D planar imaging, which allows for the spray to be qatured at the

same plane as the PIV analysis. The second is a volumetric illumination @pach which

uses triggered-stroboscopic lighting to illuminate the entire viewabkgpray surface. Planar
imaging is employed for the spray interacting with the cross- ow whil&olumetric imaging

is employed for sprays in quiescent conditions.

For the planar imaging technique, the data acquisition follows the sasmnprocedure as
for the PIV. As such this section will focus on the acquisition of voluetric images and
the quiescent spray conditions, primarily the aspects that di er fom the above acquisition
considerations.

The spray imaging employed in this study allows for visualization of thepsay as it
interacts with the cross- ow. From these images, observationsaut the spray's charac-
teristics can be derived although this is mostly done using post praseng tools.

Capturing the volumetric images is quite similar to the process of camting PIV images
except that illumination is achieved by a pair of strobe lights rather thn a laser sheet.
Although many researchers use shadowgraphy techniques [45)sas back light imaging to
capture volumetric images, this study used Mie scattering technigs where the scattered
light from the strobe images was detected in the image. The back ligig) system which was
rst used in this experiment was not large enough to provide unifornilumination of the
entire spray domain. Furthermore, it was found that scattered ligt from smaller particles
near the tips of each spray plume was not detected leading to a reda penetration and
spray width. As such, the under lighting approach was employed.

For the acquisition of spray images in quiescent conditions, the predure was fashioned
after that put forth in the SAE international in document J2715 [4] and then further elab-
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orated on by Hung et al. [46] in their recommended practices for fugpray measurement
and characterization in gasoline sprays based on the SAE J2715 dment.

Triggering

For all the volumetric images, the injector, light source and camerare triggered using the
DaVis 8 software with the camera exposure time set to & with the strobe light on high
intensity (3 s ash). SAE J2715 [45] recommends a total of 5 images should be wapd in
order to provide su cient numbers for averaging while Mitroglou [47]considers averaging
as many as 20 images. For the present study 15 images were cagduwith this number
shown to be su cient in Section 5.2.1. SAE J2715 [45] also, only considecharacterizing
the spray at 1.5 ms SOI, however, in the present study the tempadrcharacteristics are
of interest and so images are recorded every 0.1 ms from SOF. Finatipe of the main
considerations which is of importance is the frequency of imaging. 8AE J2715 [45], it is
acknowledged that a minimal amount of ventilation is required to purg the environment
from fuel vapours which could e ect the spray and atomization. Th recommendation is to
supply an air ow of 1 m/s through the enclosure and to image at 1 hzllawing vapours to
be moved 1 m away. In the present study, a controlled source ofrt#ation was not used
but an imaging frequency of 1 hz was used. The wind tunnel which dicate a minimal
draft from the exhaust system was kept on to assist in purging tharea, but this ow was
not characterized. Figure 4.4 illustrates the trigger signals used tapture volumetric and
planar spray images, where the strobe signal represents a singlésp either from the laser
or the strobes.

4.3 Data Processing

The processing of the data for each of set of measurements defsgeon the measurement
technique involved. As such, the following section will discuss the nimetds employed in
processing the PIV images as well as the spray geometry images.
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Figure 4.4: Schematic of timings for spray imaging during the experiment

4.3.1 Particle Imaging Velocimetry

The cross-correlation technique discussed in section 4.2.1 is the @mntechnique used to
extract velocity measurements from the PIV images. To producesliable measurements
a series of processing techniques are employed to ensure the royuof the correlation.

These techniques will be discussed below.

Image Preprocessing

Section 4.2.2 discussed methods of improving image quality throughrefal control of the
experimental conditions, however in some instances backgrourglections, experimental
hardware, or image noise cannot be removed through the controi experimental condi-
tions. As such, the following image processing techniques are emplbyo further improve
image quality and improve the performance and accuracy of the @®correlation technique.

Subtract sliding average, minimum or maximum
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Subtract absolute average, minimum, or maximum over time

Min=max intensity normalization

Subtraction of the sliding average, minimum or maximum are technigsewhich deter-
mine the average, minimum or maximum intensity for groups of pixels, were the group
size is user-de ned, and then subtract the computed values froevery pixel within that
group. Thus the removing local re ections or glare which are restted to isolated images.

The subtraction of an absolute average, minimum or maximum over tie) is a technique
which can be used to remove background intensities which appeardhgh an entire time
series. This Iter scans through the entire set of images and prodes a background image
based on the average, minimum or maximum pixel intensity for each mklocation. Eg.
(4.1) illustrates the equational form for the absolute minimum of theime series [48]:

new count(;y) = count(x;y) minimum count(x;y)of time series (4.1)

Finally, the min=max intensity normalization allows for the correction of minor intensit
gradients within an image. Again the user de nes a length scale whiclercesponds to the
size of the region surrounding each pixel which is considered in theelt This Iter
normalizes all the pixel intensity values within the region by the min andnax values in
the region.

Mask De nitions

Masks used within the DaVis software allow for the removal or maslkgnof areas which
provide no useful information to the calculation of velocity. Theseraas can include strong
re ections, blurred spots, or equipment in the imaging plane. If th&e regions are included
in the cross-correlation they can actually lead to errors in the caltation as the correlation

will try and detect pixel shift from frame 1 to frame 2. Two types ofmasks are used in
the present study. The geometric mask and the algorithmic mask.

The geometric mask is used to prevent the cross-correlation teejue from analysing
the regions where the fuel injector appeared in the image. To appllgis mask, the user
manually selects the boundary of the fuel injector in a reference age and then applies
the mask so that these pixels are ignored during the calculations.
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The algorithmic mask on the other hand is useful in identifying pixels wit useless
information which may vary from frame to frame. For example. This msk can be used to
remove background noise or sharp re ections by detecting all pixmtensities less than or
greater than a certain threshold and setting the intensity equala 0. The selection of the
appropriate thresholds is based on a preliminary examination of theath set and varies
for each experimental condition.

Vector Calculation

When performing the cross-correlation technique, it is customary overlap interrogation
windows. This overlap not only allows for an increased spatial resolom but also allows
for data at the edges of the interrogation windows to be consideren the overlapping
correlation [49]. The present study uses an overlap of 50% for allses.

The option for multiple passes allows for two improvement options. T rst is the
ability to reduce the interrogation window with subsequent passed.he second is to o set
and deform the interrogation window based on preliminary displacemieestimates.

The present study performed a total of 3 passes with the largernt@rrogation size and
then continued with 2 passes using the re ned grid size. 64 x 64 and 8 32 were the grid
sizes used when performing PIV on the air jet while 48 x 48 and 32 x 32ne the grid sizes
used for PIV of the fuel spray. The rst pass size was chosen feach scenario based on
the maximum particle displacement within the image.

The combination of the multiple passes with decreasing window size pigdes two ben-
ets. The rst is provided by the multiple pass option. When multi-pass is selected, the
rst pass is used to generate a relative velocity eld for the image. Ae next pass uses this
velocity eld to shift the interrogation windows in the second frame § average pixel dis-
placement determined in the rst pass. This shift allows for improvinghe probability that
the correct pixels are correlated and increases the signal to noiséo. Moreover, combin-
ing the multi-pass approach with a reduction in grid size allows for fuhter improvements to
the resolution and the accuracy. The cross-correlation applied tbhe smaller window size
has a higher accuracy since the adaptive window shift ensures thhe particles contained
within the second frame are properly correlated [48].

This adaptive window shift also enables the detection of larger partec displacements
as the window shift is locally matched to the mean displacement.
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Vector Post Processing

Further reductions in noise and validation of the vector eld are adeved through several
operations within the DaVis software package.

The rst step is the evaluation of the peak ratio. Through the cros-correlation tech-
nique a correlation map is produced. The correlation map displays thpeaks which cor-
respond with the possible average displacements for the particleghin the interrogation
region. The largest peak is selected to be the representative dis@ment. To assess the
validity of this selection, the ratio of the height of the correlation pek to the height of
surrounding peaks can be considered. To avoid selection of erroue vectors, a threshold
can be applied to disregard instances where this ratio is low and little diisction is made
between background noise and the selected peak [48].

The application of a median Iter is another tool for the removal of goneous vectors.
This operation calculates a median vector from the neighbouring tecs and then rejects
the selected vector if it is outside the range of the median rms. This lter has the
ability to reject single spurious vectors, but cannot detect grougpof spurious vectors. The
Iter strongly remove and iteratively replaces set to reject vectors whose di erence to
the median is larger than 1.5 times the rms to the neighbours and resert them if this
di erence is less than 2.5 times the rms to the neighbours. This lIter igleal for removing
the majority of false vectors and is ideally suited for large data setghere interest lies in
the averages or standard deviations [48].

The nal Iter which is used to ensure that spurious vectors are elinmated is the lter
for removing groups which contain less than a selected amount ott@s. This allows for
isolated small groups which may pass through the previous lters tbe removed.

Average Velocity

The average velocity ow eld is a standard calculation which involvestie averaging of the
velocity vector at each location in the eld of view over the entire timeseries. During this
calculation, further lters can be applied to ensure that only true ectors are considered.
To ensure that the average is accurate, strong rejection Iterare selected. This often
results in the dismissal of good vectors along with the spurious vecs, however a large
enough sample size leads to accurate averaging.
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Turbulent Kinetic Energy

Calculation of the turbulent kinetic energy (TKE) of the ow eld is performed using
the velocity vectors present in the 2 dimensional ow eld. Althoughturbulence is 3-
dimensional the DaVis software makes the assumption that the maitude of the turbulence
in the out of plane direction is the same as the magnitude of the in-planturbulence
components. This leads to the calculation as given below [50]:

3
TKE = 21(u?ms + V2 ) (4.2)

Hereu,,s andv,ys represent the root mean square for the x and y velocity comporten
respectively. Since the third (out of plane) component of velocity isot measured in the
present experiments, it is assumed that the root mean square dfet third component of
velocity is equal to the mean of the x and y rms components. This lesado the coe cient
of 3=4 which includes the e ects of the unmeasured component of velgcit

The TKE can be used to indicate the magnitude of the uctuating veloity components
within the ow eld. It is expected however that for the cross- ow, this level of turbulence
will be slightly damped due to the presence of particles in the ow. Whil¢hese particles
may be able to adhere to general ow structures, it is expected éttheir mass and response
time would lead to the damping of smaller scale turbulent structures.

4.3.2 Spray Imaging

The spray imaging technique focuses on the acquisition of images id@rto evaluate the
geometric features of the spray. The characteristics of imponae vary depending on the
conditions being considered. For the volumetric images of the sprisyquiescent conditions,
the main characteristics are the spray angle, the spray penetrah, and the spray width.

For the interacting spray and cross- ow conditions, the spray peetration and the spray

tail lengths are considered but attention is mostly on the spray axisr trajectory.

The following section will cover the processing methods applied to timages in order
to capture and quantify these aspects.
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Volumetric Image Processing

In order to evaluate the spray characteristics of the volumetric iages, image processing
techniques need to rst be applied. This process which is depicted ing- 4.5 begins
with the averaging of the 15 images which were collected. The aveirag technique used
in DaVis adds the pixel intensities in each pixel location then divides byhe number of
images. This allows for the main spray features to be enhanced, aeduces the background
noise. The averaging of the images has a smoothing e ect on the @pishape due to the
averaging of surface waves and droplet clouds near the edgestw spray. This e ect
is clearly seen in Figs. 4.5(a) and 4.5(b). A background subtractiomepicted in Fig.
4.5(c), is then applied to subtract the background image from thevaraged image to
remove the injector, re ections and noise which may interfere witlieature detection of
the spray. The background subtraction also serves to furtheliminate noise and sharpen
the contrast between the background and the spray. The nextep is the binarization
process which removes any intensity gradients which may be prelselue to variations
in fuel concentration or light intensity variation. It converts the image into a black and
white binary representation of the spray where 1 represents tispray and O represents the
background. The binarization process is performed by selecting la¢shold intensity value
and then converting everything above this value to 1 and everythinbelow this value to O.
Since the scattered light varies with the fuel concentration, the tansity range also varies
for each time step. As a result, the threshold value used in the binaation process was
selected manually for each time step so as to ensure that the sprags properly depicted.
An example of a binarized image is seen in Fig. 4.5(d).

Selection of the threshold value is a delicate process that can heavitypact the accu-
racy of the results. Many statistical schemes exist to allow for aamation of this process
but these schemes have varying levels of accuracy [51]. Macian e8] compared popular
algorithms used for threshold selection, assessing their performaa over multiple images
taken in a variety of conditions. Their ndings showed that errors a high as 24.4 % could
exist between the results of the two methods.

The threshold value used in the present study was evaluated forolamage individually.
Due to the reduction in noise after the background subtraction, ivas found that the ideal
threshold was the same for each set of images. As such, a thrédlod 25 % was applied to
the entire set of 10 MPa quiescent spray images. For the 15 MPa gggent spray images, a
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threshold of 25 % was used for images taken 0.1 to 1.2 ms after SORjle&v30 % was used
for 1.3 to 1.5 ms SOF due to a change in camera position to increase thle of view for the
larger sprays. The calculation of error associated with this technie is discussed further in
section 5.2.2. In order to account for the bias of under predictingpsay angles due to errors
stemming from manual threshold selection, values 10 % of the ideal threshold value were
also considered to quantify the deviation that ensued in the sprayngle measurement.

The last step in preparing the image for analysis is the application of aim-house
segmentation algorithm. This algorithm detects edges on the binaed and outlines the
spray boundary. It then identi es the main body of the spray and emoves small droplet
clusters which are not attached to the main spray region as depictdy Fig. 4.5(e).

Spray Penetration Length

The spray penetration length at a speci ed time is de ned as the disince along the injector
axis from the injector tip to the furthest existence of spray drolets along the vertical axis
at that time step. Using the segmented image this value can be obtaith by detecting
the last white pixel of the image. SAE J2715 [45] noted that penetiian curves could be
obtained by nding the penetration at 0.5ms, 1.0ms,1.5ms, 2.0ms and5gns after SOI,
however the current study instead de nes this curve from 0 ms SOuntil 1.5 ms SOF
based on 0.1ms intervals. In this manner a clear trend is depicted. ihparameter is also
measured on sprays interacting with the cross- ow as it is a prelimima measure of the
ability of the cross- ow to completely redirect the spray.

Spray Angle

The spray angle measures the angular spread of the fuel spragnfr the injector tip, and

is often used as a method of characterizing the injector. In the m@dology provided by
SAE J2715 [45] this angle is calculated using a trapezoidal approadiystrated in Fig.
4.6 [45], where | is the left side spray angle andr is the right side spray angle, which
sum to give the total spray angle, s. Also, g, the bend angle, which represents the angle
between the spray axis and the injector axis, can be calculated. timis approach points on
the each edge of the spray are selected at heights of 5mm and 15fmom the injector tip.
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Figure 4.5: Image processing of volumetric images

54



The points form two lines on each edge which are then used to calc@ahe angle with
the vertical to produce the left and right spray angle.

Lé

i
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injector axis

Figure 4.6: De nition of spray angle as recommended by SAE J2715 [45]

Summing these values leads to the spray angle. The bend angle is algpicted in this
diagram and is used to describe the angular di erence between theisof the spray plume
and the axis of the injector. The application of the spray angle measement in SAE J2715
[45] is reserved for sprays at 1.5 ms after SOI, but can be used hagher values.

Initial attempts at implementing this de nition led to high amounts of variability in
the spray angle, the generation of spray edges using xed distascfrom the injector tip
inhibits the calculation of spray angle for early injection times. The mbod was therefore
modi ed to apply the trapezoidal approach to locations correspating to 5% and 25%
of the penetration length for the given time step. The use of 5% ar26% was modi ed
from the 5 mm and 15 mm approach at 1.5 ms which for the 10 MPa sprayudied would
correspond to 7% and 22%. Moreover, rather than use two points generate the line
used for the angle calculation, 5 points were generated on each edmd linear ts were
applied to each edge. This further reduced variability by minimizing thémpact of surface
phenomena which may have passed through the averaging process
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Spray AXxis

When evaluating sprays in cross- ows, researchers consider tiendward edge or the
central axis when analysing the trajectory as illustrated in Sectio8.2. The present study
focuses on the spray axis for the purpose when discussing trégeg, with the following
section identifying the method for de ning this axis. The spray axis as selected as the
pertinent parameter to evaluate the spray trajectory for a muitplume spray, because
the windward and leeward edges are heavily impacted by the designtbé injector. As
illustrated in Section 3.1 the sprays evaluated in this study act as ctad plumes and so
the windward and leeward edges follow this trend.

The spray axis remains a parameter that is relatively di cult to de ne. Desantes et
al. [53] outline a method of analysing Mie-scattered images in order teduce inherent
errors that can develop within imaging techniques. Through the usef the Likelihood
Ratio Test (LRT) and a segmentation procedure, background naasis removed and the
spray boundaries are identi ed. Desantes et al. [53] noted 3 mett® which can be used
for de ning the spray axis which are:

Location of the maximum velocity within the spray plume
Location of the maximum concentration within the spray plume

Midpoints between the upper and lower boundaries of the spray plem

With the assumption that regions with high droplet concentration satter more light, it
can be justi ed that the region of maximum concentration also coglates to the maximum
light intensity within the image. From this assumption, Desantes et al.[53], applied a
local threshold to the gray scale image. This local threshold scamheach row of the image
and set pixels with intensities less than 50% of the row maximum to 0. &nh a curve t
was applied to the range of intensities between the newly de ned bodaries. The peak of
this curve t was selected as the spray axis. This procedure wasntimued for each row.

This procedure was amended in the present study to account foanations in the
experimental set-up. Since the laser sheet was consistently pmsied downwind of the
injector, a bias was noticed where the intensity on the leeward edgé the spray was
higher than the windward edge as illustrated by Fig. 4.7. This e ect wvemassumed to be a
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result of the high particle density within the spray plumes which would dsipate the light
intensity and reduce the amount of light incident on the windward s@y plume.

As such, rather than applying a curve t between edges de ned bthe 50% threshold
as per Desantes et al. [53], the center location between these baanes was selected.
To reduce the bias further, the local threshold used on the windwé edge was selected
as 11.85 % for injections occurring between 0.1 and 0.3 ms after SQ@Rd 22.55% for
injections occurring between 0.4 and 1.5 ms after SOF. These valuesre calculated based
on planar images of the 10 MPa injection in ambient conditions and reats the increased
intensity at the leading edge of the spray which is illuminated by the lasdight initially.
The assumption here is that the spray is symmetric about the plangsrojection of the
spray axis, and hence the maximum intensity should be re ected abbthe spray axis.
This would shift the axis towards the windward edge.

Spray Tail Length

The downstream spray tail length applies to the spray images undeross- ow conditions,
and is used to evaluate the ability of the cross- ow to strip and cayr droplets from the
main spray plumes. It is de ned as the distance between the inject@xis and the edge
of the spray downstream of the air cross- ow, as illustrated in Fig4.8. This value can
be calculated by applying a binarization scheme similar to that used fahe volumetric
images to the planar images of sprays in cross- ow.

Another measure known as the upwind spray tail length measurdse penetration of the
spray upstream of the nozzle. As the injector orientation leavesie of the plumes angled
upstream, this parameter measures the ability of this single plume foenetrate into the
cross- ow before it experiences breakup. The addition of the upnd and downwind tail
length gives the total tail length which expresses the separatioretween the most upstream
spray and the furthest downstream spray.
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Figure 4.8: De nition for the spray tail length.
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Chapter 5
Experimental Error

The following section discusses the uncertainty which is present withthe measured data
contained in this study. The discussion of uncertainty begins with ssrs that are intro-
duced through the calibration techniques used for all measuremgnand then continues
by looking at errors that are specic to the planar and volumetric imging techniques in
Section 5.2 and the PIV technique in Section 5.3.

5.1 Calibration Error

Calibration error is a systematic error that will depend on the accuarcy of the calibration
method. In the present study two di erent calibration methods wee used each with its
own sources of error.

The scaling method discussed in Section 4.1 relies on the user input tdest the
appropriate scale. With the calibration board used in this study, aegacy is determined
by the ability of the user to select the reference points. Increagrthe separation between
the reference points decreases the resulting error. The width tbe lines used to indicate
the scale are 0.6mm. Typically either the leading or trailing edge was wuséo de ne
the reference point, with the selection accuracy being within 2 pixels or 0.15 mm
depending on the scaling applied. Assuming that both reference ptsEmave the same level
of error, then the maximum error could be as high as 0.3 mm. Since reference points
were selected with a minimum distance of 40 mm, the resultant scalingra& would be
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0.75 %. Increasing the separation of the reference points to 60 meduces this error to
0.5 %. This error would apply to both the lengths measured for sprayeometry as well
as the velocities calculated in the PIV measurements.

The pin-hole camera calibration method allows for further reductiom error. Here, the
error depends on the accuracy with which the software can detemnd locate the centres of
each dot and the edges. The software is typically able to locate thetdcentres to within
1 pixel. The RMS of t calculated for the calibrations was as high as 0.285 pixels, which
when combined with the scale of 9.48757 pixetem and the reference point separation of
101.6mm would give an error of 0.027 %. For air ow velocities, this is only:06m=s for
the 220m=s, and hence can be considered negligible.

Finally, for the spray angle which is calculated for the non-interactig fuel sprays,
the calibration error does not impact the measurement. This is bease the angle is
independent of the scaling applied to the image.

5.2 Imaging Uncertainty

Aside from the errors introduced from the calibration methods, tbre are two sources of
error which impact the measurements taken from the volumetric ahplanar images. They
are the averaging of the instantaneous images, and the selectidthe threshold value which

di erentiates between the background noise and the spray eld. fie following subsections
look at how these sources of uncertainty are considered within tipeesent study.

5.2.1 Imaging Averaging Error

Averaging of instantaneous images is a technique which allows for threduction in vari-
ability of measured parameters through the smoothing of image bodaries. In the present
study, geometric characteristics are measured from the ensdelaverage of 15 instanta-
neous images taken at speci c time intervals after SOF. Figure 5.1 illmates the impact
of increasing the number of images averaged on the the spray anghel penetration depth
at four di erent times. It is immediately obvious that more than 3 images provides a sat-
isfactory result for both the spray angle and the penetration dep for the spray occurring
in ambient conditions. However, it is important to realize that each pameter experiences
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number of averaged images for 15 MPa injection.
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a natural uctuation from spray to spray which is attributed to pressure uctuations in
the fuel rail. As a result, increasing the number of averaged imagesl not capture these
uctuations and hence instead they are considered in the uncertdy values found in Table
5.1. The uncertainty in this table is calculated following Egs:

X
Pij
— i=0
P = J n (51)
Pij
Ej = = 5.2
=5 (5.2)
X X0
Eij
E= 120 (5.3)
\d n
XX
-t 1 . E)
——5  E B (5.4)
j=0 i=0
=1:96 100 (5.5)

Here P; represents the value of the parameter measured o of the endelm average.

10 MPa Injection 15 MPa Injection

Spray Angle 1.4% 2.1%
Penetration Depth 1.7% 2.8%
Spray Width 2.0% 1.0%

Table 5.1: Uncertainty from averaging on spray angle, penetration depth,na spray
width

Subscript i indexes the time step after SOF at which the parametaes measured and can
have values of 0.1, 0.5, 1.0, 1.5 ms after SOF. Index j indicates thenmuer of images
which are used to calculate the ensemble average at each time stey @hanges from
3,5, 6,9, 10, 12, 15.P;, found in Eq. 5.1, is the average of the parameter calculated
for each ensemble average at the speci ed time step i. FurtherngoiE; normalizes the
parameter using the average for the given time step,. Next E, expressed by Eq. (5.3),
is calculated, which gives the overall average of the normalized vadueThis allows the
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standard deviation (), seen in Eq. (5.4), to be calculated for a given parameter for
the entire range of time steps considered, and for the entire ram@f ensemble averages
considered. Finally, the percentage uncertainty of the measurghrameter is quanti ed
in terms of the 95% con dence interval and is expressed as The same set of equations
was used to account for the uncertainty in the average for the plar images capturing the
spray interacting with the cross- ow. It can be noticed from Table5.2 that the resultant
uncertainty for the planar image parameters is signi cantly higher han for the ambient
images. This is indicative of the variability from image to image of the spy structure
resulting from the fuel air interaction. Looking at the parameterghat were measured, it is

Injection . . : :
, Upwind tail Downwind Total tall
Mach # Pressure Penetration .
length tail length length
(MPa)

0.35 10 3.9% 5.1% 1.5% 1.6%
0.35 15 2.7% 6.4% 5.8% 5.7%
0.58 10 2.1% 4.7% 0.7% 1.0%
0.58 15 3.6% 3.9% 1.4% 1.2%

Table 5.2: Uncertainty from averaging on penetration, downwind tail lengthupwind tail
length and total tail length

also noticeable that the upwind tail length consistently has the higlse level of variability.
This is attributed to the smaller magnitude of the upwind tail length, which increases the
signi cance of any small changes.

5.2.2 Thresholding Error

For the measurement of spray characteristics one of the most uential parameters is the
threshold value which is used to di erentiate between the spray anthe background. As
mentioned in Section 4.3.2, measures to improve the selection of thigrgmeter can be
employed although variability still exists.

In the present study, the threshold value is selected for the specapplication, with
di erent values being used for the 10 and 15 MPa injections in quiesteconditions and
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then substantially di erent values being used for the planar imagingfahe sprays in the
Cross- ow.

For the quiescent sprays, the e ect of a 10% variance in the threshold value was stud-
ied and the e ect quanti ed for the spray angles, penetration defln and the spray width.
The error associated with the 95% con dence interval for each pameter is characterized
in Table 5.3. The selection of the threshold is also a critical consideian in the evaluation

10 MPa Injection 15 MPa Injection

Spray Angle 3.2% 4.7%
Penetration Depth 2.5% 4.5%
Spray Width 6.3% 4.4%

Table 5.3: Uncertainty from threshold selection on spray angle, penetratiodepth, and
spray width

of the planar images of sprays in cross- ow. Similar to the ambient sgys, a 10% vari-

ation in threshold was studied for each parameter. The resulting gartainty is re ected

in Table 5.4. These calculations were computed using Egns. 5.1-5.5ept here | indexes
the threshold value applied to the image and is assigned values of 90@0% and 110%
of the nominal value. This method assumes that a 10% variation in threshold will still

produce a valid result, and so quanti es the uncertainty associadewith this range.

Injection . . :
. Downwind Upwind Total tail
Mach # Pressure  Penetration . .
tail length tail length length
(MPa)

0.35 10 9.2% 16.7% 11.0% 11.8%
0.35 15 5.4% 17.5% 4.3% 5.7%
0.58 10 14.3% 14.3% 1.8% 2.1%
0.58 15 5.2% 10.8% 1.6% 1.8%

Table 5.4: Uncertainty from Thresholding on penetration length as well as dawind,
upwind and total tail length
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5.3 PIV Uncertainty

The measurement of error associated with PIV measurements is @mplex process. Since
the measurement technique is able to capture an entire ow eld sinitaneously, the er-
ror is typically di erent depending on the location within the ow eld. F actors which
impact the accuracy of PIV include, but are not limited to peak lock, prspective errors,
particle slip, particle selection, cross-correlation algorithms whichetiect and quantify par-
ticle motion, pre-processing tools, the selection of interrogationimdow size, and the auto
displacement/deformation techniques.

The following section will consider the impacts of the rst 4 sourcesf@rror as they
pertain to the measured results. Since the estimation of error cdre quite involved, the
present work will look into studies in literature which quantify and disass the accuracy of
the latter 4 sources of error under similar experimental conditions

5.3.1 Peak Locking

Locating particles and calculating the displacement of a particle is hely dependent on the
number of pixels which make up the particle in the image. If the particlenage diameter
is too small, less than 1.5 pixels, the displacement becomes biased towanteger values
[54]. Adrian et al. [38] note that the ideal particle image diameter is aumd 2 pixels, with
values between 1 and 2 resulting in pixel biasing e ects of an accepla range. When
values fall increasingly below 1, then the e ect on the correlation & is strong. The peak
estimation algorithms attempt to locate displacement peaks with supixel accuracy by
applying curve ts to the pixels corresponding to the particles [38]. e result of peak
locking is most noticeable when viewing the probability density functiofPDF) of the
measured particle displacements within the eld of view. Figure 5.2 stws an example
of a PDF plot where peak locking is prominent. The strong peaks clégarillustrate the
tendency for pixel displacements to congregate near integer vetluwhen peak locking is
present.

DaVis also calculates a peak lock parameter which measures the levfepeak locking.
when this parameter is equal to O there is no peak locking while a valué b indicates
strong peak locking. In practical applications values less than 0.1 idte that the level
of peak locking is considered to be minimal and therefore acceptable
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Figure 5.2: Probability Density Function illustrating the e ects of peak locking [55

Table 5.5 gives the values for the peak locking parameter for eactpexmental condi-
tions studied. It is seen that for the air ow measurements (wherthe injection pressure is
0) the peak locking coe cient is as high as 0.36 signifying that peak lookg is an issue.
Alternatively, for the measurements of the fuel spray interactig with the air ow, the peak
locking parameter is well below 0.1 showing that peak locking is not sigoant. The only
exception is the scenario with an air velocity of 12éh=s and the injection pressure of 15
MPa, which has a value of 0.13 which is considered to signify mild peak logk e ects.

Air Velocity (m/s) Mach # Injection Pressure (MPa) Peak Lock
125 0.35 0 0.32
125 0.35 10 0.00
125 0.35 15 0.13
215 0.58 0 0.36
215 0.58 10 0.02
215 0.58 15 0.01

Table 5.5: Peak Locking

The impact of peak locking e ect on the air jet measurements can beonsidered at
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most to be 0.5 pixels which for the 129n=s air ow corresponds to 4.5 m=s or 3.5% of
the core velocity and for the 220n=s air ow corresponds to 6.4m=sor 2.9% of the core
velocity. This error has the largest impact in the shear layer of theow, where the radial
velocity magnitude is two orders of magnitude smaller than the coreelocity. However,
since the core region is of principle interest in this study, this impactrothe shear layer is
not considered further.

5.3.2 Perspective Error

Perspective error, is the error which occurs from capturing theedimensional motion in a
two-dimensional image. Theoretically, PIV, would use a su ciently thn laser sheet such
that, out-of-plane motion within the laser sheet is negligible. Furthenore, the laser sheet
is typically oriented such that the major components of velocity areaptured. However, in
practice, the laser sheet still has a thickness and so representgofume. Thus, perspective
error occurs when particles within the illumination volume of the light sket have an out-of-
plane velocity component. As the image sensor can only record td@imnensional motion,
this out of plane component is translated into in-plane motion and leadto a variance
between the actual particle displacement and the recorded parcdisplacement. Figure
5.3 illustrates this e ect.

Here the particle which travels out of plane, is perceived to have a glacement of
x%rather than x which is the physical displacement in the plane of interest. The error
between these two values is expressed by Prasad [56] as

z z
(xiy)= — tan x;—ytan y (5.6)

As is illustrated, the components of the perspective error are haly in uenced by the
magnitude of the displacement in the out of plane direction as well aké viewing angle
formed between the lens, the optical center of the image, and tparticle in question. As
such, particles that have out of plane components but are imaged the optical center of
the sensor have a low perspective error, because the viewing angleero, while particles
which are at the edges of the image sensor and have larger out ofng@laaomponents have
a larger error.

68



. Ax X
Object Plane 0, X=(X.y,0) =" >
Az ,//
E i
z X;=(x+Ax,
y+ay,
' 0 Az)
dO
Lens Plane #
- - - - 1 ;
d
|
X, AX X ‘ Image Plane

Figure 5.3: Diagram illustrating the development of perspective error when tigg to
capture 3-dimensional motion with a single camera [56]

Reduction of perspective error is highly important, as it can result i10% error for in-
stances where the out-of-plane component and in-plane componkave equal magnitudes
and the angle to the viewing angle on the order of (6]. The two simplest methods for
reducing this error are: reducing the thickness of the planar lightheet and increase the
distance between the lens and the eld of view.

For the present conditions, two instances of perspective erroreaconsidered. The rst
is the perspective error for the air jet velocity calculations and theecond is the perspective
error for the fuel spray velocity calculations. For both instancethe distance between the
lens and the eld of view was held constant at 0.5 m.

The calculation of error for the air jet velocities considers the impathat the 4mm laser
sheet thickness had on the results. The out of plane component\waocity is calculated
by nding the z-component of radial velocities which are not aligned ith the vertical V,
component, as illustrated by Fig. 5.4. Here it is assumed that theseafticles initiate
at the center of the laser sheet travelling towards the edge. Fimrmore, this error is
calculated for velocities occurring in the shear layer (where the redlcomponent of velocity
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is maximized) and at the edge of the viewing plane (where the distanflem the optical

center is maximized). As such, these patrticles are o set from thetical center in the x and
y directions and so impact both the measure¥, and V, velocities. To properly account
for the thickness of the shear layer, points were selected nearubdary of the potential

core and the shear layer, and at the boundary of the shear layencaambient air. The
errors were calculated using Eqg. (5.6) with the error in th&, component of velocity, ,

remaining below 0.2% and the error invy, y, remaining below 1%.

Figure 5.4: Diagram illustrating perspective error due to out-of-plane radial eocity
component for cross- owing air jet

The second instance, where perspective error is considered, i¥ PIf the fuel spray
droplets. In this case, the error is considered at 2 di erent locatis and calculated using
Egn. (5.6). The rst is in the shear layer at the edge of the image (siar locations as
measured for the air jet), where droplets have mixed with the air w. The results show
that , remains below 0.3% with a value of 2.53% appearing for the 15 MPa spiaguing
into the 215 m=s cross- ow, and y remains below 1%.

The second location where the perspective error is considered issel¢o the injector
tip. Here the fuel spray is known to have a signi cant out-of-plan€omponent due to the
injector design. Even in the cross- ow conditions, the fuel sprayetains its shape near
the injector tip, until the air ow can su ciently atomize the spray p lumes and carry the
droplets downstream. These out of plane plumes, numbered 3 andMFig. 3.2, have
penetration velocities of 80m=s for the 10 MPa injections and 110m=s for the 15 MPa
injections and are penetrating out-of-plane at angles of 22.and 23. This potentially
leads to an out of plane velocity magnitude greater than the in-planeelocity component
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which signi cantly increases error in this region. Furthermore, altbugh the thickness of
the laser sheet is 2-4 mm, it is not considered as a limiting factor whessessing whether
the particles or spray plumes will be resolved in the image. This is besauin the near
region of the injector tip, signi cant amounts of scattered light ae absorbed by the dense
plumes allowing them to remain visible even as they proceed outside bktillumination
volume. As such, the errors (; y) in this region appear to be as high as 42 % which
leads to the assumption that the PIV accuracy in this location is inadpiate to resolve the
velocity eld.

5.3.3 PIV Averaging Error

Consideration of the averaging error for the PIV analysis is perfored in a similar fashion
to that for the spray geometry images. In this case, the axial or-@omponent of velocity,
the radial or y-component of velocity and the turbulent kinetic eneggy are calculated based
on sets of 500, 1000, 1500, 1800, 1900, and 2000 images. Thdeprare considered at
locations ofx=d of 1 and 4 for each parameter. Figures 5.5(a)-(f) illustrate the ogergence
of the average values towards the average of 2000 images, whidaken as the true value
for the purpose of this study. As a result of this convergence, ridusions about the error
associated with the sample size can be made.

Figure 5.5 illustrates the convergence of the mean values for theiaxand radial ve-
locities, and the TKE values for the 215m=s cross- ow velocity. It is evident that the
mean axial velocity values converge quickly, with even 500 images lgegnough to achieve
su cient accuracy. While the same can be said for the mean radial @ity at a distance
of x=D =1, it is noticed that 1000 images are required to accurately calculatthe average
value within the shear layer, which is found at 12 mm in the radial direction, atx=D = 4.
Even after averaging 2000 images, an error of 6.7% still exists fbletmean radial velocity
within this shear region. Finally, looking at the TKE, it is evident that wit hin the shear
layer, arriving at a suitable value requires upwards of 2000 imaged. i also noted that
increasing the number of images within the sample results in diminishingturns, with
the improvements in averaged TKE values becoming smaller. As suehdata set of 2000
images is taken to be su cient, acknowledging that an error of 3.5%am exist for the TKE
within the shear layer.
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cross=500 images averaged, cyan circle=1000 images averaged square=1500 images av-
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5.3.4 Discussion of Errors from Literature

The calculation of uncertainty within PIV is an extensive process whicinvolves the con-
sideration of many sources of error aside from peak locking, pesspve error, particle
size, and patrticle tracking. Some other possible sources of unaenty, which are not di-
rectly addressed in the present study include, the numerous ppeecessing tools which
are used to improve image quality, the ability of the cross-correlatioalgorithms to accu-
rately detect particle motion, the selection of interrogation windowsize and auto displace-
ment/deformation techniques. As such, the uncertainty assod&d with the PIV is assigned
based on techniques used to improve the PIV process, and howdbemprovements have
impacted known studies within literature. Wilson et al. [57], measuredhe uncertainty
on the mean and uctuating components using DaVis 7.2. The study éks at an air jet
with Reynolds numbers of £7 10" and 894 10 with oil droplet seeding introduced
upstream of the blower, in a similar fashion to the present study. @plet diameters were
assumed to be in the order of 1 m and data sets of 1000 images were recorded at 3 Hz
to ensure convergence. As such, the experimental conditionstioé work of Wilson et al.
[57] are considered to be su ciently similar to the present study. Tk algorithm employed
in this study, is the standard cross-correlation algorithm. Three gsses were used when
processing images each with a 50 % overlap of the interrogation regiavhich was 32 x 32
for the rst pass and then 16 x 16 for the nal two passes. The wertainty present in the
algorithm is evaluated based on 4 parameters, particle image sizertpde seeding density,
shear rate and displacement which are investigated by Timmins et al.§b The ndings
show that the main contributors to uncertainty are sub-pixel disfpcement which typically
occurs within the shear region of the air jet or the periphery of thepray, and shear rate
which again is found at the edge of the air jet. Comparing with LaVisida performance in
the second international PIV challenge, which are documented byadislas et al. [59], it
can be estimated that within the core region of the jet, the accucy of the PIV algorithm
in calculating the mean parameters is on the order of 1.7 %.

5.3.5 Summary of Overall Error

To combine the individual errors into a single representative valuehé overall error for
either the planar and volumetric imaging measurements or the PIV nasurements is cal-
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culated by using the root sum squared method de ned as

tot = 2 (5.7)

Here ; represents the individual source of error, and n is determined byé¢ number of

sources of error which are included in the total. For the spray imagirtechnique the e ects

of calibration ( ca), averaging (avg), and threshold selection (nesh ) are considered as the
main sources of error as discussed previously. The overall uneeties associated with the
measured data for sprays in quiescent conditions are listed in Tableé65and are given for
each parameter measured and the corresponding injection prags Similarly, the overall

uncertainties for the measured parameters associated with théapar images of sprays
Issuing into cross- ows are listed in Table 5.7 for each set of condition

tot

10 MPa Injection 15 MPa Injection

Spray Angle 3.5% 5.1%
Penetration Depth 3.0% 5.3%
Spray Width 6.6% 4.6%

Table 5.6: Total measurement uncertainty for quiescent spray parameter

Injection

: Upwind tail Downwind  Total tall
Mach # Pressure Penetration .
length tail length length
(MPa)

0.35 10 9.2% 16.7% 11.0% 11.8%
0.35 15 5.4% 17.5% 4.3% 5.7%
0.58 10 14.4% 15.1% 2.1% 2.4%
0.58 15 6.3% 11.5% 2.1% 2.2%

Table 5.7: Total measurement uncertainty for cross- ow spray paramets

The overall uncertainty associated with PIV measurements is alsalculated using Eqn.
5.7, however, as mentioned previously, the accuracy needs to loesidered for di erent
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regions within the ow. As such, the overall uncertainty is quanti ed for the cross- ow
mean velocity within the potential core, shear layer and nally the man body of the spray
plume within the cross- ow, and are presented in Tables 5.8-5.10.

Mach Velocity Perspective Calibration Peak Algorithm  Total

4 Component Lock

0.35 Vi 0.2% 0.5% 3.5% 1.7% 3.9%
0.35 Vy 1.0% 0.5% 3.5% 1.7% 4.0%
0.58 Vi 0.2% 0.5% 2.9% 1.7% 3.4%
0.58 Vy 1.0% 0.5% 2.9% 1.7% 3.5%

Table 5.8: Total measurement uncertainty for PIV of cross- ow potentialcore

It is evident that mean velocity within the potential core of the cros- ow is accurate up
to 4.0 % while for the shear region the mean velocity components havewrcertainty less
than 7.6 %. It should also be pointed out that the uncertainty of mean vegity within
the shear layer considers the impacts of the number of images inaddin the ensemble
average; a value which is considered negligible within the potential eor

Velocity Total from )
Mach Averaging  Total
4 Component Core
0.35 Vi 3.9% 6.5% 7.6%
0.35 Vy 4.0% 6.5% 7.2%
0.58 Vi 3.4% 6.5% 7.3%
0.58 Vy 3.5% 6.5% 7.4%

Table 5.9: Total measurement uncertainty for PIV measurement of crosew shear layer

Finally, the uncertainty of the mean velocity within the spray, with the exception of the
area near the injector tip, is less than 8.0 %. In this region, the uncertainty within the
shear layer is used as sharp velocity gradients are expected thgbout the spray volume.
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Shear Total

Velocity .
Mach Less Perspective Total
Component .
# Perspective
0.35 Vy 7.6% 2.5% 8.0%
0.35 Vy 7.6% 1.0% 7.7%
0.58 Vy 7.3% 2.5% 7.6%
0.58 Vy 7.3% 1% 7.4%

Table 5.10: Total measurement uncertainty for PIV measurement of sprays

Furthermore, the perspective error is increased from that usddr the cross- ow due to the
strong out-of-plane component of velocity present in the fuel sqy.

While the uncertainty for the mean velocities is characterized, thealues for the uc-
tuating components which would impact TKE, or near the injector tipare not calculated
as the algorithms used for PIV are generally more sensitive to untanty in these values.

In summary, the overall uncertainty has been quanti ed for meagsements taken from
planar and volumetric spray images and for mean velocities quanti edsing PIV tech-
niques. The overall uncertainties calculated are used within the alyais and discussion of
the measurement results presented in the next chapter.
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Chapter 6
Results and Discussion

The experimental measurements taken in this study can be asssbsn three parts. The
measurement and characterization of the air jet which is used to guuce the cross- ow
conditions, the fuel spray characterization in ambient conditionsgnd the fuel spray injected
into the air cross- ow.

6.1 Air Flow Characterization

The present section covers the characterization of the air jet iegpendent of the fuel spray.
Two non-dimensional parameters at the air nozzle exit are used inishstudy to characterize
the air jet. They are the Mach number (Mg) and the Reynolds number (Rg) of the air
stream. The May;, given below y

— 0

Mag = —° (6.1)

gives the ratio between the average core velocity of the air jek and the speed of sound
in air at the same conditions.a is calculated from the properties of the air and is given as
a= P R Tetatic, Where =1:4 andR =287 KgJ - Re represents the ratio of the uid
momentum to the viscous forces as de ned by

g

Re, = (6.2)

and is commonly used to verify that the ow is turbulent. Here the dasity ( 4) and the
dynamic viscosity ( 4) are the air properties at the given temperature, whil® represents
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the outlet diameter of the air nozzle. The critical Reynolds numbefpr a round jet, is 1500
and indicates the transition of the ow from laminar to turbulent, with the ow becoming
fully turbulent above Re; = 3000 [60].

Table 6.1, gives the Mg and the Rg numbers which are calculated for the given air jet
mean velocity values and the associated measured static temperat (T ¢ ) at the outlet
of the air nozzle. In comparing the Mg numbers for the air ows with the critical Mag

U (1) Te(C) a(T) Ma,  Re
125 37.6 353.35 035 4 10
215 67.7 370.07 058 2 10

Table 6.1: Air Flow Characteristics

number of 0.3, which is typically taken as the upper limit when assumingompressibility
is negligible, it is evident that the air ows are compressible although dy slightly in the
case of Mg = 0:35. The Rg numbers of the ows are an order of magnitude greater than
the critical value indicating that the ow is fully turbulent.

6.1.1 Jet Characteristics

The jet discussed in this study is a submerged jet, which issues intongedium which is
initially at rest. It is common to classify the jet using 3 regions as illusated in Fig. 6.1.
These three regions are known as the initial or ow development reg, the transitional
region and the far or fully developed region. The initial region of thee} is characterized
by the existence of a potential core region. This core region whicktends from the jet
outlet contains uid which retains the inlet velocity of the jet, and gradually decays as
the jet spreads and ambient air is entrained and mixed with the jet. e boundaries of
the core region marks the inner boundary of the jet shear layern lthis region where the
viscous forces are more important, energy is transferred frorhe jet to the surrounding
medium. As a result the shear layer contains a mixture of uid from tb jet and from the
surrounding medium and the resulting velocity pro le decays from té core velocity to the
surrounding medium velocity. The initial region ends once the poteiall core disappears
and is marked by the merging of the inner boundaries of the shear éayas indicated in
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Figure 6.1: lllustration of a time-averaged air jet adapted from [61]

Fig. 6.1. The next region which is the transition from the initial to the tilly developed
region, is often considered to be negligible for most applications. Thelly developed
region, is commonly referred to as the mixing region with the ow eld esembling that
from a point source [62]. The fully developed region is also known as gedf-similar region
where non-dimensionalization of the velocity pro les allows them to tlapse onto the same
curve. Figure 6.2 shows the contours of the NJa0.35 (top) and May=0.58 (bottom) air
jets. Here the initial region and the fully developed region are clearlyisible, with the
development of the shear layer clearly visible. As is evident, the pot&l core is the only
region which contains a relatively uniform average air ow, and hend#is region is ideally
suited for sprays in the cross- ow since the cross- ow velocity isell de ned.

Potential Core

The primary focus of this study is the injection of the fuel spray it a high velocity cross-
ow. As such, the initial region of the air jet and more speci cally the potential core
remains the focus when characterizing velocity of the air jet. Thegpential core length,
Lo, which de nes the distance from the jet outlet at which the potentl core disappears
is reported in literature to be independent of the exit velocity and ud properties for
an incompressible turbulent round jet, but is instead directly propdional to the outlet
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Figure 6.2: Contour plots for the May=0.35 (top) and May=0.58 (bottom) air ows,
illustrating the potential core and shear layers.
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diameter, D, as noted by Lee et al.[63]:
L, =KD (6.3)

Where K is the proportionality constant. For Lee et al. this constant was fond to be 6.2,
while, Abramovich [62] uses a coe cient of 4 for an isothermal jet. Atoine et al.[64] noted
that this length could be between 5-10 for:0 10* < Rey; < 9:5 10*. Discrepancies in the
value of K have a number of explanations such as the tendency to neglect tinensitional

region making the main and initial regions of the jet adjacent as applieby Zaman et
al. [65]. Another source of variability arrives from the calculation ofhis potential core
boundary. Abramovich [62] and Milanovic et al. [66] de ned the bouraty of the potential

core and the shear layer as the point at which the velocity reache8%, with the outer edge
of the shear layer de ned as 10% of the core velocity. The depende of the potential core
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Figure 6.3: Length of the potential core de ned by using 90% o), (left image) and 99%
of U, (Right image) boundaries for a)Mg=0.35 and b)May;=0.58

length on the selection criteria is obvious from Fig. 6.3 which uses 0.99 as the criterion
for the left hand column of images, and 0.99), criterion for the right hand column. It
is also apparent that with either criterion, the potential core meagements are within
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the range noted by Antoine et al.[64]. Although not displayed, the pential core was also
measured for Mg=0.14. With an outlet temperature of 24.5C this air jet is incompressible
and non-isothermal, the potential core length for this ow was 6.70with 0.90 U, as the
boundary criterion and 4.77, with 0.99U, as the boundary criterion. These values are
close to the constants used by Lee et al.[63] and Abramovich [62] tbe incompressible
and isothermal ows. A noted characteristic of compressible owss that with increasing
Mag the core length also increases. This e ect, which is evident in the wéts, is brought
about by a reduction in the level of mixing, as well as changes at th@zrle exit in static
pressure and density [65, 67, 68].

Another aspect of the present ows is the non-isothermal conditns that exist. The
ring compressor used to achieve the required air velocities, introoks a signi cant amount
of heat into the system which leads to the increased temperaturétbe air jet. Abramovich
[62] notes that the e ect on the boundary layer velocity pro le, aml thus the outer boundary
layer location, by thermal variation between the jet and the ambiencan be considered
negligible when the following criterion is satis ed:

U2 << JgC ,Ts (6.4)

Where J represents the mechanical heat equivalent which is 4?;76“3, g is gravitational
acceleration, C, is the specic heat capacity andTs is the static temperature. For the
present study,UZ is less than 0.02 % for both Mawhich is su cient to conclude that the
thermal e ects on the potential core are negligible.

Velocity Distribution

The potential core region of the air jet contains a uniform velocity 5 le which allows it
to be treated as a uniform cross- ow. The region of interest is bween 20 to 140 mm from
the jet outlet or x=D values of 0.8 to 5.6. The average velocity eld in the region of interest
are depicted in Figs. 6.6 and 6.7 which correspond to the lyla& 0:35 and Mg = 0:58 air
ows respectively. A total of 2000 images were taken for each aiow. In comparing the
initial regions, the velocity appears to be uniform within the core ragn with the shear
layer gradually developing along the periphery. As is expected frorhd measurement of
the potential core, the Mg = 0:35 air ow experiences a higher level of entrainment which
is re ected through the more prominent shear layer and the incread parabolic nature of
the velocity pro le which develops at an axial distance of 100 mm.
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Figure 6.4: The velocity distribution in the air jet for a) Ma 3=0.35 and b) May=0.58.
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For the average turbulent kinetic energy (TKE) for both the Mg = 0:35 and Mg =
0:58 air ows, it is evident that the core of the jet has a relatively low TKE value with
the majority of the TKE residing in the shear layer. It is evident thatthe TKE increases
with increasing Ma,. Furthermore, it is evident that both air ows appear quite symmetic
about the center axis.
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Figure 6.5: The turbulent kinetic energy distribution for a)May=0.35 and b)May=0.58

Figures 6.6 and 6.7 shows a sample of 6 instantaneous images takea &equency of
497Hz.



Radial [mm]

120

t=0s t=0.201s
¢ 80 =
£ >
— et
E [#)
L
<
40
t=0.402s
£
s |0
o
&

40 80 120 40 80 120
Axial [mm] Axial [mm]
t=0.804s t=1.005s

Figure 6.6: May=0.35 instantaneous velocity vector plots taken at 4.973 Hz
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Figure 6.7: May=0.58 instantaneous velocity vector plots taken at 4.973 Hz
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The instantaneous images highlight the presence of vortices trasig along the periph-
ery of the jet as the high velocity air entrains the stagnant air in theenclosure. From the
progression of instantaneous images for both the Ma 0:35 and Mg, = 0:58 air ows, the
vortices appear to reduce the cross sectional area of the pdtahcore although this occurs
earlier and more frequently for the lower velocity ow whose poterdl core degrades faster
and hence has a higher mixing rate. It is the interaction with these mitctures which will
be noticeable in the spray geometry and spray PIV results presewqt later in this chapter.
While these instantaneous images show that the vortices start torin as early as x=30
mm, it is not until x=60 for the 50 m/s and x=80 for the 130 and 230 mk ows that this
vortex formation seems to penetrate into the core region of thetg.
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Figure 6.8: RMS of velocity uctuations for May=0.35 cross- ow conditions

Figures 6.8 and 6.8 further quantify the uctuating instantaneousvelocity at the pe-
riphery of the air jet, through the root mean square (RMS) of theuctuations. It is
observed that near the outlet of the jet the velocity remains stdbs with negligible uctua-
tions near the jet center while at the periphery of the jet, the veloty magnitudes uctuate
by as much as 4% for the 12f=s air ow and almost 9% for the 215m=s air ow. With
increasing distance from the outlet of the air jet the velocity RMS ineases and continues
to penetrate into the center of the potential core, signifying mixig.

To further study the characteristics of the air jet, velocity pro les were taken at locations
of x=D=1, 1.36, 2, 3, 4 as illustrated in Fig. 6.10.
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The location, x=D = 1:36, pertains location of the injector during cases where sprays
are injected into the cross- ow. During the characterization of lte air jet, the injector
is not in position. Since the injector is located outside of the air jet, ere the shear
layer has not grown substantially, it is not expected to impact the mesured velocity eld.
Figure 6.11 de nes the axis which are used for the velocity pro les. éfe V, corresponds
to the axial velocity which is oriented parallel to the jet center axiswith the positive
direction pointing downstream and the negative direction pointing ugtream. The radial
axis corresponds to the vertical axis with the positive radial dire@in increasing upwards
and decreasing downwards within the eld of view. It is important to ealize that in three
dimensional space the air jet is considered to be symmetric aboutetltenter axis, and
that in this instance the radial axis de nition is only used to de ne theupper and lower
sections of the jet in the planar image. That being said, the radial l@city V. is still
de ned based on the symmetry of the air jet. Velocity componentthat move away from
the center axis (upwards or downwards) in the eld of view are coigered as positive,
while components that track towards the center axis are considet negative. This allows
for improved assessment of the symmetry of the air jet when cadering the radial velocity
components.

Figure 6.11: Axis de nitions for the velocity pro les

Much like the fully developed region of the air jet, the shear layer in #initial region
is shown to contain a self-similar nature and to grow linearly as noted/tAbramovich [62].
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The self-similar nature of the velocity pro les in the shear layer candrepresented by

U Ye

— = 6.5

Uo Yb ( )
Where U represents the velocity at some distance y from the center axistbé jet, U, is the
velocity at the centreline f =0), y.=Yy Y. Wwherey. is the distance from the centreline

at which the velocity U. = 0:5U,, and vy, = Yo.9  Yo.1 Whereyg is they location at which
U = 0:9U,, and yq is the y location whereU = 0:1U,. The value of vy, is considered as

the thickness of the shear layer.

Figure 6.12 illustrates that the shear layer for both the Mg= 0:35 and the Mg = 0:58
jets satisfy the conditions of self-similarity. In this gure, self-sinlar velocity pro les are
plotted for the shear layer located in the positive and negative radiairection, hence the

inverse curves.

U/Uo
U/Uo

0
DY/DYb

0
DY/DYb

(a) Ma=0.35 (b) Ma=0.58

Figure 6.12: Self-similarity of the axial velocity of the air jet measured a)Mg=0.35 and
b)May=0.58. The axial location isx=D = 1 (dotted blue line), 1:36 (solid cyan line), 2
(dotted brown line), 3 (solid green line), 4 (dotted purple line).

Plotting the dimensional axial velocity pro les for eachx=D location onto the same
graph as seen in Fig. 6.13, illustrates how the axial velocity transitienfrom a top hat
pro le into the parabolic pro le which is characteristic of the fully dewveloped or main region
of the jet. Furthermore, for both the Mgy = 0:35 and Mg = 0:58 air ows, the initial
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pro les occurring at x=D = 1 show evidence of the vena contracta phenomenon. This
phenomenon, which is dependent on the nozzle outlet geometry assthated by Quinn
[69], is characterized by the narrowing and acceleration of the airtjdownstream of the
nozzle exit. Here the velocity peaks at the edge of the potential reoand then settles to
the core velocity near the centerline of the jet.
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Figure 6.13: Velocity pro les for a)May=0.35 and b)May=0.58 plotted for di erent axial
locationsx=D = 1 (dotted blue line), 1:36 (solid cyan line), 2 (dotted brown line), 3 (solid
green line), 4 (dotted purple line).

This vena contracta e ect means that air streams maximum conti@ion occurs slightly
downstream of the nozzle exit and is also associated with a maximumoaty. As can be
seen, the e ect is slight with the maximum velocity atx=D = 1 approximately 3% greater
than the centreline core velocity.

Figures 6.14-6.16 allow for comparison between the axial and radialacity, and the
TKE pro les at locations upstream (x=D=1) and downstream k=D=4) of the fuel injector
for both the May=0.35 and 0.58 air ows. Figures depicting the pro les at the remaining
locations ofx=D=1.36, 2, 3 can be found in Appendix A.

Beginning with the axial velocity, it is apparent that the vena contrata e ect is more
pronounced in the Mga=0.35 ow. The resultant velocity, peaks at the edge of the poteril
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core and diminishes with increasing distance from the nozzle outleisdppearing byx=D=3
for both air ows.
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Figure 6.14: Time averaged axial velocity pro les for a)Mg = 0:35 and b)Ma, = 0:58
air ow at x=D =1; c)May = 0:35 and d)Mg, = 0:35 air ow at x=D =4

Comparing V, for the May=0.35 air ow, it can be noted that at x=D=1 the velocity
pro le seems to be approximately symmetric withV, in the shear layer having relatively
the same magnitude just above th=s although the peak in the positive radial direction is
slightly higher than that in the negative radial direction. This trend isalso noticed, and
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is more prominent, in the Mg=0.58 and increases with increasing distance from the air
nozzle outlet. Another important aspect about the Mg=0.35 ow case is that at x=D=1
the V. component in the potential core region remains close to 0, but givaspositive
value in the positive radial direction and negative value in the negativeadial direction.
This means that in this regionV, is not symmetric and the potential core region contains
a slight upward V, component. It is thought that this slight upward draft might be the
reason that theV, peak is greater in the positive radial direction. Looking ak=D=4,
this upward draft seems to have disappeared, but thé, which stems from the shear layer
of the jet has begun to clearly penetrate towards the axis of theett A nal aspect of
the radial velocity components, which is consistent for both air ow, is the tendency for
V, outside of the air jet to have a negative value indicating that the anibnt air is being
entrained into the air stream signifying mixing in the shear layer, as ned by Pope [70].

In considering the radial velocity components of the M&0.58 air ow, it is immediately
apparent that they are di erent than those form the Mg=0.35 air ow. Although the
V, values peak in the shear layer, it is also clearly visible that the compantein the
positive radial direction is signi cantly larger than that in the negative radial direction.
Furthermore, the presence of the upwards draft within the potgial core seems to be
signi cantly higher, with the V, magnitude approaching that of the peak values in the
negative radial direction shear layer. This upwards draft is still preent in at x=D=4 in
the positive radial direction, but has disappeared in the negative dial direction.

In considering the turbulent kinetic energy (TKE) pro les shown in Fg. 6.16 it is seen
that the TKE consistently peaks within the shear layer of the air steam. At x=D=1 the
TKE is negligible within the potential core although it increases in the skar layer. The
symmetry of the TKE pro les about the jet center axis is clear, altough the peak in the
positive radial direction consistently has a slightly higher value, whicls mirrored by V,
in the same locations. Another anomaly is the double peak which appsan Fig. 6.16(d).

6.2 Sprays in Quiescent Ambient Air

Characterization of the fuel spray in quiescent ambient conditionallows for an under-
standing of the spray behaviour independent of the cross- ow. d3ults collected under
quiescent conditions are also useful when interpreting the result$é the spray interaction
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Figure 6.15: Time averaged radial velocity pro les for a)Mg = 0:35 and b)Mg, = 0:58
air ow at x=D =1; c)May = 0:35 and d)Mg, = 0:35 air ow at x=D =4

94



75¢
60
<
£
N
\%45’
v
X 30r
151
-30 -20 -10 10 20 30
Radial (mm)
(a)

30

-10 10 20
Radial (mm)

(©

0, L 1 N
-30 -20 -10 0 10 20 30
Radial (mm)
(b)
250
200¢
1507
1007
50r
-30 -20 -10 0 10 20 30
Radial (mm)
(d)

Figure 6.16: Turbulent kinetic energy pro les for a)Mag = 0:35 and b)Ma, = 0:58 air
ow at x=D =1; c)May = 0:35 and d)Mg, = 0:35 air ow at x=D =4
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with the cross- ow. In this section, volumetric images of fuel spses injected into quiescent
conditions, with P, of 10 MPa and 15 MPa, are used to characterize the performande o
the injector. Measurements were collected at 0.1 ms intervals bet®n 0 to 1.5 ms after
SOF allowing for the development of spray width, spray angle, and petration length to
be assessed. Figures 6.17 and 6.18 illustrate the development, atentents of 0.5 ms, of
the 10 and 15 MPa sprays respectively in order to illustrate the chges from the beginning
of the injection event until the end. The complete set of results cabe found in Appendix
B.

Each image is scaled so that the image width correlates to 100 mm stulht the spray
development can be easily observed and compared. In analysing fipeays it is apparent
that spray plumes remain distinct from about 40% of the penetratio length to the end,
while the initial 40% seems to show higher plume-to-plume interactionRemembering
that this volumetric technique averages the fuel concentrationver the depth of the spray,
this suspected interaction could also re ect the averaging of synetric portions about the
image plane, namely plumes 3 and 4.

It is also apparent that as the penetration length increases, thelative intensity of the
spray plumes decrease, suggesting that the local fuel concatitsn continues to distribute
into the surrounding air, increasing the width of each plume reducintipe intensity of the
scattered light from the local droplets.

Considering the orientation of the injector, the rst and last plumes (2 and 5 as de ned
in Fig. 3.2) are oriented in the vertical plane, while the middle plumes areriented out-
of-plane as depicted in Fig. 3.2. The elliptical nature of the injector dle pattern leads
to the obvious di erence in the spray angle when considering the 3 phe and 4 plume
orientation. As such, assuming that each plume has the same inject velocity, it can
be expected that plume 2 and 5 will have a smaller vertical velocity ansb that in the
volumetric images will appear to penetrate less.

The following 3 subsections will provide further details of the spraydhaviour and the
the e ects of operating pressure, by considering the temporav@ution of spray penetra-
tion, spray angle and spray width.
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(a) 0.0ms (b) 0.5ms

(c) 1.0ms (d) 1.5ms

Figure 6.17: Temporal development of 10 MPa spray in quiescent ambient air, cer
sponding to 0.5 ms increments from 0.0 to 1.5 ms after SOF
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(a) 0.0ms (b) 0.5ms

(c) 1.0ms (d) 1.5ms

Figure 6.18: Temporal development of 15 MPa spray in quiescent ambient air, cer
sponding to 0.5 ms increments from 0.0 to 1.5 ms after SOF.

98



6.2.1 Spray Penetration

Spray penetration measures the maximum distance that the sprdaas penetrated into the
ambient environment projected along the spray axis. Since the mitfflume con guration
retains the geometry of the individual plumes, the spray penetrain is de ned by the pen-
etration of the longest plume. As such, a level of variability can arissepending on which
plume has the longest penetration, and between instantaneous iges this value can be
de ned by di erent plumes. As such, the averaging of 15 instantagous images reduces this
image-to-image variation and gives a more consistent measure oé thenetration. Figure
6.19 shows the spray penetration for both the 10 and 15 MPa sprgyarying with time
after SOF. The black curves represent the 10 MPa injection while ¢hblue data curves
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Figure 6.19: Development of penetration depth over time for 10 MPa injection (ack)
and 15 MPa injection (blue) with error bars expressing the unceriaty from Table 5.6.
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represent the 15 MPa. Although the 15 MPa spray consistently haslarger penetration,
both sprays experience a decline in the penetration growth rate \mitincreasing time af-
ter SOF due to further breakup of the droplets and entrainment fothe surrounding air.

As noted by Lee et al. [71] who investigated the e ect of fuel propies on the spray
characteristics of a hollow-cone injector, initially the penetration aries linearly with time

after SOF until the breakup point. After this breakup point which ismarked by the point
where deceleration occurs, the surrounding air is rapidly entraingdto the spray. Lee et
al. [71] also noted that the penetration curve varied as a functiorf ¢°° after the breakup
point which is found in this instance to occur att = 0:5ms after SOF for both injection

pressures. The deceleration of the droplet with increasing distandrom the injector tip

is due to the drag forces between the droplet and the ambient air all as the tendency
for droplet diameters to decrease due to the secondary breakapd atomization. As the
droplets break up, their mass and consequently their inertia redes.

6.2.2 Spray Angle

Measurement of the spray angle is performed using the procedorglined in Section 4.2.2.
Figure 6.20 indicates that the spray angle decreases as time aft@Fsincreases, and that
the rate at which the spray angle decreases also decreases as tfter SOF increases.
This trend is present regardless of the injection pressure used g study. Furthermore,

it is important to note that the spray angles are relatively close beteen the 10 and 15
MPa injections, and that in some instances considering the unceny, the values might

be the same.

The 15 MPa injections typically have a slightly lower spray angle, with tb uncertainty
range also having a slightly lower value than that of the 10 MPa injectio This is counter
to the ndings of Varde et al. [16] who noted that spray cone angle aneases with increasing
pressure for small Ed ratios (they studied 2.2 which is larger than the value used in this
study). Since plumes 2 and 5 control the measured spray angle, ibwd be expected that
increased pressure would increase the cone angle of plume 2 and &peddently which
would lead to a small increase in spray angle of the full multi-plume spra Instead, it
appears that the spray angle decreases slightly with increasing icfjn pressure.

The smaller spray angle for the 15 MPa spray can also be explained gsthe ideas of
the air jet. As was noted in Section 6.1.1 the potential core length ireased with increasing
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Figure 6.20: Development of spray angle over time for 10 MPa injection (black) anl5
MPa injection (blue) with error bars expressing the uncertainty fom Table 5.6
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air jet velocity U,. Since the shear layer develops over the length of the potentialrepa
longer potential core implies slower shear layer growth. The sheayéa is also the location
where the stagnant ambient air is entrained by the air jet. Similarly, wh the higher
liquid injection pressure, the spray penetration increases and abé¢ same time the shear
region of the spray plume where ambient air is entrained into the spratakes longer to
develop. Hence, this phenomenon can be used to describe the lospay angle of the 15
MPa injection, as parallels between air jets and liquid jets have beenaate previously in
literature [62].

Recalling the approach used for measuring the spray angle, it is sebat the location
of the points used for the angle calculation is a function of the pemation of the spray at
any given time rather than constant as proposed by SAE J2715 [45}s such, increasing
time after SOF means that the points, located at 5% and 25% of theepetration depth,
will move further from the injector tip. As illustrated in Fig. 6.19 as the time after SOF
increases the rate of growth of the penetration depth decreasehis would mean that the
locations of the points used to measure the spray angle will also reaa nal position,
which seems to occur around 1.5 ms. This also re ects the non-linagaature of the spray
edge, which is due to the drag and entrainment of the spray plumestiwvthe surrounding
quiescent air.

6.2.3 Spray Width

The spray width measures the total width of the spray, perpendidar to the spray axis.
This gives an indication of the widening of the spray over time. From Fig6.21 the width
of the spray is seen to increase with increasing time after SOF at actdeasing rate.

This indicates the radial velocity of the fuel droplets reduces as it ineases its distance
from the injector tip. This trend is noticed for both the 10 MPa and he 15 MPa fuel
spray, with the 15 MPa (blue line) having a general higher spray widttwith the di erence
increasing with increasing time after SOF. Fig. 6.22 illustrates the mearement locations
of the spray angle and the spray width. Since the spray angle is takat 5-25% of the
spray penetration it does not encounter the regions of droplet #ainment which occur
due to vortex formation in the ambient air as the spray plume penetites. Conversely, the
measurement of the spray width considers these entrainment regs. Thus the increasing
di erence in spray width of the higher pressure spray results frorthe the higher initial
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Figure 6.21: Development of spray width over time for 10 MPa injection (black) ath 15
MPa injection (blue) with error bars expressing the uncertainty fom Table 5.6
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Figure 6.22: Comparison between the measurement locations of the spray widihd the
spray angle with respect to the quiescent spray into ambient air.

momentum ,which increases the penetration depth, and the incresk entrainment of the
smaller diameter droplets into the ambient air. Although the relativelylarge uncertainty
range for both curves also leads to the conclusions that the cusvbe almost exactly the
same.

6.3 Sprays in Cross-Flow Conditions

The next section covers the characterization of the fuel sprayh&n it is injected into
the cross- ow. The results are separated into those drawn frothe planar images which
describes the changes to the geometry of the spray and then B/ results which analyze
the velocity distribution within the spray. Through these results anunderstanding of the
mixing of the fuel spray will be gained.

Table 6.2 gives the calculated momentum ratios (Egn. 2.3) and Webeumbers (Eqgn.
2.1 and 2.11) for the given spray conditions, ordered by decreasimpmentum ratio. The
Mag number is used to indicate the free stream cross- ow conditions @baracterized in
Section 6.1 and Weis used to indicate the liquid Weber number of the fuel sprays under
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Pin

(MPa) Mag q We, We Re
15 0.35 991 213 2 100 62 1¢°
10 0.35 665 213 4 100 51 10
15 0.58 371 617 3 100 72 10
10 0.58 249 617 B 100 59 1¢°

Table 6.2: Non-dimensional parameters for sprays in cross- ows

quiescent conditions. Wefor the present study is large, hence the nozzle is operating in the
atomization regime. Ashgriz et al. [11] illustrate the tendency for SBI to decrease with
increasing injection pressure although the rate of change also dExses with increasing
pressure, leading to the assumption that under ambient conditionthe 15 MPa injections
will have a smaller SMD than the 10 MPa injections.

6.3.1 Planar Images

The planar images of the fuel spray interacting with the cross- owvere captured and
processed using the techniques outlined in Chapter 4. The infornan that is gathered
can be used to analyse the geometric aspects of the spray.

Figures 6.23 and 6.24, highlight the temporal evolution of the 15 and MPa injection
pressures into the Mg = 0:35 cross- ow from 0.1 to 1 ms after SOF in 0.3 ms increments,
while Figs. 6.25 and 6.26 show the temporal evolution of the 15 and 1(0PH| into the
Mag = 0:58 cross- ow over the same span. The full data sets can be foumdAppendix C
with the spray axis as discussed in Section 6.3.1.

For each scenario, it can be observed that the initial sprays (0-Or8s in Ma; = 0:35
cross- ow and 0-0.2 ms in Mg = 0:58 cross- ow) retain the multi-hole injection char-
acteristics similar to the injections into quiescent conditions. Howev the cores of each
plume (the darkest portion of the spray) merge into a single core sounded by a cloud of
droplets.

For each spray cross- ow condition, this single plume remains intaetxcept for the 15
MPa injection into the May = 0:35 scenario in which the momentum of the spray droplets
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Figure 6.23: Development of 15 MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.3 ms increments from 0.1 ms after SOF to 1.0 ms after SOF, corresging to g =991,

We =2:1 10, and We, = 213 106
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Figure 6.24: Development of 10 MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.3 ms increments from 0.1 ms after SOF to 1.0 ms after SOF, corresging to g = 665,

We =1:4 10, and We, = 213 107
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Figure 6.25: Development of 15 MPa fuel spray into Mg= 0:58 cross- ow conditions in
0.3 ms increments from 0.1 ms after SOF to 1.0 ms after SOF, corresging to q = 371,

We =2:3 10, and We, = 617 108
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Figure 6.26: Development of 10 MPa fuel spray into Mg= 0:58 cross- ow conditions in
0.3 ms increments from 0.1 ms after SOF to 1.0 ms after SOF, corresging to q = 249,

We =1:5 10, and We, =617 109



allow for a concentrated cloud to penetrate through the crossw. In this instance the
level of mixing is limited.

The following sections evaluate the mixing of the injection and crossw by examining
the penetration of the spray into the cross- ow, the propagatio of the spray upstream and
downstream of the injector parallel to the cross- ow axis, the @jectory spray plume core,
and the velocity of the droplets within the plume.

Spray Penetration

The penetration of the spray into the cross- ow indicates the leveo which the spray is
in uenced by the cross- ow. The further the spray is able to perteate transversely into the
cross- ow, the greater the surface area on which the crosswoacts. Figure 6.27 quanti es
the penetration of each spray and cross- ow condition with the 1MPa injections in blue,
and the 10 MPa injections appearing in black, while the Ma= 0:35 is denoted with an
asterisk and the Mg = 0:58 is denoted with a triangle.

From Fig. 6.27 it is observed that the 15 MPa injection penetration awes appear to be
quite similar over time, although the Mg = 0:58 cross- ow reduces the penetration after
0.1 ms after SOF when compared with the penetration curve for Ma= 0:35 cross- ow
conditions. This suggests that momentum of the fuel spray in theiction of the spray
axis (transverse to the cross- ow) is unchanged by the crossew, and hence injections
which initially have more momentum will penetrate further into the spay. For the 10
MPa injection into the May = 0:35 cross- ow the same behaviour exhibited with the
penetration increasing at a decreasing rate as the time after SOFcieases. The average
magnitude of this penetration is smaller than that of the 15 MPa as wid be expected due
to the reduced momentum of the fuel spray. These behavioursbstantiate the assumption
behind the spray axis derivation discussed in Section 2.2 which asssntleat initially the
liquid is injected normal to the cross- ow axial direction.

Interestingly, the injection of the 10 MPa spray into the Mg = 0:58 cross- ow shows
substantially di erent behaviour. The penetration curve begins in he same manner with
the magnitude slightly less than that of the 10 MPa injection into the My = 0:35 cross- ow
from 0.2 to 0.9 ms after SOF. After 0.9 ms after SOF the penetrationeases to increase
and remains constant. This is indicative of the cross- ow fully entriaing the fuel droplets,
dissipating the transverse momentum. Since the ability of dropletsottrack the ow is
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Figure 6.27: Development of spray penetration into the cross- ow over time fol0 MPa
(black) and 15 MPa (blue) into Mg, = 0:35 (*) and Mayg = 0:58 (O) with error bars
expressing the uncertainty from Table 5.7
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based on the droplet size as discussed in Section 3.3.3, it can be higpsized that the
mean droplet size has decreased enough to produce a Stokes remahich is smaller than
1.

As previously mentioned, the growth rate of penetration decreas as time after SOF
increases. This can be attributed to the tendency for the peneitting fuel to lose momentum
due to drag forces present in the cross- ow and due to the lossrofss due to stripping and
further break-up. As droplets are produced, they are quickly neoved from the plume and
carried with the air ow downstream of the injector. The penetraton depth which marks
the furthest droplets from the injector tip measured along the igctor axis shows that only
the q = 249 or Mag = 0:58 and 10 MPa injection remains entirely within the cross- ow.
The other sprays, while the majority of their mass might be within thget, are still able
to fully penetrate through the cross- ow which has a width of 40-8 mm depending on the
location where penetration occurs.

Spray Tail Length

The second geometric parameter which is measured for the spragss- ow interaction is
the total tail length. The total tail length is subdivided into 2 parts as outlined in Section
4.3.2, which are the upwind and downwind tail lengths. Evaluation of ta downwind tail
length indicates the ability of droplets to be carried by the cross-w, while the upwind
tail length is a measure of plume 2 and its ability to penetrate upstrea of the injector.

The rst observable feature of Fig. 6.28 is the linear increase in tail hgth before the
tail extends outside of the eld of view. Note that the blue curveseapresent the 15 MPa
injection and the black curves represent the 10 MPa injection, whilbe asterisks represents
the Mag = 0:35 cross- ow, and the triangle represents the Ma= 0:58 cross- ow.

It becomes apparent that the total tail length is primarily a function of May, with
increasing Mg leading to an increased tail length. This is due to the fact that the arss-
ow immediately strips away the smallest and most buoyant particlesrébm the injection
and carries them downstream. These patrticles represent the thest liquid downstream of
the injector at any point and control the total tail length which is mainly a function of the
downwind tail length as can be seen when comparing Figs. 6.28 and 6.31

Figure 6.29 demonstrates the tendency for small droplets to be igkly entrained by
the air ow. Measurements taken 17 mm downstream of the injectpand at the bottom
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Figure 6.28: Development of the total tail length over time for 10 MPa (black) ad
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Figure 6.29: Droplet size distribution for 10 MPa injections into quiescent and 12fh=s
cross- ow conditions. Measurements recorded at an axial diste of 51 mm and a radial
distance of -13 mm, per Fig. 6.10

edge of the theoretical potential core for 10 MPa injections intohe quiescent and cross-
ow conditions, illustrate that in cross- owing conditions the local droplet size distribution
has larger values than in quiescent conditions. This is because thess- ow removes the
smaller droplets form the measurement domain leaving the larger ghets to be quanti ed.
Calculating the SMD at this location for both conditions, it is found tha the 10 MPa
injection into quiescent conditions results in a value of 10.76m and 14.66 m for the 10
MPa injection into the 120 m=s cross- ow, at this location.

The injection pressure, and consequently Weplays a moderate role, with higher We
leading to a slightly increased average total and downwind tail lengthThis is thought to be
a function of the improved atomization which accompanies higher irggon pressures. The
smaller droplets produced by the higher injection pressure would dease the calculated
local Stokes number (Section 3.3.3), increasing the likelihood thatdiz are entrained by
the cross- ow.

Figure 6.30 illustrates that at the same location within the spray, théigher injection
pressure droplets display smaller diameters than the lower injectigoressure spray at the
same location, and at the same cross- ow conditions. The calculdt&MD gives values of
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Figure 6.30: Droplet size distribution for 10 and 15 MPa injections into 120n=s cross-
ow conditions. Measurements recorded at an axial distance of 5im and a radial distance
of -13 mm, per Fig. 6.10

10.66 m for the 15 MPa injection and 14.66 m as previously mentioned for the 10 MPa
injections.

Calculations of the tail tip velocity can be performed for each set @bnditions using the
linear slopes from Fig. 6.28. The linear appearance means that theeaat which the tail
length increases remains relatively constant. For the Nja= 0:58 cross- ow conditions, the
15 MPa injection tail velocity is 194m=s while for the 10 MPa injection it is 184m=s. For
the Magy = 0:35 cross- ow the tail velocities are 121 and 11&=s for the 15 and 10 MPa
injections respectively. The slightly higher velocity of the 15 MPa injgions is consistent
with the conclusion of the droplets having a smaller Stokes number sifying improved
entrainment and reduced drag.

Figure 6.32 depicts the change in the upstream penetration of plun2e which is high-
lighted in Fig. 3.2. The geometric orientation of the injector results irplume 2 being
injected in the vertical (image) plane along the center plane of thea@ss- ow. As such, the
upstream penetration is only measuring fuel issuing from this portt is observed that the
fuel spray is able to penetrate upstream into the air ow passed #hinjector axis. Looking
at Fig. 6.32, it is evident that for each spray there exists a peak in thupwind tail length.
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Figure 6.31: Development of the downwind tail length over time for 10 MPa (blackand
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After this peak, the upwind tail length decreases and remains relagély constant. The
magnitude and time after SOF at which this peak occurs, appear toehindependent of the
Pinj and primarily in uenced by the Ma,.
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Figure 6.32: Development of the upwind tail length over time for 10 MPa (black) ad
15 MPa (blue) into Mag = 0:35 (*) and Mag = 0:58 (O) with error bars expressing the
uncertainty from Table 5.7

The upwind tail length magnitude, after the peak, remains a functio of Mag but also
is dependent onP,, with higher Py resulting in a higher upwind tail length. Overall,
the magnitude of the upwind tail length remains relatively constant fier the occurrence
of the peak with a slight increase observed for the 15 MPa injectiontinthe Mag = 0:35
cross- ow, but a stronger increase observed in the 15 MPa injézt into the Mag = 0:58
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cross- ow with the magnitude approaching that of the peak for tfs scenario.

Lee et al. [72] and Sallam et al. [22] studied turbulent and non-turbulé round jets in
cross- ows respectively, for conditions of Weupto 282, q upto 200, and We upto 32,200.
Both authors noted that the time required for column break-up taccur is a constant given
by

. = Cyp (6.6)

wheret is the characteristic aerodynamic time given by (= 4)**2d,=u,, and Cyy is the
empirical constant. The authors found that for a given injector igze, the breakup time
is mostly impacted by changes in the free stream velocity, with an inease in velocity
decreasing the time until break-up. This is consistent with the restuof Fig. 6.32 showing
the smaller upstream penetration length, and also, the earlier panation peak for the
higher velocity, Mg;=0.58 ow.

The report produced by Hamady et al. [73] looks at the injectionsdm various injectors
for SIDI applications. In examining the SMD for each injector style #h increasing time
after SOI, it became apparent that initially the SMD was increased deito nozzle opening
e ects which lowered the momentum and reduced the atomization qlity. However, the
SMD would decrease quickly and settle at a mean value once the soldnalve was fully
open. Thus, it is believed that the initial peak in the upstream tail lenth is due to the
increased SMD during nozzle opening. Since the cross- ow acts pemdicular to the spray
axis, it will carry droplets downstream. In the case of plume 2, largelroplets would have
an increased resistance to being carried downstream and althouthieir momentum may
be less than the smaller well atomized droplets occurring when theeate is fully open,
they remain upstream of the spray axis longer, causing the peak ipwind penetration.

Spray Axis De ection

Prediction of the spray axis as outlined in Section 4.3.2 shows the belwur of the spray
core, which is de ned as the area of the spray with a high liquid fractio Appendix C
shows the raw data points for the spray axes for time steps bete0.1 ms and 1.0 ms after
SOF, for both the Mg, = 0:35 and 058 cross- ows. The axis points represent the locations
of maximum intensity which is used as an indicator of maximum fuel coantration as
indicated previously.
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From the results presented in Appendix C it is apparent that decresing the momentum
ratio of the liquid jet to the cross air ow, @, increases the rate at which the multi-plume
spray begins to resemble a single plume spray (with one main core regsurrounded
by a cloud of droplets). This is primarily a function of the cross- ow elocity, as the
most noticeable di erence is between the Mg0.35 and May=0.58 cross- ows rather than
between the 10 and 15 MPa injection conditions.

Furthermore it is also anticipated that the results correspondingd short times after
SOF are also increasingly impacted by variations in laser sheet intenysivhen considering
the windward and leeward plumes of the spray.

These two issues impact the ability of the axis detection algorithm todequately de-
termine the spray axis, and hence results between 0.1 and 0.2 meaffOF as well as 0.3
ms for Ma;=0.35 cross- ow are not considered when detecting the spray axis

For single-plume sprays, the spray axis is non-dimensionalized usirg tinjector diam-
eter. Since the present study looks at the multi-plume spray, an eiyalent diameter dgq
given by

Pp—
deg=2 ab (6.7)

is calculated using the elliptical area formed by the location of the haeon the injector
tip, shown in Fig. 6.33. Here aa and b are the major and minor axis of the ellipse. For
the present study a=1926 mm and b=1707mm.

7@;%
L b

e
\Z
Figure 6.33: Schematic illustrating the ellipse used to calculated the equivalent diseter
of the injector.
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The non-dimensionalized spray axes are plotted for each time stephigs. 6.34-6.37.

119



Table 6.3 lists the colors and symbols used to indicate time after SOF ings. 6.34 - 6.37
for the spray axes.

Time after SOF Color

0.3 red
0.4 green
0.5 cyan
0.6 yellow
0.7 magenta
0.8 black
0.9 blue
1.0 brown

Table 6.3: Legend for spray axis plots used in Figs. 6.34-6.37

Analysing the spray axis at each time step fog=991, which are illustrated in Fig. 6.34
and Appendix C, it is observed that the spray core (high concenttian region) is able to
penetrate through the cross- ow. The high concentration, andelatively high momentum
of the fuel within the core, limits the impact of the cross- owing air.Hence, the spray axis
continues to penetrate through the cross- ow with increasing tim after SOF, as depicted
by Fig. 6.34. Eventually the rate of penetration decreases as reted by the grouping of
the spray axes for 8 1.0 ms after SOF. This is similar to the decrease in the penetration
depth growth rate observed in sprays into quiescent conditionseen in Fig. 6.27. This
result is expected since the drag forces acting on sprays also tgsiepagation of the spray
plumes transversely through the cross- ow.

The spray axes corresponding tg=665, which are illustrated in Fig. 6.35, are indepen-
dent of the time after SOF, except for 0.4 ms and 0.5 ms after SOFhigh are represented
by the green and cyan curves respectively. These two axes détat locations of x=d, =
7.5 and 13, ceasing to follow the same relationship as the rest of tipgay axes. Here, the
decreased injection pressure reduces the droplet size, as illudain Fig. 6.30, and the
liquid momentum, allowing for the axes to be easily de ected by the css- ow.

Figure 6.36 depicts the spray axes results for conditions @f371. Here the spray axes
appears to be independent of time after SOF, until xd.,=25. At this point, there seems
to be a variation in the spray axis, with that of time step 1.0 ms after OF decreasing its
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Figure 6.34: Spray axis for 15MPa injection into Mg=0.35 cross- ow for 0.4-1.0 ms after
SOF, corresponding tog = 991, We = 2:1 10, and We, = 213. See Table 6.3 for color

and symbol de nitions
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Figure 6.35: Spray axis for 10MPa injection into Mg=0.35 cross- ow for 0.4-1.0 ms after
SOF, corresponding tog = 665, We = 1:4 10, and We, = 213. See Table 6.3 for color
and symbol de nitions
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Figure 6.36: Spray axis for 15MPa injection into Mg=0.58 cross- ow for 0.3-1.0 ms after
SOF, corresponding tog = 371, We = 2:3 1%, and We, = 617. See Table 6.3 for color
and symbol de nitions
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slope when compared to 0.7-0.9 ms after SOF. It is important to notkat at this location,
the spray axes penetrate through the theoretical boundary d¢iie cross- ow potential core.
Thus, the spray ceases to experience cross- owing conditionshi3 is similar to the spray
conditions corresponding tag=991 as discussed above.

0 T T T T

0.3-0.7ms
ASOF

10r

251 8

30 10 20 30 40 50
.
deg mm

Figure 6.37: Spray axis for 10MPa injection into Mg=0.58 cross- ow for 0.3-0.7 ms after
SOF, corresponding tog = 249, We = 1:5 1C°, and We, = 617. See Table 6.3 for color
and symbol de nitions

Finally, the results for g=249 show that at this momentum ratio, the spray axes are
completely independent of time after SOF. In this instance, the spy core remains within
the theoretical potential core, and continues to experience @® owing conditions.

Dismissing the results of the 15 MPa injection into the Mg=0.35 cross- ow and and
portions of the spray axes for the 15 MPa injection into the Mg0.58 cross- ow, due to
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the early penetration through the ow, the equation predicting tre spray axis found in Eq.
2.23 is tted to the remaining spray axes. The constants for this tare found in Table 6.4
6:4 . This correlation ts the data well with the r? value reading 97.6%, and the RMS of
the error only 0.535. These results are depicted, in Fig. 6.38, by theagenta curve.

Equa- Squared  pvis of
, A B C m n r2 Sum of
tion Error
Error
Eq. 2.23 0.3597 1.608 0.535 0.4147 0 0.976 4652 0.535
2:219
Eq. 6.8 12.53 1.509 10 5 -0.1748 1.684 0.981 3763 0.481
Table 6.4: Correlation curve t parameters
The black curve in this gure represents a new correlation expre=s by
Y = A" In[B + Cq' - ] (6.8)
deq deq

The major di erence between this new correlation and Eq. 2.23 is the uence of g inside
of the natural logarithm and stems from the derivation of Eq. 2.10discussed in section
2.2. The derivation is founded in the force balance on a droplet in cdow conditions.

It was noted that the constants in this equation contain the drag @e cient, Cg,, Which
Mashayek et al. [11] note is dependent on the liquid and gas phase weéles. Exploiting
this dependence they state that the constant in front of the naitral logarithm must vary
with g which leads to Eq. 2.23. However, the presence ©fy inside the natural logarithm
(as part of constantC) is not considered. Thus, it is expected that a similar dependence
must be used within the natural logarithm as found in Eq. 6.8, with emipcal constants
found in Table 6.4 64 . It is apparent that Eq. 6.8 predicts the axes slightly better,
improving the r? value to 98.3 %, and decreasing the RMS of the error and the Squdére
Sum of Error(SSE). From Fig. 6.38, it is noticed that Eq. 6.8 improvethe prediction of
the spray axes forg=249 and 665, but that for g=371 there is not a marked improvement.

The empirical values for the two ts were obtained using MATLAB's nm-linear least
squares curve tting toolbox, and are valid for the range of expanental conditions listed
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Figure 6.38: Comparison of existing correlation (magenta) with correlation exgssed by
Eqg. 6.8 (black) for 10 MPa injection into Mg=0.58 and Mg;=0.35 cross- ow and 15 MPa
injection into May=0.58 cross- ow.

Variable Range

249 q 665

213 We, 617
14 100 Wg 21 10

Table 6.5: Conditions for the new multi-plume spray axis correlation(Eq. 6.8 andhe
existing spray axis correlation(Eq. 2.23)
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in Table 6.5 As such, it is apparent that the spray axes of the multi-plme sprays studied
in this work, can be predicted using a model similar in form to those udefor single
plume sprays. Furthermore, the accuracy of these models are imaped upon through the
inclusion of g in the natural logarithm.

6.3.2 Spray PIV

The use of PIV allows for the quanti cation of droplet velocity throughout the spray as
well as the detection of large scale structures. Information abbdroplet velocity indicates
the level to which the cross- ow is able to redirect droplets and erdin them within the

air ow. Figure 6.39 gives the mean velocity vector maps at 1 ms aft&8OF for each set
of conditions. 1 ms after SOF was selected to allow for the spray te lilute enough to
perform PIV.

Looking at the velocity maps, for Mg=0.35 and 15 MPa and Mg=0.58 and 15 MPa
seen in Figs. 6.39(a) and 6.39(c) respectively, it is noticed that theaximum velocity
downstream of the injector tip, which is located 34 mm in the axial diion and 15
mm in the radial direction from the air nozzle, is greater than the indeendent cross- ow
velocity measured in Table 6.1. Here the cross- ow momentum is imgad to the droplets
without signi cant change to the initial droplet momentum, giving a resultant value that
is greater than both the cross- ow and injector initial values.

For the May=0.35 and 10 MPa and Mg=0.58 and 10 MPa set of conditions seen in
Figs. 6.39(b) and 6.39(d) respectively, the opposite is true. For#Mag;=0.35 and 10 MPa
there is a small region near the injector tip which displays elevated leeity, while the bulk
of the ow displays velocities which are smaller than the cross- ow ini&l velocity. This
leads to the conclusion that the droplets, which have a larger SMD austill in uenced
by the cross- ow and translated along the cross- ow axis, but ta lesser extent than the
15 MPa injected sprays which typically have a smaller SMD due to the Higr injection
pressure.

The same can be noted for the Ma0.35 and 15 MPa condition, which does not show
any velocities above the cross- ow initial velocity. Instead what aabe noted for this spray
is that velocity vectors quickly align with the cross- ow axis at an axia distance of 100
mm, retaining a small amount of momentum in the negative radial dir¢ion. This can be
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(a) Mag=0.35 and 15 MPa (Up,=125 m/s)

b) Ma4=0.35 and 10 MPa (Uy,=125 m/s
g

Figure 6.39: Velocity vector map for fuel sprays 1 ms after SOF
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(c) May=0.58 and 15 MPa (U,=215 m/s)

(d) May=0.58 and 10 MPa (U,=215 m/s)

Figure 6.39: Time averaged velocity vector map for fuel sprays 1 ms after SOF
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attributed either to the initial injection momentum, or to the tendency for the cross- ow
to spread outwards as mixing occurs at the periphery of the air jeiThis behaviour is also
noticed in Figs. 6.39(d) and 6.39(b) at an axial distance of 80 mm, whikg. 6.39(c) does
not align within the eld of view which extends to 157 mm.

Figures 6.40(a) (d) map the variability in the magnitude of the velocity vectors throwgh-
out the spray. These contour plots show the velocity magnitude viability at any location
within the spray, to within 1:96 which is the margin of error used to calculate the 95%
con dence interval. Hence, sprays injected into the cross- owxperience minimal variation
in velocity within the main body of the spray. However, variations upards of 5 m/s can
be seen at the periphery of the sprays, as depicted by Figs. 6.40(d). It is important
to note that the contour plots do not account for changes in theidection of the velocity
vectors.

Finally, Figs. 6.41(a)-(d) quantify the number of instantaneous w&ors included in the
calculation of the mean velocity at each location. Although, 2000 sebf PIV data were
recorded for each set of conditions, vector Itering, image prossing, and variation of the
instantaneous spray shape within the cross- ow reduce the nurab of vectors included
in the calculation. As a result, the mean velocity within the main body othe spray is
calculated based on 1800-1600 instantaneous vectors, while ag {heriphery of the spray
the number drops to 0. Together, Figs. 6.40 and 6.41 validate thatitivin the main body
of the spray, the mean velocity magnitude is relatively stable, with aigh occurrence of
vectors and a low variability in the velocity magnitude.

In summary, the PIV of the spray plume has been used to quantiffne mean velocity of
the fuel droplets, illustrating that the lower injection pressure tads to experience an overall
deceleration of droplet velocity, while the higher injection pressutleads to droplets being
entrained by the cross- ow without signi cant loss of their initial momentum. Furthermore,
itis illustrated that mean velocity magnitudes within the spray plumes ee relatively stable,
demonstrating small variability in the set of instantaneous images,ppearing in 80-90 %
of the instantaneous images.

A complete summary of the results and conclusions will be presentedthe following
chapter along with recommendations for future work and extensig to the present study.

130



Radialmm]
AvdVelocity[m/s]

Axial[mm]

(a) May=0.35 and 15 MPa (U,=125 m/s)

(b) Ma4=0.35 and 10 MPa (Uy,=125 m/s)

Figure 6.40: Time averaged velocity variability vector map for fuel sprays 1 ms &
SOF
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(c) May=0.58 and 15 MPa (U,=215 m/s)

(d) Ma4=0.58 and 10 MPa (Uy,=215 m/s)

Figure 6.40: Velocity variability map for fuel sprays 1 ms after SOF
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(a) May=0.35 and 15 MPa (U,=125 m/s)

(b) May=0.35 and 10 MPa (U,=125 m/s)

Figure 6.41: Number of vectors map for fuel sprays 1 ms after SOF indicating éhnumber
of vectors used in calculating the mean velocity
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(c) Mayg=0.58 and 15 MPa (Uy,=215 m/s)

(d) May=0.58 and 10 MPa (U,=215 m/s)

Figure 6.41: Number of vectors map for fuel sprays 1 ms after SOF indicating éhnumber
of vectors used in calculating the mean velocity
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Chapter 7
Conclusions and Recommendations

An experimental system for investigating the interaction betweethe multi-plume sprays
issuing into a high-velocity cross- ow has been developed and cheterized. Axial and
radial velocities along with turbulent kinetic energy have been measad for the cross- ow
using Particle Imaging Velocimetry (PI1V) techniques, and the lengtlof the potential core
identi ed for 2 di erent core velocities between Mach number 0.3 an@.6.

Macroscopic spray characteristics such as penetration depthpray angle and spray
width have been measured for the multi-plume spray in quiescent aditions for a range
of time steps from start of fuel (SOF) allowing for the characteration of the injector
performance before introducing the spray into the cross- ow.

Also, tail length and penetration of the spray into the cross- ow e calculated from
images for the range of time steps after SOF. The same images al®aused to adapt
methodologies from single plume studies for use in multi-plume analysisdato predict the
axis of the spray plume corresponding to the axis of highest fuelrm@ntration.

Furthermore, PIV measurements of the spray plume are perfoed at 1.0 ms after SOF.
Droplet velocities are calculated for the spray, allowing for discussimn the impact of the
cross- ow on the spray plumes.

Lastly, the experimental uncertainty has been quanti ed for themeasurements and is
included with the analysis presented in the results.

The above measurements and developed analysis tools were usedssess the inter-
action of the fuel spray and cross- ow and allow for the assessmf the level of mixing
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that occurs. The results have been incorporated into the validatioprocess for spray-air
interaction used in the design of SIDI engines.

7.1 Conclusions

Results show that the air jet developed for the high-velocity crossw displays evidence
of the vena contracta e ect leading to a slight dog-eared velocityrp le close to the air jet
outlet. The resulting velocity maximum which occurs at the peripherpf the potential core
is less than 3 % of the potential core velocity and dissipates with in@ging axial location
x/D from the nozzle outlet. Furthermore, the length of the potetial core is shown to
increase with increasing Mg number indicating a reduced level of mixing with increasing
levels of compressibility. Finally, the axial velocity within the shear layedisplays the
self-similarity which is noted in literature, but also displays a slight upwal draft when
considering the radial velocity proles. This upward draft does apgar to dissipate by
x/D=4 and hence the potential core is deemed a suitable high-velogitross- ow for the
study.

Examining the multi-plume sprays into quiescent conditions, it is immedialy apparent
that the higher injection pressure consistently leads to a larger petration depth, and
that this penetration initially follows a linear relationship. After the breakup point at time
t=0.5 ms after SOF, the penetration begins to follow the®® relationship per ndings in
literature.

Alternatively, the spray angle of the multi-plume spray decreasesitlv increasing injec-
tion pressure at a given time after SOF which is contrary to literatug, but is thought to be
similar to the reduction in the mixing rate of the air jet with increasing \elocity. It is also
observed that the spray angle continually decreases at a deciieggate with increased time
after SOF, suggesting that there is an asymptotic value which carelselected to represent
the injector and is independent of injection pressure.

The results for the multi-plume sprays injected into the cross- owmng air illustrate that
the tail length is primarily in uenced by the velocity of the cross- ow, with increasing
air velocity resulting in an increased tail length. The liquid Weber numheW g plays a
secondary role with increasedlV g leading to a minor increase in the tail length. The tail
length is dictated by the ability of the cross- owing air to entrain the nest droplets in the
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atomized spray and carry them downstream. As such, higher veltyccross- ow signi es an
increased distance that entrained droplets are able to travel dostream for a given time,
while the increasedW g signals ner atomization of the spray leading to droplets being
entrained more easily. Furthermore, the penetration of the spyaupwind of the injector
is primarily a function of air velocity and the momentum with which the coss- ow can
break up or entrain the upwind plume. It is also hypothesized that reslle opening e ects
are producing a peak early on in the upwind penetration due to the pduction of larger
droplets which take longer to be entrained by the air ow.

Alternatively, the penetration of the spray into the cross- owingair stream is found to
be governed solely by the injection pressure. This nding is consistewith the assump-
tions which are the foundation for the existing spray axis models witicconsider that the
momentum of the injected mass and the momentum of the crosswing air act perpen-
dicular and independently of each other. Thus, higher injection pssure results in higher
initial momentum which translates into a larger penetration into the coss- ow. For the
present study, the multi-plume sprays issuing into the cross- owdgin to resemble single-
plume sprays issuing into cross- owing air as early as 0.3 ms after SCefore this point,
sprays retain the characteristics of individual plumes. Once thesharacteristics dissipate
the spray contains a high concentration core region which is followég a cloud of atom-
ized droplets. The highest concentration within this core region is sismed to correlate
with the highest pixel intensity. Using this methodology and compemsing for light sheet
bias, the spray axis is determined. The spray axis is found to be indapdent of the time
after SOF at which the images are taken, but rather is more heavily ipacted by the
injection pressure and the air velocity. The spray axes can be piettd well using the log-
arithmic models, found in literature for single-plumes. A modi ed formof the logarithmic
model is developed, improving the accuracy of spray axis predictionthe range of studied
conditions.

Lastly, the measurement of droplet velocity for sprays injected io the cross- ow at
1 ms after SOF show that 10 MPa injections tend to align with the cr@s ow axis faster
than the 15 MPa sprays, although, for the 15 MPa spray this happe quicker for the
125 m/s cross- ow. However, the 15 MPa spray demonstratesn ancrease in the velocity
magnitude of the droplets downstream of the injector tip. This inaase is due to the
momentum of the cross- ow which increases the droplet velocity alg the cross- ow axis
without impacting the droplet momentum in the radial direction. The 10 MPa sprays
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experience mean velocities which are either in-line or lower than the it cross- ow
velocity leading to the conclusion that the a lower amount of crosssw momentum is
imparted to the droplets than for the 15 MPa injection.

7.2 Recommendations

It is recommended that the similar analysis be applied to a compreheves data set which
looks at a wider range of momentum ratio and gas phase Weber numb@&his will allow
for the calculation of the coe cients of the power-law model which &s been extended from
single-plume sprays to multi-plume-sprays. Furthermore, the eats that gas phase Weber
number and momentum ratio should be incorporated into the model.

Another extension of the present work is the measurement and ntml of the fuel
temperature. Currently, temperature e ects are ignored, altbugh localized heating from
the cross- ow does occur. Improved measurement and controf this temperature will
allow for the comparison of an evaporating and non-evaporatingrgly and the impacts on
the measured characteristics.

Further improvements into the application of spray PIV are also reammended. Cur-
rently, noise from multiple scattering between out of plane dropletsbscures the image
leading to a reduction in accuracy of the droplet velocity measuremts. The addition of
a uorescent tracer to fuel spray will allow for the in-plane droplet to be clearly detected.
Rhodamine which is used to shift the wavelength of unwanted re eicins can be used as
such a tracer. The use of a narrow bandpass Iter will allow only theuorescing wavelength
to reach the image sensor and remove the scattering from the laskeet. Furthermore,
this technique can be extended to include Laser Sheet Drop SizingS[DS) measurements
which allow for the global drop size distribution to be measured. This farmation would
allow for investigation into the level of atomization enhancement thaoccurs by introduc-
ing a spray into a high-velocity cross- ow. Particle imaging, which usehigh power optics
to resolve individual particles, in conjunction with the LSDS techniga will also provide
information about the mechanisms of droplet breakup which occuis the presence of the
Cross- ow.

For measurement of droplet sizing, in order to improve the accuna®f the results a
uorescent tracer can be added to the fuel spray such that théroplets which are exposed
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to the laser sheet will emit at a di erent wavelength. Using a narrow éndpass lter, the
uorescing wavelength can be imaged and the noise present frometimultiple scattering
of the laser light can be further eliminated.
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Appendix A

Axial and Radial Velocity, and TKE
Plots for Air Jet
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Figure A.1: Axial velocity pro les for Magy = 0:35 (U,=125 m/s) at locations a)x=D = 1,
b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4
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Figure A.2: Axial velocity pro les for Ma 4 = 0:58 (U,=215 m/s) at locations a)x=D = 1,
b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4
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Figure A.3: Radial velocity pro les for Mag = 0:35 (U,=125 m/s) at locations a)x=D = 1,
b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4
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Figure A.4: Radial velocity pro les for Mag = 0:58 (U,=215 m/s) at locations a)x=D = 1,
b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4
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Figure A.5: Turbulent kinetic energy pro les for Mayg = 0:35 (U,=125 m/s) at locations
a)x=D =1, b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4

153



() (b)

(© (d)

(e)

Figure A.6: Turbulent kinetic energy pro les for Mayg = 0:58 (U,=215 m/s) at locations
a)x=D =1, b)x=D =1:36, cx=D =2, d)c)x=D =3, e)x=D =4

154



Appendix B

Images of Temporal Evolution of
Quiescent Sprays
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(a) 0.0ms (b) 0.1ms

(c) 0.2ms (d) 0.3ms

Figure B.1: 10MPa spray development in quiescent conditions corresponding @alms
increments from 0.0 ms after SOF to 0.3 ms after SOF
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(e) 0.4ms (f) 0.5ms

(9) 0.6ms (h) 0.7ms

Figure B.1: 10MPa spray development in quiescent conditions corresponding @alms
increments from 0.4 ms after SOF to 0.7 ms after SOF
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(i) 0.8ms () 0.9ms

(k) 1.0ms () 1.1ms

Figure B.1: 10MPa spray development in quiescent conditions corresponding @alms
increments from 0.8 ms after SOF to 1.1 ms after SOF
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(m) 1.2ms (n) 1.3ms

(o) 1.4ms (p) 1.5ms

Figure B.1: 10MPa spray development in quiescent conditions corresponding @alms
increments from 1.2 ms after SOF to 1.5 ms after SOF
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(a) 0.0ms (b) 0.1ms

(c) 0.2ms (d) 0.3ms

Figure B.2: 15MPa spray development in quiescent conditions corresponding @alms
increments from 0.0 ms after SOF to 0.3 ms after SOF
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(e) 0.4ms (f) 0.5ms

(9) 0.6ms (h) 0.7ms

Figure B.2: 15MPa spray development in quiescent conditions corresponding @alms
increments from 0.4 ms after SOF to 0.7 ms after SOF
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(i) 0.8ms () 0.9ms

(k) 1.0ms () 1.2ms

Figure B.2: 15MPa spray development in quiescent conditions corresponding @alms
increments from 0.8 ms after SOF to 1.1 ms after SOF
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(m) 1.2ms (n) 1.3ms

(o) 1.4ms (p) 1.5ms

Figure B.2: 15MPa spray development in quiescent conditions corresponding @alms
increments from 1.2 ms after SOF to 1.5 ms after SOF
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Appendix C

Images of Spray Axis and Raw Data
for Sprays into Cross- ows
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Figure C.1:
0.1 ms increments from 0.1 ms after SOF to 0.2 ms after SOF, corresging to g =991,

Weg =2:1 10°, and Wey = 213. Red line represents raw bend axis data, and the green
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Development of 15MPa fuel spray into Mg = 0:35 cross- ow conditions in
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Figure C.1: Development of 15MPa fuel spray into Mg = 0:35 cross- ow conditions in
0.1 ms increments from 0.3 ms after SOF to 0.4 ms after SOF, corresging to g =991,
Weg =2:1 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.1: Development of 15MPa fuel spray into Mg = 0:35 cross- ow conditions in
0.1 ms increments from 0.5 ms after SOF to 0.6 ms after SOF, corresging to g =991,
Weg =2:1 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.1: Development of 15MPa fuel spray into Mg = 0:35 cross- ow conditions in
0.1 ms increments from 0.7 ms after SOF to 0.8 ms after SOF, corresging to g =991,
Weg =2:1 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.1: Development of 15MPa fuel spray into Mg = 0:35 cross- ow conditions in
0.1 ms increments from 0.9 ms after SOF to 1.0 ms after SOF, corresging to g =991,
Weg =2:1 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.2: Development of 10MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.1 ms increments from 0.1 ms after SOF to 0.2 ms after SOF, corresging to q = 665,
Weg =1:4 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.2: Development of 10MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.1 ms increments from 0.3 ms after SOF to 0.4 ms after SOF, corresging to q = 665,
Weg =1:4 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.2: Development of 10MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.1 ms increments from 0.5 ms after SOF to 0.6 ms after SOF, corresging to q = 665,
Weg =1:4 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.2: Development of 10MPa fuel spray into Mg= 0:35 cross- ow conditions in
0.1 ms increments from 0.7 ms after SOF to 0.8 ms after SOF, corresging to q = 665,
Weg =1:4 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.2: Development of 10MPa fuel spray into Mg = 0:35 cross- ow conditions in
0.1 ms increments from 0.9 ms after SOF to 1.0 ms after SOF, corresging to q = 665,
Weg =1:4 10°, and Wey = 213. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.3: Development of 15MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.1 ms after SOF to 0.2 ms after SOF, corresging to q= 371,
Weg =2:3 10°, and Wey = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.3: Development of 15MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.3 ms after SOF to 0.4 ms after SOF, corresging to q= 371,
Weg =2:3 10°, and Wey = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.3: Development of 15MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.5 ms after SOF to 0.6 ms after SOF, corresging to q= 371,
Weg =2:3 10°, and Wey = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.3: Development of 15MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.7 ms after SOF to 0.8 ms after SOF, corresging to q= 371,
Weg =2:3 10°, and Wey = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.3: Development of 15MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.9 ms after SOF to 10 ms after SOF, corresging to q = 371,
Weg =2:3 10°, and Wey = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.4: Development of 10MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.3 ms after SOF to 0.4 ms after SOF, corresging to q = 249,
Weg =5:79 10 and We; = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.4: Development of 10MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.3 ms after SOF to 0.4 ms after SOF, corresging to q = 249,
Weg =1:5 10°, and We, = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.4: Development of 10MPa fuel spray into Mg = 0:58 cross- ow conditions in
0.1 ms increments from 0.5 ms after SOF to 0.6 ms after SOF, corresging to q = 249,
Weg =1:5 10°, and We, = 617. Red line represents raw bend axis data, and the green

line represents the curve t.
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Figure C.4: Development of 10MPa fuel spray into Mg= 0:58 cross- ow conditions 0.7
ms after SOF, corresponding tag = 249, Weg = 1:5 10, and We, = 617. Red line
represents raw bend axis data, and the green line represents theve t.
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Appendix D

Curve Fit Parameters for Spray Axis
and Correlation Values
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Table D.1:

De nition for spray axis predictions

Time
P after Fittin
Ma, " J b c d
(MPa) SOF Equation
(ms)

0.35 15 0.1 a x° 3.6310 0.3186 N=A N=
0.35 15 0.2 a x° 5.3165 0.3378 N=A N=
0.35 15 0.3 a x° 5.2825 0.4164 N=A N=
0.35 15 0.4 a x° 5.2512 0.4659 N=A N=
0.35 15 0.5 a x° 7.4022 0.3474 N=A N=
0.35 15 0.6 a x° 7.1161 0.3748 N=A N=
0.35 15 0.7 a x° 6.6249 0.4116 N=A N=
0.35 15 0.8 a x° 4.9116 0.5366 N=A N=
0.35 15 0.9 a x° 4.2517 0.5888 N=A N=
0.35 15 1.0 a x° 4.8608 0.5449 N=A N=
0.35 10 0.1 a x° 3.6816 0.1907 N=A N=

a eéx+
0.35 10 0.2 o 8.7836 0.0085 -6.5663 -0.6144

a ex
0.35 10 0.3 P 15.9705 -0.0076  -10.3467 -0.1695

a ex
0.35 10 0.4 c 15.3264 0.0076 -13.8055 -0.3122

a ex
0.35 10 0.5 o 23.0667 -0.0036  -20.3702 -0.1288
0.35 10 0.6 a x° 7.3454 0.3259 N=A N=
0.35 10 0.7 a x° 7.7987 0.3103 N=A N=
0.35 10 0.8 a xb 8.9135 0.2752 N=A N=
0.35 10 0.9 a xb 7.6962 0.3178 N=A N=
0.35 10 1.0 a x° 7.7858 0.3120 N=A N=
0.58 15 0.1 a x° 5.7135 0.1270 N=A N=
0.58 15 0.2 a x° 5.3707 0.3118 N=A N=
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0.58 15 0.3 a xP 3.5752 0.4811 N= N=
0.58 15 0.4 a x° 4.9200 0.3700 N= N=
0.58 15 0.5 a x° 4.3015 0.4219 N= N=
0.58 15 0.6 a x° 2.9425 0.5337 N= N=
0.58 15 0.7 a xP 2.9549 0.5359 N= N=
0.58 15 0.8 a x° 2.8561 0.5346 N= N=
0.58 15 0.9 a x° 2.7827 0.5615 N= N=
0.58 15 1.0 a x° 3.1746 0.5053 N= N=
0.58 10 0.1 a x° 3.1410 0.2869 N= N=
0.58 10 0.2 a x° 5.8159 0.1945 N= N=
0.58 10 0.3 a x° 4.3593 0.3554 N= N=
0.58 10 0.4 a x° 3.8516 0.3959 N= N=
0.58 10 0.5 a x° 3.7355 0.4009 N= N=
0.58 10 0.6 a x° 4.3638 0.3695 N= N=
0.58 10 0.7 a xP 3.7406 0.4058 N= N=
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