Using Numerical Models for Managing

Water Quality in Public Supply Wells

by
Marcelo Rodrigues de Sousa

A thesis
presented to the University of Waterloo
in fulfillment of the
thesis requirement for the degree of
Doctor of Philosophy
in

Earth Sciences

Waterloo, Ontario, Canada0Q13

©Marcelo Rodrigues de Sousa 2013



AUTHOR'S DECLARATION

I hereby declare that | am the sole author of this thesis. This is a true copy of the thesis, including any
required final revisions, as accepted by my examiners.

I understand that my thesis may be made electronically available to the public.



Abstract

Groundwater models can be useful tools to support decisions regarding the management of public
water supply wells. Scientific progress and the availability of inarghs powerful computer
resources provide a continuous opportunity for improving the way numerical models are applied for
this purpose. In this thesis, numerical groundwater models were applied to address relevant questions
regarding the management of waseipply wells in two distinct glacial aquifers in southern Ontario,
Canada. The objective is to propose scidraged methods that can be applied intagay practice

in the context of source water protection. Three specific issues were addressed:

(1) Time lag in the unsaturated zorfe simplified method was proposed to assess the importance of

the unsaturated zone in delaying the effects of changes at ground surface on water supplg.wells (
unsaturated zone time lag). This assessment is importeatige it influences field and modelling

efforts to estimate well vulnerability to contamination and impacts due to changes in land use. The
proposed method is based on estimations of travel time in the saturated and unsaturated zones, and
provides a formalframework for an intuitive approach. For the studied case, the delay in the
unsaturated zone was deemed to be significant, representiagerage- 11 years or ~ 53% of the

total travel time from ground surface to receptor. Travel times were estinstepapproaches with
different levels of sophistication, to evaluate the usefulnessimplified calculations. Such
calculationslead to the same overall conclusion as more sophisticated anecdimaeming
approaches. However, when assuming limited kndgéeof soil properties, commat earlier stages

of mostinvestigatiors, these simplified techniques generated inconclusive results.

(2) Uncertainty in capture zone delineatigh simple method was proposed to address the issue of

uncertainty in capturgone delineation. This method considers uncertaantyvo different scales:

local (parametric)and global(conceptual) Localscale uncertainty is addressed by using backward
transportsimulationto create capture probability plumegth probabilities angingfrom 0 to 100%.
Globatscale uncertainty is addressed by considering more than one possible representation of the
groundwater system.¢., multiple model scenariosMultiple scenaricanalysis accounts fanore

than one possible representation &f groundwater systemandit incorporates types of uncertainty

that are not amenable to stochastic treatmeigt, Uncertainty due to conceptual model, to different
model codes and boundary condition types). Finally, the precautionary principle is usedbioe

capture probability plumes generated by different scenarios. As a result, two maps are generated: One



for wellhead protection, and another for selection of priority areas for implementation of measures to
improve water quality at the supply welor the studied case, three models with diffesgdtial
distributiors ofrecharge but with similar calibrations were considered, exemplifying the issue-of hon
uniqueness. The two maps obtained by the proposed method were significantly differentngndicati

that recharge distribution represents a major source of uncertainty in capture zone delineation.

(3) Effects of agricultural Beneficial Management Practices (BMPS) in supply:weltsimerical

model framework was used to estimate the effects of meadareeduce nitrate leaching to
groundwater from agricultural activities.d, Beneficial Management Practices, or BMPs). These
measures were implemented in 2003.Q years ago) at the Thornton well fi¢lfoodstock, Ontario,
Canada)to improve well wate quality. This case study is based on extensive field work
characterization from previous research, and allows the discussion of practical issues related with data
collection and interpretatiore (g, different techniques for generating mass loadingidigions were
compared). Regional flow was simulated iB[@ largerscale saturated flow model, while variably
saturated flow and transport were simulated BDasmallerscale, more refined grid. A verticaD

model was used to define the discretizatiothie unsaturated zone of the variagfturated flow and
transport model. Results indicate that the adoption of BMPs in selected areas can be an effective
strategy to improve water quality in supply wells impacted bypaint source contaminants. For the
Thornton well field, the currently adopted BMPs are estimated to reduce concentratiorfforto

~ 7.5 mg NOs-N/L. Water quality at the wells are predicted to respond after 5 to 10 years after
implementation of BMPs, and are expected to stabilizr 2@ to 30 years Management scenarios
with further reductions in nitrate concentration are expected to further reduce concentratidhd by

to ~ 0.8mg NOs-N/L. The proposed framework can be adapted to design and evaluate BMPs for

similar problems antbr other norpoint source contaminants.

Some insights were common to all three issues discussed and can be useful to practitioners involved
in source water protection studies: (1) Reliable recharge estimations are essential for the management
of water suply wells; and (2) The use of multiple models should be encouraged to increase the

understanding of different aspects of the system, assess uncertainty and provide independent checks

for model predictions.
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Chapter 1

Introduction

1.1 Background

In order to manage groundwater resources, it is important to understand the behavior and
distribution of groundwater and its contaminants in the subsurface. Some examples of quedtions th
have to be addressed for the proper management of groundwater resources are: How much water is
stored in a given aquifer? How fast is it moving? How vulnerable is a water supply well to a

contaminant source at ground surface?

To address some of thesgegtions, groundwater models can be useful tools. Groundwater models
are defined as any system that attempts to represent groundwater behavior (Prickett, 1979) and can be
used to make predictions, entertain "wifatscenarios, test hypothes assess undainty and
support the design of field experiments and remediation efforts (Oreskes et al., 1994). Ultimately,
models can be used for decisioraking, decision support and deliberation (van den Belt, 2004; van
den Brink et al., 2008).

In the context of w@r management, an important field is source watateption, which represents
measures to promote safe and sustainable drinking water supplies. Numerical models are commonly
used insource water protection applications, aheir use is even explicitly nescribed in some

regulatory guidelines, such as for the Province of Ontario (Province of Ontario, 2004; 2006).

Within source water protection activities, decisions related to the water supply well itself are
critical. Pumping wells are the means by whighundwater is made readily available for human use
and represent a major intervention into the natural groundwater system (Narasimhan, 2009). Some
management aspects related to water supply wells are: (1) definition of areas to be protected to
preserve wter quantity and quality at supply wells; (2) decisions related to the operation,
decommission and installation of wells; and (3) design of interventions to improve conditions at water

supply wells impacted by contamination.

When rumerical modelsare apgied to support such decisionsfjeir application involves some
challenges. Some of these challenges are specific to groundwater models, such as controlling
oscillations anchumerical dispersion, dealing with long run times and deciding how to numerically
represent processes. Others are more gemaarhlarerelated to the management of dynamic and

heterogeneous natural systems using sparse data and imperfect representations of reality. This is the
1



case for many subsurface hydrology applications, as wellhas fields of knowledge, such as leng

term climate prediction. Examples of such challenges are: dealing with prediction uncertainty and
expert bias, deciding which processes to consider in the analysis and developing ways to incorporate
predictions intathe decisiormaking process. Thienprovement of the use of numerical models can

be made by finding better ways to describe and address these challenges and limitations.

Within this context, the goal of this thesis is to investigate possible ways to imMipraveumerical
models are applied in source water protection problems. Althgegleral statements about the
application and limitations of models can bwaightforward,how these limitations manifest in
practical problems may be less intuitive. For exiamnp is trivial to acknowledge that model results
are uncertain, but it is more complicated to quantify uncertainty and define how it should be
incorporated in a given case (Pappenberger and Beven, 2006). Another example: It is trivial to state
that modés are simplified representations of reality, but it is less strdgyisard to decide how
much simplification is warranted for a given problem (Schoups et al., 2006; Doherty, 2011).
Therefore, in an attempt to draw more applied and useful contributistjng source water
protection case studies are discusssith the focus on the protection of water quality of large

production water supply wells.



1.2 Objectives

As part of this thesis, three specific objectives were pursued. The first pertains to daow th
unsaturated zone is incorporated in numerical groundwater models. The simulation of unsaturated
groundwater flow is nofinear and, consequently, much more computationally demanding than
groundwater flow simulation in the saturated zone. Also, it reguine characterization of soil
hydraulic parameters above the water table, which is not usually part of hydrogeological
investigations. Some commonly used model codes ignore unsaturated zone flow (e.g., MODFLOW,
Harbaugh et al., 2000). This simplificatiomay be justified in some cases, but it may also result in
significant errors in the analysis. In this context, the first objective of this thesis is to devise a method

for deciding whether to consider the unsaturated zone in models.

The second objective leges to how uncertainty is incorporated in capture zone delineation.
Capture zone is the estimated area which contributes to the flow to a given well. This area is often
utilized to define land use restrictions to protect the quantity and quality of thateflows to a
supply well. Groundwater numerical models are often applied to delineate capture zones, which are
affected by significant uncertainty. Many techniques exist to address this problem, but their
application is often not incorporated into coonmpractice. These techniques are generally affected
by two problems: (1) multiple model runs are often required, which is not practical for models that
require long runs; and (2) usually only parameter uncertainty is taken into account (i.e., conceptual
model uncertainty is not addressed). The second objective of this thesis is to propose a novel method

to address uncertainty in capture zone delineation that avoid these two common limitations.

Finally, the last objective of this thesis pertains to theofiserodels to design strategies to improve
water quality in supply wells. The case study of the Thornton well field (Woodstock, ON) is used to
exemplify how numerical models can be applied to support groundwater management decisions. In
this case study, beficial management practices (BMPs) were implemented to reduce nitrate
concentrations on supply wells. Therefore, the third and last objective of this thesis is to demonstrate

the use of models to simulate the effects of BMPs in the water quality of sugitsy



1.3 Thesis organization

This thesis has five chapters, with chapters two through four discussing the specific goals
previously described. These chapters were written in manuscript format, prepared ados@and

manuscripts for submission to saiific journals. Chapters 2 and 3 are already published, as follows:

1 Sousa, M.R., Jones, J.P., Frind, E.O., Rudolph, D.L. (2013) A simple method to assess
unsaturated zone time lag in the travel time from ground surface to receptor, Journal of
ContaminanHydrology, Volume 144, Issue 1, January 2013, Paged 33§Chapter 2);

1 Sousa, M.R., Frind, E.O., Rudolph, D.L. (2013) An integrated approach for addressing
uncertainty in the delineation of groundwater management areas, Journal of Contaminant
Hydrology, Volume 148, May 2013, Pages-22 (Chapter 3).



Chapter 2
A simple method to assess unsaturated zone time lag in the travel

time from ground surface to receptor

2.1 Introduction

The time taken by a solute to be transported in groundwater is important for nfengndipractical
applications. Contaminant sourcegotential or existing are often located near or at ground surface,
above the water table. In these situations, the unsaturated zone may significantly affect solute
transport, as it acts as a dynamisemwoir for contaminants, dampening and delaying the response at
the water table to changes at ground surfacg, (Baran etl., 2007). This effect is referred as the

time lag in the unsaturated zone (Cook et 2003, Jackson et al2006, Fenton et al2011) and it
depends on a complex interaction between many different factors such as: type and properties of the
porous medium, contaminant propertiesg( reactions, interactions with porous medium) and

hydrological conditionsd.g, precipitation, @apotranspiration, slope and runoff conditions).

An appreciation of the time lag is important for managing groundwater resources and has been the
focus of many studies, such as Cook et al. (2003), Jackson et al. (2008), lital et al. (2008), Kronvang
et al.(2008), Lerner and Harr{009), Fenton et al. (2011), Tosaki et al. (2011) and Sophocleous
(2011). For example, an understanding of time lag is necessary to define monitoring and remediation
strategies for aquifers or groundwater receptoesy,( wells, streams, lakes) impacted by

contamination.

This issue has moved to the forefront in light of the European Union Water Framework Directive
(Official Journal of the European Communities, 2000), which states that good ecological status
should be achieved iall groundwater and surface water bodies by 2015. Some researchers have
pointed out that this goal may not be reached due to long time lags between improvement measures
and changes in water quality (Meals et 2010, Baily et al. 2011, Fenton et al.2011, French
etal., 2005, Wayland et g/2002).

Numerical modelling has proven to be an invaluable tool in estimating contaminant impacts on
groundwater resources, particularly in cases where partially saturated conditions are present.
However, explicitlyincorporating the unsaturated zone in all modelling efforts significantly increases

complexity and may not always be warranted. The unsaturated flow equation is highly nonlinear and
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its solution represents a much heavier computational burden than sobringatiirated flow,
especially for threelimensional (3D), largscale problems e(g, basin or regionalscale).
Excessively long execution times may have a detrimental impact on the quality of the model
calibration and overall results. For example, HM0Q6) suggests that model execution times should
be limited to approximately 3@inutes to allow a reasonable number of model runs for calibration,

sensitivity analysis and optimization.

In addition to the heavier computational burden, the overall corplek the problem and the
difficulty in defining unsaturated soil parameters are also much higher. This may lead to more
expensive and time consuming field data collection and interpretation, while not necessarily resulting
in more accurate model predimtis. Therefore, in most largeale practical problems, it is reasonable
to simulate unsaturated flow only if it is justifiably relevant to the question being addressed.

A commonsense approach would be to first estimate the travel time in the satuna¢e@zd then
estimate the travel time in the unsaturated zone by some approximate technique, such as SAAT
("Surface to Aquifer Advection Time"; Province of Ontario, 2006). This will provide the total travel
time, as well as the proportion of the total #btime spent in the unsaturated zone. The latter would

be of interest in determining where to place the emphasis in more detailed calculations, if necessary.

The objective of this paper is to present a systematic method to support the decision oftwhether
explicitly account for the time lag in the unsaturated zone in earlier stages of hydrogeological
investigations, providing a formal framework for the comrmense approach. This method can also
be used to roughly estimate the total travel time betweeatibns at or near ground surface and a
given groundwater receptor. A series of different calculation techniques for the saturated and
unsaturated zone travel times, as well as the errors involved in simplified calculations, are discussed.
Finally, the méhod is illustrated by means of a field case. The results show that a systematic
approach not only provides a framework to support a decision regarding the time lag in the

unsaturated zone, but also gives much more insight than a simple cesansznestinta.



2.2 Description of method

Consider the conceptual cressction indicated ofRig. 2.1. We propose that the decision of whether
to explicitly account for the unsaturated zone or not can be supported by two valties:adyective
travel time in the ungarated zoné, [T]; and (2) the estimated fraction of the travel time spent in the

unsaturated zonte[-], which ranges between 0 and 1 and can be estimated as follows:

t
ty =—>

= 2.1
t + i (2.1)

wheret, [T] is the estimated advective travel tinmethe unsaturated zonieg(, from ground surface
to the water table) and[T] the estimated advective travel time in the saturated zomeffom the

water table to the groundwater receptor), using consistent time units.

The values of, andt, repregnt, respectively, the absolute and relative errors in the estimation of
the total travel time if the time lag in the unsaturated zone is neglected. In other words, if the
unsaturated zone is ignored, the total travel time from a source at ground soréaceceptor is
estimated a%, instead of; + t,. Therefore, the total travel time would then be underestimatéd by
(i.e., absolute error) or by percent of the total travel time.€., relative error). The decision of
whether to consider the ungeated zone can then be based on whether neglecting these two travel

times ¢, andt,) is deemed acceptable.

For example, let's suppose that for a given location of interest it is estimateg tHatyr and
t. ~0.1. The question is then: "Is it reasble to underestimate travel time by possibly 5 years, which
amounts to 10% of the total travel time?". This question should be asked in the context of other

uncertainties, and of the potential cost of more detailed analysis.

For the example presentedFig. 2.1, the fractiort, can help support the decisions of ignoring the
time lag in the unsaturated zone for point A, while explicitly taking into account for point B. For a
source located at point A, ignoring the unsaturated zone would result in aofetr@s in the total
travel time. This error may be considered negligible when compared to other uncertainties usually
involved in such problems. For poidt on the other hand, the travel time in the unsaturated zone

represents ~ 50% of the total traviehé. For this latter case, the unsaturated zone demands more
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attention and arguably needs to be taken into account in further modelling and field efforts. In other
situations, the value df, may be the dominant factor for the decision. For example, thne &9
percent of the travel time in the unsaturated zaee {; ~ 0.5) may be considered "negligible" if the
travel timet, is ~ 0.5 yr and "relevant" if it is ~ 15 yr. This means that the time lag in the unsaturated

zone can be disregarded only if bgtandt, are acceptably small for the specific situation at hand.

In some cases, the estimated values, @ind t, may not lead to a conclusive assessment. The
alternatives in these ambiguous situations are: (1) ignore the unsaturated zone time fagtas a
approximation and revisit the evaluation once more information is collected or a saturated model is
developed; (2pre-emptively account for the time lag in the unsaturated zone, assuming it is relevant;
or (3) refine estimates of advective travehdis by collecting more data or using more accurate
estimation techniques, and-egaluate the problem. The proposed method is summarized on the
decision tree presented biyg. 2.2.



2.3 Techniques for estimating advective travel time

A practical issue regairg the application of this method is the level of accuracy required in the
estimation of advective travel times in the saturatgd and unsaturatedt,] zones. Different
techniques can be used, ranging in complexity from calibrated vadahlyated grundwater
numerical models to simplified "baak-the-envelope" calculations. For the context of this work,
simplified calculations are defined as techniques that can be implemented by hand or using
spreadsheets, and which can provide a quick but rougioxapation of more rigorous approaches.
Simplified approaches may be useful for practitioners, as long as applied in the right context and with
full understanding of their embedded simplifying assumptions. Some techniques for estimating the

unsaturated anshturated travel times are described in the following sections.

2.3.1 Advective travel time in the unsaturated zone (t,)

The advective travel time in the unsaturated zone depends directly on groundwater recharge, which in
turn depends on a combination of ingim soil properties and hydrologic conditions. A reasonable
estimate of the average annual recharge Gveraged over an entire hydrological cycle) is critical for

the application of this method. Ideally, this estimation should be done usinddigddiechniques, as

presented by Scanlon et al. (2002), for example.

Given an estimate of the annual average rech&de/T] and assuming vertical flow in the
unsaturated zone, the average downward groundwater velgciy & point located at an elevatinn
above the water table can be estimated by dividing the Darcy flux (redRargthis case) by the soil
porosity. For flow in the unsaturated zone, the porosity term can be multiplied by saturation to
account for partialhsaturated media. The obtaineguation is:

v(2) - R 22
et (2) C5(2) 2

whereR is groundwater recharge [L/THis the water saturation][andne; is the effective porosity
[-]. Both Sandng, and consequently, may vary depending on the elevation above the water table
(2), asa function of soil properties and flow conditions. Note that the effective hydraulic conductivity

is implicitly taken into account in Equation 2.2 through the recharge magtiRude
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Using Equation 2.2, the advective travel time in the unsaturated tzboar( be calculated as:

L L ..
_x 1 3 _ et (2) B(2)
tU % dz tU (')"]T dz (2.3)

wherelL is the thickness of the unsaturated zone [L], which can be estimated using data from
observation wells. Rechardge and effective porosityls are commonly estimated either from field
data orthe literature. Therefore, different techniques for assessing the advective travgl dimhe
differ in the way the saturation terf&(¥)) of Equation 2.3 is evaluated.

Three different alternatives to estimate the saturation &rjrare compared: (I9nedimensional
(1D) variablysaturated modelling; (2) van Genuchten equation assumifigwpand (3) tabulated
values from the "Surface to Aquifer Advection Time" (SAAT) vulnerability technique (Province of
Ontario, 2006).

2.3.1.1 One-dimensional variably-saturated numerical model

The first alternative to estimate the saturation t&zhis to use a 1D numerical model to solve the

steadystate flow equation for variablyaturated media, as follows:

Ha (Moo (2.4)
g o pz+

where h is the hydraulic headl] and K is the vertical hydraulic conductivity for a variably
saturated medium [L/T], represented as a function of pressureyhg¢ddVertical groundwater flow
is imposed by assigning a recharge rate at the top of the col@mnground surface) ana constant
headh =2z (therefore,y = 0) at the bottom of the column, representing the average water table

position, as shown iRig. 2.3.

Saturation is commonly represented as a function of the pressureyheaw is determined

iteratively in conjunctia with vertical distributions of hydraulic head and hydraulic conductivity in
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the unsaturated zone. For the problem in question, the van Genuchten equations for representing

saturation § and hydraulic conductivityK) as functions of pressure headvan Genuchten, 1980)
were used, as follows:

IeSr+o - fory <0
L Bl
sly)=i (25)
|
i
,l 1 fory 2 0
é N m o
TKg CBL d- (1 sé/m) § fory <o
i e u
Kly)=i (2.6)
!
|
i Ks fory 20

where: §ly) = saturation { at pressure head [L], S = residual saturation]] S. = effective
saturation =%- §)/(1 - S), Ks = saturated hydraial conductivity [L/T], A = an empirical coefficient
related to the inverse of aintry pressure [f], n = an empirical coefficient related to pesize
distribution ], / = empirical poreconnectivity parameter-]] assumed to be 0.5 for most soils
(Mualem, 1976), anan = 1 - 1/n. For this paper, the simulations were performed using the code

HydrogeospheréTherrien et al., 2005) although many other commercially available models could
also be used.

This technique is considered to be the most accunatieei context of this paper. The other two
alternatives to be discussed are simplified calculations that can be performed by hand or using a
spreadsheet.
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2.3.1.2 "No-flow" van Genuchten

The first simplified technique is to calculate the saturation profile imntisaturated zone by applying

the van Genuchten equation while assumindlow conditions in the unsaturated zone. Assuming
no-flow is obviously not strictly correct, since estimating advective travel time only makes sense if
there is some flow through tteoil profile (.e. recharger is different than zero). However, this
assumption allows an approximate calculation of the saturation profile without the need for
simulating unsaturated flow but taking into account different soil properties and theipmpasit

relation to the water table. The estimated saturation profile is then incorporated into Equation 2.3 to
determine the advective travel time. This approach always underestimates the saturation value and the
advective travel time in the unsaturatedhey, when compared with the numerical model approach,

and therefore can be used to provide a lower bound for the advective travel time in the unsaturated

Zone.

The approximate saturation profile is obtained by assuming that the hydraulidiheaddls ero

throughout the entire unsaturated soil column, as follows:

h=0- y+z=0- y=-2 2.7)

wherezis the elevation above the water table. With this assumption, Equation 2.5 can be rewritten

as:

ieSr S gorzs0
o ~M
1 @+|aQ"8
sly)=1 ¢ | (2.8)
!
1 1 for z¢ 0

From Equation 2.8, theaturation term in Equation 2.3 can be calculated in a simple spreadsheet,

for example using the trapezoidal rule to evaluate the integral term.
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2.3.1.3 Surface to Aquifer Advection Time (SAAT)

The second simplified technique to estimigteonsists of using talated values for mobile moisture

content depending only on the soil texture (Table 2.1), as proposed in the SAAT (Surface to Aquifer
Advection Time) vulnerability approach (Province of Ontario, 2006). These tables can be elaborated
on a sitespecific basisdepending on the available data. The travel time in the unsaturated zone is

then estimated as follows:

qQ
t q? 29)

where q is the average mobile moisture conteht [

2.3.2 Advective travel time in the saturated zone (ts)

For the travel time in the saturated zone, two techniques were evaluated: (1) particle tracking
associated with a calibrated 3D model, considered the most accurate within the context of this paper,
and (2) a simplified calculation based on the dirggliaation of Darcy's law with some simplifying

assumptions.

2.3.2.1 Particle tracking

This technique requires initially the development and calibration of a 3D flow model. Then, particle
tracking techniques can be applied to trace the expected pathway behweeatér table at the
source and the groundwater receptor, as well as the timeframe for arrival. This is usually achieved by

placing particles at the water table and tracking them forward along the groundwater flow system.

For this work, particle trackingzas performed using the code FEFLOW (Diersch, 2006), although
many other commercially available codes could also be used. Particle tracking in FEFLOW is based
on the 4thorder RungeKutta method, which is highly accurate for situations in which thereis n
sharp contrast in hydraulic conductivity along the flow path. An alternative more suited for general
application is the Pollock method (Pollock, 1994), which is embedded in groundwater codes such as
MODFLOW (Harbaugh et al., 2000). A similar approachtahle for finite element models is
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WATRAC (Frind and Molson, 2004), which is linked to WATFLOW (Molson et al., 2002).

However, the approach adopted by FEFLOW was considered adequate for the problem in question.

2.3.2.2 Straight-line approximation

The second tecligue is based on approximating the 3D travel path in the saturated zone by a straight
line (Fig. 2.4). A series of simplifying assumptions are made: (1) flow is stetzdy in a
homogeneous, unconfined aquifer; (2) the flow path in the saturated zobe egproximated by a
horizontal straight line between the source and the receptor; and (3) the hydraulic gradient is uniform
along the flow path. Under these assumptions, if Darcy's equation is applied between the water table

beneath the source and thewgrdwater receptor, we have:

q=-KO- |[q=|KQ (2.10)

where g is the Darcy flux [L/T],K is the hydraulic conductivity [L/T] and is the hydraulic
gradient {], assumed to be simply the hydraulic head difference between the water table el@tations
the source and the recept®hj divided by the horizontal distan€e(i.e., i =Dh/ D). It is also known
that:

o = M Dret (2.11)
and:

D
|v| — E (2.12)

wherev is the average linear horizontal velocity [L/T] ang is the effective porosity. If we

subgitute Equations 2.11 and 2.12 into the expression of Darcy's equation (Equation 2.10), and
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isolate thets term, the final expression for estimating the advective travel time in the saturated zone

(t9) becomes:

D? (g
to=—¢€f (2.13)
S Kdh

Although the assumptions for deriving Equation 2.13 above are commonly violated for most
practical applications, this approach can still be useful. The errors associated with these simplifying
assumptions can be relatively small in comparison with the uncertainteddia the unknown
hydraulic conductivity field, which can be the major source of uncertainty in many cases. This
technique was developed for unconfined aquifers, but it can also be adapted for situations in which
the aquifer of interest is confined. Inede cases, saturated flow can be considered vertical in the

aquitard and horizontal in the aquifer.
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2.4 Limiting cases

To compare the presented alternatives for calculating the travel time in the unsaturaté&g, zbasg
techniques were applied to fouases which should bracket a wide variety of common field
applications. Two arbitrary soil types were considered: admied (sandy silt) and a coarse
grained (coarse sand) material. The annual recharge used in the calculation was based on examples
taken from the literature: 119 mm/yr for a sandy silt soil from a site located in the Yakima County,
Oregon (Fisher and Healy, 2008) and 925 mm/yr for a coarse sand soil from a site in Abbotsford,
British Columbia (Chesnaux and Allen, 2008). These signifigadifferent recharge rates represent
distinct overall recharge conditions, not only related to soil characteristics, but also to climate,

precipitation, topography, land ustc

These two combinations of soil type and recharge (1) sandy silt withL19mm/yr of recharge;
(2) coarse sand with 92Bm/yr of recharge) were applied to both a "thick" (30m) and a "thin" (1m)
unsaturated zone. The van Genuchten empirical coefficients and hydraulic conductivity in the
unsaturated zone (Table 2.2) were est@dcbased on the soil texture description and fiedtsfer
functions (Schaap et al., 1999).

The estimated advective travel times for these limiting cases are shown on Table 2.3. The error
with respect with the numerical modelling approach is smallegthfoner unsaturated zones. The "no
flow" van Genuchten approximation tends to perform better for the coarser soil case, in which
hydraulic gradients are smaller and hence more similar to the assumption implied in its derivation
(i.e., no vertical hydraulicgradient). The performance of the SAAT technique depends on the
representativeness of the defined average moisture content, so no generalizations can be made
regarding its performance in comparison with 1D numerical model estimations. The results shown in

Table 2.3 were calculated using the mobile moisture content values shown in Table 2.1.

Both the "neflow” van Genuchten approach and the SAAT approach can be used to roughly
estimate advection travel times in the unsaturated zone, with varied levelscets based on the
four studied limiting cases. Errors can be substantial, such as in the case of the "thick" unsaturated
zone with fine grained material, but depending on the context of the project, these approximations can
provide reasonable approximats of 1D model results, as shown for the "thin" unsaturated zone

case.
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2.5 Example application: Thornton well field site

The Thornton well field site, situated near the City of Woodstock, ON, is located within a complex
glacial aquifer system in southermf@rio, Canada. This well field currently provides approximately
6,000 ni/day of water to Woodstock (County of Oxford, 2011) and it is surrounded mostly by
agricultural areas. An increasing trend in groundwater nitrate concentrations in the producton well
has been observed over the last few decades and, in order to address this water quality issue, nutrient
management practices have been implemented since 2003 in a farmland located within the estimated
capture zone of the supply wells (Haslauer, 200%viBus studies were conducted to characterize

the site hydrogeology (Padusenko, 2001; Haslauer, 2005) and to estimate recharge and nitrate mass
loadings before and after implementation of nutrient management practices (Bekeris, 2007;
Koch, 2009).

A numercal model was proposed to evaluate the time frame that would be required for nitrate
concentrations to change in the supply wells in response to changes in nutrient application practices.
For the proper development of this numerical model and futuretigagsn efforts, it is important to

have an appreciation of the importance of the unsaturated zone on the overall problem.

To assess the time lag in the unsaturated zone for the Thornton well field, the method described in
Section 2 was applied. As comniprobserved in many nepoint source problems, soil properties,
topography and land use practices are variable across the area of interest. To account for this
variability, Equation 2.1 was applied to nine different test locations within the farmlandich wh

changes in land use were implementéid.(2.5).

For each of these test locations, observation wells were used to estimate the average water table
position. The soil texture in the unsaturated zone was determined from soilkigresq). Average
recharge values were estimated using applied conservative tracers (Bekeris, 2007; Koch, 2009).
Estimated annual recharge and average depth to the water table are presented in Table 2.4. The van
Genuchten empirical coefficients and hydraulic conductivity éuthsaturated zone were taken from
Table 2.2.

To compare different approaches, the assessment of the unsaturated zone importance was made
using alternative combinations of techniques to estimatet; and consequently, , namely:
(1) Numerical modellig; (2) Simplified calculations using a narrower rangeKofvalues; and

(3) Simplified calculations using a wider rangeko¥alues. Approach (1) is considered more accurate

17



and labor intensive, while (2) and (3) are simplified approximations that carididyqerformed by

practitioners. These approaches are summarized in Table 2.5 and are described in the following:

1 Numerical modelling:;The numerical modelling approach estimates the advective travel

time in the unsaturated, and saturatedtf zones uisg, respectively, a 1D variably
saturated model and particle tracking from a calibrated satiBBtedmerical model.

1 Simplified calculation with narrower range of K valuésr the simplified estimation of

the travel time in the saturated zone, twoeatd#ht sets of hydraulic conductivit) values

were used. The first set uses a narrower rangé wdlues (7x10 m/s and 2x10 m/s)

taken from the same spatially varialdedistribution used in the saturated model for the
aquifer in which the pumping We are screened. This distribution was based on the slug
tests and additional field data which were incorporated into a numerical model and
adjusted to achieve calibration. The objective of considering this first evalues is to
compare simplified &imations with a more rigorous technique (particle tracking),
assuming the same knowledge regarding the hydraulic conductivity distribution.

9 Simplified calculation with wider range of K valuéhe second set of values is similar to

what a practitioner wad encounter in the preliminary stages of a hydrogeological
assessment. For this case, a broader rangevalues is used (1x10m/s and 1x18 m/s),
based on a series of slug tests performed in the aquifer unit in which the supply wells are

screened.

2.5.1 Results for the Thornton well field

To illustrate the differences between the alternative techniques discussed in thifigagef,shows

a comparison of the saturation profiles calculated for test locatioRigh Z.6) using different
approaches to @state travel time in the unsaturated zohg. Fig. 2.7 shows water saturatiors.
elevation above the water table, where three different soil textures are identified: clayey sand,
medium sand and silty sand, listed from ground surface to the waterTthblsaturation obtained

using the SAAT technique is calculated through the expression:

(0)]
"
S |la

(2.14)
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where q is the volumetric water content, assumed as the average mobile moisture @pntent
shovn on Table 2.1, and is the total porosity, assumed as the effective porogjtypresented in
Table2.2. Therefore, the SAAT saturation values do not depend on the elevation above the water
table, remaining constardgnd uniformfor each soil texture. e saturation values from the 1D
numerical model were obtained usidgdrogeosphereusing a model setting as indicatedrig. 2.3.
These saturation values depend not only on soil parameters, but also on recharge and elevation above
the water table. Finlgi, the saturation values for the "flow" van Genuchten case were obtained
using Equation 2.8, which depends solely on soil parameters and elevation above the water table.
These saturation values do not depend on recharge, sidt@moonditions are asmed in the
derivation of Equation 2.8. Saturation values obtained by this technique are smaller than or equal to
those obtained using a numerical modiéd). 2.8 shows a comparison between pathways calculated
by particle tracking and those assumed instingightline approximation for estimating travel time in

the saturated zong)(

The obtained results for all test locations are presented in Table 2.6. For the unsaturated zone, the
simplified techniques underestimated travel times when compared egiilnates using 1D
modelling. For the saturated zone, the same tendency is observed for the narrow range of hydraulic
conductivity. For this case, underestimated travel times in both the satugpataw (unsaturated, )
zones compensate for each othethie calculation of the relative travel timpe For the case when a
broader range oK values is assumed, estimated travel times in the saturated zone spanned over a
very wide range (from- 1 yr to several decades). Consequerttlyaried from small £ 0.01 to
~0.05) to high (0.4 to ~0.9) values.

Results for relative travel timg are shown inFig. 2.9. For the simplified estimations, only the
maximum and minimunt values are plotted, with the intention of assessing the ability of simplified
calculations to provide bounds for predictions made using numerical mdde)s1D numerical
modelling combined with particle tracking). The results using the rangéwvaiies 7x1d to 2x10*

m/s (.e., narrower range); and 1xf@o 1x10° m/s (.e., broader range) are shown Figs.2.9a and

2.9b, respectively.

The results presented kig. 2.9 and Table 2.6 are summarized in Table 2.7. These results can be
used to formulate an objective question that can guide the decision regarding whether to ttensider
time lag in the unsaturated zone. For example, assuming the results calculated by the numerical
modelling approach, the key question to be addressed is: "Is it reasonable to neglect an average time
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lag of ~ 11 yr (ranging from 2 yr to 3%r) or ~ 53% (ranging from 26% to 82%) of the total time lag
by disregarding the unsaturated zone?". Based on these results, it was considered unreasonable to
neglect the unsaturated zone time lag for the Thornton well field. Therefore, subsequent modelling

and field €forts should explicitly take the unsaturated zone into account.

The judgment regarding the consideration of the unsaturated zone would arguably be the same for
the simplified approach with the narrow rangekotalues. So, for this case, the increasezligcy
from a more sophisticated approach would not lead to a different decision, provided the same level of
knowledge regarding the hydraulic conductivity field.

For the case when a broader rang&ofalues was used, the situation is significantly défe.
The maximum and minimum estimations cover a very wide range of values, as can be seen in
Table2.7 andFig. 2.9b. In practical terms, this means that the time lag in the unsaturated zone could
be either "relevant" or "negligible" and that there iigh uncertainty regarding the role of the
unsaturated zone in the overall problem. If the bn@edje results were the only available
information, the results would be inconclusive to support any firm decisions. In this case, the protocol

for inconclusivecases could be used.
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2.6 Discussion

For the application of this method, some practical considerations should be kept in mind. A major one
is that there are no straightforward and general threshold valtiendt, which distinguish between
"negligible” and "relevant" time lags in the unsaturated zone. These threshold values should be
defined on a casky-case basis. The criteria to be used depend on many factors, such as the objective
of the analysis, the solutes of interest and whether they underdmmeaand whether ignoring the

unsaturated zone is a conservative assumption.

Despite all the subjectivity and fuzziness that are inherent to this decision for most practical cases,
the calculation of, andt, provides a quantitative basis for discussitt can be useful as a screening
tool for a preliminary assessment of the importance of the unsaturated zone. Also, it helps to justify,
communicate and document modelling decisions, which facilitates model audits, reconstruction and
reproducibility (Resgaard and Henriksen, 2004).

Practitioners may be more inclined to ignore the unsaturated zone for situations in which
underestimating the travel time leads to conservative predictions. This is usually the case when the
focus is the protection of groundater receptorse(g, estimating arrival times of potential
contaminants from ground surface to a supply well for source water protection purposes). In other
situations, ignoring the time lag in the unsaturated zone is not a conservative assumptiomgla exa
is the design of mitigation measures to improve water quality at impacted groundwater reeaptors (
estimating changes in water quality following reductions on contaminant loading at ground surface).
In these cases, the unsaturated zone acts tasages for contaminants that are gradually released to
the water table. Ignoring the unsaturated zone, in these cases, may result in overly optimistic

predictions of the time required for improvements in groundwater quality.

Baily et al. (2011) mentions &h managing the expectations of policy makers regarding realistic
timeframes for improvements in water quality is a challenge. This approach can be used for a quick
and simplified estimation of the time required for water quality improvements in groumdwate
receptors following measures taken to reduce contaminant loading to aquifers. The simplicity and
swiftness of application of this method can be beneficial in interactions with a wider community.
However, it is important to keep in mind that the primabyeotive of this method is to guide a
technical decision within a wider scope of work. It does not attempt to accurately estimate the actual

time expected for water quality improvements.
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It is important to keep in mind that the development of a numeriodehtan not only constrain
the range of hydraulic conductivity values through calibration and validation, and hence reduce the
uncertainty of estimations, but can also bring other insights that go beyond simply the ability to make
predictions. Thereforesimplified techniques are intended to provide a useful first estimate of the

advective travel time, and not be a replacement for a more detailed numerical model.

The uncertainty associated with the estimation of the hydraulic conductivity field, reclmarge a
stratigraphy, or even uncertainties in the conceptual model should be taken into account in the
analysis. It is reasonable to neglect the high complexity and computational burden associated with the
unsaturated zone if its expected effect on the tr@wel is small in comparison to other uncertainties
in the problem. This is often the case in preliminary stages of site characterization. Unfortunately, for
most practical situations, all other uncertainties involved are not krzowrori, so the decision
between "relevant" and "negligible" is subjective to a certain extent.

A possible way to address the issue of parameter uncertainty and variability, both in time and
space, is to use ranges of values, as presented in the Thornton well field case #tadghAh this
case study only hydraulic conductivity ranges were considered, a similar approach can be applied to
any parameter in the analysis. Alternatively, more rigorous but more costly approach to address

uncertainty in travel time estimations is MerCarlo analysis, as demonstrated by Beilgl. (2011).

For inconclusive cases, provisionally ignoring the unsaturated zone is more adequate for
preliminary stages of work and for larger and more complicated problems. Assuming the time lag is
significart in inconclusive cases is more appropriate for cases in which the computational burden
associated with accounting for the unsaturated zone is smaller. The following questions may help to
guide the decision: What are the potential consequences of undatiaxjithe total travel time from
ground surface to receptor? What are the expected costs and time required for:eftptprely
accounting for the unsaturated zone? and (2) developing further studies to better estimate the travel
time in both the satuted and unsaturated zones? The decision can then be based on a simple

cost/benefit analysis.

2.6.1 Limitations

Haitjema (2006) argues that a "rule of thumb" should be applied only if its origin and limitations are
clearly understood. The same applies to the@sed method. All techniques described in this work

assume vertical downward flow between ground surface and the water table. Horizontal flow that
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may take place in perched water tables is not considered. Macropores and preferential flow paths that

may plgy an important role (Beven and Germann, 1982) are not taken into account.

Vertical flow through the capillary fringe is also assumed, which is not always the case. Some
studies discuss lateral flow and contaminant transport in the capillary fringe, skchitas and
Barker (2011) and Berkowitz et al. (2004). However, the error associated with this assumption is
expected to be small for situations in which the thickness of the capillary fringe is small in
comparison with the depth of the water table.

This method assumes steashate flow conditions. This is a reasonable assumption for situations in
which the travel time from source to receptor encompasses many hydrological cycles, dampening the

influence of seasonal variations.

Advection is assumed to bbhet main transport process between source and receptor. In cases in
which dispersion is expected to play a major role, this method should not be applied. Although this
method is most suited for conservative solutes because reactions are not explicitlgrednsi can
still be useful for situations involving reactive components. For example, the retardation factor can be
used to correct advective travel times to account for sorption. Another option is to use travel time
estimates in simple calculations évaluate contaminant decay, or to predict the fate of reactive
contaminants in 1D reactive transport models. These models can then be used to assess how

important it is to consider reactions in the unsaturated zone.

There may be other reasons for consitprthe unsaturated zone, other than the time lag in
advective travel time. Some examples are situations in which perched features play an important role
or problems involving groundwater interaction with atmosphere or surface water. Practitioners should
keep in mind all other potentially relevant processes when developing the conceptual and numerical

models.

As in many other techniques, the reliability of this method strongly depends on the hydrogeological
setting and on the accuracy of estimated repraseatbulk values for main parameters, such as
hydraulic conductivity and recharge. Therefore, it is impossible to make general statements regarding

the reliability of the approach.

2.6.2 Next step: How to account for the unsaturated zone?

If the time lag in theunsaturated zone is deemed important for the overall problem, the practitioner

then needs to decide how to take it into account. There are many different strategies to do so, ranging
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from using sophisticated variabbaturated 3D codes to simple spreadshe®r 1D model runs to

adjust predictions made using saturated models.

Although this work does not intend to address this specific question, the options provided for the
preliminary assessment of the role of the unsaturated zone can also serve ada thedevel of
sophistication chosen for more detailed calculations. If we expect the unsaturated zone to play a
decisive role in travel time predictions, we should consider using more accurate and sophisticated

approaches, both in data collection andumerical analysis.

Also, if the main concern is advective travel time from source to receptor, estitnatides
(advective travel time in the unsaturated zone) can be used as a preliminary correction to adjust
predictions made using saturated modelghese cases, the total travel time can be estimated by the
sum oft, andts.

If the unsaturated zone is expected to play an important role in only a small part of the study area,
approaches that consider the unsaturated zone in only a few areasusau.b®ne alternative is to
use 1D models or analytical solutions to account for the unsaturated zone time lag in selected
locations. These results can be used to correct saturated model predictions or boundary conditions at
the water table. Alternativelyhe unsaturated zone can be explicitly taken into account for the whole

area of interest.
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2.7 Conclusion

The proposed method provides an intuitive, simple way to help practitioners to assess the role of the
unsaturated zone in situations in which theredésracern with the advective travel time from ground
surface to a groundwater receptor. Although this decision is expected to remain somewhat subjective
in most practical cases, this method should contribute to more objective and transparent decisions.
The estimation of advective travel times, required to apply the proposed method, can be made using
alternative techniques, with different levels of sophistication. Simplified techniques were shown to

provide a quick way to generate a rough estimate of thesetih times.

For the Thornton site, when the same knowledge of the hydraulic conductivity is assumed,
simplified formulations lead to the same overall decision as numerical models, regarding the need to
account for the time lag in the unsaturated zélmvever, this case also shows that errors associated
with simplified formulations can be substantial, even when the same hydraulic conductivity
distribution is assumed. Therefore, these expressions can only be used to obtain rough estimates of
travel time,which may be useful in preliminary stages of the work or to independently check the

order of magnitude of model results.

When a rough knowledge of the hydraulic conductivity values is assumed (through the use of a
wide range of possibl& values), thesesimplified expressions lead to inconclusive results in the
Thornton case. This outcome serves as a convenient way for practitioners to quickly illustrate to non
specialists the need for a better understanding of soil hydraulic properties. It also shdiretdtha
characterization is the starting point to assess the relative importance of different processes, a

fundamental step to develop a useful conceptual model.

The results for the Thornton well field site also illustrate that the importance of theratesgt
zone may vary for different locations within the same site, due to different soil properties, recharge
rates, unsaturated zone thicknesses and position relative to the groundwater receptor. This fact should

be taken into account when planning furtheld studies.

Decisions based on the proposed approach should be revisited as the conceptual and numerical
models are refined. This practice is consistent with common data and time limitations faced by
practitioners in the earlier phases of hydrogeiclgassessments, as well as with the principle of
gradual and conscious incorporation of complexity in the model, considered a good modelling

practice, as suggested by Hill (1998) and Bredehoeft (2010). The proposed method aims to help with
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this processby providing a clear way to document model decisions. Finally, the proposed method
gives valuable insight that extends much beyond what would normally be obtained from the

estimation of travel times alone.
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2.8 Figures and tables

Table 2.1. Mobile moisture content () for different soil textures (Province of Ontario, 2006).

Soil Texture Mocb(llr?tg(t)i(st)u re
Sand 0.10
Loam 0.25
Clay 0.40

Table 2.2. Adopted soil parameters (based onchaap et al.,1999).

Hydraul. Effective Residual van Genuchten
Soil Texture  conduct. porosity satur. coefficient

Kim/is] ng[-] S[1  AMmY n[]
Clay 1x10" 0.47 0.098 1.49 1.25
Silty clay 1x10"° 0.45 0111 1.62 1.32
Clayey silt 1x10° 0.45 0.079 1.58 1.42
Sandy clay  1x10°® 0.43 0117 334 121
Gravelly clay 5x10° 0.42 0117 334 121
Silt 8x10° 0.43 0.050 0.66 1.68
Sandy silt 5x10° 0.41 0.039 2.67 1.45
Gravelly silt  1x10° 0.41 0.039 2.67 1.45
Clayey sand 5x10° 0.40 0.049 3.48 1.75
Silty sand 5x10*  0.37 0.049 3.48 1.75
Fine sand 1x10°® 0.38 0.036 251 3.55
Medium sand 5x10° 0.36 0.053 352 3.8
Coarse sand 1x10> 0.38 0.030 29.4 3.28
Gravel 5x10° 0.28 0.005 4930 2.19
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Table 2.3. Estimation of advective travel time in the unsaturated zone for arbitrary limiting

cases.The absolute error with respect to the numerical modelling approach is shown in

parentheses.
Sandy silt Coarse sand
Unsat. R =119 mm/yr R =925 mmlyr
; Approach
thickness
. Abs. ) Abs.
Time Time
error error
1D num. model 71yr i 0.7yr i
Thick " "
(30 m) No flow"vG 28yr 43yr 04yr 0.3yr
SAAT 50 yr 21yr 32yr 25yr
1D num. model 2.8 yr T 9d i
Zlhlr:) "No flow"vG 2.7yr 0.1yr 12d 3d
SAAT 1.7yr 11yr 39d  30d

Table 2.4. Annual recharge estimated based on tracer experiments (from Bekeris, 2007;
Koch, 2009) and depth to the water table [m] for tet locations.

; Annual recharge Depth to the
Location [mmiyr] water table
[m]
1 469 33
2 314 26.0
3 495 17.0
4 496 210
S 522 290
6 412 90
7 581 50
8 396 59
9 477 27
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Table 2.5. Summary of conpared approaches toestimate the fraction of the travel time spent

on the unsaturated zond, .

Compared Time in the Time in the
Apprgaches unsaturated zone saturated zone
(t) (t)
mlér;ee"r:chl 1D num. model Particle tracking
Simplified SAAT and Straightline approx.
(narrowK-range) "no-flow" vG (narrow K-range)
Simplified SAAT and Straightline approx.
(wide K-range) "no-flow" vG (wide K-range)

Table 2.6. Results for test locations using nunmécal modelling (in gray) and simplified

estimations. The maximum and minimum bounds for(t;) estimates using simplifiectechniques

are underlined.

Locatior
Technique 1 2 3 4 5 6 7 8 9

Unsat. zone travel timig [yr]

1D numerical model (A) 2.4 324 126 16.1 156 8.0 3.4 5.6 21

AiNo fl owdo van Genucht erB) 08 79 16 34 24 14 12 28 07

SAAT (© 12 135 45 60 42 22 16 42 06
Saturated zone travel tinigyr]

1D numerical model @) 69 73 49 64 88 85 75 58 47

Simplified, narronK-range Kmax=7x10%m/s  (2) 70 74 21 60 73 67 123 48 41

Kmin=2x10%m/s  (3) 20 21 06 17 21 19 35 14 12
Simplified, wideK-range Kmax= 1x10°m/s  (4) 140 149 416 120 147 133 246 957 825
Kmin = 1x10°m/s  (5) 14 15 04 12 15 13 25 10 0.8

Relative errot; [ -]

1D numerical model (A1) 0.26 082 072 0.72 064 049 031 049 031

ANo fl owo K-r@getKndaarrow (B2) 0.10 052 044 036 025 0.18 0.09 037 0.15

ANo fl owo K-@geKnnarrow (B3) 0.28 0.79 0.73 066 054 043 0.25 0.67 0.38

SAAT + narrowK-range Kmax (C,2) 0.15 065 068 050 036 025 0.12 047 0.12

SAAT + narrowK-range Kmin (C,3) 0.38 0.86 0.88 0.78 0.67 053 0.32 075 0.32

AiNo f | owoK-ra@eksu Wi de (B,4) 0.01 0.05 0.04 0.03 0.02 0.01 0.005 0.30 0.01

iNo f | owoK-rageksn, wi de (B,5) 036 084 080 0.74 062 052 032 0.75 047

SAAT + wideK-range, Kmax (C,4) 0.01 0.08 0.10 0.05 0.03 0.02 0.01 0.04 0.01

SAAT + wideK-range Kmin (C,5) 047 090 0.92 0.83 074 0.62 040 0.81 041
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Table 2.7. Summary of results for the Thornton well field site.

Comp'ared Relative time () Absolute time ()
combined Average (range) Average (range)
approaches

Numerical

modeling 0.53(0.261t00.82) 11 yr (2 yrto 32 yr)
Simplified

(narrow K-range) 0.44 (0.091t0 0.88)  3yr(1yrto 14 yr)

Simplified

(wide K-range) 0.34 (0.0051t0 0.92) 3yr(1yrto14yr)

=t~ 0.02 t,~0.50---.
A, -’ B
Tt ~1vr 777NN\ * i_)
v 1Y AVA t,~5yr =
- z
t.~50 vr t,~5yr — Receptor
$ y R H (pumping well)

Frr 77

Impermeable stratum

~
~
~
~
~
~
=~

Figure 2.1. Conceptual crosssection indicating the relative importance of the time lag in the
unsaturated zone. Time lag is more important for point B (t~ 0.50) than for point A (t, ~ 0.02).
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Estimate Estimate
travel time in the travel time in the
unsaturated zone (£,) saturated zone ()

Estimate fraction of
travel time in the
unsaturated zone (£

|

Is it reasonable to neglect
t,[le.g years] and ¢ [%] ? J

YES MAYBE NO

.......................... I

Options for inconclusive cases:

Ignore time lag on first analysis /
Verify assumption later

Pre-emptively assume
time lag is important

Refine ¢, and ¢, estimations /
Restart analysis

Y VY Y VY
Time lag in the Unsaturated zone
unsaturated zone should be explicitly taken
can be ignored into account

Figure 2.2. Decision tree for assessing the importance of the time lag in the unsaturated zone.
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Figure 2.3. Schematic epresentation of the 1D model setting.
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Figure 2.4. Schematic comparison between numerical modelling (particle tracking) and

straight-line approximation for estimating the travel time in the saturated zone
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Legend:
@ Supply wells

B Test locations
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Figure 2.5. Thornton well field site showing test locations.
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Figure 2.6. Soil texture above the water table for the test locations. Indicated elevatiorse

above the water table. Vertical scale is different for each location.
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Figure 2.7. Water saturation (S) above the water table for test location 6 calculated by different

techniques to estimate advectw travel time in the unsaturated zone.
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Legend:
@ Supply wells
M Test locations

+++ Pathway estimated
by particle tracking
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Figure 2.8. Comparison of pathways for: (A) particle tracking and (B) straightline
approximation of travel time in the saturated zone.
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Figure 2.9. Estimated fraction of the travel time in the unsaturated zone () using numerical
modelling (center bar), as well as max. and min. bounds (left and right bars, respectively) of

simplified estimations using (A) narrower and (B) wider range of K values.
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Chapter 3
An integrated approach for addressing uncertainty in the

delineation of groundwater management areas

3.1 Introduction

Wellhead protection areas (WHPAS) serve the purpose of protecting the quantity and quality of water
that flows into a well by means of restrictions imposed on land use activities within the WHPA. Most
industrialized countries regulate WHPAs; for example, in the United States, the U.S. Environmental
Protection Agency (US EPA, 1987; 1997) has developed guidétin®¢HPA delineation, as has the
Province of Ontario, Canada, through the Clean Water Act (Province of Ontario, 2004; 2006).
WHPAs are usually delineated based on the estimated well capture zone, defined as the area from

which the well draws its water, tialg into account the travel times for water to reach the well screen.

Capture zones and WHPAs are normally delineated by means of mathematical modelling, which is
subject to uncertainty due to many different factors. Hydraulic conductivity, heterogesnity,
boundary conditions are major sources of uncertainty, as is the recharge, both in terms of magnitude
and spatial distribution. For capture zone delineation, uncertainties in the flow field become

magnified in the delineation of the capture zone.

Uncatainty can be a barrier to the use of models, because decision makers may be reluctant to rely
on uncertain model results (Poeter, 2007; Brugnach et al., 2007). Available methods to deal with
uncertainty, such as the Monte Carlo approach, tend to beg.cAstla result, uncertainty is not
always taken into account in routine WHPA delineations. This paper presents a simple approach that
should help to remove this barrier. First, uncertainty in capture zone delineation is considered at two
scal es 's tihn st hheel@oncept ual understanding of un
integrated. Second, the approach is generalized to apply to both groundwater protection and the
mitigation of groundwater contamination. The main goal is to improve the unuirsjaof the
causes and effects of uncertainties, and to make uncertainty analysis more transparent for
practitioners and decision makers, hopefully leading to better modelling practices and more

confidence in the use of models.
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3.2 Background

A well-exploredapproach for addressing uncertainty in capture zone delineation is by means of
stochastic methods, with contributions by, among others, Varljen and Shafer (1991), Franzetti and
Guadagnini (1996), van Leeuwen et al. (1998), Camp and Outlaw Jr. (1998)]ovessal. (1998),
Wheater et al(2000), Kunstmann and Kinzelbach (2000), Feyen et al. (2001), and Stauffer et al.
(2005). The general approach consists in expressing physical parametehgdraulic conductivity)

in terms of a statistical distributip which is then used to generate capture zones expressed in terms

of confidence levels or uncertainty bands.

Although stochastic methods provide a way to address uncertainty, there are some problems with
this approach. Evers and Lerner (1998) pointedtoat it is often impossible to characterize the
statistical properties of model parameters using the available data. Also, as found by Refsgaard
etal. (2005), stochastic methods in general only address uncertainty due to unknown parameter
values, but usdly neglect uncertainties in the model structure, including the overall problem
geometry, the temporal and spatial discretization, the choice of processes being condieeic
the governing equations to be solvédand different simplifying assumptien A very similar

argument was made by Poeter (2007).

As noted by Evers and Lerner (1998), for the stochastic approach to be applicable, the controlling
parameters must be amenable to statistical description. A classical example is the work by Sudicky
(1986), who sampled a sandy aquifer along a esestion at the cm scale and developed the
statistical parameters in terms of the variance olpghd the correlation length. Assuming that the
system is fAhomogeneous!| y h eh¢or nofdGgleanandAxsess,(1988Bu di c ky
to derive effective macrodispersion coefficients that express the heterogeneity of the porous material.
In a follow-up study, Frind et al. (1987) interpreted the evolution of macrodispersion as the
cumulative effect of masexchange between fast and slow streamtubes, thus providing a physical
explanation for the macrodispersion theory. The heterogeneity of the material is an expression of
uncertainty at the local scale of the sampling. Frind et al. (2002) applied the spersidn
approach to delineate well capture zones in terms of capture probability, and in a different paper,
Frind et al. (2006) used the same approach to develop the well vulnerability concept for estimating
the impact of a contaminant source on a sup@il. The fundamental theory underlying these two
concepts was analyzed by Enzenhoefer et al. (2011), who used a conditional Monte Carlo simulation

based on Bayes®é Theorem in discussing the relatio
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(Monte Calo) approaches, recommending the Monte Carlo approach for the well vulnerability

problem.

Non-stochastic approaches have also been explored by some authors. For example, Esling et al.
(2008) proposed a systematic sensitivity analysis using differerdngeeho hydraulic conductivity
ratios. Evers and Lerner (1998) used alternative flow calibrations and backward particle tracking to
define protection zones. West et al. (2011) proposed the delineation of wellhead protection areas
using alternative flow secmrios associated with different weights based on technical judgement.
Poeter (2007) suggested addressing predictive uncertainty by means of a reasonable set of alternative
conceptual models, using muitiodel averaging. Noting that geostatistical appreacare often
consi dered f i r s tto captute ghe rikcoriceptual endertainty, 2ohe miist look at
broader variations of the configuration of geologic units, as well as alternative initial conditions,
boundary conditions, processes, scenaritisiensionality, and perhaps even alternative algorithms

Pappenberger and Beven (2006) argued that uncertainty analysis is still not a common practice in
many modelling exercises. Lack of available guidance for use in practical applications is potnted
as a major reason. According to these authors, what exists is a number of alternative approaches with
different philosophical frameworks, all of which are more or less appropriate, depending on the
problem at hand. Although the authors made this argtfue hydrology, hydraulics and water
resources models in general, it can also be considered a fair portrayal of groundwater models applied

to capture zone delineation.
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3.3 An integrated approach for addressing uncertainty

For convenience, we consider &®m of two spatial scales, local and global, each with its own type

of uncertainty. Locabcale uncertainty is defined as the uncertainty generated by heterogeneities
within a hydrogeological unit, of the type investigated by Sudicky (1986). isoedé umcertainty can

be addressed by stochastic methods, or alternatively, it can be approximated on the basis of
macrodispersion theory (Gelhar and Axness, 1983) by applying a backward transport model to
generate a capture probability distribution (Frind et 2002; Neupauer and Wilson, 1999). The
macrodispersion approximation is valid if the scale of the hydrogeological unit is much larger than

the scale of the local heterogeneities within the unit.

Globats cal e uncertainty ( wh elrdemaif)dricaoporatésda varietyfof r s t o
other sources of uncertainty as discussed by Poeter (2007). These include the shape of the aquifer and
aquitard units, the hydraulic connections between aquifer unés Windows), the boundary
conditions, the seleidn of processes to be considered and how they are represesmtegbyerning
equations and modelling codes), uncertainties in the conceptual model, as well as the spatial and
temporal discretizations. Sources of glebedle uncertainties are generalgss amenable to
stochastic treatment because often they cannot be described by parameters or parameter distributions.
This type of uncertainty can be addressed by scenario analysis involving multiple model

representations of the natural system (Poet&720

The concept of mukimodel analysis may appear controversial within the context of conventional

model |l ing practice, which aims to identify the #fib
many straighforward situations, a best model camaity be defined without difficulty. On the other
hand, in more complex situations, it may not be g

firi ght donlynamireber of possible candidates. In such cases, the question is what to do with

thesealternatives.

Thus the scenario analysis leads to the problem of combining a multitude of model predictions in a
meaningful way for decisiemaking. Statistical methods for ranking and averaging multiple model
predictions in numerical groundwater modelgevdeveloped and applied by Burnham and Anderson
(2002), Neuman (2003), Ye et al. (2004), Poeter and Anderson (2005), Poeter and Hill (2007), Ye et
al. (2008) and Singh et al. (2010). Another way to combine different model predictions is by means of

the precautionary approach. This approach is well known to policy makers and regulators, and is
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usually applied to make decisions under uncertainty in situations where there is a potential risk to the

public or the environment and a conservative, fisk-averse) stance is justified.

We propose a thrggart approach to address uncertainty in capture zone delineation: (1) express
localscale uncertainty in terms of macrodispersion and apply backward transport to generate a
capture probability distribution; (2)xpress globakcale uncertainty by using a reasonable number of
alternative scenarios or conceptual models of the real system; and (3) use the precautionary approach
to combine the multiple scenarios into a capture zone. By expressing the result okeadio san in
terms of a probabilistic distribution and combining these distributions, the two uncertainty scales are
effectively integrated. At this stage, two types of groundwater management areas can be defined,
depending on whether the underlying olijex is protection of the groundwater resource or
mitigation of existing contamination. The components comprising the proposed approach are
explained in more detail in the following.

3.3.1 Local-scale uncertainty: Capture probability

At the scale of the individal stratigraphic unit, the porous material may be considered
homogeneously heterogeneolu®.( statistically stationary) (Sudicky, 1986). The macrodispersion
approach (Gelhar and Axness, 1983) applies, and a well capture zone can be expressed in terms of
capture probability (Frind et al., 2002; Neupauer and Wilson, 1999). Frind et al. (2002) compared the
capture probability approach to the standard particle tracking approach, which is currently the
industry standard for delineating well capture zones, sigpthat capture probability produces more

realistic capture zones than particle tracking, with less need for subjective judgement.

To implement the capture probability approach, a standard advdijpersive transport model in
backward mode (with theign on the advective term reversed) is applied to solve for capture
probability with respect to the well. The simulation process can be compared to the tracking of
particles upgradient from a well, except that a dispersion term is added to represestdiacal
uncertainty. The transport boundary condition at the well is a specified capture probability of 1.0. The
result is a plume of capture probability extending upgradient from the well toward the ground surface,
similar to a contaminant plume extendingwshgradient, obtained when solving the equation in the

forward mode.

Use of the advecticdispersion equation for this purpose is valid, because the equation describes

the physical process of advection due to a flow field, combined with dispersive sgréadugh the
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porous medium, and it can be applied to any quantity subjected to this pegessllte mass, age,
etc.). Here we apply this equation to a fictitious quantity that has a value of 1.0 at the well screen and
tends to zero infinitely awayrom the wel] and we choose to interpret the result as capture

probability.

The capture probability concept represents a refinement of the conventional approach for
delineating a capture zone, which is based on a line drawn on a map dividing artcaleesithe"
(capture, or 100% capture probability) and "outside" (no capture, or 0% capture probability)
segments. The conventional approach can cause problems because a property owner just inside the
line may face land use restrictions that his/her neighlust outside the line would not encounter.
Conceptually, a more realistic way to assess the risk of contamination would be to assign a capture
probability of less than 100% to the area just inside the line, and more than 0% to the area just outside
the line. This means that, for example, we may judge the chances of well contamination due to a
source at some point inside the line at 75% (capture probability0.75). The capture probability
concept formalizes this straightforward approach, producimnmntntious probability spectrum from
100% (at the well itself) to 0% (very far from the well).

This concept coul d roanfhénmaacped tchoen cterpadi tHooweavie rfi | iinf
planning purposes, a line on the map can still be recovered &agilyhe probability distribution by
choosing a capture probability contour appropriate for the problem at hand. Molson and Frind (2012)
suggested the 0.5 contour on the basis of life expectancy considerations. Another option is to select a

contour on thdasis of mass balance between recharge and pumping (Frind et al., 2002).

It should be noted that capture probability will not predict the actual impact on a well. Capture
probability simply puts a number on the risk level. It means that, for exampbatandnant source
on the 0.75 probability contour will pose a higher risk of impacting the well than a source on the 0.5
contour. To determine the actual impact of a specific contaminant source on a well, forward solute
transport runs or the well vulneréity method (Frind et al., 2006; Enzenhoefer et al., 2011) can be
used. The well vulnerability method provides the maximum concentrations to be expected at the well,
plus the arrival and exposure times, due to any source of contamination within the zapéur€his
method uses the same advectivgpersive transport equation as the capture probability method,
except that instead of the specified value of 1.0 at the well, a pulse is applied at either the contaminant

source or the well; the resulting brdakdugh curve then provides the desired information.
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3.3.2 Global-scale uncertainty: Scenario analysis

Capture probability, as defined above, expresses only thedcak component of uncertainty. The
globalscale component of uncertainty can be assesseddnaiso analysis involving a limited
number of realistic conceptual model configurations and boundary conditions (Evers and
Lerner,1998; Poeter, 2007; West et al., 2011; also others). These scenarios can be seen as different
realizations or attempts topeesent a complex system, where perturbations are based on physical
rather than statistical principles and follow no particular pattern. Different scenarios can be created by
developing alternative conceptual models, applying different boundary conditbasging the
geometry and/or the hydraulic characteristics of hydrostratigraphic units, using different grid types or

discretizations, or by using different codes.

By allowing the incorporation of alternative model structures, the robustness of madietiqpins
can be enhanced (Refsgaard et281Q7). The only requirement for a model scenario to be considered
is that it should be a valid representation of reality based on a realistic conceptual model with
reasonable parameter distributions and boundamditions, and it should be solved using an
accepted, verifiable numerical method. Because the differences between scenarios may be substantial,
each scenario must be calibrated against the original field data. A successful calibration, however, is
only anecessary, but not a sufficient condition for validity (Oreskes et al., 1994). As will be shown

below, different scenarios can calibrate equally well to the same data.

3.3.3 Integrating multiple scenarios: the Precautionary approach

If there is more than onealid representation for a given situation, as is the case for most practical
applications, it is impossible to objectively choose which is "the best" representation (Carrera and
Neuman, 1986). However, simply presenting a collection of alternative cautnes arising from
different scenarios/models would not be very useful in the deeisaking process, and it would
overload decision makers with information. Also, it would not address the critical problem of how to
delineate capture zones under uncertainditions. In order to facilitate the decisimaking process,
alternative capture zones must be combined or integrated in a systematic and transpavéaestety.

al. (2011), for example, used technical judgement in the weighing of different scénarose at a

final capture zone.

A logical choice for combining or integrating the results from alternative model scenarios, which

we will use here, is the precautionary approach. The precautionary approach follows the intent of the
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Precautionary Prinple as defined formally in the Wingspread statement (Raffensperger and
Tickner,1999): 'When an activity raises threats of harm to human health or the environment,
precautionary measures should be taken even if some cause and effect relationshipsfudhg not
established scientifically The Precautionary Principle is often used in a regulatory context, and it
generally applies to decisianaking under uncertain conditions without necessarily quantifying the
uncertainty. For example, one of the guidingngiples of source protection in the Province of
Ontario is that Source protection plans must be based on risk management, when risks can be
estimated, and the precautionary principle when risks cannot be estimédvince of
Ontario,2004).

The precationary approach for the delineation of well capture zones, or more generally,
groundwater management zones, can be considered as appropriate because an independent validation
of a well capture zone is rarely possible. Tracer tests would in most situsitigoly take too long,
monitoring would carry its own uncertainties, and furthermore, the introduction of tracers into a water
supply aquifer may be undesirable. Therefore, the precautionary approach should be a defensible

option in practical situations.

3.3.4 Protection versus mitigation

In the context of wellhead protection, the "precautionary measure" pertains to the inclusion or
exclusion of a given area in a WHPA. This decision depends on the purpose of the -dealsian
exercise, where we distinguish Wwetn two objectives: (a) the protection of a groundwater resource
from the threat of contamination, and (b) the mitigation of a body of groundwater that has been

contaminated.

For example, let's imagine that there is doubt whether a certain ggingi ground surface is
inside or outside the capture zone of a given well. If the objective is to define protection zones to keep
contaminants from reaching the wek.q, choosing the location for a new landfill), then the
"precautionary measure" is to as®urthat point X,y) is inside the capture zone. This measure
preferentially overestimates the extent of the capture zone and decreases the chance of placing a

potentially hazardous activity inside the true capture zone of the well.

Alternatively, the objetive may be to define capture zones for the hydraulic containment of
contaminated areagd., hydraulic barriers), or to prioritize sites for the implementation of Beneficial

Management Practices or BMPs (Wassenaar et al., 2006) in order to enhancquaditierat the
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well. Now the "precautionary measure", in case of doubt, is to assume the given area falls outside the
capture zone. This preferentially underestimates the extent of the capture zone and increases the
chances that flow through the designa®dlP areas will ultimately be captured by the well,

benefiting the mitigation objective.

Fig. 3.1, adapted from Evers and Lerner (1998), graphically illustrates the concept. The left part of
the figure shows possible capture zones generated by a nundi@roative model scenarios; to the
right appear the resulting management areas corresponding to either a prbstidobjective or a
mitigationbased objective. For a protection decision, the precautionary approach would consider the
union of all altenative capture zones, while for a mitigation decision it would consider the
intersection of alternative capture zones. These management areas differ in extent. Because the extent
of the area subject to management measures has economic as well as entatoantk social
implications, the distinction between them is important. Evers and Lerner (1998) called these areas
the "zone of uncertainty" and the "zone of confidence", respectively. It is important that the
precautionary principle should be appliedcamjunction with sound hydrogeologic interpretation. In
other words, professional judgement should be exercised in the creation and selection of scenarios to

be considered.

3.3.5 Mathematical formulation

The proposed integrated approach can be implementedmetbally through two simple equations.
These equations combine capture probability estimatiamsl¢calscale uncertainty) from multiple
scenariosi(e., globalscale uncertainty), in a riskverse mannei.¢., precautionary approach). For

protectiondecisions, the equation is:

PPROT(X’ y’tC) = ma){Pl(X’ y’" Z’tC )7 PZ (X1 y’ ) Z’tC )’ 2 ' I:)N (X’ y1" Z’tC )] (31)

wherePpro1(X,Y,tc) is the maximum probability, from all scenarios, that a particle at a given point
(x,y) will be captured within a time period not greater thanFor example, aPpro1(X,y,80) = 0.5
means that, for the positiorx,§) on this contour, all simulations estimate that the groundwater
infiltrated at point X,y) has a probability of capture of 50% or lower, within 80 years. The resulting

protection map combindbe maximum estimated probabilities throughout the vertical extent of the
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model domain, from the bottom to ground surface. This is also a conservative assumption, assuming

that there may be vertical preferential flow paths.

For mitigation decisions, the egtion to be used is:

Pur (%, y'tc) = min[Pl(X’ Y Zgs tc )' P, (X! Y: Zgs te )’ 2 R (X' Y; ZGs’tc)] (3.2)

wherePyir(X,y,tc) is the minimum probability, from all scenarios, that a particle at a given point
(x,y) at ground surfacezds) will be captured within a time period not greater tharFa example,
Puir(X,y,80) = 0.5 means that, for the positipgy), all simulations estimate a probability of capture
by the well of 50% or higher, within 80 years. Overestimating the probability of capture is not
desirable in this case, so the values atigdosurface are taken into account.

In this way, the information from all scenarios is merged into two types of maps for guiding
management decisions: one for protection and one for mitigation. This reduces information overload
for decision makers, increas efficiency, and makes modelling results more transparent and

understandable to stakeholders, as suggested by Brugnach et al. (2007).

The methodology is based on the assumption that erring on the side of caution is desirable, and
accordingly, it mathentgcally expresses the postulate that when making decisions subject to doubt,
consider the woratase situation amongst the available alternative interpretations of the natural
system. The rationale behind this postulate, and hence this methodology, banpaiven or
disproven using physical field data. It is merely the mathematical translation of a precautionary (risk
averse) approach to combining alternative representations of well capture zones to support
groundwater management decisions. Using cotibry terminology, this approach attempts to be
"fail-safe", defined as "a system which fails to a state that is considered safe in the particular context”
(Blanke et al., 2001).
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3.4 Example application: Water supply well, Waterloo Moraine

The approach dlined above was applied to delineate the protection and mitigation capture zones for
one of the water supply wells that are part of a system of well fields operated by the Regional
Municipality of Waterloo, Ontario, Canada. The well is located within Waterloo Moraine

(Fig. 3.2), a complex glacial aquifer system that is of importance as a source of water for the local
community of over half a million people. The health of the local aquatic ecosystem also depends on
the groundwater. The Waterloo Moraihas been the focus of many field and modelling studies
(Martin, 1994; Callow, 1996; Martin and Frind, 1998; Frind et al., 2002; CHZM. and S.S.
Papadopulos & Associates, 2003; Bester et al., 2006; Frind et al., 2006; Rahman et al., 2010).

For the sustaiability of groundwater resources, recharge plays a key role and its estimation is
usually associated with significant uncertainty, even when averaged temporally and spatially (Stauffer
et al., 2005). Although this approach can be applied to many diffecemtes of uncertainty, we
focus here on the uncertainty in the spatial distribution of recharge.

3.4.1 Waterloo Moraine model

The groundwater flow model that underlies our study is based on the original Waterloo Moraine
model by Martin and Frind (1998). Therm®ptual model is bounded by major water courses (Grand
River, Nith River and Conestogo River), and covers an area of 74@Fign3.2). The model is based

on the assumption that at the river boundaries, all water discharges into the river, and that regio
flow crossing beneath the river is negligible. This assumption providesflawmenodel boundary
around the periphery of the model. Major watercourses on the boundary and in the interior of the
domain are represented by specified heads. Verticallymidel consists of 8 hydrostratigraphic
layers. The original groundwater flow simulations were performed using WATFI(@son et
al.,2002), a 3D finiteelement groundwater flow model. This code also contains aibualitomatic
calibration routine (Beaks and Frind, 2001), which facilitates the calibration of multiple flow

scenarios.

The present study uses the original Waterloo Moraine model with its original boundary conditions
for flow, but focuses on the rectangular area shown inF2gfor detaied capture zone simulations.
Within this smaller study area, the hydraulic conductivity distribution of Martin and Frind (1998) was

updated using new data provided by the Regional Municipality of Waterloo. The model discretization
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was refined within the saller area, with 29 elemental layers, giving a totat {300,000 nodes and
~ 2,500,000 elements.

3.4.2 Alternative recharge scenarios

To assess uncertainty the spatial distribution of rechargérée alternative recharge distributions
generated by differd codes were used: (HydrogeospheréTherrien et al., 2005) as applied by
Jones et al. (2009), (2) GAWSER (Schroeter & Associates, 1996) in association with MODFLOW
(Harbaugh et al., 2000as applied by CH2NHILL and S.S. Papadopulos & Associates Z0@nd

(3) WATFLOW. Each of these three models is based on valid theories, and, although different, the
corresponding recharge distributions can all be considered as physically realistic. All are

approximations because they are based on limited data.

HydrogeospherdHGS) is a 3D fullyintegrated surface and varialdgturated subsurface flow
code, including solute and heat transport. HGS adopts a rigorous approach to representing the
interaction between different components of the hydrological cyclea@unvater is represented
using the diffusiorwave approximation of the Saint Venant equatidgdoyindaraju, 1988).
Unsaturated flow is simulated using the Richards equation with the van Genuchten parameterization
(van Genuchten, 1980) to estimate saturaf{fgnand hydraulic conductivityK) as a function of
pressure head. The recharge distribution was taken from the work of Jones et al. (2009).

GAWSER is a stormrevent surface water model, which was coupled to the dfiliifterence
groundwater model MODFLOWUnNsaturated flow is not represented. This recharge distribution was
taken directly from an existing study (CH2MILL and S.S. Papadopulos & Associates, 2003).

In WATFLOW, the recharge distribution is estimated using the recharge spreading layer (RSL), a
virtual layer of porous material placed on top of the ground surface, emulating interflow in the
surficial layer (Fig.3.3). Darcian flow in the RSL is assumed. An average recharge value is specified
on top of this layer; this recharge is redistributedhimitthe RSL to avoid mounding on leky
materials. Thus the hydraulic conductivity of the recharge spreading layer controls to what extent
recharge is spatially distributed. Accordingly, the hydraulic conductivity of the RSL becomes a

calibration parameter.

The recharge distributions produced by these three ditfenedels are presented in F&g for
HGS, GAWSER/MODFLOW and WATFLOW, respectively. As the original recharge distributions
for HGS and GAWSER/MODFLOW did not cover the whole area of the modeahoused for the
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simulations, an average recharge of g%@/yr was assigned where recharge estimations were not
available. The supply well which will be the focus of the capture zone delineation is shown in the

figure.

In each of the three models, thehrame {.e., the actual downward flux that infiltrates at ground
surface and eventually reaches the water table) is an internally calculated quantity that depends on the
processes built into the model. Since these processes vary for the three modetsatie recharge
within the model area (calculated by averaging the downward fluxes) differs somewhat (212 mm/yr
for HGS; 233 mm/yr for GAWSER/MODFLOW,; and 255 mm/yr for WATFLOW), but the
differences are small enough to allow the recharge magnitude tsdmudied as a major control.
Accordingly, the spatial variation of recharge is taken to be the controlling parameter.

For HGS, the generated recharge distribution (Biga) covers approximately the southeast
guadrant of the study area. The blue aredg#@te a gaining stream. Contrary to expectations, the
three gravel pits within the area do not affect the recharge distribution produced by HGS. The
GAWSER/MODFLOW recharge distribution (Fig.4b) covers the southern part of the study area.
The GAWSER/MMFLOW recharge differs significantly from that generated by HGS, on account of
the very different mechanism built into this model. Recharge in this model is controlled by surface
soil type and depressidgncused infiltration i¢e., closedbasin areas in wth runoff accumulates);
these mechanisms result in a high spatial variability of recharge with numerous areas of either high or
low values. In particular (see Fig.4b), there is a large area of low recharge near the centre of the
study area, flanked tilhne south by areas of high recharge. WATFLOW covers the entire study area
(Fig. 3.4c), controlling recharge by means of its recharge spreading layeB@jigwhich simulates
interflow. For the WATFLOW simulation, a recharge value of 600 mm/yr was a&sbkagpriori to the
gravel pits. This value was obtained during calibration, using an expert estimate (P. Martin, personal
communication, 2009) as a starting value. The result is a recharge distribution which is intermediate
between those of HGS and GAWSBEMRIDFLOW. A consequence of the differing recharge
distributions for the three scenarios is that the stream segments that are gaining/losing are not the

same between the models.

3.4.3 Steady-state flow calibration

Three alternative steadytate flow models (oneof each recharge scenario) were calibrated to match
observed heads in 42 wells. To achieve calibration, the hydraulic conductivity for each

hydrostratigraphic unit was allowed to vary within one order of magnitude. This range is comparable
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with the error bunds for field estimation methods commonly used at this scale (Alexander
etal.,2011). All three flow models were calibrated starting from the same initial hydraulic
conductivity distribution. Therefore, differences in the calibrated hydraulic conductfigld are
commensurate with changes in recharge, as the target calibration data set used for the three models is

the same.

This process resulted in comparable calibration fits for all three scenarios, as shown in Fig. 5. The
average error ranges betweenbsm GAWSER/MODFLOW and 2.4m (HGS), while the average
absolute error ranges between 4.0BAWWSER/MODFLOW and 2.4m (WATFLOW). This error
compares to a range in head of about 80m over the model domain. As an independent verification, an
observed baseflo value for a creek located within the studied area was found to be comparable to
calculated discharge estimations for all three scenarios. Because of the approximate nature of the
dat a, it would be pointl ess t @aonteptual model scematios.ct a
Thus the conclusion from the calibration is that the three models are all acceptable;imitjnen

3.4.4 Conventional approach to capture zone delineation: Particle tracking

The capture zone delineation focuses on the primary yupell identified in Figs.3.4 and 3.6.

Fig. 3.6 also shows additional municipal wells which are not directly considered for capture zone
delineation, but which strongly influence the results for the primary well. To delineate the primary
well capture zondor each of the three scenarios, the conventional backward particle tacking
approach was first applied to the three recharge scenarios, using the particle tracking routine
WATRAC (Frind and Molson, 2004). Particles were placed around a circle at thendedllowed to

travel in the upgradient direction from the well within the 3D flow field, until they emerged at ground
surface. The redts are shown in Fig3.6. The tracks represent advective travel only, with no

uncertainty due to locacale heterogeites taken into account.

The three sets of particle tracks extend generally from the primary supply well toward the
northwest, and their shape and orientation is influenced by the other wells in the well field. A portion
common to all three scenarios entls first to the north, and then curves to the west. Beyond this
common portion, HGS (Fig.6a) has a leg extending to the northwest, while GAWSER/MODFLOW
(Fig. 3.6b) has a similar northwest tending leg, but displaced toward the east. WATFLOW.GE)g.

has no extension beyond the common portion.
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Delineating a capture zone from the above particle tracking results would clearly require some
judgement. If locakcale uncertainty is to be addressed, one way to accomplish this is by means of a
standard Mote Carlo analysis, creating a sufficiently large number of realizations for each of the
three scenarios, and applying particle tracking to each realization. Alternatively;sdabal
uncertainty can also be accounted for by means of the capture prgbaielhod, which we
demonstrate in the following.

3.4.5 Capture probability and scenario analysis

To apply the capture probability method, an advedligpersive transport model in backward mode

is run for each of the three calibrated scenarios. The transuatWTC (Molson and Frind, 2005)

was used for this purpose. Dispersivities ofr@05 m, and 0.02m were chosen for longitudinal,
horizontal transverse and vertical transverse directions, respectively, as in earlier studies of this
system (Frind et al., Z2). The model was run to quadeadystate conditions, which was
approached at 180 years. From these 3D capture probability distributions, two sets of maps were
extracted: (1jhe maximum capture probability over the aquifer depth for the three rectanmgrios

(Fig. 3.7), obtained from the 3D model output by selecting, for each pejyt it the horizontal

plane, the maximum value in the vertical direction, and (2) the capture probability at ground surface
for the three recharge scenarios (@), obtained by plotting the intersection of the 3D probability
plume with the ground surface. For ease of interpretation, the 0.5 contour has been emphasized in all

figures.

These figures show that, although the calibration leads to about thdiséoneach scenario, the
capture probability plumes obtained differ significantly between scenarios. A major influence on the
shape of the plumes is on account of the wells immediately to the northwest of the primary well,
which produce indentations in the captrmome for the primary well. Another group of wells farther to
the northwest, however, impacts mainly the HGS (8iga) and WATFLOW (Fig3.7¢) plumes. For
HGS, these wells cause the plume to split into two branches extending to the northwest, while for
WATFLOW, only one branch extends to the northwest. For GAWSER/MODFLOW, the wells to the
northwest seem to restrain mainly the higher probability values (>0.5) for the primary well, but not

the lower values, resulting in a large plume extending to the nesthw

The capture probability plumes at ground surfdeigd.3.8a, 3.8b, and3.8c) show basically the

same trends as Fi@®.7, except that at the surface, the plumes are somewhat smaller and more
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irregular. This shows that the maximum extent of a cafoine occurs at depth, which supports the

need for a 3D analysis.

The differences in the probability plumes for the different scenarios demonstrate the high
sensitivity of capture probability with respect to recharlye.particular, the large size of the
GAWSER/MODFLOW plume could be related to the large area of low recharge3@#, which
coincides with the centre of the probability plume (RAgb) for this scenario. On the other hand,
local features such as the stream or the gravel pits do notisd&we a significant effect on capture
probability.

In terms of a final capture zone, it should be kept in mind that the capture zone of most interest will
be the combined capture zone for all supply wells. In this combined capture zone, the indentations
seen in Figres. 3.6, 3.7, and3.8 would not occur. Considering only one well out of a group of wells
in the same well field, as we have done here, results in a sharp gradient in the individual probability
functions, resulting in numerical dispersion. §problem is less likely to occur when all wells in the

well field are investigated together.

A high capture zone sensitivity with respect to hydrogeologic parameters has also been observed in
other studies, such as Piersol (2005) and Franke et al. (1998)

3.4.6 Groundwater management areas: Protection vs. Mitigation

The two sets of maps in Fig8.7 and3.8 can be used to generate two single maps delineating
groundwater management areas under either the protection or the mitigation objective, using Egs.
(3.1) and (3.2). The process is schematically shown in Bifj. To generate the protection map for the
primary supply well (Fig3.9), the maximum capture probabilities over all scenarios inFfgare

chosen on a poidiy-point basis. For the mitigation maprfthe same well (Fig3.10), the same
point-by-point approach is taken, but now the minimum capture probability at ground surface over all
scenarios in Fig3.8 is chosen. In both cases, these maps provide conservative predictions for each

location basedn the three selected scenarios and the type of decision to be made.

A comparison of Figres. 3.9 and3.10 shows that the capture probability maps for protection and
mitigation differ substantially for this well. While the management area for protestiaimout 5 km
wide and extends nearly 20 km to the northwest from the well, the management area for effective
mitigation is only about 1 km wide by 3 km long extending in the northerly direction. The difference

in this case is primarily due to the uncertaim the recharge distribution. Other uncertainties exist
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that would lead to more scenarios and thus also have an impact on gaphakility and capture

zone extent.

As a final question, we may ask whether a valid capture zone can be delineateglpyrgnging
the patrticle tracks from the three scenarios. The result is given i8.Elg.which shows the patrticle
tracks from Fig3.6, with the 0.5 probability contour from Fig.9 superimposed. As is evident from
the figure, the 0.5 contour providasreasonable envelope for the particle tracks. This demonstrates
that particle tracks from different scenarios can be merged to provide a capture zone that takes global
scale uncertainty into account. In the present case, however, drawing the envelopethatibenefit
of the 0.5 contour would require considerable judgment. Thus the capture probability approach can be
seen as being less subjective and more informative than particle tracking by itself.
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3.5 Discussion: Some key points

This study has raisesome key points that are highly relevant in the appreciation of uncertainty in

modelling.

Scenario selectionCare should be taken that only scenarios that are physically realistic and

representative are included. The analysis can be only as goodtashthieal judgement behind the
formulation and selection of these scenarios. This is a limitation of any modelling endeavour, but
since this approach uses a conservative stance, for every scenario that is added, the resulting
groundwater management areasm only become more conservative or remain the same. Therefore,
the inclusion of one single inadequate scenario may render the final delineation excessively

conservative.

Dealing with expert subjectivityDue to the subjectivity that is typically inhetem expert

judgment, different interpretations may be expected from different experts working on the same

problem €.g, Beven, 1993). The proposed approach provides a framework for incorporating the
uncertainty derived from different experts by combinihg results in a conservative manner. This
eliminates the difficult (or i mpossi bl e) task to
among a set of alternative valid representations.

eliminated this approach should reduce the potential for litigation.

"Safest decision" vs. "Optimum decisionThe precautionary nature of this method leads naturally

to more conservative and safer decisions than a decision based on a single scenario. Batssafety
price. For protection applications, this method can lead to the imposition of restrictions in areas that
may not significantly impact the well, while for mitigation applications, it may exclude areas that
could possibly contribute to the well. Thpproach does not lead to "optimum decisions”, as some
statistical methods do. Instead, it aims to make the "safest decision" based on the available
interpretations of the real system, in a transparent and pragmatic manner. Practitioners should keep in
mind that, even with this precautionary stance, it is impossible to exhaust all relevant possible
combinations of valid models. Thereforthe protection and mitigation maps do not necessarily
represent the absolute weorstse predictions that can possibly bmade, asthere is always a
possibility that an important model interpretation could be left out of the analysis (Refsgaard et
al.,2007).
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Costs considerationsThe proposed approach does not require more data than the conventional

approach; the same daéd that is used to create one scenario can be also used to generate alternative
scenarios. However, multhodel analysis does require more time than singddel analysis. The
additional cost will depend on whether alternative scenarios are based oantiffeodels or on
modifying parameters within the same model. In any case, modelling costs are usually a small

percentage of overall costs of source water protection studies.

Field data vs. modellinglt is important to keep in mind that modelling carverebe a substitute

for field data. The proposed method expresses uncertainty, but does not reduce it. To reduce
uncertainty, additional data should be collected and incorporated in the model. For example, direct
field estimations of recharge would constréhe distribution of this parameter in the model and
consequently reduce model uncertainty.
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3.6 Conclusions

We have attempted to provide some new insights into the problem of uncertainty in capture zone
delineation for complex systems that are not itgaaimenable to stochastic analysis. For these
systems, we propose that uncertainty be considered at two scales. At the local scale of the
stratigraphic unit, the porous material may be considered heterogeneously homogeneous, and the
resulting uncertaintgan be represented by using the macrodispersion concept, leading to a capture
probability distribution. At the larger global scale, where uncertainty is due to a variety of causes
including structural uncertainty and uncertainty in the boundary conditiomsertainty can be
addressed by means of systematic scenario analysis over a number of different but physically

plausible scenarios, with each being calibrated individually against field data.

Results from multiple scenarios can be integrated using réwationary approach to delineate
groundwater management areas under either of the two objectives: (1) the protection of groundwater
sources, and (2) the mitigation of contaminated areas by means of remedial measures. For the first
objective, the precauthary approach leads to a conservative capture zone based on the combination
of all areas that might contribute to capture. For the second objective, it leads to an equally
conservative capture zone based on the selection of all areas with high prob&baipgure that are
most likely to contribute to flow to a given well. Both objectives can be covered within the same

investigation.

We have shown that the spatial distribution of recharge can have a controlling impact on capture
zone delineation, and uk be a major source of uncertainty. The wide range of recharge values
generated by different models stresses the importance of independent recharge estimation using field

methods to constrain this range, and thus to reduce uncertainty.

We have also showthat equally acceptable calibration fits can be obtained from different recharge
distributions, thus illustrating nemniqueness. In current practice, modellers tend to choose the "best"
model on the basis of the calibration outcome, where the "best'l modeenario is taken to be the
one with the best calibration fit to observed data, and other reasonable model representations may be
discarded. Our work shows that this can lead to serious underestimation of a capture zone. By
including all acceptable oralid models in the analysis, largeale uncertainty can be accounted for

by means of the precautionary approach.
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Although this study has expanded the range of uncertainties that are commonly dealt with, we hope
that it has also produced more claiityo its effects. Because uncertainty will remain elusive, model
users and decisiemakers need to be aware of the causes of uncertainty and alert in detecting its
effects. This means that technical judgement will always play a role throughout the process
particularly in the selection of scenarios. It also means that in examining model results obtained under
uncertainty, the first question should always be: Do the results make sense? Unfortunately,-in a high
pressure consulting environment, there mayahetys be sufficient opportunity to ask this question.
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3.7 Figures and tables
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Figure 3.1. Conceptual representation of different approaches for protection and mitigation
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Figure 3.2. Location of study area within the Waterloo Moraine model. Well fields are

comprised of one or more wells (adapted from Frind et al., 2006).
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Chapter 4
Predicting the effects of Beneficial Management Practices (BMPs)

on public supply wells impacted by nitrate contamination

4.1 Introduction

The availability of nitrogen is aommon limiting factor for plant growth. Consequently, the
application of nitrogefibased fertilizers is customary in agricultural practice. When applied in excess,

the nitrogen not used by plants may leach through the root zone and contaminate groundwater
resources, usually in the form of nitrate (O . Hi gh nitrate concentrat.
public health and environmental implications and have become a common problem in many parts of

the world.

One approach to address this problem is the adoption of Beneficial Management Practices (BMPs),
which in this context refers to a set of measures to reduce the environmental impacts associated with
agricultural activities, including nitrate leaching to groundwater. The implementation of BMPs has
important societal implications and therefore their progesign must balance overall costs and
benefits. However, the effects of BMPs on groundwater systems are slow and difficult to measure.
Some factors that hinder the assessment of BMP performance are: (1) aquifer and contamination
source properties mayary spatially and temporally over a large area, so it is difficult to isolate the
effects of BMPs from all other fluctuations; (2) residence times in groundwater systems are usually
long; and (3) due to the source dimensions, representative data carebsiexpo collect and often
are not available. Due to these complications, it is difficult to rely exclusively on direct field
measurements to design and predict the effects of BMPs. In this context, numerical models can be

useful to complement field efftsrand provide further insights regarding BMP design and response.

In this chapter, we use a numerical model to estimate the effects of BMPs implemented in 2003
(~ 10 years ago) on nitrate concentrations at the Thornton well field, located near the City of
Woodstock, ON. This case study is based on extensive field work from previous research, especially
regarding recharge and nitrate loading distributions (Sebol, 2000; Golder Associates, 2001;
Padusenko, 2001; Haslauer, 2005; Bekeris, 2007; Koch, 200%hi€yit 2010; Brook, 2012).
Alternative options to reduce nitrate contamination and practical aspects regarding the use of

numerical models for similar cases are discussed.
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In this context, the following specific objectives are pursued:

A to propose a franweork to estimate the effects of BMPs in water supply wells. This
framework combines multiple model settings, each with specific goals, and can be useful

to design remediation strategies for similar cases;

A to compare different techniques for generationmafss loading distributions using field
point measurements. The decision of which technique to use is not always -$travgind.
The comparison of the results obtained from different techniques would illustrate the
practical relevance of this decision;

A to investigate the effectiveness of the adoption of BMPs in selected areas as a valid
strategy to improve the water quality in supply wells impacted bypoamt source
contaminants.
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4.2 Background

4.2.1 Nitrogen and plant growth

Nitrogen is an essential nutrient fplant growth and survival. Although it constitutes the majority of

the atmosphere (78% by volume of dry air), almost all nitrogen on Eartlthis form of nitrogen gas

(N>), which is inert and unavailable to most organisms (Erisman, @08i8). Onlya small fraction of

the nitrogen in the atmosphere is converted by natural processes into more reactive nitrogen
compounds that can be used by plants, such as nitratgE(NO o r a mmg)nLigbtmimg ( NH
dischargesandnitrogen fixation by bacteria (frdevsing or in symbiosis with plants) are examples of
such processe#\s a consequencehe availability of reactive forms of nitrogen in soils is often a
limiting factor forplant growth To increase crop productionitrogentbased fertilizers are commonly

appliedin agricultural practice.

Until the first half of the twentieth century, fertilizer applications consisted mostly of recycled
organic matter or limited sources ofined reactive nitrogen, such as guamocoal (Davidson
etal, 2012 Sutton and van Grinsven, 2011). This situation changed dramatically since the
development of the Hab&osch process, which all@ahe artificial synthesis of ammonia (NH
from nitrogengas (N) on anindustrial scale (Smil, 2001). Since the 1950s, the application of
synthetic nitrogesbased fertilizers promoted significant improvements in crop yield, averting a major
food crisis and enabling unprecedented population grokith 4.1). In terms of global impact, the
HaberBosch process is arguably the most relevant invention of the 20th century (Smil, 1999) and it
was referred to by Sutton et al. (2011a) as the "greatest single experiment in gledadigeering"

ever made by humans.

4.2.2 Nitrogen in groundwater

An undesired consequence of the access to abundant synthetic fertilizer is the contamination of
groundwater resources. Reactive nitrogen that is not used by plants may leach through the root zone
and be incorporated into groundwatespally in the form of nitrate (N8 ) , whi ch i s hi gh
and mobile (Almasri and Kaluarachchi, 2007). Underobic conditions, common in shallow

aquifers, nitrate does not undergo any reactiors lzghaves as a conservative solute (Rivett
etal.,2008). Consequently, fertilizer apgdition in agriculture is identified as a major source of
groundwater pollutionNolan et al.1997;Haygarth and Jarvi2002 EEA, 2005), althougthere are

other anthropogenic sourcésat contribute to the problepsuch asseptic tanks and atmospheric
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deposition from burning fuels. High nitrate concentrations due to agricultural activities are reported
in several groundwater supplies around the wonrdg,( Strebel et al. 1989; Power and
Schepers1989; Goss et al., 1998; Zhang et 4096), differingsignificantly from pristine conditions

(Grizzetti et al, 2011) and above the current quality standards (Erisman et al., 2011).

High nitrate concentrations in groundwater have potential negative effects for the environment and
for public health. Dischagsy of nitrogerrich groundwater may cause nutrient imbalance, loss of
biodiversity, eutrophication and acidification in surface water bodies (Capone and Bautista, 1985;
Sutton et al., 2011, Null et al., 2012). In terms of public hebigh NO;E ¢ o n ¢ sindrinkimg i o n
water are associated with methemoglobinemia "biue baby syndronie (Comly, 1945;
Walton,1951) and some types of cancer (Jakszyn and Gonzalez, 2006). Maximum drinking water
limits for nitrate are arrently 10 mgN/L (45 mg NOs/L) for Canada flealth Canada, 20)2and
United States (USEPA009, and 11.3ng-N/L (50mg NO3/L) for the European Uniondfficial
Journal of the European Communitid®998). The World Health Organization also recommends a
similar limit (NOsE] / 50 ,E4 / BN®& 1, <concentrations in mg/L;
controversy regarding the current drinking water standards for nitrate: Some recent studies suggest
that it may be too strict (Avery, 1999; Powlson et al., 2008), while otrgrse the contraryhat the
current limit may be too lenierftan Grinsven et al., 20068Regardless of the discussion about what
the exactlimit should be nitrate contamination of groundwater remains a serious corateam

international scale

4.2.3 Beneficial Management Practices

An approach to address nitrate contamination in groundwater is to adopt agricultural practices that
adjust the application of fertilizers to optimize plant uptake and minimize pollution. These practices
are commonly referred to as Beneficial Mamagat Practices (BMPs) for nutrient management
(Agriculture and AgriFood Canada2010; Beegle et al.2000, Delgado and Shaffer, 2008;
Wassenaar et ak006) or Codes of Good Agricultural Practice (European Environment Commission
1991).The letter "B" inBMP stands for "Best" or "Better" Management Practicesome casesnd
may also target other environmental impacts related with agricultural activities. The acronym "BMP"
is also used in other fields of knowledgerefer toa setof good practicesExamples of areas that use
this acronym arewater treatment, storm water drainage, fish farming, pesticide management, logging
etc. For the purpose of this workhe focus issolely onthe reduction of nitrate leaching to
groundwater.
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There are many cos@ssociatedvith the implementation of BMPs, such atianges in farm
operation, elaboration of better nutrient management plans, infrastructure costs, improvements in
handling, storage and application of fertilizers, monitoring castipotential changem crop yield.

For the sustainable design of BMPs, these costs must be balanced egaiosthic, environmental

and public health benefits of lowering nitrate contaminations in groundwater. In other words, the
design of BMPs must pass a cbshefit analys. To further improve BMP design, this analysis can

be performed for multiplescenarig, allowing the selection of the scenario with best overall cost
benefit ratio (Bernardo et al.,, 1993; Yadav and Wall, 1998; AAFC, 2010; Almasri and
Kaluarachchi2007).

Amongst themanyaspectsnvolved in this analysise(g, legal, social, economic, operationahe
groundwater system response to BMPs is an important one because of its environmental and public
health implications. This response, represented by cbaimyegroundwater and supply well
concentrations, islow and difficult to measure (Tomer and Burkd&03. Changes in nitrate
concentrations can be delayed by long residence tiwigish is typical for groundwater systems
(Wriedt and Bouraoui, 2009; Ritteet al, 2008 Johnston et al., 1998), or by tetow releaseof
nitrate from the unsaturated zone abg molecular diffusion from noactive flow areas into active
flow areas(Molénat and Gascu€bdoux 2002). Because of the long time lag between niitiga
measures and overall impact on aquifer systems, decision makers cannot rely on a simple empirical
approach to the problenfior example (1) implement BMPs,(2) wait for improvementsand (3)
complement with additional measures if necesstng.long time requiredo evaluate improvements

would be impractical.

Another challenge is the identification of target or priority areas for implementation of BMPs.
Nitrate in groundwater shacomplex spatial and temporal patterns (Hong et al., 2007) and aquifer
systems may also present some complex patterns of travel times between sources at ground surface
and receptors (Celliaat al, 2011). As a result, implementing BMPs in different areas within the same
field site, may have significantly different performasder the same investment. Beegle et al. (2000)
argues that properly targeting BMP efforts is a key factor for a successful implementation. If the
objective is to improve the water quality at a given public supply well, areas within the well capture
zone &ould be prioritized for implementing BMPs (&g and Lerner, 198, Rahman et al., 2010;

Sousa et al2013).
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4.2.4 Use of numerical models to support the implementation of BMPs

To address these challengebe use ofphysicallybased numericamodels can be ugé to:

(1) enhance the understanding of the aquifer system response to changes in nutrient loading; (2) make
predictions to support cost/benefit analysis and the deeisaking process as a whole; (3) improve
monitoring and correction strategiddodelshave been applied in many previous studies to interpret
nitrate contamination in different scalesd, Almasri and Kaluarachchi, 200®artin et al., 2006;

Frind et al., 1990), to estimate BMP effecesg( Hérivaux et al., 2013; Chesnhaux et al., 2007,
Molénat and Gascu€ddoux, 2002 and to support land management decisieng,(van da Brink

etal., 2008, Almasri and Kaluarachchi, 207

The use of numerical models to support management decision involves general challenges that are
associated withixtually all modelling efforts, such as: uncertainty, noriqueness, impossibility of
model validation and subjectivity (Smith and Schwartz, 1981; Konikow and Bredehoeft,1992;
Beven,1993; Oreskes et .all994). There are also specific challenges padicid nitrate transport

simulation for BMP design. Some of these specific challenges are:

(1) how to address root zone processes and combine the root zone and aquifer systeBositales

scales are important to address this problem: How much nitrogeacisdd to groundwater depends
on root zone scale processes. In contrast, the transport between the bottom of the root zone to
receptors i(e., wells and surface water bodies) can only be understood when approached from the

aquifer system scale;

(2) how torepresent the time lag in the unsaturated zone on a largensodéd domain (capture

zone / watershed scaléds previously mentioned, the unsaturated zone acts as a buffer or storage for

nitrate which delays the aquifer response to improvements irizirtiapplication practices.
Therefore, to properly design BMP approaches, the unsaturated zone may need to be considered
explicitly. However, simulation of unsaturated zone processes requires finer discretization, which

may be inefficient in larger moddbmains;

(3) how to deal with complex patterns of nitrate loadi@ne of the challenges for addressing
problems involving nofpoint source contaminants is to characterize the contaminant source over the
entire area of interest based on point field edtona. This characterization can be accomplished by
using different mapping techniques. Mapping is defined, in this work, as the way by which a
parameter distribution is assigned over the entire surface of interest (in this case, the ground surface).

The lection of the appropriate mapping approach is not a stighard task.
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In this context, a physicalgased numerical model was developed to estimate the effects of BMPs
in the Thornton well field (Woodstock, ON) and to discuss challenges involvibe iapplication of
numerical models to the design of BMPs. This workp#&st of a larger effort to assess the
performance of changes in nutrient practices as an alternative to reduce nitrate conceatrdtiopns
relies onextensive field data from prewis studiesThe site and model descriptions, followed by
results and discussion, are presented on the following sections.

4.3 Site description

4.3.1 Thornton well field site (Woodstock, ON)

The Thorntonwell field, comprised of five wells (1, 3, 5, 8, 11), is siwghtsouth of the city of
Woodstockin southern Ontario, Canadgig. 4.2). The land use surrounding the well field is mostly
agricultural (approximately 80%; Haslauer, 2005). The topography of the study site is characterized
by rolling hills and drumlin fefres, with ground elevations ranging between 270 and 38Bave

sea levelFfig. 4.3). Surface water within the study site drains to Cedar Creek, whilhrilsutary of

the Thames River.

This well field is an important source of drinking water ttee city of Woodstock with a total
pumping rate of approximately 6600%dmy in the period between 2006 and 20ER).(4.4). Since
1970s, a increasing trend in nitrate concentratitiagl been observed in the supply wedlgentually
exceethg the drinking waterstandard of 10ng NOs-N/L in the 1990s.Pumping rates wer¢hen
reduced and concentrations in the supply wells have ranged betwikmnd 4 mg NOs-N/L
(Fig. 4.5). The water from the Thornton well field was blended with contributions from other well

fields with lower nitrate concentrations to comply with drinking water standards.

This field site has been the objective of study of many different researchers. Padusenko (2001) and
Haslauer (2005) characterized the site hydrogeology. Sebol (2000) and Héagleiri2estigated the
site geochemistry and residence times based on isotope tracers. Bekeris (2007) and Koch (2007)
estimated recharge and nitrate mass loadings distributions. Critchley (2010) studied the use-of a cross
injection scheme to locally stimu& denitrification. Brook (2012) compared different fertilizer
management strategies and estimated recharge during a melt event using temperature profiles. The
site characteristics that are relevant for the modelling work presented in this chapter aagizeonm

in the following sections.
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4.3.2 Geology and hydrostratigraphy

The bedrock geology is comprised of Silurian dolostone and shale overlain by Devonian limestone.
The bedrock surface is generally flat or gently rolling, sloping from reait to southvest, with
some drainage indentations (Cowan, 1975). One deep monitoring well2B8M reached the

limestone bedrock at 69 below ground surface (Haslauer, 2005).

The quaternary geology of the field site is dominated by Zorra Till, which is stiff, stonyilgnd s
This unit is underlain by Catfish Till (and possibly Port Stanley Till), which is associated with
glaciofluvial sand and gravel deposits (Cowan, 1975). Some of the supply wells are located in a
glaciofluvial outwash channel, which is highly permeafle, sand and gravel) and may act as a
relatively fast connection between ground surface and water table/well screen. The field site is located
in the interlobate zone, in which ice lobes displaced and mixed sediments in different directions, at
different times. As a result, the hydrostratigraphical units are discontinuous and heterogeneous. The
overburden thickness varies between 80 and 80 m (Brook, 2012). Haslau¢2005) and
Padusenk@2001) present more detailed summaries of the site geology.

A hydrostratigraphical model for the sité-ig.4.6) was developed by Haslauer (2005). It is
comprised of alternating aquitards and aquifers, underlain by bedrbektop of the bedrock is
treated as an additional aquifer. These aquifers/aquitards are digoostin certain areas, reflecting
the glacial depositional history of the site. The main aquifer used for water supply is Aquifer 3, as
indicated onFig. 4.6. The regional groundwater flow direction inighaquiferis from southwest to
northeast, and lodgl from west to east, ashown onFig. 4.7. The potentiometric map indicates the

influence of the well field in the form of depressed water levels in the upgradient direction.

4.3.3 BMP implementation

To address the problem of increasing nitrate concentratibes;ounty of Oxford purchasetivo

plots of farmland (total area = 111 ha = 275 ackég,4.8) in 2003. These plots were then leased
back to farmers under the condition that BMPs would be implemented. The purchased plots are
located within theestimatediwo-year time of travetapture zone, according to an earbéudy by

Golder Associateg2001; Fig. 4.8) that considered travel times exclusively in the saturated. Byne
decreasing nitrate loading in these areas, the objective was to eventually @mthem@rations at the

supply wells.
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To implement BMPs in these parcels, the amount and distribution of fertilizer to be applied was
estimated based on field tests to assess existing soil nutrient and taking into account specific crop type
requirements. Félizer application was then made with help of a global positioning system (GPS)
and carefully recorded. Also, manure application was replaced by synthetic fertilizers and crops
requiring lower fertilizer application rates were chosd@ekeris (2007) estiated that the
implementation of BMPs changed the average nitrogen baldmecenftrogen input as fertilize
minus the nitrogen removed by cropshatvest) from +26 kdN/acre t0-38 kg N/acre, for the years
2003 to 2005, while still maintaining crop ide equal or superior to the lotgrm average for the
region. To compensate for costs associated with BMPs, the farmers received a discount on lease
payments (Haslauer, 2005; Bekeris, 2007; Br@dk,2).

4.3.4 BMP area and capture zone

By comparing the area af potential farmland considered for BMP implementation with the total well
capture zone area, it is possible to have an initial idea of potentialdongmprovements. Assuming
steadystate conditions and an average recharge value within the capturdhmoapture zone area

can be estimated by a simple conservation of mass statement, as follows: Pumping rate (Q) =
Recharge (R) x Capture zone areaAAin consistent units. For the Thornton well field, assuming an
average recharge of 4fm/year (~1.29 x 10° m/day) and a total pumping rate for all wells of 6600
m°/day, the capture zone areaz&an be estimated as ~ 5.13 ¥ if (513ha). This calculation does

not consider uncertainty (Chapter 3) which can influence capture zone delineation andlteigen

also noted that this capture zone area is not necessarily consistent with the estimation by Golder

Associates4001 Fig. 4.8), since different boundary conditions and pumping rates were used.

The BMP area purchased by the County of Oxi@tgyr = 111 ha)corresponds te- 20% of the
total estimatedcapture zone arefAcz ~ 513 ha) A rough first estimate of the effects of BMPs
suggests that an intervention in 20% of the capture zone should have a sin@G#%6) potential
reduction in concentratignin the well water, assuming complete interruption of mass loading in that
area, homogeneous mass loading and recharge over the entire capture zone and that the system is
initially in steadystate transport conditions. In the case mass loadings are exkpedte reduced but
not completely eliminated, the lostigrm reduction in concentration at the supply wells can be
estimated by multiplying Aue/Acz (~ 20%) by the expected percent reduction in loading within the
BMP area. For example, if mass loading8MP areas decrease by50%, the long term reduction
in nitrate concentrations due to BMPs can be estimatedl@%o (= 20% x 50%). The extensive field
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work performed in the Thornton well field site allows a much more sophisticated estimation of BMP
effeds, but this rough calculation may be useful as a first approach to the problem. It is also a
reminder that the intervention in a limited part of the capture zone is not expected to completely

eliminate the contamination by n@uoint source pollutants, bohly to reduce concentrations.

4.3.5 Recharge and nitrate loading

Bekeris (2007) and Koch (2009) estimated recharge and nitrate mass loadings in several locations
referred to as "Recharge Stationdtig( 4.8). Recharge rates were estimated by tracking the
downward movement of tracers (potassium or sodium bromide, applied at ground surface) in soll
cores. Soil moisture estimates from neutron moisture probes were also used for these estimations.
Bekeris (2007) confirmed field recharge estimations using additiomthods: on&limensional

models HELP $chroeder et al., 1994and SHAW Flerchinger, 2000 zeroflux plane method

(Scanlon et al., 2002) and water balances.

The same soil cores were also used to measure nitrate concentrations in pore water at different
depths over a several year period. These results indicated that the implemented BMPs are effective in
reducing nitratdoading to the aquifer. The estimated average nitrate loading changed from 7.5 to
3.4g NOs-N m?year" (Bekeris, 2007; Koch, 2009). Fieevidence of reduction of nitrate loading to
groundwater is an important finding, becapser BMPdesign angerformance could potentially go
unnoticed for a long timeince a significant time lag is expectkdtween the adoption of BMPs and
overall inprovements in nitrate concentrations in the aquifer/supply wetig4etti et al2011).

An advantage of using soil core analysis is that the nitrate loading to groundwater can be estimated
below the root zone, avoiding the simulation of the complexti@mgient root zone processes, which
can be a major source of uncertainbufandet al., 2011). The groundwater upstream of the supply
wells contains high dissolved oxygen concentrations (Heagle, 2000), which inhibits denitrification.
Therefore, after nitite is displaced below the root zone, it can be treated as a conservative solute. In
some situations, however, some denitrification may still occur around pockets & ioaterial
(Green at al., 2008).

4.3.6 Groundwater age and estimated timeframe for improvements

Based on isotope tracers, Sebol (2004) estimated that the water in the main aquifer just upstream of
the supply wells is less than 10 years old. Using a saturated groundwater flow model,

Padusenk@2001) estimated travel times of less than 10 yearalfsupply wells. Adjusting these
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estimates to consider the storage of nitrate in the unsaturated zone, the timeframe for changes in the
supply wells following improvements in fertilizer application was estimated between 10 to 30 years.
Using hand calcaltions and making some simplifying assumptiang (piston flow, no reactions, no

preferential flow), Haslauer (2005) estimated this time frame to be approximately 15 years.
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4.4 Model setup and calibration

4.4.1 Conceptual model

The conceptual model was basedtbae hydrostratigraphical modédeveloped by Haslauer (2005)
andupdatedusingVIEWLOG (Kassenaar, 2004) to incorporate borehole data Kooh 2009. The

final result is illustrated inFigure 4.6. This update involved changes in the thickness of some
hydrostratigraphical units and the identification of new hydraulic connechietween aquifer units,
but it did not requir@ny conceptual changes on the model proposed by Haslauer (2005).

The initial hydraulic conductivity field was based on previous distions estimated by
Haslaue(2005), following the work of Padusenko (2001), who used grain size distribution methods
and single well recovery tests in both observation and supply wells. This hydraulic conductivity
distribution was updated using additibshug tests performed by Critchley (2010). The ratio between
hydraulic conductivities in the horizontal and vertical directions was assumed td.be isatropic
or anisptropy ratio KK, = 1), although existent modelling studies in glacial aquifetesys used
anisptropy ratio /K, of 10 (Martin and Frind, 1998). The use of agli ratio of 1 is justified by

the possible presence of vertical features in the till layers that may increase the vertical conductivity.

All aquifers and aquitards were silated as porous media. Haslauer (2005) reports that drilling the
top of the bedrock showed typical behaviour of fractured media (hard, dry aneedigaxp cuttings,
producing water immediately as a fracture was intercepted). However, an equivalent pedlaua m
representation of flow for the top of the bedrock was considered appropriate, since the well field is
tapping the aquifer above in the overburden and fractured flow is not expected to play a major role in
the well field response to BMPs implementedtbe areas purchased by the Oxford County. Below

this bedrock aquifer, the medium was assumed to be impermeable.

As shown in Chapter 3, rechargan significantly influence the shape and area of capture zones.
For the particular case of BMP design anseasment, recharge is recognized as an important factor
for two main reasons: (1) it influences the capture zone of the Thornton well field and, consequently,
the relative importance of the purchased farmlands to well water quality; and (2) it is net@ssary
estimate groundwater residence times and, consequently, the time lag expected between

implementation of BMPs and improvements at the supply wells.

The rechargassigned to the top model boundargis based on gpatialdistribution previously

proposedby Padusenko (2001which divided the site in different zones basedearsurface soil
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properties, crop type and topographor each of these zones, recharge values were estimated by
Padusenko (2001) from series of 1Dwater balance modegimulationsusing the codeHELP
(Schroeder et al., 1994For the current model, the zonation proposed by Padusenko (2001) was
maintained,but the rechargemagnitude was adjusted using multiplication factoramtch field
estimategrom Bekeris(2007) and Koch 2009. The final result is a distribution that varies witbil
properties, crop type and topograpnd that is consistent with estimations from tracer experiments.
Theobtained recharge distributiamshown orfig. 4.12

All groundwater flowsimulations inthis work were assumeak steadtate since the timescale
of interest spans over many hydrological cycles (few years to a few decades) and seasonal variations
are expected to dampen before reaching the supply Wélésefore, storage parameters weré no
needed for the simulations.

Two different sets of dispersivity values were used in the transport simulations. Smaller values
were assigned above the water table (Longitudinal disp. =r; Mertical and horizontal transverse
disp. = 0.05m), and largeralues for the saturated zone (Longitudinal disp. = bf).Wertical and
horizontal transverse disp. = 0mB). A study by Frind and Hokkanen (1987) indicates that for a
glaciofluvial sand aquifer the transverse vertical dispersivity should be small (be@@@5 and
0.01m). The larger value of 0/ was chosen to avoid the need for a fine vertical grid discretization.
Because both the flow field and the plume converge towards the well, the large adopted transverse
dispersivity is not expected to affectettpredicted concentrations at the well. However, the

breakthrough curve and the time of arrival of a given pulse could be affected.

4.4.2 Modelling approach
To simulate flow and nitrate transport, the commetiidte-elementcodeFEFLOW Diersch 2006)

was usd. Two important characteristics of FEFLOW for this particular application are: (1) the ability
to simulate variabhsaturated flow and transport, therefore accounting for nitrate storage in the
unsaturated zone, and (2) the ability to simultaneously wusgpia computer processors, reducing

execution times.

To reduce the computational burden, numerical simulations were perfatrvenl scalesreferred
to as "LargeiScale model" and "SmalkScale model"Kig. 4.9). The frst one isa larger saturated
flow model (3100 hathatwas used to estimate regional groundwater flow around the well Tileisl

model wascalibrated andhen used to define flow boundary conditions to a smaller model domain
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(700 ha), which encompasses the well field and the farm giepen which the BMPs were
implemented. ThiSmallerscale model was used to simulated varigdaiurated groundwater flow
and transport. A graphic summary of the complete modelling approach, to be explained in the

following sections, is presented Biyg. 4.10.

4.4.3 Larger-scale model: Saturated flow

The updated hydrostratigraphy and hydraulic conductivity field were used to populate the Larger
scale model domainF{g.4.9). The boundaries of th model were defined based on the regional
groundwater flow for Agifer 3. Specified head (Type | or Dirichlet) boundary conditions were
assigned along the boundaries to impose the interpreted regional groundleatesystem,
interpreted from observed water level measuremedtsflow boundary conditions (Type Il or

Neumann) were assigned to groundwater divides and along streaffige$.11)

Pumping rates were taken as the average from 2006 to B@l2.4). These values considered in
the model are, in Pday: 20303 (Well 1), 264.3(Well 3), 383.7(Well 5), 15244 (Well 8) and
2410.1 Well 11). Due to the proximity of the well screens and similar observed concentrations,
Wells 1 and 5 were combined as a single well in model simulations, for simplicity T¥&ell

combined pumping rate 2414.0m*/day).

4.4.3.1 Flow calibration

Calibration targets were taken as the average water levels observed over 3 yeaZ0(3006
monitoring wells. These water levels were monitored continuously by pressure transducers and
periodically corrected by independent hand measurementge Suater level observations from pre
existing wells were also taken into consideration for calibration. These single measurements are of

lower quality, but cover a wider area.

The flow calibration was made in two stages. First, the hydraulic conducfieityeach
aquifer/aquitard was adjusted using PE®bHerty 2005, an algorithm for parameter estimation
which is embedded in the user interface of FEFLOW. The hydraulic conductivity values were
modified by means of a multiplication factor assigned pérdstratigraphic unit. These factors were
allowed to vary within one order of magnitude during the calibration process. The anisotropy ratio
was kept constant and equal to 1. The second stage of calibration consisted of a maiuunhjrioy
trial-andemror to minimize calibration bias and address calibration outliehe flow boundary

conditions presented in Fig. 4.11 were also adjusted.
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The calibration plot and calibration statistics for the Laxgale saturated flow model is shown in
Fig.4.13. Forthe highquality calibration targets.é., observation wells constantly monitored), the
average error and the average absolute errof0azen and 1.2m, respectively. From these targets
(Table 4.1), 3 points had differences between observed and nitaslues above 5 rand were
deemed as outliers: WEB-1 and WQ71-S and WQ71-D. For thelow-quality data (Tabl&.2),
calibration errors are larger (average erre2 & m; and average absolute error = S1Bbut still were
considered acceptable, givemtlhey are associated with much higher uncertainty.

In Fig.4.14, the calculated flow field in the main aquifer (Aquifer 3) is compared with the
interpolated observed hydraulic heads from: (1) all{gjghlity calibration targetsKig. 4.14a) and all
high-quality calibration targets with the exception of the three identified outliéig 4.14b). This
comparison is useful to evaluate model calibration and to identify regions where the model fails to
represent the behavior of the real systentitn4.14q it can be seen that the model fails to capture
the local flow between observation wells W28 and WG71. However, if the outliers in this area are
ignored, there is a relatively good match between the simulated and observed potentiometric maps in
the ar@a as a whole. This match indicates that the saturated flow model adequately captures the
regional groundwater flow direction and gradient, although it does not adequately represent the local
flow direction around the outliers WE8 and WG71. For the purpge of providing local flow
boundaries for the Smallscale model domain, this calibratiofid. 4.13) and simulated flow field

(Fig. 4.14) were considered adequate.

4.4.4 One-dimensional model: Determining unsaturated zone discretization

Onedimensional 1D) smulations Fig. 4.15) were performed to define the vertical discretization to
be used in the unsaturated zone of3BeSmallerscale model. A downward solute pulse applied at
ground surface was simulated in1® column with fixed length, but using diffemt element
thicknesses, namely: 28, 10m, 5m, 1 m, 50cm, 25cm, 10cm. Breakthrough curves at the water
table for all discretization scenarios were then compared.cbaesest discretizatiofi.e., smallest
computational burden) that does not genegatssive numerical dispersion was selected to develop

the 3D Smallerscale model grid.

These 1D runs were performed using the model setting illustrateid.id.15. The same software
(FEFLOW) adopted for th8D simulations was used. Soil texture (s#gnd), recharge (25am/yr)
and depth to water table (4@) are representative of locations in the study site where significant time

lag in the unsaturated zone is expected.
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Flow in the unsaturated zone was simulated using the modified van Genuchten ¢phaBtutive
relationships for representing saturation (S) and hydraulic conductivity (K) as a function of pressure
head ). The MVG formulation ideatured in FEFLOW (Diers¢2006) and it consists of a more
linear version of the equations originallyoposed by van Genuchtéwan Genuchten, 1980 he
MVG expressions for saturation (S) and hydraulic conductivity (K) are presented below:

EéSr +A~m fory <0
I @+[Ag["8
S(y)=‘% @1)
I
,l 1 fory 20
& . 2
%Kscslegl- (1 ng)mg fory <0
K(y)=% 4.2
1
i Ks fory 20

where: S§) = saturation at pressure heag [L], S = residual saturation]| S. = effective
saturation = (S S)/(1 - S), K = hydraulic conductivity [L/T], K = saturated hydraulic conductivity
[L/T], A = an empirical coefficient related to the inverse ofegitry pressure [f], n is an empirical
coefficient related to porsize distribution ], L is the empirical poreonnectivity parameter-]f
assumed to be 0.5 for most soils (Mualem, 1976), m =1/, anddO 1 i s an arbitrar
coefficient F]. For the Thornton well field casparameters representativesity sandwere adopted
from pedotransfer functions (Schaap et al., 199%he saturatedhydraulic conductivity was
estimated a&=5x 10* m/s and thefollowing empirical coefficientsvere used: A = 3.475, n =
1.746 andd = 1.1. For simplicity, a single material was assumed throughout the whole unsaturated

soil profile, which does not represent complex stratigraphic sequences in the uedatomat
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The model setting shown ifig.4.15 was used to compare solute transport using different
discretizationsZ0 m, 10m, 5m, 1 m, 50cm, 25cm, 10cm). Grid convergence was achieved for
vertical discretization of 25 cm.€., breakthrough curveogs not change if element thickness is
reduced below 26m). Therefore, results obtained using labick elements were considered free
from gridinduced numerical dispersion. These results were used to estimate numerical dispersion
errors for other disctzation scenarios, as presentedrig. 4.16. Based on these results wertical
discretizationchosen for th8D unsaturated zone wasni, which results in acceptable giftiuced
numerical dispersiorrrors (approximately%). Fig.4.17 shows a represtation of both grids. In
this figure, the finer discretization in the Smaldeale model is indicated. The resulting grid
properties for both the Largecale and Smallescale models are presented in Table 4.3.

4.4.5 Smaller-scale model: Variably-saturated flow and transport

After defining the discretization to be used, the calibrated Lasgate flow solution was used to
define boundary conditions for tt&mallerscale modeli(e., Telescopic Mesh Refinemeiehl et

al. 200§. Only boundary conditions belothe water tablevere exported, since the larger scale model
only considersaturatedlow. Above the water table no-flow boundary condition was assumed
the sides of the smaller scale modgfter importing flow boundariescalibration statisticsvere

recalculatedo ensure that the flow field was preserved.

Before assessing the impact of changes due to BMP, the initial distribution of nitrate in the aquifer
(i.e., preBMP conditions) was estimated using a stesidye solute transport simulation ngithe
Smallerscale model. Therefore, for a given set of transport boundary conditions, concentrations were
allowed to reach equilibrium. iate was simulatkas a conservative solute, sincass loadingare
representative of conditions below the roane and there is nofield evidence ofsignificant

denitrification in the main aquifer (Aquifer 3).

The use of steadstate transport in this stage implies two main simplifying assumptions, namely:
(1) that nitrate contamination has been occurring fordoiigan groundwater residence times in this
system, and (2) that the pBMP input of nitrate is constant in space and time over the period that
encompasses the groundwater residence time. These are simplifications of the system behavior, since
transit times in aquifers may vary over a wide time range, potentially predating farming in this area in
at least parts of the system. Also, nitrate loadings before BMPs may have varied over the years,
depending on crop types, fertilizer application practices andatt conditions. Despite these

limitations, the steadgtate assumption can be considered reasonable for this case, since estimated
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residence times in the main aquifer are expected to be relatively short (around 10 to 30 years, see
Section 4.3.65roundwagr age and estimated timeframe for improvemesnts! fertilizer application

practices before the BMPs can reasonably be assumed constant over this timeframe.

On the top of the Smallescale model domain, the mass loading in agricultural areas was assigned
as 7.5 NOs;-N m?year, which is the average pBMP loading estimated from soil core data
(Koch,2009). This loading was implemented aslgpe | or Dirichlet boundary condition, and
specified concentration values were obtained by dividing the loatiBgNOs-N m?year" by the
recharge magnitude in each elemeis. ( Specified concentration = Mass flux / Recharge, with
consistent units). Since recharge varies spatially, specified concentration also changes in space.

For the woodlot and the residext area of Sweaburghe initial recharge concentration was
specified a2.0 mg NOs-N/L (type ), which issimilar to rainwater nitrate concentrations in Ontario
(Berner and Berner 1996. By assuming rainwater values, it is implied that leaching froen th
woodlot area, septic tanks and fertilizer application in lawns of Sweaburg residences do not represent

a major source of nitrate contamination for the Thornton well field.

On the bottom and outflow sides of the model, transport boundary conditions sgeireeal as
specified concentration gradient equal zdre,(Type Il or Neumann). This means that there is no
solute transport through diffusion across these boundaries, only through advection. Since the bottom
of the model is also a Atow boundary condion (no advection), there is no solute transpaross
the bottom of the domain. On the inflow sides of the model, initial concentrations values were

specified based on measured concentrations in observation kigll4.(8).

4.4.5.1 Pre-BMP conditions (Steady-state transport calibration)

Transport boundary conditions were then adjusted manually to match the observed concentration
values at the supply wells, prior to the implementation of BMPs. The main parameters adjusted
during calibration were the inflow coantration at the sides of the model domé&iig.(4.18), and at

the woodlot and Sweaburg. BecauseBkP nitrate loading was specified directly from field results,

this loading was not adjusted during calibration.

As indicated inFig. 4.5, nitrate concerdtions are not constant and display a considerable amount
of noise. Calibration targets were defined by averaging observed concentrations at the supply wells
over a period of time. The definition of the period to be considered was not sfaaigatd: If too

long, the obtained averages may include older farming practices that are not representative of
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conditions when BMPs were implemented. On the other hand, if this period is too eslgort (
observed concentrations at a given time), the resulting didibraargets may be excessively
impacted by the data noise. After testing different durations, reasonable compromise between these
two aspects was obtained by considering the average concentrations between 1999 and 2001. The
obtained values to be used adilaration targets were, img NOz-N/L: 10.3 (Well 1), 10.5 (Well 3),

10.1 (Well 5),7.3 (Well 8) and 5.2 (Well 11).

The Smallerscale model was calibrated to match-BMP concentrations at the supply wells.
Calibration was achieved by adjusting two 8jaort boundary conditions by trdahderror, namely:
(1) inflow concentrations at the side of the domain, and (2) inflow concentrations at the woodlot and
the residential area of Sweaburg. The calibrated values for these boundary conditions are shown on
Fig. 4.18 (values PHBMP). The resulting steadstate concentrations at the Thornton supply wells
were, inmg NOz-N/L: 10.4 (Well 1/5, targets = 10.3 and 10.1), 9.4 (Well 3, target = 10.5), 10.1
(Well 8, target= 7.3) and 8.2 (Well 11, target = 5.2). Teasgere considered representative of-pre
BMP conditions, although the simulated values ovaredged concentrations &tells 8 and 11. To
achieve calibration, recharge concentration was changed tog/NDs-N/L, from the initial value of
2.0mgNOs-N/L. Also, the inflow concentration on the northwest side boundary of the model domain
was specified as 22rig NOs-N/L (Fig. 4.18).

4.5 Prediction of BMP effects

After satisfactory calibration of the initial conditions, the response to concentrations at theldrell fie
to BMPs was assessed using stestdye flow and transient transport simulatidfst simplicity, the
change in nitrate loading from pBMP to postBMP conditions was considered instantaneous
taking place in the beginning of the year 20B8stBMP loadings used in these simulations were
estimated by Koch (2009) and are representative of the year 2008. These loadimgsuared to

remain constamver time after BMPs are implemented.

Two different aspects were investigated in this stage, namelyhg18ffect of different mapping
strategies to generate mass loading distributions at ground surface, and (2) the comparison of

alternative BMP scenarios. These two aspects are dedoribiee next sections.

4.5.1.1 Alternative mapping techniques for nitrate loading

To provide some insight on the issue of generating nitrate loading distributions from point

estimations, dur alternativenapping techniquesere used tsimulate posBMP loadings within the
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farmland purchased by the county of Oxfoftiese loadings we generated bi{och 2009 and are

indicated orFig. 4.19 They can be summarized as follows:
(1) Average PostBMPs nitrate loading was estimated by simply averaging point estimations.

(2) Based on field propertie§his distribution was obtained by dilimg the areas subjected to

BMPs into different fields. Each of these fields was assigned a single nitrate loading value from one
of the point estimations. The selection of the point estimation to be used was made based on a
comparison between field propies (geology, topographwnd rechargg and properties where the

measurements were made.

(3) Thiessen polygonsthe area was divided into Thiessen polygons for each point estimation.

Then, each area was assigned a mass loading equivalent to the corngspoimdiestimation.

(4) Contouring The coordinates and mass loading for each location were used to generate a
contour map covering the whole area in which BMPs were applied.

Although spatial distributions of mass loading for each of these scenariogfarent the total
mass that leaches to groundwater is similar (Average: 4.3N@OgN/year; Field Properties:
4.3tonNOs-N/year; Thiessen: 4.1ton NOs-N/year; Contouring: 4.1ton NOs-N/year, from
Koch, 2009). The comparison of the resulting breakthroagtves at the supply wells for each of
these scenarios can be used to assess the uncertainty introduced by the choice of mapping technique
and, consequently, provide some insight regarding the importance of selecting an appropriate

mapping method.

4.5.1.2 Alternative management scenarios:

At this stagealternativestrategies to address the nitrate contamination prollera investigatel.
Expected benefits from these alternatives can be compared and used on the-megisigrprocess.
Particularly, these resultan be used to provide a quantitative basicéstbenefit analysisdespite
the inherent model uncertaintyo Tllustrate this applicatioand to provide further insight regarding
the behavior of the Thornton well field in response to BMRs,following alternative management

scenarios wersimulated Fig. 4.20)

(1) Minimum Load This scenario considers an interruption of farming activities on the plots
purchased by the County of Oxford and the adoption of measures for minimizing the nitrate input to

groundwaterA loading similar to that at the woodlot was assumed
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(2) Additional Areas Simulates a situatioim which BMPs are implemented in two additional farm

plots indicated orfrig. 4.2Q For these plots, pe8MP loadings are assumed to be the simds the
ones observed on the parcels purchased by the County of Oixéor8.4g NOs-N m? year; Koch,
2009).

To allow a comparison with the current BMP measures, these scenarios were considered to be
implemented in 2003.€., at the same time threal BMPs were implementedhd compared with the
"Average" scenario, described on the previous sectddn 1.1 Alternative mapping techniques for
nitrate loading

4.5.2 Short-term predictions

Using preBMP nitrate distribution in the groundwater systemaasinitial condition, the effects of

BMPs were estimated using alternative mass loading mapping techniques. The results are shown in
two time scales: (1) from 1999 to 2013 {0 years after BMPskigs. 4.21 and 4.22, so that
predictions can be comparedtiwiobserved nitrate concentrations at the supply wells; and (2) from
2003 to 2053« 50years after BMPskig. 4.23 and 4.23, to discuss long term predictions. Results

from both time scales are summarized on Table 4.4.
In the shorter termAig. 4.21and 422, Table 4.4), the following observations can be made:

(1) Simulated concentratiovalues were not expected to change significantly for most wells, with

the exception of Well 1/5The expected change in concentration within this timeframe (10 years) is
smaller than 0.5mg NOs-N/L, with the exception of Well 1/5, for which it is aroundl® to

1.5mgNOs-N/L, as shown in Table 4.4. Observed concentrations are consistent with these
predictions: A more pronounced decreasing trend was only observed forlVégits 5, as indicated
in Fig. 4.21.

(2) Different mapping techniques did not significantly impact predictioflse maximum

difference between estimated concentrations waB.5 mg/L (Well 1/5), which is negligible

considering fluctuations/noise in the centrations observed at the well.

(3) Model predictions do not capture the noise and fluctuations in the observed lateurrent

model setting considers a steestgte representation of flow and does not account for seasonal or
annual variations in itrate loading. Therefore, at best, it canly represent general trends in
concentration. The current model is not capabfe simulaing abrupt changes in observed

concentration data, such as changes measured in Well 3. For this well, concentratidrevapiy
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from ~7 mgNOs-N/L (2007 to 2009) to 41 mg NOs-N/L (after 2009), remaining fairly constant

after the changelhis can also be observed in Fig. 4.22, where the mass flux for the entire well field
is shown. The mass flukor each individual wélwas obtained by multiplying the observed
concentration by the pumping rate, generating an estimate of mass of nitrate extracted per unit of
time. As for the concentrations (Fig. 4.21), the simulated mass flux does not fluctuate with time as the
mass fluxestimated based on field data.

(4) Estimated concentratioand mass fluxend to overestimate the observed treRdtimated

concentrations were ~ 1.0 to 31 NOs-N/L higher than observed values. The predictions for Well 3
after 2009 are an exceptionnse observed values were underestimated 8Y) mg NO;-N/L. The
same overestimation is observed for the total mass flux (Fig. 4.22).

4.5.3 Long-term predictions

Around 50 years after BMPs were implemented, the system approaches steady state and the effects of
different mass loadings can be fully observedgg. 4.23 and 4.24 Table 4.4). The following

comments can be made about these long term estimations:

(1) Longterm concentrations were estimateddeclineby ~ 2.0 Wells 1/5 and 11) and 25

(Well 3 and 8)from preBMP conditions Final estimated concentrations were8.5(Wells 1/5),
~7.0 (Well 3),~7.5 (Well 8) and~6.5 (Well1l), in mg NO;-N/L. These reductions would keep

concentrations below the drinking water limit

(2) Most changesire expected tbappen between 5 and 30 years after BMPs are implemented:

Concentrations are expected to start changing around 5 years after BMPs for Well 1/5, and around 10
years for the remaining wells. The majority of this reduction takes place after 20 years BjVaiidL/

30 years (Wells 3, 8 aridl). This timeframe is consistent with earlier predictions from
Padusenk@2001) and Haslauer (2005)presented on Section 4.3Grpundwater age and estimated

timeframe for improvemenis

(3) Differences between predictionsing alternative mapping techniques are negligible, especially

considering all uncertainties involved in long term estimatidie maximum differences between
estimated concentrations were,nig NOs-N/L: 0.6 (Wells 1/5), 0.7 (Well 3), 0.5 (Well 8) artd3
(Well 112).

In comparison with the current BMPs, the minimum loading scenario is expected to further

diminish concentrations for all supply wells. Since the same area is considered, the time lag and
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affected wells are the same. The only differenaiésmagnitude of these improvements. As shown

in Table 4.5, the additional long term concentration reduction for the minimum loading scenario in
comparison with the current BMP strategy isirig NOs-N/L: 0.8 (Well 1/5), 0.7 (Well 3), 0.8 (Well

8) and 0.7Well 11).

Additional Area 1 impactprimarily Well 8. This additional area would promote a long term
decrease in concentration of Tr@g) NOs-N/L in Well 8, in addition to the 2.thg NOs-N/L reduction
expected from current BMPs, resulting in a total etgmeceduction of 3.4ng NOs-N/L. The effects
of BMPs in this area are expected to be relatively fast, affecting concentrations in Well 8 in less than
5 years after BMPs are implemented. Inyg@rs, BMPs in this area are expected to reduce
concentrationsn Well 8 in 1.0mg NOs-N/L, in addition to the 0.81g NOs-N/L reduction expected
from the current BMPs.

Additional Area 2 impacts mostly Well 11, promoting a long term decrease in concentration of
0.8mg NOz-N/L in Well 11, in addition to the 2.tg NOs-N/L reduction from current BMPS.¢€.,
total estimated long term reduction = 208y NOs-N/L). A much longer time lag (20 to 30 years) is

expected before this area starts affecting concentrations at the supply well.

Since water from different wells are btmd before distribution to the public, another way to
compare different scenarios is by looking at the estimated properties of the combined contributions
from all wells (Table 4.6). The following values can be calculated: the total nitrate mass (or mass
rate) extracted from the pumping wells, or the resulting concentration in the mixture. Alternative
scenarios would provide the following combined mass extraction rataeniNOs-N/year: 17.8
(average, current BMPs), 15.9 (min. loading), 16.8 (AdditiomabAl), and 17.0 (Additional Area 2).
These values should be contrasted with theBd® rate of 22.9on NOs-N/year. A different way to
express this same result is to use the combined concentration from all the wells, which can be
calculated by the arithetic mean of concentrations, weighted by the pumping rate for each well. In
this case, the estimated combined concentrations aneg MOs-N/L: 7.4 (average, current BMPS),

6.6 (min. loading), 7.0 (Additional Areas 1 and 2), which can be compared toetB&/P value of
9.5mgNOs-N/L.

4.5.4 Suggestion for future work for the Thornton well field

The following activities would provide additional insight:
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(1) Perform sensitivity analgs with respect to anisotropy and dispersivitiiese parameters may

impact moe! results andt is important to verify how much uncertainty is being introduced by these
two factors. If the sensitivity to anisotropy is considered high, additional field experiments to estimate

the anisotropy ratio may be justified and can be perfounsétdy the existing infrastructure.

(2) Use alternative recharge distributioii$ie spatial distribution aechargdas a major hydrologic

driver in the system response and an important source of uncertainty. The current study adopted a
single recharge diribution, which does not consid@ncertainty in this parameter.

(3) Delineate well capture zones considering uncertaifitg methodology developed in Chapter 3

should be applied to delineate the overall capture zone for the well field using resultd frand
(2). Capture zone delineation is essential for understanding the system, including the estimation of the
effects of BMPs.

(4) Assess alternative techniques to generate nitrate loading distributions for the entire capture

zone The current studpnly investigated some simple alternative mapping methods within the BMP
area, which covers a relatively small part of the capture zone. For the remaining agricultural areas, an
average value was chosen. This assessment can be done using more rigooaghepgig, Bester

et al., 2005), and can include the entire capture zone. Different nitrate loadings outside the BMP area
will not impact theabsolutechanges in concentrations due to BMPs (since these changes only depend
on conditions within the BMP ar). However, ifs important to estimate the relative improvements

due to BMPs, since itvould allow a better calibration to initial conditions and providing better

understanding of nitrate distribution within the capture zone.

(5) Improve uncertainty &gssmentUsing results fronsuggestiongl) to (4), model uncertainty

can be better assessed by creating an envelope around estimated breakthrough curves for alternative
scenarios. In this assessment, uncertainty regarding hydraulic conductivity d@tsband

hydrostraigraphy can also be performed.

(6) Use atransient flow modelThe discrepancies between the estimated concentration trend and

the noisy measurementsig. 4.21) indicate that the current model representation is not capturing an
aspect bthis system that may be important for water management. A transient model would provide
some additional insight and allow the investigation of other problems such as the risk of pathogen
contamination following fast infiltration events.g, snowmelt). The TMR (Telescopic Mesh

Refinement) approach used in the current model would be more cumbersome for a transient model.
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4.5.5 Insights for similar problems

This case studyrovided some insiglg that may be usefdbr other sites with similar conditions.
Some dthese points are discussed below:

(1) Rough estimations of BMP effectse usefulin earlier stages of worlAfter developing a full

3D transport model, with heterogeneous recharge and mass loading, the estimated reduction in nitrate
concentration is- 22% (i.e., [9.5-7.4]/9.5 = 22%, values from Table 4.6). Despite the difference from

the initial rough calculation based on a simple statement of conservation of-ni#¥s ¢eduction,

Section 4.3.4), this simplified estimation can be considered usefariyn stages of BMP design.
Considering all the uncertainties involved, it may not be a bad approximation of the value obtained
using the sophisticated model. For both cases, reliable recharge and mass loading estimates are

fundamental.

(2) Soil core estirations of mass loading avoid the simulation of root zone processes and reduce

model complexity and uncertaintield estimationf recharge and mass loadibg Bekeris (2007)

and Koch (2009) were fundamental for the modelling study. By estimating Isaldeigw the root
zone, nitrate was simulated as a conservative tracer. As an additional benefit, these measurements

allow direct field verification of the efficiency of BMPs.

(3) This problem can be addressed by a combination of multiple model selttanys calculations

(Chapter2), 1D unsaturated flow and transpo8D saturated flow in a larger scale aBid variably-
saturated flow and transpowiere used in this studyModels were used o assigninputs €.9,
boundary conditions)define settings €.g, grid discretization)and verify resultsfor other nodels.
Rather than being an evolution of a singierpretation of realitythese modelsare concurrent
representations of the problewith different levels of sophistication aofjectivesWhen comhbied
appropriately these representatiqgprovide a better understanding of the problem than what can be

obtained from a single model setting.

(4) In_ some situations, spatially variable mass loadings can be assumed as homogeneous without

compromising modelesults Model results using different nitrate loading distributions within the
BMP area were similar. Therefore, the choice of mapping technique did not introduce significant
uncertainty for this case and a simpler approach can be esgdayerage) fofurther simulations.

This conclusion can be generalized for similar cases provided that: (1) alternative mapping techniques
result in similar total mass applied; and (2) the area in which the mass loading distributions are

different is relatively small icomparison with the total capture zone area(@%, for this case). Both
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conditions are satisfied for this case. For other cases in which these same two conditions are met,
model simulations can be simplified and contaminant loading can be assumed pfeaagerage,

speeding up model setup and execution.

92



4.6 Conclusion

The current BMPs implemented on the County of Oxford property are expected to reduce overall
concentration at the Thornton well field below the drinking water limit (from8.5~ to
~7.5mgNOs-N/L) and can be considered as a viable approach to mitigate the problem.
Concentrations trends are expected to start decreasing 5 to 10 iyeargeérs 2008 to 2013)
following the adoption of BMP4.€., year 2003). The majority of improvements in evaquality are
expected to be realized after 20 to 30 years after BMPs were adiopteaars 2023 to 2033).

In case the expected improvements are not considered sufficient, other measures to reduce nitrate
loading can be adopted. Some of these alteamwere simulated, for which further reductions in
concentrations were estimated a6.4 to ~0.8 mg NOs-N/L. These results can be used to support

future decisions regarding the management of the supply well.

The modelling approach presented here plewia framework in which different model settings are
applied to evaluate BMP performance and alternative management scenarios. This framework can be
modified and applied to other sites in which supply wells are affected byaioh sources of
contaminaton.
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4.7 Figures and tables

Table 4.1. High-quality calibration targets and results. Absolute errors > 5m are highlighted.

. . well SCTeeN | opserved Calculaed Observed

Well Easting [m] | Northing [m] elevation head [masl] | head [masl] Calculated
[masl] cea [m]
WO004D-18 520116 4770379 290.0 297.6 297.3 0.3
WO004D-43 520116 4770379 265.5 295.6 296.5 -0.9
WO011-18 519657 4770437 285.9 298.9 298.2 0.7
WO11-6 519656 4770438 298.1 298.8 299.0 -0.2
WO0281 518992 4769790 2948 297.8 304.2 -6.4
WO0282 518992 4769790 265.6 297.8 298.3 -0.6
WO0284 518992 4769790 258.2 302.7 298.3 4.3
WO35 519978 4770190 296.6 297.7 297.6 0.1
WO36 520062 4770309 296.3 297.7 297.4 0.3
WO37 519849 4770359 296.6 298.1 298.4 -0.3
WO040 519548 4770560 297.0 298.7 299.4 -0.7
WO56 519759 4769719 296.9 298.3 299.0 -0.7
WO58 519345 4769788 295.7 301.8 301.5 0.3
WO60 519408 4769959 293.6 301.1 300.5 0.6
WO061 519586 4770112 296.0 299.7 299.6 0.2
WO62 519922 4770426 292.2 298.1 298.1 0.0
WO63 519850 4770359 288.6 298.1 298.4 -0.2
WO64 519884 4770191 289.2 297.8 298.1 -0.3
WO66 519684 4770484 297.3 298.8 299.0 -0.2
WO67 519488 4770318 296.4 299.9 299.7 0.2
WO68 519231 4770033 296.4 301.7 302.1 -0.3
WO69 518628 4769468 300.2 303.4 306.0 -2.6
WQ70 518181 4769745 302.4 303.5 306.8 -3.3
WO71-D 519050 4770550 294.2 309.3 301.6 7.7
WQ71-S 519049 4770551 303.0 309.6 301.6 7.9
WO72-D 519791 4770580 290.7 298.3 298.8 -04
WO72S 519793 4770580 294.2 298.3 298.8 -0.4
WO73D 519937 4770754 293.3 298.4 298.2 0.1
WO74D 520056 4770156 284.3 297.5 297.3 0.2
WO74M 520055 4770155 288.5 297.5 297.3 0.2
WO74S 520054 4770154 291.1 297.5 297.3 0.2
WO75D 520014 4770112 283.0 297.6 297.5 0.1
WO75S 520015 4770112 293.1 297.6 297.5 0.1
WO76 519338 4769425 296.2 302.5 302.7 -0.3
WO02 520295 4770104 281.8 296.5 296.2 0.3
WO02-D 520134 4770067 287.1 296.5 296.9 -0.4
WOO05b 520059 4770189 286.1 297.6 297.3 0.3
WO06 520295 4769919 286.3 295.9 296.2 -0.2
WOO07 520229 4770183 282.3 295.6 296.6 -1.0
WO08D 520295 4770259 279.4 294.0 296.4 2.4
WO09 520342 4770289 280.6 295.9 296.4 -0.5
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Table 4.1. Highquality calibration targets and results. Absolute errors > 5m are highlighted

(continued).

. . well SCTeeN | pserved Calculated Observed

Well Easting [m] | Northing [m] elevation head [masl] | head [masl] Calculated
[masl] ca [m]
w012 520127 4769499 296.0 296.7 296.7 0.0
wO18 520456 4769882 285.3 293.1 295.8 -2.7
WQ020 520317 4769284 289.6 293.3 297.0 -3.6
w022 520255 4769779 289.2 295.8 296.4 -0.6
w027 520410 4770090 277.2 293.4 295.3 -1.9
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Table 4.2. Low-quality calibration targets and results. Absolute errors > 5m are highlighted.

Well screen Observed
(M\(IDVI(EEHID) Easting [m] | Northing [m] elevation hgetl)dse[:r\:gsl] rﬁ; aalgu[lrifsd” Calculated

[masl] [m]
28969 520014 4771803 265.1 299.7 294.1 5.6
28991 521124 4771103 257.7 290.3 292.6 -2.3
28993 521014 4771023 264.1 291.4 293.4 -2.0
28995 521294 4770663 274.4 288.3 295.2 -6.8
30127 516514 4769283 299.4 309.4 312.9 -3.5
30128 516664 4768353 255.2 290.1 299.9 -9.8
30129 516574 4768448 300.3 309.4 314.1 -4.8
30131 516514 4768403 300.2 307.5 314.1 -6.7
30172 519834 4770223 266.5 293.2 297.0 -3.8
30176 520094 4768908 248.2 293.7 299.0 -5.2
30178 519614 4768393 260.2 297.6 300.9 -3.3
30185 519304 4768123 249.7 288.6 301.7 -13.1
30207 519614 4768303 250.2 294.1 301.0 -6.9
30208 519654 4768263 260.5 302.1 301.1 1.0
30210 519574 4768243 260.2 297.8 301.2 -3.3
30212 518894 4767083 247.9 306.7 303.1 3.6
30410 520104 4772503 263.0 294.5 292.4 2.1
30411 520179 4772603 263.2 295.2 292.2 3.0
30515 520314 4770563 283.2 293.9 296.8 -2.9
30647 520134 4769473 295.8 301.1 296.8 4.3
30721 516934 4769623 256.2 306.0 296.4 9.6
30757 519764 4767973 260.2 298.1 301.4 -3.3
30804 517484 4768443 248.7 294.2 301.6 -7.4
30812 519914 4767973 260.3 296.6 301.3 -4.8
30848 519014 4770473 257.3 294.7 296.9 -2.2
30849 517914 4770823 262.3 297.1 295.0 2.1
30850 520014 4770563 254.6 289.3 296.3 -7.0
30858 519354 4768523 293.6 305.6 304.3 1.3
31003 519849 4767943 260.5 297.6 301.3 -3.8
31230 521094 4771093 257.7 290.3 292.6 -2.3
31365 520064 4770573 285.5 296.9 297.8 -0.9
31370 520974 4771283 258.4 288.9 293.3 -4.4
31454 517614 4770363 305.1 308.2 307.3 0.9
31491 519374 4768163 290.0 303.9 305.6 -1.7
31492 519434 4768203 289.6 301.1 304.8 -3.7
31547 519254 4768573 293.6 304.3 304.5 -0.2
31548 518161 4769588 254.1 296.9 298.8 -1.9
31639 519001 4768774 295.1 302.7 305.3 -2.6
32049 519474 4768183 289.3 301.3 304.8 -3.6
32147 517374 4770603 307.0 308.5 307.7 0.8
32160 520014 4768723 248.5 297.5 299.7 -2.2
32348 517914 4770803 262.2 300.6 295.0 5.6
32418 520134 4768963 247.7 297.3 298.7 -1.4
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Table 4.2. Low-quality calibration targets and results. Absdute errors > 5m are highlighted

(continued).

Well screen Observed
(M\(IDVI(EE”ID) Easting [m] | Northing [m] elevation hce);)(je[xggl] r?e igu[lg;esd” Calculated
[masl] [m]
32488 519794 4768103 259.9 295.3 301.1 -5.9
32496 519394 4768423 291.9 306.5 304.5 2.0
32585 519314 4768583 294.3 304.7 304.3 0.4
32586 519594 4768403 289.3 300.2 303.8 -3.6
32704 517694 4770403 304.7 307.9 306.7 1.2
32879 518374 4766923 299.6 314.9 312.5 2.4
32882 518094 4766803 297.1 314.0 313.4 0.6
3288 518414 4767103 298.6 311.1 312.0 -0.9
33310 517654 4770423 305.0 309.1 307.1 2.0
33437 517174 4767883 303.0 311.0 3135 -2.5
33538 519934 4767880 260.5 299.1 301.4 -2.4
33633 518884 4768953 297.9 305.4 305.6 -0.1
33762 519744 4768043 250.4 295.4 3014 -6.0
33833 518984 4768718 293.0 303.0 305.4 -2.5
33961 519399 4772173 263.4 303.5 293.2 10.3
33962 519224 4768668 259.5 298.5 300.7 -2.2
34240 516439 4768613 299.3 308.4 314.2 -5.7
34319 519917 4767905 260.5 299.4 301.3 -1.9
34347 519829 4767892 260.5 300.1 301.5 -1.4
34418 519134 4768778 292.9 303.0 304.7 -1.7
34419 519240 4768663 259.5 299.0 300.7 -1.8
34443 519377 4768128 289.9 302.4 305.6 -3.3
34551 518788 4767651 293.7 308.0 309.7 -1.7
34552 520252 4770761 255.3 293.1 295.9 -2.8
34567 519354 4770180 256.9 298.7 297.4 1.3
34584 519667 4768048 250.4 296.4 301.3 -4.9
34627 519768 4767878 260.2 300.3 301.6 -1.3
34628 519034 4768868 298.1 303.4 305.0 -1.5
34658 518939 4768872 298.4 301.7 305.4 -3.7
34815 520562 4769041 285.3 293.8 296.6 -2.8
34873 519865 4769353 293.7 302.0 297.4 4.5
35038 519214 4768687 292.7 301.6 304.5 -2.9
35149 520359 4770611 285.5 292.7 296.8 -4.1
35169 519752 4770399 292.3 295.5 298.7 -3.2
35234 519026 4768873 299.2 305.5 305.0 0.5
35345 520321 4770677 263.3 294.7 295.9 -1.1
35410 518730 4769685 299.0 303.0 305.2 -2.3
35551 519896 4768011 260.1 296.8 301.3 -4.5
35612 520965 4769875 255.0 287.8 296.1 -8.3

97




Table 4.3. Summary of grid properties.

Grid properties Larger Scale Smaller Scale
Model Model
Nodes per nodal surface 5,591 10,172
Number of nodal surfaces 25 100
Total number of nodes 139,775 1,017,200
Elements per elemental laye 11,001 19,676
Number of elemental layers 24 99
Total number of elements 264,024 1,947,924

Table 4.4. Estimated concentrations at supply wells after current BMPs using different mass

loading mapping techniques within BMP area.

10 yearsafter BMPs 50 years after BMPs
(year 2013) (year 2053)
PreBMP :
. . . M load
Well Simulated Reduction Reduction z?ﬁngﬁ]gmg
conc. Estimated from Estimated from technique
[MgNO;-N/L] conc. preBMP conc. preBMP
[mg NO;-N/L] conditions | [MgNO;-N/L] conditions
[mgNO;-N/L] [mgNOs5-N/L]
8.9 1.5 8.2 2.2 Average
9.5 0.9 8.7 1.7 Contouring
1/5 104 - -
9.1 1.3 8.4 2.0 Field Properties
9.5 0.9 8.8 1.6 Thiessen
9.3 0.1 7.2 2.2 Average
3 9.4 9.3 0.1 6.8 2.6 Contouring
' 9.3 0.1 7.1 2.3 Field Properties
9.3 0.1 6.5 2.9 Thiessen
9.8 0.3 7.9 2.2 Average
9.8 0.3 7.3 2.8 Contouring
8 10.1 - -
9.8 0.3 7.7 2.4 Field Properties
9.8 0.3 7.4 2.7 Thiessen
7.8 0.4 6.2 2.0 Average
7.7 0.5 6.4 1.8 Contouring
11 8.2 - -
7.8 0.4 6.4 1.8 Field Properties
7.7 0.5 6.5 1.7 Thiessen
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Table 4.5. Estimated concentrations at supply wells for alternative fertilizer managements

strategies.
10 years after BMPs 50 years after BMPs
(year 2013) (year 2053)
PreBMP
Simulated Reduction Reduction Alternative
Well . . :
conc. Estimated from Estimated from Scenarios
[MgNOz-N/L] conc. preBMP conc. preBMP
[mgNOs-N/L] conditions | [mgNOs-N/L] conditions
[mgNO5-N/L] [mgNO5-N/L]

8.9 1.5 8.2 2.2 Average
8.4 2.0 7.4 3.0 Min. Loading

1/5 10.4
8.9 15 8.2 2.2 Add. Area 1
8.9 15 8.2 2.2 Add. Area 2
9.3 0.1 7.2 2.2 Average

3 9.4 9.2 0.2 6.5 2.9 Min. Loading

' 9.3 0.1 7.2 2.2 Add. Area 1

9.3 0.1 7.2 2.2 Add. Area 2
9.8 0.3 7.9 2.2 Average
9.7 0.4 7.1 3.0 Min. Loading

8 10.1
8.8 13 6.7 34 Add. Area 1
9.8 0.3 7.8 2.3 Add. Area 2
7.8 0.4 6.2 2.0 Average
7.6 0.6 5.5 2.7 Min. Loading

11 8.2
7.6 0.6 5.9 2.3 Add. Area 1
7.8 04 54 2.8 Add. Area 2
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Legend:
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Figure 4.7. Potentiometric map for Aquifer 3 (modified from Haslauer, 2005). Aerial imagery is
from Google Earth Pro (2013b).
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Legend:
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(Bekeris, 2007; and Koch, 2009)
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Figure 4.8. Farmlands in which BMPs were implemented and recharge estimation stations.

Aerial imagery from Google Earth Pro (2013b).
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Figure 4.9. Larger-scale and Smallerscale model domains. Aerial imagery from Google Earth
Pro (2013b).
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Figure 4.10. Summary of modelling approach.
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Figure 4.11. Flow boundary conditions for Larger-scale model. Aerial imagery from Google
Earth Pro (2013Db).
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Figure 4.12. Recharge distribution (modified from Padusenko, 2001).
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