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Abstract

To recover oil remaining in petroleum reservoirs aftetevilboding, the gravitationally stable mode
of gas injection is recognized as a promising tertiatyr@tovery process. Understanding the
phenomena occurring over the course of the gravity-assistedgaee injection (GAIGI) process is

thus important. Extensive studies on both secondary andryerhodes of gravity drainage have
shown promising results in recovering oil from homogeneous wateglags bead packs, sand packs,
and sandstone cores, respectively. However, it is nastieab anticipate similar flow mechanisms
and recovery results in all types of reservoirs becalsenatural hydrocarbon reservoirs are all
heterogeneous in terms of their permeability, porosity, vaettiability. Such heterogeneities cause
irregular displacement patterns, and nonuniform fluid distribufitwe. impact of heterogeneity of the
porous media on the GAIGI process has not been fully eskelies the experimental studies carried

out to date; therefore, this thesis aims to fill in ¢glag of knowledge on this area.

The impact of reservoir wettability and pore structure begmneities at the macroscopic scale on
the recovery efficiency of the GAIGI process was investigahrough a systematic experimental
study for tertiary recovery of waterflood residual oil. Dbtain heterogeneous (in terms of
wettability) packings, isolated inclusions of oil-wet colidated glass beads were embedded in a
continuum of unconsolidated water-wet glass beads. 3iyilthe heterogeneous porous media
exhibiting permeability heterogeneity consisted of largeqsize isolated regions randomly

distributed in a small-pore-size continuum.

Upon waterflooding, significantly higher waterflood residudlsaituration was established in both
cases of heterogeneous media in comparison to water-wet homogenemssrpedia. The amount
of waterflood residual oil varied linearly with the volarfraction of heterogeneities in the packings.
Experimental results obtained from tertiary gravity dagm experiments demonstrated that the
continuity of water-wet portions of the heterogeneous porousamkedilitates the residual oil
recovery through the film flow mechanism, provided that themieading coefficient is positive. In
addition, owing to the high waterflood residual oil content oflteerogeneous media tested, the oil
bank formation occurred earlier and grew faster thahih homogeneous media, resulting in a higher
oil recovery factor. However, the favorable wettability cowdisi in both the homogeneous and

heterogeneous porous media exhibiting permeability heterogeasitifad in slightly lower reduced



residual oil saturation after the GAIGI process compaoethat in the heterogeneous media with
wettability heterogeneity under the same condition of withdrawi®l. In addition, the oil recovery
factor at gas breakthrough was found to be inversdbtea to the production rate due to the
functionality of gravity and viscous forces over the cowfsgravity drainage. These two forces were
combined into a dimensionless form, defined as the grammber Ng=K Drog9/mV,g). It was
discovered that there is a correlation between the ailveeg factor at gas breakthrough and the
gravity number for both the heterogeneous and homogeneous mbdiaoirelation of recovery
factor at gas breakthrough versus the gravity numbertandgeneous media followed a similar trend
as that found for homogeneous water-wet porous media. Howagvargiven gravity number, the
recovery factor in heterogeneous media was greater thain thathomogeneous media. This implies
that heterogeneous media will be better target reseraoiepplying the GAIGI process compared to

the homogeneous reservoirs.
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Chapter 1

Introduction

1.1 Background

The growing world energy demand attributable to the rapid indlsation requires the production
of increasing quantities of crude oil and at the same tmaéntaining acceptable cost levels.
According to the latest report by the Oil and Gas Jouquated from the International Energy
Agency, the worldwide oil demand would climb to 89.3 million thid year (Radler and Bell 2011).
To meet the energy demand, many abandoned, matured reservoirbduavee the subject of
Enhanced Oil Recovery (EOR) field trials in recent yeArsimportant example of those reservoirs
is the one which has undergone a secondary waterflood. The odtgatuemaining over the course
of waterflooding can occur typically in 15 to 35% of the pgpace; however, values as high as 50%
pore volume have also been found in sandstones, dolomiteandksarbonate rocks (Chatzis et al.
1983). The oil resources left-behind after primary and secprelages have been estimated at the
value of approximately 2 trillion barrels worldwide (Racaé&t2004). Occurrence of a large amount
of residual oil upon waterflooding necessitates consideringrdranced oil recovery method to

extract oil from these “already discovered” resources.

The laboratory experiments have shown that nearly 100% oivélterflood residual oil can be
recovered by tertiary gas injection under the conditionsaiemwvet porous media and positive oil
spreading coefficient (Kantzas et al. 1988a). Several fieldews have also demonstrated oll
recoveries of 85% to 95% of the original oil in place (Carl$6B88; Johnston 1988; Fassihi and
Gillham 1993; Kulkarni 2004). This tertiary recovery process, knaw gravity assisted inert gas
injection (GAIGI), involves injecting gas into a relatiyéligh permeability reservoir containing light

1



oil at the state of waterflood residual oil. Upon gas ira@sa continuous oil phase known as oil bank
is formed and grows in size as it propagates betweegathénvaded zone and the water-saturated
zone. It was shown by Kantzas et al. (1988a, 1988b) thatygfaexies play a very important role in
the oil drainage, and hence the recovery factor of this modéerefore, the potential candidates to
apply the GAIGI process are the reservoirs with a reasomiplangle or the reef type reservoirs
where a gravitationally stable injection scheme is oftessipte. With the emerging technology of
drilling horizontal wells, it is feasible to take adiage of the gravity force to assist the downward
movement of oil even in a non-dipping reservoir (Rao 2001). Téeeps includes gas injection into
the gas cap to drain the oil in a gravitationally stabéener into horizontal producers at the bottom
of the pay zone. A schematic of the gravity assistednjection process is shown in Figurel for
two configurations of dipping and non-dipping reservoirs where veaitd horizontal production
wells are employed, respectively. The gas injectior eatd/or the oil production rate need to be

controlled to provide the conditions of gravity-dominated flegime (Jadhawar and Sarma 2010).

Aside from the configuration, heterogeneities of the petroleeservoirs, in terms of porosity,
permeability and wettability, have a profound effect on ke pattern and production history of the
GAIGI process. However, the complete understanding of thevoisdeterogeneity effects is still
limited. Therefore, the main objective of this reseawes to further investigate the impact of
reservoir pore structure and wettability heterogeneitieh®@GtAIG] process in producing waterflood

residual oil.

There are two modes of the gravity drainage process imupamedia: (1) the free-fall gravity
drainage, and (2) the controlled (or forced) gravityirdrge. The first mode is referred to the case
where the oil drains under the sole action of gravity fortee free-fall gravity drainage occurs in
naturally fractured reservoirs after depletion of oithe fractures or gas injection into the fractured
system (Schechter and Guo 1996). At the lab scale, thisgzag carried out by opening the top and
bottom of the porous media to the atmosphere. Thereby, thiel qil and water) flows at the
maximum possible rate, governed by the gravity forces.comtrolled gravity drainage refers to the
mode when the liquid content drains at a controlled ratés Tould be accomplished either by
maintaining the gas cap pressure at a constant leveigihgas injection, or withdrawing liquid at a
constant rate. In the experimental and theoretical studyyatollahi (1994), a detailed description of

the free-fall and controlled gravity drainage processgiven. Also, in an attempt to find the effect

2



of production rate on the GAIGI process, he performed skwverdrolled gravity drainage tests at
different withdrawal rates in homogeneous glass bead packs.n@&é@ to find the impact of
production rate on the GAIGI process in heterogeneous porod& meas the motivation to
undertake investigation on this area as the other objectihésdhesis.

Oil Production Well

Gas Injection Well ! .’
*, i

<> Oil drainage under the action of gravity
(&)

Oil Production Well

Gas Injection Well

(b)

Figure 1-1: Schematic of gravity drainage process in (a) dippisgriir (b) non-dipping reservoir
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1.2 Objectives and Approach

This thesis concentrates on the experimental investigatiothedfGAIGI process in glass bead
packings exhibiting pore structure or wettability heterogeseitMore specifically, this research is
directed towards the study of the impact of heterogeneitigheinform of randomly distributed
isolated regions having contrasting wettability/permégbtompared to that in the continuum.
Motivations for this study are: (1) bypassing a significamtount of oil upon waterflooding that
necessitates applying an efficient tertiary oil recoymncess such as the GAIGI process to sweep the
oil left behind in the reservoir after secondary recovey;tlie heterogeneous nature of petroleum
reservoirs that considerably influence the location, flow, disttibution of the fluids. To attain the
goal of this thesis, several experiments were run to exglee effects of residual oil saturation,
volume% of heterogeneities in the packed models, and liquid naittadl rate on the production
characteristics of the GAIGI process. In addition, by usimgedsionless numbers, the operating

parameters of gravity drainage were scaled for aaypaservoir.

1.3 Overview of the Thesis

The thesis is organized as followShapter 2 focuses on reviewing the research papers that have
addressed the effect of different factors on gravitginhge, among which are: oil spreading
coefficient, mobile water and connate water satura#iod, injection/withdrawal rates. However, the
literature on the impact of permeability and wettabifigterogeneities on oil recovery are presented
in Chapter 3 an€hapter 4, respectively, with the intention of treatingttpecs in appropriate depth

which is the objective of this thesis.

The main contribution of this thesis begins withapter 3, which gives detailed descriptions of the
experimental procedures that were followed to examine thecingdgore structure heterogeneities
on waterflood residual oil as well as their influencetloa oil production mechanism through the
GAIGI process. The results are discussed thoroughly and thié afgbresenting the main governing

variables into the dimensionless forms is described.

In Chapter 4, the steps for creating heterogeneous packed catuitibgging wettability contrast

between the continuum and the imbedded isolated regions aréddsd he chapter is followed by

4



the detail of the porous media preparation for the gravitinaige tests. The outcomes are then
discussed and are compared to the ones obtain€tHapter 3 by developing a correlation between
normalized recovery factor at gas breakthrough and thatgmumber.

Finally, Chapter 5 presents conclusions and recommendations foe fatuk to enhance the
applicability of the outcomes of this research to the systeiti different conditions.



Chapter 2
Literature Review of Experimental Studies on

Gravity Drainage Process

2.1 Introduction

The gravity drainage studies were initiated in the 1940 focus of early studies was to enhance
the understanding of the gravity drainage process. Thedgpaerimental works covered a wide range
of subjects including the study of the effects of oil spregadioefficient, miscibility, mobile water
saturation, connate water saturation, and reservoirdygeeities on the gravity drainage process. In
this chapter, an effort is made to review the liteatlealing with the impact of these factors on oil
production mechanisms over the course of gravity drainageegsod-or the systems with pore
structure heterogeneities and wettability heterogeneitiesténatlire is reviewed iilChapter 3 and

Chapter 4, respectively.

2.2 Pioneers in Gravity Drainage Experiments

Katz (1942) pioneered gravity drainage experimental studiesobglucting oil drainage tests in a
sand column and measuring the local oil saturation at thefetite experiments. Katz found very
low oil saturation in the upper part of the column, confirmimyerett's (1941) hypothesis on the
importance of gravitational and capillary forces in iscible gas injection displacements. Later,
Stahl et al. (1943) used air to displace various liquidteu free-fall condition in a column containing
Wilcox sand. The experiments were stopped periodicallyke samples for saturation measurement.

Their results showed dependence of liquid saturation on thenndheight for both equilibrium and
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dynamic conditions. Lewis (1944) gave a detailed description @fatipg conditions under which a
gravity-stabilized flood front is attained during thedislcale gravity drainage process. Terwilliger et
al. (1951) conducted gravity drainage experiments under cauatriddiw rates in silica sand porous
media and used brine and gas as the experimental fluids. ddteymined in situ wetting phase
saturation by measuring the conductivity of brine in the systéeir theoretical study was based on
the Buckley and Leverett (1942) approach and the proposed masieompatible with the measured
saturation profile. After several similar studies involyigravity drainage process from 1950’s to
early 1970’s (e.g., Nenniger and Storrowll 1958; Essley @19&i3; Templeton and Nielsen 1962) the
experimental work by Dumoré and Schols (1974) was a breakthravhere they developed a
drainage capillary pressure function from free-fall gsavtainage of oil. They also posed the

concept of “film flow” and its role in achieving low residual saturation.

Following these pioneering studies, more complicated sgsseich as three-phase gravity drainage
were considered. Below is a review of the literature #uiressed different aspects of three-phase

flow during gravity drainage process.

2.3 The Effect of Spreading Coefficient on GravityDrainage

The spreading characteristics of fluids play an importale on the displacement mechanism of
tertiary gravity drainage since three phases co-elist drop of oil is placed on a liquid substrate
such as water, its behavior is determined by the final dimg&oefficient &), which is defined as
(Harkins 1941):

So/w =Wa-We (2-1)

whereW, is the work of adhesion for the interface of the two liguahd\ is the work of cohesion
of oil. If the work of adhesion is greater than the woflkohesion, the oil will spread over water and

vice versa. The values W, andW. are defined in terms of the interfacial tension vahsefollows:
Wa=Swg *Sog - Sow (2-2)

WC = 25 Og (2_3)



Combining Equations 2-1 to 2-3 gives:
So/w=Swg - Sog-Sow (2-4)

in which 4 ogand . are the water-gas, oil-gas and oil-water intediatensions, respectively,
measured at thermodynamic equilibriu®),, is positive if spreading is accompanied by a cesEen

free energy, hence the spreading of oil over wiaiténe presence of gas is spontaneous. Figtlka
illustrates the spreading condition in which thaeteat line between the three phases is unstable and
the oil spreads and forms a thin film between the gnd water (Adamson 1960) Sf,,is computed

to be negative, the equilibrium state reached lacipy a drop of oil over water consists of a

monolayer of oil plus a lens of oil (Figueelb).

Gas Gas
— q_\
Water o Water
I EEEEEEE————————————— I EEE———————.
(@) (b)

Figure 2-1: Threephase fluid configuration und (a) positive oil spreading coefficie
conditions &, > 0), oil spreads spontaneously and forms a thim, fib) regative oil spreadir
coefficient conditions&,w < 0), oil remains as a lens and the three phases a a point

Dumoré and Schols (1974) used the concept of sprgad oil on water in the presence of gas to
explain the very low saturations obtained by gsaditainage in highly permeable sand columns. In
the late eighties, the effect of oil spreading tiomint and the role of film flow in gravity draige
were investigated by the porous media researchpgaduhe University of Waterloo (Chatzis et al.
1988). They used glass etched micromodels to veudhe effect of wettability and spreading
coefficient on the displacement mechanism of tertgravity drainage. Four possible combinations
of wettability and spreading coefficient were calesed: a) water-wet porous medium and positive
spreading coefficient, b) water-wet porous mediumd aegative spreading coefficient, ¢) oil-wet

porous medium and positive spreading coefficiem] a) oil-wet porous medium and negative



spreading coefficient. For these four scenarios of mgetind spreading conditions, the pore scale
distribution of oil, water and gas is shown in Figlf2.

a) wate-wet and positive spreading coeffici b) wate-wet and negative spreading coeffici
(modified after Chatzis et al. 1988) (modified after Chatzis et al. 1988)

c) oil-wet and positive spreading coefficient d) oil-wetl negative spreading coefficient

Figure 2-2: Pore scale three-phase fluid distribution for differamttability and spreading
coefficient conditions

When the spreading coefficient is positive and the mediunaisrwvet, gas does not see the water
in the presence of oil because oil is the non-wetting phabe egipect to water and the wetting phase

relative to gas (Figurg-2a). The spreading oil films maintain continuity of tllepbase throughout
9



the gas invaded zone, which in turn facilitates the drainbgeaterflood residual oil under the action

of gravity.

For the conditions of water-wet porous medium and negativeagimg coefficients of oil over
water, both water and gas are continuous phases in thevgaled pore spaces while the oil-phase
remains discontinuous. Therefore, residual oil in a poraded by gas is not efficiently displaced, as
can be seen from FiguBe2b. However, the residual oil blobs in the gas invaded paneh have an
oil-gas interface on one end and an oil-water interfackeabther end have probability to mobilize
over time as the water from the water-filled pores drdg gas invasion. This phenomenon is

influenced by the prevailing capillary pressure conditiortstha relative permeability of water.

When a porous medium is oil-wet, both gas and water are stim@phases while the oil (as the
wetting phase) covers the solid surface; therefore, digar of the value of the spreading coefficient,
the oil cannot spread over water in the presence of gakvret media. Accordingly, only the oil and
the gas can maintain continuity throughout the gas-invaded, while the residual water ganglia
cannot spread over oil (see Fig@-2c and d). The oil-wetting condition results in oil occugyihe
small pores and the corners of gas invaded pores. &hists in establishing higher residual oil

saturation by gas injection and gravity drainage conditions.

@ren et al. (1992), in a visualization study characterinedobre-scale displacement mechanisms
of mobilization and production of waterflood residual oil by imcible gas flooding. The pertinent
experiments were conducted in a horizontal, water-wetdiwensional glass micromodel, under the
conditions of positive and negative spreading coefficientsbBtir positive and negative spreading
systems, a double-drainage mechanism was found respofwibitebilization and reconnection of
waterflood residual oil. The two drainage events incltitee displacement of oil by gas and the
displacement of water by oil, as illustrated in Fig@r8 for a positive spreading system. The
oil/'water displacement can lead to coalescence ofnoihe oil-filled pore throats and bodies,
provided that the oil flow paths are short. However, forie@rtgas flooding, reconnection of oil

blobs can take place because of the larger pressure grdeNetoped by gravity force.

In spite of the occurrence of a double-drainage mechanisimtb spreading and non-spreading
cases, the oil recovery at gas breakthrough was signifidamier for the negative spreading system
(18% versus 84% recovery for positive spreading system) becatwe main reasons. Unlike the

positive spreading case in which the movement of a gasferface always results in an oil-water
10



interface advancement, in a negative spreading systerallngas-displacement events lead to an
oil/water interface movement, because no continuous oi feparate the gas and water. Moreover,

the absence of continuous oil films hinders the drainagé after being isolated by the gas loop.

@ren and Pinczewski (1994) broaden their experimental studyamtlicted the immiscible gas
flooding tests in oil-wet two-dimensional glass micromodelsjeurboth positive and negative
spreading conditions. Comparing the oil recovery results withethdts of the previous work (dren
et al. 1992), they found that under the conditions of strongly wateporous media and negative oil
spreading coefficient the waterflood residual oil recovergdsflooding was lowest, because neither

the oil wetting films nor the spreading films contributediincontinuity.

OIL COALES CENCE

(c) (@)

Figure 2-3: Double-drainage mechanism and oil-blob coalescencpdsitive spreading system
(oil shown in black), (modified from @ren et al. 1992)
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Catalan (1992) ran several experiments in glass bead {matdst the effects of positive versus
negative spreading coefficient of oil over water on gravigjrdrge to recover the waterflood residual
oil. Very little oil was recovered in the water-wet ®m when the spreading coefficient was negative

(17.3% versus 87.5% for positive spreading coefficient system).

Blunt et al. (1995) addressed the fundamental mechanisoilsrecovery through three-phase flow
gravity drainage in water-wet porous media both theaigét and experimentally. For the positive oil
spreading coefficient condition, they calculated the thicknedsstability of the oil layer and found
that considerable recovery of oil by drainage only happdrenwhe oil layer occupies crevices or
roughness in the pore space. In this study, a paramétea¢ defined, which governs the distribution

of oil, water, and gas in vertical equilibrium under gnavity drainage process:
a:sow(ro_ rg)/sgo(rw_ ro) (2-5)

where 4 ,and ,, are the gas, oil and water densities, respectively. Expets conducted by Blunt

et al. (1995) in sand packs and capillary tubes showed that-foithere is a finite height above
which residual oil saturation approaches zero (i.e., oy erists as films with molecular thickness)
while for <1, a large quantity of oil is trapped in the gas invadatkz The authors also confirmed
that a negative spreading coefficient leaves behind a taagmitude of oil in a water-wet reservoir,

and causes poor oil recoveries through gravity drainage.

The spreading coefficient not only affects the residuasatiliration but also changes the drainage
capillary pressure curve and oil relative permeability cufeedertiary gas injection (Kalaydjian
1992; Kalaydjian et al. 1993). Absence of hydraulic oil camynfor a non-spreading system
necessitates a higher level of capillary pressure to draiml blob; therefore, the drainage capillary
pressure curve deviates from that of the spreading systeray({ianh 1992). In addition, the oll
relative permeability was found to be lower for the ezsgegative spreading coefficient compared to

that of the oil spreading systems owing to loss of the ljidreontinuity (Kalaydjian et al. 1993).

In a theoretical study by Mani et al. (1996) a mechanistic hwale established at the pore-level to
investigate the effects of the spreading coefficient on esbvery through capillary-dominated,
immiscible gas injection in a porous medium initially sated with water and oil. Three

displacement events were found to be involved in three fleagedirect water drainage, direct oil
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drainage, and double drainage. The latter mechanism, wagchden previously introduced by @ren
et al. (1992), was reported to be responsible for oil regpespecially for the spreading systems. For
the non-spreading cases, the direct water drainage mechseesned to be the main contribution
event in oil recovery (Mani et al. 1996). In addition, Manaktconfirmed the experimental results
reported by Kalaydjian (1992) and @ren and Pinczewski (1994) whived that for a spreading oil
system the residual oil saturation is much lower thannaraspreading case. Moreover, for systems
with highly negative spreading coefficients, oil recovery by gajection decreases with the
magnitude of the spreading coefficient, while for positive aglirg systems it is independent of the
spreading coefficient. Therefore, in a non-spreading syshenrdsidual oil saturation after gas
injection increases with the magnitude of the spreading cmffiMani et al. 1996). In other words,
two-phase (Araujo et al. 2001) and three-phase (Kalaydfiah 1993) oil relative permeabilities are

higher for oil-spreading than for non-spreading conditiong&s drainage displacements.

Grattoni and Dawe (2003) emphasized the importance of wéftalni conjunction with the
spreading characteristics of the oil on waterflood residualigplacement by solution gas drive. To
evaluate the performance of such a depressurization protesg conducted visualization
experiments in glass-etched micromodels and quantitativelgintered-bead micromodels, with
different wettability and under different oil spreading coéfit conditions. The experimental results
demonstrated that in a water-wet porous medium and fophding condition, the immobile oil
ganglia could be displaced by the gas since it formssgneading oil film. However, for non-
spreading conditions, displacement of discontinuous oil ganglia byath@hase is not that efficient.
In contrast, in an oil-wet system, the continuity dfpiiase is assured because of the solid surface
wettability; therefore, as the solution gas is releasean effectively expands the oil phase, allowing
the oil to be produced through wetting films even at lowersgaigrations. The economical eficiency
of depressurizing a reservoir was found to depend on parantikeecritical gas saturation, the rate
of saturation change, and the gas saturation remainitigeagnd of the process, all of which are
affected by the surface and interfacial properties raratl above (Grattoni and Dawe 2003). In a
recent study, Maeda and Okatsu (2008) stressed the importdnthe thin oil film drainage
mechanism to enhance the waterflood residual oil recoverynbyscible gas in the water-wet oll

reservoir.
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Overall, it can be concluded from the literature thatsimeading characteristic of oil over water is
beneficial in providing oil continuity and results in low resdloil saturation through gas injection
gravity drainage processes. Considering this conclusion aletig the fact that the spreading
coefficients of most of the crude light oils are positiVeigkat 1949), we used a spreading type of oil
throughout our experimental work. The details of fluid sceftensions and spreading coefficient

calculations are presented in the next chapter.

2.4 The Effect of Mobile Water Saturation on Gravity Drainage

The mobile water saturation in the oil reservoir stroraffgcts the recovery efficiency of the gas-oil
displacement process through three main mechanisms: (1disigie oil from the injected gas and
consequently delaying oil production, (2) decreasing gas injgetaid (3) lowering the oil relative
permeability (Kulkarni and Rao 2005). Moreover, wettabilgythe key parameter that affects the
shielding phenomenon (Rao et al. 1992; Rao 2001). This phenomenon is orarenged in water-
wet media than the oil-wet media and leads to decrease@caVvery in water-wet media in gas
miscible cases (Rao et al. 1992; Wylie and Mohanty 1999).

According to another study by Farouqg Ali (2003), the need toatieph significant amount of
water in the reservoir could cause economical failure rtifatg recovery by gas injection process.
This issue will be addressed in sect®f of this thesis. Moreover, the injected gas (such a$ 8O

lost into the reservoir brine to a significant extent.

2.5 The Effect of Connate Water Saturation on Gravity Drainage

In the three-phase gravity drainage process, connate veatesually considered as immobile;
however, micromodel investigations have shown that the connaée d@ds not remain immobile
during gravity drainage (Catalan et al. 1994; Sajadian Teefdani 1998). The mobilization and
redistribution of the connate water is because the balbeteeen capillary and gravity forces

changes in a three-phase system.

Literature review on the effects of connate water onpédormance of gas assisted gravity
drainage has provided conflicting conclusions. The role of derwater in gravity drainage has been
stressed for the first time in the early seventies bgnbré and Schols (1974). Their gravity drainage
experiments in Bentheim sandstones and sand columns wiginebence of immobile connate water
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resulted in extremely low oil saturations, for both low dugh gas-oil interfacial tensions. Later,
relative permeability studies showed that gravity dgenean be very efficient in water-wet, connate-
water-bearing reservoirs (Hagoort 1980). However, based oimifegal gas-oil displacements,
Nahara et al. (1990) concluded that if the water remain®olnie, the gas-oil relative permeabilities
are not affected by the presence of water. Pavone g989) performed free fall gravity drainage
experiments in fractured reservoir cores under the conditiolasv interfacial tension and found that
the presence of immobile water reduces the oil relativengability, thereby reducing the oil
production. This conclusion was inconsistent with Hagooobservation in which the relative
permeability of the oil improved under the condition of the exigaiconnate water. Skauge et al.
(1994) conducted gravity drainage experiments at various ecowadér saturations using radioactive
brine, Marcol 172 and-Decane. They reported that the presence of connate wateases oil
production. Maximum oil recovery by gravity drainage proogas attained when connate water
saturation was about 30% PV. In another study by this autiharhich centrifuge gas drainage
experiments were performed in “Oseberg formation” caesncrease in connate water led to higher
oil recovery (Skauge 1999). A recently-published simulation stumly dddressed the effect of
connate water saturation on the overall performance ofisailate gravity drainage (Jadhawar and
Sarma 2010). By lowering the fraction of water initially préserthe pore spaces, the more effective

oil drainage occurs under gravity.

2.6 Effect of the Gas Injection Rate on Gravity Drainage

During a gravitationally stable gas flood, an uncontrodjad injection rate may lead to premature gas
breakthrough and hence poor sweep efficiency of the proceseefdieg a critical rate is often
defined below which a relatively stable flood front is estabfishieor miscible gravitationally stable
gas flood several theoretical expressions for critical citglohave been proposed and modified
throughout the years (Hill 1952; Dumore 1964; Brigham 1974; PipeiMamsge 1982; Skauge and
Poulsen 2000; Pedrera et al. 2002; Muggeridge et al. 2005).

For immiscible tertiary gravity drainage process, @isaand Ayatollahi (1993) investigated the
effect of production rate on oil recovery by controlled gsadtainage. Tertiary mode of gravity
drainage was employed to recover the waterflood residu&ioail the water-wet glass bead packed

columns. The experimentally measured macroscopic velagiitythe gas—liquid interface was
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incorporated in the gravity number and the results wepeessed in a dimensionless form rather than
the macroscopic velocity itself. They found a strong depmeleof oil recovery factor at gas
breakthrough on the value of the gravity number. Moreovey, ghalied the relation between the oil
bank size and the gravity number. Their results revahktunder the conditions of low production
rates, corresponding to the conditions of gravity numtseget than 150, the oil bank increased in
size linearly and for values of gravity number lesnti50, the size of the oil bank increased non-

linearly with time.

Riazi et al. (2006) studied the effect of gas injectioa oat gravity drainage performance under the
secondary condition. Their porous medium was a very low péilteand fractured limestone core.
They found a critical rate for injected gas at whichdheecovery factor was at a maximum value.
For the gas injection rates lower or higher than thecatitiate, the oil recovery was less than the
recovery at the critical rate. Although the experimentad da&howed this trend very clearly, the
underlying theoretical concepts for critical rate calculatimve not been clarified completely.
Besides, their experimental methodology involved constant ratengation which could only be
carried out at the laboratory scale and is not feasibln oil reservoir. Instead, the condition of
constant production rate is practically attainable dh libe lab and field scale to investigate the

impact of fluid dynamics on gravity drainage process peraoice.

In a recent study by Jadhawar and Sarma (2010) resemmilfasion was conducted to check the
reservoir sensitivity at different gas injection andpodduction rates. At a given gas injection rate, a

higher oil production rate yielded a larger gas to dibra

2.7 Summary

Film flow of oil in the GAIGI experiments is the main alm@anism to attain very low oil saturation

under the conditions of positive spreading coefficient of the oil wager in the presence of gas.

The effect of connate water saturation on gravity é@enhas two roles. On one hand, in water-wet
porous media where connate water covers the solid surfabe pbre space, the spreading films of
oil on water surface contribute in oil production to reaaty \@wv residual oil saturation. On the other
hand, the relative permeability to oil decreases asudt i@fsthe presence of connate water saturation
in the pore space. This will cause reduction in the pathiea oil permeability to be produced

through the gravity drainage process.
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To enhance the sweep efficiency of the gas injectionitgravainage process, it is essential to
establish a gravitationally stable flood front. For this puepdbe gas injection rate and/or oil
production rate should be controlled to minimize viscousbilities associated with high gas or oil
production rates. This conclusion is aside from the passibpact of reservoir heterogeneities on
stability of the displacement which is described in tbkowing two chapters for systems with

permeability and wettability heterogeneities.
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Chapter 3
The Effect of Macroscopic Pore Structure

Heterogeneities on the GAIGI Process

3.1 Introduction

Traditionally, all oil reservoirs were treated as homogaesgean assumption which is now considered
to be simplistic. The oil reservoirs are heterogeneousrimst®f their porosity, permeability and
wettability. Therefore, it is necessary to incorpotagse heterogeneities into studies related to the oil
reservoirs. Tertiary gas injection processes, when addist gravity forces, have been shown to be
very efficient in sweeping the residual oil from homogeneous poneedia. However, a better
understanding of the physics associated with flow behawibeierogeneous porous media over the
course of tertiary gravity drainage necessitates fugtuely of this problem. The focus of this chapter
is to explore the impact of permeability heterogeneitieshen GAIGI process in terms of flow
behavior, oil bank formation and evolution, oil recovery facamd residual oil saturation. The first
part of this chapter reviews several works that haveeaddd the permeability heterogeneity of
porous media in their experimental studies on gravity dgeindhe chapter then presents the
experimental methodology that we followed to examine the eftdgiermeability heterogeneity in
the form of isolated large-pore-size regions embeddedsimall-pore-size continuum on the GAIGI
process. Following that, the experimental results areusksa in detail. Finally, the applicability of

the GAIGI process at the field scale is evaluated udimgnsionless numbers.
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3.2 Literature

The gravity-assisted inert gas injection (GAIGI) process Ibeen extensively studied in our
laboratory in homogeneous media and the results demonstratedhighrpil recovery efficiency
(Kantzas 1988; Chatzis et al. 1988; Kantzas et al. 1988 (g Rulljen. et al. 1991; Catalan 1992;
Ayatollahi 1994). This success stems from the favorable wattress and homogeneity of the
porous media tested and the positive spreading coefficienit over water in the presence of gas.
These factors result in continuity of the oil phasthaform of oil films in the pore space invaded by
gas and the development of an oil bank under the action atygredowever, the assumption of a
homogeneous reservoir is very simplistic. All natural hydrocarleservoirs are heterogeneous in
their pore structure and wettability characteristiesnieability and wettability vary both laterally and
vertically at different scales and cause variationsluaid fdistribution within the reservoir rock
(Levorsen 1967).

Considering the non-homogeneous nature of reservoir rocks, thetsefif a few features of
heterogeneity on gravity drainage have been further expl&@@uzas et al. (1993) focused on the
role of pore structure heterogeneity in the forms of \args fractures on GAIGI performance. Their
results demonstrated that the effect of vugs on oil regogeminimal, whereas the presence of

fractures could reduce the oil recovery efficiency.

The effect of vertical and parallel-type permeabilityehegeneity on the oil recovery efficiency of
the GAIGI process was investigated by Catalan el@B4) in our laboratory. Two-dimensional glass
bead models were employed to visually study the movement of diffpteases during gravity
drainage. The model consisted of three zones extending frolyotten to the top of the column,
each one occupying one-third of the model width. The certrad zontained beads of smaller size,
and thereby lower permeability than the other two adjazenes. The positions of both water-oil and
oil-gas interfaces were higher in the central zone, calbgexnaller pore sizes and therefore, larger
capillary pressures. Although the thickness of the oil bank keptasing, the difference in height for
the oil-gas interface was constant over time. Sincegéisepressure was the same in all three zones
and all times, the position of interfaces must comperiea differences in capillary pressure caused
by dissimilarities in pore sizes. Therefore, a non-unif@aturation distribution along the column
horizontal cross-section was established (Fi@il9. However, they found a relatively small effect

of such type of heterogeneity on oil recovery. The reason dmikekplained in the following way:
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gas breakthrough occurs first in the larger permeabitityeg while the oil bank in the central zone
has not been produced completely. The oil present in the lpgreneability zone where capillary
pressure is high has a tendency to flow towards the adjaoees where capillary pressures are
lower. Therefore, the amount of oil retained by capilfarces at the end of gravity drainage in the
central zone is smaller than in the low capillary presgones (Catalan et al. 1994).

m(a) .‘ (b) _
Figure 3-1: Tertiary gravity drainage in a model with macroscoparallel-type heterogeneity:
(@) Oil banks in different permeability zones, (b) Realdil (red) and water (blue) at the end of a
gravity drainage experiment (from Catalan et al. 1994)

In another study by Catalan et al. (1994), flow visualization éxeets in glass micromodels
exhibiting microscopic heterogeneities were carried oushow the role played by pore level
heterogeneities on secondary and tertiary gravity drain@ge. two types of heterogeneities
considered in this study are shown in Fig@@ and Figure3-3. In model | (Figure3-2), the
heterogeneity consisted of randomly distributed relativeigelgpore bodies connected by relatively
large pore throats, imbedded in a square network of nahmats. Model Il (Figur8-3) consisted of
randomly distributed pore bodies connected by large pore shimaedded in a network of smaller
pore throats and pore bodies.
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Figure 3-2: Secondary gravity drainage of oil from glass capillary anasdel | (from Catalan et al.
1994)
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Figure 3-3: Tertiary gravity drainage of oil from glass capillarycnamodel Il (from Catalan et al.
1994)
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Figure3-2 shows the time-lapse photographs of the gas pathways thaenigll gravity drainage
of the pore space filled with Soltrol oil (stages A-HheTpathway of least resistant to the fluid flow,
which consisted of the continuum of large pore bodies, didiret. Some of the oil, as wetting phase
compared to air, was bypassed in several large pores a® shgwhotograph H. However, the
drainage of the bypassed large pores occurred as thesgrooatinued, which is shown in
photographs | to L. Also, the hydraulic continuity of thdtimg phase in the corners of the pores

invaded by gas resulted in further drainage of oil.

The time-sequence photographs of gravity drainage of fiadémresidual oil in the micromodel 11
is shown in Figur&-3. Comparing stages D and B showed the drainage of some mfpagsed oll
in large pores. Maintaining the gas-oil position constiotvad for further reconnection, drainage,

and redistribution of residual oil (Catalan et al. 1994).

Catalan et al. (1994) also conducted a tertiary freggfality drainage experiment in model I. A
shapshot of the micromodel at the state of waterflood residusaturation is shown in Figu24A.
Over the course of gravity drainage, the residual oil watiafhg displaced and redistributed in

smaller pores, as shown in Figi-<4B.

At waterflood residual olil Gravity drainage at gas ktiesough
(A) (B)

Figure 3-4: Tertiary gravity drainage of oil from glass capillaryjcromodel | (from Catalan et al.
1994)
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In another experimental study in our laboratory, Ayatol{d894) performed gravity assisted inert
gas injection in layered porous media, including unconsolidatesk glead and sand columns, and
consolidated glass bead micromodels. The production historyadiagfrthe tertiary gravity drainage
in the stratified glass bead column is shown in Fi@4Be The formation of an oil bank started in the
first high permeability zone. The gas-liquid interface thassed from the high to low permeability
zone without any instability. However, near the boundary ofidiveto the high permeability zone,
the oil in the oil bank lost its continuity and oil startedrfdtrate through the water zone on the top
of the boundary. As the drainage continued from the bottbthe column, the oil in the oil bank

drained to the high permeability zone by means of fingering.

Figure 3-5: Production history showing the gas-oil, oil-water and ike of oil bank with time for
layered glass bead column, H: High permeability layer, L: lp@umeability layer (modified from
Ayatollahi 1994)
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Figure 3-5 also illustrates that while some water was retamtethe boundary of low to high
permeability layers because of the capillarity and wettgmtnditions, no significant amount of oil
was held-up when the oil bank passed through the low permeatafitgn. Therefore, the oil
recovery efficiency by GAIGI process in the stratifiedrqas media was analogous to that in

homogeneous porous media.

In order to develop a better understanding of the oil bangagation in a layered permeability
system, a two-dimensional sintered glass bead model wdshysayatollahi (1994). Figur8-6a—c
demonstrates the mechanism of oil fingering and shows how thmegesf propagate to assist oil
drainage from the low to high permeability layer. The gaasion occurred in the same pathways
followed by the oil up until the time of breakthrough and soréhe oil left behind in the gas
invaded part of the porous medium (Fig@réd). Therefore, the very low permeability zone reduced
the rate of oil production by film flow although the oil recovéoy tertiary gravity drainage in
stratified porous media was found to be analogous tarithtaimogeneous porous media (Ayatollahi
1994).

Ayatollahi also performed free-fall secondary and aeytigravity drainage in a stratified glass
bead column with four layers having permeability contréke results for total oil recovery under
secondary conditions showed that the performance of secormdarty girainage in stratified porous
media was lower than that in homogenous porous media becatleeaf retention at the boundary
of the low permeability to high permeability layers. Byeitjng gas at a high pressure, it was
possible to provide gas-phase continuity, and thereby impheveit recovery by gravity drainage
due to the film flow mechanism and maintaining a high tapilpressure value. During the tertiary
gravity drainage, no oil was held-up in the vicinity of kb to high permeability layers, and the oil

recovery was comparable to that in homogeneous porous media (Ayaidid4).

To the knowledge of the author of this thesis, no further waskldeen carried out to study other
aspects of the permeability heterogeneity effects on ner@AIGl. However, there are a few
published papers considering the impact of permeability heterogemeibgher EOR displacement
processes including two-phase miscible and immiscible atisptents. In a theoretical study by
Corred and Firoozabadi (1996), the predicted oil saturatidilephmm a mathematical model for a
layered medium showed that the residual oil tends to adatarin the low permeability zone in two-

phase gas-oil gravity drainage.
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Figure 3-6: Oil bank propagation in two-dimensional sintered glass bweadel during tertiary
controlled gravity drainage (modified from Ayatollahi 1994)
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A group of researchers investigated the effect of periitgadond wettability heterogeneities in the
form of lenses, stripes, layers and quadrants in tiheupomedia on the performance of miscible
(McKean and Dawe 1990) and immiscible displacement prac¢Bsave et al. 1992; Marcelle-De
Silva and Dawe 2003; Dawe and Grattoni 2008). The two-dimerisiasagn of the glass bead
models facilitated the visualization of drainage and imlmbitdisplacements. They have reported that
the fluid displacement patterns were significantly a@ffdcby heterogeneities, especially at lower
displacement rates under which the capillary forces are rominant. When oilflooding a
heterogeneous medium containing zones with different permeadiltil displaced water mainly
from the high permeability regions where the oil pressurelevasr. Similarly, during waterflooding
the porous media with permeability heterogeneity, waterdtbéhrough the low permeability zone

because water pressure was less. As a result, some diypassed in the high permeability zone.

This chapter explores the performance of the graveisgesl inert gas injection process for tertiary
oil recovery from heterogeneous packed columns. Specificallyolfective is to consider the
randomly distributed type of heterogeneity configuration in fibren of isolated large-pore-size
regions in a smaller pore-size continuum at the macpissscale that have been not been addressed
in previous studies. We also investigated the effect oflwasiil saturation on the GAIGI process, a

parameter which has been overlooked to date.

3.3 Experimental Aspect

3.3.1Porous Media Models

Waterflooding and tertiary oil recovery using controlled gyagssisted drainage experiments were
conducted in glass bead packed-columns having a length ofi 48a diameter of 2.7 cm. The use of
transparent glass models, with dyed oil, enabled monitoring fhadement during different tests.

Columns were packed using small glass beads as uncotsslamtinuum, with an average particle
size of 507mm, and pieces of consolidated large glass beads, witkexage particle size of 1125

mm, that were randomly placed within the packed column. Therdgeneities in the pore structure
were created by sintering glass beads of larger siZ&@fC and then cutting the sintered core
samples into smaller pieces. These pieces were subsigqouieed in a column at random during

packing where they form the isolated high permeability reiora packing with the unconsolidated
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lower permeability continuum, known as the matrix. The bulk melwf these sintered pieces was
measured to be on the order of 3-12 asing the volume displacement test of Archimedes. Three
levels of heterogeneity volume fraction in the packed column e@sidered in this work including
0%, 17% and 38%. The absolute permeability of these packingsneasured by the steady-state
method at 179.6 3.0, 190.% 2.9 and 206.% 1.0 Darcy, respectively.

In preparing the heterogeneities, the sintered glass beadsiseer®ecause of two reasons: first, to
be consistent in the volume of heterogeneities throughout thezieents, and second, to keep the
glass beads having contrasting properties in a bulk forndiffimmish the effect of consolidation on
permeability of the inclusions, the temperature and durafigintering in a muffle furnace were
controlled in a manner whereby the glass beads fused Iglighthout significant change in

permeability. This is depicted in the microscopic photsiatfered glass beads shown in FigB+&.

A

4.3 mn

Figure 3-7: A snapshot of glass beads sintered together atG20

3.3.2Fluids Used in the Experiments

The laboratory fluids used in the experiments were deiotdegdssed water, kerosene (dyed with
oil-red) and air. The fluid properties and the methods bychvkiie corresponding properties were
measured are shown in Talel. Having the tension values, the spreading coefficient ofl dye
kerosene over water, which is defined in Equation 2-4, immadd at 16 mN/m, showing strong

spreading conditions. The interfacial properties of dyeddesre seem to be very close to the tension
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values of crude oil, and hence give a similar spreading cmeffias the crude oil which is a

privileged condition (Koichi et al. 2012).

Table 3-1: Physicochemical properties of fluids used at room conditions

fluid density (kg/nt) viscosity (mPa.s) interfacial tensiomN/m)
S fluid/air Soiliwater
dyed kerosene 779 0.899 24.0 320
water 997 0.891 72.0

* measured by a pycnometer
Tt measured by a Cannon-Ubbelohde viscometer
¥ measured by the pendant drop method

3.3.3Experimental Methodology
The experimental procedure for waterflooding and contrgjtedlity drainage tests was as follows:

1. A 1.5cm layer of fine glass beads (average size ofnipwas placed at the bottom of the

cylindrical physical model to act as capillary barrier a@etay gas breakthrough. The column was
packed by randomly placing the consolidated large-glass-bes@spin the small glass beads
continuum. Then, carbon dioxide gas was passed through ttia frem the bottom to displace the

air out while the column was positioned vertically. Afterdyaseveral pore volumes of degassed
water was injected to fully saturate the packed columfoliing the trapped C{to go into water

and continuing until the resident water become free ofifs®lded CQ.

2. The oil was injected from the top of the column to displwater from the exit at the bottom.

About 1.5 pore volume of the oil was injected to establigtal oil conditions.

3. To create the so-called normal waterflood residuadadiiration condition, water was introduced
from the bottom of the column to displace the oil upwardie Water-oil interface velocity was set
such that the corresponding capillary number was 2.90°. This condition is favorable for

establishing the maximum residual oil saturation (Morrow $ogkran 1981).

4. The controlled GAIGI experiment was started by wilmdng the liquid from the bottom of the
column at a constant rate using a syringe pump. This raitad causes the air to invade the medium

at the top of the column at constant atmospheric pressuvater-oil separator, which was connected
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to the packed column at one end and the syringe pump at theeotheiacilitated the separation of
produced oil and water as well as monitoring the volume of odywred versus time. The gas-liquid
interface was also recorded using a digital camerah@matic of the experimental setup is shown in

Figure3-8.
3.4 Experimental Results and Discussion

3.4.1Magnitude of Residual Oil Saturation

To establish the condition of residual oil saturation, therbgeneous packed column saturated with
oil was subjected to waterflooding (stage 3 of the expetmhemethodology). The amount of residual
oil saturation is affected by the interplay of capilldsypyancy and viscous forces. Over the course
of waterflooding, capillary forces cause oil trapping whikceus pressure gradient and the buoyancy
forces can overcome the capillary forces and mobilizertiged oil. The dimensionless ratios of
viscous to capillary forces and gravity to capillary &sr@are identified as the capillary numbigg§

and Bond numbem\g), respectively:

_Vw Tw

Nca= (3-1)
ow
Dr g g R?
Ng —owY'* (3-2)
S ow

wherev,, is the displacing fluid velocity (here wateryis the displacing fluid viscositys,,, is the
oil-water interfacial tensionpr,,, is the oil-water density difference, aRds the average glass beads
radius. Considering the effects of viscous, capillarylamyancy forces on the trapping mechanism,
waterflood residual oil saturation could be maximized mtedithat the displacements are carried out
at sufficiently low capillary number and bond number(Mw and Songkran 1981). Since the type
of fluids as well as the glass beads size remainedatme shroughout the experiments, the Bond
number was identical for all of the tesis  4.29 10°). Therefore, waterflooding was carried out at
a flow rate corresponding to a very low capillary numts, € 2.97 10°) to attain the maximum
waterflood residual oil saturation. Maintaining a capillagminated displacement, residual oll
saturations as high as 16% pore volume were obtained, whichagreement with the literature
values (Chatzis et al. 1983). For the heterogeneous poroua sudgjected to the same conditions of
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waterflooding as the homogeneous packed column, the amountppkedrail was much higher
depending upon the extent of heterogeneity. Fi§u®edepicts the magnitude of waterflood residual
oil versus the volume fraction of heterogeneity at three defeel 19 performed experiments in total.
This figure illustrates that there is a linear relaglip between the magnitude of trapped oil after
waterflooding and the volume fraction of large-pore-size tedlaegions in the packings. The
average measured values for the residual oil saturatiert6a0%t 0.5%, 23.0%t+ 0.6% and 29.5%

+ 1.1% of the total pore volume for 0%, 17% and 38% volumeidracf heterogeneity, respectively.
The results can be interpreted based on the pore tsapfEng mechanisms. During an immiscible
displacement, the displacing phase tends to flow in the patlwth least resistance to the flow, i.e.,
where the displacing fluid pressure is lower. Therefore, upaterflooding, water which is the
wetting phase imbibes the smaller pores of the matrixd&mpdaces the oil. Such displacement results
in a residual non-wetting phase saturation of about 16%einratrix. However, the larger pores in
the heterogeneities become bypassed and cannot be invadedebyGeaisequently, the regions of
large pores retain the oil in place because of the Bygasnechanism, thus a residual oil saturation
of about 85% is established in the large pore-size regiohsrefbre, about 16% of the matrix pore
volume and approximately 85% of the pore volume in the sinteggdns contribute in attaining the
overall waterflood residual oil saturation. A time-sequershematic of waterflooding a

heterogeneous porous medium and oil trapping mechanism is sh&iguie3-10.

A comparison of experimental data for the magnitude of theerfi@dd residual oil at the
macroscopic scale and the predicted values based on Céiastis(1983) experimental results for
heterogeneous glass bead micromodels is also shown in R3g@reThis figure demonstrates
prediction errors of 1.2% for the heterogeneous media containingldife % heterogeneities. The
close match of the macroscopic scale experimentalagatédhe predicted values supports the fact that
the pore scale trapping mechanism explains the magnitudsidbaé oil very well for the case of
17% heterogeneity level. For the case of 38% heterogeneity, oagaverere is a discrepancy of
about 3.8 % PV (11.5% error) between the experimental andpatéid magnitude of waterflood
residual oil. This difference could be explained by lookitgger at the oil-water imbibition curves
for the large and small beads used as heterogeneity and, mespectively. Figur&-11 shows the
imbibition curves for the packings of two different sizeglass beads which were obtained using the
porous plate method for water-oil fluid pairs. When watdribes the heterogeneous packed column

during waterflooding, it displaces oil to the residual s&tan of about 16% in the matrix. Under the
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same capillary pressure, about 85% of oil will be trappethénlarge-bead pieces. This state of
residual oil saturation occurs if the water front bypaskesheterogeneity and invades the matrix
before water can invade the heterogeneity. Such a conditgms &rthe length of heterogeneities is
short enough so that the water pressure plus the hydraulic presguvalent to the length of the
heterogeneity is less than the entry pressure to the largesize region. Unlike the large-bead-size
sintered pieces used for the 17% volume fraction of heteeiiye some of the pieces used for the
38% level of heterogeneity had a length of more than about Z lvenefore, water partially imbibed
into the long pieces under a lower capillary pressure béferevaterfront in the surrounding matrix
bypassed the long pieces. This lower capillary pressureedsaolsmaller residual oil saturation than
the expected value of 85% in the long patches. For exampleca that has a length of about 5 cm
would experience a residual oil saturation of about 758%oc,can be seen from Figurg11.
Consequently, the presence of long sintered pieces irpoheus media for the case of 38%
heterogeneity caused the magnitude of waterflood residual oil imnee than the expected value if

complete bypassing was possible.
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Figure 3-8: Schematic of the experimental setup for the tertiary gastion gravity drainage
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Figure 3-9: Waterflood residual oil saturation at different heteroggrievels
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3.4.2Recovery of Waterflood Residual Oil using the GAIGI Proces

After performing waterflooding tests, the oil trapped in thegtrix is about 16% PV and the rest of
residual oil trapped in the heterogeneities is proportionddgwolume fraction of heterogeneity. The
packed column was then drained at a constant liquid witledreate from the bottom in order to
produce the trapped oil blobs in the form of an oil bank ededtie to the gravitational segregation.
As the withdrawal was carried out from the bottom (segif€i3-8), air invaded the porous medium
from the top at constant atmospheric pressure. The GAIGriempnts were randomly conducted at
three levels of volume fraction of heterogeneity and eightdesfewithdrawal rate. Randomization is
necessary to reduce the effects of unknown bias such agmesttation drift. The experimental

conditions and results are summarized in T8k

During the early stage of withdrawing liquid from the bottohthe packed columns, only water is
produced while an oil bank is forming ahead of the gas—liédroscopic interface. The oil bank
grows in size as the gas-liquid interface advances tsae bottom of system. The oil production
starts at the time when the oil bank arrives at the produetia. The pore-scale mechanism of olil
bank formation during the GAIGI process is described ksifs: consider the waterflood residual oil
trapped within the reservoir where oil is trapped in relatidalge pore bodies of a water-wet
reservoir, as illustrated iRigure3-12. Introducing an inert gas with low volumetric flow rateild
effectively mobilize the trapped oil under the conditions ofewavet media and positive spreading
coefficient of oil over water. When the gas phase invauepores filled with waterflood residual oil,
the trapped oil spreads spontaneously over the water phaatzigCét al. 1988). Therefore, a thin
film of oil is formed between water, which occupies tioeners of pores, and the invading gas. As the
gas invasion continues, more residual oil will spread ovagier. Thereby, continuous films of oll
could be formed that can effectively contribute to thevflaf oil towards the production end by
gravity forces. As a result of this oil-spreading phenomeabm@ccumulates at the advancing tips of
the gas—liquid interfaces and over time an oil bank foAaghe oil bank propagates downwards, the
trapped oil blobs are accessed by the oil bank and becoomesated with the continuous oil phase.
The oil bank depletion begins when it arrives at the produetioh The oil production continues until
the air breaks-through the fine layer of beads, usedcapibary barrier at the bottom of the column

for attaining more residual oil recovery and minimizingillary-end effect.
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Table 3-2: Summary of the experimental results for the GAIGI expents in packed columns at
different levels of permeability heterogeneity fraction aitthdvawal raté

exp.

M f PW PV PW VS Q RRme Ve Ne S S
17 0.00 38,93 1014 1014 0.0 15.4 69.48 0.207 643.6 4.63 10.32
1 0.0C 38.7¢ 100.¢ 100.¢ 0.C 16.£ 3.2 58.5¢ 0.34t 386.t 6.7¢ 8.3¢
20 0.0C 39.4¢ 102.z 102.: 0.C 16.£ 6.4 53.6¢ 0.681 195.¢ 7.44 8.2¢
6 0.0C 38.6: 101.z 101.c 0.C 17.C 8.C 4417 0.91¢ 145 9.3¢ 9.4:
10 0.0C 39.1¢ 102.C 102« 0.C 16.z 12.C 33.3¢ 1.48’ 89.¢ 10.5¢ 8.2¢
13 0.0C 39.1f 101.¢ 101.¢ 0.C 16.€ 20.C 13.8¢ 2.61¢ 50.¢ 14.07 9.5t
19 0.0C 39.0C 101.5 101t 0.C 15.7  30.C 0.0c 3.94: 33.¢ 15.4% 9.7¢
15 17.35 35.55 95.3 85.3 10.0 20.9 75.12 0.240 590.0 5.46 10.65
23 17.3z 35.6¢ 95.7 85.7 10.C 22.t 2.C 76.0(C 0.23: 606.7 5.6¢ 9.71
24 17.2: 35.37 95.f 85.t 10.C 21.2 3.2 71.7( 0.38C 372.¢ 6.2¢ 8.6¢
17.2: 35.2¢ 95.c 85.: 10.C 22.t 6.4 61.7¢ 0.79¢ 177. 9.0¢ 8.4¢
17.1¢ 35.0¢ 94.¢ 84.¢ 10.C 22.% 8.C 59.6¢ 0.93: 152.] 9.4¢ 9.3
17.4t 35.91 95.7 85.7 10.C 22.1  12.C 52.4¢ 1.471 96.: 10.97 10.6¢
11 17.4: 35.6€ 95.7 85.2 10.C 22.C 20.C 19.9] 3.05:2 46.4 18.4¢ 9.6t
16 17.3¢ 35.7C 95.7 85.7 10.C 22.z 50.C 10.3¢ 7.891 17.¢ 20.8C 11.2
18 17.4: 35.57 95.C 85.(C 10.C 21.2  50.C 0.0c 8.071 17.5 22.4: 11.2¢
21 37.76  32.28 88.6 66.3 22.3 26.4 83.33 0.258 592.4 4.97 9.29
7 37.77 32.31 88.c 66.( 22.% 27.1 3.2 77.8¢ 0.42C 363.C 6.8( 8.4¢
3 38.1¢ 32.5¢ 88.C 65.7 22.% 26.( 6.4 73.4¢ 0.83t  183.- 7.8¢ 9.7t
5 37.91 32.5: 88.¢ 66.¢€ 22.% 24.¢ 8.C 69.3¢ 1.04¢ 145.¢ 8.5t 10.2¢
9 37.7¢ 33.4: 91.t 69.t 22.% 28.¢ 12.C 58.0¢ 1.59¢ 95.¢ 13.0¢ 9.3¢
12 38.1¢ 32.7¢ 89.1 66.¢ 22.% 26.5  20.C 52.8: 2.77¢ 55.1 14.0:  10.2¢
14 38.07 32.9t 89.7 67.4 22.% 25.¢  40.C 34.6% 6.371 24.C 18.51 15.0-
22 37.8¢ 32.2t 88.c 65.¢ 22.% 25.z 80.C 17.0¢ 14.377 10.c 23.71 14.5¢

™H: heterogeneity fraction (Vol. %)

f: porosity (%)

PVr: total pore volume (mL)

PVu: pore volume of matrix (mL)

PVy: pore volume of heterogeneity (mL)
VS, volume of waterflood residual oil (mL)

Q.: liquid withdrawal rate (mL /h)

RFguie Oil recovery factor at gas breakthrough (@S
Vg average gas—liquid interface pore velocity (m/day)
Ng.: gravity numberNg=K Droq0/mVpg

Sorg reduced residual oil saturation (% PV)

Sye: connate water saturation (% PV)
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Figure 3-12: Pore-scale fluid distribution during gravity-assisted mdbilization with gas
injection for water-wet and positive spreading coefficmmditions
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A schematic of the GAIGI process in water-wet porouslianes shown in Figur8-13. Depending
upon the state of the three phases, four distinct zones ddistinguished. The gas zone is the area
that has been depleted from oil and water by gas igjeetith the assistance of gravity forces and
film flow. However, some water remains as the wetting @ilmering the solid surfaces. Also, a small
amount of oil exists in this zone in the form of spreadihgs covering the water surface. The
transition zone is where oil, water and gas maintain hydraantinuity and flow together. The
continuous oil films assist in drainage and reconnectigheofesidual oil to form the oil bank where
oil is in the form of continuous bulk phase. The densitiedéihce between oil, water, and gas helps
in maintaining the oil bank ahead of the gas zone and ailnadates at the top of the water zone.
Finally, the water zone is where water is in the form obatinuous phase with waterflood residual
oil present in it. The residual oil ganglia get reconnecteédesil bank propagates towards the water

zone.

Gas Injection

<+— Gas zone

<«— Transition zone

<«—Oil bank

<«——Water zon

Production en

Figure 3-13: Schematic of the gravity drainage process in waterpesbus media (modified from
Chatzis and Ayatollahi 1993)
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The performance of the GAIGI process for heterogeneousupanedia in terms of oil recovery
factor up to the time of gas breakthrough as a functigime is shown in Figur8-14 for a sample of
nine of the tests at three arbitrary levels of withdrawatd (the pertinent data are given in Table A.1
to Table A.3). The same trend was observed for the othds lelveithdrawal rates, not shown in the
figure for clarity. This figure shows that, for the sal@eel of heterogeneity fractions, the recovery
factor at gas breakthrough changes inversely with tHedveitval rate. When the liquid is pumped out
of the reservoir at sufficiently low rates, more residniablobs will be touched by the invading gas
and spread over water. Therefore, there is enough timdospreading oil films to reconnect and
assist in draining of the isolated oil blobs, and hence segsulformation of the oil bank. At high
withdrawal rates, the unfavorable condition of larger viscousetocompared to the gravity forces

causes viscous instability, and hence early gas breakffiand poor sweep efficiency.

It is also evident from Figur®-14 that the recovery efficiency for heterogeneous mediainoga

a higher volume fraction of heterogeneity is higher comparedet@dunterpart homogeneous case.
This performance is better compared to waterflooding, wtdwed relatively low sweep efficiency
for heterogeneous porous media. When performing GAIGI irrdggteeous media, the gas invasion
occurs primarily in the large-pore regions, because dgde inon-wetting phase with respect to both
water and oil, and spreading of oil over water in the mEse@f gas starts in the high permeability
regions. The spreading oil films are in contact with regjithat contain a high amount of by-passed
oil. Consequently, more oil can be connected through thenodgtof the oil films in the large-pore
size regions and formation of the oil bank occurs earlan for the case of homogeneous media, as
observed visually during the experiments. Early formatiamefoil bank in the packed columns with
heterogeneities results in accessing more residual @$taond a higher recovery factor is attained in
comparison to the homogeneous media. This effect is more pronoantmder withdrawal rates
because the gravity force is higher compared to the viscows fssociated with the smaller

withdrawal rates.
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Figure 3-14: Cumulative oil recovery up to gas breakthrough for various @ebitity heterogeneity levels and withdrawal flow rates.
Heterogeneity levels: () 0%, () 17%, ( ) 38%, Withdrawal rates¥{) 2.0 mL/h, (---) 6.4 mL/h, (--) 12.0 mL/h (the data are given in Table
A.1 to Table A.3)
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The differences in the time of oil and gas breakthrough el as the slope of the production
curves (shown in Figur8-14) for various sets of experiments are because of theradiffes in
withdrawal rates. For each set of three experimentsedaout at the same withdrawal rate, but at
various heterogeneity levels, the time to reach oil and gaktbreugh changes inversely with the
magnitude of heterogeneity. The differences in the time ofnolilgas breakthrough were caused by
the variation in total pore volume and also the magnitudeatérflood residual oil saturation at
different heterogeneity levels. The variation in the tptak volume at different heterogeneity levels
was due to the lower porosity in the heterogeneities asudt rof the sintering process (about 32%
porosity for sintered beads compared to 38% porosityrfioonsolidated glass beads). Accordingly,
the permeability of sintered media changed slightly, fidr5 Darcy for unconsolidated glass beads

to about 806 Darcy for the sintered case with the sams lpé&esl size.

Figure 3-15 shows the gas—liquid interface position against fonaix of the experiments as an
example. The macroscopic velocity of the gas-liquid fater for the packed columns having
variable magnitude of heterogeneity was determined from the sfabe fitted lines shown in Figure
3-15. We refer to this velocity as pore velocily,f. Despite the variation in the average pore
velocity of the gas—liquid interface in packed columnsaontg different fractions of heterogeneity,
the plots are all linear showing a gravitationally staftierface movement in homogeneous as well as
heterogeneous porous media. In addition, it was shown by Deng (I12QGhere exist a critical
velocity beyond which fingering will develop during the downwarsptéicement of the oil bank by

the gas phase. This velocity is defined by:

Ve = 9 Ef(l)g \
(0 1 ko) - \my 1 kg) (3-3)

wherek, andky are the oil and gas relative permeabilities, respdgtit¥®r the system of fluids and

porous media we used in this study, the critical velocigstamated at about 170 m/day. Comparing
this value with thev,qdata shown in Tabl8-2, it is clear that the macroscopic velocity of the-gas
liquid interface for all of the performed experimeistsnuch less than the critical velocity, confirming

a stable gravity drainage displacement.

The relatively higher oil recovery efficiency of the GAI@bcess in the high permeability isolated

regions compared to the matrix was further verified by deténmthe local residual oil saturation.
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At the end of a successful gravity drainage test, thesgteeads were removed carefully from the
column at different cross sections and the oil contéeaoh sample was measured. Analysis of the
residual oil was carried out by means of a gas chromepby (Agilent 6890A), using a capillary GC
column (HP-1 Crosslinked Methyl Siloxane) and a flame iommradetector (FID). At first, external
standard samples of known concentrations of kerosenhanatwere prepared, followed by diluting
the solutions with dichloromethane as a recommended solvetitef@&C test. The standard samples
were then injected into the GC column and the charatitepgaks of ethanol and kerosene
components were taken. Calibration curves were obtained bingltie characteristic peak heights
versus the corresponding concentrations of kerosene and etlepaoshtsly. Kerosene is a complex
mixture of hundreds of components; therefore, the GC anmayyeleled a spectrum of characteristic
peaks corresponding to each component. To be consistdhtesta and assuming that the kerosene
composition remained the same throughout the analysis kaapéae retention time of 6.18 minutes
was chosen as the representative peak for kerosene. éatkismas relatively high and hence easy to
read. The test samples were prepared through washingriteeke content of glass bead samples
(taken from the packed column) by known amounts of ethanah dilating the solution with
dichloromethane. Next, the solutions were analyzed by GCcdinparing the characteristic peak
heights of the test samples with the calibration curve, dheentrations of kerosene in the samples
were determined. The kerosene concentrations were then eaht@rsaturation (% PV) having the
amount of added ethanol and dichloromethane, along with thsifyoaad bulk volume of glass bead

samples.

The residual oil saturation remaining in the matrix and bgeseities after gravity drainage test
was plotted versus the height of the packed column, and isnsiowigure 3-16. This figure
demonstrates the position dependence of the residual oilmaga the column for both media. It is
clear that drainage of oil from the high permeabilityasedl regions was more efficient than that in
the continuum at any location. However, for the upper 75%etolumn height the recovery of oil is
nearly completed in heterogeneities as well as in the contintinerelatively high oil content of the
lower portion of the matrix is because of the capillary-ehecef. We made an effort to diminish the
end effect by using the capillary barrier, which delayed e lyeakthrough, but a much longer
column should be used to minimize the end effect. In a long coluimrexpected to have a similar

saturation distribution for the upper part of the colum@%) and the same amount of oil would be
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Figure 3-15: Comparison of the gas-liquid interface position duringgtiaerity drainage tests at various levels of permealhityrogeneity and
withdrawal rates (the data are given in Table A.4 arig A.

(D) 0% Heterogeneity, 3.2 mL/h withdrawal ratg (7% Heterogeneity, 3.2 mL/h withdrawal rat¢ 88% Heterogeneity, 3.2 mL/h withdrawal
rate ( ) 0% Heterogeneity, 6.4 mL/h withdrawal rate) (7% Heterogeneity, 6.4 mL/h withdrawal rate) 38% Heterogeneity, 6.4 mL/h
withdrawal rate
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Figure 3-16: Saturation distribution of reduced residual oil at the eral grfavity drainage test correspondind\ie= 18
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retained due to capillarity at the bottom of the columowkVer, compared to the total height of the
column, this retained oil occupies a smaller portion ofcthlamn. Therefore, the overall oil recovery

is predicted to be higher in a long column compared to tkeeo$izolumn used in this study.

3.4.3Correlation of the Oil Recovery Factor with the Gravity Number

In order for the experimental results to be applicabledifierent scales and operating conditions,
they need to be presented in the form of dimensionlessigaabups. The significant parameters for
the GAIGI process include the average permeability of theysomedia, fluid densities and
viscosities, and the operating conditions such as oil producitenThese parameters were combined
by Hagoort (1980) to obtain a dimensionless number known as thigygnamber Ny), which
represents the relative magnitude of the average oil velocttyeigas invaded zon& Dr.9/m) to

the macroscopic velocity of the oil bank):

Ngv=—"—" (3-4)

whereK is the absolute permeability of the porous medium (se¢®8&c3.1), andVy is the average
velocity of the macroscopic gas-liquid interface calted from experimental data of the gas—liquid
interface position measured during the course of experam&he macroscopic velocity could also be

calculated using the following equation when experimental alee not available:

Vo = QL
P9 f A(L- Swe - Sorg)

(3-5)

in which Q_ is the liquid withdrawal ratef is the porosity, and\ is the cross sectional area of the

porous medium.

Using Equation 3-4, the data of production characterishcsvn in Figure3-14 were presented in
the dimensionless form, as illustrated in Fig@r&7. This figure shows that the gravity number
describes quite well the combined effects of operatird) @ysicochemical parameters on the oil
recovery through the GAIGI process for all three levdlheterogeneity. The correlation trends
reveal the strong dependence of recovery factor at gas lmaaddh onNg, at the values of gravity

number less than about 150 for all three levels of hgéerty. In addition, the higher the reservoir
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average permeability and also the difference betweemjbeted gas and the reservoir oil densities,
the more effective is the segregation of the fluids utiteigravity assisted conditions; therefore, the
oil recovery is more efficient. At low enough withdrawatess the spreading films of oil in the
depleted zone flow faster than the macroscopic gas—ligtedace; therefore, it is more likely for the
oil films to drain and create an oil bank. In contrése, faster the liquid is pumped out, corresponding
to a high downward velocity of the gas—oil interface, theeloi the sweep efficiency of the process

since a smaller amount of residual oil is reconnectedigir the continuous oil films.

Plotting the experimental data of the percentage of cowvezed oil versud\y, in log-log scale
gives straight lines with similar slopes for differeavels of heterogeneity. This means that the oil
production through the GAIGI process is is mainly governed by th&ixmpermeability.
Nevertheless, Figuré-18 shows that the minimum required gravity number &iratil production is
different for each heterogeneity level. The minimum gyamIImber,Nngi”, was obtained at 34, 18
and 8 for 0, 17, and 38% heterogeneity fractions, respectiVély. smaller amount df\lgvmi” in
heterogeneous porous media shows that the maximum pumping rate Wwhich the oil bank
formation occurs is higher compared to that in the homogeneous. methat, the large magnitude
of gravity force in the high permeability regions can owene the viscous forces, corresponding to a
higher withdrawal rate, and assists in the formatiomefdil bank and consequently oil recovery. The
larger magnitude of waterflood residual oil in the high permégldolated regions is another factor
that promotes oil bank growth in heterogeneous media even at lgitygrambers. This analysis of
the minimum (critical) gravity number could be appliadbther length scales since it is presented in

the dimensionless form. An application of this analysis sereed in sectiod.5.
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Figure 3-17: Correlation of the oil recovery factor at gas breaktghowith the gravity number at different levels of psteicture heterogeneity
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3.4.4Prediction of the Oil Recovery Factor for Heterogeneous Ms#ia

The total oil recovery from a heterogeneous porous media tipetgas breakthrough could be

considered as the sum of the recoveries from the heterogeneityadrix, respectively:

[PV Sor” RRgiokt] et [ PV Sor* RFg bkl pari (3-6)

% Total oil recovery=
y totalvolumeof waterfloodresidualoil

where PV is the pore volume, R is the recovery factor at gas breakthrough, aSﬁpI is the

waterflood residual oil saturation. The recovery factdheamatrix is considered to be the percentage
of oil recovered from the corresponding homogeneous packed cohrough the GAIGI process
performed at the same withdrawal rate. For the sinemdchigher permeability regions, the recovery
factor was unknown experimentally; therefore, we computed thilue from the data of
homogeneous small-bead-size porous media. The procedure waghaticthe gravity number
corresponding to the permeability of the sintered mediacaksilated, then the recovery factor was
computed from the correlation of the recovery factor withgtlaeity number for homogeneous media
(Figure3-17 or Figure3-18). In fact, we considered each large-bead-size rdmjiatself as a small
homogeneous medium. The gas-liquid interface velocity of thersthregions was also unknown
experimentally and was computed from the data of producti@naatl porosity of the sintered

medium.

Following the above procedure, Equation 3-6 was applied to ptéeioil recovery factor at gas
breakthrough in heterogeneous media, given the information of the posdubaracteristics of the
counterpart homogeneous media (consisting of the glass bealds same size as the matrix in
heterogeneous packed columns), and the petrophysical propérties matrix and heterogeneity.
The predicted results of the oil recovery factor are showhigure3-19 and Figure3-20 for the
packed columns containing 17%, and 38% heterogeneity, respectiMaty comparison of the
measured and calculated recovery factors for both calsdseterogeneity levels demonstrates
satisfactory agreement. In addition, quantitative evainaf the match of the calculated values and
experimental data illustrates the goodness of fit for botescagith better agreement for the case of
17% heterogeneity as thé Rere estimated at 95% for the case of 17%, and 83% feateeof 38%

heterogeneities. In spite of the relatively high values dfeRpecially for the 17% heterogeneity
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case), the model computation seems to underestimate the udegrif the recoverable oil.
Apparently, the large-pore-size heterogeneity regions notaamifribute in attaining a high recovery
factor because of the relatively high effective permeghalitd the large residual oil content, but also
improve the overall oil recovery efficiency of the matrix thybh GAIGI due to the early formation of
an oil bank. This effect is more pronounced in the loavity number range. Figu®19 and Figure
3-20 show that the suggested computation model predicts the pooddetia adequately as the
gravity number increases, but fails to predict the recovatg dell at low values of the gravity
number (high withdrawal rates). As the production rateegses, the model predicts a very low
recovery factor for the matrix, but in reality the forroatiof an oil bank in the heterogeneities
facilitates the reconnection of the oil blobs trapped in thigixpand hence more oil than expected is
produced from the matrix zone. For the case of 38% heterogesumty an effect is more intensified
as the waterflood residual oil content is higher; consequeh# oil bank develops at a much earlier
stage of the withdrawal period and improves the oil recovifigiency in the continuum. Therefore,
as shown in Figur8-21, the magnitude of error in predicting the recovery facosus the gravity

number increases with an increase in the withdraatel(decrease iNy).

3.4.5Distribution of the Residual Oil Saturation at the End of a GAIGI
Test

Over the course of the gravity-assisted inert gas injegtiocess, the flow of the three phases is such
that waterflood residual oil blobs are joined through comtirs spreading oil films over water in the
presence of gas. This produces an oil bank which eventusgilgsat the production side. However,
not all of the trapped oil blobs have the chance to connett thé continuous oil films and
depending on the gravity number conditions some of the residuahmlins in the gas invaded zone.
Figure3-22 demonstrates the magnitude of the remaining oil akeG&KGI process (known as the
reduced residual oil saturatioi,g as a function of gravity number for three levels dehegeneity.
While the magnitude of waterflood residual oil is highlyssewve to the presence of heterogeneity
(Figure3-9), the reduced residual oil saturation after the GAlGcess seems to be similar for each
set of experiments carried out at the same withdrawéd, rregardless of the presence of
heterogeneity. Considering the results shown in the Figndi@ and Figurg-22, it is concluded that
the matrix permeability is the controlling parameter for @&GI process in heterogeneous porous

media and hence remaining of residual oil occurs mainlydrcontinuum.
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3.5 Application of the GAIGI Process in the Field Scale

The experimental results presented in this chapter dmildsed to examine the applicability of the
GAIGI process in an oil reservoir. The upscaling was peddrmsing dimensionless groups. The
main variables governing the performance of the reservoir w@mbined into the dimensionless
group known as gravity number4NA detailed description of the relation between the oibvecy

factor and the gravity number as well as the residulakaturation and the gravity number was
presented in the previous sections. To account for tkevasthickness and hence the time for oil and
gas breakthrough during the GAIGI process in the reserth@r dimensionless time for controlled

gravity drainage is used:

t
D=L

(3-7)
wheretp is the dimensionless timeg,is the actual time, and is the length of the porous medium.
Applying the two dimensionless numbers, namily andtp, and using the experimental results,
calculations were conducted for a hypothetical reservastudy the effects of withdrawal rate and
reservoir effective permeability on the required time toewe an arbitrary recovery factor of 60% of
S through the GAIGI process. Tab®3 describes the characteristics of the reservoir under study
taken from the literature (Jadhawar and Sarma 2010) with sooddications. The reservoir fluids
were considered to be crude oil with an API gravity of 888 a solution gas with a specific gravity of
0.7. The oil and gas density and oil viscosity at resemaiditions were estimated by applying the

pertinent correlations given by Ahmed (1989) and Burcik (1979).

Assuming that the experimental model results are représentd a small section of the reservoir
undergoing tertiary GAIGI type recovery, the ratio of dimengsslgroups in one scale over the
dimensionless groups in another scale should be equal to dweeveosimilar flow behavior in both
systems (Rapoport 1955). Considering this concept, the cabculaas initiated by first selecting the
experimental conditions under which the oil recovery factor of abo% of $; was obtained (see
Table 3-4). By setting the gravity number in the lab scale (showmable 3-4 for three levels of
heterogeneity fraction) equal to the gravity number in igld Ecale, the pore velocity of gas—liquid
interface in the reservoir was calculated using Equationf@-4he given oil viscosity and gas—oll
density difference at the reservoir condition. The calafatias repeated for an average reservoir
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permeability ranging from 0.5-1.0 Darcy. The liquid withdravede at the reservoir conditions was

then estimated using Equation 3-5.

Figure3-23 shows the estimated liquid withdrawal rate versuse@rvoir average permeability for
recovering 60% of the residual oil at gas breakthroughree tlevels of heterogeneity fraction. This
figure illustrates that to attain the specific recovergtér mentioned above through GAIGI, a higher
pumping rate could be applied in an oil reservoir with higleemgability and with a larger fraction of
heterogeneity. This means that the higher the reservoir perityeabdl heterogeneity are, the better
economical profitability is achieved because in a shoetggth of time we can reach the desired level

of cumulative oil production.

Table 3-3: Description of a typical reservoir (modified from Jadhawal &arma 2010)

pay zone thickness 40 m
horizontal well spacing 160 Acre
temperature 82°C
permeability 0.5-1.0D
oil API gravity 35°
bubble point pressure 3580 psi
solution gas-oil ratio 778
oil-gas density difference at reservoir condition 511 Rg/m
oil viscosity at reservoir condition 0.55¢cp

Table 3-4: The experimental conditions corresponding to the oil recovetgrfaf about 60% of $

he&?;%%gge't} experiment Sic Sig tp at oil tpat gas
(% bulk volume) number Y (%PV) (%PV) breakthrough  breakthrough
0% 1 386.f 832 6.74 0.807 0.916
17% 4 177.: 8.4¢ 9.02 0.7€1 0.97:
38% 9 95.6 9.39 13.08 0.713 0.950
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Figure 3-23: Liquid withdrawal rate for the GAIGI process to reco@efo of waterflood residual olil
at gas breakthrough for a 40 m thick reservoir with 16@saarell spacing area for different average
reservoir permeability and heterogeneity levels

In the same way, the dimensionless time at the lab scalsetaqual to that in the reservoir scale to
find the time of oil and gas breakthrough in the reserusing the data shown in Tab®4 and
applying Equation 3-7. Figui@24a and b show the time when the oil bank and the gas phiasea
the production well, respectively. Panels a and b of Fige24 illustrate that the conditions of high
average reservoir permeability and high heterogeneity fractiakenthe GAIGI process more
economical since a shorter time is required to producertaic amount of oil. Even though the
favorable conditions of high permeability and heterogeneity Beebeneficial to cut down the cost of
the GAIGI process by reducing the time for oil bank formata consequently shortening the

withdrawal period, more consideration should be taken poawe the profitability of the process.
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Comparison of panels a and b of Fig@#4 shows that a long period of the withdrawal time is
allocated to water removal from the waterflooded reservair, time up to oil breakthrough. This
length of time varies from 75% of the total pumping periothancase of homogeneous media up to
about 88% in the case of 38% heterogeneity. This means tHattiseshould be mainly to shorten the

time frame of liquid withdrawal during which only waierproduced.

To overcome the lengthy time required to carry out the GAifdcess at controlled and low
pumping rate conditions, we suggest an alternative processciavering the waterflood residual oil
that will involve two stages: in the first stage, the waieesents in the waterflooded reservoir is
pumped out at a sufficiently high rate (e.g. at a velocayresponding to the minimum gravity
number) up to the point of gas breakthrough. There is eatitd produce oil at this stage while water
is pumping-out; therefore, the water removal could be chroet at the highest possible rate,
corresponding to the minimum gravity number, at which iasoproduced through a controlled
GAIGI process. The detailed description of the minimum gyavimber estimation is given in section
3.4.3. From the values Ngvmi”for different levels of heterogeneity, the pore velocityhe&f gas—liquid
interface was calculated. The required time for tlgestof water removal\(k) was then estimated
considering the following equation:

L
tWR = (3-8)

Vpg

where L is the length of the reservoir given in Tedl&

In the second stage, the reservoir is shut down untilrireedan oil bank develops under the action of
gravity force and film flow of the spread-out residual nilthe gas invaded pores of the system. For
this stage, we used the data of Chatzis and Ayatoll®83) in a dimensionless form for the residual
oil recovery under free fall gravity drainage. To caleuldte time required for the second stage, the

dimensionless time equation for free fall gravity drainaigeesidual oil was applied:

. KDroggt
? ﬂgf(l- SI\IC- Sorg)l-

(3-9)
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Figure3-25 shows the results of the time necessary for the tgestof the recommended process
for the reservoir under consideration to attain 60% oil regoatedifferent levels of heterogeneity. The
total time of controlled and free fall gravity drainagelso shown in Figur8-26 for comparison. For
the whole range of average reservoir permeability andaaks of heterogeneity levels studied, the
total time for the controlled and free fall gravityadrage seems to be more reasonable compared to the
controlled gravity drainage alone shown in Fig8f24. Figure3-26 illustrates that the time required
for both controlled gravity drainage (water removabsjaand free-fall gravity drainage is longer for
the homogeneous system in comparison to the other two heterogeesenwsir cases. However, the
stage of controlled gravity drainage appears to be maffeeted by the heterogeneities. In fact, the
controlled gravity drainage in the heterogeneous reservoir taulchrried out at a higher flow rate
(corresponding to a smallergNi”) without producing the residual oil. For the reservoir with 38%
heterogeneity, the controlled gravity drainage withdrawed isapproximately two times that of the
reservoir with 17% heterogeneity, and about four times the raitvad rate of the homogeneous
reservoir. Therefore, the curve showing the time for contta@l@avity drainage is situated below the
free-fall curve for heterogeneous reservoir cases, as showigure 3-26. In addition, at higher
heterogeneity levels, the duration of water removal decréesesise the volume of heterogeneities is
primarily full of residual oil; therefore, the pumping co$twater is less compared to the time it takes

to pump out the water from a homogeneous reservoir having logiduaéoil volume present.

Figure 3-26 shows that in a heterogeneous reservoir, the length of caligiton is not much
affected by the reservoir permeability for the rangeistudhere. This means that the effect of the
relatively high waterflood residual oil volume in heterogeneogslianon the profitability of the
process is more significant in comparison to the permsabil the reservoir. This implies that the
heterogeneous reservoirs are more attractive candidates to thppyAIGI process compared to

applying GAIGI in homogeneous reservoir cases.
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3.6 Conclusions

Upon waterflooding water-wet porous media exhibiting porectiire heterogeneities, a significant
volume of oil is bypassed in the large-pore-size regions. GAI&| process improves performance of
waterflooding since the gas invasion occurs both in the lomeability continuum as well as in the
high permeability isolated regions. In addition, the previoeskablished correlation of oil recovery
factor at gas breakthrough for homogeneous media could bedppli¢he type of heterogeneous
media used in this study. Also, the oil recovery factomhfetierogeneous media up to gas breakthrough
could be predicted through the mathematical model developtls chapter. It was also concluded
from the reduced residual oil saturation data that the gmduitity heterogeneity is not much
detrimental to oil recovery by gravity drainage as longheswettability of the porous medium is
uniformly water-wet. The applicability of the GAIGI processthe field scale was examined using the
dimensionless groups. High reservoir permeability and heterogdragtion are favorable to improve
the efficiency of the GAIGI process. However, more enagingp results were obtained when a
combination of free-fall and controlled gravity drainagesweaployed to recover waterflood residual

oil.
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Chapter 4
The Effects of Wettability Heterogeneity on the
GAIGI Process

4.1 Introduction

The gravitationally stable mode of gas injection is recaghias a promising tertiary oil recovery
process to recover the oil remaining in petroleum resen\afiter waterflooding. Therefore, it is
important to understand the phenomena occurring during thetygesgisted inert gas injection
(GAIGI) process. Owing to the occurrence of three-phase @f oil, water, and gas over the course
of the GAIGI process, wettability of the porous medium haprofound effect on the reservoir
production performance. Wettability determines the relatffiaity of the solid surface for oil, water,
or gas. As such, it defines the development of the wetting fivhose formations and thicknesses
(along with the spreading films) play important roleshe GAIGI process displacement mechanism.
For a long time and for simplicity, oil reservoirs weomsidered uniformly water-wet. Nowadays, it
is admitted that the pore space in reservoir rocks @ramform in terms of mineral composition and
surface roughness, thereby, exhibiting heterogeneous wettabiditpateristics. The studies carried
out to date on the tertiary gravity drainage process havdooked the heterogeneous wettability
characteristics of reservoir. This chapter presentsctreepts of wettability and rock surface
wettability alteration, the history of studies on the @8eof wettability heterogeneities on oil
recovery, followed by the methodology and a detailed discussi@solts of this experimental work,
highlighting the effects of wettability heterogeneity on tHe@opduction characteristics of the GAIGI

process.
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4.2 Fundamentals of Wettability

4.2.1Definition and Evaluation Methods

In dealing with any immiscible displacement for oil recgvene needs to consider all active forces
that exist between the gas and liquid phases, at thdaces between two immiscible liquids and
between the liquids and solids (Amyx et al. 1960). Wettabdity property of a porous rock which is
determined by the combination of all active surface foricés.defined as “the relative preference of
a surface to be covered by one of the fluids under consm®rgfmott 1959). In a rock/oil/brine
system and when a reservoir rock is water-wet, theréesdency for water to occupy the small pores
and to contact the majority of the rock surface. In &wet rock, the location of the two fluids is
reversed and the tendency of oil is to occupy the small porégsover the solid surface (Anderson
1986a).

Several methods have been proposed to evaluate the wisttabdi solid surface with respect to a
fluid system. These methods were developed based onsaatid-fluid interactions such as:

a) contact angle measurement,

b) thermodynamics,

c) the interfacial-tension and displacement-pressure measuteeme
d) the shape of relative-permeability curves,

e) the shape of the recovery curve,

f) permeability and saturation measurements,

g) spontaneous imbibition experiments,

h) nuclear magnetic relaxation measurements,

i) dye adsorption,

j) the use of well logs,

k) the use of a capillary pressure curve, and

[) imbibition and displacement experiments (e.g. USBM andttests).

Cuiec (1991) has provided a comprehensive discussion of these teshiige two methods that
are based on thermodynamics and contact angle measurememha@rg the most important and
widely-used techniques for solid surfaces and the USBMAandit tests are the mostly-employed
ones by the oil companies for porous media. Given below is aedkm@dscription of these three
methods.

In the method based on the thermodynamics, wettabsity i€ defined as the energy lost by the

system during the wetting of a solid by a liquid:
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m 4-1)

where G is the free Gibbs enerdyis the temperatur® is the pressure, arsthe surface area of the
solid. If (G/#5) 1. p< 0, the spreading is spontaneous, and wettabilippsstive. Wettability can also

be written in the following form:

s =S5

m- sy °

SL 4-2)
in which ssy and ss_ are the free surface energy of the solid/vapor swidd/liquid interfaces,
respectively. Young'’s equation is as follows fae ttase where there is a contact angle (Fidtkg

Ssv sl Ty 0N (4-3)

wheres,y is the surface tension of the liquid. Then, the lsmation of the two Equations 4-2 and 4-3
gives, s, = S,y cos . Therefore, it is possible to either evaluatg andcos separatelypr the

product ofs,y ~ cos to estimates,.
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Figure 4-1: Examples of behavior of solid/liquid system (moelififrom Cuiec 1991)
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Another method for characterizing the reservoir wettingestiat based on contact angle
measurement which is the most universal measure of tti@biigy of surfaces (Morrow 1990). The
procedure consists of placing a drop of one liquid on a flafase of a solid, with the same
mineralogy as the reservoir under study, and bringing thesqlid contact with the other fluid. The
angle measurement, which is by convention through the degeat phase, can be under static or
dynamic conditions (Cuiec 1991). If the magnitude of the contagleas small, the solid is called
water-wet; when it is large, the solid is consideredibwet, and for angles around 90, the surface is
said to have neutral or intermediate wettability. Soméaxsthave proposed exact boundaries to
determine the type of wettability. However, there is utadety associated with choosing a concise
boundary owing to the heterogeneities of rock caused by surface reaghkrssimilar mineralogy
and complexity of the pore structure. In addition, the reguliength of time to reach equilibrium in
this method cannot be reproduced in the lab (Agbalaka et al. 200&¢yver, dynamic contact angles
are more reproducible and less dependent on measurement r{Btioddtey and Morrow 1992).
Another problem in contact angle measurement is hystetleatss when a liquid drop on a surface
exhibits different stable contact angles. Despite allethdisadvantages, this method is the best

technique when pure fluids and artificial cores are ueddrson 1986Db).

For a quantitative evaluation of wettability, Amott (1959pgwsed a technique based on the
magnitude of water and oil displacement in a porous mettuough spontaneous imbibition and
forced displacement. The test starts by first bringing tlmeysomedium to the state of residual olil
saturation. Then, four measurements are made: (1) wadetameously displaced by oil from the
sample over a period of 20h, (2) water displaced by oil using a centrifuge,(3) oil spontaneously
displaced by water over a period of 2@, (4) oil displaced by water using centrifugg, Amott
defined two wettability indices, “the displacement-by-oil ratia/(v; + v;) and “displacement by
water ratio”,vs/(vs + v4). Preferentially water-wet cores have a positive digptemnt-by-water ratio
and a zero value for the displacement-by-oil ratio.h@e ¢ame way, oil-wet porous media have a
positive displacement-by-oil ratio and a zero displacergntater ratio. When both ratios are zero,

the cores have an intermediate wettability.

The United States Bureau of Mines (USBM) wettabilityt t#as developed by Donaldson et al.
(1969). In this technique, the work necessary for one fluidigplace the other is compared. For a

wetting fluid, the work required to displace a nonwettilugdffrom a porous sample is less than the
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work required for the opposite displacement becausa¢beshergy decreases in the former case (see
Equation 4-1). This required work is proportional to #rea under the capillary pressure curve;
therefore, the USBM index is defined as the logarithm of #ltie of the areas under the capillary
pressure curves for oil- and water-drive, respectively. Whisrnindex is greater than zero, the core is
water-wet, and when it is less than zero, the core saimmil-wet. The wettability index near zero
shows a neutral wettability condition. The main advantage ofJBBM wettability test over the

Amott test is its sensitivity near neutral wettabilinflerson 1986b).

4.2.2Influence of Wettability on Oil Recovery

The importance of wettability in controlling the locatidlow, and distribution of fluids in a reservoir
led to numerous investigations on the effects of wettabilit multiphase flow problems ranging
from oil migration from source rocks through primary protuctmechanisms to enhanced oil
recovery processes. Most of the early studies of the effegkttability on oil recovery were based
on the assumption that the reservoir-rock surface alwaystaires a strong affinity for water in the
presence of oil (Morrow 1990). The rationale for such a hyg&hegas based on two major facts.
First, almost all sedimentary rocks are strongly wetetr- Second, water originally occupied the
reservoir trap where oil later migrated. It was belietred the connate water (in the form of films on
pore surfaces overlain by oil) prevented the oil from touchingdble surfaces (Anderson 1986a). In
1934, Nutting discovered that the wettability charactesstt oil-bearing pore surfaces could be
altered to oil-wet. This wettability alteration maycac through physical or chemical adsorption of
heavier and more polar fractions of a crude oil on the sockace. Some of these components are
soluble in water; therefore, they can even pass througlvdlter layer on the originally water-wet
surface and adsorb onto the rock surface, altering thebiligytdo oil-wet conditions (Anderson
1986a). Hirasaki (1991) discussed that in crude oil/brine/roclersgsthe stable and thick films of
water show water-wetness of the rock. The existence loiestater films has been shown to depend
on the presence of an electrical double-layer repulsidrréisalts from the similarity in the sign of
surface charges at the solid/water and water/oiffates (Takamura and Chow 1983; Buckley et al.
1989). Also, it was found that water film stability igluenced by brine pH, and the concentration of
monovalent cations in solutions (Takamura and Chow 1988; BuekidyMorrow 1992). On the
other hand, unstable films are more likely to rupture anglesd to the exposure of the rock surface

to the polar components of oil (Hirasaki 1991).
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The non-uniform wettability condition in natural reservoirsynaso originate from faulting,
contrast in lithology, digenesis, and sedimentology compleXitiescelle-De Silva and Daw 2003),
which extends from the kilometer scale down to the pore gcal®rsen 1967; Link 1982).

Aside from the cause of heterogeneity in wettability of thservoir rock, several wetting states
have been defined based on the distribution of oil-wet and-wetesurfaces. These wetting states
include: (1) fractional wettability— also called spotted Dalmstion wettability— and (2) mixed
wettability. Fractional wettability was first proposky Brown and Fatt (1956). It is referred to as a
type of wettability heterogeneity in which some portionghaf rock are strongly oil-wet, while the
other parts are strongly water-wet. Mixed-wettability swatroduced by Salathiel (1973) and
describes a special type of fractional wettability whigree oil-wet surfaces form continuous paths

through the large pores.

The discovery of possible non-uniform wetting conditionsha bil reservoirs opened up new
vistas of research on investigating the effects of heterogsneettability conditions (of the porous
medium) on various rock-flow properties, among which apellaay pressure (e.g., Brandford and
Leij 1995; Masalmeh 2002 & 2003; Helland and Skjeeveland 2004; Mote{lzdr Mirzaei 2010),
relative permeability (e.g., Dixit et al. 1998; DiCarloadt 2000; Masalmeh 2003), and electrical
properties (e.g., Sweeney and Jennings 1960; Morgan and PirsonO&@@ddson and Siddiqui
1989; Tsakiroglou and Fleury 1999; Moss and Jing 1999) as well assfflacgiment mechanisms
and sweep efficiency of different oil recovery processgg,(Pawe et al. 1992; Kiriakidis et al. 1993;
McDougall and Sorbie 1995; Caruana and Dawe 1996; Vizika amdbard 1996; Blunt 1997;
Vizika and Duquerroix, 1997; Bertin et al. 1998; Laroche efl@99; Marcelle-De Silva and Dawe
2003; Dawe and Grattoni 2008; Szymkiewicz et al. 2010). Capillagspre, relative permeability,
electrical properties, oil recovery efficiency, and disgiment mechanisms are all parameters that are
strongly affected by the state under which different Huade distributed (i.e., whether they spread
over the solid surfaces as the wetting films or occupy ¢ine podies of the reservoir rock in the form
of blobs); consequently, the effect of local wettabitiharacteristics of solid surfaces was found to be
very substantial. Hence, the obtained behaviors for threramtioned properties deviate from those

of the homogeneous water-wet porous media.

The focus of studies involving wettability heterogeneities effieate been mainly on oil recovery

processes in the horizontal direction, some of whiclbae#ly described here.
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The effects of carefully-controlled wettability heterogéree on flow patterns, residual saturation
and oil recovery of immiscible displacement processa®wxamined by Dawe et al. (1992) and later
on by Caruana and Dawe (1996), Marcelle-De Silva and [{20@8) and Dawe and Grattoni (2008).
A two-dimensional transparent model, which allowed visuabmatif the displacements, was packed
with glass beads at four different heterogeneity pattems layered, lens (an oil-wet lens embedded
in water-wet matrix), quadrant and striped (an oil-stejpe embedded in water-wet matrix)). Three
displacements were followed visually which included: (1) walisplacing CQ which had been
injected earlier to flush the air out of the packed ma@¢loilflooding the porous medium after being
saturated with water, and (3) waterflooding the packed naidéle state of initial oil saturation. The
fluid displacement patterns in systems exhibiting differenterbgeneity configurations were
interpreted using the capillary pressure equation. During fiadding, the water phase pressure is
lower in the water-wet regions; as a result, these regiongde pathways of least resistance to flow
of the water phase for all scenarios of heterogeneitgnpattFurther increase in water pressure up to
the threshold pressure of the oil-wet zone caused water gignetinto the oil-wet zone for the case
of the stripe model (see Figude?); however, in the lens model, water did not enter thev&lllens
even after a large amount of water was injected (gped4-3). For the quadrant model, Figutet
shows that water entered the water-wet quadrant, butomo dtcurred in the oil-wet zone. The
imbibition front moved stably in the water-wet region bsven in part (a) of Figurd-5. The oil-wet
guadrant in front of this region acted like a filtee.,i.oil was produced via the outlet oil-wet zone,
whereas water flowed towards the outlet water-wet quadnachtthe displacement advanced with a
stable front up until the time of water breakthrough astihted in Figurd-5. Similar to the lens

model, further water injection could not sweep oil fromdtevet regions.

During an oilflood, the oil phase pressure is lower in the etl-wgions, providing more driving
force for oil to penetrate into those regions. At loWflow rates, the capillary forces dominated the
flow; consequently, the entrapment increased, whosetesttengly depends upon the configurations
of heterogeneities, as can be seen from Figt2ahrough Figurd-4. In the stripe model, the water-
wet matrix was swept by oil somewhat efficiently, whergashe lens and quadrant models an

extensive area of the water-wet matrix remained unswept.
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Figure 4-2: Immiscible displacement front behavior in the srimodel; flow is from left to right
(from Caruana and Dawe (1996))
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Waterflooding Qilflooding

Figure 4-3: Immiscible displacement front behavior in the lemsdel; flow is from left to right (from
Caruana and Dawe (1996))

Waterflooding Oilflooding

Figure 4-4: Immiscible displacement front behavior in the qaetirmodel; flow is from left to right
(from Dawe and Grattoni (2008))
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Figure 4-5: Waterflooding the quadrant model; flow is from l&dt right (from Caruana and Dawe
(1996))

Kiriakidis et al. (1993) proposed a deterministiodel based on a microscopic approach to find out
the flow pattern of the displacing fluid in two-#® immiscible displacement through a porous
medium containing a zone of different wettabilithA two-dimensional square network of
interconnected channels was used for the computerlaions. Three distinct cases of wettability
patterns were studied: (a) an oil-wet porous mediimnan oil-wet porous medium containing a zone
of neutral wettability, and (c) an oil-wet porougdium containing a water-wet zone. The results of
this simulation showed that the behavior of thepldising fluid is strongly dependent upon the
magnitude of the wettability contrast between tiféeent zones of the porous medium. Also, the
injection rate of the invading fluid, and hence tagillary number affected the displacement pattern

drastically.

Laroche (1998) focused on the experimental invaibg of secondary and tertiary gas injection in
micromodels exhibiting wettability heterogeneityheltype of heterogeneity considered was in the
form of Dalmatian in which the continuous water-wetface enclosed regions of discontinuous oil-
wet surfaces. The porous medium used in this stualy a network of the pore-and-throat type,
constructed from glass plates using a lithograptethod. Oil-wet patches in a water-wet matrix were
obtained by selective silane grafting on the glag$ace. Since the silane film is not stable aigh h
temperature, instead of the conventional procettufase the glass plates at 700 C, the glass9late

were jointed face-to-face and were placed intoesgure bath. For the same oil-wet over water-wet
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surface ratio different heterogeneity patterns were comeldeil-wet stripes parallel or perpendicular
to flow, and oil-wet squares in the water-wet matrix. Tlwd system used in the experiments
consisted of n-dodecane, deionized water and nitrogen. Theregptal results for secondary and
tertiary gas injection showed that the amount of trappedepiends on the type of heterogeneity for
any level of applied pressure. Also, gas invasion occurredlyriaithe oil-wet regions which exhibit
the pathways of least resistance, while in the watemr@geons water bridges drastically increased the
resistance to flow. As a result, the best gas injeafliciency was obtained in the uniformly oil-wet
medium. It was also concluded that distribution of the ircdale water saturation depends on the
type of heterogeneity and affects the displacement pattésecondary gas injection. The effect of
heterogeneity on the sweep efficiency of the tertiary ga<tioje was even more detrimental
compared to the secondary gas injection because the distnilofitivaterflood residual oil was highly

affected by heterogeneity.

Later on, Laroche in collaboration with two other co-kews developed a theoretical model to
describe three-phase flow in heterogeneous porous media. Titebilitg heterogeneity was
incorporated into the model by assigning different contaglearto different wettability regions. An
electrical analog was used in the network model to cai&utamiscible displacements, i.e., for each
unit cell the hydraulic conductivity was expressed as a funcfitimedhydraulic conductivity of each
phase present in the considered cell. The phase distnbatimputed for two of the wettability
patterns was reported, which seemed to be compatititetiatexperimental results qualitatively, yet
more work needs to be done to improve the quantitative agneevite the experiments (Laroche et
al. 1999).

Although the literature reviewed here have considered atyar immiscible displacements, a few
conclusions can be made. The displacement patterns wefteeted by the presence of wettability
heterogeneities in the porous media tested. Thereforailthecovery efficiencies were poor as a
result of dominant capillary forces near the regions withtrasting wettability which led to a

significant entrapment of oil.

4.2.3Influence of Wettability on Gravity Drainage

In a homogeneous water-wet porous medium, gravity drainagéowad to be very efficient in the

pioneering experimental study by Dumoré and Schols (1974). Nunstalies undertaken since that
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time have confirmed that high oil recovery factors arairsble in water-wet sandstone cores, bead
packs and sand columns through both secondary and tertiary ofooiesecovery gravity drainage
(Chatzis et al. 1988; Kantzas et al. 1988a; Dullien et81; Chatzis and Ayatollahi 1993; Catalan et
al. 1994; Blunt et al. 1995; Vizika and Lombard 1996). Moreoveauld has reported the success of
the gravity drainage process in the Prudhoe Bay field, asiduad oil saturation of about 5% was
achieved in the gas cap zone, which was initially satureitbdoil (Jerauld 1997). The drainage of oil
through the spreading oil films on the water layer in thegwee of invaded gas was found to be the
main mechanism contributing to oil recovery in the gravigirthge process. Kantzas et al. (1988b)
were the first ones who visually investigated the rolspyeading films in two-dimensional glass-
etched micromodels. It was concluded that the formation arahtegt the spreading oil films are

highly affected by the local wetting characteristics alsd the spreading coefficient of the system.

Despite the promising results of the GAIGI process in recoyeraterflood residual oil from a
uniformly water-wet media, it is not realistic to amate similar flow mechanisms and recovery
results in all types of reservoirs. The effect of wetilgbheterogeneity on secondary and tertiary
gravity drainage has not been well explored. Until niove, experimental studies on the performance
of secondary gravity in porous media exhibiting wettabliggerogeneities have been published by
Vizika and her research group (Vizika and Lombard 1996; ¥iaikd Duquerroix 1997). Below is a

summary of these studies.

Vizika and Lombard (1996) implemented a gas-oil free-fidviy drainage process in uniformly
water-wet, uniformly oil-wet and fractionally-wet sandsks. Fractionally-wet conditions were
obtained by uniformly mixing 50% water-wet and 50% oil-wahd The water and oil saturation
profiles were determined by the gamma-ray technique drslc@nner. In situ saturations and the oil
production curves demonstrated the highest recovery efficienay thkegorous medium was water-
wet and the oil exhibited spreading condition. The drainage efiamarily occurred through the bulk
flow. Therefore, the water-wet porous medium yielded tlyhdst recovery factor since oil as the
non-wetting phase had access to the pathway of large pore ,bodiessponding to a larger oil
relative permeability. However, for the fractionally-wsdrous media the oil relative permeability
was lower than that in the water-wet media, but less Ipadlees were occupied by water compared to
the uniformly oil-wet media, resulting in higher relatipermeability compared to the latter case.

Consequently, the production curve for the fractionally-wedim situated between the water-wet and
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oil-wet ones at the early stages of oil recovery. At the &age of oil recovery through free fall
gravity drainage, however, the spreading film flow was the danti recovery mechanism, and
therefore both the water-wet and fractional-wet cabesved similar performance in terms of the oil

recovery factor.

Vizika and Duquerroix (1997) investigated the phase distribsitioecovery kinetics and sweep
efficiency of secondary gas injection process, in thegmes of connate water saturation, in
unconsolidated porous media exhibiting well controlled veditg: uniformly water-wet, uniformly
oil-wet, and a heterogeneous sand-pack consisting of two latey-wet layers separated by a 2-cm
thick oil-wet stratum. They used a dual energy CT-scatmebtain a three-dimensional saturation
profile for the water, oil and gas phases. It was obsdediat the cumulative oil recovery at any time
was higher in the water-wet porous media than that iroilheet and heterogeneous systems. This
was because in the latter two cases, water being the ritngyghase occupied the large pores, and
thereby lowering the permeability to the oil phase. Atléter stages of production, in water-wet
media the oil recovery was through spreading films, leatingery low residual oil saturation
(S¢=11%). For the oil-wet porous media, the high capillaryntede caused much lower oil recovery
(S¢=21%). In the heterogeneous sand-pack, while the spreadingufiides the action of the gravity
force assisted in oil production for the lower water-lager, the upper layer was isolated by a non-
conducting layer. As a result, the recovery efficiency Wwager than in the other two cases
(Srg=24%).

No experimental studies have yet been devoted to describingfibets of heterogeneous
wettability conditions of porous media on the flow mecharaswh recovery efficiency of the tertiary
GAIGI process. This study focuses on the experimental espkevaterflooding and the tertiary oil
recovery by controlled gravity drainage in glass-bead-ghckelumns with centimeter-scale
wettability heterogeneities embedded in a matrix of simjlss bead size distributions. This
particular type of heterogeneity configuration is known as D@dmawhich refers to a special form
of distribution of oil-wet and water-wet surfaces, in which afethese two is embedded in a
continuum of the other one (Cuiec 1991). Of particular istere this work is the type of
heterogeneity that the oil-wet surfaces are in the form aftsd regions, distributed in the
continuous water-wet matrix. From the knowledge of pore-scabping mechanisms (Chatzis et al.

1983), we could discern that the reverse case of heterogénatsr-wet isolated regions embedded
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in the oil-wet continuum) is not of interest because timewant of oil trapped over the course of

waterflooding is not significant to attract the tertiaegovery processes.

4.3 Experimental Aspects

4.3.1Heterogeneous and Homogeneous Packed Models

Waterflooding and tertiary oil recovery by the controlled dyawdrainage experiments were
conducted in glass-bead-packed columns, having a length of 43 canchancheter of 2.7 cm. A 1.5
cm layer of fine glass beads with an average size oh®idvas always placed at the bottom of the
packed columns to achieve high capillary pressure conditinodgpagravitationally stabilize the fluid
flow. This fine layer, known as the capillary barrier, is etpd to impose a high enough bubble
pressure to prevent gas breakthrough and, hence, to improwl tteplacement (Dullien et al.
1989).

The wettability heterogeneity in packed columns consisted afngonsolidated water-wet glass
bead continuum (with an average particle size of My} with regions of oil-wet consolidated glass
beads randomly placed in the packed column. The oil-®gbmns were created in the following way:
first, slightly sintered cores were created from glassds of the same size as the beads forming the
continuum. Consolidating glass beads is essential in haangistent volumes of heterogeneities
throughout the experiments. Next, the sintered core samplescut into smaller pieces (on the order
of 3- 12 cm) whose wettability was altered subsequently using thdildntechnique (Holbrook and
Bernard 1958) prior to packing them in a column. Theseedepteces were used to form the
discontinuous oil-wet regions in a packing with the uncodat#d water-wet glass beads forming the
continuum in the packed column. Packed columns with 0, 17, andl@81e % of heterogeneities
were created to explore the impact of the volume fractianil-wet heterogeneities in the packing on

the recovery factor of the tertiary GAIGI process, extdd at gas breakthrough.

4.3.2Wettability Alteration

The wettability of consolidated pieces of glass beads alesed from water-wet to oil-wet
conditions through a silylation process. The process includddngpthe sintered pieces in a solution

of 5 volume % dry-film (dichlorodimethylsilane or DCDMS) mhexane solvent (Holbrook and

78



Bernard 1958), followed by draining the dry-film solution. Tdrg-film treated samples were then
placed in a convection oven while on a screen over a waterdthéaess tray, whereby the sintered
pieces were exposed to the water vapor as the hexane ayawating. Afterward, the silane-treated

cuttings were dried further to 250 °C in the absence of wafsr.

Over the course of the silylation process, DCDMS reattsthe silica surface through covalent
bonding of chlorine to the hydrogen atoms of the surface hydroxyl gréhgsreaction at a glass
surface exposes the organic groups at the surface, thestalijighing an oil-wet surface. Depending
upon how close the silanol groups are on the surface, the reamionoccur mono- and
difunctionally, as shown in Figur-6. Moreover, the hydration is essential in the reacticgil@he
with a silica surface at temperatures below 300 °C. Understtuation, silane reacts with water
molecules on the surface, forming a polymeric speciesctratiater adsorb onto the silica surface
through hydrogen bonding (Hair and Tripp 1995). Moreover, if thesdlaads were previously dried
at high temperatures for the cleaning purpose, they mayHessurface hydroxyl groups; therefore,
re-equilibration of the hydroxyl groups is induced by bringimg surface in contact with the water
vapor (Takach et al. 1989). It is worth mentioning thaiptteeedure of silylating the glass beads does
not affect grain size distribution and the grain surfacephmogy does not change either, as

microscopically observed by Vizika and Lombard (1996).

To examine the performance of the silylation process ttetwty alteration, the oil-water contact
angle of the treated glass beads was measured by tHe gesgimethod using a video contact angle
system (VCA 2500XE) several times. The average contact aigkequilibrium for the dyed
kerosene—water system was estimated at about®142.1°. Figure4-7a shows a snapshot of one of
the contact angle measurement trials. The contact aregleged here are for the left and right side of
the drop shown in this figure. The average magnitude of theumsshgontact angle shows the
hydrophobicity of the treated glass surface. However, théacbmngle could not be accurately
measured using this technique due to the light reflectiom®mglass surface during the test. In fact,
when dealing with a polished surface for such an experintenteflection of the drop image on the
surface produces a shadow by which the exact contact poithts tifree phases of water—oil-solid is
covered, making it difficult to draw the angle lines at theppr position, and hence, this causes error
in estimating the actual contact angle. We made an attendrninish the effect of surface reflection

by reducing the intensity of the light on the top of thepdoat could not completely eliminate the
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light reflection. Therefore, the wettability of the tied sintered glass beads was qualitatively
evaluated. When both the water-wet and oil-wet sintgtass beads were brought in contact with oil
and water, oil imbibed spontaneously into the oil-wet pomesium while water imbibed into the
water-wet one (see Figure7b). This quantitative technigue demonstrated a strong tendéribg

treated surface to be wetted by oil compared to the \whtese.

Artificial wettability alteration of sintered glass dws using the silylation method, although
controllable in terms of producing a considerably uniformagt-surface, suffers from a drawback.
Through the chemical reaction of silane with the glassasarfeven the very small pores and throats
are exposed to the treatment, which seems to be leisticaadmpared to the wettability alteration in
natural rocks caused by exposure to crude oil in the presgnmonnate water saturation (Jia et al.
1991).

Figure 4-6: Different mechanisms for the reaction of DCDMS witle silica surface ( modified
from Hair and Tripp 1995)

80



1 [139.70, 139.50]
oil

Water-wet

Oil-wet glass surface

(a) (b)

Figure 4-7: Wettability evaluation for a surface treated to oil-wet:
(a) Oilwater contact angle measurement for an oil-wet glasacsur
(b) Spontaneous imbibition of oil (red) in an oil-wet @ex sintered glass beads

4.3.3Fluids Used in the Experiments

The laboratory fluids used in the experiments were theesanes used in the experimental work
described inChapter 3 and consisted of kerosene, deionized and deaeaitad and air as the gas

phase. The fluid properties are shown in Table

4.3.4Experimental Procedure

The experimental procedure for model preparation, waterflop@ind controlled gravity drainage

tests can be summarized as follows:

Packing and saturatingor the packing under study, the configuration of the heterogesnéstin
the form of randomly placed consolidated oil-wet regionkaterogeneities, embedded in the water-
wet matrix. The typical saturating procedure for a porous medialudes flushing trapped air out of
the porous medium by carbon dioxide (which is a dissolvaddeig water), followed by injecting
several pore volumes (PVs) of deaerated water to dis€@y@nd to attain complete saturation. This
process is not as efficient in such heterogeneous (in termettability) packed columns. Upon
waterflooding a packed column with this form of heterogengdtitern, water will imbibe into the
water-wet continuum because of the greater affinity atew for the water-wet continuum, as

compared to that in the oil-wet isolated inclusions, whiabses a large extent of gas becoming
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trapped in the treated sintered glass bead regions. Thergiooe to packing the glass bead
heterogeneous columns, the following approach was used to saheabd-wet pieces. We first
placed the oil-wet pieces in an empty vessel, where a vacamdition was achieved using an
aspirator, to purge the air out from the pore spaces. Thaivawas then removed, and water was
forced into the pore spaces of the oil-wet pieces throlighresultant pressure gradient. Subtracting

the mass of oil-wet pieces before and after saturatiahled the estimation of the heterogeneity PV.

After the successful process of saturating the treatgdred pieces, the column was filled with a
known volume of water and the saturated oil-wet piece® wardomly placed in the packed model
within the continuum of water-wet beads. The PV and gity®f the packing was determined by

material balance.

Oil flooding the water-saturated column was flooded by injecting oihfthe top of the packing to
displace the water downward to achieve a gravitationallplestdisplacement. The water was
discharged from the outlet at the bottom of the column. A tptantity of about 1.5 PV of oil was
injected into the packing to attain the conditions of ahibil and connate water saturation. The
volume of the displaced water was measured volumetrjoahich was equivalent to the volume of
oil in place in the column. From this measurement, th&iroil and connate water saturation was
estimated.

Waterflooding water was introduced from the bottom of the column to aispthe oil upward,
and, thus, to establish the so-called normal waterflositlual oil saturation conditiorS ... To
provide the conditions of maximum residual oil saturation, tipdlaey number was kept sufficiently

low by keeping the water injection rate at a low value (20¢hinL

Gravity drainagethe experiments of tertiary oil recovery using the GAlGicess were conducted
in the waterflooded columns to recover the oil left behind alfte secondary recovery process (i.e.,
waterflooding). The experiments were started by withdngwhe liquid from the bottom of the
column at a constant rate using a metering syringe pumpndthis period, the air invaded the
porous medium at constant atmospheric pressure from thé ¢opuon down to the bottom end until
the time of gas breakthrough was attained. A water—pdrsgor, which was connected to the packed
column at one end and the syringe pump at the other endiatadilthe separation of produced oil
and water as well as monitoring the cumulative volumerotiuced oil over time. The volume of

produced water up to the time of oil breakthrough was equaktarmount of liquid pumped out by
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the syringe pump. After the oil breakthrough, the differeretsvéen the separator reading for the
volume of produced oil and the amount withdrawn by the pump atimeygave the quantity of

water produced versus time. The position of the gas—ligtedface as a function of time was also
monitored using a digital camera. A schematic of the experaheetiup is similar to the one used for

the experiments in models containing permeability heterogeneis shown in Figui@8.

4.4 Results and Discussion

4.4.10ilflooding the Heterogeneous Media

The oilflooding of packed columns exhibiting wettability hetgneity was carried out to displace
the water and establish the condition of initial oil in pla&enapshot of the displacement front in the
vicinity of an oil-wet region is shown in Figu#e8. The oilflooding advanced with a relatively stable
front in the water-wet matrix until the front hit the wikt region ahead and was sucked into it. This
was because the oil-phase pressure in the oil-wet zonesggthan that in the surrounding water-wet
matrix due to capillary pressure difference. This phenomeaosed water bypassing in the matrix
primarily; however, further injection of oil with the assitthe capillary barrier (whose function is

explained in 8.3.1) increased the oil pressure which in turn resultedeeping more water from the

matrix. After injection of about 1.5 PV of oil, on averageoanate water saturation of 9.3%, 7.4%
and 9.1% was attained in the packings containing 0, 17 and 38%hev@laction of heterogeneities,

respectively.

Oilflood front in the

waterwet matrix

Oil imbibition into

Flow direction

the oi-wet region

Figure 4-8: Qilflooding a heterogeneous glass bead column containing bilalesions
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4.4.2Effect of Wettability Heterogeneities on the Magnitude oWaterflood
Residual Oil

The packed columns at the initial oil saturation condition webgested to secondary recovery by
waterflooding. The rate at which waterflooding was implemerdorresponds to a capillary number
(the ratio of viscous/capillary forces, Equation 3-1)a@daNc, = 2.97" 10°. The Bond number (the
ratio of gravity/capillary forces, Equation 3-2) for therous media and the types of fluids employed
was calculated to b = 8.58" 10°. Under such operating conditions of small capillary numbdr a
Bond number values, waterflooding leads to the entrapofeoil as a result of both the buoyancy
and capillary forces. Therefore, from the correlatiothefresidual non-wetting phase saturation as a
function of capillary and bond number, introduced by fdarand Songkran (1981) and Morrow et
al. (1988), the residual oil saturation during the waterfloogiag expected to be about 14% of the
PV of a homogeneous porous medium. The experimentally meéasvesage value for normal
waterflood residual oil saturation in the homogeneous packed eslwas 13.2 2.2% PV, which is
slightly below the estimated values based on the cowoeldly Morrow and Songkran (1981).
Considering the standard deviation##.2% PV, the measured amount of residual oil is within an
expected range. The visualization experiments in a uniforvaler-wet, glass-etched micromodel
showed that oil is trapped in the pore bodies as a singbeanld in the form of clusters occupying
several pores as shown in Figut®. Chatzis et al. (1983) studied the magnitude of residual oil
saturation for different types of porous media, includinghogeneous sphere packings with wide and
narrow bead-size distribution, two-component sphere packengs, multicomponent mixtures of
beads. For these types of porous media, the repod&iiaé non-wetting phase saturation was in the
range of 14-16% PV. Therefore, our experimentally measurees/alf residual oil saturation are

comparable to the literature data.

Waterflooding packed columns with wettability heterogenergssits in an even higher magnitude
of residual oil saturation values compared to the homogeneodis.nfde residual oil saturation
values of 23.% 2.3 and 33.3 2.8% PV were obtained for the packed columns with 17% and 38%
oil-wet heterogeneity levels, respectively. Figdr&0 illustrates the plot of waterflood residual oil
saturation versus the fraction of oil-wet heterogeneitieghm packings for the entire set of
experiments. This figure shows that the waterflood residdataduration varies linearly with the

volume fraction of oil-wet regions in the packings, as antiegbaon the basis of the pore-scale
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trapping mechanisms (Chatzis et al. 1983). Dutiregdapillary-dominated infiltration of water into a
porous medium containing isolated oil-wet inclusiqgembedded in a water-wet matrix), the water
imbibes preferably the water-wet continuum and ldisgs most of the oil presented there (i.e., only
15% of PV of residual oil is left in the water-wert of the packing in the form of isolated oil lb).
However, the injected water entirely bypasses thaet regions because water is a non-wetting
phase with respect to oil present in the oil-wgiages. Consequently, it cannot penetrate into tre p
spaces of the oil-wet regions under the prevaitiogditions. As a result, most of the oil is bypaksse
in the oil-wet regions, which accounts for 85% PMhe form of continuous oil patches (see Figure
4-11). Therefore, the extent of residual oil saiaracorresponding to a particular heterogeneiglle

can be estimated by the following equation:

S =[085x + 015(1- x)]” 100 (4-4)

or, predicted

(@) (b)

Figure 4-9: Oil trapped upon waterflooding, (a) in cluster ofgs, (b) in single pore bodies (water-
wet glass-etched micromodel)
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Figure 4-10: Waterflood residual oil saturation at different wettipiheterogeneity levels

86

40



wherex is the fraction of PV in the packing contributed by theetagjeneities. As shown in Figure
4-10, the residual oil saturation values were predictée 83.1 and 35.8% PV, with prediction errors
of 0.1 and 6.9%, for the heterogeneity levels of 17% and 388pectvely, showing that the

waterflood residual oil saturations have been well- ptedic

Water-wet Oil-wet
matrix > inclusions
(S, @15%) (S, @85%)

Figure 4-11: Distribution of waterflood residual oil in a heterogeneousy®medium

4.4.3Experimental Results of the Tertiary Gravity Drainage Process

The packed columns, at the state of waterflood residuakeik subjected to the GAIGI experiments
at five different levels of withdrawal rates and at thd#éerent levels of heterogeneity fractions
(volume basis). The GAIGI test for each individual experinvess$ terminated at the time when the
entire oil bank was produced, and the gas phase arrivkd aapillary barrier interface at the bottom
of the column. The gas breakthrough time was selectdteasnding point for all of the experiments
to keep consistency in analyzing the test results. A amniof experimental conditions and results

for all of the runs performed randomly at different hegereity levels and withdrawal rates is given
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in Table4-1. Higher values of recovery factors were achieved dunegertiary recovery process of
oil from heterogeneous porous media compared to the homogeneous medlilition, the olil
recovery factor decreased as the liquid withdrawal feden the waterflooded reservoir was

increased, at the same level of wettability heterogeneity.

Table 4-1: Summary of the experimental results for the GAIGI expanisiéen packed columns at
different fractions of wettability heterogeneity and withdal rate$

*

experiment

aumber H f PV PV S Q RF bkt Vog Ny  Sig
7 0.00 39.77 103.0 0.0 12.33 3.2 67.72 0.344 850.3 3.98
8 0.00 39.35 103.2 0.0 1395 3.2 66.67 0.339 8645 4.65
4 0.00 38.89 98.0 0.0 17.86 6.4 62.29 0.713 410.6 6.73
11 0.00 40.43 104.3 0.0 12.37 20.0 44.96 2270 129.0 6.81
14 0.00 39.89 104.7 0.0 11.30 64.0 0.00 8.503 344 11.30

17.89 40.69 84.5 9.9 26.48 3.2 76.40 0.377 684.7 6.25
18.82 35.16 83.0 9.7 23.73 6.4 63.64 0.788 327.6 8.63
17.15 37.66 87.0 9.6 2433 8.0 62.13 0.954 2706 9.21

13 17.62 3754 875 122 2097 64.0 20.57 9.230 28.0 16.66
3755 36.47 65.0 29.6 3488 4.2 77.88 0.491 4456 7.72
6 39.80 33.97 62.0 26.6 36.68 8.0 68.31 1.076 203.3 11.63

37.62 36.58 67.5 271 3415 120 66.87 1.591 1374 1131
10 37.69 36.69 67.5 28.2 30.62 20.0 53.92 2807 779 14.11
12 37.61 36.53 67.3 28.2 3038 64.0 3930 10435 21.0 18.44

"H: heterogeneity (% bulk volume) RF, 0 Oil recovery factor at gas breakthrough
f: porosity (%) (%Syr)

PVu: pore volume of matrix (mL) Vg average gas-liquid interface pore velocity
PVu: pore volume of heterogeneity (mL) (m/day)

Sor : waterflood residual oil saturation Ng: gravity number

Q.: liquid withdrawal rate (mL/h) Sorg: reduced residual oil saturation
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To observe the effects of the experimental variabletheril recovery factor more clearly through
plots, they were combined into a dimensionless foffor the enhanced oil recovery (EOR) process
under study, the gravity number incorporates the mgjofithe variables influencing the fluid flow
in a porous medium. This dimensionless number showsedlhéve magnitude of gravity forces
compared to the viscous forces in the three-phase Tloe gravity number is defined by Equation 3-

4, assuming that the pressure gradient within the gaseph negligible.

The absolute permeability of the packings were measured tis steady-state method at values
of 393.4% 3.2, 347.7« 3.0 and 294.& 1.5 Darcy for the three cases of 0, 17, and 38 volume %
heterogeneity levels in the packing, respectively. The overalingability of the heterogeneous
packings is reduced to some extent, corresponding to the valih&terogeneities embedded in the

packing, as a result of slight consolidation during thiesimg process.

The pore velocity of the gas—liquid (G—L) interfabk, was calculated from the experimental data
of gas—liquid interface position, extracted from the phta&en periodically during each experiment.
Figure4-12 shows some sample photos in time sequende=(8t 2, 4, 7, and 9 h) for the interface
advancement in a set of experiments, which were rumeasame withdrawal rate of 8.0 mL/h but at
three different heterogeneity levels. The photos show smaetticioes along the horizontal direction
for all of the heterogeneity levels, demonstrating a gramtally stable GAIGI process. This
behavior becomes more lucid when plotting the G—L interfasitipos versus time, as shown in
Figure4-13, for the two sets of experiments carried out at 3.28ahanL/h withdrawal rates. For
clarity purposes, the rest of the results have been onfitiedFigure4-13. The linear advancement
of the G-L interface demonstrates that the displacement firoceded in a stable manner with
respect to G—L interface advancement. At a particuléindnawal rate, the three interface position
curves corresponding to the three different heterogeneityslevelexpected to collapse into a single
curve. However, because of the differences in the waterflesidual oil saturation along with the
variations in the PV of packings with dissimilar voluneéssintered inclusion, three distinct curves

have been found when plotting the experimental data.

With Equation 3-4, fluid physical properties (see TablE), and the pore velocity data calculated
from plots like those shown in Figu4-13, the gravity numbers were estimated for all of the
experiments, and are listed in Talld. Figure4-14 illustrates the plot of oil recovery factor at gas

breakthrough as a function of gravity number for the theeels of heterogeneities tested. This figure
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reveals a strong correlation of recovery factor withgtavity number, especially at the lower ranges
of the gravity number. Such a correlation was previoestablished for homogeneous porous media
(Chatzis and Ayatollahi 1993). Figude1l4 shows that the recovery factor trend is similar fer th
three cases of heterogeneity levels. However, the curveshdted upward as the magnitude of
heterogeneity increases. This indicates a greater oil rgcdaetor in heterogeneous media in
comparison to the homogeneous media. To describe such behaviogenseto consider the pore-

scale mechanism of the GAIGI process in both homogeneousetgrdgeneous porous media.

Let us consider first a homogeneous water-wet porous mediumaggrflood residual oil
conditions. In such a porous medium, the surfaces of solittlparand the pore wedges are covered
by water and some pore bodies contain residual oil blobsn\&henert gas invades a pore with
residual oil present, thin film layers of oil will form teeeen the connate water and the gas in the
invaded pores, as illustrated in Figld-d2. These spreading films of oil contribute to oil flow ie th
gas-invaded pores by gravity drainage, thus creatingilamanok ahead of the macroscopic G-L
interface by oil segregation. In addition to the film flahe gravity-assisted drainage of oil from the
column involves residual oil reconnection at the leading frontefoil bank. Therefore, the oil bank
grows over time as more of the residual oil is being recaedeatith the downward flowing oil bank,
as it invades into the waterflooded part of the columnaBse the oil has a lower density than water,
it naturally accumulates ahead of the G-L interface kEsgure4-12), thereby, only water is produced
before the arrival of the oil bank to the production end. Thprotiuction will commence when the
oil bank arrives at the production end and will continue ugd theitime that gas breaks through the
capillary barrier near the bottom of the column. Therefaeger-wetness conditions and the positive
spreading coefficient of oil over water are both respongdsi¢he formation of continuous oil films
in the pores invaded by the gas. In fact, the water lagethe solid surface acts as a “lubricant”,
which significantly increases the oil relative permeapititthree-phase flow (Dong et al. 1995; Dong
and Chatzis 2003).
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(a) 0% heterogeneity (b) 17% heterogeneity c) 38% heterogeneity

t=0 t=2h t=4h t=7h t=9h t=0 t=2h t=4h t=7h t=9 h t=0 t=2h t=4nh t=7h t=9h

Figure 4-12: Time-lapse photographs of the oil bank size (shown by yelloes)iand gas—liquid interface positions in the set of
experiments run at 8.0 mL/h withdrawal rate
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Figure 4-13: Comparison of the gas-liquid interface positions durimg GAIGI tests in packing containing different levels of

wettability heterogeneity running at two different withdravedes (the data are given in Table A.6 and A.7).

(D) 0% Heterogeneity, 3.2 mL/h withdrawal ratg (7% Heterogeneity, 3.2 mL/h withdrawal rat¢ 88% Heterogeneity, 3.2 mL/h withdrawal
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Now, let us consider the gas invasion and gravity drainaga waterflooded column with
macroscopic-scale wettability heterogeneities. The inextfigst invades the water-wet continuum,
which spans throughout the packed column with wettabilityrbgémeities. Therefore, initially the
spreading of oil will occur as it does in homogeneous porous mdwia gas invades the water-wet
part of the column. However, once the oil films and thedmggas contact the oil-wet regions, the
significant volume of oil present there is reconnected immaglia€onsequently, the oil bank will
form much earlier and grow faster in a column having \béifta heterogeneities. This phenomenon
was visually observed during the experiments, and it cadidisnguished when comparing the
shapshots captured at the same run time for differeatdggineity levels in Figuré-12. This figure
reveals that, in the case of 38 volume % heterogeneitiesjlthank formation commenced after a
short time from the start of the GAIGI process and theanlk production terminated after about 9 h,
while for the case of homogeneous porous media, we did notvelmebank formation until about 7
h after the beginning of liquid withdrawal. In other wsrébr equivalent operating conditions (e.g.,
withdrawal rate), the time of oil breakthrough and, hetieefime of gas breakthrough are shorter for

a heterogeneous media with respect to the breakthroughitirméseomogeneous media.

Another point with respect to Figudel4 is the effect of the liquid withdrawal rate on the GAI
process performance for all cases of heterogeneity drectin the experiments conducted at low
flow rates (corresponding to large gravity numbers), the &btercondition of larger gravity forces in
comparison to the viscous pressure gradient facilitateddévelopment of an oil bank through
gravity-assisted drainage of oil and, hence, a higheeodwvery factor. However, when the liquid is
pumped out of a porous medium at high rates, the gas phgzegptes too fast and a significant
guantity of residual oil can be bypassed by the gas @irabappear as an “isolated” phase in the gas-
invaded zone. Nonetheless, because of the spreading of sorhe m#ntnant oil (whose extent
depends upon how fast the gas phase invades the system), ifdo®ilvill reconnect; some of the
bypassed residual oil will be produced up to the breakthramghthrough film flow and oil leakage
mechanisms. In a heterogeneous medium with isolated oihalasions, the oil production is mainly
controlled by the leakage; a higher oil recovery factor miregtl in comparison to a homogeneous
system subjected to the same withdrawal rate becauskeobdcurrence of huge amounts of
waterflood residual oil. Therefore, the minimum gravitymber beyond which the oil bank formation
and production occurs is smallest for the most heterogenasasgravity numbers corresponding to

about 29, 16, and 6 for three heterogeneity levels of 0, 17, anollB8e %, respectively (calculated
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from the fitted lines in Figurd-15). Having the critical values for gravity number, ca@ estimate
the maximum pumping rate below which the oil bank formatiomector a particular waterflooded

porous medium.

On the basis of the above-mentioned discussions, it is evitmnthe variation in the waterflood
residual oil saturation is the main reason for achievingirditar oil recovery factors through the
GAIGI process at different heterogeneity levels. This commtuslong with the similarity in the
trends of the oil recovery factor at gas breakthroughugethe gravity number for all three levels of
heterogeneity (see Figu#el4) prompted us to normalize the oil recovery factor. dtbee, the
normalized oil recovery factor (RFwas defined as the fraction of oil produced at gas breaigh
divided by the maximum attainable oil recovery factor throglgd GAIGI process, which is

essentially very close to the waterflood residual dilrsdion

* S:)r - Sorg
RF =—— (4-5)
Sor - Sorg

whereS,, isthe waterflood residual oil saturatidf,g is the reduced residual oil saturation after the
GAIGI process, an&rgm"‘ is the minimum attainable residual oil saturation afterGAIGI process.

Figure 4-16 illustrates the plot of the normalized oil recovery faetogas breakthrough versus the
gravity number for the whole set of experiments run demint heterogeneity levels. This figure
demonstrates that the normalized oil recovery factor i®leted to the gravity number through the

following equation for all three levels of heterogeneity:
RF =-6.033Ng, %8°7+08308 (4-6)

This correlation was found to fit the experimental datiésgactorily, with an Rvalue equal to 0.85.
Equation 4-6 could be applied to predict the normalizedesibvery factor at gas breakthrough (and
hence the oil recovery factor) for different heterogeneitylse\given the operating conditions of the

GAIGI process and the characteristics of porous media.

The proposed correlation between the normalizeceodvery factor and the gravity number was
validated, having the experimental data of the GAIGEpss in homogeneous packings with average
bead size of 507m taken from sectio.4, and is shown in Figue16 by triangle markers. This

figure reveals that the model was successful in satsfiycestimating the oil production through the
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GAIGI process, as the trend for the model closely followsdhhoth sets of the experimental results.
In addition, the oil recovery factor at gas breakthrougimdependent of the glass bead size for a
packing with relatively uniform bead size distribution. Whbe experimental results are reported in
dimensionless form, one can use them in another scalecfoparison purposes or primary

assessment of the process at the field scale.

4.4.4Reduced Residual Oil Saturation after the GAIGI Proces

Aside from the economical considerations for evaluating tb&tgiility of any tertiary oil recovery
process, the amount and rate of oil recovery are considsrédie major criteria for assessment of a
particular process. However, the amount of oil left bebiyndhe tertiary processes is also important
because it is not usually economical to add another stagmgooving oil recovery. As the tertiary
process is terminated, the reservoir is brought to the eimdl pf its production life. Therefore, the
residual oil saturation is among the most important paesiehat are being considered in evaluating

the performance of recovery processes.

In this study, the amount of oil trapped upon the GAIGI pro¢gesswn as reduced residual oil
saturation S, at the time of gas breakthrough was estimated givevalnes of waterflood residual
oil and the volume of oil recovered in the separator throughGRAKSI process. Owing to the
dependence of reduced residual oil saturatiora variety of parameters, among which are absolute
permeability and withdrawal rat&,y was plotted against the gravity number to includeohlihe
experimental variables, as shown in Figuré7a, for the three cases of volume fractions of
wettability heterogeneity. This figure demonstrates a sinsiterelation ofS,q andNg, for all three
fractions of wettability heterogeneity at high values of thevity number, showing the promising
feature of the GAIGI process in recovering a significantarhof oil trapped upon waterflooding in
heterogeneous media, comparable to the homogeneous water-wet mettie. |IBaver values of the
gravity number, the gas phase propagates very rapidlyefbney the formation of spreading films
(which are responsible for achieving low reduced residii@aturation) diminishes, and the leakage
mechanism contributes the most to the oil production, eslpedor heterogeneous media. In a
homogeneous water-wet medium, the favorable wettability condiicifitates the progress in the
formation of the spreading film, even though the gas invadssqueckly at high withdrawal rates.
As a result, the uniform wettability condition results amvér reduced residual oil saturation values

compared to the heterogeneous cases. In F§dith, the results &,y versusN,, are shown for the
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GAIGI process carried out in heterogeneous porous mediapaitimeability heterogeneity (large
permeability inclusions randomly distributed in a continuum ddlemnpermeability) but of uniform
wettability. Having the same configuration of heterogeneisgribution as the present work, both
plots of the waterflood residual oil saturation versus themaelfraction of heterogeneities and the oil
recovery factor versus the gravity number show similar srendowever, the reduced residual oil
saturations at a given gravity number tend to be indepéende the volume fraction of the

permeability heterogeneity as long as the wettability oftbdium is uniformly water-wet.

The more intense effect of wettability heterogeneitietherperformance of the GAIGI process in
comparison to that of the pore structure heterogeneitiesemsfurther verified in panels a and b of
Figure 4-18. This figure illustrates the plot &, versusN,, for the two cases of wettability and
permeability heterogeneity at two levels of volume fractiorhetferogeneities, i.e., 17 and 38%,
respectively. While both the wettability and pore struche®erogeneities cause a significant amount
of oil being trapped upon secondary recovery, the latter typetefogeneity is less detrimental to the
tertiary gravity drainage process. The oil continuitydsused by the presence of spreading oil films
over the water layer (which covers the water-wet surfacesighout the porous medium) for both
permeability heterogeneity fractions. Consequently, unlike thettahility heterogeneity, the
occurrence of the pore structure heterogeneity plays ai¢ggsBcsint role on the reduced residual oil
saturations. On the other hand, in media with wettabiliterbgeneity, the oil can remain as a
residual wetting phase in the oil wet regions, which exadhyt results in a higher reduced residual oil
saturation. This is the reason why the two residual cudeeasot coincide. Essentially, almost all of
the residual oil in the water-wet media is recoverablenduthhe GAIGI process, provided that the
average permeability of the porous media and the draimageatre sufficiently high (Chatzis et al.
1988; Kantzas et al. 1988a, b).
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4.5 Conclusions

Waterflooding and controlled gravity drainage tests veareied out in the heterogeneous glass bead
packed columns consisting of water-wet continuum with ei-imclusions. Upon waterflooding, a
significant amount of oil was bypassed in the oil-wet zdmssause of the capillary effects at the
boundary of the regions exhibiting different wetting sta@sger the course of the GAIGI process in
the heterogeneous porous media, an oil bank was formed at lthetages of the process due to the
occurrence of a large amount of the waterflood residlaT bis early-formed oil bank grew in size
by reconnecting the residual oil ganglia in the water-wetixnatrd the continuous oil-phase in the
oil-wet regions. Therefore, the GAIGI process was founde very efficient in sweeping waterflood
residual oil from both homogeneous and heterogeneous porous media. Hawevanalysis of
reduced residual oil saturations showed that the amout;of slightly higher in the heterogeneous
porous media because some oil is trapped in the oil-wein® due to capillarity effects. Finally, the
oil recovery factor at gas breakthrough was very waltetated with gravity number for all three

cases of volume fractions of heterogeneities tested.
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Chapter 5

Conclusions and Future Work

5.1 Conclusions

This chapter presents the conclusions drawn from the exgraahstudy of waterflooding and the
gravity-assisted inert gas injection process in two tygebeterogeneous porous media, namely,
heterogeneity in pore structure and heterogeneity in wettahility configuration of heterogeneities
studied here was in the form of randomly distributed higimpability isolated regions enclosed by
low permeability continuum for the former case of heteroggnand in the form of randomly
distributed oil-wet inclusions in the water-wet matrix foe tatter case of heterogeneity. The liquid
withdrawal rate and volume fraction of heterogeneities Werdéwo major parameters whose impacts

on the GAIGI process were demonstrated. The following e@melusions can be drawn:

i.  The magnitude of waterflood residual oil saturation in heteragengorous media
exhibiting permeability and wettability heterogeneitiesignidicantly higher than that in
homogeneous porous media. The pore-scale trapping mechanisnmexipédithe amount
of trapped oil upon waterflooding is proportional to thecticn of heterogeneities (large-
pore-size regions for the case of permeability heterogesie#tnd oil-wet isolated regions
in the case of wettability heterogeneity). The experimentd& drerified this linear

proportionality.

. Unlike waterflooding, gas invasion occurs both in the continaarwell as in the isolated
regions for both cases of heterogeneous porous media lessefdlition, the occurrence of

high residual oil saturation after waterflooding heterogenpousus media facilitates the
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early formation of an oil bank. Consequently, the GAIGbomss improves the poor

performance of waterflooding in heterogeneous reservoirs.

The oil recovery factor at gas breakthrough correlaesssfactorily with the gravity
number for homogeneous porous media as well as the heterogeneoas Ansahilar

trend was observed for all three cases of heterogeneitlg.|&\gs similarity enabled the
development of a mathematical analysis that predicte guetl the oil recovery factor for

heterogeneous media up to gas breakthrough.

Comparison of the reduced residual oil saturation after thi&sGgrocess in both types of
heterogeneous porous media showed that effect of permedtstityogeneity was less
detrimental to oil recovery by gravity drainage. The oeasas that despite the presence of
pore structure heterogeneities, the media were uniformly weser assuring the oil

continuity through spreading oil films throughout the poroudiane

The dimensionless groups were used to characterize tretioggarameters of the gravity
drainage process at the field scale. Accordingly, the GAlGcess appears to be feasible
for the reservoirs with an average permeability largp@ntl Darcy. An alternative oll
recovery process is suggested that is a combination of cedtraild free fall gravity
drainage. The total required time for the controlled aee-fall gravity drainage process to
attain a certain oil recovery factor is significantly &wthan the required time for the
controlled gravity drainage alone to give the same oil regdaetor, even at permeability

values less than 1 Darcy.

5.2 Future work

When this project was started, an important goal wasterdae three-phase relative permeability
curves from saturation data collected during tertiagyity drainage experiments. A considerable
amount of time and resources were spent on attemptingllect three-phase saturation data by
means of the RI (Resistivity Index) and NMR (Nuclear MagndResonandge methods.
Unfortunately, the preliminary results of the Rl measurégméor a two-phase system (air-0.001M
KCI solution) showed that this method is not suitable forldlaeranges of saturation. Accordingly,
the application of Rl method for the GAIGI process schemag faund to be inappropriate in view of

the fact that both the gas and transition zones contaynlmeramounts of water and oil. Also, for
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this method to be feasible, the water-phase contintityild be maintained throughout the porous
media to provide a conductive path for the electrical curfidms condition exists in the water-wet
porous media while in the porous media exhibiting wettghiléterogeneities there is no water film
continuity in the oil-wet inclusions. Therefore, the wadaturation in the oil-wet regions cannot be
detected using the RI method. Another problem with applying #gasnique for our study is its
limitation to detect only the water-phase. Thus, the Rirtiegie is a suitable choice where only the
saturation of water is needed, or for the case thattayluids are present in the porous media. For
the type of multiphase flow problem under study, we neededessure the saturation profile for all

three phases, which is not possible by this method.

The NMR method was also unsuccessful because of two neasons. First, low contrast in the
diffusion rates of water and oil prevented differentiatadrsignals for the two fluids. Second, the
machine interior core diameter allowed for accommodatioa packed column of small diameter
(less than 1 cm) which made it challenging to createralamly distributed configuration of
heterogeneity. Although we could not carry out the saturalistnibution measurement using NMR
during dynamic displacements, because of technical limitatives did measure the saturation
distribution at the end of the GAIGI process. If in the fulMR imaging tools become available, it
is suggested to continue this research for monitoringatilration, as a function of location and time,

and develop models for oil relative permeability.

Making improvements in glass bead sintering methods witlsgmificantly affecting the
permeability of sintered material compared to the pebitigaof the matrix will possibly help in

better quantifying the wettability heterogeneity effects orGA&GI process.

To apply the dimensional analysis in the present woik,necessary to study other factors which
influence the process. The oil viscosity, column leragtd the degree of permeability contrasts are
three significant factors which should be studied furthtare experiments need to be carried out to

incorporate the effect of these factors into the dinmeradianalysis and make it more general.
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Appendix A

Table A. 1: Oil recovery factor versus time for three levels of perdoigy heterogeneity and
withdrawal rate of 2.0 mL/h

0% heterogeneity 17% heterogeneity 38% heterogeneity

. oil recover . oil recover . oil recover

time () factor (%%r*); time () factor (%%r*); time () factor (%%r*);

0.00 0.00 0.00 0.00 0.00 0.00
37.58 0.00 31.95 0.00 26.63 0.00
39.30 22.08 33.87 18.22 28.91 17.42
40.26 33.12 34.45 23.56 29.59 21.97
41.64 50.00 35.10 28.89 30.18 26.52
42.04 55.84 35.67 34.22 31.83 38.64
42.41 60.39 36.10 37.78 32.43 43.18
42.85 66.23 36.67 42.67 33.02 47.73
43.12" 69.48 37.17 47.11 33.55 51.14

37.80 52.44 34.22 56.06

38.38 57.78 34.69 59.09
38.98 62.67 35.27 63.64
39.56 68.00 35.77 67.05
40.50 76.00 36.61 73.48
37.13 76.89
37.63 80.68
37.97 83.33

"time of oil breakthrough
'time of gas breakthrough
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Table A. 2: Oil recovery factor versus time for three levels of perdoigy heterogeneity and
withdrawal rate of 6.4 mL/h

0% heterogeneity 17% heterogeneity 38% heterogeneity
ime () b oner) | Tme () SLCCHY | ime () 2L
0.00 0.00 0.00 0.00 0.00 0.00
12.00 0.00 9.85 0.00 8.07 0.00
12.61 23.17 10.17 8.89 9.80 38.08
12.83 31.10 10.35 12.44 9.98 42.31
12.98 37.20 10.57 17.78 10.15 46.15
13.20 43.90 10.72 21.78 10.33 50.00
13.39 51.22 11.01 28.89 10.50 53.46
13.46 53.66 11.23 34.22 10.67 57.31

11.38 38.67 11.00 65.38
11.63 45.78 11.17 70.00
11.98 54.22 11.32 73.46
12.13 58.22
12.28 61.78

"time of oil breakthroug
'time of gas breakthrough

Table A. 3: Oil recovery factor versus time for three levels of perdoigy heterogeneity and
withdrawal rate of 12.0 mL/h

0% heterogeneity 17% heterogeneity 38% heterogeneity
. oil recover . oil recover time oil recover
time () tactor (%%r*); time () tactor (%%r*); (h) factor (%%r*);
0.00 0.00 0.00 0.00 0.00 0.00
6.47 0.00 5.15 0.00 4.45 0.00
6.76 22.84 5.48 16.74 4.82 16.43
6.80 25.93 5.64 23.53 5.00 22.73
6.86 30.25 5.73 27.60 5.17 28.67
6.90 33.33 5.83 31.67 5.34 34.97
5.93 36.65 5.49 40.91
6.15 47.51 5.67 47.55
6.25 52.49 5.83 54.20
5.92 57.69
5.93 58.04
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Table A. 4: Gas-liquid interface position for packed column containing difterievels of
permeability heterogeneity and withdrawal rate of 3.2 mL/h

0% Heterogeneity 17% Heterogeneity 38% Heterogeneity
time  Gas-liquid interface| time  Gas-liquid interface| time  Gas-liquid interface
(h) position (cm) (h) position (cm) (h) position (cm)
0.0 42.0 0.0 42.0 0.0 41.7
2.00 37.5 4.00 34.5 2.00 38.3
5.00 32.0 17.00 14.6 4.00 33.7
7.25 28.7 19.00 11.3 5.00 31.8
13.00 20.6 21.00 7.3 7.08 28.5
15.00 17.6 23.50 3.6 9.00 25.8
17.00 14.9 11.08 22.6
18.00 13.3 13.00 18.0
20.00 10.6 15.00 15.8
22.00 7.9 16.50 12.5
24.00 5.4 18.50 8.9
25.00 3.8 21.03 4.2
26.00 2.2 22.50 1.4

Table A. 5: Gas-liquid interface position for packed column containing diffedemels of
permeability heterogeneity and withdrawal rate of 6.4 mL/h

0% Heterogeneity 17% Heterogeneity 38% Heterogeneity
time  Gas-liquid interface time  Gas-liquid interface time  Gas-liquid interface
(h) position (cm) (h) position (cm) (h) position (cm)
0.0 41.8 0.0 42.0 0 42
1.00 37.2 1.00 37.2 13 37.1
2.00 33.1 2.80 32.7 2.00 33.8
3.00 29.6 3.08 29.9 3.00 29.6
4.10 26.3 4.50 25.8 4.00 27.3
5.00 23.7 6.02 21.8 5.00 24.3
7.10 18.6 7.00 18.1 5.50 22.3
8.00 15.9 8.03 15.6 6.50 18.6
10.50 8.2 9.03 11.8 7.00 16.5
12.00 4.4 10.00 8.4 8.00 13.6
13.00 1.3 10.55 6.0 9.43 9.0
11.67 2.2 10.00 6.4
12.17 0.5 11.00 2.1
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Table A. 6: Gas-liquid interface position for packed column containdifferent levels of
wettability heterogeneity and withdrawal rate of 3.2 mL/h

0% Heterogeneity 17% Heterogeneity 38% Heterogeneity
time Gas-liquid interface| time Gas-liquid interfacg time Gas-liquid interface
(h) position (cm) (h) position (cm) (h) position (cm)

0.00 41.8 0.00 42.1 0.00 41.7
2.0 38.k 1.0¢ 40.1 1.67 38.7%
17.0( 17.2 2.0 37.k 3.8¢ 34.2
20.0( 13.t 3.0C 36.2 6.3 30.4
22.0( 10.1 4.0 35.C 7.3% 28.¢
24.0( 7.C 5.0 334 8.3¢ 27.2
26.00 4.7 6.00 31.8 9.33 25.3
28.00 1.8 7.00 30.0 11.00 23.1

8.00 28.6 13.00 19.3

9.0( 27.% 14.0( 17.c

10.07 25.¢ 16.0( 14.F

11.0¢ 24.2 17.0( 12.c

12.0( 22.7% 18.0( 11.c

13.0(¢ 21.1 19.0( 9.c

14.00 19.3 20.00 7.8

15.00 17.6 21.00 5.5

16.00 16.5 22.00 3.5

17.0( 15.2 23.0( 1.4

18.0( 13.c

20.0( 10.2

21.0( 8.7

22.0( 6.€

23.00 4.7

24.00 3.1

25.00 1.4
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Table A. 7: Gas-liquid interface position for packed column contaiwiifigrent levels of wettability
heterogeneity and withdrawal rate of 8.0 mL/h

0% Heterogeneity 17% Heterogeneity 38% Heterogeneity
time  Gas-liquid interface| time  Gas-liquid interface| time  Gas-liquid interface
(h) position (cm) (h) position (cm) (h) position (cm)

0.00 41.8 0.00 42.0 0.00 41.8
1.0C 40.¢ 1.0C 41.C 1.2¢ 40.€

2.0C 39.¢ 2.0t 40.C 2.0C 39.¢

3.0C 38.¢ 3.0C 39.C 3.0C 38.¢

4.0C 37.¢ 4.0 38.C 4.0C 37.¢

5.50 36.3 5.00 37.0 5.00 36.8
7.00 34.8 6.00 36.0 6.33 35.5
8.00 33.8 7.00 35.0 7.00 34.8
9.00 32.8 8.05 34.0 7.50 34.3
9.5: 32.2 8.52 33.t 8.0C 33.¢

10.0¢ 31.¢ 9.0t 33.C 8.52 33.c

10.5( 31.: 9.5C 32.t 9.0C 32.¢

10.0( 32.(
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