-_—

AAAOEAO AlA AAOO 11 OEA &
| £ OAx1T OEI AAO AT A cCi Ol Al
by
Carmen Che
A thesis

presented to the University of Waterloo
in fulfilment of the
thesisrequirement for the degree of
Master of Applied Science
in

Civil Engineering

Waterloo, Ontario, Canada023

© Carmen Che 2®



Aut hoDeacd ar ati on

| hereby declare that | am the sole author of this thesis. Thisus aopy of the thesis, including any
required final revisions, as accepted by my examinetsderstand that my thesis may be made

electronically available to the public.



Abstract

As climate change becomes an increasingly pressing vgstdwide, the buildings and construction
industryremains to ba significant contributor tglobalcarbon emission3 o address this onstruction
materials witthigh amounts of embodied carhanich as cement and steey be substituted fonore
renewable resourcesuch as wood and mass timpar applications beyond what was historically
thought possibleAchieving thisggoalrelies on a comprehensive understandingeifr solid mechanics
to compensate for a lack thereof, modern building codpkement stringent, conservatiwestrictions
on using theseomparativelyunfamiliar materialsTheserequirements, along witrowing needs to
design for morextreme load(e.g, seismic and blast), have prompedtbrts tostudy andmprovethe
performance ohew and irservicewood structuraglementswhichthemselvesiave evolvedn recent
decadesheyond simply solid-sawn timber to includestronger, more efficiently engineered wood
products such as gludaminated (glulam) timbetOne class of materials demonstrated to be-well
suited for this task isilfre-reinforced polymer (FRP) compositeshich come in a wide variety of

formsand thus equally diverse applications.

The research presented herdmvestigatesthe effect of binding different types ofglassFRP
reinforcemert specifically,in the forms ofaminatesof epoxyimpregnatedylassfibre fabricand of
constructiorreba® onthe flexural behavioudifferent compositions of wooelementd specifically,
sawn timbeandglulam beamscomposed of SprueineFir (SPF)No. 2 with dimensions of 140 mm
x 140 mm x 2,025 mm and 110 mm x 140 mm x 2,025 mm, respectiveFRPto-wood ratio of
2% by crosssection area was ed acroseightreinforced specimendwo of each combinatiorfpr
inte-comparisonAn additional threeontrolspecimens were testadth no reinforcements to malke

total of eleven beamia the study.

The results of the experiments foutmt theFRPfabric-laminates enhanced the strength by up to
52% and 36% in the sawtimber and glulam beams, respectivéliie bridging effect ohatural defects
in wood through the use oFRP as reinforcement resulted inchange in failure modesom the
unreinforced beam®ue to cover requirements for FRP rebar, initial failurehis reinforcement
configurationwas still governed by the tensile strength of the extreme tension woodhdwever,
the stresses wersubsequently transferred the FRP bars, allowing for significant pgstak
performance and greater oversilistained deformationalysis methods for predicting the strength
of the reinforced beamsere shown to be imprecise due to the highly variable nature of the natural

wood materigldemonstrating aeed for larger sample sizas well adolerance for errors
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Chapter 1

l ntroducti on

1.1 General

Climate change is a pressing global issue with rapidly growing img&s@<, 2018)which are not

only limited to environmental concerns, but also-rieaching social, economic, and geopolitical
interests, along with many othgi®CC, 2018) Consequently, there is an urgent need to reconsider,
from various angles, where and how anthropogenic waste is generated, and to implement them with
sustainable alternatives. The buildings and construction industry alone accounts for roughly 40% of
globd carbon emissions, of which roughly 28% is attributed to the production and distribution of
construction materialflEA, 2018) Cement and steel, namely, are major contributors to pollution,
embodying a global warming potential equivalent to 0.94 and 1.27 kilograms of carbon dioxide (kg
COse) per kilogram of the respective mate(i@l Jones, 2019)n comparison, timber embodies just

0.49 kg CQel/kg; and being sourced from living, carbo@sed materials, it also has carbon storage
potential greater than its embodied carbon contribution, resulting in a net average reduction of 1.03 kg
COse/kg(C. Jones, 2019Not only does wood contribute less pollution into the atmosphere, but it also

sequesters it, making timber an ideal candidate for building greener structures.

Wood is one of the oldest known building materials in the world. History of its use spans millennia
and has been evidenced in nearly all known cultures where it is or was available as a (Eseence
2017) Wood continues to be used extensively in Europe and North America -niskwesidential
buildings and shotto-mediumspan bridgegLegg & Tingley, 2020; Ramage et al., 201Recent
decades of advancements in engineered wood technologies have seen the application of wood in larger
and increasingly complex structures all despite stringent modern design requirements. Among the
properties that make wood a suitable structuraeriatis that it is lightweight, possessing merely 5%
the density of stee{CISC, 2021; Singh, 1987yet having a comparable strengthweight ratio
(Ramage et al., 2017)

However, the widespread use of wood structures remains vastly limited for reasons ranging from
misplaced public perceptions to comparatively inadequate knowledge and experience with the material
(Larasatie et al., 2018; Legg & Tingley, 20268urthermore, as wood infrastructure ages out and as
new builds may strive for increasingly ambitious structural wood applications, it becomes of interest to
study and establish reinforcement methods to enhance the mechanical properties, behaviour, and

saviceable longevity of wood structures.



1.2 Research Needs

A suitable option for strengthening wood elements is to reinforce it usingréim®rced polymer
(FRP) composites. As with wood, FRPs are very light and possess excellent stremgight ratios;
they also offer other benefits including durabilityysegility of form, ease and speed of installation
(Callister Jr. & Rethwisch, 2003and compatibility with structural materials including wood and
concretgLegg & Tingley, 2020) Their use in construction has been vestablished under the context
of strengthening concrete elements under various types of I@adinyding compression(e.g,
Demers & Nealg1999) Hadi(2005) Micelli et al. (2001) Sulaiman et al(2016) Y. Zhang et al.
(2020) Zhou et al(2019), flexure(e.g, J. A. Martin & Lamanng2008) Nanni & Norris(1995)
Tomlinson & Fam(2015) Triantafillou & Antonopoulog2000) Yost et al.(2001) S. S. Zhang et al
(2017), seismic(e.g, lacobucci et al(2003) Memon & Sheikh(2005), and blast(e.g, Buchan &
Chen(2007) Jacques et a{2015)8 in various structural geometries, reinforcement configurations,
and environmental conditions. The study of wéddP composites draws greatly from these concrete

FRP precedents and has become its own established field of study.

In terms of enhancing compressive strength, wrapgiingturalelements with FRP fabric wraps in
confinement is a popular method for strengthening or rehabilitating wood columns, bridge piles, and
abutments in sit(Caiza et al., 2012; Emerson, 2004; Kim & Andrawes, 208} lengthconfinement
on cylindrical samples has been demonstrated by Ch{@z@g) Najm et al.(2007) and Song et al.
(2010)in agreement to improve peak strength, ductility, and durability in clear wood. In the interest of
reducing the amount of reinforcing material required, Zhang dR@l.2) and Dong et al(2015)
experimented with applying only bands of FRP around wood columns, finding that such discontinuous
confinement is also effective for increasing the loadying capacity. Studies by Song et(2010)

Dong et al(2015) and Kim & Andraweg2016)showed that the ratio of FRP reinforcement applied

in circumferential confinement is not directly proportional to the degree of compressive strengthening;
however, André et a(2013) by experimenting on small clear wood blocks, found this relationship
between reinforcement ratio, strength, and also stiffness to be linear if the primary axis of the FRP wrap
is applied paralleto-grain rather than in the more conventional perpendidalgrain direction.
Nevertheless, Heiduschke & Hall&2010)a nd O6 Ca |l | (2081hobgerved that aven. small
amounts of FRP confinement can increase the peak capacity to the extent of changing the failure mode

of wood in compression.

The ensile strength in wood tends to be brittle compared to compresdsavgth which is more
ductile This behaviour is critical for bending elements, and accordingly, the body of literature for

reinforcing wood elements is largely focused on reinforcing wood members for flexure. Common



applications for FRRvood composites include the rehabilitation of timber bridges, particularly as a
growing number of timber bridges throughout North America approach the end of their service lives
(Buell & Saadatmanesh, 2005; CSA, 2019a; Gentile et al., 2002; Hay et al., 2006; Kim & Andrawes,
2016) Plevris & Triantafillou(1992)established that reinforcing just the tension face of a beam with a
thin | amination of FRP compr i sdctiompl ages can resultin e as
substantial improvements to stiffness and flexural load capacity. These improvemehésatteiuted

to the FRP bridging critical defects in the wood material. They also found that increasing the
reinforcement ratio provides diminishing returns for strength and stiffness, levelling off after 3%, and
concluded that the critical FRP reinfoneent ratio is influenced by strain and stiffness ratios between

FRP and wood. Johns & Lacro{2000)and Gentile et al(2002) were able to use this method to
increase the ultimate flexural capacity by up to 50%, stiffness by up to 20%, and reduce overall
variability due to the bridging of failurimducing defects. Lindyberg & Dagh012)observed that

3% reinforcement ratios of this same configuration could increase the bending capacity of glued

| aminated wood (Aglul amo) b e(0bBynotddythatalular beain 0 %. R
reinforced in this manner would develop evidence of compression failure, indicating increases in

ductility.

One common issue with simple tension reinforcement in flexure, as reported by Dorey & Cheng
(19964, 1996h)Hernandez et a{1997) and Lacroix & Doudak2018a) is the sudden delamination
of the FRP following failure in the wood tension surface. Lacroix & Do§@8RO0) in experimenting
with layering different FRP reinforcement schemes together on a single legyrtepsioronly
reinforcement with different types of confinements) with varying degrees of longitudinal continuity,
found that the added confinement can limit crack development and delayriRbbodebonding beyond

peak resistance.

The use of FRP confinement is reintroduced for the benefit of shear reinforcement. Beams may be
fully or partially confined €.g, to accommodate field applications in which some surfaces may be
inaccessible), continuously or discontinuously, and with unidirectional or multidirectional FRP fabrics.

Buell & Saadatmanedq2005)found that confining timber beams with bidirectional FRP fabric results

in significant improvements in the overall peak strength, stiffness, and deflection relative to beams
without any reinforcement. Vetté2022)applied combinations of FRP in full and partial confinement

to glulam beams, and also compared the effects of confinement run continuously through the length
with confinement added only to highh ear zones as fAstirrups.a Altho

increased in all reinforced members, those reinforced with only simple tension laminates and patrtial



half-depth confinement primarily failed in shear; however, when stirrups of full or gradated
confinement were added, shear failure was partially contained and prevented premature debonding.

An alternative to reinforcing bending members with FRP fabric is using FRP rebar. FRP bars are
often available with grooves or with a sand coating to develop adequate bonding shear. Gentile et al.
(2002) studied the effect of neaurfacemounted GFRP bars on timber beams. Similar to fabric
reinforcement, the bars bridged local defects, arrested crack opening, confined local rupture, and were
able to transition the failure mechanism from brittle tensiiéufe to ductile compressive failure.
Although debonding and delamination were common issues with tensile FRP fabric laminates on wood,

Gentile et al(2002)noted that FRP bars did not demonstrate this failure mechanism

Until mere recent decades, building codes did not have sufficient knowledge to safely permit tall or
complex structures to be built with wood, opting instead to conservatively limit the size and scope of
structures that can be built with wood. Advanceméatge since been made to understanding wood
behaviour, engineed wood products, as well as reinforcing methods. However, despite growing
popularity, much more must be investigd&teahd the resulting knowledge incorporated into design
guidelines and buildim code$ before timber structures can compete more freely with concrete and
steel structures in the interest of a more sustainable future. Additionally, as many existing wood bridges
and structures approach the end of their serviceable lifespan, adeqoadedge of retrofitting
methods can add years of usability, avoiding excess demolition and reducing costs. Insofar as FRP is a
viable material to enhance wood behaviour, it remains a subject deserving of further study. Current
research is lacking in theakens of how different forms of FRP influence different compositions of
wood relative to one another. This knowledge would contribute to the ability to accurately model the
effect of different combinations of wood and FRP, thus promoting their incorpomat@moodes and

standards.

1.3 Research Objectives

The overarching aim of the research is to investigate the effects of types of wood products and fibre
reinforced polymer (FRP) reinforcement medium on the flexural behaviour of FRP composite beams

subjected to foupoint bending under static loading. Magecifically, the goals are to
1. Investigate the effects of FRP fabl@ninate and FRP bars as simple tension reinforcement;

2. Determine the influence of wood product tgpeamely, sawn timber andlulamd on the

flexural response when reinforced with FRP; and

3. Validate, compare, and adapt existing analysis methods for predicting the flexural behaviour of

wood with or without FRP reinforcement in varying configurations.
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1.4 Scope
The abovestated objectives are achieved through:

9 Detailed literature review on the behaviour of wood subjected to static loading and the use
of FRP as a strengthening material for wood structural elements;

1 Review of analysis methods used for predicting the flexural capacity of wood beams
reinforced with FRP;

9 Testing wood and FRP coupons to determine base properties of the beam specimens to use

as inputs for beam analysis;

9 Testing a total of eleven fuficale sawn timber and glulam beams, unreinforced and
reinforced with FRP fabric or bars, under fqoint bending to establish resistance curves

and failure modes;

1 Analysis of the effects of wood composition and form of FRP reinforcement on flexural

response;

9 Discussion of results by comparing analytical and experimental results and proposing

recommendations.

The scope of this project is limited to idealized boundary conditions to limit variables affecting the
flexural response. Specific limitations of the research are further discussed through the thesis as well

as the future recommendations sectio€apter 6

1.5 Thesis Structure

The following provides a briefescription of each chapter in this thesis:
1 Chapter dintroduces the subject and provides research needs, key objectives, and scope.

1 Chapter 2presents a detailed literature review comprised of studies investigating the
behaviour of wood under flexural loading as well as the use of FRP as a reinforcing material
for wood elements. Analysis methods for predicting the flexural behaviour of reidforc

wood are also introduced.

1 Chapter 3presents the experimental methodology employed in the research program,

including descriptions of the test specimens, their preparation, and the apparatuses used.
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Chapter 4presents observations and data from the-pmimt bending tests on the control
and reinforced wood beams. Coupon test results, used to obtaifiepsien and-

compression data for the material components, are also provided.

Chapter Hiscusses the results from the experimental program and how they compare to the

predictive analysis methods.

Chapter &concludes by summarizing key findings and proposing potential future work.
Appendix Apresents stressrain data and failure images of the wood compression coupons.
Appendix Bpresents stresstrain data and failure images of the wood tension coupons.

Appendix Cpresents loadisplacement data and images of key stages of failure progression

of each of the flexural test specimens.

Appendix Dpresents the relationship between load, displacement,-aaogdression strain,

woodtension strain, and FRfénsion strain in each of the flexural test specimens.



Chapter 2

Backgrouhdtam@&ewur ew

2.1 General

This chapter presents a detailed review of existing research pertaining to wood and reinforced wood
using fibrereinforced polymer (FRP) composites. Provided below is an overview of wood and its use

in the construction industry, alongside current knowlexfgis material properties and behaviour under
applied loading specifically, tension, compression, and flexure. This is followed by a review of FRP
composites, their compositions and mechanical strengths, and their use as strengthening and retrofitting
materials for wood elements. Finally, analysis methods for predicting the flexural behaviour-of FRP

reinforced wood are presented.
2.2 Wood as a Construction Material

2.2.1 Overview

Wood is a lightweight construction material with a high strefigtiveight ratio along with ease of
constructability off and onsite. As the only renewable major construction material, timber has seen
revived and growing interest in recent decades asblatitudes shifted towards minimizing negative
impacts on the climate cris{ffPCC, 2018) Its composition is of naturally embodied carbon captured
from the atmosphere; in stark contrast, the production of concrete and steel, the predominant
construction materials of the past decades, are heavily pollutive prof@sskanan & Levine, 1999;
Gustavsson & Sathre, 2006\Vhen trees are harvested responsibly through sustainable forestry
management programs and policies, the supply of wood can be ensured indefinitely for future
generations. Canadian forests account for 362 million hedtards o u t 9% of the worl
are® 90% of which is publicly owned as Crown land. A total of 0.2% of the Canadian forest area was
harvested in 2020, and less than 0.5% has been harvested sin(€dltfedl Resources Canada, 2022)

Exposed wood in a structure contributes to oc
phenomenon known as biophili@ematte et al., 2018; Shen et al., 2028pwever, common
perceptions about the lifespan, maintenance, decay, fire resistance, vibration and acoustics hinder the

uptake(Larasatie et al., 2018)

Building large timber structures in the old days relied on the availability of large trees to meet the
required load demands. However, the logging ofgrlulvth forests not only creates controversy but is

unsustainable and particularly damaging to natigesgstems(Ramage et al., 201L.7A modern



alternative to largsawn timber is the development of engineered wood products (EWPSs), which use
dimensional lumber glued together to form larger members, such aslghiedted timber (glulam)

and crosdaminated timber (CLT), as shownhigure2.1. Other common EWPs include parallel strand
lumber (PSL) and laminated veneer lumber (LVL), both of which consist of small strands of wood
bonded together to form larger cressctions. EWPs offer advantages over sawn lumber in terms of
strength; efficienuse of material; and the ability to achieve large sections, greater lengths, as well as
curved and tapered members. Low material weight also lends well to prefabrication options to cut costs

by increasing construction speed and qudftyed, 202Q)

(a) Glulam beam (b) CLT panel

Reproduced from Canadian Wood Cour(2022)

Figure 2.1: Common types of mass timber products

Member lengths may be achieved by joining sawn dimensional lumbedp-@mdl using adhesive
and finger joints. Such joints are designed to be stronger than the wood itself so as not to create a weak
point in the overall member. In glulam, for example, @éngints are offset between layers, as shown

in Figure2.2.
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Figure 2.2: Finger jointing in glulam member
2.2.2 Material properties of wood

2.2.2.1 Anisotropy

Wood is an orthotropic material; its properties differ depending on the direction of loading. The
cylindricalpolar shape and structure of a tree trunk lend to three mutually perpendicular axes:
longitudinally along the stem, radially through the growtigsi, and tangentially across the growth
rings (Forest Products Laboratory, 2010hese axes are illustratedkigure2.3. Although all three

are distinct, the two latter dimensions are often grouped to yield just two principal directions for
engineering applications: paraHel-grain and perpendiculdo-grain. There are two practical reasons

for this simplification: first their properties and behaviours are similar; and second, the precise cut used

from the tree cannot be predicted from the design ¢tawest Products Laboratory, 2010)
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Reproduced from Legg & Tinglg§2020)

Figure 2.3: Wood grain dimensions

Dimensional lumber is cut with its long dimension being paratigrain to maximize use of the
material. Another advantage of this practice is that the load capacity of wood is greatest when loads are
applied axially i.e., in the paralleto-grain direction) in compression, followed by loads applied axially
in tension, whereas load capacity in the perpendi¢algrain direction tends to be weaker for both
compression and tensid@anadian Wood Council, 2017These considerations are of particular
importance in bearing and splitting scenarios, which typically yintpe design for compressive
perpendiculato-grain loading(Canadian Wood Council, 2017)

Further physical distinctions can be found between sapwood and heartwood. Sapwood represents
new, lightcoloured growth on the outer cressction leading up to the bark layer. Its porosity comes
from its primary function to store and transport nutriemtsvieen the roots and lea@&amage et al.,

2017) This same property lends itself to easier uptake of preservative treatment. As the tree grows, the
need for structural support increases. Older wood cells die and fill with resinous materials and
polyphenols to produce a deesssistant, richlycoloured, and denser core, also known as heartwood
(Ramage et al., 2017)

2.2.2.2 Hygroscopy

Each wood cell is a long and hollow structure composed primarily of cellulose and lignin. The
combined functions of these wood cells in the living tree are to store and transfer water and nutrients
in addition to providing overall structure. Hence, wood lsygroscopic and porous matefia¢gg &

Tingley, 2020; Ramage et al., 201K)oisture content in wood cells can be described as bound water
and free water as shownhigure2.4. As wood dries, free water is lost first, followed by bound water.
The fibre saturation point (FSP) marks the moisture content at which free water is completely drained
from the wood cells and typically corresponds te3P€6 of its dry weigh{Legg & Tingley, 2020)A

significant consequence of changes in moisture content below the FSP is that its dimensions swell and

10



shrink accordingly, particularly with ambient humidity during manufacture, construction, and while in

service; above the FSP, such dimensional changes do not(beggr& Tingley, 2020)

Reproduced from Legg & Tinglg§2020)

Figure 2.4: Moisture in wood cells

Fluctuations in moisture level or ambient humidity result in dimensional changes in wood members,
which in turn may induce additional stresses, which is a particularly important consideration in
connection design. The rate of swelling or shrinkage is $aigeghe tangential direction, followed by
the radial dimension, then in the longitudinal dimenglagg & Tingley, 2020)When dried from the
FSP to overdry conditionsi(e., 0% moisture content), North American species undergo shrinkages of
51 13% tangentially andiZ% radially(Canadian Wood Council, 2017; Forest Products Laboratory,
2010) This imbalance results in warping, cupping, cracks, or other distortions from the original cross
sectional shape of cut membétegg & Tingley, 2020)

The strength of wood is inversely proportional to its moisture content, which varies with the ambient
humidity in its service environment. A reduction factor is therefore applied for wood structures
designed for service in wet conditions.d, exterior applications where it can be exposed to
precipitation or inside damp, humid rooms). If unprotected, exposure to excess moisture for prolonged
periods may also lead to premature decay, therefore moisture management is critical to operational

longevity (Legg & Tingley, 2020)

The ability of wood cells to take in moisture contributes to the viscoelastic property of Rreger
et al., 2015)Longduration or cyclic loading can affect the strength of wood due to creep or fatigue, as
shown inFigure 2.5, which describes the logarithmic decay of the bending capacity of wood beams
sustaining load over time. Using a load duration of approximately 10 minutes as a Baaeline
Afstatwt@eamd duration f or 0Odbdearnmgma load tbe6d mmutesdsidesitsat i ons
capacity to 90%; over several decades, the capacity falls to below 65% of the base load; and at the
opposite end of the loading spectrum, if the duration is contained to merely one second, the same beam
can resist 25% more than the base I(B@yer et al., 2015; Forest Products Laboratory, 20hGhe
Canadian standaré&ngineering design inwood CSA 086 ) ,-t sumb FHfAehdst are a
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load duration factor of 1.15, a conservative value which also accounts for construction loads up to seven
days €.g, for formwork)(CSA, 2019hb)
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Figure 2.5: Load duration effects on the flexural strength of wood

2.2.2.3 Variability

Wood is commonly categorized broadly into hardwood and softwood species. Despite what these
names imply, these categories are not distinguished by their hardness or density, but rather, by their
botanical classifications. Hardwood is derived from angiaaper flowerbearing trees, which are
typically deciduous, and is more commonly used for furniture and flooring; softwood is derived from
gymnosperm or conbkearing trees, which are typically coniferous, and is more commonly used for
structural memberéRamage et al., 2017)n most design guidelines, species are further sorted into
groups with similar properties. The species combinations designated by CSA 086 are Douglas Fir
Larch (D FirL), which includes Douglas fir and western larch; HEm which includes Pacific coast
hemlock and amabilis fir; SprudgineFir (SPF), which includes all species of spruce except coast
Sitka spruce, Jack pine, lodgepole pine, balsam fir, and alpine fir; and Northern Species, which
encompasses all other Canadian graded spgeiss, 2019b)
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As an organic material, the environmental factors which a tree experiences in its lifetime have a
significant impact on its material makeup, even within a single species. Variations in the growing
conditions of each passing y&aength of the growing seasp daylight hours and intensity,
temperature, humidity, available nutrients, wind, extreme weathed, a&te.reflected not only in a
treeds growth or annual rings, but also in its g

(Ramageetal.,2017) A treebs overall age and maturity al s

Random defects have a detrimental effect on the behaviour of wood. For example, knots, which are
the result of branches forming off the main tree stem, create internal stress concentrations which may
resul t in prematur e f aiith ooroefew defacts tends to hehaveé moreil c | e a
predictably and exhibits superior properties. Due to the inherently high variability of wood
composition, and because defects are often not visible from the surface, determining the mechanical
properties of woodsi a relatively complex tasiBarrett & Lau, 1994; Breyer et al., 2015; Forest
Products Laboratory, 2010)n engineering design, the statistical likelihood of the presence of a
strengthcontrolling defect is represented by applying a size factor based on the appl{Cibn
2019b)

To further compensate for variability within species groups, grades or ratings are assigned to lumber.
This process often takes the form of one of two general methods, visual inspection or machine rating,
which have been verified against extensive test (Bdrrett & Lau, 1994)Visually graded lumber
considers the presence of surface defects in the veoggdt{isted grains, knots, checks, and splits) as
well as their intended applicatioe.§, beams and stringers, columns and po&sinadian Wood
Council, 2017) Machine stresgsated (MSR) and machirevaluated (MEL) lumber are further
categorized using nemlestructive machine processes to measure the modulus of elasticity, which is
then correlated to its strength. MEL differs from MSR in that it requires daglljtg testing and control
for tensile strength, bending strength, and stiffn@®swn & Woeste, 2022)The above grading
methods are each capable of determining a modulus of elasticity in a piece of lumber, albeit with
differing degrees of confidencé&igure 2.6 compares this variability based on wood which was
evaluated to an average modulus of elasticity of 1.9 million psi (13 GPa) using different methods,
demonstrating that the"5percentile threshold for MSR lumber is greater than that of MEL lumber,
which is greater than that of visually graded lumber, @rading variability is highest in visually graded
lumber and lowest in MSR lumber). Althougtostlier, lower variability may be of particular
importance in certain applications. For example, MSR lumber is often used for forming glulam beams

due to the lower variability in this grading procéSSA, 2019b)
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Figure 2.6: MOE variation of different grading methods

2.2.2.4 Fire performance

Building developers and designers who are hesitant to build with wood frequently cite its combustibility
as a primary concetfharasatie et al., 2018reat fires throughout history have felled entire cities as
flames spread from one building to the next, and the aftermath often included a unified determination
to legally restrict the widespread use of flammable materials in construction, as weasetfwloaing

the Great Chicago Fire of 18{Rauly, 1984)There are some misconceptions in this logic, notably that
unprotected steel loses much of its strength at temperatures well below combustion temperatures
(Kodur & Naser, 2020)Wood structures, although indisputably combustible, can be engineered to
behave quite predictably in fire evelik®dur & Naser, 2020; Legg & Tingley, 2020)

Fire performance is expressed in terms of a fire rating, which represents the duration in which
structural stability can be ensured in the event of a fire. This design feature can buy the time necessary
for building occupants to safely evacuate as welbafirefighters to arrive on the scene and perform
rescue operatiois Gu | ¢ e t Whar combusid &xfiosed wood turns into a surface layer of char,
which progresses inward at a predictable rate as temperatures remain elevated. Although char bears no
strength, it serves as an insulgtibarrier that protects the underlying wood; the effective eross
sectional area of the member is reduced, but the intact core retains most of its original @€czhgth
& Yu, 2016) In light-frame wood construction, due to its relatively small initial creesgion, passive
fire protection often relies on insulagj building finishes such as gypsum board, fibreglass, or-rock
wool insulation(Bénichou et al., 2002; Kodur & Naser, 2028)ich encapsulation methods may also

be applied to mass timber, although it is not strictly necessary; fire performance in mass timber may be
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achieved by simply upsizing its dimensions such that a sacrificial outer layer can turn into char,
allowing the underlying wood to continue bearing structural loads for a duration specified by the
required fire ratingKodur & Yu, 2016) This design approach allows the wood to remain exposed
where aesthetically desired.

Chemical fireretardant treatments for wood are available commercially in diverse formulations,
employing a range of different mechanisms at elevated temperatures. Intumescent coatings can be
brushed or sprayed onto exposed surfaces to insulate woodesadtprombustion. When exposed to
elevated temperatures, these siliesed coatings expand and trap moisture within the element. For
indoor applications, firgetardant chemicals may be impregnated into the wood to inhibit the spread of
flame, with the dawbacks of reducing wood strength, increasing char rate, and being unsuitable for

wet service conditions including outdoor environméhegg & Tingley, 2020)
2.2.3 Structural behaviour of wood under applied loads

2.2.3.1 Tension

The behaviour of wood under tension differs drastically whether the tensile loading is applied parallel
to-grain or perpendiculaio-grain. Paralleto-grain tensile capacity is directly proportional to its cross
sectional area, and its behaviour is linekastic. Failure in tension paraHe-grain is brittle, taking

the form of wood grain ruptur@uchanan, 1990Meanwhile, wood loaded in tension perpendicular
to-grain is usually considered by design guidelines to possess little capacity, its failure is also brittle

and characterized by the fibres splitting away from each (@A, 2019b)

Tensile failure tends to govern design in both paradlel perpendiculato-grain directions. For
example, in flexural applications, failure usually originates in the tension, hence flexural reinforcement

strategies focus on strengthening the tensioa(Rlevris & Triantafillou, 1992)

2.2.3.2 Compression

The compressive strength of wood is strongest when loads are applied paugieh. Despite the
compressive strength perpendictiaigrain being substantially lower than the compressive strength
paralletto-grain, it is still greater thathe tensile strengtlperpendiculato-grain (Legg & Tingley,
2020)

The stresstrain behaviour of wood subjectto compression loaded parattelgrain can be
described with a lineaglastic relationship up to yielding. Beyond this point, some level of residual
strength is retained, the extent of which varies among models such as those drgwmrei7. Neely

(1898)proposed a simple elastoplastic model, which was elaborated upon by Malhotra & Ma)r
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to address a softening effect observed in clear eastern spruce wood. However, neither of these models

described the shape of the ppstk behaviour of wood under compression. @83 8)quantified the

falling branch based on a comprehensive study of wood containing defects. Although this model was
more representative of real behaviour, its parameters required calibration to the specific set of materials.
Bazan(1980)s i mpl i fi ed Gl osd®6 model into a bilinear
parameterized later by Buchan@®90)

Stress Stress Stress Stress
A A 4 4
Il A
ST E = e : i =
------- JI_____ 1
E=tanf E E
il B i tan'E E By I 1 i
N et Strain il Strain il
(a) Neely(1898) (b) Malhotra & (c) Glos(1978) (d) Bazan(1980)&
Mazur(1970) Buchanarn(1990)

Figure 2.7: Stressstrain behaviour models for wood under parallelto-grain compression

Failure modes for clear wood specimens under compression ptoglain can be categorized as
crushing, wedge split, shearing, splitting, combined crusaimgshearing, and brooming, as shown in
Figure2.8 (ASTM, 2021a) Crushing failure is characterized by a plane of rupture that is approximately
horizontal {.e., perpendiculato-grain). When the rupture is generally perpendictdegrain but not
quite horizontal, it is considered a wedge split failure. Shearing failure is defined by a failure plane that
is greater than 45° to the top of the specimen (or less 4B2to-grain, if the grain is straight and
parallel to the direction of loading). Splitting failure takes the form of a continuous longitudinal crack
from endto-end, paralleto-grain, often originating from internal defects. Combined crushimd
shearing is usually associated with crgsasined specimens in which the wood grains are not
completely parallel relative to the direction of loading. Brooming orretithg failure occurs due to
weak end conditions, a usual indicator of excess moishthimproper cutting. When occurring in
small specimens, the former three failure moéegufe2.8a-c) are considered in ASTM D143021a)
as fAacceptabl eo fail ur eBigureX8d-@ areegareral inticators of poore r

material quality and must be discarded.
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(b) Wedge split

(d) Splitting (e) Combined crushing and  (f) End-rolling or brooming
paralletto-grain shearing

Reproduced from ASTN2021a)

Figure 2.8: Compressive failure modes of wood under parallefo-grain compression

Past research and design standards modelling the compressive wood behaviour most frequently
ref er en 1980Bikneaafallihgbranch modekigure2.7d (e.g, in Lacroix & Doudak2018a)
and Plevris & Triantafillo(1992). In testing small rectangular samples of clear wood under uniaxial
compression, Song et §2007)observed patterns between failure mode and sstegis relationship:
the authors noted that parailtetgrain splitting Figure2.8d), which occurred most frequently, agreed
wel | wi t(1980pnadelawhéresas the rarer failure modes of crushtigyufe2.8a) and shearing
(Figure 2.8c) agreed better with earlier models by Malhotra & Ma@®70) and Glos(1978)
respectively. André et al2014) using small cylindrical samples of clear wood, found a resemblance
to Mal hotra & Mazurbés and Glosé models only. Al
Barrett & Lau(1994)note that size has a significant effect on wood strength and behaviour, observing
that small cleawood samples bear limited representation tegallle members which contain assorted

defects and exhibit higher variability.

2.2.3.3 Flexure

In flexure, the longitudinal grain of wooden beams is typically parallel to the span, thereby engaging
both tension and compression paraltefrain. It is, therefore, necessary to consider the constitutive

relationship between tension and compressioacturately predict the flexural response of wooden
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beamsFigure2.9a depicts the strestrain curves employed by Buchar{a890) Here, tensile strength

is linear and brittle, peaking at a failure stréssvhich is dependent on the member size. The
compressive strength is modelled to be bilinear, reaching a maximunfsatatssyield point} before
descending linearly into failure due to wood fibres crushing or bucliggre2.9b shows the resulting
strain and stress distributions through a planar rectangularszosen. The falling branch portion in

the compressive strestrain relationship reflects that the extreme fibre bears not the maximum
strength, but a reduced one wdigpon residual compressive capacity takes over when yield strain is
surpassed. It should be noted that the compressive capacity perperdiguian should be checked

at locations of bearing; and that the tensile capacity perpendtoud@ain should b checked at

locations where there are hanging loads, splits, or notches.
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. e —l tan’mE E 1 e |
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Pan!E o gl
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Cenfroidal
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Neutral 8 & ‘

axis g | er
Er ch

Brittle Lf

fracture SECTION  STRAIN STRESS

<V

(a) Axial loading (b) Flexural loading
Reproduced from Buchan@h990)

Figure 2.9: Strength models of wood

Bending capacity in clear wood members is typically governed by tension failure, characterized by
ruptured wood fibres originating at the extreme or outermost tension fibre, as shieigarg.10ai
d, and occurring in or near the region of maximum bending moment. When tensile failure is gradual,
the tension fibres split into numerous splintéfigre2.10c). In contrast, when tensifailure is brash
or abrupt, splintering does not occiigure2.10d) (ASTM, 2021a) Compressive failure in flexure is
frequently characterized by crumpling or wrinkling fibrégg(re2.10e). The presence of defects may
trigger other failure modes. Knots, in particular, result in points of-sigéss concentrations from
which cracks may develop and propagdtre 2.10b). Splits or checks may provide a pathway
leading to a longitudinal shear failuféigure2.10f).
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(a) Simple tension, side face (b) Crossgrain tension, side face
(c) Splintering tension, tension face (d) Brash tension, tension face
T
(e) Compression, side face (f) Horizontal shear, side face

Reproduced from ASTM2021a)

Figure 2.10: Failure modes of wood under static bending

Given that failures in wood members generally originate from defects, a common strategy for
retrofitting and strengthening is to bridge such defects through the use of another medium to transfer
stress over these points of weakn@savids et al., 2008; Fox, 1978; Lacroix & Doudak, 2020; Lee &
Kim, 2000; Moody et al., 1983; Plevris & Triantafillou, 1992, 1995; Raftery & Harte, 2013; Xiong,
1991; Yang et al., 2016Methods developed in this vein are described in detail in Setdon

2.3 FRP Composites as a Reinforcement Material

2.3.1 Overview

Fibrereinforced polymer (FRP) composites are composed of continuous fibres embedded into a
polymeric matrix. Thehiglst r engt h fi bres contribute to the bu
The polymer matrix, though comparatively weak, serves piliyras a binding agent which transfers
stresses through the fibres and provides shmiéed ductility to the brittle fibreg(Callister Jr. &
Rethwisch, 2003)The combination of the two materials results in a very strong and stiff composite, as
shown inFigure 2.11, that is also generally lightweight, workable, raorrosive, and chemically
stable. All these properties together make FRPs particularlyswigéd for numerous applications
including aerospace engineering, automotive, watercraft, sporting equipment, and bionfEdicine

2021) In the construction industry, FRPs have gained increasing popularity as a strengthening and
rehabilitation material in part due to their extremely high stretmtheight ratio, especially when
compared to stegCallister Jr. & Rethwisch, 2003)This property allows greater strength to be
achieved in much smaller cressctions or to increase load capacity in new or existing structures with

minimal increase to crossectional dimensions.
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Figure 2.11: Stressstrain behaviour of an FRP composite relative to its constituents

One major advantage of FRP is its extreme variability in {otollaway, 2010) Fibres are available
in woven fabric sheets, which can be cut and applied in flexible configurations customized to the desired
application(Legg & Tingley, 2020; Vetter, 2022)When using this method, one or more layers of these
sheets are saturated with a liquid resin and then applied to the surface of the structural element. The
fabric is bonded into place as the resin cures, forming a solid polymer matrix. Alternatively, FRP
elements can be manufactured into a wide variety of shapes not limited to plates, rebar, shells, and a
multitude of structural crossections. These elements can be bonded to a structural element by
chemical adhesives or mechanical fasteners to suitpiblecation. Stress transfer between FRP and
wood elements is achieved most effectively by using adhesive bonding of the polymer matrix. Whereas
mechanical fasteners may be used to fully or partially transfer stresses, they can introduce undesired

stress cocentrations, thereby resulting in undesirable failure m@@estédio et al., 2009)

2.3.2 Fibre materials

The fibres used to reinforce FRP may be derived from various sources to achieve different mechanical
properties and structural behaviours. The most used filaments are made from glass, carbon, aramid, and
less commonly, basalt and plddsed fibres. Filanmé materials tend to be very stiff and brittle;
however, due to the small, naszed diameters of each fibre, the presence of fadausing defects

is very low, allowing very high strengths to be achie{@adllister Jr. & Rethwisch, 2003Because the
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fibre component is the primary contributor to the strength and performance of the overall FRP
composite [Figure2.11), the selection of the fibre material has a significant impact on the final product
as well as its affordabilityCallister Jr. & Rethwisch, 2003frigure 2.12 compares the strengths of
different types of FR® glass, aramid, and carbdragainst that of mild steel.
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Reproduced from AC(2008)

Figure 2.12: Average stressstrain curves for common FRP composites and mild steel

Glassfibre-reinforced polymers (GFRPs) are the most widely used FRPs dheittow cost of
production thus making them more commercially viable than other FRPs in most applications
( 06 Cal | a gThaugh,glasa fibed have high strength, low density, and are relatively chemically
inert (Callister Jr. & Rethwisch, 2003)hey tend to creep under sustained loading and are generally
outperformed by other common FRP fibre matefiBiEazs & Borosnyéi, 2001zlass filaments used
in GFRP are made from readily available colemanite, limestone, kaolin, and sand. Depending on the
ratios of each ingredient used, these filaments may be graded for particular uses based on the resulting
strength, thermal or electricaonductivity, chemical resistance, and other prope(tézer et al.,
2000)

Carbonfibre-reinforced polymers (CFRPSs), compared to other FRPs, exhibit higher tensile strength
and stiffness, higher resistance to creep and fatigue, are less dense, have low thermal and electrical
conductivity, exhibit low thermal expansion, but arecgptible to galvanic corrosion. Polyacrylonitrile
is the most widely used form of carbon fibre in CFRP and is further classified by its modulus of
elasticity and strength. High material cost is a primary deterrent to using CFRP; nonetheless, the
superiorperformance of CFRP compared to other FRPs can make it a moreffaient option,

particularly in specialized applications such as seismic column reffftsada & Lee, 2014)
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Aramid-fibre-reinforced polymers (AFRPs), best known for their application in bulletproof armour,
are highly resistant to i mpact damage. The term
thermoplastic polymefMcDaniel & Knight, 2014) These fibres are ductile, have a high stretgth
weight ratio, and are resistant to creep and fatigue; however, structural applications of AFRP are limited
by its extreme sensitivity to environmental conditigMgDaniel & Knight, 2014)

2.3.3 Fibre orientation

The size, length, continuity, uniformity, density, and alignment of the fibres play a distinct role in the
composite material properties and vary with the FRP production process. Fibre lengths can be generally
classified as continuous or chopped, and tbeantations as aligned or random; examples are shown

in Figure2.13. Chopped or short, randomly oriented fibres are cheaper to produce and agteet||

for adding strength to complex, irregular shapes. Long, continuous fibres allow maximum tensile
strength to be developed in their longitudinal direction but bear very little strength in their transverse
direction(Fu & Lauke, 1996)

Longitudinal
direction

Transverse (a) Continuousaligned
direction

(b) Discontinuousaligned (c) Discontinuougandom

Reproduced from Egb@021)

Figure 2.13: Fibre length and orientation

Continuous fibres are commercially available in the form of yarns or fabrics. If strengthening is only
required in one known directior.@, reinforcing a structural beam against tensile failure), continuous,
unidirectional FRP achieves this purpose with the greatest efficiency. Biaxial fabrics split the direction
of the fibres into a principal, toadary, iusuallg i n a l
perpendicular direction (Aafill ®0° waaved) wexiéltsd f i br e
fabrics are also available, as well as various triaxial and quadraxial fabrics. Such multiaxial weaves
allow for strengthening in multiple directions, albeit at the cost of having fewer fibres to reinforce each

direction and at the risk of developingeanlinear behavioural responéeO6 Ca |l | a gfabrios, 202 1)
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can alternatively be layered to provide further reinforcement in one or multiple dire(¥etter,
2022)

2.3.4 Polymeric matrices

Four primary functions of the polymer matrix are (1) to bind the fibres together, (2) to transfer stresses
along and across the fibres, (3) to reduce the propagation of brittle cracks, and (4) to protect the fibres
from physical abrasion and chemical exges(Callister Jr. & Rethwisch, 2003)The polymer
component, which accounts for 30% to 80% of the FRP composite by weight, has comparatively little
strength Figure 2.11), but it contributes reasonable ductility, durability, dimensional stability, and
chemical stability(Hollaway, 2010) When set, the matrix provides lateral support against buckling
fibres; and whether the fibres are broken or continuously intact, transfers shear stresses through the

composite material.

Matrix polymers can be classified according to their thermal response into the categories of
thermoplastics and thermosets. Thermoplasgcg, (polyethylene, polystyrene, polypropylene) are
characterized by the ability to soften or melt in response to heating, and reversal -apohnge
Molecularly, this phenomenon is attributed to a linear or branched polymer chain structure.
Thermoplasticare highly recyclable due to their ability to be reshaped, making them a popular choice
for consumer plastics; however, they tend to be relatively soft and weak, have low durability, exhibit
high creep, and are thermally unstable, therefore providing elimapplications in structural
engineering. Due to their high viscosity, thermoplastics are difficult to embed with continuous fibres
but may be used with short fibres in injectimoulded formgMallick, 2007)

Thermosetting polymer®(g, polyester, polyurethane, epoxy) are produced in the form of a liquid
resin which hardens in a curing process. In this exothermic process, the molecular polymer chains
undergo extensive crodigking in an irreversible chemical reaction often aided bgtalgst or curing
agent; once cured, thermosets do not soften or melt upon heating, though extreme temperatures may
cause them to permanently degré@allister Jr. & Rethwisch, 2003As a result of the crodmked
structure, thermosets are generally stronger, harder, more chemically and thermally stable, experience
less fatigue, and are therefore preferred plastics for structural applications; however, these properties
make recyclig difficult to achieve and disposal an environmental con(@atlister Jr. & Rethwisch,

2003) Stronger molecular bonds also result in the generally preferred use of thermosets over
thermoplastic as an FRP matriXan et al., 2012pr adhesives to combine dissimilar materials,
including, specifically, wood and FREustédio et al., 2009Used as an FRP matrix, a liquid starting
phase at ambient temperatures offers workability: fibres freshly saturated in resin allow for flexible

application into infinite configurations. The polymer matrix used in this study is-aan@poxy resin.
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Compared to other thermosetting redirgpecifically, polyesters, vinyl esters, and polyurethdnes
epoxies are the most expensive by volume and require thorough mixing of carefully measured reagent

components to achieve the best regiMtsDaniel & Knight, 2014)

Overall, polymers perform poorly at elevated temperatures. The polymer matrices used in FRP have
low glasstransition temperatures which range from 60°C to 130°C. Exceeding these temperatures, the
polymer undergoes a phase change from hard and brittlssdoug and rubbery, thereby severely
compromising the rigidity and strength of the FRP composite. Further, in terms of fire performance,
polymer matrices are highly combustible, spreading rapidly and generating toxic smoke when ignited
(Zigler & Pokorny, 2015)

2.4 Behaviour of FRP-reinforced Wood Composites

2.4.10verview

Past efforts to reinforce wood and wood products have involved diverse configurations of
reinforcement and applications. Applications of bonded metal plek@de Jr., 1975; Mark, 1961)
metal bargBulleit et al., 1989)and preor poststressed cabldal-Hayek & Svecova, 2014; De Luca

& Marano, 2012have seen limited degrees of commercial success for flexural reinforcement.

Technological advancements, improvements to manufacturing capabilities, and rising demand have
made FRPs an economically viable and increasingly popular material, including in the construction
industry. The use of FRP as a strengthening material for wtallanembers has been studied
extensively for concrete specimens subject to different types of I@dietuding compressiore(g,

Demers & Neald1999) Hadi(2005) Micelli et al. (2001) Sulaiman et al(2016) Y. Zhang et al.
(2020) and Zhou et a[2019), flexure €.g, J. A. Martin & Lamann&2008) Nanni & Norris(1995)
Tomlinson & Fam(2015) Triantafillou & Antonopoulog2000) Yost et al(2001) and S. S. Zhang et
al. (2017), seismic €.g, lacobucci et ak2003)and Memon & Sheik{2005), and blast€.g, Buchan

& Chen (2007) and Jacques et al2015)d in various structural geometries, reinforcement
configurations, and environmental conditions. Much of the research ondtft®ced wood has drawn

from precedents with concrete but has since become its own established field of study.

In the context of fire, FRPs fail quickly when exposed to elevated temperatures. As such, externally
bonded FRPs provide no fire protection and should not be reliedkipenetardant chemical coatings,
particularly those that employ an intumescent or foaming mechanism of protection, are not a suitable
strategy with FRP because the glassisition temperature is lower than that required to activate the
desired foaming ection(Ji et al., 2013)Physical isolationd.g, encasing, embedment, or nsarface

mounting) is the best option for reinforcing wood members with FRP when fire performance is a
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priority, with the additional benefit of improved aesthefigs A. Martin & Tingley, 2000) Some
examples of achieving FRP isolation are showRigure2.14. BS 52684 (2007)specifies 20 mm of
wood cover to provide 30 minutes of fire resistance. A parametric study by Zigler & PqROS)
found that neasurface mounting of FRP under an insuigtwood cover of 25 mm can provide 15

minutes of fire resistance, and a cover of 40 mm can achieve 30 minutes of fire resistance

| ci ‘
i ik
h; _ %S ‘ carbon strip "' e
7 carbon strip & inserted into — .
surface inserted into ~: deep groove
mounted shallow groove
carbon strip . ) ) fire protection
— fire protection - wood cladding - - wood element
carbpn fire protectio carbon strip
rod inserted ~ k-_.v.; - wood element inserted into
into groove &_ : perpendicular
groove

Reproduced from Zigler & Pokorn(2015)

Figure 2.14: Examples of fire protection for FRP elements

2.4.2 FRP-reinforced wood for compression resistance

FRP confinement is a popular form of reinforcement for wood columns, bridge piles, and abutments.
Such methods are quick and simple to install-effsictive, and can be done in situ and without closing

or reducing service leve{tegg & Tingley, 2020)

Chidiag (2003) Najm et al.(2007) and Song et al2010) investigated the behaviour of small
cylindrical specimens of clear wood and drew common conclusions on the effectivenestagthll
FRP confinement on increasing peak strength, ductility, and durability. In heavy timber piles, Kim &
Andrawes(2016) observed that continuous GFRP wraps provided significant improvement to peak
strength and ductility. Emersdq2004)and Caiza et al2012)showed that this same reinforcement
method can also be effective in restoring compressive and flexural strength in damaged timber piles in
situ. As an alternative to continuous confinement over the full length, Dong(208b)reported that
partial confinement can also be quite effective for increasing theckaging capacity of square
columns wrapped with bands of CFRP, AFRP, or basalt FRP (BFRP). Heiduschke &2(di@and
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06 Cal | a g(202ljobserved thdt even small amounts of FRP confinement can increase the peak
capacity to the extent of changing failure modes; Heiduschke & Haba0)investigated GFRP and
CFRP wraps on hollow timber columns and observing their failure modes transition from sudden
cr ushi r2921)aested squarec a |

lumber confined with varying configurations of continuous FRP confinement to determine the effect

splitting towards ductil e

of fibre orientation on compressive resistarfeigure 2.15 shows representative failure modes from
O6 Cal | (202D where it can be noted that, whereas damage propagated throughout the
t he

nforced control GFRP rei

unr ei speci mens,

localized damage.

2% /f; 4
Vi

(a) No confinement (b) Uniaxial FRP (c) Bidirectional FRP  (d) Bidirectional FRP

Reproduced f r(20ed)

Figure 2.15: Effect of GFRP confinement on square lumber columns

FRP confinement also does not need to be longitudinally continuous to successfully strengthen
columns, as demonstrated by Zhang e{2012) who used FRP bands to reinforce longitudinally
cracked fullscale square columns and observed an effective restoration of thealogidg capacity

to precracked levels.

Studies by Song et &2010) Dong et al(2015) and Kim & Andraweg2016) showed that the
degree of compressive strengthening by circumferential confinement is not directly proportional to the
volume ratio of FRP applied. Conversely, André et(2013)found a linear relationship between
reinforcement ratio with strength and stiffness to small clear wood blocks adsbdeghapes when
the direction of CFRP wrap is applied longitudinally or pardejrain rather than transversally or

perpendiculato-grain.
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2.4.3 FRP-reinforced wood for flexural resistance

The body of literature dedicated to reinforcing wood members puts much of its emphasis on members
in flexure. Common applications for FR#®od composites include the rehabilitation of timber bridges,
which benefit greatly from the ease and speed fitinapplication, an economical alternative to
demolition and replaceme(Buell & Saadatmanesh, 2005; CSA, 2019a; Gentile et al., 2002; Hay et
al., 2006)

Simple flexural reinforcement of the tension face with thin strips or plates of FRP has been shown to
increase the ultimate flexural capacity by up to 50%, stiffness by up to 20%, as well as reduce overall
variability due to the bridging of failusmducing defect{Gentile et al., 2002; Johns & Lacroix, 2000)
However, it should be noted that these results can be influenced greatly by the properties and quantity
of the FRP used. Plevris & Triantafilld@992)found that reinforcement ratios of just 1% by cross
sectional area resulted in substantial improvements to stiffness and flexural load capacity, resulting in
increased compressive yielding behaviour; at higher reinforcement ratios, the stress traasition w
enough to even change the mode of failure, albeit with diminishing returns; and that reinforcement
ratios beyond 3% provided limited benefit as the incremental gains to flexural capacity became
negligible. The authors concluded that the critical FRRfeetement ratio depended on only three
parameters: the strain ratio at failure between wood in tension and wood in compression; the strain ratio
between FRP tension at failure and wood compression at yielding; and the stiffness ratio between the
FRP and wod. Lindyberg & Daghef2012) observed that 3% reinforcement ratios of this same
configuration could increase the bending capacity of glulam beams by over 100%. Raftery & Harte
(2013)noted that when glulam beams under positive bending were reinforced with FRP plates on the
tension face, wood lamination on the compressive side top of the beam) may yield or wrinkle,
thereby introducing some increase in ductility. However, a common issue with simple tension
reinforcement in flexure, as reported by Dorey & ChgriP6a, 1996h)Hernandez et a{1997) and
Lacroix & Doudak(2018a) is the suddedebondingf the FRP following failure in the wood tension
surface. Furthermore, while the external FRP bonding method is popular for its ease of application,
such configurations are more susceptible to environmental dgRafiery & Harte, 2013)Examples

of FRP configurations for flexural reinforcement are showRigure2.16 (Zigler & Pokorny, 2015)
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(a) Surfacemounted (b) CFRP strip inserted (c) CFRP rod inserted
reinforcing strip vertically into groove into groove

Reproduced from Zigler & Pokorn2015)

Figure 2.16: Examples of external FRP reinforcement for flexure

When reinforcement is extended beyond only the tension face, the reinforcement ratio requirements
described above by Plevris & Triantafilldi992) become ambiguous and the body of research is
comparatively smaller. FRP configurations for shear reinforcement involve full or partial confinement
around the beam. Partial confinement, in this context, is generally applied when all transverse sides of
the member are not easily accessible, such as in the case of slab supports and wall abutments.
Unidirectional and/or bidirectional FRP fabrics are typically used in such coraise2.17 presents

basic crossectional arrangements for shear reinforcement using FRP.
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continuou$ spliced

\</
/
/ \

(c) Partial confinement (d) Partial confinement
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Reproduced from 1. Buell & Saadatman&ab05)
2. Lacroix & Doudak2020) and 3. de la Rosa Garcia et(aD13)

Figure 2.17: Basic shear reinforcement schemes for FRReinforced beams
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Buell & SaadatmanesfR005) retrofitted existing bridge stringers and investigated the effect of
wrapping the timber members using 0°/90° bidirectional CFRP. The authors tested -theptull
confinement configurations shown fiigure2.17a andFigure2.17c as well as timber beams with no
or simple (tensiotonly) reinforcement. The bidirectional confinement was found to have reduced the
detrimental effects of the defects, and the FRP reinforcements contributed significant improvements in
the overall peak stngth, stiffness, and deflection relative to the unretrofitted beams. Lacroix & Doudak
(2020) studied the effects of layering different reinforcement scheffigsirg 2.17a-d) on the same
member with varying combinations of tension reinforcement and degrees of longitudinal continuity
(e.g, continuous haiflepth partial confinement with continuous or targeted, full or partial
confinement). Confinement was shown to limit crack development and delayRR@dlebonding
beyond peak resistance, with flehgth confinement contributing the mastductility and pospeak
resistance. VettdR022)applied combinations of GFRP in fuRifure2.17a) and partialfigure2.17d)
confinement to glulam beams, and also compared the effects of confinement run continuously through
the length with confinement added only to highh e a r zones as MAstirrups. o0
resistance was increased in all reinforced members, tbio$erced with only simple tension laminates
and partial haHdepth confinement primarily failed in shear. However, when stirrups of full or gradated
confinement were added, shear failure was partially contained and prevented premature debonding
(Vetter, 2022)

An alternative to reinforcing bending members with FRP fabric is using FRP rebar. FRP bars are
often available with grooves or with a sand coating to develop adequate bonding shear. Gentile et al.
(2002) studied the effect of neaurfacemounted GFRP bars on timber beams. Similar to fabric
reinforcement, the bars bridged local defects, arrested crack opening, confined local rupture, and were
able to transition the failure mechanism from brittle tensiéufe to ductile compressive failure.
Although debonding and delaminatimerecommon issugwith tensile FRP fabric laminates on wood,
the FRP bars did not demonstrate this failure mechaf@amtile et al., 2002)The authors reported
that bar reinforcements increased the numerical ultimate tensile strain failure in the extreme wood fibre
by 64% over that of unreinforced beams. This strength enhancement was accounted for as a constant
modification factor Uy, which Yang et al(2016)later incorporated into a model to predict the flexural
strength of FRP and stesdinforced glulam beams. Lacroix & Doudg018a, 2020)etermined the
modification experimentally by measuring strain increases through the use of strain gauges and reported
increases of 1.17 and 1.2., respectivElgure2.18 compares typical loadeflection curves for simple

tension FRP laminates and GFRP bars.
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Figure 2.18: Typical load-deflection curves for retrofitted glulam beams

2.5 Predicting Flexural Resistance in FRP-reinforced Timber Beams

2.5.1 General

Methods for predicting the flexural resistance in FRiAforced timber beams often borrow principles

from those established for other composite materials, particularly those of reinforced concrete beams.

Such approaches to determine the flexural resistdepend on the constitutive relationships employed.

As summarized in Sectich2.3and Sectior2.3.2 the tensile strength models for wood parétel

grain and FRPs are generally linear and brittle; however, compressive strength models for wood

paralletto-grain are more nuanced and can be subject to greater schritnyeQ.7).

The transformedrea or transformeslection method is a popular technique for the analysis of

composite secti

ons.

The

basi

S f-sectional drdass of @aeht h o d

material by a modular factor such that their-geechanical progrties may be considered equivalent.

Limitations to this method include that all material behaviour is assumed to bediastic only and

that no distinction is made between tensile and compressive behg@earst al., 2012)

The forceequilibrium method studies the distribution of internal forces at the midsparsecssn

of a beam subject to bending loads. It builds upon the transfesme@dmethod by considering that the

material behaviour may not necessarily be entieelya st i c .

D @ Mdpproashed thisty a |

taking compressive wood behaviour to be elastoplastiufe2.7a). The momenturvature method,

as applied by Lacroix & Doudaf2018a) further builds upon this technique by adopting a bilinear

compression modeF{gure2.7d).
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Each of these flexural analysis methods assumes that stresses are perfectly transferred between
materials e., bonds remain intact) and plane sections remain plane during bending. Variations
between the model and the actual beam geometry, as well as variations within the material itself (e.g.,
distribution of knots in wood or bubbles in resin) also affect tharacy of the predicted results.

2.5.2 Transformed-area method

For a simplysupported beam subjected to symmetrical-fmint loading with each point load being
of equal magnitude, the relationship between applied load and moment can be described as

- (2.1)

whereM is the corresponding momentRoP is the total applied load, ardis the span length of the
beam. Assuming that failure is governed by tensile wood failure, the maximum load resitacare,
be obtained for this load configuration by equating Equation 2.1 and Equation 2.2,

0 00 "O- (2.2)

whereM;, is the maximum moment resistance of the eeesdion MORis the modulus of rupture or
flexural strength of the unreinforcedwoddlj i s t he area moment of inert.i
w is the neutral axis of the transformed section measured from the bottom of the beam, given by

Equation 2.3 and Equation 2.4, respectively:

O B'O 00Q (2.3)
’ B
W S (2.4)
wherelNj i s the area moment of inertia of eaAMNMhi £ r ans

the transformed area of each material comportkit,the vertical distance from the centroid of each
component to the neutral axis, agdis the centroid of each untransformed material component

measured from the bottom of the beam.

The eponymous area transformation is achieved by factoring theserctgsn areas of each material
component by a factor equal to the ratio of their moduli of elasticity, as schematizigniia2.19,
where Ay, is the crossectional area of the wood portioA; and ANare the untransformed and
transformed areas of the reinforcemétis the modulus of elasticity of the wood; anid the modular

ratio.
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Figure 2.19: Area transformation of compositecrosssections

The elastic modulus of the epoxy resin used to bind FRP to wood is very small relative to the other
materials and is thus neglected. The transformation can be executed using Equation 2.5 and Equation
2.6:

g — (2.5)
6 ¢£¢06 t&® Q (2.6a)
6 &0 &1 “lee (2.6b)

wheren is the modular ratidzrre is the tensile elastic modulus of the GFRP fabric or lE&wsqis the
tensile elastic modulus of the sawn timber or glulaiNj @vrare the transformed and actual areas of
the fabric FRP portions, respectivelyandb &lje the actual and transformed widths of the FRP fabric,
respectivelyhis the actual thickness of the FRP fabAgyj @&yamr the transformed and actual areas
of the bar FRP portions, respectively; armhdr &ie the actual and transformed radii of an FRP bar,
respectively. The area moments of inertia are likewise transformed, based omesipeictive

geometries, using Equation 2.7:
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DO — —tw (2.7a)

0 — — K (2.7b)

wherelsNj dyNjd ar e the transformed area moments of
respectively.

2.5.3 Force-equilibrium method

D6 Ambr i £014)presentd the following approach for obtaining the bending resistance of an
FRPRreinforced timber beam. Special attention is given to the compressive wood$teaid,whether

it exceeds its elastic limit or compressive yield stréinbased on an elastoplastic model as described
by Neely(1898)in Figure2.7a, the result of which is reflected kigure2.20.

Uk S— c £
X €0
h| dg £ o
L+l + 1 — "*',7
FRP, A, i K 7
(a) Section (b) Strain (c) Stress

Reproduced fr o(01B)C

Figure 2.20: Force-equilibrium analysis using an elastoplastic wood model

When compressive wood strain does not exceed its elasticilienit{ O ), the procedure may be
presented as Equation 2.8 and Equation 2.9:

0 o — (2.8)
O —— — £ Q (2.9)

whereMris the maximum moment resistance about its neutral Bxssthe elastic tensile modulus of
the wood i} is the ultimate or failure tensile strain of the wobig;the area moment of inertia described
in Equation 2.3 and Equation Zatr smallamounts of reinforcement relative to wodds the height

of the beamx is the neutral axis of the transformed section measured from the top of theblie &me;
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width of the beamn is the modular ratio described in Equation 2Abis the total area of the FRP
reinforcement; ands is the vertical distance of the centroid®measured from the top of the beam.

Conversely, if the compressive wood strain does exceed its elastid kmii¢ (3), the maximum
moment resistance is instead determined by the product sum of the stresses $tigune 220 and
their corresponding moment arm distances to the centroidal axis, multiplied by the section width using
Equation 2.10:

0 HO— — ¢ — - —Q o (2.10)

where the neutral axis is obtained by equating the compressive and tensilé fehiels may be
derived from the stress distribution showrFigure2.20bd and solving Equation 2.11 accordingly:

S — - — —— 0 ® (2.11)

2.5.4 Moment-curvature method

Lacroix & Doudak(2018a)applied a momenturvature approach to obtaining the bending resistance
of an FRPreinforced timber beam. This method improves upon the previously described approach by
D6 Ambr i @014y tpplgirg the bilinear compression model described by G®a8) Bazan

(1980) and Buchanarf1984, 1990)as illustrated inFigure 2.7d. The result of this application is
reflected inFigure 2.21 for a semiconfined FRP applicatiori.é., U-shaped reinforcement over the
tension half of the beam).

Cross-section Strain Stress Force
fcz
AN BN * s S
! fc1 - 1=cy
Cr—
&)
S N B
:DDT1
& f Tere
bot t | 'FRPs
EFrP ferp Terpo

Reproduced from Lacroix & Doud4R018a)

Figure 2.21: Force-equilibrium analysis using a momenicurvature model
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Modifying this model for simple tension FRP reinforcemeset,(neglecting the FRP reinforcement
on the sides of the beam)d when compressive wood strain does not exceed its yield s&aithf
0W,), the bending moment at the neutral axis may be obtained using Equation 2.12 through Equation
2.15:

6 -0 - O (2.12)

Y -0 - Q On (2.13)

Y p -0 - -0 (2.14)

0 6 — Y— Y 5 Q 0 — (2.15)

where C; and T: are the unyieldedompressive and tensile forces acting over the wood section,
respectivelyEwcandEw: are the moduli of elasticity of wood in compression and tension, respectively;
Ubp andUerare the wood strains at the top and bottom, respectively, of the besathe position of the
neutral axis measured from the top of the bebnand h are the width and depth of the beam,
respectivelyTerep is the tensile force acting over the botttaminate FRP[#zp is the strain at the
outamost layer of the FRRgrpis the thickness of the FRP layer; avidis the bending moment at the
neutral axis.

If compressive yield strain is exceeded before tensile faiiuee (b, > ), then the resultant
compression forces must be adjusted to reflect the reducegiplostapacity. The linear rate of decline
is described by Equation 2.16:

(o J— (2.16)

wheremis a unitless term representing the declining slope ofyiekt strength as a factor &fvg fey

= f.1 andfe are the compressive stresses at yielding and at the top of the beam, respectivgly; and
andUy are the compressive wood strains correspondifig andf... The bending moment at the

neutral axis for the yielded beam can be thus found using Equation 2.13 and Equation 2.14 along with
Equation 2.17 through Equation 2.19:

6 -0 - QO (2.17)
5 p — — — -—aWOH-Q Q O OO (2.18)
0 6 — 06 Y Y 5 Q 0 — (219
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2.5.5 Size effect adjustments

Defects in wood are often observed on its surface but may also be hidden within its interior. As such,
larger wood members present a greater probability of containing fatusng defects than smaller

members. This is particularly true for elements Wwhimdergo brittle (tension) failures, although
compressive strength is also affected by thissol | ed fsi ze effecto phenome
(Buchanan, 1984)Consequently, strength data obtained from sswle coupon tests may not be

directly translated to fulbcale members. To compensate, strength values can be adjusted by applying
Equation 2.20:

N Q0 — — (2.20a)

N 0 — — (2.20b)

wheref; andf; are the adjusted compressive and tensile yield strengths to be applied in the material
model;fsc andfs;are average compressive and tensile yield strengths obtained from testing the coupon
sampleslscandLs: are the average lengths of the compression and tension colpiantie effective

length in compressiongsc and ds; are the average depthise( the smallest of the crosgction
dimensions or the depth of a glulam layer fully integrated in the coupon) of the compression and tension
coupons saples;dis the depth of the sawn timber beam or the average depth of the glulam layers; and
ki and k. are the length and depth effect parameters, respecti@amtile, 2000; Lacroix, 2017a;
Madsen & Buchanan, 198@jor bendingin which wood elements are neither in pure compression nor

tensionthe strength of the extreme tension fibre may be obtained by apfgiragion 2.21
M Q——- (2.21)

wherefny is the extreme tension fibre streésis the adjusted tensile yield strength obtained from
Equation 2.20bh is the height of the crossection c is the depth of the neutral axis from the
compression facendks is a parametewhich accounts for the variation of strength throughhisight

of the crosssection(Lacroix, 2017b)

Theparameterg;, k., andks canbe obtained from published literature such as Barrett &1884)

or they may be approximated by Equatior22a determined by Madsen & Buchar{&886)
0 € QQQAOINIE QD OTNE & (2.22)

Load configuration also influences beam strength. The length of the beam under its loading pattern

at testing is adjusted such that the total stress it undergoes is equivalent to that of a uniform stress
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distribution. For a simphsupported beam subject to two symmetrical point loads] §herm in
Equation 2.20 can thus be determined from Equatids 2.2

0 2.23)

wherel. is the effective stressed length;is the span of the bearsj is the distance between the
symmetricallyplaced loads; an#; is the length effect parametéGentile, 2000; Lacroix, 2017a;
Madsen & Buchanan, 1986)

2.6 Summary

As wood structures gain renewed attention in the construction industry, the need for a more thorough
understanding of strengthening and retrofitting schemes for wooden members using advanced materials
and technologies is crucial to the development of dagigdelines and the advancement of codes. FRP
composites have been established to be a suitable reinforcement material to use in combination with
wood primarily due to their ease of application and the behavioural enhancements they provide. The
structural performance of wood primarily depends on the distribution of random defects, growth
conditions, and species; however, the addition of FRP can bridge such-¢ailisiag defects,
drastically lessening their detrimental impact, allowing greater resistanioading, and reducing
variability in performance. The additional strength provided by FRP can often transition failure modes
in wood from being governed by brittle tension into a more ddctifeis more desirabdefailure by
engaging compressignelding. While the bending strength of FRPBinforced wood beams can be
predicted using numerical methods and simplified resistance models, further improving design
guidelines requires additional research investigating the effect of reinforcement medium @\, bar
fabric) on different types of wood beanmesd, sawn timber vs. glulam) in addition to verifying the
accuracy of different modelling approaches.
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Chapter 3

Experi ment al Program

3.1 General

This chapter describes the experimental program investigating the flexural response of unreinforced
and FRPreinforced wood beams under static loading. The effects of reinforcement type, namely glass
FRP (GFRP) bars and fabric, are investigated on botim samber and glulam specimens. The
experimental program can be divided into three distinct phases of tehbts foflowing

1. Componentsife.,wood, FRP coupons) subjected to uniaxial loading to determine the material

properties for input in the analytical models,

2. Sawn timber and glulam beams reinforced with GFRP fabric laminates as simple reinforcement

subjected to foupoint bending,

3. Sawn timber and glulam beams reinforced with GFRP bars as tension reinforcement subjected

to four-point bending.

A total of eleven fulscale beams were tested statically under-fmimt bending. Of these, five
beams were sawn timber and six beams were glulam. In addition, to determine the individual material
properties, eighteen wood samples were obtained fromeipective batches for uniaxial component
tests: six tension coupons for sawn timber, six tension coupons for glulam, and six compression
coupons for glulam. Data for the sawn timber under uniaxial compression, GFRP laminates, and GFRP
bars were obtained fo m O 0 C 2021 )avetter§2022) and Lochar§2021) respectively.

The following sections describe the materials and their origin, reinforcement configurations, and

experimental test setups and loading protocols.
3.2 Materials

3.2.1 Overview

The purpose of the current experimental program is to investigate the effects of GFRP reinforcement
in the form of bars and fabric laminates onfib&ural response of sawn timber and glulam members.
Wooden members of similar cressctional dimensions were selected to provide a relative comparison.

It should be noted that the materials used in this study are from other studies, thus some of the
expeimental properties required for the analysis have already been established. The following sections

present the origin and details of the wood used for the specimens as well as for the GFRP reinforcement.
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3.2.2 Sawn timber

The sawn timber specimens used in this study col
I 96n or nomi APneFir 6SPR Grade N& P or higher, which were leftovers from a
study by @0620)aHivé aof ghbsa specimens were reserved for testing undepddntr

bending, whereas a sixth specimen was cut up for uniaxial parmtiehin tension tests per ASTM

D143, iStandard Test Met hods f(ASTM, 8302k) Uniaxidall e a r S
paralletto-grain compression tests were not conducted for the sawn timber because the compressive
properties for this same bat c h(20@1¢andewill bepreseately c har
as required inputs to the analytical model.

For severalmonthsbeforetesting, the wood specimens were conditioned in a humidity chamber
(Figure3.1a) to maintain a constant moisture content. Moisture content was measured using a Tramex
MRHS3 nondestructive digital wood moisture meter. The average surface moisture content of the sawn
timber at the time of testing was 7.9% with a coefficient of varidt®f) of 0.11 The average density
of the sawn timber at the time of testing was determined to be 405.3kiglhha CV of 0.08 Despite
storing the sawn timber specimens in the humidity chamber to avoid severe seasoning and checking,
some specimens had cracks on two or three faces that were approximately 1 cm in width as shown in
Figure 3.1b andFigure 3.1c. In addition to checking and splitting, some specimens had experienced
some warping along the length as showrFigure 3.1d. While this is not representative of new
constructionseasoning and/or checking may occur dependimgnvironmental conditions or due to
limited material availabilityTo compensate for the weakiimgthe specimené.e., in whichwarping

was induced bgeasoning and checlgn thesebeams were testedched to leveragine camber
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(a) Humidity chamber*
* Reproduced f2021)r

(d) Overall warping before testing

Figure 3.1: Humidity environment and effects on timber specimens

3.2.3 Glulam

The six glulam specimens used in this study weetet ai ned fr om t7rhmge |6,nH»y& th sm
5ply 140 mm I 140 mm ( EK.rpuelto aSmamjfactuBng ErrorGtheacebss 2 0 f
sections of these specimens were skewed upon arrival. These were thus squared off using a table saw
and an orbitabanderresulting in narrowenyniformcrosss e ct i ons of 110 mm [ 140
Figure3.2 shows the crossections before and after this process. The specimens were cut to 2,200 mm
(2Njnj) | engt hs f epoint beading, and ¢the affcuts avere uked to rconduct uniaxial
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paralletto-grain tension and paralleb-gr ai n compression tests per AS
Met hods for Small ClASIM 28 ci mens of Ti mber o

(a) As received (b) Cut and squared

Figure 3.2: Glulam cross-sections for flexural testing

Before testing, the specimens were stored in a humidity chamber, which allowed the specimens to
maintain a constant moisture content. The moisture content was measured using a Tramex MRH3 non
destructive digital wood moisture meter. The average moisturemoof the glulam at the time of
testing was determined to be 9.2% witGV4 of 0.06 The average density of the glulam at the time of
testing was determined to be 467.7 kiyith aCV of 0.02

3.2.4 FRP reinforcement

Two types of reinforcement were investigated in the current study: GFRP fabric and GFRP bars. Both
forms of FRP were bound to the base wood material usingESS8poxy primer and saturant
manufactured by Simpson Strefie®, a twepart thermoset epoxy resin designed to be used in
conjunction with the companyds pf fabpias.iTe prepargg Co mp
the epoxy for application, its Part A and B components were mixed at a volume ratio of 2:1 using a
mixing drill for five minutes, per mnufacturer instructiongSimpson Strondie, 2019) After

application, the epoxy was cured for at least 48 hours before beam testing. Material properties for the

liquid and cured forms of the epoxy used are giveTaible3.1 andTable3.2, respectively.

Table 3.1: Properties of Liquid Epoxy

Property Part A PartB Mixed
Viscosity [Pas] 1040 8 90
Density [kg/L]  1.17 097 1.0

Valuesmeasured at 22°C.

Reproduced from Simpson Stroiige (2019)
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Table 3.2: Properties of Cured Epoxy

Property Test Value
Tensile Strength 36 MPa
Tensile Modulus 2,220 MPa

Rupture Strain 0.0173 mm/mm
Flexural Strength 63 MPa
Flexural Modulus 3,660 MPa

Compressive Strengtl 109 MPa
Compressive Modulu: 2,990 MPa
Ty 62°C
Density 1.15 kg/L

Values measured after curing for 7 days at 22°C.

Reproduced from Simpson Strefige (2019)

The fabrics used in this study were GEGBGF27 unidirectional GFRP fabrics manufactured by
SimpsonStrongTie®; their material properties are providedriable3.3. For the beams employing this
reinforcement material, two layers of this fabric were each saturated with thE&8Boxy and
applied to cover the full width of the beam with the primary FRP fibres parallel to the length of the

beams.
Table 3.3: Properties of Unidirectional GFRP Fabric
Tensile Tensile Rupture Thickness
Strength  Modulus  Strain Weight Density per Layer
Property [MPa] [GPa] [mm/mm] [g/m?] [g/mm3] [mm]
Dry Fibre 2,300 72 0.04 915 0.0025 0.36
Cured Laminate* 390 23 0.017 - - 1.3

* Based on composite with CSSS resin cured for 48ours at 60°C.

Reproduced from Simpson Strefige (2020)
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Ribbed GFRP rebar was chosen over smooth GFRP toatgske advantage of added mechanical

interlock andslip resistancerovided byits ridged geometrySélyom et al., 2015)The bars used in

this study were straight ComBARibbed GFRP bars manufactured by Fiberline Composites. To

maintain a consistent area@inforcement ratio across beams with different widths, different GFRP bar

sizes were selected accordingly: M15 for the sawn timber beams and M13 for the glulam beams. Th

geometric and material properties of these bars are provideabla3.4 andTable 3.5, respectively.

Table 3.4: Geometric Properties of GFRP Bars

Designated  Core Exterior Crosssection Specific

Diameter Diameter Diameter Area Weight
(ACI/CSA) [mm] [mm] [mm?] [kg/m]
M13 13 14.5 0.34
M15 16 18 0.53

Reproduced from Fiberline Composi{@917)

Table 3.5: Material Properties of GFRP Bars

Property Term Value*
Ultimate Tensile Strength fu > 1,000 MPa
1,00Chour tensile strength  Fiiooon 950 MPa
Logarithmic temporal slope Rio <15%

Modulus of Elasticity Es > 63.5 GPa
Ultimate Elongation Chy 1.67%
Bond Strength G 12.2 MPa
Bar Surface Profil&actor (bond) K5 O 1.
Bond Coefficient Ko 0.6
Bar Surface Factor Ka O 0.:
Transverse Shear Strength T O 180

Fibre Content

> 75% (vol.)

* Based on M15 bars.
Reproduced from Fiberline Composi{@917)
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3.3 Methodology

3.3.1 Overview

This section will introduce and discuss the retrofit schemes and the test matrix used to obtain the results
used in the analysis portion of this study.

3.3.2 Reinforcement schemes

Two basic retrofit schemes were studied for each type of beam: GFRP fabric and GFRP bars.
Reinforcement was appli-e®dndveenarleednpbehweenl suphp
16. 13 of CSA S6, the fiCan adFigaaB.3sthowg thewainforcBmentd ge D

schemes for both types minforcement.

Reinforcement ratios were chosen to be within the recommendations proposed by Plevris &
Triantafillou (1992) who found an effective upper limit to the useful ratio of FRP reinforcement in
wood to be approximately 3%; any greater proportion of GFRP would provide only diminishing returns
to flexural strength. In the current study, reinforcement ratios of appatedyr?2% of the wood cross
section were targeted, with the actual reinforcement ratios achieved for each reinforcement type given
in Table3.6. These numbers correspond to two layers of GFRP fabric for the sawn timber and glulam
specimens, two M15 bars for the sawn timber specimens, and two M13 bars for the glulam specimens.

Table 3.6: Reinforcement Ratios

Wood Base GFRP Reinforcement Ratios

Fabric Bar
Sawn Timber  1.86% 2.16%
(2-ply) (2xM15)
Glulam 1.86% 1.81%
(2-ply) (2xM13)
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3.3.3 Test matrix

Of the five sawn lumber specimens, one beam was left unreinforced, two beams were reinforced with
GFRP fabric, and two beams were reinforced with GFRP bars. Similarly, of the six glulam specimens,
two beams were left unreinforced, two beams were reinfanittdGFRP fabric, and two beams were
reinforced with GFRP bars. The test matrix is summarizéhbie3.7. To label the test specimens,
each beam was assigned a letter, either G for glulam or S for sawn timber, to represent the base material.
This was followed by another letter, B for bar, F for fabric, or N for none, to represent the reinforcement
scheme. Fially, a number was assigned to sequentially identify the weioforcement combination.

For example, the two glulam control specimens in the set were labelled AaGNGN2.

Table 3.7: Test Matrix

Wood Base GFRP Reinforcement Type  Specimen
None (N) Fabric (F) Bar (B) Total

Sawn Timber (S) 1 2 2 5
Glulam (G) 2 2 2 6
Specimen Total 3 4 4 11

The sequence of beam testing followed a randomized block test. The purpose of the block sequence
design was to address transient environmental faceogs, fiumidity, temperature) over the full
duration of testing all specimens, which spanned two weeks, thereby improving the comparability of
the test results. Constraints in the availability of the test apparatus required thatraihfoaced
beams, which ere the slowest to cure, needed to be tested in their block as shoale3.8. The
extended overall time required for the bars was because the bars could only be installed on one face at

a time, and thus required separate days to cure.

Table 3.8: Test Order

Group Sequence
Block1 GN-1, SF1, GF1, SN1
Block 2 GN-2, SF2, GR2
Block 3 SB-1, GB1, SB2, GB2
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3.4 Instrumentation and Specimen Preparation

3.4.1 Overview

To study reinforced beam behaviour relative to the unreinfosten gauges were applied to the wood
compression and tension surfaces as well as the GFRP satfavespan Figure3.3). The following
subsections describe the process of preparing the beams for flexural testing.

3.4.2 Application of strain gauges

Each beam was fitted with a minimum of two strain gauges: one located at midspan on the tension face
and another at midspan on the compression face, both aligned longitudinally and parallel to the wood
fibres. To promote adequate bonding and measurentie@{soints of application were sanded flat, and

the resulting dust was blown out before gauge application. Strain gauges were adhered using a thin
layer of cyanoacrylate superglue, then covered using a small amount of silica putty to protect the gauges

from abrasion in transport and, if applicable, to isolate them from subsequent layers of GFRP.

Strain gauges were also applied directly to the GFRP reinforcement at midspan. Using a similar
process to that described above for the wood surfaces, cured laminates werdosatiged form a
flush surface on the extreme tension face on which to apply the strain gauges longitudinally. This was
done by using a rotary drum sander to work through the hardened fabric to the centre of the weave in
the outermost layetthis small modification to the reinforcemehas not been shown to affect the
overall stregth and mode of failur¢ Lacr oi x & Doudak, 2018%train 2020 ;
gauges were adhered using a thin layer of cyanoacrylate superglue, then covered using a small amount
of silica putty to protect the gauges from abrasion in trandgigtire3.4 shows the relative positioning

of the midspan strain gauges on the wood surfazeunder the GFRP) and on the outer GFRP surface.

Figure 3.4: Strain gauge installation on GFRP laminates
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On beams reinforced with GFRP bars, one of the two GFRP bars was instrumented with a strain
gauge at midspan, oriented longitudinally, facing outward to obtain average strains experienced in the
bars. A rotary drum sander was used to cut through the gnateves to create a flush surface for the
strain gauges, which can be seefrigure3.5a. The strain gauges were adhered using a thin layer of
cyanoacrylate superglue, then covered using a small amount of silica putty to protect the gauges from

abrasion in transport and from the epoxy fill, as showkigare3.5b.

(a) Uncovered strain gauge (b) Covered, filled, and cured

Figure 3.5: Strain gauge installation on GFRP bar

3.4.3 Application of GFRP fabric

Surface preparation was required before feiwic application to promote an adequate bond of the
epoxy between the wood and FRP. The surfaces of the two sawn lumber specimens were naturally
rough and did not require specific treatment. The two glulam specimens, on the other hand, were
roughened otthe tension face using a wire brush. This was done to promote adequate adhesion of the
epoxy with the wood and fabric. As described in the previous section, the strain gauge locations were
sanded flat. Just before GFRP fabric application, the final stibje stirface preparation procedure was

to saturate the wood surface with a layer of epoxy résgufe3.6a). For each beam reinforced with
GFRP fabric, two layers of unidirectional (0°) GFRP fabric were Eigiufe 3.6b) and applied on the
tension face such that the fibres ran parallel to the span |éfigting3.6¢) to achieve the reinforcement

ratios given infable3.6. GFRP fabric strips were saturated with the epoxy and the excess was squeezed
out using a window squeegee. The first layer of saturated fabric was applied to the tacky wood surface,
and any resulting air pockets were eliminated along with further exgessg esing a ribbed fibreglass

roller. This procedure was repeated with the second and final layer of saturated fabric. Once hardened,
another strain gauge was instrumented on the GFRP surface at midspan. Theeifgbried

specimens were allowed to euior at least 48 hours before testifggUre3.6d).
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(a) Coating the glulam beam’ (b) Saturating the FRP fabric’  (c) Applying the wet FRP*
* Reproduced from Vettg2022)

-

(d) Cured GFRP laminates sawn timber (left) and glulam (right)

Figure 3.6: Application procedure for GFRP fabric
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3.4.4 Application of GFRP bars

Two sawn and two glulam specimens were each reinforced with two ridged GFRP bars, one on either
side of the tension facebds wi dtTable3.6. Sideaadss, asv e t he
opposed to bottom access, permits easier installation and maintenance of timber beams riginforced

situ. Using a router, grooves were cut to 22 mm (¢
mm (11 n) from the tension face of the sawn | umbe
of the smaller bar diameters, groove widths and depths were rddwédh t o 19 mm ( IJnj) a
cover was r edu theatgetdistan@6m thenengjoh fajideras chosen based on CSA

S6 guidelines and to study tatect of placing the reinforcement higher in the belagbris was blown

out using pressized air, and any ridges left from the routing process were left to assist the epoxy bond.

Dots of silica putty were inserted at three points in each groove for the GFRP bars to rest upon such

that the bars would not rest directly on the wood surfacekiip one side at a time, the bars were

inserted, and the grooves were filled with the EESStwapart epoxy resinKigure3.7a). The sides of

the beam were tapped with a rubber mallet to help liquid epoxy settle through tighter crevices and to
release large bubbles, which woulelgativelyaffect the bond and overall strengttihe epoxy on each

side was allowed to cure fully before further disturbaiégure3.7b). Given that not all sawn lumber

specimens were perfectly straight or flat, some beams had low points in the resin whiéhnsat 1

below the surfaceHgure 3.7¢); however, care was taken to ensure bars remained fully engulfed in

resin at all points.
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(b) After curing

(c) Overall side views

Figure 3.7: Application procedure for GFRP bars

3.5 Test Apparatus and Procedure

A total of eleven fullscale beams were tested statically under-fmint bending. The tests were
conducted in accordance with ASTM D198, NSt anda
St ruct u(A8TM, 2021hk) Alsbéams were loaded using a 500 kN hydraulic load frame with a

load cell connected to an actuator. The loading was applied through a spreader beam and bearing blocks.
The bearing blocks were constructed from hardwood to have a radius of over twih&itneam depths

per ASTM D198 (ASTM, 2021b) Simplesupport boundary conditions were achieved using an
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anchored pin and roller system. These supports were braced laterally, although this was not explicitly
required by the ASTM standard because the depthidth ratios did not exceed three. A legpan
to-depth @/d) ratio of 4.8 was used.

Before applying GFRP reinforcement, the beams werdoaded to record the wood bending
stiffness. The control and retrofitted beams were loaded in displacement control until failure, with
loading protocols ranging from 3.5 mm/min to 10 mm/min to ensltireate failure within five and
ten minutesfollowing the ASTM D198 standar@hSTM, 2021b) During the tests, a data acquisition
system recorded the data at a sampling rate of 15 samples per second. The applied load, midspan
deflection, and shedree deflection were measured using, respectively, the frame load cell, a linear
position transduge ( Astring potentiometerado or Astring poc¢
transducer (LVDT) in the shed#ee region. Additionally, the wood and FRP strains were recorded at
midspan using strain gauges as described in Sex#ad Before testing, weight and moisture readings
were taken and documented along with the visual observation of the specimens. Documentation and
photographs of the failed specimens were also recdriae 3.8 shows a representation of the actual

test setup with its instrumentation.

Evye pin threaded into the
/_ yep

Spreader Beam—. % hydraulic load frame

e

Glulam Beam\
f T f 1 —Hardwood
N L J L =

Support Beams [ #F |
LVDT: ;E ~—~—DBeari lat
‘_\ g \Su’ain Guiiges earing plates

Deflection

-l

Grade beam——_ | String Pot:
anchored to the T Midspan
load frame Deflection

Reproduced from Vett€R022)

Figure 3.8: Static bending test setup
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3.6 Component Properties

3.6.1 Overview

Component tests were conducted on the wood and FRP materials to obtaiarppression and pure
tension properties to input into the analytical models. Test methods and procedures for samples of clear
sawn timber and glulam, GFRP laminates, and GFRPwees conducted following sections.

3.6.2 Wood coupons

Eighteen wood samples were obtained from the respective batches for uniaxial testing: six tension
coupons for sawn timber, six tension coupons for glulam, and six compression coupons for glulam.
These samples were cut to size and tekiegure compression and pure tenspmar ASTM D143,
iStandard Test Met hods for SASAN, 12021@) Siza effecSp e c i me
adjustments wilthen be applied to the coupon data as described in S€clidand5.3.2 Data for

the sawn timber under uni axi al compression was
(2021)

Compression coupons, shownHRigure3.9a, with final dimensions of 50 mm x 50 mm x 200 mm
(2nl 2nl 8nj), were prepared from extra glulam mat
test frame, shown iRigure3.9b, loaded the coupons in compression and recorded the applied force.
The displacement was recorded using an LVDT and was used to calculate the relative change in length
(i.e.,strain).

(a) Test coupons (b) Test apparatus
Reproduced from Vettg2022)

Figure 3.9: Wood compression coupons
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Tension coupons, shownhiigure3.10a, were prepared from extra sawn timber and glulam material.
The general shape of the specimens was cut out using a bandsaw and finished on a belt sander to
smoothen any irregularities. The finalcrass® ct i on ar ea was ¥Bnj)mm A 1100 knNv
electromechanical frame, shown Fiigure 3.10b, pulled the coupons until failure and recorded the
applied force. A 50.8 mm extensometer, placed athmight, was used to calculate the displacement

and the relative change in length during the test.

(a) Test coupons (b) Test apparatus
Reproduced from Vettg2022)

Figure 3.10: Wood tension coupons

3.6.3 GFRP coupons

Tensile properties for the GFRP materials used in this study were conducted previously by Vetter
(2022)for the GFRP laminate$-igure3.11) and by Locharf2021)for the GFRP bard~jgure3.12).

The respective tests were conducted per ASTM D3
of Polymer Matri x(AEIMpRRlY)mintde ABad tMe Di721069 A St andar
for Tensile Properties of FiberARM,201lb) r ced Pol yr
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(a) Test coupon (b) Test apparatus
Reproduced from Vettg2022)

Figure 3.11: GFRP-fabric coupons

.\- M\s

(a) Test coupons (b) Test apparatus

Figure 3.12: GFRP-bar coupons
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Chapter 4

Experi ment al Resul ts

4.1 General

This chapter presents the findings from ¢ix@erimental testing of the material componengs Eawn
timber, glulam, and GFRP materials) and the-$athle beams described in the previous chapter. The
following sections provide the numerical data from each test conducted and describe observations of

their failure mechanisms.
4.2 Component Test Results

4.2.1 Overview

This section presents the failure mechanisms and numerical findings of each material component in
isolation. Figures and stresiain data for each test sample can be fourpjrendix Afor the wood
compression coupons andAppendix Bfor the wood tension coupons.

4.2.2 Wood compression

Parallelto-grain compression tests were conducted to provide inputs to the analytical model to predict

the flexural response of unreinforced and FRiAforced wood beams. The sawn timber specimens

tested in flexure in the current research program weegrma as remnants from ftdtale compression

tests by O'Callagha(2021) The focus of O6Call aghandés researtr
reinforcement on the compressive behaviour of SPF members; as a result, a total of six 140 mm x 140

mm (nominal 6x6) x 685 mm SPF Grade No. 2 or better members were tested in compregkbn para
to-grain. Figure 4.1 shows representative failure modes observed in the unreinforced specimens,
including splitting, crushing, and wedge splitting. The stetssn curves for the six timber specimens

are shown irFigure4.2 along with their average curve.
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(a) Splitting (b) Crushing (c) Wedge splitting
Reproduced from O'Callagh&?021)

Figure 4.1: Representative compressive failure modes of unreinforced fuficale timber

C-1
—&— -2
i ——C-3
S0 —a—C-4
—&—C-5
=
a0 b - = AV

Stress [MPa)

0 noos .01 D15 0.0z nozs 0.03 0035 004

Strain [mm/mm)

Reproduced from O'Callagh§2021)

Figure 4.2: Experimental compressive stresstrain behaviour of full-scale timber
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Table4.2 summarizes key values from the sawn timber specimens tested in compressiontparallel
grain. The values presented are the compressive modulus of elasticity (MOE); compressive yield
strength ), the maximum stress resisted by each specimen; compressive yield($xaing strain
value corresponding tl,; compressive ultimate strengtli,), which is defined as the stress resisted
before failure; and compressive ultimate stréi) (which isthe strain value correspondingfte

Table 4.1: Results of Paralletto-Grain Compression on FullScale Sawn Timber Specimens

o

ID MOE? fo,®  ({,9x109  fe,? W, ® x10°

# [GPa] [MPa] [mm/mm] [MPa] [mm/mm]
C-1 866 31.6 4.06 6.6 2.82
C-2 1018 34.0 3.78 11.E 7.23
C-3 722 234 4.06 5.1 4.04
C-4 6.47 245 4.68 4.2 4.78
C-5 825 327 5.09 14.2 0.98
C-6 1000 34.8 4.06 13.¢ 1.38

Average 847 30.2 4.29 9.3 3.54
Std. Dev.  1.36 4.5 0.45 4.1 2.1

Cv 0.16 0.15 0.10 0.44 0.60
Reproduced from O'Callagh2021) c) Compressive yield strain

a) Compressive modulus of elasticity d) Compressive ultimate (failure) streng

derived as 1810% of the stresstrain slope e) Compressive ultimate strain

b) Compressive yield (maximum) strength

Whereas fullscale data was available for the sawn timber, it was not economical to conduct full
scale tests for the glulam. Compression tests are usually conducted eacatgatipecimens and then
adjusted for size effectas described in Sectidh5.5and 5.3.2 (Buchanan, 1990; Lacroix, 2017a;
Vetter, 2022)

Representative failure modesncluding splitting, crushing, and wedge splitiingf unreinforced
glulam coupons subjected to axial compression pattaligiain are shown irfrigure 4.3. Detailed
failure modes of all glulam compression coupons at failure can be foukpendix A The stress

strain curves for the six specimens are showfigare4.4 along with their average curve.
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Figure 4.3: Representative compressive failure modes of unreinforced glulam coupons
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Figure 4.4: Experimental compressive stresstrain behaviour of smallscale glulam

Table4.2 summarizes key values from the sawn timber and glulam compression specimens. Values
of interest presented in this table are the compressive modulus of elasticity (MOE); compressive yield
strength {,), defined as the maximum stress resisted by each specimen; compressive yieldjtrain (
the strain value corresponding ftg, compressive ultimate strength.), the stress resisted before
failure; and compressive ultimate stralih)) which isthe strain value correspondingft@
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Table 4.2: Results of Paralletto-Grain Compression on SmaHlScale Glulam Specimens

ID MOE® fo,®  (,9x10° fo,® L9 x1C

# [GPa] [MPa] [mm/mm] [MPa] [mm/mm]
GC1 7.6 57.8 8.31 32.8 28.7
GC2 55 53.2 10.86 22.3 31.3
GC3 122 52.1 6.12 20.9 23.2
GC4 14.7 51.8 4.35 38.9 19.9
GC5 9.2 48.2 6.24 19.3 22.2
GC-6 11.3 53.1 6.48 14.5 27.4

Average 101 52.7 7.06 24.8 254
Std. Dev. 3.3 3.1 2.25 9.1 4.3
Ccv 0.33 0.06 0.32 0.37 0.17

a) Compressive modulus efasticity d) Compressive ultimate (failure) streng
b) Compressive yield (maximum) strength ~ e) Compressive ultimate strain

c) Compressive yield strain

4.2.3 Wood tension

A total of twelve tension tests were conducted on sawn timber and glulam coupomgde inputs to
the analytical modelsStresses werealculated as theatio of applied loadover the smallest
perpendiculacrosssection areastrains were calculated as ttadio betweerthe measured elongation
of the uniform section over its original lengFigure4.5 shows the tensile failure of each material type
in the test apparatus. Figures for all tension coupons at failure can be follpgeindix B Stress
strain relationships for each sawn timber specimen are aggregafégune 4.6a along with their
average, and similarly for each glulam specimefigure 4.6b. The sawn timber and glulam were

observed to behave linearly up to failure, where they failed in a brittle fashion.
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(a) Sawn timber (b) Glulam

Figure 4.5: Representative failure of tension coupons
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Figure 4.6: Average experimental stressstrain behaviour of tension coupons
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Table 4.3 summarizes key values from the sawn timber and glulam tension coupons. Values of
interest presented are the tensile MOE, the tensile ultimate or failure stréggttand the
corresponding tensile ultimate strati)

Table 4.3: Results of Static Tensiorirests on Wood Coupons

Sawn timber Glulam

ID MOE?® fu® 9x10 ID MOE?® fu® 9 x10

# [GPE [MPa] [mm/mm] # [GPa] [MPa] [mm/mm]
ST-1 118 67.5 5.73 GT-1 141 88.8 5.81
ST-2 11.0 70.6 6.17 GT-2 127 98.5 7.89
ST-3 11.3 75.0 6.41 GT-3 151 99.2 6.53
ST-4 10.0 76.3 7.35 GT-4 133 125.9 9.68
ST-5 11.2 71.6 6.06 GT-5 139 104.1 7.22
ST-6 104 58.2 5.49 GT-6 134 94.0 6.59

Average 11.0 69.9 6.20 Average 137 101.8 7.29
Std. Dev. 5.1 32.8 2.92 Std. Dev. 7.1 53.4 3.90
Cv 0.47 0.47 0.47 CcVv 0.52 0.53 0.53

a) Tensile modulus of elasticity c¢) Tensile ultimate strain

b) Tensile ultimate (failure) strength

4.2.4 FRP tension

The tensile properties of thegly unidirectional FRP fabritaminates used were determined by Vetter
(2022) and the tensile properties of themi® and 1émm FRP bars used were determined by Lochan
(2021). A representative sample of each FRP materiatdanhd upon tensile failure is showrigure

4.7. Despite being of different shapes and forms, both FRP materials exhibited sudden and severe
splintering upon failure as the fibre components ruptured and the weaker polymer matrix could no
longer bind them together. Brittle failure can also be observétkistresstrain relationships shown

in Figure4.8 andFigure4.9, respectively.
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(a) 2ply unidirectional laminafe (b) 13mm baf
Reproduced from 1. Vetté2022)and 2. Locharf2021)

Figure 4.7: GFRP specimens before and after tension testing
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Figure 4.8: Representative stressstrain curves for GFRP fabric-laminates in tension
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Figure 4.9: Representative stressstrain curves for GFRP bars in tension
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Table4.4 summarizes key values from each of the FRP fabric and bar reinforcements. Values of
interest presented are the tensile MOE, the tensile ultimate or failure stréagih and the
corresponding tensile ultimate strafixf).

Table 4.4: Results of Static Tension Tests on GFRP

FRP Type MOE ® frrp?  Urp? %103
[MPa] [MPa] [mm/mm]
Fabric Average 235 434.6 20.4
Laminate¢  Std. Dev. 0.7 1438 0.8
Ccv 0.03 0.03 0.04

Bar, 13 mnf Average 768 1,231 16.0
Std. Dev. 05 235 0.3
Ccv 0.01 0.02 0.02
Bar, 16 mn? Average 75.0 1209 16.1
Std. Dev. 05 224 0.8

cv 0.01 0.02 0.02
a) Tensile modulus of elasticity d) Vetter(2022)
b) Tensile yield (maximum) strength e) Lochan(2021)

¢) Tensile yield (maximum) strain

4.3 Bending Test Results

4.3.1 Overview

This section presents the failure mechanisms and numerical findings of each beam and reinforcement
group. Figures for the individual beam tests can be fourkppendix C Load, displacement and
straintime data can be found Appendix D

4.3.2 Control specimens

Wood beams loaded under fgumint bending experience their maximum moment between the points
at which the loads are applied, and thus failure is usually initiated at a knot or defect within this zone.
This phenomenon is demonstrated in the sawn timbérat@pecimen, SN (Figure4.10), whereupon

failure can be traced to originate from a large knot on the tension face in thereggregion.
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(c) Crack propagation (d) Crack origin detail

Figure 4.10: Representative failure progression of unreinforced sawn timber

Cracks were formed similarly in the glulam control beamsXcihd GN2 (Figure4.11). Notably,
failure occurred sequentially, distinctly pby-ply; cracks would propagate through one layer at a time
before being temporarily Areseto at each glued I
of least resistance.
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Figure 4.11: Representative failure progression of unreinforced glulam

Figure 4.12 shows the loadlisplacement behaviour of the sawn timber and glulam control
specimens. Whereas the sawn timber beam failed shortly after peak loading, both glulam beams
exhibited some level of pegeak behaviour or residual capacity after initial failurerthermore,
smaller peaks can be seen in the glulam plots, each corresponding with the failure of a wood layer.

Table4.5 summarizes key values from the sawn timber and glulam control beams. Values of interest
presented are the peak or maximum load resistdhg);(its corresponding midspan displacement
(g».may @s measured by the string pot; the flexural modulus of rupture (MOR), equal to the maximum
bending resistance divided by the beam's elastic section modulus; the bending skjfreessved as
the slope of the initial rising arm in the ledplacement plot of the unreinforced beam corresponding
with the first 1040% of the maximum load; tensile wood strain at ruptfj,m, the maximum strain
as viably measured by a strain gauge on the extram®tewood fibre at midspan; and compressive
wood strain { may), which isthe strain value corresponding tdPatxas measured by a strain gauge on

the extreme compression wood fibre at midspan.
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Figure 4.12: Resistance curves of unreinforced beams
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Table 4.5: Results of 4point Bending Tests on Unreinforced Beams

ID Pmax® pma® MOR9  Ku?  Una®*x10® Umad x10°
# [KN] [mMm] [MPa] [N/mm] [mm/mm] [mm/mm]

SN1 527 315 38.9 1773 3.99 3.00

GN-1 47.1 244 44.2 1849 2.82 4.30

GN-2 578 333 54.3 1853 4.86 5.70
Average 52.5 28.8 49.3 1851 3.84 5.00
a) Maximum load resistance d) Bending stiffness

b) Displacement at maximum applied load e) Tensile strain at rupture
¢) Modulus of rupture f) Compressive strain at maximum load

4.3.3 Specimens reinforced with GFRP fabric-laminates

The addition of GFRP fabrl@aminate as external reinforcement caused a noticeable shift in the flexural
behaviour of the beams. In the sawn timber specimens, the wood on the tension face was observed to
fail first, as shown iffrigure4.13. In all cases, all specimens in this group demonstrated a sudden failure
across the entire depth of the sawn timber specimens. This observation is in line with larger loads being
applied and sustained through the added reinforcement.

WPt

(a) WoodFRPdebonding (b) Wood rupture
Figure 4.13: Representative failure ofFRP-fabric-reinforced sawn timber specimens

Figure 4.14 shows specimen SE immediately before and after failuréhere FRP debonding at
failure was observed.€., separation of the FRP layer due to the wood pushing outwarB)gure
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4.14c, the closeaup of the failed beam shows the initial tensile failure in the wood, which originated at
a knot on the tension face at the approximate midspan. The reducesemiias due to the prexisting
longitudinal splits at midlepth formed a failur@lane where the beam "popped" open as the FRP
debonded.

(b) Initial failure, FRP debonding

(c) Crack origin detail (back view, mirrored)

Figure 4.14: Failure progression of SF1

Figure4.15 shows specimen SEimmediately before and after failure, as well as a detailed view of
the failed beam. The lower portion of the beam depth was mostly intact, but failure along-the pre
existing longitudinal splits at midepth governed the failure modée failure propagated throughout
the beam until it reached the compressive sitte. GFRP reinforcement was not observed to debond
rather, he initial failure of the wood occurred outside the provided reinforceraadtpropagated
throughout the sawn timber section without GFRP debonding.
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(c) Crack origin detail (back view, mirrored)

Figure 4.15: Failure progression of SF2

The observed failure modes for the glulam specimeng @fd GF2 are shown irigure4.16 and
Figure4.17, respectively. The initial failure was observed to occur in the wood on the tensileithce,
the failure across the deptlicurringimmediately after the initial failure.

In general, the two fabriteinforced glulam beams performed comparably to each other. Similarly
to their control counterparts, failure in both reinforced glulam beams followed the path of least
resistance and propagated throughout the specimen, albeitingcaltogether in one instant at the
maximum load without any significastistained pogteakresistanceThe initial failure of the wood
occurred at the reinforcement termination point, thus no debonditgeoGFRP and wood was
observed.
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(c) Crack detail (front view)

Figure 4.16: Failure progression of GF1

72



(c) Crack detalil (front view)

Figure 4.17: Failure progression of GF2

The loaddisplacement curves of the four FRP fabemnforced beams are shown kigure 4.18.
Key values are summarizedTiable4.6 below. Values of interest presented are the peak or maximum
load resistancePqay); its corresponding midspan displacemept(x) as measured by the string pot;
the bending stiffnes¥), derived as the slope of the initial rising arm in the ldeplacement plot of
the unreinforced beam corresponding with the fir§400% of the maximum load; tensile wood strain
at rupture {Umay), the maximum strain as viably measured by a strain gauge on the extreme tension
wood fibre at midspan; compressive wood stralm.4), the strain value corresponding toPatx as

measured by a siragauge on the extreme compression wood fibre at midspan; and the tensile FRP

strain at ruptureQmay).

73



90

80

70

=
(=]

Load [kN]
=

90

80

70

i (=2
[=] o

Load [kN]
&

SF-1
SF-2

0 20 40 60 80 100 120 140 160 180 200

Displacement [mm]

(a) Sawn timber

— - =GF-I
— - - GF22

/ (T -._..’;,::

0 20 40 60 80 100 120 140 160 180 200

Displacement [mm]
(b) Glulam

Figure 4.18: Resistance curves of beams reinforced with GFRP fabric
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Table 4.6: Results of 4point Bending Tests on Beam&einforced with GFRP Fabric

ID Prax® bmax®  Kw© Ki9  Uma® x108 Uma X108 Umax? x10°

# [kN] [mMm]  [N/mm] [N/mm] [mm/mm] [mm/mm] [mm/mm]
SF1 80.0 557 1788 2014 6.26 4.78 8.92
SF2 55.0 326 1641 1848 3.89 5.22 2.44

Average 67.5 44.1 1715 1931 5.08 5.00 5.68
GF1 713 471 1799 1977 5.64 4.17 6.85
GF2 627 373 1666 1901 5.02 4.53 5.59

Average 67.0 42.2 1723 1939 5.33 4.35 6.22

a) Maximum load resistance e) Wood tensile strain at failure

b) Displacement at maximum applied load f) Compressive strain at maximum load

c) Bending stiffness gfre-loaded wood g) FRP tensile strain at failure

d) Bending stiffness dhereinforced beam

4.3.4 Specimens reinforced with GFRP bars

The addition of GFRP bars as tensiemforcement caused a noticeable shift in the flexural behaviour

of the beams. In the sawn timber beams, failure was observed to first occur in the wood on the tension
face (.e., below the bars) followed by the epoxy cracking and shattefiggre4.19 andFigure4.20

show the failure progression of the two FRP reaearforced sawn timber beams, SBand SB2,
respectively. In both instances, the addition of GFRP bars contributed to the damage being localized
across the crossection depth rather than propagating tigtoout the beam. In both cases, the failure
developed around knotBifure4.19 andFigure4.20e).

Figure4.21 and Figure 4.22 show the failure progression of the two FRP ralearforced glulam
beams, GBL and GB2, respectively. The initial failure was observed to occur in the outermost wood
laminate, followed by failure of the resin. The failure path in the glulam specimenshsarved to
follow the path of least resistance and propagated throughout the section. Compared to the other glulam
beams with exposed wood at the extreme tension facel @B not have any large defects in the
bottom layer, only small knots and onedliof finger joints. Instead of large defects, the tensile rupture

originated from this finger joinesshown inFigure4.23,
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(d) Ultimate failure

(e) Crack detail (bottom view)

Figure 4.19: Failure progression of SB1
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(e) Crackand slipdetail (front view)

Figure 4.20: Failure progression of SB2
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(e) Crack detail (front view)

Figure 4.21: Failure progression of GB1
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(e) Crack detalil (front view)

Figure 4.22: Failure progression of GB2
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Figure 4.23: Ruptured finger joint in GB -1

The loaddisplacement curves for all four GFRP rebginforced beams are shownHRigure4.24,
in which the displacement axis represents the string pot reading at midspan. Key values are summarized
in Table 4.7, including the peak or maximum load resistanBg.j; its corresponding midspan
displacementd® may as measured by the string pot; the bending stiffi€ssdérived as the slope of
the initial rising arm in the loadisplacement plot of the unreinforced beam corresponding with the
first 10 40% of the maximum load; tensile wood strain at ruptire,), the maximum strain as viably
measured by a strain gauge on the extreme tension wood fibre at midspan; compressive wood strain
(Qmay), the strain value corresponding to Rtax as measured by a strain gauge on the extreme
compression wood fibrat midspan; and the tensile FRP strain at rupture obtained from a strain gauge
at mictheight of the FRP bar at midspaiif).
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Figure 4.24: Resistance curves of beams reinforced with GFRP bars
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Table 4.7: Results of 4point Bending Tests on Beams Reinforced with GFRP Bars

ID Prax® bmax®  Kw© Ke®  Qma®*x10 Wmad X108 Umax® x10°

# [kN] [mMm]  [N/mm] [N/mm] [mm/mm] [mm/mm] [mm/mm]
SB1 70.1 386 1666 1765 5.05 4.76 5.76
SB2 451 434 1461 1548 2.53 4.27 4.79
Average 57.6 41.0 1564 1656 3.79 4,52 5.27
GB-1 504 274 1706 1873 4.13 3.29 2.39
GB-2 49.0 275 1758 1794 3.49 6.46 7.98
Average 49.7 27.5 1732 1834 3.81 4.88 5.18
a) Maximum loadesistance e) Wood tensile strain at failure
b) Displacement at maximum applied load f) Compressive strain at maximum load
c) Bending stiffness of priwaded wood g) FRP tensile strain at failure

d) Bending stiffness dhereinforced beam

It is to be noted that the string pot was disconnected frorh Gion the impulse of initial failure, as
seen inFigure4.19. Consequently, the midspan displacement data beyond peak loading in this test
was estimated using the crosshead displacement based on an assumption that the crosshead would
remain in line with the string pot over the test duratian, (failure is fully symmetrical). Because the
crosshead is restricted to move along only the vertical axis whereas the string pot measures the three
dimensional displacement between two anchored points, the error between these two measurements is
proportioral t o the magnitude of displacement and the
anchor point and the point of failuriure4.25). In both SB1 and SB2, failure occurred under one
of the loading blocks, thus the displacement ratios were assumed to be similar. A variable adjustment
factor was therefore derived from the-8Rest data by using the crosshéadtring pot displacemén
ratio, starting from the point of initial failure where this ratio was equal between the two tests. At peak
loading, the string pot displacement reading was 0.5% greater than the crosshead displacement; this

error would increase to 19.4% by the end eftibst.
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Chapter 5

Di scussi on

5.1 General

This chaptediscusseghe observations and results presented in the previous chapter. Methods for
determininghe flexural strength of FRReinforced wood beams are investiganath the current test
data.

5.2 Effects of GFRP Reinforcement Types on the

Flexural Behaviour of Sawn Timber and Glulam Beams

5.2.1 Overview

The flexural behaviour of FRReinforced wood beams can be noticeably impacted by the types of
reinforcemenimaterials used in their compositiandthe form of reinforcement itseliThis section
discusses the roles in which sefidwn timber, glulam, GFRP fabiiaminates, and GFRP bars each

led to the beantest observations found in the previous chapter. Itis to be noted that due to small sample
sizes, particularly in each specifiategory, the results and observations derived from the beam tests in
the present studgan only comment otihe overall effects between setBurther statistical significance

may beachieved by replicatingachtest with enougtspecimens to attain the sleed confidence

intervalandto confirm the observed trends

5.2.2 Control specimens

Despite symmetrical loading, bending failure in the unreinforced sawn timber beam didvays
originate at midspan, as showrFigure5.1a. Under ideal conditions, beams of uniform cresstions
subjected to symmetrical fogoint loading experience maximum and pure bendiag (ithout the
presence of shear) in the longitudinal section between the two applied loads. However, the inherent
variability of wood results in stress concentrations which may cause premature failure; members
containing more defects have more potentigatmns at which failurenay occur Consequently,
flexuralfailure is more likely to originate from such defects and not necessarily at midspan, as was the

case in specimen SN

The unreinforced glulam specimens behaved similarly to their sawn timber counterparts only until
cracking propagated through its first ply of wood. With glulam being composed eEepaeate planks
of lumber, the glued interface between the plies appedared f uncti on as a fireset

propagation, failing sequentially one by one under flexure, as shokigure5.1b. The arrangement
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of glulam provides several improvements over solid timber: (1) whereas defects present in solid timber
can only be visually observed on the outer surface and not inside, significant defects on any ply of
glulam can be removed from productionto resultmar e r el i ably #fAunifor mo
interfaces between each ply provide a lamination effect; and (3) discontinuity between the wood grains
arrest crack propagation such that they do not progress straight through the member.

(a) Sawn timber (b) Glulam

Figure 5.1: Ultimate failure in control specimens

Figure 5.2 compares the loadisplacement behaviour of the control specimens. Average key
value® peak load, corresponding displacement, stiffness, raodulus of rupture MOR)d are
compared inrable5.1. The raw data shows that the three beams had similar bending stiffnesses and
resisted comparable peak loads; however, it should be notdubtatsehe sawn timber beams (140
mm x 140 mm) are slightly wider than the glulam beams (110 mm x 140 mm), the sawn timber beams
havea lower MOR than that of the glulam beanmsaddition, dulam can be expected to have a higher
MOR than a sawn timber beam of an eqliaiensionglue toits nature as an engineered wood produc
despite both types beimgf the same species group, gwectivity of each individual layer of glulam

resultsin greater rigidity The combinedeffects of theséactors can bebservedn Table5.1.

While all control beams failed in flexure with the failure originating on the tension side, noticeable
differences irthe overall behaviour were observed: whereas the solid lumber beam failed shortly after
peak loading, both glulam beams exhibited some level ofpmak behaviour or residual capacity after
the initial failure. Furthermore, secondary peaks can be seen ghuthen plots, each corresponding

with the tensile failure of a wood layer, compensated by the next subsequent intact layer.
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Figure 5.2: Comparison of resistance curvesf unreinforced beams

Table 5.1: Effect of Wood Type on Unreinforced Beams

Beam Puna® bma? MOR 9 K9 Uma®  Wma?
Group(s) [kN] [mm] [MPa] [N/mm] x10° x10°

SN 52.7 315 38.9 1773 3.99 3.00
GN 525 28.8 49.3 1851 3.84 5.00

a) Average maximum load resistance(s) d) Average bending stiffness(es)
b) Average displacement(s) at maximum lo e) Average tensile strain at rupture

c) Average modulus (or moduli) afipture f) Average compressive strain at maximum lo

5.2.3 Specimens reinforced with GFRP fabric-laminates

The addition of GFRP fabrlaminates resulted in strength and stiffness enhancements among both
sawn timber and glulam beams. This effect can be seé&igure 5.3, which compares the load
displacement behaviour of these reinforced beams with their control counterparts. The ratios presented
in Table5.2 affirm substantial improvements to average peak load (28% insjedsplacement at

peak load(39-42%), and peak tensile strain (39%) when GFRP fabrilaminate reinforcement is

added to either sawn timber or glulahiis reinforcement was not observed to imprthepostpeak

behaviourelative tothe unreinforced specimenThis can be attributed to the wood failing in tension
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at the end of the provided reinforcemerd& in one caseSF18 pushing outward on the fabrizausing
debondingandthusrendering the reinforcement ineffective following initial failues seen ifrigure
5.4 andAppendix D
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(b) Glulam

Figure 5.3: Behavioural comparison of beams with and without GFRP fabric
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Table 5.2: Effect of Reinforcement with GFRP FabricLaminate

Beam Prad  OFmad Kw® K, Una®  Umad

Group(s) [kN] [mm] [N/mm] [N/mm] x103 x103

SN 52.7 315 1773 i 3.99 3.00

SF 67.5 438 1715 1931 5.08 5.00

Ratio (F:N) 1.28 1.39 0.97 1.09 1.27 1.67

GN 52.5 28.8 1851 i 3.84 5.00

GF 67.0 410 1723 1939 5.33 4.35

Ratio (F:N) 1.28 1.42 0.93 1.05 1.39 0.87
a) Average maximum load resistance(s) d) Average bending stiffness(es) of reinforced be

b) Average displacement(s) at maximum load e) Average tensile strain(s) at failure

c) Average bendingtiffness(es) of prépaded wood f) Average compressive strain(s) at maximum loe
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Figure 5.4: Simultaneous woodFRP tension failure in SF-2

As seen irFigure5.4 and similar figures il\ppendix D the maximum tensile strains in the wooden
member and FRRabric-laminatecoincide with the maximum resistance, which abruptly decreases.
Although the compression strain is observed to continue to increase, there is litpegdostsistance

associated with the increased displacement after the initial failure.
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The addition of GFRP as a fabtaminate caused a noticeable shift in the flexural behaviotine
control beams, failure occurred within the maximum moment region, whigredisbut oneof the
GFRP fabriereinforced specimex the initial failure occurred outside this regiorhe addition of
GFRP fabric did contribute to wobdendiebfailuredsgdainng o o f
increase®f 1.27 and 1.3 the sawn timber and glulam beams, respectiudbwever, the failure
modeobserved in the current studyigure5.5ai ¢) differed significantlyfrom thatobserved in Lacroix
& Doudak (2018b)(Figure5.5€) but was rather more akin to that observed in V&6p2) (Figure
5.5d) in that the initial failure occurred at tHengitudinal interface at which the reinforcement
terminated.This observation suggests thhts reinforcement terminyslays an important role ithe
occurrence of failuréAs established previouslyariationsfoundwithin the wood materialg(.g, knots)
result in force concentrations which are responsible for many premature fdiluhestensile loads
shift from the wood to the FRRBtress concentratismay be pushed along tevelopat ths point of
discontinuity.In this sense, a retrofit schertiatapplies fabric reinforcement beyond only the tension
by also covering the sideim partial or even full confinement may reduce the effects of this
perpendicular stress concentrat{@acroix et al., 2021; Vetter, 2022jhe FRPfabric-laminatein the
present study terminated 50 mm away from the edge of thmggpompared to 82.5 mm and 143
mm in Lacroix & Doudak2018b)and Vetter(2022) respectively.
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P -

(d) Failure at FRP termination point (e) FRP debonding in
in Vetter(2022) Lacroix & Doudak(2018b)

Figure 5.5: Representative failure modes

The strength contribution of FRP to reinforcingod is more pronounced in specimens that are
initially weaker than in stronger specimehg bringing them close to clearood strengthFRP has a
more pronounced effect avood materiag with more defects and variabilitfhisincrease in strength
consistencys reflected inFigure5.6, whichcompares the behavioaof reinforcedglulamd which is
of higher quality andencefewer defectd with reinforced sawn timbet.ower overall variability in

the glulam bean@s b e h @aw dnae @again be obseniadhis figure
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Figure 5.6 Behavioural comparison of beamseinforced with GFRP fabric-laminate

5.2.4 Specimens reinforced with GFRP bars

Failurein theGFRPbarreinforcecbeamdailedin amannewdistinctfrom thepreviouscategorieshnitial

failure originated in the wood cover in its unreinforced tension fibres, but the depth of crack propagation
was arrested at the GFRP bars. The next component to fail would be the epoxy resin encasing and
bonding the GFRP bars to the wood. The resduld shatter suddenly and explosively on each side,

and shards remaining attached to the rebar allowed it to continue developing strength as part of the
semicomposite beanThe consequence of this behaviour was the removal of much (but not all) of the
loadtransfer medium, as shown in the glulam specimerFigure 5.7. What was left of the
reinforcement continued to bridge defects in the beam, with a new path of least resistance resulting
from the point at which the wood cover failed. Finally, cracks would continue to form and propagate
continuously through the deptim the sawn timber beams, shownFigure5.8, the cracks tended to
develop locally, fully in line with the initial crack; in the glulam beams, ddare5.7, cracks would

often transfer along the glue lines, indicating weakness where the wood fibres were discontinuous.
Meanwhile, wood fibres on the compression side wrinkled significantly as the reinforced tensile forces

exceeded the forces in the compresseéinforced wood.
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(d) Overall beam atltimate failure

Figure 5.7: Resin failure in GB beam
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(b) SB2

Figure 5.8: Crack propagation in SB beams

Because the wood cover wasreinforced on the tension sjdee reinforced beams demonstrated
little difference on averadein terms of peak strength and stiffné@sfsom the control sawn timber and
glulam specimens. This behaviour can be observedrigure 5.9, which compares the load
displacement behaviour of the GFRP -b@inforced beams with their control counterparts.
Furthermore, the explosive behaviour of the resin upon initial failure would need to be addressed in
practical scenarios, particularly witafv  vi si bl e i ndicators of the covi
GFRP bars contributed noticeably towards enhancing theppagt performance andustained
deformationover the respective control bearfggure5.9a shows that the addition of reinforcing bars
to sawn timber beams provided appreciable-pesk resistance where there initially was néigure
5.9b shows thatin addition tothere beindessoverallvariability in the glulam beams, the reinforcing
bars added substantial leadrrying capacityo the pospeakresistanceThe ratios presented Trable
5.3 highlight relatively unsubstantial changegeak load resistance, stiffness, and peak tensile stress
for the glulam, but the sawn timber beams observadmaximum resistanc24% and 51%ncreases
in displacement and compressive strain, respectifrely, that of the control specimenBhe decision
to maunt the bargrom the sided rather tharfrom the bottod allowedthe GFRP to rest upon the
wood cover rather thaa volume of only epoxykurthermoregiven that CSA S6 does not permit
mounting GFRP rebar on the bare exterior surface of wood beams, but rather, requires bars to be
installed with some cover of unreinforced woddyas expectedhat the inital wood tensile failure
would be comparable to that of the control segtioereasing thelepth of wood covér which implies
increasing the effective area of wood above the reinforcémeatild increase the overall capacity,
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ergo passive reinforcement with bars may not be the optimal solution to improve stiffness for

serviceability.
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Figure 5.9: Behavioural comparison of beams with and without GFRP bars
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Table 5.3: Effect of Reinforcement with GFRP Bars

Beam Prad  qpmad  Ku? K Una®  Umad
Group(s)  [kN]  [mm]  [N/mm] [N/mm]  x10®  x10%
SN 52.7 315 1773 i 3.99  3.00
SB 576  39.1 1564 1656 379 452
Ratio (B:N) 1.09 1.24 0.88 0.93 0.95 151
GN 52.5 28.8 1851 i 3.84 5.0
GB 49.7 25.4 1732 1834 381  4.88
Ratio (B:N) 0.95  0.88 0.94 0.99 0.99 097
a) Average maximum load resistance(s) d) Average bending stiffness(es) of reinforced be

b) Average displacement(s) at maximum load e) Average tensile strain(s) at failure

c) Average bending stiffness(es) of poaded wood f) Average compressive strain(s) at maximum loe

Figure 5.10 shows that the bar reinforcement in sawn timber and glulam beams resulted in
comparabléncreasei peak strength resistance and bending stifff@dhe respective beam material
The caveat is that these results were only comparable in their averages, particularly with only two
samples for each category: by inspectiorFigfure 5.10, the two batreinforced glulam beams had
similar magnitudes of both peak and secondary peak load resistance, however peak loadiag in SB
was 9% lower than the GB average, whereas peak loading-ih @& 41% greater than the GB
averageFigure5.8 revealed that the wood grain structure was instrumental to this discrepanty: SB
was visibly clear in the upper portion of the beam above the point of initial failure, wheré&ah&8B
a large knot directly above the point of its initial failure. Becaursek propagation was linear and
continuous from the extreme tension fibre, the chance that\@&s clear above this initial failure point

contributed to its much greater peak load resistance.
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Figure 5.10: Behavioural comparison of beams reinforced with GFRP bars

5.2.5 Effects of GFRP reinforcement type

A side-by-side comparison of ultimate failure with the two different forms of GFRP reinforcement is
shown inFigure5.11for the sawn timber beams andHigure5.12for the glulam beams. These figures
reveal patterns of how reinforcement types affect flexural behaviour and failure mode despite wood
compositionie., sawn timber or glulam). As with the control beams, wood failure almost always failed
from high local stresses developed around knots or other defects. Adequadiag with GFRP
temporarily bridged these defects until this bond itself was compromised. Beams reinforced with GFRP
fabric-laminate failed abruptly but resisted generally greater loads; conversely, beams reinforced with
GFRP bars added comparatively litteno strength butcontributedgreatly to overaldeformation

The latter is attributkto the remaining undamaged wood section bearing on the GFRP bars, which had
superior strength given that no bars ruptured at large displacements.
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(b) FRP bars, SB (top) and-2 (bottom)

Figure 5.11: Failure in reinforced sawn timber beams
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(b) FRP bars, SB (top) and-2 (bottom)

Figure 5.12: Failure in reinforced glulam beams

The GFRP fabridaminate reinforcement brought substantial behavioural improvements over the
control counterparts. On the other hand, the GFRP bar reinforcement was comparatively similar to that
of the control counterparts in terms of peak strength dtreetanreinforced cover, causing the damage
propagation to remain more localized. Where therbmforced specimens stood out was the greatly
enhancedsustainegostpeak performance of each member, as showigure5.13(e.g, GF1 peaks
at 71 kN thenloses most of its strengtivhereassB-1 peaks ab0 kN, butcontinues to sustain more
than half its peak capacity unitié midspan displaces by 130 mm) contributor to this phenomenon
is thatmuch ofthe tensile wood stramwasshifted tobe carried byhe FRP rebanpon failure as seen
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in Figure5.14 and similar figures il\ppendix D The overall beams wethenable to redevelop load
resistance up to 60% and 95% of the peak load in the sawn timber and glulam beams, respectively.
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Figure 5.13: Behavioural comparison of GFRP reinforcement methods
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Figure 5.14: Tensionstrain takeover behaviour in SB-1

Table 5.4 provides a direct comparison of selected data between the reinforcement types for both
types of beams. The effect of reinforcement type is most visible in the glulam beams, whereupon GFRP
fabric-laminate resulted in notably greater peak load resistarsm@adement, and tensile strains than
that of the GFRP bar reinforcement. This pattern of gains was also present in the sawn timber beams,
particularly in terms of wood tensile strain, albeit less sizeably than that of the glulam beams. A logical
conclusiam can be drawn that GFRP fabléminate reinforcement generally outperforms GFRP bar
reinforcementwhen used in passive reinforcement. Furthermore, the GFRP bars were not mounted
directly on the tensile surface of the wood, but ratinéth clearanceabowe the tensile surface,
effectively contributing to a smaller effective wood sectiavith the reinforcement placed higher
towards the neutral axige tension strainsxperienced by the GFRP bars were unable to develop fully
before the exterior woagtached tensile yieldinguture studies should therefore investigate the effects
of using sidemounted versus neaurfacemounted reinforcement with GFRP bars. Despite these

disadvantges, sidenounted GFRP bars contributed to eliminating any delamination or debonding.
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Table 5.4: Effect of GFRP Reinforcement Type

Beam  Pma® Gma? K  K¥ Una® Uma® G

Group(s) [kN]  [mm]  \jmm) [Nfmm]  x10%  x10°  x10°

SF 675 441 1715 1931 5.08 5.00 5.68

SB 576 41.0 1564 1656 3.79 452 527

Ratio (B:F) 0.85 0.89 0.91 0.86 0.75 0.90 0.93

GF 67.0 422 1723 1939 533 435 6.22

GB 49.7 27.5 1732 1834 3.81 488 5.18

Ratio(B:F) 0.74 062 101 095 071 112 0.83
a) Average maximum load resistance(s) d) Average tensile strain(s) at failure

b) Averagedisplacement(s) at maximum load e) Average compressive strain(s) at maximum load

c) Average bending stiffness(es) f) Average FRP tensile strain(s) at failure

5.3 Predicting Flexural Behaviour

5.3.1 Overview

Threemethods for predicting the flexural resistance in F&Rforced timber beams were applied and
compared to their corresponding beam test results. In the transfargeechethod, the predictions are
based on t he mat e rdioktdineddfronmaugbn tesid aral the ghysiead gedmetryt vy
only. The forceequilibrium methodand its modified variant presented hese a more detailed look

with regards to both the tensile and compressive behaviour of woodstimpsits require information

on the stresstrain relationships of the wood in both tension and compression, particularly the yield
strengths in addition to moduli of elasticity and geometry. Because the size and distribution ef failure
causing defects do not scale directly in wood, accountinthi® size effect required that the strength

data from the coupon samples be adjusted fofottee-balancemethod.

5.3.2 Model inputs

To validate prediction models for the bending strength of-FRiforced wooda set of strain data
from various locations of the beamasobtained for each specimehhese values were selected to
occurat or near the peak tensile yield strength of the wood portion, which was typically the first
component to failthe values used for analysis in this section are presentédbile 5.5 and their

positions are shown in the loatraindisplacemengraphs inAppendix D
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Table 5.5: Beam data atwood tensile failure

Beam Pa @ Uix16?  x1¢¢  (9x10®
ID [kN] [mm] [mMm/mm]  [mm/mm] [mm/mm]

SN-1 48.4 27.2 2.75 3.99 N/A
SK1 77.0 48.4 3.35 6.22 7.32
SF2 54.8 32.6 3.63 3.88 2.43
SB-1 70.1 38.6 4.34 5.05 2.22
SB-2 39.9 25.2 2.54 2.53 1.58
GN-1 47.1 26.3 3.26 2.82 N/A
GN-2 57.7 34.6 4.08 4.85 N/A
GF1 55.4 50.5 3.95 5.64 6.82
GR2 56.1 37.8 3.99 5.02 5.59
GB-1 50.4 27.4 2.66 4.13 2.39
GB-2 43.5 29.0 3.41 3.49 2.66

a) Load resistance d) Tensile wood strain anidspan

b) Midspan displacement e) FRP tensile strain at midspan

c) Compressive wood strain at midspan

To predict the behaviour afood beams without relying oexperimentatest data€.g, with the
momentcurvature approachsed byl acroix & Doudak(2018a), strength input values may be drawn
from coupon tests. Howeveatye tothe randomized presence of defedtga obtained froramall wood
samples must be modified to compensate for the size effects oftavbedome better representative
of the fullsizedelementsLength and depth parameters for the current analysis were obtained from
Barrett & Lau (1994) where applicable. On the other hand, depth parameters for both types of
compression coupons were found to be unnecessary: for the sawn timkscaleillproperties were
already obt ai n(208l) ds for gblang thé dethgeffeatins taken based on the smallest
dimension of each comprising elem&nwhich, in this case, is the width of a full wood lamination in
both the coupon and the fidized beam. The coupon properties were adjusted (where éfglicaing
the methods described in Secti®’.5 The resulting valueare summarized ifable5.6 andFigure
5.15.
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Table 5.6: Size Effect Adjustments

Property Sa\./vn Timber | F%Iulam |
Compression Tension Compression Tension

Coupon strength [MPa] fs 130.2 +72.0 152.7 +98.7
Coupon length [mm] Ls 685 50 195 50
Coupon deptfimm] ds 140 2.87 383 3.38
Length effect parametér ki 10.0 5.88 10.0 5.88
Depth effect parametér ko N/A° 4.76 N/A° 4.76
Effective beam length [mm] Le 798 871 798 871
Effective beam depth [mm] d 140 140 38 38
Modulus of elasticity [GPa] E 847 10.9 10.1 13.1
Adjusted yield strength [MPa]  f, 129.7 +19.6 145.8 +36.5
Adjusted failure strength [MPa_ f, 123.8 +19.6 7130.3 +36.5
Adjusted yield strain [18] g i3.51 +1.80 i4.54 +2.78
Adjusted failure strain [1€] G i4.25 +1.80 i36.6 +2.78

a) Actual glulancompression coupon depth was 50 mm, containing one full 38 mm wood lamination.
b) Barrett & Lau(1994)

c) Where no size adjustment was requitdparameter is taken at unity.

50

30
40

-6

-40 10

Stress [MPa]
Stress [MPa]

-40
Strain 103 [mm/mm] Strain x10° [mm/mm]

(a) Sawn timber (b) Glulam

Figure 5.15: Adjusted wood stressstrain relationship
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5.3.3 Transformed-area method

Predictions for the maximum load resistance of each beam were made by applying the transformed area
analysis method as described in Sec8dh2using geometric inputs frofigure 3.3 andcoupondata

from Table 4.4 and Section5.3.2 In this method, the components are assumed to fail in tension,
therefore onlytensilemoduli of elasticity are applied. The results from this analysis are presented and

compared to the actual test resaltpeak loadingn Table5.7 andFigure5.16.

Table 5.7: Prediction Accuracy of Transformed-Area Method at Peak Loading

Beam Prcac® Prest® | Beam Prcac®  Prest?”
GN-1 47.1 47.1

GN-2 578 5738
SF1 58,0 800 | GF1 56.7 713
SF2 584 550 | GFR2 57.0 627
SB1 56.2 701 | GB1 550 504
SB2 570 451 | GB-2 549 490

a) Predicted maximum load resistance(s) in kN

SN-1 527 527

b) Actual maximum load resistance in kN

50%
B [Group]-1

40% [Group]-2
30%

20%

e 0
10% [N
0% --B=mmmmmmmmm o O et

-10%

strength to experimental results

-20% O [ ]

Relative deviation from predicted

-30% ‘ ,
Specimen Groups

Figure 5.16: Prediction accuracy of transformedarea method atpeak loading

The predictions using this method proved to be accurate when applied to the unrelrdarosdbut
the results for the FRReinforced beams of either tygave comparatively scattered outputs. Because
of its simplistic assumption of fully linealastic behaviour, the transformatea model failed to
address the ductile nature of compressive wood failure should the feiigiie be delayede(g, from

external reinforcement), confirmed bgththe wrinkling fibres observed on the top surface of the beam
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and the enhanced tensile strengttditionally, no distinction is made between the compressive and
tensile moduli of elasticity for either material, which could affect restitaild they differ noticeably.
This method is thus insufficient for predicting the behaviour of FéRkforced timber beams,
necessitating a more nuanced approach with thdinear behaviour of the compression portion post
yielding.

5.3.4 Force-equilibrium analysis

Estimationsfor the instantaneou$oad resistance of each beam were made by applying the force
bal ance anal ysis mdg20hasdedenibedhdActidhs.3iusng matetiabral |
data inputs fronBection3.2 and Sectiorb.3.2 respectivelyln this scenario, the compressistrains

on the top edge are assumed to have yieldedd > [4). The results from this analysis are presented
and compared to the actual test resultahle5.8 andFigure5.17.

Table 5.8: Estimation Accuracy of ForceEquilibrium Method

Pr,calca) Pr,testb) Pr,calca) Pr,testb)

GN-1 39.0 471
GN-2 669 57.7
SF1 847 770 | GF1 791 554
SF2 619 548 | GR2 728 56.1
SB1 877 701 | GB1 603 504
SB2 451 399 | GB-2 571 435

a) Predicted maximum load resistancesitial failure

SN-1 558 484

b) Actual maximum load resistanaginitial failure
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Figure 5.17: Estimation accuracy of force equilibrium method

Although the FRReinforced beams arslightly better representedverall with this method
compared to the previous area transformatiomputputs still differechoticeably.This method relies

on the existence gkcordedstrain data at the top and bottom of the wood portion of the beam, and as

such, it may not be wefluited to predictive modellingiithout iterative knowledge of the bending
curvature Anotherprimary issue with this approach is the simplistic assumption of elzetiectly
plastic behaviour of wood subject to compression, whereas marecedmodels(Bazan, 1980;
Buchanan, 1984, 1990; Glos, 197&Jicate that the compressive strength of wood declines when its

elastic limit is exceded, thus requiring a more conservative approach.

Rather than usingn averaged stiffness value,skight modification to the above method is to

incorporate theompressive anténsile stiffnesses of wood separatgsesented in Equation 5.1
0 0 — ¢ —0 0 —® -8 Q0 (5.1)

whereMg is the maximum moment resistance about its neutral laugsthe width of the bews; Eucis
the elastic modulus of the woadcompressionh is the height of the begmiis the neutral axis of the
transformed section measured from the top of the beerarmined by Equation 2.113 is the
compressive straiat the top of the beant is the tensile straiat the bottonof the wood Eyc is the
elastic modulus of the woad tensionn s the ratidbetween théensilemodul of elasticity of the FRP
reinforcement and the wood; is thearea of the FRReinforcement; andk is the total area of the FRP
reinforcement; and is the vertical distance of the centroidfmeasured from the top of the beam.
It should be noted that an assumption remigiisis modethat the depth of peak compressive yielding

can be determined by using approximat&lyilar triangles above and below the neutral axithe
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stress distribution diagrarfihe results from this analysis are presented and compared to the actual test
results inTable5.9 andFigure5.18.

Table 5.9: Estimation Accuracy of Modified Force Equilibrium Method

Pr,calca) Pr,testb) Pr,calca) Pr,testb)

Beam [KN] [kN] Beam [kN] [kN]
GN-1 379 47.1
GN-2 614 57.7
SF1 773 770 | GFR1 723 554
SF2 583 548 | GR2 67.1 56.1
SB1 826 701 | GB-1 556 504
SB2 432 399 | GB-2 543 435

a) Predicted maximum load resistancesitial failure

SN-1 50.6 484

b) Actual maximum load resistanaeinitial failure
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Figure 5.18: Estimation accuracy of modified force equilibrium method

5.3.5 Summary

Simplified methods to evaluate the maximum resistance of sawn timber and glulam beams reinforced
with GFRP fabric and baarenot adequatelhe observedliscrepancy can in part be attributed to (1)
thelimited sample size, and (2) the failure mawl¢he test experimeriffering from that assumed in

the model, which assumes a ptlexural failure mode. More research is required to develop accurate

tools to predict the maximum resistance of HReRforced sawn timber and glulam beams.
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Chapter 6

Concl usi ons

6.1 General

This chapter summarizéise research described in the previous chapters and provides commentary on

which further investigation may be recommended.

6.2 Conclusions

Eleven SPF No. 2 wood beainéve 140 mm x 140 mm sawn timber and six 110 mm x 140 mm
glulam, all with span lengths of 2,025 rdmvere tested for flexure under fepoint bending. Of these,

two of each type were reinforced with GFRP fabric, two of each type winforced with GFRP bars,

and the remaining were left unreinforced. Experimental results, including mechanical properties and

failure modes, and numerical methods were presented and discussed.
The following conclusions can be drawn from the current study:

1 The composite makeup of glulam, compared to sawn timber, interrupts crack propagation
through wood beams and allows for secondary peaks to;osbereas the sawn timber
beam failed shortly after peak loading, both glulam beams exhibited some levelpéakst

behaviour or residual capacity after initial failure.

i The addition ofapproximately2% GFRPfabric-laminatereinforcement strengthed the
sawn timbeland glulambeamsboth by averages 028%, respectivelyThe defectridging
effect of the GFRP alloed the effective transfer of stresses, allowing failure modes to
transition frombrittle tension to ductile compressiorhe failure occurredgenerally at the

terminus point of the laminate.

1 The addition ofapproximately2% GFRPrebarreinforcementid not provide significant
strength enhancemer{t-9/-5% for sawn timber and glulam, respectivelgiie to its
positioning before the extreme tension fibre of the wood. However, upon failure of the
extreme tension fibréensionstresses werargelytransferredo the FRP bars, allowing for
noticeablepostpeakresistance and introducingore sustained deformatioto the overall

beam.

1 The enhancements from GFRP faHdminates resulted in the most consistent peak
strengths without pogieak behaviour. This suggests the limiting factor to failure in fabric

reinforced beams is theooditself; once it failsthe reinforcemenbecomes ineffective.

108



1 Due to the variable nature of wood and te@sequentiadize effects when translatimzata
from small wood samples to larger specimemmalysis methods for predicting the peak

flexural strength of FRReinforced wood mayield imprecise results.

6.3 Recommendations for Future Work

The following identifies topics, based on the research in the present thesis, in which further

investigation is recommended:

1 Increased sample size for all configurations investigated in the present study to improve upon

the observations and analysis methods presented herein;

1 Analysis methods based on more precise waomdpression models alternative to those
applied in Sectiorb.3, such as the one proposed by Glos (1978), to verify if and to what
degree simplified methods may be permissible;

1 Variation of specimen geometry and/or matediateeam crossection sizes, span-depth
ratios, speciese(g, Douglas fir), and compositione(g, laminated veneer lumber);
reinforcement typese(g, CFRP), configurationse(g, confinement),cover depth,and

ratio® to validate or improve upon the analysis methods presented herein;

1 Influence of boundary conditions, load patterning, and load duration; varied and/or cycled
environmental conditions known to affect wood or FRP performangerfioisture content,

exposure to ultraviolet radiation, saksdtemperatures).
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Appendix A

Test Results of Wood Compression
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Figure A.1: Compression couportest of GC-1
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Figure A.2: Compression coupon test 06C-2
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Figure A.3: Compression coupon test o&C-3
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Figure A.4: Compression coupon test 0&C-4
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Figure A.5: Compression coupon test o&C-5
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Figure A.6: Compression coupon test 0&C-6
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Appendix B

Test Results of Wood Tension C
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Figure B.1: Tension coupon test ofGT-1
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Figure B.2: Tension coupon test oGT-2
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