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Abstract 

This thesis presents the design, fabrication and experimental validation of an integrated dual-

mode scanning microwave microscopy (SMM)/Atomic Force Microscopy (AFM) system that 

does not require the use of a conventional laser-based AFM or external scanners. 

Microfabricated SMM probes are collocated with strain-based piezoresistive AFM probes in 

a CMOS-MEMS process, and are actuated by integrated electrothermal scanners. Integration 

of AFM enables dual-mode imaging (topography and electrical properties); it  also enables 

control over tip-sample distance, which is crucial for accurate SMM imaging. The SMM (also 

known as Scanning Near-field Microwave Microscope and Scanning Evanescent Microwave 

Microscope) is the most well-known type of Scanning Probe Microscopes (SPM) that can 

quantify local dielectric and conductivity of materials. It  has emerged as the most promising 

means for the fast, non-contact, and non-destructive study of materials and semiconductor 

devices. 

The CMOS-MEMS SMM devices are fabricated by using a standard foundry CMOS 

process, followed by an in-house mask-less post-processing technique to release them. 

Single-chip SMM/AFM devices with integrated 1-D and 3-D actuation are introduced. The 

CMOS-MEMS fabrication process allows external bulky scanners to be replaced with 

integrated MEMS actuators that are small and immune to vibration and drift. In this work, 

electrothermal MEMS actuators are utilized to scan the tip over the sample in 3 degrees of 

freedom, over a 13 µm x 13 µm x 10 µm scan range in the x, y, and z directions, respectively. 

Furthermore, the availability of polysilicon layers on the CMOS processes allows for on-chip 

integrated piezoresistive position sensing that obviates the need for the laser system. Vertical 

tip-sample distance control of a few nanometers is achieved with the integrated piezoresistive 

position sensors. These devices are used to modulate the tip-sample separation to underlying 

samples with a periodic signal, improving immunity to long-term system drifts.  

To improve the sensitivity of the CMOS-MEMS SMM , different types of matching 

networks for SMMs are thoroughly analyzed and closed form formulas are presented for each 
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type. Based on the analyses, the stub matching method is selected to match the high tip-to-

sample impedance to the 50 ohm characteristic impedance of the system. After that, with the 

help of lumped models and EM simulations, different sections of the CMOS-MEMS SMM 

system are analyzed and suggestions for selecting the best micro-transmission line and 

bonding-pad transmission lines are given. A measurement circuit for SMM is then presented 

and explained, showing how this measurement system can improve the output-signal-to-noise 

ratio and hence the sensitivity of microwave imaging. Calculations for the entire SMM 

system indicate that sub-attofarad tip-sample impedance can be measured. It is noteworthy 

that most of the analyses and suggestions given in this thesis can be applied to any Scanning 

Microwave Microscopes or, even more generally, to any microwave system that needs to 

sense a small signal. 

Finally, the measurement results for the fabricated CMOS-MEMS SMM are presented 

to verify the proposed methods. Several samples with sub-micron and nanometer feature sizes 

are imaged. A special test sample with no topography but with buried dielectric materials in 

grid and stripes is also designed and measured. 
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Chapter 1 

Introduction 

The Scanning Microwave Microscope (SMM), as one of several instruments that offer 

Scanning Probe Microscopy (SPM) techniques, is used for surface imaging and for providing 

information about atomic structure and material properties. SPMs are the highest resolution 

instruments capable of imaging and patterning materials at the sub-micrometer to nanometer-

length scale. The fundamental importance of scanning probe techniques is evidenced by the 

large number of imaging modalities that have been developed to study structural, 

topographic, electronic, magnetic, and other properties of samples. The SMM (also known 

as Scanning Near-field or Scanning Evanescent Microwave Microscope) is the most well-

known type of SPM that can quantify local dielectric and conductivity of materials. It  has 

emerged as the most promising means for fast, non-contact, and non-destructive study of 

materials and semiconductor devices. 

SMM operation is based on the near-field reactive loading of an electrically small antenna 

probe by the sample of interest, where both probe dimensions and probe-to-sample spacing 

are much smaller than the free-space wavelength. The spatial resolution that can be achieved 

using this technique is dictated by the distance from the antenna to the sample and the size 

of the antenna probe tip, rather than the wavelength of the microwave signal.  

The fundamental physics of microwave microscopy are as follows. In the microwave 

frequency region, connecting a microwave (or an RF) source to a metal tip with a sharp 

curvature of radius R0 << ɚ will generate evanescent waves whose wave vectors can go up to 

kr Ḑ 1/R0, with a spatial resolution power given by Ḑ R0. These evanescent waves only exist 

near the metal tip and decay exponentially away from the surface. Interaction between the 

metal tip and a sample will change the field configuration near the tip [1] . 
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1.1 Motivations  

An SMM provides many unique measurement and imaging capabilities that are not afforded 

by other existing SPMs. For example, an SMM can be used to map variations in the resistivity 

and permittivity or permeability of materials simultaneously over a wide range of 

frequencies. Since the microwave scans can be performed at many different frequencies, and 

both the magnitude and phase of the signal can be used to construct images, multi-frequency 

and multimodal images can be constructed to obtain additional information regarding 

embedded structures, material properties, and non-uniformity [2] . 

As traditional measurements require large, pure, and homogeneous samples, part of the 

motivation to employ an SMM is prompted by the deficiencies of traditional far-field 

measurements. In addition, there is an increasing need to examine new physics in nanometer-

length scales that are present in highly correlated electron systems and biological systems. 

Also prompting studies in this field are technologically motivated investigations of 

semiconductor and other functional materials at the nanometer scale [3] . On the practical 

side, state-of-the-art microelectronics and telecommunication devices all operate at gigahertz 

frequencies, creating a huge interest in understanding material properties in the microwave 

regime [4] . Furthermore, compared to the atomic force microscope (AFM) and scanning 

tunneling microscope (STM), the long-range electrostatic-like force involved in the SMM 

relieves the stringent requirement of proximal probes, thus enabling high-speed, noncontact, 

and non-destructive measurements [1]. 

Scanning capacitance measurements of semiconductors is one promising application of 

SMM. Usually, an insulating oxide layer of a few angstroms grows on semiconductors like 

Si or GaAs due to oxygen exposure; from the conductive AFM tip and the semiconductor, a 

metal-oxide-semiconductor (MOS) system is formed. For a given tip bias, the width of the 

space charge region is also a function of the charge carrier density in the semiconductor, 

which in many cases is approximately the concentration of impurity donor or acceptor atoms, 

i.e., the dopant concentration. Measuring the capacitance difference ȹC of the tip-sample 
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interface and its variation with an applied tip-sample bias is an important extension for the 

electrical characterization of semiconductors (referred to as dC/dV imaging). Calibrated 

SMM enables two-dimensional mapping of the carrier density across different regions of a 

semiconductor, with applications in the failure analysis, characterization and performance 

modeling of semiconductor devices, as well as dopant and carrier profiling [5], [6] . Recent 

developments in resolution and the extension to other semiconducting materials (SiGe, Ge, 

InGaAs, InP, etc.) has led to a strong growing interest from the semiconductor community 

for the characterization of advanced structures [7] . 

Further motivations for research into SMMs span interdisciplinary fields. For instance, 

SMMs can find buried defects and determine characteristics of buried materials because of 

the penetration depth of microwave signals, which is a unique capability of SMMs [8] . As 

well, [9]  has shown an important application of scanning microwave microscopy for the 

single-grain-boundary characterization of metallic ferromagnetic (FM) thin films, which 

provides a unique opportunity for integrated radiofrequency (RF)/microwave magnetic 

devices such as antennas, filters, inductors, etc., at radio and microwave frequency ranges. 

Overall, then, SMMs show significant promise for numerous applications across several 

fields. Moreover, with the advent of new technologies and applications of different materials 

in the microwave regime, there will be a growing demand for this type of microscopy. 

1.1.1 CMOS-MEMS  Fabrication Process 

Conventional SPMs need bulky piezoelectric scanners that are susceptible to vibration and 

drift due to their large size (several orders of magnitude) compared to the small steps of the 

scanners. Moreover, these large piezoelectric scanners can be very expensive. Also 

conventional AFMs, as the most well-known SPM, use a laser system that requires alignment 

and very sensitive detection, which is again bulky and expensive. CMOS-MEMS fabrication 

replaces external bulky scanners with integrated MEMS actuators that are small and immune 

to vibration and drift. In this work, electrothermal MEMS actuators are utilized to move the 
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probe in x, y and z directions. Furthermore, the availability of polysilicon layers on CMOS 

processes allows for piezoresistive position sensing integrated on a chip, negating the need 

for bulky and expensive laser systems. Fig. 1-1-(a) shows a conventional commercial atomic 

force microscope with the illustration of the external scanners and laser system compared to 

an integrated single-chip AFM fabricated with CMOS-MEMS technology in a total area of 

ḗ 1mm2 [10]. 

 
 

(a) (b) 

Fig. 1-1. (a) Conventional commercialized AFM and 3-D scanner with laser alignment system. (b) A 

single chip AFM with piezoresistive position sensing and on-chip MEMS actuators for scanning [10]. 

1.2 Objectives 

The objective of this thesis is to develop a high resolution, high sensitivity chip-scale SMM 

with on-chip 3 degrees of freedom (DoF) scanners, integrated with AFM, so that the entire 

system is capable of measuring both topographical and electrical properties of a broad range 

of samples. Based on this goal, the stages of this research will proceed as explained in the 

following sections. 

brukerafmprobes.com azoquantum.com 

~30 
cm 

200 nm 
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1.2.1 Integration  of a fully 3D scanner on the probe 

Fully 3D scanners using MEMS electrothermal actuators are integrated on the same chip as 

the SMM using CMOS-MEMS technology. For vertical actuators, bimorphs are used, and for 

lateral actuators, multi-morphs and chevron actuators are used.  These actuators reduce the 

size of the SMM to the same order of the sample and also significantly reduce the total cost. 

Moving the microwave probe with electrothermal actuators causes changes in the reflected 

signal due to device movement and changing temperature; so some decoupling techniques 

and modes of operation are used to mitigate these effects.  

1.2.2 Systematic analysis for improvin g the sensitivity of CMOS-

MEMS  SMM  

CMOS-MEMS SMM has the benefit of being smaller and cheaper. However, being fabricated 

on CMOS and integrated with the scanning actuators, it suffers from higher loss both in 

silicon and conductor material. Therefore, the sensitivity analysis and improvement of the 

entire SMM system is an essential task. A systematic analysis based on the quality factor of 

transmission lines is presented for the sensitivity analysis and design of the SMM system. 

Accurate circuit models are derived for different sections of the SMM and different designs 

are compared to achieve the best performance. A measurement circuit is also presented and 

explained to minimize noise and detect small signals from tip-sample interaction. Most of 

the analysis and suggestions presented can be applied to any Scanning Microwave System or 

more generally, it can be applied to any microwave sensing system.    

1.2.3 Integrating SMM with AFM  

The accuracy of any near-field measurement is directly related to the accuracy with which 

the tip-sample distance can be maintained, and thus it is imperative to keep this distance 

constant and small. Also, in most applications, it is important to extract both physical 
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(topographical) and electrical properties of the sample simultaneously. All of this is 

accomplished in this thesis by combining an SMM (to find the electrical properties of the 

sample) with an AFM (to find the topographical image of the sample). We show a combined 

AFM device based on piezoresistive position sensing in the tapping mode (reported in [10], 

[11]) for closed-loop distance control of our SMM device. Also, a special test sample with 

no topography but with buried change in materials is designed and tested to highlight the fact 

that SMM can image buried material not detected by AFM.  

1.2.4 Designing novel probes to improve resolution in quantitative 

imaging.  

In order to perform a sensitive high-resolution quantitative measurement, the microwave 

signal should be confined near the area of the sample to be measured. Therefore, extra care 

should be taken to design the tip so that the parasitic stray signal between the probe 

(constructed of a transmission line and a sharp tip) and the medium is minimized. We have 

designed and tested some shielded transmission lines in the CMOS-MEMS process that 

shields the microwave path from the surrounding medium up to the probe-tip.  

The resolution of any near-field measurement is directly proportional to the curvature of 

the tip. A tip curvature of around 150 nm is achieved with the standard CMOS-MEMS process 

without any further processing steps. 

1.3 Thesis Outline  

Following the motivations and objectives presented in Chapter 1, a comprehensive literature 

survey on the SMM is provided in Chapter 2, where various types of SMMs as well as current 

trends and the state-of-the-art of research and practice in this area are described. The theory 

behind the SMM technique is also discussed in this chapter.  

In Chapter 3, after a short review of MEMS SPMs, the fabrication process for CMOS-
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MEMS is explained, followed by a description of the SMM device. The importance of tip-

sample distance control and integration of AFM is then discussed. Finally, some of the design 

challenges such as thermal coupling to the microwave path and change of reflected signal 

due to the movement of the tip are discussed and possible solutions presented.  

In Chapter 4, CMOS-MEMS SMM is first described from an overall system point of view. 

Then, with the help of lumped model and EM simulations, the sensitivity of the SMM system 

is analyzed. Furthermore, a measurement circuit for improving sensitivity is presented and 

analyzed. It is worth noting that the analyses and suggestions given in this chapter can be 

applied to any Scanning Microwave System or, even more generally, to any microwave 

system that needs to sense a small signal. 

Chapter 5 features the measurement results. First, some of the preliminary results achieved 

without the use of the high sensitivity measurement circuit is presented. Then, the imaging 

results with the help of the measurement system is explained and several samples are imaged. 

A test sample designed to image buried structures is also explained and imaged with our 

SMM system. 

In Chapter 6, conclusions and suggestions for future work are presented. Some potential 

approaches for further improvement in SMM sensitivity are suggested. 
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Chapter 2 

Literature Survey 

In this chapter, a short history of SMM is first presented, starting with the seminal paper of 

Synge that overviews the Scanning Microwave Microscopy. Then, a brief review of AFM 

and STM is presented. After that, various types of SMM are reviewed, followed by 

descriptions of some tip-sample distance control methods, which are crucial in SMM 

operation. At the end, theoretical analyses of conventional SMMs in the literature are 

summarized and some FEM simulation results for the conventional SMMs are presented. 

2.1 History  

In 1928, Synge realized that there was a fundamental limit to optical imaging. Predicting that 

the extreme resolution limit would be 0.05 ɛm, he suggested a method which is now known 

as Scanning Near-Field Microscopy [12]. Due to practical limitations at that time, Synge 

could not show the idea but did surmise that resolutions of 0.01 ɛm would be possible if 

these four limits could be overcome: 

1. The source of illumination must be high intensity in order for evanescent fields to 

appreciably interact with the sample. 

2. Motion control should be on the order of 10ī6 cm laterally and 10ī7 cm vertically. 

3. Planarity of the target should be on the order of 10ī6 cm. 

4. Construction of the small probe structure should be on the order of 10ī6 cm. 

In his paper, Synge mentioned that a ñdistinguished physicistò suggested the idea to him; 

today, we know that this distinguished physicist was Albert Einstein [13]. 
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Building on Syngeôs earlier research, Frait [14] in 1959 and Soohoo [15] in 1962 showed 

the first near-field microwave microscopy for measuring magnetic properties of material 

around 10 GHz by opening a 500-ɛm hole in a resonator as an aperture and bringing the 

sample almost in touch with the hole. Despite these achievements, the first scanning near-

field microwave microscopy was not developed until 1972, by Ash and Nicholls [16]. They 

showed that the Abbe barrier for resolution (ɚ0/2), which was previously thought to be the 

resolution limit, could be broken in near-field, and that the resolution in near-field is 

determined by the size and geometry of the probe rather than wavelength. They demonstrated 

0.5 mm spatial resolution with a sub-wavelength aperture in a 10 GHz (ɚ0=3 cm) resonator 

(Fig. 2-1); this ɚ/60 resolution was achieved for metallic features. They also resolved an edge 

between two different dielectric materials with their system.  

2.1.1 STM and AFM  

In 1981, Scanning Tunneling Microscope (STM) for measuring nano-scale metal surfaces 

 

Fig. 2-1. Ash and Nicholeôs proposed SMM: A 10GHz oscillator excites a hemispherical resonator 

which is loaded by a subwavelength aperture of diameter 1.5 mm [16]. 
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was invented by Gerd Binning and Heinrich Rohrer at IBM. The STM mode of operation is 

straightforward: an extremely sharp tip (ideally atomically sharp) is placed into close 

proximity with a conductive substrate and a voltage is applied between the probe tip and 

substrate. Then, the gap between the two is decreased until electrons are passed from one to 

the other. A current magnitude is exponentially dependent on the distance between the tip 

and the sample. Once the tunneling of electrons occurs, the tip is then scanned across the 

sample and current levels are recorded as a function of location, resulting in a topographical 

map of the surface. There are two main modes for STM: constant current and constant height. 

The inventors of STM received the Nobel Prize for in 1986. That same year, the Atomic force 

Microscopy (AFM) was invented by Gerd Binning, Calvin Quate, and Christopher Gerber to 

expand the types of surfaces on which atomic scale information can be obtained (it also works 

for non-metal surfaces). These two techniques gave birth to a family of related techniques 

called Scanning probe microscopy (SPM) that provide information about atomic scale 

structure and processes. SPMôs are widely regarded as the workhorse instruments of 

nanotechnology. 

2.2 Various SMMs 

SPM techniques such as the STM, AFM, scanning capacitance microscope (SCM), magnetic 

force microscope (MFM), and scanning thermal microscope (SThM) operate with sensing 

signals far below 1 GHz. Other probes, such as near-field scanning optical microscope 

(NSOM), operate with sensing signals in the optical regime (300ï750 THz: 400ï800 nm). 

However, between NSOM and AFM/STM techniques, there is a very large frequency gap 

(Fig. 2-2). Scanning microwave microscope (SMM) with possible sensing signals from 0.1 

to 140 GHz bridges this  gap between the existing local probe microscopy systems [17]. 

All earlier versions of SMM were aperture-based probes. Waveguide or aperture-based 

SMMs suffer from attenuation when they work below cut-off frequency; in these types of 

SMM, a linear improvement in resolution results in an exponential reduction in sensitivity. 
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As there is no cut-off frequency in a transmission line, coaxial transmission line probes have 

much better performance than aperture or waveguide probes [1] . An open-ended coaxial 

probe was first proposed by Fee et al. [18], who achieved a resolution of ɚ/4000. 

Coaxial probes became one of the most famous types of SMM. Anlageôs group at the 

University of Maryland used a ɚ/2 coaxial transmission line with a sharp tapered tip 

protruding from the open end, while the other side was capacitively coupled to a microwave 

source (Fig. 2-3)[19]ï[21]. Frequency shift and changes in quality factors of the coaxial 

resonator were used to find electrical properties (dielectric constant and loss tangent or 

resistivity) of material. This type of SMM was also used to find topography images of 

metallic surfaces [22]. For the tip- circuit interaction, they used a feedback loop, and FM 

modulated the microwave source at a low frequency to disentangle frequency shift and 

quality factor parameters. A 2fFM lock-in measures the curvature of the Vdiode(f) curve, and 

gives an output that can be related to the quality factor of the resonator, Q. 

Although using a sharp tip concentrates the evanescent field close to the end of the tip, but 

because of far-field interaction between the propagating field and sample (non-tip-end 

interaction with sample), the characteristic dimension (and consequently the quantitative 

resolution) is set by the separation between the tip and the outer coaxial conductor, which is 

typically a few hundred microns [23]. Therefore, several shielding methods have been 

proposed for this type of SMM, which will be described later.  

Concurrently, another group at Berkeley used coaxial resonator as the SMM probe, but 

they closed the open side of the coaxial resonator (here it is ɚ/4 because one side is short and 

 

Fig. 2-2. Frequency spectrum for different scanning probe microscopy techniques. SMM bridges the 

frequency gap between the existing local probe microscopy systems [17]. 
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the other side is open circuit) and opened only a small area for the tip. In this way, the 

electrical field will be confined near the tip and parasitic capacitance will be reduced, which 

increases measurement sensitivity[24]ï[26]. The researcher used a sapphire disc of 100-200 

ɛm diameter and coated the outer area of the sapphire disc to prevent far-field radiation as 

shown in Fig. 2-4. In this configuration, the fr  shift and Q are determined by measuring the 

error signal of the phase-lock-loop and the amplitude of the output signal of the resonator 

using a diode detector, respectively [25]. A resolution of 10 nm was achieved. 

V.V. Talanov et al., rather than attempting to shield the parasitic ñstray fieldsò inherently 

present in unbalanced geometries with a sharp tip, proposed a microfabricated balanced 

stripline oriented perpendicular to the sample [23] (Fig. 2-5). With electrode spacing at the 

tip Dº1ï10 ɛm the fields are largely confined between the two electrodes and therefore the 

characteristic probe dimension is on the order of D.  The parallel strip resonator tip confines 

 

Fig. 2-3. Schematic of the scanning near-field microwave microscope. The insets show a close view of 

the coaxial probe, sample, as well as a lumped element circuit model for the tip-sample interaction [3]. 
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the evanescent electric field more than 99% locally, which is crucial in some applications 

such as electrical metrology on semiconductor production wafers or combinatorial materials 

libraries. For this probe, they also reported a quantitative model and measurement of low 

permittivity thin film materials on semiconductor wafers [27].  

M. Tabib-Azar et al. worked on characterization of different materials using a capacitively 

coupled microstrip resonator and a tapered sharp tip, with which they formed both magnetic 

and electric dipoles. An electric dipole is shown inFig. 2-6.(a),(b); for a magnetic dipole, 

they connected the signal to the ground using a thin piece of wire [29]. In their first paper, 

the researchers reported 100-150 ɛm resolution. Later, by using a stripline resonator for 

better shielding and a chemically etched sharp tip and tip-sample  distance modulation, they 

achieved 0.4 ɛm resolution [2] . They also used a lumped element model for the transmission 

line and for the tip-sample interaction (for dielectric and metallic samples), as shown in Fig. 

2-6.(c), (d). In their next paper, they integrated a conventional AFM with their SMM and 

 

Fig. 2-4. System Configuration for the SMM system proposed in [28] (details in the text). 



 

 14 

also used a micro-machined coaxial transmission line [17].  

At Stanford, Lai et al. introduced a type of SMM that is combined with AFM. In their first 

paper, they used a coplanar waveguide (CPW) cantilever and two probes for excitation and 

sensing [4] . Later, they used only one probe in reflection mode and shielded the microwave 

signal using a stripline transmission line. Shielding the transmission line increases sensitivity 

by decreasing the non-localized tip to sample interaction [30]. In another paper, they 

described how operating in tapping mode would eliminate thermal and other long time drifts 

[31]. Here, they used a Lock in Amplifier (LIA) in this mode for better sensitivity. Fig. 2-8 

shows the tapping mode operation compared to contact mode for a topography-free sample 

as well as a schematic of combined AFM/SMM electronics. 

 

Fig. 2-5. Apparatus schematic showing the probe, electronics, and shear-force setup. Note that in reality 

the laser beam is oriented perpendicular to the direction of enclosure dithering. Insets: intensity contour 

plots of the fringe E field in the xz lane for bulk samples with Ůr=300; the tip-sample distance is 100 

nm, D=4 ɛm [23]. 
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Fig. 2-6. (a) Microstrip-line resonator and probe assembly. Evanescent waves extend out of the tapered 

tip. (b) Schematic of the probe-sample interaction area. Lumped-circuit model of the waveguide, tip, 

and sample. A dielectric sample is modeled in (c) and a metallic sample is modeled in (d) [32],[17]. 

 

 

Fig. 2-7. Coaxial probe has two main sections, as shown in (a), consisting of a waveguide section over 

the ñhandleò and a cantilever beam followed by the tip section. The tip section consists of a protruding 

tip apex surrounded by a dielectric layer and a metallic shield layer. The cross-section of the probe is 

shown in (b) [17]. 
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Fig. 2-8. (Left) Tip-sample capacitance as a function of the spacing. As the tip oscillates above the 

sample surface, the tip impedance is also modulated at the same frequency. The inset shows the 

schematic of the tapping mode AFM and the microwave electronics (Dðdirectional coupler, Að

amplifier, Mðmixer), as well as the cantilever structure and the SEM of the Pt tip. The scale bar is 500 

nm [31]. (Right) (a) Layer structure of the Al2O3ïSiO2 / Si sample. (b) AFM image of the polished 

sample surface. (c) Contact and (d) tapping mode MIM-C images taken by the same tip at the same 

area. The darker regions are buried SiO2. Electronic drift can be observed in (c) but not in (d). Line cuts 

are shown in both (c) and (d) for comparisons of the signal strength and the spatial resolution [31]. 

Huber et al. introduced a calibrated SMM integrated with standard AFM based on standard 

calibration samples for both capacitance and dopant profiling measurements [5], [33], [34]. 

They used a conductive AFM tip in contact mode, shielded it for decreasing stray 

capacitance, and combined it with a Performance Network analyzer (PNA). A half lambda 

coaxial transmission line terminated with a 50-ohm shunt resistor is used to bring the high 

tip-sample impedance close to that of a PNA. To determine absolute capacitance values from 

PNA reflection amplitudes, a calibration sample of conductive gold pads of various sizes on 

a SiO2 staircase structure was used. The thickness of the dielectric SiO2 staircase ranged from 

10 to 200 nm. The quantitative capacitance values determined from the PNA reflection 

amplitude were compared to control measurements using an external capacitance bridge. 

Depending on the area of the gold top electrode and the SiO2 step heights, the corresponding 
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capacitance values, as measured with the SMM (Fig. 2-9).  

More recent research on SMM: researchers at IEMN in France reported an interferometric 

SMM for characterization of capacitors and tunnel junctions [35] Recently, More recent 

SMMs are reported in. Farina et al. reported a time-domain reflectometry method for SMM 

[36]. Tselev et al. reported an application of SMM for non-invasive nanoscale imaging in 

liquid environment [37].  

2.3 Tip -Sample Distance Control  

One of the strengths of near-field microscopy of any kind is that measurements can be made 

 

Fig. 2-9. (a) A standard conductive AFM is connected to a performance network analyzer (PNA). A 

half lambda coaxial transmission line terminated with a 50-ohm shunt resistor is used for matching. (b) 

Sketch showing the arrangement of gold caps on the four steps of the dielectric staircase structure. (c) 

Topographical image of the 50 nm stepped calibration sample and profile along the white line [33]. 
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without any physical contact between the near-field tip and the sample or device being tested. 

The precision of any near-field measurement is directly related to the precision with which 

the tip-sample distance can be maintained, and a good rule of thumb is that the tip should be 

held reliably at a distance above the sample that is less than one-tenth of the tip size D. The 

challenge is integration of each technique with a suitable near-field microwave microscopy 

probe [3] . Imtiaz et al. uses an STM for distance control over metallic samples [38]. The  

shear-force distance control method, originally applied for NSOM, is used in [23] for SMM. 

Several authors have addressed this issue by combining SMM with AFM [31],[17],[40]. 

Authors in [39] utilized a height modulation distance following technique combined with 

tapping mode and showed an improvement in both spatial resolution and material property 

.  

Fig. 2-10. (a) Comparison of images obtained in DF, HMDF and HMDF, with tapping modes from a 

locally B-doped Si sample. The first two images were taken simultaneously. (b) Line cuts along the 

dashed lines in the images above [39]. 
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sensitivity (Fig. 2-10). The best result is achieved when the tip is in tapping mode. 

2.4 Theoretical Analysis 

In this section, two well-known theoretical analyses for SMMs are first discussed. Next, FEM 

simulation results of these SMMs are given and the proposed SMM probes simulated for 

comparison purposes. 

If electrical properties of the sample such as permittivity and permeability change in near 

proximity to a near-field probe, detection system parameters such as resonant frequency, 

quality factor or amplitude and phase of reflection and/or transmission coefficients will 

likewise change. A theoretical analysis of SMM seeks to find a relationship between 

measurable system parameters and electrical properties of the sample. Two methods have 

been described here: The first one is a lumped element model for sample-to-tip interaction, 

which is very useful and handy for quick system analysis. The second method is a charge 

image method based on spherical tip and quasi-electrostatic tip-sample interaction 

assumptions. 

2.4.1 Lumped element model for tip -sample interaction [3], [23]  

Consider the near-field tip as a two-terminal, linear, passive system (e.g., antenna) connected 

to the detection apparatus such as a transmission line, LC-oscillator, etc. If the sample is 

lossless and only the near-zone and/or evanescent field exists beyond the plane of the 

terminals, then no real power is transmitted into the sample. Such fields store reactive energy, 

however, and therefore the tip is seen as a reactance by the probe detection circuit. If the 

sample and/or tip are lossy, then some of this energy dissipates and the impedance gains a 

resistive part. Thus the interaction between the sample and the probe can be described in 

terms of the lumped element impedance Zt = Rt + iX t. Generally, Zt depends on the tip 

geometry, the sample electrodynamic properties, and the tip-sample distance. The complex 

Poynting theorem yields the following expression for the reactance of the near-field tip (i.e., 
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electrically small antenna):  

 ὢ
τ‫

ȿὍȿ
 ύ ύ Ὠὼ  (2-1) 

where I i is the harmonic input current at the tip terminals (such that input voltage Vi = Zt I i), 

Wm = B ·H /z4 and We = E ·D /z4 are the magnetic and electric energy densities, respectively, 

and the integral is taken over the entire volume beyond the plane defined by the terminals 

(i.e., the probe sampling volume). Depending on the dominant type of reactive energy stored 

in this field, the tip is considered either electric or magnetic. The real part of the tip 

impedance, Rt, can be due to conduction losses (Joule heat) and electric and magnetic 

absorptive dissipation in the sample and/or the tip:  
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As well as conventional far-field radiation generated by the tip (i.e., radiation resistance) 

that can often be neglected for most near-field tips. Note that similar expressions can be 

derived for the tip complex admittance, as well.  

2.4.1.1  Impedance of an electric t ip  

Generically, the impedance ZtE of an electric tip formed by the open end of a two-conductor 

transmission line (e.g., flush open, terminated with STM tip, etc.), can be represented as a 

network of the tip-to-sample coupling capacitance 1/Cc = 1/Cc1 + 1/Cc2, the sample ñnear-

fieldò impedance Zs, and the tip stray capacitance Cstr .  

 

Fig. 2-11. Lumped element circuit model for the tip-sample interaction. 



 

 21 

 ὤ
ρ

Ὥ‫ὅ
ὤ Ὥ‫ὅ   (2-3) 

 

Fig. 2-12. (a) Parallel strip transmission line probe. (b) Comparison of analytical lumped element model 

and finite element numerical data at 4 GHz for the real and imaginary parts of reflection coefficient [3]. 

Zs is due to the energy stored and/or dissipated in the sample under test. Both Cc and Cstr 

depend on the tip-sample distance h. To obtain high enough sensitivity to the sample 

properties (i.e., to make ZtE Ḑ Zs), it is imperative that both 1/ɤCcZs and ɤCstrZs be much 

smaller or at least on the order of unity, which can typically be achieved by making h  Ḻ D, 

where D is the characteristic tip size.  

Under the above conditions, let us estimate the near-field impedance due to a homogeneous 

bulk sample, Zsb, while assuming the true near-field situation |ks|D Ḻ 1, ks = ɤ(Ů0Ůsɛ0)1/2. Due 

to its static nature, the sampling near-field occupies a volume governed by D, and the first 

integral is on the order of Ů0Ůs|E0|2D3, where |E0| Ḑ Vi /D is an estimate for the average electric 

field in the sample. Then Zsb = Rsb + i Xsb. Therefore, Zsb = 1 / iɤŮ0ŮsD , which is basically 

the impedance of a capacitor with a geometrical capacitance Ů0D filled up with material of 

complex relative permittivity Ůs = Ůô ī iŮò . Let us illustrate this concept for a variety of 

materials. 
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Dielectric. If the sample is a low-loss dielectric with Ůs = Ů(1 ī i tanŭ), tanŭ Ḻ 1, then the 

near-field impedance is: 

 ὤ
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ρ

‫‭‭ᴂὈ
  (2-4) 

Its reactive part is capacitive and the probe is sensitive to the sample dielectric constant as 

well as the loss tangent (ὸὥὲ‏).   

Semiconductor. At microwave frequencies, semiconductors can exhibit Ůô  ͯŮò = 1/Ů0ɤɟ, 

i.e., contributions from the two conduction mechanisms, displacement and physical, are 

comparable. Then: 
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  (2-5) 

Therefore, the sample resistance and reactance are of the same order. The sample reactance 

is again capacitive in this case. 

Normal metal. A conductive metal can be characterized by the relative permittivity Ůs 

i/Ů0ɤɟ. Thus, Zsb represents the dc resistance of the tip sampling volume: 

ὤ ”ȾὈ  (2-6) 

Unlike the conventional surface impedance of a bulk metal, Zsb has no reactive part because 

the geometrical inductance is negligible in the case of an electric probe. This equation implies 

that when D is much smaller than the metal skin-depth the probe spatial resolution is 

governed by the tip size rather than the sample skin-depth. This creates a unique opportunity 

for near-field microwave microscopy to study just the subsurface portion of the material, 

unlike conventional far-field techniques that are sensitive to the entire skin-depth layer. 

2.4.1.2 Impedance of a magnetic t ip  

In the case of |ks|D ḻ 1, the lumped element impedance of the magnetic tip can be obtained 

by the method of images: 
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where L0 is the loop self-inductance, L1 is the sample effective inductance, M is the tip-

sample mutual inductance (i.e., tip-to-sample coupling), and Zs is the sample surface 

impedance. Away from the sample, the tip impedance approaches iɤL0. 

2.4.2 Transmission l ine model of the probe 

When a transmission line terminated with either an electric or magnetic tip forms a near-field 

microwave probe, the tip-sample system can be treated as a discontinuity in this line. 

Consider a near-field tip with impedance Zt terminating the probe transmission line of 

characteristic impedance Z0. The impedance of a substantially electric tip should satisfy the 

condition |ZtE| ḻ Z0, while for a substantially magnetic tip |ZtM| Ḻ Z0. Then the complex 

reflection coefficient from the electric tip can be found as follows: 
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and the reflection coefficient from the magnetic tip is: 
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To obtain the exponential forms in the right-hand side above, the approximation (1īx) / (1+x) 

å exp(ī2x) was used, which is better than 1% accurate for x < 0.25. 

In order to validate the lumped element model, it was compared to results of numerical 

modeling for the near-field tip geometry and for two types of samples: Si wafers with and 

without implants. As will be discussed below, both the bulk Si resistivity and the implant 

sheet resistance were varied. The tip was formed by the open end of a parallel strip 

transmission line (Fig. 2-12-(a)) that consists of two metallic electrodes supported by a 

rectangular quartz bar. For the purposes of modeling, the tip size was on the order of 100 

ɛm, and the tip-sample separation was 250 nm. The modeling was performed using HFSS. 
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To find the reflection coefficient for the case of bulk Si, equation (2-5) was substituted into 

(2-3) and the result into (2-8), which yields the real and imaginary parts of the complex 

reflection coefficient as a function of the Si bulk resistivity. These two quantities were also 

extracted from the FEM. This modeling was performed for a variety of probe sizes, and 

representative results are shown in Fig. 2-12-(b), where the Si resistivity ranges from 0.01 

to 1000 cm. 

It is clear that over a wide range of Si resistivities, the analytical lumped element model 

agrees exceptionally well with the FEM. The two free parameters used to fit the lumped 

element model to the FEM data are D and Cc, while the characteristic line impedance Z0 was 

obtained from 2D modeling of the strip-line cross-section. By fitting data for various tip 

sizes, they found that the characteristic tip size D was governed by the entire cross-section 

of the tip. In addition, Cc was found to be in good agreement with the parallel plate capacitor 

estimate.  

2.4.3 Resonant t ransmission l ine 

To increase measurement sensitivity, many microwave microscopes employ a distributed 

circuit resonator which reduces the impedance mismatch, |ZtE| ḻ  Z0 or |ZtM | Ḻ Z0, between 

the tip and the probe feed line. Using standard transmission line theory, one can solve for the 

voltage at any point in the microscope, including an external detector. Such models can 

include many details of the microscope design and are very successful at reproducing its 

gross and fine properties. The disadvantage of such models is the lack of clear intuitive 

analytical expressions for the measured quantities. Here an approach is suggested that 

provides general analytical expressions relating the sample electrodynamic properties to the 

probe resonant frequency and Q-factor.The resonant condition of a transmission line 

resonator can be written as follows: 

ÅØÐ░ςὬὒɜɜ  Ὡὼὴ░ς“ὲ  (2-10) 

where L is the resonator length, h = hô ï ihò = ɤ(Ů0Ůeffɛ0)1/2 ï ihò (hô ḻ h) is the transmission 
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line complex propagation constant and Ůeff is the effective dielectric constant of the 

transmission line, ũ is given by equations (2-8) or (2-9), ũ0 is the complex reflection 

coefficient from the resonator opposite end (i.e., short, open, or coupling impedance), and n 

= 1,2, . . . is the mode number. As an example, consider an electric tip terminating a half-

wavelength resonator. Substitution of ũ0 = 1 and equation (2-8) into (2-10), using the 

complex angular frequency ɤ = ɤô  + iɤò , and separating the real and imaginary parts yields 

the following expressions for the probe resonant frequency F = ɤô /2ˊ and the unloaded Q-

factor: 
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From equation (2-11), one can find the relative shift in the probe resonant frequency versus 

change in the tip capacitance Ct for a low-loss sample as follows: 
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Equation (2-13) provides an estimate for the microscopeôs sensitivity. For typical probe 

parameters L Ḑ 1 cm, Z0 Ḑ 50 ohm, Ůeff Ḑ 2 and typical precision in ȹF/F measurement Ḑ0.1 

ppm, ȹCt is on the order of 10ī19 F = 100 zF. Capacitance resolution down to a few zepto-

Farads has been demonstrated in state-of-the-art experiments.  

According to equation (2-12) there is a small change in the quality factor due to change in 

the probe resonant frequency ɤô. However, in practice the losses are not uniform in the 

transmission line, i.e., hò depends on z. In this case, there will be an extra change in the 

quality factor due to redistribution of the resonator currents near the tip, even in the case of 

a lossless sample. 
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2.4.4 Charge image method [1], [24]ï[26] 

Operating below the cut-off frequency, waveguide probes suffer severely from waveguide 

decay. In these probes, a linear improvement in resolution will cause an exponential 

reduction in sensitivity. As a result, it is very hard to reconcile the conflict between 

resolution and sensitivity. As there is no cut-off frequency in a transmission line, coaxial 

transmission line probes have much better performance than aperture or waveguide probes. 

As the resolution is mainly determined by the cross-section of the transmission line at the 

open end, shrinking the cross-section still causes significant transmission line decay. This is 

especially true when a long section of a coaxial transmission line is used to form a resonator. 

If the cross-section is wide, the unshielded propagating waves at the open end of the 

transmission line tend to increase the difficulty of quantitative analysis, since both near-field 

and far-field interactions have to be considered in this case. To overcome this problem, the 

shielded coaxial resonator probe was proposed by Wei and Xiang [24] (Fig. 2-13-(a)).  

This design minimizes the far-field background signal and allows submicron spatial 

resolution even in the quantitative analysis of complex dielectric constant. The coating layer 

should be as thin as the skin depth to avoid the formation of a micro-transmission line with 

 

 

(a) (b) 

Fig. 2-13. (a) Shielded ɚ/4 coaxial resonator probe proposed in [25] (b) Equivalent lumped series 

resonant circuit for SMM [1]. 
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heavy loss near the aperture while still maintaining effective shielding of far-field 

components. The resonant frequency (fr) and quality factor (Q) as functions of the properties 

(e.g., dielectric constant and loss tangent) of the materials placed in the vicinity of the tip 

can be detected by the electronics [26]. 

2.4.4.1 System design and analysis  

The resonant system can be analyzed using an equivalent lumped series resonant circuit, as 

shown in Fig. 2-13-(b), with effective capacitance C, inductance L, and resistance R (for an 

ideal quarter-wave resonator): 
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where l=ɚ/4 is the effective cavity length, Rs is the surface resistance of cavity material, R2 

and R1 are the radii of center and outer conductors, respectively, and Ů0 and ɛ0 are the 

permittivity and permeability of free space, respectively. The uncoupled (Qu) and coupled 

(Qc) quality factors of the resonant system are given by: 
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2.4.4.2 Theory  

A recursive algorithm has been developed to calculate the total charges on the tip-sample 

system and used to derive the dielectric constant. Two critical approximations were made in 

obtaining these analytical solutions: (1) spherical tip: because the main part of the probe 

interacting with the sample is the tip cap, this is a good approximation, especially when the 

probe is held at a distance from the sample shorter than the probe radius; (2) quasi-

electrostatic: because the effective region with significant non-zero field distribution is 

several orders smaller than the relative long wavelength of the microwave, the phase effect 

can be neglected. Under the above approximations, the problem is simplified to solving the 

static electric field distribution in the sample under two boundary conditions: equipotential 
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surface of the sphere and continuity at the sample surface. The field can be solved in many 

ways. A straightforward way is the charge image method. The quantitative relations relate 

the tip radius (R0), tip-sample distance (g) and real and imaginary dielectric constant [1] . In 

this report, the discussion is limited to the area of homogeneous and isotropic dielectric 

materials, i.e., Ů = Ůô + jŮò ḻ Ů0 with Ůô ḻ Ůò and ɛ = ɛô + jɛò ḙ ɛ0, where Ů and ɛ are complex 

dielectric constants and magnetic permeability of the samples.  

The simplest configuration is considered: the tip scans directly (soft contact) on the surface 

of a dielectric material with a thickness much larger than the tip radius, as shown in Fig. 

2-13. To first order, the tip can be represented as a charged conducting sphere. It can be 

assumed that the tip has the same potential as the open end of the resonator, since it only 

extends out a length several orders of magnitude smaller than the wavelength beyond the 

cavity (the experimental results suggest that this approximation is extremely accurate). The 

dielectric material under the tip will be polarized by the electric field of the tip and reacts on 

the tip, causing the redistribution of the charges on the tip to maintain the equal-potential 

surface of the conducting sphere. The reaction can be represented by an image charge qô1 

located in the sample, and the redistribution can be represented by another image charge q2 

inside the tip sphere. This process is iterative and forms three series of image point charges 

to meet the boundary conditions at both tip and dielectric sample surfaces, as shown inFig. 

2-13. The field distribution (peak value) inside the sample can be expressed as a 

superposition of the contributions from the series of point charges qòn as 
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where b = (Ů ï Ů0)/(Ů + Ů0), q = 4ˊŮ0R0V0 , R0 is the radius of the tip, and er  and ez are the unit 

vectors along the directions of the cylindrical coordinates r and z, respectively. It is 

straightforward to confirm that this field distribution satisfies Coulombôs law and the 

boundary conditions on the surfaces of both dielectric and conducting sphere simultaneously, 

and therefore is the correct and sole solution of this problem. In contrast to the dipole model 
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of tapered waveguide probes for NSOM, where electric dipoles lie above and parallel to the 

sample surface, this is a monopole model (appropriate for the tip configuration of SEMM). 

The electric field here is concentrated in a very small volume under the tip, almost 

perpendicular to the sample surface.  

Since the majority of the microwave energy is concentrated in the cavity and the field 

distribution inside the cavity will not be disturbed significantly by the tip-(dielectric) sample 

interaction, the perturbation theory for microwave resonators can be used to calculate the fr  

and Q shifts caused by the dielectric material: 
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(a) (b) 

Fig. 2-14. (a) Image charge distribution for a thick sample in contact with the tip. The qn series 

represents the charge redistribution on the tip, the qôn series represents the effect of polarization of 

the dielectric sample, and the qòn is the effective value of qn inside the sample. (b) The iterative 

image charges in tip-bulk sample system in non-contact mode [26]. 
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where E0 , H0 and E1 , H1 refer to the electric and magnetic field before and after the 

perturbation respectively, l is the wavelength, A=4ˊ᷾0R0(V0
2/E) is a constant determined by 

the geometry of the tipïresonator assembly (ὃ ρφὙÌÎὙ Ὑϳ ‗ϳ  for an ideal ɚ/4 coaxial 

resonator), andÔÁÎ‏ ‭ͼ‭ᴂϳ . From formulas (2-17) and (2-18), it was found that the 

microscope signals are proportional to the tip radius R0. This result can be understood by 

considering that the electric field near a conducting sphere at a given voltage is inversely 

proportional to the tip radius and the total contribution to the signal is the integration of the 

square of field over the volume of the sample.  Besides the dielectric loss from the sample, 

the extra current required to support the charge redistribution induces additional resistivity 

loss. The corresponding Q shift can be expressed as: 
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And the total Q shift is: 
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Formulas (2-19) and (2-20) allow quantitative measurements of the local complex dielectric 

constant for samples of thickness ḻὙ . The constants A and B can be properly calibrated by 

measuring a standard sample such as sapphire with a known dielectric constant and loss 

tangent. 

If there is an air gap between the sample and the tip (Fig. 2-14-b), the expression for the 

frequency shift is given by 
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where tn and an have the following iterative relationships: 
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ὥ ρ ὶ ρρ ὶ ὥ   ȟ           ὸ ὦὸ ρ ὶ ὥϳ   (2-22) 

With the initial conditions of a1 = 1+r , t1= 1 (where r is the gap-to-tip radius ratio). From 

equation (2-17), fr   is a function of the gap width, which provides a calibration method. Fig. 

2-15 shows the measured and fitted fr  as a function of gap width for a MgO single crystal. 

The fitting parameters are Ůr =9.5, R0=12.5 ɛm and A=1.71×10-3. 

2.4.5 Simulation r esults of the conventional SMMs 

In this thesis section, I first simulate structures proposed by others for comparison and then 

show our designed structure simulation results. Two well-known structures have been 

simulated and compared with the literature. The first structure is a sharp tip with radius of 

curvature of 10 ɛm, which is the extension of the inner conductor of a coaxial cavity 

resonator (shown in Fig. 2-16). The resonator is coupled with a loop to the other side circuitry 

using wave-port in HFSS.  

This structure has the benefit of high sensitivity (stemming from the use of a high quality 

 

Fig. 2-15. Measured and fitted resonant frequency as a function of tip-sample distance for a MgO single 

crystal [26]. 



 

 32 

factor resonator) and a potential to achieve very fine resolution, which is determined by the 

tip curvature and tip-to-sample distance. The structure works in TEM coaxial mode. A further 

benefit is that one can measure the sample properties in multiple frequencies. One problem 

of this structure is its bulky resonator, which makes it impossible to integrate with IC or 

MEMS devices. 

As described previously, a change in the sample properties (here Ůr) would alter the 

evanescent field very close to the tip. Therefore, the reflection coefficient would change 

phase (and/or magnitude), resulting in a frequency (and/or quality factor) change in the 

resonator. As can be seen in Fig. 2-16, I got almost the same results as [26], with the same 

curve. However, as I did not know the exact values for the structure, I achieved higher 

sensitivity, which means that the quality factor of my structure is better (i.e., the radius of 

my cavity may have been bigger). 

The second structure I simulated is shown in Fig. 2-17. In this structure, a parallel 

aluminum strip with a quartz layer in between has been simulated. This structure has the 

benefit of a non-contact, non-destructive tip, confining the electromagnetic field inside the 

strip. Consequently, a quantitative measurement of local properties of the sample is possible. 

Because it has two conductors, this structure supports TEM mode, which eliminates the loss 

mechanism due to the cut-off frequency of some waveguide structures. The probe operates 

in balanced odd mode only, where the two Al strips carry equal and opposite currents, 

forming an electrically small quadrupole-like antenna outside of the enclosure. The parasitic 

far-field radiated power is a few orders of magnitude less than that of unbalanced dipole-like 

geometries, while the near-zone fields are mostly confined in between the Al strips. In 

practice, this parallel strip is actually a tapered one, which connects to a half-lambda 

resonator to increase sensitivity.  

I have tried to simulate the same structure as the one described in [3]  and [23], but again I 

did not have all of the requisite information to do so. It is clear that the simulation results 

agree very well with theoretical formulations. Both real and imaginary parts of S11 Fig. 2-17 
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(e,f) are similar to the theoretical results (Fig. 2-17 (f)) . 

 

Fig. 2-16. Simulated structure in HFSS (a) side view (b) top view (c) zoomed tip area. (d,e) HFSS 

simulation results compared to theoretical results in [26].  
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Fig. 2-17. Simulation in HFSS (a) side view (b) zoomed area near the tip. (c,d,f) HFSS simulation 

results compared to theoretical results in (e) top view and electric fields on the excitation sheet [3]. 
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Chapter 3 

Fabrication of CMOS-MEMS SMMs 

In this chapter, after a short review of MEMS SPMs, the fabrication process for the CMOS-

MEMS is explained. Then a description of the SMM device is presented. The importance of 

tip-sample distance control and integration of the AFM is then discussed. Finally, some of 

the design challenges such as thermal coupling to the microwave path and change of reflected 

signal due to the movement of the tip are discussed and possible solutions are presented.   

3.1 MEMS SPMôs 

The first micro-machined STM consisted of a piezoelectric multimorph with patterned 

electrodes [41]. Another STM, fabricated in single-crystal silicon is reported in [42]. These 

works demonstrated open-loop 3-axis positioning with a conductive path to the tip, but 

without AFM imaging capability. More recently the co-fabrication of control electronics with 

an array of single-axis cantilevers for AFM was demonstrated [43]. Another example of a 

single-axis cantilever with integrated position sensing is the Akiyama probe [44]. In [45], a 

thermal profiler with integrated 1-D actuation was presented. A paper from University of 

Waterloo [46] was the first to include 3-axis positioning, strain sensors, and position sensors 

(i.e., all of the mechanical components required for an SPM to acquire an image) in a single 

device. 

In [10], the first imaging results with a CMOS-MEMS contact-mode AFM were presented. 

The resolution was compromised by thermal coupling from actuation due to the high 

temperature coefficient of resistivity (TCR) of the polysilicon strain sensors. Frequent 

thermal calibration and post-processing of the data were required in order to extract the 

sample topology from the cantilever signal. Thermal coupling issues were first mitigated 
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using forced oscillation and higher harmonic detection [47], and then further suppressed 

using a dynamic FM-AFM mode [48]. In [49], we reported the first SMM measurements with 

a self-actuating probe. These devices were fabricated in the commercially available 

SOIMUMPs process. A 2-D scanner with integrated electrothermal chevron actuators and an 

integrated microwave CPW interface was reported there. 

3.2 CMOS-MEMS  Fabrication Process 

CMOS-MEMS processes were introduced in the 1980s and the field has grown 

significantly over the past two decades [50]. These processes are well-suited to integrated 

SPM device fabrication because they allow for complex signal routing, various types of 

actuation and sensing methods, and integrated electronics. Some examples of CMOS 

cantilever sensor systems that exploit the various material properties available in CMOS-

MEMS processes are discussed in [51].   

Fig. 3-1 shows the cross-section and thickness of each metal and inter-metal dielectric 

(IMD) layer for the 0.35µm CMOS process from TSMC1. MEMS devices are constructed 

using composite metal-dielectric layers as the structural layers. 

Our fabrication process falls under the category of post CMOS-MEMS processes (Fig. 3-2). 

We begin with a standard foundry CMOS process with four metal layers and two resistive 

polysilicon layer options. The topmost exposed metal layer is used as a mask for an 

anisotropic etch step that removes the dielectric (SiO2 etch); this layer is also used for routing 

and structure design. Following the completion of the oxide etch, we perform an isotropic Si 

etch of the underlying substrate to release the devices. In this step, the device is under etched 

about 15 µm. 

Two other optional maskless process steps may be used. In the first step, grooves may be 

diced or laser-etched into the backside of the wafer to suspend cantilevers over the die edge 

                                                      
1 Taiwan Semiconductor Manufacturing Company 
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upon release, as shown in Fig. 3-3-(a). This helps to look at the tip-sample area under optical 

microscopes and find the area of interest for imaging. After oxide and Silicon etching on the 

top side (shown in Fig. 3-3-(b)), it is easier to snap the device from the diced lines on the 

backside by applying a controlled lateral force from both sides. In the second step, we may 

remove the polymer buildup that occurs during the SiO2 etch using EKC. 

There are several process features that are advantageous in the design of CMOS-MEMS 

SPMs; in the electrical domain, the designer can choose between conductive (Al), insulating 

(SiO2), and semiconducting (polysilicon) materials. This allows for complex routing of 

signals in a monolithic beam. It also allows for the placement of resistive heat sources and 

temperature sensors. Also, the temperature coefficient of resistivity of polysilicon materials 

can be exploited to measure local temperatures. We use these process features to design 

MEMS actuators and position sensors for our CMOS-MEMS SMM. 

 

Fig. 3-1. Cross-section view showing the thickness of each metal and IMD layers of 2 Polly 4 Metal 

(2P4M) 0.35µm CMOS process from TSMC [52]. 
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Fig. 3-2. Maskless release process for CMOS-MEMS. (a) Foundry CMOS process cross-section. (b) 

Anisotropic etch of SiO2 intermetal dielectric layers. (c) Isotropic Si substrate etch, releases the devices. 

[53] and [54].  

 
 

Fig. 3-3. (a) Grooves in the backside of the wafer to suspend cantilevers over the edge of the chip. (b) 

After oxide and Silicon etch on top.  
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The thermal conductivity of Al is 191 Wm-1K -1, while that of SiO2 is 1.4 Wm-1K -1. This 

enables the design of thermally isolating members that can be used to separate heat sources 

from nearby regions that are mechanically and electrically interconnected. Another feature 

is that the polysilicon-metal contacts in CMOS-MEMS processes are thermocouples that can 

be used as local temperature sensors. 

In the mechanical domain, the thermal coefficients of expansion (TCE) of Al and SiO2 are 

disparate as well. The TCE of Al is around 14.6±3.0×10-6 K -1 and the TCE of SiO2 is 0.4-

1.0×10-6 K -1. This feature is desirable in the design of lateral and vertical electrothermal 

bimorph actuators. Further discussion of the mechanical material properties and how they 

relate to electrothermal actuator design can be found in [55]. 

Although a wide variety of material properties are available to the designer, they are 

seldom optimized to improve SPM performance. For instance, the performance of CMOS 

electronics improves with low TCR whereas the design of temperature-based position sensors 

improves with high TCR. Another example is that piezoresistive cantilevers benefit from a 

high gauge factor, while it is desirable to suppress strain effects in CMOS. Thus, our CMOS-

MEMS SMM design has to adopt to existing commercial CMOS 0.35 µm that is designed for 

CMOS electronics rather than for MEMS. 

3.3 CMOS-MEMS  SMM Device Description 

A CMOS-MEMS 1-DOF SMM probe is presented in Fig. 3-4. This device incorporates a 

CPW to a shielded transmission line (here a rectangular coaxial line) transition. The flexible 

transmission line is displaced in the tip-sample approach direction using a vertical 

electrothermal bimorph actuator. Internal metal layers are used for conduction while the top 

and bottom layers are used to shield the microwave signal. DC pads are utilized for vertical 

actuation using the thermal bimorph effect. This device was used to obtain characteristic tip-

sample approach curves and to validate our simulations. 
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Maximum vertical features of a sample that can be imaged are set by the vertical range of 

motion of the actuator. Since the vertical range scales with the square of length (L2), while 

the stiffness scales with 1/L3, there is a tradeoff between range and stiffness. We can combine 

several vertical actuators in parallel to increase stiffness while maintaining the same range 

of motion. The position resolution of the actuator is inversely related to its range of motion. 

This has profound consequences on the operation of the instrument. A high speed, high 

resolution instrument requires a stiff actuator with limited vertical scan range [56]. 

To add three degrees of freedom to the device, lateral MEMS actuators are needed. One of 

the lateral actuator geometries used, is shown in Fig. 3-5 and discussed in [55]. In-plane 

actuation is achieved using the electrothermal bimorph effect. A lateral moment is generated 

by offsetting the internal metal layers in the actuator beams with respect to the top metal 

layer (mask layer). Rectilinear motion is achieved by mirroring a bimorph in order to cancel 

 

Fig. 3-4. Single degree of freedom shielded SMM probe. A CPW to flexible transmission line transition 

is included in the signal path from the PNA to the tip. Internal metal layers are used for conduction 

while the top and bottom layers are used to shield the microwave signal. DC pads are used for vertical 

actuation using the thermal bimorph effect. 
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the arcuate component of the motion, while parasitic out-of-plane motion is mitigated using 

a folded design pattern. 

Electrothermal actuators are a suitable choice for both static and dynamic actuation in 

single-chip SPMs. Moderate static forces (ḗ50 nN) and large displacements (ḗ20 ɛm) can 

be produced by lateral electrothermal actuators, at the expense of increased power 

consumption (1 to 5 mW). The thermal time constants of the lateral actuators used in this 

work are in the range of 1-4 ms, which translates to scan speeds above 100 Hz. Although the 

efficiency of the actuators rolls off at high frequencies, a resonance with moderate Q (ḗ50) 

can be clearly observed by piezoresistive detectors that are integrated in vertical bimorph 

beams. In the device reported here, the vertical resonance occurs at 225 kHz, and can be 

excited electrothermally with a 100 mV input. A useful figure of merit when comparing 

actuators is the work-per-unit-volume, which is the product of the blocked force and output 

displacement. When comparing actuators implemented in CMOS-MEMS processes, the 

work-per-unit-volume of electrothermal actuators is 2 to 3 orders of magnitude greater than 

that of comb-drive electrostatic actuators. Although parallel plate actuators may achieve high 

forces near the pull-in instability, their small range of motion (<1 ɛm) precludes their use as 

the vertical actuators in single-chip SPMs. One type of actuator that has been used in this 

work as a lateral actuator is a multimorph actuator that is based on the bimorph effect (shown 

in Fig. 3-5).  

Another type of electrothermal actuator that we use for the lateral actuator design is 

chevron actuators (shown in Fig. 3-6). The work-per-unit-volume of the chevron actuators is 

2500% higher than that of the lateral multimorphs. The out-of-plane stiffness of the new 

actuators is also improved by a factor of roughly 350% [56]. 

A CMOS-MEMS 3-DOF SMM/AFM device is presented in Fig. 3-7. The following features 

of the device are desirable in the SMM context. After the CMOS-MEMS release process, the 

substrate is singulated in order to obtain cantilevers and tips that are suspended over the edge 

of the chip. This device geometry permits observation of the tip-sample region while 
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imaging. To carry the microwave signal to the tip, a flexible transmission line is required to 

be able to move the tip. Lateral scanning is achieved by applying a DC bias and a differential 

AC signal to the left and right lateral actuators. The result is a spherical coordinate scan 

(r,ű,ɗ) in which the angle ű is related to the difference between the left and right actuator 

deflections, the radius r is proportional to the average of the left and right actuator 

deflections, and the elevation ɗ is provided by the out-of-plane bimorph (vertical actuator). 

The SMM device is capable of scanning its tip in 3 degrees of freedom over a sample, with 

an approximate scan range of 13 ɛm x 13 ɛm x 15 ɛm in the x, y and z directions.  

 

Fig. 3-5. CMOS-MEMS lateral electrothermal actuator. Inset is a cross-section of an individual beam, 

showing the offset internal mechanical layers used to generate a thermal moment. 

 

Fig. 3-6. Chevron actuator used for lateral actuation: Layout and SEM image. 
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Fig. 3-7. CMOS-MEMS 3 DOF integrated AFM-SMM device. A CPW to flexible transmission line 

transition connects the microwave signal to the tip. Actuators are used to bend the transmission line 

and scan the tips. 

3.4 Tip -sample Distance Control  

The precision of any near field measurement is directly related to the precision with which 

the tip sample distance can be maintained [3] . The challenge is in the integration of a tip-

sample distance control technique with the SMM device. Imtiaz et al. uses STM for precise 

distance control over metallic samples [38]. Lai et al. addressed this issue by combining 

SMM with a commercial AFM; they also showed that operating it in tapping mode would 

eliminate thermal and other long-term drifts [31].  

If tip -sample distance is not kept constant, the air gap capacitance between the tip and 

sample (and consequently tip impedance) will change and become indistinguishable from 
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changes of sample properties. In our work, we have integrated an AFM with the SMM in 

order to control the tip-sample gap. An integrated balanced pair of piezoresistive strain 

sensors for AFM operation is included in order to maintain a constant tip-sample separation 

(Fig. 3-8). The piezoresistors on the balanced cantilevers are connected to two other resistors 

to form a Wheatstone bridge. The output voltage of the bridge is used for tip-sample distance 

control.  

Keeping a constant and low tip-sample distance during SMM imaging is of great 

importance because the intensity of the evanescent field decreases exponentially with a 

spatial constant of R0 (probe characteristic size). To confirm this, HFSS simulations of a 200 

nm diameter coaxial probe with tip-sample distances of 1 nm and 100 nm from a bulk 

dielectric sample with a dielectric constant of 15 were performed (Fig. 3-9). The results were 

then exported to ADS and, after matching the tip-sample impedance with ideal transmission 

lines, the frequency shifts were measured. As shown in Fig. 3-10, the smaller the tip-sample 

distance, the higher the sensitivity of the SMM. One should note that these simulations are 

only meant to show the effect of tip-sample distance, and that the values shown are not for 

 
 

(a) (b) 

 

Fig. 3-8. (a) Close-up of the balanced cantilever design used for AFM operation. The temperature in 

the piezoresistors is balanced, whereas the strain from tip-sample forces is only recorded on one of the 

piezoresistors. (b) A schematic circuit showing the Wheatstone bridge and applied voltages for the 

bridge and the vertical actuator. 
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the entire SMM system. A detailed analysis of the entire SMM is discussed in Chapter 4. 

3.5 SMM/AFM Probe  

Shielding the microwave signal path up to the tip is necessary to obtain quantitative electrical 

imaging and sensitivity improvement. Therefore, in all of the presented CMOS-MEMS 

geometries, the microwave signal path is shielded in order to eliminate parasitic capacitive 

  

(a) (b) 

 

Fig. 3-9. FEM simulation of the SMM tip in (a) 100 nm, and (b) 1 nm tip-sample distance of a bulk 

dielectric sample with a dielectric constant of 15. 
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Fig. 3-10. Effect of tip-sample distance on SMM sensitivity in (a) 100 nm, and (b) 1 nm tip-sample 

distance of a bulk dielectric sample (Red: without sample; Blue: with sample). 
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coupling to the sample. This is done by fabricating rectangular coaxial, stripline and 

microstrip transmission lines. In rectangular coax and stripline, metal layer 2 is used for 

signal line, while metal layers 1 and 3 and the óviaô holes between them are used for shielding. 

In microstrip, M3 or M4 are used for ground and M1 is used for signal. 

The device in Fig. 3-7 includes a sharp tip with a ~150nm radius for SMM/AFM operation. 

The tip was designed with minimum feature squares from the signal layer (metal 2) to the 

topmost metal layer (metal 4), connected with tungsten via holes. Tip sharpness was obtained 

by milling during the RIE steps in the release process, without any additional post-

processing. AFM can be used in non-contact mode to maintain a constant tip-sample gap for 

SMM, or in intermittent contact mode for noise and long-term drift reduction, as discussed 

in [47] and [31]. Fig. 3-11 shows an SMM/AFM tip and metal shielding layers. 

In general, two different types of tips have been investigated for CMOS-MEMS SMMs. 

The first one is called the ñvia typeò, which is illustrated in details in Fig. 3-11. It is made 

by connecting several tungsten vias from the signal line to the topmost metal layer on M4 

(via12, via23 and via34 connect M1 to M3). Then, during oxide etching in the RIE, it is 

sharpened without any extra processing steps. This process is illustrated in detail in Fig. 3-12 

for a stripline micro-transmission line.  

 

Fig. 3-11. Close-up of SMM/AFM tip. The tip radius obtained in the release process is ~150nm. Metal-

1 and metal-3 shielding layers are shown here. 
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With this method, tips with a curvature of ~150 nm are achievable. However, one issue 

with this type of tip is reliability. The problem is that during oxide etching, the vias might 

be attacked and the tip (and thus the entire device) will be lost. 

Fig. 3-13 shows a version of a larger via tip that survived in one instance but not in another. 

The larger tips are intended to protect the vias at the topmost metal layer (M4). If very sharp 

tips are needed, a focused ion beam instrument (FIB) can be used to remove the native oxide 

on the Aluminum, sharpen it  to a smaller radius (~75nm), and deposit a Platinum coating. 

The second type of tip that was designed and tested is called a wedge-type tip. Similar to 

 

Fig. 3-12. The process of getting sharp via tips through RIE oxide etching. 

  

Fig. 3-13. SEM images of two larger via tips, survived (left), and not survived (right) after the oxide 

and silicon etching. 

M4 

Metal via Oxide 

M3 

M2 

M1 

SiO
2 
etch SiO

2 
etch 

3 µm 3 µm 



 

 48 

via tips, the signal in wedge-type tips is connected to the topmost metal with vias, but a 

larger metal pad at M4 protects the vias.  M4 is then extended a few microns in a triangular 

shape, as shown in Fig. 3-14. The problem with this type of tip, however, is that it might 

reduce the resolution in quantitative imaging because most of the tip is not electrically 

shielded and thus can interact both with the sample and the medium around the sample.  

A standard AFM calibration grating with a 3 ɛm pitch and 90 nm height was used to 

demonstrate the imaging functionality of the SMM device in AM-AFM mode (refer to [56] 

for an explanation of AM-AFM mode). The scan speed is limited by the dynamics of the PID 

controller that was used in these imaging experiments. A 7 ɛm line scan consisting of 200  

  

(a) (b) 

Fig. 3-15 (a) Standard AFM sample [57] (b) AFM image, obtained by scanning over a range of 7 ɛm x 

0.6 ɛm. Height control of better than 10 nm is achieved. 

 
 

 

Fig. 3-14. Wedge-type tip: (Right) SEM image, and (left) layout. 
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points takes approximately 5 seconds, and the image consists of 16 lines. The vertical 

resolution of this measurement is a function of the noise in the piezoresistive bridge 

measurement, which may be reduced by limiting the bandwidth (and thus reducing the scan 

speed). We anticipate 1-10nm control of the tip-sample distance using this approach. FM-

AFM methods reported in [48] may improve the resolution further. Fig. 3-15 demonstrates 

the capability of our device to scan over a 3D object, which is also a verification of its tip-

sample distance control capability. 

Further imaging results for different samples is presented in chapter 5. 

3.6 Thermal Coupling Reduction  

One of the challenges of electrothermal actuators is that the temperature of the actuators 

changes when they move the tip. Moreover, because the microwave path is not fully isolated 

from the actuators, it also gets heated up and cooled down with the actuators. This causes a 

change in properties of the material and thus slightly changes the characteristics of the 

transmission lines enough to change the reflected signal, which is convoluted with the change 

in S11 due to sample properties. The thermal coupling to the microwave path can be mitigated 

by placing thermal isolators between the path and the actuators. Fig. 3-16 shows the layout 

and SEM image of a part of the SMM device that is thermally isolated from the vertical and 

lateral actuators.  

The temperature of the vertical actuators changes with the same frequency as that of 

tapping the tip to the sample. Therefore, it is not possible to filter out this signal in the 

receiver. For the lateral actuators, the scan rate is on the order of 1 hertz or slower, so it can 

be extracted from the final image by processing the background slow-varying signal. Also, 

isothermal lateral actuators can help reduce thermal coupling to the tip, as explained in [56]. 

In this type of lateral scanner, two actuators are excited differently, so the temperature in the 

middle does not change while moving the tip. The thermal cross-talk from the lateral 

actuators is considerably reduced with the help of isothermal actuators, as shown in Fig. 3-17 
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and Fig. 3-18.  

Another similar challenge in SMMs with integrated scanners is that when the tip is moved, 

the reflected signal changes. Again, the tip moves in the approach direction with the same 

 

 

Fig. 3-16. (Top) The layout of a part of the SMM device that is thermally isolated from the vertical and 

lateral actuators. (Bottom) SEM showing thermal de-coupling. 
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frequency as the tapping, and in the lateral direction with the low frequency scan rate. The 

main challenge is de-coupling the movement of the microwave path in the approach direction 

from the tip-sample interaction that is measured at the same frequency. This signal can be 

calibrated with a known sample with low dielectric constant, so that any change in amplitude 

of the detected signal will be because of tip-sample interaction. 

 

Fig. 3-17. Layout of an SMM device with isothermal scanner design with 4 chevron actuators. 
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Fig. 3-18. SEM image of an SMM with isothermal scanner design. 
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Chapter 4 

Analysis and Design of CMOS-MEMS 

Scanning Microwave Microscopes 

As discussed in previous chapters, CMOS-MEMS SMM has several advantages over 

conventional SMMs, such as on-chip scanners and piezoresistive tip-sample distance control 

that eliminates the need for bulky scanners and cumbersome laser/photodiode detection 

methods, respectively. Therefore this type of SMM has the benefits of being smaller and 

cheaper; but, being fabricated on CMOS and integrated with the scanning actuators, it suffers 

from higher loss in both silicon and the conductor material. CMOS 0.35µm technology from 

TSMC uses a silicon substrate with approximately 12 S/m of resistivity, and the conductor 

is an alloy of aluminum with approximately 1.7x107 S/m of conductivity (three times less 

than copper), which is quite lossy. Also the metal thickness is less than 1 µm, which is further 

reduced after the RIE oxide etching because the exposed metal layers are milled to some 

extent; i f the metal is not protected, thicknesses in the order of 0.5-0.6 µm are observed. 

Hence, sensitivity analysis and improvements to the entire SMM system are imperative.  

In this chapter, CMOS-MEMS SMM is first described from an overall system point of 

view. Then, a quality factor analysis is presented for sensitivity analyses of different SMMs. 

After that, with the help of a lumped model and EM simulations, the sensitivity of the CMOS-

MEMS SMM system is analyzed. Finally, the measurement circuit for SMM is explained and 

end calculations for typical values of the CMOS-MEMS SMM are presented to show the 

smallest detectable capacitor. It is worth noting that the analysis and suggestions presented 

in this chapter can be applied to any Scanning Microwave System or, even more generally, 

to any microwave system that needs to sense a small signal.  
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4.1 Overall SMM Description 

This chapter provides the designer with a tool to systematically analyze and improve the 

sensitivity of the overall SMM system. Here, sensitivity improvement means getting 

maximum change at the output of the system when the tip-sample impedance changes. A 

block diagram of the entire SMM system is shown in Fig. 4-1. It consists of a sharp tip in 

close proximity to the sample under test, an SMM device fabricated with CMOS-MEMS 

technology, a matching network, and the measurement system.  

 

Fig. 4-1. Block diagram of the SMM system, which includes; tip-sample interaction, SMM device 

fabricated with CMOS-MEMS technology, the matching network and the measurement system.  

The objective here is to maximize Vout with a known change in the tip-sample impedance. 

In order to obtain the best sensitivity, it is important to deliver the maximum signal to the 

tip to create an interaction with the sample. The input impedance of the SMM device is very 

high, since the end of the transmission line (at the tip) is open circuit and the length of the 

transmission line to the tip is electrically small (smaller than ɚ/10) at frequencies below 20 

GHz. Therefore, in the SMM system, a matching network is required to match the high 

impedance of the SMM device to that of the measurement system (here, it is 50 ohm). In this 

chapter, different options for the matching network will be investigated and compared.  

The overall design and analysis is divided into four main parts: 1) a micro-transmission 

line that carries the signal to the tip; 2) coplanar waveguide pads and transition to the micro-

TL; 3) matching network, and 4) measurement circuit. Each section must be carefully 

designed for maximum sensitivity. The design and impact of each part will be described in 
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detail, and guidelines for improved sensitivity will be given. A quality factor analysis is also 

presented that gives the designer better insight into the impact of each section on overall 

sensitivity.  

The measurement circuit after the matching network is responsible for capturing small 

changes of the reflected signal as a result of tip-sample interaction. At the end of the chapter, 

we describe how a microwave interferometry technique can help improve sensitivity.  

4.2 Device Description 

Detailed fabrication process of the CMOS-MEMS device (shown in Fig. 4-2) is described in 

Chapter 3. The microwave signal path of the SMM device consists of a Coplanar Waveguide 

(CPW) or a slot-line pair of pads (used for wire bonding to a PCB) that transition to a flexible 

micro-transmission line (micro-TL), which in turn guides the signal to the tip, as shown in 

Fig. 4-2. It is important to use a shielded micro-TL to prevent interaction with the medium 

and radiation from the micro-TL itself, and to localize the interaction between the tip and the 

sample. This requires a pair of signal-ground to be routed to the tip. The micro-TL should 

also be flexible so that it can be moved with electrothermal actuators during scanning. There 

are two chevron electrothermal actuators at both sides of the device that move the tip (and 

the micro-TL) in the lateral direction, and a set of oxide-aluminum bimorph beams that can 

move the tip in the vertical direction.  

4.3 Quality Factor Analysis 

One can look at the matching network and the SMM device as a resonator, similar to 

conventional SMMs. From this perspective, the change in input reflection coefficient as a 

result of change in tip-sample interaction impedance can be studied based on the parameters 

of the microwave resonator ï namely, the quality factor and the resonance frequency. The 

matching network can either be lumped or distributed. It will be shown that if the resonator 
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Fig. 4-2. (Top) SMM device and its components, and (bottom) and SEM image of wire bonded device. 

is a lumped RLC, |æS11 | will be proportional to the square of the quality factor (Q2)  of the 

lumped resonator, but if it is a distributed resonator (e.g., stub matching circuits), it will 

approximately be proportional to the Q of the distributed resonator. In either case, an 

improvement in sensitivity will be achieved by improving the quality factor of the overall 
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4.3.1 Lumped RLC resonator matching 

For the case of lumped RLC resonator loaded with a small capacitor as shown in Fig. 4-3, 

closed form formulas are derived here. 

 

Fig. 4-3. Series resonator loaded with a small capacitor ȹC 

In order to get input matching we can choose R=Z0. Thus for a series RLC resonator, we 

have: 

ὗ ρ
‫ὅὙ ȟ‫

ρ
Ѝὒὅ

  (4-1) 

Therefore, we can find L and C as a function of frequency and quality factor: 

ὅ ρ
Ὑ‫ὗ  ȟὒ

ρ
ὅ‫

 (4-2) 

Next, we can find the change in input reflection coefficient ȿЎὛ ȿȟ if the load changes by Ўὅ 
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 (4-3) 

where ὤ  is the input impedance when there is a load impedance of Ўὅ and ὤ  is when there 

is no load. If we assume that the change in load is very small compared to ὤ , one can write 

ὤ ὤ ὤ  (4-4) 
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where at resonance (‫ ‫ ), ὤ ὤ Ὑ : 

ȿЎὛ ȿ
ὮЎὅ

ςὙ‫ὅ
ὗ Ўὅ

ὤ‫

ς
 (4-7) 

From equation (4-7), one can observe that for a lumped RLC resonator model, change in S11 

is directly proportional to the square of the quality factor of the resonator and directly 

proportional to the resonant frequency and characteristic impedance of the measurement 

system. Except for the quality factor the other two parameters are usually determined by the 

application, Z0 is usually 50 ohms, but we may have a choice for ɤ0 if it is not strictly defined 

by a specific application. 

4.3.2 Stub matching  

For single-stub matching, deriving a closed form expression is not straightforward, but it can 

be studied with simulation software; using Keysightôs ADS we find: 

ȿЎὛ ȿḙὗ Ўὅ
ὤ ‫

‍ὰ
 (4-8) 

where QTL, Zl and ɓ are the quality factor, characteristics impedance and propagation constant 

of the transmission line. Description of the simulation method: To find the empirical 

simulation-based equation of (4-8), the circuit shown in Fig. 4-4 is simulated in Keysightôs 

ADS, using a standard transmission line model, with and without the ȹC load (1aF is used). 

The two S11 are subtracted from each other to get ȿЎὛ ȿ. Several simulations are carried out 

for each parameter (QTL, Zl, ɤ0 , ɓl ) and for both open and short circuit stubs to find their 

relationship with change in S11. In each ADS circuit simulation point shown in Fig. 4-5, the 

four parameters (QTL, Zl, ɤ0 , ɓl )  are first set, and then an optimization is run to get a better 

than 25 dB return loss for S11 by changing L1 and Lstub. Fig. 4-5 shows the comparison 

between equation (4-8) simulated in MATLAB and ADS circuit simulations (similar to Fig. 

4-4). The stub matching transmission lines make either quarter lambda or half lambda 

resonators, depending on whether the stub is short circuit or open circuit. Thus, l =  L1 + L stub 
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=nɚ/4 (n is integer). In equation (4-8), QTL = ɓ/2Ŭ and ɓl  = nˊ/2 (n is integer). 

 

Fig. 4-4. Stub matching connected to a small capacitor ȹC. L1+Lstub (grey TLs) makes a resonator. 

Similar to the lumped RLC case, ȿЎὛ ȿ is proportional to Zl and ɤ0 for stub matching, but 

there are two important differences here. Firstly, in stub matching, change in S11 is 

proportional to QTL, and secondly, it is inversely proportional to ɓl , which means the shortest 

possible transmission line resonator at ɤ0 gives the best sensitivity. It is interesting to note 

that the higher order modes of distributed resonators (higher values of ɓl ) show less 

improvement in |æS11|. This can be intuitively described by the fact that at higher order mode 

resonators, a smaller portion of the resonator gets perturbed by the tip-sample interaction 

and thus less change is observed in S11. In looking at the impedance of the SMM device (Fig. 

4-33), one can see that it has a lossy capacitive load, so the shortest possible matching 

network is a short-circuited stub matching network that a quarter lambda resonator. 

The actual device cannot be easily modeled with one transmission line or a simple lumped 

model because it has several sections including the micro-TL connected to the tip and the 

bonding pads transmission line. However, for the case of two transmission lines connected 

together as shown in Fig. 4-6, one can find a formula for the overall system sensitivity based 

on the overall Q factor. 

In more complicated scenarios, however, simulations or circuit models can be used for 

accurate analysis. The quality factor analysis presented for a single transmission line can 

provide  some  insight  towards  better design  and sensitivity. Let us assume  that the  quality  
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Fig. 4-5. Comparing equation (4-8) simulated in MATLAB, with circuit simulations using a standard 

transmission line model in ADS. Solid-line: MATLAB simulation, Asterisks: ADS circuit simulation 

points.  

 

Fig. 4-6. Sensitivity of a system with two transmission lines connected together. 
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and dielectric quality factor (Qd). Fig. 4-7 shows the voltage and current distribution along a 

quarter lambda transmission line. 

 

Fig. 4-7. Voltage and current distribution along a quarter lambda transmission line resonator. 

Voltage is minimum at the short-circuit side and maximum at the open-circuit side, current 

is the opposite. Knowing the conductive loss is proportional to i2 and dielectric loss is 

proportional to v2, we can deduce the following equations: 
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where ɗi=ɓil i ,i=1,2. To get a better sense of these equations let us assume that that the electric 

lengths of the two transmission lines are equal (ɗ1= ɗ2= ˊ/4) and we want to find the overall 
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quality factor due to individual Q factors. Then we will have: 

Table 4-1. Overall quality factor due to individual Q factors when two different transmission lines are 

connected to make a quarter lambda resonator 

Qc1 Qd1 Qc2 Qd2 Qt 

Qc1 Inf. Inf. Inf. 1.22 Qc1 

Inf. Qd1 Inf. Inf. 5.5 Qd1 

Inf. Inf. Qc2 Inf. 5.5 Qc2 

Inf. Inf. Inf. Qd2 1.22 Qd2 

Similarly, from equations (4-10) to (4-12), we can find the total quality factor as a function 

of the 4 conductive and dielectric quality factors and write: 

ρ
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ρ
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   (4-13) 

This shows that at the short-circuit side, conductive loss is dominant while at the open-circuit 

side dielectric loss is dominant. In Fig. 4-6 we can assume that the second transmission line 

is the micro-TL in the SMM device and the first section (l1 and l stub) is the transmission line 

on the PCB board.  

Based on the presented analysis, we can then arrive at some useful conclusions. First, the 

PCB transmission line has a lot higher Q than any micro-TL that can be fabricated on CMOS-

MEMS, so a smaller l2 is better. Due to mechanical constraints, the length of the micro-TL 

line generally cannot be reduced, but it is possible to decrease the electric length, ɓ2l2, which 

is in fact what we need. For this, micro-TLs with smaller effective permittivity should be 

designed. 

A second conclusion is that, in a quarter lambda resonator, the overall Q is less affected 

by the conductive loss (θ i2) of the micro-TL but degrades more with substrate loss (θ  v2). 

In most instances of transmission lines on the CMOS-MEMS process, Q is dominated by 

conductive loss because the lossy silicon is etched except for where the bonding pads are, 

because they require anchoring to the substrate. For this section, either a CPW or coplanar 
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stripes are used. A thorough discussion on the effects of bonding-pad loss through substrate 

and how to decrease this loss is presented in section 4.4.3. An alternative approach for 

improving sensitivity is to design the micro-TL with very high characteristic impedance, as 

suggested by equation (4-8) and circuit simulations.  

4.3.3 Half lambda plus shunt 50 ohm (ɚ/2+50ɋ) 

Another method used by some researchers [33] for matching in SMM in collaboration with 

Keysight, is the half lambda plus shunt 50 ohm (ɚ/2+50ɋ) approach. In this method, a low-

loss coaxial cable is connected to the SMM probe, and the shunt 50 ohm resistor is connected 

to the ground at the end of the cable, as shown in Fig. 4-8. With some simplifying 

assumptions, we can find changes in S11 if the load is changed by ȹC. We assume that the 

cable loss is small and that ȹC is very small. 

 

Fig. 4-8. Half lambda plus shunt 50 ohm (ɚ/2+50ɋ) matching method used by Keysight Technologies. 

Then, one can write  
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where ɔ = Ŭ+jɓ is the complex propagation constant. If we substitute l = nɚ/2 (n is an integer) 

and use the approximation of:  
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(with and without ȹC) can be found: 
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where y1
in is input admittance when the load is ȹC and y0

in is when there is no load (open 

circuit). Note that here Zl is the characteristics impedance of the half lambda transmission 

line and Z0 is the characteristics impedance of the system (e.g.; Z0 of Network Analyzer). 

Equation (4-15) is valid for a lossless (and low loss) transmission line and for small change 

in load impedance and shows that sensitivity improves with increased frequency, however it 

does not depend on the Q or Zl of the transmission line. 

A comparison between these three methods and detailed design for stub-matching is 

presented in section 4.5.  

4.4 Circuit Model Analysis  

Full wave simulation of the entire SMM system is very difficult and time consuming due to 

having very small and very large features at the same time. The area of interaction between 

the tip and the sample is very small (~100 nm) compared to the PCB area (~ 1 cm) and even 

to the CPW bonding pads (~ 200 µm). Therefore, the change in the input reflection coefficient 

|æS11 |, as a function of change in the impedance of the sample (|æZsample|) is so small that 

very large meshes are required to capture the difference between two different samples with 

different electrical properties. Often, the calculation error is larger than the change that needs 

to be measured. To put this in perspective, an example of typical expected values will be 

calculated here. Let us assume: 

Ўὅ ρ ὥὊȟὗ υπȟὤ υπȟὪ υ ὋὌᾀȟ‍ὰ“Ⱦς (4-16) 

If these values are put in equation (4-8), |æS11|=5×10-5, which means that error between 

consecutive passes in HFSS simulation should be at least 5×10-5. However, this is nearly 

impossible, even with todayôs powerful computers and computational servers. Table 4-2 
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shows a typical convergence of such a system. After 8 passes and more than 100,000 

tetrahedrons, the |æS11| error is still larger than 0.01. In other words, this error is about 300 

times larger than the required accuracy to capture the tip-sample interaction of two different 

materials. 

Table 4-2. Convergence table for HFSS simulation of the entire CMOS-MEMS SMM system, 

showing large errors despite the large number of tetrahedrons. This error is 300 times larger than the 

required accuracy to capture tip-sample interactions of two different materials. 

 

One possible way to overcome this problem is to divide the simulation into 3 or 4 smaller 

ones. For example, one way of dividing it is to simulate: 1) tip-sample interaction, 2) micro-

transmission line, 3) CPW or coplanar strips pads, and 4) matching network on PCB and 

bond-wires. The problem of convergence and error for the tip-sample interaction is still 

relevant here. To deal with this problem, we note that most of the time we are interested in 

the change in S11 between two or more different samples and not the absolute S11 value. 

Therefore, we can simulate the tip-sample interaction with a particular sample and save the 

final mesh, and then use this same mesh for other samples, changing only the electrical 

properties of the sample (i.e., no change in geometry).  

However, even if we overcome all these hurdles in full-wave simulation, the result will 

still be only an approximate result, for a few reasons. First, CMOS material properties will 

change within a few percentage points from run to run and batch to batch, and second, in 
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CMOS-MEMS SMM, the entire structure is moved by actuators that bend and heat up the 

structure, etc., which changes the properties of the material and the micro-transmission line. 

Therefore, any simulation is only going to be only an approximation. Apart from technical 

diffic ulties in simulating the entire structure in full-wave simulators (such as HFSS), there 

are several benefits to building a circuit model to study and design SMMs for sensitivity 

improvement and investigating different scenarios, as explained in the rest of this chapter. 

Different parts of SMM (namely, tip-sample interaction, micro-transmission line, tapered 

transition to bonding pads, CPW bond pads and PCB board, and matching network) are 

studied in the following sections.   

4.4.1 Tip -sample interaction 

For the tip-sample interaction impedance, lumped models based on different samples were 

proposed in [58]. For CMOS-MEMS SMM, the tip-sample interaction is simulated in HFSS 

and then the parameters of the model are extracted in Keysightôs ADS by matching FEM and  

  

 
 

Fig. 4-9. HFSS simulation of a stripline micro-TL and the tip-sample interaction, SEM image of the tip 

and the tip-sample circuit model. 
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circuit simulations (Fig. 4-9). In this model, Cair is the capacitance between the tip and the 

sample and depends on the tip dimension and tip-sample distance; Cs and Rs are the 

capacitance and resistance models for the sample impedance; and Cpar is the parasitic 

capacitance between the probe and the surrounding medium. With effective shielding, Cpar 

can be neglected or absorbed in the micro-transmission line model. For a dielectric sample 

close to the tip (tip-sample distance smaller than tip dimension), one can write [3] : 
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where D is the effective length of the tip and g is the gap between the tip and the sample. It 

is useful here to work out some typical numbers. If we assume a tip-sample distance of 40 

nm, an effective tip diameter of 150 nm and a dielectric constant of 3 and 7 for two different 

materials, we get Cair = 5 aF, Cs1 = 4 aF (Ůr=3), Cs2 = 9.3 aF (Ůr=7) and Rs=infinity. Therefore, 

ȹC = 1 aF. For consistency, a 1 aF change in sampleôs impedance is assumed in the 

simulations. It is important to note that tip-sample distance has an inverse relationship with 

sensitivity. For example, with the above model, increasing the tip-sample distance from 40 

nm to 100 nm will decrease ȹC by a factor of 3 and consequently, sensitivity will be 

decreased by the same factor. This shows the importance of having an accurate method for 

controlling the tip-sample interaction discussed in previous chapters. 

4.4.2 Micro -transmission line 

SMM works based on microwave interaction between the tip and the sample. Therefore, a 

transmission line is required to take the microwave signal from the bonding pads to the tip. 

Micro-transmission line design is important for improving the overall sensitivity of the 

system, especially in the rather lossy process of 0.35 µm CMOS-MEMS, which is what we 

use. In a conventional SMM, a regular coaxial line is used to carry the microwave signal to 

a high quality factor coaxial resonator [3], [28], and the center conductor is usually extended 

to be used as the tip. In more recent SMMs, the tip is at the end of a cantilever, and either a 
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single metal trace of around 300 µm [33], a stripline [59], or a CPW [4]  is used to carry the 

microwave signal to the tip. In this thesis, we present a more comprehensive investigation of 

different micro-transmission lines implemented in a CMOS chip to come up with the best 

choice. Here, again, even though the analysis is done for CMOS-MEMS SMM, it can be 

applied to other versions of SMM as well.  

The choice of transmission line is highly dependent on the fabrication process and device 

structure. In this thesis, we use 0.35 µm technology from TSMC (Taiwan Semiconductor 

Manufacturing Company), which has 4 metal and 2 poly layers that can be used for micro-

TL design. Numerous types of transmission lines, including microstrip, stripline, CPW, and 

rectangular coaxial line, are possible in this process. Also, since scanners and position 

sensors are integrated in the chip in this type of SMM to move the tip in 3 directions, the 

micro-TL needs to be flexible and lightweight. One design constraint is that the maximum 

width of the micro-TL should be less than 6 µm, as otherwise it will be too heavy to move. 

Thus, very wide micro-TLs such as CPW lines will not result in desirable mechanical 

properties. Fig. 4-10 shows the cross-section of some possible choices for micro-TL design. 

Note that the silicon underneath the micro-TL will be etched, leaving about 15 µm of air 

between the metal1 layer (the lowest metal layer) and the lossy silicon substrate (resistivity 

~ 8 ohm.cm), which considerably reduces substrate losses.  

 

Fig. 4-10. Cross-section of some possible micro-transmission lines in teh CMOS-MEMS process. 

At first glance, it is not clear which micro-TL results in the best sensitivity. One way is to 

simulate the entire system with different micro-TLs (with changing design parameters for 
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explained at the beginning of this section, this method is a very time-consuming process and 

does not give the designer any intuition. Most transmission line analysis is done for low loss 

and non-radiating transmission lines. In those cases, one can usually find the properties of 

the TL from its cross-section. However, when dimensions and thicknesses of the metal layers 

become less than skin depth2, a full-wave simulator such as HFSS and ADS is required to 

find an accurate model for the TL. 

Let us first analyze a transmission line. A standard and accurate method to find the 

properties of a transmission line (such as characteristic impedance and propagation constant) 

is to simulate a certain length of the TL and find its S-parameters. ABCD parameters can 

then be found from S-parameters, and from ABCD parameters, the RLGC parameters of a 

transmission line can be found. This process is shown Fig. 4-11 and the following equations: 
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where ɔ is the complex propagation constant, ɓ is the propagation constant and Ŭ the is 

attenuation constant, ȹl is the length of transmission line used to find the S-parameters, Zser 

is the series impedance, and Yshunt is the shunt admittance of the transmission line in the 

RLGC model shown in Fig. 4-11.  

In the literature, SMMs are designed in a few different ways. Haenssler et al. [60] looks at 

the entire SMM system as a 2-port network and tries to minimize the insertion loss for this 

                                                      
2 The Skin Effect is the tendency of an AC current to become distributed within a conductor such that the current 

density is largest near the surface of the conductor, and decreases with greater depths in the conductor. The electric 

current flows mainly at the "skin" of the conductor, between the outer surface and a level called the skin depth. 
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network. The flaw of this method is that the tip-sample impedance is nowhere near 50-ohm; 

in fact, it is a very high capacitive impedance. Lai et al. [61] uses a shielded stripline 

transmission line and argues that for best performance, the series resistance and capacitance 

model for the short transmission line should be minimized. While this argument may be 

correct for cases where series resistance is the dominant factor of transmission line loss, it 

is not correct for a general condition. Huber et al. [33] uses a half-lambda transmission line 

with a shunt 50-ohm resistor to match a single trace of about 300 µm that is connected to the 

unshielded part of the tip. In the following, a general method is presented for the micro-TL 

analysis and design. 

Knowing that the entire SMM system, including the SMM device and the matching 

network, will make a resonator, and based on the quality factor analysis in section 4.3, one 

can figure out that a micro-TL that has the highest quality factor should give the best 

sensitivity. Therefore, quality factor analysis for transmission lines can be utilized to analyze 

and choose the best micro transmission line. For a transmission line at resonance [62]: 
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This total Q of the transmission line is a combination of two quality factors for the series and 

shunt sections of the transmission line, such that:  
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Fig. 4-11. Finding properties of a transmission line from 2-port full-wave simulation. 
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where Qcap and QL are quality factors of series L and shunt C segments of the lumped element 

model of the transmission line (Fig. 4-11). This method of analyzing transmission lines has 

two important benefits. First, the transmission line does not need to be at resonance for this 

analysis to be true. This is an important criterion because most of the transmission lines used 

for SMM are electrically short. The second benefit is that series and shunt segments of the 

transmission lines are separated here and can be studied individually. For example, using the 

standard quality factor definition of ɓ/2Ŭ, it is not easy to tell which section of the micro-TL 

contributes to more loss without simulations, but if Qcap and QL are known, one can find 

which section should be improved.  

Now let us look at the micro-TLs shown in Fig. 4-10. In CMOS, oxide is low loss and 

metal is lossy, especially at higher frequencies due to the thin metal layers and low 

conductivity of the aluminum alloy used. From this, we can see that the quality factor of the 

series segment is dominant. Therefore any design that improves QL will improve overall Q. 

Now, one can intuitively say that for higher QL, the series inductor should be increased (or 

R should be decreased), which means that the separation between signal and ground metals 

(forward and return current) should be higher. In this instance, the total magnetic flux and 

consequently L increases with increased separation. The increased separation does not 

increase R much and, as a result, QL and overall Q would increase. From this simple 

intuitional analysis, it becomes clear that microstrip realization results in better Q than 

stripline or rectangular coax. As can be seen from simulation results as well as the quality 

factor analysis, microstrip is indeed the best choice in terms of sensitivity improvement.  

The coplanar strips could also be a good choice with careful design. However, they are not 

shielded (so this would not be a good option near the tip) and are not suitable for meandering 

the micro-TL to make it flexible. Moreover, between the meander line and the tip area, a soft 

micro-TL is required in order to move the structure out of plane with the bimorph 

electrothermal actuators. In this area, other types of micro-TLs can become too stiff, so the 

best option is the coplanar stripes. For example, a 3-metal-layer micro-TL such as microstrip 
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or stripline will have about 200 times more stiffness than when using only the first metal 

layer as a coplanar stripe. This is because stiffness is proportional to thickness cubed [63], 

and a stack of 3 metal layers has about 200 times more stiffness than a single metal layer. 

A circuit model for the micro-TL is shown in Fig. 4-12. Since the micro-TL is an 

electrically short transmission line smaller than ɚ/10, it can be modeled with only one 

segment of the general transmission line RLGC model. Another shunt segment is added to 

make a symmetrical pi model. 

In this model, the series resistor is not dependent on frequency because the width and 

thickness are smaller than or comparable to skin depth. For a certain micro-TL (e.g., 

microstrip), changing the width does not significantly change the quality factor because both 

the inductance and the resistance of the micro-TL undergo similar changes (i.e., increasing 

the width decreases both R and L to the same proportion) and Ql would not change much. 

However, if we increase the gap between the signal and the ground return path, R might not 

change much but L certainly does because the area of integration of total flux increases, and 

thus QL and consequently Qt increases. This describes why a microstrip line promotes better 

sensitivity than a stripline. In the following section, a detailed analysis and comparison 

between different micro-TLs is presented. 

4.4.2.1 Simulation results micro-TLs 

In this section, simulation results for different micro-TLs are presented. First, a certain length 

  

 

Fig. 4-12. Microstrip micro-TL and its circuit model. 
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of the micro-TL is simulated in HFSS (200 µm). Both lumped-ports and wave-ports are used 

and compared in these simulations, but only lumped-port results are presented, since both 

resulted in similar s-parameters. An HFSS driven-modal solution is used here because the 

propagation mode along the micro-TLs is quasi-TEM (the other option is a driven-terminal, 

which is better suited for TEM modes). Next, ABCD parameters are extracted from the 2-

port s-parameters, and finally transmission line properties are found using equations (4-16) 

to (4-21). The results of the rectangular coax (very similar to stripline) microstrip and slotline 

micro-TLs are presented, followed by a discussion and comparison of different lines. The 

electric and magnetic fields for each micro-TL are also shown to show that the correct mode 

is excited in the structure.  

It can be noted that for all the micro-TLs, characteristic impedance is highly dependent on 

frequency. Furthermore, the imaginary part of the micro-TL is comparable to or in some 

cases even higher than the real part, which shows very high losses in the micro-TLs. Their 

frequency dependencies make them highly dispersive. The electric and magnetic fields of the 

rectangular coax micro-TL in Fig. 4-13 show that they are not completely confined and that 

some of the fields pass through the shield. This occurs because the shield thickness is thinner 

than skin depth. Another point to notice is that the series resistance does not change with 

frequency. This might seem surprising, but since the skin depth of this aluminum alloy is 

between 1.2 and 2.7 microns (which is bigger than the metal thickness and comparable to the 

width), all the current within a 2-10 GHz frequency range passes through all the cross-

sections of the metals. As a result, resistance does not change much with frequency. 

Another thing to consider is that by looking at the E- and H-fields of the microstrip and 

slotline micro-TLs in Fig. 4-14 and Fig. 4-15, we can see that the amplitude of the electric 

field passing through the silicon substrate is a few orders of magnitude smaller than the 

maximum electric field of the micro-TLs. Therefore, silicon substrate loss becomes 

negligible here, and mainly the silicon-oxide loss tangent contributes to conductance (shunt 

losses). This is the reason why G is almost proportional to frequency (G ᶿ ʖʀȱ ).  
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Fig. 4-13. Rectangular coax micro-TL. Top left: real and imaginary parts of characteristic impedance. 

Top right: propagation and attenuation constants. Middle left: inductance and resistance per unit length 

of the micro-TL model. Middle right: Capacitance and conductance per unit length of the micro-TL 

model.  Bottom left: E-field at the cross-section of the micro-TL (HFSS simulation). Bottom r: H-field 

at the cross-section of the micro-TL (HFSS simulation). 
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Fig. 4-14. Microstrip micro-TL. Top left: real and imaginary parts of characteristic impedance. Top 

right: propagation and attenuation constants. Middle left: inductance and resistance per unit length of 

the micro-TL model. Middle right: Capacitance and conductance per unit length of the micro-TL model.  

Bottom left: E-field at the cross-section of the micro-TL (HFSS simulation). Bottom right: H-field at 

the cross-section of the micro-TL (HFSS simulation). 
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Fig. 4-15. Slotline on M1 layer micro-TL. Top left: real and imaginary parts of characteristic 

impedance. Top right: propagation and attenuation constants. Middle left: inductance and resistance 

per unit length of the micro-TL model. Middle right: Capacitance and conductance per unit length of 

the micro-TL model.  Bottom left: E-field at the cross-section of the micro-TL (HFSS simulation). 

Bottom right: H-field at the cross-section of the micro-TL (HFSS simulation). 
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