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Abstract

In this thesis we investigate the motion control problem fora class of vehiclesCV , which includes

satellites, quadrotors, underwater vehicles, and tailsitters. Given a globally represented model of

CV , and a curve, the motion control problem entails following the curve using control inputs. In

this thesis the motion control problem is viewed under two settings, 1) as a local path following

problem, 2) as a geometric trajectory tracking problem. We provide solutions to both problems

by designing controllers based on the concept of feedback linearization.

In the local path following problem, theCV class of vehicles is represented by a local chart.

The problem is solved in a monolithic control setting, and the path that needs to be followed is

treated as a set to be stabilized. The nonlinear model under study is �rst dynamically extended

and then converted into a fully linear form through a coordinate transformation and smooth feed-

back. This approach achieves path invariance. We also design a fault tolerant local controller that

ensure path following and path invariance in the presence ofa one rotor failure for a quadrotor.

The second major problem addressed is the geometric trajectory tracking problem, which is

treated in an inner-outer loop setting. Speci�cally, we design a controller class for the attitude dy-

namics of theCV class of vehicles. The novel notion of Lie algebra valued functions are de�ned

on the Special Orthogonal groupSO(3), which constitutes a family of functions. This family

of functions induces a novel geometric controller class, which consists of almost globally stable

and locally stable controllers. This class is designed using the idea of feedback linearization, and

is proven to be asymptotically stable through a Lyapunov-like argument. This allows the system

to perform multiple �ips. We also design geometric controllers for the position loop, which are

demonstrated to work with the attitude controller class through simulations with noisy sensor

data.
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Chapter 1

Introduction

The study of mobile robotics is of central importance because of its vast scale of applications in

the commercial, industrial, and defense sectors. Mobile robots, as the name suggests, are capable

of moving freely in the environment without being attached to a �xed base. These mobile robots

can be classi�ed, broadly, into two groups based on the environment in which they move around.

In the �rst group, the robots' motion is restricted to planar(two-dimensional) movement. In

the second group, the robots are capable of moving in three dimensional space. In this thesis

we focus on certain mobile robots belonging to the second group that are capable of producing

thrust along one of their body axes by a propeller, and of inducing torques about each body

axis. Examples of some of the robots that fall under this category are multi-rotor robots, such

as quadrotors, hexa-copters; satellites; underwater vehicles, such as submarines; and tailsitters.

These mobile robots constitute a large class of vehicles, denoted byCV in this thesis, and are

presented in detail in Chapter2.

An important problem in mobile robotics is to move the robot in a desired manner. In most

applications, each vehicle belonging toCV is required to follow a given path or trajectory in

three dimensional space. In the literature, the path following or trajectory tracking problem is

sometimes referred to as the motion control problem. TheCV class of vehicles constitutes a class
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of under-actuated systems because six degrees of freedom (three positions and three orientations)

must be controlled by four inputs (a thrust, and three torques)1. This makes the motion control

problem challenging.

The difference between the trajectory tracking problem andthe path following problem is

crucial. In the path following problem, the main task of the controller is to follow a path with

no a priori time parameterization. In the trajectory tracking problem, the task of the controller

is to follow a path with a pre-speci�ed timing law associatedwith the motion. Thus, tracking

can be thought of as a special case of path following. One advantage of path following is that

cases exist where the trajectory tracking problem is unsolvable; yet the associated path following

problem has a solution [2]. The main advantage of adopting the path following approach is that

it is possible to guarantee that the resulting feedback control is invariant with respect to the path.

This means that if the mobile robot is initialized on the pathwith the appropriate orientation,

it will stay on the path for all future time. A trajectory tracking controller cannot ensure path

invariance [3].

In this thesis we consider the local and geometric motion control problems for theCV class of

vehicles, and design controllers based on the idea of feedback linearization. We call the control

problem local when the dynamics of the system under study arerepresented by a local chart,

and geometric otherwise. Intuitively, feedback linearization is the following: given a nonlinear

system, the idea is to “cancel out” all (or some) of the nonlinearities and convert the system into

a linear (or partially linear) form, if possible. Mainly we solve two problems for theCV class of

vehicles: a path following problem when the system dynamicsare represented by a local chart,

and a trajectory tracking problem when the system dynamics are represented in a coordinate-free

way. We call the latter the geometric tracking control problem.

In the �rst problem, i.e., the local path following problem,given dynamics of theCV class of

vehicles represented by a local chart (such as Euler angles)and a path, the goal is to follow the

1A similar class of vehicles are considered in [1], but we have broadened the vehicle class in this thesis.
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path, while satisfying some other secondary tasks such as maintaining a speci�c speed pro�le

along the path. The problem is treated in a monolithic (or uni�ed) way, i.e., the problem is not

divided into two or more stages. Moreover, using feedback linearization, we treat the problem as

a set stabilization problem by treating the path to be followed as a set to be stabilized. This setting

allows each vehicle in the classCV to achieve path invariance. Despite attractive characteristics

such as path invariance, the monolithic approach poses somepractical challenges. This motivates

us to formulate and solve the second major problem in this thesis.

The second problem, i.e., the geometric tracking problem, is solved using the cascade (or

inner-outer loop) approach. Intuitively, the outer loop (also called the position loop) controls

the system's position and velocity, while assigning a desired attitude and body rates to the inner

loop (also called the attitude loop). The task of the inner loop is to “track” the desired attitude

and body rates. Because of this inner-outer loop structure,it is natural to treat the inner loop

problem as a trajectory tracking problem, and not as a path following problem. The inner-outer

loop approach allows us to relax some of the practical limitations caused by the uni�ed approach.

The heart of inner-outer loop tracking control is the designof the inner-loop controller. Using

the idea of feedback linearization, we design a novel class of geometric tracking controllers that

stabilizes the attitude dynamics of theCV vehicle class. After designing inner loop, we design

both tracking and following controllers for the outer loop,and each of these controllers assign a

desired attitude to the inner loop. In the next section we present some of the main approaches

to solving motion control problems, and highlight major differences between the approaches

followed in this thesis.

1.1 Literature review

Primarily the controller design of this thesis is based on the idea of feedback linearization. We

treat two instances of feedback linearization: 1) the transverse feedback linearization, which

3



allows one to solve the path following problem, and 2) the feedback linearization when the

system dynamics are de�ned on a Lie group. First we present a literature review on feedback

linearization which focuses on transverse feedback linearization and path following. Then we

present some state of the art controller design techniques for one of the vehicles in theCV class

of vehicles, i.e., a quadrotor. We conclude the section by presenting the existing geometric

control methods, and highlight some key differences with ours.

1.1.1 Feedback linearization and transverse feedback linearization

Feedback linearization is a popular technique in the �eld ofnonlinear control, and much work

has been done in the last decade in control design using this technique. Conceptually speaking,

feedback linearization allows a given nonlinear system, whenever possible, to be converted into

a fully linear form using coordinate transformation and feedback. More details on feedback

linearization can be found at [4, 5]. In [6], the authors propose a path following method for a class

of nonlinear systems which divides the path following problem into two tasks: one geometric and

the other dynamic. The former forces the system to converge to the desired path, while the latter

involves objectives such as tracking speed or velocity pro�les. One of the drawbacks in this

work is that the system must be fully feedback linearizable,i.e., differentially �at [7]. Since

most mobile robots do not satisfy differential �atness, this work is not directly applicable to

most mobile robots.

In exact feedback linearization, a given nonlinear system is converted into a fully linear sys-

tem using a coordinate and feedback transformation. In [4, 5], the authors present the necessary

and suf�cient conditions for a system to be feedback linearizable. It is not always possible to

fully feedback linearize all nonlinear systems. If that is the case, the system dynamics can be

converted into a partially linear form via partial feedbacklinearization. In [8] the authors use the

notion of transverse feedback linearization to linearize the dynamics of a system transverse to a

closed orbit in the state space and propose a method of solving the path following problem using
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transverse feedback linearization.

In [9], the authors show that it is possible to make a desired path invariant through transverse

feedback linearization. The authors in [10] provide the necessary and suf�cient conditions for

the linearization of dynamics transverse to the curve. In [11], the authors solve a path following

problem for the planar vertical takeoff and landing of a �xedwing UAV for smooth Jordan curves.

The proposed controller enjoys the property of path invariance. In [10], it has been shown that

using transverse feedback linearization, path following can be achieved for a maglev positioning

system. This control methodology is applied to a �ve degree-of-freedom maglev positioning

system. The authors demonstrate with their experimental results the effectiveness of the control

design. Path following controller design for a mechanical system is discussed in [12], where

an input-output feedback linearization approach is applied to a planar �ve-bar linkage robot and

an under-actuated �ve-bar robot with a �exible link. It has been shown experimentally by the

authors that the behavior of a path following controller is fundamentally different from that of

standard tracking control. In [13], the authors propose a path following controller for the two

input kinematic model of a car-like robot. A smooth dynamic feedback control law is designed

to make the car's position follow a large class of curves witha desired velocity, which guarantees

invariance of the path.

The �rst problem considered in this thesis, i.e., local pathfollowing of CV , and fault tol-

erant path following control for quadrotors, is solved using the concept of transverse feedback

linearization proposed in [9]. The key difference between our work and the work considered

in [9, 12, 10, 11] is the design of dynamic feedback controllers. Moreover, as a �rst step of

this thesis, we implement dynamic feedback controllers on acar-like robot that was proposed in

our previous work [13]. To the best of the author's knowledge, these are the �rst experimental

results of implementing a dynamic feedback linearized pathfollowing controller on a mobile

robotic platform, although static transverse feedback linearized controllers were implemented on

a robotic arm and a maglev system in [12] and [10], respectively. The added dif�culty in the
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implementation of the dynamic feedback linearized controller lies in the construction of “vir-

tual” states. Virtual states will be discussed in detail in the following chapters. Furthermore,

we consider a quadrotor with a single rotor failure, and design a path following controller using

dynamic transverse feedback linearization. Next we present a literature review of one of the most

popular vehicles belonging to the vehicle class, the quadrotor.

1.1.2 Local quadrotor control

Broadly speaking, in literature the control design problemof a quadrotor is studied under two dif-

ferent settings: 1) A cascade, or an inner-outer loop setting, 2) A uni�ed, or monolithic setting.

As the name suggests, the cascade structure uses two (or more) loops. The main advantages

to using this approach are the simplicity of the control design, and ease of tuning of control

parameters. For quadrotors, the outer loop deals with position and velocity, and generates a ref-

erence signal for the inner loop. Given a reference attitudesignal, the main task of the inner

loop is to track the given reference attitude signal. Under cascade settings, a large class of linear

control techniques have been proposed that rely on a plant model linearized about hover �ight

conditions. PD, PID or LQR controllers have all been tested on a range of platforms, and have

demonstrated reliable and precise performance near hover conditions [14, 15, 16]. In [17] the au-

thors presented PID, and LQR controller for quadrotors using the inner-outer loop approach, and

demonstrate successful experimental results. Theoretically speaking, one of the main drawbacks

of the inner-outer loop structure is that the stability of each loop does not guarantee stability

of the overall system. The stability of the overall system isa typical stability problem of cas-

cade control [18, 19, 20, 21], and is beyond the scope of this thesis, as it has been practically

demonstrated by [17, 15] that under the inner-outer loop approach, the controller works reason-

ably well. In [22] the authors use feedback linearization under the cascade setting for quadrotor

control design.

A wide range of nonlinear techniques have also been proposedto address the envelope re-
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strictions inherent in linear controller designs. Backstepping [23], sliding mode [24, 25] and

feedback linearization [26, 27] methods have been presented, with varying choices on the con-

troller structure being explored to deal with the under-actuated nature of the quadrotor platform.

Many researchers have been attracted to sliding mode controllers because of their robustness

properties [28]. Sliding mode controller design requires �nding a slidingsurface on which the

system exhibits desirable behavior. Once such a surface is identi�ed, the goal is to design a feed-

back controller so that the system trajectories converge tothe sliding surface in a �nite period of

time [25]. In [27], the authors compare the performance of an adaptive sliding mode controller

with that of a feedback linearized controller through simulations. The authors claim that the

adaptive sliding mode controller performs better than the feedback linearized controller; how-

ever, the sliding mode controller consists of a discontinuous feedback control that switches on

the desired path. The switching of control occurs at an in�nitely high frequency to eliminate de-

viations from the path. Such switching is both unrealistic and undesirable since practical systems

are not in�nite bandwidth and rapidly oscillating actuatorcommands may actually cause damage

to the actuators. Several techniques have been introduced in the literature to deal with the chat-

tering issue [29]. However, to the best of the author's knowledge, no one has claimed reliable

path following experimental results on a quadrotor system using sliding mode control. Further,

sliding mode path following controllers are not able to guarantee path invariance. Under a uni�ed

control scheme, most of the quadrotor controllers are trajectory tracking controllers. In [30] the

authors present a path following controller for quadrotorsto follow splines in the output space.

The control scheme is based on the cascaded design scheme andthe path is represented using

Frenet-Serret (FS) frames. The resulting controller achieves path invariance.

In [31] the authors present a path following controller for a quadrotor, similar to our work

presented in Chapter4 and [32]. However, we propose the following three extensions. First, the

controller allows the quadrotor to move along the path in anydesired manner, including stopping

along the curve as well as changing the direction of traversal along the path. Second, we fully

linearize the system, and the dimension of the zero dynamicsis therefore zero. Finally, both
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closed and non-closed curves can be used for the path de�nition, resulting in a more general

class of paths that can be followed. One of the major limitations is that this gives controllers

that suffer the so-called gimbal lock. In [33] the authors present a path following methodology

combined with a obstacle avoidance scheme for quadrotors capable of working in cluttered and

hazardous environments. A new cross-track error prediction based mechanism is proposed for the

path following scheme. The authors show in simulation the effectiveness of the path following

controller in cluttered scenarios.

1.1.3 Geometric quadrotor control

Most of the geometric control methods for quadrotors are designed based on the inner outer loop

structure. The dynamics of the inner loop (or the attitude loop) is de�ned on the Special Or-

thogonal groupSO(3), and this poses a challenge as standard nonlinear tools cannot be used for

controller design. Compared to the inner loop, the controller design of the outer loop (position

loop) is simpler. Under reasonable assumptions, any stableouter loop controller can work fairly

well with a stable inner loop controller, while maintainingoverall stability of the closed loop

system. In this thesis we focus on designing novel geometricinner loop controllers. Theoreti-

cally speaking, for a general cascade control system, giveneach subsystem is stable, the overall

stability of the system is of central importance. However, in the case of quadrotors (orCV class

of vehicles), this is relatively less crucial as the attitude dynamics are “faster” compared to the

translational dynamics, and from a practical viewpoint theseparation principle holds. Roughly

speaking, the separation principle holds when the inner loop dynamics are at least three to �ve

times faster than the outer loop dynamics.

Attitude dynamics can be represented by various parameterizations that can be Euclidean

or non-Euclidean [34]. An example of a Euclidean parameterization is the famous set of Euler

angles which lie inR3. An example of a non-Euclidean parameterization is the unitquaternion,

which lie on a three sphereS3. As outlined in [34], regardless of the choice of parameterization, a
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rigid body attitude cannot be represented either globally or uniquely. As discussed earlier, a local

representation, although unique, suffers singularities such as gimbal lock. On the other hand,

quaternions are not unique. In other words, quaternions do not have singularities but double-

coversSO(3), i.e., one attitude may be represented by two antipodal points. This ambiguity

should be carefully resolved in quaternion-based attitudecontrol systems. Otherwise, they may

exhibit unwinding, in which a rigid body unnecessarily rotates through a large angle even if the

initial attitude error is small [35]. The focus of our work presented in Chapter6 is control design

in a coordinate-free setting, i.e., when the attitude is de�ned onSO(3).

The shortcomings of attitude control using local parameterization can be overcome by non-

linear geometric control techniques. In [34] the authors consider the problem of attitude stabiliza-

tion in great detail and underscore the fact that no continuous time invariant feedback controller

can globally asymptotically stabilize to a desired equilibrium point. In addition, the authors

present controllers for a rigid body represented in terms ofboth reduced attitude and full atti-

tude. A reduced attitude control problem deals with the con�guration of a rigid body de�ned on

a two-sphereS2. In this case, the objective is to point a body-�xed object, such as an antenna, in

a speci�ed direction in the body �xed reference frame, wherethe rotation about that body �xed

axis is irrelevant [34]. In our work, we focus on the full attitude control problem.

Local attitude control methods, although nonlinear, can only be applicable in a small neigh-

borhood around the desired attitude. For unmanned aerial vehicles, such as a multi-rotor system,

with a restricted �ight envelope or near hover �ight conditions, these local control methods are

suf�cient, as long as the attitude of the system is in the neighborhood of the desired attitude

for all time. Local controllers fail to handle suf�ciently large initial errors (such as a quadrotor

initialized upside down) or large attitude errors during �ight. Therefore, almost global attitude

controllers are required for applications involving acrobatic maneuverability of a rigid body, such

as a UAV performing single or multiple �ips. In this work, we propose a class of controllers that

leads to both local and almost global attitude controllers,and depending on the application, a
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suitable controller can be selected.

In [36] the authors investigate the Almost Global Attitude Stabilization (AGAS) problem of

a rigid body on a Lie group. The authors construct potential functionsV : SO(3) ! R, that

satisfy certain properties to �nd controllers to solve the AGAS problem. A similar approach is

used in [37], in which the authors present error functions for UAV control. In [38] the authors

propose AGAS of a rigid satellite in a circular orbit by usingLyapunov methods to analyze

closed loop almost global stability onSO(3). A global attitude stabilization of a rigid aircraft

with unknown actuator time delay is considered in [39]. Based on Lyapunov theory, it has

been proven that the controller proposed by the authors forces the trajectories of the closed loop

system to converge to a small neighborhood of the origin. In [40] the authors analyze AGAS

on Lie groups. They consider an optimal control problem onSO(3) of minimizing the distance

traveled by the reduced attitude while stabilizing the fullattitude. They give a two-step solution,

to �rst stabilize the reduced attitude, and then to align theremaining two vectors by means of

a planar rotation. Their work is based on potential functions, which leads to a class of error

functions. In [41], the authors design a geometric tracking control of a quadrotor UAV on the

Special Euclidean group,SE(3). The analysis is based on a globally de�ned model of the UAV.

Through simulations, it has been shown that the quadrotor can recover from an initial almost

upside down position. A quadrotor model de�ned using Euler angles cannot perform similarly

as the UAV has to pass through a singularity point in the rotation parameterization. Similar to

this work, in [42, 35, 43, 44], the authors design geometric tracking controllers usingan inner-

outer loop approach. Each of this work is inspired by the de�nition of one particular real-valued

error-looking function onSO(3). Using this error function, controllers are designed that range

from simple PID controllers to adaptive and robust geometric controllers. This is unlike our

work presented in Chapter6, in which our main contribution is the generalization of a class of

error-looking functions. Moreover, our function family isnot real-valued, but Lie algebra valued

functions.
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Primarily, the results presented in Chapter6 are motivated by the work of Bullo and Mur-

ray [45]. In their work, the authors present a general framework forthe control of fully actuated

Lagrangian systems. The authors propose a geometric designalgorithm for the tracking control

of mechanical systems, and give a notion of an error function. The main contribution of our

work is the nontrivial expansion of the class of error functions introduced in [45]. This has been

achieved by relaxing some of the restrictions on the class oferror functions. In particular we de-

�ne a broader family of functions, such that any error function chosen from this family leads to a

controller that stabilizes a rigid body. Our broader class of controllers, depending on the choice

of error function, can almost globally or locally stabilizethe inner loop onSO(3). For attitude

dynamics, we highlight that in terms of the region of convergence, almost global stability is the

strongest possible result.

1.2 Thesis organization and contributions

This thesis is organized as follows. After presenting a literature review and a statement of contri-

butions in Chapter1, we present a brief overview of global kinematic and dynamicmodeling of

a rigid body onSO(3) in Chapter2. Then we give a summary of some of the most famous local

methods of representing an element ofSO(3), which can be used to formulate local kinematic

and dynamic models of a rigid body. We conclude Chapter2 by presenting a class of vehicles

denoted byCV . The classCV includes satellites, quadrotors, underwater vehicles, and tail-sitters.

We show that each vehicle in this class can be represented by the rigid body model, and an input

map. This chapter underscores that the rigid body dynamics are the central part of the mathe-

matical description of each system inCV . Speci�cally, once a controller is designed for a rigid

body, it can be easily applied to any system contained in the classCV .

In Chapter3, we present an example of a path following control design fora car-like robot.

This example is taken from the author's master's work and is presented in this thesis only for
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illustrative purposes and to support the experimental results. This chapter introduces the path

following problem in a somewhat less formal and conceptual way, and highlights the fact that

path following controllers can be used to achieve path invariance through the easy example of a

car-like robot. This path following controller gives the desired performance in simulated envi-

ronments in the absence of sensor noise. This raises a natural and important question: how will

this controller perform on an actual platform? We answer this crucial question by implement-

ing the path following controller on a Chameleon R100 robot.The controller is implemented

in ROS, and the system is tested under an indoor positioning system. We conclude this chap-

ter by presenting experimental results that demonstrate accurate path following performance on

both closed and non-closed paths. This chapter highlights that these path following controllers

which are based on the concept of feedback linearization canpractically perform well irrespec-

tive of the need of dynamic extension2, which require computation of virtual states in some cases.

Moreover, the controller provides path invariance which isan attractive feature from the motion

control point of view.

In Chapter4, we consider the motion control problem for the class of vehiclesCV . A local

representation of the rigid body dynamics is selected for controller design. Since path following

controllers are demonstrated to work well on a car-like robot, a controller, based on a similar idea,

is designed for the class of vehiclesCV . We show by a diffeomorphism that the nonlinear dynam-

ics of the rigid body, expressed in terms of Euler angles, canbe transformed into a fully linear

system, which allows us to easily design a controller in a linear domain. This local controller

gives each system belonging to the classCV the capability to follow both closed and non-closed

curves, and achieve path invariance. The controller is tested thoroughly, through simulations,

on a quadrotor platform by considering almost all practicalaspects of a real quadrotor platform

(the AscTecPelican), including sensor noise. The controller gives satisfactory performance in

the presence of noise on each state. We conclude this chapterby highlighting the fact that after

adding sensor noise on the inputs, the noise on one of the augmented states gets ampli�ed, which

2Dynamic extension is discussed in detail in Chapter4
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degrades the performance of the controller signi�cantly. This makes the controller infeasible for

practical implementations.

In Chapter5, we consider the fault tolerant path following control problem. We speci�cally

consider a quadrotor in this chapter and study the case when one of the rotors of the quadrotor

fails. The control design task is challenging as it is required to control the under-actuated six

degree of freedom system with only three inputs. It has been shown that, without sensor noise,

the quadrotor still performs the task of following the desired path with the desired speed, but is

unable to follow a desired yaw pro�le. However, the internaldynamics of the quadrotor in the

three rotor case remain bounded. This controller also requires dynamic extension, and can suffer

degraded performance in the face of large input noise levels.

The aim of Chapter6 is to select a control scheme for the class of systems that does not

require dynamic extension, and computation of derivativesof the inputs. This can be achieved

by adopting an inner-outer loop control approach. From the controller design prospective, the

inner loop, also called the attitude loop, is the heart of thecontrol design process, and is presented

in this chapter. We propose a family of functionsFR that induces a class of geometric controllers

CR that contains both almost-global and local controllers. Since the controllers are geometric,

they are designed directly on the manifoldSO(3). This chapter provides detailed derivations

of some of the controllers from this class. We prove the asymptotic stability of the whole class

using Lyapunov theory, and conclude the chapter by presenting simulation results in the presence

of noise. These almost-global geometric attitude controllers allow theCV class of vehicles to

perform multiple �ips.

In Chapter7, we design two geometric outer loop controllers: a geometric trajectory tracking

outer loop controller, and a geometric path following outerloop controller. Practically speaking,

under certain limitations, the modular structure allows one to pick any stable outer loop controller

ranging from a simple PID controller, to nonlinear controllers, or geometric controllers to work

with the controller classCR of the inner loop. We discuss asymptotic stability of these outer loop
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controllers and test it in simulation with an inner-outer loop controller belonging to the controller

classCR . We conclude the thesis with some future directions in Chapter8.

1.2.1 Statement of contributions

The following is the list of original contributions made in this thesis:

1. Experimental implementation of a path following controller on a car-like robot (published

in the IEEE Transactions on Robotics [46]). This involves showing:

• Control implementation in ROS, and practically demonstrating the path following

controller working on a Chameleon R100 (a car-like) robot inthe presence of sensor

noise, and modeling inaccuracies, for the �rst time.

• A series of experiments showing the repeatability and accuracy of a path following

controller that allows the robot to follow a given path with asmall path following

error of about1 cm.

2. Path following for a quadrotor using dynamic extension and transverse feedback lineariza-

tion (published in the IEEE Conference on Decision and Control [32]). This involves

showing:

• TheCV class of vehicles fail to have a well de�ned vector relative degree anywhere

in the state space, Lemma4.3.1.

• The CV class of vehicles can achieve a well de�ned vector relative degree in the

neighborhood of a point via dynamic extension, Lemma4.4.3.

• A diffeomorphism that transforms the extended system intoa fully linear system,

Corollary4.4.4.

3. Fault tolerant path following for a quadrotor (publishedin the IEEE Conference on Deci-

sion and Control [47]). This involves showing:
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• The quadrotor system, with one fully broken rotor, has a well de�ned vector relative

degree, Lemma5.5.1.

• A diffeomorphism that transforms the quadrotor, with one broken rotor, into a partial

linear system, Corollary5.5.2.

• For bounded inputs, all internal states are bounded, Lemma5.6.3.

4. A class of geometric attitude controllers of rigid bodies(to be submitted to the IEEE Trans-

actions on Automatic Control). This involves showing:

• Derivatives of certain log functions of product of elements ofSO(3), Proposition6.3.10.

To the best of the author's knowledge these closed form expressions are derived for

the �rst time in this thesis.

• A novel notion of skew-symmetric valued error-like functions that form a family of

functionsFR , see De�nition6.4.1.

• The family FR induces a novel controller classCR . This novel controller class is

geometric, and contains both almost-global and local controllers.

• Two detailed step by step controller derivations (see Example 6.4.2, and Exam-

ple 6.4.3) from the controller classCR . One controller leads to almost global results,

while the other controller gives local results.

• The main result: Lyapunov stability of the whole controller classCR , Theorem6.4.5.

• A detailed simulation study of both of these controllers from the classCR , that shows

desired attitude tracking even in the presence of noise. Since these controllers are

geometric, the system can perform multiple �ips, as shown inthe simulations.
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1.3 Notation

In this thesisR denote the set of real numbers,N, the set of natural numbers, andZ the set of

integers. The symbol:= is used to represent equal by de�nition. LetRn , wheren 2 N denotes

then–fold Cartesian product. An elementx 2 Rn is considered as ann-tuple of real numbers.

Moreover, we considerx 2 Rn denote a column vector bycol(x i ; : : : ; xn ) :=
h

x i � � � xn

i >

where> denotes transpose.

A point-to-set distance from a pointx 2 Rm to a set� � Rn is denoted bykxk� :=

inf p2 � kx � pk wherek � k is the Euclidean norm. Given two vectorsx; y 2 Rn the inner product

is denoted byhx; yi and, whenn = 3, the vector (cross) product is denoted byx � y. Trigono-

metric functions are abbreviated asSi := sin ( x i ), Ci := cos (x i ) andTi := tan( x i ). Given a

C1 mapf : Rn ! Rm and a pointp 2 Rn , the Jacobian off evaluated atp is denoteddf p. If

f; g : Rn ! Rn and� : Rn ! R are smooth, we use the following standard notation for iterated

Lie derivativesL0
g� := � , L k

g� := Lg(L k� 1
g � ), LgL f � := Lg(L f � ). Let � : R ! Rn represents

a parameterized curve. We use the symbolD to denote the domain of� . For non-closed curves

D = R. For closed curves with �nite lengthL, this means thatD = R modL and� is L-periodic,

i.e., for any� 2 D, � (� + L) = � (L).

Given two manifoldsM , andN , and a functionf : M ! N , for � 2 M , the differential of

f with respect to� is represented asd� f . The Euclidean norm of a vectorv 2 Rn is represented

asjjvjj . For a matrixA 2 Rn� n , the 2-norm and Frobenius norm are represented asjjAjj 2, and

jjAjjF , respectively. Let0n represent a column vector of dimensionn where all of the elements

are zero. LetI n represent ann by n identity matrix. When the dimension is3, we often drop

the subscript for notational compactness. The trace of a matrix A 2 Rn� n is represented by

trace(A). For any natural numbern 2 N, ann � sphereof radiusr is de�ned as

Sn := f x 2 Rn+1 : kxk = rg:

A circle is an example of a1� sphere, and is denoted byS1.
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The Special Orthogonal groupSO(3) is the set of all orthonormal three by three matrices,

with unit determinant,

SO(3) =
�

R 2 R3� 3 : R> R = RR> = I; det(R) = 1
	

:

The manifoldSO(3) is a matrix Lie group and its associated Lie algebra is the real vector space

of 3 � 3 skew symmetric matrices

so(3) =
�

A 2 R3� 3 : A = � A>
	

;

equipped with the matrix commutator[A; B ] := AB � BA as its binary operation, for allA; B 2

so(3). As a vector space,so(3) is isomorphic toR3. The isomorphism is denoted by3 b� : R3 !

so(3) and its inverse is denoted(�)_ : so(3) ! R3. For v 2 R3, andA 2 so(3), we write

(bv)_ = (( v)^ )_ = v, and((A)_ )^ = A. Assuming the natural basisf e1; e2; e3g for R3, then

f be1; be2; be3g is a basis forso(3) and, in these bases, withv = ( v1; v2; v3) 2 R3 we have

bv =

2

6
6
6
6
4

0 � v3 v2

v3 0 � v1

� v2 v1 0

3

7
7
7
7
5

;

2

6
6
6
6
4

0 � v3 v2

v3 0 � v1

� v2 v1 0

3

7
7
7
7
5

_

= v:

Routine calculations verify that for anyv; w 2 R3, bvw = v � w where� is the usual cross

product inR3. Forx 2 R3, andA 2 R3� 3, the following property holds [44],

bxA + A> bx = ( f trace(A)I � Agx)^ : (1.1)

3Givenv 2 R3, we writebv or equivalently(v)^ for the corresponding element ofso(3).
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Chapter 2

Mathematical Modeling

In this chapter we consider motion of a rigid body in three-dimensional space, and give a brief

introduction of kinematic and dynamic modeling of a rigid body. The purpose of this modeling

section is not to present the most complete picture of mathematical modeling of rigid bodies,

but rather an introductory background for the chapters to follow. We enlist some of the most

famous ways of representing orientation of a rigid body, andhighlight the advantages of common

methods over the other. We conclude this chapter by presenting a class of vehiclesCV , which

include quadrotors, underwater vehicles, satellites, tail-sitter, and mono-rotors. Each system

in this class can �t under the umbrella of rigid bodies, and weunderscore why studying the

kinematic and dynamic models of a rigid body rotating in three-dimensional space is crucial in

robotics. For details about modeling of a rigid body, see [48, 49, 50].

2.1 Rigid body

A body is considered rigid if the distance between all pointsin the body remains �xed for all

time, and under all motions (transforms). The rigid body motion can be divided into two parts,

rotation, and translation. Consider a rigid body moving in free space as shown in Figure2.1. Let
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I := f i1; i2; i3g denote a �xed reference frame. To specify the position and orientation of the

rigid body letB := f b1; b2; b3g be a frame attached to its center of mass which shares the same

orientation asI . First we look at the kinematic and dynamics of a rigid body under pure rotation.

Figure 2.1: Rigid body, with inertial frameI , and body frameB attached to the rigid body

2.1.1 Rotation of a rigid body

We �rst consider rotation (without translation) of a rigid body in space. In other words, we

�rst present the motion of a rigid body such that there is a point in the body that stays �xed

during motion. Each orientation or attitude of the rigid body is an element of the set of all

orthonormal frames in the three-dimensional space with positive orientation. As shown in [51],

this set can be identi�ed with Special Orthogonal groupSO(3). The de�nition of SO(3) readily

implies thatR� 1 = R> for eachR 2 SO(3). Throughout this thesis, we assume that the
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rotational matrixR 2 SO(3) is time dependent, i.e.,R(t) 2 SO(3), unless stated otherwise. For

simpli�cation purposes, and a slight abuse of notation, we drop the time dependent argumentt to

represent a time varying rotation matrix byR 2 SO(3). However, to avoid confusion in certain

sections, we add the argumentt with the rotation matrix, whenever necessary. It is well-known

thatSO(3) is a three-dimensional, compact, connected, embedded submanifold ofR3� 3. In other

words,SO(3) is not only a matrix group, but also a differentiable manifold, and is called a Lie

group. More detail about matrix groups, Lie groups, and differentiable manifolds can be found

in [50, 5, 49], and other standard text books on differential geometry, and smooth manifolds. The

matrix exponential, denoted byexp, is an analytic diffeomorphism between

Uso(3) :=
�

b! 2 so(3) : ! 2 R3; k! k2 < �
	

and

USO(3) := f R 2 SO(3) : trace (R) 6= � 1g:

The inverse map fromUSO(3) ! Uso(3) is the principle matrix logarithm and is denotedLog.

For R(t) 2 SO(3), the �rst constraint of the setSO(3) can be written in the form of the

following two equations.

R> (t)R(t) = I: (2.1)

R(t)R> (t) = I: (2.2)

To formulate an ordinary differential equation representing the kinematics of a rotating rigid

body, we take the time derivative of both (2.1), and (2.2). By taking derivative of both sides

of (2.1)

d
dt

(R> (t)R(t)) =
d
dt

(I )

_R> (t)R(t) + R> (t) _R(t) = 0

R> (t) _R(t) = � _R> (t)R(t)

R> (t) _R(t) = � (R> (t) _R(t))>
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It is easy to see thatR> (t) _R(t) 2 so(3), or in other words, a skew symmetric matrix. This

means, there exists a vector
( t) := col(
 1(t); 
 2(t); 
 3(t)) such that,

R> (t) _R(t) = b
( t);

whereb
( t) represents the body angular velocity. Left multiplying both sides of the above equa-

tion byR(t), we get,

_R(t) = R(t)b
( t): (2.3)

The above system (2.3) represents a kinematic model of a rigid body rotation in free space,

sometimes also called “left-handed” system, because of thefact that the rotation matrix acts

from the left in (2.3). Similarly, by taking the derivative of (2.2)

d
dt

(R(t)R> (t)) =
d
dt

(I )

_R(t)R> (t) + R(t) _R> (t) = 0

_R(t)R> (t) = � R(t) _R> (t)

_R(t)R> (t) = � ( _R(t)R> (t))>

_R(t)R> (t) = b! (t);

for a vector! (t) := col( ! 1(t); ! 2(t); ! 3(t)) , called spatial angular velocities. Right multiplying

both sides of the above equation byR(t), we get,

_R(t) = b! (t)R(t): (2.4)

Again, for simpli�cation of notation we drop the time dependent argumentt of 
( t), and! (t)

to represent time-varying rates, in rest of the thesis. The above system (2.4) represents the

kinematic model of a rigid body rotating in free space, sometimes also called as “right-handed”

system, because of the fact that the rotation matrix acts from the right in (2.4). It should be noted

that in the kinematic model (2.3), b
( t) is the body angular velocity. The kinematic model (2.4)

represents the same rigid body; however, the angular velocitiesb! are given in the spatial frame.
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Most practical robotic systems are equipped with an Inertial Measurement Unit (IMU), which

gives body angular velocitiesb
( t). Therefore, for the rest of the thesis we consider “left-handed”

kinematic model (2.3) of the rigid body. From the point of view of analysis and controller design

the “right-handed” is not any different. Moreover, throughout the thesisb
( t) 2 so(3) represents

body angular velocities, while,b! (t) 2 so(3) represents spatial angular velocities. Body angular

velocity b
( t), and spatial angular velocityb! (t) represent the same physical quantity expressed in

different reference frames. It is easy to see from (2.3), and (2.4) that the body angular velocities

and spatial angular velocities are related by,

b! (t) = R(t)b
( t)R> (t);

or more formally it can be written in terms of adjoint map. Given a rigid body with orientation

R(t) 2 SO(3), the transformation from body to spatial reference frames is called the adjoint map

and is given by1

Adj R : so(3) ! so(3) (2.5)
�

R; b

�

7! Rb
 R> :

The dynamic model of a rotating rigid body is a well studied topic, and can be derived either

using energy-based approach i.e., Euler-Lagrange, or Newton-Euler method. i.e., by balancing

torques. For details on dynamic modeling, the readers are referred to [50, 49, 52, 15, 14, 41, 16,

34]. Let J 2 R3� 3 represent the inertia matrix of the rigid body in the body �xed frame. Let

� := ( � p; � q; � r ) denote the total moments about the body axes. Then the angular accelerations of

the rigid body evolve according to

J _
( t) = � (t) � (
( t) � J 
( t)) : (2.6)

Together equations (2.3) and (2.6) constitute a model of a rigid body rotating in free space as

shown by a block diagram in Figure2.2. It is easy to see that the states of the kinematic model

1Note, the argumentt has been dropped for simpli�cation purposes
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Figure 2.2: Kinematic and dynamic model of a rigid body with inputs and outputs

of the rigid body (2.3) are on a manifold, i.e.,R 2 SO(3), while the states of the dynamic model

of the rigid body (2.6) are on Euclidean space, i.e.,
 2 R3.

2.2 Representation of attitudes

The kinematic model of the rigid body (2.3) is an ordinary differential equation, and to control

the attitude of a given rigid body one needs to work with the system given by (2.3), and (2.6). The

kinematic equation (2.3) is de�ned on a manifold, i.e.,SO(3). This makes analysis challenging,

because we cannot directly use classical analysis tools, and standard non-linear control tool,

as these tools deal with systems de�ned onRn . To over come this dif�culty, it is natural to

“represent” the rotation matrixR in some other from, such that in new representation of (2.3) the

states are onRn , or a structure (manifold) simpler thanSO(3). Ideally, we want the representation

to be both global, and unique, but is it even possible? We summarize this section by answering

this question, and enlisting advantages and disadvantagesof representingR in a different form.

For a complete overview of attitude representation see [53, 34].

It is well know that the Special Orthogonal groupSO(3) has a group structure which is also a

differentiable manifold. It is a compact three-dimensional subgroup of the 9-dimensional group

GL(3; R). Each column vector ofR poses three constraints, as each have unit length. Moreover,

these three column vectors are orthogonal to each other, which adds three more constraints. This
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results in9 � 3 � 3 = 3 degrees of freedom. In other words, locally, a rotation matrix can be

described by three independent parameters. Informally, weseek to �nd a map that de�nes some

portion ofSO(3), if not all, by three independent coordinates. Such a map is called a coordinate

map, or a coordinate chart, which is an invertible map (or more precisely a homeomorphism)

between an open subset of a given manifold and an open subset of Rn .

Euler �rst showed that the group of rotationsSO(3) is a three dimensional manifold. We

know that by de�nition for a real n-dimensional manifoldM , every point of the manifold has a

neighborhood homeomorphic toRn . Let M be a manifold,U � M , andV � Rn be open sets.

A homeomorphism� : U ! V is called a coordinate system onU. The pair(U; �) is called a

chart onM . The inverse map� � 1 is a parameterization ofU. A differentiable manifold has the

property that it can be covered by a collection of charts suchthat every point of the differentiable

manifold must be represented in at least one chart. Ideally,one seek to �nd a single chart such

that it covers the whole manifold under study, however it is not often the case. ForSO(3), as

indicated in [54], at least four charts are needed to coverSO(3) completely. From the point

of view of controller design, if four or more charts are selected to cover the wholeSO(3), the

advantage would be a controller can be designed for every possible attitude onSO(3), i.e., the

controller can be global. However, the main disadvantage ofusing a collection of charts is that

each chart requires a different controller, and a switchingscheme is needed to switch controllers

as the chart changes. We give a brief summary of some of widelyused coordinate charts in

literature. Properties of different representations are summarized in Table2.1.

2.2.1 Cardan angles

A rotation matrix can be constructed by three rotations about any three body axis such that

two successive rotations are not about the same axis. This can be divided into two groups: 1)

performing rotation about all three body axes, 2) performing rotation about only two body axis.

The �rst group is often called Cardan angles, or Tait-Bryan angles, while the second group is
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Table 2.1: Attitude Representation

Attitude Representation Global Unique

Cardan Angles × ×

Geodesic polar coordinates × ×

Cayley parameters × ×

Angle-axis representation X ×

Unit quaternions X ×

Rotation Matrices X X

called Proper Euler angles. Cardan angles can be constructed by performing rotation about three

different axis, and this can be achieved in six different waysx � y � z; y � z � x; z � x � y; x �

z � y; z� y � x; y � x � z. Moreover, Proper Euler angles can also be constructed by performing

rotation about two axis, and this can be achieved in six different waysz � x � z; x � y � x; y �

z � y; z � y � z; x � z � x; y � x � y. Together, there are twelve different ways of representing

a rotation matrix in terms of three different angles. An abuse of terminology is quite common

in literature, and both Cardan angles and Proper Euler angles are called Euler angles. In the rest

of the thesis, by Euler angles we refer toz � y � x sequence of rotation. Here we present one

such chart by followingz � y � x sequence of rotation. We de�ne roll-pitch-yaw(�; �;  ) 2 R3

angles. Generally, roll is a rotation about x-axisRx
� , pitch is a rotation about y-axisRy

� , and yaw

is a rotation about z-axisRz
 . We pick a chart� c : V � R3 ! SO(3)

� c(�; �;  ) = Rz
 Ry

� Rx
�

� c(�; �;  ) =

2

6
6
6
6
4

C � S 0

S C 0

0 0 1

3

7
7
7
7
5

2

6
6
6
6
4

C� 0 S�

0 1 0

� S� 0 C�

3

7
7
7
7
5

2

6
6
6
6
4

1 0 0

0 C� � S�

1 S� C�

3

7
7
7
7
5
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R = Rz
 Ry

� Rx
� =

2

6
6
6
6
4

C� C C S� S� � C� S C� C S� + S� S 

C� S S S� S� + C� C C� S S� � S� C 

� S� C� S� C� S�

3

7
7
7
7
5

;

whereCi := cos(i ), andSi := sin( i ), for i = f �; �;  g. The map� c is surjective since it

generate the entireSO(3). It is easy to see that the map is not unique because it generates the

same rotation matrix for each2� multiple of roll, pitch and yaw angles. This map is 1-to-many

map, for example� c(0; 0; 0) = � c(2n�; 0; 0), for f n = 1; 2; 3; : : :g. The map� c becomes

injective, in fact diffeomorphic [1], by setting the domainV to the following open set,

V = f (� �; � ) � (� �= 2; �= 2) � (� �; � )g :

A differential equation representing kinematics of a rigidbody by Cardan angles representation

can be found in [32, 34, 55], and will be presented in Chapter4.

2.2.2 Cayley parameters

Similar to the Cardan angles, we seek to representSO(3) by three parameters. This can be

achieved by exploiting the fact thatso(3) is isomorphic toR3 via the “hat” and “inv-hat” oper-

ators. By Cayley transform, which is a mapping between skew symmetric matricesso(3) and

special orthogonal matricesSO(3), i.e.,

C : so(3) ! SO(3)

b! 7! (I + b! )( I � b! )� 1;

for b! 2 so(3). It is easy to check the(I + b! )( I � b! )� 1 is always orthogonal. The inverse Cayley

transformC � 1 is only de�ned for rotation matrices such thattrace(R) 6= � 1, and is given by

C � 1 : SO(3) nC(so(3)) ! so(3)

R 7! (R + I )� 1(R � I );
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for R 2 SO(3). Cayley parameters are not global nor unique [54]. A differential equation

representing kinematics of rigid body using Cayley parameters can be found in [55].

2.2.3 Geodesic polar coordinates

Geodesic polar coordinates is another way to mapSO(3) to so(3). It uses the idea of matrix

exponential. Fort 2 R, the matrix exponential is given by,

exp: Uso(3) ! SO(3)

(tb! ) 7!
X

n� 0

1
n!

(tb! )n :

The inverse of matrix exponential is given by matrix log,

exp� 1 := Log : USO(3) ! so(3)

R 7!
X

n� 0

� 1n+1

n
(R � I )n :

Similar to the Cayley parameters, by geodesic polar coordinates a rotation matrix can be rep-

resented by three parameters. Geodesic polar coordinates are not global nor unique [54]. A

differential equation representing kinematics of a rigid body using geodesic polar coordinates

can be found in [55].

2.2.4 Angle-axis representation

Another way to represent the attitude of a rigid body is by angle-axis representation. The mo-

tivation comes from the so called Euler theorem, which informally means that any rigid body

undergoing a rotation can be represented by an axis (or vector) and a rotation by some angle

about that axis. Let the axis bev 2 R3, and the angle be� 2 R. We call the pair(v; � ) be

angle-axis representation, or the exponential coordinates, i.e.,R = exp(bv� ). It is easy to see that

R = exp(bv� ) = exp (( � v)^ (� � )) , i.e., the map is surjective, but not injective. In other words,
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the representation is global but not unique. For more details on angle-axis and representing

dynamics of rigid body in this form, the readers are referredto [53, 1, 34].

2.2.5 Unit quaternions

Quaternions, which can be interpreted as a vector of four elements, can be used to encode the

angle-axis representation by four parameters. Clearly, this looks like an over parameterization

of SO(3). In fact, quaternions is a double covering ofSO(3) in a sense that each attitude cor-

responds to two different quaternions. Rotation matrix representation by quaternions is a well

studied topic, for more details see [34, 31, 56, 53, 1]. Quaternions provide a global but non-

unique parameterization ofSO(3). Global representation of quaternions seem nice from the

point of view of controller design, but the failure of uniqueness may result in unwinding effects

if controllers are not designed carefully [34]. A differential equation representing kinematics of

rigid body using quaternions can be found in [55, 34, 1].

Remark 2.2.1.As seen from Table2.1the only way to represent the attitude of a rigid body both

globally and uniquely is by rotation matrices. Therefore, from the point of view of analysis or

controller design a natural choice is to represent the rigidbody attitude using rotation matrices

as the resulting representation is both global and unique. However, by doing so the analysis

becomes challenging as the system states are not on a Euclidean space. Controller design using

rotation matrices are discussed in Chapter6. Some practical situations do not require global

properties of a controller, such as a quadrotor during a nearhover �ight. In these situation one

can represent kinematics of a rigid body using a non-global representation such as Euler angles,

and design a controller. A controller design using Euler Angles is presented in Chapter4, and5.
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Figure 2.3: Block diagram representing a rigid body moving in free space

2.2.6 Translation of a rigid body

In this section we consider the rigid body shown in Figure2.1, such that the body goes under

some translation as well as rotation. We suppose, without loss of generality thatb3 is in the

direction of the magnitude of the thrust vector, and the magnitude of thrust can be controlled

externally. The thrust input is represented byut . It is further assumed that the vehicle is equipped

with some mechanism that provides body torques about three body axis, which can be externally

controlled. The input body torques� along the body axisb1; b2, andb3, are represented by� p,

� q, � r , respectively. Let� := col( xI ; yI ; zI ) 2 R3 and _� := col( _xI ; _yI ; _zI ) 2 R3 represent the

position and velocity of the vehicle in the frameI , respectively. Letm be the mass, andg be the

acceleration due to gravity. Using Newton's law, the translational model of the vehicle is given

by,

_� = v

m _v = mgb3 � utRb3:
(2.7)
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The states of the translational model are on Euclidean space, i.e., (�; v ) 2 R6. It can be easily

seen that (2.3), (2.6), and (2.7) are coupled differential equations, and represent a rigidbody

moving in free space as shown by the block diagram in Figure2.3. A broad class of vehiclesCV

can be represented under this description.

2.3 Class of vehiclesCV

As shown previously, a rigid body capable of moving (i.e., rotation and translation) in free space,

can be modeled globally by (2.7), (2.3), and (2.6). Let URB := ( ut ; � ) 2 R4 be the input of the

rigid body. A large class of unmanned vehicles, with four inputs, �ts in this class, such as space

vehicles or satellite, unmanned aerial vehicles or quadrotors, underwater vehicles, and �ying

wing tailsitter vehicles. LetUi for i = f S; Q; UW; Tg be the input of a vehicle of this class, i.e.,

US; UQ ; UUW andUT be the inputs of the satellite vehicle, quadrotor, underwater vehicle, and

tailsitter vehicle, respectively. We show that each vehicles of this class can �t under the system

represented by (2.7), (2.3), and (2.6) by mapping the inputs of the class of vehiclesUi 2 R4 to

the inputs of the rigid body moving in free space,URB 2 R4,

M i : Ui ! URB ;

for i = f S; Q; UW; Tg, such that this map is bijective. The overall scheme is shownin Figure2.4.

Next we present a short description of each vehicle and giveM i .

2.3.1 Space vehicle or satellite

A typical satellite or space vehicle, as shown in Figure2.5, is a rigid body attached with some

mechanism that is capable of providing torques� x ; � y, and� z about all three body axis. In a

typical satellite application only attitude control is required, but in some cases position control is

also required. For such cases, a satellite is attached with amechanism of providing thrust along
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Figure 2.4: Block diagram representing class of vehicles

one of the body axis. Without the loss of generality, it is assumed that this thrustuth is provided

along z-axis of the satellite body, which together with three body torques constitute all four inputs

of the satellite, i.e.,US = col( uth ; � x ; � y; � z) 2 R4. The satellite inputs are related to the inputs

of the rigid body byMS(US) = URB , which can be equivalently written asURB = NSUS, where

NS is a four by four identity matrix. Trivially, this map is invertible. With this de�nition ofURB ,

the satellite is globally modeled by (2.7), (2.3), and (2.6), and therefore belong to the class of

vehicles.

2.3.2 Unmanned Aerial Vehicle (UAV) or quadrotor

A quadrotor is a mechatronic system with four propellers attached with four motors which are

setup in a cross con�guration, as shown in Figure2.6a, and the schematic diagram is represented

in Figure2.6b. It is a nonlinear system consisting of four inputs (the thrust provided by each pro-

31



Figure 2.5: A typical Satellite

(a) AscTec Pelican
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� q

� r

(b) Quadrotor Model

Figure 2.6: Unmanned Aerial Vehicle, quadrotor

peller) and six degrees-of-freedom (the motion in three translational and three rotational DOFs),

and is therefore an under-actuated system. Letf i ; i 2 f 1; � � � 4g represents the thrust provided by

thei th motormi ; i 2 f 1; � � � 4g. These four thrust forcesf i provided by each propeller constitute

the input control vectorUQ := ( f 1; f 2; f 3; f 4) 2 R4 of the quadrotor system. Two diagonally

opposed motors,m1 andm3, rotate in one direction while the other two,m2 andm4, rotate in the

opposite direction. Because of this con�guration the gyroscopic effects and aerodynamic effects

tend to balance each other. Moreover, it provides an advantage over a conventional helicopter

in terms of mechanical complexity, because no swashplate isneeded and �xed pitch blades can
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be used. A positive (negative) roll moment is obtained by increasing (reducing) the speed ofm2

and reducing (increasing) the speed ofm4. This allows the quadrotor to move in they direction.

Similarly, a positive (negative) pitch movement is obtained by increasing (reducing) the speed of

m3 and reducing (increasing) the speed ofm1. This allows the quadrotor to move in thex di-

rection. Yaw movement is obtained by increasing (decreasing) the speed of the diagonal motors.

The quadrotor inputs are related to the inputs of the rigid body by MQ(UQ) = URB , which can

be equivalently written asURB = NQUQ , where

NQ =

2

6
6
6
6
6
6
6
4

1 1 1 1

0 � l 0 l

� l 0 l 0

d � d d � d

3

7
7
7
7
7
7
7
5

; (2.8)

and,l is the distance from the center of mass to the rotors,d is the ratio between the drag and

the thrust coef�cients of the blade. With the above de�nition of URB , the quadrotor is globally

modeled by (2.7), (2.3), and (2.6), and �ts under the class of rigid bodies. It is easy to verifythat

the mapMQ is invertible. For more details about quadrotor modeling the readers are referred

to [14, 52, 15, 44, 16, 57].

A quadrotor system is shown in2.6acalled AscTec2 Pelican3. The vehicle dimension is

651 x 651 x 188 mm. It is equipped with a real-time autopilot board that has the capability

to communicate with an onboard Intel Core i7 embedded computer called mastermind.4 The

mastermind computer is capable of running a standard Linux distribution and Robot Operating

System (ROS)5, and communicates with autopilot board via a UART connection [58, 59]. The

autopilot consists of two ARM micro-controllers. One is called a closed source Low Level Pro-

cessor (LLP), and the other is called a open source High LevelProcessor (HLP). The pelican

2Ascending Technologies, is a part ofIntel.
3http://www.asctec.de/en/uav-uas-drones-rpas-roav/as ctec-pelican/
4The onboard computer isAscTec Mastermind.
5ROS
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system is equipped with standard sensors such as Inertial Measurement Unit (IMU), that is capa-

ble of giving attitude information of the pelican. The IMU data, i.e.,R; 
 , is �rst processed and

�ltered at LLP and then transmitted to HLP at 1 kHz for controland other purposes, which can

be further accessed by mastermind in ROS. The sensors and overall communication structure is

shown in Figure2.76. The position and velocity of the pelican system is measuredby a precise

Figure 2.7:AscTec Pelican'ssensors and computers

Indoor Positioning System (IPS) at 100 Hz using a set of 16 Vantage camera system and Vicon

motion capture system. The position and velocity data is sent to the onboard mastermind via a

wireless router. In summary, all the state information of the pelican system is accessible to the

mastermind in ROS. We will consider practical aspect of theAscTecpelican such as sensor up-

date rates, and sensor noise for simulations in the chaptersto follow. TheAscTecpelican system

is attached with four motors, which can be controlled by a Pulse Width Modulated (pwm) signal

6The picture is taken from AscTec documentation
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(a) Blue�n SandShark Autonomous Underwa-

ter Vehicle by General Dynamics (b) Under Water Vehicle [1]

Figure 2.8: An Under Water Vehicle (UWV) or submarine

ranging between0 to 200. The output of each motor is motor speed! m i , for i = f 1; � � � ; 4g.

We observed by performing the standard system identi�cation of the motor that the motor dy-

namics are fast enough to be ignored for all practical purposes. Motor speeds! m i are measured

by hall effect sensors on the pelican system, and the motor speed data is available at HLP and

mastermind at an update rate of up to 1 kHz. It should be noted that the inputs of the quadro-

tor system are forcesf i generated by motormi , however, the inputs ofAscTecpelican is pwm.

Experimentally, we determine a relationship between inputof each motor pwm and the resulting

force generated by each motor by attaching the pelican with aheavy (10 kg) weight. The pelican

attached with the weight was placed on a precision scale and the pelican was given pwm values

from 0 to 200at a step of5 units. Reading from the precision scale and the input valuesgive a

relation between input, i.e., pwm and force generated by each motor,

f i = 0:053 + 0:000030153pwm2
i : (2.9)

The controllers designed for rigid bodies in the chapters tofollow will be tested on a quadrotor

system in simulation by considering actuator limitations,sensor noise, and sensor update rate.
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2.3.3 Under Water Vehicle (UWV) or submarine

A submarine or a UWV is illustrated in Figure2.8b, and Figure2.8a. Generally, a submarine

system such as Blue�n SandShark, is equipped with a pumping system that �lls water in a water

tank attached to the vehicle, which makes the vehicle go downin the water. Similarly, the vehicle

can be brought back to the surface of the water by pumping the water out of the water tank. As

seen in the Figure2.8aa propeller is attached at the back of the vehicle that produces a thrust

uthrust 2 R along the z-axis. The rear end of the vehicle is attached witha rudder and stern

system which is capable of applying torques about the body axis. Let the axial position of the

rudder bexR , the density of water be� , the rudder lift coef�cient becL , the rudder platform

area beSR , the rudder angle be� R , and the effective rudder speed bevR . Similarly, the axial

position of the stern isxS, the stern platform area isSS, the stern angle is� S, and the effective

stern speed isvS. As shown in [1] the torque induced aboutxb� axis, andyb� axis are given

by � x = 1
2xR �c L SR � Rv2

R , and� y = 1
2xS�c L SS� Sv2

S, respectively. For the vehicle under study,

the torque is not applied about the z-axis (i.e.,� z = 0). Instead, the vehicle remains upright

by having more weight at the bottom. The vehicle is balanced by the stern and sail planes [1].

Similar to the previous case, the inputs of the under water vehicle can be mapped to the inputs of

the rigid body, i.e., (2.7), (2.3), and (2.6) by

ut = uthrust

� p = � x

� q = � y

� r = � z = 0:

2.3.4 Flying wing tailsitter vehicle

A �ying wing tail-sitter is equipped with two rotors on the top left and top right part of the

vehicle as shown in Figure2.9a, and2.9b. More details can be found in [60]. We assume zero
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(a) Unmanned tail-sitter during a �ight (b) Schematic model

Figure 2.9: Tail-sitter

free stream velocity. Moreover, we assume that the left propeller rotates counter-clockwise, and

the right propeller clockwise. Each rotor produces a forcef r , andf l which combined together

produces a thrust force along the body z-axisb3. The tail-sitter has two �aps at the bottom part

which produces an aerodynamic force and torque by de�ectingthe air�ow behind the wings.

The left and right �ap angles are represented by� r , and� l , respectively. The four input of the

tail-sitter areUT := ( f r ; f l ; � r ; � l ) 2 R4. Let � = ( � p; � q; � r ) 2 R3 be the total applied torque on

the tail-sitter, with� p; � q, and� r are the torques about body axisb1; b2, andb3, respectively. This

torque can be divided into two aerodynamic torque� aero, and propeller torque� prop ,

� = � aero + � prop: (2.10)

Let vbx,vby, andvbz represent body velocity in each direction, then the angle ofattack� , and

reference air speed can be given by,

� = arctan( vbx; vby);

v =
q

(vbx)2 + ( vby)2:
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Let s 2 f l; r g represent left and right side of the vehicle. As shown in [60], for the vehicle �ying

forward, for each sides, the reference airspeed over the �ap is give by,

vs;bz =

s
2f s

�d
+ max(0; vbz)2;

where� denotes the density of air, andd is the propeller disk area. The total reference airspeed

over the �ap is given by

vs =
q

(vby)2 + ( vs;bz)2:

Following [60], the aero dynamic torque can be written as,

� aero =

2

6
6
6
6
4

(kx + px � l )v2
l + ( kx + px � l )v2

r

kyv2
l � kyv2

r

(kz + pz� l )v2
l � (kz + pz� l )v2

r

3

7
7
7
7
5

; (2.11)

wherekx ; ky; kz; px ,andpz are wing and �ap constants. The propeller torques� p is given by,

� prop =

2

6
6
6
6
4

0

l(f r � f l )

� (f r � f l )

3

7
7
7
7
5

; (2.12)

where� denotes the torque-to-thrust ratio of the propellers [60].

By assuming negligible drag and lift forces, the forces produced by two propellers can be

written as,

ut = f l + f r : (2.13)

In summary, by using (2.11), (2.12), and (2.13), the relation between the control inputs of the

tail-sitterUT 2 R4 and the control inputs of the rigid bodyURB can be written as,

URB =

2

4
ut

�

3

5 =

2

4
f l + f r

� aero + � prop

3

5 : (2.14)
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With the above de�nition ofURB , the tailsitter is globally modeled by (2.7), (2.3), and (2.6).

This completes the derivation of four example systems that are all members of the vehicle

classCV . The focus of the rest of the thesis is on controller design ofrigid bodies, with detailed

application onAscTecpelican system. However, the rigid body controller can be implemented

on any vehicle in this class by applying the input mapM i : Ui ! URB .
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Chapter 3

Path Following Control Implementation on

a Car-like Robot

In this chapter we present a simple system, i.e., a car-like robot, and illustrate the idea of path

following, and a procedure of path following controller design. Since the idea of control design

in this thesis is based on feedback linearization, the resulting controller may raise questions about

the viability of implementation on a real platform, as mostly the controllers based on feedback

linearization have a reputation of degraded performance inthe face of sensor noise, and modeling

uncertainties. The car-like robot controller was originally proposed as part of the author's masters

research. However, the implementation on a ground vehicle under IPS system and ROS is part

of the author's PhD work.
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3.1 Example of path following control for a car-like robot

This section presents an example of a path following controller for a car-like robot on a circular

path [61]. Consider the kinematic model of a car-like robot, Figure3.1,

_x = f (x) + g1(x)v + g2(x)!

=

2

6
6
6
6
6
6
6
6
4

0

0

0

0

3

7
7
7
7
7
7
7
7
5

+

2

6
6
6
6
6
6
6
6
4

cosx3

sinx3

1
` tan x4

0

3

7
7
7
7
7
7
7
7
5

v +

2

6
6
6
6
6
6
6
6
4

0

0

0

1

3

7
7
7
7
7
7
7
7
5

!
(3.1)

wherex 2 R4 is the state, the inputv 2 R is the translational speed and! 2 R is the angular

velocity of the steering angle. We take the car's position inthe plane as the output of (3.1)

y = h(x) =
h

x1 x2

i >
: (3.2)

Suppose the desired path is a unit circle and is given as a regular parameterized curve. It should

y2 = x2

y1 = x1

`

x4

x3

Figure 3.1: The kinematic model of the car-like robot.

be noted that the path is parameterized by a path parameter� , instead of by timet, so that
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evolution of the vehicle motion along the path need not proceed at a prede�ned rate.

� : S ! R2

� 7!

2

6
4

cos�

sin�

3

7
5 ;

(3.3)

We desire to solve the following path following problem,

• For each initial condition in the neighborhood of the path,the system asymptotically con-

verges to the path.

• Once the robot is initialized on the path (or reaches the path) with the heading vector

tangent to the path, the system will stay on the path for all future times.

• On the path, the mobile robot tracks a desired velocity or acceleration pro�le.

In order to solve the path following problem a procedure similar to feedback linearization is

adopted. Roughly speaking, in feedback linearization we differentiate the outputs of the given

system until the control input appears and then use that control input to cancel out the nonlin-

earities to express the system in fully or partial linear form. Unlike feedback linearization, we

select functions of outputs and take derivatives of these functions until the control input appears.

However, it should be noted that the output functions are notjust arbitrary functions rather these

functions are selected from the given path. In this example one function is selected from the zero-

level set representation of the path, while the other is selected from the parametric representation

of the path.

The path given in this example is aregular curve,

(8 � 2 S) k� 0(� )k =
p

cos2 � + sin2 � = 1:

It can be seen that there exists a smooth maps : R2 ! R1 such that0 is aregular valueof s and

� (D ) = s� 1(0), whereD is the domain. Let
 := s� 1(0),


 = f y 2 R2 : y2
1 + y2

2 � 1 = 0g:
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Therefore,
 represents the zero level set representation of the path (3.3). The maph : R4 ! R2

is transversal [62] to 
 and the path
 when expressed in state space takes the following form,

� := ( s � h)� 1 (0) =
�

x 2 R4 : s(h(x)) = x2
1 + x2

2 � 1 = 0
	

De�ne � (x) := s � h(x) = x2
1 + x2

2 � 1. Intuitively, makingx ! � is equivalent to making

y ! 
 . The path followingmanifold, denoted by� ?, associated with the curve
 is the maximal

controlledinvariant subset of the manifold� . Physically it consists of all those motions of

the car-like robot (3.1) for which the output signal (3.2) can be made to remain on the curve


 by suitable choice of control signal [10]. The path following manifold is the key object that

allows one to treat the path following problem as a set stabilization problem. The �rst two

path following objectives can be achieved by making the pathfollowing manifold attractive and

controlled invariant. In order to identify the largest controlled invariant manifold of� , we start

taking the derivatives of the function� until the control input appears,

_� =
@�(x)

@x
_x

=
@�(x)

@x
f (x) +

@�(x)
@x

g1(x)v +
@�(x)

@x
g2(x)!

= L f � (x) + Lg1 � (x)v + Lg1 � (x)!

= v(2x1 cosx3 + 2x2 sinx3):

It can be seen that� ? = � . This is because one can trivially make the entire set� controlled

invariant by setting the translational speedv to zero. From the point of view of mobile robots,

this is not a useful characterization because such a controller causes the system to stop and hence

not traverse the curve.

Instead, the problem can be solved by dynamic extension [13]. Let v = v + � 1, where� 1 is

the �rst state of our dynamics controller. In general [4] we are free to choose any dynamics for

_� 1 but we take the simplest possible structure for the control law (4.8) and let _� 1 = � 2. In order

to �nish de�ning the control law we let_� 2 = u1 whereu1 is a new, auxiliary input that we will
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use to indirectly change the translational velocityv. The structure of the control law so far is

_� 1 = � 2

_� 2 = u1

v = v + � 1

! = u2:

(3.4)

To simplify notation we will no longer distinguish between states of the system(x1; x2; x3; x4)

and states of the controller(� 1; � 2). Let x5 := � 1, x6 := � 2. Therefore the system we study is

given by

_x = f (x) + g1(x)u1 + g2(x)u2

=

2

6
6
6
6
6
6
6
6
6
6
6
6
6
6
4

(v + x5) cosx3

(v + x5) sinx3

(v+ x5 )
` tan x4

0

x6

0

3

7
7
7
7
7
7
7
7
7
7
7
7
7
7
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+

2
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6
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2
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u2:
(3.5)

For the extended system the path following manifold is givenby

� ? =
�

x 2 R6 : � (x) = _� (x) = •� (x) = 0
	

To this end we select outputs functions equal to the number ofthe inputs to check thevector

relative degreeof the system. Let$ = tan � 1(y2=y1), � (x) = $ � h(x), and� = s � h(x). We

de�ne a “virtual” output function,

ŷ =

2

4
� (x)

� (x)

3

5 =

2

4
tan� 1

�
x2
x1

�

x2
1 + x2

2 � 1 = 0

3

5 : (3.6)
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We check the vector relative degree of the car-like robot (3.5) with output (3.6). Consider an

arbitrary pointx? 2 � . Direct calculations show that

Lg1 L i
f � (x) = Lg2 L i

f � (x) = Lg1L
i
f � (x) = Lg2 L i

f � (x) = 0 :

Moreover, the determinant of the decoupling matrix simpli�es to,

det(D(x?)) =

2

6
4

Lg1 L2
f � (x?) Lg2 L2

f � (x?)

Lg1L
2
f � (x?) Lg2 L2

f � (x?)

3

7
5 =

2(v + x5)2

` cos2 x4
: (3.7)

The determinant goes to zero if eitherv + x5 goes to zero, or̀ cos2 x4 goes to in�nity. ` is a

�nite constant. Sincex4 represents wheel angle and for typical cars the wheel angle can never

goes to� 900. So it is assumed thatx4 2 (� �= 2; �= 2). The decoupling matrix loses rank if

x5 = � v. Physically this condition means stopping the robot along the path. In other words,

with this controller the robot cannot achieve point stabilization, but still it allows the robot to

maneuver along the path and follow speed pro�les bounded away from zero. We can now de�ne

a coordinate transformation. Letx? 2 � nf x 2 R6 : x5 + v = 0 g. There exists a neighbourhood

U � R6 containingx? such that themappingT : U � R6 ! T(U) � R6, de�ned by
2

6
6
6
6
6
6
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6
6
6
6
6
6
6
4
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� 2

� 3
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= T(x) =

2
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� (x)

L f � (x)
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f � (x)

� (x)
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7
7
7
7
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(3.8)

is a diffeomorphism ontoits image. Using the coordinate transformationT from (3.8), in a
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neighbourhood of any pointx? 2 � , the system (3.5) in (�; � ) coordinates reads

_� 1 = � 2

_� 2 = � 3

_� 3 = L3
f � + Lg1 L2

f �u 1 + Lg2 L2
f �u 2

�
�
x= T � 1(�;� )

_� 1 = � 2

_� 2 = � 3

_� 3 = L3
f � + Lg1L

2
f �u 1 + Lg2 L2

f �u 2

�
�
x= T � 1(�;� )

(3.9)

Stabilizing� = 0 stabilizes the path following manifold� ?, because� (x), _� (x) and •� (x) con-

verge to zero. This implies the car will converge onto the desired path with heading velocity

tangent to the path. On the path following manifold the motion of the car-like robot on the path

is governed by the� -dynamics. When the robot is on the path following manifold,i.e., � = 0

then� 1 determines the position of the robot on the path,� 2 represent velocity of the robot along

the path and� 3 represent acceleration of the robot along the path. Consider the regular feedback

transformation,
2

6
4

u1

u2

3

7
5 := D � 1(x)

0

B
@

2

4
� L3

f �

� L3
f �

3

5 +

2

6
4

vk

vt

3

7
5 ;

1

C
A (3.10)

where(vk; vt ) 2 R2 are auxiliary control inputs. The controller is well de�nedin a neighbour-

hood of everyx? 2 � nf x 2 R6 : x5 + v = 0 g. Thus in a neighbourhood ofx?, the closed-loop

system becomes

_� 1 = � 2

_� 2 = � 3

_� 3 = vk

_� 1 = � 2

_� 2 = � 3

_� 3 = vt

(3.11)
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(b) � -states converging to zero.

Figure 3.2: Convergence of system's output and transformedstates

Wherevt andvk are the transversal and tangential input. The control law (3.10) has decou-

pled the transversal and tangential subsystems which makesdesigning(vk; vt ) to solve the path

following problem particularly easy. In summary, dynamic extension and transverse feedback

linearization allows us to represent the system as a linear time-invariant system (LTI) and use

LTI controller design techniques to design the controller for system (3.11). In this simulation the

car-like robot is following a unit circular path as shown in Figure 3.2a. It can be seen in Fig-

ure3.2bthat all the� -states converge to zero. While the robot follows the circular path a desired

speed pro�le is achieved as shown in Figure3.3. We now investigate the performance of this,

apparently well behaved, controller on an experimental platform. The control implementation is

challenging because of two reasons. First, although, the controller poses some robustness prop-

erties because of feedback design, it is not obvious how the controller will perform in the face on

sensor noise. Second, the control implementation entails computation of� 1, and� 2 states. The

augmented state� 2 which needs to be computed by taking a numeric derivative of� 1 have a rela-

tively larger level of noise compared to other states. Despite of these challenges, we demonstrate

that path following performance and convergence to the pathare reliably achieved in practice.
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Figure 3.3: Robot following a speed pro�le.

3.2 Linear control design in transformed coordinates

As shown in the previous section that given a circular path the nonlinear model of a car-like can

be transformed into a fully linear system (3.11). The linear system has two parts: the transversal

subsystem and the tangential subsystem. Since the system islinear, the controller can be de-

signed using the well known theory of Linear Time Invariant (LTI) systems. For the transversal

subsystem a controller can be chosen that stabilizes the origin of the transversal subsystem.

vt (� ) = k1� 1 + k2� 2 + k3� 3; (3.12)

with ki < 0, i 2 f 1; 2; 3g. It is easy to observe that the controller (3.12) exponentially stabilizes

the LTI transversal subsystem and forces all the� -states go to zero. Physically, since� = 0 is an

equilibrium of the closed-loop transversal subsystem, if the robot is initialized on the path with

the initial velocity tangent to the path, then it will remainon the path for all future time. Hence,

the property of path invariance is achieved.

In order to achieve the goal of controlling the speed of the robot on the curve, the following

controller is used,

vk(� ) = k4(� 1 � � ref
1 ) + k5(� 2 � � ref

2 ) + k6� 3; (3.13)
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(a) The Chameleon R100 robot. (b) Experimental Setup.

Figure 3.4: The Chameleon R100 robot and the experimental setup with IPS

whereki < 0, i 2 f 4; 5; 6g. The parameter� ref
1 is the desired reference position on the path and

� ref
2 is a desired reference velocity pro�le. Note however that wheneverx5 = � v, the robot has

no translational velocity. In that case, the decoupling matrix loses rank and the control law (4.23)

is not well de�ned. Hence, we cannot stabilize a particular point on the curve using this control

law and henceforth we setk4 = 0.

3.3 Experimental implementation

In this section we present experimental veri�cation of the effectiveness of the proposed con-

trollers.

3.3.1 Experimental platform and setup

The Chameleon R100 built by Clearpath Robotics Inc., see Figure 3.4a, is a low cost car-like

robot for testing control and estimation algorithms. A DC motor is attached to the rear axle

of the robot. A servo motor is used to control the steering angle of the robot. The maximum

steering angle is approximately27 degrees. The wheels of the robot provide suf�cient friction
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with the ground to make the rolling without slipping assumption implicitly made in (3.1) hold.

However, the steering linkage to front wheels permits up to� 7 degrees of error. This error

source is not captured by the mathematical model (3.1) used for control design. The chassis of

the robot measures30 � 22 � 20 cm (l/w/h) and is controlled from an Intel Atom Notebook.

Onboard electronics provide low-level commands to the motors while the proposed control algo-

rithm is implemented on the notebook, hereafter called the control computer, running the Robot

Operating System (ROS) in Linux.

To implement the path following controller, all of the robot's states are needed. To this end, an

Indoor Positioning System (IPS) is employed using the NaturalPoint OptiTrack local positioning

system. The IPS uses sixteen near-infra red cameras. Infra red (IR) re�ectors are attached to the

robot's chassis to make the position(x1; x2) and orientationx3 available for feedback, via the

IPS, over WiFi. The control computer uses multithreaded Publish/Subscribe model to read the

position and orientation of the robot at 100Hz from the IPS.

In many car-like robot platforms, the steering angle can be directly measured using a po-

tentiometer or an absolute optical encoder; however the Chameleon R100 lacks this feature.

Furthermore, the steering angle of the robot cannot be measured by the IPS. Therefore a stan-

dard Extended Kalman Filter (EKF) is used to obtain estimate(x1; x2; x3; x4; x5; x6) from the

measurements(x1; x2; x3) and the control inputs(u1; u2). The control inputs of the Chameleon

are its steering angle and translational speed. However, the control inputs of (3.1) are the rate of

change of the steering angle and translational speed. The steering control input can be computed

from the rate of change of steering angle by integration. Thesignals from the proposed con-

troller (rate of change of steering angle and translationalspeed) are used to compute the steering

angle, which is the control input of the experimental platform. The controller gains used in all

the experiments are given in Table3.1.
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Table 3.1: Controller gains used in Section3.3

Description Symbols Values

Transversal gains (3.12) f k1; k2; k3g f 30; 20; 10g

Tangential gains (3.13) f k4; k5; k6g f 0; 30; 20g
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(a) Chameleon R100 following circular
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(b) Convergence of� 1, � 2, � 3 states.

Figure 3.5: Chameleon R100 robot following the circular curve � : [0; 2:6� ) ! R2, � 7!

col(1:3 sin(�= 1:3); 1:3 cos (�= 1:3)).

3.3.2 Experimental results

In the �rst experiment the Chameleon R100 robot is asked to follow a circular path of radius

r = 1:3 meters while maintaining a constant speed of� ref
2 = 0:3 m/sec along the path. The

robot's initial position is indicated by a solid green dot inFigure 3.5a. The desired circle is

represented by a dotted line in the �gure.

The position of the robot along the path is given by the transformed state� 1 2 [0; 2:6� ). In

this example the path is closed and has arc-length2:6� ; thereforeD = [0; 2�r ) = [0 ; 2:6� ) and

� 1 remains bounded between0 to 2�r as shown in Figure3.6a. The transformed state� 2 equals
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(a) Position� 1 of the robot along the path.
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(b) Chameleon R100 maintaining a de-

sired speed of 0.3 m/sec along the path.

Figure 3.6: Velocity and position of the Chameleon R100 robot while following the circular

curve� : [0; 2:6� ) ! R2, � 7! col(1:3 sin(�= 1:3); 1:3 cos (�= 1:3)).

the rate of change of the arc-length at the robot's position on the circle. It is shown in Figure3.6b.

In the second experiment the Chameleon R100 robot is made to follow a non-closed sinu-

soidal path. Figure3.7ashows that the robot �rst converges to the desired path and follows it.

Due to limited lab space the robot is asked to follow only a small portion of the sinusoidal path.

All the transversal states (the� states) converge to zero, as required, as shown in Figure3.7b.

As the robot follows the sinusoid path a desired speed of 0.3 m/sec is achieved as shown in

Figure3.8.

In the third experiment the performance of the proposed pathfollowing controller is rigor-

ously tested on a circular path of radius 1.3 meters. The experiment is repeated six times and

the convergence of the path following error is analyzed. In each test the robot converges to the

desired path starting from an initial point away from the path as shown in Figure3.9a. The path

following errorePF :=
p

x2
1 + x2

2 � 1:3, is shown in Figure3.9b. The initial pose (position and

orientation) and steady-state path following errorjePF
ss j := lim t !1 supjePF j of the robot in each

run is presented in Table3.2. Figure3.10gives a zoomed in view of the path following error.

We see that the path following error in each run remains within � 0:015m or, in other words, less
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(b) Convergence of� 1; � 2; � 3 states.

Figure 3.7: Chameleon R100 robot following the non-closed,non-unit speed, sinusoidal path

~� (� ) = col( �; 0:8 cos (� )) .
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Figure 3.8: The Chameleon R100 maintaining a desired speed of 0.3 m/sec along the sinusoidal

path.

than1:15%. It can be concluded that path following controller gives fairly accurate and reliable

results as the mean path following error of the six runs is1:0689cm with a standard deviation of

0:154cm.
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Figure 3.9: Multiple experiments following circular path� : [0; 2:6� ) ! R2, � 7!

col(1:3 sin(�= 1:3); 1:3 cos (�= 1:3)).

Table 3.2: Steady-state path following error. The initial conditions(x1(0); x2(0)) andx3(0) are

given in metres and radians, respectively. The path following error is given in centimeters.

Test (x1(0); x2(0)) x3(0) jePF
ss j

1 (3:0267; 0:4083) 1:8153 1:0580

2 (� 0:1675; � 1:7628) 0:1440 1:3766

3 (2:7383; 1:2309) 2:3205 0:9556

4 (1:4719; 1:8907) 2:9793 1:0089

5 (� 0:0971; � 0:3565) � 0:6987 1:0148

6 (� 2:2894; � 0:4131) � 1:0454 0:9992
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Figure 3.10: Zoomed view of the path following error after the convergence of the robot to the

desired path.

During experimentation, it was observed that the closed-loop performance is very sensitive

to IPS calibration errors. In particular, a small misalignment between the origin of the coordinate

frame de�ned by the IR re�ectors, and center of the rear axle,i.e., (x1; x2), is re�ected in the

path following error. Moreover, we observed that the error is reduced by a few centimeters if

an EKF is used, as described above, on all six states of the system. An adaptive path following

controller may perform better in the face of calibration errors.

Despite having dynamically extended states, the path following controller investigated in this

chapter, not only demonstrates path invariance, but also performs well in the presence of real

world disturbances and robot performance limitations. This motivates us to adopt a similar con-

troller design scheme for the class of vehiclesCV . In the next chapter we design path following

controller forCV , which is a non-trivial extension of the path following controller investigated in

this chapter.
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Chapter 4

Path Following for the CV Class of Vehicles

This chapter presents a path following controller for theCV class of vehicles modeled in Chap-

ter2. A smooth, dynamic, feedback controller is designed that allows theCV class of vehicles to

follow both closed and non-closed embedded curves while maintaining a desired speed, a desired

acceleration or while stabilizing desired points along thecurves. The system dynamics are trans-

formed into a linear system via a coordinate and feedback transformation. Once transformed, a

path following controller is designed that guarantees invariance of the path while enforcing the

desired motion along the path. The controller designed forCV class of vehicles is applied to one

of the systems, a quadrotor, belonging to this class.

4.1 Local representation of rigid body model

As shown in Chapter2, the dynamics of theCV class of vehicles under rotation and translation

is given by (2.3), (2.6), and (2.7). A convenient choice is to pick a local chart to represent the

dynamics of the rigid body. Obviously, a local representation of rigid body dynamics will lead

to a local controller, but in most practical scenarios theselocal controllers are suf�cient for most

practical applications. Using Euler angles, a rotation matrix can be represented by three angles.
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Let these three Euler angles be� = col( �; �;  ). We use the following compact notation to

represent trigonometric functions;Si := sin( i ); Ci := cos(i ); Ti := tan( i ) for i = f �; �;  g. The

kinematics equation (2.3) can be represented in local coordinates as [14, 52, 15],

_� = M (�)
 ; (4.1)

whereM is given by,

M =

2

6
6
6
6
4

1 S� T� C� T�

0 C� � S�

0 S� sec� C� sec�

3

7
7
7
7
5

: (4.2)

In summary, the dynamics ofCV class of vehicles, i.e., (2.3), (2.6), and (2.7), can be repre-

sented as,
_� = M (�)


J _
 = � � (
 � J 
)

_� = v

_v = mgb3 � utRb3;

(4.3)

whereR can be represented in terms of Euler angles as,

R =

2

6
6
6
6
4

C� C C S� S� � C� S C� C S� + S� S 

C� S S S� S� + C� C C� S S� � S� C 

� S� C� S� C� S�

3

7
7
7
7
5

: (4.4)

Let the state vector of the rigid body bex := col( x1; : : : ; x12) = col(� ; 
 ; �; _� ) 2 R12. With

a slight abuse of notation, we representSi := sin( x i ); Ci := cos(x i ); Ti := tan( x i ). By direct
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substitution of (4.2), and (4.4), in (4.3) dynamics can be written as,

_x1 = x4 + x5S1T2 + x6C1T2

_x2 = x5C1 � x6S1

_x3 = sec (x2)(x5S1 + x6C1)

_x4 = � ((Jz � Jy)=Jx)x5x6 + (1 =Jx)� p

_x5 = � ((Jx � Jz)=Jy)x4x6 + (1 =Jy)� q

_x6 = � ((Jy � Jx )=Jz)x4x5 + (1 =Jz)� r

_x7 = x10

_x8 = x11

_x9 = x12

_x10 = (1 =m)(C1S2C3 + S1S3)uf

_x11 = (1 =m)(C1S2S3 � S1C3)uf

_x12 = g � (1=m)(C1C2)uf ;

(4.5)

The control inputs are� p; � q; � r , andut . The model (4.5) can be written compactly in control

af�ne form as _x = f (x) + g(x)u. The output of the system is the position of the center of gravity

of the rigid body in the inertial frame

y(x) = h(� ) =
h

x7 x8 x9

i >
: (4.6)

4.2 Problem formulation

Informally, path following entails making the output of thesystem approach and move along a

given path with no pre-speci�ed timing law associated with the motion along the path. Before

analyzing the path following problem, we present a formal de�nition of a “path” in this context.
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De�nition 4.2.1. A path is a smooth parameterized curve inR3

� : D ! R3

� 7!

2

6
6
6
6
4

� 1(� )

� 2(� )

� 3(� )

3

7
7
7
7
5

;
(4.7)

such that it satis�es the following assumptions.

1. The desired path� is regular which implies it can be parameterized by its arc length.

2. The set� (D) is assumed to be an embedded submanifold ofR3. There exists a smooth map

s : R3 ! R2 so that� (D) = s� 1(0) with 0 as regular value ofs. This condition implies

that rank (dsy) = 2 for all y 2 
 .

Since� is a regular curve, therefore, without loss of generality, we henceforth assume that

� is parameterized by its arc length, i.e.,k� 0k � 1. If � (D) is an embedded submanifold of

R3, then it is always possible to locally represent the curve asthe zero level set of a function.

The assumption ensures that theentirepath can be represented as the zero level set of a smooth

function. Let
 := s� 1(0), then, in the case of the system belonging to the class of vehicles (4.5),

the path is represented in the output space as


 :=
�

y 2 R3 : s1(y) = s2(y) = 0
	

:

Similar to the previous work [10], the lift of the path
 to R12 is de�ned as

� :=
�

x 2 R12 : s1(h(x)) = s2(h(x)) = 0
	

:

The control objective is to make the outputy of the system (4.5) asymptotically converge and

then follow the path. Makingy ! 
 is equivalent to makingx ! � . However, we will see that

in general� can not be made invariant and hence we will try to stabilize a subset of� .
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4.2.1 Problem statement

Given a path presented in De�nition4.2.1, we seek a smooth dynamic feedback law

_� = A(x; � ) + B(x; � )u

u = C(x; � ) + D(x; � )u;
(4.8)

with1 � 2 Req, u = ( u1; u2; u3; u4) 2 R4 and an open subset of initial conditionsU� V 2 R12� R~q

with 
 � h(U), such that for any initial condition(x(0); � (0)) 2 U � V the corresponding

solutionx(t) for the closed-loop system is de�ned for allt � 0 and

PF1 The rigid body approaches the path,kh(x(t))k
 ! 0 ast ! 1 .

PF2 The level sets(y) is output invariant, i.e., if the rigid body is initialized on the path with

output velocity tangent to the path, it remains on the path for all t � 0.

PF3 On the path, the system meets additional application speci�c requirements such as

– Stabilizing a desired point along the path

– Tracking a desired speed and/or acceleration pro�le along the curve.

– Tracking a desired yaw angle value or reference pro�le alongthe curve.

4.3 Dynamic extension

To solve the path following problem we seek to �nd the largestcontrolled invariant subset of

� . As discussed in [10, 63, 13], the largest controlled invariant submanifold� ? contained in�

is called the path following manifold. It consists of all those trajectories of the system whose

associated output signal can be made to remain on the desiredpath by a suitable choice of the

1The dimensioneq of the controller state� is not �xed a priori.
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control input. The path following manifold plays a key role in designing path following con-

trollers because if� ? can be made attractive thenPF1 andPF2 are achieved. In order to �nd� ?

we �rst de�ne

� := s � h(x) =

2

4
s1 � h(x)

s2 � h(x)

3

5 =

2

4
� 1(x)

� 2(x)

3

5 : (4.9)

With this de�nition we have that� = � � 1(0) and as a result, we can apply the zero dynamics

algorithm to the function� to obtain a local characterization of� ?.

Given that the system has four inputs, it is natural to augment the function (4.9) with two

additional “virtual outputs” and then check if this resulting virtual output has a well-de�ned

vector relative degree. To this end let� 1(� ) : R3 ! R be a map de�ned in the output space of

the rigid body. A re�ned de�nition of� 1 will be presented in the following section. We choose

� 2(x3; � ) : R4 ! R. This choice is motivated by the fact that, according toPF3 , we would like

the yaw angle = x3 to be virtually constrained by the position of the rigid bodyalong the path,

which is completely speci�ed by the values of� .

Assumption 1. The function� 2(x3; � ) : R4 ! R satis�es

@�2
@x3

6= 0

for everyx3 2 [0; 2� ) and every� 2 R3 such thath(x) 2 
 .

Assumption1 ensures that, at each point along the path, we can apply the implicit function

theorem ony4 = � 2(x3; � ) and expressx3 as a function of� andy4. In other words, this ensures

that� 2 represents a valid, positionally dependent, constraint onthe yaw angle along the path.

In summary, motivated by the path following problem, we de�ne the “virtual” output function

by

y =

2

6
6
6
6
4

� (� )

� 1(� )

� 2(x3; � )

3

7
7
7
7
5

: (4.10)

61



The output function is intuitively appealing for the purposes of meetingPF1, PF2 andPF3, the

following result shows that it fails to yield a well-de�ned relative degree.

Lemma 4.3.1.System(4.5) with output(4.10) does not have a well-de�ned vector relative degree

at anyx 2 R12.

Proof. Since� and� 1 are functions of� and� 2 is a function ofx3; � it is easy to check, in light

of the model (4.5) that

Lgi � 1(x) = Lgi � 2(x) = Lgi � 1(x) = Lgi � 1(x) � 0

for i 2 f 1; 2; 3; 4g. Direct calculations also reveal thatLgi L f � 1(x) = Lgi � 1(x) = Lgi � 2(x) � 0

for i 2 f 2; 3; 4g while Lg1 L f � 1(x), Lg1 � 1(x) andLg1 � 2(x) are not identically equal to zero in

any open set ofR12. In other words, the only control input that is not always multiplied by zero

in the second derivative of the functions� 1, � 2, � 1 is � f .

Similar calculations show thatLg2L f � 2(x) � 0 while Lgi L f � 2(x), i 2 f 1; 3; 4g are not all

identically zero in any open subset ofR12. From these calculations we deduce that the decoupling

matrix for the quadrotor (4.5) with output (4.10) has, at each point ofR12, the form

D(x) =

2

6
6
6
6
6
6
6
4

Lg1 L f � 1(x) 0 0 0

Lg1 L f � 2(x) 0 0 0

Lg1 L f � 1(x) 0 0 0

Lg1 L f � 2(x) 0 Lg3 L2
f � 2 Lg4 L2

f � 2

3

7
7
7
7
7
7
7
5

: (4.11)

ClearlyD(x) is rank de�cient for allx in R12.

One possible interpretation of Lemma4.3.1is that the decoupling matrix loses rank because

the control input� p does not appear.This problem is overcome by delaying the appearance of

the control inputut with the help of two integrators, which are included throughtwo additional
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states� = ( � 1; � 2). Let x13 := � f andx14 := _� f . This dynamic extension generates the dynamic

control law
_� 1 = � 2

_� 2 = ud

� f = � 1:

(4.12)

To simplify notation, we no longer distinguish between the quadrotor's states(x1; � � � ; x12) and

the controller states(� 1; � 2). Let x13 := � 1, x14 := � 2, ud = •ut , u := col( u1; u2; u3; u4) =

col(ud; up; uq; ur ) 2 R4, whereur := � r , up := � p anduq := � q. The model of the rigid body

after dynamic extension gets the form,

_x1 = x4 + x5S1T2 + x6C1T2

_x2 = x5C1 � x6S1

_x3 = sec (x2)(x5S1 + x6C1)

_x4 = � ((Jz � Jy)=Jx )x5x6 + (1 =Jx)up

_x5 = � ((Jx � Jz)=Jy)x4x6 + (1 =Jy)uq

_x6 = � ((Jy � Jx )=Jz)x4x5 + (1 =Jz)ur

_x7 = x10

_x8 = x11

_x9 = x12

_x10 = (1 =m)(C1S2C3 + S1S3)x13

_x11 = (1 =m)(C1S2S3 � S1C3)x13

_x12 = g � (1=m)(C1C2)x13

_x13 = x14

_x14 = ud:

(4.13)
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With a slight abuse of notation we write the extended model compactly as

_x = f (x) +
4X

i =1

gi (x)ui :

By applying the zero dynamics algorithm to the output (4.9), the extended system yields the path

following manifold

� ? =
�

x 2 R14 : L i
f � (x) = 0 ; i = 0; 1; 2; 3; 4

	
: (4.14)

4.4 Path following controller design

In this work the path following problem is treated as an instance of the set stabilization problem

and the general approach for solving path following problemis applied to a rigid bodies [64, 13,

10]. In contrast to the differential �atness based controllerwhich involves �nding an output such

that the resulting feedback linearized system is fully linear, we have chosen �at outputs that are

physically meaningful for the path following problem. We now re�ne the de�nition of � 1 in the

virtual output (4.10) by choosing a speci�c function. A mapping is introduced that associates to

a pointy in the output space of the rigid body system, suf�ciently close to the path, a number in

the domainD that minimizes the distance from the path
 . This mapping was used in [63] for

curves inR2. Let 
 � � R3 be a tubular neighbourhood of the path
 and de�ne the map

$ :
 � ! D

y 7! arg inf
� 2 D

ky � � (� )k:
(4.15)

The above function is smooth so long as
 � is a suf�ciently small “tube” around the curve
 .

With these de�nitions and Assumption4.2.1, we re�ne the “virtual output” function̂y to be

ŷ =

2

6
6
6
6
6
6
6
4

� 1(� )

� 2(� )

� 1(� )

� 2(x3; � )

3

7
7
7
7
7
7
7
5

=

2

6
6
6
6
6
6
6
4

s1 � h(� )

s2 � h(� )

$ � h(� )

� 2(x3; x7; x8; x9)

3

7
7
7
7
7
7
7
5

: (4.16)
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The next two results are presented to support our claim that the extended system has a well-

de�ned vector relative degree at each point on the path following manifold. The �rst is presented

without proof as it is the well known triple product result from linear algebra.

Lemma 4.4.1([65]). If v1,v2,v3 are linearly independent vectors inR3 thenhv1; (v2 � v3)i 6= 0.

Let

d� � i := col
�

@�i
@x7

;
@�i
@x8

;
@�i
@x9

�

for i = f 1; 2g, and

� 0 := col
�

@�
@�

;
@�
@�

;
@�
@�

�

Lemma 4.4.2.Let � 1 and� 2 be as de�ned in(4.9). Then, for all� 2 
 ,

spanf d� � 1; d� � 2; � 0g = R3:

Proof. We �rst show that each of the vectorsd� � 1; d� � 2; � 0 are non zero. By assumption,�

is regular which means� 0 6= 0. Also by de�nition 4.2.1, at eachy 2 
 , dsy has rank two.

Since dhx = I this shows, using the chain rule, that at each� ? 2 � , d� � has rank two.

Since� 0 is a tangent vector andd� � 1; d� � 2 are non-zero gradient vectors, we conclude that

spanf d� � 1; d� � 2; � 0g = R3 as claimed.

It is claimed that statex13, which represents thrustut , can not be zero. In fact,x13 is zero if

and only if thrust applied by rigid bodies is zero. For systembelonging to the class of vehicles

such as quadrotors, tailsitter, and satellite, this means all the rotors of the system stop spinning

at the same time. Therefore, for almost all practical purposesx13 6= 0 is a valid assumption.

Moreover, we assume that the rigid body does not encounter gimbal lock situation2, i.e., � =

� 6= � 900.

2The singularity associated with gimbal lock is due to Euler angle parameterization onSO(3).

65



Lemma 4.4.3. The extended model of the rigid body(4.13) with output(4.16) yields a well-

de�ned vector relative degree off 4; 4; 4; 2g at each point on� ? \ f x 2 R14 : x13 6= 0; � = � 6=

� 900g.

Proof. Let x? 2 � ? \ f x 2 R14 : � = � 6= � 900; x13 6= 0g be arbitrary. By de�nition of� , and

since� ? � � , the outputh(x?) is on the path
 . Let � ? 2 D be such thath(x?) = � (� ?). By the

de�nition of vector relative degree we must show that

Lgi L
j
f � 1(x) = Lgi � 2(x) = Lgi L

j
f � k(x) � 0 (4.17)

for i 2 f 1; 2; 3; 4g, j 2 f 0; 1; 2g in a neighbourhood ofx? and that the4 � 4 decoupling matrix

D(x?) =

2

6
6
6
6
6
6
6
6
4

LgL3
f � 1(x?)

LgL3
f � 2(x?)

LgL3
f � 1(x?)

LgL f � 2(x?)

3

7
7
7
7
7
7
7
7
5

; (4.18)

is non-singular. It is easy to check, by direct computations, that the �rst condition holds and

det (D(x)) =
�

l2(x13)2 cos(x1)
I x I y I zm3 cos(x2)

� �
@

@x3
� 2

�
hd� � 1; (d� � 2 � � 0)i : (4.19)

The determinant goes to zero if and only if any term in the numerator of (4.19) is zero or any term

in the denominator is in�nity. The termsI x ; I y; I z; l andm are �nite constants. By assumption, at

x? 2 � ? \ f x 2 R14 : � = � 6= � 900; x13 6= 0g, the combined thrustx13 6= 0. By Lemma4.4.2,

spanf d� � 1; d� � 2; � 0g(x?) = R3 and therefore, by Lemma4.4.1 hd� � 1; (d� � 2 � � 0)i 6= 0 at

x?. By Assumption1 @�2=@x3 6= 0. It is further assumed that the system does not encounter

gimbal lock situation, thereforecosx i 6= 0 for i = f 1; 2g. Thus we have shown that for any

x? 2 � ? \ f x 2 R14 : � = � 6= � 900; x13 6= 0g, det (D(x?)) 6= 0, therefore the extended system

has a well de�ned vector relative degree atx?.
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The singularities atx1 = x2 = � = � 90� are not intrinsic to the physics of rigid body system,

and arise due to singularities in the local chart i.e., Eulerangle representation. These singularities

could potentially be eliminated by using rotation matrices. In other words by designing a con-

troller onSO(3) directly, such singularities can be avoided, and one can achieve global results.

In Chapter6 we eliminate such singularities and present global controllers. Since the extended

system (4.13) has a well de�ned vector relative degree off 4; 4; 4; 2g, this implies that the dimen-

sion of the zero dynamics is zero. In other words, we can fullylinearize the extended system of

the quadrotor. This leads to the de�nition of a local coordinate transformation.

Corollary 4.4.4. Let x? 2 � ? \ f x 2 R14 : � = � 6= � 900; x13 6= 0g. There exists a neigh-

bourhoodU � R14 containingx? such that the mappingT : U � R14 ! T(U) � R14, de�ned

by 2

6
6
6
6
4

� j i

� 1i

� 2k

3

7
7
7
7
5

= T(x) =

2

6
6
6
6
4

L i � 1
f � j (x)

L i � 1
f � 1(x)

L k� 1
f � 2(x)

3

7
7
7
7
5

; (4.20)

for i 2 f 1; 2; 3; 4g, j 2 f 1; 2g andk 2 f 1; 2g is a diffeomorphism.

Proof. Let x? 2 � ? \ f x 2 R14 : � = � 6= � 900; x13 6= 0g. By Lemma4.4.3, system (4.13)

with output (4.16) yields a well-de�ned vector relative degree off 4; 4; 4; 2g atx?. By [4, Lemma

5.2.1] the row vectors

d� 1(x?); dLf � 1(x?); dL2
f � 1(x?; dL3

f � 1(x?)

d� 2(x?); dLf � 2(x?); dL2
f � 2(x?; dL3

f � 2(x?)

d� 1(x?); dLf � 1(x?); dL2
f � 1(x?; dL3

f � 1(x?)

d� 2(x?); dLf � 2(x?);

(4.21)

are linearly independent. These are the rows of the14� 14Jacobian matrixdTx? which implies

thatdTx? is non-singular. By the inverse function theorem [66, Theorem 5.23]T is a diffeomor-

phism onto its image.
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Using the coordinate transformationT from Corollary4.4.4, the system is transformed in

(�; � ) coordinates
_� j 1 = � j 2

_� j 2 = � j 3

_� j 3 = � j 4

_� j 4 = L4
f � j +

4X

i =1

Lgi L
3
f � j uj

�
�
�
�
�
x= T � 1(�;� )

_� 11 = � 12

_� 12 = � 13

_� 13 = � 14

_� 14 = L4
f � 1 +

4X

i =1

Lgi L
3
f � 1u3

�
�
�
�
�
x= T � 1(�;� )

_� 21 = � 22

_� 22 = L2
f � 2 +

4X

i =1

Lgi L f � 2u4

�
�
�
�
�
x= T � 1(�;� )

;

(4.22)

for j 2 f 1; 2g. This model (4.22) suggests a natural choice of feedback transformation
2

6
6
6
6
6
6
6
6
4

u1

u2

u3

u4

3

7
7
7
7
7
7
7
7
5

:= D � 1(x)

0

B
B
B
B
B
B
B
B
@

2

6
6
6
6
6
6
6
6
4

� L4
f � 1

� L4
f � 2

� L4
f � 1

� L3
f � 2

3

7
7
7
7
7
7
7
7
5

+

2

6
6
6
6
6
6
6
6
4

v� 1

v� 2

v� 1

v� 2

3

7
7
7
7
7
7
7
7
5

1

C
C
C
C
C
C
C
C
A

; (4.23)

where(v� 1 ; v� 2 ; v� 1 ; v� 2 ) are auxiliary control inputs. By Lemma4.4.3this controller (4.23) is

well-de�ned in a neighbourhood of everyx? 2 � nf x 2 R14 : x10 = x11 = � 900g. Thus in

a neighbourhood ofx?, the closed loop system is simply reduced to four decoupled chains of
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integrators
_� 11 = � 12

_� 21 = � 22 _� 11 = � 12 _� 21 = � 22

_� 12 = � 13
_� 22 = � 23 _� 12 = � 13 _� 22 = v� 2 :

_� 13 = � 14
_� 23 = � 24 _� 13 = � 14

_� 14 = v� 1 _� 24 = v� 2 _� 24 = v� 2

(4.24)

and linear control techniques can be used. The output (4.16) is a �at output [67] for the rigid

body system (4.13) because these outputs transform the system to a fully linear system.

4.4.1 Auxiliary controller design

After applying the coordinate and feedback transformations (4.20), (4.23) to the extended sys-

tem (4.13) the auxiliary controller design is straight forward. Stabilizing the origin of the �rst

two chain of integrators, collectively called the� -subsystem, corresponds to the stabilization of

path following manifold� ?. When� = 0 the states of the system are restricted to stay on the

path. We propose the following controller to control the� -subsystem.

v� j =
4X

i =1

ki � j i ; (4.25)

with ki < 0, j 2 f 1; 2g. This controller exponentially stabilizes� = 0 . Since� = 0 is an

equilibrium of the� -subsystem, the origin is exponentially stable. Moreover,we stabilize the

path following manifold� ? and hence path invariance is achieved. In other words,PF1andPF2

are satis�ed.

To achieve the goal of point stabilization along the curve, controlling the speed along the

curve, and forcing the rigid body to follow a given acceleration pro�le along the curve we propose

the following controller

v� 1 =
4X

i =1

ki (� 1i � � ref
1i ); (4.26)
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whereki < 0, � 11 is the path parameter. By setting� ref
11 to the desired value, point stabilization

is achieved. By choosingk1 = 0 and setting� ref
12 to the desired velocity pro�le the rigid body

follows the given velocity pro�le. Similarly, by choosingk1 = k2 = 0 and setting� ref
13 to the

desired acceleration pro�le the system follows the given acceleration pro�le. Therefore, by the

auxiliary controller given by (4.26), PF3has been achieved.

The yaw angle of the rigid body can be controlled by designinga similar controller for the

fourth chain of integrator.

v� 2 = k1(� 21 � � ref
21 ) + k2(� 22 � _� ref

21 ) + •� ref
21 ; (4.27)

wherek1; k2 < 0. By stabilizing the origin of the� 2-subsystem, the yaw angle of the rigid body

converges to the desired yaw angle reference function, satisfying the yaw objective inPF3.

4.5 Simulation results

For simulation purposes, it is assumed that the rigid body has a mass ofm = 4:493 kg, and

inertiasJx = Jy = 0:177kg.m2 andJz = 0:344kg.m2, and acceleration due to gravity isg = 9:8

m/sec2. It is further assumed that due to modeling uncertainties there is10% error inJx ; Jy; Jz.

The error in the mass of the rigid body is assumed to be1% because the mass of the quadrotor

can be accurately measured by a precise weight measuring instrument. The initial position of

the rigid body is indicated by a solid dot. The rigid body is following a curve represented by

a fourth order spline. The controller allows the system to follow a spline of any order greater

than1. Moreover, each vehicle belonging to the class of vehicles is capable of following any

closed or non-closed curve satisfying De�nition4:2:1. The path chosen for this simulation is a

general 4th order spline given by� : R ! R3, � 7! col(�; a 4� 4 + a3� 3 + a2� 2 + a1� + a0; 3).

The implicit representation of the same curve is given by
 = f s1(y) = s2(y) = 0 g, where

s1(y) = x3 � a4x4
1 + a3x3

1 + a2x2
1 + a1x1 + a0 = 0 ands2 = x3 � 3 = 0. In Figure4.1, the system
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Figure 4.1: Velocity pro�le simulation. The path followed by the rigid body is represented by a

bold red line and the desired path is represented by a solid green line.

is following the desired path and tracking a velocity pro�legiven by� ref
12 = 1 for t 2 [0; 20),

� ref
12 = 0, for t 2 [20; 40) and� ref

12 = � 1 for t � 40.

The above velocity pro�le forces the rigid body to maintain avelocity of 1 unit/sec for20

seconds, stopping along the curve for the next20 seconds, and then reverse the direction of

the motion with a velocity of� 1 unit/second. This indicates that with the proposed controller,

the system is capable of stopping along the curve and changing direction along the curve while

staying on the path. The system's velocity is compared to thedesired velocity in Figure4.2.

Moreover, the rigid body is following a yaw pro�le� ref
21 = sin( t) while following the desired

path as shown in Figure4.2. Stabilizing the yaw angle to a desired value or forcing it tofollow a

given pro�le can be of practical importance for certain system belonging to the class of vehicles

such as quadrotors, and satellite systems.

71



0 10 20 30 40 50 60
-2

-1

0

1

2

12
ref

12

0 10 20 30 40 50 60
-2

-1

0

1

21
ref

21

Figure 4.2: Comparison between reference and actual states.

4.6 Application of path following controller on a quadrotor

Next we analyze performance of the path following controller (4.23), designed in the previous

section, on one of the vehicles belonging to the class of vehicles presented in Chapter2 i.e., a

quadrotor. The inputs of the quadrotor are motor pwm, which is a natural number between0 to

200. The control inputsu1; u2; u3; u4 are converted to motor pwm by the mapping give by (2.9).

Moreover, to make the simulation more realistic a �rst ordermotor model in also included in

simulation. In each simulation the desired path is a unit circle in x; y plane, and the quadrotor is

desired to maintain a constant height of10m in z axis, and a constant speed along the path.

72



-1 -0.5 0 0.5 1 1.5 2
-1

-0.5

0

0.5

1

1.5

(a) Following desired path inx; y plane

-5
2

0

2

5

1

10

1

15

0
0

-1 -1

(b) Following desired path in 3D

Figure 4.3: path following without noise

4.6.1 Without sensor noise

We �rst simulate the controller (4.23) on the quadrotor in the absence of sensor noise. A �rst

order motor model is added in the simulation, and as expectedthe motor dynamics are fast

enough to not have any signi�cant effect on the path following. In the absence of sensor noise, the

quadrotor precisely follow the desired path, as shown in Figure4.3a, and Figure4.3b. Moreover,

all the transformed states,� ij , for i = f 1; 2g, andj = f 1; 2; 3; 4g, converge to zero, as shown in

Figure4.4a, and Figure4.4b. We introduce actuator saturation, in simulation, to cap the motor

pwm inputs to 1603, as shown in Figure4.5b. Thrust, i.e.,� 1, and rate of change of thrust, i.e.,� 2

are shown in Figure4.5a.

4.6.2 Sensor Noise

Now we simulate quadrotor system, just like the previous case, but in the presence of sensor

noise. We assume that the quadrotor states are sensed by either an IMU, or Indoor Position-

ing System (IPS) or both. The noise is assumed to be a zero meanGaussian, and is given in

3The rotor speed that results from a PWM command of160is as large as is safe for indoor �ight.
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Figure 4.4: Transformed states without noise
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Figure 4.5: Augmented states without noise
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Table 4.1: Quadrotor noise levels

State Source Range Standard Deviation�

Position (x; y; z) IPS � 50e� 6m 10e� 6m

Velocity (_x; _y; _z) IPS � 2e� 3m=sec 3e� 4m=sec

Angles (�; �;  ) IPS � 0:02deg. 0:005deg.

Angles (�; �;  ) IMU � 0:1 deg. 0:01deg.

Body rates (p; q; r) IMU � 0:08rads/sec 0:02rads/sec.

Table4.1 [68, 58, 15] 4. It should be noted that the quadrotor platformAscTecprovides basic

�ltered IMU data at an update rate of up to 1kHz. Although, feedback linearized controllers,

sometimes, suffer performance limitations in the presenceof sensor noise, the controller (4.23)

performs fairly well in terms of path following, as shown in Figure 4.6a, and Figure4.6b. It

can be easily seen in these �gures that the performance has degraded compared to the previ-

ous case when all the states are known precisely. However, these results are good enough for

most of the practical purposes. It can be seen that the transformed states� ij , for i = f 1; 2g,

andj = f 1; 2; 3; 4g get noisy but converge to zero, as shown in Figure4.7a, and Figure4.7b.

It is interesting to see in Figure4.8a, and Figure4.8bthat the augmented states� 1 and� 2, and

motor pwn values remain noise free. It should be noted that thrust, i.e.,� 1 is input of the non-

extended quadrotor system, but is the state of the extended system. Moreover, for implementing

controller (4.23), thrust or� 1, and� 2 must be known, or in other words must be measured by

some sensor. Therefore, in the next simulation we add noise on these states.
4http://www.dis.uniroma1.it/ ˜ oriolo/fda/matdid/ControlOfAQuadrotorUAV.pdf
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Figure 4.6: Path following in the presence of sensor noise
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Figure 4.7: Transformed states in the presence of sensor noise
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Figure 4.8: Augmented states without noise

4.6.3 Noise on augmented states

The quadrotor system is capable of measuring motor speed with hall effect sensors mounted on

the Pelican system. The motors speeds can be converted to thrust � 1, and numerically differen-

tiating thrust gives� 2. We add realistic noise levels to� 1, and� 2. It should be noted that� 1 is

not �ltered at low level processor of Pelican, unlike IMU values which are �ltered at low level

processor. Numerical differentiation of a noisy� 1 results in a larger noise level on� 2. The noise

levels of these augmented states has a large impact on path following performance as shown in

Figure4.9a, 4.9b, 4.10a, and Figure4.10b. Finally, the noisy augmented states, and motor pwm

values are show in Figure4.11a, and Figure4.11b. One can perform some basic online �ltering,

such as low pass �ltering or Kalman �ltering, to reduce noiseon augmented states, but it leads to

delay the input signal, and that can further effect the path following performance. We conclude

this chapter with the following comment,

Remark 4.6.1. In the light of Lemma4.3.1, and Lemma4.4.3 the CV class of vehicle entails

dynamic extension, which forces the system to have two more states� 1; � 2. As shown by the

simulation results, these noisy augmented states greatly affects the path following control per-

formance. This brings up a natural question: can dynamics extension be avoided? Yes, it can be
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Figure 4.9: Path following in the presence of sensor and motor noise
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Figure 4.11: Augmented states with noise

avoided by adopting an all together different control scheme. In other words, we used a mono-

lithic control design approach in this chapter, that requires dynamic extension. By adopting an

“inner-outer loop” approach, dynamic extension can be avoided. The idea of inner-outer loop

control in not new, for example see [15]. In Chapter6, we present a class of novel geometric

controllers for rigid bodies onSO(3) by exploiting the inner-outer loop approach. Before this,

we consider an interesting problem of path following control for quadrotor in case of a rotor

failure in the next chapter.
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Chapter 5

Fault Tolerant Path Following of a

Quadrotor

In the previous chapter we have shown that the path followingcontroller gives satisfactory per-

formance in the presence of low sensor noise, and under closeto ideal conditions the controller

allows the system to follow the given curve closely. Using a similar controller design procedure

used in the previous chapter we present a path following controller for a speci�c vehicle in the

CV class of vehicle, i.e., a quadrotor UAV, and consider the case when the quadrotor experience

a single rotor failure. In the single rotor failure case, or when one of the rotor is fully broken

we call it a three-rotor case, and when all the four rotors areworking without any failure we call

it a four-rotor case. Similar to the four-rotor case presented in Chapter4, we design a smooth,

dynamic feedback control law that allows the quadrotor to follow both closed and non-closed

embedded curves while maintaining a desired velocity pro�le along the path when one out of

four motors is completely disabled. Unlike the four-rotor case, this quadrotor model is not fully

feedback linearizable. Therefore, the nonlinear model of the quadrotor is transformed into a par-

tially linear model by a coordinate and feedback transformation. We prove that even with three

rotors path invariance is achieved, and the controller gives satisfactory performance with no sen-
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sor noise. We further show that the uncontrolled nonlinear portion of the dynamics (internal

dynamics) are bounded.

5.1 Introduction

Informally, a fault tolerant control (FTC) system is a system that can maintain stability in the

presence of particular faults. In the literature, fault tolerant controllers can be broadly classi�ed

into two groups: active fault tolerant controllers (AFTC),and passive fault tolerant controllers

(PFTC). AFTC relies on a fault diagnosis system, which detects a fault and makes an active

change to the controller to manage the faulty state control.With a PFTC no switching occurs,

rather a continuous controller is designed and optimized for the fault-free situation, while satisfy-

ing some degraded performance for the faulty case [69]. The fault tolerant path following control

considered in this chapter is based on the assumption that path following must be maintained in

the event one of the rotors no longer provides any thrust or moment. Such a scenario gener-

ally may occurs when a rotor collides with a static object in the environment, causing the rotor

blade to break, a propeller loss, or an electrical failure. During typical operation the quadrotor

�ies in a fault-free fashion and the path following controller designed in Chapter4 can be used.

However, when a failure occurs, the goal of path following becomes more challenging because

the requirements of path invariance and pre-de�ned velocity pro�le tracking must be maintained

using only three motors. The controller is of practical importance because it allows a quadrotor

to recover from a single rotor failure and maintain path invariance at the expense of independent

control over yaw angle. The result is a vehicle that spins about its bodyz-axis while travelling

along the path. The rate at which the yaw varies can be bounded, allowing for safe operation in

the presence of such a failure.

Compared to the fault-free case, less research has been donefor fault tolerant control of

quadrotors. In [70] the authors compare existing methods of fault tolerant control systems.
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In [71, 72, 73] the authors propose a fault tolerant controller for quadrotors using sliding mode

control. In [74] the authors present a learning-based fault tolerant controller for the quadrotors.

The authors show in simulation that the proposed method is effective for optimizing the fuzzy

tracking controller on-line and counteracting the side effects of actuator faults. In [75] the au-

thors discuss the problem of fault detection and diagnosis of an unmanned quadrotor helicopter

in the presence of actuator faults. Moreover, the authors discuss three fault cases: loss of control

effectiveness in one signal actuator, loss of control effectiveness in two actuators, and loss of con-

trol effectiveness in three actuators, and show experimentally the effectiveness of the proposed

method. In [76] the authors proposed a fault tolerant controller based on trajectory linearization

when one rotor of the quadrotor fails. In [77] the authors applied feedback linearization and

discussed the problem of trajectory tracking by following the inner-outer loop control structure.

In this work, a path following controller is proposed for thecase when one rotor of the

quadrotor encounters a failure. The control design processis challenging because it requires the

controller to manage six degrees of freedom using only threecontrol inputs instead of four. It

is shown in this work that using fault tolerant path following, the system can be made to stay

precisely on the path, in other words path invariance can be achieved while the quadrotor is

running only on three rotors. Unlike the controller designed in the last chapter for the case of

fault-free system where the system was shown to be differentially �at, the three rotor system

is not differentially �at, but instead presents uncontrolled internal dynamics. Nonetheless, it is

shown that the vehicle is still able to follow the given path,maintain the desired speed along the

path, and does not rotate at an unbounded rate.

5.2 Mathematical model

Without loss of generality, assume the second motorM2 fails due to collision. A fault diagnosis

system detects a severe effect on the vehicle roll control, and triggers the switch from the fault-

82



free state to the faulty state and turns offM2 completely. The new control inputs are� f ; � q; � r ,

and (2.8) becomes
2
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4

ut

� p

� q

� r

3
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7
7
7
7
7
7
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=
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4
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3
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: (5.1)

The expression� p = lf 4 = ut � � r
d can be substituted into the quadrotor model (4.5). We add

translational and rotational drag terms in (4.5), and the quadrotor model for the fault tolerant case

can be obtained as,

_x1 = x4 + x5S1T2 + x6C1T2

_x2 = x5C1 � x6S1

_x3 = sec2(x5S1 + x6C1)

_x4 = � ((Jz � Jy)=Jx )x5x5 � (kr x4=Jx) + (1 =Jx )
�

� f �
� r

d

�

_x5 = � ((Jx � Jz)=Jy)x4x6 � (kr x5=Jy) + (1 =Jy)� q

_x6 = � ((Jy � Jx)=Jz)x4x5 � (kr x6=Jz) + (1 =Jz)� r

_x7 = x10

_x8 = x11

_x9 = x12

_x10 = ( � ktx10=m) + (1 =m)(C1S2C3 + S1S3)ut

_x11 = ( � ktx11=m) + (1 =m)(C1S2S3 � S1C3)ut

_x12 = ( � ktx12=m) + g � (1=m)(C1C2)ut :

(5.2)

The output of the quadrotor is the position of the center of gravity of the quadrotor in the inertial

frame.
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5.3 Problem statement

Given a path presented in De�ntion4.2.1, we seek a smooth dynamic feedback law

_� = A(x; � ) + B(x; � )u

u = C(x; � ) + D(x; � )u;
(5.3)

with1 � 2 Req, u 2 R3 and an open subset of initial conditions in a neighborhood ofthe lift of the

path, such that the quadrotor with one damaged rotor meets the following goals,

G1 The system asymptotically approaches the path,kh(x(t))k
 ! 0 ast ! 1 .

G2 The zero level sets(y) is output invariant for allt � 0.

G3 On the path, the system follows a desired speed pro�le along the curve.

G4 The body ratesp; q; r remain bounded, i.e.,jpj < 1 , jqj < 1 , andjr j < 1 for all t � 0.

G5 The system does not spin at unbounded rate about its axis, i.e., j _ j < 1 for all t � 0.

5.4 Dynamic extension

As discussed in the last chapter, the largest controlled invariant submanifold� ? contained in�

can be obtained by applying the zero dynamics algorithm [4] to the function� , as de�ned in (4.9).

Since the faulted quadrotor has only three inputs it is natural to augment the function (4.9) with

one additional function to make the number of output functions equal to the number of control

inputs and then check the relative degree of the system with respect to the augmented output.

To this end let� (x7; x8; x9) be any smooth real-valued function. It is easy to show, similar to

Lemma4.3.1, that the “virtual” output�y = ( �; � (x)) fails to yield a well-de�ned relative degree

for the system (5.2) because the decoupling matrix is always rank de�cient.

1The dimensioneq of the controller state� is not �xed a priori.
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This problem is overcome by delaying the appearance of the control inputut with the help of

two integrators, which are included through two additionalstatesx13 := ut andx14 := _ut . Let

ud = •ut andu = col( ud; uq; ur ) 2 R3, whereur := � r anduq := � q.

_x1 = x4 + x5S1T2 + x6C1T2

_x2 = x5C1 � x6S1

_x3 = sec (x2)(x5S1 + x6C1)

_x4 = � ((Jz � Jy)=Jx )x5x5 � (kr x4=Jx) + ( lx 13=2Jx) �
�

l
2Jxd

�
ur

_x5 = � ((Jx � Jz)=Jy)x4x6 � (kr x5=Jy) + (1 =Jy)uq

_x6 = � ((Jy � Jx)=Jz)x4x5 � (kr x6=Jz) + (1 =Jz)ur

_x7 = x10

_x8 = x11

_x9 = x12

_x10 = ( � ktx10=m) + (1 =m)(C1S2C3 + S1S3)x13

_x11 = ( � ktx11=m) + (1 =m)(C1S2S3 � S1C3)x13

_x12 = ( � ktx12=m) + g � (1=m)(C1C2)x13

_x13 = x14

_x14 = ud:

(5.4)

With a slight abuse of notation we write the extended model compactly as

_x = f (x) +
3X

i =1

gi (x)ui :

As in [32], applying the zero dynamics algorithm to the output (4.9) and the extended system

yields the path following manifold

� ? =
�

x 2 R14 : L i
f � (x) = 0 ; i = 0; 1; 2; 3; 4

	
: (5.5)
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The path following manifold in the faulted case equals the path following manifold for the fault-

free case. Once again, by making the path following manifoldattractive and invariant,G1 and

G2 are satis�ed.

5.5 Path following controller design

Similar to the fault free case, we de�ne a “virtual output” functionŷ to be

ŷ =

2

6
6
6
6
4

� 1(x7; x8; x9)

� 2(x7; x8; x9)

� (x7; x8; x9)

3

7
7
7
7
5

=

2

6
6
6
6
4

s1 � h(� )

s2 � h(� )

$ � h(� )

3

7
7
7
7
5

: (5.6)

Now we check the vector relative degree of the system (5.4),

Lemma 5.5.1.The extended model of the quadrotor with output(5.6) yields a well-de�ned vector

relative degree off 4; 4; 4g at each point on� ? \ f x 2 R14 : x13 6= 0g.

Proof. The proof is similar to the proof of Lemma4.4.3.

The extended system has a well de�ned vector relative degreeof f 4; 4; 4g, which implies that

the dimension of the internal dynamics is14 � (4 + 4 + 4) = 2 . Two additional functions are

needed to de�ne a complete coordinate transformation.

Corollary 5.5.2. Let x? 2 � ?nf x 2 R14 : x1 � 900; x13 6= 0g. There exists a neighbourhood

U � R14 containingx? such that the mappingT : U � R14 ! T(U) � R14, de�ned by
2

6
6
6
6
4

� j i

� i

� k

3

7
7
7
7
5

= T(x) =

2

6
6
6
6
4

L i � 1
f � j (x)

L i � 1
f � (x)

� (x)

3

7
7
7
7
5

; (5.7)

for i 2 f 1; 2; 3; 4g, j 2 f 1; 2g andk 2 f 1; 2g, is a diffeomorphism.
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Proof. The choice of(�; � ) 2 R12 is clear from (5.7). However, the relative degree of the

extended system is2 less than the dimension of the state space. Therefore we mustselect two

additional real-valued functions� 1; � 2 to complete the de�nition ofT. The distributionG0(x) :=

spanf g1; g2; g3g(x) is constant and therefore involutive. By [4, Proposition 5.1.2] there exist real-

valued functions� 1 and� 2 whose differentials belong to the annihilator ofG0(x) and complete

the coordinate transformationT. Two possible choices are

� 1 := x3;

� 2 := �
� x4

Jz
�

Lx 6

2Jxd
:

(5.8)

With the above choice of� 1 and� 2 it is suf�cient to check the rank of the14 � 14 Jacobian

matrix. The determinant of Jacobian matrixdT
dx is given by

det
�

dT
dx

�
=

� l(x13)4C1

2Jxm6d
hd� � 1; (d� � 2 � � 0)i : (5.9)

By arguments similar to given in Lemma4.4.3, Equation (5.9) equals zero atx? 2 � ? \ f x 2

R14 : x13 6= 0g if and only if C1 = 0. However, by hypothesis, the gimbal lock condition� =

� = � 900 does not hold atx?. Therefore, the Jacobian ofT is non-singular in a neighbourhood

of x? andT is a local diffeomorphism.

Using the coordinate transformationT from Corollary 5.5.2, the system is differentially
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equivalent in a neighbourhood ofx? to

_� 11 = � 12

_� 12 = � 13

_� 13 = � 14

_� 14 = L4
f � 1 + Lg1L

3
f � 1uf

�
�
x= T � 1(�;�;� )

_� 21 = � 22

_� 22 = � 23

_� 23 = � 24

_� 34 = L4
f � 2 + Lg2L

3
f � 2ur

�
�
x= T � 1(�;�;� )

_� 1 = � 2

_� 2 = � 3

_� 3 = � 4

_� 4 = L4
f � + Lg3 L3

f �u q

�
�
x= T � 1(�;�;� )

_� j = bj (�; �; � )jx= T � 1(�;�;� )

(5.10)

for i 2 f 1; 2g, j 2 f 1; 2; 3g, k 2 f 1; 2g and wherebk are smooth nonlinear functions. The

structure of (5.10) suggests the feedback transformation
2

6
6
6
6
4

uf

ur

uq

3

7
7
7
7
5

:= D � 1(x)

0

B
B
B
B
@

2

6
6
6
6
4

� L4
f � 1

� L4
f � 2

� L4
f �

3

7
7
7
7
5

+

2

6
6
6
6
4

v� 1

v� 2

v�

3

7
7
7
7
5

1

C
C
C
C
A

; (5.11)

where (v� 1 ; v� 2 ; v� ) are auxiliary control inputs. By Lemma5.5.1 the feedback transforma-

tion (5.11) is well-de�ned in a neighborhood of everyx? 2 � ? \ f x 2 R14 : x13 6= 0g. Thus in a

neighborhood ofx?, the closed-loop system is reduced to3 decoupled chains of integrators and
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the nonlinear internal dynamics of the system.

_� 11 = � 12
_� 21 = � 22 _� 1 = � 2 _� 1 = b1(�; �; � )

_� 12 = � 13
_� 22 = � 23 _� 2 = � 3 _� 2 = b2(�; �; � ):

...
...

...

_� 14 = v� 1 _� 24 = v� 2 _� 4 = v�

(5.12)

After applying the coordinate and feedback transformations (5.7), (5.11) to the extended system

the auxiliary controller design is straight forward for thelinear subsystems. A linear controller,

similar to the last chapter, can be designed to stabilize theorigin of the � . Similarly a linear

controller can be designed for the� � subsystem to satisfyG3.

5.6 Internal dynamics

The� -subsystem represents the internal dynamics

_� 1(�; �; � ) = sec (x2)(x6C1 + x5S1)jx= T � 1(�;�;� ) ;

_� 2(�; �; � ) = �
0:5lx 13

JxJz
+

lk r x6

2JxJzd
+

kr x4 + x5x6(Jx � Jz)
JxJz

�
�
�
�
x= T � 1(�;�;� )

:
(5.13)

In order to prove boundedness of the internal dynamics (Lemma5.6.3), we need the following

preliminary results. We �rst analyze the stability of the set of differential equations involving the

dynamics of the body rates from when the control inputs are set to zero.

Lemma 5.6.1.The origin(x4; x5; x6) = (0 ; 0; 0) of

_x4 = � ((Jz � Jy)=Jx )x5x6 � (kr x4)=Jx

_x5 = � ((Jx � Jz)=Jy)x4x6 � (kr x5)=Jy

_x6 = � ((Jy � Jx )=Jz)x4x5 � (kr x6)=Jz:

(5.14)

is globally exponentially stable.
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Proof. We assume, without the loss of generality, thatJx � Jy � Jz, and let

a1 :=
Jy � Jz

Jx
; a2 :=

Jx � Jz

Jy
; a3 :=

Jx � Jy

Jz

k4 :=
kr

Jx
; k5 :=

kr

Jy
; k6 :=

kr

Jz
:

If Jx � Jy � Jz does not hold,a1, a2, a3 can be rede�ned, so that these constants are non-

negative. With these de�nitions, (5.14) becomes

_x4 = a1x5x6 � k4x4

_x5 = � a2x4x6 � k5x5

_x6 = a3x4x5 � k6x6:

(5.15)

Equation (5.15) can be written as_x = f (x), for x := col( x4; x5; x6). Choose as a candidate

Lyapunov functionV : R3 ! R

V(x) = x> Px := p1x2
4 + p2x2

5 + p3x2
6 (5.16)

whereP := diag (p1; p2; p3). If p1; p2; p3 are positive thenV is a positive de�nite quadratic form.

The Lie derivative ofV along the vector �eld (5.15) is

L f V = 2x4x5x6 (a1p1 � a2p2 + a3p3) � 2x> diag (k4p1; k5p2; k6p3)x:

Now choosep1; p2; p3 > 0 so thata1p1 � a2p2 + a3p3 = 0. This is always possible, for example

p1 = Jx , p2 = Jy, p3 = Jz works. In summary we have that

(i) For all x 2 R3,

min f p1; p2; p3gkxk2 � V (�x) � maxf p1; p2; p3gkxk2
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(ii) For all x 2 R3,

L f V = � 2x> diag (k4p1; k5p2; k6p3)x

� � 2 min f k4p1; k5p2; k6p3gkxk2

= � 2 min f k4p1; k5p2; k6p3g
maxf p1; p2; p3g
maxf p1; p2; p3g

kxk2

� � 2
min f k4p1; k5p2; k6p3g

maxf p1; p2; p3g
V(x)

Conditions (i) and (ii) imply, by [78, Theorem 3.1], thatx = 0 is globally exponentially

stable.

Next we analyze the stability of the body rate equations and show that they are input-to-state

stable (ISS-stable) [79]. Let k7 := l=2Jx , k8 := � 1=dJx , k9 := 1=Jy, k10 := 1=Jz.

Lemma 5.6.2.The system(5.17)

_x4 = a1x5x6 � k4x4 + k7x13 + k8u2

_x5 = � a2x4x6 � k5x5 + k9u3

_x6 = a3x4x5 � k6x6 + k10u2;

(5.17)

is input-to-state stable.

Proof. To be consistent with the notation we used for (5.15), write system (5.17) as _x = f (x) +

Bw wherew := col ( x13; ur ; uq). To prove that the system (5.17) is ISS-stable we show that the

function (5.16) is an ISS-Lyapunov function. As in the proof of Lemma5.6.1, choosep1, p2,

p3 > 0 so thata1p1 � a2p2 + a3p3 = 0. ThenQ := diag (k4p1; k5p2; k6p3) and we have

_V = � 2x> Qx + 2x> P Bw

= � 2(1 � � )x> Qx � 2� x> Qx + 2x> QBw; (8 � 2 (0; 1))

� � 2(1 � � )x> Qx � 2� min f k4p1; k5p2; k6p3gkxk2 + 2x> QBw

� � 2(1 � � )x> Qx � 2� min f k4p1; k5p2; k6p3gkxk2 + 2kxkkQkkBkkwk:
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Thus

8 kxk �
kQk2kBk2

� min f k4p1; k5p2; k6p3g
kwk;

_V � � (1 � � )x> Qx

where� 2 (0; 1). This shows, by [80, Theorem 4.19], that (5.17) is ISS stable.

In summary, by Lemmas5.6.1and5.6.2we have shown that the body ratesx4; x5; x6 are

bounded.

Lemma 5.6.3. If the control inputsuf ; ur ; uq of the quadrotor are bounded and the quadrotor

avoids the gimbal lock condition(x1 = x2 = � 900), then _� 1 and _� 2 in (5.13) are bounded.

Moreover,� 2 is bounded.

Proof. By Lemma5.6.2we have shown that for any bounded inputs, the body ratesx4; x5; x6 are

bounded. By hypothesis the system is bounded away from Eulerangle singularities(x1 = x2 =

� 900). From the expressions (5.13) we have that

j _� 1j � sec (x2) ( jx5j + jx6j) ;

j _� 2j �
lk r

2dJxJz
jx6j +

l
2JxJz

jx13j +
kr

JxJz
jx4j +

Jz � Jx

JxJz
jx5jj x6j;

j� 2j �
1
Jz

jx4j �
l

2dJx
jx6j;

(5.18)

which is bounded because the body rates are bounded andx2 6= 0 during the �ight.

In summary, all the goalsG1-G5 are achieved. It is interesting to note that the internal state

� 1 which represent the yaw angle may become unbounded. This implies that the quadrotor is

spinning about its bodyz-axis while traveling along the path, which is not surprising as there is

an imbalance in torques that results when one of the four rotors fails. However, we have shown

that the rate at which the quadrotor spins_� 1 = _ is bounded, which is a result of the rotational

drag term about the bodyz-axis that resists overly fast rotation, regardless of the path traveled.

The result is a physically meaningful path following controller that sacri�ces yaw angle control

to maintain path invariance and keep the quadrotor safe whena failure occurs.
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5.7 Simulation

The initial position of the quadrotor is indicated by a soliddot. The values ofkt andkr used in

the simulation are taken from the rotational and translational drag models presented in [57, 81].

We consider a curve at varying height given bysin(x7) + 3 units represented as� : R ! R3,

� 7! col(�; cos(� ); sin(� ) + 3) . The implicit representation of the same curve is given by
 =

f s1(y) = s2(y) = 0 g, wheres1(y) = y2� cos(y1) = 0 ands2 = y3+sin( y1) � 3. The quadrotor is

initialized at(x7; x8; x9) = (0 ; 0:9; 0). The results are shown in Figure5.1. While following the
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1
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x7 = x(m)x8 = y(m)

x
9

=
z(

m
)

Figure 5.1: The path followed by the quadrotor is represented by a bold red line and the desired

path is represented by a dashed green line. The initial position of the quadrotor is represented by

a solid dot.

path
 the quadrotor is following the curve at a desired constant speed of0:3 m/sec, as presented
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in Figure5.2.
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Figure 5.2: The quadrotor is traversing the curve at the desired velocity of 0.3 m/sec.

In Figure5.3 the internal state_� 1 is shown. It represents the rate at which the quadrotor is

spinning about its axis which remains bounded.
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Figure 5.3: The yaw rate_� 1 remains bounded as the quadrotor traverses the desired path.

This controller also requires dynamic extension, and an implementation needs the knowledge

of augmented states� 1, and� 2. In ideal or close to ideal situations with none or very little sensor

noise levels, such controllers perform very well. However,in case of very low sensor noise, it
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should be noted that� 2 is computed by taking derivative of the thrust, which results in a signal

with a relatively large noisy signal. This noisy signal may degrade the overall performance of

closed loop system signi�cantly in practical scenarios. Inthe next chapter, we overcome this

issue by adopting a control strategy that does not require dynamic extension, and the need to use

augmented states for controller design.
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Chapter 6

Controller Class CR for Attitude Tracking

of CV Vehicles

In Chapter4, and Chapter5 a monolithic controller design approach is employed which seeks

to stabilize and track all states simultaneously. The result for rigid bodies from theCV class of

vehicles is that the controller relies on dynamic extension, leading to sensitivity to model errors,

and sensor noise. An alternative approach is to design a cascaded control system, also known as

“inner-outer loop” control, wherein the inner-loop stabilizes a rigid body's attitude, and the outer

loop its position and velocity by requesting desired attitudes (and thrust) from the inner loop. In

an effort to eliminate the sensitivity of these control designs to noise, this chapter proposes an

attitude stabilization and tracking approach for inner loop control that avoids dynamic extension.

Further, the design operates directly onSO(3), eliminating concerns over local chart limitations

such as gimbal lock. A Lie algebra valued function family is presented that induces a class of

geometric controllers onSO(3), for which stability is proven.
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6.1 Mathematical model

Consider, once again, a rigid body moving in free space. As shown in Chapter2, the rigid body

dynamics are represented by (2.3), and (2.6), and are given here again for convenience,

d
d t

R(t) = R(t)b
( t) (6.1)

J
d
d t


( t) = � (t) � (
( t) � J 
( t)) : (6.2)

We apply a preliminary feedback to the system

� = 
( t) � J 
( t) + Ju

whereu 2 R3 is an auxiliary control input to be designed. This feedback simpli�es (6.2) and we

obtain

_
( t) = u: (6.3)

Given the attitude dynamics of a rigid body (6.1), (6.3) and a desired attitudeRd : [0; 1 ) !

SO(3) generated by the exogenous system

_Rd(t) = Rd(t)b
 d(t)

_
 d(t) = ud(t);
(6.4)

whereud : [0; 1 ) ! R3 is assumed to be continuously differentiable, we seek a feedback

control law for the inputu in (6.3) such thatR(t) asymptotically approachesRd(t) when the

initial “tracking error” R(0) � Rd(0) is suf�ciently small. We further assume that the reference

frameRd(t) does not move “too quickly” in a sense to be made precise. We allow our controllers

to depend on the plant statesR; 
 as well as the exosystem statesRd; 
 d andud. Thus we call

this an attitude tracking problem with full information. With a slight abuse of notion, we omit

time dependency ofR, andb
 , unless explicitly mentioned for the sake of simpli�cationof time

dependent expressions ofR, andb
 and their derivatives. Next we present some basic, yet useful,

results essential for the controller design section.
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6.2 Problem formulation

First we present a notion of distance onSO(3). The distance onSO(3) cannot be de�ned in a

usual Euclidean sense, becauseSO(3) is a manifold. To compare the “difference” between two

rotation matricesR1; R2 2 SO(3), a distance function or a metric onSO(3) can be de�ned, as

shown in [56] ,

� : SO(3)2 ! [0; 2
p

2] � R+ (6.5)

(R; Rd) 7! jj I � R>
1 R2jjF ;

wherejj :jjF is the Frobenius norm of the matrix. It can be proven that� is a metric onSO(3),

see [56] for details. It should be noted that� gives a measure of rotation required to apply toR1

to align it withR2.

6.2.1 Problem statement

Consider a rigid body represented by (6.1), (6.3), and an exosystem given by (6.4), there ex-

istsd� 2 [0; 2
p

2), we seek a smooth feedback control lawu(R; Rd; b
 ; b
 d) such that if,jj I �

R>
d Rjj < d � for all t � 0, the rigid body satis�es the following tracking goals,

T1 The attitude of the rigid body tracks the desired attitude ofthe exosystem,jj I � R>
d RjjF !

0, ast ! 1 .

T2 The body rates of the rigid body tracks the desired body ratesof the exosystem,jj 
 �


 djj ! 0, ast ! 1 .

T3 The rigid body is capable of performing multiple �ips.

We call this the attitude tracking problem. We characterized� precisely in the sections to follow.
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6.3 Derivatives onSO(3)

The controller design process presented in this chapter requires computing derivatives of certain

function, and some key de�nitions.

De�nition 6.3.1. [5] The matrix exponential function,exp : Rn� n ! Rn� n , is de�ned in terms

of the Taylor series expansion of the exponential,

exp(A) := eA = I + A +
A2

2!
+

A3

3!
+ � � � :

De�nition 6.3.2. [5] The matrix log is de�ned only for matrices close to the identity matrix I ,

Log(X ) := ( X � I ) �
(X � I )2

2
+

(X � I )3

3
� + � � � :

As shown in Chapter2, the matrix exponential (exp) is an analytic diffeomorphism between

Uso(3) :=
�

b! 2 so(3) : ! 2 R3; k! k2 < �
	

and

USO(3) := f R 2 SO(3) : trace (R) 6= � 1g:

The inverse of exponential map denoted byLog : USO(3) ! Uso(3) is the principle matrix loga-

rithm de�ned by6.3.2.

Proposition 6.3.3.GivenR 2 SO(3), andb
 2 so(3), satisfying _R = Rb
 , then

d
d t

(R> ) =
�

d
d t

R
� >

: (6.6)

Proof. SinceR 2 SO(3), by de�nition,

R> R = I;
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by taking derivate of both sides,

d
d t

(R> )R + R> _R = 0 (6.7)

d
d t

(R> )R = � R> _R

d
d t

(R> )R = � R> (Rb
)

d
d t

(R> ) = � R> (Rb
) R>

d
d t

(R> ) = � b
 R> ; by associativity of matrix product

d
d t

(R> ) =
�

d
d t

R
� >

:

Proposition 6.3.4.GivenR; Rd 2 SO(3), and b
 ; b
 d 2 so(3), satisfying _R = Rb
 , and _Rd =

Rd
b
 d, then

(i)
d
d t

(R>
d R) = ( R>

d R)b
 � b
 d(R>
d R);

(ii)
d
d t

(R> Rd) = ( R> Rd)b
 d � b
( R> Rd);

(iii)
d
d t

(R>
d R) �

d
d t

(R> Rd) 2 so(3);

(iv)
d
d t

(RR>
d ) = Rb
 R>

d � Rb
 dR>
d ;

(v)
d
d t

(RdR> ) = Rd
b
 dR> � Rd

b
 R> ;
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(vi)
d
d t

(RR>
d ) �

d
d t

(RdR> ) 2 so(3);

Proof. We prove(i ) by taking time derivative ofR>
d R,

d
d t

(R>
d R) = _R>

d R + R>
d

_R; by Proposition6.3.3

=
�

Rd
b
 d

� >
R + R>

d

�
Rb


�

= �
�

b
 dR>
d

�
R + R>

d

�
Rb


�

= � b
 d
�
R>

d R
�

+
�
R>

d R
� b
 ; by associativity of matrix product

This completes the proof of(i ). Proof of(ii ) follows by Proposition6.3.3. To prove(iii ), let

A =
d
d t

(R>
d R) �

d
d t

(R> Rd):

It can be easily seen thatA is a skew symmetric matrix by de�nition, i.e.,A + A> = 0. Hence

A 2 so(3), which proves(iii ). Proofs of(iv ); (v), and(vi) are similar to the proofs of(i ); (ii ),

and(iii ), respectively. This completes the proof.

De�nition 6.3.5. Let A 2 Rn� n . Then the sequencef Sngn� 0 de�ned by

Sn = I + A + � � � An� 1

is called the geometric series generated byA. The series converges if the sequencef Sngn� 0

converge.

Next we state a well known result of linear algebra.

Theorem 6.3.6. [82, Theorem 7.14] The geometric series generated byA 2 Rn� n converges if

and only ifj� i j < 1, for each eigenvalue� i of A. If this condition holds, thenI � A is invertible

and we have

Sn :=
n� 1X

k=0

Ak = ( I � A)� 1(I � An );
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and hence the series converges to

1X

k=0

Ak = ( I � A)� 1:

Remark 6.3.7. GivenR 2 SO(3), it is easy to check that each eigenvalue of(I � R) is strictly

less than 1, and by Theorem6.3.6

1X

k=0

(I � R)k = ( I � I + R)� 1 = R� 1 = R> : (6.8)

Proposition 6.3.8.Let R(t) 2 SO(3) satisfying

_R(t) = R(t)b
( t);

then d
d t Log(R(t)) =

�
R>

� _R = b
( t)

Proof. Let I by the 3 by 3 identity matrix. We prove the result by construction, and applying

de�nition 6.3.2. To simplify notation, time dependency ofR andb
 are omitted,

Log(R) = Log( I + ( R � I ))

=
1X

n=1

(� 1)n+1

n
(R � I )n

=
(� 1)2

1
(R � I ) +

(� 1)3

2
(R � I )2 +

(� 1)4

3
(R � I )3 + � � � ;
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by taking time derivative of both sides of the equation we get,

d
d t

Log(R) = _R +
(� 1)3

2
2(R � I ) _R +

(� 1)4

3
3(R � I )2 _R +

(� 1)5

4
4(R � I )3 _R + � � �

=
�
I + ( � 1)3(R � I ) + ( � 1)4(R � I )2 + ( � 1)5(R � I )3

� _R + � � �

=
�
I + ( � 1)(R � I ) + ( � 1)2(R � I )2 + ( � 1)3(R � I )3

� _R + � � �

=

 
1X

n=0

(� 1)n (R � I )n

!

_R

=

 
1X

n=0

(� R + I )n

!

_R

=
�
R>

� _R; by (6.8)

=
�
R>

�
(Rb
)

= b
 :

Proposition 6.3.9.Let R(t) 2 SO(3) satisfying

_R(t) = R(t)b
( t);

then d
d t Log(R> (t)) = � b
( t)

Proof. The proof is similar to the proof of proposition6.3.8.

Proposition 6.3.10.GivenR; Rd 2 SO(3), and b
 ; b
 d 2 so(3), satisfying _R = Rb
 , and _Rd =

Rd
b
 d, then

(i)
d
d t

�
Log(R>

d R)
�

= b
 � (R> Rd)b
 d(R>
d R);

(ii)
d
d t

�
Log(R> Rd)

�
= b
 d � (R>

d R)b
( R> Rd);
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(iii)
d
d t

�
Log(RR>

d )
�

= Rd
b
 R>

d � Rd
b
 dR>

d = Adj Rd
b
 � Adj Rd

b
 d;

(iv)
d
d t

�
Log(RdR> )

�
= Rb
 dR> � Rb
 R> = Adj R

b
 d � Adj R
b
 ;

(v) Each of the derivatives listed above, i.e.,(i ); (ii ); (iii ); (iv ), is an element ofso(3).

Proof. We start by proving(i ). Let A = ( R>
d R). By Proposition6.3.8, we can write

d
d t

Log(A) =
�
A>

� _A

= ( R>
d R)>

�
d
d t

(R>
d R)

�

= ( R> Rd)
�

(R>
d R)b
 � b
 d(R>

d R)
�

; by Proposition6.3.4

= b
 � (R> Rd)b
 d(R>
d R)

= b
 � Adj (R> Rd )
b
 d:

By de�nitionAdj (R> Rd )
b
 d 2 so(3), and so(3) is closed under addition, therefore the above

expression is an element ofso(3), which proves(i ). The proof of(ii ) follows a similar sequence.

To prove(iii ), similar to(i ), we write,

d
d t

�
Log((RR>

d ))
�

=
� �

RR>
d

� >
� �

d
d t

(RR>
d )

�

= ( RdR> )
�

Rb
 R>
d � Rb
 dR>

d

�
; by Proposition6.3.4

= Rd
b
 R>

d � Rd
b
 dR>

d

= Adj Rd
b
 � Adj Rd

b
 d:

By de�nition the above expression is inso(3). The proof of(iv ) follows the similar sequence of

(iii ) and is not included to avoid repetition of the arguments, which proves(v), This completes

the proof.
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6.4 Function family FR

To solve the attitude tracking problem, we consider a familyof functionFR . We call this family

FR because it consists of functions that depends only on position, i.e., rotation matricesR, and

Rd.

De�nition 6.4.1. A functionf : U � (SO(3))2 ! so(3) is said to belong toFR if there exists

an open setU � (SO(3))2 containing(I; I ) such that

P1 It is twice continuously differentiable onU.

P2 f � 1(0) = f (R; Rd) 2 U : R = Rdg.

P3 For all X = ( I; R d; 0; b
 d) 2 U � so(3)2, the differential of d
d t f (R; Rd) with respect tob


is non-singular.

Example 6.4.2.Consider the function

f : U � SO(3)2 ! so(3)

(R; Rd) 7! log(R>
d R):

Take the open setU to be

U :=
�

(R; Rd) 2 (SO(3))2 : trace (R>
d R) 6= � 1

	
:

Since the matrix logarithm is analytic inU, P1 holds. Also, it's clear thatf � 1(0) is the subset

of U in whichR = Rd. To checkP3, we take the derivative off . By Proposition6.3.10

d
d t

f (R; Rd) = b
 � (R> Rd)b
 d(R>
d R): (6.9)

From the expression above it is easy to check thatdb
 ( d
d t f (R; Rd)) is non-singular everywhere in

U, satisfyingP3. N
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Example 6.4.3.Consider the function

f : U ! so(3)

(R; Rd) 7! R>
d R � R> Rd

with

U :=
�

(R; Rd) 2 SO(3)2 : �( R; Rd) < 2
	

:

Similar to Example6.4.2, one can check that this function satis�es bothP1 andP2. Using the

results from Proposition6.3.4the �rst time derivative can be written as,

d
d t

f (R; Rd) =
d
d t

(R>
d R � R> Rd)

= ( R>
d R)b
 � b
 d(R>

d R) + b
( R> Rd) � (R> Rd)b
 d:
(6.10)

which, using property(1.1), can be written as

db
 (
d
d t

f (R; Rd)) = trace( R> Rd)I � (R> Rd):

It can be seen thatf trace(R> Rd)I � (R> Rd)g 2 GL(3; R) only whenR, is a neighborhood of

Rd. In other wordsdb
 ( d
d t f (R; Rd)) is non-singular in some neighborhood ofRd, henceP3 is

also satis�ed. AtR = Rd, f trace(R> Rd)I � (R> Rd)g = diag(2; 2; 2). N

Some other examples of functions belonging to the familyFR are:

1. f = a(R>
d R � R> Rd); a 2 R

2. f = R> Rd � R>
d R

3. f = RR>
d � RdR>

4. f = RdR> � RR>
d

5. f = log
�
R>

d R
�
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6. f = a log
�
R> Rd

�
; a 2 R

7. f = log
�
RR>

d

�

8. f = log
�
RdR>

�

9. f = log( R) � log(Rd)

10. f = trace( I 3� 3 � R> Rd)(R>
d R � R> Rd).

6.4.1 ClassCR feedback controllers

Let f be any function inFR . We start by taking the Lie derivative off 2 F R along the vector

�elds of (6.1), (6.3), (6.4). Formally, this yields

d
d t

f (R; Rd) = (d R f ) _R + (d Rd f ) _Rd

= (d R f )Rb
 + (d Rd f )Rd
b
 d: (6.11)

Since the control input does not appear we take the second derivative of f ,

d2

d t2
f (R; Rd) = (d R (dR f )) _RRb
 + (d R f ) _Rb
 + (d R(dRd f )) _RRd

b
 d

+ (d Rd (dR f )) _RdRb
 + (d Rd (dRd f )) _RdRd
b
 d + (d Rd f ) _Rd

b
 d

+ (d R f ) Rb_
 + (d Rd f ) Rd
b_
 d

= (d R (dR f )) Rb
 Rb
 + (d R f ) Rb
 b
 + (d R(dRd f )) Rb
 Rd
b
 d

+ (d Rd (dR f )) Rd
b
 dRb
 + (d Rd (dRd f )) Rd

b
 dRd
b
 d + (d Rd f ) Rd

b
 d
b
 d

+ (d R f ) Rbu + (d Rd f ) Rdbud:
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By propertyP3, dR f is nonsingular whenR = I . Therefore, by propertyP1, it's invertible in

a neighbourhood ofR = I . Thus the feedback controller

bu := ((d R f )R)� 1
�

� (dRd f ) Rdbud � (K 1f _ )^ �
�

K 2
_f _

� ^

� (dR (dR f )) Rb
 Rb
 � (dR f ) Rb
 b
 � (dR(dRd f )) Rb
 Rd
b
 d

� (dRd (dR f )) Rd
b
 dRb
 � (dRd (dRd f )) Rd

b
 dRd
b
 d � (dRd f ) Rd

b
 d
b
 d

o
; (6.12)

whereK 1; K 2 2 R3� 3 are Hurwitz, is well-de�ned in a neighbourhood ofR = I . We call the

control law6.12a classCR feedback controller. The overall control scheme is represented by the

block diagram6.1.

Figure 6.1: Attitude control scheme

Remark 6.4.4. The controller classCR is designed without any local chart. In other words,

the controller is designed directly on the manifoldSO(3), therefore the controller classCR is

geometric.

Now we prove the main results.

Theorem 6.4.5.Given rigid body dynamics by(6.1), and(6.3), and an exogenous system satis-

fying (6.4), each controller in the classCR asymptotically stabilizes the rigid body.
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Proof. Let f (R; Rd) belong to families of functionFR . The time derivative off (R; Rd) is given

by,

d
d t

f (R; Rd) := g = (d R f )Rb
 + (d Rd f )Rd
b
 d: (6.13)

We pick a real valued positive de�ne Lyapunov function

V :
�
(SO(3))2 � (so(3))2

�
! R (6.14)

(R; Rd; b
 ; b
 d) 7!
1
2

jjg_ jj 2
2 +

1
2

jjK 1f _ jj 2
2:

We take the derivative of the Lyapunov function,

_V = ( g_ )> d
d t

g_ + ( K 1f _ )> d
d t

f _

= ( g_ )>
n

(dR (dR f )) Rb
 Rb
 + (d R f ) Rb
 b
 + (d R(dRd f )) Rb
 Rd
b
 d

+ (d Rd (dR f )) Rd
b
 dRb
 + (d Rd (dRd f )) Rd

b
 dRd
b
 d + (d Rd f ) Rd

b
 d
b
 d

+ (d R f ) Rbu + (d Rd f ) Rdbudg_ + ( K 1f _ )> (g_ ) :

(6.15)

We apply the controllerCR from (6.12) in the above expression,

_V = ( g_ )>
�

� (K 1f _ )^ �
�

K 2
_f _

� ^
� _

+ ( K 1f _ )> (g_ )

= ( g_ )>
n

� (K 1f _ ) �
�

K 2
_f _

�o
+ ( K 1f _ )> (g_ )

= ( g_ )> f� (K 1f _ ) � (K 2g_ )g + ( K 1f _ )> (g_ )

= � (g_ )> (K 1f _ ) � (g_ )> (K 2g_ ) + ( K 1f _ )> (g_ )

= � (K 1f _ )> (g_ ) � (g_ )> (K 2g_ ) + ( K 1f _ )> (g_ ) ; by P ropositionA:3:1

= �jj
p

K 2g_ jj 2
2; by P ropositionA:3:2:

(6.16)

Hence, by [80, Theorem 4.1] the system is (at least locally) asymptotically stable.

Theorem6.4.5solves the attitude tracking problem, and satis�esT1,T2, andT3.
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Example 6.4.6.The example is the continuation of Example6.4.2. Following the controller

design procedure, we take the second derivative of(6.9)

d2

d t2
f (R; Rd) = b_
 �

�
d
d t

(R> Rd)
�

b
 d(R>
d R) � (R> Rd)b_
 d(R>

d R)

� (R> Rd)b
 d

�
d
d t

(R>
d R)

�
(6.17)

Using results from Proposition6.3.4, the above equation can be written as,

d2

d t2
f (R; Rd) = bu � (R> Rd)b_
 d(R>

d R)

�
n

(R> Rd)b
 d � b
( R> Rd)
o

b
 d(R>
d R)

� (R> Rd)b
 d

n
(R>

d R)b
 � b
 d(R>
d R)

o
:

(6.18)

It can be seen that the term multiplied bybu is I , therefore by propertyP1 it is invertible every-

where. The closed form expression of the controller can be written as,

bu = ( R> Rd)b_
 d(R>
d R) +

n
(R> Rd)b
 d � b
( R> Rd)

o
b
 d(R>

d R)

+ ( R> Rd)b
 d

n
(R>

d R)b
 � b
 d(R>
d R)

o
� (K 1f _ )^ �

�
K 2

_f _
� ^

:
(6.19)

It is easy to see that the controllerbu 2 CR is not global, becausef = log( R>
d R) is not de-

�ned globally. Precisely,f = log( R>
d R) is not de�ned whentrace(R>

d R) = � 1. On SO(3)

trace(R>
d R) = � 1 at the following three points,

1. (R>
d R) = diag( � 1; � 1; 1),

2. (R>
d R) = diag( � 1; 1; � 1),

3. (R>
d R) = diag(1; � 1; � 1).

We can consider a set consisting of these three points, and since this set consists of �nite ele-

ments, its Lebesgue measure is zero. By Theorem6.4.5, the controller is asymptotically stable

everywhere except on this set of Lebesgue measure zero, hence the controller is almost globally

asymptotically stable. N
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Remark 6.4.7.The controllerbu given in(6.19) is not globally stable. In fact, no continuous time-

invariant feedback controller can globally asymptotically stabilize an equilibrium attitude of a

rigid body, or globally track a reference attitude because of topological obstructions [34, 83].

The strongest stability or tracking property that can be achieved is almost global asymptotic

stability. Informally, almost global asymptotic stability is global asymptotic stability everywhere

excluding a “small” set of zero measure. In terms of global asymptotic stability (or region of

convergence), the controller(6.19) is the best possible controller. Other controllers also belong

to the classCR that enjoys almost global asymptotic property.

Remark 6.4.8. Physically, the condition whentrace(R>
d R) = � 1 happens when the desired

orientation is furtherest apart from the current orientation. In other words, when the distance

metric � achieves the maximum value2
p

2. More intuitively,trace(R>
d R) = � 1, when, for

example, a rigid body is upside down, and the desired orientation is upright. In local coordinate

(e.g., Euler Angles) this condition happens when the desired orientation is� radians apart in

either roll, pitch or yaw axis.

Example 6.4.9.This example is the continuation of Example6.4.3. Following the controller

design procedure, we take the second derivative of(6.10)

d2

d t2
f (R; Rd) =

�
d
d t

(R>
d R)

�
b
 + ( R>

d R)b_
 � b_
 d(R>
d R) � b
 d

�
d
d t

(R>
d R)

�

+ b_
( R> Rd) + b

�

d
d t

(R> Rd)
�

�
�

d
d t

(R> Rd)
�

b
 d � (R> Rd)b_
 d:
(6.20)

Using results from Proposition6.3.4, the above equation can be written as,

d2

d t2
f (R; Rd) =

n
(R>

d R)b
 � b
 d(R>
d R)

o
b
 + ( R>

d R)bu

� b_
 d(R>
d R) � b
 d

n
(R>

d R)b
 � b
 d(R>
d R)

o

+ bu(R> Rd) + b

n

(R> Rd)b
 d � b
( R> Rd)
o

�
n

(R> Rd)b
 d � b
( R> Rd)
o

b
 d � (R> Rd)b_
 d:

(6.21)
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Figure 6.2:det(D)

Combining the terms involvingbu, and using the property1.1, we can write

d2

d t2
f (R; Rd) =

��
trace(R> Rd)I � (R> Rd)

	
u

� ^
� b_
 d(R>

d R) � (R> Rd)b_
 d

+
n

(R>
d R)b
 � b
 d(R>

d R)
o

b
 + b

n

(R> Rd)b
 d � b
( R> Rd)
o

� b
 d

n
(R>

d R)b
 � b
 d(R>
d R)

o
�

n
(R> Rd)b
 d � b
( R> Rd)

o
b
 d:

(6.22)

By P3 the matrix
��

trace(R> Rd)I � (R> Rd)
	�

is invertible in some neighborhood ofR = I .

Let D :=
��

trace(R> Rd)I � (R> Rd)
	�

. It can be shown that the matrixD is not invertible for

all R; Rd 2 SO(3), moreover, it loses rank whenever the following conditionshold,

1. trace (R> Rd) = 1 , and

2. trace (R> Rd) = � 1.

The condition whenD loses rank is shown in Figure6.2. At the start of the simulationR is

aligned withRd, i.e.,R = Rd. In other wordstrace(R> Rd) = 3 , then the rigid body is rotated
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about any arbitrary axis to2� . As seen in Figure6.2. The matrix determinantdet(D) goes to

zero, whentrace (R> Rd) = 1 , or trace (R> Rd) = � 1, and this happens when the rotation value

is � �= 2 or � . Another way to interpret this condition is that, on the distance metric� , i.e.,D

loses rank whenever� = 2 and� = 2
p

2. This motivates us to pick a neighborhood aroundRd

such that the distance� between each point in the neighborhood andRd is less than2, i.e,

U :=
�

(R; Rd) 2 SO(3)2 : � < 2
	

:

UsingP1 the closed form expression of the controller can be written form(6.22)

bu =
��

trace(R> Rd)I � (R> Rd)
	� � 1

h
b_
 d(R>

d R) + ( R> Rd)b_
 d

�
n

(R>
d R)b
 � b
 d(R>

d R)
o

b
 � b

n

(R> Rd)b
 d � b
( R> Rd)
o

+ b
 d

n
(R>

d R)b
 � b
 d(R>
d R)

o
+

n
(R> Rd)b
 d � b
( R> Rd)

o
b
 d (K 1f _ )^ �

�
K 2

_f _
� ^

�
:

(6.23)

By Theorem6.4.5, the controller(6.23) is asymptotically stable everywhere onU, and is local.

N

6.5 Almost global controller simulation

In this section we present simulation results of the controller (6.19) presented in Example6.4.2,

and Example6.4.6.

6.5.1 Stabilization

First we discuss whenRd is not moving with time. Without loss of generality, letRd = I .

Starting from an “almost” upside down position, i.e., the initial orientation att = 0 is R(0) =

exp((� � � )be1), wherej� j � 0 2 R is close to zero but not identically zero. The target is to

achieve upright position, i.e.,R = Rd = I . It can be seen in Figure6.3a, that att = 0 the error
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Figure 6.3: Attitude errors

was almost2
p

2, which in other words is the almost upside down position. Starting from this

maximum error in attitude the error converges to zero. The body rate errors
 � 
 d about each

body axis also converge to zero, as shown in Figure6.3b. Finally, we represent the stabilization

of rigid body in terms of Euler angles in Figure6.4a. It should be noted that Euler angles are

used only for representation purposes, and are not used for control design. As seen in the �gure,

at t = 0 the roll angle� is almost� , and then converges to zero. Figure6.4bshows the control

effort required to achieve the stabilization task.

Stabilization with noise

Again, we consider the stabilization case, i.e., when the desired rigid body poseRd is I . We

investigate the tracking errors in the presence of noise. Weconsider that the rigid body is attached

with an IMU, and a low level processing unit that gives full attitude information, i.e., both
 and

R, with noise levels used in the simulation based onAscTecpelican noise level from Table4.1.

This assumption is quite practical, as the quadrotor platform, AscTec, is equipped with such

an IMU, and a low level processing unit that is capable of giving full attitude information at

an update rate of up to1 KHz. Figure6.5a, and6.5b represent attitude and body rates errors
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Figure 6.4: Euler angles and system inputs

converging to zero.

6.5.2 Sinusoidal signal tracking

In this section we show simulation results for the tracking case, i.e., whenRd(t) is changing with

time. Starting from an initial pose ofR(0) = exp(( �= 2)be2), the target is to track the desired

moving reference attitude

Rd(t) = exp ((170� (�= 180) sin(0:005)t)be1) :

In local coordinates, the initial condition can be interpreted as a pitch angle of�= 2, and the

desired reference attitudeRd can be seen as a170� sinusoidal movement about roll axis. It can

be seen in Figure6.6athat the tracking errors converge to zero. Figure6.7ashows the rigid

body tracking the sinusoidal signal. Again, the �gure showsEuler angles just for the purpose

of demonstration, as it is relatively intuitive to visualize the pose of a rigid body in terms of

Euler angles. It can be seen that the rigid body crosses the gimbal lock point. This is one of the

advantage of this geometric controller: as the controller is designed without selecting a local chart
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Figure 6.5: Attitude errors in the presence of noise
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Figure 6.6: Attitude errors
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Figure 6.7: Euler angles and system inputs

such as Euler angles, singularities such as gimbal lock can be avoided. Figure6.6brepresents all

of the body rates converging to zero. Figure6.7bshows the control signals required to track the

given sinusoidal signal. As shown in �gure, att = 0 the controller applies body torques up to 6

N.m to follow the desired reference signal.

Sinusoidal tracking with noise

Now we show the simulation results of the controller tracking the same sinusoidal reference atti-

tudeRd(t) = exp ((170� (�= 180) sin(0:005)t)be1), starting from the same initial attitudeR(0) =

exp((�= 2)be2), but in the presence of noise. Figure6.8a, and Figure6.8b, represent the errors

converging to zero. It can be seen that even in the presence ofnoise the controller tracks the

desired attitude signal closely.
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Figure 6.8: Attitude errors in the presence of noise

6.5.3 Multiple �ips

In this section we show simulation results of the rigid body performing multiple �ips. Starting

from an initial pose ofR(0) = exp(( �= 2)be2), the target is to track the desired moving reference

attitude

Rd(t) = exp (0:05tbe1) :

Informally, the controller is capable of performing multiple �ips as long as the rigid body is not

moving “too fast”. Formally this is equivalent to saying that the distance betweenR andRd

on the metric� is less than2
p

2 for all time, i.e.,�( R(t); Rd(t)) < 2
p

2. It can be seen in

Figure6.10that the rigid body is tracking a time varying signal along the roll axis, and performs

more than six �ips, and the attitude error converges to zero as shown in Figure6.9a. The body

rate errors are shown in Figure6.9b.

Multiple �ips with noise

Next we show the performance of this controller in the presence of noise. Again starting from the

same initial conditionR(0) = exp(( �= 2)be2), and tracking the same attitude referenceRd(t) =
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Figure 6.9: Attitude errors
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Figure 6.10: Euler angles showing multiple �ips

.

exp (0:05tbe1) the target is to track the desired moving reference attitude. Figure6.11a, and

Figure6.11bshow the attitude and body rates errors converging to zero inthe presence of noise.
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Figure 6.11: Attitude errors in the presence of noise

6.6 Local controller simulation

In this section we present simulation results of the local controller 6.23presented in Example

(6.4.3), and Example (6.4.9). We call this controller local because the region of convergence of

this controller is in a small neighborhood of the desired point, and not all or almost-all of the state

space. Moreover, we compare this local controller with the local controller we designed using

Euler angles in Chapter4. Since the tracking performance of this local geometric controller is

similar to the geometric tracking controller except the region of convergence of this controller is

smaller, we provide simulation results only with sensor noise for the case of stabilization, and

multiple �ips to avoid repetition of similar looking �gures. Throughout this section we select the

same level of sensor noise that we selected in the previous section.
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Figure 6.12: Attitude errors in the presence of noise

6.6.1 Stabilization with noise

First we discuss whenRd is constant. Again, without loss of generality, letRd = I . The rigid

body is initialized at,

R(0) = exp
�

60
�

180
be1 + 30

�
180

be2 + 15
�

180
be3

�
:

The target is to achieve an upright position, i.e.,R = Rd = I . It can be seen in Figure6.12a, that

at t = 0 the error was almost1:6 on the metric� . It should be noted that for all time the tracking

error has to be less than2, unlike the almost-global case when the tracking error can be less than

2
p

2. Figure6.12brepresents the body rate errors converging to zero.

6.6.2 Multiple �ips with noise

In this section we show simulation results of the rigid body performing multiple �ips in the

presence of sensor noise. Although this controller is local, it can perform multiple �ips, unlike a

local controller designed using a local chart such as Euler angle. Starting from an initial pose of
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Figure 6.13: Attitude errors in the presence of noise

R(0) = exp(60(�= 180)be1), the target is to track the desired moving reference attitude

Rd(t) = exp (0:05tbe1) :

Similar to the almost global case, the controller is capableof performing multiple �ips as far as

the rigid body stays “close” to the desired target. The only difference is that in this local case the

distance betweenR andRd on metric� needs to be less than2 for all time, i.e.,�( R(t); Rd(t)) <

2, unlike the almost global case when the distance betweenR andRd on metric� needs to be

less than2
p

2. Similar to the simulation of almost global controller, it can be seen in Figure6.14

the rigid body is tracking a time varying signal along roll axis, and perform more than six �ips,

and the convergence of attitude error to zero is shown in Figure 6.13a. The body rate errors are

shown in Figure6.13b.

This simulation demonstrates an important point which is, although this controller is local

yet it allows the system to perform �ips or multiple �ips. However, it is not possible if a smooth

controller is designed using a local chart such as Euler angles. This local simulation highlights

another important point that the controller classCR contains a rich collection of both almost

global and local controllers, and depending on an application a designer can pick a suitable con-
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.

troller from this class of controllers. This make our geometric controller classCR a broader class

compared to the geometric controllers proposed in [45]. The characteristics of each controller

form this controller class such as noise sensitivity, and robustness is a future work. In summary,

we have solved the attitude tracking problem and show by simulation results in the presence of

noise as well that the rigid body satis�esT1,T2, andT3.
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Chapter 7

Application of CR Controller Class on CV

Class of Vehicles

In this chapter we consider the class of vehiclesCV , and design a controller that enables each

vehicle belonging to the classCV to track a given desired curve. We follow the inner-outer loop

control strategy, see [84, 85, 42, 15]. Generally, the inner loop runs at a faster rate, compared to

the outer loop in a typical inner-outer loop control framework. In our case, inner loop represents

the attitude of the rigid body, and we use the controller class CR for attitude control designed in

Chapter6. This chapter focus on outer loop. Speci�cally, we design a controller for the outer

loop, and demonstrate through simulations that it works with the controller classCR . The overall

scheme of the inner-outer loop controller is summarized by Figure 7.1. The outer loop, also

called the position loop, assigns a desired attitudeRd to the controller classCR , and a thrust

command� f to the translational dynamics. The controller classCR assigns body torques to the

attitude dynamics.
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control

Attitude
dynamics

Translational
dynamics

Figure 7.1: Block diagram showing inner-outer loop controlscheme

7.1 Tracking position control

Consider the translational dynamics of the rigid body (2.7), repeated here for convenience,

_� = v

_v = gb3 �
1
m

utRb3:

We assume that a desired trajectory, parameterized by time,that needs to be followed is given in

three dimensional space, such that the desired position, desired velocity, and desired acceleration

is given by� d(t); _� d(t), •� d(t), respectively. The time dependency of the desired position, desired

velocity, and desired acceleration is removed for the simpli�cation of expressions, whenever

obvious from the context. We de�nee� := � � � d, andev := v � _� d. By taking the time

derivative ofe� ,

_e� = _� � _� d

ev = v � _� d:
(7.1)

By taking the second derivative of the above expression, we can write,

_ev = _v � •� d

= gb3 �
1
m

utRb3 � •� d:
(7.2)

Let,

T := �
1
m

utRb3: (7.3)
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Using (7.2), and (7.3), the translational dynamics (2.7) can be expressed in terms of error coor-

dinates,

_e� = ev

_ev = gb3 + T � •� d:
(7.4)

It is easy stabilize the origin of the above system. For example by selecting

T = � gb3 + •� d � k1e� � k2ev; (7.5)

for some positivek1, andk2, the system (7.4) takes the form,

_e� = ev

_ev = � k1e� � k2ev:
(7.6)

It is easy to see that the above system is asymptotically stable.

7.1.1 Thrust and attitude extraction

It should be noted that the control input of the error dynamics (7.4) is T 2 R3. We need to

extract the actual control input of the rigid bodyut 2 R. We assume that mass of the rigid is

m, and thrust produced by the propeller mechanismut of each vehicles inCV is strictly positive.

Consider (7.3),

T = �
1
m

utRb3

kTk = k �
1
m

utRb3k

k � gb3 + •� d � k1e� � k2evk =
1
m

utkRb3k; m; ut > 0

k � gb3 + •� d � k1e� � k2evk =
1
m

ut ; kRb3k = 1

mk � gb3 + •� d � k1e� � k2evk = ut :

(7.7)

It should be noted thatRb3 represent the third column of the rotation matrix, which hasunit norm

by de�nition. This completes the thrust extraction part.
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Next we extract the desired attitudeRd 2 SO(3) from the control de�nitionT. Let Rd :=

col(bd3 ; bd1 ; bd3 ) 2 SO(3) be the desired attitude. Intuitively, the z-axis of the desired reference

frame (or in other words, the third column vector ofRd) must align with the z-body axis. Another

way of saying this is,b3d must align with the thrust produced by the rigid body. Therefore, we

pick

b3d
:= �

T
kTk

= Rb3: (7.8)

This leaves us to pick two more columns of the desired rotation matrixRd. There are in�nitely

many choices to pick the other two columns of the desired rotation matrix. Letvd 2 R3 be an

arbitrary vector of unit length such thathvd; b3d i 6= 0, then we pick

b1d
:=

T
kTk

� vd;

and

b2d
:= �

T
kTk

� b1d :

By de�nition Rd = col bd1 ; bd2 ; bd3 2 SO(3). This completes the attitude extraction part.

Remark 7.1.1. It can be seen that the controller(7.5) asymptotically stabilizes the translational

subsystem(2.7), and the controller classCR , designed in Chapter6, stabilizes the rotational

subsystem(2.3), (2.6). In general, asymptotic stability of each subsystem does not guarantee

asymptotic stability of over all (cascade) system, see [86, 20, 85, 18]. However, for the system

under study, i.e., rigid body, the rotational dynamics are “faster” compared to translational

dynamics, and it has been practically demonstrated by researches, see [15, 16, 87, 52, 72], that

given each subsystem is asymptotic stability the overall (cascade) system remains stable under

reasonable maneuvers. In other words, as far as the attitudecontrol loop runs at a suf�ciently

higher rate (about 5 times the speed of the translational loop or more), the over all system

practically demonstrate stable behavior.

Although, asymptotic stability of the overall system, i.e., both translational and rotational

subsystem is an interesting theoretical problem but is not very critical for the case of rigid body
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control. The main reason is the attitude dynamics, and the sensor update rate of attitude loop, is at

least �ve to ten times higher than the translational loop. Most practical systems are attached with

an IMU that provides an update rate of1 KHz. On the other hand, the translation states are either

updated by a GPS which provides an update rate of10 Hz to 50 Hz, or an indoor positioning

system with an update rate of100Hz to 150Hz. The faster attitude dynamics provide a control

design separation. i.e., one can design control of each subsystem without worrying about the

overall stability of the cascade system. We will not discussthe overall stability of the connected

system, i.e., stability of the cascade system as cascade control is beyond the scope of this thesis,

and is left as a future research topic. Since the attitude dynamics are faster compared to the

translational dynamics, one can design any translational or outer loop controller, even a standard

PID controller [15], and by selecting any controller from the controller classCR , one can achieve

desired tracking performance. In the next section we designa translational controller using the

control design procedure discuss in Chapter3, 4.

7.2 Path following position control

In the last section the controller (7.5) allows the rigid body to track a trajectory parameterized by

time. In this section, instead of tracking a function parameterized by time the goal is to follow

a path speci�ed as a function of state variables. Letr ij be thei th row andj th column entry of

R 2 SO(3) for i = f 1; 2; 3g, andj = f 1; 2; 3g. The translational subsystem (2.7) can be written

as,

•x =
ut

m
(r13); (7.9)

•y =
ut

m
(r23); (7.10)

•z = � g +
r33

m
(ut ): (7.11)

We design the position controller in two steps. In the �rst step we design a path following height

controller, and in the second step we design a controller that performs path following in thex � y
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plane.

7.2.1 Height controller

To control the height dynamics given by (7.11), we stabilize a path as a function ofz

f z : R ! R (7.12)

z 7! f z(z);

such that the functionf z is at leastC1. It should be noted thatf z(z) is a function of state

variablez, and not time. We design the controller by following a procedure similar to one used

in Chapter3, Chapter4, and Chapter5. By taking the second derivative off z the control input

ut appears,

•f z =
@2f z

@z2
_z +

@fz
@z

h
� g +

r33

m
ut

i
(7.13)

for r33 6= 0, and by selecting

ut =
�

m
r33

+ g +
1

@fz=@z

�
@2f z

@z2
_z + uz

��
: (7.14)

Let � z
1 := f z and� z

2 := _f z. By following the procedure in [13, 32, 46], by some diffeomorphism

the height dynamics can be represented as,

_� z
1 = � z

z (7.15)

_� z
2 = uz (7.16)

The above system is a linear double integrator system, and following proofs similar to Chapter4,

it can proven that the system is exponentially stable by someappropriate choice ofuz.

7.2.2 x � y Position controller

The x � y position dynamics is given by (7.9), and (7.10). We assume that the trust control

inputut is already selected by the height controller stage, and forx � y position stage the control
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inputs arer13, andr23. To this end designing a tracking controller for this simplesubsystem,

given by (7.9), and (7.10), is straightforward, however we seek a path following controller. We

pick two functions

� i : R2 ! R (7.17)

(x; y) 7! � i (x; y);

for i = f 1; 2g. Let the gradient vectors be represented by

dxy � i := col
�

@�i
@x

;
@�i
@y

�
;

i = f 1; 2g. We assume thatspanf dxy � 1; dx;y � 2g = R2. With a slight abuse of notation, (7.9),

and (7.10) can be written in the control af�ne form

_x = f (x) + g1(x)r13 + g2(x)r23; (7.18)

where,x := col( x; y; vx ; vy), f (x) := col( vx ; vy; 0; 0), g1(x) := col(0; 0; ut=m;0), andg2(x) :=

col(0; 0; 0; ut=m). By following a reasoning similar to Section4.4, it is easy to see that control

inputsr13; r23 appear by taking second derivatives of functions� i , i.e.,Lgj � i = 0, for i = f 1; 2g,

andj = f 1; 2g, and the decoupling matrix is given by,

D(x) =

2

6
4

Lg1 L f � 1 Lg2 L f � 1

Lg1 L f � 2 Lg2 L f � 2

3

7
5 =

ut

m

2

6
4

@�1
@x

@�1
@y

@�2
@x

@�2
@y

3

7
5 : (7.19)

Direct computations give

det(D(x) =
� ut

m

� 2 hD
dxy � 1; (dxy � 2)� �= 2

Ei
; (7.20)

where(dxy � 2)� �= 2 represents the vectordxy � 2 rotated by� �= 2. Sincespanf dxy � 1; dx;y � 2g =

R2, this implies that the decoupling matrix (7.19) is non singular wheneverut 6= 0. To this end,

a path following controller for thex � y position can be easily designed similar to Section4.4.
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7.3 Simulation results

In this section we present simulation results for each of theouter loop controllers presented in

this chapter with the inner loop controller classCR . In the presence of sensor noise, we present

results under two cases: in the �rst case the outer loop controllers demands the vehicle to move at

a normal speed, while in the other case the vehicle is required to perform aggressive maneuvers.

For the simulation purposes, we use the global tracking controller from the controller classCR .

7.3.1 Tracking position control

In the �rst simulation, the system is required to track a unitcircle at a relatively low speed in the

presence of practical sensor noise. Roughly, the system is required to traverse the unit circle at a

speed of1:2m=sec. Figure7.2ashows a 2D view of the system tracking the desired unit circle.

The desired circle is shown with the green line, and the system's actual trajectory is shown by

the red line. The initial position is represented by a solid red dot. The �gure shows that when

the system is initialized in the neighborhood of the desiredtrajectory it converges, and tracks it.

Figure7.2bshows the system follows the given trajectory in 3D. The position controllers assigns

a desired attitude, and body rates to the inner loop. As seen in Figure7.3a, and Figure7.3b, the

rotation matrix error, and body rates error converge to zero. Figure7.4 shows the desired and

actual attitude commands (in terms of local coordinates). It is interesting to see that tracking

controller assigns an attitude command of� 10� to track the circle at the desired slow speed. As

seen from the �gure the controller belonging to the classCR tracks the desired angles with an

error of less than a degree.

In the second case, we test the same outer loop tracking controller, on the same trajectory,

i.e., unit circle in the presence of noise, but this time it isrequired to follow the trajectory at a

relatively aggressive speed of3:3 m/sec. As shown in Figure7.5a, and Figure7.5b, the system

tracks the desired trajectory. Moreover, Figure7.6a, and Figure7.6bshows the attitude and body
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Figure 7.2: Translational errors in the presence of noise
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Figure 7.3: Attitude errors in the presence of noise
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Figure 7.4: Desired and actual attitude, represented in local coordinates

rates error converge to zero. It can be seen in Figure7.7that in order to track the unit circle at the

desired speed the system outer loop or the tracking controllers assigns larger attitude commands

(i.e., in terms of Euler angles about� 40� ). The inner loop controller belonging to the controller

classCR tracks the desired signal in a satisfactory manner (with an attitude error of few degrees).

It should be noted that since the desired attitude angles arelarge, most of linear controller may

fail to perform attitude tracking.

7.3.2 Path following position control

Now we present simulation results for the outer loop path following controller. Similar to the

previous case, the outer loop path following controller assigns a desired attitude command to

the inner loop attitude tracking controller belonging to the classCR . In the �rst case the unit
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(b) Tracking the desired path, 3d view

Figure 7.5: Translational errors in the presence of noise
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Figure 7.6: Attitude errors in the presence of noise
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Figure 7.7: Desired and actual attitude, represented in local coordinates

circle is required to follow at a relatively slower speed, about1:2 m/sec in the presence of sensor

noise. Figure7.8a, and Figure7.8bshows the system following the desired path. Compared to

the tracking case, it can be seen that the controller performance is quite similar at low speeds.

Figure7.9a, and Figure7.9bshow rotation matrix, and body rates errors. Similar to the outer

loop tracking case, it can be seen in Figure7.10 that the outer loop path following controller

assigns small desired attitude commands (in terms of Euler angles� 10� ) to the inner loop, and

the controller tracks the desired attitude commands withinan error of less than a degree.

Now we test the outer loop path following controller at relatively higher speed around (3:3

m/sec). It can be seen from Figure7.11a, and Figure7.11bthat at higher speed the outer loop

path following controller follows the curve “closely” whencompared to the tracking controller.

The attitude errors and body rate errors are shown in Figure7.12a, and Figure7.12b, respec-

tively. It is interesting to note that (see Figure7.12a) in this case, the attitude error is around
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Figure 7.8: Translational errors in the presence of noise
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Figure 7.9: Attitude errors in the presence of noise
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Figure 7.10: Desired and actual attitude, represented in local coordinates

0:1 units at steady state, while in the tracking case (as seen in Figure 7.6a) the attitude error is

around0:2 units. Therefore, in terms of attitude error the outer loop path following controller

is better compared to outer loop tracking controller. Similar to the outer loop tracking case at

higher speed, it can be seen in Figure7.13that the path following outer loop assigns an attitude

command of around� 40� . As shown in the �gure the inner loop controllers tracks the desired

attitude commands with an attitude error of up-to few degree.

In summary, as shown by the simulation results, the path following outer loop controller

performs better compared to the trajectory tracking outer loop controller in terms of attitude

tracking error. We show through simulation that, since the attitude loop operates at a higher rate

compared to the outer loop, the overall system exhibits stable behavior. Theoretically, the overall

stability of the system is a cascade control problem which isbeyond the scope of this thesis, and

is left as a future direction.
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Figure 7.11: Translational errors in the presence of noise
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Figure 7.12: Attitude errors in the presence of noise
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Figure 7.13: Desired and actual attitude, represented in local coordinates
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Chapter 8

Conclusion and Future Work

In this chapter we brie�y summarize the main highlights of the thesis, and conclude some of

the limitations and advantages of the controller design procedure adopted in this thesis. Both

geometric and local controllers lead to interesting futuredirections, and we conclude this chapter

on the future work note.

8.1 Conclusion

In this thesis we consider the motion control problem of theCV class of vehicles which includes

satellites, quadrotors, under water vehicles, and tail sitting vehicles. Informally, the motion

control problem is the following: given each vehicle from the classCV , and given a “curve” in

the three dimensional space, the task is to follow the curve using the control inputs. We treat the

curve either as a path (parameterized by a path parameter), or as a trajectory (parameterized by

time). In this thesis we consider the motion control problemunder two settings: a local controller

design problem, and a global (or geometric) control problem. We call the motion control problem

local when the system's model is represented by some local chart such as Euler angles, and
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call the motion control problem a geometric control problemwhen the system dynamics are

represented without any local chart, or directly onSO(3).

Broadly, in this thesis, we solve the motion control problemin two ways: a path following

approach, and a trajectory tracking approach. In the path following problem we not only consider

the path parameterized by the path parameter, but also treatthe problem in a uni�ed setting. In

other words, under path following setting, we do not divide the problem into the so-called “inner

loop” and “outer loop” approach. A set stabilization approach is used to solve the path following

problem for the class of vehiclesCV . Before presenting the path following problem for the class

of vehicles, we present, in Chapter3, how a path following controller is design for a planar mobile

robot using the path following and set stabilization approach. This chapter has two purposes: �rst

it explains the controller design process by considering a system with much “simpler” dynamics

compared toCV , and second, it highlights the important fact that althoughthe controller is based

on the concept of feedback linearization the controller enjoys precise path following when tested

on a real platform. Again, most of the theoretical contributions of this chapter is part of the

author's masters work, but the practical implementation ispart of the author's doctoral work.

Chapter4 presents a novel path following controller forCV . Moreover the controller is de-

signed when the system dynamics are represented by a local chart, i.e., Euler angles. The path

following controller is based on the idea on set stabilization which allows path invariance. In-

formally, path invariance means once the system is on the path it will never leave the path. This

controller allows each vehicle belonging to the class of vehicle to follow a broad class of both

closed and non-closed curves. Although, this path following controller provides invariance prop-

erty, it suffers two limitations. The �rst limitation is gimbal lock, which arises because of the

choice of Euler angles as a local chart. The second, practical, limitation is that the control de-

sign procedure requires dynamic extension. Dynamic extension requires �nding two derivatives

of the thrust input, and treating thrust input and rate of change of thrust input as system states.

The derivatives of the thrust input (already a noisy signal)are even more noisy which, although
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proven to be practically working well on a ground robot despite this, makes the controller for

CV practically less feasible. We believe that practically, with low-noise sensors and careful state

observer design, the controller could be used on realCV class of vehicles.

Chapter6 addresses both limitations, i.e., gimbal lock, and sensitivity to noise caused by

dynamics extension. Gimbal lock is avoided by treating the geometric version of the problem.

Secondly, we adopt an inner-outer loop control design approach which eliminates the need to

perform dynamic extension. The heart of the inner-outer loop motion control design problem is

the inner loop control, which is the focus of this chapter. Tosolve the inner loop control problem,

we propose a novel family of functionsFR , which induces a novel geometric class of controllers

CR . The controller classCR consists of both global and local controllers that stabilize CV . We

show in simulation that this controller class is capable of performing better in the presence of

noisy sensor data compared to the controllers that require dynamic extension. Moreover, the

geometric nature of the controller classCR allows the class of vehicleCV to perform multiple

�ips.

For the class of vehiclesCV under study, the inner loop or attitude dynamics are “faster”

compared to the outer loop or translational dynamics. This faster inner loop dynamics make

the so-called separation principle hold, which means one can design an asymptotically stable

outer loop controller and use it with an asymptotically stable inner loop controller without direct

consideration of overall stability of the full system. Thisis not strictly true, as if both the inner

loop and outer-loop are asymptotically stable, the overallsystem can be unstable [20]. However,

as practically previously demonstrated, such as in [15], under reasonable assumption, i.e., if the

inner-loop is running at least two to three times faster thanthe outer loop, the overall system

exhibits stability. In Chapter7 we design two asymptotically stable outer loop controllersand

demonstrate in simulation that these controllers work wellwith the geometric controller classCR

even in the presence of sensor noise.
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8.2 Future work

In this section we informally discuss some of the future research directions that stem from the

work considered in this thesis.

8.2.1 Function familyFR;


In Chapter6 we propose a family of functionsFR , i.e., a family that depends only on positions

R, here we propose another novel family of functions that depends both on positions (R; Rd), and

velocities (b
 ; b
 d), and represent this family byFR;
 . In other wordsFR;
 consists of functions

that depend on all the state information, i.e, all positionsand velocities. LetX = ( R; Rd; b
 ; b
 d)

denote a point in(SO(3))2: � (so(3))2.

De�nition 8.2.1. Let f 
 be a velocity error, andf R 2 F R . A function

f : U � (SO(3))2 � (so(3))2 ! so(3)

(f 
 ; f R) 7! f 
 + f R

is said to belong toFR;
 if there exists an open setU � (SO(3))2� (so(3))2 containing(I; I; 0; 0)

such that

A1 It is continuously differentiable onU.

A2 For all (R; Rd; 0; b
 d) 2 U, the differentialf with respect tob
 is non-singular.

A3 f 
 is a compatible velocity error withf R .

Precise de�nitions of velocity error and compatible velocity errors are part of future work,

along with controller design, and stability proof.

Some other examples of functions belonging to the classFR;
 are
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1. f = b
 d � b
 + log
�
R> Rd

�

2. f = b
 � Adj R>
d R

b
 d + log
�
R>

d R
�

3. f = b
 � Adj R>
d R

b
 d + R>
d R � R> Rd

4. f = b
 � b
 d + a(R>
d R � R> Rd); a 2 R

5. f = trace( I 3� 3 � R> Rd)
�


 � Adj R>
d R

b
 d + log
�
R>

d R
� �

This problem is theoretically novel and interesting because it is like partial feedback linearization

but on manifolds, and this requires careful handling of notions such as vector relative degree,

internal dynamics, and zero dynamics.

8.2.2 Stability of the cascade system

The controller classCR described in Chapter6asymptotically stabilizes the attitude dynamics (in-

ner loop) of the rigid body, while the position controllers presented in Chapter7 asymptotically

stabilize the translational dynamics (outer loop) ofCV . As highlighted in Chapter7, although

both subsystem are asymptotically stable this does not guarantee stability of overall system. This

leads to an interesting theoretical cascade control problem, which is proving stability of the over-

all system when each subsystem is asymptotically stable. The problem can be approached in

two ways. The �rst approach is to use the so called standard techniques of cascade control that

involve proving one of the subsystem to be input to state stable, for more details see [20, 88, 21].

The second approach is to solve the attitude control problemas a geometric set stabilization

problem, which would be a nontrivial task. In other words, this requires proving the controller

classCR using set stabilization, and then using reduction theorems, and nested set scheme, as

described by [84], to prove stability of the overall system. The main challenge in both cases

would be the geometric analysis for the whole controller class. Moreover, in the second case
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the problem is de�ned on a non-compact set, while the standard reduction theorems deal with

compact sets. This leads to an interesting novel research problem.

8.2.3 Geometric path following

Chapter4 presents a path invariant controller for the rigid bodies that does not require additional

stability tools as the problem was solved in a uni�ed approach. However, as discussed before, one

of the limitation of the controller was the gimbal lock whicharises because the system's dynamics

were represented in local coordinates. One way to avoid gimbal lock is to consider a geometric

version of the problem. It is our conjecture that the system still needs dynamics extension, or

it would be required to add virtual states to the system. Thiswould require one to check the so

called “vector relative degree” of a system de�ned on a manifold, which is a challenging and

nontrivial task at this point. Moreover, rest of the analysis would require geometric tools and

may leads to a novel and almost-global path following controller.

8.2.4 Practical implementation

A natural extension of the work considered in this thesis is to implement controllers from each

controller class on an actual platform such as a quadrotor, or an underwater vehicle. This task is

quite challenging in its own ways, as these controller are novel and have never been tested and

implemented on a real platform. This can lead to more interesting practical questions. Moreover,

investigating robustness of these controllers, or stability of these controller with a geometric �lter

would be an interesting and practical research direction.
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Appendix A

Basic Concepts and Notations

This Appendix reviews some of the basic concepts used in thisproposal document. Some de�ni-

tions from algebra, analysis and differential geometry arevery brie�y reviewed that is used peri-

odically in this book. The purpose of this appendix is to givean informal and intuitive review of

some of the basic tools used in this proposal. These conceptsare taken from [4, 80, 5, 66, 61, 2].

A.1 Review of Algebra, Analysis and Differential Geometry

Informally a map is an operator taking elements from its domain, and generating elements in its

co-domain. LetU andV be open subsets ofRn andRm respectively. A functionf is sometimes

called a mapping, and we say thatf maps a domain elementa 2 U to its codomain element

b 2 V, sometimes called the image ofa. In symbols, we might writef : U ! V andf : a 7! b.

Surjective, injective and bijective maps are the basis properties of maps.

De�nition A.1.1. A mapf : U � Rn ! V � Rm is surjective or onto if for eachy 2 V there

exist at least onex 2 U such thatf (x) = y.
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De�nition A.1.2. A mapf : U � Rn ! V � Rm is injective or one-to-one if,x1; x2 2

U; f (x1) = f (x2) impliesx1 = x2.

De�nition A.1.3. A mapf : U � Rn ! V � Rm is bijective if it is both injective and surjective.

De�nition A.1.4. A groupG is a set with a binary operation(:) : G � G 7! G, such that the

following properties are satis�ed:

1. associativity:(a:b):c = a:(b:c) for all a; b; c2 G

2. 9 an identity elemente such thate:a= a:e= a for all a 2 G

3. 8a 2 G there exists an inversea� 1 such thata:a� 1 = a� 1:a = e

De�nition A.1.5. A homomorphism between groups,� : G 7! H , is a map which preserves the

group operation

� (a:b) = � (a):� (b):

De�nition A.1.6. An isomomorphism is a homomorphism that is bijective.

Smooth Manifold and Smooth Maps Roughly speaking, manifolds are, locally, vector spaces

but are globally curved spaces. For example the surface of a sphere is “locally �at” but glob-

ally curved and globally the surface of a sphere is not a vector �eld. Although manifolds re-

semble Euclidean spaces near each point (“locally”), the global structure of a manifold may be

more complicated. For example, any point on the usual two-dimensional surface of a sphere is

surrounded by a circular region that can be �attened to a circular region of the plane, as in a

geographical map. However, the sphere differs from the plane.

Let U andV be open subsets ofRn andRm respectively. A mappingf : U 7! V is called

smooth iff is differentiable and the derivative of the map@f=@xis continuous. In this case the

functionf is of classC1. If f is r th order differentiable and@r f=@xis continuous then we sayf

is of classCr . If f is smooth for all �niter then we sayf is smooth or of classC1 .
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De�nition A.1.7. A mapf : U � Rn ! V � Rm is diffeomorphism iff is a homeomorphism

(i.e., a one-to-one or injective continuous map with a continuous inverse) and if bothf andf � 1

are smooth.

De�nition A.1.8. A subsetM � Rk is called a smooth manifold of dimensionm if for each

x 2 M there is a neighborhoodW \ M , whereW � Rk , that is a diffeomorphic to an open

subsetU � Rm

A unit circle S1 � R2 de�ned byf (cos�; sin� )g; � 2 [0; 2� ] is an example of a manifold. A

submanifold is simply a smaller manifold inside a larger manifold.

De�nition A.1.9. A manifoldM is said to be an invariant manifold if whenevery 2 M and

t0 � 0, we have

� (t; y; t 0) 2 M;

Theorem A.1.10.(Inverse Function Theorem [66]) Let U be an open subset ofRn andf : U !

Rn , a C1 mapping. If the Jacobian,df x? , is nonsingular at somex? in U, then there exists an

open neighborhoodV of x? in U such thatW = f (U) is open inRn and f jV is a diffeomorphism

ontoW.

Regular Values Let f : M ! N be a smooth map between manifolds of same dimensions.

A point x 2 M is said to be a regular point off if the derivativeDf x is nonsingular. Ifx is

a regular point it follows from the inverse function theoremthat f maps a neighborhood ofx

diffeomorphically onto a neighborhood ofy = f (x).

De�nition A.1.11. Given a mapf : M ! N , y 2 N is said to be a regular value if every point

in the setf � 1(y) is a regular point.
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A.1.1 Vector �elds and their Derivatives

A vector �eld is an assignment of a vector to each point in a subset of Euclidean space. A vector

�eld in the plane for instance can be visualized as an arrow, with a given magnitude and direction,

attached to each point in the plane. Vector �elds are often used to model speed and direction of

a moving objects throughout space, for example speed and direction of a mobile robot. The

following demonstrates the notion of vector �eld,

f (x) =

2

6
6
6
6
4

x2
3

x2

1 + x2
1

3

7
7
7
7
5

=
@x23
@x1

+
@x2
@x2

+
@(1 + x2

1)
@x3

: (A.1)

The Lie derivative also called the direction derivative evaluates the change of a vector �eld

along the �ow of another vector �eld. This change is coordinate invariant and therefore the Lie

derivative is de�ned on any differentiable manifold.

De�nition A.1.12. Consider a vector �eldf and a real valued function,

� : U � Rn ! R; (A.2)

the derivative of� alongf is a functionL f � : U ! R de�ned as

L f � (x) := hd� (x); f (x)i =
@�
@x

f (x) =
nX

i =1

@�
@xi

f i (x); (A.3)

which is also called the Lie derivative or directional derivative of� alongf , whereh:; :i is the

Euclidean inner product.

Repeated use of this operator is possible and the following notation can be used,

LgL f � (x) :=
@Lf � (x)

@x
g(x) =

nX

i =1

@Lf �
@xi

gi (x): (A.4)
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The operation can be recursively de�ned, such that taking the k derivatives of� alongf would

be denoted byL k
f where,

L k
f � (x) :=

@Lk� 1
f � (x)

@x
f (x) =

nX

i =1

@Lk� 1
f �

@xi
f i (x): (A.5)

Consider a parameterized curve� : R ! Rn . It is clear that� (� ) represents location of a

moving point along the curve. The velocity vector of� at point� can be represented by� 0(� ).

The speed at� is the lengthk� 0(� )k.

De�nition A.1.13. The parameterization� (� ) is unit-speed ifk� 0(� )k = 1.

De�nition A.1.14. The curve� (� ) is regular if � 0(� ) 6= 0 for all � 2 R.

Consider a curve� (� ) = ( a� cos�; a� sin� ). It has velocity

� 0(� ) = a(cos� � � sin�; sin� + � cos� );

and speed

k� 0(� )k = jaj
p

(cos� � � sin� )2 + (sin � + � cos� )2 = jaj
p

1 + � 2 6= 0:

Therefore the parameterization is regular.

A.2 Nonlinear Control Systems

Consider a time-invariant, �nite-dimensional, deterministic control-af�ne system withm inputs,

u := [ u1 � � � um ]> 2 Rm andp outputs andf : Rn ! Rn , gi : Rn ! Rn andh : Rn ! Rp are

smoothCr maps.

_x = f (x) +
mX

i =1

gi (x)ui := f (x) + g(x)u; (A.6)

(A.7)
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and consider a function,

y = h(x) =

2

6
6
6
6
4

h1(x)
...

hp(x)

3

7
7
7
7
5

; 8y 2 Rp; (A.8)

which is the output of the system. The relative degree is the key concept in solving feedback

linearization problems.

De�nition A.2.1. Consider system(A.6) with u 2 R and with output function(A.8) with m =

p = 1 i.e.,y = h(x), y 2 R. The system has a relative degree ofr at a pointx0 if

1. LgL k
f h(x) = 0 ; 8x 2 a neighborhood ofx0 and8k < r � 1,

2. LgL r � 1
f h(x0) 6= 0.

The relative degree of a single input single output (SISO) system is the number of times we

need to differentiate the output before the control input appears. A notion, called the vector

relative degree can be de�ned for the multiple-input multiple-output (MIMO) systems.

De�nition A.2.2. Consider systemA.6with m = p. We de�ne anm � m matrix,

A(x) :=

2

6
6
6
6
6
6
6
6
4

Lg1L
r 1 � 1
f h1(x) � � � Lgm L r 1 � 1

f h1(x)

Lg1L
r 2 � 1
f h2(x) � � � Lgm L r 2 � 1

f h2(x)
...

...
...

Lg1 L r m � 1
f hm (x) � � � Lgm L r m � 1

f hm (x)

3

7
7
7
7
7
7
7
7
5

: (A.9)

The system has a vector relative degree off r1; : : : rm g at a pointx0 if

1. Lgj L
k
f hi (x) = 0 ; 81 � j � m for all k < r i � 1 for all 1 � i � m and for all x in a

neighborhood ofx0.

2. The matrixA(x) is nonsingular atx = x0,
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A.3 Elementary results

In this section we present some elementary results. Although, these results are basic and easy to

prove, yet we �nd them valuable for writing proofs of some of the main results of this thesis.

Proposition A.3.1.

Let k1; k2; k3 2 R+ , andv; w 2 R3, andK = diag(k1; k2; k3), then

v> (Kw ) = ( Kw )> v

Proof.

v> (Kw ) = hv; Kw i

= hKw; v i

= ( Kw )> v:

Proposition A.3.2. If k1; k2; k3 2 R+ andv 2 R3, then

v> (diag(k1; k2; k3)v) =





 diag

� p
k1;

p
k2;

p
k3

�
v







2

2
(A.10)
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Proof. let K := diag(k1; k2; k3), by expanding the left hand side of (A.10)

v> (Kv ) =
h

v1 v2 v3

i

2

6
6
6
6
4

k1 0 0

0 k2 0

0 0 k3

3

7
7
7
7
5

2

6
6
6
6
4

v1

v2

v3

3

7
7
7
7
5

=
h

v1 v2 v3

i

2

6
6
6
6
4

k1v1

k2v2

k3v3

3

7
7
7
7
5

= k1v2
1 + k2v2

2 + k3v2
3

=






















2

6
6
6
6
4

p
k1 0 0

0
p

k2 0

0 0
p

k3

3

7
7
7
7
5

2

6
6
6
6
4

v1

v2

v3

3

7
7
7
7
5






















2

2

=






p

Kv







2

2

=





 diag

� p
k1;

p
k2;

p
k3

�
v







2

2

which proves the result.
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